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OVERVIEW 

Imagine for a moment a world where all electronic 
communications were instantaneous. A world where 
voice, data, and graphics could all be transported via 
telephone lines to a variety of computers and receiving 
systems. A world where the touch of a finger could 
summon information ranging from stock reports to 
classical literature and bring it into environments as 
diverse as offices and labs, factories and living rooms. 

Unfortunately, these promises of the Information Age 
still remain largely unfulfilled. While computer tech- 
nology has accelerated rapidly over the last twenty 
years, the communications methods used to tie the wide 
variety of electronic systems in the world together have, 
by comparison, failed to keep pace. Faced with a tangle 
of proprietary offerings, high costs, evolving standards, 
and incomplete technologies, the world is still waiting 
for networks that are truly all-encompassing, the miss- 
ing links to today’s communications puzzle. 

Enter microcommunications — microchip-based digital 
communications products and services. A migration of 
the key electronics communications functions into sili- 
con is now taking place, providing the vital interfaces 
that have been lacking among the various networks 
now employed throughout the world. Through the evo- 
lution of VLSI (Very Large Scale Integration) technolo- 
gy, microcommunications now can offer the perform- 
ance required to effect these communications interfaces 
at affordable costs, spanning the globe with silicon to 
eradicate the troublesome bottleneck that has plagued 
information transfer during recent years. 

“There are three parts to the communications puzzle,” 
says Gordon Moore, Intel Chairman and CEO. “The 
first' incorporates the actual systems that communicate 
with each other, and the second is the physical means 
to connect them — such as cables, microwave technolo- 
gy, or fiber optics. It is the third area, the interfaces 
between the systems and the physical links, where sili- 
con will act as the linchpin. That, in essence, is what 
microcommunications is all about.” 


THE COMMUNICATIONS 
BOTTLENECK 

Visions of global networks are not new. Perhaps one of 
the most noteworthy of these has been espoused by Dr. 
Koji Kobayashi, chairman of NEC Corporation. His 
view of the future, developed over the nearly fifty years 
of his association with NEC, is known as C&C (Com- 
puters and Communications). It defines the marriage of 
passive communications systems and computers as 
processors and manipulators of information, providing 
the foundation for a discipline that is changing the ba- 
sic character of modem society. 


Kobayashi’s macro vision hints at the obstacles con- 
fronting the future of C&C. When taken to the micro 
level, to silicon itself, one begins to understand the 
complexities that are involved. When Intel invented the 
microprocessor fifteen years ago, the first seeds of the 
personal computer revolution were sown , marking an 
era that over the last decade has dramatically influ- 
enced the way people work and live. PCs now prolifer- 
ate in the office, in factories, and throughout laboratory 
environments. And their “intimidation” factor has less- 
ened to where they are also becoming more and more 
prevalent in the home, beginning to penetrate a market 
that to date has remained relatively untapped. 

Thanks to semiconductor technology, the personal 
computer has raised the level of productivity in our 
society. But most of that productivity has been gained 
by individuals at isolated workstations. Group produc- 
tivity, meanwhile, still leaves much to be desired. The 
collective productivity of organizations can only be en- 
hanced through more sophisticated networking 
technology. We are now faced with isolated “islands 
of automation” that must somehow be developed 
into networks of productivity. 

But no amount of computing can meet these challenges 
if the corresponding communications technology is not 
sufficiently in step. The Information Age can only grow 
as fast as the lowest common denominator — which in 
this case is the aggregate communications bandwidth 
that continues to lag behind our increased computing 
power. Such is the nature of the communications bot- 
tleneck, where the growing amounts of information we 
are capable of generating can only flow as fast as the 
limited and incompatible communications capabilities 
now in place. Clearly, a crisis is at hand. 


BREAKING UP THE BOTTLENECK 

Three factors have contributed to this logjam: lack of 
industry standards, an insufficient cost/performance 
ratio, and the incomplete status of available communi- 
cations technology to date. 

• Standards — One look at the tangle of proprietary 
systems now populating office, factory, and labora- 
tory environments gives a good indication of the 
inherent difficulty in hooking these diverse systems 
together. And these systems do not merely feature 
different architectures — they also represent com- 
pletely different levels of computing, ranging from 
giant mainframes at one end of the scale down to 
individual microcontrollers on the other. 

The market has simply grown too fast to effectively 
accommodate the changes that have occurred. Sup- 
pliers face the dilemma of meshing product differ- 
entiation issues with industry-wide compatibility as 
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they develop their strategies; opting for one in the 
past often meant forsaking the other. And while 
some standards have coalesced, the industry still 
faces a technological Tower of Babel, with many 
proprietary solutions vying to be recognized in lead- 
ership positions. 

• Cost/Performance Ratio — While various commu- 
nications technologies struggle toward maturity, 
the industry has had to cope with tremendous costs 
associated with interconnectivity and interopera- 
tion. Before the shift to microelectronic interfaces 
began to occur, these connections often were pro- 
hibitively expensive. 

Says Ron Whittier, Intel Vice President and Direc- 
tor of Marketing: “Mainframes offer significant 
computing and communications power, but at a 
price that limits the number of users. What is need- 
ed is cost-effective communications solutions to 
hook together the roughly 16 million installed PCs 
in the market, as well as the soon-to-exist voice/ 
data terminals. That’s the role of microcommunica- 
tions — bringing cost-effective communications solu- 
tions to the microcomputer world.” 

• Incomplete Technology — Different suppliers have 
developed many networking schemes, but virtually 
all have been fragmented and unable to meet the 
Wide range of needs in the marketplace. Some of 
these approaches have only served to create addi- 
tional problems, making OEMs and systems houses 
loathe to commit to suppliers who they fear cannot 
provide answers at all of the levels of communica- 
tions that are now funneled into the bottleneck. 

THE NETWORK TRINITY 

Three principal types of networks now comprise the 
electronic communications marketplace: Wide Area 
Networks (WANs), Local Area Networks (LANs), and 
Small Area Networks (SANs). Each in its own fashion 
is turning to microcommunications for answers to its 
networking problems. 

WANs — known by some as Global Area Networks 
(GANs) — are most commonly associated with the 
worldwide analog telephone system. The category also 
includes a number of other segments, such as satellite 
and microwave communications, traditional networks 
(like mainframe-to-mainframe connections), modems, 
statistical multiplexers, and front-end communications 
processors. The lion’s share of nodes — electronic net- 
work connections — in the WAN arena, however, re- 
sides in the telecommunications segment. This is where 
the emerging ISDN (Integrated Services Digital Net- 
work) standard comes into focus as the most visible 
portion of the WAN marketplace. 


The distances over which information may be transmit- 
ted via a WAN are essentially unlimited. The goal of 
ISDN is to take what is largely an analog global system 
and transform it into a digital network by defining the 
standard interfaces that will provide connections at 
each node. 

These interfaces will allow basic digital communica- 
tions to occur via the existing twisted pair of wires that 
comprise the telephone lines in place today. This would 
bypass the unfeasible alternative of installing complete- 
ly new lines, which would be at cross purposes with the 
charter of ISDN: to reduce costs and boost perform- 
ance through realization of an all-digital network. 

The second category, Local Area Networks, represents 
the most talked-about link provided by microcommuni- 
cations. In their most common form, LANs are com- 
prised of — but not limited to — PC-to-PC connections. 
They incorporate information exchange over limited 
distances, usually not exceeding five kilometers, which 
often takes place within the same building or between 
adjacent work areas. The whole phenomenon surround- 
ing LAN development, personal computing, and dis- 
tributed processing essentially owes its existence to mi- 
crocomputer technology, so it is not surprising that this 
segment of networking has garnered the attention it has 
in microelectronic circles. 

Because of that, progress is being made in this area. 
The most prominent standard — which also applies to 
WANs and SANs — is the seven-layer Open Systems In- 
terconnection (OSI) Model, established by the Interna- 
tional Standards Organization (ISO). The model pro- 
vides the foundation to which all LAN configurations 
must adhere if they hope to have any success in the 
marketplace. Interconnection protocols determining 
how systems are tied together are defined in the first 
five layers. Interoperation concepts are covered in the 
upper two layers, defining how systems can communi- 
cate with each other once they are tied together. 

In the LAN marketplace, a large number of networking 
products and philosophies are available today, offering 
solutions at various price/performance points. Diverse 
approaches such as StarLAN, Token Bus and Token 
Ring, Ethernet, and PC-NET, to name a few of the 
more popular office LAN architectures, point to many 
choices for OEMs and end users. 

A similar situation exists in the factory. While the 
Manufacturing Automation Protocol (MAP) standard 
is coalescing around the leadership of General Motors, 
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Boeing, and others, a variety of proprietary solutions 
also abound. The challenge is for a complete set of in- 
terfaces to emerge that can potentially tie all of these 
networks together in — and among — the office, factory, 
and lab environments. 

The final third of the network trinity is the Small Area 
Network (SAN). This category is concerned with com- 
munications over very short distances, usually not ex- 
ceeding 100 meters. SANs most often deal with chip-to- 
chip or chip-to-system transfer of information; they are 
optimized to deal with real-time applications generally 
managed by microcontrollers, such as those that take 
place on the factory floor among robots at various 
workstations. 

SANs incorporate communications functions that are 
undertaken via serial backplanes in microelectronic 
equipment. While they represent a relatively small mar- 
ket in 1986 when compared to WANs and LANs, a 
tenfold increase is expected through 1990. SANs will 
have the greatest number of nodes among network ap- 
plications by the next decade, thanks to their prepon- 
derance in many consumer products. 

While factory applications will make up a large part of 
the SAN marketplace probably the greatest contributor 
to growth will be in automotive applications. Micro- 
controllers are now used in many dashboards to control 
a variety of engine tasks electronically, but they do not 
yet work together in organized and efficient networks. 
As Intel’s Gordon Moore commented earlier this year 
to the New York Society of Security Analysts, when 
this technology shifts into full gear during the next dec- 
ade, the total automobile electronics market will be 
larger than the entire semiconductor market was in 
1985. 


market Opportunities 

Such growth is also mirrored in the projections for the 
WAN and LAN segments, which, when combined with 
SANs, make up the microcommunications market pie. 
According to Intel analysts, the total silicon microcom- 
munications market in 1985 amounted to $522 million. 
By 1989, Intel predicts this figure will have expanded to 
$1290 million, representing a compounded annual 
growth rate of 25%. 

And although the WAN market will continue to grow 
at a comfortable rate, the SAN and LAN pieces of the 
pie will increase the most dramatically. Whereas SANs 
represented only about 12.5% ($65 million) in 1985, 
they could explode to 22.5% ($290 million) of the larg- 
er pie by 1989. This growth is paralleled by increases in 


the LAN segment, which should grow from 34.5% of 
the total silicon microcommunications market in 1985 
to 44.5% of the expanded pie in 1989. 

Opportunities abound for microcommunications sup- 
pliers as the migration to silicon continues. And 
perhaps no VLSI supplier is as well-positioned in this 
marketplace as Intel, which predicts that 50% of its 
products will be microcommunications-related by 1990. 
The key here is the corporation’s ability to bridge the 
three issues that contribute to the communications bot- 
tleneck: standards, cost-performance considerations, 
and the completeness of microcomputer and microcom- 
munications product offerings. 


INTEL AND VLSI: THE 
MICROCOMMUNICATIONS MATCH 

Intel innovations helped make the microcomputer revo- 
lution possible. Such industry “firsts” include the 
microprocessor, the EPROM, the E2PROM, the 
microcontroller, development systems, and single board 
computers. Given this legacy, it is not surprising that 
the corporation should come to the microcommunica- 
tions marketplace already equipped with a potent arse- 
nal of tools and capabilities. 

The first area centers on industry standards. As a VLSI 
microelectronic leader, Intel has been responsible for 
driving many of the standards that are accepted by the 
industry today. And when not actually initiating these 
standards, Intel has supported other existing and 
emerging standards through its longtime “open sys- 
tems” philosophy. This approach protects substantial 
customer investments and ensures easy upgradability 
by observing compatibility with previous architectures 
and industry-leading standards. 

Such a position is accentuated by Intel’s technology re- 
lationships and alliances with many significant names 
in the microcommunications field. Giants like AT&T 
in the ISDN arena, General Motors in factory network- 
ing, and IBM in office automation all are working 
closely with Intel to further the standardization of the 
communications interfaces that are so vital to the 
world’s networking future. 

Cost/performance considerations also point to Intel’s 
strengths. As a pioneer in VLSI technology, Intel has 
been at the forefront of achieving greater circuit densi- 
ties and performance on single pieces of silicon: witness 
the 275,000 transistors housed on the 32-bit 80386, the 
highest performance commercial microprocessor ever 
built. As integration has increased, cost-per-bit has de- 
creased steadily, marking a trend that remains consist- 
ent in the semiconductor industry. And one thing is 
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certain: microcommunications has a healthy appetite 
for transistors, placing it squarely in the center of the 
VLSI explosion. 

But it is in the final area — completeness of technology 
and products — where Intel is perhaps the strongest. No 
other microelectronic vendor can point to as wide an 
array of products positioned across the various seg- 
ments that comprise the microelectronic marketplace. 
Whether it be leadership in the WAN marketplace as 
the number one supplier of merchant telecommunica- 
tions components, strength in SANs with world leader- 
ship in microcontrollers, or overall presence in the 
LAN arena with complete solutions in components, 
boards, software, and systems, Intel is a vital presence 
in the growing microcommunications arena. 


That leadership extends beyond products. Along with 
its own application software, Intel is promoting expan- 
sion through partnerships with many different indepen- 
dent software vendors (IS Vs), ensuring that the neces- 
sary application programs will be in place to fuel the 
gains provided by the silicon “engines” residing at the 
interface level. And finally, the corporation’s commit- 
ment to technical support training, service, and its 
strong force of field applications engineers guarantees 
that it will back up its position and serve the needs that 
will continue to spring up as the microcommunications 
evolution becomes a reality. 

Together, all the market segment alluded to in this arti- 
cle comprise the world of microcommunications, a 
world coming closer together every day as the web of 
networking solutions expands — all thanks to the tech- 
nological ties that bind, reaching out to span the globe 
with silicon. 
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IEEE 802.3 ETHERNET LAN COPROCESSOR 


■ Performs Complete CSMA/CD Medium 
Access Control Functions 
Independently of CPU 

— High-Level Command Interface 

■ Supports Established and Emerging 
LAN Standards 

— IEEE 802.3/Ethernet (10BASE5) 

— IEEE 802.3/Cheapernet (10BASE2) 

— IEEE 802.3/StarLAN (1 BASES) 

— Proposed 10BASE-T 
— Proposed 10BASE-F 
— Proprietary CSMA/CD Networks up 
to 10 Mb/s 

■ On-Chip Memory Management 
— Automatic Buffer Chaining 

— Buffer Reclaim After Receipt of Bad 
Frames 

— Save Bad Frames, Optionally 

■ Interfaces to 8-Bit and 16-Bit 
Microprocessors 

■ 48-Pin DIP and 68-Pin PLCC 

(see “Intel Packaging” Document, Order Number: 231369-001) 


■ Supports Minimum Component 
Systems 

— Shared Bus Configuration 
— Interface to 80186 and 80188 
Microprocessors Without Glue 

■ Supports High-Performance Systems 
— Bus Master, with On-Chip DMA 

— 5-MB/s Bus Bandwidth 
— Compatible with Dual-Port Memory 
— Back-to-Back Frame Reception at 
10 Mb/s 

■ Network Management 
— CRC Error Tally 

— Alignment Error Tally 
— Location of Cable Faults 

■ Self-Test Diagnostics 
— Internal Loopback 
— External Loopback 

— Internal Register Dump 
— Backoff Timer Check 


SYSTEM INTERFACE 


SYSTEM CLOCK 
AND CONTROL SIGNALS 



MOST SIGNIFICANT 
ADDRESS (A 23 - A 16 ) 


SERIAL INTERFACE 


ADDRESS AND DATA 


-CDT 
-CAS 
-RXD 
- RXC 


►TXD 

-txc 

►RTS 

-CT5 


Figure 1. 82586 Functional Block Diagram 
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The 82586 is an intelligent, high-performance Local 
Area Network coprocessor, implementing the 
CSM A/CD access method (Carrier Sense Multiple 
Access with Collision Detection). It performs all time- 
critical functions independently of the host proces- 
sor, which maximizes performance and network 
efficiency. 

The 82586 performs the full set of IEEE 802.3 
CSMA/CD Medium Access Control and channel in- 
terface functions including: framing, preamble gen- 
eration and stripping, source address generation, 
destination address checking, CRC generation and 
checking, short frame detection. Any data rate up to 
10 Mb/s can be used. 

The 82586 features a powerful host system inter- 
face. It automatically manages memory structures 
with command chaining and bidirectional data chain- 
ing. An on-chip DMA controller manages four chan- 
nels transparently to the user. Buffers containing er- 
rored or collided frames can be automatically recov- 
ered. The 82586 can be configured for 8-bit or 16-bit 
data path, with maximum burst transfer rate of 2 or 
4 MB/s respectively. Memory address space is 
16 megabytes maximum. 


The 82586 provides two independent 16-byte FI- 
FOs, one for receiving and one for transmitting. The 
threshold for block transfer to/from memory is pro- 
grammable, enabling the user to optimize bus over- 
head for a given worst case bus latency. 

The 82586 provides a rich set of diagnostic and net- 
work management functions including: internal and 
external loopbacks, exception condition tallies, 
channel activity indicators, optional capture of all 
frames regardless of destination address, optional 
capture of errored or collided frames, and time do- 
main reflectometry for locating faults in the cable. 

The 82586 can be used in either baseband or broad- 
band networks. It can be configured for maximum 
network efficiency (minimum contention overhead) 
for any length network operating at any data rate up 
to 10 Mb/s. The controller supports address field 
lengths of 1 , 2, 3, 4, 5, or 6 bytes. It can be config- 
ured for either the IEEE 802.3/Ethernet or HDLC 
method of frame delineation. Both 16-bit and 32-bit 
CRCs are supported. 

The 82586 is fabricated in Intel’s reliable HMOS II 
5-V technology and is available in a 48-pin DIP or 
68-pin PLCC package. 


Table 1. 82586 Pin Description 


Symbol 

48 Pin DIP 
Pin No. 

68 Pin PLCC 
Pin No. 

Type 

Level 

Name and Function 

Vcc. Vcc 

48, 36 

8, 9,10,11, 
61,62 


System Power: + 5V Power Supply. 

Vss. V SS 

12,24 

26, 27,41, 
42, 43, 44 


System Ground. 

RESET 

34 

13 

1 

TTL 

RESET is an active HIGH internally synchronized signal, 
causing the 82586 to terminate present activity 
immediately. The signal must be HIGH for at least four 
clock cycles. The 82586 will execute RESET within ten 
system clock cycles starting from RESET HIGH. When 
RESET returns LOW, the 82586 waits for the first CA to 
begin the initialization sequence. 

TxD 

27 

22 

0 

TTL 

Transmitted Serial Data output signal. This signal is HIGH 
when not transmitting. 

TxC 

26 

23 

1 

* 

Transmit Data Clock. This signal provides timing 
information to the internal serial logic, depending upon the 
mode of data transfer. For NRZ mode of operation, data is 
transferred to the TxD pin on the HIGH to LOW clock 
transition. 

RxD 

25 

24 

1 

TTL 

Received Data Input Signal. 

RxC 

23 

28 

1 

* 

Received Data Clock. This signal provides timing 
information to the internal shifting logic depending upon the 
mode of data transfer. For NRZ data, the state of the RxD 
pin is sampled on the HIGH to LOW clock transition. 


*See D.C. Characteristics. 
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Table 1. 82586 Pin Description (Continued) 


Symbol 

48 Pin DIP 
Pin No. 

68 Pin PLCC 
Pin No. 

Type 

Level 

Name and Function 


28 

21 

0 

TTL 

Request To Send signal. When LOW, notifies an external 
interface that the 82586 has data to transmit. It is forced 
HIGH after a Reset and while the Transmit Serial Unit is 
not sending data. 

CTS 

29 

20 

1 

TTL 

Active LOW Clear To Send input enables the 82586 
transmitter to actually send data. It is normally used as an 
interface handshake to RTS. This signal going inactive 
stops transmission. It is internally synchronized. If CTS 
goes inactive, meeting the setup time to TxC negative 
edge, transmission is stopped and RTS goes inactive 
within, at most, two TxC cycles. 

CRS 

31 

18 

1 

TTL 

Active LOW Carrier Sense input used to notify the 82586 
that there is traffic on the serial link. It is used only if the 
82586 is configured for external Carrier Sense. When so 
configured, external circuitry is required for detecting serial 
link traffic. It is internally synchronized. To be accepted, 
the signal must stay active for at least two serial clock 
cycles. 

CD? 

30 

19 

1 

TTL 

Active LOW Collision Detect input is used to notify the 
82586 that a collision has occurred. It is used only if the 
82586 is configured for external Collision Detect. External 
circuitry is required for detecting the collision. It is internally 
synchronized. To be accepted, the signal must stay active 
for at least two serial clock cycles. During transmission, the 
82586 is able to recognize a collision one bit time after 
preamble transmission has begun. 


38 

6 

0 

TTL 

Active HIGH Interrupt request signal. 


32 

15 

1 

MOS 

The system clock input from the 80186 or another 
symmetrical clock generator. 


33 

14 

1 

TTL 

When HIGH, MN/MX selects RD, WR, ALE DEN, DT/R 
(Minimum Mode). When LOW, MN/MX selects A22, A23, 
READY, SO, SI (Maximum Mode). Note: This pin should be 
static during 82586 operation. 

AD0-AD15 

6-11, 

13-22 

29-33, 36- 
40, 45, 48, 
49, 50, 53, 
54 

I/O 

TTL 

These lines form the time multiplexed memory address (tl) 
and data (t2, t3, tW, t4) bus. When operating with an 8-bit 
bus, the high byte will output the address only during T 1 . 
ADO- ADI 5 are floated after a RESET or when the bus is 
not acquired. 

A16-A18 

A20-A23 

1,3-5 

45-47 

55-57, 59, 
63-65 

0 

TTL 

These lines constitute 7 out of 8 most significant address 
bits for memory operation. They switch during tl and stay 
valid during the entire memory cycle. The lines are floated 
after RESET or when the bus is not acquired. Address 
lines A22 and A23 are not available for use in minimum 
mode. 

A19/S6 

2 

58 

0 

TTL 

During tl it forms line 1 9 of the memory address. During t2 
through t4 it is used as a status indicating that this is a ' 

Master peripheral cycle, and is HIGH. Its timing is identical 
to that of AD0-AD1 5 during write operation. 
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Table 1. 82586 Pin Description (Continued) 


Symbol 

48 Pin DIP 
Pin No. 

68 Pin PLCC 
Pin No. 

Type 

Level 

Name and Function 

HOLD 

43 

67 

0 

TTL 

HOLD is an active HIGH signal used by the 82586 to 
request local bus mastership at the end of the current 
CPU bus transfer cycle, or at the end of the current DMA 
burst transfer cycle. In normal operation, HOLD goes 
inactive before HLDA. The 82586 can be forced off the 
bus by HLDA going inactive. In this case, HOLD goes 
inactive within four clock cycles in word mode and eight 
clock cycles in byte mode. 

HLDA 

42 

68 

1 

TTL 

HLDA is an active HIGH Hold Acknowledge signal 
indicating that the CPU has received the HOLD request 
and that bus control has been relinquished to the 82586. It 
is internally synchronized. After HOLD is detected as 
LOW, the processor drives HLDA LOW. Note, 
CONNECTING V C c TO HLDA IS NOT ALLOWED 
because it will cause a deadlock. Users wanting to give 
permanent bus access to the 82586 should connect 
HLDA with HOLD. 

CA 

35 

12 

1 

TTL 

The CA pin is a Channel Attention input used by the CPU 
to initiate the 82586 execution of memory resident 
Command Blocks. The CA signal is synchronized 
internally. The signal must be HIGH for at least one 
system clock period. It is latched internally on HIGH to 
LOW edge and then detected by the 82586. 

BHE 

44 

66 

0 

TTL 

The Bus High Enable signal (BHE) is used to enable data 
onto the most significant half of the data bus. Its timing is 
identical to that of A16-A23. With a 16-bit bus it is LOW 
and with an 8-bit bus it is HIGH. Note: after RESET, the 
82586 is configured to 8-bit bus. 

READY 

39 

5 

1 

TTL 

This active HIGH signal is the acknowledgement from the 
addressed memory that the transfer cycle can be 
completed. While LOW, it causes wait states to be 
inserted. This signal must be externally synchronized with 
the system clock. The Ready signal internal to the 82586 
is a logical OR between READY and SRDY/ARDY. 

ARDY/SRDY 

37 

7 

1 

TTL 

This active HIGH signal performs the same function as 
READY. If it is programmed at configure time to SRDY, it 
is identical to READY. If it is programmed to ARDY, the 
positive edge of the Ready signal is internally 
synchronized. Note, the negative edge must still meet 
setup and hold time specifications, when in ARDY mode. 
The ARDY signal must be active for at least one system 
clock HIGH period for proper strobing. The Ready signal 
internal to the 82586 is a logical OR between READY (in 
Maximum Mode only) and SRDY/ARDY. Note that 
following RESET, this pin assumes ARDY mode. 
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Table 1. 82586 Pin Description (Continued) 


Symbol 

48 Pin DIP 
Pin No. 

68 Pin PLCC 
Pin No. 

Type 

Level 

Name and Function 

So, si 

40,41 

4,3 

. 

■ 

0 

TTL 

Maximum mode only. These status pins define the type of 
DMA transfer during the current memory cycle. They are 
encoded as follows: 

ST TO 

0 0 Not Used 

0 1 Read Memory 

1 0 Write Memory 

1 1 Passive 

Status is active from the middle of t4 to the end of t2. They 
return to the passive state during t3 or during tW when 
READY or ARDY is HIGH. These signals can be used by 
the 8288 Bus Controller to generate all memory control and 
timing signals.* Any change from the passive state, signals 
the 8288 to start the next tl to t4 bus cycle. These pins are 
pulled HIGH and floated after a system RESET and when 
the bus is not acquired. 

TO 

46 

64 

0 

TTL 

Used in minimum mode only. The read strobe indicates that 
the 82586 is performing a memory read cycle. RD is active 
LOW during t2, t3 and tW of any read cycle. This signal is 
pulled HIGH and floated after a RESET and when the bus is 
not acquired. 

WR 

45 

65 

0 

TTL 

Used in minimum mode only. The write strobe indicates that 
the 82586 is performing a write memory cycle. WR is active 
LOW during t2, t3 and tW of any write cycle. It is pulled 
HIGH and floats after RESET and when the bus is not 
acquired. 

ALE 

39 

5 

0 

TTL 

Used in minimum mode only. Address Latch Enable is 
provided by the 82586 to latch the address into the 
8282/8283 address latch. It is a HIGH pulse, during tl 
(‘clock low’) of any bus cycle. Note that ALE is never 
floated. 

DEN 

40 

4 

0 

TTL 

Used in minimum mode only. Data ENable is provided as 
output enable for the 8286/8287 transceivers in a stand- 
alone (no 8288) system. DEN is active LOW during each 
memory access. For a read cycle, it is active from the 
middle of t2 until the beginning of t4. For a write cycle, it is 
active from the beginning of t2 until the middle of t4. It is 
pulled HIGH and floats after a system RESET or when the 
bus is not acquired. 

DT/R 

41 

, 

3 

0 

TTL 

Used in minimum mode only. DT/R is used in non-8288 
systems using an 8286/8287 data bus transceiver. It 
controls the direction of data flow through the Transceiver. 
Logically, DT/R is equivalent to SI . It becomes valid in the 
t4 preceding a bus cycle and remains valid until the final t4 
of the cycle. This signal is pulled HIGH and floated after a 
RESET or when the bus is not acquired. 


NOTE: 

*8288 does not support 10 MHz operation. 
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82586/HOST CPU INTERACTION 

Communication between the 82586 and the host is 
carried out via shared memory. The 82586’s on-chip 
DMA capability allows autonomous transfer of data 
blocks (buffers, frames) and relieves the CPU of 
byte transfer overhead. The 82586 is optimized to 
interface the iAPX 186, but due to the small number 
of hardware signals between the 82586 and the 
CPU, the 82586 can operate easily with other proc- 
essors. The 82586/ host interaction is explained 
separately in terms of the logical interface and the 
hardware bus interface. 

The 82586 consists of two independent units: Com- 
mand Unit (CU) and Receive Unit (RU). The CU exe- 
cutes commands from shared memory. The RU 
handles all activities related to frame reception. The 
CU and RU enable the 82586 to engage in the two 
types of activities simultaneously: the CU may be 
fetching and executing commands out of memory, 
and the RU may be storing received frames in mem- 
ory. CPU intervention is only required after the CU 
executes a sequence of commands or the RU stores 
a sequence of frames. 

The only hardware signals that connect the CPU and 
the 82586 are INTERRUPT and CHANNEL ATTEN- 
TION (see Figure 3). Interrupt is used by the 82586 
to draw the CPU’s attention to a change in the con- 
tents of the SCB. Channel Attention is used by the 
CPU to draw the 82586’s attention. 


82586 SYSTEM MEMORY 
STRUCTURE 

The Shared Memory structure consists of four parts: 
Initialization Root, System Control Block (SCB), 


Command List, and Receive Frame Area (RFA) (see 
Figure 4). 

The Initialization Root is at a predetermined location 
in the memory space, (0FFFFF6H), known to both 
the host CPU and the 82586. The root is accessed 
at initialization and points to the System Control 
Block. 

The System Control Block (SCB) functions as a bidi- 
rectional mail drop between the host CPU, CU and 
RU. It is the central element through which the CPU 
and the 82586 exchange control and status informa- 
tion. The SCB consists of two parts, the first of 
which entails instructions from the CPU to the 
82586. these include: control of the CU and RU 
(START, ABORT, SUSPEND, RESUME), a pointer 
to the list of commands for the CU, a pointer to the 
receive frame area, and a set of Interrupt acknowl- 
edge bits. The second entails status information 
keyed by the 82586 to the CPU, including: state of 
the CU and RU (e.g. IDLE, ACTIVE READY, SUS- 
PENDED, NO RECEIVE RESOURCES), interrupts 
bits (command completed, frame received, CU not 
ready, RU not ready), and statistics (see Figure 4). 

The Command List serves as a program for the CU. 
Individual commands are placed in memory units 
called a Command Block, or CB. CB’s contain com- 
mand specific parameters and command specific 
statuses. Specifically, these high level commands 
are called Action Commands (e.g. Transmit, Config- 
ure). 

A specific command, Transmit, causes transmission 
of a frame by the 82586. The Transmit command 
block includes Destination Address, Length Field, 
and a pointer to a list of linked buffers that holds the 
frame to be constructed from several buffers scat- 
tered in memory. The Command Unit performs with- 



Figure 3. 82586/Host CPU Interaction 
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Figure 4. 82586 Shared Memory Structure 


out the CPU intervention, the DMA of each buffer 
and the prefetching of references to new buffers in 
parallel. The CPU is notified only after successful 
transmission or retransmission. 

The Receive Frame Area is a list of Free Frame De- 
scriptors (Descriptors not yet used) and a list of buff- 
ers prepared by the user. It is conceptually distinct 
from the Command List. Frames arrive without being 
solicited by the 82586. The 82586 must be prepared 
to receive them even if it is engaged in other activi- 
ties and to store them in the Free Frame Area. The 
Receive Unit fills the buffers upon frame reception 
and reformats the Free Buffer List into received 
frame structures. The frame structure is virtually 
identical to the format of the frame to be transmitted. 
The first frame descriptor is referenced by SCB. A 
Frame Descriptor and the associated Buffer De- 
scriptor wasted upon receiving a Bad Frame (CRC 
or Alignment errored, Receive DMA overrun errored, 
or Collision fragmented frame) are automatically re- 
claimed and returned to the Free Buffer List, unless 
the chip is configured to Save Bad Frames. 


Receive buffer chaining (i.e. storing incoming frames 
in a linked list of buffers) improves memory utiliza- 
tion significantly. Without buffer chaining, the user 
must allocate consecutive blocks of the maximum 
frame size (1518 bytes in Ethernet) for each frame. 
Taking into account that a typical frame size may be 
about 100 bytes, this practice is very inefficient. With 
buffer chaining, the user can allocate small buffers 
and the 82586 uses only as many as needed. 

In the past, the drawback of buffer chaining was the 
CPU processing overhead and the time involved in 
the buffer switching (especially at 10 Mb/s). The 
82586 overcomes this drawback by performing buff- 
er management on its own for both transmission and 
reception (completely transparent to the user). 

The 82586 has a 22-bit memory address range in 
minimum mode and 24-bit memory address range in 
maximum mode. All memory structures, the System 
Control Block, Command List, Receive Descriptor 
List, and all buffer descriptors must reside within one 
64K-byte memory segment. The Data Buffers can 
be located anywhere in the memory space. 
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TRANSMITTING FRAMES 

The 82586 executes high level action commands 
from the Command List in external memory. Action 
commands are fetched and executed in parallel with 
the host CPU’s operation, thereby significantly im- 
proving system performance. The general action 
commands format is shown in Figure 5. 



Figure 5. Action Command Format 


Message transmission is accomplished by using the 
Transmit command. A single Transmit command 
contains, as part of the command-specific parame- 
ters, the destination address and length field for the 
transmitted frame along with a pointer to a buffer 
area in memory containing the data portion of the 
frame. (See Figure 1 5.) The data field is contained in 
a memory data structure consisting of a Buffer De- 
scriptor (BD) and Data Buffer (or a linked list of buff- 
er descriptors and buffers) as shown in Figure 6. The 
BD contains a Link Field which points to the next BD 
on the list and a 24-bit address pointing to the Data 
Buffer itself. The length of the Data Buffer is speci- 
fied by the Actual Count field of the BD. 

Using the BD’s and Data Buffers, multiple Data Buff- 
ers can be ‘chained’ together. Thus, a frame with a 
long Data Field can be transmitted using multiple 
(shorter) Data buffers chained together. This chain- 
ing technique allows the system designer to develop 
efficient buffer management policies. 


TRANSMIT (BD) 
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Figure 6. Data Buffer Descriptor 
and Data Buffer Structure 



buffers pointed to by the Transmit command, and 
computes and appends the CRC at the end of the 
frame. See Figure 7. 

The 82586 can be configured to generate either the 
Ethernet or HDLC start and end frame delimiters. In 
the Ethernet mode, the start frame delimiter is 
10101011 and the end frame delimiter indicated by 
the lack of a signal after transmitting the last bit of 
the frame check sequence field. When in the HDLC 
mode, the 82586 will generate the 01111110 ‘flag’ 
for the start and end frame delimiters and perform 
the standard ‘bit stuffing/stripping’. In addition, the 
82586 will optionally pad frames that are shorter 
than the specified minimum frame length by append- 
ing the appropriate number of flags to the end of the 
frame. 


In the event of a collision (or collisions), the 82586 
manages the entire jam, random wait and retry pro- 
cess, reinitializing DMA pointers without CPU inter- 
vention. Multiple frames can be sent by linking the 
appropriate number of Transmit commands togeth- 
er. This is particularly useful when transmitting a 
message that is larger than the maximum frame size 
(1518 bytes for Ethernet). 


The 82586 automatically generates the preamble 
(alternating 1’s and 0’s) and start frame delimiter, 
fetches the destination address and length field from 
the Transmit command, inserts its unique address 
as the source address, fetches the data field from 


RECEIVING FRAMES 

In order to minimize CPU overhead, the 82586 is 
designed to receive frames without CPU supervi- 
sion. The host CPU first sets aside an adequate 


PREAMBLE 


START 

FRAME 

DELIMITER 


DEST 

ADDR 


SOURCE LENGTH 
ADDR FIELD 


DATA 

FIELD 


FRAME 

CHECK 

SEQUENCE 


END 

FRAME 

DELIMITER 


Figure 7. Frame Format 
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Figure 8. Receive Frame Area Diagram 


amount of receive buffer space and then enables 
the 82586’s Receive Unit. Once enabled, the RU 
‘watches’ for any of its frames which it automatically 
stores in the Receive Frame Area (RFA). The RFA 
consists of a Receive Descriptor List (RDL) and a list 
of free buffers called the Free Buffer List (FBL) as 
shown in Figure 8. The individual Receive Frame 
Descriptors that make up the RDL are used by the 
82586 to store the destination and source address, 
length field and status of each frame that is re- 
ceived. (Figure 9.) 

The 82586, once enabled, checks each passing 
frame for an address match. The 82586 will recog- 
nize its own unique address, one or more multicast 
addresses or the broadcast address. If a match oc- 
curs, it stores the destination and source address 
and length field in the next available RFD. It then 
begins filling the next free Data Buffer on the FBL 
(which is pointed to by the current RFD) with the 
data portion of the incoming frame. As one DB is 
filled, the 82586 automatically fetches the next DB 
on the FBL until the entire frame is received. This 
buffer chaining technique is particularly memory effi- 
cient because it allows the system designer to set 
aside buffers that fit a frame size that may be much 
shorter than the maximum allowable frame. 



Figure 9. Receive Frame Descriptor 


Once the entire frame is received without error, the 
82586 performs the following housekeeping tasks: 

• Updates the Actual Count field of the last Buffer 
Descriptor used to hold the frame just received 
with the number of bytes stored in its associated 
Data Buffer. 
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• Fetches the address of the next free Receive 
Frame Descriptor. 

• Writes the address of the next free Buffer De- 
scriptor into the next free Receive Frame De- 
scriptor. 

• Posts a ‘Frame Received’ interrupt status bit in 
the SCB. 

• Interrupts the CPU. 

In the event of a frame error, such as a CRC error, 
the 82586 automatically reinitializes its DMA point- 
ers and reclaims any data buffers containing the bad 
frame. As long as Receive Frame Descriptors and 
data buffers are available, the 82586 will continue to 
receive frames without further CPU help. 


82586 NETWORK MANAGEMENT AND 
DIAGNOSTIC FUNCTIONS 

The behavior of data communication networks is 
typically very complex due to their distributed and 
asynchronous nature. It is particularly difficult to pin- 
point a failure when it occurs. The 82586 was de- 
signed in anticipation of these problems and 
includes a set of features for improving reliability and 
testability. 

The 82586 reports on the following events after 
each frame transmitted: 

• Transmission successful. 

• Transmission unsuccessful; lost Carrier Sense. 

• Transmission unsuccessful; lost Clear-to-Send. 

• Transmission unsuccessful; DMA underrun be- 
cause the system bus did not keep up with the 
transmission. 

• Transmission unsuccessful; number of collisions 
exceeded the maximum allowed. 

The 82586 checks each incoming frame and reports 
on the following errors, (if configured to ‘Save Bad 
Frame’): 

• CRC error: incorrect CRC in a well aligned frame. 

• Alignment error: incorrect CRC in a misaligned 
frame. 

• Frame too short: the frame is shorter than the 
configured value for minimum frame length. 

• Overrun: the frame was not completely placed in 
memory because the system bus did not keep up 
with incoming data. 

• Out of buffers: no memory resources to store the 
frame, so part of the frame was discarded. 


NETWORK PLANNING AND 
MAINTENANCE 

To perform proper planning, operation, and mainte- 
nance of a communication network, the network 
management entity must accumulate information on 
network behavior. The 82586 provides a rich set of 
network-wide diagnostics that can serve as the ba- 
sis for a network management entity. 

Network Activity information is provided in the status 
of each frame transmitted. The activity indicators 
are: 

• Number of collisions: number of collisions the 
82586 experienced in attempting to transmit this 
frame. 

• Deferred transmission: indicates if the 82586 had 
to defer to traffic on the link during the first trans- 
mission attempt. 

Statistics registers are updated after each received 
frame that passes the address filtering, and is longer 
than the Minimum Frame Length configuration pa- 
rameter. 

• CRC errors: number of frames that experienced a 
CRC error and were properly aligned. 

• Alignment errors: number of frames that experi- 
enced a CRC error and were misaligned. 

• No-resources: number of correct frames lost due 
to lack of memory resources. 

• Overrun errors: number of frame sequences lost 
due to DMA overrun. 

The 82586 can be configured to Promiscuous Mode. 
In this mode it captures all frames transmitted on the 
Network without checking the Destination Address. 
This is useful in implementing a monitoring station to 
capture all frames for analysis. 

The 82586 is capable of determining if there is a 
short or open circuit anywhere in the Network using 
the built in Time Domain Reflectometer (TDR) mech- 
anism. 


STATION DIAGNOSTICS 

The chip can be configured to External Loopback. 
The transmitter to receiver interconnection can be 
placed anywhere between the 82586 and the link to 
locate faults, for example: the 82586 output pins, the 
Serial Interface Unit, the Transceiver cable, or in the 
Transceiver. 
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The 82586 has a mechanism recognizing the trans- 
ceiver ‘heart beat’ signal for verifying the correct op- 
eration of the Transceiver’s collision detection cir- 
cuitry. 


82586 SELF TESTING 

The 82586 can be configured to Internal Loopback. 
It disconnects itself from the Serial Interface Unit, 
and any frame transmitted is received immediately. 
The 82586 connects the Transmit Data to the Re- 
ceive Data signal and the Transmit Clock to the Re- 
ceive Clock. 

The Dump Command causes the chip to write over 
100 bytes of its internal registers to memory. 

The Diagnose command checks the exponential 
Backoff random number generator internal to the 
82586. 


The CU can be modeled as a logical machine that 
takes, at any given time, one of the following states: 

• IDLE — CU is not executing a command and is not 
associated with a CB on the list. This is the initial 
state. 

• SUSPENDED— CU is not executing a command 
but (different from IDLE) is associated with a CB 
on the list. 

• ACTIVE — CU is currently executing an Action 
Command, and points to its CB. 

The CPU may affect the CU operation in two ways: 
issuing a CU control Command or setting bits in the 
COMMAND word of the Action Command. 


THE RECEIVE UNIT (RU) 

The Receive Unit is the logical unit that receives 
frames and stores them in memory. 


CONTROLLING THE 82586 

The CPU controls operation of the 82586’s Com- 
mand Unit (CU) and Receive Unit (RU) of the 82586 
via the System Control Block. 


THE COMMAND UNIT (CU) 

The Command Unit is the logical unit that executes 
Action Commands from a list of commands very 
similar to a CPU program. A Command Block (CB) is 
associated with each Action Command. 


The RU is modeled as a logical machine that takes, 

at any given time, one of the following states: 

• IDLE — RU has no memory resources and is dis- 
carding incoming frames. This is the initial RU 
state. 

• NO-RESOURCES— RU has no memory resourc- 
es and is discarding incoming frames. This state 
differs from the IDLE state in that RU accumu- 
lates statistics on the number of frames it had to 
discard. 

• SUSPENDED — RU has free memory resources 
to store incoming frames but discard them any- 
way. 
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• READY — RU has free memory resources and 
stores incoming frames. 

The CPU may affect RU operation in three ways: 
issuing an RU Control Command, setting bits in 
Frame Descriptor, FD, COMMAND word of the 
frame currently being received, or setting EL bit of 
Buffer Descriptor, BD, of the buffer currently being 
filled. 


SYSTEM CONTROL BLOCK (SCB) 

The System Control Block is the communication 
mail-box between the 82586 and the host CPU. The 
SCB format is shown in Figure 1 0. 

The host CPU issues Control Commands to the 
82586 via the SCB. These commands may appear 
at any time during routine operation, as determined 
by the host CPU. After the required Control Com- 
mand is setup, the CPU sends a CA signal to the 
82586. 

SCB is also used by the 82586 to return status infor- 
mation to the host CPU. After inserting the required 
status bits into SCB, the 82586 issues an Interrupt to 
the CPU. 

The format is as follows: 


STATUS word: Indicates the status of the 82586. 
This word is modified only by the 82586. Defined bits 
are: 


cx 

(Bit 15) 

• A command in the CBL 
having its T (interrupt) bit 
set has been executed. 

FR 

(Bit 14) 

• A frame has been received. 

CNR 

(Bit 13) 

• The Command Unit left the 
Active state. 

RNR 

(Bit 12) 

• The Receive Unit left the 
Ready state. 

CUS 

(Bits 8-10) 

• (3 bits) this field contains 
the status of the Command 
Unit. 

Valid values are: 

0 — Idle 

1 — Suspended 

2 — Active 
3-7 —Not Used 

RUS 

(Bits 4—6) 

• (3 bits) this field contains 
the status of the Receive 
Unit. Valid values are: 

0 — Idle 

1 — Suspended 

2 — No Resources 

3 — Not Used 

4 — Ready 
5-7 —Not Used 


COMMAND word: Specifies the action to be per- 
formed as a result of the CA. This word is set by the 
CPU and cleared by the 82586. Defined bits are: 


ACK-CX 

(Bit 15) 

• Acknowledges the 
command executed event. 

ACK-FR 

(Bit 14) 

• Acknowledges the frame 
received event. 

ACK-CNA 

(Bit 13) 

• Acknowledes that the 
Command Unit became not 
ready. 

ACK-RNR 

(Bit 12) 

• Acknowledges that the 
Receive Unit became not 
ready. 

cue 

(Bits 8-10) 

• (3 bits) this field contains 
the command to the 
Command Unit. 


0 

• NOP (doesn’t affect current 
state of the unit). 


1 

• Start execution of the first 
command on the CBL. If a 
command is in execution, 
then complete it before 
starting the new CBL. The 
beginning of the CBL is in 
CBL OFFSET. 


2 

• Resume the operation of 
the command unit by 
executing the next 
command. This operation 
assumes that the 
command unit has been 
previously suspended. 


3 

• Suspend execution of 
commands on CBL after 
current command is 
complete. 


4 

• Abort execution of 
commands immediately. 


5-7 

• Reserved, illegal for use. 

RUC 

(Bits 4-6) 

• (3 bits) This field contains 
the command to the 
receive unit. Valid values 
are: 


0 

• NCP (does not alter current 
state of unit). 


1 

• Start reception of frames. If 
a frame is being received, 
then complete reception 
before starting. The 
beginning of the RFA is ' 
contained in the RFA 
OFFSET. 


2 

• Resume frame receiving 



(only when in suspended 
state.) 


3 

• Suspend frame receiving. If 
a frame is being received, 
then complete its reception 



before suspending. 


4 

• Abort receiver operation 
immediately. 


5-7 

• Reserved, illegal for use. 

RESET 

(Bit 7) 

• Reset chip (logically the 
same as hardware 
RESET). 
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CBL-OFFSET: 

Gives the 16-bit offset address of the first command 
(Action Command) in the command list to be execut- 
ed following CU-START. Thus, the 82586 reads this 
word only if the CUC field contained a CU-START 
Control Command. 


RFA-OFFSET: 

Points to the first Receive Frame Descriptor in the 
Receive Frame Area. 


CRCERRS: 

CRC Errors - contains the number of properly 
aligned frames received with a CRC error. 

ALNERRS: 

Alignment Errors - contains the number of misa- 
ligned frames received with a CRC error. 

RSCERRS: 

Resource Errors - records the number of correct in- 
coming frames discarded due to lack of memory 
resources (buffer space or received frame descrip- 
tors). 

OVRNERRS: 

Overrun Errors - counts the number of received 
frame sequences lost because the memory bus was 
not available in time to transfer them. 


ACTION COMMANDS 

The 82586 executes a ‘program’ that is made up of 
action commands in the Command List. As shown in 


Figure 5, each command contains the command 
field, status and control fields, link to the next action 
command in the CL, and any command-specific pa- 
rameters. This command format is called the Com- 
mand Block. 

The 82586 has a repertoire of 8 commands: 

NOP 

Setup Individual Address 
Configure 

Setup Multicast Address 

Transmit 

TDR 

Diagnose 

Dump 

NOP 

This command results in no action by the 82586, 
except as performed in normal command process- 
ing. It is present to aid in Command List manipula- 
tion. 

NOP command includes the following fields: 


STATUS word (written by 82586): 


c 

(Bit 15) 

• Command Completed 

B 

(Bit 14) 

• Busy Executing Command 

OK 

(Bit 13) 

• Error Free Completion 


COMMAND word: 


EL 

(Bit 15) 

• End of Command List 

S 

(Bit 14) 

• Suspend After Completion 

1 

(Bit 13) 

• Interrupt After Completion 

CMD 

(Bits 0-2) 

• NOP = 0 


LINK OFFSET: Address of next Command Block 



o 

(STATUS) 

2 

(COMMAND) 

4 
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Figure 11. The NOP Command Block 
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|^_ 3 £JUP ognition of Destination Address during reception and 

insertion of Source Address during transmission. 

This command loads the 82586 with the Individual 

Address. This address is used by the 82586 for rec- The IA-SETUP command includes the following 

fields: 
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Figure 12. The IA-SETUP Command Block 


STATUS word (written by 82586). 


c 

(Bit 15) 

• Command Completed 

B 

(Bit 14) 

• Busy Executing Command 

OK 

(Bit 13) 

• Error Free Completion 

A 

(Bit 12) 

• Command Aborted 


COMMAND word: 


EL 

(Bit 15) 

• End of Command List 

S 

(Bit 14) 

• Suspend After Completion 

1 

(Bit 13) 

• Interrupt After Completion 

CMD 

(Bits 0-2) 

• IA-SETUP = 1 


LINK OFFSET: Address of next Command Block 

INDIVIDUAL ADDRESS: Individual Address param- 
eter 


The CONFIGURE command includes the following 
fields: 


STATUS word (written by 82586): 


C 

(Bit 15) 

• Command Completed 

B 

(Bit 14) 

• Busy Executing Command 

OK 

(Bit 13) 

• Error Free Completion 

A 

(Bit 12) 

• Command Aborted 


COMMAND word: 


EL 

(Bit 15) 

• End of Command List 

S 

(Bit 14) 

• Suspend After Completion 

1 

(Bit 13) 

• Interrupt After Completion 

CMD 

(Bits 0-2) 

• Configure = 2 


The least significant bit of the Individual Address pa- 
rameter must be zero for IEEE 802.3/Ethernet. 
However, no enforcement of 0 is provided by the 
82586. Thus, an Individual Address with least signifi- 
cant bit 1 , is possible. 


CONFIGURE 

The CONFIGURE command is used to update the 
82586 operating parameters. 


LINK OFFSET: Address of next Command Block 


Byte 6-7: 


BYTE CNT 


(Bits 0-3) 


• Byte Count, Number of 
bytes including this one, 
holding the parameters to 
be configured. A number 
smaller than 4 is 
interpreted as 4. A 
number greater than 1 2 is 
interpreted as 1 2. 
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Figure 13. The CONFIGURE Command Block 
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FIFO-LIM 

(Bits 8-11) 

• Value of FIFO 
Threshold. 

Byte 8-9: 



SRDY/ARDY 

(Bit 6) 



0 

• SRDY/ARDY pin 
operates as ARDY 
(internal 

synchronization). 


1 

• SRDY/ARDY pin 
operates as SRDY 
(external 
synchronization). 

SAV-BF 

(Bit 7) 



0 

• Received bad 
frames are not saved 
in memory. 


1 

• Received bad 
frames are saved in 



memory. 

ADD-LEN 

(Bits 8-10) 

• Number of address 
byes. NOTE: 7 is 
interpreted as 0. 

AL-LOC 

(Bit 11) 



0 

i 

• Address and Length 
Fields separated 
from data and 
associated with 
Transmit Command 
Block or Receive 
Frame Descriptor. 
For transmitted 
Frame, Source 
Address is inserted 
by the 82586. 



1 

• Address and Length 
Fields are part of the 
Transmit/ Receive data 
buffers, including 
Source Address (which 
is not inserted by the 
82586). 

PREAM- 

(Bits 

• Preamble Length 

LEN 

12-13) 

including Beginning of 
Frame indicator: 

00 - 2 bytes 
01-4 bytes 
10-8 bytes 
11 - 16 bytes 

INT-LPBCK 

(Bit 14) 

• Internal Loopback 

EXT-LPBCK 

(Bit 15) 

• External Loopback. 
NOTE: Bits 14 and 15 
configured to 1 , cause 
Internal Loopback. 


LIN-PRIO 

(Bits 0-2) 

• Linear Priority 

ACR 

(Bits 4-6) 

• Accelerated Contention 



Resolution (Exponential 
Priority) 

BOF-MET 

(Bit 7) 

• Exponential Backoff 



Method 

0 - IEEE 802.3/Ethernet 

1 - Alternate Method • 
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INTER 

(Bits 8-15) 

• Number indicating 

FRAME 


the Interframe 

SPACING 


Spacing in TxC 



period units. 


Byte 12-13: 


SLOT- 

(Bits 0-7) 

• Slot Time Number, 

TIME (L) 


Low Byte 

SLT-TM (H) 

(Bits 8-10) 

• Slot Time Number, 
High Bits 

RETRY- 

(Bits 

• Maximum Number of 

NUM 

12-15) 

Transmission Retries 
on Collisions 


Byte 14-15: 


PRM 

(Bit 0) 

• Promiscuous Mode 

BC-DIS 

(Bit 1) 

• Broadcast Disable 

MANCH/ 

(Bit 2) 

• Manchester or NRZ 

NRZ 


• Encoding/ Decoding 


0 

• NRZ 


1 

• Manchester 

TONO-CRS 

(Bit 3) 

• Transmit on No 
Carrier Sense 


0 

• Cease Transmission 
if CRS Goes Inactive 
During Frame 
Transmission 


1 

• Continue 



Transmission Even if 
no Carrier Sense 

NCRC-INS 

(Bit 4) 

• No CRC Insertion 

CRC-16 

(Bit 5) 

• CRC Type: 


0 

• 32 bit Autodin II CRC 
Polynomial 


1 

• 1 6 bit CCITT CRC 
Polynomial 

BT-STF 

(Bit 6) 

• Bitstuffing: 


0 

• End of Carrier Mode 
(Ethernet) 


1 

• HDLC like Bitstuffing 
Mode 

PAD 

(Bit 7) 

• Padding 


0 

• No Padding 


1 

• Perform Padding by 
Transmitting Flags 
for Remainder of 
Slot Time 

CRSF 

(Bits 8-9) 

• Carrier Sense Filter 
in Bit Times 

CRS-SRC 

(Bit 11) 

• Carrier Sense 
Source 


0 

• External 


1 

• Internal 


CDTF 

(Bits 

• Collision Detect 


12-14 

Filter in Bit Times 

CDT-SRC 

(Bit 15) 

• Collision Detect 
Source 


0 

• External 


1 

• Internal 


Byte 16: 

MIN-FRM- 

(Bits 0-7) 

• Minimum Number of 
Bytes in a Frame 


CONFIGURATION DEFAULTS 

The default values of the configuration parameters 
are compatible with the IEEE 802.3/ Ethernet Stan- 
dards. RESET configures the 82586 according to 
the defaults shown in Table 2. 


Table 2. 82586 Default Values 


Preamble Length (Bytes) 

' = 

8 

Address Length (Bytes) 

' = 

6 

Broadcast Disable 

= 

0 

CRC-16/CRC-32 

= 

0 

No CRC Insertion 

= 

0 

Bitstuffing/EOC 

= 

0 

Padding 

= 

0 

Min-Frame-Length (Bytes) 

= 

64 

Interframe Spacing (Bits) 

= 

96 

Slot Time (Bits) 

= 

512 

Number of Retries 

= 

15 

Linear Priority 

= 

0 

Accelerated Contention Resolution 

= 

0 

Exponential Backoff Method 

= 

0 

Manchester/ NRZ 

= 

0 

Internal CRS 

= 

0 

CRS Filter 

= 

0 

Internal CDT 

= 

0 

CDT Filter 

= 

0 

Transmit On No CRS 

= 

0 

FIFO THRESHOLD 

= 

8 

SRDY/ARDY 

= 

0 

Save Bad Frame 

= 

0 

Address/ Length Location 

= 

0 

INT Loopback 

-■ 

0 

EXT Loopback 

= 

0 

Promiscuous Mode 

= 

0 
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Figure 14. The MC-SETUP Command Block 


MC-SETUP 

This command sets up the 82586 with a set of Multi- 
cast Addresses. Subsequently, incoming frames 
with Destination Addresses from this set are accept- 
ed. 

The MC-SETUP command includes the following 
fields: 


Issuing a MC-SETUP command with MC-CNT=0 
disables reception of any incoming frame with a Mul- 
ticast Address. 

MC-LIST: A list of Multicast Addresses to be accept- 
ed by the 82586. Note that the most significant byte 
of an address is followed immediately by the least 
significant byte of the next address. Note also that 
the least significant bit of each Multicast Address in 
the set must be a one. 


STATUS word (written by 82586): 


c 

(Bit 15) 

• Command Completed 

B 

(Bit 14) 

• Busy Executing 



Command 

OK 

(Bit 13) 

• Error Free Completion 

A 

(Bit 12) 

• Command Aborted 


COMMAND word: 


EL 

(Bit 15) j 

• End of Command List 

S 

(Bit 14) 

• Suspend After 



Completion 

1 

(Bit 13) 

• Interrupt After 



Completion 

CMD 

(Bits 0-2) 

• MC-SETUP = 3 


LINK OFFSET: Address of next Command Block 

MC-CNT: A 14-bit field indicating the number of 
bytes in the MC-LIST field. MC-CNT is truncated to 
the nearest multiple of Address Length (in bytes). 


The Transmit-Byte-Machine maintains a 64-bit 
HASH table used for checking Multicast Addresses 
during reception. 

An incoming frame is accepted if it has a Destination 
Address whose least significant bit is a one, and af- 
ter hashing points to a bit in the HASH table whose 
value is one. The hash function is selecting bits 2 to 
7 of the CRC register. RESET causes the HASH ta- 
ble to become all zeros. 

After the Transmit-Byte-Machine reads a MC-SET- 
UP command from TX-FIFO, it clears the HASH ta- 
ble and reads the bytes in groups whose length is 
determined by the ADDRESS length. Each group is 
hashed using CRC logic and the bit in the HASH 
table to which bits 2-7 of the CRC register point is 
set to one. A group that is not complete has no ef- 
fect on the HASH table. Transmit-Byte-Machine noti- 
fies CU after completion. 
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Figure 15. The Transmit Command Block 


TRANSMIT 

The TRANSMIT command causes transmission 
(and if necessary retransmission) of a frame. 

TRANSMIT CB includes the following fields: 


STATUS word (written by 82586): 


c 

(Bit 15) 

• Command Completed 

B 

(Bit 14) 

• Busy Executing 
Command 

OK 

(Bit 13) 

® Error Free Completion 

A 

(Bit 12) 

• Command Aborted 

S10 

(Bit 10) 

• No Carrier Sense signal 
during transmission 
(between beginning of 



Destination Address and 
end of Frame Check 
Sequence). 

S9 

(Bit 9) 

• Transmission 
unsuccessful (stopped) 
due to loss of Clear-to- 
Send signal. 

S8 

(Bit 8) 

• Transmission 
unsuccessful (stopped) 
due to DMA underrun, 
(i.e. data not supplied 
from the sytem for 
transmission). 

S7 

(Bit?) 

• Transmission had to 
Defer to traffic on the link. 


S6 

S5 

MAX- 

COLL 

(Bit 6) 

(Bit 5) 
(Bits 3-0) 

• Heart Beat, indicates that 
during Interframe 
Spacing period after the 
previous transmission, a 
pulse was detected on 
the Collision Detect pin. 

• Transmission attempt 
stopped due to number of 
collisions exceeding the 
maximum number of 
retries. 

• Number of Collisions 
experienced by this 
frame. S5 = 1 and MAX- 
COLL = 0 indicates that 
there were 16 collisions. 

COMMAND word: 

EL 

(Bit 15) 

• End of Command List 

S 

(Bit 14) 

• Suspend After 



Completion 

1 

(Bit 13) 

• Interrupt After 



Completion 

CMD 

(Bits 0-2 ) 

• TRANSMIT = 4 


LINK OFFSET: Address of next Command Block 

TBD OFFSET: Address of list of buffers holding the 
information field. TBD-OFFSET = OFFFFH indi- 
cates that there is no Information field. 

DESTINATION ADDRESS: Destination Address of 
the frame. 
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LENGTH FIELD: Length field of the frame. 


i 





82586 


inteT 


STATUS word: 


EOF 


• Indicates that this is the 



Buffer Descriptor of the 
last buffer of this frame’s 



Information Field. 

ACT- 

(Bits 0-13) 

• Actual number of data 

COUNT 


bytes in buffer (can be 
even or odd). 


NEXT BD OFFSET: points to next Buffer Descriptor 
in list. If EOF is set, this field is meaningless. 

BUFFER ADDRESS: 24-bit absolute address of 
buffer. 


TIME DOMAIN REFLECTOMETER - 
TDR 

This command performs a Time Domain Reflectom- 
eter test on the serial link. By performing the com- 
mand, the user is able to identify shorts or opens 
and their location. Along with transmission of ‘All 
Ones,’ the 82586 triggers an internal timer. The tim- 


er measures the time elapsed from transmission 
start until ‘echo’ is obtained. ‘Echo’ is indicated by 
Collision Detect going active or Carrier Sense signal 
drop. 

TDR command includes the following fields: 


STATUS word (written by 82586): 


C 

B 

OK 

(Bit 15) 
(Bit 14) 
(Bit 13) 

• Command Completed 

• Busy Executing Command 

• Error Free Completion 

COMMAND word: 

EL 

S 

1 

CMD 

(Bit 15) 
(Bit 14) 
(Bit 13) 
(Bits 0-2) 

• End of Command List 

• Suspend After Completion 

• Interrupt After Completion 

• TDR = 5 


15 ODD BYTE ___ EVEN BYTE 0 


EOF 


i r- 1 1 1 1 1 1 1 1 1 1 1 

ACT COUNT 

1 1 1 1 1 1 l l 1 1 l 1 i 

NEXT BD OFFSET 



BUFFER ADDRESS 


WMMMm 

, 



0 

(STATUS) 

2 


4 
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Figure 16. The Transmit Buffer Description 



Figure 17. The TDR Command Block 
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LINK OFFSET: Address of next Command Block 


RESULT word: 


LNK-OK 

(Bit 15) 

• No Link Problem 
Identified 

XCVR-PRB 

(Bit 14) 

• Transceiver Cable 
Problem identified (valid 
only in the case of a 
Transceiver that does not 
return Carrier Sense 
during transmission). 

ET-OPN 

(Bit 13) 

• Open on the link 
identified (valid only in 
the case of a Transceiver 
that returns Carrier Sense 
during transmission). 

ET-SRT 

(Bit 12) 

• Short on the link 
identified (valid only in 
the case of a Transceiver 
that returns Carrier Sense 
during transmission). 

TIME 

(Bits 0-10) 

• Specifying the distance to 
a problem on the link (if 
one exists) in transmit 
clock cycles. 


DUMP 

This command causes the contents of over a hun- 
dred bytes of internal registers to be placed in mem- 
ory. It is supplied as a self diagnostic tool, as well as 
to supply registers of interest to the user. 

DUMP command includes the following fields: 


STATUS word (written by 82586): 


C 

B 

OK 

(Bit 15) 
(Bit 14) 
(Bit 13) 

• Command Completed 

• Busy Executing Command 

• Error Free Completion 

COMMAND word: 

EL 

S 

1 

CMD 

(Bit 15) 
(Bit 14) 
(Bit 13) 
(Bits 0-2) 

• End of Command List 

• Suspend After Completion 

• Interrupt After Completion 

• DUMP = 6 


LINK OFFSET: Address of next Command Block 



BUFFER OFFSET: This word specifies the offset 
portion of the memory address which points to the 
top of the buffer allocated for the dumped registers 
contents. The length of the buffer is 1 70 bytes. 


DUMP AREA FORMAT 

Figure 18 shows the format of the DUMP area. The 
fields are as follows: 

Bytes 00H to OAH: These bytes correspond to the 
82586 CONFIGURE command field. 

Bytes OCH to 11H: The Individual Address Register 
content. IARO is the Individual Address least signifi- 
cant byte. 

Bytes 12H to 13H: Status word of last command 
block (only bits 0-13). 


15 





0 



C 

B 

OK 

A 

ZEROS 

0 

(STATUS) 


EL 

S 

' 


I i 
CMD = 6 

1 1 

2 

(COMMAND) 


LINK OFFSET 

4 


BUFFER OFFSET 

6 







231246-18 


Figure 18. The DUMP Command Block 
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Bytes 14H to 17H; Content of the Transmit CRC 
generator. TXCRCRO is the least significant byte. 
The contents are dependent on the activity before 
the DUMP command: 

After RESET - ‘All Ones.’ 

After successful transmission - ‘All Zeros’. 

After MC-SETUP command - Generated CRC value 
of the last MC address, on MC-LIST. 

After unsuccessful transmission, depends on where 
it stopped. 


NOTE: 

For 16-bit CRC only TXCRCRO and TXCRCR1 are 
valid. 
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Figure 19. The DUMP Area 
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Bytes 18H to 1BH: Contents of Receive CRC 
Checker. RXCRCRO is the least significant byte. 
The contents are dependent on the activity per- 
formed before the DUMP command: 

After RESET - ‘All Ones.’ 

After good frame reception — 

1. For CRC-CCITT - OIDOFH 

2. For CRC-Autodin-ll - C704DD7BH 

After Bad Frame reception - corresponds to the re- 
ceived information. 

After reception attempt, i.e. unsuccessful check for 
address match, corresponds to the CRC performed 
on the frame address. 

NOTE: 

Any frame on the serial link modifies this register 
contents. 

Bytes 1CH to 21 H: Temporary Registers. 

Bytes 22H to 23H: Receive Status Register. Bits 6, 
7, 8, 10, 11 and 13 assume the same meaning as 
corresponding bits in the Receive Frame Descriptor 
Status field. 

Bytes 24H to 2BH: HASH TABLE. 

Bytes 2CH to 2DH: Status bits of the last time TDR 
, command that was performed. 

NXT-RB-SIZE: Let N be the last buffer of the last 
received frame, then NXT-RB-SIZE is the number of 
bytes of available in the N + 1 buffer. EL - The EL 
bit of the Receive Buffer Descriptor. 

NXT-RB-ADR: Let N be the last Receive Buffer 
used, then NXT-RB-ADR is the BUFFER-ADDRESS 
field in the N + 1 Receive-Buffer Descriptor, i.e. the 
pointer to the N + 1 Receive Buffer. 

CUR-RB-SIZE: The number of bytes in the last buff- 
er of the last received frame. EL - The EL bit of the 
last buffer in the last received frame. 

LA-RBD-ADR: Look Ahead Buffer Descriptor, i.e. 
the pointer to N + 2 Receiver Buffer Descriptor. 

NXT-RBD-ADR: Next Receive Buffer Descriptor Ad- 
dress. Similar to LA-RBD-ADR but points to N + 1 
Receive Buffer Descriptor. 

CUR-RBD-ADR: Current Receive Buffer Descriptor 
Address. Similar to LA-RBD-ADR, but point to Nth 
Receive Buffer Descriptor. 


CUR-RB-EBC: Current Receive Buffer Empty Byte 
Count Let N be the currently used Receive Buffer. 
Then CUR-RB-EBC indicates the Empty part of the 
buffer, i.e. the ACT-COUNT of buffer N is given by 
the difference between its SIZE and the CUR-RB- 
EBC. 

NXT-FD-ADR: Next Frame Descriptor Address. De- 
fine N as the last Receive Frame Descriptor with bits 
C = 1 and B = 0, then NXT-FD-ADR is the address 
of N + 2 Receive Frame Descriptor (with B = C = 
0) and is equal to the LINK-ADDRESS field in N + 1 
Receive Frame Descriptor. 

CUR-FD-ADR: Current Frame Descriptor Address. 
Similar to next NXT-FD-ADR but refers to N + 1 
Receive Frame Descriptor (with B = 1 , C = 0). 

Bytes 54H to 55H: Temporary register. 

NXT-TB-CNT: Next Transmit Buffer Count. Let N be 
the last transmitted buffer of the TRANSMIT com- 
mand executed recently, the NXT-TB-CNT is the 
ACT-COUNT field in the Nth Transmit Buffer De- 
scriptor. EOF - Corresponds to the EOF bit of the 
Nth Transmit Buffer Descriptor. EOF = 1 indicates 
that the last buffer accessed by the 82586 during 
Transmit was the last Transmit Buffer in the data 
buffer chain associated with the Transmit Com- 
mand. 

BUF-ADR: Buffer Address. The BUF-PTR field in the 
DUMP-STATUS Command Block. 1 

NXT-TB-AD-L: Next Transmit Buffer Address Low. 
Let N be the last Transmit Buffer in the transmit buff- 
er chain of the TRANSMIT Command performed 
recently, then NXT-TB-AD-L are the two least signifi- 
cant bytes of the Nth buffer address. 

LA-TB-ADR: Look Ahead Transmit Buffer Descrip- 
tor Address. Let N be the last Transmit Buffer in the 
transmit buffer chain of the TRANSMIT Command 
performed recently, then LA-TBD-ADR is the NEXT- 
BD-ADDRESS field of the Nth Buffer Descriptor. 

NXT-TBD-ADR: Next Transmit Buffer Descriptor 
Address. Similar in function to LA-TBD-ADR but re- 
lated to Transmit Buffer Descriptor N-1 . Actually, it is 
the address of Transmit Buffer Descriptor N. 

Bytes 60H, 61 H: This is a copy of the 2nd word in 
the DUMP-STATUS command presently executing. 

NXT-CB-ADR: Next Command Block Address. The 
LINK-ADDRESS field in the DUMP Command Block 
presently executing. Points to the next command. 

CUR-CB-ADR: Current Command Block Address. 
The address of the DUMP Command Block currently 
executing. 
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SCB-ADR: Offset of the System Control Block 
(SCB). 

Bytes 7EH, 7FH: 

RU-SUS-RQ (Bit 4) - Receive Unit Suspend Re- 
quest. 

Bytes 80H, 81 H: 

CU-SUS-RQ (Bit 4) - Command Unit Suspend Re- 
quest. 

END-OF-CBL (Bit 5) - End of Command Block List. If 
“1” indicates that DUMP-STATUS is the last com- 
mand in the command chain. 

ABRT-IN-PROG (Bit 6) - Command Unit Abort Re- 
quest. 

RU-SUS-FD (Bit 12) - Receive Unit Suspend Frame 
Descriptor Bit. Assume N is the Receive Frame De- 
scriptor used recently, then RU-SUS-FD is equiva- 
lent to the S bit of N + 1 Receive Frame Descriptor. 

Bytes 82H, 83H: 

RU-SUS (Bit 4) - Receive Unit in SUSPENDED state. 

RU-NRSRC (Bit 5) - Receive Unit in NO RESOURC- 
ES state. 

RU-RDY (Bit 6) - Receive Unit in READY state. 
RU-IDL (Bit 7) - Receive Unit in IDLE state. 

RNR (Bit 12) - RNR Interrupt in Service bit. 

CNA (Bit 13) - CNA Interrupt in Service bit. 

FR (Bit 14) - FR Interrupt in Service bit. 

CX (Bit 15) - CX Interrupt in Service bit. 

Bytes 90H to 93H: 

BUF-ADR-PTR - Buffer pointer is the absolute ad- 
dress of the bytes following the DUMP Command 
block. 


Bytes 94H to 95H: 

RCV-DMA-BC - Receive DMA Byte Count. This field 
contains number of bytes to be transferred during 
the next Receive DMA operation. The value de- 
pends on AL-LOCation configuration bit. 


1. If AL-LOCation = 0 then RCV-DMA-BC = (2 
times ADDR-LEN plus 2) if the next Receive 
Frame Descriptor has already been fetched. 

2. If AL-LOCation = 1 then it contains the size of 
the next Receive Buffer. 

BR + BUF-PTR + 96H - Sum of Base Address plus 

BUF-PTR field and 96H. 

RCV-DMA-ADR - Receive DMA absolute Address. 

This is the next RCV-DMA start address. The value 

depends on AL-LOCation configuration bit. 

1. If AL-LOCation = 0, then RCV-DMA-ADR is the 
Destination Address field located in the next Re- 
ceive Frame Descriptor. 

2. If AL-LOCation = 1 , then RCV-DMA-ADR is the 
next Receive Data Buffer Address. 


The following nomenclature has been used in the 
DUMP table: 


0 

• The 82586 writes zero in this location. 

1 

• The 82586 writes one in this location. 

X 

• The 82586 writes zero or one in this 


location. 

III 

• The 82586 copies this location from the 


corresponding position in the memory 
structure. 


DIAGNOSE 

The DIAGNOSE Command triggers an internal self 
test procedure of backoff related registers and coun- 
ters. 

The DIAGNOSE command includes the following: 


STATUS word (written by 82586): 


C 

(Bit 15) 

• Command Completed 

B 

(Bit 14) 

• Busy Executing 



Command 

OK 

(Bit 13) 

• Error Free Completion 

FAIL 

(Bit 11) 

• Indicates that the Self 



Test Procedured Failed 


COMMAND word: 


EL 

(Bit 15) 

• End of Command List 

S 

(Bit 14) 

• Suspend After 



Completion 

1 

(Bit 13) 

• Interrupt After 



Completion 

CMD 

(Bits 0-2) 

• DIAGNOSE = 7 


LINK OFFSET: Address of next Command Block. 
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Figure 21. The Receive Frame Area 


RECEIVE FRAME AREA (RFA) 

The Receive Frame Area, RFA, is prepared by the 
host CPU, data is placed into the RFA by the 82586 
as frames are received. RFA consists of a list of 
Receive Frame Descriptors (FD), each of which is 
associated with a frame. RFA-OFFSET field of SCB 
points to the first FD of the chain; the last FD is 
identified by the End-of-Listing flag (EL). See Figure 
21 . 


FRAME DESCRIPTOR (FD) FORMAT 

The FD includes the following fields: 


STATUS word (set by the 82586): 


c 

(Bit 15) 

• Completed Storing 



Frame. 

B 

(Bit 14) 

• FD was Consumed by 



RU. 
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Figure 22. The Frame Descriptor (FD) Format 


OK 

(Bit 13) 

• Frame received 
successfully. If this bit is 
set, then all others will be 
reset; if it is reset, then 
the other bits will indicate 
the nature of the error. 

S11 

(Bit 11) 

• Received Frame 
Experienced CRC Error. 

S10 

(Bit 10) 

• Received Frame 
Experienced an 
Alignment Error. 

S9 

(Bit 9) 

• RU ran out of resources 
during reception of this 
frame. 

S8 

(Bit 8) 

• RCV-DMA Overrun. 

S7 

(Bit?) 

• Received frame had 
fewer bits than 
configured Minimum 
Frame Length. 

S6 

(Bit 6) 

• No EOF flag detected 
(only when configured to 
Bitstuffing). 


COMMAND word: 


EL 

(Bit 15) 

• Last FD in the List. 

S 

(Bit 14) 

• RU should be suspended 



after receiving this frame. 


LINK OFFSET: Address of next FD in list. 

RBD-OFFSET: (initially prepared by the CPU and lat- 
er may be updated by 82586): Address of the first 
RBD that represents the Information Field. RBD- 
OFFSET ■= OFFFFH means there is no Information 
Field. 

DESTINATION ADDRESS (written by 82586): 

Contains Destination Address of received frame. 
The length in bytes, it is determined by the Address 
Length configuration parameter. 

SOURCE ADDRESS (written by 82586): Contains 
Source Address of received frame. Its length is the 
same as DESTINATION ADDRESS. 

LENGTH FIELD (written by 82586): Contains the 2 
byte Length or Type Field of received frame. 


RECEIVE BUFFER DESCRIPTOR 
FORMAT 

The Receive Buffer Descriptor (RBD) holds informa- 
tion about a buffer; size and location, and the means 
for forming a chain of RBDs, (forward pointer and 
end-of-frame indication). 

The Buffer Descriptor contains the following fields. 
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231246-24 


Figure 23. The Receive Buffer Descriptor (RBD) Format 


STATUS word (written by the 82586). 


EOF 

(Bit 15) 

• Last buffer in received 



frame. 

F 

(Bit 14) 

• ACT COUNT field is valid. 

ACT 

(Bits 0-13) 

• Number of bytes in the 

COUNT 


buffer that are actually 
occupied. 


NEXT RBD OFFSET: Address of next BD in list of 
BD’s. 


BUFFER ADDRESS: 24-bit absolute address of 
buffer. 


EL/SIZE: 


EL 

(BIT 15) 

• Last BD in list. 

SIZE 

(Bits 0-13) 

• Number of bytes the 



buffer is capable of 



holding. 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65°C to 1 50°C 

Voltage on Any Pin with 

Respect to Ground - 1 .OV to + 7V 

Power Dissipation 3.0 Watts 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “ Operating Conditions” 
may affect device reliability. 


D.C. CHARACTERISTICS 

T a = 0°C to 70° C, T c = 0°c to 105°C, V CC = 5V ±10%, CLK has MOS levels (See V M | L , V M |h» V M ol. 
v MOH)- TxC and RxC have 82C501 compatible levels (Vmil. Vjih. Vrih). All other signals have TTL levels (see 
V|L. V|h, Vql. oh)- 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

V|L 

Input Low Voltage (TTL) 

-0.5 

+ 0.8 

V 


V|H 

Input High Voltage (TTL) 

2.0 

V C c + 0.5 

V 


VOL 

Output Low Voltage (TTL) 


0.45 

V 

Iol = 2.5 mA 

VoH 

Output High Voltage (TTL) 

2.4 


V 

lOH ~ 400 /jlA 

VmIL 

Input Low Voltage (MOS) 

-0.5 

0.6 

V 


VmIH 

Input High Voltage (MOS) 

3.9 

V C C + 0.5 

V 


Vtih 

Input High Voltage (TxC) 

3.3 

V CC + 0.5 

V 


v rih 

Input High Voltage (RxC) 

3.0 

V C c + 0.5 

V 


Vmol ' 

Output Low Voltage (MOS) 


0.45 

V 

Iol 2.5 mA 

VmOH 

Output High Voltage (MOS) 

to 

o 

1 

o 

£ 


V 

lOH - 400 jxA 

Ili 

Input Leakage Current 


±10 

juA 

0 ^ V|n ^ Vcc 

>LO 

Output Leakage Current 


±10 

juA 

0.45 ^ Vqut ^ Vcc 

C|N 

Capacitance of Input Buffer 


10 

PF 

FC = 1 MHz 

Gout 

Capacitance of Output Buffer 


20 

PF 

FC = 1 MHz 

Icc 

Power Supply Current 


550 

450 

mA 

Ta = 0°C 
T a = 70°C 
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SYSTEM INTERFACE A.C. TIMING CHARACTERISTICS 

Ta = 0°C to 70°C, Tq = 0°C to 1 05°C, Vcc = 5V ±10%. Figures 24 and 25 define how the measurements 
should be done. 


INPUT AND OUTPUT WAVEFORMS FOR A.C. TESTS 


1.5 TEST POINTS 1.5 

231246-25 

AC Testing Inputs are Driven at 2.4V for a Logic 1 and 0.45 for a Logic 0. Timing measurements are made at 1.5V for both a Logic 1 and 0 


Figure 24. TTL Input/Output Voltage Levels for Timing Measurements 



Figure 25. System Clock CMOS Input Voltage Levels for Timing Measurements 



2.4 

0.45- 


ZX 
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INPUT TIMING REQUIREMENTS* 


Symbol 

Parameter 

82586-6 
(6 MHz) 

82586 
(8 MHz) 

82586-10 
(10 MHz) 

Comments 

Min 

Max 

Min 

Max 

Min 

Max 

T1 

CLK Cycle Period 

166 

2000 

125 

2000 

100 

200 


T2 

CLK Low Time at 1.5V 

73 

1000 

55 

1000 

44 

1000 


T3 

CLK Low Time at 0.9V 



42.5 

1000 

42.5 

1000 


T4 

CLK High Time at 1.5V 

73 


55 


44 



T5 

CLK High Time at 3.6V 



42.5 


42.5 



T6 

CLK Rise Time 


15 


15 


12 

Note 1 

T7 

CLK Fall Time 


15 


15 


12 

Note 2 

T8 

Data in Setup Time 

20 


20 


15 



T9 

Data in Hold Time 

10 


10 


10 



T10 

Async RDY Active Setup Time 

20 


20 


15 


Note 3 

Til 

Async RDY Inactive Setup Time 

35 


35 


25 


Note 3 

T12 

Async RDY Hold Time 

15 


15 


15 


Note 3 

T13 

Synchronous Ready/Active Setup 

35 


35 


20 



T14 

Synchronous Ready Hold Time 

0 


0 


0 



T15 

HLDA Setup Time 

20 


20 


20 


Note 3 

T16 

HLDA Hold Time 

10 


10 


5 


Note 3 

T17 

Reset Setup Time 

20 


20 


20 


Note 3 

T18 

Reset Hold Time 

10 


10 


10 


Note 3 

T19 

CA Pulse Width 

1 T1 


1T1 


1 T1 



T20 

CA Setup Time 

20 


20 


20 


Note 3 

T21 

CA Hold Time 

10 


10 


10 


Note 3 


OUTPUT TIMINGS** 


Symbol 

Parameter 

Min 

Max 

Min 

Max 

Min 

Max 

Comments 

T22 

DT/R Valid Delay 

0 

60 

0 

60 

0 

44 


T23 

WR, DEN Active Delay 

0 

70 

0 

70 

0 

56 


T24 

WR, DEN Inactive Delay 

10 

65 

10 

65 

10 

45 


T25 

Int. Active Delay 

0 

85 

0 

85, 

0 

70 

Note 4 

T26 

Int. Inactive Delay 

0 

85 

0 

85 

0 

70 

Note 4 

T27 

Hold Active Delay 

0 

85 

0 

85 

0 

70 

Note 4 

T28 

Hold Inactive Delay 

0 

85 

0 

85 

0 

70 

Note 4 

T29 

Address Valid Delay 

0 

55 

0 

55 

0 

50 


T30 

Address Float Delay 

0 

50 

0 

50 

12 

50 


T31 

Data Valid Delay 

0 

55 

0 

55 

0 

50 

Note 7 

T32 

Data Hold Time 

0 


0 


0 



T33 

Status Active Delay 

10 

60 

10 

60 

10 

45 
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Symbol 

Parameter 

82582-6 
(6 MHz) 

82586 
(8 MHz) 

82586-10 
(10 MHz) 

Comments 

Min 

Max 

Min 

Max 

Min 

Max 

T34 

Status Inactive Delay 

10 

70 

10 

70 

10 

50 

Note 8 

T35 

ALE Active Delay 

0 

45 

0 

45 

0 

35 

Note 5 

T36 

ALE Inactive Delay 

0 

45 

0 

45 

0 

37 

Note 5 

T37 

ALE Width 

T2-10 


T2-10 


T2-10 


Note 5 

T38 

Address Valid to ALE Low 

T2-40 


T2-30 


T2-25 



T39 

Address Hold to ALE Inactive 

T4-10 


T4-10 


T4-10 



T40 

RD Active Delay 

10 

95 

10 

95 

10 

95 


141 

RD Inactive Delay 

10 

70 

10 

70 

10 

70 


T42 

RD Width 

2T1-50 


2T1-50 


2T1 -46 



T43 

Address Float to RD Active 

10 


10 


0 



T44 

RD Inactive to Address Active 

T1-40 


T1-40 


T1-34 



T45 

WR Width 

o 

* 

1 — 
C\J 


2T1 -40 


2T1-34 



T46 

Data Hold After WR 

T2-25 


T2-25 


T2-25 



T47 

Control Inactive After Reset 

0 

60 

0 

60 

0 

60 

Note 6 


*AII units are in ns. 

**CL on all outputs is 20-200 pF unless otherwise specified. 


NOTES: 

1.1.0V to 3.5V 

2. 3.5V to 1.0V 

3. To guarantee recognition at next clock 

4. CL = 50 pF 

5. CL = 100 pF 


6. Affects: _ _ 

MIN MODE: RD, WR, DT/R, DEN 
MAX MODE: SO, SI 

7. High address lines (A16-A24, BHE) become valid one 
clock before T 1 only on first memory cycle after the 82586 
acquired the bus. 

8. SI, SO go inactive just prior to T4. 





Figure 28. RESET Timing 
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Figure 30. HOLD/HLDA Timing Relative to CLK 
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SERIAL INTERFACE A.C. TIMING for Manchester: 

CHARACTERISTICS f min = 500 kHz ± 100 ppm 

f max = 10 MHz ± 100 ppm 

CLOCK SPECIFICATION 

Applies for TxC, RxC for NRZ: for Manchester, symmetry is needed: 

f min = 100 kHz ± 100 ppm 1 

, ^ T51,T52 = — ±5% 

f max = 10 MHz ± 100 ppm 2f 


A.C. CHARACTERISTICS 

TRANSMIT AND RECEIVE TIMING PARAMETER SPECIFICATION* 


Symbol 

Parameter 

Min 

Max 

Comments 

TRANSMIT CLOCK PARAMETERS 

T48 

TxC Cycle 

100 

1000 

Notes 14,2 

T48 

TxC Cycle 

100 


Notes 14, 3 

T49 

TxC Rise Time 


5 

Note 14 

T50 

TxC Fall Time 


5 

Note 14 

T51 

TxC High Time @ 3.0V 

40 

1000 

Note 14 

T52 

TxC Low Time @0.9V 

40 


Notes 1 4, 4 

TRANSMIT DATA PARAMETERS 

T53 

TxD Rise Time 


10 

Notes 5, 13 

T54 

TxD Fall Time 


10 

Notes 5, 13 

T55 

TxD Transition-Transition 

Min (T51 , 
T52) - 7 


Notes 2, 5 

T56 

TxC Low to TxD Valid 


40 


T57 

TxC Low to TxD T ransition 




T58 

TxC High to TxD Transition 


30 


T59 

TxC Low to TxD High at the Transmission End 


40 


REQUEST TO SEND/CLEAR TO SEND PARAMETERS 

T60 

TxC Low to RTS Low. Time to Activate RTS 


40 


T61 


45 




TxC Low to CTS Invalid. CTS Hold Time 

20 



T63 

TxC Low to RTS High, time to Deactivate RTS 


40 

Note 6 

RECEIVE CLOCK PARAMETERS 

T64 

RxC Clock Cycle 

100 


Notes 1 5, 3 

T65 

RxC Rise Time 


5 

Note 15 

T66 

RxC Fall Time 


5 


T67 

RxC High Time @ 2.7V 

36 

1000 


T68 

RxC Low Time @0.9V 

40 




* All units are in ns. 
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A.C. CHARACTERISTICS (Continued) 


TRANSMIT AND RECEIVE TIMING PARAMETER SPECIFICATION* (Continued) 


Symbol 

Parameter 

Min 

Max 

Comments 

RECEIVE DATA PARAMETERS 

T69 

RxD Setup Time 

30 


Note 1 

T70 

RxD Hold Time 

30 


Note 1 

T71 

RxD Rise Time 


10 

Note 1 

T72 

RxD Fall Time 


10 

Note 1 

CARRIER SENSE/COLLISION DETECT PARAMETERS 

T73 

CDT Valid to TxC High Ext. Collision 
Detect Setup Time 

30 


Note 12 

T74 

TxC High to CDT Inactive. CDT Hold Time 

20 


Note 12 

T75 

CDT Low to Jamming Start 



Note 8 

T76 

CRS Valid to TxC High Ext. Carrier Sense Setup Time 

30 


Note 1 2 

T77 

TxC High to CRS Inactive. CRS Hold Time 

20 


Note 12 

T78 

CRS Low to Jamming Start 



Note 9 

T79 

Jamming Period 



Note 10 

T80 

CRS Inactive Setup Time to RxC High 
End of Receive Frame 

60 



T81 

CRS Active Hold Time from RxC High 

3 



INTERFRAME SPACING PARAMETER 

T82 

Inter Frame Delay 



Note 1 1 


*AII units are in ns. 


NOTES: 

1 . TTL levels 

2. Manchester only 

3. NRZ only 

4. Manchester requires 50% duty cycle 

5. 1 TTL load + 50 pF 

6. 1 TTL load + 100 pF 

7. Abnormal end of transmission. CTS expires before RTS 

8. Programmable value: 

T75 = NCDF x T48 + (12.5 to 23.5) x T48 if collision occurs after preamble 
NCDF — The collision detection filter configuration value 

9. Programmable value: 

T78 = NCSF X T48 + (12.5 to 23.5) X T48 
NCSF — The carrier sense filter configuration value 
TBD is a function of internal/external carrier sense bit 

10. T79 = 32 X T48 

1 1 . Programmable value: 

T82 = NIFS X T48 

NIFS — the IFS configuration value 
*12. To guarantee recognition on the next clock 

13. Applies to TTL levels 

14. 82C501 compatible levels, see Figure 34 

15. 82C501 compatible levels, see Figure 35 
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Figure 33. TTL Input/Output Voltage Levels for Timing Measurements 



Figure 35. RxC Input Voltage Levels for Timing Measurements 
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82596CA 

HIGH-PERFORMANCE 32-BIT LOCAL 
AREA NETWORK COPROCESSOR 


■ Performs Complete CSMA/CD Medium 
Access Control (MAC) Functions— 
Independently of CPU 

— IEEE 802.3 (EOC) Frame Delimiting 
— HDLC Frame Delimiting 

■ Supports Industry Standard LANs 
— IEEE TYPE 10BASE5 (Ethernet*), 

IEEE TYPE 10BASE2 (Cheapernet), 
IEEE TYPE 1 BASES (StarLAN), 
and the Proposed Standards 
TYPE 10BASE-T and 10BASE-F 
— Proprietary CSMA/CD Networks Up 
to 20 Mb/s 

■ On-Chip Memory Management 
— Automatic Buffer Chaining 

— Buffer Reclamation after Receipt of 
Bad Frames; Optional Save Bad 
Frames 

— 32-Bit Segmented or Linear (Flat) 
Memory Addressing Formats 

■ Network Management and Diagnostics 
— Monitor Mode 

— 32-Bit Statistical Counters 

■ 82586 Software Compatible 


■ Optimized CPU Interface 

— Optimized Bus Interface to Intel’s 
i486™ and 80960CA Processors 
— Supports Big Endian and Little 
Endian Byte Ordering 

■ 32-Bit Bus Master Interface 
— 106 MB/s Bus Bandwidth 
— Burst Bus Transfers 

— Bus Throttle Timers 
— Transfers Data at 100% of Serial 
Bandwidth 

— 128-Byte Receive FIFO, 64-Byte 
Transmit FIFO 

■ Self-Test Diagnostics 

■ Configurable Initialization Root for Data 
Structures 

■ High-Speed, 5V, CHMOS** IV 
Technology 

■ 132-Pin Plastic Quad Flat Pack (PQFP) 
and PGA Package 

(See Packaging Spec Order No. 231369) 

i486 is a trademark of Intel Corporation. 

* Ethernet is a registered trademark of Xerox Corporation. 

** CHMOS is a patented process of Intel Corporation. 



Figure 1. 82596CA Block Diagram 


290218-1 
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INTRODUCTION 

The 82596CA is an intelligent, high-performance 
32-bit Local Area Network coprocessor. The 
82596CA implements the CSMA/CD access method 
and can be configured to support all existing IEEE 
802.3 standards— TYPES 10BASE5, 10BASE2, 
1BASE5, and 10BROAD36. It can also be used to 
implement the proposed standards TYPE 1 0BASE-T 
and 10BASE-F. The 82596CA performs high-level 
commands, command chaining, and interprocessor 
communications via shared memory, thus relieving 
the host CPU of many tasks associated with network 
control. All time-critical functions are performed in- 
dependently of the CPU, this increases network per- 
formance and efficiency. The 82596CA bus interfac- 
es is optimized for Intel’s i486™, 80960CA, and 
80960KB processors. 

The 82596CA implements all IEEE 802.3 Medium 
Access Control and channel interface functions, 
these include framing, preamble generation and 
stripping, source address generation, destination ad- 
dress checking, short-frame detection, and automat- 
ic length-field handling. Data rates up to 20 Mb/s are 
supported. 

The 82596CA provides a powerful host system inter- 
face. It manages memory structures automatically, 
with command chaining and bidirectional data chain- 
ing. An on-chip DMA controller manages four chan- 
nels, this allows autonomous transfer of data blocks 
(buffers and frames) and relieves the CPU of byte 
transfer overhead. Buffers containing errored or col- 
lided frames can be automatically recovered without 
CPU intervention. The 82596CA provides an up- 
grade path for existing 82586 software drivers by 
providing an 82586-software-compatible mode that 
supports the current 82586 memory structure. The 
82586CA also has a Flexible memory structure and 
a Simplified memory structure. The 82596CA can 
address up to 4 gigabytes of memory. The 82596CA 
supports Little Endian and Big Endian byte ordering. 

The 82596CA bus interface can achieve a burst 
transfer rate of 106 MB/s at 33 MHz. The bus inter- 


face employs bus throttle timers to regulate 
82596CA bus use. Two large, independent FIFOs — 
128 bytes for Receive and 64 bytes for Transmit — 
tolerate long bus latencies and provide programma- 
ble thresholds that allow the user to optimize bus 
overhead for any worst-case bus latency. The high- 
performance bus is capable of back-to-back trans- 
mission and reception during the IEEE 802.3 9.6-jns 
Interframe Spacing (IFS) period. 

The 82596CA provides a wide range of diagnostics 
and network management functions, these include 
internal and external loopback, exception condition 
tallies, channel activity indicators, optional capture 
of all frames regardless of destination address 
(promiscuous mode), optional capture of errored or 
collided frames, and time domain reflectometry for 
locating fault points on the network cable. The sta- 
tistical counters, in 32-bit segmented and linear 
modes, are 32-bits each and include CRC errors, 
alignment errors, overrun errors, resource errors, 
short frames, and received collisions. The 82596CA 
also features a monitor mode for network analysis. 
In this mode the 82596CA can capture status bytes, 
and update statistical counters, of frames monitored 
on the link without transferring the contents of the 
frames to memory. This can be done concurrently 
while transmitting and receiving frames destined for 
that station. 

The 82596CA can be used in both baseband and 
broadband networks. It can be configured for maxi- 
mum network efficiency (minimum contention over- 
head) with networks of any length. Its highly flexible 
CSMA/CD unit supports address field lengths of 
zero through six bytes— configurable to either IEEE 
802.3/Ethernet or HDLC frame delimitation. It also 
supports 1 6- or 32-bit cyclic redundancy checks. 
The CRC can be transferred directly to memory for 
receive operations, or dynamically inserted for trans- 
mit operations. The CSMA/CD unit can also be con- 
figured for full duplex operation for high throughput 
in point-to-point connections. 

The 82596CA is fabricated with Intel’s reliable, 5-V, 
CHMOS IV technology. It is available in a 132-pin 
PQFP or PGA package. 
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Figure 2. 82596CA PQFP Pin Configuration 
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82596CA PGA Cross Reference by Pin Name 


Address 

Data 

Control 

Serial 

Interface 

V C C 

v S s 

Signal 

Pin No. 

Signal 

Pin No. 

Signal 

Pin No. 

Signal 

Pin No. 

Pin No. 

Pin No. 

A2 

N9 

DO 

J2 

ADS 

M5 

CDT 

A13 

B6 

A6 

A3 

M9 

D1 

H3 

AHOLD 

N5 

CRS 

A14 

B7 

A7 

A4 

M10 

D2 

G2 

BEO 

M7 

CTS 

C11 

BIO 

A8 

A5 

P11 

D3 

G3 

BE1 

P5 

LPBK 

A12 

C13 

A10 

A6 

Nil 

D4 

G1 

BE2 

M8 

RTS 

CIO 

E2 

El 

A7 

P12 

D5 

D1 

BE3 

P9 

RxC 

B11 

E13 

E14 

A8 

Mil 

D6 

Cl 

BLAST 

N2 

RxD 

B12 

F2 

FI 

A9 

N12 

D7 

F3 

BOFF 

N6 

TxC 

Cl 2 

G13 

G14 

A10 

M12 

D8 

D2 

BRDY 

Ml 

TxD 

All 

H2 

HI 

All 

P13 

D9 

C2 

BREQ 

P4 



H13 

H14 

A12 

LI 2 

DIO 

E3 

BS16 

N1 



J13 

J1 

A13 

N13 

Dll 

D3 

CA 

P3 



K2 

J14 

A14 

M13 

D12 

B2 

CLK 

J3 



LI 3 

K1 

A15 

P14 

D13 

B1 

DPO 

L2 



N7 

LI 4 

A16 

K12 

D14 

C3 

DPI 

L3 



N8 

P6 

A17 

N14 

D15 

A1 

DP2 

LI 



N10 

P7 

A18 

J12 

D16 

B3 

DP3 

K3 




P8 

A19 

K13 

D17 

C4 

HLDA 

M6 




P10 

A20 

M14 

D18 

A2 

HOLD 

P2 





A21 

H12 

D19 

C5 

INT/INT 

N3 





A22 

K14 

D20 

A3 

LE/BE 

B14 





A23 

G12 

D21 

B4 

LOCK 

M4 





A24 

F14 

D22 

A4 

PCHK 

PI 





A25 

F12 

D23 

C6 

PORT 

M2 





A26 

F13 

D24 

B5 

READY 

M3 





A27 

D14 

D25 

C7 

RESET 

B13 





A28 

E12 

D26 

A5 

W/R 

N4 





A29 

D13 

D27 

B8 







A30 

D12 

D28 

C8 







A31 

Cl 4 

D29 

A9 









D30 

C9 









D31 

B9 
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PIN DESCRIPTIONS 


Symbol 


PQFP 
Pin No. 


Type 


Name and Function 


CLK 


CLOCK. The system clock input provides the fundamental timing for 
the 82596. It is a 1 X CLK input used to generate the 82596 clock and 
requires TTL levels. All external timing parameters are specified in 
reference to the rising edge of CLK. 


D0-D31 


14-53 


I/O 


DATA BUS. The 32 Data Bus lines are bidirectional, tri-state lines that 
provide the general purpose data path between the 82596 and 
memory. With the 82 596 th e bus can be either 1 6 or 32 bits wide; this 
is determined by the BS1 6 signal. The 82596 always drives all 32 data 
lines during Write operations, even with a 16-bit bus. D31 - DO are 
floated after a Reset or when the bus is not acquired. 

These lines are inputs during a CPU Port access; in this mode the CPU 
writes the next address to the 82596 through the data lines. During 
PORT commands (Relocatable SCP, Self-Test, Reset and Dump) the 
address must be aligned to a 16-byte boundary. This frees the D 3 -D 0 
lines so they can bd used to distinguish the commands. The following 
is a summary of the decoding data. 


DO 

D1 

D2 

D3 

D31-D4 

Function 

0 

0 

0 

0 

0000 

Reset 

0 

1 

0 

0 

ADDR 

Relocatable SCP 

1 

0 

0 

0 

ADDR 

Self-Test 

1 

1 

0 

0 

ADDR 

Dump Command 


DP0-DP3 


4-7 


I/O 


DATA PARITY. These are tri-stated data parity pins. There is one 
parity line for each byte of the data bus. The 82596 drives them with 
even-parity information during write operations having the same timing 
as data writes. Likewise, even-parity information, with the same timing 
as read information, must be driven back to the 82596 over these pins 
to ensure that the correct parity check status is indicated by the 
82596. 


PCHK 


127 


PARITY CHECK. This pin is driven high one clock after RDY to inform 
Read operations of the parity status of data sampled at the end of the 
previous clock cycle. When driven low it indicates that incorrect parity 
data has been sampled. It only checks the parity status of enabled 
bytes, which are indicated by the Byte Enable and Bus Size signals. 
PCHK is only valid for one clock time after data read is returned to the 
82596; i.e., it is inactive (high) at all other times. 


A31-A2 


7008 


ADDRESS LINES. These 30 tri-stated Address lines output the 
address bits required for memory operation. These lines are floated 
after a Reset or when the bus is not acquired. 


BE3-BE0 


109-114 


BYTE ENABLE. These tri-stated signals are used to indicate which 
bytes are involved with the current memory access. The number of 
Byte Enable signals asserted indicates the physical size of the data 
b eing t ransferred (1 , 2, 3, or 4 bytes). 

• BEO indicates D7-D0 

• BE1 indicates D15-D8 

• BE2 indicates D23-D16 

• BE3 indicates D31-D24 

These lines are floated after a Reset or when the bus is not acquired. 


W/R 


120 


WRITE/READ. This dual function pin is used to distinguish Write and 
Read cycles. This line is floated after a Reset or when the bus is not 
acquired. 
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PIN DESCRIPTIONS (Continued) 


Symbol 

PQFP 
Pin No. 

Type 

Name and Function 

ADS 

124 

0 

ADDRESS STATUS. The 82596 uses this tri-state pin to indicate to 
indicate that a valid bus cycle has begun and that A31 -A2, BE3-BE0, 
and W/R are being driven. It is asserted during tl bus states. This line 
is floated after a Reset or when the bus is not acquired. 

RDY 

130 

1 

READY. Active low. This signal is the acknowledgment from 
addressed memory that the transfer cycle can be completed. When 
high, it causes wait states to be inserted. It is ignored at the end of the 
first clock of the bus cycle’s data cycle. This active-low signal does not 
have an internal pull-up resistor. This signal must meet the setup and 
hold times to operate correctly. 

BRDY 

2 

1 

BURST READY. Active low. Burst Ready, like RDY, indicates that the 
external system has presented valid data on the data pins in response 
to a Read, or that the external system has accepted the 82596 data in 
response to a Write request. Also, like RDY, this signal is ignored at 
the end of the first clock in a bus cycle. If the 82596 can still receive 
data from the previous cycle, ADS will not be asserted in the next 
clock cycle; however, Address and Byte Enable will change to reflect 
the next data item expected by the 82596. BRDY will be sampled 
during each succeeding clock and if active, the data on the pins will be 
strobed to the 82596 or to external memory (read/write). BRDY 
operates exactly like READY during the last data cycle of a burst 
sequence and during nonburstable cycles. 

BLAST 

128 

0 

BURST LAST. A signal (active low) on this tri-state pin indicates that 
the burst cycle is finished and when BRDY is next returned it will be 
treated as a normal ready; i.e., another set of addresses will be driven 
with ADS or the bus will go idle. BLAST is not asserted if the bus is not 
acquired. 

AHOLD 

117 

1 

ADDRESS HOLD. This hold signal is active high, it allows another bus 
master to access the 82596 address bus. In a system where an 82596 
and an i486 processor share the local bus, AHOLD allows the cache 
controller to make a cache invalidation cycle while the 82596 holds the 
address lines. In response to a signal on this pin, the 82596 
immediately (i.e. during the next clock) stops driving the entire address 
bus (A31 -A2); the rest of the bus can remain active. For example, 
data can be returned for a previously specified bus cycle during 
Address Hold. The 82596 will not begin another bus cycle while 
AHOLD is active. 

BOFF 

116 

1 

BACKOFF. This signal is active low, it informs the 82596 that another 
bus master requires access to the bus before the 82596 bus cycle 
completes. The 82596 immediately (i.e. during the next clock) floats its 
bus. Any data returned to the 82596 while BOFF is asserted is ignored. 
BOFF has higher priority than RDY or BRDY; if two such signals are 
returned in the same clock period, BOFF is given preference. The 
82596 remains in Hold until BOFF goes high, then the 82596 resumes 
its bus cycle by driving out the address and status, and asserting ADS. 

LOCK 

126 

0 

LOCK. This tri-state pin is used to distinguish locked and unlocked bus 
cycles. LOCK generates a semaphore handshake to the CPU. LOCK 
can be active for several memory cycles, it goes active during the first 
locked memory cycle (tl ) and goes inactive at the last locked cycle 
(t2). This line is floated after a Reset or when the bus is not acquired. 
LOCK can be disabled via the sysbus byte in software. 
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PIN DESCRIPTIONS (Continued) 


Symbol 

PQFP 
Pin No. 

Type 

Name and Function 

BS16 

129 

1 

BUS SIZE. This signal allows the 82596CA to work with either 16- or 
32-bit bytes. Inserting BS16 low causes the 82596 to perform two 16- 
bit memory accesses when transferring 32-bit data. In little endian 
mode the D15-D0 lines are driven when BS16 is inserted, in Big 
Endian mode the D31 -D1 6 lines are driven. 

HOLD 

123 

0 

HOLD. The HOLD signal is active high, the 82596 uses it to request 
local bus mastership. In normal operation HOLD goes inactive before 
HLDA. The 82596 can be forced off the bus by deasserting HLDA or if 
the bus throttle timers expire. 

HLDA 

118 

1 

HOLD ACKNOWLEDGE. The HLDA signal is active high, it indicates 
that bus mastership has been given to the 82596. HLDA is internally 
synchronized; after HOLD is detected low, the CPU drives HLDA low. 

NOTE 

Do not connect HLDA to Vcc—it will cause a deadlock. A user wanting 
to give the 82596 permanent access to the bus should connect HLDA 
to HOLD. If HLDA goes inactive before HOLD, the 82596 will release 
the bus (by deasserting HOLD) within a maximum of within a specified 
number of bus cycles as specified in the 82596 User’s Manual. 

BREQ 

115 

1 

BUS REQUEST. This signal, when configured to an externally 
activated mode, is used to trigger the bus throttle timers. 

PORT 

3 

1 

PORT. When this signal is received, the 82596 latches the data on the 
data bus into an internal 32-bit register. When the CPU is asserting this 
signal it can write into the 82596 (via the data bus). This pin must be 
activated twice during all CPU Port access commands. 

RESET 

69 

1 

RESET. This active high, internally synchronized signal causes the 
82596 to terminate current activity. The signal must be high for at least 
five system clock cycles. After five system clock cycles and four TxC 
clock cycles the 82596 will execute a Reset when it receives a high 
RESET signal. When RESET returns to low the 82596 waits for the 
first CA signal and then begins the initialization sequence. 

LE/BE 

65 

1 

LITTLE ENDIAN/BIG ENDIAN^This dual-function pin is used to 
select byte ordering. When LE/BE is high, little endian byte ordering is 
used; when low, big endian byte ordering is used for data in frames 
(bytes) and for control (SCB, RFD, CBL, etc). 

CA 

119 

1 

CHANNEL ATTENTION. The CPU uses this pin to force the 82596 to 
begin executing memory resident Command blocks. The CA signal is 
internally synchronized. The signal must be high for at least one 
system clock. It is latched internally on the high to low edge and then 
detected by the 82596. 

The first CA after a Reset forces the 82596 into the initialization 
sequence beginning at location Q0FFFFF6h or an SCP address written 
to the 82596 using CPU Port access. All subsequent CA signals cause 
the 82596 to begin executing new command sequences from the SCB. 

int/InT 

125 

0 

INTERRUPT. A high signal on this pin notifies the CPU that the 82596 
is requesting an interrupt. This signal is an edge triggered interrupt 
signal, and can be configured to be active high or low. 
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PIN DESCRIPTIONS (Continued) 


Symbol 

PQFP 
Pin No. 

Type 

Name and Function 

Vcc 

18 Pins 


POWER. +5 V ±10%. 

Vss 

18 Pins 


GROUND. 0 V. 

TxD 

54 

0 

TRANSMIT DATA. This pin transmits data to the serial link. It is high 
when not transmitting. 

TxC 

64 

1 

TRANSMIT CLOCK. This signal provides the fundamental timing for 
the serial subsystem. The clock is also used to transmit data 
synchronously on the TxD pin. For NRZ encoding, data is transferred 
to the TxD pin on the high to low clock transition. For Manchester 
encoding, the transmitted bit center is aligned with the low to high 
transition. Transmit clock must always be running for proper device 
operation. 

LPBK 

58 

0 

LOOPBACK. This TTL-level control signal enables the loopback 
mode. In this mode serial data on the TxD input is routed through the 
82C501 internal circuits and back to the RxD output without driving the 
transceiver cable. To enable this signal, both internal and external 
loopback need to be set with the Configure command. 

RxD 

60 

1 

RECEIVE DATA. This pin receives NRZ serial data only. It must be 
high when not receiving. 

RxC 

59 

1 

RECEIVE CLOCK. This signal provides timing information to the 
internal shifting logic. For NRZ data the state of the RxD pin is 
sampled on the high to low transition of the clock. 

rTs 

57 

0 

REQUEST TO SEND. When this signal is low the 82596 informs the 
external interface that it has data to transmit. It is forced high after a 
Reset or when transmission is stopped. 

CTS 

62 

1 

CLEAR TO SEND. An active-low signal that enables the 82596 to 
send data. It is normally used as an interface handshake to RTS. 
Asserting CTS high stops transmission. CTS is internally synchronized. 
If CTS goes inactive, meeting the setup time to the TxC negative edge, 
the transmission will stop and RTS will go inactive within, at most, two 
TxC cycles. 

CRS 

63 

1 

CARRIER SENSE. This signal is active low, it is used to notify the 
82596 that traffic is on the serial link. It is only used if the 82596 is 
configured for external Carrier Sense. In this configuration external 
circuitry is required for detecting traffic on the serial link. CRS is 
internally synchronized. To be accepted, the signal must remain active 
for at least two serial clock cycles (for CRSF = 0). 

CD? 

61 

1 

COLLISION DETECT. This active-low signal informs the 82596 that a 
collision has occurred. It is only used if the 82596 is configured for 
external Collision Detect. External circuitry is required for collision 
detection. CDT is internally synchronized. To be accepted, the signal 
must remain active for at least two serial clock cycles (for CDTF = 0). 
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82596 AND HOST CPU INTERACTION 82596 BUS INTERFACE 


The 82596CA and the host CPU communicate 
through shared memory. Because of its on-chip 
DMA capability, the 82596 can make data block 
transfers (buffers and frames) independently of the 
CPU; this greatly reduces the CPU byte transfer 
overhead. 

The 82596 is a multitasking coprocessor that com- 
prises two independent logical units— the Command 
Unit (CU) and the Receive Unit (RU). The CU exe- 
cutes commands from shared memory. The RU han- 
dles all activities related to frame reception. The in-’ 
dependence of the CU and RU enables the 82596 to 
engage in both activities simultaneously — the CU 
can fetch and execute commands from memory 
while the RU is storing received frames in memory. 
The CPU is only involved with this process after the 
CU has executed a sequence of commands or the 
RU has finished storing a sequence of frames. 

The CPU and the 82596 use the hardware signals 
Interrupt (I NT) and Channel Attention (CA) to initiate 
communication with the System Control Block 
(SCB), see Figure 4. The 82596 uses INT to alert the 
CPU of a change in the contents of the SCB, the 
CPU uses CA to alert the 82596. 

The 82596 has a CPU Port Access state that allows 
the CPU to execute certai n funct ions without ac- 
cessing memory. The 82596 PORT pin and data bus 
pins are used to enable this feature. The CPU can 
directly activate four operations when the 82596 is in 
this state. 

• Write an alternative System Configuration Pointer 
(SCP). This can be used when the 82596 cannot 
use the default SCP address space. 

• Write a different Dump Command Pointer and ex- 
ecute Dump. This can be used for troubleshoot- 
ing No Response problems. 

• The CPU can reset the 82596 via software with- 
out disturbing the rest of the system. 

• A self-test can be used for board testing; the 
82596 will execute a self-test and write the re- 
sults to memory. 


The 82596CA has bus interface timings and pin defi- 
nitions that are compatible with Intel’s 32-bit i486 
microprocessor. This eliminates the need for addi- 
tional bus interface logic. Operating at 33 MHz, the 
82596’s bus bandwidth can be as high as 106 MB/s. 
Since Ethernet only requires 1 .25 MB/s, this leaves 
a considerable amount of bandwidth for the CPU. 
The 82596 also has a bus throttle to regulate its use 
of the bus. Two timers can be programmed through 
the SCB: one controls the maximum time the 82596 
can remain on the bus, the other controls the time 
the 82596 must stay off the bus (see Figure 5). The 
bus throttle can be programmed to trigger internally 
with HLDA or externally with BREQ. These timers 
can restrict the 82596 HOLD activation time and im- 
prove bus utilization. 

82596 MEMORY ADDRESSING 

The 82596 has a 32-bit memory address range, 
which allows addressing up to four gigabytes of 
memory. The 82596 has three memory addressing 
modes (see Table 1). 

• 82586 Mode. The 82596 has a 24-bit memory 
address range. The System Control Block, Com- 
mand List, Receive Descriptor List, and Buffer 
Descriptors must reside in one 64-KB memory 
segment. Transmit and Receive buffers can re- 
side in a 24-bit address space. 

• 32-Bit Segmented Mode. The 82596 has a 32- 
bit memory address range. The System Control 
Block, Command List, Receive Descriptor List, 
and Buffer Descriptors must reside in one 64-KB 
memory segment. Transmit and Receive buffers 
can reside in a 32-bit address space. 

• Linear Mode. The 82596 has a 32-bit memory 
address range. Any memory structure can reside 
anywhere within the 32-bit memory address 
range. 
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Figure 4. 82596 and Host CPU Intervention 
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Figure 5. Bus Throttle Timers 


Table 1. 82596 Memory Addressing Formats 


Pointer or Offset 

Operation Mode 

82586 

32-Bit 

Segmented 

Linear 

ISCP Address 

24- Bit Linear 

32-Bit Linear 

32-Bit Linear 

SCB Address 

Base (24) + Offset (1 6) 

Base (32) + Offset (16) 

32-Bit Linear 

Command Block Pointers 

Base (24) + Offset (16) 

Base (32) + Offset (16) 

32-Bit Linear 

Rx Frame Descriptors 

Base (24) + Offset (16) 

Base (32) + Offset (16) 

32-Bit Linear 

Tx Frame Descriptors 

Base (24) + Offset (1 6) 

Base (32) + Offset (16) 

32-Bit Linear 

Rx Buffer Descriptors 

Base (24) + Offset (16) 

Base (32) + Offset (16) 

32-Bit Linear 

Tx Buffer Descriptors 

Base (24) + Offset (16) 

Base (32) + Offset (16) 

32-Bit Linear 

Rx Buffers 

24-Bit Linear 

32-Bit Linear 

32-Bit Linear 

Tx Buffers 

24-Bit Linear 

32-Bit Linear 

32-Bit Linear 
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Figure 6. 82596 Shared Memory Structure 


82596 SYSTEM MEMORY STRUCTURE 

The Shared Memory structure consists of four parts: 
the Initialization Root, the System Control Block, the 
Command List, and the Receive Frame Area (see 
Figure 6). 

The Initialization Root is in an established location 
known to the host CPU and the 82596 (00FFFFF6h). 
However, the CPU can establish the Initialization 
Root in another location by using the CPU Port ac- 
cess. This root is accessed during initialization, and 
points to the System Control Block. 


The System Control Block serves as a bidirectional 
mail drop for the host CPU and the 82596 CU and 
RU. It is the central point through which the CPU and 
the 82596 exchange control and status information. 
The SCB has two areas. The first contains instruc- 
tions from the CPU to the 82596. These include: 
control of the CU and RU (Start, Abort, Suspend, 
and Resume), a pointer to the list of CU commands, 
a pointer to the Receive Frame Area, a set of Inter- 
rupt Acknowledge bits, and the T-ON and T-OFF 
timers for the bus throttle. The second area contains 
status information the 82596 is sending to the CPU. 
Such as, the CU and RU states (Idle, Active 
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Ready, Suspended, No Receive Resources, etc.), in- 
terrupt bits (Command Completed, Frame Received, 
CU Not Ready, and RU Not Ready), and statistical 
counters. 

The Command List functions as a program for the 
CU; individual commands are placed in memory 
units called Command Blocks (CBs). These CBs 
contain the parameters and status of specific high- 
level commands called Action Commands; e.g., 
Transmit or Configure. 

Transmit causes the 82596 to transmit a frame. The 
Transmit CB contains the destination address, the 
length field, and a pointer to a list of linked buffers 
holding the frame that is to be constructed from sev- 
eral buffers scattered throughout memory. The 
Command Unit operates without CPU intervention; 
the DMA for each buffer, and the prefetching of ref- 
erences to new buffers, is performed in parallel. The 
CPU is notified only after a transmission is complete. 


ing this frame the 82596 sets the next Free Frame 
Descriptor RBD pointer to the next Free RBD. Figure 
7C shows the RFA after receiving a second frame. 
In this example the second frame occupies only one 
Receive Buffer and one RFD. The 82596 again sets 
the RBD pointer. This process is repeated again in 
Figure 7D, showing the reception of another frame 
using one Receive Buffer; in this example there is an 
extra Frame Descriptor. 


TRANSMIT AND RECEIVE MEMORY 
STRUCTURES 

There are three memory structures for reception and 
transmission. The 82586 memory structure, the 
Flexible memory structure, and the Simplified memo- 
ry structure. The 82586 mode is selected by config- 
uring the 82596 during initialization. In this mode all 
the 82596 memory structures are compatible with 
the 82586 memory structures. 



The Receive Frame Area is a list of Free Frame De- 
scriptors (descriptors not yet used) and a list of user- 
prepared buffers. Frames arrive at the 82596 unso- 
licited; the 82596 must always be ready to receive 
and store them in the Free Frame Area. The Re- 
ceive Unit fills the buffers when it receives frames, 
and reformats the Free Buffer List into received- 
frame structures. The frame structure is, for all prac- 
tical purposes, identical to the format of the frame to 
be transmitted. The first Frame descriptor is refer- 
enced by the SCB. Unless the 82596 is configured 
to Save Bad Frames, the frame descriptor, and the 
associated buffer descriptor, which is wasted when 
a bad frame is received, are automatically reclaimed 
and returned to the Free Buffer List. 

Receive buffer chaining (storing incoming frames in 
a linked buffer list) significantly improves memory 
utilization. Without buffer chaining, the user must al- 
locate consecutive blocks. of memory, each capable 
of containing a maximum frame (for Ethernet, 1518 
bytes). Since an average frame is about 200 bytes, 
this is very inefficient. With buffer chaining, the user 
can allocate small buffers and the 82596 will only 
use those that are needed. 

Figure 7 A-D illustrates how the 82596 uses the 
Receive Frame Area. Figure 7A shows an unused 
Receive Frame Area composed of Free Frame De- 
scriptors and Free Receive Buffers prepared by the 
user. The SCB points to the first Frame Descriptor of 
the Frame Descriptor List. Figure 7B shows the 
same Receive Frame Area after receiving one 
frame. This first frame occupies two Receive Buffers 
and one Frame Descriptor — a valid received frame 
will only occupy one Frame Descriptor. After receiv- 


When the 82596 is not configured to the 82586 
mode, the other two memory structures, Simplified 
and Flexible, are available for transmitting and re- 
ceiving. These structures can be selected on a 
frame-by-frame basis by setting the S/F bit in the 
Transmit Command and the Receive Frame De- 
scriptor (see Figures 29, 30, 41 , and 42). The Simpli- 
fied memory structure offers a simple structure for 
ease of programming (see Figure 8). All information 
about a frame is contained in one structure; for ex- 
ample, during reception the RFD and data field are 
contained in one structure. 

The Flexible memory structure (see Figure 9) has a 
control field that allows the programmer to specify 
the amount of receive data the RFD will contain for 
receive operations and the amount of transmit data 
the Transmit Command Block will contain for trans- 
mit operations. For example, when the control field 
in the RFD is set to 20 bytes during a reception, the 
first 20 bytes of the data field are stored in the RFD 
(6 bytes of destination address, 6 bytes of source 
address, 2 bytes of length field, and 6 bytes of data) 
and the remainder of the data field is stored in the 
Receive Data Buffers. This is useful for capturing 
frame headers when header information is con- 
tained in the data field. The header information can 
then be automatically stored in the RFD partitioned 
from the Receive Data Buffer. 

The control field can also be used for the Transmit 
Command when the Flexible memory structure is 
used. The quantity of data field bytes to be transmit- 
ted from the Transmit Command Block is specified 
by the variable control field. 
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Figure 7. Frame Reception in the RFA 
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Figure 8. Simplified Memory Structure 
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TRANSMITTING FRAMES 

The 82596 executes high-level Action Commands 
from the Command List in system memory. Action 
Commands are fetched and executed in parallel with 
the host CPU operation, thereby significantly improv- 
ing system performance. The format of the Action 
Commands is shown in Figure 10. Figure 28 shows 
the 82586 mode, and Figures 29 and 30 show the 
command formats of the Linear and 32-bit Segment- 
ed modes. 

A single Transmit command contains, as part of the 
command-specific parameters, the destination ad- 
dress and length field of the transmitted frame and a 
pointer to buffer area in memory containing the data 
portion of the frame. The data field is contained in a 
memory data structure consisting of a buffer de- 
scriptor (BD) and a data buffer— or a linked list of 
buffer descriptors and buffers — as shown in Figure 
11 . 

Multiple data buffers can be chained together using 
the BDs. Thus, a frame with a long data field can be 
transmitted using several (shorter) data buffers 
chained together. This chaining technique allows the 
system designer to develop efficient buffer manage- 
ment. 

The 82596 automatically generates the preamble 
(alternating Is and Os) and start frame delimiter, 
fetches the destination address and length field from 
the Transmit command, inserts its unique address 
as the source address, fetches the data field speci- 
fied by the Transmit command, and computes and 
appends the CRC to the end of the frame (see Fig- 
ure 12). In the Linear and 32-bit Segmented mode 
the CRC can be optionally inserted on a frame-by- 
frame basis by setting the NC bit in the Transmit 
Command Block (see Figures 29 and 30). 

The 82596 can be configured to generate two types 
of start and end frame delimiters — End of Carrier 
(EOC) or HDLC. In EOC mode the start frame delimi- 
ter is 10101011 and the end frame delimiter is indi- 


cated by the lack of a signal after the last bit of the 
frame check sequence field has been transmitted. In 
EOC mode the 82596 can be configured to extend 
short frames by adding pad bytes (7Eh) during trans- 
mission, according to the length field. In HDLC mode 
the 82596 will generate the 01111110 flag for the 
start and end frame delimiters, and do standard bit 
stuffing and stripping. Furthermore, the 82596 can 
be configured to pad frames shorter than the speci- 
fied minimum frame length by appending the appro- 
priate number of flags to the end of the frame. 

When a collision occurs, the 82596 manages the 
jam, random wait, and retry processes, reinitializing 
DMA pointers without CPU intervention. Multiple 
frames can be sent by linking the appropriate num- 
ber of Transmit commands together. This is particu- 
larly useful when transmitting a message larger than 
the maximum frame size (1518 bytes for Ethernet). 



CONTROL 

COMMAND STATUS 



FIELDS 

COMMAND 



LINK FIELD - 

NEXT 


(POINTER TO NEXT COMMAND) 

COMMAND 


PARAMETER FIELD 



(COMMAND-SPECIFIC 



PARAMETERS) 
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Figure 19. Action Command Format 



Figure 11. Data Buffer Descriptor and 
Data Buffer Structure 
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Figure 12. Frame Format 
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RECEIVING FRAMES 

To reduce CPU overhead, the 82596 is designed to 
receive frames without CPU supervision. The host 
CPU first sets aside an adequate receive buffer 
space and then enables the 82596 Receive Unit. 
Once enabled, the RU watches for arriving frames 
and automatically stores them in the Receive Frame 
Area (RFA). The RFA contains Receive Frame De- 
scriptors, Receive Buffer Descriptors, and Data Buff- 
ers (see Figure 13). The individual Receive Frame 
Descriptors make up a Receive Descriptor List 
(RDL) used by the 82596 to store the destination 
and source addresses, the length field, and the 
status of each frame received (see Figure 1 4). 

Once enabled, the 82596 checks each passing 
frame for an address match. The 82596 will recog- 
nize its own unique address, one or more multicast 
addresses, or the broadcast address. If a match is 
found the 82596 stores the destination and source 
addresses and the length field in the next available 
RFD. It then begins filling the next available Data 
Buffer on the FBL, which is pointed to by the current 
RFD, with the data portion of the incoming frame. As 
one Data Buffer is filled, the 82596 automatically 
fetches the next DB on the FBL until the entire frame 
is received. This buffer chaining technique is particu- 
larly memory efficient because it allows the system 
designer to set aside buffers to fit frames much 
shorter than the maximum allowable frame length. If 
AL-LOC = 1 , or if the flexible memory structure is 
used, the addresses and length field can be placed 
in the Receive Buffer. 

Once the entire frame is received without error, the 
82596 does the following housekeeping tasks. 

• The actual count field of the last Buffer Descrip- 
tor used to hold the frame just received is updat- 
ed with the number of bytes stored in the associ- 
ated Data Buffer. 

• The next available Receive Frame Descriptor is 
fetched. 

• The address of the next available Buffer Descrip- 
tor is written to the next available Receive Frame 
Descriptor. 

• A frame received interrupt status bit is posted in 
the SCB. 

• An interrupt is sent to the CPU. 

If a frame error occurs, for example a CRC error, the 
82596 automatically reinitializes its DMA pointers 
and reclaims any data buffers containing the bad 


frame. The 82596 will continue to receive frames 
without CPU help as long as Receive Frame De- 
scriptors and Data Buffers are available. 


82596 NETWORK MANAGEMENT 
AND DIAGNOSTICS 


The behavior of data communication networks is 
normally very complex because of their distributed 
and asynchronous nature. It is particularly difficult to 
pinpoint a failure when it occurs. The 82596 has ex- 
tensive diagnostic and network management func- 
tions that help improve reliability and testability. The 
82596 reports on the following events after each 
frame is transmitted. 



• Transmission successful. 

• Transmission unsuccessful. Lost Carrier Sense. 

• Transmission unsuccessful. Lost Clear to Send. 

• Transmission unsuccessful. A DMA underrun oc- 
curred because the system bus did not keep up 
with the transmission. 

• Transmission unsuccessful. The number of colli- 
sions exceeded the maximum allowed. 

• Number of Collisions. The number of collisions 
experienced during the frame. 

• Heartbeat Indicator. This indicates the presence 
of a heartbeat during the last Interframe Spacing 
(IFS) after transmission. 


When configured to Save Bad Frames the 82596 

checks each incoming frame and reports the follow- 
ing errors. 

• CRC error. Incorrect CRC in a properly aligned 
frame. 

• Alignment error. Incorrect CRC in a misaligned 
frame. 

• Frame too short. The frame is shorter than the 
value configured for minimum frame length. 

• Overrun. Part of the frame was not placed in 
memory because the system bus did not keep up 
with incoming data. 

• Out of buffer. Part of the frame was discarded 
because of insufficient memory storage space. 

• Receive collision. A collision was detected during 
reception. 

• Length error. A frame not matching the frame 
length parameter was detected. 
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NETWORK PLANNING AND 
MAINTENANCE 

To properly plan, operate, and maintain a communi- 
cation network, the network management entity 
must accumulate information on network behavior. 
The 82596 provides a rich set of network-wide diag- 
nostics that can serve as the basis for a network 
management entity. 

Information on network activity is provided in the 
status of each frame transmitted. The 82596 reports 
the following activity indicators after each frame. 

• Number of collisions. The number of collisions 
the 82596 experienced while attempting to trans- 
mit the frame. 

• Deferred transmission. During the first transmis- 
sion attempt the 82596 had to defer to traffic on 
the link. 

The 82596 updates its 32-bit statistical counters af- 
ter each received frame that both passes address 
filtering and is longer than the Minimum Frame 
Length configuration parameter. The 82596 reports 
the following statistics. 

• CRC errors. The number of well-aligned frames 
that experienced a CRC error. 

• Alignment errors. The number of misaligned 
frames that experienced a CRC error. 

• No resources. The number of frames that were 
discarded because of insufficient resources for 
reception. 

• Overrun errors. The number of frames that were 
not completely stored in memory because the 
system bus did not keep up with incoming data. 

• Receive Collision counter. The number of colli- 
sions detected during receive. 

• Short Frame counter. The number of frames that 
were discarded because they were shorter than 
the configured minimum frame length. 

The 82596 can be configured to Promiscuous mode. 
In this mode it captures all frames transmitted on the 
network without checking the Destination Address. 
This is useful when implementing a monitoring sta- 
tion to capture all frames for analysis. 

A useful method of capturing frame headers is to 
use the Simplified memory mode, configure the 
82596 to Save Bad Frames, and configure the 
82596 to Promiscuous mode with space in the RFD 
allocated for specific number of receive data bytes. 


The 82596 will receive all frames and put them in the 
RFD. Frames that exceed the available space in the 
RFD will be truncated, the status will be updated, 
and the 82596 will retrieve the next RFD. This allows 
the user to capture the initial data bytes of each 
frame (for instance, the header) and discard the re- 
mainder of the frame. 


The 82596 also has a monitor mode for network 
analysis. During normal operation the receive func- 
tion enables the 82596 to receive frames that pass 
address filtering. These frames must have the Start 
of Frame Delimiter (SFD) field and must be longer 
than the absolute minimum frame length of 5 bytes 
(6 bytes in case of Multicast address filtering). Con- 
tents and status of the received frames are trans- 
ferred to memory. The monitor function enables the 
82596 to simply evaluate the incoming frames. The 
82596 can monitor the frames that pass or do not 
pass the address filtering. It can also monitor frames 
which do not have the SFD fields. The 82596 can be 
configured to only keep statistical information about 
monitor frames. Three options are available in the 
Monitor mode. These options are selected by the 
two monitor mode configuration bits available in the 
configuration command. 



When the first option is selected, the 82596 receives 
good frames that pass address filtering and trans- 
fers them to memory while monitoring frames that 
do not pass address filtering or are shorter than the 
minimum frame size (these frames are not trans- 
ferred to memory). When this option is used the 
82596 updates six counters: CRC errors, alignment 
errors, no resource errors, overrun errors, short 
frames and total good frames received. 

When the second option is selected, the receive 
function is completely disabled. The 82596 monitors 
only those frames that pass address filterings and 
meet the minimum frame length requirement. When 
this option is used the 82596 updates six counters: 
CRC errors, alignment errors, total frames (good and 
bad), short frames, collisions detected and total 
good frames. 

When the third option is selected, the receive func- 
tion is completely disabled. The 82596 monitors all 
frames, including frames that do not have a Start 
Frame Delimiter. When this option is used the 82596 
updates six counters: CRC errors, alignment errors, 
total frames (good and bad), short frames, collisions 
detected and total good frames. 
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STATION DIAGNOSTICS 
AND SELF-TEST 

The 82596 provides a large set of diagnostic and 
network management functions. These include inter- 
nal and external loopback and time domain reflec- 
tometry for locating fault points in the network cable. 
The 82596 ensures software reliability by dumping 
the contents of the 82596 internal registers into sys- 
tem memory. The 82596 has- a self-test mode that 
enables it to run an internal self-test and place the 
results in system memory. 


82586 SOFTWARE COMPATIBILITY 

The 82596 has a software-compatible state in which 
all its memory structures are compatible with the 
82586 memory structure. This includes all the Action 
Commands, the Receive Frame Area (including the 
RFD, Buffer Descriptors, and Data Buffers), the Sys- 
tem Control Block, and the initialization procedures. 
There are two minor differences between the 82596 
in the 82586-Compatible memory structure and the 
82586. 

• When the internal and external loopback bits in 
the Configure command are set to 1 1 the 82596 
is in external loopback and the LPBK pin is acti- 
vated; in the 82586 this situation would produce 
internal loopback. 

• During a Dump command both the 82596 and 
82586 dump the same number of bytes; however, 
the data format is different. 


INITIALIZING THE 82596 

A Reset command is issued to the 82596 to prepare 
it for normal operation. The 82596 is initialized 
through two data structures that are addressed by 
two pointers, the System Configuration Pointer 
(SCP) and the Intermediate System Configuration 
Pointer (ISCP). The initialization procedure begins 
when a Channel Attention signal is asserted after 
RESET. The 82596 uses the address of the double 
word that contains the SCP as a default — 
00FFFFF4h. Before the CA signal is asserted this 
default address can be chang ed to any other avail- 
able address by asserting the PORT pin and provid- 
ing the desired address over the D31-D4 pins of the 
address bus. Pins D3-D0 must be 0010; i.e., any 
alternative address must be aligned to 16-byte 
boundaries. All addresses sent to the 82596 must be 
word aligned, which means that all pointers and 
memory structures must start on an even address 
(A 0 = zero). 


SYSTEM CONFIGURATION POINTER 
(SCP) 

The SCP contains the sysbus byte and the location 
of the next structure of the initialization process, the 
ISCP. The following parameters are selected in the 
SYSBUS. 

• The 82596 operation mode. 

• The Bus Throttle timer triggering method. 

• Lock enabled. 

• Interrupt polarity. 

Byte ordering is determined by the LE/BE pin. 
LE/BE = 1 selects Little Endian byte ordering and 
LE/BE = 0 selects Big Endian byte ordering. 

NOTE: 

In the following, X indicates a bit not checked 
82586 mode. This bit must be set to 0 in all other 
modes. 
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The following diagram illustrates the format of the SCP. 
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X 

X 

0FFFFF8h 

A31 . . 





. .A24 
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ISCP ADDRESS 






AO 

OFFFFFCh 


A31 A24 are not checked in 82586 mode 

X X areas are not checked in 82586 mode; they must be 0 in all other modes. 


A31 A24 are not checked in 82586 mode 

X X areas are not checked in 82586 mode; they must be 0 in all other modes. 


23 16 


SYSBUS 

E] 

□ 

INT 

LOCK 

TRG | Ml 

MO 


' — — 1 l— : N ot CHECKED 

0 0: 82586 mode 

0 1 : 32-Bit Segmented mode 

1 0 : Linear mode 
1 1 : Reserved 

0 : internal triggering of the 
Bus Throttle timers 

1 : external triggering of the 
Bus Throttle timers 

0 : Lock function enabled 

1 : Lock function disabled 

290218-14 

ISCP ADDRESS — The physical address of the ISCP. In the 82586 mode, bits A31 -A24 are considered 
to be zero. 


Figure 15. The System Configuration Pointer 


Interrupt polarity 

0 - Interrupt pin is active 

high 

1 - Interrupt pin is active 

low 


Writing the Sysbus 

When writing the sysbus byte it is important to pay attention to the byte order. 

• When a Little Endian processor is used, the sysbus byte is located at byte address 00FFFFF6h (or address 
/?+2 if an alternative SCP address n was programmed). 

• When a processor using Big Endian byte ordering is used, the sysbus, alternative SCP, and ISCP addresses 
will be different. 

• The sysbus byte is located at 00FFFFF5h. 

• If an alternative SCP address is programmed, the sysbus byte should be at byte address n+ 1 . 
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INTERMEDIATE SYSTEM CONFIGURATION POINTER (ISCP) 

The ISCP indicates the location of the System Control Block. Often the SCP is in ROM and the ISCP is in RAM. 
The CPU loads the SCB address (or an equivalent data structure) into the ISCP and asserts CA. This Channel 
Attention signal causes the 82596 to begin its initialization procedure and to get the SCB address from the 
ISCP and SCP. In 82586 and 32-bit Segmented modes the SCP base address is also the base address of all 
Command Blocks, Frame Descriptors, and Buffer Descriptors (but not buffers). All these data structures must 
reside in one 64-KB segment; however, in Linear mode no such limitation is imposed. 


The following diagram illustrates the ISCP format. 


ODD WORD EVEN WORD 

31 16 15 87 0 

ISCP 
ISCP + 4 

t 

00000000 — in 82586 mode 


A31 A24 — - in all other modes 

BUSY — Indicates that the 82596 is being initialized. The CPU sets the ISCP to 01 h before it gives 
the first CA to the 82596. The ISCP is cleared by the 82596 after the SCB base and offset 
are read. Note that the most significant byte of the first word of the ISCP is not modified 
when BUSY is cleared. 


SCB OFFSET — This 1 6-bit quantity specifies the offset portion of the address of the SCB. 

SCB BASE — Specifies the base portion of the address of the SCB. The base of SCB is also the base of 
all 82596 Command Blocks, Frame Descriptors and Buffer Descriptors. In the 82586 
mode, bits A31 -A24 are considered to be zero. 

Figure 16. The Intermediate System Configuration Pointer— 82586 and 32-Bit Segmented Modes 
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BUSY — Indicates that the 82596 is being initialized. The ISCP is set to 01 h by the CPU before its 

first CA to the 82596. It is cleared by the 82596 after the SCB address is read. 

SCB ADDRESS — This 32-bit quantity specifies the physical address of the SCB. 

Figure 17. The intermediate System Configuration Pointer— Linear Mode. 


INITIALIZATION PROCESS 

The CPU sets up the SCP, ISCP, and the SCB structures, and, if desired, an alternative SCP address. It also 
sets BUSY to 01 h. The 82596 is initialized when a Channel Attention signal follows a Reset signal, causing the 
82596 to access the System Configuration Pointer. The sysbus byte, the operational mode, the bus throttle 
timer triggering method, the interrupt polarity, and the state of LOCK are read. After reset the Bus Throttle 
timers are essentially disabled — the T-ON value is infinite, the T-OFF value is zero. After the SCP is read, the 
82596 reads the ISCP and saves the SCB address. In 82586 and 32-bit Segmented modes this address is 
represented as a base address plus the offset (this base address is also the base address of all the control 
blocks). In Linear mode the base address is also an absolute address. The 82596 clears BUSY, sets CX and 
CNR to equal 1 in the SCB, clears the SCB command word, sends an interrupt to the CPU, and awaits another 
Channel Attention signal. RESET configures the 82596 to its default state before CA is asserted. 
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CONTROLLING THE 82596CA 

The host CPU controls the 82596 with the commands, data structures, and methods described in this section. 
The CPU and the 82596 communicate through shared memory structures. The 82596 contains two indepen- 
dent units: the Command Unit and the Receive Unit. The Command Unit executes commands from the CPU, 
and the Receive Unit handles frame reception. These two units are controlled and monitored by the CPU 
through a shared memory structure called the System Control Block (SCB). The CPU and the 82596 use the 
CA and INT signals to communicate with the SCB. 


82596 CPU ACCESS INTERFACE (PORT) 

The 82596 has a CPU access interface that allows the host CPU to do four things. 

• Write an alternative System Configuration Pointer address. 

• Write an alternative Dump area pointer and perform Dump. 

• Execute a software reset. 

• Execute a self-test. 

The following events initiate the CPU access state. 

• Presence of an address on the D 31 -D 4 data bus pins. 

• The D 3 -D 0 pins are used to select one of the four functions. 

• The PORT input pin is asserted, as in a regular write cycle. 

NOTE. 

The SCP Dump and Self-Test addresses must be 16-byte aligned. 

The 82596 requires two 16-bit write cycles for a port co mmand. The first write holds the internal machines and 
reads the first 16 bits; the second activates the PORT command and reads the second 16 bits. 


The PORT Reset is useful when only the 82596 needs to be reset. The CPU must wait for 1 0-system and 5-se- 
rial clocks before issuing another CA to the 82596; this new CA begins a new initialization process. 

The Dump function is useful for troubleshooting No Respo nse problems. If the chip is in a No Response state, 
the PORT Dump operation can be executed and a PORT Reset can be used to reinitialize the 82596 without 
disturbing the rest of the system. 

The Self-Test function can be used for board testing; the 82596 will execute a self-test and write the results to 
memory. 


Table 2. PORT Function Selection 



D31 . . 


. . .D4 .. 




...DO 

Function 

Addresses and Results 

D3 

D2 

D1 

DO 

Reset 

A31 

Don’t Care 

A4 

0 

0 

0 

0 

Self-Test 

A31 

Self-Test Results Address 

A4 

0 

0 

0 

1 

SCP 

A31 

Alternative SCP Address 

A4 

0 

0 

1 

0 

Dump 

A31 

Dump Area Pointer 

A4 

0 

0 

1 

1 
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MEMORY ADDRESSING FORMATS 

The 82596 accesses memory by 32-bit addresses. There are two types of 32-bit addresses: linear and seg- 
mented. The type of address used depends on the 82596 operating mode and the type of memory structure it 
is addressing. The 82596 has three operating modes. 

• 82586 Mode 

• A Linear address is a single 24-bit entity. Address pins A 31 -A 24 are always zero. 

• A Segmented address uses a 24-bit base and a 16-bit offset. 

• 32-bit Segmented Mode 

• A Linear address is a single 32-bit entity. 

• A Segmented address uses a 32-bit base and a 1 6-bit offset. 

NOTE 

In the previous two memory addressing modes, each command header (CB, TBD, RFD, RBD, and SCB) 
must wholly reside within one segment. If the 82596 encounters a memory structure that does not follow this 
restriction, the 82596 will fetch the next contiguous location in memory (beyond the segment). 

• Linear Mode 

• A Linear address is a single 32-bit entity. 

• There are no Segmented addresses. 

Linear addresses are primarily used to address transmit and receive data buffers. In the 82586 and 32-bit 
Segmented modes, segmented addresses (base plus offset) are used for all Command Blocks, Buffer Descrip- 
tors, Frame Descriptors, and System Control Blocks. When using Segmented addresses, only the offset 
portion of the entity being addressed is specified in the block. The base for all offsets is the same— that of the 
SCB. See Table 1. 


LITTLE ENDIAN AND BIG ENDIAN BYTE ORDERING 

The 82596 supports both Little Endian and Big Endian byte ordering for its memory structures. 

The 82596 supports Big Endian byte ordering for word and byte entities. Dword entities are not supported with 
Big Endian byte ordering. This results in slightly different 82596 memory structures for Big Endian operation. 
These structures are defined in the 82596 User’s Manual. 

NOTE 

All 82596 memory entities must be word or dword aligned. 

An example of a dword entity is a frame descriptor command/status dword, whereas the raw data of the frame 
are byte entities. Both 32- and 16-bit buses are supported. When a 16-bit bus is used with Big Endian memory 
organization, data lines D 15 -D 0 are used. The 82596 has an internal crossover that handles these swap 
operations. 


COMMAND UNIT (CU) 

The Command Unit is the logical unit that executes Action Commands from a list of commands very similar to 
a CPU program. A Command Block is associated with each Action Command. The CU is modeled as a logical 
machine that takes, at any given time, one of the following states. 

• Idle. The CU is not executing a command and is not associated with a CB on the list. This is the initial state. 

• Suspended. The CU is not executing a command; however, it is associated with a CB on the list. 

• Active. The CU is executing an Action Command and pointing to its CB. 

The CPU can affect CU operation in two ways: by issuing a CU Control Command or by setting bits in the 
Command word of the Action Command. 
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RECEIVE UNIT (RU) 


The Receive Unit is the logical unit that receives frames and stores them in memory. The RU is modeled as a 
logical machine that takes, at any given time, one of the following states. 

• Idle. The RU has no memory resources and is discarding incoming frames. This is the initial state. 

• No Resources. The RU has no memory resources and is discarding incoming frames. This state differs 
from Idle in that the RU accumulates statistics on the number of discarded frames. 


• Suspended. The RU has memory available for storing frames, but is discarding them. The suspend state 
can only be reached if the CPU forces this through the SCB or sets the suspend bit in the RFD. 


• Ready. The RU has memory available and is storing incoming frames. 

The CPU can affect RU operation in three ways: by issuing an RU Control Command, by setting bits in the 
Frame Descriptor Command word of the frame being received, or by setting the EL bit of the current buffer’s 
Buffer Descriptor. 



SYSTEM CONTROL BLOCK (SCB) 

The SCB is a memory block that plays a major role in communications between the CPU and the 82596. Such 
communications include the following. 

• Commands issued by the CPU 

• Status reported by the 82596 

Control commands are sent to the 82596 by writing them into the SCB and then asserting CA. The 82596 
examines the command, performs the required action, and then clears the SCB command word. Control 
commands perform the following types of tasks. 

• Operation of the Command Unit (CU). The SCB controls the CU by specifying the address of the Command 
Block List (CBL) and by starting, suspending, resuming, or aborting execution of CBL commands. 

• Operation of the Bus Throttle. The SCB controls the Bus Throttle timers by providing them with new values 
and sending the Load and Start timer commands. The timers can be operated in both the 32-bit Segmented 
and Linear modes. 

• Reception of frames by the Receive Unit (RU). The SCB controls the RU by specifying the address of the 
Receive Frame Area and by starting, suspending, resuming, or aborting frame reception. 

• Acknowledgment of events that cause interrupts. 

• Resetting the chip. 

The 82596 sends status reports to the CPU via the System Control Block. The SCB contains four types of 
status reports. 

• The cause of the current interrupts. These interrupts are caused by one or more of the following 82596 
events. 

© The Command Unit completes an Action Command that has its I bit set. 

• The Receive Unit receives a frame. 

• The Command Unit becomes inactive. 

• The Receive Unit becomes not ready. 

• The status of the Command Unit. 

• The status of the Receive Unit. 

• Status reports from the 82596 regarding reception of corrupted frames. 
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Events can be cleared only by CPU acknowledgment. If some events are not acknowledged by the ACK field 
the Interrupt signal (INT) will be reissued after Channel Attention (CA) is processed. Furthermore, if a new 
event occurs while an interrupt is set, the interrupt is temporarily cleared to trigger edge-triggered interrupt 
controllers. 

The CPU uses the Channel Attention line to cause the 82596 to examine the SCB. This signal is trailing-edge 
triggered — the 82596 latches CA on the trailing edge. The latch is cleared by the 82596 before the SCB 
control command is read. 
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Figure 18. SCB — 82586 Mode 
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Figure 19. SCB— 32-Bit Segmented Mode 


31 


ODD WORD 

16 

15 


EVEN WORD 


0 

i i i 

ACK 

i i i 

0 

j i 

CUC 

1 1 

0 

1 1 
RUC 

i i 

0 0 0 0 

1 1 1 
STAT 

i i i 

0 

i i 

CUS 

l_ 1 

1 1 1 
RUS 

i i i 

0 

0 0 0 


COMMAND BLOCK ADDRESS 


RECEIVE FRAME AREA ADDRESS 


CRC ERRORS 


ALIGNMENT ERRORS 


RESOURCE ERRORS (*) 


OVERRUN ERRORS (*) 


RCVCDT ERRORS (*) 


SHORT FRAME ERRORS 


T-ON TIMER 


T-OFF TIMER 


*ln MONITOR mode these counters change function 


SCB + 4 
SCB + 8 
SCB + 12 
SCB + 16 
SCB + 20 
SCB + 24 
SCB + 28 
SCB + 32 
SCB + 36 


Figure 20. SCB — Linear Mode 
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Command Word 



These bits specify the action to be performed as a result of a CA. This word is set byThe CPU and cleared by 
the 82596. Defined bits are: 

Bit 31 ACK-CX — Acknowledges that the CU completed an Action Command. 

Bit 30 ACK-FR — Acknowledges that the RU received a frame. 

Bit 29 ACK-CNA — Acknowledges that the Command Unit became not active. 

Bit 28 ACK-RNR — Acknowledges that the Receive Unit became not ready. 

Bits 24-26 CUC — (3 bits) This field contains the command to the Command Unit. Valid values are: 

0 — NOP (does not affect current state of the unit). 

1 — Start execution of the first command on the CBL. If a command is executing, 

complete it before starting the new CBL. The beginning of the CBL is in CBL 
OFFSET (address). 

2 — Resume the operation of the Command Unit by executing the next command. 

This operation assumes that the Command Unit has been previously sus- 
pended. 

3 — Suspend execution of commands on CBL after current command is complete. 

4 — Abort current command immediately. 

5 — Loads the Bus Throttle timers so they will be initialized with their new values 

after the active timer (T-ON or T-OFF) reaches Terminal Count. If no timer is 
active new values will be loaded immediately. This command is not valid in 
82586 mode. 

6 — Loads and immediately restarts the Bus Throttle timers with their new values. 

This command is not valid in 82586 mode. 

7 — Reserved. 

Bit 23 RESET — Reset chip (logically the same as hardware RESET). 

Bits 20-22 RUC — (3 bits) This field contains the command to the Receive Unit. Valid values are: 

0 — NOP (does not alter current state of unit). 

1 — Start reception of frames. The beginning of the RFA is contained in the RFA 

OFFSET (address). If a frame is being received complete reception before 
starting. 

2 — Resume frame reception (only when in suspended state). 

3 — Suspend frame reception. If a frame is being received complete its reception 

before suspending. 

4 — Abort receiver operation immediately. 

5-7 — Reserved. 


1-65 





IPISOIMOIMV 



Status Word 



32-Bit Segmented and Linear mode. 


Indicates the status of the 82596. This word is modified only by the 82596. Defined bits are: 

Bit 15 CX — The CU finished executing a command with its / (interrupt) bit set. 

Bit 14 FR — The RU finished receiving a frame. 

Bit 13 CNA — The Command Unit left the Active state. 

Bit 12 RNR — The Receive Unit left the Ready state. 

Bits 8-10 CUS — (3 bits) This field contains the status of the command unit. Valid values are: 

0 — Idle 

1 — Suspended 

2 — Active 
3-7 — Not used 

Bits 4-7 RUS — This field contains the status of the receive unit. Valid values are: 

Oh (0000) —Idle 
1 h (0001) —Suspended 

2h(0010) —No Resources. This bit indicates both no resources due to lack of 
RFDs in the RDL and no resources due to lack of RBDs in the FBL. 
4h (0100) —Ready 

8h (1000) — No more RBDs (not in the 82586 mode) 

Ah (1010) — No resources due to no more RBDs (not in the 82586 mode). 

No other combinations are allowed 

Bit 3 T — Bus Throttle timers loaded (not in 82586 mode). 

SCB OFFSET ADDRESSES 
CBL Offset (Address) 

In 82586 and 32-bit Segmented modes this 1 6-bit quantity indicates the offset portion of the address for the 
first Command Block on the CBL. In Linear mode it is a 32-bit linear address for the first Command Block on 
the CBL. It is accessed only if CUC equals Start. 


RFA Offset (Address) 

In 82586 and 32-bit Segmented modes this 16-bit quantity indicates the offset portion of the address for the 
Receive Frame Area. In Linear mode it is a 32-bit linear address for the Receive Frame Area. It is accessed 
only if RUC equals Start. 
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SCB STATISTICAL COUNTERS 


Statistical Counter Operation 


• The CPU is responsible for clearing all error counters before initializing the 82596. The 82596 updates 
these counters by reading them, adding 1 , and then writing them back to the SCB. 

• The counters are wraparound counters. After reaching FFFFFFFFh the counters wrap around to zero. 


• The 82596 updates the required counters for each frame. It is possible for more than one counter to be 
updated; multiple errors will result in all affected counters being updated. 


The 82596 executes the read-counter/increment/write-counter operation without relinquishing the bus 
(locked operation). This is to ensure that no logical contention exists between the 82596 and the CPU due 
to both attempting to write to the counters simultaneo usly. In the dual-port memory configuration the CPU 
should not execute any write operation to a counter if LOCK is asserted. 

The counters are 32-bits wide and their behavior is fully compatible with the IEEE 802.3 standard. The 
82596 supports all relevant statistics (mandatory, optional, and desired) through the status of the transmit 
and receive header and directly through SCB statistics. 



CRCERRS 

This 32-bit quantity contains the number of aligned frames discarded because of a CRC error. This counter is 
updated, if needed, regardless of the RU state. 


ALNERRS 

This 32-bit quantity contains the number of frames that both are misaligned (i.e., where CRS deasserts on a 
nonoctet boundary) and contain a CRC error. The counter is updated, if needed, regardless of the RU state: 


SHRTFRM 

This 32-bit quantity contains the number of received frames shorter than the minimum frame length. 

The last three counters change function in monitor mode. 

RSCERRS 

This 32-bit quantity contains the number of good frames discarded because there were no resources to 
contain them. Frames intended for a host whose RU is in the No Receive Resources state, fall into this 
category. This counter is updated only if the RU is in the No Resources state. When in Monitor mode this 
counter counts the total number of frames — good and bad. 
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OVRNERRS 

This 32-bit quantity contains the number of frames known to be lost because the local system bus was not 
available. If the traffic problem lasts longer than the duration of one frame, the frames that follow the first are 
lost without an indicator, and they are not counted. This counter is updated, if needed, regardless of the RU 
state. 


RCVCDT 

This 32-bit quantity contains the number of collisions detected during frame reception. In Monitor mode this 
counter counts the total number of good frames. 


ACTION COMMANDS AND OPERATING MODES 

This section lists all the Action Commands of the Command Unit Command Block List (CBL). Each command 
contains the Command field, the Status and Control fields, the link to the next Action Command, and any 
command-specific parameters. There are three basic types of action commands: 82596 Configuration and 
Setup, Transmission, and Diagnostics. The following is a list of the actual commands. 

• NOP • Transmit 

• Individual Address Setup • TDR 

• Configure • Dump 

• MC Setup • Diagnose 

The 82596 has three addressing modes. In the 82586 mode all the Action Commands look exactly like those 
of the 82586. 

• 82586 Mode. The 82596 software and memory structure is compatible with the 82586. 

• 32-Bit Segmented Mode. The 82596 can access the entire system memory and use the two new memory 
structures— Simplified and Flexible— while still using the segmented approach. This does not require any 
significant changes to existing software. 

• Linear Mode. The 82596 operates in a flat, linear, 4 gigabyte memory space without segmentation. It can 
also use the two new memory structures. 

In the 32-bit Segmented mode there are some differences between the 82596 and 82586 action commands, 
mainly in programming and activating new 82596 features. Those bits marked “don’t care” in the compatible 
mode are not checked; however, we strongly recommend that those bits all be zeroes; this will allow future 
enchancements and extensions. 

In the Linear mode all of the address offsets become 32-bit address pointers. All new 82596 features are 
accessible in this mode, and all bits previously marked “don’t care” must be zeroes. 

The Action Commands, and all other 82596 memory structures, must begin on even byte boundaries, i.e., they 
must be word aligned. 
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NOP 

This command results in no action by the 82596 except for those performed in the normal command process- 
ing. It is used to manipulate the CBL manipulation. The format of the NOP command is shown in Figure 21 . 



Figure 21 



where: 

LINK POINTER — In the 82586 or 32-bit Segmented modes this is a 16-bit offset to the next Command 
Block. In the Linear mode this is the 32-bit address of the next Command Block. 

If set, this bit indicates that this command block is the last on the CBL 
If set to one, suspend the CU upon completion of this CB. 

If set to one, the 82596 will generate an interrupt after execution of the command is 
complete. If I is not set to one, the CX bit will not be set. 

The NOP command. Value: Oh. 

Reserved (zero in the 32-bit Segmented and Linear modes). 

This bit indicates the execution status of the command. The CPU initially resets it to zero 
when the Command Block is placed on the CBL. Following a command Completion, the 
82596 will set it to one. 

B — This bit indicates that the 82596 is currently executing the NOP command. It is initially 

reset to zero by the CPU. The 82596 sets it to one when execution begins and to zero 
when execution is completed. This bit is also set when the 82596 prefetches the com- 
mand. 

NOTE: 

The C and B bits are modified in one operation. 

OK — Indicates that the command was executed without error. If set to one no error occurred 

(command executed OK). If zero an error occured. 


EL — 

S — 

I — 

CMD (bits 16-18) — 
Bits 19-28 — 

C — 


Individual Address Setup 

This command is used to load the 82596 with the Individual Address. This address is used by the 82596 for 
inserting the Source Address during transmission and recognizing the Destination Address during reception. 
After RESET, and prior to Individual Address Setup Command execution, the 82596 assumes the Broadcast 
Address is the Individual Address in all aspects, i.e.: 

• This will be the Individual Address Match reference. 

• This will be the Source Address of a transmitted frame (for AL-LOC = 0 mode only). 
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The format of the Individual Address Setup command is shown in Figure 22. 


IA Setup— 82586 and 32-Bit Segmented Modes 


31 




ODD WORD 


16 15 




EVEN WORD 

0 


EL 

S 

' 

XXX 

X 

X 

X 

X 

XXX 

0 0 1 

C 

B 

OK 

A 

0 0 0 0 0 0 

0 0 0 0 0 0 

0 

INDIVIDUAL ADDRESS 





1 st byte 

A15 



LINK OFFSET 

A0 

4 



6th byte 





5th byte 



4th byte 

3rd byte 

8 

31 




ODD WORD 

IA Setup— Linear Mode 

16 15 

EVEN WORD 

0 


EL 

S 

' 

0 0 0 

0 

0 

0 

0 

0 0 0 

0 0 1 

C 

B 

OK 

A 

0 0 0 0 0 0 

0 0 0 0 0 0 

0 

A31 








LINK ADDRESS 



A0 

4 



4th byte 





3rd byte 

INDIVIDUAL ADDRESS 

1st byte 

8 




6th byte 

5th byte 

C 


Figure 22 

where: 


LINK ADDRESS, — As per standard Command Block (see the NOP command for details) 

EL, B, C, I, S 

A — Indicates that the command was abnormally terminated due to CU Abort control 

command. If one, then the command was aborted, and if necessary it should be 
repeated. If this bit is zero, the command was not aborted. 

Bits 19-28 — Reserved (zero in the 32-bit Segmented and Linear modes). 

CMD (bits 16-18) — The Address Setup command. Value: 1h. 

INDIVIDUAL ADDRESS — The individual address of the node, 0 to 6 bytes long. 

The least significant bit of the I ndividuar Address must be zero for Ethernet (see the Command Structure). 
However, no enforcement of 0 is provided by the 82596. Thus, an Individual Address with 1 as its least 
significant bit is a valid Individual Address in all aspects. 

The default address length is 6 bytes long, as in 802.3. If a different length is used the IA Setup command 
should be executed after the Configure command. 


Configure 

The Configure command loads the 82596 with its operating parameters. It allows changing some of the 
parameters by specifying a byte count less than the maximum number of configuration bytes (12 in the 82586 
mode, 16 in the 32-Bit Segmented and Linear modes). The 82596 configuration depends on its mode of 
operation. 

• In the 82586 mode the maximum number of configuration bytes is 12. Any number larger than 12 will be 
reduced to 1 2 and any number less than 4 will be increased to 4. 

• The additional features of the serial side are disabled in the 82586 mode. 

• In both the 32-Bit Segmented and Linear modes there are four additional configuration bytes, which hold 
parameters for additional 82596 features. If these parameters are not accessed, the 82596 will follow their 
default values. 

• For more detailed information refer to the 32-Bit LAN Components User’s Manual. 


1-70 




82596CA 




inter 


The format of the Configure command is shown in Figure 23, 24 and 25. 


31 ODD WORD 16 15 EVEN WORD 0 


ELS 1 XXXXXXXXXXO 1 0 

C B OK A000000000000 

Byte 1 

Byte 0 

A15 LINK OFFSET AO 

Byte 5 

Byte 4 

Byte 3 

Byte 2 

Byte 9 

Byte 8 

Byte 7 

Byte 6 

xxxxx. xxxxxxxxxxx 

XXXXXXXX 

Byte 10 


Figure 23. CONFIGURE — 82586 Mode 


31 ODD WORD 16 15 EVEN WORD 0 


EL SI 0000000000010 

C B OK A000000000000 

Byte 1 

Byte 0 

A15 LINK OFFSET AO 

Byte 5 

Byte 4 

Byte 3 

Byte 2 

Byte 9 

Byte 8 

Byte 7 

Byte 6 

Byte 13 

Byte 12 

Byte 11 

Byte 10 


Figure 24. CONFIGURE — 32-Bit Segmented Mode 


31 ODD WORD 16 15 EVEN WORD 0 


EL SI 0000000 0 00010 

CB OK AO 0 0000000000 

A31 LINK ADDRESS AO 

Byte 3 

Byte 2 

Byte 1 

Byte 0 

Byte 7 

Byte 6 

Byte 5 

Byte 4 

Byte 1 1 

Byte 10 

Byte 9 

Byte 8 

xxxxxxxxxxxxxxxx 

Byte 13 

Byte 12 


Figure 25. CONFIGURE — Linear Mode 

LINK ADDRESS, — As per standard Command Block (see the NOP command for details) 
EL, B, C, I, S 


A — Indicates that the command was abnormally terminated due to a CU Abort control com- 

mand. If 1, then the command was aborted and if necessary it should be repeated. If this 
bit is 0, the command was not aborted. 

Bits 19-28 — Reserved (zero in the 32-Bit Segmented and Linear Modes) 

CMD (bits 16-18) — The CONFIGURE command. Value: 2h. 


The interpretation of the fields follows: 


7 

6 

5 

4 

3 

2 1 

0 

P 

X 

X 

X 

BYTE COUNT 

i i i 


BYTEO 

BYTE CNT (Bits 0-3) Byte Count. Number of bytes, including this one, that hold pa- 

rameters to be configured. 

PREFETCHED (Bit 7) Enable the 82596 to write the prefetched bit in all prefetch 

RBDs. 
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NOTE: 


The P bit is valid only in the new memory structure modes. In 82586 mode this bit is disabled (i.e., no 
prefetched mark). 



BYTE 1 

FIFO Limit (Bits 0-3) 
MONITOR# (Bits 6-7) 

DEFAULT: C8h 


FIFO limit. 

Receive monitor options. If the Byte Count of the configure 
command is less than 12 bytes then these Monitor bits are ignored. 



BYTE 2 


SAV BF (Bit 7) 0— Received bad frames are not saved in the memory. 

1 — Received bad frames are saved in the memory. 

DEFAULT: 40h 



BYTE 3 

ADR LEN (Bits 0-2) 

NO SCR ADD INS (Bit 3) 

PREAM LEN (Bits 4-5) 
LP BCK MODE (Bits 6-7) 
DEFAULT: 26h 


Address length (any kind). 

No Source Address Insertion. 

In the 82586 this bit is called AL LOC. 

Preamble length. 

Loopback mode. 

o 


BOF METD 



0 




BYTE 4 

LIN PRIO (Bits 0-2) Linear Priority. 

EXP PRIO (Bits 4-6) Exponential Priority. 

BOF METD (Bit 7) Exponential Backoff method. 

DEFAULT: OOh 


7 


INTER FRAME SPACING 



BYTE 5 

INTERFRAME SPACING Interframe spacing. 
DEFAULT: 60h 
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7 0 

" n 1 T SLOTTIME-LOW ' ‘ ' 

I I I _L I I I 

BYTE 6 

SLOT TIME (L) Slot time, low byte. 

DEFAULT: OOh 


7 


0 


MAXIMUM RETRY NUMBER 


0 SLOT TIME -HIGH 


BYTE 7 

SLOT TIME (H) Slot time, high part. 

(Bits 0-2) 

RETRY NUM (Bits 4-7) Number of transmission retries on collision. 

DEFAULT: F2h 


7 0 


PAD 

BIT 

CRC16/ 

NO CRC 

TONO 

MAN/ 

BC 

PRM 

STUFF 

CRC32 

INSER 

CRS 

NRZ 

DIS 

MODE 


BYTE 8 
PRM (Bit 0) 

BC DIS (Bit 1) 
MANCH/NRZ (Bit 2) 

TONO CRS (Bit 3) 
NOCRC INS (Bit 4) 
CRC-16/CRC-32 (Bit 5) 
BIT STF (Bit 6) 

PAD (Bit 7) 

DEFAULT: OOh 


Promiscuous mode. 

Broadcast disable. 

Manchester or NRZ encoding. See specific timing require- 
ments for TXC in Manchester mode. 

Transmit on no CRS. 

No CRC insertion. 

CRC type. 

Bit stuffing. 

Padding. 


7 0 


CDT SRC 

COLLISION DETECT FILTER 

i i 

CRS SRC 

CARRIER SENSE FILTER 

i i 


BYTE 9 

CRSF (Bits 0-2) 
CRS SRC (Bit 3) 
CDTF (Bits 4-6) 
CDT SRC (Bit 7) 
DEFAULT: OOh 


Carrier Sense filter (length). 
Carrier Sense source. 
Collision Detect filter (length). 
Collision Detect source. 


1-73 






■KeT 


82596CA 




BYTE 10 
MIN FRAME LEN 
DEFAULT: 40h 


MINIMUM FRAME LENGTH 


Minimum frame length. 


| MONITOR | 

BYTE 11 
PRECRS (Bit 0) 
LNGFLD (Bit 1) 
CRCINM (Bit 2) 
AUTOTX (Bit 3) 
CDBSAC (Bit 4) 

MC ALL (Bit 5) 

MONITOR (Bits 6-7) 
DEFAULT: FFH 


BYTE 12 

DCR SLOT ADDRESS 
(Bits 0-5) 

FDX (Bit 6) 

DCR (Bit 7) 

DEFAULT: OOh 


MC_ALL CDBSAC AUTOTX 


LNGFLD PRECRS 


Preamble until Carrier Sense 

Length field. Enables padding at the End-of-Carrier framing (802.3). 
Rx CRC appended to the frame in memory. 

Auto retransmit when a collision occurs during the preamble. 
Collision Detect by source address recognition. 

Enable to receive all MC frames. 

Receive monitor options. 

^ o 

DCR SLOT ADDRESS ~ 

i i i : l i 

Station index in DCR mode. 

Enables Full Duplex operation. 

Enables Deterministic collision resolution. 


I PIS BOF | MULT I A | 

BYTE 13 

DCR NUMBER OF 
STATIONS (Bits 0-5) 

MULT I A (Bit 6) 

DIS BOF (Bit 7) 

DEFAULT: 3Fh 


DCR NUMBER OF STATIONS 

L_ I 1 I 

Number of stations in DCR mode. 

Multiple individual address. 

Disable the backoff algorithm. 
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A reset (hardware or software) configures the 82596 according to the following defaults. 


Table 4. Configuration Defaults 



Parameter 

Default Value 

Units/Meaning 


ADDRESS LENGTH 

**6 

Bytes 


A/L FIELD LOCATION 

0 

Located in FD 

* 

AUTO RETRANSMIT 

1 

Auto Retransmit Enable 


BITSTUFFING/EOC 

0 

EOC 


BROADCAST DISABLE 

0 

Broadcast Reception Enabled 

* 

CDBSAC 

1 

Disabled 


CDT FILTER 

0 

Bit Times 


CDT SRC 

0 

External Collision Detection 

* 

CRC IN MEMORY 

1 

CRC Not Transferred to Memory 


CRC-16/CRC-32 

**o 

CRC-32 


CRS FILTER 

0 

0 Bit Times 


CRS SRC 

0 

External CRS 

* 

DCR 

0 

Disable DCR Protocol 

* 

DCR Slot Number 

0 

DCR Disabled 

♦ 

DCR Number of Stations 

63 

Stations 

* 

DISBOF 

0 

Backoff Enabled 


EXT LOOPBACK 

0 

Disabled 


EXPONENTIAL PRIORITY 

**o 

802.3 Algorithm 


EXPONENTIAL BACKOFF METHOD 

**0 

802.3 Algorithm 

* 

FULL DUPLEX (FDX) 

0 

CSMA/CD Protocol (No FDX) 


FIFO THRESHOLD 

8 

TX: 32 Bytes, RX: 64 Bytes 


INT LOOPBACK 

0 

Disabled 


INTERFRAME SPACING 

**96 

Bit Times 


LINEAR PRIORITY 

**o 

802.3 Algorithm 

* 

LENGTH FIELD 

1 

Padding Disabled 


MIN FRAME LENGTH 

**64 

Bytes 

* 

MC ALL 

1 

Disabled 

* 

MONITOR 

11 

Disabled 


MANCHESTER/NRZ 

0 

NRZ 

* 

MULTI IA 

0 

Disabled 


NUMBER OF RETRIES 

**15 

Maximum Number of Retries 


NO CRC INSERTION 

0 

CRC Appended to Frame 


PREFETCH BIT IN RBD 

0 

Disabled (Valid Only in New Modes) 


PREAMBLE LENGTH 

**7 

Bytes 

* 

Preamble Until CRS 

1 

Disabled 


PROMISCUOUS MODE 

0 

Address Filter On 


PADDING 

0 

No Padding 


SLOT TIME 

**512 

Bit Times 


SAVE BAD FRAME 

0 

Discards Bad Frames 


TRANSMIT ON NO CRS 

0 

Disabled 


NOTES 

1. This configuration setup is compatible with the IEEE 802.3 specification. 

2. The Asterisk signifies a new configuration parameter not available in the 82586. 

3. The default value of the Auto retransmit configuration parameter is enabledO). 

4. Double Asterisk “**” signifies IEEE 802.3 requirements. 
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Multicast-Setup 

This command is used to load the 82596 with the Multicast-IDs that should be accepted. As noted previously, 
the filtering done on the Multicast-IDs is not perfect and some unwanted frames may be accepted. This 
command resets the current filter and reloads it with the specified Multicast-IDs. The format of the Multicast- 
addresses setup command is: 



31 



ODD WORD 

16 15 




EVEN WORD 0 

m 

b 

D 

0000000000 

0 1 1 

B 

B 


□ 

000000000000 

A31 



LINK ADDRESS 


A0 

2nd byte 


1st byte 

X 

X 

MC COUNT 

Nth byte 

MULTICAST ADDRESSES LIST 

1 


Figure 27. MC Setup— Linear Mode 


As per standard Command Block (see the NOP command for details) 

Indicates that the command was abnormally terminated due to a CU Abort control 
command. If one, then the command was aborted and if necessary it should be 
repeated. If this bit is zero, the command was not aborted. 

Reserved (0 in both the 32-Bit Segmented and Linear Modes). 

The MC SETUP command value: 3h. 

This 14-bit field indicates the number of bytes in the MC LIST field. The MC CNT 
must be a multiple of the ADDR LEN; otherwise, the 82596 reduces the MC CNT to 
the nearest ADDR LEN multiple. MC CNT=0 implies resetting the Hash table 
which is equivalent to disabling the Multicast filtering mechanism. 

A list of Multicast Addresses to be accepted by the 82596. The least significant bit 
of each MC address must be 1 . 

NOTE: 

The list is sequential; i.e., the most significant byte of an address is immediately followed by the least signifi- 
cant byte of the next address. 

— When the 82596 is configured to recognize multiple Individual Address (Multi-IA), 
the MC-Setup command is also used to set up the Hash table for the individual 
address. 

The least significant bit in the first byte of each IA address must be 0. 


where: 

LINK ADDRESS, 
EL, B, C, I, S 

A 

Bits 19-28 
CMD (bits 16-18) 
MC-CNT 


MC LIST 
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Transmit 


This command is used to transmit a frame of user data onto the serial link. The format of a Transmit command 
is as follows. 


31 



ODD WORD 


16 15 


EVEN WORD 

0 


e 

0 

0 

XXXXXXXXXX 

[I 

0 0 

C 

IE 

STATUS BITS 

MAXCOLL ' 

0 

A15 


TBD OFFSET 


AO 

A15 

LINK OFFSET 

AO 

4 

4th byte 

DESTINATION ADDRESS 


1st byte 

8 

LENGTH FIELD 

6th byte 

12 


Figure 28. TRANSMIT— 82586 Mode 


31 ODD WORD 16 15 EVEN WORD 0 


EL S 1 0 0 0 NC SF 1 0 0 

C 

B 

STATUS BITS MAXCOLL 

A15 TBD OFFSET AO 

A15 LINK OFFSET A0 

0000000000000000 

EOF 

0 

TCB COUNT 

4th byte 

DESTINATION ADDRESS 1st byte 

LENGTH FIELD 

6th byte 

OPTIONAL DATA 


Figure 29. TRANSMIT— 32-Bit Segmented Mode 


31 



ODD WORD 


16 15 


EVEN WORD 0 


EL 

S 

1 0 

0 0 0 

NC 

SF 

1 0 0 

c 

A 

STATUS BITS 

MAXCOLL 

0 

A31 






LINK ADDRESS 

A0 

4 

A31 




TRANSMIT BUFFER DESCRIPTOR ADDRESS 

A0 

8 

0 0 

0 0 

0 0 

0 0 0 

0 0 

0 0 

0 0 0 

EOF 

0 

TCB COUNT 

12 

4th byte 

DESTINATION ADDRESS 

1st byte 

16 

LENGTH FIELD 

6th byte 

20 

OPTIONAL DATA 



Figure 30. TRANSMIT— Linear Mode 


31 COMMAND WORD 16 


EL 

S 

0 

0 

0 

0 

0 

0 

0 

0 

0 

NC 

SF 

1 0 0 


T T 

0: No CRC Insertion disable; when the 0: Simplified Mode, all the Tx data is in 
configure command is configured to the T ransmit Command Block. The 

not insert the CRC during T ransmit Buffer Descriptor Address 

transmission the NC bit has no effect. field is all 1 s. 

1 ; No CRC Insertion enable; when the 1 : Flexible Mode. Data is in the TCB 
configure command is configured to and in a linked list of TBDs. 
insert the CRC during transmission 
the CRC will not be inserted when 
NC = 1. 
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where: 

EL, B, C, I, S 
OK (Bit 13) 

A (Bit 12) 

Bits 19-28 
CMD (Bits 16-18) 
Status Bit 11 
Status Bit 1 0 


Status Bit 9 
Status Bit 8 

Status Bit 7 

Status Bit 6 


Status Bit 5 

MAX-COL 
(Bits 3-0) 

LINK OFFSET 
TBD POINTER 


DEST ADDRESS 


LENGTH FIELD 


TCB COUNT 


EOF Bit 


— As per standard Command Block (see the NOP command for details). 

— Error free completion. 

— Indicates that the command was abnormally terminated due to CU Abort control 
command. If 1, then the command was aborted, and if necessary it should be 
repeated. If this bit is 0, the command was not aborted. 

— Reserved (0 in the 32-bit Segmented and Linear modes). 

— The transmit command: 4h. 

— Late collision. A late collision (a collision after the slot time is elapsed) is detected. 

— No Carrier Sense signal during transmission. Carrier Sense signal is monitored 
from the end of Preamble transmission until the end of the Frame Check Sequence 
for TONOCRS= 1 (Transmit On No Carrier Sense mode) it indicates that transmis- 
sion has been executed despite a lack of CRS. For TONOCRS = 0 (Ethernet 
mode), this bit also indicates unsuccessful transmission (transmission stopped 
when lack of Carrier Sense has been detected). 

-—Transmission unsuccessful (stopped) due to Loss of CTS. 

— Transmission unsuccessful (stopped) due to DMA Underrun; i.e., the system did 
not supply data for transmission. 

— Transmission Deferred, i.e., transmission was not immediate due to previous link 
activity. 

— Heartbeat Indicator, Indicates that after a previously performed transmission, and 
before the most recently performed transmission, (Interframe Spacing) the CDT 
signal was monitored as active. This indicates tjiat the Ethernet Transceiver Colli- 
sion Detect logic is performing properly. The Heartbeat is monitored during the 
Interframe Spacing period. 

— Transmission attempt was stopped because the number of collisions exceeded the 
maximum allowable number of retries. 

— The number of Collisions experienced during this frame. Max Col = 0 plus S5 = 1 
indicates 1 6 collisions. 

— As per standard Command Blofck (see the NOP Command for details) 

— In the 82586 and 32-bit Segmented modes this is the offset of the first Tx Buffer 
Descriptor containing the data to be transmitted. In the Linear mode this is the 32- 
bit address of the first Tx Buffer Descriptor on the list. If the TBD POINTER is all 1 s 
it indicates that no TBD is used. 

— Contains the Destination Address of the frame. The least significant bit (MC) indi- 
cates the address type. 

MC = 0: Individual Address. 

MC = 1 : Multicast or Broadcast Address. 

If the Destination Address bits are all 1 s this is a Broadcast Address. 

— The contents of this 2-byte field are user defined. In 802.3 it contains the length of 
the data field. It is placed in memory in the same order it is transmitted; i.e., most 
significant byte first, least significant byte second. 

— This 14-bit counter indicates the number of bytes that will be transmitted from the 
Transmit Command Block, starting from the third byte after the TCB COUNT field 
(address /7+12 in the 32-bit Segmented mode, A/+16 in the Linear mode). The 
TCB COUNT field can be any number of bytes (including an odd byte), this allows 
the user to transmit a frame with a header having an odd number of bytes. The 
TCB COUNT field is not used in the 82586 mode. 

— Indicates that the whole frame is kept in the Transmit Command Block. In the 
Simplified memory model it must be always asserted. 
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The interpretation of what is transmitted depends on the No Source Address insertion configuration bit and the 
memory model being used. 

NOTES 

1 . The Destination Address and the Length Field are sequential. The Length Field immediately follows the 
most significant byte of the Destination Address. 

2. In case the 82596 is configured with No Source Address insertion bit equal to 0, the 82596 inserts its 
configured Source Address in the transmitted frame. 

• In the 82586 mode, or when the Simplified memory model is used, the Destination and Length fields of the 
transmitted frame are taken from the Transmit Command Block. 

• If the FLEXIBLE memory model is used, the Destination and Length fields of the transmitted frame can be 
found either in the TCB or TBD, depending on the TCB COUNT. 

3. If the 82596 is configured with the Address/ Length Field Location equal to 1, the 82596 does not insert its 
configured Source Address in the transmitted frame. The first (2 X Address Length) + 2 bytes of the 
transmitted frame are interpreted as Destination Address, Source Address, and Length fields respectively. 
The location of the first transmitted byte depends on the operational mode of the 82596: 

• In the 82586 mode, it is always the first byte of the first Tx Buffer. 

• In both the 32-bit Segmented and Linear modes it depends on the SF bit and TCB COUNT: 

— In the Simplified memory mode the first transmitted byte is always the third byte after the TCB COUNT 
field. 

— In the Flexible mode, if the TCB COUNT is greater than 0 then it is the third byte after the TCB COUNT 
field. If TCB COUNT equals 0 then it is first byte of the first Tx Buffer. 

• Transmit frames shorter than six bytes are invalid. The transmission will be aborted (only in 82586 mode) 
because of a DMA Underrun. 

4. Frames which are aborted during transmission are jammed. Such an interruption of transmission can be 
caused by any reason indicated by any of the status bits 8, 9, 10 and 12. 


Jamming Rules 

1 . Jamming will not start before completion of preamble transmission. 

2. Collisions detected during transmission of the last 1 1 bits will not result in jamming. 

The format of a Transmit Buffer Descriptor is: 

82586 Mode 


31 

ODD WORD 

16 15 


13 

EVEN WORD 

0 

NEXT TBD OFFSET 

EOF 

X 

SIZE (ACT COUNT) 

X X 

X X X X X X 

TRANSMIT BUFFER ADDRESS 




32-Bit Segmented Mode 



31 

ODD WORD 

16 15 


13 

EVEN WORD 

0 

NEXT TBD OFFSET 

EOF 

0 

SIZE (ACT COUNT) 

TRANSMIT BUFFER ADDRESS ] 




Linear Mode 



31 

ODD WORD 

16 15 


13 

EVEN WORD 

0 

0 0 

0 0 0 0 0 0 

0 0 0 

0 0 0 0 0 

EOF 

0 

SIZE (ACT COUNT) 

NEXT TBD ADDRESS 

TRANSMIT BUFFER ADDRESS 


Figure 31 
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Intel 


where: 


EOF 

SIZE (ACT COUNT) 
NEXT TBD ADDRESS 

BUFFER ADDRESS 


— This bit indicates that this TBD is the last one associated with the frame being 
transmitted. It is set by the CPU before transmit. 

— This 14-bit quantity specifies the number of bytes that hold information for the 
current buffer. It is set by the CPU before transmission. 

— In the 82586 and 32-bit Segmented modes, it is the offset of the next TBD on the 
list. In the Linear mode this is the 32-bit address of the next TBD on the list. It is 
meaningless if EOF = 1. 

— The starting address of the memory area that contains the data to be sent. In the 
82586 mode, this is a 24-bit address (A31 -A24 are considered to be zero). In the 
32-bit Segmented and Linear modes this is a 32-bit address. 


TDR 


This operation activates Time Domain Reflectomet, which is a mechanism to detect open or short circuits on 
the link and their distance from the diagnosing station. The TDR command has no parameters. The TDR 
transmit sequence was changed, compared to the 82586, to form a regular transmission. The TDR bit stream 
is as follows. 

— Preamble 

— Source address 

— Another Source address (the TDR frame is transmitted back to the sending station, 
so DEST ADR = SRC ADR). 

— Data field containing 7Eh patterns. 

— Jam Pattern, which is the inverse CRC of the transmitted frame. 


Maximum length of the TDR frame is 2048 bits. If the 82596 senses collision while transmitting the TDR frame 
it transmits the jam pattern and stops the transmission. The 82596 then triggers an internal timer (STC); the 
timer is reset at the beginning of transmission and reset if CRS is returned. The timer measures the time 
elapsed from the start of transmission until an echo is returned. The echo is indicated by Collision Detect going 
active or a drop in the Carrier Sense signal. The following table lists the possible cases that the 82596 is able 
to analyze. 


Conditions of TDR as Interpreted by the 82596 


Transceiver Type 

Condition 

Ethernet 

Non Ethernet 

Carrier Sense was inactive for 2048-bit-time 
periods 

Short or Open on the 
Transceiver Cable 

NA 

Carrier Sense signal dropped 

Short on the Ethernet cable 

NA 

Collision Detect went active 

Open on the Ethernet cable 

Open on the Serial Link 

The Carrier Sense Signal did not drop or the 
Collision Detect did not go active within 
2048-bit time period 

No Problem 

No Problem 


An Ethernet transceiver is defined as one that returns transmitted data on the receive pair and activates the 
Carrier Sense Signal while transmitting. A Non-Ethernet Transceiver is defined as one that does not do so. 
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The format of the Time Domain Reflectometer command is: 


82586 and 32-Bit Segmented Modes 

31 ODD WORD 16 15 EVEN WORD 0 


EL 

S 

1 

X xxxxxxxxx 

1 0 1 

C 

B 

OK 

0000000000 000 

LNK 

OK 

XVR 

PRB 

ET 

OPN 

ET 

SRT 

X 

TIME 
(11 bits) 

A15 LINK OFFSET AO 


Linear Mode 


31 


ODD WORD 

16 15 



EVEN WORD 

0 

13 

s 

0 

0000000000 

1 0 1 

0 


OK 

000000000000 

jlI 


A31 LINK ADDRESS AO 


0000000000000000 

LNK 

XVR 

ET 

ET 

X 

TIME 


OK 

PRB 

OPN 

SRT 


(1 1 bits) 



Figure 32. TDR 


where: 

LINK ADDRESS, 
EL, B, C, I, S 

A 

Bits 19-28 
CMD (Bits 16-18) 
TIME 


LNK OK (Bit 15) 
XCVR PRB (Bit 14) 

ET OPN (Bit 13) 

ET SRT (Bit 12) 


— As per standard Command Block (see the NOP command for details). 

— Indicates that the command was abnormally terminated due to CU Abort control 
command. If one, then the command was aborted, and if necessary it should be 
repeated. If this bit is zero, the command was not aborted. 

— Reserved (0 in the 32-bit Segmented and Linear Modes). 

— The TDR command. Value: 5h. 

— An 1 1-bit field that specifies the number of TxC cycles that elapsed before an echo 
was observed. No echo is indicated by a reception consisting of “Is” only. Be- 
cause the network contains various elements such as transceiver links, transceiv- 
ers, Ethernet, repeaters etc., the TIME is not exactly proportional to the problems 
distance. 

— No link problem identified. TIME = 7FFh. 

— Indicates a Transceiver problem. Carrier Sense was inactive for 2048-bit time peri- 
od. LNK OK = 0. TIME = 7FFh. 

— The transmission line is not properly terminated. Collision Detect went active and 
LNK OK = 0. 

— There is a short circuit on the transmission line. Carrier Sense Signal dropped and 
LNK OK=0. 
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DUMP 

This command causes the contents of various 82596 registers to be placed in a memory area specified by the 
user. It is supplied as a 82596 self-diagnostic tool, and to provide registers of interest to the user. The format 
of the DUMP command is: 


82586 and 32-Bit Segmented Modes 

31 ODD WORD 16 15 EVENWORD 0 


EL 

S 

' 

xxxxxxxxxx 

1 1 0 

C 

B 

OK 

I 

0000000 0 

0 0 0 0 

A15 

BUFFER OFFSET 

AO 

A15 



LINK OFFSET 

A0 


Linear Mode 


31 


ODD WORD 

16 15 



EVENWORD 0 

sa 

s 

n 

XXXXXXXXXX 

1 1 0 

C 

B 

OK 

0000 00000000 0 



LINK ADDRESS 

A0 



BUFFER ADDRESS 

A0 


Figure 33. Dump 


As per standard Command Block (see the NOP command for details). 

Indicates error free completion. 

Reserved (0 in the 32-bit Segmented and Linear Modes). 

The Dump command. Value: 6h. 

In the 82586 and 32-bit Segmented modes this is the 16-bit-offset portion of the 
dump area address. In the Linear mode this is the 32-bit linear address of the dump 
area. 


where: 

LINK ADDRESS, — 

EL, B, C, I, S 

OK — 

Bits 19-28 — 

CMD (Bits 16-18) — 

BUFFER POINTER — 


Dump Area Information Format 

• The 82596 is not Dump compatible with the 82586 because of the 32-bit internal architecture. In 82586 
mode the 82596 will dump the same number of bytes as the 82586. The compatible data will be marked 
with an asterisk. 

• In 82586 mode the dump area is 170 bytes. 

• The DUMP area format of the 32-bit Segmented and Linear modes is described in Figure 35. 

• The size of the dump area of the 32-bit Segmented and Linear modes is 304 bytes. 

• When the Dump is executed by the Port command an extra word will be appended to the Dump Area. The 
extra word is a copy of the Dump Area status word (containing the C, B, and OK Bits). The C and OK Bits 
are set when the 82596 has completed the Port Dump command. 
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15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 



DMA CONTROL REGISTER 

00 


CONFIGURE BYTES* 3, 2 

02 *The 82596 is not Dump compatible with 


CONFIGURE BYTES* 5, 4 

04 the 82586 because of the 32-bit internal ar- 



chitecture. In 82586 mode the 82596 will 


CONFIGURE BYTES* 7, 6 

1 b dump the same number of bytes as the 


CONFIGURE BYTES* 9, 8 

08 82586. 


CONFIGURE BYTES* 10 

0A **These bytes are not user defined, results 


I.A. BYTES 1,0* 

qq may vary from Dump command to Dump 



command. 


I.A. BYTES 3, 2* 

0E 


I.A. BYTES 5, 4* 

10 


LAST T.X. STATUS* 

12 


T.X. CRC BYTES 1,0* 

14 


T.X. CRC BYTES 3, 2* 

16 


R.X. CRC BYTES 1,0* 

18 


R.X. CRC BYTES 3, 2* 

1A 


R.X. TEMP MEMORY 1,0* 

1C 


R.X. TEMP MEMORY 3,2* 

IE 


R.X. TEMP MEMORY 5,4* 

20 


LAST RECEIVED STATUS* 

22 


HASH REGISTER BYTES 1 , 0* 

24 


HASH REGISTER BYTES 3, 2* 

26 


HASH REGISTER BYTES 5, 4* 

28 


HASH REGISTER BYTES 7, 6* 

2A 


SLOT TIME COUNTER* 

2C 


WAIT TIME COUNTER* 

2E 


MICRO MACHINE** 

30 


REGISTER FILE 



60 BYTES 

6A 


MICRO MACHINE LFSR** 

6C 


MICRO MACHINE** 

6E 


FLAG ARRAY 



1 4 BYTES 

7A 


QUEUE MEMORY** 

7C 


CU PORT 



8 BYTES 

82 ' 


MICRO MACHINE ALU** 

84 


RESERVED** 

86 


M.M. TEMP A ROTATE R** 

88 


M.M. TEMP A** 

8A 


T.X. DMA BYTE COUNT** 

8C 


M.M. INPUT PORT ADDRESS** 

8E 


T.X. DMA ADDRESS 

90 


M.M. OUTPUT PORT** 

92 


R.X. DMA BYTE COUNT** 

94 


R.U. DMA ADDRESS** 

96 


M.M. OUTPUT PORT ADDRESS REGISTER** 

98 


RESERVED** 

9A 


BUS THROTTLE TIMERS 

9C 


DIU CONTROL REGISTER** 

9E 


RESERVED** 

A0 


DMA CONTROL REGISTER** 

A2 


BIU CONTROL REGISTER** 

A4 


M.M. DISPATCHER REG.** 

A6 


M.M. STATUS REGISTER** 

A8 


Figure 34. Dump Area Format— 82586 Mode 
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inter 


31 

0 



CONFIGURE BYTES 5, 4, 3, 2 

00 


CONFIGURE BYTES 9, 8 , 7, 6 

04 


CONFIGURE BYTES 13, 12, 11, 10 

08 


I.A. BYTES 1,0 

X XXXXXXX 

OC 


I.A. BYTES 5, 2 

10 


TX CRC BYTES 0 , 1 

LAST T.X. STATUS 

14 


RX CRC BYTES 0, 1 

TX CRC BYTES 3, 2 

18 


RX TEMP MEMORY 1,0 

RX CRC BYTES 3, 2 

1C 


R.X. TEMP MEMORY 5, 2 

20 


HASH REGISTERS 1,0 

LAST R.X. STATUS 

24 


HASH REGISTER BYTES 5, 2 

28 


SLOT TIME COUNTER 

HASH REGISTERS 7, 6 

2 C 


RECEIVE FRAME LENGTH 

WAIT-TIME COUNTER 

30 


MICRO MACHINE** 

34 *The 82596 is not Dump compatible with 




the 82586 because of the 32-bit internal ar- 


RFGISTFR FILF 

chitecture. In 82586 mode the 82596 will 




dump the same number of bytes as the 




82586. 


128 BYTES 

**These bytes are not user defined, results 


MICRO MACHINE LFSR** 

34 may vary from Dump command to Dump 


— 

— 

command. 


MICRO MACHINE** 

B8 


FLAG ARRAY 



28 BYTES 

DO 


M.M. INPUT PORT** 

D4 


16 BYTES 

E0 


MICRO MACHINE ALU** 

E4 


RESERVED** 

E8 


M.M. TEMP A ROTATE R.** 

EC 


M.M. TEMP A** 

F0 


T.X. DMA BYTE COUNT** 

F4 


M.M. INPUT PORT ADDRESS REGISTER** 

F8 


T.X. DMA ADDRESS** 

fc 


M.M. OUTPUT PORT REGISTER** 

100 


R.X. DMA BYTE COUNT** 

104 


M.M. OUTPUT PORT ADDRESS REGISTER** 

108 


R.X. DMA ADDRESS REGISTER** 

10C 


RESERVED** 

110 


BUS THROTTLE TIMERS 

114 


DIU CONTROL REGISTER** 

118 


RESERVED** 

11C 


DMA CONTROL REGISTER** 

120 


BIU CONTROL REGISTER** 

124 


M.M. DISPATCHER REG.** 

128 


M.M. STATUS REGISTER** 

12C 


Figure 35. Dump Area Format — Linear and 32-Bit Segmented Mode 
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Diagnose 

The Diagnose Command triggers an internal self-test procedure that checks internal 82596 hardware,, which 
includes: 

• Exponential Backoff Random Number Generator (Linear Feedback ^hift Register). 

• Exponential Backoff Timeout Counter. 

• Slot Time Period Counter. 

• Collision Number Counter. 

• Exponential Backoff Shift Register. 

• Exponential Backoff Mask Logic. 

• Timer Trigger Logic. 

This procedure checks the operation of the Backoff block, which resides in the serial side and is not easily 
controlled. The Diagnose command is performed in two phases. 


The format of the 82596 Diagnose command is: 



Figure 36. Diagnose 


where: 

LINK ADDRESS, 
EL, B, C, I, S 

Bits 19-28 
CMD (bits 16-18) 
OK (bit 13) 

F (bit 11) 


— As per standard Command Block (see the NOP command for details). 

— Reserved (0 in the 32-bit Segmented and Linear Modes). 

— The Diagnose command. Value: 7h. 

— Indicates error free completion. 

— Indicates that the self-test procedure has failed. 
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RECEIVE FRAME DESCRIPTOR 

Each received frame is described by one Receive Frame Descriptor (see Figure 37). Two new memory 
structures are available for the received frames. The structures are available only in the Linear and 32-bit 
Segmented modes. 

Simplified Memory Structure 

The first is the Simplified memory structure, the data section of the received frame is part of the RFD and is 
located immediately after the Length Field. Receive Buffer Descriptors are not used with the Simplified struc- 
ture, it is primarily used to make programming easier. If the length of the data area described in the Size Field 
is smaller than the incoming frame, the following happens. 

1. The received frame is truncated. 

2. The No Resource error counter is updated. 

3. If the 82596 is configured to Save Bad Frames the RFD is not reused; otherwise, the same RFD is used to 
hold the next received frame, and the only action taken regarding the truncated frame is to update the 
counter. 

4. The 82596 continues to receive the next frame in the next RFD. 
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Note that this sequence is very useful for monitoring. If the 82596 is configured to Save Bad Frames, to 
receive in Promiscuous mode, and to use the Simplified memory structure, any programmed length of received 
data can be saved in memory. 


The Simplified memory structure is shown in Figure 38. 



Figure 38. RFA Simplified Memory Structure 


Flexible Memory Structure 

The second structure is the Flexible memory structure, the data structure of the received frame is stored in 
both the RFD and in a linked list of Receive Buffers— Receive Buffer Descriptors. The received frame is placed 
in the RFD as configured in the Size field. Any remaining data is placed in a linked list of RBDs. 


The Flexible memory structure is shown in Figure 39. 
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Buffers on the receive side can be different lengths. The 82596 will not place more bytes into a buffer than 
indicated in the associated RBD. The 82596 will fetch the next RBD before it is needed. The 82596 will 
attempt to receive frames as long as the FBL is not exhausted. If there are no more buffers, the 82596 
Receive Unit will enter the No Resources state. Before starting the RU, the CPU must place the FBL pointer in 
the RBD pointer field of the first RFD. All remaining RBD pointer fields for subsequent RFDs should be “Is.” If 
the Receive Frame Descriptor and the associated Receive Buffers are not reused (e.g., the frame is properly 
received or the 82596 is configured to Save Bad Frames), the 82596 writes the address of the next free RBD 
to the RBD pointer field of the next RFD. 


Receive Buffer Descriptor (RBD) 

The RBDs are used to store received data in a flexible set of linked buffers. The portion of the frame’s data 
field that is outside the RFD is placed in a set of buffers chained by a sequence of RBDs. The RFD points to 
the first RBD, and the last RBD is flagged with an EOF bit set to 1. Each buffer in the linked list of buffers 
related to a particular frame can be any size up to 2 14 bytes but must be word aligned (begin on an even 
numbered byte). This ensures optimum use of the memory resources while maintaining low overhead. All 
buffers in a frame are filled with the received data except for the last, in which the actual count can be smaller 
than the allocated buffer space. 
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31 ODD WORD 16 15 EVEN WORD 0 


ELSXXXXXXXXX XXXXX 

C B OK 0 STATUS BITS 0 0 0 0 0 0 

A15 RBD OFFSET AO 

A15 LINK OFFSET A0 

4th byte 

DESTINATION ADDRESS 1st byte 

SOURCE ADDRESS 1 st byte 

6th byte 

6th byte 

4th byte 

XXXXXXXXXXXX XXXX 

LENGTH FIELD 


Figure 40. Receive Frame Descriptor— 82586 Mode 


31 ODD WORD 16 15 EVEN WORD 0 


EL 

S 

0000000000 SF 000 

C 

B 

OK STATUS BITS 

A15 RBD OFFSET A0 

A15 LINK OFFSET AO 

0 

0 

SIZE 

EOF 

F 

ACTUAL COUNT 

4th byte 

DESTINATION ADDRESS 1st byte 

SOURCE ADDRESS 1 st byte 

6th byte 

6th byte 

4th byte 


LENGTH FIELD 


OPTIONAL DATA AREA 


Figure 41. Receive Frame Descriptor— 32-Bit Segmented Mode 


31 ODD WORD 16 15 EVEN WORD 0 


EL 

S 

0000000000 SF 000 

C 

B 

OK STATUS BITS 

A31 LINK ADDRESS AO 

A31 RECEIVE BUFFER DESCRIPTOR ADDRESS AO 

0 

0 

SIZE 

EOF 

F 

ACTUAL COUNT 

4th byte 

DESTINATION ADDRESS 1st byte 

SOURCE ADDRESS 1 st byte 

6th byte 

6th byte 

4th byte 


LENGTH FIELD 

OPTIONAL DATA AREA 


Figure 42. Receive Frame Descriptor — Linear Mode 
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where: 

EL 

S 

SF 


C 

B 


OK (bit 13) 
STATUS 


LINK ADDRESS 

RBD POINTER 

EOF 

F 

SIZE 

ACT COUNT 
MC 

DESTINATION 

ADDRESS 

SOURCE ADDRESS 
LENGTH FIELD 


— When set, this bit indicates that this RFD is the last one on the RDL. 

— When set, this bit suspends the RU after receiving the frame. 

— This bit selects between the Simplified or the Flexible mode. 

0 — Simplified mode, all the RX data is in the RFD. RBD ADDRESS field is all 

“Is.” 

1 — Flexible mode. Data is in the RFD and in a. linked list of Receive Buffer De- 

scriptors. 

— This bit indicates the dompletion of frame reception. It is set by the 82596. 

— This bit indicates that the 82596 is currently receiving this frame, or that the 82596 
is ready to receive the frame. It is initially set to 0 by the CPU. The 82596 sets it to 
1 when reception set up begins, and to 0 upon completion. The C and B bits are 
set during the same operation. 

— Frame received successfully, without errors. RFDs with bit 13 bqual to 0 are possi- 
ble only if the save bad frames, configuration option is selected. Otherwise all 
frames with errors will be discarded, although statistics will be collected on them. 

— The results of the Receive operation. Defined bits are, 

Bit 12: Length error if configured to check length 

Bit 11: CRC error in an aligned frame 

Bit 10: Alignment error (CRC error in misaligned frame) 

Bit 9: Ran out of buffer space — no resources 

Bit 8: DMA Overrun failure to acquire the system bus. 

Bit 7: Frame too short. 

Bit 6: No EOP flag (for Bit stuffing only) 

Bit 5: When the SF bit equals zero, and the 82596 is configured to save bad 

frames, this bit signals that the receive frame was truncated. Otherwise it 
is zero. 

Bits 2-4: Zeros 

Bit 1: When it is zero, the destination address of the received frame matches 

the IA address. When it is a 1 , the destination address of the received 
frame did not match the individual address. For example, a multicast 
address or broadcast address will set this bit to a 1. 

Bit 0: Receive collision, a collision is detected during reception. 

— A 16-bit offset (32-bit address in the Linear mode) to the next Receive Frame 
Descriptor. The Link Address of the last frame can be used to form a cyclical list. 

— The offset (address in the Linear mode) of the first RBD containing the received 
frame data. An RBD pointer of all ones indicates no RBD. 

— These fields are for the Simplified and Flexible memory models. They are exactly 
the same as the respective fields in the Receive Buffer Descriptor. See the next 
section for detailed explanation of their functions. 

— Multicast bit. 

— The contents of the destination address of the receive frame. The field is 0 to 6 
bytes long. 

— . The contents of the Source Address field of the received frame. It is 0 to 6 bytes 
long. 

— The contents of this 2-byte field are user defined. In 802.3 it contains the length of 
the data field. It is placed in memory in the same order it is received, i.e., most 
significant byte first, least significant byte second. 
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NOTES 

1. The Destination address, Source address and Length fields are packed, i.e., one field immediately follows 
the next. 

2. The affect of Address/ Length Location (No Source Address Insertion) configuration parameter while re- 
ceiving is as follows: 

— 82586 Mode: The Destination address, Source address and Length field are not used, they are placed in 
the RX data buffers. 

— 32-Bit Segmented and Linear Modes: when the Simplified memory model is used, the Destination address, 
Source address and Length fields reside in their respective fields in the RFD. When the Flexible memory 
strucrture is used the Destination address, Source address, and Length field locations depend on the SIZE 
field of the RFD. They can be placed in the RFD, in the RX data buffers, or partially in the RFD and the rest 
in the RX data buffers, depending on the SIZE field value. 


82586 Mode 


31 






ODD WORD 



16 15 



EVEN WORD 

0 


A15 





NEXT RBD OFFSET 


AO 

EOF 

F 

ACTUAL COUNT 

0 

X 

X 

X 

X 

X 

X 

X X 

A23 




RECEIVE BUFFER ADDRESS 

A0 

4 

X 

X 

X 

X 

X 

X 

X X 

X X 

X 

X 

X X X X 

EL 

X 

SIZE 

8 

31 






ODD WORD 



32-Bit Segmented Mode 

16 15 

EVEN WORD 

0 


A15 





NEXT RBD OFFSET 


AO 

EOF 

F 

ACTUAL COUNT 

0 

A31 










RECEIVE BUFFER ADDRESS 


A0 

4 

0 

0 

0 

0 

0 

0 

0 0 

0 0 

0 

0 

0 0 0 0 

EL 

P 

SIZE 

8 

31 






ODD WORD 



Linear Mode 

16 15 

EVEN WORD 

0 


0 

0 

0 

0 

0 

0 

0 0 

0 0 

0 

0 

0 0 0 0 

EOF 

F 

ACTUAL COUNT 

0 

A31 










NEXT RBD ADDRESS 


A0 

4 

A31 










RECEIVE BUFFER ADDRESS 


A0 

8 

0 

0 

0 

0 

0 

0 

0 0 

0 0 

0 

0 

0 0 0 0 


P 

SIZE 



Figure 43. Receive Buffer Descriptor 
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where: 

EOF 

F 


ACT COUNT 


NEXT BD ADDRESS 
BUFFER ADDRESS 

EL 

P 


SIZE 


— Indicates that this is the last buffer related to the frame. It is cleared by the CPU 
before starting the RU, and is written by the 82596 at the end of reception of the 
frame. 

— Indicates that this buffer has already been used. The Actual Count has no meaning 
unless the F bit equals one. This bit is cleared by the CPU before starting the RU, 
and is set by the 82596 after the associated buffer has been. This bit has the same 
meaning as the Complete bit in the RFD and CB. 

— This 14-bit quantity indicates the number of meaningful bytes in the buffer. It is 
cleared by the CPU before starting the RU, and is written by the 82596 after the 
associated buffer has already been used. In general, after the buffer is full, the 
Actual Count value equals the size field of the same buffer. For the last buffer of 
the frame, Actual Count can be less than the buffer size. 

— The offset (absolute address in the Linear mode) of the next RBD on the list. It is 
meaningless if EL= 1. 

— The starting address of the memory area that contains the received data. In the 
82586 mode, this is a 24-bit address (with pins A24-A31 =0). In the 32-bit Seg- 
mented and Linear modes this is a 32-bit address. 

— Indicates that the buffer associated with this RBD is last in the FBL. 

— This bit indicates that the 82596 has already prefetched the RBDs and any change 
in the RBD data will be ignored. This bit is valid only in the new 82596 memory 
modes, and if this feature has been enabled during configure command. The 
82596 Prefetches the RBDs in locked cycles; after prefetching the RBD the 82596 
performs a write cycle where the P bit is set to one and the rest of the data remains 
unchanged. The CPU is responsible for resetting it in all RBDs. The 82596 will not 
check this bit before setting it. 

— This 14-bit quantity indicates the size, in bytes, of the associated buffer. This quan- 
tity must be an even number. 
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ELECTRICAL AND TIMING CHARACTERISTICS 


DC Characteristics 

T c = 0°C-85°C, V C c = 5V ±10% LE/BE have MOS levels (see V M)L> V MiH ). 
All other signals have TTL levels (see V||_, Vm, Vql. Vqh)- 


Symbol 

Parameter 

Min 

Max 

Units 

Notes 

V|L 

Input Low Voltage (TTL) 

-0.3 

+ 0.8 

V 


V|H 

Input High Voltage (TTL) 

2.0 

V CC + 0.3 

V 


V MIL 

Input Low Voltage (MOS) 

-0.3 

v +0.8 

V 


Vmih 

Input High Voltage (MOS) 

3.7 

V CC + 0.3 

V 


V OL 

Output Low Voltage (TTL) 


0.45 

V 

Iol = 4.0 mA(1). 

V CIL 

RXC, TXC Input Low Voltage 

-0.5 

0.6 

V 


V CIH 

RXC, TXC Input High Voltage 

3.3 

Vcc + 0.5 

V 



Output High Voltage (TTL) 

2.4 


V 

l 0H = 0.9mA- 1 mAO) 

lu 



+ 15 


0 ^ V||sj ^ Vqc 

•lo 



±15 



C|N 

Capacitance of Input Buffer 


10 

pF 

FC = 1 MHz 

C OUT 

Capacitance of Input/Output 
Buffer 


12 

pF 

FC = 1 MHz 

C CLK 

CLK Capacitance 


20 

pF 

FC = 1 MHz 

•cc 

Power Supply 




At 25 MHz 

Icc 

Power Supply 


300 

mA 

At 33 MHz 
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AC Characteristics 

82596CA INPUT/OUTPUT SYSTEM TIMINGS 

Tc = 0°C-85°C, Vcc = 5V ±10%. These timing assume the Cl on all outputs is 50 pF unless otherwise 
specified. Cl can be 20 pF to 120 pF however timings must be derated. All timing requirements are given in 
nanoseconds. 


Symbol 

Parameter 

25 MHz 

Notes 

Min 

Max 


Operating Frequency 

12.5 MHz 

25 MHz 

IX CLK Input 

T1 

CLK Period 

40 

80 


Tla 

CLK Period Stability 


0.1% 

Adjacent CLK A 

T2 

CLK High 

14 


2.0V 

T3 

CLK Low 

14 


0.8V 

T4 

CLK Rise Time 


4 

0.8V to 2.0V 

T5 

CLK Fall Time 


4 

2.0V to 0.8V 

T6 

BEn, LOCK, and A2-A31 Valid Delay 

3 

22 


T6a 

BLAST, PCHK Valid Delay 

3 

27 


T 7 

BEn, LOCK, BLAST, A2-A31 Float Delay 

3 

30 


T8 

W/R and ADS Valid Delay 


3 

22 


T9 

W/R and ADS Float Delay 

3 

30 


T10 


3 

22 


Til 

D0-D31 , DPn Write Data Float Delay 

3 

30 


T12 

HOLD Valid Delay 

3 

22 


T13 

CA and BREQ Setup Time 

7 


1,2 

T14 

CA and BREQ Hold Time 

3 


1,2 

T15 

BS16 Setup Time 

8 


2 

T16 

BS16 Hold Time 

3 


2 

T17 


8 


2 

T18 

BRDY, RDY Hold Time 

3 


2 

T19 

D0-D31, DPn READ Setup Time 

5 


2 

T20 

D0-D31, DPn READ Hold Time 

3 


2 

T21 

AHOLD and HLDA Setup Time 

10 


1,2 

T22 

AHOLD Hold Time 

3 


1,2 

T22a 

HLDA Hold Time 

3 

• 

1,2 

T23 

RESET Setup Time 

10 


1,2 

T24 

RESET Hold Time 

3 


1,2 

T25 

INT/lNT Valid Delay 

1 

26 


T26 

CA and BREQ, PORT Pulse Width 

2T1 


1,2,3 

T27 

D0-D31 CPU PORT Access Setup Time 

5 


2 

T28 

D0-D31 CPU PORT Access Hold Time 

3 


2 

T29 

PORT Setup Time 

7 


2 

T30 

PORT Hold Time 

3 


2 

T31 

BOFF Setup Time 

10 


2 

T32 

BOFF Hold Time 

3 


2 
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AC Characteristics (Continued) 

82596CA INPUT/OUTPUT SYSTEM TIMINGS 

Tq = 0°C-85°C, Vqq = 5V ±5%. These timing assume the Cl on all outputs is 50 pF unless otherwise 
specified. Cl can be 20 pF to 120 pF, however timings must be derated. All timing requirements are given in 
nanoseconds. 


Symbol 

Parameter 

33 MHz 

Notes 

Min 

Max 


Operating Frequency 

12.5 MHz 

33 MHz 

IX CLK Input 

T1 

CLK Period 

30 

80 


Tla 

CLK Period Stability 


0.1% 

Adjacent CLK A 

T2 

CLK High 

11 


2.0V 

T3 

CLK Low 

11 


0.8V 

T4 

CLK Rise Time 


3 

0.8V to 2.0V 

T5 

CLK Fall Time 


3 

2.0V to 0.8V 

T6 

BEn, LOCK, and A2-A31 Valid Delay 

3 

19 


T6a 

BLAST, PCHK Valid Delay 

3 

22 


T7 

BEn, LOCK, BLAST, A2-A31 Float Delay 

3 

20 


T8 

W/R and ADS Valid Delay 

3 

19 



W/R and ADS Float Delay 

3 

20 



D0-D31, DPn Write Data Valid Delay 

3 

19 


| 

D0-D31, DPn Write Data Float Delay 

3 

20 


T12 

HOLD Valid Delay 

3 

19 


T13 

CA and BREQ Setup Time 

7 


1,2 

T14 

CA and BREQ Hold Time 

3 


1,2 

T15 

BS1 6 Setup Time 

6 


2 

T16 

BS1 6 Hold Time 

3 


2 

T17 

BRDY, RDY Setup Time 

6 


2 

T18 

BRDY, RDY Hold Time 

3 


2 

T19 

D0-D31 , DPn READ Setup Time 

5 


2 

T20 

D0-D31 , DPn READ Hold Time 

3 


2 

T21 

AHOLD and HLDA Setup Time 

8 


1,2 

T22 

AHOLD Hold Time 

3 


1,2 
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AC Characteristics (Continued) 

82596CA INPUT/OUTPUT SYSTEM TIMINGS 


Cl on all outputs is 50 pF unless otherwise specified. 
All timing requirements are given in nanoseconds. 


Symbol 

Parameter 

33 MHz 

Notes 

^Min 

Max 

T22a 

HLDA Hold Time 

3 


1,2 

T23 

RESET Setup Time 

8 


1,2 

T24 

RESET Hold Time 

3 


1,2 

T25 

INT/WT Valid Delay 

1 

20 


T26 

CA and BREQ. PORT Pulse Width 

2T1 


1,2,3 

T27 

D0-D31 CPU PORT Access Setup Time 

5 


2 

T28 

D0-D31 CPU PORT Access Hold Time 

3 


2 

T29 

PORT Setup Time 

7 


2 

T30 

PORT Hold Time 

3 


2 

T31 

BOFF Setup Time 

8 


2 

T32 

BOFF Hold Time 

3 


2 


NOTES: 

1. RESET, HLDA, and CA are internally synchronized. This timing is to guarantee recognition at next clock for RESET, HLDA 
and CA. 

2. All set-up, hold and delay timings are at maximum frequency specification Fmax, and must be derated according to the 
following equation for operation at lower frequencies: 

Tderated = (Fmax/Fopr) x T 
where: 

Tderate = Specifies the value to derate the specification. 

Fmax = Maximum operating frequency. 

Fopr = Actual operating frequency. 

T = Specification at maximum frequency. 

This calculation only provides a rough estimate for derating the frequency. For more detailed information, contact your 
Intel Sales Office for the data sheet supplement. 

3. CA pulse width need only be 1 T1 wide if the set up and hold times are met; BREQ must meet setup and hold times and 
need only be 1 T1 wide. 


TRANSMIT/RECEIVE CLOCK PARAMETERS 


Symbol 

Parameter 

X 20 MHz 

Notes 

^Mfn 

Max 

T36 

TxC Cycle 

50 


1,3 

T38 

TxC Rise Time 


5 

1 

T39 

TxC Fall Time 


5 

1 

T40 

TxC High Time 

19 


1,3 

T41 

TxC Low Time 

18 


1,3 

T42 

TxD Rise Time 


10 

4 

T43 

TxD Fall Time 


10 

4 

T44 

TxD Transition . 

20 


2,4 

T45 

TxC Low to TxD Valid 


25 

4,6 

T46 

TxC Low to T>0 Transition 


25 

2,4 

T47 

TxC High to TxD T ransition 


25 

2,4 

T48 

TxC Low to TxD High (At End of Transition) 


25 

4 
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TRANSMIT/RECEIVE CLOCK PARAMETERS (Continued) 


Symbol 

Parameter 

20 MHz 

Notes 

Min 

Max 

RTS AND CTS PARAMETERS 

T49 



25 

5 

T50 



20 


T51 


10 


7 

T52 

TxC Low to RTS High 


25 

5 

RECEIVE CLOCK PARAMETERS 

T53 

RXC Cycle 

50 


1,3 

T54 

RXC Rise Time 


5 

1 

T55 

RXC Fall Time 


5 

1 

T56 

RXC High Time 

19 


1 

T57 

RXC Low Time 

18 


1 

RECEIVED DATA PARAMETERS 

T58 

RXD Setup Time 

20 


6 

T59 

RXD Hold Time 

10 


6 

T60 

RXD Rise Time 


10 


T61 

RXD Fall Time 


10 


CRS AND CDT PARAMETERS 

T62 

CDT Low to TXC HIGH 

External Collision Detect Setup Time 

20 



T63 

TXC High to CDT Inactive, CDT Hold Time 

10 



T64 

CDT Low to Jam Start 



10 

T65 

CRS Low to TXC High, 
Carrier Sense Setup Time 

20 



T66 

TXC High to CRS Inactive, CRS Hold Time 
(Internal Collision Detect) 

10 



T67 

CRS High to Jamming Start, 



12 

T68 

Jamming Period 



11 

T69 

CRS High to RXC High, 
CRS Inactive Setup Time 

30 



T70 

RXC High to CRS High, 
CRS Inactive Hold Time 

10 
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TRANSMIT/RECEIVE CLOCK PARAMETERS (Continued) 


Symbol 

Parameter 

20 MHz 

Notes 

Min 

^ Max 

INTERFRAME SPACING PARAMETERS 

T71 

Interframe Delay 



9 

EXTERNAL LOOPBACK-PIN PARAMETERS 

T72 

TXC Low to LPBK LOW ^ 


T36 

4 

T73 

TXC Low to LPBK High V 


T36 

4 


NOTES: ** Ay 

1 . Special MOS levels. Vqil = 0.9V and Vcih = , 

2. Manchester only. 

3. Manchester. Needs 50% duty cycle. 

4. 1 TTL load + 50 pF. 

5. 1 TTL load + 100 pF. 

6. NRZ only. %F 

7. Abnormal end of transmission— CTS expires before RTS. 

8. Normal end to transmission. 

9. Programmable value: 

T71 = N| FS • T36 

where: Nifs = the IFS configuration value 
(if Nifs is less than 12 then Nifs is forced to 12). 

10. Programmable value: 

T64 = (NcpF*T36) + *«T36 

(If the collision occurs after the preamble) 

where: 

n cdf = the collision detect filter configuration value, 
and 

* = 12, 13, 14, or 15 

11. T68 - 32 • T36 

12. Programmable value: 

T67 = (N C SF * T36) + * • T36 

where: Nqsf = the Carrier Sense Filter configuration 

value, and 

x= 12, 13, 14, or 15 

13. To guarantee recognition on the next clock. 
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82596CA BUS OPERATION 

The following figures show the 82596CA basic bus cycle and basic burst cycle. 



-99 







SYSTEM INTERFACE A.C. TIMING CHARACTERISTICS 

The measurements should be done at: 

• Tc = 0°C-85°C, Vcc = 5V ±10%, C = 50 pF unless otherwise specified. 

• A.C. testing inputs are driven at 2.4V for a logic “1” and 0.45V for a logic “0”. 

• Timing measurements are made at 1.5V for both logic “1” and “0”. 

• Rise and Fall time of inputs and outputs signals are measured between 0.8V and 2.0V respectively unless 
otherwise specified. 

• All timings are relative to CLK crossing the 1.5V level. 

• All A.C. parameters are valid only after 1 00 jxs from power up. 



Figure 46. CLK Timings 


Two types of timing specifications are presented below: 

1. Input Timing — minimum setup and f^old times. 

2. Output Timings — output delays and float times from CLK rising edge. 


Figure 47 defines how the measurements should be done: 



Figure 47. Drive Levels and Measurements Points for A.C. Specifications 


Ts = T13, T15, T17, T19, T21, T23, T27, T29, T31 
Th = T14, T16, T18, T20, T22, T22a, T24, T28, T30, T32 
Tn = T6, T6a, T7, T8, T9, T10, Til, T12, T25 
Tx = T6, T6a, T7, T8, T9, T1 0, T1 1 , T1 2, T25 
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Figure 52. Output Valid Delay Timing 



Figure 53. Output Float Delay Timing 



Figure 54. PORT Setup and Hold Time 
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Figure 55. RESET Input Timing 


SERIAL AC TIMING CHARACTERISTICS 



Figure 56. Serial Input Clock Timing 



Figure 57. Transmit Data Waveforms 
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OUTLINE DIAGRAMS 


132 LEAD CERAMIC PIN GRID ARRAY PACKAGE INTEL TYPE A 



SEATING — «J 
PLANE 


0 B (ALL PINS) 



SWAGGED 

PIN 

DETAIL 


mm (inch) 

290218-34 


Family: Ceramic Pin Grid Array Package 

Symbol 

Millimeters 

Inches 

Min 

Max 

Notes 

Min 

Max 

Notes 

A 

3.56 

4.57 


0.140 

0.180 


Ai 

0.76 

1.27 

Solid Lid 

0.030 

0.050 


a 2 

2.67 

3.43 

Solid Lid 

0.105 

0.135 

Solid Lid 

Ag 

1.14 

1.40 


0.045 

0.055 


B 

0.43 

0.51 


0.017 

0.020 


D 

36.45 

37.21 


1.435 

1.465 


Di 

32.89 

33.15 


1.295 

1.305 


©1 

2.29 

2.79 


0.090 

0.110 


L 

2.54 

3.30 


0.100 

0.130 


N 

132 

132 

Si 

1.27 

2.54 


0.050 

0.100 


ISSUE 

IWS 10/12/88 
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Intel Case Outline Drawings 
Plastic Quad Flat Pack (PQFP) 
0.025 Inch (0.635mm) Pitch 


Symbol 

Description 

Min 

Max 

Min 

Max 

Min 

Max 

Min 

Max 

Min 

Max 

Min 

Max 

N 

Leadcount 

68 

84 

100 

132 

' 164 

196 

A 

Package Height 

0.160 

0.170 

0.160 

0.170 

0.160 

0.170 

0.160 

0.170 

0.160 

0.170 

0.160 

0.170 

A1 

Standoff 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

D, E 

Terminal Dimension 

0.675 

0.685 

0.775 

0.785 

0.875 

0.885 

1.075 

1.085 

1.275 

1.285 

1.475 

1.485 

D1.E1 

Package Body 

0.547 

0.553 

0.647 

0.653 

0.747 

0.753 

0.947 

0.953 

1.147 

1.153 

1.347 

1.353 

D2, E2 

Bumper Distance 

0.697 

0.703 

0.797 

0.803 

0.897 

0.903 

1.097 

1.103 

1.297 

1.303 

1.497 

1.503 

D3, E3 

Lead Dimension 

0.400 REF 

0.500 REF 

0.600 REF 

0.800 REF 

1.000 REF 

1.200 REF 

D4, E4 

Foot Radius Location 

0.623 

0.637 

0.723 

0.737 

0.823 

0.837 

1.023 

1.037 

1.223 

1.237 

1.423 

1.437 

LI 

Foot Length 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

Issue 

IWS Preliminary 12/12/88 INCH 


Symbol 

Description 

Min 

Max 

Min 

Max 

Min 

Max 

Min 

Max 

Min 

Max 

Min 

Max 

N 

Leadcount 

68 

84 

100 

132 

164 

196 

A 

Package Height 

4.06 

4.32 

4.06 

4.32 

4.06 

4.32 

4.06 

4.32 

4.06 

4.32 

4.06 

4.32 

A1 

Standoff 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

D, E 

Terminal Dimension 

17.15 

17.40 

19.69 

19.94 

22.23 

22.48 

27.31 

27.56 

32.39 

32.64 

37.47 

37.72 

D1,E1 

Package Body 

13.89 

14.05 

16.43 

16.59 

18.97 

19.13 

24.05 

24.21 

29.13 

29.29 

34.21 

34.37 

D2, E2 

Bumper Distance 

17.70 

17.85 

20.24 

20.39 

22.78 

22.93 

27.86 

28.01 

32.94 

33.09 

38.02 

38.18 

D3, E3 

Lead Dimension 

10.16 REF 

12.70 REF 

15.24 REF 

20.32 REF 

25.40 REF 

30.48 REF 

D4, E4 

Foot Radius Location 

15.82 

16.17 

18.36 

18.71 

21.25 

21.25 

25.89 

26.33 

31.06 

31.41 

36.14 

36.49 

LI 

Foot Length 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

Issue 

IWS Preliminary 12/12/88 mm 
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| -0- 1 0 . 20 ( . 008) (m) | c | A(s)-B(|) 1 D CD 1 

ACT p-BASE PLANE 
-HU-A1 


mm (inch) 


.20 (.008)© 1 c | a©-b(D [d© 1 


-C-lSEATiNG PLAN E 
£^|0.10 (.004)1 


Figure 61. Principal Dimensions and Datums 


L 

❖ 

0.25 (.0105® |C|A©-B©|d©1A 



_L 

.002 MM/MM ( IN/IN) | A-B | 



& 

0.25 ( .010)® |c|a©-b(D |d© |a 



_L 

.002 MM/MM (IN/IN) | A-B | 

X 


I 3.81 C .150) MAX TYP 


-SEE DETAIL M 


mm (inch) 


-H Kl.91 (.075) MAX TYP 

-$• I 0.25 (.010)© |clA©-B(D |D© | 
_Ll.002 MM/MM C IN/IN) 1 D | 

0.25 (.010)©lC|A©-B©lD©|A 
.002 MM/MM (IN/IN) |D I 
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Figure 63. Terminal Details 



Figure 64. Typical Lead 
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Figure 65. Detail M 


REVISION HISTORY 

The 82596 LAN Coprocessor data sheet version -003 contains updates and improvements to previous ver- 
sions. 

1 . Added Pin Cross Reference table. 

2. Added Bus Cycle figures. 







82596DX AND 82596SX 
HIGH-PERFORMANCE 32-BIT LOCAL 
AREA NETWORK COPROCESSOR 


Performs Complete CSMA/CD Medium 

Access Control (MAC) Functions— 

Independently of CPU 

— IEEE 802.3 (EOC) Frame Delimiting 

— HDLC Frame Delimiting 

Supports Industry Standard LANs 

— IEEE TYPE 10BASE5 (Ethernet*), 
IEEE TYPE 10BASE2 (Cheapernet), 
IEEE TYPE 1 BASES (StarLAN), 
and the Proposed Standards 
TYPE 10BASE-T and 10BASE-F 

— Proprietary CSMA/CD Networks Up 
to 20 Mb/s 

On-Chip Memory Management 

— Automatic Buffer Chaining 

— Buffer Reclamation after Receipt of 
Bad Frames; Optional Save Bad 
Frames 

— 32-Bit Segmented or Linear (Flat) 
Memory Addressing Formats 

82586 Software Compatible 

Optimized CPU Interface 

— Optimized Bus Interface to Intel’s 
32-Bit 386™ DX and 16-Bit 386™SX 
and 376™ Microprocessors 

— Supports Big Endian and Little 
Endian Byte Ordering 


■ High-Performance 32-Bit Bus Master 
Interface 

— 66-MB/s Bus Bandwidth 

— 33-MHz Clock, Two Clocks Per 
Transfer 

— Bus Throttle Timers 
— Transfers Data at 100% of Serial 
Bandwidth 

— 128-Byte Receive FIFO, 64-Byte 
Transmit FIFO 

■ Network Management and Diagnostics 
— Monitor Mode 

— 32-Bit Statistical Counters 

■ Self-Test Diagnostics 

■ Configurable Initialization Root for Data 
Structures 

■ High-Speed, 5-V, CHMOS** IV 
Technology 

■ 132-Pin Plastic Quad Flat Pack (PQFP) 
and PGA Package 

(See Packaging Spe. Order No. 231369) 


386™ is a trademark of Intel Corporation 
* Ethernet is a registered trademark of Xerox Corporation. 
**CHMOS is a patented process of Intel Corporation. 
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Figure 1. 82596DX/SX Block Diagram 
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82596DX AND 82596SX HIGH-PERFORMANCE 
32-BIT LOCAL AREA NETWORK COPROCESSOR 


CONTENTS page 

INTRODUCTION .1-112 

PIN DESCRIPTIONS 1-119 

82596 AND HOST CPU 
INTERACTION 1-123 

82596 BUS INTERFACE .1-123 

82596 MEMORY ADDRESSING . . i-123 

82596 SYSTEM MEMORY 
STRUCTURE 1-125 

TRANSMIT AND RECEIVE MEMORY 
STRUCTURES 1-126 

TRANSMITTING FRAMES 1-129 

RECEIVING FRAMES 1-130 

82596 NETWORK MANAGEMENT AND 
DIAGNOSTICS 1-130 

NETWORK PLANNING AND 
MAINTENANCE 1-132 

STATION DIAGNOSTICS AND SELF- 
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INTRODUCTION 

The 82596DX/SX is an intelligent, high-performance 
32-bit Local Area Network coprocessor. The 
82596DX/SX implements the CSMA/CD access 
method and can be configured to support all exist- 
ing IEEE 802.3 standards— TYPES 10BASE5, 
10BASE2, 1BASE5, and 10BROAD36. It can also be 
used to implement the proposed standards TYPE 
10BASE-T and 10BASE-F. The 82596DX/SX per- 
forms high-level commands, command chaining, 
and interprocessor communications via shared 
memory, thus relieving the host CPU of many tasks 
associated with network control. All time-critical 
functions are performed independently of the CPU, 
this increases network performance and efficiency. 
The 82596DX/SX bus interface is optimized for In- 
tel’s 386TM DX, 386 SX and 376TM microprocessors. 

The 82596DX/SX implements all IEEE 802.3 Medi- 
um Access Control and channel interface functions, 
these include framing, preamble generation and 
stripping, source address generation, destination ad- 
dress checking, short-frame detection, and automat- 
ic length-field handling. Data rates up to 20 Mb/s are 
supported. 

The 82596DX/SX provides a powerful host system 
interface. It manages memory structures automati- 
cally, with command chaining and bidirectional data 
chaining. An on-chip DMA controller manages four 
channels, this allows autonomous transfer of data 
blocks (buffers and frames) and relieves the CPU of 
byte transfer overhead. Buffers containing errored or 
collided frames can be automatically recovered with- 
out CPU intervention. The 82596DX/SX provides an 
upgrade path for existing 82586 software drivers by 
providing an 82586-software-compatible mode that 
supports the current 82586 memory structure. The 
82596DX/SX also has a Flexible memory structure 
and a Simplified memory structure. The 82596DX/ 
SX can address up to 4 gigabytes of memory. The 
82596DX/SX supports Little Endian and Big Endian 
byte ordering. 


The 82596DX/SX bus interface is optimized to 
Intel’s 386 DX, 386 SX, and 376 microproces- 
sors, providing a bus transfer rate of up to 66 MB/s 
at 33 MHz. The bus interface employs bus throttle 
timers to regulate 82596DX/SX bus use. Two large, 
independent FIFOs— 128 bytes for Receive and 64 
bytes for Transmit — tolerate long bus latencies and 
provide programmable thresholds that allow the 
user to optimize bus overhead for any worst-case 
bus latency. 

The 82596DX/SX provides a wide range of diagnos- 
tics and network management functions, these in- 
clude internal and external loopback, exception con- 
dition tallies, channel activity indicators, optional 
capture of all frames regardless of destination ad- 
dress (promiscuous mode), optional capture of 
errored or collided frames, and time domain reflec- 
tometry for locating fault points on the network 
cable. The statistical counters, in 32-bit segmented 
and linear modes, are 32-bits each and include 
CRC errors, alignment errors, overrun errors, re- 
source errors, short frames, and received col- 
lisions. The 82596DX/SX also features a monitor 
mode for network analysis. In this mode the 
82596DX/SX can capture status bytes, and update 
statistical counters, of frames monitored on the link 
without transferring the contents of the frames to 
memory. This can be done concurrently while trans- 
mitting and receiving frames destined for that sta- 
tion. 

The 82596DX/SX can be used in both baseband 
and broadband networks. It can be configured for 
maximum network efficiency (minimum contention 
overhead) with networks of any length. Its highly 
flexible CSMA/CD unit supports address field 
lengths of zero through six bytes — configurable to 
either IEEE 802.3/Ethernet or HDLC frame delimita- 
tion. It also supports 16- or 32-bit cyclic redundancy 
checks. The CRC can be transferred directly to 
memory for receive, operations or dynamically in- 
serted for transmit operations. The CSMA/CD unit 
can also be configured for full duplex operation for 
high throughput in point-to-point connections. 

The 82596DX/SX is fabricated with Intel’s reliable, 
5-V, CHMOS IV technology. It is available in a 132- 
pin PQFP or PGA package. 
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Figure 2b. 82596SX PQFP Pin Configuration 
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Figure 3a. 82596DX PGA Pin View Side 
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82596DX PGA Cross Reference by Pin Name 
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82596SX PGA Cross Reference by Pin Name 
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Control 

Serial 
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PIN DESCRIPTIONS 


Symbol 


PQFP 
Pin No. 


Type 


CLK2 


D31-D0 


14-53 


I/O 


(D15-D0) 


A31-A2 


70-108 


A1 


112 


BE3-BE0 


109-114 


BHE, BLE 


109-114 


BON 


109 


Name and Function 


CLOCK. The system clock input provides the fundamental timing for 
the 82596. It is internally divided by two to generate the 82596 clock. 
All external timing parameters are specified in reference to the rising 
edge of CLK2. For clock levels see D.C. Characteristics. 

DATA BUS. The 32 Data Bus lines are bidirectional, tri-state lines that 
provide the general purpose data path between the 82596 and 
memory. With the 82596 DX the bus can be either 16 or 32 bits wide; 
this is determined by the BS1 6 signal which is static. The 82596 
always drives all 32 data lines during Write operations, even with a 
16-bit bus. D0-D31 are floated after a Reset or when the bus is not 
acquired. 

These lines are inputs during a CPU Port access; in this mode the CPU 
writes the next address to the 82596 through the Data lines. During 
PORT commands (Relocatable SCP, Self-Test, and Dump) the 
address must be aligned to a 16 byte boundary. This frees the D 3 -D 0 
lines so they can be used to distinguish the commands. The following 
is a summary of the decoding data. 


DO 

D1 

D2 

D3 

D4-D31 

Function 

0 

0 

0 

0 

0000 

Reset 

0 

1 

0 

0 

ADDR 

Relocatable SCP 

1 

0 

0 

0 

ADDR 

Self-Test 

1 

1 

0 

0 

ADDR 

Dump Command 


These 16 Data Bus lines are bidirectional, tri-state lines that provide 
the entire data path for the 82596SX. In the 82596SX D16-D31 are 
not connected (NC). 

ADDRESS LINES. These 30 tri-stated Address lines output the 
address bits required for memory operation. These lines are floated 
after a Reset or when the bus is not acquired. 

The 82596SX requires this additional address line to output the 
address bits required for memory operation. 

BYTE ENABLE. (82596DX only.) These tri-stated signals are used to 
indicate which bytes are involved with the current memory access. The 
number of Byte Enable signals asserted indicates the physical size of 
the data being transferred (1 , 2, 3, or 4 bytes). 

• BE0 indicates D0-D7 

• BE1 indicates D8-D1 5 

• BE2 indicates D16-D23 

• BE3 indicates D24-D31 

These lines are floated after a Reset or when the bus is not acquired. 

(82596SX only.) These signals are the Byte High Enable and Byte Low 
Enable signals for the 82596SX. 

BUS ON. (82596SX only.) This signal is driven high when the 82596 is 
holding the bus. This signal is tri-stated when the bus is relinquished. 
BON has the same timing as the Byte Enables. 
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PIN DESCRIPTIONS (Continued) 


Symbol 

PQFP 
Pin No. 

Type 

Name and Function 


120 

0 

WRITE/READ. This dual-function pin is used to distinguish Write and 
Read cycles. This line is floated after a Reset or when the bus is not 
acquired. 

ADS 

124 

0 

ADDRESS STATUS. This tri-state pin is used by the 82596 to indicate 
that_a valid bus cycle has begun and that A31 -A2, BE3-BE0, and 
W/R are being driven. It is asserted during ti bus states. This line is 
floated after a Reset or when the bus is not acquired. 

RDY 

130 

1 

READY. Active low. This signal is the acknowledgment from 
addressed memory that the transfer cycle can be completed. When 
high, it causes wait states to be inserted. It is ignored at the end of the 
first clock of the bus cycle’s data cycle. This active-low signal does not 
have an internal pull-up resistor. This signal must meet the setup and 
hold times to operate correctly. 

LOCK 

126 

0 

LOCK. This tri-state pin is used to distinguish locked and unlocked bus 
cycles. LOCK generates a semaphore handshake to the CPU. LOCK 
can be active for several memory cycles, it goes active during the first 
locked memory cycle (ti ) and goes inactive at the last locked cycle 
(t2). This line is floated after a Reset or when the bus is not acquired. 
LOCK can be disabled via the sysbus byte in software. 

BS16 

129 

1 

BUS SIZE. This signal allows the 82596DX to work with either 16- or 
32-bit bytes. This signal is static and should be tied high for 32-bit 
operation or low for 1 6-bit operation. In Little Endian mode the D0- 
D1 5 lines are driven when BS1 6 is inserted, in Big Endian mode the 
D16-D31 lines are driven. 

HOLD 

123 

0 

HOLD. The HOLD signal is active high, the 82596 uses it to request 
local bus mastership. In normal operation HOLD goes inactive before 
HLDA. The 82596 can be forced off the bus by deasserting HLDA or if 
the bus throttle timers expire. 

HLDA 

118 

1 

HOLD ACKNOWLEDGE. The HLDA signal is active high, it indicates 
that bus mastership has been given to the 82596. HLDA is internally 
synchronized; after HOLD is detected low, the CPU drives HLDA low. 

NOTE 

Do not connect HLDA to Vcc—it will cause a deadlock. A user wanting 
to give the 82596 permanent access to the bus should connect HLDA 
to HOLD. If HLDA goes inactive before HOLD, the 82596 will release 
the bus (by deasserting HOLD) within a specified number of system 
clocks. 

BREQ 

115 

1 

BUS REQUEST. This signal, when configured to an externally 
activated mode, is used to trigger the bus throttle timers. 
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PIN DESCRIPTIONS (Continued) 


Symbol 

PQFP 
Pin No. 

Type 

Name and Function 

PORT 

3 

1 

PORT. When this signal is received, the 82596 latches the data on the 
data bus into an internal 32-bit register. When the CPU is asserting this 
signal it can write into the 82596 (via the data bus). This pin must be 
activated twice during all CPU Port access commands. 

RESET 

69 

1 . 

RESET. This active high, internally synchronized signal causes the 
82596 to terminate current activity. The signal must be high for at least 
five system clock cycles. After five system clock cycles and four TxC 
clock cycles the 82596 will execute a Reset when it receives a high 
RESET signal. When RESET returns to low, the 82596 waits for the 
first CA signal and then begins the initialization sequence. 

LE/BE 

65 

1 

LITTLE ENDIAN/BIG ENDIAN/This dual-function pin is used to 
select byte ordering. When LE/BE is high, little endian byte ordering is 
used; when low, big endian byte ordering is used for data in frames 
(bytes) and for control (SCB, RFD, CBL, etc.). 

CA 

119 

1 

CHANNEL ATTENTION. The CPU uses this pin to force the 82596 to . 
begin executing memory resident Command blocks. The CA signal is 
internally synchronized. The signal must be high for at least one 
system clock. It is latched internally on the high to low edge and then 
detected by the 82596. 

The first CA after a Reset forces the 82596 into the initialization 
sequence beginning at location 00FFFFF6h or an SCP address written 
to the 82596 using CPU Port access. All subsequent CA signals cause 
the 82596 to begin executing new command sequences from the SCB. 

int/INT 

125 

0 

INTERRUPT. A high signal on this pin notifies the CPU that the 82596 
is requesting an interrupt. This signal is an edge triggered interrupt 
signal, and can be configured to be active high or low. 

Vcc 

18 Pins 


POWER. +5V ±10%. 

Vss 

18 Pins 


GROUND. 0V. 

TxD 

54 

0 

TRANSMIT DATA. This pin transmits data to the serial link. It is high 
when not transmitting. 

TxC 

64 

1 

TRANSMIT CLOCK. This signal provides the fundamental timing for 
the serial subsystem. The clock is also used to transmit data 
synchronously on the TxD pin. For NRZ encoding, data is transferred 
to the TxD pin on the high to low clock transition. For Manchester 
encoding, the transmitted bit center is aligned with the low to high 
transition. Transmit clock should always be running for proper device 
operation. 
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PIN DESCRIPTION 

S (Continued) 

Symbol 

PQFP 
Pin No. 

Type 

Name and Function 

( 

LPBK 

58 

0 

LOOPBACK. This TTL-level control signal enables the loopback 
mode. In this mode serial data on the TxD input is routed through the 
82C501 internal circuits and back to the RxD output without driving the 
transceiver cable. To enable this signal, both internal and external 
loopback need to be set with the Configure command. 

RxD 

60 

1 

RECEIVE DATA. This pin receives NRZ serial data only. It must be 
high when not receiving. 

RxC 

59 

1 

RECEIVE CLOCK. This signal provides timing information to the 
internal shifting logic. For NRZ data the state of the RxD pin is 
sampled on the high to low transition of the clock. 

RTS 

57 

0 

REQUEST TO SEND. When this signal is low the 82596 informs the 
external interface that it has data to transmit. It is forced high after a 
Reset or when transmission is stopped. 

CTS 

62 

1 

CLEAR TO SEND. An active-low signal that enables the 82596 to 
send data. It is normally used as an interface handshake to RTS. 
Asserting CTS high stops transmission. CTS is internally synchronized. 
If CTS goes inactive, meeting the setup time to the TxC negative edge, 
the transmission will stop and RTS will go inactive within, at most, two 
TxC cycles. 

CRS 

63 

1 

CARRIER SENSE. This signal is active low, it is used to notify the 
82596 that traffic is on the serial link. It is only used if the 82596 is 
configured for external Carrier Sense. In this configuration external 
circuitry is required for detecting traffic on the serial link. CRS is 
internally synchronized. To be accepted, the signal must remain active 
for at least two serial clock cycles (for CRSF = 0). 

CD? 

61 

1 

COLLISION DETECT. This active-low signal informs the 82596 that a 
collision has occurred. It is only used if the 82596 is configured for 
external Collision Detect. External circuitry is required for collision 
detection. CDT is internally synchronized. To be accepted, the signal 
must remain active for at least two serial clock cycles (for CDTF=0). 
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82596 AND HOST CPU INTERACTION 

The 82596DX/SX and the host CPU communicate 
through shared memory. Because of its on-chip 
DMA capability, the 82596 can make data block 
transfers (buffers and frames) independently of the 
CPU; this greatly reduces the CPU byte transfer 
overhead. 


• The CPU can reset the 82596 via software with- 
out disturbing the rest of the system. 

• A self-test can be used for board testing; the 
82596 will execute a self-test and write the re- 
sults to memory. 

82596 BUS INTERFACE 


NOTE: 

The 82596DX and 82596SX differ in their address 
pin definitions and their data bus sizes. Information 
in this data sheet applies to both versions unless 
otherwise stated. 

The 82596 is a multitasking coprocessor that com- 
prises two independent logical units — the Command 
Unit (CU) and the Receive Unit (RU). The CU exe- 
cutes commands from shared memory. The RU han- 
dles all activities related to frame reception. The in- 
dependence of the CU and RU enables the 82596 to 
engage in both activities simultaneously — the CU 
can fetch and execute commands from memory 
while the RU is storing received frames in memory. 
The CPU is only involved with this process after the 
CU has executed a sequence of commands or the 
RU has finished storing a sequence of frames. 


The 82596DX/SX has bus interface timings and pin 
definitions that are compatible with Intel’s 32-bit 386 
DX, 386 SX, and 376 microprocessors. This elimi- 
nates the need for additional bus interface logic. Op- 
erating at 33 MHz, the 82596’s bus bandwidth can 
be as high as 66 MB/s. Since Ethernet only requires 
1.25 MB/s, this leaves a considerable amount of 
bandwidth for the CPU. The 82596 also has a bus 
throttle to regulate its use of the bus. Two timers can 
be programmed through the SCB: one controls the 
maximum time the 82596 can remain on the bus, the 
other controls the time the 82596 must stay off the 
bus (see Figure 5). The bus throttle can be pro- 
grammed to trigger internally with HLDA or external- 
ly with BREQ. These timers can restrict the 82596 
HOLD activation time and improve bus utilization. 



82596 MEMORY ADDRESSING 


The CPU and the 82596 use the hardware signals 
Interrupt (INT) and Channel Attention (CA) to initiate 
communication with the System Control Block 
(SCB), see Figure 4. The 82596 uses INT to alert the 
CPU of a change in the contents of the SCB, the 
CPU uses CA to alert the 82596. 

The 82596 has a CPU Port Access state that allows 
the CPU to execute certai n funct ions without ac- 
cessing memory. The 82596 PORT pin and data bus 
pins are used to enable this feature. The CPU can 
directly activate four operations when the 82596 is in 
this state. 

• Write an alternative System Configuration Pointer 
(SCP). This can be used when the 82596 cannot 
use the default SCP address space. 

• Write a different Dump Command Pointer and ex- 
ecute Dump. This can be used for troubleshoot- 
ing No Response problems. 


The 82596 has a 32-bit memory address range, 
which allows addressing up to four gigabytes of 
memory. The 82596 has three memory addressing 
modes (see Table 1). 

• 82586 Mode. The 82596 has a 24-bit memory 
address range. The System Control Block, Com- 
mand List, Receive Descriptor List, and Buffer 
Descriptors must reside in one 64-kB memory 
segment. Transmit and Receive buffers can re- 
side in a 24-bit address space. 

• 32-Bit Segmented Mode. The 82596 has a 32- 
bit memory address range. The System Control 
Block, Command List, Receive Descriptor List, 
and Buffer Descriptors must reside in one 64-kB 
memory segment. Transmit and Receive buffers 
can reside in a 32-bit address space. 

• Linear Mode. The 82596 has a 32-bit memory 
address range. Any memory structure can reside 
anywhere within the 32-bit memory address 
range. 
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Figure 4. 82596 and Host CPU Intervention 



Figure 5. Bus Throttle Timers 
Table 1. 82596 Memory Addressing Formats 



Operation Mode 

Pointer or Offset 

82586 

32-Bit 

Segmented 

Linear 

ISCP ADDRESS 

24-Bit Linear 

32-Bit Linear 

32-Bit Linear 

SCB ADDRESS 

Base (24) + Offset (16) 

Base (32) + Offset (1 6) 

32-Bit Linear 

Command Block Pointers 

Base (24) + Offset (1 6) 

Base (32) + Offset (1 6) 

32-Bit Linear 

Rx Frame Descriptors 

Base (24) + Offset (16) 

Base (32) + Offset (16) 

32-Bit Linear 

Tx Frame Descriptors 

Base (24) + Offset (16) 

Base (32) + Offset (16) 

32-Bit Linear 

Rx Buffer Descriptors 

Base (24) + Offset (16) 

Base (32) + Offset (16) 

32-Bit Linear 

Tx Buffer Descriptors 

Base (24) + Offset (16) 

Base (32) + Offset (16) 

32-Bit Linear 

Rx Buffers 

24-Bit Linear 

32-Bit Linear 

32-Bit Linear 

Tx Buffers 

24-Bit Linear 

32-Bit Linear 

32-Bit Linear 
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Figure 6. 82596 Shared Memory Structure 


82596 SYSTEM MEMORY 
STRUCTURE 

The Shared Memory structure consists of four parts: 
the Initialization Root, the System Control Block, the 
Command List, and the Receive Frame Area (see 
Figure 6). 

The Initialization Root is in an established location 
known to the host CPU and the 82596 (00FFFFF6h). 
However, the CPU can establish the Initialization 
Root in another location by using the CPU Port ac- 
cess. This root is accessed during initialization, and 
points to the System Control Block. 


The System Control Block serves as a bidirectional 
mail drop for the host CPU and the 82596 CU and 
RU. It is the central point through which the CPU and 
the 82596 exchange control and status information. 
The SCB has two areas. The first contains instruc- 
tions from the CPU to the 82596. These include: 
control of the CU and RU (Start, Abort, Suspend, 
and Resume), a pointer to the list of CU commands, 
a pointer to the Receive Frame Area, a set of Inter- 
rupt Acknowledge bits, and the T-ON and T-OFF 
timers for the bus throttle. The second area contains 
status information the 82596 is sending to the CPU. 
Such as, the CU and RU states (Idle, Active 
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Ready, Suspended, No Receive Resources, etc.), in- 
terrupt bits (Command Completed, Frame Received, 
CU Not Ready, and RU Not Ready), and statistical 
counters. 

The Command List functions as a program for the 
CU; individual commands are placed in memory 
units called Command Blocks (CBs). These CBs 
contain the parameters and status of specific high- 
level commands called Action Commands; e.g., 
Transmit or Configure. 

Transmit causes the 82596 to transmit a frame. The 
Transmit CB contains the destination address, the 
length field, and a pointer to a list of linked buffers 
holding the frame that is to be constructed from sev- 
eral buffers scattered throughout memory. The 
Command Unit operates without CPU intervention; 
the DMA for each buffer, and the prefetching of ref- 
erences to new buffers, is performed in parallel. The 
CPU is notified only after a transmission is complete. 

The Receive Frame Area is a list of Free Frame De- 
scriptors (descriptors not yet used) and a list of user- 
prepared buffers. Frames arrive at the 82596 unso- 
licited; the 82596 must always be ready to receive 
and store them in the Free Frame Area. The Re- 
ceive Unit fills the buffers when it receives frames, 
and reformats the Free Buffer List into received- 
frame structures. The frame structure is, for all prac- 
tical purposes, identical to the format of the frame to 
be transmitted. The first Frame descriptor is refer- 
enced by the SCB. Unless the 82596 is configured 
to Save Bad Frames, the frame descriptor, and the 
associated buffer descriptor, which is wasted when 
a bad frame is received, are automatically reclaimed 
and returned to the Free Buffer List. 

Receive buffer chaining (storing incoming frames in 
a linked buffer list) significantly improves memory 
utilization. Without buffer chaining, the user must al- 
locate consecutive blocks of memory, each capable 
of containing a maximum frame (for Ethernet, 1518 
bytes). Since an average frame is about 200 bytes, 
this is very inefficient. With buffer chaining, the user 
can allocate small buffers and the 82596 will only 
use those that are needed. 

Figure 7 A-D illustrates how the 82596 uses the 
Receive Frame Area. Figure 7A shows an unused 
Receive Frame Area composed of Free Frame De- 
scriptors and Free Receive Buffers prepared by the 
user. The SCB points to the first Frame Descriptor of 
the Frame Descriptor List. Figure 7B shows the 
same Receive Frame Area after receiving one 
frame. This first frame occupies two Receive Buffers 
and one Frame Descriptor — a valid received frame 


will only occupy one Frame Descriptor. After receiv- 
ing this frame the 82596 sets the next Free Frame 
Descriptor RBD pointer to the next Free RBD. Figure 
7C shows the RFA after receiving a second frame. 
In this example the second frame occupies only one 
Receive Buffer and one RFD. The 82596 again sets 
the RBD pointer. This process is repeated again in 
Figure 7D, showing the reception of another frame 
using one Receive Buffer; in this example there is an 
extra Frame Descriptor. 


TRANSMIT AND RECEIVE MEMORY 
STRUCTURES 

There are three memory structures for reception and 
transmission. The 82586 memory structure, the 
Flexible memory structure, and the Simplified memo- 
ry structure. The 82586 mode is selected by config- 
uring the 82596 during initialization. In this mode all 
the 82596 memory structures are compatible with 
the 82586 memory structures. 

When the 82596 is not configured to the 82586 
mode, the other two memory structures, Simplified 
and Flexible, are available for transmitting and re- 
ceiving. These structures can be selected on a 
frame-by-frame basis by setting the S/F bit in the 
Transmit Command and the Receive Frame De- 
scriptor (see Figures 29, 30, 41 , and 42). The Simpli- 
fied memory structure offers a simple structure for 
ease of programming (see Figure 8). All information 
about a frame is contained in one structure; for ex- 
ample, during reception the RFD and data field are 
contained in one structure. 

The Flexible memory structure (see Figure 9) has a 
control field that allows the programmer to specify 
the amount of receive data the RFD will contain for 
receive operations and the amount of transmit data 
the Transmit Command Block will contain for trans- 
mit operations. For example, when the control field 
in the RFD is set to 20 bytes during a reception, the 
first 20 bytes of the data field are stored in the RFD 
(6 Bytes of Destination Address, 6 Bytes of Source 
Address, 2 Bytes of Length Field, and 6 Bytes of 
Data), and the remainder of the data field is stored in 
the Receive Data Buffers. This is useful for capturing 
frame headers when header information is con- 
tained in the data field. The header information can 
then be automatically stored in the RFD partitioned 
from the Receive Data Buffer. 

The control field can also be used for the Transmit 
Command when the Flexible memory structure is 
used. The quantity of data field bytes to be transmit- 
ted from the Transmit Command Block is specified 
by the variable control field. 
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Figure 7. Frame Reception in the RFA 


1-127 



























imei 


82596DX/SX 


pgsomoimv 




Figure 8. Simplified Memory Structure 
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Figure 9. Flexible Memory Structure 
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TRANSMITTING FRAMES 

The 82596 executes high-level Action Commands 
from the Command List in system memory. Action 
Commands are fetched and executed in parallel with 
the host CPU operation, thereby significantly improv- 
ing system performance. The format of the Action 
Commands is shown in Figure 10. Figure 28 shows 
the 82586 mode, and Figures 29 and 30 shows the 
command formats of the Linear and 32-bit Segment- 
ed modes. 

A single Transmit command contains, as part of the 
command-specific parameters, the destination ad- 
dress and length field of the transmitted frame and a 
pointer to buffer area in memory containing the data 
portion of the frame. The data field is contained in a 
memory data structure consisting of a buffer de- 
scriptor (BD) and a data buffer — or a linked list of 
buffer descriptors and buffers — as shown in Figure 
11 . 

Multiple data buffers can be chained together using 
the BDs. Thus, a frame with a long data field can be 
transmitted using several (shorter) data buffers 
chained together. This chaining technique allows the 
system designer to develop efficient buffer manage- 
ment. 


frame check sequence field has been transmitted. In 
EOC mode the 82596 can be configured to extend 
short frames by adding pad bytes (7Eh) during trans- 
mission, according to the length field. In HDLC mode 
the 82596 will generate the 01111110 flag for the 
start and end frame delimiters, and do standard bit 
stuffing and stripping. Furthermore, the 82596 can 
be configured to pad frames shorter than the speci- 
fied minimum frame length by appending the appro- 
priate number of flags to the end of the frame. 

When a collision occurs, the 82596 manages the 
jam, random wait, and retry processes, reinitializing 
DMA pointers without CPU intervention. Multiple 
frames can be sent by linking the appropriate num- 
ber of Transmit commands together. This is particu- 
larly useful when transmitting a message larger than 
the maximum frame size (1518 bytes for Ethernet). 


CONTROL 

COMMAND STATUS 

FIELDS 

COMMAND 


LINK FIELD ,1 w NEXT 

(POINTER TO NEXT COMMAND) I w COMMAND 


PARAMETER FIELD 
(COMMAND-SPECIFIC 
PARAMETERS) 


The 82596 automatically generates the preamble 
(alternating Is and Os) and start frame delimiter, 
fetches the destination address and length field from 
the Transmit command, inserts its unique address 
as the source address, fetches the data field speci- 
fied by the Transmit command, and computes and 
appends the CRC to the end of the frame (see Fig- 
ure 12). In the Linear and 32-bit Segmented mode 
the CRC can be optionally inserted on a frame-by- 
frame basis by setting the NC bit in the Transmit 
Command Block (see Figures 29 and 30). 

The 82596 can be configured to generate two types 
of start and end frame delimiters — End of Carrier 
(EOC) or HDLC. In EOC mode the start frame delimi- 
ter is 10101011 and the end frame delimiter is indi- 
cated by the lack of a signal after the last bit of the 
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Figure 10. Action Command Format 



Figure 11. Data Buffer Descriptor and 
Data Buffer Structure 
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Figure 12. Frame Format 


RECEIVING FRAMES 

To reduce CPU overhead, the 82596 is designed to 
receive frames without CPU supervision. The host 
CPU first sets aside an adequate receive buffer 
space and then enables the 82596 Receive Unit. 
Once enabled, the RU watches for arriving frames 
and automatically stores them in the Receive Frame 
Area (RFA). The RFA contains Receive Frame De- 
scriptors, Receive Buffer Descriptors, and Data Buff- 
ers (see Figure 13). The individual Receive Frame 
Descriptors make up a Receive Descriptor List 
(RDL) used by the 82596 to store the destination 
and source addresses, the length field, and the 
status of each frame received (see Figure 14). 

Once enabled, the 82596 checks each passing 
frame for an address match. The 82596 will recog- 
nize its own unique address, one or more multicast 
addresses, or the broadcast address. If a match is 
found the 82596 stores the destination and source 
addresses and the length field in the next available 
RFD. It then begins filling the next available Data 
Buffer on the FBL, which is pointed to by the current 
RFD, with the data portion of the incoming frame. As 
one Data Buffer is filled, the 82596 automatically 
fetches the next DB on the FBL until the entire frame 
is received. This buffer chaining technique is particu- 
larly memory efficient because it allows the system 
designer to set aside buffers to fit frames much 
shorter than the maximum allowable frame length. If 
AL-LOC = 1, or if the flexible memory structure is 
used, the addresses and length field can be placed 
in the receive buffer. 

Once the entire frame is received without error, the 
82596 does the following housekeeping tasks. 

• The actual count field of the last Buffer Descrip- 
tor used to hold the frame just received is updat- 
ed with the number of bytes stored in the associ- 
ated Data Buffer. 

• The next available Receive Frame Descriptor is 
fetched. 

• The address of the next available Buffer Descrip- 
tor is written to the next available Receive Frame 
Descriptor. 

• A frame received interrupt status bit is posted in 
the SCB. 

• An interrupt is sent to the CPU. 


frame. The 82596 will continue to receive frames 
without CPU help as long as Receive Frame De- 
scriptors and Data Buffers are available. 


82596 NETWORK MANAGEMENT 
AND DIAGNOSTICS 

The behavior of data communication networks is 
normally very complex because of their distributed 
and asynchronous nature. It is particularly difficult to 
pinpoint a failure when it occurs. The 82596 has ex- 
tensive diagnostic and network management func- 
tions that help improve reliability and testability. The 
82596 reports on the following events after each 
frame is transmitted. 

• Transmission successful. 

• Transmission unsuccessful. Lost Carrier Sense. 

• Transmission unsuccessful. Lost Clear to Send. 

• Transmission unsuccessful. A DMA underrun oc- 
curred because the system bus did not keep up 
with the transmission. 

• Transmission unsuccessful. The number of colli- 
sions exceeded the maximum allowed. 

• Number of Collisions. The number of collisions 
experienced during the frame. 

• Heartbeat Indicator. This indicates the presence 
of a heartbeat during the last Interframe Spacing 
(IFS) after transmission. 

When configured to Save Bad Frames the 82596 
checks each incoming frame and reports the follow- 
ing errors. 

• CRC error. Incorrect CRC in a properly aligned 
frame. 

• Alignment error. Incorrect CRC in a misaligned 
frame. 

• Frame too short. The frame is shorter than the 
value configured for minimum frame length. 

• Overrun. Part of the frame was not placed in 
memory because the system bus did not keep up 
with incoming data. 

• Out of buffer. Part of the frame was discarded 
because of insufficient memory storage space. 

• Receive collision. A collision was detected during 
reception. 

• Length error. A frame not matching the frame 
length parameter was detected. 


If a frame error occurs, for example a CRC error, the 
82596 automatically reinitializes its DMA pointers 
and reclaims any data buffers containing the bad 
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Figure 13. Receive Frame Area Diagram 
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Figure 14. Receive Frame Descriptor 
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NETWORK PLANNING AND 
MAINTENANCE 

To properly plan, operate, and maintain a communi- 
cation network, the network management entity 
must accumulate information on network behavior. 
The 82596 provides a rich set of network-wide diag- 
nostics that can serve as the basis for a network 
management entity. 

Information on network activity is provided in the 
status of each frame transmitted. The 82596 reports 
the following activity indicators after each frame. 

• Number of collisions. The number of collisions 
the 82596 experienced while attempting to trans- 
mit the frame. 

• Deferred transmission. During the first transmis- 
sion attempt the 82596 had to defer to traffic on 

• the link. 

The 82596 updates its 32-bit statistical counters af- 
ter each received frame that both passes address 
filtering and is longer than the Minimum Frame 
Length configuration parameter. The 82596 reports 
the following statistics. 

• CRC errors. The number of well-aligned frames 
that experienced a CRC error. 

• Alignment errors. The number of misaligned 
frames that experienced a CRC error. 

• No resources. The number of frames that were 
discarded because of insufficient resources for 
reception. 

• Overrun errors. The number of frames that were 
not completely stored in memory because the 
system bus did not keep up with incoming data. 

• Receive Collision counter. The number of colli- 
sions detected during receive. 

• Short Frame counter. The number of frames that 
were discarded because they were shorter than 
the configured minimum frame length. 

The 82596 can be configured to Promiscuous mode. 
In this mode it captures all frames transmitted on the 
network without checking the Destination Address. 
This is useful when implementing a monitoring sta- 
tion to capture all frames for analysis. 

A useful method of capturing frame headers is to 
use the Simplified memory mode, configure the 
82596 to Save Bad Frames, and configure the 
82596 to Promiscuous mode with space in the RFD 


allocated for specific number of receive data bytes. 
The 82596 will receive all frames and put them in the 
RFD. Frames that exceed the available space in the 
RFD will be truncated, the status will be updated, 
and the 82596 will retrieve the next RFD. This allows 
the user to capture the initial data bytes of each 
frame (for instance, the header) and discard the re- 
mainder of the frame. 

The 82596 also has a monitor mode for network 
analysis. During normal operation the receive func- 
tion enables the 82596 to receive frames which pass 
address filtering. These frames must have the Start 
of Frame Delimiter (SFD) field and must be longer 
than the absolute minimum frame length of 5 bytes 
(6 bytes in case of Multicast address filtering). Con- 
tents and status of the received frames are trans- 
ferred to memory. The monitor function enables the 
82596 to simply evaluate the incoming frames. The 
82596 can monitor the frames that pass or do not 
pass the address filtering. It can also monitor frames 
which do not have the SFD fields. The 82596 can be 
configured to only keep statistical information about 
monitor frames. Three options are available in the 
Monitor mode. These modes are selectable by the 
two monitor mode configuration bits available in the 
configuration command. 

When the first option is selected, the 82596 receives 
good frames that pass address filtering and trans- 
fers them to memory while monitoring frames that 
do not pass address filtering or are shorter than the 
minimum frame size (these frames are not trans- 
ferred to memory). When this option is used the 
82596 updates six counters: CRC errors, alignment 
errors, no resource errors, overrun errors, short 
frames, and total good frames received. 

When the second option is selected, the receive 
function is completely disabled. The 82596 monitors 
only those frames that pass address filterings and 
meet the minimum frame length requirement. When 
this option is used the 82596 updates six counters: 
CRC errors, alignment errors, total frames (good and 
bad), short frames, collisions detected, and total 
good frames. 

When the third option is selected, the receive func- 
tion is completely disabled. The 82596 monitors all 
frames, including frames that do not have a Start 
Frame Delimiter. When this option is used the 82596 
updates six counter (CRC errors, alignment errors, 
total frames (good and bad), short frames, collisions 
detected, and total good frames. 
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STATION DIAGNOSTICS 
AND SELF-TEST 

The 82596 provides a large set of diagnostic and 
network management functions. These include inter- 
nal and external loopback and time domain reflec- 
tometry for locating fault points in the network cable. 
The 82596 ensures software reliability by dumping 
the contents of the 82596 internal registers into sys- 
tem memory. The 82596 has a self-test mode that 
enables it to run an internal self-test and place the 
results in system memory. 


82586 SOFTWARE COMPATIBILITY 

The 82596 has a software-compatible state in which 
all its memory structures are compatible with the 
82586 memory structure. This includes all the Action 
Commands, the Receive Frame Area (including the 
RFD, Buffer Descriptors, and Data Buffers), the Sys- 
tem Control Block, and the initialization procedures. 
There are two minor differences between the 82596 
in the 82586-Compatible memory structure and the 
82586. 

• When the internal and external loopback bits in 
the Configure command are set to 1 1 the 82596 
is in external loopback and the LPBK pin is acti- 
vated; in the 82586 this situation would produce 
internal loopback. 

• During a Dump command both the 82596 and 
82586 dump the same number of bytes; however, 
the data format is different. 


INITIALIZING THE 82596 


A Reset command is issued to the 82596 to prepare 
it for normal operation. The 82596 is initialized 
through two data structures that are addressed by 
two pointers, the System Configuration Pointer 
(SCP) and the Intermediate System Configuration 
Pointer (ISCP). The initialization procedure begins 
when a Channel Attention signal is asserted after 
RESET. The 82596 uses the address of the double 
word that contains the SCP as a default — 
00FFFFF4h. Before the CA signal is asserted this 
default address can be chang ed to any other avail- 
able address by asserting the PORT pin and provid- 
ing the desired address over the D31-D4 pins of the 
address bus. Pins D 3 -D 0 must be 0010; i.e., any 
alternative address must be aligned to 16 byte 
boundaries. All addresses sent to the 82596 must be 
word aligned, which means that all pointers and 
memory structures must start on an even address 
(A 0 = zero). 



SYSTEM CONFIGURATION POINTER 
(SCP) 

The SCP contains the SYSBUS byte and the loca- 
tion of the next structure of the initialization process, 
the ISCP. The following parameters are selected in 
the SYSBUS. 

• The 82596 operation mode. 

• The Bus Throttle timer triggering method. 

• Lock enabled. 

• Interrupt polarity. 

Byte ordering is determined by the LE/BE pin. 
LE/BE = 1 selects little endian byte ordering and 
LE/BE = 0 selects big endian byte ordering. 

NOTE: 

In the following, X indicates a bit not checked in 
82586 mode. This bit must be set to 0 in all other 
modes. 
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The following diagram illustrates the format of the SCP. 


31 ODD WORD 16 15 EVEN WORD 0 


X X 

X 

X 

X 

X 

X X 

SYSBUS 
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0 0 0 0 0 0 

0 

0 

0 

0 

0 

0 

0 

0 0 

0FFFFF4h 

X X 

X 

X 

X 

X 

X X 

X X 

X X X X X X 

X 

X X X X X X 

X 

X 

X 

X 

X 

X 

X 

X X 

0FFFFF8h 

A31 .. 





. . A24 

A23 



ISCP ADDRESS 








A0 

OFFFFFCh 


A31 . A24 are not checked in 82586 mode. 

X X areas are not checked in 82586 mode; they must be 0 in all other modes. 


A31 A24 are not checked in 82586 mode. 

X X areas are not checked in 82586 mode; they must be 0 in all other modes. 


SYSBUS 


23 


16 


E 

□ 

INT 

LOCK 

TRG 

_M1_ 

MO 

□ 



L 


: NOT CHECKED 


0 0 : 82586 mode 

0 1 : 32-Bit Segmented mode 

1 0 : Linear mode 
1 1 : Reserved 


Interrupt polarity 

0 - Interrupt pin is active 

high 

1 - Interrupt pin is active 

low 


I 0 : internal triggering of the 

Bus Throttle timers 
1 : external triggering of the 
Bus Throttle timers 

0 : LOCK function enabled 

1 : LOCK function disabled 
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ISCP ADDRESS — The physical address of the ISCP. In the 82586 mode, bits A31 -A24 are considered to 
be zero. 


Figure 15. The System Configuration Pointer 


Writing the Sysbus 

When writing the Sysbus byte it is important to pay attention to the byte order. 

• When a Little Endian processor is used, the Sysbus byte is located at byte address 00FFFFF6h (or address 
n+ 2 if an alternative SCP address n was programmed). 

• When a processor using Big Endian byte ordering is used, the SYSBUS, alternative SCP, and ISCP ad- 
dresses will be different. 

• The Sysbus byte is located at 00FFFFF5h. 

• If an alternative SCP address is programmed, the SYSBUS byte should be at byte address n+ 1. 


1-134 





82596DX/SX 




iny 


INTERMEDIATE SYSTEM CONFIGURATION POINTER (ISCP) 

The ISCP indicates the location of the System Control Block. Often the SCP is in ROM and the ISCP is in RAM. 
The CPU loads the SCB address (or an equivalent data structure) into the ISCP and asserts CA. This Channel 
Attention signal causes the 82596 to begin its initialization procedure and to get the SCB address from the 
ISCP and SCP. In 82586 and 32-bit Segmented modes the SCP base address is also the base address of all 
Command Blocks, Frame Descriptors, and Buffer Descriptors (but not buffers). All these data structures must 
reside in one 64-kB segment; however, in Linear mode no such limitation is imposed. 

The following diagram illustrates the ISCP format. 


ODD WORD EVEN WORD 


31 



16 

15 8 

7 


0 

A15 

SCB OFFSET 

A0 


BUSY | 


A23 


SCB BASE ADDRESS 



A0 


ISCP 
ISCP + 4 


T 

00000000 —in 82586 mode 
A31 A24 — in all other modes 


BUSY — Indicates that the 82596 is being initialized. The CPU sets the ISCP to 01 h before it gives 
the first CA to the 82596. The ISCP is cleared by the 82596 after the SCB base and offset 
are read. Note that the most significant byte of the first word of the ISCP is not modified 
when BUSY is cleared. 

SCB OFFSET — This 1 6-bit quantity specifies the offset portion of the address of the SCB. 

SCB BASE — Specifies the base portion of the address of the SCB. The base of SCB is also the base of 
all 82596 Command Blocks, Frame Descriptors and Buffer Descriptors. In the 82586 
mode, bits A31 -A24 are considered to be zero. 



Figure 16. The Intermediate System Configuration Pointer — 82586 and 32-Bit Segmented Modes 


31 

ODD WORD 

16 15 

EVEN WORD 
8 7 

0 


0 0 0 .... 



.000 

BUSY 

ISCP 

A31 


SCB ABSOLUTE ADDRESS 



A0 

ISCP + 4 


BUSY — Indicates that the 82596 is being initialized. The ISCP is set to 01 h by the CPU before its 

first CA to the 82596. It is cleared by the 82596 after the SCB address is read. 

SCB ADDRESS — This 32-bit quantity specifies the physical address of the SCB. 

Figure 17. The Intermediate System Configuration Pointer — Linear Mode. 


INITIALIZATION PROCESS 

The CPU sets up the SCP, ISCP, and the SCB structures, and, if desired, an alternative SCP address. It also 
sets BUSY to 01 h. The 82596 is initialized when a Channel Attention signal follows a Reset signal, causing the 
82596 to access the System Configuration Pointer. The sysbus byte, t he operational mode, the bus throttle 
timer triggering method, the interrupt polarity, and the state of LOCK are read. After reset the bus throttle 
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timers are essentially disabled — the T-ON value is infinite, the T-OFF value is zero. After the SCP is read, the 
82596 reads the ISCP and saves the SCB address. In 82586 and 32-bit Segmented modes this address is 
represented as a base address plus the offset (this base address is also the base address of all the control 
blocks). In Linear mode the base address is also an absolute address. The 82596 clears BUSY, sets CX and 
CNR to equal 1 in the SCB, clears the SCB command word, sends an interrupt to the CPU, and awaits another 
Channel Attention signal. RESET configures the 82596 to its default state before CA is asserted. 


CONTROLLING THE 82596DX/SX 

The host CPU controls the 82596 with the commands, data structures, and methods described in this section. 
The CPU and the 82596 communicate through shared memory structures. The 82596 contains two indepen- 
dent units: the Command Unit and the Receive Unit. The Command Unit executes commands from the CPU, 
and the Receive Unit handles frame reception. These two units are controlled and monitored by the CPU 
through a shared memory structure called the System Control Block (SCB). The CPU and the 82596 use the 
CA and INT signals to communicate with the SCB. 


82596 CPU ACCESS INTERFACE (PORT) 

The 82596 has a CPU access interface that allows the host CPU to do four things. 

• Write an alternative System Configuration Pointer address. 

• Write an alternative Dump area pointer and perform Dump. 

• Execute a software reset. 

• Execute a self-test. 

The following events initiate the CPU access state. 

• Presence of an address on the D 31 -D 4 data bus pins. 

• The D 3 -D 0 pins are used to select one of the four functions. 

• The PORT input pin is asserted, as in a regular write cycle. 

NOTE 

The SCP Dump and Self-Test addresses must be 16-byte aligned. 

The 82596 requires two 1 6-bit write cycles for a port co mmand. The first write holds the internal machines and 
reads the first 1 6 bits, the second activates the PORT command and reads the second 1 6 bits. 


The PORT Reset is useful when only the 82596 needs to be reset. The CPU must wait for 1 0-system and 5-se- 
rial clocks before issuing another CA to the 82596; this new CA begins a new initialization process. 

The Dump function is useful for troubleshooting No Respo nse problems. If the chip is in a No Response state, 
the PORT Dump operation can be executed and a PORT Reset can be used to reinitialize the 82596 without 
disturbing the rest of the system. 


The Self-Test function can be used for board testing; the 82596 will execute a self-test and write the results to 
memory. 

Table 2. PORT Function Selection 



D 31 .. 


D 4 




...Do 

Function 

Addresses and Results 

D 3 

d 2 

Di 

Do 

Reset 

A31 

Don’t Care 

A4 

0 

0 

0 

0 

Self-Test 

A31 

Self-Test Results Address 

A4 

0 

0 

0 

1 

SCP 

A31 

Alternative SCP Address 

A4 

0 

0 

1 

0 

Dump 

A31 

Dump Area Pointer 

A4 

0 

0 

1 

1 
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MEMORY ADDRESSING FORMATS 


The 82596 accesses memory by 32-bit addresses. There are two types of 32-bit addresses: linear and seg- 
mented. The type of address used depends on the 82596 operating mode and the type of memory structure it 
is addressing. The 82596 has three operating modes. 

• 82586 Mode 


• A Linear address is a single 24-bit entity. Address pins A 31 -A 24 are always zero. 

• A Segmented address uses a 24-bit base and a 16-bit offset. 

• 32-bit Segmented Mode 

• A Linear address is a single 32-bit entity. 

• A Segmented address uses a 32-bit base and a 16-bit offset. 

NOTE 

In the previous two memory addressing modes, each command header (CB, TBD, RFD, RBD, and SCB) 
must wholly reside within one segment. If the 82596 encounters a memory structure that does not follow this 
restriction, the 82596 will fetch the next contiguous location in memory (beyond the segment). 

• Linear Mode 

• A Linear address is a single 32-bit entity. 

• There are no Segmented addresses. 



Linear addresses are primarily used to address transmit and receive data buffers. In the 82586 and 32-bit 
Segmented modes, segmented addresses (base plus offset) are used for all Command Blocks, Buffer Descrip- 
tors, Frame Descriptors, and System Control Blocks. When using Segmented addresses, only the offset 
portion of the entity being addressed is specified in the block. The base for all offsets is the same — that of the 
SCB. 
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LITTLE ENDIAN AND BIG ENDIAN BYTE ORDERING 

The 82596 supports both Little Endian and Big Endian byte ordering for its memory structures. 

The 82596 supports Big Endian byte ordering for word and byte entities. Dword entities are not supported with 
Big Endian byte ordering. This results in slightly different 82596 memory structures for Big Endian operation. 
These structures are defined in the 32-Bit LAN Components User’s Manual. 

NOTE 

All 82596 memory entities must be word or dword aligned. 

An example of a double word entity is a frame descriptor command/status dword, whereas the raw data of the 
frame are byte entities. Both 32- and 16-bit buses are supported. When a 16-bit bus is used with Big Endian 
memory organization, data lines D 15 -Do are used. The 82596 has an internal crossover that handles these 
swap operations. 


COMMAND UNIT (CU) 

The Command Unit is the logical unit that executes Action Commands from a list of commands very similar to 
a CPU program. A Command Block is associated with each Action Command. The CU is modeled as a logical 
machine that takes, at any given time, one of the following states. 

• Idle. The CU is not executing a command and is not associated with a CB on the list. This is the initial state. 

• Suspended. The CU is not executing a command; however, it is associated with a CB on the list. The 
suspend state can only be reached if the CPU forces it through the SCB or sets the suspend bit in the RFD. 

• Active. The CU is executing an Action Command and pointing to its CB. 

The CPU can affect CU operation in two ways: by issuing a CU Control Command or by setting bits in the 
Command word of the Action Command. 

RECEIVE UNIT (RU) 

The Receive Unit is the logical unit that receives frames and stores them in memory. The RU is modeled as a 
logical machine that takes, at any given time, one of the following states. 

• Idle. The RU has no memory resources and is discarding incoming frames. This is the initial state. 

• No Resources. The RU has no memory resources and is discarding incoming frames. This state differs 
from Idle in that the RU accumulates statistics on the number of discarded frames. 

• Suspended. The RU has memory available for storing frames, but is discarding them. The suspend state 
can only be reached if the CPU forces it through the SCB or sets the suspend bit in the RFD. 

• Ready. The RU has memory available and is storing incoming frames. 

The CPU can affect RU operation in three ways: by issuing an RU Control Command, by setting bits in the 
Frame Descriptor Command word of the frame being received, or by setting the EL bit of the current buffer’s 
Buffer Descriptor. 

SYSTEM CONTROL BLOCK (SCB) 

The SCB is a memory block that plays a major role in communications between the CPU and the 82596. Such 
communications include the following. 

• Commands issued by the CPU 

• Status reported by the 82596 

Control commands are sent to the 82596 by writing them into the SCB and then asserting CA. The 82596 
examines the command, performs the required action, and then clears the SCB command word. Control 
commands perform the following types of tasks. 

• Operation of the Command Unit (CU), The SCB controls the CU by specifying the address of the Command 
Block List (CBL) and by starting, suspending, resuming, or aborting execution of CBL commands. 
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• Operation of the Bus Throttle. The SCB controls the Bus Throttle timers by providing them with new values 
and sending the Load and Start timer commands. The timers can be operated in both the 32-bit Segmented 
and Linear modes. 

• Reception of frames by the Receive Unit (RU). The SCB controls the RU by specifying the address of the 
Receive Frame Area and by starting, suspending, resuming, or aborting frame reception. 

• Acknowledgment of events that cause interrupts. 

• Resetting the chip. 

The 82596 sends status reports to the CPU via the System Control Block. The SCB contains four types of 
status reports. 

• The cause of the current interrupts. These interrupts are caused by one or more of the following 82596 
events. 

• The Command Unit completes an Action Command that has its / bit set. 

• The Receive Unit receives a frame. 

• The Command Unit becomes inactive. 

• The Receive Unit becomes not ready. 

• The status of the Command Unit. 

• The status of the Receive Unit. 

• Status reports from the 82596 regarding reception of corrupted frames. 

Events can be cleared only by CPU acknowledgment. If some events are not acknowledged by the ACK field 
the Interrupt signal (INT) will be reissued after Channel Attention (CA) is processed. Furthermore, if a new 
event occurs while an interrupt is set, the interrupt is temporarily cleared to trigger edge-triggered interrupt 
controllers. 

The CPU uses the Channel Attention line to cause the 82596 to examine the SCB. This signal is trailing-edge 
triggered — the 82596 latches CA on the trailing edge. The latch is cleared by the 82596 before the SCB 
control command is read. 


31 ODD WORD 16 15 EVEN WORD 0 


' ACK ' X CUC R RUC X X X X 

iii ii ii 

'STAT 0 CUS 0 RUS 0 0 0 0 

iii ii ii 

RFA OFFSET 

CBL OFFSET 

ALIGNMENT ERRORS 

CRC ERRORS 

OVERRUN ERRORS 

RESOURCE ERRORS 


SCB 

SCB + 4 
SCB + 8 
SCB + 12 


Figure 18. SCB — 82586 Mode 
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Figure 19. SCB — 32-Bit Segmented Mode 
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Figure 20. SCB— Linear Mode 
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ACK 
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These bits specifiy the action to be performed as a result of a CA. This word is set by the CPU and cleared by 
the 82596. Defined bits are: 


Bit 31 ACK-CX 
Bit 30 ACK-FR 
Bit 29 ACK-CNA 
Bit 28 ACK-RNR 
Bits 24-26 CUC 


\ 


— Acknowledges that the CU completed an Action Command. 

— Acknowledges that the RU received a frame. 

— Acknowledges that the Command Unit became not active. 

— Acknowledges that the Receive Unit became not ready. 

— (3 bits) This field contains the command to the Command Unit. Valid values are: 

0 — NOP (does not affect current state of the unit). 

1 — Start execution of the first command on the CBL. If a command is executing, 

complete it before starting the new CBL. The beginning of the CBL is in CBL 
OFFSET (address). 

2 — Resume the operation of the Command Unit by executing the next command. 

This operation assumes that the Command Unit has been previously sus- 
pended. 

3 — Suspend execution of commands on CBL after current command is complete. 

4 — Abort current command immediately. 

5 — Loads the Bus Throttle timers so they will be initialized with their new values 

after the active timer (T-ON or T-OFF) reaches Terminal Count. If no timer is 
active new values will be loaded immediately. This command is not valid in 
82586 mode. 

6 — Loads and immediately restarts the Bus Throttle timers with their new values. 

This command is not valid in 82586 mode. 


7 — Reserved. 
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Bits 20-22 RUC — (3 bits) This field contains the command to the Receive Unit. Valid values are: 

0 — NOP (does not alter current state of unit). 

1 — Start reception of frames. The beginning of the RFA is contained in the RFA 

OFFSET (address). If a frame is being received complete reception before 
starting. 

2 — Resume frame reception (only when in suspended state). 

3 — Suspend frame reception. If a frame is being received complete its reception 

before suspending. 

4 — Abort receiver operation immediately. 

5-7 — Reserved. 

Bit 23 RESET — Reset chip (logically the same as hardware RESET). 


Status Word 

15 0 



32-Bit Segmented and Linear Modes 


Indicates the status of the 82596. This word is modified only by the 82596. Defined bits are: 

Bit 15 CX — The CU finished executing a command with its / (interrupt) bit set. 

Bit 14 FR — The RU finished receiving a frame. 

Bit 13 CNA — The Command Unit left the Active state. 

Bit 12 RNR — The Receive Unit left the Ready state. 

Bits 8-10 CUS — (3 bits) This field contains the status of the command unit. Valid values are: 

0 — Idle 

1 — Suspended 

2 — Active 
3-7 — Not used 

Bits 4-7 RUS — This field contains the status of the receive unit. Valid values are: 

Oh (0000) — Idle 
1h (0001) — Suspended 

2h (0010) — No resources. This bit indicates both no resources due to lack of RFDs 
in the RDL and no resources due to lack of RBDs in the FBL. 

4h (0100) — Ready 

8h (1000) — No more RBDs (not in the 82586 mode). 

Ah (1010) — No resources due to no more RBDs. (Not in the 82586 mode.) 

No other combinations are allowed. 

Bit 3 T — Bus Throttle timers loaded (not in 82586 mode). 

SCB OFFSET ADDRESSES 
CBL Offset (Address) 

In 82586 and 32-bit Segmented modes this 16-bit quantity indicates the offset portion of the address for the 
first Command Block on the CBL. In Linear mode it is a 32-bit linear address for the first Command Block on 
the CBL. It is accessed only if CUC equals Start. 
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RFA Offset (Address) 

In 82586 and 32-bit Segmented modes this 16-bit quantity indicates the offset portion of the address for the 
Receive Frame Area. In Linear mode it is a 32-bit linear address for the Receive Frame Area. It is accessed 
only if RUC equals Start. 

SCB STATISTICAL COUNTERS 

Statistical Counter Operation 

• The CPU is responsible for clearing all error counters before initializing the 82596. The 82596 updates 
these counters by reading them, adding 1, and then writing them back to the SCB. 

• The counters are wraparound counters. After reaching FFFFFFFFh the counters wrap around to zero. 

• The 82596 updates the required counters for each frame. It is possible for more than one counter to be 
updated; multiple errors will result in all affected counters being updated. 

• The 82596 executes the read-counter/increment/write-counter operation without relinquishing the bus 
(locked operation). This is to ensure that no logical contention exists between the 82596 and the CPU due 
to both attempting to write to the counters simultaneo usly. In the dual-port memory configuration the CPU 
should not execute any write operation to a counter if LOCK is asserted. 

• The counters are 32-bits wide and their behavior is fully compatible with the IEEE 802.3 standard. The 
82596 supports all relevant statistics (mandatory, optional, and desired) through the status of the transmit 
and receive header and directly through SCB statistics. 

CRCERRS 

This 32-bit quantity contains the number of aligned frames discarded because of a CRC error. This counter is . 
updated, if needed, regardless of the RU state. 

ALNERRS 

This 32-bit quantity contains the number of frames that both are misaligned (i.e., where CRS deasserts on a 
nonoctet boundary) and contain a CRC error. The counter is updated, if needed, regardless of the RU state. 

SHRTFRM 

This 32-bit quantity contains the number of received frames shorter than the minimum frame length. 

The last three counters change function in monitor mode. 

RSCERRS 

This 32-bit quantity contains the number of good frames discarded because there were no resources to 
contain them. Frames intended for a host whose RU is in the No Receive Resources state, fall into this 
category. This counter is updated only if the RU is in the No Resources state. When in Moniitor mode, this 
counter counts the total number of frames. 

OVRNERRS 

This 32-bit quantity contains the number of frames known to be lost because the local system bus was not 
available. If the traffic problem lasts longer than the duration of one frame, the frames that follow the first are 
lost without an indicator, and they are not counted. This counter is updated, if needed, regardless of the RU 
state. 

RCVCDT 

This 32-bit quantity contains the number of collisions detected during frame reception. In Monitor mode this 
counter counts the total number of good frames. 
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ACTION COMMANDS AND OPERATING MODES 


This section lists all the Action Commands of the Command Unit Command Block List (CBL). Each command 
contains the Command field, the Status and Control fields, the link to the next Action Command, and any 
command-specific parameters. There are three basic types of action commands: 82596 Configuration and 
Setup, Transmission, and Diagnostics. The following is a list of the actual commands. 

• NOP • Transmit 


• Individual Address Setup • TDR 

• Configure • Dump 

• MC Setup • Diagnose 

The 82596 has three addressing modes. In the 82586 mode all the Action Commands look exactly like those 
of the 82586. 

• 82586 Mode. The 82596 software and memory structure is compatible with the 82586. 



• 32-Bit Segmented Mode. The 82596 can access the entire system memory and use the two new memory 
structures — Simplified and Flexible — while still using the segmented approach. This does not require any 
significant changes to existing software. 

• Linear Mode. The 82596 operates in a flat, linear, 4 gigabyte memory space without segmentation. It can 
also use the two new memory structures. 


In the 32-bit Segmented mode there are some differences between the 82596 and 82586 action commands, 
mainly in programming and activating new 82596 features. Those bits marked “don’t care” in the compatible 
mode are not checked; however, we strongly recommend that those bits all be zeroes; this will allow future 
enchancements and extensions. 

In the Linear mode all of the address offsets become 32-bit address pointers. All new 82596 features are 
accessible in this mode, and all bits previously marked “don’t care” must be zeroes. 

The Action Commands, and all other 82596 memory structures, must begin on even byte boundaries, i.e., they 
must be word aligned. 


NOP 

This command results in no action by the 82596 except for those performed in the normal command process- 
ing. It is used to manipulate the CBL manipulation. The format of the NOP command is shown in Figure 21. 







NOP — 82586 and 32-Bit Segmented Modes 
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NOP— Linear Mode 
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Figure 21 
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where: 

LINK POINTER — In the 82586 or 32-bit Segmented modes this is a 16-bit offset to the next Command 
Block. In the Linear mode this is the 32-bit address of the next Command Block. 

EL — If set, this bit indicates that this command block is the last on the CBL. 

If set to one, suspend the CU upon completion of this CB. 

If set to one, the 82596 will generate an interrupt after execution of the command is 
complete. If I is not set to one, the CX bit will not be set. 

The NOP command. Value: Oh. 

Reserved (zero in the 32-bit Segmented and Linear modes). 

This bit indicates the execution status of the command. The CPU initially resets it to zero 
when the Command Block is placed on the CBL. Following a command Completion, the 
82596 will set it to one. 

B — This bit indicates that the 82596 is currently executing the NOP command. It is initially 

reset to zero by the CPU. The 82596 sets it to one when execution begins and to zero 
when execution is completed. This bit is also set when the 82596 prefetches the com- 
mand. 

NOTE: 

The C and B bits are modified in one operation. 

OK — Indicates that the command was executed without error. If set to one no error occurred 

(command executed OK). If zero an error occur. 


S — 

I — 

CMD (bits 16-18) — 
Bits 19-28 — 

C — 


INDIVIDUAL ADDRESS SETUP 


This command is used to load the 82596 with the Individual Address. This address is used by the 82596 for 
inserting the Source Address during transmission and recognizing the Destination Address during reception. 
After RESET, and prior to Individual Address Setup Command execution, the 82596 assumes the Broadcast 
Address is the Individual Address in all aspects, i.e.: 

• This will be the Individual Address Match reference. 

• This will be the Source Address of a transmitted frame (for AL-LOC=0 mode only). 

The format of the Individual Address Setup command is shown in Figure 22. 


I A Setup— 82586 and 32-Bit Segmented Modes 
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IA Setup — Linear Mode 
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Figure 22 


where: 

LINK ADDRESS, — As per standard Command Block (see the NOP command for details) 

EL, B, C, I, S 

A — Indicates that the command was abnormally terminated due to CU Abort control 

command. If one, then the command was aborted, and if necessary it should be 
repeated. If this bit is zero, the command was not aborted. 

1-144 











82596DX/SX 




inteT 


Bits 19-28 — Reserved (zero in the 32-bit Segmented and Linear modes). 

CMD (bits 16-18) — The Address Setup command. Value: 1 h. 

INDIVIDUAL ADDRESS — The individual address of the node, 0 to 6 bytes long. 

The least significant bit of the Individual Address must be zero for Ethernet (see the Command Structure). 
However, no enforcement of 0 is provided by the 82596. Thus, an Individual Address with 1 as its least 
significant bit is a valid Individual Address in all aspects. 

The default address length is 6 bytes long, as in 802.3. If a different length is used the IA Setup command 
should be executed after the Configure command. 

CONFIGURE 

The Configure command loads the 82596 with its operating parameters. It allows changing some of the 
parameters by specifying a byte count less than the maximum number of configuration bytes (12 in the 82586 
mode, 16 in the 32-Bit Segmented and Linear modes). The 82596 configuration depends on its mode of 
operation. 

• In the 82586 mode the maximum number of configuration bytes is 12. Any number larger than 12 will be 
reduced to 1 2 and any number less than 4 will be increased to 4. 

• The additional features of the serial side are disabled in the 82586 mode. 

• In both the 32-Bit Segmented and Linear modes there are four additional configuration bytes, which hold 
parameters for additional 82596 features. If these parameters are not accessed, the 82596 will follow their 
default values. 

• For more detailed information refer to the 82596 User’s Manual. 

The format of the Configure command is shown in Figures 23, 24, and 25. 


31 ODD WORD 16 15 EVEN WORD 0 


ELS 1 XXXXXXXXXXO 1 0 

C B OK A000000000000 

Byte 1 

ByteO 

A15 LINK OFFSET AO 

Byte 5 

Byte 4 

Byte 3 

Byte 2 

Byte 9 

Byte 8 

Byte 7 

Byte 6 

XXXXXXXXXXXXXXXX 

XXXXXXXX 

Byte 1 0 


Figure 23. CONFIGURE— 82586 Mode 


31 ODD WORD 16 15 EVEN WORD 0 


ELS 1 000000000001 0 

C B OK A000000000000 

Byte 1 

ByteO 

A15 LINK OFFSET AO 

Byte 5 

Byte 4 

Byte 3 

Byte 2 

Byte 9 

Byte 8 

Byte 7 

Byte 6 

Byte 13 

Byte 12 

Byte 11 

Byte 10 


0 

4 

8 

12 

16 


Figure 24. CONFIGURE— 32-Bit Segmented Mode 





Figure 25. CONFIGURE— Linear Mode 


LINK ADDRESS, — As per standard Command Block (see the NOP command for details) 

EL, B, C, I, S 

A — Indicates that the command was abnormally terminated due to a CU Abort control com- 

mand. If 1, then the command was aborted and if necessary it should be repeated. If this 
bit is 0, the command was not aborted. 

Bits 19-28 — Reserved (zero in the 32-Bit Segmented and Linear Modes) 

CMD (bits 16-18) — The CONFIGURE command. Value: 2h. 

The interpretation of the fields follows: 


7 6 5 4 3 2 1 0 



BYTEO 


BYTE CNT (Bits 0-3) Byte Count. Number of bytes, including this one, that hold pa- 

rameters to be configured. 

PREFETCHED (Bit 7) Enable the 82596 to write the prefetched bit in all prefetch 

RBDs. 

NOTE: 


The P bit is valid only in the new memory structure modes. In 82586 mode this bit is disabled 
(i.e., no prefetched mark). 

7 o 



BYTE 1 

FIFO Limit (Bits 0-3) FIFO limit. 

MONITOR# (Bits 6-7) Receive monitor options. If the Byte Count of the configure 


command is less than 12 bytes then these Monitor bits are 
ignored. 

DEFAULT: C8h 



BYTE 2 

SAV BF (Bit 7) 0 — Received bad frames are not saved in the memory. 

1— Received bad frames are saved in the memory. 


DEFAULT: 40h 
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LOOPBACK 

MODE 

i 

PREAMBLE LENGTH 

NO SRC 
ADD INS 

i i 

ADDRESS LENGTH 

i i 


BYTE 3 

ADR LEN (Bits 0-2) 

NO SCR ADDINS (Bit 3) 

PREAM LEN (Bits 4-5) 
LP BCK MODE (Bits 6-7) 
DEFAULT: 26h 


Address length (any kind). 

No Source Address Insertion. 

In the 82586 this bit is called AL LOC. 

Preamble length. 

Loopback mode. 


BOF METD 

EXPONENTIAL PRIORITY 

i i 

0 

LINEAR PRIORITY 

i i 


BYTE 4 

LINPRIO (Bits 0-2) 
EXP PRIO (Bits 4-6) 
BOF METD (Bit 7) 
DEFAULT: OOh 


Linear Priority. 

Exponential Priority. 
Exponential Backoff method. 



7 0 

' 1 1 1 INTER FRAME SPACING ' 

1 I I L— I I I 

BYTE 5 

INTERFRAME SPACING Interframe spacing. 

DEFAULT: 60h 


7 0 

' ' ' SLOT TIME -LOW ' ' ' 

1 1 i i i i 

BYTE 6 

SLOT TIME (L) Slot time, low byte. 

DEFAULT: OOh 


7 


0 


MAXIMUM RETRY NUMBER 

i i i 


0 


SLOT TIME -HIGH 


BYTE 7 

SLOT TIME (H) Slot time, high part. 

(Bits 0-2) 

RETRY NUM (Bits 4-7) Number of transmission retries on collision. 

DEFAULT: F2h 
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0 

DAn 

BIT 

CRC16/ 

NOCRC 

Tx ON 

MAN/ 

BC 

PRM 

rnU 

STUFF 

CRC32 

INSER 

NO CRS 

NRZ 

DIS 

MODE 


BYTE 8 

PRM (Bit 0) Promiscuous mode. 

BC DIS (Bit 1) Broadcast disable. 

MANCH/NRZ (Bit 2) Manchester or NRZ encoding. See specific timing require- 

ments for TxC in Manchester mode. 

TONO CRS (Bit 3) Transmit on no CRS. 

NOCRC INS (Bit 4) No CRC insertion. 

CRC-16/CRC-32 (Bit 5) CRC type. 

BIT STF (Bit 6) Bit stuffing. 

PAD (Bit 7) Padding. 

DEFAULT: OOh 



BYTE 9 

CRSF (Bits 0-2) Carrier Sense filter (length). 

CRS SRC (Bit 3) Carrier Sense source. 

CDTF (Bits 4-6) Collision Detect filter (length). 

CDT SRC (Bit 7) Collision Detect source. 

DEFAULT: OOh 



BYTE 10 

MIN FRAME LEN Minimum frame length. 

DEFAULT: 40h 



BYTE 1 1 

PRECRS (Bit 0) Preamble until Carrier Sense 

LNGFLD (Bit 1) Length field. Enables padding at the End-of-Carrier framing 

(802.3). 

CRCINM (Bit 2) Rx CRC appended to the frame in memory. 

AUTOTX (Bit 3) Auto retransmit. 

CDBSAC (Bit 4) Collision Detect by source address recognition. 

MC ALL (Bit 5) Enable to receive all MC frames. 

MONITOR (Bits 6-7) Receive monitor options. 

DEFAULT: FFH 
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7 


0 

DCR 

FDX 

DCR SLOT ADDRESS 

t i i i i 

BYTE 12 



DCR SLOT ADDRESS Station index in DCR mode. 

(Bits 0-5) 

FDX (Bit 6) 

Enables Full Duplex operation. 

DCR (Bit 7) 
DEFAULT: OOh 

Enables Deterministic collision resolution. 

7 


o 

DIS BOF 

MULT_IA 

DCR NUMBER OF STATIONS 

i t i i i 


BYTE 13 , 

DCR NUMBER OF Number of stations in DCR mode. 

STATIONS (Bits 0-5) 

MULT__IA (Bit 6) Multiple individual address. 

DIS BOF (Bit 7) Disable the backoff algorithm. 

DEFAULT: 3Fh 
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A reset (hardware or software) configures the 82596 according to the following defaults. 


Table 4. Configuration Defaults 



Parameter 

Default Value 

Units/Meaning 


ADDRESS LENGTH 

**6 

Bytes 


A/L FIELD LOCATION 

0 

Located in FD 

* 

AUTO RETRANSMIT 

1 

Auto Retransmit Enable 


BITSTUFFING/EOC 

0 

EOC 


BROADCAST DISABLE 

0 

Broadcast Reception Enabled 

* 

CDBSAC 

1 

Disabled 


CDT FILTER 

0 

Bit Times 


CDTSRC 

0 

External Collision Detection 

* 

CRC IN MEMORY 

1 

CRC Not Transferred to Memory 


CRC-16/CRC-32 

**o 

CRC-32 


CRS FILTER 

0 

0 Bit Times 


CRS SRC 

0 

External CRS 

* 

DCR 

0 

Disable DCR Protocol 

* 

DCR Slot Number 

0 

DCR Disabled 

* 

DCR Number of Stations 

63 

Stations 

* 

DISBOF 

0 

Backoff Enabled 


EXT LOOPBACK 

0 

Disabled 


EXPONENTIAL PRIORITY 

**0 

802.3 Algorithm 


EXPONENTIAL BACKOFF METHOD 

**o 

802.3 Algorithm 

* 

FULL DUPLEX (FDX) 

0 

CSMA/CD Protocol (No FDX) 


FIFO THRESHOLD 

8 

TX: 32 Bytes, RX: 64 Bytes 


INT LOOPBACK 

0 

Disabled 


INTERFRAME SPACING 

**96 

Bit Times 


LINEAR PRIORITY 

**o 

802.3 Algorithm 

* 

LENGTH FIELD 

1 

Padding Disabled 


MIN FRAME LENGTH 

**64 

Bytes 

* 

MC ALL 

1 

Disabled 

♦ 

MONITOR 

11 

Disabled 


MANCHESTER/NRZ 

0 

NRZ 

* 

MULTI IA 

0 

Disabled 


NUMBER OF RETRIES 

**15 

Maximum Number of Retries 


NO CRC INSERTION 

0 

CRC Appended to Frame 


PREFETCH BIT IN RBD 

0 

Disabled (Valid Only in New Modes) 


PREAMBLE LENGTH 


Bytes 

* 

Preamble Until CRS 

1 

Disabled 


PROMISCUOUS MODE 

0 

Address Filter On 


PADDING 

0 

No Padding 


SLOT TIME 

**512 

Bit Times 


SAVE BAD FRAME 

0 

Discards Bad Frames 


TRANSMIT ON NO CRS 

0 

Disabled 


NOTES: 

1 . This configuration setup is compatible with the IEEE 802.3 specification. 

2. The Asterisk “*” signifies a new configuration parameter not available in the 82586. 

3. The default value of the Auto retransmit configuration parameter is enabled (1 ). 

4. Double Asterisk “**” signifies IEEE 802.3 requirements. 
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MULTICAST-SETUP 

This command is used to load the 82596 with the Multicast-IDs that should be accepted. As noted previously, 
the filtering done on the Multicast-IDs is not perfect and some unwanted frames may be accepted. This 
command resets the current filter and reloads it with the specified Multicast-IDs. The format of the Multicast- 
addresses setup command is: 


31 ODD WORD 16 15 EVEN WORD 0 


EL 

S 

1 XXXXXXXXXX0 1 1 

CB OK A 000000000000 

X 

X 

MC COUNT 

A15 LINK OFFSET AO 

4th byte 

1st byte 

MULTICAST ADDRESSES LIST 
Nth byte | 


Figure 26. MC Setup— 82586 and 32-Bit Segmented Modes 



31 



ODD WORD 

16 15 




EVEN WORD 0 

EL 

S 

' 

0000000000 

0 1 1 

C 

B 

OK 

A 

0000 0 0000000 

A31 



LINK ADDRESS 


A0 

2nd byte 


1st byte 

X 

x 

MC COUNT 

Nth byte 

MULTICAST ADDRESSES LIST 

1 


Figure 27. MC Setup — Linear Mode 


where: 

LINK ADDRESS, 
EL, B, C, I, S 

A 

Bits 19-28 
CMD (bits 16-18) 
MC-CNT 


MC LIST 


— As per standard Command Block (see the NOP command for details) 

— Indicates that the command was abnormally terminated due to a CU Abort control 
command. If one, then the command was aborted and if necessary it should be 
repeated. If this bit is zero, the command was not aborted. 

— Reserved (0 in both the 32-Bit Segmented and Linear Modes). 

— The MC SETUP command value: 3h. 

This 14-bit field indicates the number of bytes in the MC LIST field. The MC CNT 
must be a multiple of the ADDR LEN; otherwise, the 82596 reduces the MC CNT to 
the nearest ADDR LEN multiple. MC CNT=0 implies resetting the Hash table 
which is equivalent to disabling the Multicast filtering mechanism. 

— A list of Multicast Addresses to be accepted by the 82596. The least significant bit 
of each MC address must be 1 . 


NOTE; 

The list is sequential; i.e., the most significant byte of an address is immediately followed by the least signifi- 
cant byte of the next address. 

— When the 82596 is configured to recognize multiple Individual Address (Multi-IA), 
the MC-Setup command is also used to set up the Hash table for the individual 
address. 

The least significant bit in the first byte of each IA address must be 0. 
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TRANSMIT 

This command is used to transmit a frame of user data onto the serial link. The format of a Transmit command 
is as follows. 


31 



ODD WORD 


16 15 


EVEN WORD 

0 


s 

0 

□ 

XXXXXXXXXX 

El 

0 0 

C 

0 

STATUS BITS 

MAXCOLL 

1° 



TBD OFFSET 


AO 

A15 

LINK OFFSET 

AO 



DESTINATION ADDRESS 


1st byte 


LENGTH FIELD 

6th byte 



Figure 28. TRANSMIT — 82586 Mode 


31 ODD WORD 16 15 EVEN WORD 0 


EL S 1 0 0 0 NC SF 1 0 0 

C 

B 

STATUS BITS MAXCOLL 

A15 TBD OFFSET AO 

A15 LINK OFFSET A0 

0 00000 0 000000000 

EOF 

0 

TCB COUNT 

4th byte 

DESTINATION ADDRESS 1st byte 

LENGTH FIELD 

6th byte 

OPTIONAL DATA 


Figure 29. TRANSMIT— 32-Bit Segmented Mode 


31 ODD WORD 16 15 EVEN WORD 0 








1 0 0 

Q 

El 

STATUS BITS 

MAXCOLL 

A31 






LINK ADDRESS 

A0 

A31 




TRANSMIT BUFFER DESCRIPTOR ADDRESS 

A0 

0 0 

0 0 

0 0 

0 0 0 

0 0 

0 0 

0 0 0 

EOF 

0 

TCB COUNT 

4th byte 

DESTINATION ADDRESS 

1st byte 

LENGTH FIELD 

6th byte 







OPTIONAL DATA 

- 


Figure 30. TRANSMIT— Linear Mode 


31 COMMAND WORD 16 


EL 

S 

m 

0 

0 

0 

0 

0 

0 

0 

0 

NC 

SF 

1 0 0 


T 


0: No CRC Insertion disable; when the 
configure command is configured to 
not insert the CRC during 
transmission the NC has no effect. 

1 : No CRC Insertion enable; when the 
configure command is configured to 
insert the CRC during transmission 
the CRC will not be inserted when 
NC = 1. 


0: Simplified Mode, all the Tx data is in 
the Transmit Command Block. The 
Transmit Buffer Descriptor Address 
field is all 1 s. 

1 : Flexible Mode. Data is in the TCB 
and in a linked list of TBDs. 
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where: 

EL, B, C, I, S 
OK (Bit 13) 

A (Bit 12) 

Bits 19-28 
CMD (Bits 16-18) 
Status Bit 1 1 
Status Bit 1 0 


Status Bit 9 
Status Bit 8 

Status Bit 7 

Status Bit 6 


Status Bit 5 

MAX-COL 
(Bits 3-0) 

LINK OFFSET 
TBD POINTER 


DEST ADDRESS 


LENGTH FIELD 
TCB COUNT 


EOF Bit 




— As per standard Command Block (see the NOP command for details). 

— Error free completion. 

— Indicates that the command was abnormally terminated due to CU Abort control 
command. If 1, then the command was aborted, and if necessary it should be 
repeated. If this bit is 0, the command was not aborted. 

— Reserved (0 in the 32-bit Segmented and Linear modes). 

— The transmit command: 4h. 

— Late collision. A late collision (a collision after the slot time is elapsed) is detected. 

— No Carrier Sense signal during transmission. Carrier Sense signal is monitored 
from the end of Preamble transmission until the end of the Frame Check Sequence 
for TONOCRS = 1 (Transmit On No Carrier Sense mode) it indicates that transmis- 
sion has been executed despite a lack of CRS. For TONOCRS = 0 (Ethernet 
mode), this bit also indicates unsuccessful transmission (transmission stopped 
when lack of Carrier Sense has been detected). 

— Transmission unsuccessful (stopped) due to Loss of CTS. 

— Transmission unsuccessful (stopped) due to DMA Underrun; i.e., the system did 
not supply data for transmission. 

— Transmission Deferred, i.e., transmission was not immediate due to previous link 
activity. 

— Heartbeat Indicator, Indicates that after a previously performed transmission, and 
before the most recently performed transmission, (Interframe Spacing) the CDT 
signal was monitored as active. This indicates that the Ethernet Transceiver Colli- 
sion Detect logic is performing properly. The Heartbeat is monitored during the 
Interframe Spacing period. 

— Transmission attempt was stopped because the number of collisions exceeded the 
maximum allowable number of retries. 

— The number of Collisions experienced during this frame. Max Col = 0 plus S5 = 1 
indicates 16 collisions. 

— As per standard Command Block (see the NOP for details). 

— In the 82586 and 32-bit Segmented modes this is the offset of the first Tx Buffer 
Descriptor containing the data to be transmitted. In the Linear mode this is the 32- 
bit address of the first Tx Buffer Descriptor on the list. If the TBD POINTER is all Is 
it indicates that no TBD is used. 

— Contains the Destination Address of the frame. The least significant bit (MC) indi- 
cates the address type. 

MC=0: Individual Address. 

MC=1: Multicast or Broadcast Address. 

If the Destination Address bits are all Is this is a Broadcast Address. 

— The contents of this 2-byte field are user defined. In 802.3 it contains the length of 
the data field. It is placed in memory in the same order it is transmitted; i.e., most 
significant byte first, least significant byte second. 

— This 14-bit counter indicates the number of bytes that will be transmitted from the 
Transmit Command Block, starting from the third byte after the TCB COUNT field 
(address /7+12 in the 32-bit Segmented mode, A/+16 in the Linear mode). The 
TCB COUNT field can be any number of bytes (including an odd byte), this allows 
the user to transmit a frame with a header having an odd number of bytes. The 
TCB COUNT field is not used in the 82586 mode. 

— Indicates that the whole frame is kept in the Transmit Command Block. In the 
Simplified memory model it must be always asserted. 
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The interpretation of what is transmitted depends on the No Source Address insertion configuration bit and the 
memory model being used. 

NOTES 

1. The Destination Address and the Length Field are sequential of the Length Field immediately follows the 
most significant byte of the Destination Address. 

2. In case the 82596 is configured with No Source Address insertion bit equal to 0, the 82596 inserts its 
configured Source Address in the transmitted frame. 

• In the 82586 mode, or when the Simplified memory model is used, the Destination and Length fields of the 
transmitted frame are taken from the Transmit Command Block. 

• If the FLEXIBLE memory model is used, the Destination and Length fields of the transmitted frame can be 
found either in the TCB or TBD, depending on the TCB COUNT. 

3. If the 82596 is configured with the Address/ Length Field Location equal to 1, the 82596 does not insert its 
configured Source Address in the transmitted frame. The first (2 X Address Length) + 2 bytes of the 
transmitted frame are interpreted as Destination Address, Source Address, and Length fields respectively. 
The location of the first transmitted byte depends on the operational mode of the 82596: 

• In the 82586 mode, it is always the first byte of the first Tx Buffer. 

• In both the 32-bit Segmented and Linear modes it depends on the SF bit and TCB COUNT: 

— In the Simplified memory mode the first transmitted byte is always the third byte after the TCB COUNT 
field. 

— In the Flexible mode, if the TCB COUNT is greater than 0 then it is the third byte after the TCB COUNT 
field. If TCB COUNT equals 0 then it is first byte of the first Tx Buffer. 

• Transmit frames shorter than six bytes are invalid. The transmission will be aborted (only in 82586 mode) 
because of a DMA Underrun. 

4. Frames which are aborted during transmission are jammed. Such an interruption of transmission can be 
caused by any reason indicated by any of the status bits 8,9,10 and 1 2. 

JAMMING RULES 

1. Jamming will not start before completion of preamble transmission. 

2. Collisions detected during transmission of the last 11 bits will not result in jamming. 


The format of a Transmit Buffer Descriptor is: 





82586 Mode 




31 

ODD WORD 

1615 


13 

EVEN WORD 

0 



NEXT TBD OFFSET 

EOF 

X 

SIZE (ACT COUNT) 

0 


X X 

X X X X X X 

TRANSMIT BUFFER ADDRESS 

4 




32-Bit Segmented Mode 




31 

ODD WORD 

16 15 


13 

EVEN WORD 

0 



NEXT TBD OFFSET 

EOF 

0 

SIZE (ACT COUNT) 

0 


TRANSMIT BUFFER ADDRESS 

4 





Linear Mode 




31 

ODD WORD 

16 15 


13 

EVEN WORD 

0 



0 0 

0 0 0 0 0 0 

0 0 0 

0 0 0 0 0 

EOF 

0 

SIZE (ACT COUNT) 

0 


NEXT TBD ADDRESS 

4 


TRANSMIT BUFFER ADDRESS 

8 

1 











Figure 31 
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where: 

EOF 

SIZE (ACT COUNT) 
NEXT TBD ADDRESS 


BUFFER ADDRESS 


TDR 

This operation activates Time Domain Reflectometry, which is a mechanism to detect open or short circuits on 
the link and their distance from the diagnosing station. The TDR command has no parameters. The TDR 
transmit sequence was changed, compared to the 82586, to form a regular transmission. The TDR bit stream 
is as follows. 

— Preamble 

— Source address 

— Another Source address (the TDR frame is transmitted back to the sending station, 
so DEST ADR = SRC ADR). 

— Data field containing 7Eh patterns. 

— Jam Pattern, which is the inverse CRC of the transmitted frame. 

Maximum length of the TDR frame is 2048 bits. If the 82596 senses collision while transmitting the TDR frame 
it transmits the jam pattern and stops the transmission. The 82596 then triggers an internal timer (STC); the 
timer is reset at the beginning of transmission and reset if CRS is returned. The timer measures the time 
elapsed from the start of transmission until an echo is returned. The echo is indicated by Collision Detect going 
active or a drop in the Carrier Sense signal. The following table lists the possible cases that the 82596 is able 
to analyze. 


Conditions of TDR as Interpreted by the 82596 


Transceiver Type 

Condition 

Ethernet 

Non Ethernet 

Carrier Sense was inactive for 2048-bit-time 
periods 

Short or Open on the 
Transceiver Cable 

NA 

Carrier Sense signal dropped 

Short on the Ethernet cable 

NA 

Collision Detect went active 

Open on the Ethernet cable 

Open on the Serial Link 

The Carrier Sense Signal did not drop or the 
Collision Detect did not go active within 
2048-bit time period 

No Problem 

No Problem 


— This bit indicates that this TBD is the last one associated with the frame being 
transmitted. It is set by the CPU before transmit. 

— This 14-bit quantity specifies the number of bytes that hold information for the 
current buffer. It is set by the CPU before transmission. 

— In the 82586 and 32-bit Segmented modes, it is the offset of the next TBD on the 
list. In the Linear mode this is the 32-bit address of the next TBD on the list. It is 
meaningless if EOF = 1. 

— The starting address of the memory area that contains the data to be sent. In the 
82586 mode, this is a 24-bit address (A31-A24 are considered to be zero). In the 
32-bit Segmented and Linear modes this is a 32-bit address. 



An Ethernet transceiver is defined as one that returns transmitted data on the receive pair and activates the 
Carrier Sense Signal while transmitting. A Non-Ethernet Transceiver is defined as one that does not do so. 
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The format of the Time Domain Reflectometer command is: 



Figure 32. TDR 


where: 

LINK ADDRESS, 
EL, B, C, I, S 

A 


Bits 19-28 
CMD (Bits 16-18) 
TIME 


LNK OK (Bit 15) 
XCVR PRB (Bit 14) 

ETOPN (Bit 13) 

ETSRT (Bit 12) 


— As per standard Command Block (see the NOP command for details). 

— Indicates that the command was abnormally terminated due to CU Abort control 
command. If one, then the command was aborted, and if necessary it should be 
repeated. If this bit is zero, the command was not aborted. 

— Reserved (0 in the 32-bit Segmented and Linear Modes). 

— The TDR command. Value: 5h. 

— An 1 1-bit field that specifies the number of TxC cycles that elapsed before an echo 
was observed. No echo is indicated by a reception consisting of “Is” only. Be- 
cause the network contains various elements such as transceiver links, transceiv- 
ers, Ethernet, repeaters etc., the TIME is not exactly proportional to the problems 
distance. 

— No link problem identified. TIME = 7FFh. 

— Indicates a Transceiver problem. Carrier Sense was inactive for 2048-bit time peri- 
od. LNK OK=0. TIME=7FFh. 

— The transmission line is not properly terminated. Collision Detect went active and 
LNK OK=0. 

— There is a short circuit on the transmission line. Carrier Sense Signal dropped and 
LNK OK = 0. 
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DUMP 

This command causes the contents of various 82596 registers to be placed in a memory area specified by the 
user. It is supplied as a 82596 self-diagnostic tool, and to provide registers of interest to the user. The format 
of the DUMP command is: 


82586 and 32-Bit Segmented Modes 

31 ODD WORD 16 15 EVEN WORD 0 


EL 

S 

0 

xxxxxxxxxx 

1 1 0 

C 

B 

OK 

Ll 

0000000 00 

0 0 0 

A15 

BUFFER OFFSET 

AO 

A15 



LINK OFFSET 

A0 


Linear Mode 


31 


ODD WORD 

16 15 



EVEN WORD 0 

m 

S 

' 

XXXXXXXX XX 

1 1 0 

C 


OK 

0 0 00000000000 

A31 


LINK ADDRESS 

A0 

A31 


BUFFER ADDRESS 

A0 



Figure 33. Dump 


where: 

LINK ADDRESS, 
EL, B, C, I, S 

OK 

Bits 19-28 
CMD (Bits 16-18) 
BUFFER POINTER 


— As per standard Command Block (see the NOP command for details). 

— Indicates error free completion. 

— Reserved (0 in the 32-bit Segmented and Linear Modes). 

— The Dump command. Value: 6h. 

— In the 82586 and 32-bit Segmented modes this is the 16-bit-offset portion of the 
dump area address. In the Linear mode this is the 32-bit linear address of the dump 
area. 


Dump Area Information Format 

• The 82596 is not Dump compatible with the 82586 because of the 32-bit internal architecture. In 82586 
mode the 82596 will dump the same number of bytes as the 82586. The compatible data will be marked 
with an asterisk. 

• In 82586 mode the dump area is 170 bytes. 

• The dump area format of the 32-bit Segmented and Linear modes is described in Figure 35. 

• The size of the dump area of the 32-bit Segmented and Linear modes is 304 bytes. 

• When the dump is executed by the Port command an extra word will be appended to the Dump Area. The 
extra word is a copy of the Dump Area status word (containing the C, B, and OK bits). The C and OK bits 
are set when the 82596 has completed the Port Dump command. 
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15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 



DMA CONTROL REGISTER* 

00 NOTE: 


CONFIGURE BYTES 3, 2 

02 *The 82596 is not Dump compatible 



_ with the 82586 because of the 32-bit 


CONFIGURE BYTES 5, 4 

04 internal architecture. In 82586 mode 


CONFIGURE BYTES 7, 6 

06 the 82596 will dump the same number 


CONFIGURE BYTES 9, 8 

08 of bytes as the 82586. The compati- 


CONFIGURE BYTES 10 

oa ble data will be marked with an aster- 


I.A. BYTES 1,0* 

oc isk. 


I.A. BYTES 3, 2* 

oe * "These bytes are not user defined, 


I.A. BYTES 5, 4* 

10 results may vary from Dump com- 


LAST T.X. STATUS* 

12 mand to Dump command. 


T.X. CRC BYTES 1,0* 

14 


T.X. CRC BYTES 3, 2* 

16 


R.X. CRC BYTES 1,0* 

18 


R.X. CRC BYTES 3, 2* 

1 A 


R.X. TEMP MEMORY 1,0* 

1C 


R.X. TEMP MEMORY 3, 2* 

IE 


R.X. TEMP MEMORY 5, 4* 

20 


LAST RECEIVED STATUS* 

22 


HASH REGISTER BYTES 1,0* 

24 


HASH REGISTER BYTES 3, 2* 

26 


HASH REGISTER BYTES 5, 4* 

28 


HASH REGISTER BYTES 7, 6* 

2A 


SLOT TIME COUNTER* 

2C 


WAIT TIME COUNTER* 

2E 


MICRO MACHINE** 

30 


REGISTER FILE 



60 BYTES 

6A 


MICRO MACHINE LFSR** 

6C 


MICRO MACHINE 

6E 


FLAG ARRAY 



14 BYTES 

7A 


QUEUE MEMORY** 

7C 


CU PORT 



8 BYTES 

82 


MICRO MACHINE ALU** 

84 


RESERVED** 

86 


M.M. TEMP A ROTATE R** 

88 


M.M. TEMP A** 

8A 


T.X. DMA BYTE COUNT** 

8C 


M.M. INPUT PORT ADDRESS* * 

8E 


T.X. DMA ADDRESS** 

90 


M.M. OUTPUT PORT** 

92 ' 


R.X. DMA BYTE COUNT** 

94 


R.U.DMA ADDRESS** 

96 


M.M. OUTPUT PORT ADDRESS REGISTER** 

98 


RESERVED** 

9A 


BUS THROTTLE TIMERS 

9C 


DIU CONTROL REGISTER** 

9E 


RESERVED** 

A0 


DMA CONTROL REGISTER** 

A2 


BIU CONTROL REGISTER** 

A4 


M.M. DISPATCHER REGISTER** 

A6 


M.M. STATUS REGISTER** 

A8 


Figure 34. Dump Area Format— 82586 Mode 
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31 

0 



CONFIGURE BYTES 5, 4, 3, 2 

00 


CONFIGURE BYTES 9, 8, 7, 6 

04 


CONFIGURE BYTES 13. 12, 11. 10 

08 


I.A. BYTES 1,0 

xxxxxxxx 

OC 


I.A. BYTES 5, 2 

10 


TX CRC BYTES 0, 1 

LAST T.X. STATUS 

14 


RX CRC BYTES 0, 1 

TX CRC BYTES 3, 2 

18 


RXTEMP MEMORY 1,0 

RX CRC BYTES 3, 2 

1C 


R.X. TEMP MEMORY 5, 2 

20 


HASH REGISTERS 1,0 

LAST R.X. STATUS 

24 


HASH REGISTER BYTES 5, 2 

28 


SLOT TIME COUNTER 

HASH REGISTERS 7, 6 

2C 


RECEIVE FRAME LENGTH 

WAIT-TIME COUNTER 

30 


MICRO MACHINE** 

34 


REGISTER FILE 

NOTE: 




*The 82596 is not Dump compatible 


128 BYTES 

B0 with the 82586 because of the 32-bit 


— 

— 

internal architecture. In 82586 mode 


MICRO MACHINE LFSR** 

04 the 82596 will dump the same number 


MICRO MACHINE** 

B8 of bytes as the 82586. The compati- 




ble data will be marked with an aster- 


FLAG ARRAY 

isk. 




* These bytes are not user defined, 


28 BYTES 

DO results may vary from Dump com- 


M.M. INPUT PORT** 

D4 mand to Dump command. 


16 BYTES 

E0 


MICRO MACHINE ALU** 

E4 


RESERVED** 

E8 

' 

M.M. TEMP A ROTATE R.** 

EC 


M.M. TEMP A** 

F0 


T.X. DMA BYTE COUNT** 

F4 


M.M. INPUT PORT ADDRESS REGISTER** 

F8 

' 

T.X. DMA ADDRESS** 

FC 

• 

M.M. OUTPUT PORT REGISTER** 

100 


R.X. DMA BYTE COUNT** 

104 


M.M. OUTPUT PORT ADDRESS REGISTER** 

108 


R.X. DMA ADDRESS REGISTER** 

IOC 


RESERVED** 

110 


BUS THROTTLE TIMERS 

114 


DIU CONTROL REGISTER** 

118 


RESERVED** 

11C 


DMA CONTROL REGISTER** 

120 


BIU CONTROL REGISTER** 

124 


M.M. DISPATCHER REG.** 

128 


M.M. STATUS REGISTER** 

12C 


Figure 35. Dump Area Format — Linear and 32-Bit Segmented Mode 
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DIAGNOSE 

The Diagnose Command triggers an internal self-test procedure that checks internal 82596 hardware, which 
includes: 

• Exponential Backoff Random Number Generator (Linear Feedback Shift Register). 

• Exponential Backoff Timeout Counter. 

• Slot Time Period Counter. 

• Collision Number Counter. 

• Exponential Backoff Shift Register. 

• Exponential Backoff Mask Logic. 

• Timer Trigger Logic. 

This procedure checks the operation of the Backoff block, which resides in the serial side and is not easily 
controlled. The Diagnose command is performed in two phases. 


The format of the 82596 Diagnose command is: 



Figure 36. Diagnose 


where: 


LINK ADDRESS, 
EL, B, C, I, S 

Bits 19-28 
CMD (bits 16-18) 
OK (bit 13) 

F (bit 11) 


— As per standard Command Block (see the NOP command for details). 

— Reserved (0 in the 32-bit Segmented and Linear Modes). 

— The Diagnose command. Value: 7h. 

— Indicates error free completion. 

— Indicates that the self-test procedure has failed. 


RECEIVE FRAME DESCRIPTOR 

Each received frame is described by one Receive Frame Descriptor (see Figure 37). Two new memory 
structures are available for the received frames. The structures are available only in the Linear and 32-bit 
Segmented modes. 
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Simplified Memory Structure 

The first is the Simplified memory structure, the data section of the received frame is part of the RFD and is 
located immediately after the Length Field. Receive Buffer Descriptors are not used with the Simplified struc- 
ture, it is primarily used to make programming easier. If the length of the data area described in the Size Field 
is smaller than the incoming frame, the following happens. 

1 . The received frame is truncated. 

2. The No Resource error counter is updated. 

3. If the 82596 is configured to Save Bad Frames the RFD is not reused; otherwise, the same RFD is used to 
hold the next received frame, and the only action taken regarding the truncated frame is to update the 
counter. 

4. The 82596 continues to receive the next frame in the next RFD. 
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Note that this sequence is very useful for monitoring. If the 82596 is configured to Save Bad Frames, to 
receive in Promiscuous mode, and to use the Simplified memory structure, any programmed length of received 
data can be saved in memory. 


The Simplified memory structure is shown in Figure 38. 



Figure 38. RFA Simplified Memory Structure 


Flexible Memory Structure 

The second structure is the Flexible memory structure, the data structure of the received frame is stored in 
both the RFD and in a linked list of Receive Buffers — Receive Buffer Descriptors. The received frame is placed 
in the RFD as configured in the Size field. Any remaining data is placed in a linked list of RBDs. 

The Flexible memory structure is shown in Figure 39. , 
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Buffers on the receive side can be different lengths. The 82596 will not place more bytes into a buffer than 
indicated in the associated RBD. The 82596 will fetch the next RBD before it is needed. The 82596 will 
attempt to receive frames as long as the FBL is not exhausted. If there are no more buffers, the 82596 
Receive Unit will enter the No Resources state. Before starting the RU, the CPU must place the FBL pointer in 
the RBD pointer field of the first RFD. All remaining RBD pointer fields for subsequent RFDs should be “Is.” If 
the Receive Frame Descriptor and the associated Receive Buffers are not reused (e.g., the frame is properly 
received or the 82596 is configured to Save Bad Frames), the 82596 writes the address of the next free RBD 
to the RBD pointer field of the next RFD. 


RECEIVE BUFFER DESCRIPTOR (RBD) 

The RBDs are used to store received data in a flexible set of linked buffers. The portion of the frame’s data 

field that is outside the RFD is placed in a set of buffers chained by a sequence of RBDs. The RFD points to HHj 

the first RBD, and the last RBD is flagged with an EOF bit set to 1 . Each buffer in the linked list of buffers 

related to a particular frame can be any size up to 2 14 bytes but must be word aligned (begin on an even 

numbered byte). This ensures optimum use of the memory resources while maintaining low overhead. All 

buffers in a frame are filled with the received data except for the last, in which the actual count can be smaller 

than the allocated buffer space. 



290219-17 

Figure 39. RFA Flexible Memory Structure 
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SOURCE ADDRESS 


e 


OPTIONAL DATA AREA 


Figure 41. Receive Frame Descriptor— 32-Bit Segmented Mode 


31 ODD WORD 16 15 EVEN WORD 0 

El[s|x X X X X X X X X X XX X X c]b |qk| 0 I STATUS BITS [0 0 0 0 0 0 0 

A15 RBD OFFSET AO A15 LINK OFFSET AO 4 

4th byte DESTINATION ADDRESS 1st byte 8 

SOURCE ADDRESS 1st byte 6th byte 1 

| 6th byte 4th byte 1 

X X X X X X X X X X X X X XX x[ LENGTH FIELD [ 2 

Figure 40. Receive Frame Descriptor— 82586 Mode 



ODD WORD 


EVEN WORD 

STATUS BITS 


A31 

LINK ADDRESS 

AO 

4 

A31 

RECEIVE BUFFER DESCRIPTOR ADDRESS 

AO 

8 

0 0 

SIZE 

EOF F ACTUAL COUNT 

12 

4th byte j 

DESTINATION ADDRESS 

1 st byte| 

16 

SOURCE ADDRESS 

1 st bytel 

6th byte 

20 


| LENGTH FIELD 

OPTIONAL DATA AREA 

Figure 42. Receive Frame Descriptor-rLinear Mode 
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where: 

EL 

S 

SF 


C 

B 


OK (bit 13) 
STATUS 


LINK ADDRESS 

RBD POINTER 

EOF 

F 

SIZE 

ACT COUNT 
MC 

DESTINATION 

ADDRESS 

SOURCE ADDRESS 


— When set, this bit indicates that this RFD is the last one on the RDL. 

— When set, this bit suspends the RU after receiving the frame. 

— This bit selects between the Simplified or the Flexible mode. 

0 — Simplified mode, all the RX data is in the RFD. RBD ADDRESS field is all 
“Is.” 


1 — Flexible mode. Data is in the RFD and in a linked list of Receive Buffer De- 
scriptors. 


— This bit indicates the completion of frame reception. It is set by the 82596. 


— This bit indicates that the 82596 is currently receiving this frame, or that the 82596 
is ready to receive the frame. It is initially set to 0 by the CPU. The 82596 sets it to 
1 when reception set up begins, and to 0 upon completion. The C and B bits are 
set during the same operation. 



— Frame received successfully, without errors. RFDs with bit 13 equal to 0 are possi- 
ble only if the save bad frames configuration option is selected. Otherwise all 
frames with errors will be discarded, although statistics will be collected on them. 


— The results of the Receive operation. Defined bits are, 


Bit 1 2: Length error if configured to check length 

Bit 11: CRC error in an aligned frame 

Bit 10: Alignment error (CRC error in misaligned frame) 

Bit 9: Ran out of buffer space — no resources 

Bit 8: DMA Overrun failure to acquire the system bus. 

Bit 7: Frame too short. 

Bit 6: No EOP flag (for Bit stuffing only) 

Bit 5: When the SF bit equals zero, and the 82596 is configured to save bad 

frames, this bit signals that the received frame was truncated. Otherwise 
it is zero. 


. Bits 2-4: Zeros 

Bit 1 : When it is zero, the destination address of the received frame matches 

the IA address. When it is 1, the destination address of the received 
frame does not match the individual address. For example, a multicast 
address or broadcast address will set this bit to a 1. 

Bit 0: Receive collision, a collision is detected during reception. 

— A 16-bit offset (32-bit address in the Linear mode) to the next Receive Frame 
Descriptor. The Link Address of the last frame can be used to form a cyclical list. 

— The offset (address in the Linear mode) of the first RBD containing the received 
frame data. An RBD pointer of all ones indicates no RBD. 

— These fields are for the Simplified and Flexible memory models. They are exactly 
the same as the respective fields in the Receive Buffer Descriptor. See the next 
section for detailed explanation of their functions. 


— Multicast bit. 

— The contents of the destination address of the receive frame. The field is 0 to 6 
bytes long. 

— The contents of the Source Address field of the received frame. It is 0 to 6 bytes 
long. 
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LENGTH FIELD — The contents of this 2-byte field are user defined. In 802.3 it contains the length of 

the data field. It is placed in memory in the same order it is received, i.e., most 
significant byte first, least significant byte second. 

NOTES 

1. The Destination address, Source address and Length fields are packed, i.e., one field immediately follows 

the next. 

2. The affect of Address/ Length Location (No Source Address Insertion) configuration parameter while re- 
ceiving is as follows: 

— 82586 Mode: The Destination address, Source address and Length field are not used, they are placed in 
the RX data buffers. 

— 32-Bit Segmented and Linear Modes: when the Simplified memory model is used, the Destination address, 
Source address and Length fields reside in their respective fields in the RFD. When the Flexible memory 
strucrture is used the Destination address, Source address, and Length field locations depend on the SIZE 
field of the RFD. They can be placed in the RFD, in the RX data buffers, or partially in the RFD and the rest 
in the RX data buffers, depending on the SIZE field value. 












82586 Mode 




31 





ODD WORD 




16 15 



EVEN WORD 

0 



A15 




NEXT RBD OFFSET 



AO 

EOF 

F 

ACTUAL COUNT 

0 


X X 

X 

X 

X 

X 

X X 

A23 





RECEIVE BUFFER ADDRESS 

AO 

4 


X X 

X 

X 

X 

X 

X X 

X X 

X 

X 

X 

XXX 

EL 

x 

SIZE 

8 










32-Bit Segmented Mode 




31 





ODD WORD 




16 15 



EVEN WORD 

0 



A15 




NEXT RBD OFFSET 



AO 

EOF 

F 

ACTUAL COUNT 

0 


A31 









RECEIVE BUFFER ADDRESS 


AO 

4 


0 0 

0 

0 

0 

0 

0 0 

0 0 

0 

0 

0 

0 0 0 

EL 

P 

SIZE 

8 











Linear Mode 




31 





ODD WORD 




16 15 



EVEN WORD 

0 



0 0 

0 

0 

0 

0 

0 0 

0 0 

0 

p 

0 

0 0 0 

EOF 


ACTUAL COUNT 

0 


A31 










NEXT RBD ADDRESS 


AO 

4 


A31 









RECEIVE BUFFER ADDRESS 


AO 

8 


0 0 

0 

0 

0 

0 

0 0 

0 0 

0 

0 

0 

0 0Q 

EL 

P 

SIZE 


1 


















Figure 43. Receive Buffer Descriptor 
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EOF 

F 

ACT COUNT 

NEXT BD ADDRESS 
BUFFER ADDRESS 

EL 

P 

SIZE 
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— Indicates that this is the last buffer related to the frame. It is cleared by the CPU 
before starting the RU, and is written by the 82596 at the end of reception of the 
frame. 

— Indicates that this buffer has already been used. The Actual Count has no meaning 
unless the F bit equals one. This bit is cleared by the CPU before starting the RU, 
and is set by the 82596 after the associated buffer has been. This bit has the same 
meaning as the Complete bit in the RFD and CB. 

— This 14-bit quantity indicates the number of meaningful bytes in the buffer. It is 
cleared by the CPU before starting the RU, and is written by the 82596 after the 
associated buffer has already been used. In general, after the buffer is full, the 
Actual Count value equals the size field of the same buffer. For the last buffer of 
the frame, Actual Count can be less than the buffer size. 

— The offset (absolute address in the Linear mode) of the next RBD on the list. It is 
meaningless if EL= 1. 

— The starting address of the memory area that contains the received data. In the 
82586 mode, this is a 24-bit address (with pins A24-A31 =0). In the 32-bit Seg- 
mented and Linear modes this is a 32-bit address. 

— Indicates that the buffer associated with this RBD is last in the FBL. 

— This bit indicates that the 82596 has already prefetched the RBDs and any change 
in the RBD data will be ignored. This bit is valid only in the new 82596 memory 
modes, and if this feature has been enabled during configure command. The 
82596 Prefetches the RBDs in locked cycles; after prefetching the RBD the 82596 
performs a write cycle where the P bit is set to one and the rest of the data remains 
unchanged. The CPU is responsible for resetting it in all RBDs. The 82596 will not 
check this bit before setting it. 

— This 14-bit quantity indicates the size, in bytes, of the associated buffer. This quan- 
tity must be an even number. 
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ELECTRICAL AND TIMING CHARACTERISTICS 
D.C. CHARACTERISTICS 

T C = 0°C-85°C, Vcc = 5V ±10% CLK2 and LE/BE have MOS levels (see V MIL> Vmih)- 
All other signals have TTL levels (see Vil, V|h, Vql. Vqh)- 


Symbol 

Parameter 

Min 

Max 

Units 

Notes 

V| L 

Input Low Voltage (TTL) 

-0.3 

+ 0.8 

V 


V|H 

Input High Voltage (TTL) 

2.0 

V CC + 0.3 

V 


Vmil 

Input Low Voltage (MOS) 

-0.3 

+ 0.8 

V 


V MIH 

Input High Voltage (MOS) 

3.7 

V CC + 0.3 

jF r v 


Vol 

Output Low Voltage (TTL) 


0.45 

V 

Iql = 4.0 mA(U 

VciL 

RxC, TxC Input Low Voltage 

-0.5 

A6 

V 


VdH 

RxC, TxC Input High Voltage 


Vcc + 0.5 

V 


VOH 

Output High Voltage (TTL) 

mm 


V 


'Ll 

Input Leakage Current 


•:>' +15 


0 ^ V| N ^ Vcc 

•lo 

Output Leakage Current 


±15 




Capacitance of Input Buffer 


10 

pF 



Capacitance of Input/Qutput 
Buffer 


12 



CcLK 

GLK Capacitance 


20 

pF 

FC = 1 MHz 

icc 

Power Supply 


150 

mA 

At 16 MHz 
for the 82596SX 

•cc 

Power Supply 


200 

mA 

At 25 MHz 

Icc 

Power Supply 


300 

mA 

At 33 MHz 
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A.C. CHARACTERISTICS 

82596DX INPUT/OUTPUT SYSTEM TIMINGS T c = 0°Cto +85°, V C c = 5V ±10% 

These timings assume the C|_ on all outputs is 50 pF unless otherwise specified. Cl can be 20 
however, timings must be derated. 

All timing requirements are given in nanoseconds. 


pF to 120 pF, 


Symbol 




Parameter 

Operating Frequency 


CLK2 Period 

CLK2 High 

CLK2 Low 

CLK2 Rise Time 


CLK2 Fall Time 


CA and BREQ Setup Time 


CA and BREQ Hold Time 


CA and BREQ, PORT Pulse Width 

INT Valid Delay 

BEx, LOCK, and A2-A31 Valid Delay 
BEx, LOCK, and A2-A31 Float Delay 
W/R and ADS Valid Delay 


W/R and ADS Float Delay 


D0-D31 Write Data Valid Delay 


DO -D31 Write Data Float Delay 


D0-D31 CPU PORT Access Setup Time 


D0-D31 CPU PORT Access Hold Time 
PORT Setup Time 


PORT Hold Time 


RDY Setup Time 

RDY Hold Time 

D0-D31 READ Setup Time 
D0-D31 READ Hold Time 

HOLD Valid Delay 

HLDA Setup Time 
HLDA Hold Time 


RESET Setup Time 


25 MHz | 

Notes 

Min 

Max 


12 MHz 

25 MHz 

CLK2/2 

20 

40 


4 

3.7V 

5 

0.8V 


7 

0.8V to 3.7V 
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A.C. CHARACTERISTICS (Continued) 

82596DX INPUT/OUTPUT SYSTEM TIMINGS T c = 0°Cto +85°C, V C c = 5V ±5% 

These timings assume the Cl on all outputs is 50 pF unless otherwise specified. Cl can be 20 pF to 120 pF, 
however, timings must be derated. 

All timing requirements are given in nanoseconds. 


Symbol 

Parameter 

33 MHz 

Notes 

Min 

Max 


Operating Frequency 

12.5 MHz 

33 MHz 

CLK2/2 

T1 

CLK2 Period 

15 

40 


T2 

CLK2 High 

4.5 


3.7V 

T3 

CLK2 Low 

4.5 


0.8V 

T4 

CLK2 Rise Time 

— 

4 

3.7 V to 0.8V 

T5 

CLK2 Fall Time 

— 

4 

0.8V to 3.7V 

T13 

CA and BREQ Setup Time 

7 


1,2,3 

T14 

CA and BREQ Hold Time 

3 


1,2,3 

T26 

CA and BREQ, PORT Pulse. Width 

4T1 


3 


INT Valid Delay 


20 


T6 

BEx, LOCK, and A2-A31 Valid Delay 

4 

15 


T7 

BEx, LOCK, and A2-A31 Float Delay 

4 ■" 

20 


T8 

W/R and ADS Valid Delay 

y';V,'4' 

15 


T9 

W/R and ADS Float Delay 

■ ‘ 4 

20 


T10 

DO -D31 Write Data Valid Delay 

3 

19 


Til 

D0-D31 Write Data Float Delay 

4 

17 


T27 

D0-D31 CPU PORT Access Setup Time 

5 


2 

T28 

D0-D31 CPU PORT Access Hold Time 

3 


2 

T29 

PORT Setup Time 

7 


2 

T30 

PORT Hold Time 

3 


2 

T17 

RDY Setup Time 

7 


2 

T18 

RDY Hold Time 

3 


2 

T19 

D0-D31 READ Setup Time 

5 


2 

T20 

D0-D31 READ Hold Time 

3 


2 

T12 

HOLD Valid Delay 

3 

19 


T21 

HLDA Setup Time 

8 


1,2 

T22a 

HLDA Hold Time 

3 


1,2 


RESET Setup Time 

8 


2 

T24 

RESET Hold Time 

3 


2 
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A.C. CHARACTERISTICS (Continued) 

82596SX INPUT/OUTPUT SYSTEM TIMINGS T c = 0°Cto + 85°C, V C c = 5V ±10% 

These timings assume the Cl on all outputs is 50 pF unless otherwise specified. Cl can be 20 pF to 120 pF, 
however, timings must be derated. 

All timing requirements are given in nanoseconds. 


Symbol 

Parameter 

20 MHz 

Notes 

Min 

Max 


Operating Frequency 

12.5 MHz 

20 MHz 

CLK2/2 

T1 

CLK2 Period 

25 

40 


T2 

CLK2 High 

8 


at 2.0V 

T3 

CLK2 Low 

8 


at 2.0V 

T4 

CLK2 Rise Time 

— 

8 

0.8V to 3.7V 

T5 

CLK2 Fall Time 

— 

8 

3.7V to 0.8V 

T13 

CA and BREQ Setup Time 

10 


1,2,3 

T14 

CA and BREQ Hold Time 

8 


1,2,3 

T26 

CA and BREQ, PORT Pulse Width 

4T1 


3 

T25 

INT Valid Delay 

1 

35 


T6 

BHE, BLE, LOCK, BON, and A1 -A31 
Valid Delay 

4 

30 


T7 

BHE, BLE, LOCK, BON, and A1 -A31 
Float Delay 

4 

30 


T8 

W/R and ADS Valid Delay 

4 

26 



W/R and ADS Float Delay 

4 

30 


T10 

D0-D15 Write Data Valid Delay 

4 

38 


Til 

D0-D1 5 Write Data Float Delay 

4 

27 


T27 

D0-D15 CPU PORT Access Setup Time 

9 


2 

T28 

D0-D15 CPU PORT Access Hold Time 

6 


2 

T29 

PORT Setup Time 

10 


2 

T30 

PORT Hold Time 

8 


2 

T17 

RDY Setup Time 

12 


2 

T18 

RDY Hold Time 

5.5 


2 

T19 

D0-D1 5 READ Setup Time 

9 


2 

T20 

D0-D15 READ Hold Time 

6 


2 

T12 

HOLD Valid Delay 

4 

28 


T21 

HLDA Setup Time 

15 


1,2 

T22a 

HLDA Hold Time 

8 


1,2 

T23 

RESET Setup Time 

12 


1,2 

T24 

RESET Hold Time 

4 


1,2 
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A.C. CHARACTERISTICS (Continued) 

82596SX INPUT/OUTPUT SYSTEM TIMINGS T c = 0°Cto + 85°C, V C c = 5V ±10% 


These timings assume the Cl on all outputs is 50 pF unless otherwise specified. Cl can be 20 pF to 120 pF, 
however, timings must be derated. 

All timing requirements are given in nanoseconds. 


Symbol 

Parameter 

16 MHz 

Notes 

Min 

Max 


Operating Frequency 

12.5 MHz 

16 MHz 

CLK2/2 

T1 

CLK2 Period 

31 

40 


T2 

CLK2 High 

9 


2.0V 

T3 

CLK2 Low 

9 


2.0V 

T4 

CLK2 Rise Time 

— 

, 8 

0.8V to 3.7V 

T5 

CLK2 Fall Time 

— 

8 

3.7V to 0.8V 

■m 

CA and BREQ Setup Time 

1 1 


1,2,3 

T14 

CA and BREQ Hold Time 

8 


1,2,3 

T26 

CA and BREQ, PORT Pulse Width 

4 TT 


3 

T25 

INT Valid Delay 

1 

40 


T6 

BHE, BLE, LOCK, BON, and A1 -A31 Valid Delay 

4 

36. 


T7 

BHE, BLE, LOCK, BON, and A1 -A31 Float Delay 

4 

40 


T8 

W/R and ADS Valid Delay 

4 

33 


T9 

W/R and ADS Float Delay 

4 

35 


T10 

DO- D1 5 Write Data Valid Delay I 

4 

40 


Til 

D0-D1 5 Write Data Float Delay 

4 

35 


T27 

D0-D1 5 CPU PORT Access Setup Time 

9 


2 

T28 

D0-D1 5 CPU PORT Access Hold Time 

6 


2 

T29 

PORT Setup Time 

11 


2 

T30 

PORT Hold Time 

8 


2 

T17 

RDY Setup Time 

19 


2 

T18 


6 


2 

T19 


9 


2 

T20 

D0-D15 READ Hold Time 

6 


2 

T12 

HOLD Valid Delay 

4 

33 


T21 

HLDA Setup Time 

15 


1,2 

T22a 

HLDA Hold Time 

8 


1,2 

T23 

RESETSetup Time 

13 


1,2 

T24 

RESET Hold Time 

4 


1,2 


NOTES: 

1. RESET, HLDA, and CA are internally synchronized. This timing is to guarantee recognition at next clock for RESET, 
HLDA, and CA. 

2. All set-up, hold, and delay timings are at the maximum frequency specification Fmax, and must be derated according to 
the following equation for operation at lower frequencies: 

Tderated = (Fmax/Fopr) XT 
where: 

Tderated = Specifies the value to derate the specification. 

Fmax = Maximum operating frequency. 

Fopr = Actual operating frequency. 

T = Specification at maximum frequency. 

This calculation only provides a rough estimate for derating the frequency. For more detailed information contact your Intel 
sales office for the data sheet supplement. 

3. CA is internally synchronized; if the setup and hold times are met then CA needs to be only 2 T1. BREQ and PORT are 
not internally synchronized. BREQ must meet setup and hold times and need only be 2 T1 wide. 
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TRANSMIT/RECEIVE CLOCK PARAMETERS 


Symbol 

Parameter 

20 MHz 

Notes 

Min 

Max 

T36 

TxC Cycle 

50 


1,3 

T38 

TxC Rise Time 


5 

1 

T39 

TxC Fall Time 


5 

1 

T40 

TxC High Time 

19 


1,3 

T41 

TxC Low Time 

18 


1,3 

T42 

TxD Rise Time 


10 

ppppppp 

T43 

TxD Fall Time 


10 

HKHI 

T44 

TxD Transition 

20 


2,4 

T45 

TxC Low to TxD Valid 


25 

4, 6 

T46 

TxC Low to TxD Transition 


25 

2,4 

T47 

TxC High to TxD Transition 


25 

2,4 

T48 

TxC Low to TxD High (At End of Transition) 


25 

4 

RTS AND CTS PARAMETERS 

T49 

TxC Low to RTS Low, 
Time to Activate RTS 


25 

5 

T50 

CTS Low to TxC Low, CTS Setup Time 


20 


T51 

TxC Low to CTS Invalid, CTS Hold Time 

10 


7 

T52 

TxC Low to RTS High 


25 

5 

RECEIVE CLOCK PARAMETERS 

T53 

RxC Cycle 

50 


1,3 

T54 

RxC Rise Time 


5 

1 

T55 

RxC Fall Time 


5 

1 

T56 

RxC High Time 

19 


1 

T57 

RxC Low Time 

18 


1 

RECEIVED DATA PARAMETERS 

T58 

RxD Setup Time 

20 


6 

T59 

RxD Hold Time 

10 


6 
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TRANSMIT/RECEIVE CLOCK PARAMETERS (Continued) 


Symbol 

Parameter 

20 MHz 

Notes 

Min 

Max 

RECEIVED DATA PARAMETERS (Continued) 


T60 

RxD Rise Time 


10 


T61 

RxD Fall Time 


10 


CRS AND C 

DT PARAMETERS 


T62 

CDT Low to TxC HIGH 

External Collision Detect Setup Time 

20 1 



T63 

TxC High to CDT Inactive, CDT Hold Time 

10 



T64 

CDT Low to Jam Start 



10 

T65 

CRS Low to TxC High, 
Carrier Sense Setup Time 

20 



T66 

TxC High to CRS Inactive, CRS Hold Time 

10 



T67 

CRS High to Jamming Start, 
(Internal Collision Detect) 



12 

T68 

Jamming Period 



11 

T69 

CRS High to RxC High, 
CRS Inactive Setup Time 

30 



T70 

RxC High to CRS High, 
CRS inactive Hold Time 

10 



INTERFRAME SPACING PARAMETERS 


T71 

Interframe Delay 



9 

EXTERNAL LOOPBACK-PIN PARAMETERS 


T72 

TxC Low to LPBK Low 


T36 

4 

T73 

TxC Low to LPBK High 


T36 

4 


NOTES: 

1. Special MOS levels, Vql = 0.9V and Vcm = 3.0V. 

2. Manchester only. 

3. Manchester. Needs 50% duty cycle. 

4. 1 TTL load + 50 pF. 

5. 1 TTL load + 100 pF. 

6. NRZ only. 

7. Abnormal end of transmission— CTS expires before RTS. 

8. Normal end to transmission. 

9. Programmable value: 

T71 = Nips • T36 

where: N|ps = the IFS configuration value 
(if Nifs is less than 12 then Nifs is forced to 12). 

10. Programmable value: 

T64 = (Ncdf*T36) + x«T36 

(If the collision occurs after the preamble) 

where: 

Ncdf = the collision detect filter configuration value, and 
12, 13, 14, or 15 

11. T68 = 32 • T36 

1 2. Programmable value: 

T67 = (N C sf * T36) + x«T36 

where: Ncsf = the Carrier Sense Filter configuration value, and 
x = 12, 13, 14, or 15 

13. To guarantee recognition on the next clock. 
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82596DX/SX BUS OPERATION 

The following figures show thae basic bus cycles for the 82596DX and 82596SX. 

For more details refer to the 32-Bit LAN Components Manual. 

CYCLE 1 CYCLE 2 CYCLE 3 

T1 T2 T1 T2 T1 T2 

01 I 0 2 01 I 02 01 I 02 01 I 02 01 I 02 01 I 02 01 


BE3-BE0, A31 -A2, I I J 

W/R X VALID 1 X VALID 2 X VALID 3 

(outputs) - n — -f- X — T" n — nr — 


ADS 

(OUTPUT) 


LOCK 

(OUTPUT) 


VALID 1 \X VALID 2 


(INPUT DURING READ) 


INI >-H— »< IN2 IN3 


D31-D0 

(OUTPUT DURING WRITE) 



’5 




82596DX/SX 
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SYSTEM INTERFACE A.C. TIMING CHARACTERISTICS 

The measurements should be done at: 

• Tc = 0°C-85 o C, Vcc = 5V ±10%, C = 50 pF unless otherwise specified. 

• A.C. testing inputs are driven at 2.4V for a logic “1” and 0.45V for a logic “0”. 

• Timing measurements are made at 1.5V for both logic “1” and “0”. 

• Rise and Fall time of inputs and outputs signals are measured between 0.8V and 2.0V respectively unless 
otherwise specified. 

• All timings are relative to CLK2 crossing the 1 .5V level. 

• All A.C. parameters are valid only after 100 jas from power up. 


2.4V 

0.45V 


IDE 


1 .5V Test Point 


3C 


290219-18 



Figure 46. CLK2 Timings 


Two types of timing specifications are presented below: 

1 . Input Timing— minimum setup and hold times. 

2. Output Timings — output delays and float times from CLK2 rising edge. 

Figure 45 defines how the measurements should be done: 



290219-20 

LEGEND: 

Ts = Input Setup Time 
Th = Input Hold Time 

Tn = Minimum output delay or Mininum float delay 
Tx = Maximum output delay or Maximum float delay 


Figure 47. Drive Levels and Measurements Points for A.C. Specifications 
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Figure 51. Input Setup and Hold Time 
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RIUHMV 


T1 (PHI 1 ) 


(PHI 2) 


CLK2 


A3 1-A2, BEn, 
BHE, BLE, BON, LOCK (T6) 


W/R, ADS 


D31-D0 

(OUTPUT) 


T6 
’ T6a 


\. 


VALID n 

|- 


n+1 


MAX 


VALID n X)66Q60 ( valid 

h 


n+1 

TIO— 


MIN 


MAX 


data 
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Figure 52. Output Valid Delay Timing 


CLK2 


A31-A 2, BEn 
BHE, BLE, BON, LOCK 
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D31-D0 
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MIN 
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MAX 








MIN 
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!=? 


FLOAT 


FLOAT 


(PHI 2) 
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MAX 




FLOAT 
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Figure 53. Output Float Delay Timing 



290219-27 

Figure 54. PORT Setup and Hold Time 


1-178 
























82596DX/SX 




inter 


OUTLINE DIAGRAMS 


132 LEAD CERAMIC PIN GRID ARRAY PACKAGE INTEL TYPE A 



SEATING — 
PLANE 


0 B (ALL PINS) 

Lc= 


i 

y 

h 


SWAGGED 

PIN 

DETAIL 
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Family: Ceramic Pin Grid Array Package 

Symbol 

Millimeters 

Inches 

Min 

Max 

Notes 

Min 

Max 

Notes 

A 

3.56 

4.57 


0.140 

0.180 


Ai 

0.76 

1.27 

Solid Lid 

0.030 

0.050 


a 2 

2.67 

3.43 

Solid Lid 

HEIlilHBi 



a 3 

1.14 

1.40 


0.045 

0.055 


B 

0.43 

0.51 


0.017 



D 




1.435 

| 


Dl 




1.295 



e 1 

2.29 

2.79 


0.090 

0.110 


L 

2.54 

3.30 


0.100 

0.130 


N 

132 

132 

Si 

1.27 

2.54 


0.050 

0.100 


ISSUE 

IWS 10/12/88 
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Intel Case Outline Drawings 
Plastic Quad Flat Pack (PQFP) 
0.025 Inch (0.635mm) Pitch 


Symbol 

Description 

Min 

Max 

Min 

Max 

Min 

Max 

Min 

Max 

Min 

Max 

Min 

Max 

N 

Leadcount 

68 

84 

100 

132 

164 

196 

A 

Package Height 

0.160 

0.170 

0.160 

0.170 

0.160 

0.170 

0.160 

0.170 

0.160 

0.170 

0.160 

0.170 

A1 

Standoff 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

D, E 

Terminal Dimension 

0.675 

0.685 










IQUI 

BUM 

Package Body 

0.547 

0.553 

0.647 










EH1 

Bumper Distance 

0.697 

0.703 

0.797 

0.803 







1.497 

1.503 

D3, E3 


0.400 REF 

0.500 REF 

0.600 REF 

0.800 REF 

1.000 REF 

1.200 REF 

D4, E4 

Foot Radius Location 

0.623 

0.637 

0.723 

0.737 

0.823 

0.837 

1.023 

1.037 

1.223 

1.237 

1.423 

1.437 

LI 


0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

0.020 

0.030 

Issue 



Symbol 

Description 

Min 

Max 

Min 

Max 

Min 

Max 

Min 

Max 

Min 

Max 

Min 

Max 

N 

Leadcount 

68 

84 

100 

132 

164 

196 

A 

Package Height 

4.06 

4.32 

4.06 

4.32 

4.06 

4.32 

4.06 

4.32 

4.06 

4.32 

4.06 

4.32 

A1 

Standoff 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

D, E 

Terminal Dimension 

17.15 

17.40 

19.69 

19.94 

22.23 

22.48 

27.31 

27.56 

32.39 

32.64 

37.47 

37.72 

D1, El 

Package Body 

13.89 

14.05 

16.43 

16.59 

18.97 

19.13 

24.05 

24.21 

29.13 

29.29 

34.21 

34.37 

D2, E2 

Bumper Distance 

17.70 

17.85 

20.24 

20.39 

22.78 

22.93 

27.86 

28.01 

32.94 

33.09 

38.02 

38.18 

D3, E3 

Lead Dimension 

10.16 REF 

12.70 REF 

15.24 REF 

20.32 REF 

25.40 REF 

30.48 REF 

D4, E4 

Foot Radius Location 

15.82 

16.17 

18.36 

18.71 

21.25 

21.25 

25.89 

26.33 

31.06 

31.41 

36.14 

36.49 

LI 

Foot Length 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

0.51 

0.76 

Issue 

IWS Preliminary 12/12/88 mm 
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82588 

HIGH INTEGRATION LOCAL AREA 
NETWORK CONTROLLER 


■ Integrates ISO Layers 1 and 2 

— CSM A/CD Medium Access Control 
(MAC) 

— On-Chip Manchester, NRZI 
Encoding/Decoding 
— On-Chip Logic Based Collision 
Detect and Carrier Sense 

■ Supports Mid-Range Industry Standard 
LANs 

— StarLAN (IEEE 802.3 1BASE5) 

— IBM/PC Network-Baseband and 
Broadband 

■ High Level Command Interface 
Offloads the CPU 

■ Efficient Memory Use Via Multiple 
Buffer Reception 


■ 2 Clocks per Data Transfer 

■ User Configurable 

— Up to 2 Mb/s Bit Rates with On-chip 
Encoder/Decoder (High Integration 
Mode) 

— Up to 5 Mb/s with External Encoder/ 
Decoder (High Speed Mode) 

■ No TTL Glue Required with iAPX 186 
and 188 Microprocessors 

■ Network Management and Diagnostics 
— Short or Open Circuit Localization 
— Station Diagnostics (External 

Loopback) 

■—Self Test Diagnostics 
Internal Loopback 
User Readable Registers 


The 82588 is a highly integrated CSMA/CD controller designed for cost sensitive, mid-range Local Area 
Network (LAN) applications, such as personal computer networks. 

At data rates of up to 2 Mb/s, the 82588 provides a highly integrated interface and performs: CSMA/CD Data 
Link Control, Manchester, Differential Manchester or NRZI encoding/decoding, clock recovery; Carrier Sense, 
and Collision Detection. This mode is called “High Integration Mode.” In the 82588 “High Speed Mode”, the 
user can transfer data at a rate of up to 5 Mb/s. In this mode the physical link functions are done external to 
the 82588. 

The 82588 is available in a 28 pin DIP and 44 lead PLCC package and fabricated in Intel’s reliable HMOS II 5 
volt technology. 



SERIAL INTERFACE 

231161-1 


Figure 1. 82588 Block Diagram 



Figure 2. 82588 Pin 
Configuration (DIP) 



Figure 3. 82588 Pin 
Configuration (PLCC) 
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Table 1. Pin Description 



Pin No. 



Symbol 



Type 

Name and Function 

DIP 

PLCC 


D7 

6 

10 

I/O 

DATA BUS: The Data Bus lines are bi-directional three 

D6 

7 

11 


state lines connected to the system’s Data Bus for the 

D5 

8 

12 


transfer of data, commands, status and parameters. 

D4 

9 

13 



D3 

10 

14 



D2 

11 

18 



D1 

12 

19 



DO 

13 

20 

. 


RD 

5 

9 

1 

READ: Together with CS, DACKO or DACK1, Read controls 
data or status transfers out of the 82588 registers. 

WR 

3 

4 

1 

WRITE: Together with CS, DACKO or DACK1 , Write 
controls data or command transfers into the 82588 
registers. 

CS 

2 

3 

1 

CHIP SELECT: When this signal is LOW, the 82588 is 





selected by the CPU for transfer of command or status. 
The direction of data flow is determined by the RD or WR 





inputs. 

CLK 

4 

5 

1 

CLOCK: System clock. TTL compatible signal. 

RESET 

25 

40 

1 

RESET: A HIGH signal on this pin will cause the 82588 to 
terminate current activity. This signal is internally 
synchronized and must be held HIGH for at least four Clock 
cycles. 

INT 

26 

41 

0 

INTERRUPT: Active HIGH signal indicates to the CPU that 
the 82588 is requesting an interrupt. 

DRQO 

17 

26 

' 

0 

DMA REQUEST (CHANNEL 0): This pin is used by the 
82588 to request a DMA transfer. DRQO remains HIGH as 
long as 82588 requires data transfers. Burst transfers are 
done by having the signal active for multiple transfers. 

DRQ1 . 

18 

27 

0 

DMA REQUEST (CHANNEL 1): This pin is used by the 
82588 to request a DMA transfer. DRQ1 remains HIGH as 
long as 82588 requires data transfers. Burst transfers are 
done by having the signal active or multiple transfers. 

DACKO 

1 

2 

1 

DMA ACKNOWLEDGE (CHANNEL 0): When LOW, this 
input signal from the DMA Controller notifies the 82588 that 
the requested DMA cycle is in progress. This signal acts 
like chip select for data and parameter transfer using DMA 
channel 0. 

DACK1 

27 

42 

1 

DMA ACKNOWLEDGE (CHANNEL 1): When LOW, this 
input signal from the DMA controller notifies the 82588 that 
the requested DMA cycle is in progress. This signal acts 
like chip select for data and parameter transfer using DMA 
channel 1. 



1-187 




82588 


inter 


Table 1. Pin Description (Continued) 


Symbol 

Pin No. 

Type 

Name and Function 

DIP 

PLCC 





High Integration Mode 

XI /X2 

15/16 

24/25 

1 

OSCILLATOR INPUTS: These inputs may be used to 
connect a quartz crystal that controls the internal clock 
generator for the serial unit. 

XI may also be driven by a MOS level clock whose 
frequency is 8 or 16 times the bit rate of Transmit/ Receive 
data. X2 must be left floating if XI has an external MOS 
clock. 

High Speed Mode 

TxC 

15 

■ 

24 

1 

TRANSMIT CLOCK: This signal provides timing 
information to the internal serial logic, depending upon the 
mode of data transfer. For NRZ encoding, data is 
transferred to the TxD pin on the HIGH to LOW clock 
transition. For Manchester encoding the transmitted bit 
center is aligned with the TxC LOW to HIGH transition. 

R>S 

16 

25 

1 

RECEIVE CLOCK: This signal provides timing information 
to the internal serial logic. NRZ data should be provided for 
reception (RxD). The state of the RxD pin is sampled on 
the HIGH to LOW transition of RxC. 

The operating mode of the 82588 is defined when 
configuring the chip. 

TCLK/CRS 

24 


1 

0 

In High Speed Mode, this pin is Carrier Sense, input CRS, 
and is used to notify the 82588 that there is activity on the 
serial link. 

In High Integration Mode, this pin is Transmit Clock, TCLK, 
and is used to output the transmit clock. 

CDT 

23 

35 

■ 

COLLISION DETECT: This input notifies the 82588 that a 
collision has occurred. It is sensed only if the 82588 is 
configured for external Collision Detect (external circuitry is 
then required for detecting the collision). 

RxD 

19 

31 

1 

RECEIVE DATA: This pin receives serial data. 

TxD 

20 

32 

0 

TRANSMIT DATA: This pin transmits data to the Serial 
Link. This signal is HIGH when not transmitting. 

■ 

21 

33 

0 

REQUEST TO SEND: When this signal is LOW, the 82588 
notifies an external interface that it has data to transmit. It 
is forced HIGH after a reset and when transmission is 
stopped. 

CTS ' 

22 

34 

■ 

CLEAR TO SEND: CTS enables the 82588 to start 
transmitting data. Raising this signal to HIGH stops the 
transmission. 

VCC 

28 

1,43, 44 


POWER: + 5V Supply 

VSS 

14 

21,22, 23 


Ground 
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Table 1. Pin Description (Continued) 


Symbol 

Pin No. 

Type 

Name and Function 

DIP 

PLCC 

NC 


6 

7 

8 

15 

16 
17 
28 

29 

30 

37 

38 

39 


NO CONNECT: These pins are reserved for future use. 



FUNCTIONAL DESCRIPTION 


High Integration Mode 

The 82588 LAN Controller is a highly integrated 
CSMA/CD controller for cost sensitive LAN applica- 
tions such as personal computer networks. Included 
on chip is a programmable CSMA/CD controller, an 
NRZI and Manchester encoder/decoder with clock 
recovery, and two collision detection mechanisms. 
With the addition of simple transceiver line drivers or 
RF Modem, the 82588 performs all the major func- 
tions of the ISO Physical and Data Link Layers. 


CSMA/CD Controller 

The 82588 on-chip CSMA/CD controller is program- 
mable, which allows it to operate in a variety of LAN 
environments, including industry standards such as 
StarLAN (IEEE 802.3 1BASE5) and the 2 Mb/s IBM 
PC Network (both baseband and broadband trans- 
mission). Programmable parameters include: 

— Framing (End of Carrier of SDLC) 

— Address field length 
— Station priority 
— Interframe spacing 
— Slot time 
— CRC-32 OR CRC-16 

Encoder/Decoder 

The on-chip NRZI and Manchester encoder/decod- 
er supports data rates up to 2 Mb/s. Manchester 
encoding is typically used in baseband applications 
and NRZI is used in broadband applications. 


Collision Detection 

One of the 82588’s unique features is its on-chip 
logic based collision detection. To ensure a high 
probability of collision detection two mechanisms 
are provided. The Code Violation method defines a 
collision when a transition edge occurs outside the 
area of normal transitions as specified by either the 
Manchester or NRZI encoding methods. Bit Com- 
parison method compares the signature of the trans- 
mitted frame to the received frame signature (re-cal- 
culated by the 82588 while listening to itself). If the 
signatures are identical the frame is assumed to 
have been transmitted without a collision. 


System Interface 

In addition to providing the functions necessary for 
interfacing to the LAN, the 82588 has a friendly sys- 
tem interface that eases the design effort. First, the 
82588 has a high level command interface; that is 
the CPU sends the 82588 commands such as 
Transmit or Configure. This means the designer 
does not have to write low level software to perform 
these tasks, and it offloads the CPU in the applica- 
tion. Second, the 82588 supports an efficient memo- 
ry structure called Multiple Buffer Reception in which 
buffers are chained together while receiving frames. 
This is an important feature in applications with limit- 
ed memory, such as personal computers. Third, the 
82588 has two independent sixteen byte FIFO’s, 
one for reception and one for transmission. The FI- 
FO’s allow the 82588 to tolerate bus latency. Finally 
the 82588 provides an eight byte data path that sup- 
ports up to 4 Mbytes/second using external DMA. 
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Network Management & Diagnostics 

The 82588 provides a rich set of diagnostic and net- 
work management functions including: internal and 
external loopback, channel activity indicators, op- 
tional capture of all frames regardless of destination 
address (Promiscuous Mode), capture of collided 
frames, (if address matches), and time domain re- 
flectometry for locating fault points in the network 
cable. The 82588 register Dump command ensures 
reliable software by dumping the content of the 
82588 registers into the system memory. 

The next section will describe the 82588 system bus 
interface, the 82588 network interface, and the 
82588 internal architecture. 


82588/Host CPU Interaction 

The CPU compiunicates with the 82588 through the 
system’s memory and 82588’s on-chip registers. 
The CPU creates a data structure in the memory, 
programs the external DMA controller with the start 
address and byte count of the block, and issues the 
command to the 82588. 

The 82588 is optimized for operating with the iAPX 
186/188, but due to the small number of hardware 
signals between the 82588 and the CPU, the 82588 
can operate easily with other processors. The data 
bus is 8 bits wide and there is no address bus. 

Chip Select and Interrupt lines are used to communi- 
cate between the 82588 and the host as shown in 
the Figure 3. Interrupt is used by the 82588 to draw 
the CPU’s attention. The Chip Select is used by the 
CPU to draw the 82588’s attention. 

There are two kinds of transfer over the bus: Com- 
mand/Status and data transfers. Command/Status 
transfers are always performed by the CPU. Data 
transfers are requested by the 82588, and are typi- 
cally performed by a DMA controller. The table given 
in Figure 4 shows the Command/Status and data 
transfer control signals. 

The CPU writes to 82588 using CS and WR signals. 
The CPU reads the 82588 status register using CS 
and RD signals. 



SERIAL LINK 

231161-3 


Figure 3. 82588/HOST CPU Interaction 

To initiate an operation like Transmit or Configure 
(see Figure 5), a Write command from CPU to 82588 
is issued by the CPU. A Read operation from CPU 
gives the status of the 82588. Although there are 
four status registers they’re read using the same 
port in a round robin fashion (Figure 6). 

Any parameters or data associated with a command 
are transferred between the memory and 82588 us- 
ing DMA. The 82588 has two data channels, each 
having Request and Acknowledge lines. Typically 
one channel is used to receive data and other to 
transmit data and perform all the other initialization 
and maintenance operations like Configure, Address 
Set-Up, Diagnose, etc. The channels are identical 
and can be used interchangeably. 

When the 82588 requires access to the memory for 
parameter or data transfer it activates the DMA re- 
quest lines and uses the DMA controller to achieve 
the data transfer. Upon the completion of an opera- 
tion, the 82588 interrupts the CPU. The CPU then 
reads results of the operation (the status of the 
82588). 
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Pin Name 

Function 

CS* 

RD 

WR 


1 

X 

X 

No transfer to/from Command/Status 

0 

1 

1 


0 

0 

0 

Illegal 

0 

0 

1 

Read from status register 

0 

1 

0 

Write to Command register 

DACK0[DACK1]* 

RD 

WR 


1 

X 

X 

No DMA transfer 

0 

1 

1 


0 

0 

0 

Illegal 

0 

0 

1 

Data Read from DMA channel 0 [or 1] 

0 

1 

0 

Data Write to DMA channel 0 [or 1] 


* Only one of CS, DACKO and DACK1 may be active at any time. 


Figure 4. Databus Control Signals and Their Functions 


7 6 5 4 3 2 1 0 


INT. 

ACK. 

1 

PNTR 

1 

CHNL 

1 1 1 

COMMANDS 
1 1 1 


COMMANDS 

VALUE 

COMMAND REGISTER 
COMMANDS 

VALUE 

NOP 

— 0 

ABORT 

— 13 

IA-SETUP 

— 1 

RECEIVER-ENABLE 

— 8 

CONFIGURE 

— 2 

ASSIGN NEXT BUF 

— 9 

MC-SETUP 

— 3 

RECEIVE-DISABLE 

— 10 

TRANSMIT 

— 4 

STOP-RECEPTION 

— 11 

TDR 

5 

RESET 

— 14 

DUMP 

— 6 

FIX PTR 

— 15 (CHNL= 1) 

DIAGNOSE 

— 7 

RLS PTR 

— 15 (CHNL = 0) 

RETRANSMIT 

— 12 




Figure 5. Command Format and Operation Values 
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7 

6 

5 

4 3 

2 

1 

0 

Status 0 

INT 

RCV 

EXEC 

CHNL 

« 

EVENT 

i 

■ 

Status 1 




■ 1 ' 1 r - " - . ■■ 

RESULT 1 

i ... 




Status 2 




1 

RESULT 2 

_i 




Status 3 

RCV 

CHNL 

i 

RCV STATE 

i 

i 

BUFF CHNG 

NO. OF BUF 

i 

EXEC 

CHNL 

, 

EXEC STATE 

i 


EVENTS 

IA-SETUP-DONE 

CONFIGURE-DONE 

MC-SETUP-DONE 

TRANSMIT-DONE 

TDR-DONE 

DUMP-DONE 

DIAGNOSE-PASSED 

END OF FRAME 

REQUEST NEXT BUFFER 

RECEPTION ABORTED 

RETRANSMIT-DONE 

EXECUTION-ABORTED 

DIAGNOSE-FAILED 


VALUE (STATUS 0) 
— 1 

— 2 

— 3 

— 4 

— 5 

— 6 

— 7 

— 8 

— 9 

— 10 

— 12 

— 13 

— 15 


Figure 6. Status Registers and Event Values 


Transmitting a Frame 

To transmit a frame, the CPU prepares a Transmit 
Data Block in memory as shown in Figure 7. Its first 
two bytes specify the length of the rest of the block. 
The next few bytes (Up to 6 bytes long) contain the 
destination address of the node it is being sent to. 
The rest of the block is the data field. The CPU pro- 
grams the DMA controller with the start address of 
the block, length of the block and other control infor- 
mation and then issues the Transmit command to 
the 82588. 

Upon receiving the command, the 82588 fetches the 
first two bytes of the block to determine the length of 
the block. If the link is free, and the first data byte 
was fetched, the 82588 begins transmitting the pre- 
amble and concurrently fetches the bytes from the 
Transmit Data Block and loads them into a 16 byte 
FIFO to keep them ready for transmitting. The FIFO 
is a buffer between the serial and parallel part of the 
82588. The on-chip FIFOs help the 82588 to tolerate 


system bus latency as well as provide efficient us- 
age of system bandwidth. 

The destination address is sent out after the pream- 
ble. This is followed by the source or the station indi- 
vidual address, which is stored earlier on the 82588 
using the IA-SETUP command. After that, the entire 
information field is transmitted followed by a CRC 
field calculated by the 82588. If during the transmis- 
sion of the frame, a collision is encountered, then 
the transmission is aborted and a jam pattern is sent 
out after completion of the preamble. The 82588 
generates an Interrupt indicating the experience of a 
collision and the frame has to be re-transmitted. Re- 
transmission is done by the CPU exactly as the 
Transmit command except the Re-Transmit com- 
mand keeps track of the number of collisions en- 
countered. When the 82588 gets the Retransmit 
command and the exponential back-off time is ex- 
pired, the 82588 transmits the frame again. The 
transmitted frame can be coded to either Manches- 
ter, Differential Manchester or NRZI methods. 
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Collision Detection 

The 82588 eliminates the need for external collision 
detection logic, in most applications, while easing or 
eliminating the need for complex transceivers. Two 
algorithms are used for collision detection: Bit Com- 
parison and Code Violation. The Bit Comparison 
Method is useful in Broadband networks where 
there are separate transmit and receive channels. 
Bit Comparison compares the “signature” of the 
transmitted data and received data at the end of the 


collision window in any network configuration. This 
algorithm calculates the CRC after a programmable 
number of transmitted bits, holds this CRC in a regis- 
ter, and compares it with received data’s CRC. A 
CRC or “signature” difference indicates a collision. 
The code violation is detected if the encoding of the 
received data has any bit that does not fit the encod- 
ing rules. The code violation method is useful in 
short bus topology and serial backplane applications 
where bit attenuation over the bus is negligible. 


BLOCK BYTE COUNT 


DESTINATION ADDRESS 


DATA FIELD 


CPU GENERATED 
DATA STRUCTURE IN MEMORY 
(TRANSMIT DATA BLOCK) 


PREAMBLE 


SFD (BOF FLAG) 


DESTINATION ADDRESS 


SOURCE ADDRESS 


LENGTH FIELD 


INFORMATION FIELD 


FRAME CHECK SEQUENCE 


EOF FLAG (OPTIONAL) 


PADDING (OPTIONAL) 


GENERATED BY 82588 


FROM 82588 
INDIVIDUAL 
ADDRESS 



GENERATED BY 82588 


Figure 7. The 82588 Frame Structure and location of Data element in System Memory 


BLOCK 

LENGTH 


BLOCK LENGTH 


DESTINATION 

ADDRESS 


INFORMATION 


DATA BLOCK IN MEMORY FOR 
TRANSMISSION 


DESTINATION 

ADDRESS 


SOURCE 

ADDRESS 


INFORMATION 


FRAME STATUS 


SINGLE BUFFER RECEPTION 


231161-5 


Figure 8. Single Buffer Reception 
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Receiving a Frame 

The 82588 can receive a frame when its receiver 
has been enabled. The received frame is decoded 
by either on-chip Manchester, Differential Manches- 
ter or NRZI decoders in High Integration Mode and 
NRZI in High Speed Mode. The 82588 checks for an 
address match for an individual address, a Mulitcast 
address or a Broadcast address. In the Promiscuous 
mode the 82588 receives all frames. Only when the 
address match is successful does the 82588 trans- 
fer the frame to the memory using the DMA control- 
ler. Before enabling the receiver, the CPU makes a 
memory buffer area available to the Receive Unit 
and programs the starting address of the DMA con- 
troller. The received frame is transferred to the 
memory buffer in the format shown in Figure 8. This 
method of reception is called “Single Buffer” recep- 
tion. The entire frame is contained in one continuous 
buffer. Upon completion of reception the total num- 
ber of bytes written into the memory buffer is loaded 
into status registers 1 and 2 and the status of the 
reception itself is appended to the received frame. 
An interrupt to the CPU follows. 

If the frame size is unknown, memory usage can be 
optimized by using “Multiple Buffer” reception. 

This way the user does not have to allocate large 
memory space for short frames. Instead, the 82588 
can dynamically allocate memory space as it re- 
ceives frames. This method requires both DMA 


channels alternately to receive the frame. As the 
frame reception starts, the 82588 interrupts the CPU 
and automatically requests assignment of the next 
sequential buffer. The CPU does this and loads the 
second DMA channel with the next buffer informa- 
tion so that the 82588 can immediately switch to the 
other channel as soon as the current buffer is full. 
When the 82588 switches from the first to the sec- 
ond buffer it again interrupts the CPU requesting it to 
allocate another buffer on the other (previous) chan- 
nel in advance. This process continues until the en- 
tire frame is received. The received frame is spread 
over multiple memory buffers. The link between the 
buffers is easily maintained by the CPU using a buff- 
er chain descriptor structure in memory (see 
Figure 9). 

This dynamic (pre) allocation of memory buffers re- 
sults in efficient use of available storage when han- 
dling frames of widely differing sizes. Since the buff- 
ers are pre-allocated one block in advance, the sys- 
tem is not time critical. 


80188 Based System 

Figure 10 shows a high performance, high-integra- 
tion configuration of the 82588 with the 80188 in a 
typical iAPX188-based microcomputer. The 80188 
controls the 82588, as well as providing DMA control 
services for data transfer, using its on-chip two 
channel DMA controller. 



231161-6 

Figure 9. Multiple Buffer Reception 
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Link Interface 

The Serial Interface Mode configuration parameter 
selects either a highly integrated Direct Link inter- 
face (High Integration Mode) or a highly flexible 
Transceiver Interface (High Speed Mode). 


Application 

In the High Integration Mode it is possible to connect 
the 82588 on a very short “Wired OR” link, on a 
longer twisted pair cable, or a broadband connec- 
tion. 


Twisted Pair Connection 

The link consists of a twisted pair that interconnects 
the 82588. The transmit data pin is connected via 


a driver and the receive data pin is connected via a 
buffer. The twisted pair must be properly terminated 
to prevent reflections. 

In the minimum configuration, TxD and RxD are con- 
nected to the twisted pair and CTS is g roun ded. The 
82588 may control the driver with the RTS pin. It is 
also possible to use external circuitry for performing 
collision de tectio n, and feeding it to the 82588 
through the CDT pin. 


Broadband Connection 

The 82588 supports data communications over a 
broadband link in both its modes. Proper MODEM 
interface should be provided. Collision Detection by 
Bit Comparison, in High Interface Mode, can be ap- 
plied to transmission over broadband links. 
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Absolute Maximum Ratings* 


Ambient Temperature Under Bias — 0°Cto +70°C 

Storage Temperature - 65°C to + 1 50°C 

Voltage on Any Pin With 

Respect to Ground - 1 .OV to 7V 

Power Dissipation 1.7 Watts 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the ' Absolute 
Maximum Ratings ” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions " is not recommended and ex- 
tended exposure beyond the “Operating Conditions ” 
may affect device reliability. 


D.C. Characteristics 

(T a = 0°c to + 70°C; T c (DIP) = 52°C to 108°C, T c (PLCC) = 63°C to 116°C; VCC = +5V ±10%) 

TxC, RxC have MOS levels (See VMIL, VMIH). All other signals have TTL levels (See VI L, VIH, VOL, VOH). 


Symbol 

Parameter 

Min 

Max 


Test Conditions 

VI L 

Input Low Voltage 
(TTL) 

-0.5 

+ 0.8 

m 


VIH 

Input High Voltage 
(TTL) 



mm 


VOL 

Output Low Voltage 
(TTL) 


0.45 

V 

IOL = 2.0 mA 



m 


V 

IOH = — 400 jaA 

VMIL 



0.6 

V 


VMIH 

Input High Volatge 
(MOS) 

3.9 

VCC + 
0.5 

V 


ILI 

Input Leakage Current 


+ 10 

jaA 

0 = VIN = VCC 

ILO 

Output Leakage Current 


±10 

jaA 

0.45 = VOUT = VCC 


Power Supply Current 


■■ 

< < 
E E 

T A = 0°C 
T a = +70°C 



A.C. Characteristics 

(T a = 0°c to + 70°C; T c (DIP) = 52°C to 108°C, T c (PLCC) = 63°C to 116°C; VCC = +5V ±10%) 

System Clock Parameters 



Parameter 


Max 

Units 

Test Conditions 

T1 

CLK Cycle Period 

125 


ns 


T2 

CLK Low Time 

53 

1000 

ns 

*5 

T3 


53 


ns 

*6 

T4 



15 

ns 

*1 

T5 

CLK Fall Time 


15 

ns 

*2 
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A.C. Characteristics (Continued) 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

Reset Parameters 

T6 

Reset Active to 
Clock Low 

20 


ns 

*3 

T8 

Reset Pulse Width 

4T1 


ns 


T9 

Control Inactve 
After Reset 



ns 



Interrupt Timing Parameters 



CLK High to Interrupt 
Active 


85 


*4 

Til 

WR Idle to Interrupt 
Idle 




*4 


Write Parameters 


T12 

CS or DACKO or DACK1 
Setup to WR Low 

0 


ns 


T13 

WR Pulse Width 

95 


ns 


T14 

CS or DACKO or DACK1 
Hold After WR High 

0 


ns 


T15 

Data Setup to WR High 

75 


ns 


T16 

Data Hold After WR High . 

0 


ns 



Read Parameters 


T17 

CS or DACKO or DACK1 
Setup to RD Low 

0 


ns 


T18 

RD Pulse Width 

95 


ns 


T19 

CS or DACKO or DACK1 
Address Valid 
After RD High 

0 


ns 


T20 

RD Low to Data Valid 


80 

ns 

*7 

T21 

Data Float After 
RD High 


55 

ns 

*7 


DMA Parameters 


T22 

CLKLowtoDRQO 
or DRQ1 Active 


85 

ns 

*4 

T23 

WR or RD Low to 
DRQO or DRQ1 Inactive 


60 

ns 

*4 


NOTES: 

*1— 0.8V-2.0V 
*2 — 2.0V-0.8V 

*3— to guarantee recognition at next clock 
*4— CL = 50 pF 


*5 — measured at 1.5V 
*6 — measured at 1.5V 
V— CL = 20 pF-200 pF 
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A.C. TESTING INPUT/OUTPUT WAVEFORM 


1.5^-TEST POINTS— M.5 


AC Testing Inputs are Driven at 2.4 V for a Logic 1 and 0.45V for a 
Logic Q Timing Measurements are Made at 1.5V for Both a Logic 
1 and Q: 

Rise and Fall Time of Input/Output Signals are Measured Be- 
tween 0.8V to 2.0V Respectively. 


TTL Input/Output Voltage Levels for Timing Measurements 


3.0V — 
2.5V 



HIGH LEVEL MAY 
VARY WITH VCC 


Rise and Fall Time of Input Signals are Measured Between 1.0V 
to 3.5V Respectively. 


19 








Interrupt Timing (Going Inactive) 



Reset Timing 
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Serial Interface A.C. Timing Characteristics 
High Integration Mode 


TFC is the crystal or serial clock input at the XI pin. When a serial clock is provided at the XI pin, the 
maxi mum capacitive load allowed on the X2 pin is 1 5 pF. 

TFC Frequency Range: 


For Oscillator Frequency = 1 to 16 MHz (High) 

TCLK Frequency 
T29 = TCLK Cycle Time 
T30 = TCLK High Time 
T31 = TCLK Low time 

X8 Sampling 

x 16 Sampling 

0.125-2 MHz 
8 X T24 
T24 (Typically) 

7 X T24 (Typically) 

62.5 kHz- 1 MHz 
16 X T24 
T24 (Typically) 

15 X T24 (Typically) 


For Oscillator Frequency = 

0 to 1 MHz (Low)* 



X8 Sampling 

x 16 Sampling 

TCLK Frequency 
T29 = TCLK Cycle Time 
T30 = TCLK High Time 
T31 = TCLK Low Time 

0-0.125 MHz 
8 X T24 
T25 (Typically) 

7 x T24 + T26 (Typically) 

0-6.25 kHz 
16 X T24 
T25 (Typically) 

15 X T24 + T26 (Typically) 

*A non-symmetrical clock should be provided so that T25 is less than 1000 ns. 
T24 = Serial Clock Period 
T25 = Serial Clock High Time 
T26 = Serial Clock Low Time 


High Speed Mode 

• Applies for TxC, RxC 

• f max = 5 MHz ±100 ppm -j 

• For Manchester, symmetry is required: Te 3 , T 64 = — ± 5% 


High Integration Mode 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

External (Fast) Clock Parameters 

T24 

Fast Clock Cycle 

62.5 


ns 

*1 

T25 

TFC High Time 

18.5 

1000 

ns 

*1, *14 

T26 

TFC Low Time 

23.5 


ns 

*1 

T27 

TFC Rise Time 


5 

ns 

*1 

T28 

TFC Fall Time 


5 

ns 

*1 


T29 


500 



*3, *12 

T30 


*8 

1070 


*3 

T31 

TCLK Low Time 

*9 



*3 

T32 

TCLK Rise Time 


15 

ns 

*3 

T33 

TCLK Fall Time 


15 

ns 

*3 
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High Integration Mode (Continued) 

Symbol Parameter Min Max 

Transmit Data Parameters (Manchester, Differential Manchester) 


T34 TxD Transition- 

Transition 

T35 TCLK Low to TxD 

Transition Half 

Bit Cell 

T36 TCLK Low to TxD 

Transition Full 

Bit Cell 

T37 TxD Rise Time 

T38 TxD Fall Time 

Transmit Data Parameters (NRZI) 

T39 TxD Transition- 

Transition 

T40 TCLK Low to TxD 

Transition 


TxD Rise Time 
TxD Fall Time 


RTS, CTS, Parameters 


TCLK Low To RTS Low 


CTS Low to TCLK Low 
CTS Setup Time 


TCLK L ow to CTS 
Invalid. CTS Hold 


4T24-10 


8T24-10 


Test Conditions 


CTS High to TCLK 
Low. CTS Setup 
Time to Stop 
Transmission 


IFS Parameters 

T48 Interframe Delay 


Collision Detect Parameter 


CDT Low to TCLK 
High. External 
Collision Detect 
Setup Time 




12 
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High Integration Mode (Continued) 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

Collision Detect Parameters (Continued) 

T52 

CDT Low to Jamming Start 


*6 



T53 

Jamming Period 

* 7 




Received Data Parameters (Manchester) 

T54 

RxD Transition- 
Transition 

4T24 


ns 

*12 


Received Data Parameters (Manchester) 


T55 

RxD Rise Time 


10 

ns 

*1 

T56 

RxD Fall Time 


10 

ns 

*1 

Received Data Parameters (NRZI) 

T57 

RxD Transition- 
Transition 

8T24 


ns 

*12 

T58 

RxD Rise Time 


10 

ns 

*1 

T59 

RxD Fall Time 


10 

ns 

*1 


NOTES: 

*1— MOS levels. 

*2—1 TTL load + 50 pF. 

*3—1 TTL load + 100 pF. 

*4 — Abnormal end to transmission: CTS expires before 
RTS. 

*5— Programmable value: T48 - NIFS x T29 (ns) NIFS— 
the IFS configuration value. 

If NIFS is less than 12, then it is enforced to 12. 

*6 — Programmable value: 

T52 = NCDF X T29 + (12 to 15) X T29 (if collision oc- 
curs after preamble). 


*7— T53 = 32 X T29 

*8 — Depends on T24 frequency range: 

High Range: T24 - 10 

Low Range: T25 - 10 

*9— T31 = T29 - T30 - T32 -T33 

*10— 2T24 + 40 ns 

*11— 6T24 + 40 ns 

*12 — For x 16 sampling clock parameter minimum value 
should be multiplied by a factor of 2. 

*13 — To guarantee recognition on the next clock. 

*14 — 62.5 ns minimum in Low Range. 


- 

T12 

- 

T14 

< 

DACK1 3 

r 


< T13 ► 


WR 

f~ 

u—1 

T16 

- 

DO-7 )j 

VALID 

k • 

' 

■ ■ 
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Write Timing 
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High Speed Mode 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

Transmit/Receive Clock Parameters 

T60 

RxCTxC Cycle 

200 

*13 

ns 


T61 

TxC Rise Time 


10 

ns 

*1 

T62 

TxC Fall Time 


10 

ns 

*1 

T63 

TxC High 

80 

1000 

ns 

*1, *3 

T64 

TxC Low 

80 


ns 

*1, *3 


Transmit Data Parameters 





-21 
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High Speed Mode (Continued) 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 


CRS, CDT, Parameters (Continued) 


T83 

CRS High to Jaming 
(Internal Collision Detect) 


*12 



T84 

CRS High to RxC High. 
End of Receive Packet 

80 


ns 


T85 

RxC High to CRS High. 
End of Receive Packet. 

20 


ns 



Receive Clock Parameters 


T86 

RxC Rise Time 


10 

ns 

*1 

T87 

RxC Fall Time 


10 

ns 

*1 

T88 

RxC High Time 

80 


ns 

*1 

T89 

RxC Low Time 

80 


ns 

*1 


Received Data Parameters 


T90 

RxD Setup Time 

45 


ns 

*1 

T91 

RxD Hold Time 

45 


ns 

*1 

T92 

RxD Rise Time 


20 

ns 

*1 

T93 

RxD Fall Time 


20 

ns 

*1 


NOTES: 

*1 — MOS levels. 

*2 — Manchester only. 

*3 — Manchester. Needs 50% duty cycle. 

*4 — 1 TTL load + 50 pF. 

*5 — 1 TTL load + 100 pF. 

*6 — NRZ only. 

*7 — Abnormal end to transmissions: CTS expires before RTS. 

*8 — Normal end to transmission. 

*9 — Programmable value. 

T76 = NIFS X T60 (ns) 

NIFS - the IFS configuration value. 

If NIFS is less than 12, then NIFS is enforced to 12. 

*10 — Programmable value: 

T79 = NCDF X T60 + (12 to 15) X T60 (ns) (if collision occurs after preamble). 
*11 — T80 = 32 X T60 
*12 — Programmable value: 

NCSF X TTRC + (12 to 15) X TTRC 
T83 = NCSF X T60 + (12 to 15) X T60 
NCDF - collision detect filter configuration value. 

*13 — 2000 ns if configured for Manchester encoding. 

*14 — To guarantee recognition on the next clock. 
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82590 

ADVANCED CSMA/CD LAN CONTROLLER 

WITH 8-BIT DATA PATH 

Efficient Memory Use via Buffer and 
Frame Chaining 

DMA Interface for Retransmission and 
Continuous Reception without CPU 
In terve ntion 

— EOP Signal Generation for 8237 and 
82380 

— Tightly Coupled Interface to 82560 
Host Interface and Memory Manager 

82588 Pin- and Software-Compatible 
Mode 

Local and Remote Power-Down Modes 
24-Bit General Purpose Timer 
On-Chip Jabber Inhibit Function 

Network Management and Diagnostics 
— Monitor Mode 

— CRC, Alignment, and Short Frame 
Error Detection 

— Three 16-Bit Event Counters 
— Short or Open Circuit Localization 
— Self-Test Diagnostics 
— Internal and External Loopback 
Operation 

— Internal Register Dump 
High-Speed CHMQS III Technology 



Figure 1. 82590 Block Diagram 


■ Supports Industry Standard LANs a 

— Ethernet and Cheapernet (IEEE 802.3 
10BASE5 and 10BASE2) ^ 

— Star LAN (IEEE 802.3 1BASE5) 

— IBM™ PC Network— Baseband and 
Broadband 

B Integrates Physical and Data Link 
Layers of OSI Model 
— Complete CSMA/CD Medium Access 
Control (MAC) Functions m 

— Manchester, Differential Manchester, 
or NRZI Encoding/Decoding 
— On-Chip, Logic-Based Collision ■ 

Detection ^ 

— IEEE 802.3 or HDLC Frame Delimiting 
— Broadband Ethernet (IEEE 802.3 0 

10BROAD36) B 

B Two Modes of Operation 

— Bit Rates up to 4 Mb/s with On-Chip 
Encoder/Decoder (High-Integration 
Mode) 

— Bit Rates up to 20 Mb/s with 
External Encoder/Decoder (High- 
Speed Mode) 

B High-Performance System Interface 

— 16-MHz Clock, 2 Clocks per Transfer 

— 64 Bytes of Configurable FIFO m 


*IBM, PC, PCAT, PCXT are trademarks of International Business Machines. 
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DACKO/DACK C 

e?" 

1 

28 

=IV CC 

csoC 

2 

27 

□ DACK1/CS1/E0P 

WRC 

3 

26 

□ INT 

CLKC 

4 

25 

□ RESET 

RDC 

5 

24 

□ TCLK/CRS 

D7C 

6 

23 

□ CDT 

D6C 

7 

22 

□ CTS/LPBK 
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D5C 

8 

21 

□ RTS 

D4C 

9 

20 

□ TxD 

D3C 

10 

19 

□ RxD 

D2C 

11 

18 

□ DRQ1 

D1C 

12 

17 

□ DRQO 

DOC 

13 

16 

□ RxC/x2 

< 
in 
i A 

_n 

14 

15 

□ TxC/xl 
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Figure 2. 82590 Pin Configuration (DIP) 


The 82590 is a second-generation, 8-bit data path 
CSMA/CD controller. Its system interface enables 
efficient operation with a wide variety of Intel micro- 
processors (such as iAPX 188, 186, 286, or 386) and 
industry standard buses (such as the IBM PC I/O 
channel or Personal System/2TM Micro Channel). 
The 82590 can be configured to support a wide vari- 
ety of industry standard networks, including StarLAN 
and Ethernet/Cheapernet. 

The 82590 provides a natural upgrade path for exist- 
ing 82588 applications, since it is pin and software 
compatible with its predecessor. Its rich incremental 
functionality compared to the 82588 can be utilized 
by selectively modifying existing software drivers. 

Together with the 82560 (Host Interface and Memo- 
ry Manager) the 82590 offers a complete solution for 


CSMA/CD LAN adapters oriented to the IBM PC en- 
vironment. The 82590 fully conforms to existing 
IEEE 802.3 standards (1BASE5, 10BASE5, 
10BASE2, and 10BROAD36). Intel also offers the 
82592, a 1 6-bit data path version of the 82590, for 
higher performance applications. 

The 82590 is available in a 28-pin Plastic DIP or a 
44-pin PLCC package. It is fabricated with Intel’s reli- 
able CHMOS III technology. 
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Table 1. 82590 Pin Description 


Symbol 

Pin No. 
(DIP) 

Pin No. 
(PLCC) 

Type 

Name and Function 

D7 

6 

10 

I/O 

DATA BUS — The Data Bus lines are bidirectional, three-state lines 

D6 

7 

11 


connected to the CPU’s Data Bus for transfers of data, commands, 

D5 

8 

12 


status, and parameters. 

D4 

9 

13 



D3 

10 

14 


. 

D2 

11 

18 


; 

D1 

12 

19 



DO 

13 

20 


■ 

RD 

5 

9 

1 

READ— Together with CS0, CS1, DACKO, or DACK1, Read controls 
data or status transfers out of the 82590. 

WR 


4 

I 

WRITE— Together with CS0, CS1 , DACKO, or DACK1 , Write 
controls data or command transfers into the 82590. 




1 

CHIP SELECT (PORT 0)— When LOW, the 82590 is selected by 
the CPU for command or status transfer .through PORT 0. 

u 

25 

40 

1 

RESET— A HIGH signal on this pin causes the 82590 to terminate 
current activity. This signal is internally synchronized and must be 
held HIGH for at least four Clock (CLK) cycles. 

When the Clock signal is provided internally (CLKSRC is strapped 
HIGH), the RESET signal must be held HIGH for at least 50 juts. 
(PLCC version only.) 

INT 

26 

41 

0 

INTERRUPT — A HIGH signal on this pin notifies the CPU that the 
82590 is requesting an interrupt. 

DRQO 

17 

26 

0 

DMA REQUEST (CHANNEL 0)— This pin is used by the 82590 to 
request DMA transfer. DRQO remains HIGH as long as the 82590 
requires DMA transfers. Burst transfers are thus possible. 

When the 82590 is programmed for Tightly Coupled Interface, the 
82590 notifies the DMA controller of the status of transmission or 
reception, using this pin together with EOP. 

DRQ1 

18 

27 

0 

DMA REQUEST (CHANNEL 1 )— This pin is used by the 82590 to 
request DMA transfer. DRQ1 remains HIGH as long as the 82590 
requires DMA transfers. Burst transfers are thus possible. 

When the 82590 is programmed for Tightly Coupled Interface, the 
82590 notifies the DMA controller of the status of transmission or 
reception, using this pin together with EOP. 

DACKO 

1 

2 

1 

DMA ACKNOWLEDGE (CHANNEL 0)— When LOW, this input 

DACK 




signal from the DMA controller notifies the 82590 that the requested 
DMA cycle is in progress. This signal acts similarly to Chip Select for 
data and parameter transfers, using DMA channel 0. 





DMA ACKNOWLEDGE (CHANNELS 0 AND 1 )— When the 
DACK1 /CS1 /EOP pin is programmed to CS1 /EOP, this pin 





provides a DMA acknowledge for both channels 0 and 1 . Two DMA 
acknowledge signals from the DMA controller, DACKO and DACK1 , 
must be externally ANDed in this mode of operation. 
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Table 1. 82590 Pin Description (Continued) 


Symbol 

Pin No. 
(DIP) 

Pin No. 
(PLCC) 

Type 

Name and Function 

DACK1 

CS1/EOP 

27 

42 

1 

I/O 

This is a multifunction, bidirectional pin which can be programmed to 
DACK1 or CS1 /EOP during configuration. When it is configured for EOP, it 
provides an open-drain output. 

DMA ACKNOWLEDGE (CHANNEL 1)— When LOW, this input signal from 
the DMA controller notifies the 82590 that the requested DMA cycle is in 
progress. This signal acts similarly to Chip Select for data and parameter 
transfers, using DMA channel 1. 

CHIP SELECT (PORT 1)— When LOW, the 82590 is selected by the CPU 
for command or status transfer through PORT 1. 

END OF PROCESS — A LOW output signal requests the DMA controller to 
terminate the active DMA service. 

CLK 

4 

5 

1 

I/O 

CLOCK — In the 28-pin DIP, this is only an input pin. A TTL-compatible 
clock input to this pin provides the timing for the 82590 parallel 
subsystem. 

In the 44-pin PLCC, this pin can be a clock input or output, depending on 
the state of CLKSRC. If CLKSRC is strapped LOW, this pin is a clock input 
which provides timing for the 82590 parallel subsystem. If CLKSRC is 
strapped HIGH, the clock for the 82590 parallel subsystem is generated 
from the internal clock generator. The CLK pin is then a clock output and 
provides a clock signal whose frequency can be one-half of or identical to, 
the frequency of the internally generated parallel subsystem clock, 
depending on the state of FREQ. Note that the maximum frequency of the 
clock signal supplied by the CLK pin is 8 MHz. 





CLKSRC 

FREQ 

CLK 

Clock for the 





Type 

Signal 

Parallel Subsystem 





0 (LOW) 

Don’t 

Care 

1 

Clock 

Clock as Provided on the CLK Pin 





1 (HIGH) 

1 

0 

Internal 
Parallel 
Subsystem 
Clock Divided 
by Two 

Prescaled Clock Generated from 
the Internal Clock Generator 





1 

0 

0 

Internal 

Parallel 

Subsystem 

Clock 

Prescaled Clock Generated from 
the Internal Clock Generator 

CLKSRC 

NA 

6 

1 

CLOCK SOURCE— When strapped LOW, a clock signal on the CLK pin 
provides timing for the parallel subsystem. When strapped HIGH, timing 
for the parallel subsystem is internally generated from the clock generator 
provided in the serial subsystem. The internal prescaler is programmed 
during configuration to determine the frequency of the clock for the 
parallel subsystem. 

FREQ 

NA 

7 

1 

FREQUENCY— When strapped LOW, CLK has an output frequency equal 
to that of the internal parallel subsystem clock. When strapped HIGH, CLK 
has an output frequency one-half that of the internal parallel subsystem 
clock. The state of this pin is relevant only when CLKSRC is strapped 
HIGH. 
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Table 1. 82590 Pin Description (Continued) 


Symbol 

Pin No. 
(DIP) 

Pin No. 
(PLCC) 

Type 

Name and Function 

XI 1X2 

15/16 

24/25 

1 

High Integration Mode 

OSCILLATOR INPUTS — These inputs may be used to connect a 
quartz crystal which controls the internal clock generator for the 
serial subsystem. When CLKSRC is strapped HIGH, the clock 
generator also provides a clock for the parallel subsystem. 

XI may also be driven by a MOS-level clock whose frequency is 8, 
10, 16, or 18 times the bit rate of Transmit/Receive data. X2 must 
be left floating if XI is connected to an external MOS clock. 

u 

15 

16 

24 

25 

1 

1 

High Speed Mode 

TRANSMIT CLOCK — This signal provides the fundamental timing 
for the serial subsystem. The clock is also used to transmit data 
synchronously on the TxD pin. For NRZ encoding, data is 
transferred to the TxD pin on the HIGH to LOW clock transition. For 
Manchester encoding, the transmitted bit center is aligned with the 
LOW to HIGH transition. 

RECEIVE CLOCK — This clock is used to synchronously sample 
data on the RxD pin. Only NRZ data format is supported for 
reception. The state of the RxD pin is sampled on the HIGH to LOW 
transition. 

TCLK/CRS 

24 

36 

1 

0 

CARRIER SENSE— In High Speed Mode this pin is Carrier Sense, 
CRS, and is used to notify the 82590 that the serial link is active 
TRANSMIT CLOCK— In High Integration Mode this pin is Transmit 
Clock, TCLK. 

CD? 

23 

35 

1 

COLLISION DETECT— This input notifies the 82590 that a collision 
has occurred. In High Speed Mode a collision is sensed by this pin 
only when the 82590 is configured for external Collision Detect 
(external means are then required for collision detection). In High 
Integration Mode collisions are sensed by this pin regardless of the 
internal or external Collision Detect configuration of the 82590. 

RxD 

19 

31 

■ 

RECEIVE DATA — This pin receives serial data. It must be HIGH 
when not receiving. 

TxD 

20 

32 

B 

TRANSMIT DATA— This pin transmits data to the serial link. It is, 
HIGH when not transmitting. 

RTS 

21 

33 

0 

REQUEST TO SEND— When this signal is LOW the 82590 notifies 
the channel that it has data to transmit. It is forced HIGH after a 
reset or when transmission is stopped. 

cts/lpbk 

22 

34 

I/O 

CLEAR TO SEND — An active LOW signal which enables the 82590 
to start transmitting data. Asserting this signal HIGH stops the 
transmission. 

LOOPBACK — This pin, in conjunction with a pull-down resistor, can 
be programmed to provide an active HIGH loopback signal to the 
external interface device. 

Vcc 

28 

1 

43 

44 


POWER: +5V ±10% 

Vss 

14 

21 

22 

23 

■ 

GROUND: 0V 
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FUNCTIONAL DESCRIPTION 
Internal Architecture 

The 82590 consists of a parallel subsystem, a serial 
subsystem, and a FIFO subsystem (see Figure 1). 


Parallel Subsystem 

The parallel subsystem consists of a bus interface 
unit (BIU), command and status registers, a 24-bit 
general purpose timer, and three 16-bit event coun- 
ters. 

The BIU provides an 8-bit data bus interface to the 
external system bus. It handles all data transfers to 
and from memory (at speeds up to 8 Mbytes/sec.), 
accepts commands from the CPU, and provides 
status to the CPU. There are two separate I/O ports, 
Port 0 and Port 1 ; and two separate DMA channels, 
Channel 0 and Channel 1. Port 0 is the 82588-com- 
patible I/O port through which the CPU issues com- 
mands such as Transmit and Receive Enable. The 
82590’s enhanced features, such as the general 
purpose timer and event counters, are accessed 
through Port 1. The two DMA channels are indepen- 
dent of each other and can be used for high-per- 
formance operations such as simultaneous trans- 
mission and reception. 

The 24-bit timer consists of a 24-bit maximum count 
register, a 24-bit count register, and associated con- 
trol bits in the command registers. Its clock source 
can be the transmit clock or the parallel subsystem 
clock. The timer can be programmed to halt or con- 
tinue on a terminal count with or without causing an 
interrupt. 

The three 16-bit event counters can be programmed 
to count valid frames, collided frames, and errored 
(CRC or Alignment) frames. When these event 
counters are used in Monitor mode, the 82590 is 
capable of maintaining the network statistics by it- 
self; i.e., without requesting DMA services or causing 
interrupts to the CPU. 


Serial Subsystem 

The serial subsystem consists of a CSMA/CD unit, a 
data encoder and decoder, collision detect and car- 
rier sense logic, and a clock generator. 

The 82590’s CSMA/CD unit is highly flexible in im- 
plementing the CSMA/CD protocol. It can operate in 


a variety of IEEE 802.3 and other CSMA/CD LAN 
environments, including 1BASE5 (StarLAN, 
10BASE5 (Ethernet), 10BASE2 (Cheapernet), and 
the IBMtm pc Network (Baseband and Broadband). 
The programmable parameters include: 

® Framing (IEEE 802.3 Framing or HDLC Framing) 
® Address Field Length 
® Station Priority 


® Interframe Spacing 


® Slot Time 
• CRC-32orCRC-16 

The encoder and decoder in the serial subsystem is 
capable of NRZI, Manchester, and Differential Man- 
chester encoding and decoding at bit rates up to 4 
Mb/s in High-Integration Mode, and Manchester en- 
coding at bit rates up to 20 Mb/s in High-Speed 
Mode. A digital phase-lock loop is used in High-Inte- 
gration Mode to decode the receive data and to gen- 
erate the synchronous receive clock. 



The collision detect and carrier sense logic generate 
the internal collision detect and carrier sense signals 
for the CSMA/CD unit. 


The 82590 implements several different internal, 
logic-based collision detect mechanisms. Two of 
these, Code Violation and Bit Comparison, are also 
available with the 82588. The Code Violation meth- 
od defines a collision where a transition edge occurs 
outside the area of normal transitions (as specified 
by the data encoding method). For example, if there 
are no mid-bit cell transitions in the Manchester en- 
coded data, this method interprets that condition as 
a collision. The Bit Comparison method compares 
the signature of the transmitted frame to the signa- 
ture of the received frame. If the signatures are dif- 
ferent, a collision is assumed to have occurred. Two 
other internal collision detect methods implemented 
in the 82590 are Source Address Comparison and 
StarLAN CPS (Collision Presence Signal) Recogni- 
tion. The Source Address Comparison compares the 
source address field of the transmitted frame to the 
source address field of the received frame. If the 
source addresses are different, it assumes that a 
collision has occurred resulting in data corruption in 
the source address field. The StarLAN CPS Recog- 
nition method looks for the specific collision pres- 
ence signal defined by the IEEE 802.3 1BASE5 
standard. Other abnormal circumstances, such as 
no carrier for more than one-half slot time in the 
receive channel during transmission, are interpreted 
as collisions by the 82590. 
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In addition to these internal, logic-based collision de- 
tection methods, an external means of collisio n de- 
tection can be used in parallel by using the CDT 
input pin. 

The clock generator in the serial subsystem is avail- 
able only in High-Integration Mode and provides tim- 
ing for the serial subsystem. The clock signal can 
also be routed to the parallel subsystem, if so de- 
sired. The oscillator circuit is designed for use with 
an external, parallel resonant, fundamental mode 
crystal. The crystal frequency should be selected at 
8 x , 1 0 x , 1 6 x , or 1 8 x the required serial bit rate. 


FIFO Subsystem 

The FIFO, subsystem is located between the parallel 
subsystem and the serial subsystem. It consists of a 
transmit FIFO, a receive FIFO, and FIFO control log- 
ic. The transmit and receive FIFOs are independent 
of each other and individually provide optimal inter- 
faces between the two subsystems which may have 
different speeds. There is a total of 64 bytes that can 
be used for the two separate FIFOs. During configu- 
ration these 64 bytes can be divided into one of four 
possible combinations: 16 and 16 bytes, 16 and 48 
bytes, 32 and 32 bytes, or 48 and 1 6 bytes for the 
transmit and receive FIFO respectively. The FIFO 
threshold is also programmed during configuration. 


PROGRAMMING MODEL— REGISTER 
OVERVIEW 

Figure 4 shows the 82590 internal registers that are 
directly accessible through the 8-bit I/O ports: Port 0 
and Port 1 . The registers enclosed in darker lines 
are 82588-compatible registers and are accessible 
only through Port 0. 

Figure 5 shows the Port 0 commands. All of the Port 
0 commands are compatible with the 82588 except 
for the NOP command with the channel bit set to 1. 
If the NOP command is executed with the channel 
bit set to 1 , the active po rt is s witched to Port 1 . Port 
0, which is selected by CSO in hardware, logically 
becomes Port 1 . When the hardw are does not sup- 
port the second chip select, CS1 , this software port 


switch command is used. Figure 6 shows the Port 1 
commands. When the SWT-TO-PORT-O command 
is executed, the active port is switched back to Port 
0 . 

The 82590 can be configured to have 4 or 6 bytes of 
status registers in Port 0 (see Figures 4 and 7). 
When configured to 4 bytes of status registers, for- 
mats of these registers are identical to those of the 
82588. The first three status registers (STATUS 0 
through 2) contain the information about the last 
command executed or the last frame received. The 
last status register, STATUS 3, contains the state of 
the 82590. When the 82590 is configured to 6 bytes 
of status registers, the two additional bytes are used 
to report a more complete status of the most recent- 
ly received frame. 

Status of the timer and event counters is available in 
the Port 1 status registers as shown in Figure 8. 


82590 AND HOST INTERACTION 

The CPU interacts with the 82590 through the sys- 
tem’s memory and the 82590’s on-chip registers. 
The CPU creates a data structure in memory, pro- 
grams the external DMA controller with the start ad- 
dress and byte count of the memory block, and is- 
sues a command to the 82590. 

The chip select and interrupt lines are used to com- 
municate between the 82590 and the CPU as shown 
in Figure 9. The interrupt signal is used by the 82590 
to attract the CPU’s attention. The chip select signal 
is used by the CPU to attract the 82590’s attention. 
Note that the 82590 does not have any address 
lines. 

There are two kinds of transfers over the bus: com- 
mand/status and data transfers. The command/ 
status transfers are always performed by the CPU. 
The data transfers are requested by the 82590, and 
are usually performed by a DMA controller. Table 2 
shows the command/status and data transfer con- 
trol signal s. Th e C PU w rites commands to the 82590 
using the CSO ( or CS 1 ) and WR signals, and reads 
status using the CSO (or CS1) an d RD sig nal s. When 
data' transfers are performed, DACK0 or DACK1 
must be asserted by the DMA controller instead of 
the Chip Select. 
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STATUS 0 
STATUS 1-0 
STATUS 1-1 
STATUS 2-0 
STATUS 2-1 
STATUS 3 


PORT 0 COMMAND (WRITE ONLY) 
7 0 

r^OWMANTl 


Port 0 Status (Read Only) 


6 or 4 
Bytes of 
Status 
Registers . 

PORT 1 COMMAND (WRITE ONLY) 
7 0 

I COMMAND I 


PARAMETER 0 


PARAMETER 1 


PARAMETER 2 


7 0 

STATUS 0 
STATUS 1 
STATUS 2 
STATUS 3 


Port 1 Status (Read Only) 
7 0 

STATUS 0 
STATUS 1 
STATUS 2 
STATUS 2 


Port 1 Timer/Counter Count Registers (Read Only) 


23 16 15 8 7 0 

1 

TIMER 



COUN 

TER 1 

COUNTER 2 

| 

COUNTER 3 


Port 1 Timer/Counter Maximum Count Registers (Read Only) 


23 16 15 8 7 0 


r - 

TIMER 



COUN 

TER 1 

COUNTER 2 

| 

COUNTER 3 
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Figure 4. Programming Model— Directly Accessible Registers 
(Accessible Through 8-Bit I/O Port[s]) 
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Port 0 Command 



7 6 5 4 3 2 

1 0 



ii ii n 

r nop 

0 (CHNL = 0) 


, * 

* < 







0 (CHNL= 1) 






!A- SETUP 
CONFIGURE 

1 

2 






MC- SETUP 

3 






TRANSMIT 

4 






TDR 

5 






DUMP 

6 





► OPCODE 

DIAGNOSE 

7 





RETRANSMIT 

12 






ABORT 

13 






RCV- ENABLE 

8 






ASSIGN - ALT- BUF 9 






RCV -DISABLE 

10 






STOP - RCV 

11 






FIX-PTR 

15 (CHNL= 1) 






RLS - PTR 

15 (CHNL = 0) 






l RESET 

14 






f CHANNEL 0 

0 




► CHNL 

l CHANNEL 1 

1 





STATUS 0 

00 





STATUS 1 

01 




► PTK 

STATUS 2 

10 





STATUS 3 

11 





f NO ACKNOWLEDGE 

0 









l ACKNOWLEDGE 

1 
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Figure 5. Port 0 Commands 


Port 0 Command 



7 6 5 4 3 2 

1 0 



rn 


1 











"Lz: 


GENERAL PURPOSE 

0 





TIMER/COUNTERS 

1 





NOP 

SWT -TO- PORT -0 

0 

1 





SET-TS 

5 





RST-TS 

7 





LCL - PWR - DWN 

8 




(TC/GP = 0) 

RMT-PWR-DWN 
FIX - PTR 

9 

12 





RLS -PTR 

13 





RESET 

14 





. SEL-RST 

15 





f NOP 

0 





START 

STOP 

1 

2 





RESUME 

3 





LD & START 

5 




ll 

1 

ACK-INT 

7 




COUNT 

8 





START- ALL- COUNTERS 9 




■ 

SET-VAL 

10 





SET- CONF 

11 





RD -MAX -COUNT -VAL 12 ! 





RD- COUNT- VAL 

13 





[reset 

14 





STATUSO 

00 





STATUS 1 

01 




^ PTP 
(TC/GP = 0) 

STATUS2 
. STATUS3 

10 

11 





f TIMER 

00 




(TC/GP = 1 ) 

COUNTER 1 
COUNTER2 

01 

10 





l COUNTER3 

11 





f NO ACKNOWLEDGE 

0 




1 ACKNOWLEDGE 

1 
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Figure 6. Port 1 Commands 
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STATUS 0 


STATUS 1-0 


STATUS 1-1 


STATUS 2-0 


STATUS 2-1 


STATUS 3 

290147-7 

Status Registers — 4 Bytes 
(82588 Compatible Modes) 

7 6 5 4 3 2 1 0 

STATUS 0 


STATUS 1 


STATUS 2 


STATUS 3 

290147-8 


Events 

Value 
(Status 0) 

Events 

Value 
(Status 0) 

CMOS* 

0 (CHNL = 1) 

Diagnose-Passed 

7 

lA-Setup-Done 

1 

End-Of-Frame 

8 

Configure-Done 

2 

Request-Next-Buffer 

9 

MC-Setup-Done 

3 

Reception-Aborted 

10 

Transmit-Done 

4 

Retransmit-Done 

12 

TDR-Done 

5 

Execution-Aborted 

13 

Dump-Done 

6 

Diagnose-Failed 

15 


•Available only after Hardware or Software Reset 


Figure 7. Port 0 Status Registers 


P 




1 1 



INT 

RCV 

EXEC 

CHNL 

EVENT 

1 1 

1 


RESULT 1 


RESULT 2 


RCV 

1 

BUF. CHAIN'G 

EXEC 

1 

CHNL 

RCV STATE 

1 

NO. OF BUF. 

CHNL 

EXEC STATE 


Status Registers—-6 Bytes 

7 6 5 4 3 2 1 0 


| INT 

RCV 

EXEC 

CHNL 

1 1 1 

EVENT 

1 1 1 


RESULT 1 


RESULT 2 


RECEIVE BYTE COUNT (LOW)/FRAME COUNTER 
RECEIVE BYTE COUNT 


(HIGH) 


RCV 

1 

BUF. CHAIN'G 

EXEC 

1 

CHNL 

RCV STATE 

NO. OF BUF. 

CHNL 

EXEC STATE 

1 


7 

INT 


IS3 


5 4 3 


GP 


T/C 


T 

1 


2 1 

— i r 

EVENT 

I L 


TIMER/COUNTER STATUS 


TIMER/COUNTER CONFIGURATION 


' PORT 1 COMMAND ' 
STATUS 


’ TIMER/COUNTER * 
. CONFIGURATION . 


0 

" I STATUS 0 


STATUS 1 


STATUS 2 


STATUS 3 
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Timer/Counter Events 

Value* 

(T/C = 1) 

(Status 0) 

Timer Expired 

BitO = 1 

Counter 1 Expired 

Bit 1 = 1 

Counter 2 Expired 

Bit 2 = 1 

Counter 3 Expired 

Bit 3 = 1 

General Purpose Event 

Value* 

(GP = 1) 

(Status 0) 

REM-PWR-UP 

9 


•The 82590 may have more than one EVENT bit set by the time the CPU reads the status register. 


Figure 8. Port 1 Status Registers 
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Figure 9. 82590/Host CPU Interaction 


Table 2. Data Bus Control Signals and Functions 


Pin Name 



CSO 

CS1* 

RD 

WR 

Function 

1 

X 

X 

No Transfer To/ From 

0 

1 

1 

Command/Status 

0 

0 

0 

Illegal 

0 

0 

1 

Read from Status 
Register 

0 

1 

0 

Write to Command 
Register 

DACKO 

DACK1* 

RD 

Wr 


1 

X 

X 

No DMA Transfer 

0 

1 

1 


0 

0 

0 

Illegal 

0 

0 

1 

Data Read from DMA 
Channel 0 (or 1) 

0 

1 

0 

Data Write to DMA 
Channel 0 (or 1) 


*Only one of CSO, CS1 , DACKO, or DACK1 may be active 
at any time. 


To initiate an operation such as Transmit or Config- 
ure (see Figure 5), the command from the CPU must 
first be written to the 82590. Any parameters or data 
associated with the command are transferred from 
memory to the 82590 using DMA. Upon completion 
of the operation, the 82590 updates the appropriate 
status registers and sends an interrupt to the CPU. 


FRAME TRANSMISSION 

To transmit a frame, the CPU prepares a Transmit 
Data Block in memory as shown in Figure 10. Its first 
two bytes specify the length of the rest of the block. 
The next few bytes (up to six) contain the destination 
address of the station the frame is being sent to. 
The rest of the block is the data field. The CPU pro- 
grams the DMA controller with the start address of 
the block, length of the block, and other control in- 
formation and then issues a Transmit command to 
the 82590. Upon receiving this command, the 82590 
fetches the first two bytes of the block to determine 
its length. If the link is free and the first data byte 
was fetched, the 82590 begins transmitting the pre- 
amble and concurrently fetches more bytes from the 
Transmit Data Block and loads them into the trans- 
mit FIFO to keep them ready for transmission. 
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PREAMBLE 


GENERATED BY 82590 


BLOCK BYTE COUNT 


SFD (BOF FLAG) 



DESTINATION ADDRESS 


DESTINATION ADDRESS 





FROM 82590 











INDIVIDUAL 


r 

LENGTH FIELD 

ADDRESS 

CPU GENERATED 

H 

INFORMATION FIELD 


DATA STRUCTURE IN MEMORY 
(TRANSMIT DATA BLOCK) 


PADDING (OPTIONAL) 




FRAME CHECK SEQUENCE 





EOF FLAG (OPTIONAL) 


GENERATED BY 82590 



PADDING (OPTIONAL) 
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Figure 10. The 82590 Frame Structure and Location of Data Element in System Memory 



The destination address is transmitted after the pre- 
amble. This is followed by the source or the station 
individual address, which was previously stored in 
the 82590 by the lA-Setup command. After this, the 
entire information field is transmitted, followed by a 
CRC field calculated by the 82590. If a collision is 
encountered during transmission of the frame, then 
the transmission is aborted after a jam pattern is 
sent. If the collision is detected during preamble or 
SFD (Start Frame Delimiter) transmission, the 82590 
transmits the jam pattern after the SFD is transmit- 
ted. An interrupt is then generated to inform the CPU 
of the unsuccessful transmission due to a collision. 
The CPU reinitializes the DMA controller and issues 
a Retransmit command to the 82590. Retransmis- 
sion is done by the CPU exactly as the Transmit 
command is done, except the Retransmit command 
keeps track of the number of collisions encountered. 
When the 82590 gets the Retransmit command and 
the backoff timer is expired, it transmits the frame 
again. Retransmission is repeated until the attempt 
is successful, or until the preprogrammed retry num- 
ber expires. 

If the 82590 is programmed to generate the EOP 
signal to the 8237 or 82380 DMA controller, or if it is 
used with a DMA controller which implements the 


Tightly Coupled Interface, retransmission is per- 
formed without CPU intervention. 


FRAME RECEPTION 

The 82590 can receive frames when its receiver has 
been enabled. The 82590 checks for an address 
match for an Individual address, a Multicast address, 
or a Broadcast address. In the Promiscuous mode 
the 82590 receives all frames. When the address 
match is successful, the 82590 transfers the frame 
to memory using the DMA controller. Before en- 
abling the receiver, it is the CPU’s responsibility to 
make a memory buffer area available to the receiver 
and to properly program the starting address of the 
DMA controller. The received frame is transferred to 
the memory buffer in the format shown in Figure 1 1 . 
This method of reception is called Single Buffer re- 
ception; the entire frame is contained in one continu- 
ous buffer. Upon completion of reception, the status 
of the reception is appended at the end of the re- 
ceived frame in the memory buffer, and the total 
number of bytes transferred to the memory buffer is 
loaded into the internal status registers 1 and 2. An 
interrupt is then generated to inform the CPU of the 
frame reception. 
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Figure 11. Single Buffer Reception 


If the frame size is unknown, memory usage can be 
optimized by using Multiple Buffer reception. In this 
mode of operation, the CPU and DMA Controller can 
dynamically allocate memory space as it receives 
frames. This method requires both DMA channels to 
receive the frame alternately. As frame reception be- 
gins, the 82590 interrupts the CPU and automatically 
requests assignment of the next available buffer. 
The CPU does this and loads the second DMA 
channel with the next buffers information so the 
82590 can immediately switch to the other channel 
when the current buffer is full. When the 82590 
switches from the first to the second buffer it again 
interrupts the CPU and requests another buffer to be 
allocated on the previous channel. This process 
continues until the entire frame is received. The re- 
ceived frame is spread over multiple memory buff- 
ers. The link between the buffers is easily main- 
tained by the CPU, using a buffer chain descriptor 
structure in memory as shown in Figure 1 2. This dy- 
namic allocation of memory buffers results in effi- 
cient use of available storage when handling frames 
of widely differing sizes. 

If the 82590 is programmed to generate the EOP 
signal to the 8237 or 82380 DMA controller, or if it is 
used with a DMA controller which implements the 
Tightly Coupled Interface, buffer reclamation and 


more advanced data structures for the buffer area 
can significantly improve system performance. 


EOP SIGNAL TO THE DMA 
CONTROLLER 

The 82590 can be programmed to assert the EOP 
signal to the 8237 or 82380 DMA controller when 
one or more of the following occurs: 

• A collision during transmission 

• An error (CRC or alignment) during reception 

• A good frame reception 

If the 8237 or 82380 is programmed for Auto-initial- 
ize mode and if the 82590 is programmed to assert 
the EOP signal on a collision during transmission, 
the retransmission following a collision is done auto- 
matically by the 8237 and the 82590. The 8237 will 
reinitialize itself automatically and the 82590 will re- 
transmit the same frame from the same memory 
area without CPU intervention. When the 82590 is 
programmed for this mode it does not interrupt the 
CPU upon a collision, and the CPU does not need to 
issue a Retransmit command to the 82590. The CPU 
is interrupted only after a successful transmission or 
retransmission, or after a transmission failure, such 
as DMA underrun. 
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Figure 12. Multiple Buffer Reception 


If the 82590 is programmed to assert the EOP signal 
when an error occurs during reception, the 8237 or 
the 82380 in Auto-initialize mode will be able to re- 
claim the memory area which would otherwise be 
wasted for the errored fr ame r eception. If the 82590 
is programmed to assert EOP at the end of a frame 
reception, automatic buffer switching can be accom- 
plished by alternating the DMA channels with the 
8237 or the 82380. When the 82380 is used, the 
buffer switching can be done with only one DMA 
channel. 


The EOP signal must be derived from the DACK1 / 
CS1/EOP pin using external logic (see Figure 13). 


82590/82560 TIGHTLY COUPLED 
INTERFACE 

The 82590 has a mode of operation called “Tightly 
Coupled Interface.” In this mode the 82590 provides 
a tightly coupled interface to a DMA controller in or- 
der to execute some of the time-critical processes of 
the CSMA/CD protocol without any CPU interven- 
tion. By using the 82590’s companion chip, the 
82560, or by implementing the Tightly Coupled Inter- 
face in a DMA controller, operations such as auto- 
matic retransmission, continuous back-to-back 
frame reception, and transmit and/or receive buffer 
chaining can be accomplished. 

The 82590 provides the status of the current active 
transmission or rec eption to the DMA controller by 
using the DRQ and EOP signals at the end of every 
DMA cycle. The status is encoded according to Ta- 


ble 3. As long as the 82590 generates_DRQ High 
and EOP Floating at the rising edge of RD or WR, 
the DMA controller repeats DMA transfers. If the 
transmission is completed without collisions or if the 
reception is good (no collisi on, no CRC, or no Align- 
ment error), then DRQ and EOP both become Low 
at the end of a DMA transfer which follows the last 
DMA data transfer. If the transmission encountered 
a collision or if t he rec eption had an error, DRQ be- 
comes High and EOP becomes Low. The DMA con- 
troller must decode these signals appropriately and 
must reinitialize the DMA channel so it can retrans- 
mit the same frame or reclaim the otherwise wasted 
buffer. It is the DMA controller’s responsibility to re- 
program itself for the next appropriate operation. 

The 82560 fully implements the Tightly Coupled In- 
terface and provides very high-performance DMA 
services for the 82590 with minimal CPU involve- 
ment. 


NETWORK MANAGEMENT AND 
DIAGNOSTICS 

The 82590 provides a large set of diagnostic and 
network management functions including: internal 
and external loopback, monitor mode, optional cap- 
ture of all frames regardless of destination address 
(Promiscuous mode), and time domain reflectometry 
for locating fault points in the network cable. The 
82590 Dump command ensures software reliability 
by dumping the contents of the 82590 internal regis- 
ters into the system memory. 
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Figure 13. Demultiplexing DACK/CS1/E0P Pin 



OTHER ENHANCEMENTS 

Compared to the 82588 the 82590 has a number of 
functional and performance enhancements. This 
section lists some of these enhancements which are 
not covered in other sections. 

(D Multi-IA— The 82590 implements multiple-indi- 

vidual address (Multi-IA) filtering. It can receive 
more than one IA frame in this mode. 

(D Power Down Modes— Two power down 
modes, Local Power Down and Remote Power 
Down, are available. When the 82590 is in Re- 
mote Power Down mode, it can be powered up 
remotely by sending a special frame to it. 

<D Automatic Padding and IEEE 802.3 Length 
Field — If a frame to be transmitted is shorter 
than the configured Slot Time, the 82590 auto- 
matically appends pad bytes up to the shortest 


frame greater than the Slot Time. If the data 
field of a received frame is longer than the byte 
count indicated in the Length field, the extra 
bytes are stripped automatically according to 
the Length field. Erroneous conditions are de- 
tected and reported by the 82590. An example 
of such conditions is reception of a frame 
which is shorter than the byte count indicated 
in the Length field. 

© Automatic Retransmission on Collision Dur- 
ing Preamble — The 82590 can be pro- 
grammed to retransmit automatically if it de- 
tects a collision during transmission of the 
preamble. 

® On-Chip Jabber Inhibit Function— The 82590 
can be programmed to provide an on-chip jab- 
ber inhibit function. 
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® CRC Transfer to Memory — The 82590 can 
be programmed to transfer the CRC field of a 
received frame into memory. 

® Loopback Signal to the 82C501-— The 82590 
can be programmed to provide an active High 
loopback signal to the 82C501 (see Figure 14). 

® StarLAN— The 82590 can be configured to 

recognize the IEEE 802.3 1BASE5 Collision 
Presence Signal (CPS). I n thi s mode it also de- 
lays deactivation of the RTS signal at the end 
of a frame transmission in order to insert an 
end-of-frame marker according to the stan- 
dard. 


APPLICATIONS 

The 82590 can be used in a variety of applications. 
When it is used in High-Integration Mode, it imple- 
ments most of the Data Link and Physical Layer 
functions required by the IEEE 802.3 1BASE5 (Star- 
LAN) and the IBM PC Network— Baseband and 
Broadband. When it is used in High-Speed Mode, it 
can work with the 82C501 and a standard transceiv- 
er for IEEE 802.3 10BASE5 (Ethernet) and 
10BASE2 (Cheapernet) implementations. 


Figure 15 shows a block diagram of an 
82590/82560 High Integration adapter board. The 
82560 provides the following functions: DMA for the 
82590 with Tightly Coupled Interface and dual-port 
memory control for the static RAM. The 82590 is 
configured to High-Integration mode to minimize the 
serial interface logic. 



Figure 14. Loopback Output to the 82C501 
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Figure 15. 82590/82560 High-Integration Adapter 
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ABSOLUTE MAXIMUM RATINGS* 

Case Temperature 0c) Under Bias 

Plastic 0°C to + 85°C 

PLCC 0°C to + 85°C 

Storage Temperature -65°C to + 1 50°C 

Voltage on any Pin with 

Respect to Ground - 1 V to + 7V 

Power Dissipation 550 mW 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings " may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions ” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


D.C. CHARACTERISTICS 

(T c [Plastic] = 0°C to + 85°C, T c [PLCC] = 0°C to + 85°C, V C c = +5V ±10%) 

TxC and RxC have MOS levels (see V^il, Vniih)- AI1 other si 9 na ^ s have TTL levels (see Vil, Vih, Vql. Vqh)- 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

V|L 

Input Low Voltage (TTL) 

-0.5 

0.8 

V 


V| H 

Input High Voltage (TTL) 

2.0 


V 


Vol 

Output Low Voltage (TTL) 


0.45 

V 

Iol = 2.0 mA 

VoH 

Output High Voltage (TTL) 

2.4 



Iqh = _ 400 fiA 

V MIL 

Input Low Voltage (MOS) 

-0.5 

0.6 



VMIH 

Input High Voltage (MOS) 

3.9 

V C c + 0.5 

V 


*LI 

Input Leakage Current 


±10 

jmA 

0V ^ V|n ^ Vcc 

•lio 

I/O Leakage Current 


±10 

1031 

0.45V ^ V 0 UT ^ V C c ~ 0.45V 

C|N 

Capacitance of Input Buffer 


10 

mm 

Frequency = 1 MHz 

C IO 

Capacitance of I/O Buffer 


20 

mm 

Frequency = 1 MHz 

icc 

Power Supply Current 


80 

mA 

(Note 1) 


5 

mA 

(Note 2) 


1 

mA 

(Note 3) 




(Note 4) 


NOTES: 

1. System side (CLK) at 16 MHz, serial side (TxC) at 20 MHz in High-Speed Mode. 

2. Remote power-up mode. 

3. Power-down mode — all inputs connected to Vcc level. 

4. Gene ral fo rmulas for current are: (a) f(CLK) X 2.9 + f(TxC) x 1 .8 for High Speed Mode, (b) f(CLK) X 2.9 + f(TFC) x 
0.2 + f(TFC) x 1.8/SR, where SR is the sampling rate in High-Integration Mode, and f = frequency in MHz. 
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A.C. CHARACTERISTICS (Cl on all outputs is 20 pF-125 pF unless otherwise specified.) 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

SYSTEM CLOCK INPUT PARAMETERS 

ti 

CLK Cycle Time 

62.5 


ns 


t2 

CLK Low Time 

27 


ns 

(Note 5) 

t3 

CLK High Time 

27 


ns 

(Note 5) 

t* 

CLK Rise Time 


5 

ns 

(Notel) 

*5 

CLK Fall Time 


5 

ns 

(Note 2) 

SYSTEM CLOCK OUTPUT PARAMETERS 

*98 

CLK Cycle Time 

120 


ns 

(Notes 4, 7) 

*99 

CLK Low Time 

50 


ns 

(Note 4) 

*100 

CLK High Time 

50 


ns 

(Note 4) 

tioi 

CLK Rise Time 


15 

ns 

(Notes 1 , 4) 

*102 

CLK Fall Time 


15 

ns 

(Notes 2, 4) 

RESET PARAMETERS 

te 

Reset Active to Clock Low 

20 


ns 

(Note 3) 

*8 

Reset Pulse Width 

.41! 


ns 


*9 

Control Inactive after Reset 


2t1 

ns 



INTERRUPT PARAMETERS 


*10 

CLK High to Interrupt Active 


55 

ns 

(Note 4) 

tn 

WR Inactive to Interrupt 


55 

ns 

(Note 4) 

*103 

Int Low to Int High Gap 

2ti 


ns 

(Note 4) 


WRITE PARAMETERS 


CM 

CS0, CS1, DACK0, or 
DACK1 Setup to WR Low 



ns 


*13 

WR Pulse Width 



ns 


tl4 

CS0, CS1, DACK0, or 
DACK1 Hold after WR High 

0 


ns 


*15 

Data Setup to WR High 

30 


ns 


*16 

Data Hold after WR High 

. 3 


ns 


*94 

Write Cycle Time 

2ti 


ns 


*96 

WR Inactive Time 

55 


ns 



NOTE: 

To achieve socket compatibil ty with the I ntel 8 2588, the rise and fall time specifications of the Intel 82588 can be applied for 
the 82590 clock inputs (CLK, TXC, RXC, TFC). This is valid only for standard 82588 operating frequencies. Refer to the Intel 
82588 data sheet for these specifications. 
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A.C. CHARACTERISTICS (Cl on all outputs is 20 pF-125 pF unless otherwise specified.) (Continued) 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

READ PARAMETERS 

tl7 

CS0, CS1, DACK0, or 
DACK1 Setup to RD Low 

0 


ns 


*18 

RD Pulse Width 

55 


ns 


*19 

CS0, CS1 DACK0, or 
DACK1 Hold after RD High 

0 


ns 


*20 

RD Low to Data Valid 


45 

ns 


*21 

Data Float after RD High 

5 

40 

ns 


*95 

Read Cycle Time 

2ti 


, ns 


*97 

RD Inactive Time 

55 


ns 


DMA PARAMETERS 

*22 

CLK Low to DRQ0 
or DRQ1 Active 


55 

ns 

(Note 4) 

*23 

WR or RD Low to DRQ0 
or DRQ1 Inactive 


45 

ns 

(Note 4) 

*104 

WR or RD High to DRQ0 or 
DRQ1 Inactive — 82560 
Retransmit or Receive Buffer Reclaim 

2.5 

65 

ns 

(Note 4) 

*105 

WR or RD Low to EOP Active 


45 

ns 

(Note 6) 

*106 

EOP Float after DACK0 
or DACK1 Going Inactive 


40 

ns 

(Note 6) 


NOTES: 

1. 0.8V to 2.0V. 

2. 2.0V to 0.8V. 

3. To guarantee recognition on the next clock. 

4. C L = 50 pF. 

5. Measured at 1.5V. 

6. Open drain I/O pin. 

7. None of the A.C. Parameters are related to the CLK output pin. 


A.C. TESTING INPUT/OUTPUT WAVEFORMS 


TTL Input/Output Voltage Levels for Timing 
Measurements 


2.4 


0.45 



TEST POINTS *- 1 .5 



290147-17 

A.C. Testing inputs are driven at 2.4V for a Logic “1” and 0.45V 
for a Logic “0”. Timing measurements are made at 1 .5V for both 
a Logic “1” and “0”. Rise and fall times are measured between 
0.8V and 2.0 V. 
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Interrupt Timing (Going Inactive) 
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WRITE TIMING 



DACKO or DACK1 may remain active continuously for consecutive DMA cycles. 


READ TIMING 



NOTE: 

DACKO or DACK1 may remain active continuously for consecutive DMA cycles. 
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SERIAL INTERFACE A.C. TIMING CHARACTERISTICS 

TFC is the Crystal or Serial Clock Input at XI. 



X8 Sampling 

X10 Sampling 

X16 Sampling 

X18 Sampling 

High Integration Mode 

For TFC Frequency = 1 MHz to 32 MHz (High) 

TCLK Frequency 

0.125 MHz-4 MHz 

100 kHz-3. 2MHz 

62.5 kHz-2 MHz 

55.6 kHz-1.78 MHz 

t 29 = TCLK 
Cycle Time 

8 X t 24 

10 X t 24 

16 X t 24 

18 X t 24 

t 30 = TCLK 
High Time 

t 24 (Typically) 

t 24 (Typically) 

t 24 (Typically) 

t 24 (Typically) 

t 31 = TCLK 
Low Time 

7 X t 24 (Typically) 

9 X t 24 (Typically) 

15 X t 2 4 (Typically) 

17 x t 24 (Typically) 

For TFC Frequency = 0 MHz to 1 MHz (Low) 

TCLK Frequency 

0-0.125 MHz 

0-100 kHz 

0-62.5 kHz 

0-55.6 kHz 

t 29 = TCLK 
Cycle Time 

8 X t 2 4 

10 X t 24 

1 6 X t 2 4 

18 X t 24 

t 30 = TCLK 
High Time 

t 25 (Typically) 

t 25 (Typically) 

t 25 (Typically) 

t 25 (Typically) 

t 31 = TCLK 
Low Time 

7 X t 2 4 + t 2 0 
(Typically) 

9 X t 24 + t 26 
(Typically) 

15 X t 2 4 + t 2 6 
(Typically) 

17 X t 2 4 + t 2 g 
(Typically) 


NOTES: 

XI 0 and XI 8 are available only for Manchester or Differential Manchester encoding/decoding 
l 24 = Serial Clock Cycle Time 
t25 = Serial Clock High Time 
t26 = Serial Clock Low Time 

HIGH SPEED MODE 

• Applies for TxC, RxC 

• f max = 20 MHz ±100 ppm 

• For Manchester, symmetry is required: tg 4 , Xq 4 = ^ ± 5% 
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HIGH INTEGRATION MODE 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

EXTERNAL (FAST) CLOCK PARAMETERS 

t24 

Fast Clock (TFC) Cycle Time 

31.25 


ns 

(Notes 1,16) 

*25 

TFC High Time 

(Note 1 3) 


ns 

(Notes 1,7) 

*26 

TFC Low Time 

12 


ns 

(Notes 1, 17) 

*27 

TFC Rise Time 


3 



*28 

TFC Fall Time 


3 

ns 


TRANSMIT CLOCK PARAMETERS 


Transmit Clock (TCLK) 
Cycle Time 

(Note 1 3) 




t30 

TCLK High Time 



ns 


t31 

TCLK Low Time 



ns 


*32 

TCLK Rise Time 


10 



t33 

TCLK Fall Time 


10 

ns 


TRANSMIT DATA PARAMETERS (MANCHESTER, DIFFERENTIAL MANCHESTER) 

*34 

TxD Transition-Transition 

(Note 1 4) 


ns 


*35 

TCLK Low to TxD 
Mid Bit Cell Transition 


(Note 1 0) 

ns 

(Note 2) 

*36 

TCLK Low to TxD 

Bit Cell Boundary Transition 


(Note 9) 

ns 

(Note 2) 

*37 

, TxD Rise Time 


10 

ns 

(Note 2) 

*38 

TxD Fall Time 


10 

ns 

(Note 2) 

TRANSMIT DATA PARAMETERS (NRZI) 

t39 

TxD Transition-Transition 

(Note 15) 


ns 


*40 

TCLK Low to TxD Transition 


(Note 9) 

ns 

(Note 2) 

*41 

TxD Rise Time 


10 

ns 

(Note 2) 

*42 

TxD Fall Time 


10 

ns 

(Note 2) 

RTS, CTS PARAMETERS 

*43 

TCLK Low to RTS Low 


(Note 9) 

ns 

(Note 2) 

*44 

CTS Low to TCLK Low 

35 


ns 


*45 

TCLK Low to RTS High 


(Note 9) 

ns 

(Note 2) 

*46 

TCLK Low to CTS Invalid 
CTS Hold Time 

10 


ns 

(Notes 3,12) 

*47 

CTS High to TCLK Low; 
CTS Setup Time to Stop 
Transmission 

35 


ns 

(Note 3) 

IFS PARAMETERS 

*48 

Interframe Delay 

(Note 4) 


ns 
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HIGH INTEGRATION MODE (Continued) 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

COLLISION DETECT PARAMETERS 

*49 

CDT Low to TCLK High 
External Collision Detect 
Setup Time 

35 


ns 

(Note 12) 

*50 

CDT High to TCLK High 

35 


ns 

(Note 12) 

*51 

TCLK High to CDT Inactive 
CDT Hold Time 

10 


ns 

(Note 12) 

*52 

CDT Low to Jamming Start 


(Note 5) 

ns 


*53 

Jamming Period 

(Note 6) 


ns 


RECEIVED DATA PARAMETERS (MANCHESTER, DIFFERENTIAL MANCHESTER) 

*54 

RxD Transition-Transition 

115 


ns 

(Note 14) 

*55 

RxD Rise Time 


10 

ns 


*56 

RxD Fall Time 


10 

ns 



RECEIVED DATA PARAMETERS (NRZI) 


t57 

RxD Transition-Transition 

240 


ns 

(Note 11) 

t58 

RxD Rise Time 


10 

ns 


*59 

RxD Fall Time 


10 

ns 



EXTERNAL LOOPBACK PARAMETERS 


*107 

TCLK Low to LPBK High 


50 

ns 

(Note 2) 

*108 

TCLK Low to LPBK Float 


50 

ns 

(Note 2) 


NOTES: 

1 . MOS Levels. 

2. 1 TTL Load + 50 pF. 

3. Ab normal End of Transmission: CTS expires before 
RTS. 

4. Programmable value: t 23 = N IFS x t 29 (ns) 

Nifs: the IFS configuration value. 

If Nifs is less than 12 then it is enforced to 12. 

5. Programmable Values: 

t 52 = Nqdf x t 29 + (12 to 15) X t 29 (if collision occurs 
after preamble). 

Ncdf ; The Collision Detect Filter Configuration Value. 

6. t53 = 32 X t 2 g 

7. Depends on frequency range: 

High Range: t 2 4 - 1 0 ns 
Low Range: t 25 — 10 ns 

8 - t3i = t 29 - t 30 - t 32 - t 33 

9. 2 X t 24 + 40 ns for 8X or 1 0X 
4 X t 24 + 40 ns for 16X 


1 0. 6 X t 24 + 40 ns for 8X 

12 X t 24 + 40 ns for 16X 

7 x t 24 + 40 ns for 10X 

13 X t 24 + 40 ns for 1 8X 

11. 8 x t 24 - 10 ns for 8X 
10 X t 24 - 10 ns for 10X 
16 x t 24 - 10 ns for 16X 
18 x t 24 - 10 ns for 18X 

12. To Guarantee recognition on the next clock. 

13. 10 ns for High Range 

30 ns for Low Range 
14.4 X t 24 - 10 ns for 8X 
5 X t 24 - 10 ns for 10X 

8 X t 24 - 10 ns for 16X 

9 X t 24 - 10 ns for 18X 

1 5. t 2 g — 1 0 ns 

16. See Figure “CRYSTAL CONNECTION.” 

17. Maximum capacitance load on the X 2 pin when an 
external MOS clock is connected to Xi: 

15 pF for DC to 16 MHz 
5 pF for 16 MHz to 32 MHz 


1-237 











82590 


inteT 


CRYSTAL CONNECTION 



290147-27 


NOTES: 

1. High-quality, parallel resonant, fundamental-mode crystals are recommended for maximum accuracy. 

2. Cl, C2, and stray capacitance of the board should be adjusted so the total capacitance load on the crystal is approx. 
15 pF. 

3. For IEEE 802.3 applications, the crystal must be accurate to ±35 PPM over a range of 0°C to 70°C. 


TRANSMIT TIMINGS— CLOCKS RTS AND CTS 
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HIGH SPEED MODE 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

TRANSMIT/RECEIVE CLOCK PARAMETERS 

*60 

RxC, TxC Cycle Time 

50 


ns 

(Notes 1 , 3) 

*61 

TxC Rise Time 


5 

ns 

(Note 1) 

*62 

TxC Fall Time 


5 

ns 

(Note 1) 

*63 

TxC High Time 

18 


ns 

(Notes 1,3) 

*64 

TxC Low Time 

19 


ns 

(Notes 1 , 3) 

TRANSMIT DATA PARAMETERS 

*65 

TxD Rise Time 


10 

ns 

(Note 4) 

*66 

TxD Fall Time 


10 

ns 

(Note 4) 

*67 

TxC Low to TxD Valid 


30 

ns 

(Notes 4, 5) 

*68 

TxC Low to TxD Transition 


30 

ns 

(Notes 2, 4) 

*69 

TxC High to TxD Transition 


30 

ns 

(Notes 2, 4) 

t?0 

TxD Transition-Transition 

20 


ns 

(Notes 2, 4) 

*71 

' 

TxC Low to TxD High 
(At the Transmission End) 


30 

ns 

(Note 4) 

RTS, CTS PARAMETERS 

t 72 

TxC Low to RTS Low 
Time to Activate RTS 


30 

ns 

(Note 4) 

*73 

CTS Low to TxC Low 
CTS Setup Time 

20 




*74 

TxC Low to RTS High 


30 

ns 

(Note 4) 

*76 

TxC Low to CTS Invalid. 
CTS Hold Time 

10 


ns 

(Note 6) 

* 75 a 

CTS High to TxC Low. CTS 
Setup Time to Stop 
Transmission 

20 


ns 

(Note 6) 

INTERFRAME SPACING PARAMETER 

*76 

Inter Frame Delay 

(Note 8) 


ns 
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HIGH SPEED MODE (Continued) 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

CRS, CDT PARAMETERS 

*77 

CDT Low to TxC High; 
External Collision Detect 
Setup Time 

20 


ns 


*78 

TxC High to CDT Inactive; 
CDT Hold Time 

10 


ns 

(Note 12) 

*79 ' 

CDT Low to Jam Start 


(Note 9) 

ns 


*80 




ns 


*81 

CRS Low to TxC High; 
Carrier Sense Setup Time 

25 


ns 


*82 

TxC High to CRS Inactive; 
CRS Hold Time 

10 


ns 

(Note 12) 

*83 

CRS High to Jamming Start 
(Internal Collision Detect) 


(Note 11) 

ns 


*84 

CRS High to RxC High; 
CRS Inactive Setup Time 

30 


ns 


*85 

RxC High to CRS High; 
CRS Inactive Hold Time 

10 


ns 


RECEIVE CLOCK PARAMETERS 

*86 

RxC Rise Time 


5 

ns 

(Note 1) 

*87 

RxC Fall Time 


5 

ns 

(Note 1) 

*88 

RxC High Time 

18 


ns 

(Note 1 ) 

*89 

RxC Low Time 

19 


ns 

(Note 1 ) 

RECEIVED DATA PARAMETERS 

*90 

RxD Setup Time 

15 


ns 

(Note 5) 

*91 

RxD Hold Time 

15 


ns 

(Note 5) 

*92 

RxD Rise Time 


10 

ns 


*93 

RxD Fall Time 


10 

ns 


EXTERNAL LOOPBACK PARAMETERS 

*109, 

TxC Low to LPBK High 


*60 

ns 

(Note 4) 

*110 

TxC Low to LPBK High 


*60 

ns 

(Note 4) 


NOTES: 

1 . MOS Levels. 

2. Manchester Only. 

3. Manchester. Needs 50% duty cycle. 

4. 1 TTL Load + 50 pF. 

5. NRZ only. 

6. Ab normal End of Transmission: CTS expires before 
RTS. 

7. Normal End of Transmission. 

8. Programmable value: 
t76 = N|FS X t60 

N|ps : the IFS configuration value. 

If N|ps is less than 12 then N|ps is enforced to 12. 


9. Programmable Value: 

*79 = Ncdf x t 60 + (12 to 15) X t6o (if collision occurs 
after preamble). 

Ncdf : The collision detect filter configuration value. 

10. teo = 32 x t6o 

1 1 . Programmable Value: 

t 83 = Ncdf x *60 + (12 to 15) x teo 

12. To guarantee recognition on the next clock. 
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82C501AD 

ETHERNET SERIAL INTERFACE 



■ CHMOS Replacement for Intel 82C501, ■ 

82501, or SEEQ 8023A 

■ Conforms to IEEE 802.3 10BASE5 ■ 

(Ethernet) and 10BASE2 (Cheapernet) H 

Specifications 

■ Direct Interface to Intel LAN m 

Controllers and the Attachment Unit 
Interface (T ransceiver) Cable ■ 

■ 10-Mb/s Operation 


Manchester Encoding/Decoding and 
Receive Clock Recovery 

10-MHz Transmit Clock Generator 
Drives/Receives 802.3 AUI Cables 

Defeatable Watchdog Timer Circuit to 
Prevent Continuous Transmission 

Diagnostic Loopback for Network Node 
Fault Detection and Isolation 


The 82C501AD Ethernet Serial Interface (ESI) chip is designed to work directly with Intel LAN Controllers 
(82586, 82590, and 82596) in IEEE 802.3 (10BASE5 and 10BASE2), 10-Mb/s, Local Area Network applica- 
tions. The major functions of the 82C501AD are to generate the 10-MHz transmit clock for the Intel LAN 
Controller, perform Manchester encoding/decoding of the transmitted/received frames, and provide the elec- 
trical interface to the Ethernet transceiver cable (AUI). Diagnostic loopback control enables the 82C501 AD to 
route the signal to be transmitted from the Intel LAN Controller through its Manchester encoding and decoding 
circuitry and back to the Intel LAN Controller. The combined loopback capabilities of the Intel LAN Controller 
and 82C501 AD result in highly effective fault detection and isolation through sequential testing of the commu- 
nications interface. A (defeatable) on-chip watchdog timer circuit prevents the station from locking up in a 
continuous transmit mode. The 82C501 AD is pin compatible with the 82C501 and functionally compatible with 
the 82501 and SEEQ 8023A. 
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Figure 1. 82C501AD Functional Block Diagram 
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Table 1. Pin Description 


Symbol 

DIP 

Pin 

No. 

PLCC 

Pin 

No. 

Type 

Name and Function 

ENETV1 

1 

2 

1 

ETHERNET VERSION 1.0: An active low, MOS-level input intended 
for use as a strapping option. When ENETV1 is asserted, the TRMT/ 
TRMT pair remains at high differential voltage at the end of 
transmission. This operation is compatible with the Ethernet Version 
1.0 specification. If the ENETV1 pin is left floating, an internal pull-up 
resistor biases the input inactive high. When ENETV1 is high, the 
TRMT /TRMT differential voltage gradually approaches 0V at the end 
of transmission. 

NOOR 

2 

3 

1 

CRS ‘OR’: An active low, MOS-level input intended for use as a 
strapping option. When NOOR is low, only the presence of a valid 
signal on the RCV/RCV pair will force CRS active. If the NOOR pin is 
floating, an internal pull-up resistor biases the input inactive high. 
When NOOR is inactive high, either the presence of a valid signal on 
CLSN/CLSN or on RCV/RCV will force CRS active. 

LPBK/ 

WDTD 

3 

5 

1 

LOOPBACK/WATCHDOG TIMER DISABLE: An active low, TTL- 
level control signal that enables the loopback mode. In loopback 
mode serial data on the TXD input is routed through the 82C501 AD 
internal circuits and back to the RXD output without driving the 
TRMT /TRMT output pair to the transceiver cable. During loopback 
CDT is asserted at the end of each transmission to simulate the SQE , 
test. The LPBK signal should be driven high once Vqo is stabilized. 
WATCHDOG TIMER DISABLE: An input voltage of 1 0 to 1 6 V 
through a 1 kft resistor will disable the on-chip watchdog timer. 

RCV 

4 

6 

1 

RECEIVE PAIR: A differentially driven input pair which is tied to the 

RCV 

5 

7 

1 

1 

receive pair of the Ethernet transceiver cable. The first transition on 
RCV is negative-going to indicate the beginning of a frame. The last 
transition is positive-going to indicate the end of the frame. The 
received bit stream is assumed to be Manchester encoded. 

CRS 

6 

8 

0 

CARRIER SENSE: An active low, MOS-level output which notifies the 
Intel LAN Controller that there is activity on the coaxial cable. The 
signal is asserted when a valid signal on RCV/RCV is present. If the 
NOOR input is inactive high, then CRS is also asserted when a valid 
signal on CLSN/CLSN is present. It is deasserted at the end of a 
frame or when the end of the collision-presence signal is detected, 
synchronous to RXC. After transmission, when NOOR = 1 , CRS is 
inhibited for a period of 5 juts minimum to 7 juts maximum, regardless 
of any activity on the collision-presence signal (CLSN/CLSN) and 
RCV/RCV inputs. When NOOR = 0, CRS is not inhibited. 

CDT 

7 

10 

0 

COLLISION DETECT: An active-low, MOS-level signal which drives 
the CDT input of the Intel LAN Controller. It is asserted as long as 
there is activity on the collision pair (CLSN/CLSN), and during SQE 
(heartbeat) test in loopback. 

RXC 

8 

11 

0 

RECEIVE CLOCK: A 10-MHz MOS level clock output with 5-ns rise 
and fall times. This output is connected to the Intel LAN Controller 
receive clock input RXC. There is a maximum 1 .4-jlls delay at the 
beginning of a frame reception before the clock recovery circuit gains 
lock. During idle (no incoming frames) RXC is forced low. 

RXD 

9 

13 

0 

RECEIVE DATA: A MOS-level output tied directly to the RXD input of 
the Intel LAN Controller and sampled by the Intel LAN Controller at 
the negative edge of RXC. The bit stream received from the 
transceiver cable is Manchester decoded prior to being transferred to 
the controller. This output remains high during idle. 


1-246 




82C501AD ETHERNET 



Table 1. Pin Description (Continued) 


Symbol 

DIP 

Pin 

No. 

PLCC 

Pin 

No. 

Type 

Name and Function 

GND 

10 

14 

15 


GROUND 

CLSN 

12 

17 

1 

COLLISION PAIR: A differentially driven input pair tied to the collision- 

CLSN 

11 

16 

1 

presence pair of the Ethernet transceiver cable. The collision-presence 
signal is a 10-MHz square wave. The first transition at CLSN is negative- 
going to indicate the beginning of the signal; the last transition is positive- 
going. 

Xi 

14 

19 

1 

CLOCK CRYSTAL: 20-MHz crystal inputs. When X 2 is floated, X-| can be 

x 2 

13 

18 

1 

driven by an external MOS level input clock. 

Ten 

15 

20 

1 

TRANSMIT ENABLE: An active low, TTL level signal synchronous to TXC 
that enables data transmission to the transceiver cable and starts the 
watchdog timer. TEN can be driven by the RTS signal from the Intel LAN 
Controller. 

Txc 

16 

22 

O 

TRANSMIT CLOCK: A 10-MHz MOS level clock output with 5-ns rise and fall 
times. This clock is connected directly to the TXC input of the Intel LAN 
Controller. 

TXD 

17 

24 

1 

TRANSMIT DATA: A TTL-level input signal that is directly connected to the 
serial data output, TXD, of the Intel LAN Controller. 

TRMT 

19 

28 

O 

TRANSMIT PAIR: A differential output driver pair that drives the transmit pair 

TRMT 

18 

27 

O 

of the transceiver cable. The output bit stream is Manchester encoded. 
Following the last transmission, which is always positive at TRMT, the 
differential voltage is slowly reduced to zero volts in a series of steps. If 
ENETV1 is asserted this voltage stepping is disabled. 

Vcc 

20 

1 


POWER: 5V ±10%. 


FUNCTIONAL DESCRIPTION 
Clock Generation 

A 20 MHz parallel resonant crystal is used to control 
the clock generation oscillator, which provides the 
basic 20 MHz clock source. An internal divide-by- 
two counter generates the 10 MHz ± 0.01% clock 
required by the IEEE 802.3 specification. 

It is recommended that a crystal meeting the follow- 
ing specifications be used: 

• Quartz Crystal 

• 20.00 MHz ± 0.002% at 25°C 

® Accuracy ±0.005% Over Full Operating Temper- 
ature, 0 to 70°C 

• Parallel Resonant with 20-pF Load Fundamental 
Mode 

Several vendors have these crystals available; either 
off the shelf or custom made. Two possible vendors 
are: 


2. Crystek Corporation 
1 00 Crystal Drive 
Ft Myers, FL 33907 

The accuracy of the Crystal Oscillator frequency de- 
pends on the PC board characteristics, therefore it is 
advised to keep the XI and X2 traces as short as 
possible, the optimum value of Cl and C2 should 
be determined experimentally under nominal operat- 
ing conditions. The typical value of Cl and C2 is 
between 22 and 35 pF. 

An external, 20 MHz, MOS-level clock may be ap- 
plied to pin X-| while pin X 2 is left floating. 


TRANSMIT SECTION 


Manchester Encoder and Transceiver 
Cable Driver 

The 20-MHz clock is used to Manchester encode 
data on the TXD input line. The clock is also divided 
by two to produce the 10-MHz clock required by the 


1. M-Tron Industries, Inc 
Yankton, SD 57078 
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20 MHz INTERNAL CLOCK 



Figure 3. Start of Transmission and Manchester Encoding 


Intel LAN Controller for synchronizing its RTS and 
TXD signa ls. Se e Figure 3. (Note that the Inte l LAN 
Controller RTS is tied to the 82C501AD TEN input 
as shown in Figure 4.) 

Data encoding and transmission begins with TEN 
going low. Since the first bit is a ‘1’, the first tran- 
sition on the transmit output TRM T is a lways nega- 
tive. Transmission ends with the TEN going high. 
The last transition is always positive at TRMT and 
can occur at the center of the bit cell (last bit = 1) or 
at the boundary of the bit cell (last bit = 0). A 1.5-bit 
delay is introduced b y the 8 2C501AD between its 
TXD input and TRMT/TRMT output as show n in Fig- 
ure 3. If the signal applied to the ENETV1 input is 
inactive high, the TRMT differential output is kept at 
high differential for 200 ns, after the last transmit 
data tr ansitio n, then it is gradually reduced. The 
TRMT/TRMT differential voltage will become less 
than 40 mV within tis after the last positive tran- 
sition. The undershoot for return to idle is less than 
100 mV differentially. This mode of operation is com- 
patible with the IEEE 802.3 transceiver specifica- 
tions. 


If an active signal is present at the E NETV1 input at 
the end of transmission, the TRMT/TRMT pair out- 
put will remain at a high differential voltage. As a 
result there is a positive differential voltage during 
the entire transmit idle time. This mode of operation 
is compatible with the Ethernet Version 1 .0 specifi- 
cation. 

Immediately after the end of a transmission all sig- 
nals on the receive pair are inhi bited fo r 5 jms mini- 
mum to 7 jLis maximum (when NOOR = 1). This 
dead time is required for proper operation of the 
SQE (heartbeat) test. 

An internal watchdog timer is started when TEN is 
asserted low at the beginning of the frame. The du- 
ration of the watchdog timer is 25 ms ± 15%. If the 
transmission terminates (by deasserting the TEN) 
before the timer expires, the timer is reset (and 
ready for the next transmission). If the timer expires 
before the transmission ends, the frame is aborted. 
The frame is a borted by disabling the outp ut driver 
for the TRMT/TRMT pair. RXD and RXC are not 
affec ted. The watchdog timer is reset only when the 
TEN is deasserted. 
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The cable driver is a differential circuit requiring ex- 
ternal pulldown resistors of 240H ±5%. In addition, 
high-voltage protection to + 10V maximum, and 
short circuit protection to ground is provided. 

To provide additional high voltage protection if the 
cable is shorted, an isolation transfo rmer can be 
used to isolate the TRMT and TRMT outputs from 
the transceiver cable. Transmit circuit inductance 
(including the IEEE 802.3 transceiver transformers) 
should be a minimum of 27 p,H. We recommend that 
the transformer at the 82C501AD end have a mini- 
mum inductance of 75 /aH. 


RECEIVE SECTION 


Cable Interface 

The 82C501AD input circuits can be driven directly 
from the Ethernet transceiver cable receive pair. In 
this case the cable is terminated with a resistor of 
78 fl ±6% for proper impedance matching. See Fig- 
ure 4. 

The signal received on the RCV/ RCV pair from the 
transceiver defines both the RX C and RXD outputs 
to the Intel LAN Controller. The RXC and RXD sig- 
nals are recovered from the encoded RCV/RCV pair 
signal by the Manchester decode circuitry. 


+5V ov 



231926-4 

NOTE: 

Cl = C 2 = 22 pF to 35 pF. 

For best operation, a decoupling capacitor should be used between Vcc and GND. 


Figure 4. LAN Controller/82C501AD/Transceiver Interface 


1-249 












82C501AD ETHERNET 


intef 


The input circuits can also be driven with ECL volt- 
age levels. In either case, the input common mode 
voltage must be in the range of O-Vcc volts to allow 
for wide driver supply variation at the transceiver. To 
provide additional high voltage protection, if the ca- 
ble is shorted, an isolat ion tr ansformer can be used 
to isolate the RCV and RCV inputs from the cable. 


Manchester Decoder and Clock 
Recovery 

The Manchester-encoded dat a stre am is decoded to 
separ ate th e Receive Clock (RXC) and the Receive 
Data (RXD) from the stream. The 82C501AD uses 
an advanced digital technique to perform the decod- 
ing function. The use of digital circuitry instead of 
analog circuitry (e.g., a phase-lock loop) to perform 
the decoding ensures that the decoding function is 
less sensitive to variations in operating conditions. 

A simplified diagram of the decoder appears in Fig- 
ure 5. A high-resolution phase reference is used to 
digitize the phase of the incoming data bit-center 
transition. The digitizer has a phase resolution of 
1/32 bit time. 

The digitized phase is filtered by a digital low-pass 
filter to remove rapid phase variations; i.e., phase 


jitter. Slow phase variations, such as those caused 
by small differences between the data frequency 
and the clock frequency, are passed unfiltered by 
the low-pass filter. 

The RXC generator digitally sets the phases of the 
two RXC transitions to respectively l ead a nd lag the 
bit-center transition by 1 /4 bit time. RXC is used to 
recover RXD by sampling the incoming data with an 
edge-triggered flip-flop. 

The Frame Detect signal informs the decoder that 

the first valid negative transition of a new frame has 
been detected. This signal is used to initiate the 
lock-on sequence of the decoder. Lock is achieved 
by reducing the time constant of the digital filter to 
zero at the start of a new frame. With a -time con- 
stant of zero, the filter immediately outputs the 
phase of the second bit-center transition. Any uncer- 
tainty in the bit-center phase of the first transition 
that is caused by jitter is subsequently removed by 
gradually increasing the filter time constant during 
the following preamble. By that time, the exact 
phase of the bit center is output by the filter, and the 
lock is achieved. Lock is achi eved within the first 14 
bit times as seen by the RCV/RCV inputs. The maxi- 
mum bit-cell timing distortion flitter) tolerated by the 
Manchester Decoder Circuitry is ± 12 ns for the pre- 
amble and ± 1 8 ns for the data. 



Figure 5. Manchester Decoder 


1-250 




82C501AD ETHERNET 


inteT 


COLLISION-PRESENCE SECTION 


The CLSN/CLSN input signal is a 10 MHz +25%/ 
-15% square-wave generated by the transceiver 
whenever two or more data frames are superim- 
posed on the coaxial cable. The pulse width of the 
CLSN/CLSN signal can be no less than 35 ns and 
no greater than 70 ns measured at the 0-V crossing. 

The common-mode volta ge an d external termination 
are identical to the RCV/RCV input. (See Figure 4.) 

A valid co llision presence signal will assert the 
82C 501A D CDT output, which can be directly tied to 
the CDT input of the Intel LAN Controller. During 
normal operation the 82C501AD logically “ORs” the 
collision presence signal with an interna l sign al, indi- 
cating val id da ta reception on the RCV /RCV p air, to 
generate CRS output. If, however, the NOOR input 
is as serted low, this “OR” function is removed and 
CRS is only asser ted by the presence of valid data 
on the RCV/RCV pair. This mode of operation is 
required for repeater design. 

During the time that valid colli sion-pr esence tran- 
sitions are present on the CLSN/CLSN input, invalid 
data transitions may be present on the receive data 
pair due to the superposition of signals from two or 
more stations trans mitting simultaneously. It is pos- 
sible for RCV/RCV to lose transitions for a few bit 
times due to perfect cancellation of the signals; this 
may cause the 82C501AD to abort the reception. 

The CRS signal is asserted low (along with CDT) 
whe never a valid collision-presence signal is present 
and NOOR = 1. If this collision-presence signal ar- 
rives within 5 jjls to 7 jus after the last transmission, 
only CDT is generated. This e nsure s that the LAN 
Controller recognizes the active CDT as a valid SQE 
(heartbeat) test signal. 

NOISE FILTERING ON RCV AND 
CLSN PAIRS 

Both the receive and collision pairs have the follow- 
ing characteristics. 

• At idle, the noise filter is turned on. 

• A pulse is rejected if: 

a. Its peak voltage is more positive than - 1 50 mV, 
with no restriction on width, or: 

b. Its peak voltage is more positive than -600 mV 
and its width is less than 5 ns (measured at a refer- 
ence level of -285 mV). 

• The filter is turned off by the first valid negative 
pulse on the RCV or CLSN pair. A pulse whose 
peak voltage is more negative than -300 mV 
and whose width is greater than 30 ns (measured 
at -285 mV) is considered valid. 


• The filter is turned on again when no positive 
transition is observed on the RCV or CLSN pair 
for 160 ns. 


Internal Loopback 

When asserted, LPBK causes the 82C501AD to 
route serial data from its TXD input through its trans- 
mit logic (retiming and Manchester encoding); re- 
turning it through the receive logic (Manchester de- 
coding and receive clock generation) to RXD output. 
The internal routing prevents the data from passing 
through the out put driv ers and onto the transmit out- 
put pair TRMT/TRMT. When in loopback mode all of 
the transmit and receive circuits, are tested except 
for the transceiver cable output driver and input re- 
ceivers. Also, at the end of each frame transmitted 
in loopback mode the 82C501AD generates the 
SQE test (heartbeat) signal within 1 juls after the end 
of the frame. Thus, the collision circuits are also 
tested in loopback mode. During loopback, as in any 
normal reception, the 82C501AD receive circuitry 
uses 14 bit times while the Manchester Decoder 
locks on the data. As a result, the first 14 bits are 
lost and RXC is held low during that time. 

The watchdog timer remains enabled in loopback 
mode, terminating test frames that exceed its time- 
out period. The w atchdog timer can be inhibited by 
connecting LPBK to a 1 kfl resistor connected to 10 
to 16V. The loopback feature can still be used to test 
the integrity of the 82C501AD by using the circuit 
shown in Figure 6. 



LPBK 

WDTD 

Function 

1 

X 

LPBK mode 

0 

0 

Normal mode 

0 

1 

Normal mode with 
watchdog timer disabled 


Figure 6. Watchdog Timer Disable 


The 82C501 AD operates as a full-duplex device, be- 
ing able to transmit and receive simultaneously. By 
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combining the internal and external loopback modes 
of the Intel LAN Controller, and the internal loop- 
back and normal modes of the 82C501AD, incre- 
mental testing of an Intel LAN Controller/ 
82C501AD-based interface can be performed under 
program control for systematic fault detection and 
fault isolation. 


Interface Example 

The 82C501AD is designed to work directly with the 
Intel LAN Controller in IEEE 802.3 10 Mb/s, as well 
as other 10 Mb/s LAN applications. The control and 
data signals connect directly between the two devic- 
es without the need for additional external logic. The 
complete Intel LAN Controller/82C501AD Ethernet 
Transceiver interface is shown in Figure 4. The 
82C501 AD provides the driver and receivers needed 
to directly connect to the transceiver cable or requir- 
ing only terminating resistors on each input signal 
pair and 240 ft pull-down resistors. 

It is recommended that a decoupling capacitor be 
used between V<x and GND. 

The Transmit, Receive, and Collision pairs have a 
maximum 10V overvoltage protection. 


If additional high voltage protection is desired, a 
pulse transformer should be included for Ethernet 
applications. IEEE 802.3 10BASE5 (Ethernet) speci- 
fications require at least 16V protection for the 
Transmit, Receive, and Collision pairs. In 10BASE2 
(Cheapernet) a pulse transformer is required to be 
inserted between the DTE (Intel LAN Controller/ 
82C501AD) and the transceiver. In an Ethernet/ 
Cheapernet design, a single transformer can be 
used for both connections at minimal additional cost. 

The pulse transformer should have the following 
characteristics: 

1. A minimum inductance of 75 ju,H. 

2. 2000V isolation between primary and secondary 
windings. 

3. 2000V isolation between primaries of separate 
transformers. 

Since Ethernet Version 1 .0 transceivers can require 
a positive differential on the TRMT pair during idle, 
check with the transceiver vendor before including 
the pulse transformer. 
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ABSOLUTE MAXIMUM RATING* 


Case Temperature Under Bias 0°C to + 85°C 

Storage Temperature - 65°C to + 1 40° C 

All Output and Supply Voltages —0.5V to + 7V 

All Input Voltages - 1 .0V to + 6.0VC0 

Operating Power Dissipation 0.75W 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions" is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


D.C. CHARACTERISTICS T c = 0°Cto +85°C, V C c = 5V ±10% 


Symbol 

Parameter 

Min 

Max 

VlL 

Input Low Voltage TTL 

MOS 

-0.5V 

-0.5V 

0.8V 
0.6 V 

V|H 

Input High Voltage TTL 

MOS 

m 

Vcc + 0.5 V 
V CC + 0.5V 

Vaccept 


±285 mV 


VreJECT 

Differential Input Reject Voltage 


±150 mV 

VCM 

Input Common Mode Voltage 

0 V 

Vcc 

VOCM 

Common Mode Output Voltage( 2 ) 

0.5V 

5.0V 

V 0 L 

Output Low Voltage @ Iql = 4 mA 


0.45V 

VOH 

Output High Voltage (MOS) @ Iqh = ~500 fxA 

3.9V 


VoDF 

Differential Output Voltage(2) 

± 0.45V 

± 1.2V 

Vu 

TRMT Pair Differential Return to 
Zero Undershoot^) 



V D | 

TRMT Pair Differential Idle Voltage® 



Ili 

Input Leakage Current @ V|n = 0V to Vcc* 3 ) 


±10 fxA 

•cc 

Power Supply Current @ Tq = 85°C( 4 ) 


135 mA 

Isp 

Short Protection Activation Current 

! 

60 mA 

150 mA 

■l 

Input Load Current^) 


±1 mA 

C|N 

Input Capacitance @ fc = 1 MHz(7) 


10 pF 


NOTES: 

1. The voltage levels for CLSN/CLSN, RCV/RCV inputs are -0.75V to + 10V. 

2. The testing load is a 78a ±1% resistor in parallel with a 27 ju,H ±1% inductor and two 240H ±5% pulldown resistors. 

3. Applies to TXD and TEN pins. 

4. Part of the power is dissipated through the pulldown resistors connected to the TRMT/TRMT outputs. 

5. Measured after tig has expired. 

6. Applies to RCV/RCV, X 1f CLSN/CLSN, LPBK/WDTD, NOOR, and ENETV1 inputs for input voltages from 0 V to V C c- 

7. Characterized, not tested. 
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Clock TimingU) 


NOTES: 

1 . Refer to Figure 9. 

2. Applies to external clock inputs. 


Symbol 

Parameter 

Min 

Max 

• 

Unit 

*6 

TXC Cycle TimeC 2 ) 

99.99 

100.01 

. 

ns 

t? 

TXC Rise/Fall Time 


5 

ns 

*8 

TXD Rise/Fall Time 


10 

ns 

tg 

TXC Low Time 

40 



*10 

TXC High Time 

40 


ns 

til 

Transmit Enable/Disable to TXC Low 

45 



*12 

TXD Stable to TXC Low 

45 ' 


ion 

*13 

Bit Cell Center to Bit Cell Center of Transmit Pair Data( 3 ) 

99.5 

100.5 


*14 

TEN Rise/Fall Time 


10 

ns 

*15 

Transmit Differential Signal Rise/Fall Time 


5.0 

ns 

*16 

Bit Cell Center to Bit Cell Boundary of Transmit Pair Data( 3 ) 

49.5 

50.5 


*17 

TRMT held low from Last Positive Transition of the 
Transmit Pair at the End of Frame 

200 


B 

*18 

From Last Positive Transition of Transmit Pair Differential 
Output Approaches Within 40 mV of zero volts. 


8000 

ns 


NOTES: 

1. Refer to Figure 11. 

2. This parameter is exactly twice t-j. 

3. Characterized, not tested. 


Symbol 

Parameter 

Min 

Max 

Unit 

*1 

X-| Cycle Time 

49.995 

50.005 

ns 

*2 

X, Fall Time(2) 


5 

ns 

*3 

Xi Rise Time( 2 ) 


5 

ns 

*4 

Xi LowTime( 2 ) 

15 


ns 

*5 

X, High Time(2) 

15 


ns 


A C. MEASUREMENT CONDITIONS 

1. T c = 0°C to + 85°C, V C c = 5V ±10%. 

2. The AC MOS, TTL and differential signals are re- 
ferred to in Figures 7, 8, 9, 10 and 10A. 

3. AC Loads: 

a) MOS: a 20 pF total capacitance to ground. 

b) Differential: a 10 pF total capacitance from 
each terminal to ground, two 240ft ±5% pull 
down resistors, and a load resistor of 78 ft 
± 1 % in parallel with a 27 jnH ±1 % inductor 
between terminals. 

4. All AC Parameters become valid 1 00 juls after the 
supply voltage has stabilized. 


TRANSMIT TIMINGS) 
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RECEIVE TIMINGS) 


Symbol 

Parameter 

Min 

Max 

Unit 

*19 

Duration which the RXC is held at Low State at the Start of a Packet 


1400 

ns 

*20 

Receive Pair Signal Rise/Fall Time( 5 ) 


10 

ns 

*21 

Receive Pair Bit Cell Center Jitter in Preambled) 


±12 

ns 

*22 

Receive Pair Bit Cell Center Jitter in Data( 2 ) 


±18 

ns 

*23 

Receive Idle Time after Transmission in a Transmitting Station 

8 


juts 

*24 

Receive Pair Signal Return to Zero Level from Last Valid 
Positive Transition 

160 


ns 

*25 

CRS Assertion Delay from the First Received Valid Negative Transition 
of Receive Pair Signal 


100 

ns 

*26 

CRS Deassertion Delay from the Last Valid Positive Transition Received 
(when no Collision-Presence Signal Exists on the Transceiver Cable)( 3 ) 


300 

ns 

*27 

RXC Cycle Time 

96 

104 

ns 

*28 

RXC Rise/Fall Time 


5.0 

ns 

*29 

RXC Low Time 

40 


ns 

*30 

RXC High Time 

36 


ns 

*31 

Receive Data Stable Before the Negative Edge of RXC 

30 


ns 

*32 

Receive Data Held Valid Past the Negative Edge of RXC 

30 


ns 

*33 

Carrier Sense Active — ► Inactive Hold Time from RXC High 

10 

40 

ns 

*34 

Receive Data Rise/Fall Time( 5 ) 


10 

ns 

*35 

CRS Inhibit Time After Frame Transmission^) 

5 

7 

JXS 


NOTES: 

1. Refer to Figures 12 and 13. 

2. Meas ured per 802.3 Para B1. 1.4.2 recom menda tions. 

3. CRS is deasserted synchronously wit h the R XC. This conditio n is not specified in the IE EE 8 02.3 specification. 

4. Required for SQE test. Applies when NOOR = 1. For NOOR = 0 there is no inhibit of CRS. 

5. Characterized, not tested. 
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COLLISION TIMING(I) 


Symbol 

Parameter 



Unit 

*36 

CLSN/CLSN Cycle Time 

80 

118 

ns 

t37 

CLSN/CLSN Rise/FaH Time(2> 



ns 

*38 

CLSN/CLSN High/Low Time 

35 

70 

ns 

*39 

CLSN Pair Return to Zero from Last Positive T ransition 

160 


ns 

*40 

CDT Assertion from the First Valid Negative Edge of Collision Pair Signal 


wm 

ns 

*41 

CDT Deassertion from the Last Positive Edge of CLSN/CLSN Signal 



ns 

*42 

CRS Deassertion from the Last Positive Edge of CLSN/CLSN Signal (if no 
Post-Collision Signal Remains on the Receive Pair) 


450 



NOTE: 

1. Refer to Figure 14. 

2. Characterized, not tested. 


LOOPBACK TIMING(I) 


Symbol 

Parameter 

Min 

Max 


*43 

LPBK asserted before the first attempted transmission (2) 

500 


ns 

*44 

Simulated collision test delay from the end of each attempted transmission 

0.5 

1.5 

JXS 

*45 

Simulated collision test duration* 3 ) 

0.6 

1.6 

jXS 

*46 

LPBK deasserted after the last attempted transmission 

5 


fXS 


NOTES: 

1 . Refer to Figure 1 5. 

2. In Loopback mode, RXC and CRS function in the same manner as a normal Receive. 

3. SQE test (heartbeat) signal 1 


NOISE FILTI 

ERd) 


Parameter 



Unit 

*47 

RCV/RCV Noise Filter Pulse Width Rejected 


5 

ns 

00 

<3 

RCV/RCV Noise Filter Pulse Width Accepted 

30 


ns 

*49 

CLSN/CLSN Noise Filter Pu|se Width Rejected 


5 

ns 

*50 

CLSN/CLSN Noise Filter Pulse Width Accepted 

25 


ns 


NOTE: 

1. Refer to Figure 16. 
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A.C. TIMING CHARACTERISTICS 


Z..UV 

1.5V 
0.8V 
0.45V 

DELAY/WIDTH MEASUREMENT — ! 

RISE/FALL MEASUREMENT—* ~— 

231926-12 

Figure 7. TTL Input Voltage Levels for Timing 
Measurements (TEN, TXD, LPBK/WDTD). 




for Timing Measurements 



Figure 8. Voltage Levels for MOS Level 
Output-Ti ming Meas urements 
(TXC, RXC, CRS, CDT, and RXD). 
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231926-15 

Figure 10. Voltage Levels for 
Differential-Input Timing Measurements 
(RCV/RCV and CLSN/CLSN). 
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Figure 10A. Voltage Levels for TRMT/TRMT 
Output-Timing Measurements 
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Figure 15 
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Dimension 

28 Lead (Inch) 

28 Lead (mm) 

Min 

Max 

Min 

Max 

Overall Height (A) 

0.126 

0.140 

3.20 

3.56 

Shoulder to Board Height (A-j) 

0.076 

6.090 

1.93 

2.29 

Outside Dimension (D) 

0.385 

0.396 

9.78 

10.0 

Plastic Body Dimension (D-|) 

0.347 

0.353 

8.81 

8.97 

Foot Print (D 2 ) 

0.290 

0.330 

7.37 

8.38 

Foot Print (D 3 ) 

0.200 Ref. 

5.08 Ref. 

Outside Dimension (E) 

0.585 

0.595 

14.9 

15.1 

Platic Body Dimension (E-j) 

0.547 

0.553 

13.9 

14.0 

Foot Print (E 2 ) 

0.490 

0.530 

12.4 

13.5 

Foot Print (E 3 ) 

0.400 Ref. 

10.2 Ref. 

# of Leads (N) 

28 

28 

# of Leads on Short Side (Nd) 

5 

5 

# of Leads on Long Side (N e ) 

9 

9 

Seating Plane Coplanarity (CP) 

0.000 

0.004 

0.00 

0.10 

Tweezing Coplanarity (TCP) 

0.000 

0.004 

0.000 . 

0.10 

Lead Thickness (LT) 

0.009 

0.015 

0.23 

6.38 

Issue 

IWS 1/15/87 
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82521TB 

TWISTED PAIR ETHERNET* SERIAL SUPERCOMPONENT 


■ Provides Complete Serial and Analog 
Twisted Pair Ethernet Interface 
— Analog Filters 

— Serial Interface and Transceiver 
— Manchester Encoder and Decoder 
— Link Integrity 
— Line Drivers and Receivers 
— Jabber Protection 
— Isolation Transformers and 
Protection Circuitry 

D Designed to IEEE 802.3 Draft 
Supplement, Type 10BASE-T 
(P802.3I/D10) 


■ 10-Mb/s Operation 

■ Directly Interfaces Intel Ethernet LAN 
Controllers and Coprocessors 

— 82586 

— 82590 and 82592 

— 82596CA, 82596DX, and 82596SX 

■ Socket Compatible with the 82521TA 

■ No Configuration Required 

■ Allows Design to Meet FCC Class A 
Standard 

■ All Circuitry in a Single 36-Pin Package 


The Twisted Pair Ethernet Serial Supercomponent (SSC) provides the complete serial and analog Twisted Pair 
Ethernet interface required to connect the Ethernet LAN controller directly to a 10BASE-T connector. It is 
designed for node applications in 10-Mb/s, CSMA/CD networks as defined by the IEEE 802.3-1985 standard; 
for example, PCs, workstations, and fileservers. The SSC includes the serial interface, transceiver, Manches- 
ter encoder, Manchester decoder, 10BASE-T functionality, line drivers, line receivers, analog filters, protection 
circuitry and isolation transformers in a single package. It provides all the required circuitry to give the LAN 
designer immediate access to the twisted pair Ethernet environment (10BASE-T). 

Existing Ethernet/Cheapernet designs can be easily modified to take advantage of cost-effective twisted pair 
wire. The SSC can be soldered or socketed onto a host adapter card or motherboard without any adjustments 
or configuration. It is compatible with the pending IEEE 802.3 draft standard 10BASE-T, and can be used with 
non-Intel LAN controllers. The SSC is designed to satisfy FCC class A test requirements and to meet all 
standard host-system size and power requirements. 
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Figure 1. 82521TB Block Diagram 

*Ethemet is a registered trademark of Xerox Corporation. 
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•Pins 14, 15, and 17 have been enhanced since the 82521 TA. This does not affect compatibility with the 82521 TA. 
tPins 26 and 31 have been removed for improved electrical isolation. This does not affect compatibility with the 
82521 TA. 

$The 12-V power requirement of the 82521 has been removed on the 82521TB. To maintain socket compatibility these 
pins are not connected internally; they can be connected to a power supply on the host card or left floating. 


Figure 2. 82521TB Pin Configuration 


Pin 

Symbol 

Type 

Name and Function 

1 

CRS 

0 

CARRIER SENSE: Active low output that alerts the Ethernet 
controller or coprocessor (82586, 82590, 82592, or 82596) that 
activity is present on the twisted pair link. This pin is directly 
connected to the CRS input of the controller. 

2 

RxD 


RECEIVE DATA: NRZ data passed to the Ethernet controller. This 
pin is directly connected to the RxD pin on the controller. 

3 

CTS 

0 

CLEAR TO SEND: An active low output that alerts the Ethernet 
controller that the device is ready to accept data. This function is 
optional. This pin can be tied directly to the controller’s CTS pin or 
left floating. 

4 

Vss 


GROUND. 

5 

TxD 

1 

TRANSMIT DATA: NRZ or Manchester encoded serial data is 
clocked in on TxD from the Ethernet controller. This pin is directly 
connected to the TxD pin of the controller. The state of the MENC 
pin determines NRZ or Manchester encoded input. 
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Pin 

Symbol 

Type 

Name and Function 

6 

Vss 


GROUND. 

7 

TxC 

0 

TRANSMIT CLOCK: A 10-MHz clock output tied directly to the 
TxC pin of the Ethernet controller. 

8 

Vss 


GROUND. 

9 

V E E 


Vee-‘ A -5 V ±10% power supply. 

10 

RxC 

0 

RECEIVE CLOCK: A 10-MHz clock connected directly to the RxC 
input of the Ethernet controller. This clock is the recovered clock 
from the incoming data on the twisted pair. 

11 

Vss 


GROUND. 

12 

ECLK 

0 

EXTERNAL CLOCK: A 20-MHz ±0.01 %, TTL-level input clock 
with a 40/60 duty cycle. ECLK attaches to ICLK for normal 
asynchronous operation. Synchronous operation of the device can 
be obtained by connecting an external clock to ECLK. 

13 

ICLK 

1 

INTERNAL CLOCK: A 20-MHz ±0.01 %, TTL-level output clock 
with a 40/60 duty cycle. For normal asynchronous operation this 
pin is directly connected to ECLK. ICLK can be used for 
synchronous operation of interface circuitry. 

14 

LID/WDTD 

1 

LINK INTEGRITY DISABLE, WATCHDOG TIMER DISABLE: 

When connected to Vcci. this pin disables the link integrity 
processor, linkbeat generator, and watchdog timer. This ensures 
compatibility with the 82521 TA. When connected to Vss. or not 
connected, these functions are enabled and the device is 
compatible with 10BASE-T. 

15 

MENC 

1 

MANCHESTER ENCODING: When tied to V S s. or not connected, 
this pin enables internal Manchester encoding of the NRZ data on 
TxD. When tied to Vcci. Manchester encoded data is expected on 
TxD. 

16 

LPBK2 

1 

LOOPBACK 2: An active high input signal that causes the 
82521TB to enter diagnostic loopback mode. The twisted pair 
medium will be removed from the circuit, thus isolating the node 
from the network. When not connected this pin assumes the 
inactive (normal) state. Diagnostic loopback mode does not affect 
the operation of the link integrity processor or linkbeat generator. 
The watchdog timer will not operate in diagnostic loopback mode. 

17 

WDT 

0 

WATCHDOG TIMER: An active high output that indicates 
expiration of the watchdog timer (jabber protection) in the super- 
component. The output deasserts when the jabber function is 
reset. 

18 

Vss 


GROUND. 

19 

ms 

1 

REQUEST TO SEND: An active low input signal synchronous to 
TxC; it enables data transmission on the twisted pair link segment. 

20 

LPBK1 

1 

LOOPBACK 1: An active low input signal that causes the 82521TB 
to enter diagnostic loopback mode. The twisted pair medium will 
be removed from the circuit, thus isolating the node from the 
network. When not connected this pin assumes the inactive 
(normal) state. Diagnostic loopback mode does not affect the 
operation of the link integrity processor, or linkbeat generator. The 
watchdog timer will not operate in diagnostic loopback mode. 
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Pin 

Symbol 

Type 

Name and Function 

21 

N/C 


This pin is not connected. 

22 

Reserved 

1 

This pin is used for testing purposes. It should be left floating or 
connected to Vss- 

23 

Vss 


GROUND. 

24 

Reset 

1 

RESET: An active high input that brings the device into a known 
state. It must be asserted for 1 ms while the clock is running. 

25 

LI 

0 

LINK INTEGRITY: An active high output used to indicate the 
presence of link integrity faults. 

27 

TD + 

0 

TWISTED PAIR TRANSMIT DATA: This pin transmits outgoing 
Manchester data to the twisted pair link segment. It is connected 
directly to the Medium Dependent Interface Connector (RJ-45) pin 
1 . This pin, and the trace leading to it, must withstand 2250 V dc to 
ground without damage. 

28 

TD- 

0 

TWISTED PAIR TRANSMIT DATA COMPLEMENT: This pin 
transmits outgoing inverted Manchester data to the twisted pair 
link segment. It is connected directly to the Medium Dependent 
Interface Connector (RJ-45) pin 2. This pin, and the trace leading 
to it, must withstand 2250 V dc to ground without damage. 

29 

RD + 

1 

TWISTED PAIR RECEIVE DATA: This pin receives incoming 
Manchester data from the twisted pair link segment. It is 
connected directly to the Medium Dependent Interface Connector 
(RJ-45) pin 3. This pin, and the trace leading to it, must withstand 
2250 V dc to ground without damage. 

30 

RD- 

1 

TWISTED PAIR RECEIVE DATA COMPLEMENT: This pin 
receives incoming inverted Manchester data from the twisted pair 
link segment. It is connected directly to the Medium Dependent 
Interface Connector (RJ-45) pin 6. This pin, and the trace leading 
to it, must withstand 2250 V dc to ground without damage. 

32 

N/C 


This pin is not connected. 

33 

N/C 


This pin is not connected. 

34 

CD? 

0 

COLLISION DETECT: An active low signal that indicates the 
presence of a collision to the controller. 

35 

V CC1 


VccT- A 5 V ± 5% power supply. 

36 

VCC2 


Vcc2 : A 5 V ±10% power supply. This pin can be connected to 
pin 35 (Vcci) if a single power supply can reliably supply the 
combined requirements of Icci and lcC2 ( see DC Characteristics). 
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FUNCTIONAL DESCRIPTION 


Overview 

The 82521TB provides the functions required for op- 
erating Data Terminal Equipment on a 10-Mb/s, 
CSMA/CD, Local Area Network (LAN) using stan- 
dard telephone building wiring. The 82521TB design 
is based on the Twisted Pair Ethernet draft standard 
supplement to IEEE Std. 802.3 (type 10BASE-T, 
P802.3I/D8). 


Clock Generation 

The 82521TB supports internal and external sources 
for the precision clock (20 MHz ±0.01 %) required in 
an Ethernet environment. The clock is used to re- 
time the tra nsm itted Manchester data, to generate 
the 10-MHz TxC signal, and as a precision reference 
for Manchester decoding and clock recovery of re- 
ceived data. 

If ICLK (Pin 13) is strapped to ECLK (Pin 12) an 
onboard clock oscillator generates the precision 
clock. This clock can be used for synchronous oper- 
ation of circuits on the host board; however, care 
must be taken to minimize the load on the clock. The 
supercomponent can be operated synchronous to 
the host by providing ECLK with a 20-MHz ±0.01 %, 
TTL-level clock with a duty cycle of 40/60 or better. 


Transmit Section 

The tran smit section of the 82521TB is controlled by 
the RTS signal generated by the Ethernet LAN c on- 
troller (Intel’s 82586, 82592, etc). When RTS as- 
serts, the 82521TB begins clocking in data from the 


controller on the TxD input. The TxD leve l is sam- 
pled on the falling edge of the 10-MHz TxC signal (or 
every edge if Manchester encoding is not enabled). 
The data is then encoded using the precision 
20-MHz clock, and then sent to the twisted pair line 
drivers. 

The line drivers begin transmitting the serial Man- 
chester bit stream two bit times after the assertion of 
RTS. A predistortion algorithm is used by the line 
drivers to improve jitter performance on the twisted 
pair. The line drivers reduce their drive level during 
the second half of “fat” (100 ns) Manchester pulses, 
and maintain full drive level during all “thin” (50 ns) 
pulses. During the “fat” pulses, this reduces line 
overcharge, which is a major source of jitter. 
Figure 3 shows the difference between the familiar 
coax cable waveform and the predistorted waveform 
generated by the 82521TB. The line drivers maintain 
a characteristic impedance of 96 ft typical through- 
out data packet transmission and the idle state. 

The predistorted output of the line drivers is then 
passed through the transmit EMI filter to reduce the 
high frequency harmonics of the transmitted signal. 
This reduces noise, Near End Cross Talk (NEXT) in 
bundled twisted pair cables, and unwanted Radio 
Frequency (RF) interference. The filter maintains the 
96 ft (typical) characteristic impedance. The filtered 
signal then passes through an isolation transformer 
and common mode choke. These provide high volt- 
age protection, dc isolation, and common mode 
noise rejection. The output of the common mode 
choke is directly connected to the TD+ and TD- 
pins. These can be connected to pins 1 and 2 of an 
ISO 8877 (RJ-45) connector. 

After a successful transmission, the signals qua/i- 
ty_error test (heartbeat) function is executed in ac- 
cordance with the 802.3 10BASE-T draft specifica- 
tion. 
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Figure 3. Effects of Predistortion 
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Receive Section 

The receive section of the 82521TB processes in- 
coming Manchester data from the twisted pair link 
segment, converts it to NRZ data, and recovers the 
embedded clock. It contains a squelch circuit that 
distinguishes noise from incoming data. Valid data 
passes through the input protection and common 
mode rejection of the 82521TB and the receive EMI 
filter, and trips the squelch circuit. The twisted pair 
line receiver is then enabled, and converts the signal 
to digital voltage levels. 

The signal then passes to the M anchester decoder 
and clock recovery circuit. CRS asserts within nine 
bit times of the arrival of the data packet to indicate 
the presenc e of activity on the network. Fourteen bit 
times later RxC and RxD activate, passing the re- 
maining preamble and data to the controller in NRZ 
format. 

The 82521TB detects t he Sta rt-Of-ldle (SOI) signal 
at the end of a pack et. CRS will be synchronously 
deasserted with RxC within four bit times from the 
beginning of the SOI. RxC and RxD then return to 
their idle state. 


Collision Detect 

Collision detection in the twisted pair environment is 
indicated by simultaneous transmission and recep- 
tion on the twisted pair link segment. T he CD T signal 
is asserted for the duratio n of both RTS and the 
presence of recei ved d ata; CRS is asserted for the 
duration of either RTS or the presence of received 
data. 


DO to Dl Loopback 

When the 82521TB is transmitting on the TD circuit, 
and not receiving on the RD circuit, it also routes the 
transmitted data to th e receive c ircuitry. It returns to 
the controller via the CRS, RxC, and RxD signals. 


Link Integrity 

The 82521TB supports the link integrity function as 
defined in the 10BASE-T draft. During long periods 
of idle on the transmitter, link test pulses will be 
transmitted on to the twisted pair medium as an indi- 
cation to the receiving MAU that the link is good. 
These pulses will be transmitted between 8 and 
24 ms after the end of the last transmission or link 
test pulse. 


The link integrity function continuously monitors ac- 
tivity on the receive circuit. If neither valid data or link 
test pulses are received for a period of time, the link 
integrity processor declares the link bad, and dis- 
ables transmission and reception on the medium. 
Transmission of link test pulses and monitoring of 
receive activity are not affected. The idle time re- 
quired for the link integrity processor to determine if 
the link is bad is between 50 and 1 50 ms. 

Once a frame, or a sequence of 2 to 1 0 consecutive 
link test pulses, are detected, the link integrity proc- 
essor declares the link good and reconnects the 
transmitter and receiver. 


Jabber Function 

The 82521TB has an onboard watchdog timer to im- 
plement the jabber function. If a transmission contin- 
ues beyond the limits specified by the 10BASE-T 
draft standard (between 20 and 150 ms), the jabber 
function inhibits f urther transmission and asserts the 
collision indicator CDT. The transmission inhibit peri- 
od extends until the 82521TB detects s ufficie nt idle 
time (between 250 and 750 ms) on the RTS signal. 
Link test pulses continue to be sent during the peri- 
od when the transmitter is disabled. 


Diagnostic Loopback Mode 

The 82521TB supports a diagnostic loopback mode 
in addition to the no rmal DO to Dl loopback mode. 
When either LPBK1 or LPBK2 are asserted, data 
transmission and reception on the twisted pair link is 
disabled, thus removing the DTE from the network. 
Any transmissions made in this mode are fed back 
into the receive circuits and subsequently passed 
back to the controller. Diagnostic loopback mode 
does not affect the link integrity function. Link test 
pulses are still transmitted and the twisted pair link is 
monitored for frames and link test pulse reception. 


State Diagrams 

The 82521TB operation is described in the following 
four state diagrams: Transmit-Receive, SQE Test, 
Jabber, and Link Integrity. They are based on the 
state diagrams of the 10BASE-T draft. These state 
diagrams differ from those of the draft standard be- 
cause the 1 0BASE-T specification addresses an ex- 
ternal MAU with AUI cable, whereas the 82521TB 
eliminates the AUI cable. Therefore, the state dia- 
grams for the 82521TB reference its own interface 
signals, not the AUI signals. Operation of the device 
at the MDI connector (RJ-45) is identical. 
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Figure 4. Transmit Receive State Diagram 
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un jab_timer_done RTS = active * un jab_timer_not_done 

+ WDTD = true *WDTD = false* 

+ isolate = true * isolate = false 


Figure 6. Jabber Function State Diagram 
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State Diagram Variables 

The variable definitions contain a description of the 
function they control as well as the possible values 
for that variable. Many of the variables have a de- 
fault value; when none of the state machines explic- 
itly assigns a particular variable a value, then that 
variable implicitly takes on the default value. Several 
constants are used and defined by either the 802.3 
standard or the 1 OBASE-T draft, these constants are 
printed italic. 

RTS Indicates the presence of a data 

stream being received from the 
DTE on the TxD signal. 

RTS = active. Data is present on 
the TxD circuit. 

RTS = idle. Data is not present on 
the TxD circuit. 

RxD Controls the source of data trans- 

mitted to the DTE on the RxD cir- 
cuit. 

RxD = RD. Data on the RxD circuit 
is sourced by the RD circuit input 
from the twisted pair. The condition 
“rev = disable” overrides and dis- 
ables this activity. 

RxD = DO. Data on the RxD circuit 
is sourced by the TxD circuit from 
the DTE. This is the loopback func- 
tion. The condition “loopback = 
disable” overrides and disables this 
activity. 

RxD = idle. Default. There is no 
data being transmitted on the RxD 
circuit, it contains the input_Jdle 
message. 

CDT Controls the message the 8252 1TB 

sends to the DTE on the CDT sig- 
nal. 

CDT = SQE. The MAU is sending 
the signa/^quaIity _err or message 
to the DTE on the CDT signal. 

CDT = idle. Default, the MAU is 
sending the MAU_av aifable mes- 
sage to the DTE on the CDT signal. 

TD Controls the source of data trans- 

mitted to the network on the TD cir- 
cuit. 

TD = TxD. The TD circuit is 
sourced by the TxD signal. The 
conditions “xmit = disable” or 
“isolate = true” overrides and dis- 
ables this activity. 


RD Indicates the presence of an input 

data stream from the network on 
the RD circuit. 

RD = active. Data is present on 
the RD circuit. 

RD = idle. Data is not present on 
the RD circuit. 

link test revd Indicates the presence of a link 

test pulse on the RD circuit. 

link test revd = true. A link 

test pulse is present on the RD cir- 
cuit. 

Iink_test_ revd = false. Si- 
lence or data is present on the RD 
circuit. 

link count Indicates the number of consecu- 

tive link test pulses received while 
in a link-fail-state. 

Ic max The maximum number of consec- 

utive link test pulses required be- 
fore reconnection is allowed. 

xmit Communication path between 

state machines. This variable re- 
lates the status of certain fault 
conditions that require the trans- 
mit and SQE functions to be dis- 
abled. 

xmit = disable. A condition ex- 
ists that dictates the transmit and 
SQE test functions to be disabled. 

xmit =? enable. Default. The 
transmit and SQE test functions 
operate normally. 

rev Communication path between 

state machines. This variable re- 
lates the status of certain fault 
conditions that require the receive 
function to be disabled. 

rev = disable. A condition exists 
that dictates that the receive func- 
tion be disabled. 

rev = enable. Default. The re- 
ceive function should operate nor- 
mally. 

Ipbk Communication path between 

state machines. This variable re- 
lates the status of certain fault 
conditions that require the DO to 
Dl loopback function to be dis- 
abled. 

Ipbk = disable. A condition ex- 
ists that dictates that the loopback 
function be disabled. 
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Ipbk 

(continued) 

isolate 


WDTD 


LID 


Ipbk = enable. Default. The DO to 
Dl loopback function should oper- 
ate normally. 

Indicates the status of the diagnos- 
tic loopback mode of the 82521TB. 

isolate = false. Device is not in di- 
agnostic loopback mode. Input 
LPBK1 = 1 and LPBK2 = 0. 

isolate = true. Device is i n diag- 
nostic loopback mode. Input LPBK1 
= 0 or LPBK2 - 1. 

Indicates the status of the watch- 
dog timer disable mode of the 
82521TB. 

WDTD = true. Watchdog timer 
(Jabber function) is disabled. Input 
LID/WDTD = 1. 

WDTD = false. Watchdog timer is 
enabled. Input LID/WDTD = 0. 

Indicates the status of the link in- 
tegrity disable mode of the 
82521TB. 

LID = true. Link integrity process 
is disabled. Input LID/WDTD = 1. 

LID = false. Link integrity process 
is enabled. Input LID/WDTD = 0. 


State Diagram Timers 

linlcJoss__timer. Time to wait to declare a bad re- 
ceive link. 

Iink_test min timer. Minimum time allowed be- 

tween consecutive link test pulses. 

link test__max timer. Maximum time allowed 

between consecutive link pulses. 

SQE test wait timer. Time to wait before exe- 

cuting the SQE__test function. 

SQE test timer. Time to wait for completing the 

SQE test function. 

xmit max timer. Time to wait to interrupt jabber- 

ing transmission. 

unjab timer. Time to wait before resetting jabber 

function. 
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ABSOLUTE MAXIMUM RATINGS 

Ambient Temperature Under Bias 0° to +70°C 

Storage Temperature -65° to + 140°C 

All Output and Supply VoltagesU) —0.5 to + 7V 

All Input Voltages( 2 )- —0.5 to Vcci + 0.5V 


NOTICE: This data sheet contains preliminary infor- 
mation on new products in production. The specifica- 
tions are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings ” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“ Operating Conditions ” is not recommended and ex - 
tended exposure beyond the “Operating Conditions ” 
may affect device reliability. 


D.C. CHARACTERISTICS T A = o° to 70°C, V C ci = 5 V ±5%,V C C2 = 5 V +10% 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

V|L 

Input Low Voltage ( 3 ) 

-0.3 

0.8 

V 


V| H 

Input High Voltage ( 3 ) 

2.0 

Vcc 

V 


Ili 

Input Leakage Current 


±400 

jmA 

-0.3 V ^ V| ^ Vcci 

VOL 

Output Low Voltage ( 4 ) 


0.45 

V 

Iql = 4 mA 

VOH 

Output High Voltage ( 4 ) 

3.9 


V 

Ioh = — 500 ju,A 

Icci 

Power Supply Current 


410 

mA 

V C c = 5.25 V 

>CC2 

Power Supply Current 


105 

mA 

V CC = 5.5 V 

Iee 

Power Supply Current 


-40 

mA 

V^e — — 5.5 V 

PD 

Power Dissipation 


3 

W 

Vcc = 5.0 V 


NOTES: 

1. The voltage levels for TD+ and TD- are ±2250 V with respect to ground. 

2. The voltage levels for RD+ and RD- are ±2250 V with respect to ground. 

3. Digital Inputs, TxD, ECLK, MENC, LID/WDTD, LPBK2, RTS, LPBKT TEST, and RESET. 

4. Digital Outputs, CRS, RxD, CTS, TxC, RxC, ICLK, WDT, LI, and CDT. 


ANALOG CHARACTERISTICS t a = o° to 70 °c, V C ci = 5 v +5%, V C C 2 = 5V ±io% 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

Zo 

Characteristic lmpedance(i> 2 ) 

77 

115 

a 

5 MHz to 10 MHz 


Return Loss(T 2 ) (5 MHz to 10 MHz) 

15 


dB 

85a <; Rload ^ ilia 


Squelch Reject LeveK 2 ) 


300 

mV 



Squelch Accept LeveK 2 ) 

450 


mV 


CMR 

Common Mode Rejection^. 2 ) 

29 


dB 

At 10 MHz 

V|DF 

Input Peak Differential 

0.500 


V 


Vqdfi 

Output Peak Differential 

2.2 

2.8 

V 

96a Load 
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ANALOG CHARACTERISTICS (Continued) 

T a = 0° to 70°C, V C C 1 = 5 V ±5%, V C C 2 = 5 V ±10% 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 





V 

With Cable ModelP) 


Maximum Overshoot 


50 

mV 

Start of Idle 


Transmitter Impedance Balance 

29 


dB 

At 10 MHz 

V OCM 

Output Common Mode 


50 

mV 

>30 kHz 


Harmonic Content 


-27 

dB 

>30 MHz 


NOTES: 

1. Pin 27 and 28 (TD+ and TD— ). 

2. Pins 29 and 30 (RD+ and RD-). 

3. Cable Mode defined in 1 0BASE-T draft. 



A.C. Timing Conditions 

1 . T A = 0° to 70°C, Vcci = 5 V ±5%, V C C2 = 5 V ±10%. 

2. Digitial outputs timing measurement points are 0.9 V and 3.0 V unless otherwise noted. 

3. Digitial input timing measurements points are 0.8 V and 2.0 V unless otherwise noted. 

4. TD Pair and RD Pair timing measurements are 0 V unless otherwise noted. 

5. Digital ac loads: 20 pF to ground. 

6. TD+ and TD- load: 96 ft differential load. 


CLOCK TIMING CHARACTERISTICS 


Symbol 

Parameter 

Min 

Max 

Units 

ti 

ECLK/ICLK Cycle Time 

49.995 

50.005 

ns 

*2 

ECLK/ICLK Rise and Fall Time 


8 

ns 

*3 

ECLK/ICLK High and Low Time 

15 


ns 
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Decoder T 

iming Characteristics 

Symbol 

Parameter 

Min 

Max 

Units 

u 

RxC Period 

96 

104 

ns 

t 5 

RxC High Time 

36 


ns 

*6 

RxC Low Time 

40 


ns 

»7 

RxC Rise and Fall Time( 2 ) 


5 

ns 

^8 

RxD Setup Time to RxC Falling Edge 

30 



*9 

RxD Hold Time from RxC Falling Edge 

30 


ns 

tio 

RxD Rise and Fall Time( 2 ) 


5 

ns 

tn 

Receiver Steady State Delay 



ns 

*12 

CRS Assertion Delay from First Valid RD Pair EdgeO) 



ns 

*13 

Duration RxC is Held Low at Start of Packet 



ns 

*14 

CRS Deassertion Delay from Last Valid RD Pair EdgeO) 


350 

ns 

*15 

CRS Deassertion Hold Time from RxC HighO) 

10 

40 

ns 

*16 

RD Pair Bit Cell Center Jitter in Preamble 


±12 

ns 

*17 

RD Pair Bit Cell Center Jitter in Data 


±18 

ns 

*18 

RD Pair Return to Zero from Last Valid Positive Transition 

235 


ns 

*19 

RD Idle Time After Transmission 

8 


JLXS 


NOTES: 

1 . RTS inactive. 

2. Characterized, not tested. 



Figure 8. Clock Timing Measurement Points 
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Figure 10. Receive Timing: End of Frame 
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Encoder Timing Characteristics 


Symbol 

Parameter 

Min 

Max 

Units 

*20 

TxC Period 

99.99 

100.01 

ns 

*21 

TxC Rise and Fall Time( 2 ) 


8 

ns 

*22 

TxC High Time 

40 


ns 

*23 

TxC Low Time 

40 


ns 

*24 

RTS Assertion to TD Pair Active 

250 

470 

ns 

*25 

Transmitter Steady State Delay 

100 

270 

ns 

*26 

TxD Setup Time to TxC Low 

5 


ns 

*27 

TxD Hold Time from TxC Low 

10 


ns 

*28 

TxD Setup Time from TxC HighOD 

5 


ns 

*29 

TxD Hold Time from TxC HighO) 

25 


ns 

*30 

TxD Rise and Fall Time( 2 ) 


10 

ns 

*31 

RTS Setup Time to TxC Low 

5 


ns 

*32 

RTS Hold Time from TxC Low 

10 


ns 

*33 

RTS Rise and Fall Tinned) 


10 

ns 

*34 

TD Pair Output Jitter 


±4 

ns 

*35 

RTS Deasserted to TD Pair Inactive 

350 

520 

ns 

*36 

TD Pair Held at Positive Differential at SOI 

250 

400 

ns 

*37 

TD Pair Return to ±50 mV after Transmission 


4500 

ns 

*38 

RTS Deasserted to CDT Asserted (Heartbeat) 

600 

1600 

ns 

*39 

CDT Assertion Pulse Width (Heartbeat) 

500 

1500 

ns 


NOTES: 

1. Manchester Encoder Disabled. 

2. Characterized, not tested. 
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COLLISION 1 

riMING CHARACTERISTICS 

Symbol 

Parameter 


Max 


*41 

CDT Assertion from Onset of Collision 

20 

900 

ns 

*42 

CDT Deassertion from End of Collision 

20 

900 

ns 

*43 

CRS Deassertion from End of Collision* 1 ) 

20 

900 

ns 


NOTE: _ 

1. Both RTS and RD Pair Idle. 


MODAL TIMING CHARACTERISTICS 


Symbol 

Parameter 

Min 

Max 

Units 

*44 

RESET Pulse Width after V C c Stable 

1 


ms 

*45 

LID/WDTD, MENC, LPBK2, LPBK1 Setup to RTS Assert 

10 


fJLS 

*46 

LID/WDTD, MENC, LPBK2, LPBK1 Hold from RTS Deassert 

10 


JlS 

*47 

LID/WDTD, MENC, LPBK2, LPBK1 Setup to RD ActiveO) 

10 


JlLS 

t48 

LID/WDTD, MENC, LPBK2, LPBK1 Hold from Rd Inactived) 

10 


jms 


NOTE: 

1. Violation of this specification can result in corrupted data presented to the LAN controller. No other adverse affects will 
occur. 


JABBER TIMING CHARACTERISTICS 


Symbol 

Parameter 

Min 

Max 

Units 

*49 

RTS Assert to WDT Assert (TD Disabled) 

20 

150 

ms 

*50 

Last RTS Deassert to WDT Deassert (TD Enabled) 

250 

750 

ms 
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82504TA 

Transceiver Serial Interface (TSI) 

■ Recovers Data and Clock Signal from 
Incoming Manchester Data 

■ Detects End-of-Packet Delimiter (IDL) 

■ Informs LAN Controller of Data 
Collisions and Loss of Signal 

■ Generates 10 MHz Transmit Clock 

■ Single 5V Supply, and Low-Power 
CMOS Processing 

■ Pin Compatible with AT&T T7210 

The Intel 82504TA Transceiver Serial Interface component (TSI) is intended for Twisted Pair Ethernet LAN 
applications using 10 Mb/s, Manchester coded data; for example, client stations, file servers, and repeaters. 
The 82504TA reduces design time by providing the serial interface functions required to connect the twisted 
pair interface circuitry to any of Intel’s Ethernet LAN controllers, including the 82586, 82590, and 82592. It 
offers LAN system designers an easy way to upgrade existing Ethernet/Cheapernet products to take advan- 
tage of low-cost twisted pair wire. The TSI chip performs clock recovery and Manchester decoding of 10 Mb/s 
data, and produces NRZ data and clock signals for the LAN controller. The TSI also supports a predistortion 
method to prevent line overcharge, improving jitter performance. The 82504TA is pin compatible with the 
AT&T T7210. It is fabricated using low-power CMOS processing technology, and is available in 24-lead plastic 
DIP and 28-lead SOJ packages. 


■ Designed for Twisted Pair Ethernet 
Applications 

— Client Stations 
— File Servers 
— Bridges 

— Twisted Pair Repeaters 

■ 10 Mb/s Operation 

■ Interfaces Intel Ethernet LAN 
Controllers to Twisted Pair Link 
Segment 


82504TA Block Diagram 

DTE = High CLK(20MHz) 
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24-Pin Plastic DIP and 28-Pin Plastic SOJ Pin Configurations 













v ccaC 

1 


24 

3 v SSA 

V CCA C 

1 


28 

^ V SSA 

RSVlC 

2 


23 

11 NC 

RSVlC 

2 


27 

□ NC 

TPS C 

3 


22 

□ MCV 

TPS C 

3 


26 

□ MCV 

RESET C 

4 


21 

□ CRS 

NC C 

4 


25 

□ NC 

TRxDC 

5 


20 

□ RxD 

RESET C 

5 


24 

□ CRS 

RSV2 C 

6 

82504TA 

19 

□ Sc. 

TRxDC 

6 


23 

□ RxD 

TxDC 

7 

TSI 

18 

□ TPEN 

RSV2 C 

7 

82504TA 

22 

□ R^C 

RTS C 

8 


17 

□ TRMT 

TxDC 

8 

TSI 

21 

□ TPEN 

RSV3C 

9 


16 

□ TRMT 

RTS C 

9 


20 

□ TRMT 

DTE C 

10 


15 

□ PDC 

RSV3C 

10 


19 

□ TRMT 

CLK C 

11 


14 

□ TxC 

NC C 

11 


18 

□ NC 

VccdC 

12 


13 

3 V SSA 

dteC 

12 


17 

□ PDC 


_ 


— 


CLK C 

13 


16 

□ TxC 
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V CCD C 

14 


15 

□ V SSA 
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Table 1. Pin Description 


Symbol 

Pin No. 

Type 

Name and Function 

VCCA 

1 


Analog Vcc- +5V power supply. 

RSV1 

2 

1 

Reserved. This pin is reserved and must be connected to Vssd for 
proper operation. 


3 

1 

Twisted Pair Sense. Active high. This pin is asserted when data is 
valid on TRxD (Twisted Pair Receive Data). 


4 

1 

Reset. Active High. This pin is asserted to bring the TSI into a 
known state. It must be asserted for 1 ms while the clock is 
running. 


5 

■i 

Twisted Pair Receive Data. Asynchronous Manchester data from 
the twisted pair line receiver. 

RSV2 

6 

1 

Reserved. This pin is reserved and must be connected to Vssd f° r 
proper operation. 


NOTES: 

I = Input 
O = Output 
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Table 1. Pin Description (Continued) 


Symbol 

Pin No. 

Type 

Name and Function 

TxD 

7 

1 

Transmit Data. Manchester encoded data from the 82586 (or other 
Ethernet controller). This pin is directly connected to the TxD 
controller output. 

RTS 

8 

m 

Request to Send. Active low. This signal is synchronous to TxC, 
and enables data transmission on the twisted pair link segment. 

RSV3 

9 

i 

Reserved. This pin is reserved and must be connected to Vccd for 
proper operation. 

DTE 

10 

i 

Data Terminal Equipment. This pin should be connected to Vccd if 
the TSI is used in a DTE, or to Vssd if used in a repeater. 

CLK 

11 

i 

Clock. A 20 MHz ±0.01 % input clock used for precision timing and 
encoded data transmission. 

VcCD 

12 


Digital Vqc- + 5V Power Supply. 

VsSD 

13 


Digital Ground. 

TxC 

14 

0 

Transmit Clock. A 1 0 MHz clock output tied directly to the TxC pin 
of the Intel Ethernet LAN Controller. 

PDC 

15 

0 

Predistortion Control. This signal is used to reduce jitter in a 
twisted pair environment by preventing line overcharge. This pin is 
asserted for the first 50 ns of any pulse on the TRMT pair. This 
allows the TP line drivers to reduce their output voltage during the 
last 50 ns of 1 00 ns Manchester pulses. PDC will not produce 
glitches during consecutive 50 ns pulses. 

TRMT 

16 

o . 

Twisted Pair T ransmit Pair. Serial Manchester encoded data 

TRMT 

17 

o 

generated for the twisted pair line drivers. 

TPEN 

18 

0 

Twisted Pair Enable. Active low. This pin enables the line drivers. 

RxC 

19 

■ 

0 

Receive Clock. A 1 0 MHz clock connected directly to the RxC 
input of the Intel Ethernet LAN Controller. This clock is the 
recovered clock from TRxD. 

RxD 

20 

0 

Receive Data. NRZ data passed to the Intel Ethernet LAN 
Controller. This pin is directly connected to the RxD pin on the 
controller. 

CRS 

21 

0 

Carrier Sense. Active low. A signal that alerts the Intel Ethernet 
LAN Controller that the twisted pair link is active. This pin is directly 
connected to the CRS input of the controller. 

MCV 

22 

0 

Manchester Code Violation. Active low. This signal indicates the 
presence of Manchester code violations. 

NC 

23 


Not Connected. 

■ 

24 


Analog Ground. 
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FUNCTIONAL DESCRIPTION 
DTE MODE 


Clock Generator 

To clock the 82504TA TSI chip and provide the pre- 
cision timings required in an IEEE 802.3 environ- 
ment, a 20 MHz ±0.01 % clock is required. An inter- 
nal divide-by-two counter generates the 10 MHz TxC 
signal. Several commercially available quartz crystal 
based clock oscillators meet these requirements. 
The following are two possible vendors. 

• Fox Electronics 

5842 Corporation Circle 
Fort Myers, FL 33905 

• M-Tron Industries, Inc. 

Yankton, SD 57078 

An external TTL-compatible 20 MHz ±0.01% clock 
with a duty cycle of 40/60 or better can also be 
used. 


Transmit Section 


MANCHESTER RETIMING AND 
PREDISTORTION 

The tran smit section of the 82504TA is controlled by 
the RTS signal generated by the Etherne t LAN con- 
troller (Intel’s 82586, 82592, etc). When RTS is as- 
serted, the 82504TA begins clocking in Manchester 
data from the controller on the TxD input. The TxD 
sign al is sampled on every transition of the 10 MHz 
TxC signal. The serial data is then retimed by the 
20 MHz input clock, a nd sent to the line drivers via 
the TRMT a nd TRM T pins. The enable signal for the 
line drivers, TPE N, asserts two bit times after the 
assertion of RTS to allow the input M anche ster data 
to settle. At the end of the packet, TPEN remains 
asserted for three bit times to make allowance for 
device latency, and to append the end of packet 
symbol (IDL) to the data packet. 

Another signal, Predistortion Control (PDC), is also 
generated by the transmit section. Predistortion is a 
technique for reducing jitter by preventing line over- 
charging during “fat” (100 ns) Manchester pulses. 
PDC is asserted during the first 50 ns of any pulse 
on the TRMT outputs; i.e., it is asserted throughout 
“thin” (50 ns) pulses and during the first half of “fat” 
pulses. This permits the twisted pair line driver to 
reduce its output drive during the second half of 
“fat” pulses. Internal circuitry prevents glitches on 
PDC. 


APPLICATION EXAMPLE 

The twisted-pair line driver (74ACT244) shown in 
Figure 1 is a rail-to-rail CMOS line driver. A resistive, 
voltage summing network is used to combine the 
individual line driver outputs into a differential signal 
having the required degree of predistortion. This sig- 
nal is then fed through a protection circuit and an 
electromagnetic interference (EMI) filter. This reduc- 
es interference from the system and the TP wire, 
and to reduce crosstalk in bundled cables. Finally, 
isolation transformers and a common-mode choke 
are included for DC isolation and noise reduction. 


Receive Section 

MANCHESTER DECODING AND CLOCK 
RECOVERY 

The Receive section of the 82504TA is enabled 
when incoming data from the twisted pair asserts 
the Twisted Pair Sense (TPS) signal. Manchester 
data decoding and clock recovery begin on the seri- 
al dat a fro m the Twisted Pair Receive Data (TRxD) 
input. RxC changes from its free running state to its 
locked state during the first two bit-times. CRS goes 
active after tw o bit times to guarantee reception of 
valid data after RxC clock stabilization. The decoded 
NRZ data is sent to the LAN controller on the RxD 
line along with the recovered clock signal,. RxC. 

The end of packet is detected by the presence of 
the IDL symb ol or b y the deassertion of TPS. After 
three bi t time s CRS will be deasserted synchronous- 
ly with RxC, then RxC returns to its free running 
state. 

To interface with a LAN controller that expects CRS 
to be asserted in response to its own transmission— 
Intel con troller s are software configurable either 
way— th e CR S signal from the TSI should be AND’d 
with the RTS signal from the controller (as shown in 
Figure 2); this way, CRS to the controller will assert 
during both transmission or reception. This is the 
normal mode of operation for coaxial Ethernet envi- 
ronments. 

APPLICATION EXAMPLE 

A typical DTE receiver design is shown in Figure 2. 
The incoming signal from the twisted pair wire pass- 
es through a common-mode choke and an isolation 
transformer for noise reduction. This signal runs 
through another filter. The filter output runs directly 
to a line receiver to establish a data channel, and 
through a DC offset to another line receiver for a 
squelch channel. The squelch channel is used for 
noise rejection, and detecting valid incoming 
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data. The line receivers on both the data channel 
and squelch channel convert the differential signal 
to TTL-compatible signals. 

When the incoming signal level is above the com- 
parator’s preset threshold, the comparator output 
triggers a Retriggerable Monostable Multivibrator. 
The multivibrator then asserts the TPS signal for the 
82504TA. The TPS signal remains asserted for two 
bit times past the last input transition. 

The TPS signal is used to gate the data-channel line 
driver from the TRxD signal to ensure proper opera- 
tion. Further, the V|h level of TRxD should be held 
between 1.8V and 2.4V. In the example shown in 
Figure 2 this is accomplished by using a 100H pull- 
down resistor on the output of the AND gate 
(74F08), which is used to gate the data channel with 
TPS. 


Collision Detect 

Collision detection in the twisted pair environment 
occurs from simultaneous transmission and recep- 
tion on the twisted pair wires. This is indicated by the 
assertion of both TPS and RTS. The simple logic 
circuit shown in Figure 2 can detect such collisions. 


Interface Example 

Figure 3 shows a typical DTE implementation circuit. 
When designing this type of circuit, considerable at- 
tention must be paid to power supply noise reduc- 
tion, capacitive decoupling, and the layout of the line 
driver/receiver to the interface connector (RJ-45). 


REPEATER MODE 


Operation in Repeater Mode 

The 82504TA can be used when the DTE pin is not 
asserted. There are two principal difference s in th is 
mode of operation. First, the deassertion of CRS is 
not s ynch ronized to RxC — this, on the average, al- 
lows C RS to deassert one bit time earlier. Second, 
TPEN assertion occurs two bit times earlier than in 
DTE mode. 



Application Example 

A repeater design using the 82505TA Multiport Re- 
peater controller (MPR) requires the services of an 
82504 TSI. The TSI provides the Manchester decod- 
er and clock recovery for the MPR. Figure 4 shows 
the appropriate interface circuitry. 


1-287 




ANALOG SUBSECTION RJ-45 


sl 


290212-6 



Figure 2. Receive Section 
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DTE = High CLK(20MHz) 
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Figure 3. DTE Interface Application Diagram 



Figure 4. Repeater Interface Application Diagram 
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ABSOLUTE MAXIMUM RATINGS* 

Ambient Operating 

Temperature (Ta) 0°C to + 70°C 

Storage Temperature . . -40°C to + 125°C 

Power Dissipation . . , . .400 mW 

Voltage on any Pin 

with Respect to Ground -0.5V to V<x +0.5y 

CHARACTERISTICS 


NOTICE: This data sheet contains preliminary infor- 
mation on new products in production. The specifica- 
tions are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


DC Characteristics 

Ta = 0°c to + 70°C, Vcc = 5V +10%. Vss = 0.0V 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

V|L 

Input Low Voltage 

-0.5 

0.6 

V 


V|H 

Input High Voltage 

2.0 

Vdd+0.5 

V 


V 0 L 

Output Low Voltage 


0.5 

V 

Iql = 25 mA 

V OH 

Output High Voltage 

2.4 


V 


!CC 

Power Supply Current 
(No Load)* 


40 



icc 

Power Supply Current 
(Load) 


80 



'Ll 

Input Leakage Current 


10 

jllA 

V| H = 5.5V 

PD 

Power Dissipation 
(No Load)* 


0.20 

W 

Vcc = 5.0V 

PD 

Power Dissipation 
(Load)* 


0.4 

W 

V CC = 5.0V 

tr 

Output Rise and 


5 

ns 

C|_OAD = 20 P F 

t, 

Fall Time 


5 

ns 

ClOAD = 20 pF 


*Not including excessive output buffer loads. 
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DECODER TIMING CHARACTERISTICS 

(Measurements are from 50% points, unless otherwise noted.) 


Symbol 

Parameter 

Min 

Max 

Units 

tl 

RxC High to CRS Asserted 

3 

19 

ns 

t2 

CRS Asserted to RxC Low 

17 

40 

ns 

t3 

DTE: RxC High to CRS Deasserted 

3 

19 

ns 

t4 

DTE: CRS Deasserted to RxC Low 

20 

65 

ns 

t5 

DTE: CRS Deasserted to RxC High 

195 

345 

ns 

t6 

RxC High Pulse Width as Captured Data Clock 

36 

45 

ns 

t7 

RxC Low Pulse Width as Captured Data Clock 

38 

80 

ns 

t8 

RxC Period as Captured Data Clock 

78 

124 

ns 

t9 

RxC High Pulse Width as Free Oscillating Clock 

43 

73 

ns 

tio 

RxC Low Pulse Width as Free Oscillating Clock 

172 

276 

ns 

tn 

RxC Period as Free Oscillating Clock 

215 

349 

ns 

tl 2 

RxD Transition to RxC High 

-5 

5 

ns 

tl 3 

RxC Low to RxD Transition 

30 

85 

ns 

tl 4 

RxD Transition to RxC Low 

30 

50 

ns 

tl 5 

TRxD Midbit T ransition to RxC Low 

86 

130 

ns 

tl 6 

TPS Asserted to TRxD Sampled 

-5 

20 

ns 

tl 7 

TRxD Preamble Transition to CRS Asserted 

53 

95 

ns 

tl 8 

DTE: Beginning of IDL to CRS Deasserted (Last Bit = 0) 

230 

320 

ns 


DTE: Beginning of IDL to CRS Deasserted (Last Bit = 1) 

280 

390 

ns 

tl 9 

Repeater: Beginning of IDL to CRS Deasserted (Last Bit = 0) 

180 

220 

ns 


Repeater: Beginning of IDL to CRS Deasserted (Last Bit = 1) 

170 

220 

ns 

t20 

Midbit to Midbit Transition on TRxD 

80 

120 

ns 

t21 

Boundary to Midbit Transition on TRxD 

30 

70 

ns 


Negative-Transition CRS Timing Relative to RxC 


t2 


RXC 


I 


\ 


CRS 


\ 
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Encoder Timing Characteristics 

(Measurements are from 50% points, unless otherwise noted. The input duty cycle requirement for CLK is 
60%/40%.) 


Symbol 

Parameter 

Min 

Max 

Units 

DTE TRANSMISSION 

t22 

Data Clocked to TxD to Data 
at Output TRMT (Latency) 

100 

190 

ns 

t23 

RTS Assertion Clocked to TPEN Assertion* 

340 

440 

ns 

t24 

TxD Setup Time with Respect 
to TxC Transition 

10 


ns 

t25 

RTS Setup Time with Respect 
to TxC Transition 

10 


ns 

t26 

TxD Hold Time with Respect 
to TxC Transition 

0 


ns 

t27 

RTS Hold Time with Respect 
to TxC Transition 

0 


ns 

t28 

RTS Deassertion Clocked 
to TPEN Deassertiont 

340 

440 

ns 

REPEATER 

t29 

Data Clocked to TxD to Data 
at Output TRMT (Latency) 

100 

210 

ns 

t30 

RTS Assertion Clocked to 
TPEN Assertion^ 

140 

260 

ns , 

t31 

TxD Setup Time with Respect 
to CLK High 

20 


ns 

t32 

RTS Setup Time with Respect 
to CLK High 

20 


HI 

t33 

TxD Hold Time with Respect 
to CLK High 

0 


HI 

t34 

RTS Hold Time with Respect 
to CLK High 

0 


ns 

t35 

RTS Deassertion Clocked to 
TPEN Deassertiont 

340 

460 

ns 

OUTPUT CHARACTERISTICS 

t36 

Maximum Deviation from the Ideal 50 ns 
Strobe Point for TPEN, TRMT /TRMT, and PDC 


1.5 

ns 

t37-t38 

TRMT /TRMT Worst Case Duty Cycle 
Mismatch, 1 0 pF Load 

-3 

3 

ns 

t39 

TxC High Time 

40 

60 

ns 

t40 

TxC Low Time 

40 

60 

ns 


NOTES: 

* DTE start-of-packet delay: 2.5 bit times of data are masked after RTS is asserted by dela ying TEN assertion, 
t End of Packet: 2.5 bit times of data are transmitted beyond RTS deas sertio n by allowing TEN to re main asserted, 
t Repeater start-of-packet delay: 0.5 bit times of data are masked after RTS is asserted, by delaying TEN assertion. 
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Intel 

82505TA 

MULTIPORT REPEATER CONTROLLER (MPR) 


■ Complies with IEEE 802.3 CSMA/CD 
Standard for Repeaters (Std ANSI/IEEE 
802.3c- 1988) 

■ 10-Mb/s Operation 

■ Allows Up to Eleven Twisted Pair Ports 
and One AUI Port 

■ Supports Up to Four Cascaded 
Repeaters 

■ Automatic Preamble Regeneration 

■ Auto-Partitioning for System Fault 
Isolation 

■ Minimum Frame-Length Enforcement 
(96 bits) 

■ Performs Manchester Encoding of 
Transmitted Data 


■ Pin-Selectable FIFO Fill Level 

■ Jam Signal Generation 

■ Eight-Bit Blinding Timer at End of 
Transmission 

■ LED Output Control of Critical Network 
Parameters 

— Traffic Status 
— Jam Status 
— Per-Port Jabber Status 
— FIFO Error Status 

■ Single 5-V Supply, and Low-Power 
CMOS Processing 

■ Pin Compatible with the AT&T T7200 


The 82505TA Multiport Repeater controller (MPR) is a VLSI device designed for use in 10-Mb/s CSMA/CD 
Twisted Pair Ethernet repeaters. The 82505TA combines with a single 82504TA Transceiver Serial Interface 
(TSI) chip to handle all necessary multiport repeater functions. The MPR controller provides automatic pream- 
ble regeneration to minimize bit loss, Manchester encoding of transmitted data, jam signal generation, and 
minimum frame length enforcement (96 bits). The MPR supports fault isolation by providing lockup control and 
auto-partitioning jabber timing. The MPR/TSI combination supports up to eleven twisted pair ports for direct 
connection to twisted pair client stations, file servers, repeaters, bridges, and gateways. In addition, the set 
supports one AUI port for interfacing twisted pair networks to existing Ethernet (IEEE 802.3 TYPE 10BASE5) 
or Cheapernet (IEEE 802.3 TYPE 10BASE2) networks. The MPR offers pin selectable FIFO fill levels and LED 
output control of traffic status, jam status, per-port jabber status, and FIFO error status for simplified network 
management and diagnostics. The 82505TA Multiport Repeater controller is fabricated using low-power 
CMOS technology, and is available in a 68-lead plastic leaded chip carrier package (PLCC). 


Manufactured and tested for Intel by AT&T in accordance with AT&T internal standards. 


©Intel Corporation. 1989 
©AT&T, 1989 
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PIN DESCRIPTIONS 


Symbol 

Pin No. 

Type 

Name and Function 

NC 

1 

— 

Not Connected. 

FILL 

2 

1 

FIFO Fill Level: This pin controls the number of bits loaded into the 
internal or external FIFO before the bits are unloaded. When low, 
the fill level is seven. When high, the fill level is eight. This pin is 
connected to an internal pull-up device. 

NC 

3-7 

— 

Not Connected. 

TESTOO 

8 

0 

Device Test Outputs: These pins are used in conjunction with 

TEST01 

9 

0 

TESTO and TEST1 to facilitate device testing. During normal 
operation these pins are not connected. 

VSS 

10 

— 

Ground: 0.0V. All ground pins must be connected together. 

PD0-PD3 

11-14 

0 

Port to Disable: Address of port to disable when traffic is received. 

PDCTL 

15 

0 

Port Disable Control: When low it indicates that the port selected 
by PD0-PD3 is to be disabled. When high it indicates that all ports 
should be enabled. The Port Disable address is invalid when PDCTL 
is high. This pin remains low as long as the Port Disable address 
pins are valid. 

LO 

16 

0 

LED Status Indicator: Part of address bus for LED status 
indicators. 

VCC 

17 

— 

5-V Supply: All VCC pins must be connected together. 

L1-L3 

18-20 

0 

LED Status Indicators: Part of Address bus for LED Status 
Indicators. 

LEDCTL 

21 

0 

LED Control: When low it indicates that the LED selected by L0-L3 
is turned on. When high it indicates that the LED is turned off. 

LEDSTRB 

22 

0 

LED Strobe: This pin pulses low when the LED address and control 
pins are valid and an LED status is updated. 

CLKOUT 

23 

0 

20-MHz TTL Clock Output: This pin is a buffered version of CLK. 

VSS 

24 

— 

Ground: 0.0 V. All ground pins must be connected together. 

TPS 

25 

0 

Twisted Pair Sense: This pin indicates presence of carrier to the 
TSI. It is high while valid Manchester data is being received. If the 
repeater is sending jam, or is blinding inputs, this pin is driven low. 

TRxD 

26 

0 

TSI Received Data: Manchester data from the repeater front-end 
to the Manchester decoder. 

TRMT 

27 

0 

Transmit Output: Retimed Manchester complement to all ports 
(including the AUI port). 

TRMT 

28 

0 

Transmit Output: Retimed Manchester data to all ports (including 
the AUI port). 

PDC 

29 

0 

Predistortion Control: Active low. This signal is used to reduce 
jitter in a twisted pair environment by preventing overcharge. This 
pin is asserted for the first 50 ns of any pulse on the TRMT pair. 
This allows the T-P line drivers to reduce their output voltage during 
the last 50 ns of 100-ns Manchester pulses. PDC will not produce 
glitches during consecutive 50-ns pulses. 
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PIN DESCRIPTIONS (Continued) 


Symbol 

Pin No. 

Type 

Name and Function 

TPEN 

30 

0 

Transmit Port Enable: TPEN is low when TRMT and TRMT 
contain valid data, jam, or IDL. 

VSS 

31 

— 

Ground: 0.0 V. All ground pins must be connected together. 

CLK 

32 

1 

System Clock: 20-MHz ±0.01 %, 50% nominal, 40/60% worst- 
case duty cycle. 

TESTO 

33 

1 

Device Test Control: If either pin is low, internal test circuitry is 

TEST1 

34 

1 

enabled to facilitate device testing. If both pins are high the repeater 
operates normally. These pins are connected to internal pull-up 
devices. 

RESET 

35 

1 

Device Reset (Schmitt Input): A high on the pin causes the device 
to reset. RESET must be low for norma! operation. 

AUICRS 

36 

1 

AUI Carrier Sense (Schmitt input): A high on this pin indicates the 
presence of a carrier on the AUI port. AUICRS must be active high 
for at least 2.5 ± 0.5 successive 2X clock samples (1 to 1 .5 bits) for 
the repeater to recognize valid AUI carrier. 

TCS0-TCS10 

37-47 

1 

Twisted Pair Carrier Sense (Schmitt input): A high on any of 
these pins indicates the presence of carrier on that port. TCS n must 
be active high for at least 2.5 ±0.5 successive 2X clock samples (1 
to 1 .5 bits) for the repeater to recognize valid T-P carrier. 

AUICDT 

48 

1 

AUI Collision Detected: A low on this pin indicates the presence of 
a collision at the AUI port. AUICDT must be active low for at least 
1 .5 ± 0.5 successive 2X clock samples (0.5 to 1 .0 bits) for the 
repeater to recognize valid AUI collision. 

AUlRxD 

49 

1 

AUI Receive Data: Received Manchester data from the AUI line 
receiver. 

TRD9-TRD10 

50-51 

1 

Twisted Pair Receive Data: Received Manchester data from the 
twisted pair line receivers. 

VDD 

52 

— 

5-V Supply: Pin 17 must be connected to this pin. 

TRD0-TRD8 

53-61 

1 

Twisted Pair Receive Data: Received Manchester data from the 
twisted pair line receivers. 

VSS 

62 

— 

Ground: 0.0 V. All ground pins must be connected together. 

CRS 

63 

1 

Carrier Sense: A low on this pin indicates that the Manchester 
decoder (TSI) is receiving a valid packet. 

RxC 

64 

1 

Receive Clock: Recovered clock from the TSI decoder. 

RxD 

65 

1 

Receive Data: Recovered NRZ data from the TSI. 

MCV 

66 

1 

Manchester Code Violation: A low on this pin indicates that a 
Manchester violation was detected by the TSI. CDT must be active 
low for at least 1.5 ±0.5 successive 2X clock samples (0.5 to 1 .0 
bits) for the repeater to recognize collision. The repeater enters the 
transmit collision global state when a violation is detected. 

NC 

67-68 

— 

Not Connected. 
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Receive Section: Port n 


FUNCTIONAL DESCRIPTION 


The Use of State Diagrams 

State diagrams are used throughout the Functional 
Description section of this data sheet to facilitate 
concise descriptions. The state diagrams are mo- 
delled after — and use the same terminology — those 
used in the CSMA/CD repeater standard (ANSI/ 
IEEE Std 802.3C-1988). Each state diagram is as- 
sumed to represent an independent process; each 
process communicates by using interprocess flags. 
Furthermore, the state diagrams are intended to 
convey the external operation of the MPR, they do 
not necessarily describe the internal circuitry. For 
example, the state diagrams imply independent 
Transmit timers for each port, while in fact, only one 
timer is used. 

The 82505TA state diagrams adhere to the IEEE 
standard as closely as possible; however, several 
departures from the standard have been made to 
account for the inclusion of some of the Twisted Pair 
MALI’S internal functions. Should the state diagrams 
conflict with the text in this section, the state dia- 
grams should be given preference. 

TIMERS 

Several timers and counters are implemented in the 
82505TA MPR, they are described in the following 
two sections. 


Timer Twl. Twl is the wait timer for the end-of- 
transmit recovery time (blinding timer), its duration is 
eight bit times. When the repeater finishes transmit- 
ting a packet, Twl prevents the repeater from re- 
ceiving that transmission as a new activity. 

Timer Tw2. Tw2 is the wait timer for the end-of-car- 
rier re covery t ime, its duration is three bit times. 
When AUICDT is detected making a positive tran- 
sition, Tw2 prevents the repeater from prematurely 
detecting the real end-of-collision signal. 

Timer Tw3. Tw3 is the wait timer for length of con- 
tinuous output, its duration is 65,536 bit times. It is 
started when transmission of a packet begins. If Tw3 
expires before transmission of the packet is com- 
pleted the repeater enters the MAU jabber lockup- 
protection condition, and interrupts the transmission 
for a period equal to Tw4. 

Timer Tw4. Tw4 is the wait timer for time to disable 
output for jabber lockup protection, its duration is 96 
bit times. When Tw4 is active, transmission to all 
ports is suspended until the timer expires. The MAU 
lockup LED is turned on at the next LED counter 
interval, this indicates that transmission is suspend- 
ed. 

Timer Tw5. Tw5 is the wait timer for length of pack- 
et without collision, its duration is 512 bit times. It is 
started when a port becomes active. If a collision is 
detected before Tw5 expires, the collision count for 
that port is augmented, and the .port Tw6 is begun. A 
separate Tw5 is implemented for each port, includ- 
ing the AUI port. 
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Timer Tw6. Tw6 is the wait timer for excessive 
length of collision, its duration is 1024 bit times. It is 
begun if a collision is detected before Tw5 expires. If 
the collision condition still exists when Tw6 expires, 
the port on which the violation occurred is parti- 
tioned (the receiver is disabled). A separate Tw6 is 
implemented for each port, including the AUI port. 

COUNTERS 

Counter CC. CC, the collision counter, maintains a 
record of the number of consecutive collisions for a 
particular port. If the collision limit is reached on a 
port, that port is partitioned (the receiver is disabled). 
A separate CC, with a limit of 31, is implemented on 
each port, including the AUI port. 

Counter TT. TT, the transmit timer counter, main- 
tains a record of the number of bits transmitted to 
any given port; its duration is 96 bit times. If the total 
number of bits transmitted to a port is less than 96 
(due to the reception of a fragmented packet), the 
repeater will enter the receive collision global state 
and will transmit jam until TT expires, thus extending 
the frame to ^ 96 bits. 

The TT counter is cleared when the repeater enters 
the transmit collision global state. This ensures that 
at least 96 bits of jam are transmitted to all ports 
before the repeater enters the one remaining port, or 
blind states from the transmit collision state. 


Global State Machine 

A single global state machine is implemented for the 
MPR. The state diagram assumes multiple twisted 
pair ports and one AUI port. 


Auto-Partition and Reconnection 

The optional auto-partition and reconnection algo- 
rithm described in SC. 9.6.6.2 of the ANSI/IEEE Std 
802.3C-1988 is implemented in the 82505TA MPR 
chip. Each port, including the AUI port, is provided 
with an individual partition state machine. The state 
machine for the AUI port corresponds to that de- 
scribed in the standard. The machines for the T-P 
ports have been modified to reflect the inclusion of 
several MAU functions; the operation of the machine 
at the MDI interface remains unchanged. 

RESET 

The repeater unit is reset when RESET (pin 35) is 
asserted high. When the 82505TA is reset, the re- 
peater unit disconnects all ports and performs a 


lamp tes t by cycling through each LED address with 
LEDCTL low. All LEDs will remain on (lamp test 
state) for as long as RESET is held high. Minimum 
RESET high is 2 ju,s (40 CLK cycles), to ensure a 
device reset. The 2 jus also allow the repeater unit to 
cycle through each LED address at least once. 

At the end of a reset (RESET goes low), all jabber, 
collision, and FIFO error indicators are turned off, 
but the traffic status indicator is left on (it blinks 
when packets arrive). 

The repeater unit is fully operational when it exits 
reset. 


Automatic Preamble Generation 

Automatic Preamble Generation (APG) prevents the 
preamble from shrinking as a frame is passed from 
repeater to repeater. This shrinking, or loss of bits, is 
due to the bit cost of determining the presence of a 
carrier and synchronizing the Manchester data for 
NRZ data and clock recovery. 

The APG circuit compensates for the bit loss by be- 
ginning transmission of new preamble bits before 
the FIFO limit is reached. When bits from the incom- 
ing frame reach the FIFO limit they are synchronous- 
ly switched into the awaiting pretransmitted pream- 
ble. If the logic polarity of the first bit out of the FIFO 
is not the value expected, an extra preamble bit is 
transmitted. This prevents corruption of the pream- 
ble pattern when the transmitted bit stream is 
switched from the APG generator to the FIFO data. 

The delay between carrier detection and start of 
APG depends on the FIFO fill level selected, and the 
type of active port. 

The delay for a T-P port is such that the number of 
preamble bits added by the repeater is equal to the 
number of bits (±1 bit) lost while detecting the 
frame. That is, the latency of bits through the repeat- 
er equals the delay of preamble s tart i ntroduced by 
the repeater. If the FIFO fill level (FILL) is changed, 
the delay for start of APG is automatically changed 
to compensate for the new latency of the FIFO. 

For the AUI port, the bit loss in detecting the frame 
can range from one to eight bits. Therefore, the be- 
ginning of APG caused by the AUI port is dependent 
only a a carrier detection, and is not delayed. This 
allows the repeater unit to recover a maximum of 
three bits lost by the attached MAU in frame detec- 
tion. 

The leading edge of the first preamble bit transmit- 
ted by the repeater (as seen on the line) indicates 
the beginning of a 100-ns positive voltage (TTL 
logic 1). 
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LED STATUS INDICATOR ADDRESSES 


L3 

L2 

LI 

L0 

Address 

Description 

Asserted 
LED State 

0 

0 

0 

0 

0 

TPP 0 Partition Jabber 

On 

0 

0 

0 

1 

1 

TPP 1 Partition Jabber 

On 

0 

0 

1 

0 

2 

TPP 2 Partition Jabber 

On 

0 

0 

1 

1 

3 

TPP 3 Partition Jabber 

On 

0 

1 

0 

0 

4 

TPP 4 Partition Jabber 

On 

0 

1 

0 

1 

5 

TPP 5 Partition Jabber 

On 

0 

1 

1 

0 

6 

TPP 6 Partition Jabber 

On 

0 

1 

1 

1 

7 

TPP 7 Partition Jabber 

On 

1 

0 

0 

0 

8 

TPP 8 Partition Jabber 

On 

1 

0 

0 

1 

9 

TPP 9 Partition Jabber 

On 

1 

0 

1 

0 

A 

TPP 10 Partition Jabber 

On 

1 

0 

1 

1 

B 

AUI Partition Jabber 

On 

1 

1 

0 

0 

C 

FIFO Error 

On 

1 

1 

0 

1 

D 

Traffic 

Off 

1 

1 

1 

0 

E 

Jam* 

On 

1 

1 

1 

1 

F 

MAU Lockup Protection 

On 


* This indicates the transmission of jam for collision, packet fragments, and FIFO errors. 


LED Controller 

The LED controller contains a 21 -bit counter (105 
ms at 20 MHz). At each 105-ms interval, the control- 
ler loads the status of each event into a shift register 
and shifts the status out as LEDCTL. If the port indi- 
cates a change in status from the previous interval, 
the appropriate LED is toggled. Thus, for each 
event, the minimum time an LED is on or off is 105 
ms, and the LED will not change state until an addi- 
tional 1 05 ms have elapsed. 

The status indicators, with the exception of the jab- 
ber indicators (address 0 to 11), have a 50% duty 
cycle when they are asserted (105 ms on, 105 ms 
off). The jabber indicators will remain on for as long 
as the affected ports are partitioned (Receive dis- 
abled). 

The following table shows the addressing used for 
the LED status ind icators. An LED i s turned o n by a 
negative pulse on LEDSTRB when LEDCTL is low. 
An LED is turned off by a negative pulse on 
LEDSTRB when LEDCTL is high. 

A status LED interface using two 74LS259 address- 
able latches is shown in the following figure. 

The uppe r LED address bit (L3) is gated with 
LEDSTRB to provide the strobe signal to each 
74LS259 device. The CLEAR input is tied high since 
the repeater will initialize the latches during the LED 
lamp test. 


Port Disable Controller 

The Port Disable Controller determines which port is 
receiving valid data, and outputs an address associ- 
ated with that port. External circuitry uses this ad- 
dress to disable outgoing traffic on that port. 

The controller is designed to be used with a 4-to-16 
line decoder, with th e addre ss pi ns con nected to the 
address inputs, and PDCTL and TPEN connected to 
the gating inputs. 


If PDCTL is high the addres s is not valid and all ports 
should be enabled. PDCTL goes active low after the 
repeater unit outputs a valid port address, and re- 
mains low for as long as that port address is valid. 

If the repeater is sending jam to all ports but one, 
and then must send jam to all the ports, the positive- 
going edge of PDCTL will coincide with the begin- 
ning of a 1 00-ns positive voltage (TTL logic 1 ) at the 
TRMT output pin. The following table shows the ad- 
dress associated with each port. 
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PORT DISABLE ADDRESSES 


PD3 

PD2 

PD1 

PDO 

Address 

Description 

0 

0 

0 

0 

0 

Disable T-P PortO 

0 

0 

0 

1 

1 

Disable T-P Port 1 

0 

0 

1 

0 

2 

Disable T-P Port 2 

0 

0 

1 

1 

3 

Disable T-P Port 3 

0 

1 

0 

0 

4 

Disable T-P Port 4 

0 

1 

0 

1 

5 

Disable T-P Port5 

0 

1 

1 

0 

6 

Disable T-P Port 6 

0 

1 

1 

1 

7 

Disable T-P Port? 

1 

0 

0 

0 

8 

Disable T-P Port 8 

1 

0 

0 

1 

9 

Disable T-P Port 9 

1 

0 

1 

0 

A 

Disable T-P Port 10 

1 

0 

1 

1 

B 

Disable AUI Port 

1 

1 

0 

0 

C 

Not Assigned 

1 

1 

0 

1 

D 

Not Assigned 

1 

1 

1 

0 

E 

Not Assigned 

1 

1 

1 

1 

F 

Not Assigned 



LED Interface Using Two ’LS259 Addressable Latches 
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RESET 


Idle - 0 

OUT(ALL) = Idle 


1 11 


Datain(>1 ) = Active * 
Collin(AUI) = SQE 


Datain(ONLY1) = Active* 

Collin(AUI) = SQE 

:[N — Port(Datain = Active)] 


Collin(AUI) = SQE 
:[N — Port(AUI)] 


SEND D 

ATA-1 

0UT(ALLX 

N) = Data 


TPDatain(ANYXN) = Active + 
[Collin(AUI) = SQE* 

Port(AUI) * N] 

TP Manchester Violation + 

Delayed AUI Manchester Violation + 
FIFO Error 


TP Detain (ALL) = Idle ♦ 
Datain(N) = I dle* 
Collin(AUI) = SQE* 
TT(ALLXN) 96 * 
AIIDataSent 


[Collin(AUI) = SQE* 
Port(AUI) = N] + 
[Datain(N) = Idle* 
Collin(AUI) = SQE* 
TT(ANYXN) < 96] 


TRANSMIT COLLISION - 3 
OUT(ALL) = Jam 


{[TPDatain(0NLY1 ) = Active * 
Collin(AUI) = SQE] + 
[TPDatain(ALL) = Idle * 
Collin(AUI) = SQE]} * 

TT(ALL) ^96 

:[M — Port(Collin = SQE + 

TPDatain(ONLY1 = Active))] 


TPDatain(ALL) = Idle ♦ 
Collin(AUI) = SQE* 
TT(ALL) ^ 96 * 
Tw2Done 


RECEIVE COLLISION -2 


OUT(ALLXN) = Jam 


TPDatain(Any) = Active + 
[Collin(AUI) = SQE * 
Port(AUI) # N] 


TPDatairi(ALL) = Idle * 
Datain(N) = Idle * 
Collin(AUI) = SQE* 
TT(ALLXN)^96 * 
Tw2Done 


ONE PORT LEFT- 4 


OUT(ALLXM) = Jam 


[Collin(AUI) = SQE * 
(Collin(AUI) ^ M] + 
TPDatain(ANYXM) = Active 


TPDatain(ALL) = Idle *, Collin(AUI) = SQE * 
Datain(M) = Idle *, Tw2Done 


1111 


BLINI 

) - 5 

OUT(ALl 

Enabl 

-) = Idle 
leTwl 


TwIDone 
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Global State Diagram for Multiple TP Ports and One AUI Port 
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Partitioning State Diagram for AUI Port 
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COUNT CLEAR -0 
CC(X) = 0 

Datain(X) = DlPresent(X) 


DlPresent(X) = Idle 



PARTITION WAIT -4 


Datain(X) = Idle 


DlPresent(X) = Idle 

r 


PARTITION HOLD- 5 


Datain(X) = Idle 


DlPresent(X) = Idle 



[ PARTITION COLLISION WATCH - 6 1 

Datain(X) : 
EnableT 

= Idle 
w5 






TPEN(X) = Active* 

DlPresent(X) = idle DlPresent(X) = Idle 


WAIT TO RESTORE -7 


Datain(X) = Idle 
CC(X) = 0 





COLLISION COUNT - 1 


Datain(X) = DlPresent(X) 


DlPresent(X) = Idle 


WATCH FOR COLLISION - 2 


Datain(X) = DlPresent(X) 
EnableTwS 



DlPresent(X) = Idle 


TPEN(X)= Active* 
DlPresent(X) = idle 


COLLISION COUNT INCREMENT- 3 


CC(X) = CC(X) + 1 
Dataln(X) = DlPresent(X) 
EnableTw6 



CC(X)S£31 + 


Tw6Done 


DlPresent(X) = Idle * 


CC(X)<31 


DlPresent(X) = Idle 




Partitioning State Diagram for T-P Port x 
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IDLE 

Tw2SQE = ON 



Collln(AUI) = S 
i r 

If 

ARM 

Tw2SQE = ON 


Collln(AUI) = S 
1 r 


TIMING 


Tw2SQE = ON 
EnableTw2 
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DisableOut = ON 


OUT(ANY) = Idle 

> r 

TIME OUTPUT 

DisableOut = ON 
EnableTw3 


OUT(ALL) = Idle 


Tw3Done *, OUT(ANY) = Idle 
DISABLE OUTPUT I 


DisableOut = ON 
EnableTw4 


Tw2 State Diagram 


290213-13 

MAU Jabber Lockup Protection State Diagram 


TT IDLE 
TT(X) = 0 

Out(X) = 

mm—mmmmml Lmm—m 

COUNTING 
TT(X) = TT(X)+ 1 


Bit Transmitted 


ET 1 




1 ® 
122 

*, Bit Transmitted 








Out(X) = Idle + 


Global State X^Tcollsn 
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CHARACTERISTICS 


DC Characteristics 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

V|L 

Input Low Voltage 

-0.5 

0.8 

V 

— 

V|H 

Input High Voltage 

2.0 

Vdd + 0- 5 

V 

— 

V 0 L 

Output Low Voltage 

— 

0.5 

V 

Iol = 1 .6 mA 

v OH 

Output High Voltage 

2.4 

— 

V 

Ioh = ”0.4 mA 

>cc 

Power Supply Current 

— 

75 

mA 

V C C = 5.5V 

lu 

Input Leakage Current (TTL) 

— 

10 

/aA 

V| H = 5.5V 

'Ll 

Schmitt Inputs 

— 

10 

julA 

V| H = 5.5V 

'Ll 

Inputs with Pull-Up 

— 

500 

jtxA 

V| H = 5.5V 

PD 

Power Dissipation (25°C) 

— 

0.33 

W 

V CC = 5.0V 

PD 

Power Dissipation (0°C) 

— 

0.4 

W 

V CC = 5.0 V 


ABSOLUTE MAXIMUM RATING* 

Ambient Operating Temperature (Ta) 0°C, 70°C 

Storage Temperature -40°C, +125°C 

Power Dissipation 400 mW 

Voltage On Any Pin 

with Respect to Ground -0.5V, Vqc + 0.5V 


NOTICE: This data sheet contains preliminary infor- 
mation on new products in production. The specifica- 
tions are subject to change without notice. 

* WARNING: Stressing the device beyond the “ Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
‘‘Operating Conditions” is not recommended and ex- 
tended exposure beyond the ‘‘Operating Conditions” 
may affect device reliability. 


CLOCK AND RESET TIMINGS 


Symbol 

Description 

Min 

Max 

Unit 

tl 

Clock period 

49.995 

50.005 

ns 

t2 

Clock high 

20 

30 

- ns 

t3 

Clock low 

20 

30 

ns 

t4 

Clock rise time 

— 

10 

ns 

t5 

Clock fall time 

— 

10 

ns 

t6 

CLKOUT propagation delay 

10 

16 

ns 

t7 

RESET pulse width 

40 

— 

CLK 



Clock and Reset Timing 
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TRANSMIT TIMINGS 


Symbol 

Description 

Min 

Max 

Unit 

t8 

Delay from CRS low to TPEN low. 

T-P Port, FILL = 0 (FIFO fill = 7 bits) 

5 

6 

bits 


T-P Port FILL = 1 , (FIFO fill = 8 bits) 

6 

7 

bits 


AUI Port, FILL = x (FIFO fill = don’t care) 

4.5 

5 

bits 

t9 

AUICDT low to TPEN low 

4 

5 

bits 

tio 

Multiple Carrier* to TPEN low 

5 

6 

bits 


* Carrier is any of TCSX or AU ICRS 


Normal Packet 



GLOBAL MACHINE STATES: 

0. Idle 

1 . Send Data 


Start of Transmission Timing (Normal Packet) 


Receive Collision (RC) 



290213-17 


Transmit Collision (TC) 



GLOBAL MACHINE STATES: 

0. Idle 

1 . Receive Collision 

2. Transmit Collision 


Start of Transmission Timing (Collision Conditions) 
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Manchester Encoder Timing 


Symbol 

Description 

Min 

Max 

Unit 

til 

Clock high to TPEN low 

4 

22 

ns 

t12 

Clock high to TPEN high 

4 

22 

ns 

t13 

Clock high to PDC low 

4 

22 

ns 

t14 

Clock high to PDC high 

4 

22 

ns 

t15 

Clock high to TRMT high 

4 

22 

ns 

t16 

Clock high to TRMT low 

4 

22 

ns 

t17 

TRMT rise time 

1 

7 

ns 

t18 

TRMT fall time 

1 

7 

ns 

t19 

Clock high to TRMT low 

4 

22 

ns 

t20 

Clock high to TRMT high 

4 

22 

ns 

t21 

TRMT fall time 

1 

7 

ns 

t22 

TRMT rise time 

1 

7 

ns 



Manchester Encoder Timing 
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Manchester Encoder Timing Relationships 


Symbol 

Description 

Min 

Max 

Unit 

t23 

TPEN low to TRMT low 

1 

— 

bits 

t24 

TRMT high to TPEN high 

2.5 

3.0 

bits 

t25 

TRMT high to TRMT low 

0 

5 

ns 

t26 

TRMT low to TRMT high 

0 

5 

ns 



RECEIVER AND TSI INTERFACE TIMINGS 


Carrier and Energy Timings (No Errors) 


Symbol 

Description 

Min 

Max 

Unit 

t27 

Carrier hold time 

14 

— 


t28 

Carrier setup time 

10 

— 


t29 

Clock high to TPS high 

20 

30 


t30 

Clock high to TPS low 

20 

30 


t31 

Carrier high to TPS high 

- 4 

5 


t32 

Carrier low to TPS low 

2 

3 




Carrier and Energy Timing (No Errors) 
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Data and TRMT Timings 


Symbol 

Description 

Min 

Max 

Unit 

t33 

TPS high to TRXD valid 

5 

12 

ns 

t34 

TPS low to TRXD high 

5 

12 

ns 

t35 

Datat to TRSD delay 

5 

35 

ns 

t36 

TRXD rise time 

1 

7 

ns 

t37 

TRXD fall time 

1 

7 

ns 


tData refers to the data signal (either TRDx or AUlRxD) from the active receiving port. 



*Data refers to the data signal (either TRDx or AUIRXD) from the active port. 



Data and MRXD Timing 


Decoded NRZ Data Timings 


Symbol 

Description 

Min 

Max 

Unit 

t38 

RxC high to CRs low 

5 

19 

ns 

t39 

RxC high to CRS high 

5 

19 

sn 

t40 

Time between CRS low 

16 

— 

bits 

t41 

RxC period 

78 

— 

ns 

t42 

RxC low 

30 

— 

ns 

t43 

RxC high 

36 

— 

, ns 

t44 

RXD setup time 

40 

— 

ns 

t45 

RXD hold time 

30 

— 

ns 
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TRANSMIT COLLISION (TC) r 


RECEIVE COLLISION (RC] 



GLOBAL MACHINE STATES: 

1 . Send Data 

2. Receive Collision 

3. Transmit Collision 


MCV, AUICDT Timing Relationship for AUI Port 


Port Disable Control Timings 


Symbol 



Description 


Clock high to port address valid 
Clock high to port address invalid 
Clock high to PDCTL low 
Clock high to PDCTL high 
Port address valid to PDCTL low 
PDCTL high to port address invalid 
PDCTL low toTPEN low 
TPEN high to PDCTI high 
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Port Disable Timing (One Port Left) 


Symbol 

Description 

Min 

Max 

Unit 

t57 

PDCTL high to port address invalid 

1 

— 

CLK 

t58 

Port address valid to PDCTL low 

2 

— 

CLK 

t59 

PDCTI high to TRMT low 

1 

— 

bits 



GLOBAL MACHINE STATES: 

0. Idle 

1 . Send Data 

3. Transmit Collision 

4. One Port Left 

5. Blind 



Port Disable Timing (One Port Left) 


LED Control Timing 


Symbol 

Description 

Min 

Max 

Unit 

t60 

Clock high to address valid 

20 

30 

ns 

t61 

Clock high to address invalid 

20 

30 

ns 

t62 

Clock high to LEDCTL valid 

20 

30 

ns 

t63 

Clock high to LEDCTL invalid 

20 

30 

ns 

t64 

Clock low to LEDSTRB low 

20 

30 

ns 

t65 

Clock low to LEDSTRB high 

20 

30 

ns 

t66 

LEDSTRB low 

1 

— 

CLK 

t67 

Time between strobes 

1 



CLK 



LED Control Timing 
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LED Timing Relationship 


Symbol 

Description 

Min 

Max 

Unit 

t68 

LED update duration 

1.6 

— 

JUS 

t69 

Interoperation time 

105 


ms 
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TWISTED PAIR MEDIUM ATTACHMENT UNIT (TP MAU) 


■ Complies with IEEE 802.3 10BASE-T 
Draft 11 for Twisted Pair Interface 

■ Conforms to IEEE 802.3 Standard for 
Attachment Unit Interface (AUI) 

■ Direct Interface to AUI and Twisted 
Pair Isolation Transformers 

■ On-Chip Line Drivers and Receivers 

■ LED Drivers for Transmit, Receive, 
Collision, and Jabber Status 

■ Generates Internal Predistortion Signal 


■ Resetable Jabber Function 

■ Selectable Link Integrity (LI) Function 

■ Selectable Signal Quality Error (SQE) 
Function 

■ Low-Power CMOS Technology 

■ Single 5-V Supply 

■ 28-Lead Plastic DIP and SOJ Packages 
(See Packaging Spec Order No. 231369) 


The 82506TB Twisted Pair Medium Attachment Unit (TP MAU) is intended for local area network (LAN) 
designs that interface the IEEE 802.3-1988 AUI cable to the twisted pair wire (10BASE-T). It offers LAN 
designers a cost-effective, integrated solution to the problem of upgrading existing standard Ethernet* net- 
works to twisted pair. The 82506TB complies with IEEE 802.3 AUI specifications and IEEE 802.3 10BASE-T 
Draft 11 specifications. The device incorporates the interface circuitry and both the AUI and twisted pair line 
drivers and receivers in a low-power CMOS package. The 82506TB TP MAU internally generates predistortion 
signals to eliminate line overcharge and improve jitter performance. It provides selectable 10BASE-T features 
for simplified network management, including selectable signal quality error (SQE) test, link integrity test, and 
jabber protection. In addition, the 82506TB TP MAU supports LED status indicators for transmit, receive, 
jabber, and collision. It is fabricated using CMOS-process technology and is available in 28-lead plastic DIP 
and 28-lead SOJ packages. 



Figure 1. 82506TB TP MAU Block Diagram 


Manufactured and tested for Intel by AT&T in accordance with AT&T internal standards. 
* Ethernet® is a registered trademark of Xerox Corporation. 


© INTEL CORPORATION, 1990 
© AT&T, 1990 


September 1990 
Order Number: 290260-002 
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■Her 
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VssC 

1 


28 

□ v cc 


TRMT C 

2 


27 

□ rd 


TRMTC 

3 


26 

□ rd 


DTEC 

4 


25 

□ test 


lidE 

5 


24 

□ LTTE 


RCV C 

6 


23 

3V SS 


RCVE 

7 ' 


22 

□ hdat 
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CLSNC 

8 


21 

□ ldat 


CLSN C 

9 


20 

□ ldat 


VccC 

10 


19 

□ hdat 


V SS C 

11 


18 

TT 

< 

o 

o 


JLEDC 

12 


17 

□ XLED 


XTAL E 

13 


16 

□ rled 


v ss C 

14 


15 

□ CLED 
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Figure 2. 82506TB Pinout 


TABLE 1. 82506TB Pinout Description 


Symbol 

Pin No. 

Type 

Name and Function 

Vss 

1 

— 

Analog Ground. 

TRMT, TRMT 

2,3 

1 

Transmit Data. A differentially driven input tied to the DO pair 
of the transceiver cable. The transmit pair of the transceiver 
cable supplies 10-Mb/s Manchester encoded data. These 
pins must be isolated with a pulse transformer. End of Packet 
(EOP) is detected when a positive transition has not occurred 
for 200 ns. 

DTE 

4 

1 

Data Terminal Equipment. A strapping option, which when 
tied high (Vcc) enables generating a SQE-test signal at the 
end of each packet (as required for DTE applications). When 
DTE is tied low (Vss) the SQE test is disabled, but the collision 
circuit remains enabled for use in repeater applications. When 
the DTE is floated, an internal pull-up biases the signal high. 

LID 

5 

1 

Link Integrity Disable. A strapping option, which when tied 
high (Vcc) disables the link integrity function of the TPMAU. 
When link integrity is enabled, the receive traffic indicator 
remains on when the receive twisted pair link is present. 

RCV, RCV 

6,7 

0 

Receive Data Pair. A differential output pair that drives the Dl 
pair of the AUI cable with 10-Mb/s Manchester encoded data. 
These pins must be isolated from the AUI transceiver cable 
with a pulse transformer. 

CLSN, CLSN 

8,9 

0 

Collision Presence Pair. A differential output pair that drives 
the Cl pair of the AUI cable with a 1 0-MHz ( ± 1 5%) signal 
when simultaneous activity exists on the TRMT and RD pairs. 
These pins must be isolated from the AUl-transceiver cable 
with a pulse transformer. 

Vcc 

10 

— 

Power. Digital, 5 V. 

Vss 

11 

— 

Ground. 

JLED 

12 

0 

Jabber Indicator. Indicates that the watchdog timer has 
timed out and the twisted pair drivers have been disabled. 
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TABLE 1. 82506TB Pinout Description (Continued) 


Symbol 

Pin No. 

Type 

Name and Function 

XTAL 

13 

1 

Crystal In. A 20-MHz clock input. This signal can be driven by 
a 20-MHz, parallel-resonant crystal or a MOS level clock with 
a 60/40 duty cycle. 

Vss 

14 

1 

Ground. For XTAL (Pin 13) and indicator output drivers. 

CLED 

15 

0 

Collision Indicator. Indicates that a collision has been 
detected by the TP medium attachment unit. 

RLED 

16 

0 

Receive Indicator. Indicates that a reception from the 
network is in progress. 

XLED 

17 

0 

Transmit Indicator. Indicates that a transmission onto the 
network is in progress. 

Vcc 

18 

— 

Power. 5 V. 

HDAT, HDAT 
LDAT, LDAT 

19, 22 

20, 21 

0 

TP Transmit Pair Drivers. These four outputs constitute the 
twisted-pair drivers, which have predistortion capabilities. The 
HDAT/ HDAT outputs generate the 10-Mb/s Manchester 
encoded data. The LDAT/LDAT outputs mirror the HDAT/ 
HDAT outputs except for “fat” bit occurrences. During the 
second half of a “fat” bit (either high or low), the LDAT/LDAT 
outputs are inverted with respect to HDAT/HDAT outputs. 

This signal behavior reduces the amount of jitter by preventing 
overcharge on the twisted-pair medium. 

LTTE 

24 

1 

Lower TP Threshold Enable (Active Low). For 10BASE-T 
compatible operation this pin must be left open. But, if this pin 
is grounded, the TP receiver threshold is lowered by 
approximately 4.5 db from the nominal 10BASE-T required 
specification. By using this lower-threshold option and by 
selecting different compensation resistor values for wave- 
construction circuits, a customized interface is possible for 
non-IOBASE-T applications. However, once this lower 
threshold is invoked, the wiring used must not be a bundled 
system (e.g., 25 pair) where other services reside (e.g., voice, 
other 10BASE-T users, etc.). 

TEST 

25 

1 

Test. This pin is used for testing; it should be connected to 
Vss during normal operation. 

RD, RD 

26, 27 

1 

TP Receive Pair. The differential twisted pair receiver. The 
receive pair is connected to the twisted pair medium and is 
driven with 10-Mb/s Manchester encoded data. 

Vcc 

28 

— 

Analog Power. 5 V. 
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Figure 3. Typical System Configuration 


RCV 

CLSN 


RCV . 
CLSN 


78 A ± 1 % 


IEEE 802.3 
COMPATIBLE PULSE 
TRANSFORMER* 


lOOpF 


lOOpF 


* Required transformers are the Pulse Engineering Inc. (PE64503), TDK Corp. 
(TLA-100-3E), Coilcraft (LAXET304 or L0323-A), or equivalents. 
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Figure 4. Typical Load Output on the Outputs of RCV/RCV and CLSN/CLSN 


1-324 











82506TB 


IPISIlUMOKMm 


inteT 


FUNCTIONAL DESCRIPTION 


Overview 

The 82506TB provides the transmit, receive, and 
collision detection functions specified by the IEEE 
802.3 committee for the 10BASE-T Draft 11 
(P802.3I/D1 1) specification for a 10-Mb/s, CSMA/ 
CD, twisted-pair Ethernet. The 82506TB is used as 
the interface between the attachment unit interface 
(AUI) signals and the twisted pair. Two strapping op- 
tions are available. 

• Link Integrity Disable (LID). When the LID 
strapping option is enabled (driven high), the link 
integrity function is disabled. When driven low, 
link pulses are transmitted on the twisted pair me- 
dium in the absence of data transmissions. In ad- 
dition, the receiver expects to see link pulses in 
the absence of receive data. If no receive data or 
link pulses are received within 100 ms ±50 ms 
the 82506TB will enter a link fail state. When LID 
is floated an internal pull-up biases the signal 
high. 

• Data Terminal Equipment (DTE). When the 
DTE strapping option is enabled (driven high) the 
SQE test sequence is, transmitted to the DTE af- 
ter every successful transmission on the twisted 
pair network. 

The 82506TB simplifies network management and 
troubleshooting by providing four status indicator 
LED drivers that monitor traffic on a node and report 
transmit, receive, collision, and jabber conditions. 

Figure 3 is an example of a typical system configura- 
tion. 


Transmit Path (AUI to TP) 

The transmit portion of this component transfers 
data from the AUI to the twisted-pair analog filters. It 
also loops back the data to the RCV pair. 

• AUI Receiver. The TP MAU receives transmit 
data from the data termin al equipment on the 
transmit pins(TRMT/TRMT) of the AUI-DO circuit 
(as defined by the IEEE802.3-1988 specification). 
The 82506TB then transmits the data onto the 
twisted-pair cable via the twisted-pair drivers. The 
AUI transmit i nputs must be transformer coupled 
to the TRMT/TRMT pins. For best operation, the 
AUI signal should be dc biased to a common 
mode voltage of Vcc/2. 

The squelch circuit rejects (filters) all signals with 
an amplitude less than 160 mV or a pulse width 
less than 20 ns. A signal with an amplitude great- 
er than 300 mV and a pulse width greater than 75 
ns is accepted and turns off the squelch filter. 


The squelch filter remains off until an IDL pulse is 
detected or until the input does not exceed the de- 
tection threshold for 500 ± 100 ns. 


• AUI R eceive Signal Levels. The receiver 
(TRMT/TRMT) is able to recognize differential 
signals as small as 300-mV peak. Internal circuit- 
ry samples the common mode voltage to provide 
full differential signal detection. 


• TP Dr iver Chara cterist ics. The drivers (HDAT/ 
HDAT and LDAT/LDAT) output CMOS logic lev- 
els with a source resistance less than 10 ft and 
maximum current rating of 25 mA dc. All TP out- 
put driver pins are driven low as a result of any of 
the following. 

• Reception of an IDL signal. 



• A jabber condition is detected. 


• Activation of a link failure. 


• TRMT pair input fails to cross the detection 
threshold for 500 ±100 ns. 


When the driver detects the end of an IDL pulse on 
the TRMT pair, a timer of not more than 5 bit times 
(BT) is started. Activity on the TRMT pair is ignored 
until this timer expires. 


Receive Path (TP to AUI) 

When a RD signal is present, the receive circuit of 
the 82506TB transfers data from the RD pair input to 
the RCV pair output. 

• AUI Driver Characteristics. This driver differen- 
tially drives a current on to the load connected be- 
tween the RCV and RCV pins. The current 
through the load results in an output voltage be- 
tween ± 0.6 V and ± 1 .2 V measured differential- 
ly between the two pins. An external resistor 
(78 ft) and capacitor (100 pF) must be connected 
for proper termination, as shown in Figure 4. This 
output is in accordance with the IEEE Spec 802.3 
Sec.7.4.1 for MAUs. When the driver detects that 
it has finished sending an IDL pulse to the AUI it 
starts a timer of not more than 5 BT. Activity on 
the RD pair is ignored when this timer is function- 
ing. 

• TP Receiver Threshold. The TP receiver is con- 
nected to the output of a band limiting filter. The 
filter’s input is transformer coupled to the twisted 
pair. The receiver is able to recognize differential 
signals as small as 350 mV peak. An external 
biasing circuit must provide a common mode volt- 
age of Vcc/2. The differential input impedance of 
the RD pair is 20 kft ± 20%. Internal circuitry 
generates a dual-level bias voltage to determine 
proper signal level thresholds and prevent recep- 
tion of spurious signals from the network (this is 
similar to a squelch function). 
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When the signal level at the RD input falls below 
— 500 mV, with respect to the common mode 
voltage ± 10%, the data path is activated and 
the received signal is passed to the AU I cable. 
At the beginning of a reception the bias level at 
the RD input is reduced to —350 mV with re- 
spect to the common mode voltage ± 10% 

Collision 

The collision detection portion of the 82506TB sen- 
ses the simultaneous presence of data on the TRMT 
and RD pins. It reacts by transmitting a 10-MHz 
square wave on the CLSN pair of the AUI cable. This 
signal is a periodic waveform of 10 MHz ± 15%, 
with a duty cycle no worse than 40/60 or 60/40. It is 
transmitted within 9 bit times after the component 
detects a collision (as specified by 10BASE-T Draft 
11, Sec.14.2.1.3). If the receive pair becomes active 
while the transmit pair is active, the loopback data 
on the RCV pair switches from transmit data to re- 
ceive data within 13 ± 3 BT from the assertion of 
the CLSN pair. If the RD pair goes active while the 
TRMT pair is active a collision condition will be de- 
tected and the SQE will continue for 7 ± 2 BT. If a 
collision condition exists where the TRMT pair has 
gone idle while the RD pair is still active, SQE can 
continue for up to 9 BT. 

The collision AUI driver differentially drives a signal 
onto the load connected between the CLSN pair. 

This driver differentially drives a curre nt onto the 
load connected between the CLSN and CLSN pins. 
The current through the load results in an output 
voltage between ±0.6 V and ±1.2 V measured dif- 
ferentially between the two pins. An external resistor 
(78 fl) and capacitor (100 pF) must be connected 
for proper termination, as shown in Figure 4. The 
output is in accordance with IEEE 802.3-1988 Sec. 
7.4.1 for the AUI. 


Jabber (Watchdog Timer) 

The 82506TB supports a self-interrupt function that 
protects the network from a jabbering node (i.e., 
continuous transmission). The component provides 
a nominal window of 50 ms during the time a normal 
data link frame can be transmitted. If the frame 
length exceeds this duration, the component imme- 
diately inhibits all further transmission of that frame 
and activates the CLSN pair (as specified by IEEE 
802.3-1988 Sec. 8. 2.1. 5). When activity on the 
TRMT pair has ceased, the component continues to 
present the CSO signal to the CLSN pair for 0.5 s ± 
50%. The component then resets itself and returns 
to the idle state (as specified by the 10BASE-T Draft 
1 1 14.2.1.5). The transmission of link integrity pulses 
from the TP drivers is not inhibited when the TP 
MAU jabber is activated and link integrity is enabled. 


SQE Test (Heartbeat) 

The SQE test begins within 11 ± 5 bit times after 
the TRMT pair detects the IDL signal. The SQE test 
duration is 10 ± 5 bit times. When the AUI-DO cir- 
cuit has gone idle after a successful transmission 
(without a collision), and the DTE input is high, the 
82506TB activates the CLSN pair to simulate a colli- 
sion. 


Link Integrity 

The link integrity function determines if the receive 
twisted-pair link is faulty. Enabling the function (LID 
tied to Vss) causes the RLED receive traffic indica- 
tor to display the status of the receive twisted-pair 
link. The link integrity function permits the active dis- 
abling of the transmit and loopback paths within the 
TP MAU component in response to a link integrity 
fault. The link integrity function monitors the RD pair 
for either data or link test pulses by providing a 100 
ms ± 50 ms window during which data or a link test 
pulse is expected. If this timer expires and the LID is 
off, the RLED indicator is turned off and the compo- 
nent’s transmit and loopback capabilities are dis- 
abled. The 82506TB remains in a link fail state until 
after a data packet is received, or until after a se- 
quence of consecutive link test pulses are received. 
The sequence length is between two and ten pulses. 
If a pulse or receive traffic is detected within this 
window, the timer is reset and the RLED indicator 
remains on. 

The TP MAU also transmits link test pulses onto the 
transmit twisted pair link when link integrity is en- 
abled. In the absence of transmit traffic, a link test 
pulse is transmitted at a nominal rate of one pulse 
each 16 ms ± 8 ms. If the link integrity is disabled, 
the RLED indicator remains on in the absence of 
receive traffic, (data and link pulses). Received link 
test pulses are also ignored at the RD pair input. 


LED Status 

Four light-emitting diodes (LEDs) give the user a vi- 
sual indication of the MAU’s status. The 82506TB 
provides the logic signals needed to drive the LEDs. 

• XLED. The following LED values (on or off) are 
used to indicate transmission (AUI) status. 

• The LED is normally on, which indicates no 
transmission is in progress. 

• The LED is off when a valid packet is transmit- 
ted. The duration of the off period is 1 00 ms ± 
10 ms. The minimum duration of the on period is 
4 ms while waiting for next valid packet trans- 
mission. 


\ 
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• RLED — With LID Disabled. The following LED 
values (on or off) are used to indicate reception 
(TP) status. 

• The LED is normally on, which indicates there is 
no receive traffic. 

• The LED is off when a valid packet is received. 
The duration of the off period is 1 00 ms ± 10 
ms. The minimum duration of the on period is 4 
ms while waiting for next valid packet receive. 

• RLED — With LID Enabled. The following LED val- 
ues (on or off) are used to indicate reception (TP) 
status. 

• The LED is normally on, which indicates no re- 
ceive traffic and successful reception of the link 
test pulse. 

• The LED turns off if no receive traffic or link in- 
tegrity signals have been received for more than 
0.5 s. This visually indicates a failure of a link 
segment. The LED remains off until a link test 
pulse, or receive traffic, is successfully detected, 
after which the LED is turned on with a minimum 
on time of 0.5 s. 

• If the link is working, the LED will be turned off 
when a valid data packet is received from the 
twisted pair. When a packet is received, the LED 
is turned off for a duration of 1 00 ms + 10 ms, 
then the LED is turned back on. 

• The LED remains on for a minimum of 4 ms; it is 
turned off when the next packet is received. 

• CLED. The following LED values indicate colli- 
sion status. 

• The LED is normally off, which indicates no colli- 
sion. 

• The LED is turned on when a collision is detect- 
ed. It remains on for a nominal time of 1 5 ms ± 
5 ms, after which it is turned off. 

• The LED may be turned back on immediately 
upon detection of another collision. There is no 
minimum off time. 

• If a collision occurs while the LED is on, the LED 
remains on for the nominal time following the 
last detected collision. 

• JLED. The following LED values indicate the jab- 
ber status. 

• The LED is normally off, which indicates a no 
jabber condition. 

• The LED is turned on when the watchdog timer 
times out, and the TP drivers are disabled. It re- 
mains on until the jabber condition is corrected. 

• The LED is turned off after the watchdog timer 
counts out the 0.5 s ± 0.25 s reset time. 

LED Drivers 

The typical LED circuit consists of an external resis- 
tor in series with the LED and connected the Vqc- 


The LED driver pulls the pin low to turn the LED on. 
Each LED driver can sink up to 15 mA of current, 
with an output impedance of less than 50 ft. 

Clock Generation 

A 20-MHz, parallel-resonant crystal is used to con- 
trol the clock generation oscillator of the TP MAU. 
We recommend that the crystal meet the following 
specifications. 

• Quartz crystal 

• 20 MHz ± 0.01 % 

• Parallel resonant with a 20-pF load fundamental 
mode with a maximum series resistance of 25 ft. 

The crystal shunt and external capacitance should 
be less than 10 pF. The crystal should be connected 
adjacent to the 82506TB to the XTAL and Vss pins. 
The crystal shunt capacitance (CO) should not ex- 
ceed 5 pF. 

An external MOS-level clock can be applied to the 
crystal oscillator input. A resistor should be added in 
series with the clock source to limit the amplitude of 
the voltage swing seen by the pin. A 500-ft resistor 
works well in most cases. If users are concerned 
about the duty-cycle variation caused by driving the 
TPMAU with a clock source, the following test can 
be done on the bench to empirically determine the 
best resistor value for the user’s application. 

• Place the part in dc test mode, as described in 
the Test Mode section of this document. 

® Attach an oscilloscope to the JLED pin. This pin 
outputs the internal clock source. 

• Alter the resistor value to obtain an optimal duty- 
cycle ratio. Experiments have shown that a 
500-ft resistor works well for LS TTL logic levels; 
CMOS logic levels need a 1-kft resistor. 

Under no circumstances should the clock be driven 
straight into the TPMAU. Also, under no circum- 
stances should the clock stop, not even briefly, once 
power is applied to the TPMAU. If the clock to the 
TPMAU is stopped, power to the TPMAU must be 
removed to ensure proper behavior of the TPMAU. 

Strapping Options 

All strapping options are connected to internal pull- 
up resistors, (nominally 100 kft). A resistor tying a 
strapping option low must be able to sink 70 juA. 

Test Mode 

The 82506TB enters the ac or dc test mode when 
the test pin (TEST) is held high. The ac test mode is 
activated by also holding the DTE pin high; the inter- 
nal clock speeds are increased by three to reduce 
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the ac test time. The dc test is activated by holding 
the DTE pin low while TEST is held high. During the 
dc test the oscillator frequency and duty cycle can 
be tested on the JLED pin and the three internal 
clocks (ACK, BCK, and CCK) can be tested on the 
XLED, RLED,and CLED pins respectively. The AUI 
driver current can be measured with a 39-a resistor 
between the receive pair pins. 


Power Considerations 

There are seven power connections to the TP 
MAU — three pairs of Vqq and Vss connections and 
a fourth Vss pin for the XTAL oscillator. Table 2 de- 
scribes which internal circuits are powered by each 
V CC /V SS pair. 

Table 2. INTERNAL CIRCUIT 


Pin No. 

Internal Circuits 

1,28 

Analog Supplies. Analog signal 
receivers, energy detection circuits, delay 
lock loop, and band gap reference. 

10, 11 

AUI Output Drivers. Digital polycells, 
XTAL oscillator (Vcc only), and LED 
drivers (Vqc only). 

14 

GND only for XTAL oscillator and pins 1 5, 
16, and 17. 

18, 23 

TP CMOS output drivers only. 


ELECTRICAL CHARACTERISTICS 
Absolute Maximum Ratings 

Ambient Operating Temperature (TA) 0 to + 70°C 
Storage T emperature - 40 to + 1 25°C 

All Output and Supply 

Voltages -0.5 V to Vcc +0-5V 

All Input Voltages - 0.5 V to Vqq + 0.5V 

NOTICE: This data sheet contains preliminary infor- 
mation on new products in production. The specifica- 
tions are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage . 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “ Operating Conditions” 
may affect device reliability. 


DC Characteristics t a = o to 70°c, v C c = 5 v ± 5% 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

VaID 

Input Differential Voltage (AUI) 

0.300 

1.3 

V 


Vtid 

Input Differential Voltage (TP) 

0.350 

2.0 

V 


VxTL 

XTAL Input Low Voltage 


0.4 

V 


VxCH 

XTAL Input High Voltage 

3.9 


V 



Input Low Voltage 



V 



Input High Voltage 



V 



Output Differential Voltae (AUI) 


mm 

V . 



Output Voltage Low (TP) 



V 

Vcc = 5.0 V, R l = 500 a 

IHI 

Output Voltage High (TP) 

4.9 


V 

Vcc = 5.0 V, R l = 500 a 

K 

Output Voltage Low 



V 

Vcc = 5.0 V, R l = 2000 a 

B 

Output Voltage High 

4.87 


V 

Vcc = 5.0 V, R|_ = 2000 a 

Rs 



10 

a 

Vcc = 4.5 V, 1 = 25 mA (max) 






Vcc = 5.00 V 

PD 

Power Dissipation 
with a Traffic Load 


0.6 

w 

Vcc = 5.0 V 
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AC Timing Conditions 

1. T A = 0 to 70°C, Vcc = 5 V + 5%. 

2. Timing measurement points are 50% points unless otherwise noted. 


Clock Timing 


Symbol 

Parameter 

Min 

Max 

Units 

ti 

XTAL (or Oscillator) Frequency 

18 

22 

MHz 

*2 

XTAL High and Low Times 

22.5 

27.5 

ns 


Clock Timing 



Transmit Timing 


Symbol 

Parameter 

Min 

Max 

Units 

*3 

DTE Setup and Hold Time to TRMT Pair Active 

10 

— 

JLLS 

U 

Transmit Start-up Delay 

0 

2 

bits 

t 5 

Transmit Steady State Delay 

0 

2 

bits 

t6 

Transmit Start-up Delay Variability 

0 

2 

bits 

t 7 

Loopback Start-up Delay 

0 

5 

bits 

t 8 

Loopback Steady State Delay 

0 

1 

bits 

*9 

TD* Held High at End of Packet 

250 

350 

ns 

tio 

Incremental Transmit Jitter 

0 

3.5 

ns 

tn 

TRMT Pair Return to Idle to SQE Test 

600 

1600 

ns 

*12 

SQE Test Duration 

500 

1500 

ns 


*TD represents the differential voltage between the signals HDAT and HDAT 
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Receive Timing 


Symbol 

Parameter 

Min 

Max 

Units 

*13 

Receive Start-up Delay 

0 

5 

bits 

*14 

Receive Steady State Delay 

0 

2 

bits 

*15 

Receive Start-up Delay Variability 

0 

2 

bits 

*16 

Incremental Receive Jitter 

0 

1.5 

ns 

tl7 

RD Pair Held High at End of Packet 

0 

300 

ns 



Receive Timing: End of Packet 



Collision Timing 


Symbol 

Parameter 

Min 

Max 


00 

Onset of Collision to CLSN Pair Assertion 

0 

900 

ns 

tl9 

RCV Pair Source to RD after CLSN Assert 

0 

900 

ns 

*20 

End of Collision to CLSN Pair Return to Idle 

0 

900 

ns 

*21 

CLSN Pair High/Low Time 

40 

60 

ns 

*22 

CLSN Pair Frequency 

8.5 

11.5 

MHz 
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Collision Timing 



TRMT 




CLSN — 

vm 


RCV — 


290260-7 


Collision Signal Timing 



Jabber Protection Timing 


Symbol 

Parameter 

Min 

Max 

Units 

*23 

Assertion of TRMT Pair to Jabber Inhibit 

45 

55 

ms 

*24 

Jabber Inhibit to CLSN Assert 

0 

900 

ns 

*25 

TRMT Idle to Jabber Inhibit Removed 

250 

750 

ms 
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Link Integrity Timing 

Symbol 

Parameter 

*26 

Last TRMT Pair Activity to Link Test Pulse 


Link Test Pu se Width 


Last RD Activity to Link Integrity Fault Assert 


Minimum Idle Time Between Consecutive Leakbeat Reception 


Maximum Idle Time Between Consecutive Leakbeat Reception 


JLED Turn-on Time 


Link Integrity Timing 


1 ^ 30 -^ 29*1 
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LED Timing 


Symbol 

Parameter 

Min 

Max 

Units 

*32 

RLED Fixed Off Time 

90 

110 

ms 

*33 

RLED Minimum on Time 

4 

8 

ms 

*34 

Last RD Activity to RLED Off (Link Integrity Fault) 

50 

150 

ms 

*35 

RLED Minimum On Time After Link Integrity Fault Correction 

500 

1500 

ms 

*36 

XLED Turnoff Time 

— 

10 

/AS 

*37 

XLED Fixed Off Time 

90 

110 

ms 

*38 

XLED Minimum On Time 

4 

8 

ms 

*39 

CLED Turnoff Time 

— 

10 

JUS 

*40 

CLED Nominal On Time 

10 

20 

ms 

*41 

RLED Turnoff Time 

— 

10 

f IS 


LED Timing: Transmit and Receive 
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Outline Diagrams 

Dimensions are in inches and (millimeters). 


28-Pin, Plastic DIP 





0.010 ( 0 . 25 ) 


NOTES: 

Meets JEDEC standards. 

Index mark may be a semicircular notch or circular dimple located in the index area. 
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INTRODUCTION 

This application note describes a design example of an 
IEEE 802.2/802.3 compatible Data Link Driver using 
the 82586 LAN Coprocessor. The design example is 
based on the “Design Model” illustrated in “Program- 
ming the 82586”. It is recommended that before read- 
ing this application note, the reader clearly understands 
the 82586 data structures and the Design Model given 
in “Programming the 82586”. 

“Programming the 82586” discusses two basic issues in 
the design of the 82586 data link driver. The first is 
how the 82586 handler fits into the operating system. 
One approach is that the 82586 handler is treated as a 
“special kind of interface” rather than a standard I/O 
interface. The special interface means a special driver 
that has the advantage of utilizing the 82586 features to 
enhance performance. However the performance en- 
hancement is at the expense of device dependent upper 
layer software which precludes the use of a standard 
I/O interface. 

The second issue “Programming the 82586” discusses 
is which algorithms to choose for the CPU. to control 
the 82586. The algorithms used in this data link design 
are taken directly from “Programming the 82586”. 
Command processing uses a linear static list, while re- 
ceive processing uses a linear dynamic list. 

The application example is written in C and uses the 
Intel C compiler. The target hardware for the Data 
Link Driver is the iSBC 1 86/5 1 COMMputer, however 
a version of the software is also available to run on the 
LANHIB Demo board. 

1.0 FITTING THE SOFTWARE INTO 
THE OSI MODEL 

The application example consists of four software mod- 
ules: 


• Data Link Driver (DLD): drives the 82586, also 

known as the 82586 Handler. ' 

• Logical Link Control (LLC): implements the IEEE 
802.2 standard. 

• User Application (UAP): exercises the other soft- 
ware modules and runs a specific application. 

• C hardware support: written in assembly language, 
supports the Intel C compiler for I/O, interrupts, 
and run time initialization for target hardware. 

Figure 1 illustrates how these software modules com- 
bined with the 82586, 82501 and 82502 complete the 
first two layers of the OSI model. The 82502 imple- 
ments an IEEE 802.3 compatible transceiver, while the 
82501 completes the Physical layer by performing the 
serial interface encode/decode function. 

The Data Link Layer, as defined in the IEEE 802 stan- 
dard documents, is divided into two sublayers: the Log- 
ical Link Control (LLC) and the Medium Access Con- 
trol (MAC) sublayers. The Medium Access Control 
sublayer is further divided into the 82586 Coprocessor 
plus the 82586 Handler. On top of the MAC is the LLC 
software module which provides IEEE 802.2 compati- 
bility. The LLC software module implements the Sta- 
tion Component responses, dynamic addition and dele- 
tion of Service Access Points (SAPs), and a class 1 level 
of service. (For more information on the LLC sublayer, 
refer to IEEE 802.2 Logical Link Control Draft Stan- 
dard.) The class 1 level of service provides a connec- 
tionless datagram interface as opposed to the class 2 
level of service which provides a connection oriented 
level of service similar to HDLC Asynchronous Bal- 
anced Mode. 

On top of the Data Link Layer is the Upper Layer 
Communications Software (ULCS). This contains the 
Network, Transport, Session, and Presentation Layers. 
These layers are not included in the design example, 
therefore the application layer of this ap note interfaces 
directly to the Data Link layer. 



1-339 



Figure 2. Block Diagram of the Hardware and Software 


The application layer is implemented in the User Appli- 
cation (UAP) software module. The UAP module oper- 
ates in one of three modes: Terminal Mode, Monitor 
Mode, and High Speed Transmit Mode. The software 
initially enters a menu driven interface which allows 
the program to modify several network parameters or 
enter one of the three modes. 

The Terminal Mode implements a virtual terminal with 
datagram capability (connectionless “class 1” service). 
This mode can also be thought of as an async to IEEE 
802.3/802.2 protocol converter. 

The Monitor Mode provides a dynamic update on the 
terminal of 6 station related parameters. While in the 
monitor mode, any size frame can be repeatedly trans- 
mitted to the cable in a software loop. 

High Speed Transmit Mode transmits frames to the ca- 
ble as fast as the software possibly can. This mode dem- 
onstrates the throughput performance of the Data Link 
Driver. 

The UAP gathers network statistics in all three modes 
as well as when it is in the menu. In addition, the UAP 
module provides the capability to alter MAC and LLC 
addresses and re-initialize the data link. (Figure 2 
shows a combined software and hardware block dia- 
gram.) 


2.0 LARGE MODEL COMPILATION 

All the modules in this design example are compiled 
under the Large Model option. This has the advantages 
of using the entire 1 Mbyte address space, and allowing 
the string constants to be stored in ROM. In the Large 
Model it is important to consider that the 82586’s data 
structures, SCB, CB, TBD, FD, and RBD, must reside 
within the same data segment. This data segment is 
determined at locate time. 


The C Assy Support module has a run time start off 

function which loads the DLD data segment into a 

global variable SEGMT . This data segment is used 

by the 82586 Handler for address translation purposes. 
The 82586 uses a flat address while the 80186 uses a 
segmented address. Any time a conversion between 

82586 and 80186 addresses are needed the SEGMT 

variable is used. 

Pointers for the 80186 in the large model are 32 bits, 
segment and offset. All the 82586 link pointers are 16 
bit offsets. Therefore when trading pointers between the 
82586 and the 80186, two functions are called: 

Offset (ptr), and Build Ptr (offset). Offset (ptr) takes a 

32 bit 80186 pointer and returns just the offset portion 

for the 82586 link pointer. While Build Ptr (offset) 

takes an 82586 link pointer and returns a 32 bit 80186 

pointer, with the segment part being the SEGMT 

variable. Offset ( ) and Build Ptr( ) are simple func- 
tions written in assembly language included in the C 

Assy Support module. 

In the small model, Offset ( ) and Build Ptr( ) are not 

. needed, but the variable SEGMT is still needed for 

determining the SCB pointer in the ISCP, and in the 
Transmit arid Receive Buffer Descriptors. 


3.0 THE 82586 HANDLER 

3.1 The Buffer Model 

The buffer model chosen for the 82586 Handler is the 
“Design Model” as described in “Programming the 
82586”. This is based on the 82586 driver as a special 
driver rather than as a standard driver. Using this ap- 
proach the ULCS directly accesses the 82586’s Trans- 
mit and Receive Buffers, Buffer Descriptors and Frame 
Descriptors. This eliminates buffer copying. Transmit 
and receiver buffer passing is done entirely through 
pointers. 
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The only hardware dependencies between the Data 
Link and ULCS interface are the buffer structures. The 
ULCS does not handle the 82586’s CBs, SCB or initiali- 
zation structures. To isolate the data link interface from 
any hardware dependencies while still using the design 
model, another level of buffer copying must be intro- 
duced. For example, when the ULCS transmits a frame 
it would have to pass its own buffers to the data link. 
The data link then copies the data from ULCS buffers 
into 82586 buffers. When a frame is received, the data 
link copies the data from the 82586’s buffers into the 
ULCS buffers. The more copying that is done the slow- 
er the throughput. However, this may be the only way 
to fit the data link into the operating system. The 82586 
Handler can be made hardware independent by adding 
a receive and transmit function to perform the buffer 
copying. 

The 82586 Handler allocates buffers from two pools of 
memory: the Transmit pool, and the Receive pool as 
illustrated in Figure 3. The Transmit pool contains 
Transmit Buffer Descriptors (TBDs) and Transmit 
Buffers (TBs). The Receive pool contains Frame De- 
scriptors (FDs), Receive Buffer Descriptors (RBDs), 
and Receive Buffers (RBs). 


UPPER LAYER 

COMMUNICATIONS SOFTWARE 


SEND | RECEIVE" 



82586 HANDLER 


| 231421-3 

Figure 3. 82586 Handler Memory 
Management Model 

When the ULCS wants to transmit, it requests a TBD 
from the handler. The handler returns a pointer to a 
free TBD. Each TBD has a TB attached to it. The 
ULCS fills the buffer, sets the appropriate fields in the 
TBD, and passes the TBD pointer back to the handler 
for transmission. After the frame is transmitted, the 
handler places the TBD back into the free TBD pool. If 
the ULCS needs more than one buffer per frame, it 
simply requests another TBD from the handler and 
performs the necessary linkage to the previous TBD. 

On the receive side, the RFA pool is managed by the 
82586 itself. When a frame is received, the 82586 inter- 


rupts the handler. The handler passes a FD pointer to 
the ULCS. Linked to the FD is one or more RBDs and 
RBs. The ULCS extracts what it needs from the FD, 
RBDs and RBs, and returns the FD pointer back to the 
handler. The handler places the FD and RBDs back 
into the free RFA pool. 


3.2 The Handler Interface 

The handler interface provides the following basic func- 
tions: 

• initialization 

• sending and receiving frames 

• adding and deleting multicast addresses 

• getting transmit buffers 

• returning receive buffers 

Figure 4 lists the Handler Interface functions. 

On power up, the initialization function is called. This 
function initializes the 82586, and performs diagnostics. 
After initialization, the handler is ready to transmit and 
receive frames, and add and delete multicast addresses. 

To send a frame, the ULCS gets one or more transmit 
buffers from the handler, fills them with data, and calls 
the send function. When a frame is received, the han- 
dler calls a receive function in the ULCS. The ULCS 
receive function removes the information it needs and 
returns the receive buffers to the handler. The addition 
and deletion of multicast addresses can be done “on the 
fly” any time after initialization. The receiver doesn’t 
have to be disabled when this is done. 

The command interface to the handler is totally asyn- 
chronous — the ULCS can issue transmit commands or 
multicast address commands whenever it wants. The 
commands are queued by the handler for the 82586 to 
execute. If the command queue is full, the send frame 
procedure returns a false status rather than true. The 
size of the command queue can be set at compile time 
by setting the CB — CNT constant. Typically the com- 
mand queue never has more than a few commands on it 
because the 82586 can execute commands faster than 
the ULCS can issue them. This is not the case in a 
heavily loaded network when deferrals, collisions, and 
retries occur. 

The command interface to the 82586 handler is hard- 
ware independent; the only hardware dependence is the 
buffering. A hardware independent command interface 
doesn’t have any performance penalty, but some 82586 
programmability is lost. This shouldn’t be of concern 
since most data links do not change configuration pa- 
rameters during operation. One can simply modify a 
few constants and recompile to change frame and net- 
work parameters to support other data links. 
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Handler Interface Functions 

Description 

Init 586( ) 

Initialize the Handler 

Send Frame (ptbd, padd) 

Sends a frame to the cable. 

ptbd— Transmit Buffer Descriptor pointer 

padd — Destination Address pointer 

Recv Frame (pfd) 

Handler calls this function which resides in the ULCS. 
pfd_Frame Descriptor pointer 

Add__Multicast Address (pma) 

Adds one multicast address 
pma — Multicast Address pointer 

Delete Multicast Address (pma) 

Deletes one multicast address 

Get Tbd( ) 

Get a T ransmit Buffer Descriptor pointer 

Put__Free__Rfa (pfd) 

Returns a Frame Descriptor and Receive 
Buffer Descriptors to the 82586. 


Figure 4. List of Handler Interface Functions 



TBD.TOS 



Figure 6. Free Transmit Buffer Descriptor Pool 
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3.3 Initialization 

The function which initializes the 82586 handler, Init 

586( ), is called by the ULCS on power up or reinitiali- 
zation. Before this function is called, an 82586 hard- 
ware or software reset should occur. The Initialization 
occurs in three phases. The first phase is to initialize the 
memory. This includes flags, vectors, counters, and 
data structures. The second phase is to initialize the 
82586. The third phase is to perform self test diagnos- 
tics. Init 586() returns a status byte indicating the 

results of the diagnostics. 

Init 586( ) begins by toggling the 82501 loo pback pin. 

If the 82501 is powered up in loopback, the CRS and 
CDT pin may be active. To reset this condition, the 
loopback pin is toggled. The 82501 should remain in 
loopback for the first part of the initialization function. 

Phase 1 executes initialization of all the handlers flags, 
interrupt vectors, counters, and 82586 data structures. 
There are two separate functions which initialize the 
CB and RFA pools: Build CB( ) and Build Rfa( ). 


The CBs within the list are initialized with 0 status, EL 
bit set, and a link to the next CB. The TBD structures 
are initialized with the buffer size, which is set at com- 
pile time with the TBUF SIZE constant, a link to the 

next TBD, and an 82586 pointer to the transmit buffer. 
This pointer is a 24 bit flat/physical address. The ad- 
dress is built by taking the transmit buffer’s data seg- 
ment address, shifting it to the left by 4 and adding it to 
the transmit buffer offset. An 80186 pointer to the 
transmit buffer is added to the TBD structure so that 
the 80186 does not have to translate the address each 
time it accesses the transmit buffer. 

Build Rfa( ) builds a linear linked Frame Descriptor 

list and a Receive Buffer Descriptor list as shown in 
Figure 7. The status and EL bits for all the free FDs are 
0. The last FD’s EL bit is 1 and link pointer is NULL. 
The first FD on the FD list points to the first RBD on 
the RBD list. The RBDs are initialized with both 82586 
and 80186 buffer pointers. The 80186 buffer pointer is 
added to the end of the RBD structure. Begin and end 
pointers are used to mark the boundaries of the free 
lists. 



3.3.1 BUILDING THE CB AND RFA POOLS 


3.3.2 82586 INITIALIZATION 


Build CB( ) builds a stack of free linked Command 

BJocks, and another stack of free linked Transmit Buff- 
er Descriptors. (See Figures 5 and 6.) Each stack has a 
Top of Stack pointer, which points to the next free 
structure. The last structure on the list has a NULL 
link pointer. 


The 82586 initialization data structure SCP is already 
set since it resides in ROM, however, the ISCP must be 
loaded with information. Within the SCP ROM is the 
pointer to the ISCP; the ISCP is the only absolute ad- 
dress needed in the software. Once the ISCP address is 
determined, the ISCP can be loaded. The SCB base is 

obtained from the C Assy Support module. The 

global variable SEGMT_contains the address of the 
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data segment of the handler. The 80 186. shifts this value 
to the left by 4 and loads it into the SCB base. The SCB 
offset is now determined by taking the 32 bit SCB 
pointer and passing it to the Offset( ) function. 

The 82586 interrupt is disabled during initialization be- 
cause the interrupt function is not designed to handle 
82586 reset interrupts. To determime when the 82586 is 
finished with its reset/initialization, the SCB status is 
polled for both the CX and CNA bits to be set. After 
the 82586 is initialized, both the CX and CNA inter- 
rupts are acknowledged. 

The 82586 is now ready to execute commands. The 
Configuration is executed first to place the 82586 in 
internal loopback mode, followed by the IA command. 
The address for the IA command is read off of a prom 
on the PC board. 


3.3.3 SELF TEST DIAGNOSTICS 

The final phase of the handler initialization is to run the 
self test diagnostics. Four tests are executed: Diagnose 
command, Internal loopback, External loopback 
through the 82501, and External loopback through the 
transceiver. If these four tests pass, the data link is 
ready to go on line. 

The function that executes these diagnostics is called 
Test Link( ). If any of the tests fail, Test Link( ) re- 
turns immediately with the Self Test global variable 

set to the type of failure. This Self Test global variable 

is then returned to the function which originally called 

Init 586( ). Therefore Init 586( ) can return one of 

five results: FAILED DIAGNOSE, FAILED 

LPBK INTERNAL, FAILED LPBK EXTER- 
NAL, FAILED LPBK TRANSCEIVER or 

PASSED. 



Figure 8. Initialization Diagnostics: Test Link () 
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The Diagnose( ) function, called by Test Link( ), does 

not return until the diagnose command is completed. If 
the interrupt service routine detects that a Diagnose 
command was completed then it sets a flag to allow the 
DiagnoseQ function to return, and it also sets the 

Self Test variable to FAIL if the Diagnose command 

failed. If the Diagnose command completed successful- 
ly, the loopback tests are performed. 

Before any loopback tests are executed, the Receive 

Unit is enabled by calling Ru Start( ). Loopback tests 

begin by calling Send Lpbk Frame( ), which sends 8 

frames with known loopback data and its own destina- 
tion address. More than one loopback frame is sent in 
case one or more of them are lost. Also several of the 

frames will have been received by the time flags. lpbk 

test is checked. 


the 82586’s static command block list. After the 82586 
executes the command, it generates an interrupt. The 

interrupt routine, Isr 586( ), processes the command 

and returns the Command Block to the free command 
block list by calling Put Cb( ). 

3.4.1 ACCESSING COMMAND BLOCKS-GET 

CB() and PUT_CB() 

Get Cb( ) returns a pointer to a free command block. 

The free command blocks are in a linear linked list 
structure which is treated as a stack. The pointer cb_ »■■■ 
tos points to the next available CB. Each time a CB is Ell 

requested, Get Cb( ) pops a CB off the stack. It does 

this by returning the pointer of cb tos. cb__tos is then 

updated with the CB’s link pointer. When the CB list is 
empty, Get Cb( ) returns NULL. 


Two flag bits are used for the loopback tests: 

flags.lpbk mode, and flags.lpbk test. flags.lpbk_ 

mode is used to indicate to the receive section that the 
frames received are potentially loopback frames. The 
receive section will pass receive frames to the Loopback 

Check( ) function if the flags.lpbk mode bit is set. The 

Loopback Check( ) function first compares the source 

address of the frame with its station address. If this 
matches then the data is checked with the known loop- 

back data. If the data matches, then the flags.lpbk test 

bit is set, indicating a successful loopback. The flow of 
the Test Link( ) function is displayed in Figure 8. 


3.4 Command Processing 


Command blocks are queued up on a static list for the 
82586 to execute. The flow of a command block is giv- 
en in Figure 9. When the handler executes a command 
it first has to get a free command block. It does this by 

calling Get CB() which returns a pointer to a free 

command block. The CB structure is a generic one in 
which all commands except the MC-Setup can fit in. 
The handler then loads into the CB structure the type 
of command and associated parameters. To issue the 
command to the 82586 the Issue CU Cmd( ) func- 

tion is called with the pointer to the CB passed to this 
function. Issue CU Cmd( ) places the command on 
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Figure 9. The Flow of a Command Block 


There are two types of nulls, the 82586 ‘NULL’ is a 16 
bit offset, OFFFFH, in the 82586 data structures. The 
80186 null pointer, ‘pNULL’, is a 32 bit pointer; with 
OFFFFH offset and the 82586 handler’s data segment, 
SEGMT , as the base. 

Put Cb( ) pushes a free command block back on the 

list. It does this by placing the cb tos variable in the 

returned CB’s link pointer field, then updates cb tos 

with the pointer to the returned CB. 

3.4.2 ISSUING CU COMMANDS- ISSUE CU 

CMD() 

This function queues up a command for the 82586 to 
execute. Since static lists are used, each command has 

its EL bit set. There is a begin cbl pointer and an 

end cbl pointer to delineate the 82586’s static list. If 

there are no CBs on the list, then begin cbl is set to 

pNULL. (Figure 10 illustrates the static list.) Each 
time a command is issued, a deadman timer is set. 
When the 82586 interrupts the CPU with a command 
completed, the deadman timer is reset. 

Issue Cu Cmd( ) begins by disabling the 82586’s in- 

terrupt. It then determines whether the list is empty or 
not. If the list is empty, begin and end pointers are 
loaded with the CB’s address. The CU must then be 

started. Before a CU START can be issued, the SCB’s 

cbl offset field must be loaded with the address of the 

command, the Wait Scb( ) function must be called to 

insure that the SCB is ready to accept a command, and 
the deadman timer must be initialized. If the list is not 
empty, then the command block is queued at the end of 

the list, and the interrupt service routine Isr 586(), 

will continue generating CAs for each command linked 
on the CB list until the list is empty. 
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Figure 10. The Static Command Block List 


3.4.3 INTERRUPT SERVICE ROUTINE- ISR_ 
586() 

Isr 586() starts off by saving the interrupts that were 

generated by the 82586 and acknowledging them. Ac- 
knowledgment must be done immediately because if a 
second interrupt were generated before the acknowl- 
edgment, the second interrupt would be missed. The 
interrupt status is then checked for a receive interrupt 
and if one occurred the Recv Int Processing( ) func- 

tion is called. After receive processing is check the CPU 
checks whether a command interrupt occurred. If one 
did, then the deadman timer is reset and the results of 
the command are checked. There are only two particu- 
lar commands which the interrupt results are checked 
for: Transmit and Diagnose. The Diagnose command 
needs to be tested to see if it passed, plus the diagnose 
status flag needs to be set so that the initialization pro- 
cess can continue. 


The sqe status bit will be set if the transceiver’s self test 
passed. However if the sqe status bit is not set, the 
transceiver may still have passed its self test. Several 
events can prevent the sqe bit from being set. For exam- 
ple, the first transmit command status after power up 
will not have the sqe bit set because the sqe is always 
from the previous command. Also if any collisions oc- 
cur, the sqe bit might not be set. This has to do with the 
timing of when the sqe signal comes from the transceiv- 
er. It is possible that a JAM signal from a remote sta- 
tion can overlap the sqe signal in which case the 82586 
will not set the sqe status bit. Therefore the sqe error 
count should only be recorded when no collisions oc- 
cur. 

One other situation can occur which will prevent the 
SQE status bit from being set. If transmit command 
reaches the maximum retry count, the next transmit 
command’s SQE bit will not be set. 


The transmit command status provides network man- 
agement and station diagnostic information which is 
useful for the “Network Management” function of the 
ISO model. The following statistics are gathered in the 

interrupt routine: good transmit cnt, sqe err_cnt, 

defer cnt, no crs cnt, underrun cnt, max col 

cnt. To speed up transmit interrupt processing a flag is 
tested to determine whether these statistics are desired, 
if not this section of code is skipped. 

The sqe error requires special considerations when used 
for statistic gathering or diagnostics. The sqe status bit 
indicates whether the transceiver passed its self test or 
not. The transceiver executes a self test after each trans- 
mission. If the transceiver’s self test passed, it will acti- 
vate the collision signal during the IFS time. 


The final phase of interrupt command processing deter- 
mines if another command is linked, and returns the 
CB to the free command block list. Another command 
being linked is indicated by the CB link field not being 
NULL. In this case the deadman timer and the 82586’s 
CU are re-started. If the CB link is NULL, there are no 

further commands to execute, and begin cbl is set to 

pNULL. 

3.4.4 SENDING FRAMES-SEND FRAME (PTBD, 

PADD) 

Send FrameQ receives two parameters, a pointer to 

the first Transmit Buffer Descriptor, and a pointer to 
the destination address. There may be one or more 
TBDs attached. The last TBD is indicated by its link 
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field being NULL and the EOF bit set. It is the respon- 
sibility of the ULCS to make sure this is done before 
calling Send Frame( ). 

Send Frame( ) begins by trying to obtain a command 

block. If the free command block list is empty, the send 
frame function returns with a false result. It is up to the 
ULCS to either continue attempting transmission or at- 
tempt at a later time. The send frame function calcu- 
lates the length field by summing up the TBDs actual 
count field. After the length field is determined, send 
frame checks to see if padding is required. If padding is 
necessary, Send Frame will change the act count field 
in the TBD to meet the minimum frame requirements. 
This technique transmits what ever was in the buffer as 
padding data. If security is an issue, the padding data in 
the buffer should be changed. 



3.4.5 ACCESSING TRANSMIT BUFFERS-GET 

TBD() AND PUT TBD() 

Get Tbd( ) returns a pointer to a free Transmit Buffer 

Descriptor, and Put Tbd( ) returns one or more 

linked Transmit Buffer Descriptors to the free list. The 
TBD which Get__Tbd( ) allocates has its link pointer 
set to NULL, and its EOF bit cleared. If another buffer 
is needed, the link field in the old TBD must be set to 
point to the new TBD. The last TBD used should have 
its link pointer set to NULL and its EOF bit set. Figure 
1 1 shows the flow chart of getting buffers and sending a 
frame. 

Put Tbd (ptbd) is called by the Isr 586( ) function 

when the 82586 is done transmitting the buffers. A 
pointer to the first TBD is passed to Put_Tbd(). 
Put Tbd( ) finds the end of the list of TBDs and re- 

turns them to the free buffer list. 


3.4.6 MULTICAST ADDRESSES 

The 82586 handler maintains a table of multicast ad- 
dresses. Initially this table is empty. To enable a multi- 
cast address the Add Multicast Address(pma) func- 
tion is called; to disable a multicast address, Delete 

Multicast Address(pma) function is called. Both func- 

tions accept a parameter which points to the multicast 
address. Add and Delete functions perform linear 
searches through the Multicast Address Table (MAT). 

Add scans the entire MAT once to check if the address 
being added is a duplicate of one already loaded. Add 
will not enter a duplicate muilticast address. If there 
are no duplicates Add goes to the beginning of the 
MAT and looks for a free location. If it finds one, it 
loads the new address into the free location and sets the 
location status to INUSE. If no free locations are avail- 
able, Add returns a false result. 

Delete looks for a used location in the MAT. When it 
finds one, it compares the address in the table with the 
address passed to it. If they match, the location status is 
set to FREE and a TRUE result is returned. If no 
match occurs, the result returned is FALSE. 

If Add or Delete change the MAT, they update the 

82586 by calling Set Multicast AddressQ. This 

function executes an 82586 MC Setup command. Set 

Mulitcast Address( ) uses the addresses in the MAT 

to build the MC Setup command. The MC Setup com- 
mand is too big to be built from the free CBs. Free CB 
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command blocks are 18 bytes long, while the MC Setup 
command can be up to 16,392 bytes. Therefore a sepa- 
rate Multicast Address Command Block (ma cb) 

must be allocated and used. The size of the ma cb and 

MAT are determined at compile time based on the 
MULTI ADDR CNT constant. The design exam- 

ple allows up to 16 multicast addresses. 

Since there is only one ma cb, and it is not compatible 

with the other CBs, it must be treated differently. Only 

one ma cb can be on the 82586 command list. The 

ma cb command word is used as a semaphore. If it is 

zero, the command is available. If not, Set Multi- 
cast AddressQ must wait until the ma cb is free. 

Also the interrupt routine can’t return the ma cb to 

the free CB list. It just clears the cmd field, to indicate 
that ma cb is available. 

The 82586’s receiver does not have to be disabled to 
execute the MC Setup command. If the 82586 is receiv- 
ing while this command is accessed, the 82586 will fin- 
ish reception before executing the MC Setup comand. If 
the MC Setup command is executing, the 82586 auto- 
matically ignores incoming frames until the MC Setup 
is completed. Therefore multicast addresses can be add- 
ed and deleted on the fly. 



3.4.7 RESETTING THE 82586 -RESET_586() 

The 82586 rarely if ever locks up in a well behaved 
network; (i.e. one that obeys IEEE 802.3 specifica- 
tions). The lock-ups identified were artificially created 
and would normally not occur. This data link driver 
has been tested in an 8 station network under various 
loading conditions. No lock-ups occurred under any of 
the data link drivers test conditions. However the reset 
software has been tested by simulating a lockup. This 
can be done by having the 82586 transmit, and dis- 
abling the CTS pin for a time longer than the deadman 
timer. 

An 82586 deadlock is not a fatal error. The handler is 
designed to recover from this problem. As mentioned 
before, each time the 82586 is given a CA to begin 
executing a command, a deadman timer is set. The 
deadman timer is reset when a CNR interrupt is gener- 
ated. If the CNR interrupt is not generated before the 
deadman timer expires, the 82586 must be reset. 

Resetting of the 82586 should not be done while the 
handler software is executing. This could create a soft- 
ware deadlock by interrupting a critical section of code 
in the handler. To insure that the Reset 586( ) func- 

tion is not executed while the handler is executing, all 
of the entry points to the handler (i.e. interface func- 
tions) set a semaphore flag bit called flags.reset sema. 

This flag is cleared when the interface functions are 
exited. 

If the Deadman timer interrupt occurs while 

flags.reset sema is set, another flag is set (flag.reset 

pend) indicating that the Reset 586( ) function should 

be called when the interface functions are exited. How- 
ever if the deadman timer interrupt occurs when 
flags.reset sema is clear, Reset 586( ) is called imme- 

diately. Figure 12 shows the logic for entering and exit- 
ing interface functions. 

Reset 586( ) begins by disabling the 82586 interrupt, 

placing the ESI in loopback, and resetting the 82586. 
The reset can be a software or a hardware reset. How- 
ever, there are certain lockups in the 82586 where only 
a hardware reset will suffice. (The 82586 errata sheet 
explicitly indicates which deadlocks require a hardware 
reset.) After the reset, Reset 586( ) executes a Config- 
ure, IA-Setup, and a MC-Setup command; the MC 

Setup command is built from the multicast address ta- 
ble (MAT). The 82586 Command Queues and Receive 
Frame Queues are left untouched so that the 82586 can 
continue executing where it left off before the deadlock. 
This way no frames or commands are lost. This re- 
quires that a separate reset CB and reset Multicast CB 
is used, because other CBs already in use cannot be 
disturbed. 
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3.5 Receive Frame Processing 

The following functions are used for Receive Frame 
Processing: 

Recv Int ProcessingQ Called by Isr 586() to re- 

move FDs and RBDs from 
the 82586’s RFA 

Called by Recv Int Pro- 

cessingQ. This function re- 
sides in the ULCS 

Used for perfect Multicast 
filtering 

Returns FDs and RBDs to 
the 82586’s RFA 

Restarts the RU when in the 
IDLE or No Resources 
state. 

3.5.1 RECEIVE INTERRUPT PROCESSING- 
RECV INT PROCESSINGQ 

The Recv Int ProcessingQ function is called by 

Isr 586() when the FR bit in the SCB is set. The 

Recv Int Processing( ) function checks whether any 

FDs and RBDs on the free list have been used by the 

82586. If they have, Recv Int Processing( ) removes 

the used FDs and RBDs from the free list, and passes 
them to the ULCS. 

The Recv Int Processing( ) function is a loop where 

each pass removes a frame from the 82586’s RFA. 
When there are no more used FDs and RBDs on the 

RFA, the function calls RU Start( ), then returns to 

Isr 586(). The first part of the loop checks to see if 

the C bit in the first FD of the free FD list is set. If the 
C bit is set, the function determines if one or more 
RBDs are attached. If there are RBDs attached, the 
end of the RBD list is found. The last RBD’s link field 

is used to update begin rbd pointer, and then it’s set 

to NULL. 

After the receive frame has been delineated from the 
RFA, some information about the frame is needed to 
determine which function to pass it to. Since the save 
bad frame configure bit is not set, the only bad frame 
on the list could be an out of resource frame. An out of 

resource frame is returned to the RFA by calling Put 

Free_RFA (pfd). If the flags.lpbk mode bit is set, the 

frame is given to the loopback check function. If the 
destination address of the frame indicates a multicast, 
the check multicast function is called. If the frame has 
passed all of the above tests and still has not been re- 
turned, it is passed to the Recv FrameQ function 

which resides in the ULCS. 

Check Multicast (pfd) determines whether the multi- 

cast address received is in the multicast address table. 
This is necessary because the 82586 does not have per- 


fect multicast address filtering. Check Multicast does 

a byte by byte comparison of the destination address 
with the addresses in the multicast address table. If no 
match occurs, it returns false, and Recv Int Process- 
ing calls Put Free RFA( ) to return the frame to the 

RFA. If there is a match, Check Multicast ) returns 

TRUE and Recv Int Processing( ) calls Recv 

Frame( ), passing the pointer to the FD of the frame 
received. 

3.5.2 RETURNING FDs AND RBDs-PUT_ 

FREE RFA (pfd) 

Put_Free RFA combines Supply FD and Sup- 
ply RBD algorithms described in “Programming the 

82586’’ into one function. The begin and end pointers 
delineate what the CPU believes is the beginning and 
end of the free list. The decision of whether to restart 
the RU is made when examining both the free FD list 

and the free RBD list. This is why two ru start flags 

are used, one for the FD list and one for the RBD list. 
Both flags are initialized to FALSE. 

The function starts off by initializing the FD so that the 
EL bit is set, the status is 0, and the FD link field is 
NULL. The rbd pointer is saved before the rbd pointer 
field in the FD is set to NULL. The free FD list is 
examined and if it’s empty, begin — fd and end — fd are 
loaded with the address of the FD being returned. In 
this case the RU should not be restarted, because there 
is only one FD on the free list. If the free FD list is not 
empty, the FD being returned is placed on the end of 
the list, the end pointer is updated, and the RU start 
flag is set TRUE. 

To begin the RBD list processing the end of the re- 
turned RBD list is determined, and this last RBD’s EL 
bit is set. If the free RBD list is empty, the returned 
RBD list becomes the free RBD list. If there is more 
than one RBD on the returned list, the ru start flag is 
set TRUE. If the free RBD list is not empty, the re- 
turned RBD list is appended on the end of the free list, 
the end — rbd pointer is updated, and the ru start flag is 
set TRUE. 

The last part of Put Free RFAQ is to determine 

whether to call RU StartQ. Both ru start flags are 

ANDed together, and if the result is TRUE, the Ru_ 
Start( ) function is called. 

3.5.3 RESTARTING THE RECEIVE UNIT-RU_ 
START() 

The Ru StartQ function checks two things before it 

decides to restart the RU. The first thing it checks is 
whether the RU is already READY. If it is, there is no 
reason to restart it. If the RU is IDLE or in NO_RE- 
SOURCES, then the second thing to check is whether 
the first free FD on the free FD list has its C bit set. If 
it does, then the RU should not be restarted. The rea- 
son is that the free FD list should only contain free FDs 


Recv Frame (pfd) 

Check Multicast (pfd) 

Put Free Rfa (pfd) 

Ru Start( ) 
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when the RU is started. If the C bit is set in the FD, 
then not all the used FD have been removed yet. If the 
RU is started when used FDs are still in the RFA, the 
82586 will write over the used FDs and frames will be 

lost. Therefore Ru Start( ) is exited if the first FD in 

the RFA has its C bit set. If the RU is not READY, 

and begin fd doesn’t point to a used FD, then the RU 

is restarted. 

Note that in “Programming the 82586” there are two 
more conditions to be met before the RU is started: two 
or more FD on the RFA, and two or more RBD on the 

RFA. These conditions are checked in Put_Free 

RFA(), and Ru Start() isn’t called unless they are 

met. 


4.0 LOGICAL LINK CONTROL 

The IEEE 802.2 LLC function completes the Data 
Link Layer of the OSI model. The LLC module in this 
design example implements a class 1 level of service 
which provides a connectionless datagram interface. 
Several data link users or processes can run on top of 
the data link layer. Each user is identified by a link 
service access point (LSAP). Communication between 
data link users is via LSAPs. An LSAP is an address 
that identifies a specific user process or another layer 


(see Figure 13). The LSAP addresses are defined as 
follows: 

Data Link Layer (Station Component) 00H 

Transport Layer FEH 

Network Management Layer 08H 

User Processes multiples of 4 in the range 

OCH < LSAP ^ FCH 

Each receiving process is identified by a destination 
LSAP (DSAP) and each sending process is identified 
by a source LSAP (SSAP). Before a destination process 
can receive a packet, its DSAP must be included in a 
list of active DSAPs for the data link. 

Figure 14 illustrates the relationship between the Sta- 
tion Component and the SAP components. (The SAP 
components are user processes.) The Station Compo- 
nent receives all of the good frames from the Handler 
and checks the DSAP address. If the DSAP address is 
0, then the frame is addressed to the Station Compo- 
nent and a Station Component Response is generated. 
If the DSAP address is on the active DSAP list, then 
the Station Component passes the frame to the ad- 
dressed SAP. If the DSAP address is unknown, the 
frame is returned to the handler. 
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Figure 14. Station Component Relationship 


There are 3 commands and 2 responses which the class 
1 LLC layer must implement. Figure 15 shows IEEE 
802.2 Class 1 commands and responses and Figure 16 
shows the IEEE 802.2 Class 1 frame format. 


Commands 

Responses 

Description 

UI 


Unnumbered 



Information 

XID 

XID 

Exchange ID 

TEST 

TEST 

Remote Loopback 


Figure 15. IEEE 802.2 Class 1, Type 1 Commands 
and Responses 


| HEAD 1 DATA 1 TAIL | 

fDSAP 1 SSAP | CONTROL | DATaI 
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Figure 16. IEEE 802.2 Class 1 Frame Format 

From Figure 15 it can be seen that there are no LLC 
class 1 UI responses because information frames are not 
acknowledged at the data link level. The only com- 
mand frames that may require responses are XID and 
TEST. If a command frame is addressed to the Station 
Component, it checks the control field to see what type 
of frame it is. If it’s an XID frame, the Station Compo- 
nent responds with a class 1 XID response frame. If it’s 
a TEST frame, the Station Component responds with a 
TEST frame, echoing back the data it received. In both 
cases, the response frame is addressed to the source of 
the command frame. 


Any frames addressed to active SAPs are passed direct- 
ly to them. The Station Component will not respond to 
SAP addressed frames. Therefore it is the responsibility 
of the SAPs to recognize and respond to frames ad- 
dressed to them. When a SAP transmits a frame, it 
builds the IEEE 802.2 frame itself and calls the Han- 
dler’s Send Frame( ) function directly. The LLC 

module is not used for SAP frame transmission. The 
only functions which the LLC module implement are 
the dynamic addition and deletion of DSAPs, multi- 
plexing the frames to user SAPs, and the Station Com- 
ponent command recognition and responses. This is 
one implementation of the IEEE 802.2 standard. Other 
implementations may have the LLC module do more 
functions, such as SAP command recognitions and re- 
sponses. A list of the functions included in the LLC 
module is as follows: 


LLC Functions 


Description 


Init Llc( ) 


Add Dsap 

Address (dsap, pfunc) 


Delete — Dsap — 
Address (dsap) 
Recv — Frame (pfd) 


Station — Component — 
Response (pfd) 


Initializes the DSAP 
address table and calls 
Init 586( ) 

Add a DSAP address to 
the active list 
dsap - DSAP address 
pfunc - pointer to the 
SAP function 
Delete a DSAP address 
dsap - DSAP address 
Receives a frame from 
the 82586 Handler 
pfd - Frame Descriptor 
Pointer 

Generates a response to 
a frame addressed to the 
Station Component 
pfd - Frame Descriptor 
Pointer 
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4.1 Adding and Deleting LSAPs 

When a user process wants to add a LSAP to the active 

list, the process calls Add Dsap Address(dsap, 

pfunc). The dsap parameter is the actual DSAP ad- 
dress, and the pfunc parameter is the address of the 
function to be called when a frame with the associated 
DSAP address is received. 

The LLC module maintains a table of active dsaps 
which consists of an array of structures. Each structure 
contains two members: stat - indicates whether the ad- 
dress is free or inuse, and (*p sap func)( ) contains 

the address of the function to call. The index into the 
array of structures is the DSAP address. This speeds up 

processing by eliminating a linear search. Delete 

Dsap Address (dsap) simply uses the DSAP index to 

mark the stat field FREE. 

5.0 APPLICATION LAYER 

For most networks the application layer resides on top 
of several other layers referred to here as ULCS. These 
other layers in the OSI model run from the network 
layer through the presentation layer. The implementa- 
tion of the ULCS layers is beyond the scope of this 
application note, however Intel provides these layers as 
well as the data link layer with the OpenNET product 
line. For the purpose of this application note the appli- 
cation layer resides on top of the data link layer and its 
use is to demonstrate, exercise and test the data link 
layer design example. 

There can be several processes sitting on top of the data 
link layer. Each process appears as a SAP to the data 
link. The UAP module, which implements the applica- 
tion layer, is the only SAP residing on top of the data 
link layer in this application example. Other SAPs 
could certainly be added such as additional “connec- 
tionless” terminals, a networking gateway, or a trans- 
port layer, however in the interest of time this was not 
done. 

5.1 Application Layer Human Interface 

The UAP provides a menu driven human interface via 
an async terminal connected to port B on the iSBC 
186/51 board. The menu of the commands is listed in 
Figure 17 along with a description that follows: 


Terminal Mode - implements a virtual terminal with 
datagram capability (connectionless “class 1” service). 
This mode can also be thought of as an async to IEEE 
802.2/802.3 protocol converter. 

Monitor Mode - allows the station to repeatedly trans- 
mit any size frame to the cable. While in the Monitor 
Mode, the terminal provides a dynamic update of 6 
station related parameters. 

High Speed Transmit Mode - sends frames to the cable 
as fast as the software possibly can. This mode demon- 
strates the throughput performance of the Data Link 
Driver. 

Change Transmit Statistics - When Transmit Statistics 
is on several transmit statistics are gathered during 
transmission. If Transmit Statistics is off, statistics are 
not gathered and the program jumps over the section of 
code in the interrupt routine which gathers these statis- 
tics. The transmission rate is slightly increase when 
Transmit Statistics is off. 

Print All Counters - Provides current information on 
the following counters. 

Good frames transmitted: 

Good frames received: 

CRC errors received: 

Alignment errors received: 

Out of Resource frames: 

Receiver overrun frames: 

Each time a frame has been successfully transmitted the 
Good frames transmitted count is incremented. The 
same holds true for reception. CRC, Alignment, Out of 
Resources, and Overrun Errors are all obtained from 
the SCB. Underrun, lost CRS, SQE error, Max retry, 
and Frames that deferred are all transmit statistics that 
are obtained from the Transmit command status word. 
82586 Reset is a count which is incremented each time 
the 82586 locks up. This count has never normally been 
incremented. 


T - Terminal Mode 

M - Monitor Mode 

X - High Speed Transmit Mode 

V - Change T ransmit Statistics 

P - Print All Counters 

C - Clear All Counters 

A - Add a Multicast Address 

Z - Delete a Multicast Address 

S - Change the SSAP Address 

D - Change the DSAP Address 

N - Change Destination Node Address 

L - Print All Addresses 

R - Re-lnitialize the Data Link 

B - Change the Number Base 


Figure 17. Menu of Data Link Driver Commands 


1-352 




AP-235 


inter 


Clear All Counters - Resets all of the counters. 

Add/Delete Multicast Address - Adds and Deletes 
Multicast Addresses. 

Change SSAP Address - Deletes the previous SSAP 
and adds a new one to the active list. The SSAP in this 
case is this stations LSAP. When a frame is received, 
the DSAP address in the frame received is compared 
with any active LSAPs on the list. The SSAP is also 
used in the SSAP field of all transmitted frames. 

Change DSAP Address - Delete the old DSAP and add 
a new one. The DSAP is the address of the LSAP 
which all transmit frames are sent to. 

Change Destination Node Address - Address a new 
node. 

Print All Addresses - Display on the terminal the sta- 
tion address, destination address, SSAP, DSAP, and all 
multicast addresses. 

Re-initialize Data Link - This causes the Data Link to 
completely reinitialize itself. The 82586 is reset and 


reinitialized, and the selftest diagnostic and loopback 
tests are executed. The results of the diagnostics are 
printed on the terminal. The possible output messages 
from the 82586 selftest diagnostics are: 

Passed Diagnostic Self Tests 
Failed: Self Test Diagnose Command 
Failed: Internal Loopback Self Test 
Failed: External Loopback Self Test 

Failed: External Loopback Through Transceiver Self 
Te^t 

Change Base - Allows all numbers to be displayed in 
Hex or Decimal. 


5.2 A Sample Session 

The following text was taken directly from running the 
Data Link software on a 186/51 board. It begins with 
the iSDM monitor signing on and continues into exe- 
cuting the Data Link Driver software. 


iSDM 86 Monitor, VI. 0 
Copyright 1983 Intel Corporation 
.6 D000 :6 


* * 

* 82586 IEEE 802.2/802.3 Compatible Data Link Driver * 

* * 


Passed Diagnostic Self Tests 

Enter the Address of the Destination Node in Hex -> 00AA0000179E 

Enter this Station’s LSAP in Hex -> 20 

Enter the Destination Node’s LSAP in Hex -> 20 

Do you want to Load any Multicast Addresses? (Y or N) -> Y 

Enter the Multicast Address in Hex -> 00AA00111111 

Would you like to add another Multicast Address? (Y or N) -> N 

This Station’s Host Address is; 00AA00001868 

The Address of the Destination Node is; 00AA0000179E 

This Station’s LSAP Address is; 20 

The Address of the Destination LSAP is; 20 

The following Multicast Addresses are enabled; 00AA00111111 
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Commands are : 

T - Terminal Mode M - Monitor Mode 

X - High Speed Transmit Mode V - Change Transmit Statistics 

P - Print All Counters C - Clear All Counters 

A - Add a Multicast Address Z - Delete a Multicast Address 

S - Change the SSAP Address D - Change the DSAP Address 

N - Change Destination Node Address L - Print All Addresses 

R - Re-Initialize the Data Link B - Change the number Base 

Enter a command, type H for Help - > P 

Good frames transmitted: 24 Good frames received: 1 

CRC errors received: 0 Alignment errors received: 0 

Out of Resource frames: 0 Receiver overrun frames: 0 

82586 Reset: 0 Transmit underrun frames: 0 

Lost CRS: 0 SQE errors: 9 

Maximum retry: 0 Frames that deferred: 4 

Enter a command, type H for Help — > T 
Would you like the local echo on? (Y or N) — > Y 
This program will now enter the terminal mode. 

Press A C then CR to return back to the menu 
Hello this is a test. 

/* A C CR V 

Enter a command, type H for Help — > M 
Do you want this station to transmit? (Y or N) — > Y 
Enter the number of data bytes in the frame — > 1500 
Hit any key to exit Monitor Mode. 


# of Good 

# of Good 

CRC 

Alignment 

No 

Receive 

Frames 

Frames 

Errors 

Errors 

Resource Overrun 

Transmitted 

Received 



Errors 

Errors 

32 

0 

00000 

00000 

00000 

00000 

/* CR V 



■. a 




Enter a command, type H for Help — > X 
Hit any key to exit High Speed Transmit Mode. 
/* CR V 

Enter a command, type H for Help — > R 
Passed Diagnostic Self Tests 
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5.3 Terminal Mode 

The Terminal mode buffers characters received from 
the terminal and sends them in a frame to the cable. 
When a frame is received from the cable, data is ex- 
tracted and sent to the terminal. One of three events 
initiate the UAP to send a frame providing there is data 
to send: buffering more than 1500 bytes, receiving a 
Carriage Return from the terminal, or receiving an in- 
terrupt from the virtual terminal timer. 

The virtual terminal timer employs timer 1 in the 80130 
to cause an interrupt every .125 seconds. Each time the 
interrupt occurs the software checks to see if it received 
one or more characters from the terminal. If it did, then 
it sends the characters in a frame. 


ceive FIFO has data in it. The receive FIFO is filled 
from frames being received from the cable. Each time a 
transmit interrupt occurs a byte is removed from the 
Receive FIFO and written to the 8274. When the Re- 
ceive FIFO empties, the 8274 transmit interrupt is dis- 
abled. 

The flow control implemented for the terminal inter- 
face is via RTS and CTS. When the Transmit FIFO is 
full, RTS goes inactive preventing further reception of 
characters (see Table 1). If the Receive FIFO is full, 
receive frames are lost because there is no way for the 
data link using class 1 service to communicate to the 
remote station that the buffers are full. Lost receive 
frames are accounted for by the Out of Resources 
Frame counter. 


The interface to the async terminal is a 256 byte soft- 
ware FIFO. Since the terminal communication is full 
duplex, there are two half duplex FIFOs: a Transmit 
FIFO and a Receive FIFO. Each FIFO uses two func- 
tions for I/O: Fifo In() and Fifo Out(). A block 

diagram is displayed in Figure 18. 

The serial I/O for the async terminal interface is always 
polled except in the Terminal mode where it is inter- 
rupt driven. The Terminal mode begins by enabling the 
8274 receive interrupt but leaves the 8274 transmit in- 
terrupt disabled. This way any characters received from 
the terminal will cause an interrupt. These characters 
are then placed in the Transmit FIFO. The only time 
the 8274 transmit interrupt is enabled is when the Re- 


The Async Terminal bit rate sets the throughput capa- 
bility of the station in the terminal mode because the 
bottle neck for this network is the RS232 interface. Us- 
ing this fact a simple test was conducted to verify the 
data link driver’s capability of switching between the 
receiver’s No Resource state and the Ready State. For 
example if station B is sending frames in the High 
Speed Transmit mode to station A which is in the Ter- 
minal mode, frames will be lost in station A. Under 
these circumstances station A’s receiver will be switch- 
ing from Ready state to Out of Resources state. The 
sum of Good frames received plus Out of Resource 
frames from station A should equal Good frames trans- 
mitted from station B; unless there were any underruns 
or overruns. 


Table 1.FIFO State Table 


Function 

Present State 

Next State 

Action 

FIFO T IN( ) 

EMPTY 

IN USE 

Start Filling Transmit Buffer 

IN USE 

FULL 

Shut Off RTS 

FIFO_T OUT( ) 

FULL 

IN USE 

Enable RTS 

IN USE 

EMPTY 

Stop Filling Transmit Buffer 

FIFO R IN() 

EMPTY 

IN USE 

Turn on Txlnt 

IN USE 

FULL 

Stop Filling FIFO from Receive Buffer 

FIFO R OUT( ) 

FULL 

IN USE 

Start Filling FIFO from Receive Buffer 

IN USE 

EMPTY 

Turn Off Txlnt 


T 



SEND FRAMES 


RECEIVE FRAMES 


ASYNC 

TERMINAL 


231421-15 


Figure 18 




AP-235 



5 . 3.1 SENDING FRAMES 

The Terminal Mode is entered when the Terminal 

Mode() function is called from the Menu interface. 

The Terminal Mode( ) function is one big loop, where 

each pass sends a frame. Receiving frames in the Ter- 
minal Mode is handled on an interrupt driven basis 
which will be discussed next. 

The loop begins by getting a TBD from the 82586 han- 
dler. The first three bytes of the first buffer are loaded 
with the IEEE 802.2 header information. The loop then 
waits for the Transmit FIFO to become not EMPTY, 
at which point a byte is removed from the Transmit 
FIFO and placed in the TBD. After each byte is re- 
moved from the Transmit FIFO several conditions are 
tested to determine whether the frame needs to be 
transmitted, or whether a new buffer must be obtained. 
A frame needs to be transmitted if: a Carriage Return is 
received, the maximum frame length is reached, or the 

send frame flag is set by the virtual terminal timer. A 

new buffer must be obtained if none of the above is true 
and the max buffer size is reached. 

If a frame needs to be sent the last TBD’s EOP bit is set 
and its buffer count is updated. The 82586 Handler’s 

Send FrameQ function is called to transmit the 

frame, and continues to be called until the function re- 
turns TRUE. 

The loop is repeated until a A C followed by a Carriage 
Return is recieved. 

5 . 3.2 RECEIVING FRAMES 

Upon initialization the UAP module calls the Add 

Dsap Address(dsap, pfunc) function in the LLC mod- 

ule. This function adds the UAP’s LSAP to the active 
list. The pfunc parameter is the address of the function 
to call when a frame has been received with the UAP’s 

LSAP address. This function is Recv Data 1( ). 

Recv Data 1() looks at the control field of the 

frame received and determines the action required. 

The commands and responses handled by Recv 

Data 1() are the same as the Station Component’s 

commands and responses given in Figure 15. One dif- 
ference is that Recv Data 1() will process a UI 

command while the Station Component will ignore a 
UI command addressed to it. 


Recv Data 1( ) will discard any UI frames received 

unless it is in the Terminal Mode. When in the Termi- 
nal Mode, Recv Data 1( ) skips over the IEEE 802.2 

header information and uses the length field to deter- 
mine the number of bytes to place in the Receive FIFO. 
Before a byte is placed in the FIFO, the FIFO status is 

checked to make sure it is not full. Recv Data 1() 

will move all of the data from the frame into the Re- 
ceive FIFO before returning. 

When a frame is received by the 82586 handler an in- 
terrupt is generated. While in the 82586 interrupt rou- 
tine the receive frame is passed to the LLC layer and 
then to the UAP layer where the data is placed in the 

Receive FIFO by Recv Octal Data 1(). Since 

Recv Data 1() will not return until all of the data 

from the frame has been moved into the Receive FIFO, 
the 8274 transmit interrupt must be nested at a higher 
priority than the 82586 interrupt to prevent a software 
lock. For example if a frame is received which has more 
than 256 bytes of data, the Receive FIFO will fill up. 
The only way it can empty is if the 8274 interrupt can 
nest the 82586 interrupt service routine. If the 8274 
could not interrupt the 82586 ISR then the software 

would be stuck in Recv Data 1() waiting for the 

FIFO to empty. 


5.4 Monitor Mode 

The Monitor Mode dynamically updates 6 station relat- 
ed parameters on the terminal as shown below. 

The Monitor Mode() function consists of one loop. 

During each pass through the, loop the counters are 
updated, and a frame is sent. Any size frame can be 
transmitted up to a size of the maximum number of 
transmit buffers available. Frame sizes less than the 
minimum frame length are automatically padded by the 
82586 Handler. 

The data in the frames transmitted in the Monitor 
Mode are loaded with all the printable ASCII charac- 
ters. This way when one station is in the Monitor Mode 
transmitting to another station in the Terminal Mode, 
the Terminal Mode station will display a marching pat- 
tern of ASCII characters. 


# of Good 
Frames 
Transmitted 

# of Good 
Frames 
Received 

CRC 

Errors 

Alignment 

Errors 

No 

Resource 

Errors 

Receive 

Overrun 

Errors 

32 

0 

00000 

00000 

00000 

00000 
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5.5 High Speed Transmit Mode 

The High Speed Transmit Mode demonstrates the 
throughput performance of the 82586 Handler. The 

Hs_Xmit ModeQ function operates in a tight loop 

which gets a TBD, sets the EOF bit, and calls Send 

Frame( ). The flow chart for this loop is shown in Fig- 
ure 19. 

The loop is exited when a character is received from the 
terminal. Rather than polling the 8274 for a receive 
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buffer full status, the 8274’s receive interrupt is used. 

When the Hs Xmit Mode( ) function is entered, the 

hs stat flag is set true. If the 8274 receive interrupt 

occurs, the hs stat flag is set false. This way the loop 

only has to test the hs stat flag rather than calling 

inb( ) function each pass through the loop to determine 
whether a character has been received. 

The performance measured on an 8 MHz 186/51 board 
is 593 frames per second. The bottle neck in the 
throughput is the software and not the 82586. The size 
of the buffer is not relevant to the transmit frame rate. 
Whether the buffer size is 128 bytes or 1500 bytes, 
linked or not, the frame rate is still the same. Therefore 
assuming a 1500 byte buffer at 593 frames per second, 
the effective data rate is 889,500 bytes per second. 

This can easily be demonstrated by using two 186/51 
boards running the Data Link software. The receiving 
stations counters should be cleared then placed in the 
Monitor mode. When placing it in the monitor mode, 
transmission should not be enabled. When the other 
station is placed in the High Speed Transmit Mode a 
timer should be started. One can use a stop watch to 
determine the time interval for transmission. The frame 
rate is determined by dividing the number of frames 
received in the Monitor station by the time interval of 
transmission. 


Figure 19. High Speed Transmit Mode 
Flow Chart 
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APPENDIX A 

COMPILING, LINKING, LOCATING, AND RUNNING THE 
SOFTWARE ON THE 186/51 BOARD 


********* Instructions for using the m/5l board ********* 

Use 27 128 A for no wait state operation. 27128s can be used but wait states will have to be added. 

Copy HI.BYT and LO.BYT files into EPROMs 

PROMs go into U34 - HI.BYT and U39 - LO.BYT on the 186/51 board 


JUMPERS REQUIRED WIRE WRAP 


Jumper the 186/51 board for 16K byte PROMs in U34 
and U39 Table 2-5 in 186/51 HARDWARE REFER- 
ENCE MANUAL (Rev-001) 


186/51(ES) 

El 51 -El 52 OUT 
El 52-El 50 IN 
E94-E95 IN 
E100-E106 IN 
E107-E1 13 IN 
El 33-El 34 IN 


186/51 (S)/ 186/51 
E199-E203 OUT 
E203-E191 IN 
E120-E119 IN 
El 16-El 12 IN 
E111-E107 IN 
E94-E93 IN 


also change interrupt priority jumpers - switch 8274 
and 82586 interrupt priorities 


E36-E44 OUT 
E39-E47 OUT 
E37-E45 OUT 


E43-E47 OUT 
E46-ES0 OUT 
E44-E48 OUT 


E36-E47 IN 
E39-E44 IN 
E79-E45 IN 

USE SDM MONITOR 

The SDM Monitor should have the 82586’s SCP 
burned into ROM. The ISCP is located at OFFFOH. 
Therefore for the SCP the value in the SDM ROM 


should be: 


ADDRESS 

DATA 

FFFF6H 

XXOOH 

FFFF8H 

XXXXH 

FFFFAH 

XXXXH 

FFFFCH 

FFFOH 

FFFFEH 

XXOOH 


E43-E50 IN 
E46-E47 IN 
E90-E48 IN 


To run the program begin execution at 0D000:6H 
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I.E. G DOOO :6 
GOOD LUCK! 

********** submit file for compiling one module: ********** 

run 

cc86.86 :F6:%0 LARGE ROM DEBUG DEFINE(DEBUG) include(:F6:) 
exit 

********** submit fii e f 0r linking and locating: ********** 

run 

link86 :F6 :assy . obj , :F6:dld.obj, :F6 :11c. obj , & 

:F6:uap.obj, lclib.lib to :F6:dld.lnk segsize (stack(4000h) ) notype 
loc86 :F6:dld.lnk to :F6:dld.loc& 

initcode (0D0000H) start (begin) order (classes (data, stack, code)) 8 
addresses (classes (data (3000H) , stack (OCBOOH) , code (0D0020H) ) ) 

oh86 :F6:dld.loc to :F6:dld.rom 

exit 

********** su bmit file for burning EPROMs using IPPS: ********** 

ipps 

1 86 

f :F6 :dld.rom (OdOOOOh) 

3 

2 
1 

0 to :F6:lo.byt 

y 

1 to :F6:hi.byt 

y 


t 27128 
9 

c :F6:lo.byt t p 
n 

C :F6:hi.byt t p 
n 

exit 
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82586 Structures end Constents 


/* general purpose constents */ 


/* Define Date Structures */ 

•define RBUF.BIZE 128 /* receive buffer size */ 

•define TBUF_SIZE 12B /* transmit buffer size */ 

•define ADDjZeN 6 

•define MULT I _ADDR_CNT 16 

typedef unsigned short int u_shortJ 

/* results from TestJLinkO: loaded into 8elf_Test char */ 

•define PASSED 0 

•define FA I LED JD I AONOSE 1 

•define FAILED_LPBK_INTERNAL 2 

•define FAILED JLPBK_EXTERNAL 3 

•define FA I LED_LPBK_TR ANSCE I VER 4 


/* Frame Commands */ 


•define 

•define 

•define 

•define 

•define 


UI 0x03 
XID OxAF 
TEST 0xE3 
P_F_BIT 0x10 
C JR JIT 0x01 


/* Unnumbered Information Frame */ 
/* Exchange Identification */ 

/* Remote Loopback Test */ 

/* Poll/Final Bit Position */ 

/• Command/Response bit in SSAP */ 


DSAP.CNT 8 /* Number of allowable DSAPsj must be a multiple 

of 2**N* and DSAP addresses assigned must be 
divisible by 2*«(8-N). 

(i. e. the N LSBs must be 0) */ 

DSAP_SHIFT 5 /* DSAP_SHIFTS must equal B-N */ 

X I D_LENCTH 6 /* Number of Info bytes for XID Response frame */ 


/* System Configuration Pointer SCP */ 


struct SCP -C 


u_short sysbusi /* 82586 bus width* 0-16 bits 
1—8 bits */ 
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u_short junkC23i 

u_short iscpli /* lower 16 bits of iscp address */ 
u_short iscphi /* upper B bits of iscp address */ 
>j 


/* Intermediate System Configuration Pointer ISCP */ 


struct ISCP { 

u_short 

u_short 

u_short 

u_short 

> i 

/* System Control Block 
struct SCB < 

u_short 

u_short 

u_short 

u_short 

u_short 

u_short 

u_short 

u_short 

/* Command Block */ 
struct CB < 

u_short 
u_short 
u_short 
u_short 
u_short 
u_short 
u_short 
u_sh or t 
u_short 


busy i /*set to 1 by cpu before its first CA. 

cleared by 82386 after reading */ 
offset i /* offset of system control block */ 
basel i /* base of system control block */ 
base2 i 


SCB */ 


stati 

cmdi 

cb l_of f seti 

rfa_of f seti 

crc_errsi 

aln_errsj 

rsc_errsi 

ovr_errsj 


/* Status word */ 

/* Command word */ 

/* Offset of first command block in CBL */ 

/* Offset of first frame descriptor in RFA */ 
/» CRC errors accumulated */ 

/* Alignment errors */ 

/• Frames lost because of no Resources */ 

/* Overrun errors */ 


stati 

cmdi 

1 inki 

parmli 

parm2i 

parm3i 

parm4i 

parmSi 

parm6; 


/» Status of Command */ 
/* Command */ 

/* link field */ 

/* Parameters */ 


/* Multicast Address Command Block MA_CB */ 
struct MA_CB< 

u_short stati /* Status of Command */ 

u_short cmdi /* Command */ 

u_short link; /* Link field */ 

u_short mc_cnti /* Number of MC addresses */ 

char mc_addrCADD_LEN*MULTI_ADDR_CNTli /* MC address area */ 

>i 


/* Transmit Buffer Descriptor TBD */ 


struct TBD -C 
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u_short act_cnt; 
u_short link; 
u_short buff_lJ 
u_short buff_h; 
struct TB *buff_ptr; 


>i 


/* Number of bytes in buffer */ 

/* offset to next TBD */ 

/* lower 16 bits of buffer address */ 

/* upper 8 bits of buffer address */ 

/* not used by the 586: used by the 

software to save address translation 
routine. */ 


/* Transmit Buffers */ 
struct TB -C 

char data CTBUF_SIZE3i 

> ; 


/* Frame Descriptor FD */ 


struct FD < 


_short stati 
u_short el_si 
u_short linki 
u_short rbd_offset; 


char dest_addr CADD_LEN3; /*Destination address 
char src_addr C ADD_LEN3 j /* Source address */ 
u_short length) /* Length field 


/* Status Word of FD */ 

/* EL and S bits */ 

/* link to next FD */ 

/* Receive buffer descriptor offset */ 




/* Receive Buffer Descriptor RBD */ 


struct RBD < 


u_short act_cnti 
u_short link; 
u_short buff_i; 
u_short buff_h; 
u_short size; 
struct RB *buff _ptr; 


/* Actual number of bytes received */ 
/* Offset to next RBD */ 

/* Lower 16 bits of buffer address */ 
/* upper 8 bits of buffer address */ 
/* size of buffer */ 

/* not used by the 586: used by the 
software to save address translation 
routine. */ 


/* Receive Buffers */ 
struct RB < 


char dataCRBUF_SIZEl; 


FRAME_STRUCT 

< 

unsigned char 
unsigned char 
unsigned char 

>; 


dsap; 

ssap; 

cold; 


/* Destination Service Access Point */ 
/* Source Service Access Point */ 

/* ISO Data Link Command */ 


/* LSAP Address Table */ 
struct LAT < 

char stat; 


/* INUSE or FREE */ 
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int (*p_sap_f unc ) < ) ; /* Pointer to LSAP function; associated 

with dsap address */ 

>; 


struct MAT -C 
char 
char 
>; 

/* general purpose flags */ 

struct FLAGS < 

unsigned diag_done : 1 ; 

unsigned stat_on : 1 > 

unsigned reset_sema: 1 i 

unsigned reset _pend: 1 ; 

unsigned lpbk_test: 1 ; 

unsigned lpbk_mode: 1 ; 

> ; 


/* General purpose bits */ 

♦define ELBIT 0x8000 
♦define EOFBIT 0x8000 


♦define SBIT 0x4000 
♦define IB1T 0x2000 
♦define CBIT 0x8000 
♦define BBIT 0x4000 
♦define OKBIT 0x2000 


/* SCB patterns */ 

♦define CX 
♦define FR 
♦define CNA 
♦define RNR 
♦define RESET 
♦define CU_START 
♦define RU_START 
♦define RU_ABORT 
♦define CU_MASK 
♦define RU_MASK 
♦define RU_READY 

/* 82386 Commands */ 

♦define NDP 0x0000 

♦define IA 0x0001 

♦define CONFIGURE 0x0002 

♦define MC_SETUP 0x0003 

♦define TRANSMIT 0x0004 

♦define TDR 0x0005 

♦define DUMP 0x0006 

♦define DIAGNOSE 0x0007 


0x8000 

0x4000 

0x2000 

0x1000 

0x0080 

0x0100 

0x0010 

0x0040 

0x0700 

0x0070 

0x0040 


/* diagnose command complete */ 

/« network diagnostic statistics on/off */ 
/* don't reset when this bit is set */ 

/* reset when this bit is set */ 

/• loopback test flag */ 

/* loopback mode on/off */ 


/* Multicast Address Table */ 
stat; /* INUSE or FREE */ 

addr CADD_LEND; /* actual me address */ 
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/* 82986 Command and Status Masks */ 



•define 

CMD MASK 

0*0007 





#dsf in* 

NOERRBIT 

0*2000 





•def in* 

COLLMASK 

0*000F 





•def in* 

DEFER MASK 

0*0080 





•define 

NOCRSMASK 

0*0400 





•def in* 

UNDERRUNPIA8K 0*0100 





•def in* 

SQEMASK 

0*0040 





•define 

MAXCOLMASK 

0*0020 





•define 

0UT_0F_RE80URCES 0*0200 





/* Configure Parameters */ 





•define 

FIFO LIM 

0*0800 

/* 

us* FIFO lim of 8 «/ 



•define 

BYTE CNT 

OxOOOB 





•define 

SRDY 

0*0040 





•def in* 

SAV_BF 

0*0080 





•define 

ADDR LEN 

0*0600 

/* 




•define 

ACJLOC 

0*0800 





•define 

PREAM LEN 

0*2000 

/* 

preamble length of 8 bytes «/ 



•define 

I NT LPBCK 

0*4000 





•define 

EXT LPBCK 

0*8000 





•define 

L I N_PR I 0 

0*0000 

/* 

no priority •/ 



•define 

ACR 

0*0000 





•define 

BOF_MET 

0*0080 





•define 

IFS 

0*6000 

/* 

IFS time 9. 6 usee */ 



•define 

SLOT TIME 

0*0200 

/# 

slot time 51.2 usee */ 



•define 

RETRY NUM 

OsFOOO 

/# retry number 15 */ 



•define 

PRM 

0*0001 





•define 

BC_DIS 

0*0002 





•define 

MANCHESTER 

0*0004 





•define 

TONO_CRS 

0*0008 





•define 

NCRC IN8 

0*0010 





•define 

CRC_16 

0*0020 





•define 

BTjBTUFF 

0*0040 





•define 

PAD 

0*0080 





•define 

CRSF 

0*0000 

/* 

no carrier sens* filter */ 



•define 

CRS SRC 

0*0000 





•define 

CDTF 

0*0000 

/* 

no collision detect filter «/ 



•define 

CDT SRC 

0*8000 





•define 

MIN_FRM_LEN 0*0040 

/* 

64 bytes •/ 



•define 

M I N_DATA_LEN M I N_FRM _J_EN - 

18 /* assumes Ethernet/ IEEE 802. 3 








s */ 


•define 

MAX_FRAME_SI ZE 1500 - 

3 
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/*•»«»•**•*•***•»•••*•*««•«•*•**»**•**»*«**«*«*«***«*«*«»«*»*«»««»««»«**« 

* * 

• 82386 Handler * 

* * 
ee*e*ee«*e**e*»***«*e»*e»**»*e*e«e*«e**»**e*ee*****»*e»««**«**»**«***»***/ 


/* Define constants 

for 

storage area 

*/ 

♦define 

CB CNT 

8 

/* 

Number 

of 

available 

♦define 

FD CNT 

16 

/# 

Number 

of 

available 

♦define 

RBD CNT 

64 

/* 

Number 

of 

available 

♦define 

TBD CNT 

16 

/* 

Number 

of 

available 


Command Blocks */ 

Frama Descriptors */ 

Receive Buffer descriptors */ 
Transmit Buffer descriptors */ 


/* loopback parameters passed to ConfigureO */ 


#def ine INTERNAL.LOOPBACK 0x4000 
♦define EXTERNAL LOOPBACK 0x8000 
#def ine NO_LOOPBACK 0x0000 


#inc lude "did. h" 


/* 386 Data Structures */ 


/* 186 Timer Addresses */ 

♦define TIMERl.CTL OxFFSE 
♦define TIMER l.CNT 0xFF38 
♦define TIMER2_CTL 0xFF66 
♦define TIMER2_CNT 0xFF60 


/* external functions */ 

/* I/O */ 

int inw()j /* input word : inw(address) •/ 

void outw(); /* output word: outw(address» value) */ 

void ini t_intv( ) ; /* initialize the interrupt vector table */ 

void enableOi /• enable 80186 interrupts */ 

void disableO; /* disable 80186 interrupts */ 

extern char *Build_Ptr ( ) j 

u_short SECMT; /* Data segment, value */ 

char epNULLi /• NULL pointer */ 

/* Macro 'type' of definitions */ 

♦define CA outwCOxC8*0) /* the command to issue a Channel Attention */ 

♦define ESI_LOOPBACK outwCOxCB, 0) /» put the ESI in Loopback */ 

♦define NO.ESI .LOOPBACK outw(OxCB. 8) /* take the ESI out of Loopback */ 

♦define E0IJB0130 outb (OxEO« 0x63) /* End Of Interrupt */ 

♦define TIMER 1_E0I_801 86 outw(0xFF22, 0x04) /* EOI for Timer 1 on the 186 */ 
•define TIMER 1_E0I_B0130 outb (OxEO. 0x64) /*EOI for 186 's Timer 1 on the 130 */ 
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/###***#* memory allocation ****************/ 

int Self_Test) /* used for diagnostic purposes */ 

u_short temp; /* temporary storage */ 

•define LPBK_FRAME_SIZE 4 /* loopback frame storage */ 

char lpbk_frameCLPBK_FRAME_SIZE3 = < 

0x55. OxAA. 0x55. OxAA>) 

•define whoami_io_add OxOOFO /* I/O address of Host Address Prom */ 
char whoami CADD_LEN3i /* Ram array where host address is stored «7 


/* transmission statistic variables */ 

unsigned long good_xmi t_cnti 

u__short underrun_cnti 

u_short "o_CT*_cnti 

unsigned long defer_cnt) 
u_short sqe_err_cntj 

u_short max_col_cnti 

unsigned long recv_frame_cntj 
u_short reset_cnt< 

/* Allocate storage for structures and buffers */ 


struct FLAGS flags) 


/* 586 structures */ 

/* System Conf iguration Pointer: Rom Initialization */ 

/* struct SCP scp » -COxOOOO. 0x0000. 0x0000. Ox 1FF6, OxOOOO>j */ 

/* struct ISCP iscp; Intermediate System Configuration Pointer */ 

struct SCB sc b > /* System Control Block */ 

struct CB cbCCB_CNT3. /* Command Blocks */ 

*cb_tos. *begin_cbl» *end__cbl; 

/* pointer to the beginning of the free 
command block list (cb_tos> and the 
beginning and end of the 82586 cbl */ 

struct TBD tbdCTBD_CNT3. /* Transmit Buffer Descriptor */ 

*tbd_tos; /* pointer to the free Transmit buffer 

descriptors */ 

struct TB tbuf CTBD_CNTD» /* Transmit Buffers */ 


struct FD f d CFD__CNT3. /* Frame Descriptors */ 

♦begin fdr *end fd; /* pointers to the beginning and end of 

the free FD list */ 

struct RBD rbd CRBD_CNT3» /* Receive Buffer Descriptors */ 

231421-23 




nteT 


AP-235 


/PCO/UBR/CHUCK/CSRC/DLD. C 


*begin_rbd» *end_rbd} /* pointers to ths beginning end the 

end of the rbd list */ 

struct RB rbufCRBDjCNTli /• Receive Buffers •/ 

struct MAT «atCMULTI_ADDR_CNT3i /* Multicast Address Table */ 

struct MA_CB ma_cbi /* Multicast Address Command Block */ 


/* The following structures are ueed only in Reset_586( ) function */ 

struct CB res_cbj /• Temporary CB for reinitializing the 3B6 */ 

struct MA_CB res_j»a_cbi /# Temporary MA_CB for reloading Multicast */ 

/• Hardware Support Functions */ 

Enab le_586_Int ( ) 

< 

int c; 

c - inb (0xE2) i /• read the B0130 interrupt mask register »/ 

outb(OxE2, 0x00F7 Sc c)i /• write to the B0130 interrupt mask register •/ 

> 

Disable_3B6_Int< ) 

■C 

int ci 

c - inb (0xE2) > 

outb (OxE2< 0x0008 J c)i 

> 

Bet_Timeout ( ) 

< 

outw(TIMERl_CNT» 0)i /* Write a 0 to Timerl count register */ 

outw(0xFF3Ei 0xE009 > > /• Bet ENable bit in Timerl Mode/Control register */ 

> 

Reset TimeoutO 

< 

outw(OxFF3E< 0x6009)) /* Reset ENable bit in Timerl Mode/Control register «/ 

> 

Init_Timer<> /* 186's Timer 2 is a prescaler for Timer 1. It clocks Timer 1 
every 32.7 msec. The deadman timeout is set for 1.25 sec */ 

■C 

outw(OxFF3B« OxOOOCJi /* Set Timerl Interrupt Control register */ 
outw(0xFF62> OxFFFF)i /* set max count register for timer2 to OFFFFH */ 

outw(OxFF5A« 3 B)j /* set max count register A for timer 1 */ 

outw(OxFF66« OxCOOl )i /* Set Timer2 Mode/Control register */ 

outw(OxFF5E< 0x6009)} /* Set Timerl Mode/Control register •/ 

outw(OxFF28» ( inw(0xFF28) It OxFFEF) ) } /* Enable 186 Timerl interrupt */ 
outb (0xE2. (inb (0xE2) b OxOOEF))} /« enable 80130 interrupt from 80186 */ 

> 

/* end hardware support functions */ 

Clear Cnt<) 
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< 

scb. crc_*rr» * 0; /* clear 986 error statistic counters #/ 

scb. aln_errs * 0 j 
scb. rsc_errs ■ Oj 
scb. ovi*_errs ■ Oj 

good_*mi t_cnt - 0) /• init data link statistics •/ 

underrun_cnt ■ Oj 

no_crs_cnt * Oj 

defer_cnt - Oj 

sqe_.err._cnt ■ Oj 

mas_col_cnt * Oj 

recv_frame_cnt ■ Oj 

reset_cnt ■ Oj 

> 

Ini t 986 ( > 

{ 

struct ISCP episepj 
u_short iJ 
struct MAT #pmati 

N0_ESI_L00PBACKj /• Done for 82901. Inactivates CRS if powered up 
in loopback */ 

ESI JLOOPBACKj 

init_intv()j /« Initialisation DLDs interrupt vectors #/ 
lnit_Timer( )j 

flaps, reset.sesa ■ Oj /• Initialize Reset Flags #/ 
flags. reset_pend * Oj 
flags. stat_on ■ 1 j 

Disable_986_Int< )j 


pisep - OsOOOOFFFO j /* Initialise the ISCP pointer#/ 

piscp->busy » 1 j 

p iscp->of f set - Of fsetdtscb ) j 

piscp->basel - BEOMT « 4 j 

piscp->base2 - (SEOMT » 12) 6 OsOOOF j 

pNULL » Build_Ptr (NULL ) j /* build a NULL pointer - 80B6 type: 32 bits */ 

Bui ld_Rfa < ) j /« init Receive Frame Area •/ 

Bui ld_Cb ( ) j /• init Command Block list */ 

ma_cb.cmd - Oj /• multicast address semaphore init •/ 

Clear__Cnt( >j 

scb. stat ■ Oj 

CAj /• wait for the 986 to complete initialization «/ 


for ( i - Oj i <- OsFFOOj i#+) ' . 
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if ( scb. stat — <CX t CNA) ) 
breakj 


if (i >0*FF00> 

Fatal ( "OLD: ini t - Did not gat an interrupt after Reset/CANn " ) j 

/* Ac k the reset Interrupt */ 

scb. cmd - (CX I CNA) j 

CAi 

Wait JBcb ( > j 
E nab le_3B6_Int < ) j 

scb. cbl_off»et - OffsetdccbCOD) /* link scb to cb and fd lists */ 
scb. rfa.offset - Of f set (lifdCO: ) j 

/» Move the proa bytes into whoaai array */ 

for (i - Or i < ADDJlENi i++> 

whoamiC (ADDJLEN - 1) - 13 - inb <yihoami.io.add ♦ i*2>) 

/« Initialization the Multicast Address Table*/ 

for (pmat « td*atC03i paat <- &ma t C MULT I _ADDR _CNT - 13i pmat++> 
pmat->stat ■ FREE) 

Configurer INTERNAL J-OOPBACK)* /* Put 386 in internal loopback */ 

SetAddress < ) » /* Set up the station address «/ 

/* run diagnostics */ 

TestJ-inkO) 

if (Self. Test !- PASSED) 
return <8el f .Test )» 

Conf igure (NO.LOOPBACK) > /• Configure the 82386 */ 
return (Self .Test >i 


BuildJlfaO 

■C 

struct FD *pfdi 

struct RBD *prbdi 

struct RB *pbuf; 

unsigned long badd) 

/• Build a linear linked frame descriptor list */ 

for (pfd - &fdC03) pfd <- kfdCFD.CNT - 13i pfd++) < 

pfd->stat ■ pfd->el.s “ 0» 
pfd->link - Offset (pfd+1 >i 
pf d->rbd offset « NULL) 

> 
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and fd - — pfdJ /* point to «cfdCFD_CNT - 13 */ 

pf d->l ink - NULL i /• last fd link is NULL •/ 

pfd->al_s - ELBIT; /« last fd has EL bit sst «/ 

bagin fd * pfd » l»fdC03; /* point to first fd */ 

pf d->rbd_of f sat ■ Offsst <*rbdC03 ) ;• /• link first fd to first rbd */ 


/* Build a linsar linksd rscsivs buffsr dsscriptor list */ 

for (prbd - fcrbdC03. pbuf * fcrbufC03; prbd O fcrbd CRBDjCNT - 13; 

prbd++> pbuf ♦♦ > { 

badd - SEOMT « 4; 
badd ♦- Offssttpbuf >; 
prbd->buff_l - badd; 
prbd->buf f_Ji ■ badd » 16) 
prbd->buff_ptr * pbuf; 

prbd->act_cnt “Oj 

prbd->l ink - Offsst<prbd + 1); 

prbd->si it - RBUF_B1ZE; 

> . 

and_rbd * — prbd; 

prbd->l ink - NULL; /* last rbd points to NULL */ 

prbd->si it 5» ELBIT; /# last rbd has si bit sst */ 

bsgin__rbd ■ fcrbdC03; 


ick of frss command blocks «/ 


baddi 

for (pcb - fccbCOl; pcb O fccbCCB_CNT - 13; pcb++> < 
pcb->stat ■ 0; 
pcb->cmd - ELBIT; 
pcb->link ■ Offssttpcb ♦ 1); 

> 

— pcb; 

b mg i r» c b 1 = snd_cbl - pNULL; 

pcb->link ■ NULL; 
cb_tos » &cbC03< 

/* Build a stack of transmit buffsr dsscriptors */ 

for (ptbd » fctbdC03, pbuf - tetbufC03; ptbd <- *tbdCTBD_CNT - 13; 

ptbd+-r» pbuf-*”* 1 ) < 

ptbd->act_cnt - TBUF_SIZE; 
ptbd->l ink - Offsst(ptbd ♦ 1); 

badd * SEOMT « 4; 
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struct 
struct 
struct 
unsignsd 


CB spcb; 
TBD sptbd; 
TB spbuf; 
long 
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> 


Issue_CU_Cmd (pcb ) /* Queue up a command and issue a start CU command if no 
othar commands art queued */ 

struct CB *pcbi 

{ 

Di sab le_586_Int ( ); 

if (begin_cbl ** pNULL) -C /* if tht list is inactivt start CU */ 
btgin__cbl * tnd_cbl - pcb* 
scb. cbl_offs«t * Offset(pcb); 

Wait_Scb ( ) ; 

scb. cmd - CUJBTARTi 

Bat_Timaout < >i /* sit diadman timtr for CU */ 

CA i 

> 

• 1st { 

•nd_cb 1->1 ink - Offstt(pcb >1 
•nd_cbl =* pcb ; 

> 

Enable_.586_.Int ( )• 

> 

Isr7( ) 

< 

outb (OxEO* 0x67)1 /* EOI 80130 */ 

> 

Isr6< ) 

< 

Writ«< "\nlnttrrupt 6\n")j 

outb (OxEO* 0x66) i /* EOI 80130 */ 

> 

I sr5( ) 

■C 

Mr ite( "\nlnttrrupt 5\n M ); 

outb (OxEO* 0x65); /* EOI 80130 »/ 

> 

/* Deadman Timer Interrupt Service Routine */ 

Isr_Tiineout ( ) /* Interrupt 4 */ 

< 

Reset__T imeout ( ) ; 
if (flags. reset_sema ** 1 ) 
flags. reset _pend ■ 1; 

else 

Reset_586( ) ; 

TIMER1 JEOI JB01B6; 

TIMER1_E0I_80130; 

> 

/* Interrupt 0 is Uart in UAP Module */ 

/* Interrupt 2 is Timer in UAP Module */ 
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IsrlO 

< 

Urite( "\nlnterrupt l\n">j 

outb (OxEOi 0x61 ) i /• EOI 80130 *✓ 


/* 386 Interrupt service routine: Interrupt 3 */ 
Isr_5B6( ) 


u_short stat_*cbj 

struct CB *pcbJ 

enable < ) ; /* nesting only the uart interrupt #/ 

Wait Sc b ( ) i 

scb.cmd - (stat.scb « scb. stat) Si (CX I CNA ! FR I RNR ) > 

CAi 

if (stat_scb Si (FR l RNR)) 

Recv_Int_Processing ( )i 

if (stat_scb St CNA) < /• end of cb processing #/ 

Reset TimeoutO) /* clear deadman timer */ 
peb *""*Build_Ptr (scb. cbl_offset)j 

Rif def DEBUG 

if (begin_cbl — pNULLX 

Bug ( "DLD: begin.cbl *■ NULL in interrupt routineW ); 
return) 


if ( (pcb->Stat St OxCOOO) !- 0x8000) 

FatalC'DLD: C bit not set or B bit set in interrupt routine\n" >i 

•end if /* DEBUG */ 

switch <pcb->cmd St CMD_MASK ) < 
case TRANSMIT: 

if (flags, station 1) </* if Transmit Statistics ere collected do »/ 

/* if sqe bit ■* 0 and there were no collisions -> sqe error 
this condition will occur on the first transmission if 
there were no collisions* or if the previous transmit 
command reached the max collision count* and the current 
transmission had no collisions •/ 

if ( (pcb->stat St (BGEMASK ! MAXCOLMASK I COLLMASK ) ) «=* 0) 

++sqe__err_cnti 

if (pcb->stat St DEFERMABK ) 

++defer_cnti 
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if <pcb->stat <* NOERRBIT ) 
■«-+good_xmit_cnt; 

■ lit < 

if <pcb->stat it NOCR SMASH ) 
«-+no_crs_cnt; 

if <pcb->stat it UNDER R UNMASK ) 
♦♦ un d er r un_c n 1 ; 
if <pcb->stat It MAXCOLMASK) 
++max_col_cnt; 

> 

> 

if (pcb->parml !- NULL) 

Pu t_Tb d ( B u i 1 d _P t r < p c b ->p arm 1 > ) 8 
break; 

case DIAGNOSE: 

flags. diag_done ■ 1; 
if ( < pcb->stat it NOERRBIT) «■ 0) 
Salf_Tast - FAILED_DIAONOSE; 
break; 


default: 

> 


/* check to see if another command is queued */ 

if <pcb->link — NULL) 
begin_cbl - pNULL; 

else -C /• restart the CU and execute the next command on the cbl */ 

begin_cbl - Bui ld_Ptr ( pcb->l ink ) ; 
scb. cbl offset ■ pcb->link; 

Ua i t JSc b < ) ; 

scb. cmd - CU.START; 

CA; 

Uai t_Scb ( )» 

Set_Timeout( )j /• START deadman timer */> 

> 

if ( ( pcb->cmd It CMD_MASK) -- MC_SETUP) 

pcb->cmd - 0; /• clear NC_SETUP cmd word* this uiill implement a 
lock semaphore so that it won't be reused until 
it is completed */ 

else 

Put_Cb(pcb); /* Don't return MC_SETUP cmd block. It's not a 

general purpose command block from free CB list */ 

> 

disable!); /* disable epu int so that the 586 isr will not nest */ 
E0I_80130; 
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Recv_Int_Processing ( > 

{ 

struct FD epfd» /• points to tho From* Descriptor */ 

struct RBD *q. /* points to tho last rbd for tho frame */ 

•prbd; /* points to tho first rbd for tho frame */ 

for ( pf d « bogin__fdj pfd !» pNULLi pfd - begin_fd) 
if (pf d->stat l< CBIT) < 

bogin_fd - (struct FD o) Build_f tr(pfd-Mink); 

prbd ■ (struct RBD *) Build_Ptr (pf d->rbd_pff set )J 

if (prbd !■ pNULL) < /• check to see if a buffer is attached */ 

•ifdof DEBUG 

if (prbd !- beginjrbd) 

Fatal ( M DLD: prbd !■ beflin_rbd in Recv_Int_Processing\n" ) ; 

ttondif /• DEBUG «/ 

for (q - prbdJ (q->act_cnt * EOFBIT) !- EOFBIT; 

q - (struct RBD *) Build_Ptr(q->link ) )> 

begin rbd ■ (struct RBD e) Build_Ptr(q->link>; 
q->l ink - NULL* 

> 

if ( pf d->stat tc 0UT_0F_RES0URCE3 > 

Put_Free_RFA(pfd > ; 
else < 

/* if the DLD is in a loopback test, check the frame recv */ 
if (flags. lpbkjsode —1) 

LoopbackjCheck (pfd ); 

else 

/* if it's a multicast address check to see if it's 

in the multicast address table, if not discard the frame */ 

if ( ( (pfd->dest_addrC03 S< 01) ~ 01) &* ( !Check _Multicast(pfd) ) ) 
Put_FreeJlFA(pfd); 

else 

{ Reev_Frame(pfd >< 

++re cv_frame cnt; 

> 

> 

> 

else < 

Ru_Start ( >i /* If RU has gone into no resources, restart it */ 
break; 


LoopbackjCheck (pfd) /* Called by Recv_Int_Processing; checks address 

and data of potential loopback frame */ 

struct FD *pfd; 

< 

struct RBD *prbd; 
struct RB epbufj 
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if ( bcmp((char *) ip f d->src_addrC03, iwhoamiC03# ADD_LEN > !® 0 > < 
Put_Free_RFA(pfd>) 
returnj 

> 

prbd ■ (struct RBD *) Build_Ptr(pfd->rbd_of f set)) /* point to receive 

buffer descriptor */ 

pbuf » (struct RB *) prbd->buff _ptr» /* point to receive buffer */ 

if ( bemp ( (char *) pbuf, ilpbk_frameC03, LPBK_FRAME_SIZE) != 0) < 
Put_Free_RFA(pfd)j 
return) 

> 

flags. lpbk_test - li % /• passed loopback test •/ 

Put_pree_RFA(pfd )) 


Chec k_Multi cast (pf d ) /* returns true if multicast address is in MAT */ 

struct FD *pfd) 

•C 

struct MAT *pmat> 

for ( pmat - imatCO 3) pmat <■ ima t C MULT I _ADDR _CNT - 13) pmat++) 
if ( pmat->stat — INUSE ii 

(bcmp((char *) ipf d->dest_addr C03'« ipmat->addr C03, ADD_LEN) « 0)) 
break) 

if (pmat > ima t C MULT I _ADDR CNT - 13) 
return (FALSE ); 
return(TRUE) » 


/* Test the Link function: executes Diagnose and Loopback tests */ 

Test LinkO 

< 

Sel f_Test * PASSED) 

Diagnose()) 

if (Self_Test — FAILEDJDIAQNOSE) 
return) 

Ru_StartO) /* start up the RU for loopback tests */ 

flags. lpbk_mode ■ 1) /* go into loopback mode */ 

flags. lpbk_test » 0) /* set looback test to false */ 

Send_Lpb kJFrame ( ) j /* internal loopback test */ 
if (flags, lpbk.test — O) < 

Self_Test - FA I LED_LPBK_INTERNAL) 

flags. lpbk_mode * 0) 

return) 

> 

flags. lpbk_test • 0) 

Conf igure(EXTERNAL_LOOPBACK>) /* external loopback test w/ ESI in lpbk */ 

Send_J-pbk_Frame( >) 
if (flags. lpbk test «■ 0) < 

Self_Test ■ FAILED_LPBKJEXTERNAL) 
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flags. lpbk_noda * O; 
raturm 

> 

flags. lpbk_t#st » 0 ; /* axtarnal loopback tast through transcaivar */ 

NOJESIJ-OOPBACK* 

8and_Lpbk_Fras»a( )i 
if (flags, lpbk.tast — 0) 

Salf_Tast « FA I LED_JLPBK_TR ANSCE I VER i 

flags. lpbk.moda ■ Oj /• laava loopback moda */ 

> 

Sand.J.pbk.J r ra«a( > 

< 

struct TBD *ptbdi 

int it 

for (i - 0* i < 8* i++> < /* sand lpbk frama B timas< sinca it's 

bast affort dalivary */ 


Rifdaf DEBUG 

if CCptbd ■ Oat_Tbd < ) ) *» pNULL) 

Fatal ("did - SandJLpb k_Fra«a - couldn't gat a TBD\n" ) * 

#alsa 

ptbd - Oat_Tbd ( ) t 
•and if /* DEBUG */ 

ptbd->act_cnt - EOFBIT J LPBK_FRAME_SIZE* 

bcopy ( (char *) ptbd->buf f_ptr. *lpbk_fra»aC03, LPBK_FRAME_SIZE > i 

whila( !Sand_Fra«a(ptbd» ItwhoamiCOl > >i 

• > ' 

> 

Diagnosa ( ) 

< 

struct CB *pcb* 

•if daf DEBUG 

if ( (pcb - OatjCbO) — pNULL) 

FatalCdld - Diagnosa - couldn't gat a CB\n")« 

•also 

pcb * Oat_Cb ( >» 

•and if /* DEBUG */ 

flags. diag_dona ■ Oj 

Saif _Tast - FALSE* 

pcb->cmd * DIAGNOSE I ELBITj 

Issua_CU_Cmd (pcb ) ; 

whila (flags, diag dona ■» 0) ; /* wait for Diag cmd to finish */ 

231421-35 


1-378 





AP-235 


inteT 


/PCO/USR/CHUCK/CBRC/DLD. C 


> 

Configurtdoopflag > 
u_« h or t loopflag) 

< 

struct CB *pcb) 

•if daf DEBUG 

if ( (pcb - Cat_Cb < > ) -■ pNULL) 

Fatal ("did - Configurs - couldn't got a CB\n")j 

•also 

pcb - ©at_ Cb( >» 

•and if /* DEBUG •/ 


/• Etharnat dafault paramatars */ 

pcb->parml ■ OiOOOCi 
pcb->parm2 - 0x2600 I loopflag) 
pcb->parm3 - 0x6000) 
pcb->parm4 • 0xF200) 
pcb->par*S ■ 0x0000) 
if < loopf lag — NO_L OOP BACK) 
pcb->parm6 ■ 0x0040) 

also 

pcb->parm6 - 0x0006) /• loopback frama is lass bgtas than 

tha Miniaua frama langth */ 

pcb->c*d - CONFIGURE i ELBXT) 


Issuo CU Cmd(pcb)) 

> 

/a Sand a fraiao to tha cabla< pass a pointar to tha dastination addrass 
and a pointar to tha first transmit buffar dascriptor. */ 

8and_Frama(ptbd, padd) /• raturns falsa if it can't gat a Command block •/ 


struct TBD 

aptbd) 

char 

apadd) 

< 


struct CB 

•pcb) 

u_short 

langth) 


flags, rasat.sama - i) 

if ((pcb - Oat_CbO) — pNULL) < 
flags. rasat_sama » O) 
if (flags. rasat_pand 1 > 

Rasat_3B6( ) t 
raturn(FALSE)) 

> 

pcb->parml - Offsat(ptbd)) 
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/* move destination address to cosMnand block */ 
bcopy((char «)lcpcb->parm2. (char *)padd« ADDJLEN); 

| 

/* calculate the length field by susiaing up all the buffers «/ 

for (length - 0; ptbd->link !- NULL; ptbd - Bui ld_Ptr ( ptbd->l ink > ) 
length ptbd->act_cnt; 

length +« (ptbd->act_cnt & 0*3FFF)» /* add the last buffer */ 

/* check to see if padding is required* do not do padding on loopback «/ 

/* this will not work if MINJJATAJ.EN > TBUF_SIZE */ 

if ((length < MINJDATAJLEN) «ct< /• assumes a 4 byte CRC •/ 

( bemp (fcvhoami CO 3* (char »)padd* ADD_LEN) !■ 0>) 

ptbd->act_cnt - MINJDATAJLEN I EOFBIT; 

pcb->parm5 ■ length; /* length field */ 


peb->c»d - TRANSMIT \ ELBIT; 


I ssue _CU_Cmd ( peb ) ; 

flags. reset_sema ■ 0; 

if ( flags. reset_pend ■■ 1) 
Reset 586 ( ) ; 
return ( TRUE); 


AddJMul t ices t_Address( pma) 
char *pma; 


/* pma - pointer to multicast address */ 

/• returning false means the Multicast address 
table is full •/ 


struct MAT apmat; 


flags. reset_sema ■ li 

/» if the multicast address is a duplicate of one alroady in the MAT* 
then return */ 


for (pmat - mat; pmat O feme t C MULT I _ADDR CNT - 13; pmat++) 
if ( pmat->stat — INUSE Mi 

(bcmp( *pmat->addrC03, (char *) pma. ADDJLEN) — 0)) ( 
return(TRUE); 

> 


for (pmat - mat; pmat <- fcmatCHULTI ADDR CNT - 13; pmat-M-) 
if (pmat->stat — FREE) < 
pmat->stat - INUSE; 

bcopy( &pmat->addrC03* (char a) pma* ADD.J.EN); 
break; 
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> 

if (pmat > 6matCMULTI_ADDR_CNT - 13) < 
flags. rasat_sama » Oj 
if < flags. rasat_pand »• 1) 
Rasat_986( ) ) 
raturn (FALSE)) 

> 

S»t_Multicast_Addrass( )j 

flags. rasat_sama » Oi 

if < flags. rasat_pand ■« 1) 

Rasat_9B6< >) 
raturn < TRUE )j 

> 


Dalata_Mult icast_Addrass ( pma ) /* raturning falsa maans tha multicast addrass 

was not found */ 

char *pmaj 

< 

struct HAT *pmat) 

flags, rasat.saaa ■ 1) 

for (pmat ■ mat) pmat <■ fcmatCMULTI_ADDR_CNT - 13) pmat++> 
if ( pmat->stat — INUSE M 

(bcmp( l<pmat->addr C03> (char *) pma* ADD_LEN ) ■■ 0)> -C 

pmat->stat - FREE) 

braaki 

> 

if (pmat > fcma t C HULT I _ADDR JCNT — 13) < 
flags. rasat_sama - 0) 
if (flags. rasat_pand »• 1) 

Rasat 9860) 
raturn (FALSE)) 

> 

Sat_hulticast_Addrass( )) 

flags. rasat_sama m Oi 

if ( flags. rasat_pand -«■ 1) 

Rasat 9860) 
raturn (TRUE)) 

> 

SatJIulticast.AddrassO 


struct 

MAT 

•pmat) 

struct 

HA_CB 

*pma_c 

u_short 

i) 


i - 0) 

pma_cb » 

bma_cb; 



whila (pma_cb->cmd !■ 0) ) /* if tha MA_CB is inusa* wait until it's fraa */ 
pma cb->link - NULL) 
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for (pmat ■ mat; pmat <■ t«matCMULTI_ADDR_CNT - 13; pmat++> 
if < pmat->stat « INUSE) < 

bcopg( fcpm«_cb->mc_«ddrCi3i &p**t->«ddrC03. ADD_LEN > ;. 
i ADD_LEN; 

> 

pma cb->mc__cnt * i ; 
pma_cb->cmd - MC_SETUP I ELBIT; 

Issu* — CU_Cmd ( pma_cb ); 


Pot_Fr#«_RFA( pf d ) /* Return Frame Descriptor and Receive Buffer 

Descriptors to tha Frat Racaiva Frame Araa */ 

FD *pf di 

RBD *prbd# /* point* to baginning of returned RBD list */ 

*q; /• point* to and of raturnad RBD list */ 

ru_start_f lag__fd, /* indicatas whether to rastart RU */ 
ru_start_f lag_rbd; 

flags. ra*at_s*ma ■ 1 ; 

ru start flag_fd “ ru_*tart_f lag_rbd - FALSE; 
pfd->el_s - ELBIT; 
pfd->stat = 0 ; ■ 

prbd ■ (struct RBD *) Build_Ptr (pfd->rbdj.of f sat); /* pick up tha link to tha rbd */ 
pfd->link - pf d->rbd_of f set - NULL; 

/* Di*abla_586_Int ( ) ; this command is only nacassarg in a multitasking 
program. Nouavar in this singla task anvironmant this routina is originally 
callad from isr_98d>()< tharafora intarrupts ara alraady disablad */ 


if <bagin_fd « pNULL) 

bagin_fd - and_fd « pfd; 
alsa < 

and_fd->link - Off sat (pfd); 
end_fd->*l_s - 0; 
and_fd * pfd; 
ru_start_f lag_fd - TRUE; 

> 

if (prbd !■ pNULL) -C /* if thara is a rbd attachad to the fd than 

find tha beginning and and of tha rbd list */ 

for (q * prbd; q->iink !- NULL; q « Bui ld_Ptr (q->l ink ) ) 
q->act_cnt » O; 

/* now prbd points to the beginning of tha rbd list and 
q points to the and of tha list •/ 

q->size - RBUFJ3IZE I ELBIT; 
q->act_crtt ■ 0; 
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Wait JScb ( >i 

outw(0xFF9E* 0) i /* shut off timer 1 interrupt */ 

outw( TIMER 1_CNT* 0); 

outw(OxFF9E* 0xC009> ; /* use timer 1 without interrupt as a deadman «/ 

while < ( inw(0xFF9E) 8< 0x0020) — 0) /» if Max Cnt bit is set before CNA 

is set. 906 Cmd deadlocked */ 

if ( ( scb. stat If CNA) — CNA) 
break; 

if (scb. stat I. CNA !- CNA) 

Fatal ( "DLD: Issue_Reset_Cmds - Command deadlock during reset procedural" ); 
Reset_Timeout< ); 

scb. cmd ■ CNA; /* Acknowledge CNA interrupt */ 

CA; 

Wait JBcb ( ) ; 

> 


/# Execute a reset* Configure* SetAddress* and MC__8etup» then restart the 
Receive Unit and the Command Unit */ 

Reset_9B6< > 

•C ‘ 

struct MAT *pmat; 

u_short i; 

♦♦reset cnt; 

Disable_9B6_Int< >; 

ESI_LOOPBACK; 

Sof tware_Reset ( ) ; 

scb. stat ■ 0; 

CA; /* wait for the 986 to complete initialization •/ 


for < i - O; i <- OxFFOOi !+♦) 
if (scb. stat » (CX I CNA)) 
break; 


if (i >OxFFOO) 

Fatal ( "DLD: init - Did not get an interrupt after Software ResetW); 

/* Ack the reset Interrupt */ 

Wait JBcb ( ); 

scb. cmd - (CX » CNA); 

CA; 

Uait_Scb ( ) ; 

•if def DEBUG 

if ( begin.cbl -• pNULL) 

Fatal ( "DLD: begin_cbl - NULL in Reset_986 M ); 

•end if /* DEBUG •/ 
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/* Configure the 986 */ 

/* Ethernet default parameters* Configure is not necessary when using 
default parameters •/ 

res_cb. link « NULL* 

res.cb. parml ■ OxOSOC* 
res. cb. par m2 ■ 0x2600* 
res.cb. parm3 *» 0x6000* 
res_cb. parm4 ■ 0xF2O0* 
res.cb. parmS «• OxOOOO* 
res.cb. parm6 ■ 0x0040* 
res_cb. cmd * CONFIGURE I ELBIT* 

scb. cb l_of f set ■ Of feet (tres.cb. stat ) > 

Issue.Reset _Cmds< >* 

/* Set the Individual Address «/ 


bcopyUchar *) Sir es.cb. parml » fcwhoami COl. ADDJlEN)* 
res.cb. cmd » IA I ELBIT* 

Issue_Reset_Cmds < > * 

/« reload the multicast addresses «/ 


/• move the prom 
address to 1A cmd •/ 


i ■ res_ma_cb. stat ■ 0* 
res_ma_cb. link « NULL* 

for ( pmat - fcmatCO]* pmat <- fcmatCHULTI.ApDR^CNT - 13* pm«t-M-> 
if ( pmat->stat «m INUSE ) C 

bcopy ( tires _jsa cb. mc_addrCi3> fcpmat->addrC03* ADD_LEN ) * 
i +- ADDJLEN* 

> 


res_ma_cb. mc_cnt ■ i* 

resjna.cb. cmd - MC.SETUP i ELBIT* 

scb. cbl.offset - Of f set (fcr es_ma__cb. stat)* 


Issus_R»set.Cmds< >* 

/* Restart the Command Unit and the Receive Unit */ 

flags. reset_sema *0* 
flags. reset_pend ■ 0* 

NO JE8I .LOOPBACK* 

Recv.Int.Processing ( > » 

scb. cbl offset ■ begin.cbl* 

Uai t_Scb ( )> 
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»cb. CMd - CU_8TART* 

Sat^TiaaowtOi /* Sat Daadman Tiaar •/ 

CAi 

Enabla 986 IntO; 

> 


/# bcopy — byta copy routina •/ 
bcopy(dst» arc* nbytaa) 
char *dat. **re; 

int nbytaa; 

< 

whila (nbytaa — ) *dat++ m #»rc++i 

> 

/* bcap — byta coapara */ 
bcap(al* *2. nbytaa) 
char *al» *a2; 
int nbytaai 

{ 

whila (nbytaa — - U asl+a mm *a2++>; 
raturn(a~ al - a— -a2); 
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/*#**#*«#*#####*****#*#****M**#**#*****t*#**#**********#**************«****t^ 

* * 

* IEEE 802.2 Logical Link Control Layer * 

» (Station Component) * 

***************#*********#****************************************************/ 


#include "did. h" 

extern char epNULL; 

extern etruct TBD *©et_Tbd(>; 
extern char *Bui ld_Ptr < > ; 

readonly char x id_frameCXID_LEN0TH3 « < O, 0, XID, 0x81, 0x01, 0>; 
/* DSAP, SSAP, XID, x id cla»» 1 response */ 

struct LAT latCDSAP_CNT3; 

Init_Llc<> 

struct LAT *plat; 

for (plat * fclattOl; plat O Sclat CDSAP_CNT - 13; plat++> 
plat->stat ® FREE; 
return( Init_SB6( ) ); 


/* Function for adding a new DSAP */ 

Add Dsap_Address ( d sap, pfunc) /* DSAP must be divisible by 2**(8-N), where 

2**N - DSAP_CNT. (i.e. N LSBs must be 0). 
The function will return FALSE if does not 
meet the above requirements, or the Lsap 
Address Table is full, or the address has 
already been used. NULL DSAP address is 
reserved for the Station Component */ 

int dsap , (*pfunc) (); 

< 

struct LAT *plat; 

if ((dsap « (8-DSAP_SHIFT> it OxOOFF) !« 0 i S dsap -« O) 
return (FALSE); 

/* Check for duplicate dsaps. */ 

if ( (plat - fclatCdsap » DSAP_SHIFT3 )->stat == FREE) { 
plat->stat - INUSE; 
plat->p_sap_f unc » pfunc; 
return (TRUE); 

> 

else 

return (FALSE); 


/* Function for deleting DSAPs */ 

Delete_Dsap_Address(dsap) /« If the specified connection exists, it is severed. 

If. the connection does not exist, the command is ignored. */ 
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int dsap; 

{ 

latCdsap » DSAPjBHIFTl. stat - FREE; 


*pfdi 

♦prbd; 

*pf s> 

♦plat; 

prbd ■ ( struct ROD *) Build_Ptr(pfd->rbd_of f set) ; 
pfs « ( struct FRAME_8TRUCT *> prbd->buf f _ptr ; 

if (pfd->rbd_of fso.t !* NULL) < /# There has to be a'rbd attached 

to the fd» or else the frame is 
too abort. */ 

if (pfs->dsap *■ 0) < /# if the frame is addressed to the Station 

Component* then a response mag be required */ 

if ( ! (pfs->ssap !c C_RJBIT) ) </* if the frame received is a response* 
instead of a command* then reject it. 
Because this software does not implement 
DUPLICATE_ADDRESS_CHECK. -> no response 
frames should be reev'd */ 

Station Component Responsetpf d ); 

> 

> 

/* not addressed to Station Component* */ 

/* check to see if the dsap addressed is active */ 
else if ( (pfs->dsap « (8-D8AP_SHIFT> & OsOOFF) «■ 0 M. 

(plat - lelatC <pfs->dsap) » DSAP _8HIFT3 )->s tat — INUSE ) < 
(*plat->p_sap_func ) (pfd); /* call the function associated 

with the dsap received */ 

return* 

> 

> 

Put_FreeJRFA<pfd)» /* return the pfd if not given to the user saps */ 


231421-45 


Stetion_Gomponent_Responso<pfd ) 
struct FD *pfd» 

•e 

struct FRAME_BTRUCT eprfs. *ptfs; 

struct TBD *ptbd* *begin_ptbd, *qi 

struct RBD eprbd; 

prbd ■ (struct RBD *) BuildJ B tr(pfd->rbd_off set); 
prfs - (struct FRAHEJBTRUCT *) prbd->buf f_ptr; 

switch (prfs->cmd It ‘ y PJ r JBIT) 

< 

case XXD: 


Recv.J r rame(pfd ) 
struct FD 


struct RBD 
struct FRAME JSTRUCT 
struct LAT 
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while ( ( ptbd - Get TbdO) — p NULL > > 
ptbd->act_cnt « EOFBIT I X IDJLENOTHi 

bcopy ((char *) ptbd->buff _ptr. «<*id_frameC03, XID_LENOTH ) j 
ptfs - ( struct FRANE_STRUCT *) ptbd->buf f_ptri 
ptfs->cmd » prfs->cmd; 

ptfs->dsap • prfs->*sap I C_R_BITj /* return the frame 

to the sender #/ 

ptfs->ssap ■ Oi 

while( ISendJ Frame (ptbd/ Bui ld_Ptr ( p f d->»rc. ad dr ) ) )i 
break* 

case TEST: 

for (prbd « (struct RBD *) Bui ld_Ptr ( p f d->rbd_of Pset ) , 
q ■ begin _ptbd ■ pNULL; prbd !«■ pNULL; 

prbd « Bui 1 d_Ptr ( prbd->l ink ) ) < 

while ((ptbd - Qet_Tbd(>) — pNULL ) ; 
if (q !« pNULL) 

q->link - Of f set ( ptbd ) ; 

else 

begin_ptbd * ptbd* 
ptbd->act_cnt ■ prbd->act_cnt; 

bcopy((char *> ptbd->buff _ptr# (char *) prb d->buf f __p tr, 

ptbd->ac t_cnt & 0x3FFF) ; 

q = ptbdi 

> 

ptfs « (struct FRAME_STRUCT *> begin_ptbd->buff..ptr; 
ptfs->cmd ■ prfs->cmd; 

ptfs->dsap ■ prfs->ssap I C_R_BIT; /* return the frame to 

the sender */ 

ptfs->ssap » Oi 

while( ! Send_Frame ( beg in _ptbdi Bu i Id JPtr ( pf d->src_ad dr > ) ) ; 

break; 


> 


> 
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User Application Program 
Asgnc to IEEE 802. 2/802. 3 Protocol Converter 

;***********#**#******#******#******##•»***##•*■ 


♦include "did. h" 


/* ASCII Character* */ 


♦define ESC 
♦define LF 
♦define CR 
♦define BS 
♦define BEL 
♦define SP 
♦define DEL 
♦define CTL_C 

/* Hardware */ 


Ox 1B 
OxOA 
OxOD 
0x08 
0x07 
0x20 
0x7F 

0x03 


OxOODE 
OxOODC 
OxOODA 
OxOODB 
0x70 


♦define CH B CTL 
♦define CH_A_CTL 
♦define CH_B DAT 
♦define CH_A DAT 
♦define UART STAT_MSK 


/* Interrupt case* for 8274 */ 
♦define UART_TX B 0 

♦define UART_RECV_B 0x08 
♦define UART_RECV_ERR JB OxOC 
♦define EXT_STAT_INT_B 0x04 
♦define EXT_STAT_INT_* 0x14 


char f if o_tC2563; 

char fifo_rC2563; 

char wraC53> wrbC53; 

unsigned char in_fifo_t. out_fifo_t# in_fifo_r» out_fifo_r» actual; 

u_*hort t_buf_stat, r_buf_stat; 

char cbufCBOl; /* Command line buffer */ 

char lineCBll; /* Monitor Mod* displag line */ 

unsigned char dsap. ssap, send_flag* local_echo; 

char D**t_AddrCADD_LEND; 

char Mul ti_Addr CADDJLEN3; 

int tmstat; /* terminal mod* status: for leaving terminal rood* */ 

int dhex. monitor_f lag. hs_stat; /* flags */ 


extern 

struct 

TBD 

*Get_Tbd ( ) ; 


extern 

char 


*Build_Ptr( >; 


extern 

struct 

FLAGS 

flags; 


extern 

char 

x id_fram*C3; 


extern 

char 

uihoamiCl; 
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extern 

extern 

extern 


struct HAT matC3i 
struct LAT latCDi 
char apNULLi 


axtarn 

unsignad 

long 

axtarn 

u_short 


axtarn 

u_short 


axtarn 

unsigned 

1 ong 

axtarn 

u_short 


axtarn 

u_short 


axtarn 

unsigned 

long 

axtarn 

u — short 



good__xmi t_cnt; 
underrun_cntj 
no_crs_cnt» 
def er_cnti 
sqe_err_cnti 
max_col_cnt.- 
rec v_f rame_cntj 
rasat_cnti 


axtarn struct SCB sebj 

/* Macro 'type' of dafinitions */ 


•define RTS_ONB outb (CH_B_CTL, 0x05) j outb <CH_B_CTL, wrbC5]-urbC53 !0x02) 

•daf ina RTS_OFFB outb (CH_B_CTL. 0x05) i outb <CH_B_CTL. wrbC53«wrbC3D8«OxFD) 
•dafina RTS_ONA outb <CH_A_CTL, 0x05 ) j outb (CH_A_CTL* wraCSJ-wraCSD 1 0x02) 

•daf ina RTB_OFFA outb < CH_A_CTL. 0x05 ) j outb (CH_A_CTL, wraC53-wrat 538cOxFD) 

• daf ina UART_TX_DI_B outb <CHJB_CTL» 0x01 )i outb (CH_B_CTL» wrb C 1 3-wrb Cl ]8<0xFD) 
•dafina UART_TX_EI B outb(CH B_CTL, 0x01 ) i outb <CH_B_CTL, wrbC 13-wrb C 1 3 1 0x02 ) 

• dafina UART_RX DI B outb<CH~B CTL, 0x01 ); outb <CH B_CTL. u»rb C 13-wrb Cl 38<OxE7) 

• dafina UART_RX_EI B outb(CH B_CTL, 0x01 ) I outb <CH_B_CTL, wrb C 13-uirb C 11 !0x 10) 
•dafina REBET TX INT outb <CH_B_CTL, 0x28) 

•dafina EOI 8274 outb(CH_A CTL, 0x38) /* 8274 int is IR3 on 80130 */ 

•dafina E0IJB0130 8274 outb (OxEO. 0x60) 

•dafina E0I_80130_TIMER outb <OxEO» 0x62) 


Enabla Uart_Int<) 

■C 

int cj 

c - inb(0xE2)t /* raad tha 80130 intarrupt mask register */ 
outb(OxE2, OxOOFE lc c)j /* writs to tha 80130 intarrupt mask ragistar */ 

> 

Disabla_Uart_Int( ) 

{ 

int cj 

c - inb (0xE2)< 

outb (0xE2. 0x0001 I c)> 

> 

Enabla_Timar_Int( ) 

{ 

int c» 

outb (OxEA. 125 ) j 

outb(OxEA> 0x00) < /* Timar 1 intarrupts avary . 125 sac */ 
send_ flag * FALBEj 

c * inb(0xE2); /* raad tha 80130 intarrupt mask ragistar */ 
outb(0xE2i OxOOFB 8c c)j /* writs to tha 80130 intarrupt mask ragistar */ 

> 
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Disable_Timer_Int< ) 

< 

int c; 

c * inb(0xE2); 

outb (QxE2» 0x0004 t c)> 


Co(c) 

char o 

< 

while ( <inb(CH_B_CTL> & 4) 
outb (CH_B_DATi c)i 

> 


while < <inb<CH_B_CTL> Be 1 > — 
return< inb (CHJBJDAT) & Qx7F>) 


Read(pmsg> ent. pact) 
char epmsg) 
unsigned cher ent. epect; 

{ 

unsigned cher i; 
cher c» bufC2003» 

for (i - c - 0; (c !* CR) itit <c '= L 
c » Ci<> fc Ox7F) 
if <e »« BS ! ! c ** DEL) < 
if < i >0) < 

— i; 

Co <BS) i Co(SP); Co (BS ) j 


if <c >* SP) < 
Co(c); 

buf C i++3 « ci 

> 

e 

if < ( c — CR ) ! S ( c 
buf C i++] » CRi 
buf C i++3 * LF) 


Co (CR ) ) Co(LF>) 
if (i > ent) 

*pact = ent# 

else 

epect * i) 

for <i * 0# i < epect i i++) 
epmsg++ * bufCili 
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> 

Reed Char () 

{ 

unsigned char ii 

Read (fccbuf C03. 80# factual )i 
i - Skip (fccbuf C03 > j 
return ( cbufC i 3 ); 

> 

Write(pmsg) 

char epmsgj 

< 

while <*pmsg ! « 'NO') <. 
if (*pmsg *= '\n') 

Co(CR ) j 
C o (*pmsg++ ) ; 

> 

> 

FataKpmsg) /* write a message to the screen then stop */ 
char epmsgj 

< 

Write( "Fatal: ">} 

Urite(pmsg )i 
for< i j )> 

> 

Bug(pmsg) /* write a message to the screen then continue */ 
char epmsgi 

Write ("Bug: ")# 

Write(pmsg)> 

> 


Ascii_To_Char(c) /* convert ASCII-Hex to Char */ 
char ci 
•C 

if ( ( 'O' <« c) m (c <» '9' ) ) 
returntc - '0')» 
if ( ( 'A' <- c) m (c O 'F' ) ) 
return(c - 0x37)j 
if (< 'a' <= c> h'k (c <- ' f ' > ) 
return(c - 0x57>» 
return(OxFF ) j 

> 

Lower _Case( c ) 
char a 
i 

if ( ( 'a' <= c) blc (c <* 'i '»> 
return(c); 

if ( ( 'A' <» c) &V (c <= 'Z' ) ) 
returntc + 0x20); 
return(O)* 
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Char_To_Ascii <c. ch) /* convert char to ASCII-Hex */ 
unsigned char c» ch[3; 

< 

unsigned char i; 

i * (c & OxFO) » 4; 
if (i < 10) 

ch C03 * i + 0x30; 

else 

chC03 * i + 0x37; 
i * (c & Ox OF) ; 
if <i < 10) 

chC 1 3 = i + 0x30; 

else 

chC13 = i + 0x37; 
ch C23 * ' \0 ' ; 


Skip(pmsg) /« skip blanks */ 
char *pmsg; 

{ 

int i; 


for < i * 0; *pmsg 
return( i ) ; 


' '; i++. pmsg++); 


Read_Int<> /* Read a 16 bit Integer */ 

< 

u_short wd. wh. wdl. whl. j; 

char i. done. hex. dover. hover;’ 


for (done * FALSE; done -« FALSE; ) -C 

Read (&cbuf [03. 80. fcactual); 

i » Skip (fccbuf [03 ); 

for (hex * dover » hover * FALSE, wd ■ uih * wdl « wh 1 -0; 

(j * Asc i i_To_Char (cbuf[i3)> <* 10; i++) i 

if (j > 9) 

hex = TRUE; 
wd * wd*10 + j; 
wh = wh*16 + j; 
if (wd < wdl) 

dover ■= TRUE; 
if (wh < wh 1 ) 

hover - TRUE; 
udl s wd; uhl > uh; 

> 

if ( c buf [ i 3 « 'H' I*, cbuf [ i 3 — 'h' ?5 cbuf[i3 «* CR Si 

cbuf [i 3 — LF I! cbuf[i3 ««'')< 
if ( cbuf C i 3 — 'H' li cbuf [ i 3 — 'h'> 
hex - TRUE; 

if (hex == TRUE ScSc hover == FALSE) 
done = TRUE; 

if (hex -■ FALSE dover — FALSE) 
done =» TRUE; 
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if < ‘done) < 

Write< "\n This number is too big. \n It has to bo loss than 69336. \n“), 
Write! M \n Enter number — > M )) 

> 

> 

else 

WriteC Illegal Characters Enter a number — >">» 

> 

if (hex ) 

return <wh)) 
return(wd)) 

> 

Int_To_Ascii (value. base. Id, ch. width) /• convert an integer to an ASCII string */ 
unsigned long value) 
u_short base, width) 

char chi 3. Id) 

< 

u_short i. j) 

for <i - 0) i < width) i+*> < 
j - value X base) 
if <j < 10) chC i 3 - j ♦ 0x30) 
else chC i 3 - j + 0x37) 
value * value / base) 

> 

for ( 1 - width - 1) chlil -- '0' It* i > 0) i — > 
chCiD - Id) 
chCwidthl - '\0') 


Write_Long_Int (dw. i> 
unsigned long dwt 
u_short i) 

u short j) 
char chC113> 

if (dhex ) 

Int_To_Asc i i ( dw. 16. ' 6chC03, 9)t 

else 

Int__To_Asc i i ( dw, 10, ' ', 6cht03, 10)) 

for (j - 0) chC j3 !- '\0') i— , j+«-> 
lineCil - chCjD) 


Write_Bhort_Int(w, i> 
u short w, ii 

< 

u_short j) 
char chC63i 
unsigned long dw) 

dw ■ w) 
if (dhex) 

lnt_To__Asc i i ( dw. 16, 'O', ItchCOl, 4)) 

else 
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Int_To_Aac 1 1 <dw* 10# 'O'# ltchC03# 5); 

for ( j * Oi chCj] !* '\0'i i — s J++) 
linaC13 * chtj3i 


YliO 

{ 

char b; 

for ( j j ) < 

b » Raatf jCharOr 
i# (( b .. 'Y>) || (a — '„')) 
rafcurnCTRUE); 

if <<b «» 'N'l t I (b «« 'n ' ) > 
ratUfn (PALBE)i 

Mr ita( " Entor a Y or N ")» 

> 

> 

Read_Addr <p«i»g, add# cnt) /• p»»g - pointar to tha output maaaaga */ 
/• add - pointar to tha addraa* «/ 

/* cnt - numbar of bytaa in tha aiddraat */ 
char opiabg# addC3» cnt! 

< 

char 1# j! 

for < i i ) < 

Writa(p»ag)> 

Raad (fccbuf C03# SO, factual)) 

foi* <j « »k ip (fccbuf C03 ) , i - Oi i < 2*cnt > i++, j-*~M < 

if (('6' <» cbuf C j 3 ) it < cbuf C j3 <■ '9')) 
ebufCi3 « cbufCjl - *0'; 

alba 

if ( ( ' A ' <- cbuf C j3 ) till (cbuf C j3 O 'F ' ) > 
cbuf £ 13 - cbuf C j3 - 0x37i 

alia 

if (('a' C- cbuf C j 3 ) fcfc (cbuf C j3 <- ^f')) 
cbuf Ci3 - cbuf C j3 - 0*37i 

also < 

MritaC’ Illagal CharactarSh" >; 
braaki 

> 

> . 

if (i 2*cnt - 1) 

braaki 

> 

fon <i * 0) i <* cnt - li i++> 

addC ( cnt - 1) - 13 » cbufC2*i3 « 4 t cbufC2*i 13; 


> Mr i ta_Addr ( pad d, cnt) 

char paddC3, cnt; 

< 

unsigned char i# cC33i 
for ( i end >0 i cnt*—*) < 
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i ■ paddCcnt-11; 
ChaT_.To_.Ame i i ( i* lie COD; 
Wr iteiticCO] ); 

> 

cCOl ■ ' \n ' ; 
cC13 - '\0'i 
Ur 1 tedccCOl ) i 

> 


Recv_Data_l (pf d ) 

/♦ Receives the frame from the 802.2 module */ 

struct FD 

♦pf d; 

< 

struct FRAME. 

_8TRUCT ♦prfs* *ptfs; 

struct TBD 

♦ptbd* ebegin _ptbd» *q; 

struct RBD 

•prbd; 

char 

♦prbuf; 

int 

cnti 


prbd s» (struct RBD ♦ ) Build_Ptr (pfd->rbd__of f set); 

prf s - (struct FRAME_STRUCT ♦ > Boild_Ptr (prbd->buf f_j>tr ) i 

switch <prfs->cmd l« JV P_F_BIT) < 
case UX: 

if <monitor_f lag ) 

break; /♦ Don't put data in fifo unless in terminal mod* ♦ / 
prbuf ■ (char *) prfs; 

prbuf +» 3; /♦ skip over the header info and point to the data */ 
ent ■ 3; 

pfd->length -» 3; 

for (; prbd !- pNULL; ent - 0, prbuf * (char ♦ > prbd->buf f _ptr ) -C 
for ( ; ent < ( prbd— >ac t_cnt & 0»03FFF> Site pfd->lenflth > O; 

cnt++. prbuf++, pfd->length — ) < 
whi le(r_buf_stat mm FULL); 

Fif o_R_In(*prbuf ); 

> 

prbd - Build _Ptr(prbd->link)» 

ttifdef DEBUG 

if (pf d->length ==■ 0 Site prbd !- pNULL) 

Fatal ("Uap: Rec v_Data_l ( pf d ) “>; 

hand if /♦ DEBUG ♦/ 

> 

break; 

case XID: 

while ( ( ptbd « Qet_Tbd()> =» pNULL) i 
ptbd->act_cnt - EOFBIT I XID_LENOTH; 

bcopy ((char ♦ > ptbd->buf f_ptr, ««* id_frameC01» XID_LENOTH); 
ptfs - (struct FRAMEjBTRUCT ♦ > ptbd->buf f _ptr; 
ptfs->cmd - prfs->cmd; 

ptfs->dsap * prfs->ssap l C_R_BIT; /* return the frame 

to the sender */ 

ptfs->ssap ■ ssap; 

whilst ! Send_Frame ( ptbdi Build_Ptr (pf d->src_addr ) > ); 


231421-54 




AP-235 


mtei 


/PCQ/USR/CHUCK/CSRC/UAP. C 


break; 

case TEST: 

for < prbd - (struct RBD *> Bui ld_Ptr (pfd->rbd_of fset >, 
q * begin_ptbd » pNULL; prbd !■ pNULL; 

prbd - Build_Ptr(prbd->link) > < 
while ( (ptbd - CetJTbdO) «* pNULL); 
if (q !- pNULL) 

q->link - Of f set ( ptbd > ; 

else 

begin_ptbd ■ ptbd; 
ptbd->act_cnt * prbd->«ct_cnt; 

be op y ( ( char *> ptbd->buf f _ptr, (char *> prbd->buf f„ptr ( 

ptbd->act_cnt * 0x3FFF>; 

q “ ptbd; 

> 

ptfs =• (struct FRAMEJ5TRUCT *) beg in _j>tbd->buf f_ptr; 
ptfs->cmd « prfs->cmd; 

ptf s->dsap * prfs->ssap ! CJRJBIT; /* return the frame to 

the sender */ 

ptfs->ssap “ ssap; 

while( !Send_Frame(begin.j»tbd* Build__Ptr(pfd->src_addr ) > ); 
break; 

> 

Put Free RFA(pfd); /* return the frame */ 

> 


Fifo_T_Out(> /# called by main program */ 

< 

char c; 

c « f if o_ttout_f if o_t++3; 

Di sab le_Uart_Int ( ) ; 

if (out_fifo_t — in_fifo_t> /* if the fifo is empty */ 

t_buf_stat * EMPTY; /# stop filling Transmit Buffer Descriptors */ 
else ~ /* if the fifo was full and is now draining */ 

if (t_buf_stat m - FULL S*<« out_fifo_t - 80 **“ in_fifo_t) < /* turn on 

the spigot */ 

RTSJ3NB; 

t_buf_stat - INUSE; 

> 

Enab le_Uar t_Int( > ; 
return(c); 

> 

Fifo_T_In(c) /* called by Uart receive interrupt */ , 

char c; 

■c 

f if o_tC in fifo_t-»-+3 = c; 
if (t_buf stat «» EMPTY) 
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t_buf_stat » INUSEi /* start filling Transmit Buffer Descriptor •/ 

•Isa /* if there ara only 20 locations left. turn off the spigot •/ 

if (t buf_stat — INUSE VI. in_fifo_t + 20 — out_fifo_t> < 

RTSjOFFBi 

t_buf_stat ■ FULLi 

> 

> 

FifoJRjOutO /• called by transmit interrupt »/ 

< 

char ci 

c « f if o_rEout_f if o_r+-Oi 

if (out fifo_r ■“ in fifo_r> /* if tha fifo is empty */ 
r_buf_stat - EMPTYi 

•Isa /* if the fifo was full and is now draining •/ 

if (r_buf_stat ” FULL Me out_fifo__r - 81 «« in_fifo_r) 
r_buf_stat ■ INU8Ei 
return(c). 


Fifo_R_In(c> /* called bg Racv_Data_l < ) */ 
char ci 
■C 

f if o_rCin_f ifo_r++3 “ ci 

Disable Uart IntOi 

if (r buf_stat — EMPTY) < 

UART_TX_EI_B) 

Co(0)i /* prime tha interrupt •/ 

r_buf_»tat - INUSE i 

> 

•Isa /« if tha buffar is full, indicate it */ 

if <r buf stat — INUSE let. in_fifo_r — out_.fi fo_r) 
r_buf_stat - FULL) 

Enab le_Uart__ Int ( >j 


Isr Uart < ) 

■C 

int stati 

char ci 

outb <CHJ)_CTL» 2)i /« point to RR2 in B274 */ 

•witch ( inb (CHJBjCTL) Sc OxlCH /• read 8274 interrupt vector and service it */ 
case UART_TX_B: 

if <r_buf_stat — EMPTY) < 

UART_TX_DI JBi /* if fifo is empty disable transmitter */ 

RESET TX_INT; 

> 

else 

outb (CH_B_DAT. Fif o_R_Out ( ) ) i 
break* 
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c«» UART_RECVJERR_*: 

outb <CH B CTL* 1>» /* point to RR1 in 8274 •/ 

• tot - 7nb<CH_B_CTL>) 
outb (CHJB_CTL» 0*30 ) ) 
if ( otot * 0*0010) 

Writo<"\nPority Error DotoctodW )) 
if < • tot It 0*0020) 

Hr i to ( " VnOvorrun Error DotoctodW )i 
if ( otot * 0*0040) 

WritoCVnFroming Error Dotoctod\n u ) * 
brook) 

coso UART_RECVJB: 

c - inb<CHJBJ>AT)) 
if <hs_stot — TRUE) < 

hs.stot - FALSE! /« Flog to torminoto High Spood Tronsmit mod* •/ 
brook) 

> 

if ( locol_ocho) 

Co ( c ) ) 

if (c — CTLjC ) 

tmstot - FALSE) 

ol»o 

Fifo_T_In<c )) 

brook) 

COSO EXT_STAT_INT_B: 

outb<CH._B_CTL» 0*10)) /* rosot oitorno) *totu« intorrupts •/ 

brook) 

coso EXT_STAT_INT_A: 

outb(CH_A_CTL, 0*10>) 
brook) 


/* ocho tho chor bock to ths torminol) could couso 
o tronssiit ovorrun if T* intorrupt is onoblod */ 


dsfoult. 

i 

> 

EOI JB0130JB274) 
E0X_8274) 


Isr2( ) 

< 

• ond_flog • TRUE) 
outb <0*EA« 129)) 

outb <0*EA< 0*00)) /* Timor 1 intorrupts ovory ■ 129 soc o/ 
outb<0*EO. 0*62) ) /o EOI 80130 */ 
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Load _J_sap ( ) 

< 

int Recv J>ata_l * ) i 

for (j i ) < 

Raad_Addr < "\n\nEntar this Station'* LEAP in Ha* — > "* fcssap# 1)» 
if (TAdd_psap_Address<*sap. RecvJData_l > > < 

Wr ite* "\n\nError: LSAP Addrat* mu*t be ona of tha fol lowing: \n" > » 
Write* "\n 20H» 40H, 60H. BOH, AQH, COH, EOH \n")i 

> 

•l*a break: 

> 

> 

LoadJIulticast < ) 


for ( » i ) < 

Raad Addr < "NnEnter tha Multicast Addrass in Ha* — 

lrMulti_AddrC03, ADD_LEN ) : 

if * <Multi_AddrC03 * 0*01) — 0) 

Write* “\nBorry, tha LSB of tha Multicast Addrass must ba l\n" )i 
alsa < if < !Add_Multicast_Address*fcMulti__AddrC03>) < 

Write* "\n\nSorry» Multicast Addrass Tabla is fuH!\n">i 

break! 

> 

alsa -C. 

Write* M \n\nUould you like to add another Multicast Addre*s? H )i 
Write*" < Y or N) ">i 

if ( ! Yes ( ) ) 
breaki 

> 

> 

> 


Remove ...Multicast* > 

< 

for I i i ) < 

Raad_Addr( "\nEntar tha Multicast Addrass that you want to delate in Ha* — >", 

*tMulti_AddrC03, ADDJ_EN)i 

if < <Multi_Addr C03 It 0*01) — 0) 

Write* "\nBorry« the LSB of tha Multicast Addrass must be l\n")i 
else < if < !D*lat*_Multica*t_Addr*ss(lcMulti_AddrC03) ) < 

Write* "\n\nSorry, that Multicast Addrass doesn't exist!\n“>» 
break! 

> 

else < 

Write* H \n\nWould you like to delate another Multicast Address?")! 

Write*" < Y or N) — > ")> 
if * ‘Yes* ) ) 
break! 

> 

> 

> 

> 
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Print_Addresses() 

■C 

struct MAT «pmat* 
int stat* 

Write("\n This Stations Host Address is: ")* 

Mrite_Addr (fcwhoami C03. ADD_LEN) # 

Wr i te( *'\n Th* Address of tha Destination Noda is: ")* 

Wr i te_Addr (fcDest_AddrC03» ADDJLEN)* 

Mr ita< "\n This Stations LSAP Address is: ")* 

Wr ite_Addr (&ssap< l)i 

Write7*'\n Tha Address of the Destination LSAP is: ">* 

Write Addr (fcdsap. 1>; 
stat - FALSE* 

for (pmat '* S'lsatCOI* pmat O <<matCMULTI_ADDR_CNT - 13* pmat++) 
if (pmat->stat — INUSE) < 
stat - TRUE* 
break* 

> 

if (stat) < 

Write( *'\n Tha following Multicast Addresses ara enabled: ")* 

for (pmat * fcmatCOD* pmat <- &matCMULTI_ADDR_CNT - 13* pmat-M-) 
if (pmat->stat — INUSE) < 

Wr ite_Addr (fcpmat->addr C03. ADD_LEN> * 

Write< H *’>> 

> 

} 

else 

Write("\n There are no Multicast Addresses enab lad. \n" ) * 

> 

Init_DataLink(> 

< 

int stat. 

if ((stat • Ini t_Llc ( ) ) -- PASSED) 

Write( "\n\nPassed Diagnostic Self Tests\n\n\n")* 

else 

if (stat «■ FAILED_DIACN0SE> 

Writa( " \n\nFai led : Self Test Diagnose CommandW ) * 

else 

if (stat — FA I LED_J-PBK_I NTERNAL > 

Writa( **\n\nFai led : Internal Loopback Self Tast\n*' )* 

else 

if ( stat — FAILED_LPBK_EXTERNAL) 

Write( '*\n\nFai lad : External Loopback Self Test\n“>* 

else 

if (stat -« FAILED_LPBK_TRANSCEIVER) 

Write( '*\n\nFailed: External Loopback Through Transceiver Self Test\n">* 

> ‘ 

Ini t_Uap ( ) 

< 

outb (OxEO. 0x31)s /einital i xe 80130 pic - ICW1 */ 
outb (0xE2. 0x20)* /* ICW2 */ 
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outb (0xE2» Os 10) ; /• 1CU3 •/ 

outb <0xE2, OxOD)i /* ICW4 */ 

outb(OxE2> 0x10); /* ICW6 */ 

outb(OxE2. OxFF); /* mask all interrupts */ 

outw(0xFF20. 0x0020); /* sat 8010b vactor base */ 

/* Initializa the 80130 timers for Terminal Mode •/ 

outb (OxEE, 0x34); 

outb (0xE8, 0x00) i 

outb (0xE8> OxOB) i /* 8Y8TICK set for 1 msec */ 
outb (OxEE, 0x70); 

outb (OxEA, 125); 

outb(OxEA. OxOO); /* Timer 1 interrupts every . 125 sec */ 

/* Initialize the 8274 */ 

outb (CH_B_CTL« OxlO); outb <CH_B_CTL, 0x28); outb (CH_B_CTL. 0x30); 
outb (CH_A_CTL* 0x38); 

outb <CH_B_CTL» 2); outb <CH_B_CTL, sirbC23 - 0x14); 

outb (CH_B_CTL> 1); outb <CH_B__CTL, wrbCll - 0x15); 

outb <CH_B_CTL, 5); outb < CH_B_CTL, wrbCSl - OxEA); 

Write( "\n\n\n\n\n\n\n\n\n\n\n\n" ); 


Writer* ***********************#*********#******#*************\n" ); 
Write<" « 8258b IEEE B02. 2/802. 3 Compatible Data Link Driver *\n“); 
Wr i te < " ******#****************#«****#****e*******************\n " ) ; 


Write <"\n\n\n\n\n\n\n"); 
Init_DataLink ( ); 


dhex - FALSE; 
monitor_flag ® TRUE; 


Read_Addr ("\n\nEnter the Address of 
Load JLsap ( ); 


the Destination Node in Hex — > ”, 

8<Dest_Addr tOli ADD_LEN ) ; 


Read_Addr ( "\n\nEnter the Destination Node's LSAP in Hex — > ", fcdsap, 1); 


Wr ite < "\n\nDo you want to Load any Multicast Addresses? (Y or N) — >">; 

if < Yes < ) ) 

Load_Multicast< ); 

Pr int_Addresses< ); 

> 

Terminal_Mode< ) 

■C 

int frame_cnt, buf_cnt; 

struct TBD *ptbd, *q, *begin_ptbd; 

char *pbuf, c; 

Write('*\n Would you like the local echo on? <Y or N) — >">; 
if <Yes( ) ) 
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local_echo ■ TRUE; 

• It* 

local_echo » FALSEi 

Write("\n This program will now enter the terminal mod*. \n\n">i 
Write('*\n Press "'C then CR to return back to tha menu\n\n">i 

/» Initialize Fifo variables */ 


out fifo t ** in fifo_t ■ out_fifo_r * in_fifo_r n 0 ; 
t_buf_stat - EMPTYi r_buf_stat - EMPTY! 

EOI JB0130JB274i 
E nable_Uart_Int ( >; 

Enable_Ti*er_Int( >! 
monitor_flag » FALSE! 
tmstat - TRUE; 
while (tmstat) < 


for (frame^cnt - 0 1 frame_cnt < MAX_FRAMEjBIZEi q - ptbd) -C 

while ( < ptbd • Get TbdO) -■ pNULL>! /* get a xmit buffer from the 

data link «/ 

pbuf * (char e> ptbd->buf f_ptr! /* point to the buffer */ 

buf_cnt - 0; 

if (frame_cnt ■■ 0) < /* if this is the first buffer, add on IEEE 802.2 
header information »/ 

begin_ptbd * ptbd! N 

*pbuf++ * dsapi 

*pbuf++ * ssapi 

*pbuf++ * Ul! 

buf_cnt - 3! 

> 

else q->l ink ■ Of f set (ptbd >! /* if this isn't the first buffer 
link the previous buffer with the new one */ 

/* fill up a data link xmit buffer from async transmit fifo */ 
for < ! buf__cnt < TBUF_SIZE M frame_cnt < MAX_FRAME_SIZE* 

buf_cnt++» pbuf-t+t frame_cnt++) < 
if (frame_cnt !■ 0 Me send_fiag) 
break! 


> 


while ( tjbuf stat »= EMPTY)! /• wait until fifo has data e/ 
if ((c »“#pbuf - Fifo_T_Out<>> — CR) < 

♦♦buf_cnt i ♦♦pbuf; ++frame_cnti 
break; 

> 

> 

if (c == CR IS buf_cnt < TBUF_6IZE II send_flag) < /* last buffer in list */ 
ptbd->act_cnt ■ buf_cnt I EOFBIT; 
send_f lag - FALSE; 
break; 

> 

> 

whi le( !Send_Frame(begin_ptbd, fcDest_AddrC03 > >; /* keep trying until 

successful */ 
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Di tab 1 e_Uart_Int ( >> 
Disable_Timer_Int( )i 
monitor_flag * TRUE; ' 


struct TBD *Build_Frame(cnt) 

u_short cnti 

< 

u_*hort buf_cnt. fra«e_cnt, i; 

struct TBD eptbd. *q» *begin_ptbd; 

char *pbuf; 


i * 0*20; frame_cnt » 0; 
for ( ; ; q * ptbd) -C 

while ((ptbd - Oat_Tbd()) ■« pNULL); /* gat a xmit buffer from the 

data link «/ 

pbuf = (char *) ptbd->buff _ptr; /* point to the buffer */ 

buf_cnt « 0; 

if (frame_cnt ■■ 0) < /* if this is the first buffer, add on IEEE 802.2 
header information */ 

begin_ptbd ■ ptbd; 

*pbuf++ • dsap; 

*pbuf++ ■ ssap; 

*pbuf++ * UI; 
buf_cnt ■ 3; 

> 

else q->l ink * Of f set ( p tbd ); /* if this isn't the first buffer 
link the previous buffer with the new one */ 

/* fill up a data link xmit buffer with ASCII characters */ 
for (; buf _cnt < TBUFJSI2E && cnt > 0; 

i++» buf_cnt++. pbuf++. cnt — . frame_cnt++> < 

«pbuf = i; 
if (i > 0*7E> 
i = 0* IF; 

> 

if (cnt ** 0) < /* last buffer in list */ 
ptbd->act_cnt » buf_cnt i EOFBIT; 
break; 

> 

> 

raturn(begin_ptbd); . 


Monitor_Mode( ) 

< 

u_short xmit. cnt. i; 

struct TBD *Bui ld_Frame ( > . *ptbd> 

WriteC* Do you want this station to transmit? (Y or N> — > “); 
if (YesO) 
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for ( xmit - FALSE) xmit *» FALSE) ) -C 

Write< H \n Enter the number of data bytes in tha frame — > ">) 
cnt * Read_Int < >* 
if (cnt > 2045) 

Write ("\n Sorry* the number has to be less than 2046! Nn">» 

else 

xmit - TRUE) 

> 


else xmit « FALSE) 


WriteCNn Hit any hey to exit Monitor Mode. \n\n**>) 


WriteC 

# of Good 

# of Oood 

CRC 

A1 ignment 

WriteC 

Frames 

Frames 

Errors 

Errors 

WriteC 

Transmitted 

Received 




No Receive\n’*>) 
Resource OverrunNn")) 
Errors ErrorsNn” )* 


/ « "01 234567890 1 234567890 1 234567890 1 234567890 1 234567890 1 234567890 1 234 5678901234 5678 


xxxxxxxx 

25 


X XXX 

33 


xxxx 

44 


xxxx 

57 


xxxx 

71 */ 


for (i - 0) i < 79; i++) 

line! i 3 = 0x20) 

1 ineC793 * CR) 

1 ineC803 ■ 'NO') 


while <<inb<CHJB_CTL> * 1> *» 0> < 
for ( i « 0* i < 72* i++) 
linetiD ■ 0x20) 

WriteJLong_Int(good_xmit_cnt. 11 >) 

Wri te JLong_Int <recv.jPr ame_.cn t* 25)) 
Write_JBhort_Int (scb. crc_errs. 33)i 
Wr ite_Short_Int < scb. aln_errs» 44)) 
Write_Short_Int(scb. rsc_errs* 57)) 
Write_Short_Int(scb. ovr_errs. 71)) 

Write (61 ineCOD) 
if (xmit) < 

ptbd - Build_Frame<cnt)) 

wh i le< !Stnd_Frame( ptbd. 6Dest_AddrC0D ) )) 

> 

> 

i * CiO) 


Hs_Xmit_Mode( ) 

< 

struct TBD *ptbdi 

Wr i te ( "\n Hit any key to exit High Speed Transmit Mode. NnNn" ) ; 

hs_stat * TRUE; 

E01_80130_8274i 
Enable_Uart_Int( >) 

/* Execute this loop until a recv char interrupt happends at Uart */ 
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while (hs_stat) < 

while ( (ptbd ■ Get_Tbd()> ■» pNULL) » /* get a xmtt buffer from 

the data link */ 

ptbd->act_cnt EOFBIT; /* eat the End Of Frame bit */ 

while( ! Sen d_Frame( ptbd. tcDest_AddrC03 ) ) i /* Send Frame */ 

> 

risable_Uart_Int < )j 


Print__Cnt(> 

< 

char chCUD. base, dwidth. width, it 
unsigned long tempi 

{ dhex ) < 
dwidth - 0: 
width = 4) 
base “ 16i 

> 

else -C 

base » 10) 
dwidth « 10) 
width - 5; 

> 

Urite("\n\n Good frames transmitted - ">) 
for (i - 1) i <- 11 - dwidth) i++) 

Co (SP ) < 

Int_To_Asc i i < good_*mit_cnt. base. ' '< &chC03. dwidth); 
ao.” i - dwidth - 1) i >■ O) i — ) 

Co(chLi j>. 

WriteC Good frames received: ">) 

for (i - 1; i O 15 - dwidth; 

Co (SP ) ) 

Int To Ascii (recv — frame_cnt. base. ' '» fcchCUj. iiwidth)» 

*or~(i”= dwidth - 1) i >- 0; i— ) 

Write("\n\n di C errors received: ">; 
for (i * 1; i <* 15 - width! i++) 

Co (SP ) i 

temp ■ scb. crc_errsi 

Int To_Ascii (temp. base. ' fcchCOD. width); 

*nr”( i - width - 1) i >- 0) i— ) 

;:<rhri3); 

Write(” Alignment errors received: ">) 

for (i - 1) i <- 10 - width! i++) 

C o ( SP ) ) 

temp • scb. aln_errs; 

Int_To_Ascii (temp. base. ' ' wchLOD. width); 
for (i = width — 1: i 0) i — ) 

Co(chr;;;> 

• ..;t*t"\n\n Out of Resource frames: ">; 

for (i - 1; i <- 12 - width; i++) 

Co(SP); 

temp * scb. rsc_errs; 

Int_To_Asc i i (temp, base- ' '» vchCOD. width); 
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for <i ■ width - li i >■ Oi 

i — ) 




Co(ch[i])i 





Write(” Receiver overrun frames- 




for ( i ■ 1 < i <* 12 - 

it+j 




CotSP). 





temp - scl». o vr_errei 
int__To_^scii < tempi base. ' ' 

, l<ch C03. 

width); 



for <i » width - li i >- Oi 

i — > 




CotchCUJi 





Writer ”\n\n 62586 Reset: 
for ri - li i <*= 2? widthi 





CctSP) ; 





temp reeet_cnti 

Int To Ascii (temp* base* ' ' 

, fcchC03. 

width ) i 



for ri » width - li i >» Oi 

i — ) 




Cotchti3)i 





Writer" Transmit underrun frames: ") 




foT < i =* J ; i s." 11 - width* 

i++> 




CotSP >i 





temp « underrun^enti 

Int To Ascii rtemp. base. ' 

. fcchCOD, 

width J ; 



for ri * width - li i >» Oi 

i — ' 




Cor ch C i J > ; 





Write* "\n\n Lost CR8: “)i 
for ;i * li i <» 26 - widthi 

i++> 




CotSP); 





temp * no_crs_cnti 

Int to Ascii rtemp. base. ' 

. 8<ch COD. 

width); 

x 


for ri ■ width - li i >» o- 

x / 




Co ( ch C i 3 ) ; 





Writer" SQE errors: "). 

tor ri = li i <- 25 - widthi 

i-t*) 




CorsP)> 





temp * sqe_err_cnt» 

Int To Asc i i < temp. base. ' 

. *>ch COD, 

width )i 



for ri “ width - 1? i >= Oi 

i — ) 




Co ( ch C i 3 ) • 





Wr iter "\n\n Maximum retry: 

» * 




for ti ■ 1; i <* 21 - width 

i++ ) 




Co< SP ) ; 





temp ■ max_col_cnt; 
Int_To_Asc i i t temp. base. ' 

'. StchC03, 

width); 



for ri = width - li i >* Oi 

i— ) 




Cor ch C i 3 ) i 





1 Writer" Prames that deferred: ")i 

for ti * li i <- 15 - dwidthi i++> 




C o ( SP ) i 





j Int To Asciitdefer cnt. base. ' ' « &chC03. dwidth)i 



for ti ■ dwidth - li i >« 0 

i — ) 




Cot chCi3 >i 

> 





Print_Helpt> 





Write t"\n\n Commands are. \n\n")i 




Write t" T - Terminal Mode 


M - Monitor ModeNn"). 
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Writ* <" X - 
Write <" P - 
Write <" A - 
Write <" S - 
Write <" N - 
Write (" R - 


Main ( ) 

int ci 

Init Uap ( ) 

Print JHelp ( )j 

for <i > ) < 

Write <"\n\n Enter a command* type H for Help — > ">} 

c * Read_ChaT < ) i 

switch (Lower_Case(c ) ) < 

case 'h': 

Print__H*lp < >; 
break} 
case 'm': 

Monitor_Mode< >; 
break} 
case 't/: 

Terminal_Mode < )} 
break} 

case 

Hs_Xmit_Mode( )} 
break } 
case 'v': 

Writet "\n Transmit Statistics are now M >; 
if (flags, station == 1) 

Wr i t* < “on. \n Would you like to change it ? <Y or N> — > ">} 

els* 

Write < "of f. Sn Would you like to change it ? CY or N> — > ">} 
if (YesO) < 

if ( flags. stat_on *= 1) 
flags. stat_on = 0; 
else flags. stat_on * 1} 

> 

break* 
case 'p': 

Print_Cnt< ) } 
break} 
case 'c ' : 

Clear_Cnt< >} 
break} 
case 'a': 

Load_Multicast< >} 
break} 
case ' z ' : 

Remove_Multicast< )> 
break} 
case 's': 
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Change Destination Node Address 
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name 

c_assy_ 

jiujpjpiorjfc 



• tack 

segment 

stack 'stack ' 



•tktop 

label 

word 



• tack 

ends 




DLD DATA 

segment 

public 'DATA' 


extrn 

SEGMT : 

word 

i data segment address 


DLD_DATA 

ends 



UAP DATA 

segment public 

'DATA' 


UAP_DATA 


ends 



DLD CODE 


segment public 

'CODE' 



extrn 

Isr Timeout : far. Isr 586 : far. Isr7_: far 



extrn 

lsr6 : far. Isr5 : far. lsrl_: far 


DLD.CODE 


ends 



UAP _C ODE 

segment public 

'CODE' 



extrn 

Isr Uart : far, 

Isr2_: far, Main_: far 


UAP _C ODE 

ends 



DQ_CODE 


segment public 

'CODE' 



public 

inu» .« outw init_intv_. enable_. disable_, Build_Ptr.. 



public 

□ ffset_. begin 

, inb_» outb_ 


argl 

equ 

CDP + 61 



arg2 

equ 

CBP + 81 




assume 

CS: DQ CODE 




assume 

DS: DLD_D AT A 



■, + 

initialization program 

for the 82586 data link driver 


bag in: 

st i 





mov 

ax, DLD DATA ; get base of dgroup and 



mov 

SEGMT _. ax 

> pass the segment value to the c program 



mov 

ds, ax 




call Main_ 

* go to the c program 



hit 




inb 

pr oc 

far 




push 

BP 




mov 

BP, SP 




push 

DX 




mov 

DX, argl 




in 

AL, DX 




pop 

DX 




mov 

SP, BP 
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pop 

BP 


rot 

inb_ ondp 

outb_ proc 

far 


push 

BP 


mov 

BP* SP 


push 

DX 


push 

AX 


mov 

DX* argl 


mov 

AX* org2 


out 

DX, AL 


pop 

AX 


pop 

DX 


mov 

SP, BP 


pop 

BP 


rot 

outb_ ondp 

inw_ proc 

far 


push 

BP 


mov 

BP. BP 


push 

DX 


mov 

DX* argl 


in 

AX, DX 


pop 

DX 


mov 

SP, BP 


pop 

BP 


rot 



inw_ ondp 1 

outui_ proc 

far 


push 

BP 


mov 

BP, SP 


push 

DX 


push 

AX 


mov 

DX. argl 


mov 

AX, ar g2 


out 

DX. AX 


pop 

AX 


pop 

DX 


mov 

SP, BP 


pop 

BP 


rot 

outw_ ondp 

Build_Ptr_ 

proc far 


push 

BP 


mov 

BP. SP 


mov 

DX, DLDJDATA 


mov 

AX, argl 


mov 

SP, BP 


, POP 

BP 


rot 

Build_Ptr_ 

ondp 


Offsot_ proc 

far 
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push 

BP 


mov 

BP, SP 


mov 

AX, argl 


mov 

BP, BP 


pop 

BP 


rat 



Offsat_ sndp 



s»rv#_int — isr 

proc Par 


push 

AX 


push 

BX 


push 

CX 


push 

DX 


push 

SI 


push 

D1 


push 

DS 


push 

ES 


mov 

AX, DLD_DATA 


mov 

D6, AX 


mov 

ES, AX 


call 

I sr _3B&__ 


pop 

E5 


pop 

DS 


pop 

DI 


pop 

SI 


pop 

DX 


pop 

CX 


pop 

BX 


pop 

AX 


irst 



s*rv*_int_isr 

•ndp 


ssrv*_int_B274 

proc far 


push 

AX 


push 

BX 


push 

CX 


push 

DX 


push 

SI 


push 

DI 


push 

DS 


push 

ES 


mov 

AX, UAP DATA 


mov 

DS. AX 


mov 

ES, AX 


call 

Isr_Uart_ 


pop 

ES 


pop 

DS 


pop 

DI 


pop 

SI 


pop 

DX 
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pop 

CX 



pop 

BX 



pop 

AX 



irot 




sorvo_int JB274 

ondp 



tarvi int timoout proc 

for 


push 

AX 



push 

BX 



push 

CX 



push 

DX 



push 

SI 



push 

DI 



push 

OS 



push 

ES 



sov 

AX. DLD_pATA 



mov 

DS. AX 



mov 

ES, AX 



coll 

Isr_Timoout_ 



pop 

ES 



pop 

DS 



pop 

01 



pop 

SI 



pop 

DX 



pop 

CX 



pop 

BX 



pop 

AX 



irct 




sorvo_int_ti«oout ondp 



*orvo_int7_i sr 

proc for 



push 

AX 


f 

push 

BX 



push 

CX 



push 

DX 



push 

SI 



push 

DI 



push 

D8 



push 

E8 



mov 

AX, DLDJDATA 



mov 

DS, AX 



mov 

ES, AX 



coll 

Isr7_ 



pop 

ES 



pop 

DS 



pop 

DI 



pop 

SI 



pop 

DX 



pop 

CX 



pop 

BX 



pop 

AX 
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iret 



serve_int7_isr 

•ndp 


serve_int6 isr 

proc far 


push 

AX 


push 

BX 


push 

CX 


push 

DX 


push 

SI 


push 

DI 


push 

DS 


push 

ES 


mov 

AX> DLD DATA 


mov 

DS. AX 


mov 

EB. AX 


call 

Isr6_ 


pop 

ES 


pop 

DS 


pop 

DI 


pop 

81 


pop 

DX 


pop 

CX 


pop 

BX 


pop 

iret 

AX 


serve_int6_isr 

■ndp 


serve_int5_i sr 

proc far 


push 

AX 


push 

BX 


push 

CX 


push 

DX 


push 

SI 


push 

DI 


push 

DS 


push 

ES 


mov 

AX. DLD DATA 


mov 

DS. AX 


mov 

ES. AX 


call 

lsr5_ 


pop 

ES 


pop 

DS 


pop 

DI 


pop 

SI 


pop 

DX 


pop 

CX 


pop 

BX 


pop 

iret 

AX 


s«rve_int5_isr 

endp 
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»*rv* int2 isr 

proc far 


push 

AX 


push 

BX 


push 

CX 


push 

DX 


push 

SI 


push 

DI 


push 

DS 


push 

ES 


MOV 

AX, UAP_DATA 


mov 

DS, AX 


mov 

ES, AX 


call 

I sr2_ 


pop 

ES 


pop 

DS 


pop 

DI 


pop 

81 


pop 

DX 


pop 

CX 


pop 

BX 


pop 

AX 


irst 



ssrvs_.int2_.isr 

sndp 


ssrvs inti isr 

proc far 


push 

AX 


push 

BX 


push 

CX 


push 

DX 


push 

SI 


push 

DI 


push 

DS 


push 

ES 


mov 

AX. OLD DATA 


MOV 

DS. AX 


mov 

ES. AX 


call 

Isrl_ 


pop 

ES 


pop 

DS 


pop 

DI 


pop 

SI 


pop 

DX 


pop 

CX 


pop 

BX 


pop 

irst 

AX 


ser vs_int l_i sr 

sndp 


snabl*_ proc 
Stl 

far 
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ret 







enable_ endp 







d isab le 

proc 

far 





cli 







ret 







disable. 

endp 






init intv_ 

proc 

far 





push 

DS 






push 

AX 






xor 

AX, AX 






mov 

DS, AX 






i Interrupt types for the 

186/31 COMMputer 



mov 

DS: word 

Ptr 

BOh, 

offset serve int B274 

} int 0 


mov 

DS: word 

ptr 

82h, 

DQ_CODE 



mov 

DS: word 

ptr 

84 h, 

offset serve intl.isr 

i int 1 


mov 

DS: word 

ptr 

B6h, 

DO.CQDE 



mov 

DS: word 

ptr 

B8h i 

offset serve int2 isr 

i int 2 


mov 

DS: word 

ptr 

BAh, 

DQ_CQDE 



mov 

DS: word 

ptr 

BCh, 

offset serve int isr 

i int 3 


mov 

DS: word 

ptr 

BEh, 

DQ.CODE 



mov 

DS: word 

ptr 

90h, 

offset serve.int timeout 

i int 4 


mov 

DS: word 

ptr 

92h» 

DQ.CODE 



mov 

DS: word 

ptr 

94h , 

offset serve intS.isr 

i int 5 


mov 

DS: word 

ptr 

96h, 

DQ_CODE 



mov 

DS: word 

ptr 

98h, 

offset serve int6_isr 

; int 6 


mov 

DS: word 

ptr 

9Ah, 

DQ_CODE 



mov 

DS: word 

ptr 

9Ch. 

offset serve int7 isr 

, int 7 


mov 

DS: word 

ptr 

9Eh, 

DQ_CODE 



pop 

AX 






pop 

DS 






ret 







init_intv_ 

endp 






DQ.CODE ends 








end 


begin, ’ tfs; dld_data, ss: stack 

stktop 
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1.0 INTRODUCTION 

Personal computers have become the most prolific 
workstation in the office, serving a wide range of needs 
such as word processing, spreadsheets, and data bases. 
The need to interconnect PCs in a local environment 
has clearly emerged, for purposes such as the sharing of 
file, print, and communication servers; downline load- 
ing of files and application programs; electronic mail; 
etc. Proliferation of the PC makes it the workstation of 
choice for accessing the corporate mainframe/s; this 
function can be performed much more efficiently and 
economically when clusters of PCs are already inter- 
connected through Local Area Networks (LANs). Ac- 
cording to market surveys, the installed base of PCs in 
business environments reached about 10 million units 
year-end ’85, with only a small fraction connected via 
LANs. The installed base is expected to double by 
1990. There is clearly a great need for locally intercon- 
necting these machines; furthermore, end users expect 
interconnectability across vendors. Thus, there is an ur- 
gent need for industry standards to promote cost effec- 
tive PC LANs. 

A large number of proprietary PC LANs have become 
available for the office environment over the past sever- 
al years. Many of these suffer from high installed cost, 
technical deficiencies, non-conformance to industry 
standards, and general lack of industry backing. Star- 
LAN, in Intel’s opinion, is one of the few networks 
which will emerge as a standard. It utilizes a proven 
network access method, it is implemented with proven 
VLSI components; it is cost effective, easily installable 
and reconfigurable; it is technically competent; and it 
enjoys the backing of a large cross section of the indus- 
try which is collaborating to develop a standard (IEEE 
802.3, type 1BASE5). 


1.1 StarLAN 

StarLAN is a 1 Mb/s network based on the CSMA/ 
CD access method (Carrier Sense, Multiple Access 
with Collision Detection). It works over standard, 
unshielded, twisted pair telephone wiring. Typically, 
the wiring connects each desk to a wiring closet in a 
star topology (from which the IEEE Task Force work- 
ing on the standard derived the name StarLAN in 
1984). In fact, telephone and StarLAN wiring can coex- 
ist in the same twisted pair bundle connecting a desk to 
the wiring closet. Abundant quantities of unused phone 
wiring exist in most office environments, particularly in 
the U.S. The StarLAN concept of wiring and network- 
ing concepts was originated by AT&T Information Sys- 
tems. 

1.2 The 82588 

The 82588 is a single-chip LAN controller designed for 
CSMA/CD networks. It integrates in one chip all func- 


tions needed for such networks. Besides inplementing 
the standard CSMA/CD functions like framing, defer- 
ring, backing off and retrying on collisions, transmit- 
ting and receiving frames, it performs data encoding 
and decoding in Manshester or NRZI format, carrier 
sensing and collision detection, all up to a speed of 2 
Mb/s (independent of the chosen encoding scheme). 
These functions make it an optimum controller for a 
StarLAN node. The 82588 has a very conventional mi- 
crocomputer bus interface, easing the job of interfacing 
it to any processor. 


1.3 Organization of the Application 
Note 



This application note has two objectives. One is to de- 
scribe StarLAN in practical terms to prospective imple- 
menters. The other is to illustrate designing with 82588, 
particularly as related to StarLAN which is expected to 
emerge as its largest application area. 


Section 2 of this Application Note describes the Star- 
LAN network, its basic components, collision detec- 
tion, signal propagation and network parameters. Sec- 
tions 3 and 4 describe the 82588 LAN controller and its 
role in the StarLAN network. Section 5 goes into the 
details of designing a StarLAN node for the IBM PC. 
Section 6 describes the design of the HUB. Both these 
designs have been implemented and operated in an ac- 
tual StarLAN environment. Section 7 documents the 
software used to drive the 82588. It gives the actual 
procedures used to do operations like, configure, trans- 
mit and receive frames. It also shows how to use the 
DMA controller and interrupt controller in the IBM 
PC and goes into the details of doing I/O on the PC 
using DOS calls. Appendix A shows oscilloscope traces , 
of the signals at various points in the network. Appen- 
dix B describes the multiple point extension (MPE) be- 
ing considered by IEEE. Appendixes C and D talk 
about advanced usages of the 82588; working with only 
one DMA channel, and measuring network delays with 
the 82588. 


1.4 References 

For additional information on the 82588, see the Intel 
Microcommunications Handbook. StarLAN specifica- 
tion are currently available in draft standard form 
through the IEEE 802.3 Working Group. 


2.0 StarLAN 

StarLAN is a low cost 1 Mb/s networking solution 
aimed at office automation applications. It uses a star 
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topology with the nodes connected in a point-to-point 
fashion to a central HUB. HUBs can be connected in a 
hierarchical fashion. Up to 5 levels are supported. The 
maximum distance between a node and the adjacent 
HUB or between two adjacent HUBs is 800 ft. (about 
250 meters) for 24 gauge wire and 600 ft. (about 200 
meters) for 26 gauge wire. Maximum node-to-node dis- 
tance with one HUB is 0.5 km, hence IEEE 802.3 des- 
ignation of type 1BASE5. 1 stands for 1 Mb/s and 
BASE for baseband. (StarLAN doesn’t preclude the use 
of more than 800 ft wiring provided 6.5 dB maximum 
attenuation is met, and cable propagation delay is no 
more than 4 bit times). 

One of the most attractive features of StarLAN is that 
it uses telephone grade twisted pair wire for the trans- 
mission medium. In fact, existing installed telephone 
wiring can also be used for StarLAN. Telephone wiring 
is very economical to buy and install. Although use of 
telephone wiring is an obvious advantage, for small 
clusters of nodes, it is possible to work around the use 
of building wiring. 

Factors contributing to low cost are: 

1) Use of telephone grade, unshielded, 24 or 26 gauge 
twisted pair wire transmission media. 

2) Installed base of redundant telephone wiring in most 
buildings. 

3) Buildings are designed for star topology wiring. 
They have conduits leading to a central location. 

4) Availability of low cost VLSI LAN controllers like 
the 82588 for low cost applications and the 82586 for 
high performance applications. 


5) Off-the-shelf, Low cost RS-422, RS-485 drivers/re- 
ceivers compatible with the StarLAN analog inter- 
face requirements. 


2.1 StarLAN Topology 

StarLAN, as the name suggests, uses a star topology. 
The nodes are at the extremities of a star and the cen- 
tral point is called a HUB. There can be more than one 
HUB in a network. The HUBs are connected in a hier- 
archical fashion resembling an inverted tree, as shown 
in Figure 1, where nodes are shown as PCs. The HUB 
at the base (at level 3) of the tree is called the Header 
Hub (HHUB) and others are called Intermediate HUBs 
(IHUB). It will become apparent, later in this section, 
that topologically, this entire network of nodes and 
HUBs is equivalent to one where all the nodes are con- 
nected to a single HUB. Also StarLAN doesn’t limit 
the number of nodes or HUBS at any given level. 

2.1.1 TELEPHONE NETWORK 

StarLAN is structured to run parallel to the telephone 
network in a building. The telephone network has, in 
fact, exactly the same star topology as StarLAN. Let us 
now examine how the telephone system is typically laid 
out in a building in the USA. Figure 2 shows how a 
typical building is wired for telephones. 24 gauge 
unshielded twisted pair wires emanate from a Wiring 
Closet. The wires are in bundles of 25 or 50 pairs. The 
bundle is called D inside wiring (DIW). The wires in 
these cables end up at modular telephone jacks in the 
wall. The telephone set is either connected directly to 



Figure 1. StarLAN Topology 
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the jack or through an extension cable. Each telephone 
generally needs one twisted pair for voice and another 
for auxiliary power. Thus, each modular jack has 2 
twisted pairs (4 wires) connected to it. A 25 pair DIW 
cable can thus be used for up to 12 telephone connec- 
tions. In most buildings, not all pairs in the bundle are 
used. Typically, a cable is used for only 4 to 8 telephone 
connections. This practice is followed by telephone 
companies because it is cheaper to install extra wires 
initially, rather than retrofitting to expand the existing 
number of connections. As a result, a lot of extra, un- 
used wiring exists in a building. The stretch of cable 
between the wiring closet and the telephone jack is typi- 
cally less than 800 ft. (250 meters). In the wiring closet 
the incoming wires from the telephones are routed to 
another wiring closet, a PABX or to the central office 
through an interconnect matrix. Thus, the wiring closet 
is a concentration point in the telephone network. 
There is also a redundancy of wires between the wiring 
closets. 


2.1.2 StarLAN AND THE TELEPHONE 
NETWORK 

StarLAN does not have to run on building wiring, but 
the fact that it can significantly adds to its attractive- 
ness. Figure 3 shows how StarLAN piggybacks on tele- 
phone wiring. Each node needs two twisted pair wires 
to connect to the HUB. The unused wires in the 25 pair 
DIW cables provide an electrical path to the wiring 
closet, where the HUB is located. Note that the tele- 
phone and StarLAN are electrically isolated. They only 
use the wires in the same bundle cable to connect to the 
wiring closet. Within the wiring closet, StarLAN wires 
connect to a HUB and telephone wires are routed to a 
different path. Similar cable sharing can occur in con- 
necting HUBs to one another. See Figure 4 for a typical 
office wired for StarLAN through telephone wiring. 



231422-3 


Figure 2. Telephone Wiring in a Building 



•StarLAN and telephones share the same bundle, but are electrically isolated. 
"StarLAN uses the unused wires in existing bundles. 
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Figure 3. Coexistence of Telephone and StarLAN 






Figure 4. A Typical Office Using Telephone Wiring for StarLAN 
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2.1.3 StarLAN AND Ethernet 

StarLAN and Ethernet are similar CSMA/CD net- 
works. Since Ethernet has existed longer and is better 
understood, a comparison of Ethernet with StarLAN is 
worthwhile. 

1. The data rate of Ethernet is lOMb/s and that of Star- 
LAN is 1 Mb/s. 

2. Ethernet uses a bus topology with each node con- 
nected to a coaxial cable bus via a 50 meter trans- 
ceiver cable containing four shielded twisted pair 
wires. StarLAN uses a star topology, with each node 
connected to a central HUB by a point to point link 
through two pairs of unshielded twisted pair wires. 

3. Collision detection in Ethernet is done by the trans- 
ceiver connected to the coaxial cable. Electrically, it 
is done by sensing the energy level on the coax cable. 
Collision detection in StarLAN is done in the HUB 
by sensing activity on more than one input line con- 
nected to the HUB. 


4. In Ethernet, the presence of collision is signalled by 
the transceiver to the node by a special collision de- 
tect signal. In StarLAN, it is signalled by the HUB 
using a special collision presence signal on the re- 
ceive data line to the node. 

5. Ethernet cable segments are interconnected using re- 
peaters in a non-hierarchical fashion so that the dis- 
tance between any two nodes does not exceed 2.8 
kilometers. In StarLAN, the maximum distance be- 
tween any two nodes is 2.5 kilometers. This is 
achieved by wiring a maximum of five levels of 
HUBs in a hierarchical fashion. 


2.2 Basic StarLAN Components 

A StarLAN network has three basic components: 

1. StarLAN node interface 

2. StarLAN HUB 

3. Cable 
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Figure 5. Ethernet and StarLAN Similarities 
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2.2.1 A StarLAN NODE INTERFACE 

Figure 6 shows a typical StarLAN node interface. It 
interfaces to a processor on the system side. The proc- 
essor runs the networking software. The heart of the 
node interface is the LAN controller which does the job 
of receiving and transmitting the frames in adherence 
to the IEEE 802.3 standard protocol. It maintains all 
the timings — like the slot time, interframe spacing 
etc.— required by the network. It performs the func- 
tions of framing, deferring, backing-off, collision detec- 
tion which are necessary in a CSMA/CD network. It 
also does Manchester encoding of data to be transmit- 
ted and clock separation — or decoding — of the Man- 
chester encoded data that is received. These signals be- 
fore going to the unshielded twist pair wire, may under- 
go pulse shaping (optional) pulse shaping basically 
slows down the fall/rise times of the signal. The pur- 
pose of that is to diminish the effects of cross-talk and 
radiation on adjacent pairs sharing the same bundle 
(digital voice, T1 trunks, etc). The shaped signal is sent 
on to the twisted pair wire through a pulse transformer 
for DC isolation. The signals on the wire are thus dif- 
ferential, DC isolated from the node and almost sinus- 
oidal (due to shaping and the capacitance of the wire). 

NOTE: 

Work done by the IEEE 802.3 committee has shown 
that no slew rate control on the drivers is required. 
Shaping by the transformer and the cable is sufficient 
to avoid excessive EMI radiation and crosstalk. 

The squelch circuit prevents idle line noise from affect- 
ing the receiver circuits in the LAN controller. The 
squelch circuit has a 600 mv threshold for that purpose. 
Also as part of the squelch circuitry an envelope detec- 
tor is implemented. Its purpose is to generate an enve- 
lope of the transitions of the RXD line. Its output serve 


as a carrier sense signal. The differential signal from the 
HUB is received using a zero-crossing RS-422 receiver. 
Output of the receiver, qualified by the squelch circuit, 
is fed to the RxD pin of the LAN controller. The RxD 
signal provides three kinds of information: 

1) Normal received data, when receiving the frame. 

2) Collision information in the form of the collision 
presence signal from the HUB. 

3) Carrier sense information, indicating the beginning 
and the end of frame. This is useful during transmit 
and receive operations. 

2.2.2 StarLAN HUB 

HUB is the point of concentration in StarLAN. All the 
nodes transmit to the HUB and receive from the HUB. 
Figure 7 shows an abstract representation of the HUB. 
It has an upstream and a downstream signal processing 
unit. The upstream unit has N signal inputs and 1 sig- 
nal output. And the downstream unit has 1 input and 
N output signals. The inputs to the upstream unit come 
from the nodes or from the intermediate HUBs 
(IHUBs) and its output goes to a higher level HUB. 
The downstream unit is connected the other way 
around; input from an upper level HUB and the out- 
puts to nodes or lower level IHUBs. Physically each 
input and output consist of one twisted pair wire carry- 
ing a differential signal. The downstream unit essential- 
ly just re-times the signal received at the input, and 
sends it to all its outputs. The functions performed by 
the upstream unit are: 

1. Collision detection 

2. Collision Presence signal generation 

3. Signal Retiming 

4. Jabber Function 

5. Start of Idle protection timer 



Figure 6. 82588 Based StarLAN Node 
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Figure 7. A StarLAN HUB 

The collision detection in the HUB is done by sensing 
the activity on the inputs. If there is activity (or tran- 
sitions) on more than one input, it is assumed that more 
than one node is transmitting. This is a collision. If a 
collision is detected, a special signal called the Collision 
Presence Signal is generated. This signal is generated 
and sent out as long as activity is sensed on any of the 
input lines. This signal is interpreted by every node as 
an occurrence of collision. If there is activity only on 
one input, that signal is re-timed — or cleaned up of any 
accumulated jitter — and sent out. Figure 8 shows the 
input to output relations of the HUB as a black box. 

If a node transmits for too long the HUB exercises a 
Jabber function to disable the node from interfering 
with traffic from other nodes. There are two timers in 


the HUB associated with this function and their opera- 
tion is described in section 6. 

The last function implemented by the HUB is the start 
of Idle protection timer. During the end of reception, 
the HUB will see a long undershoot at its input port. 

This undershoot is a consequence of the transformer 
discharging accumulated charge during the 2 microsec- 
onds of high of the idle pattern. The HUB should im- 
plement a protection mechanism to avoid the undesir- 
able effects of that undershoot. 

Figure 9 shows a block diagram of the HUB. A switch 
position determines whether the HUB is an IHUB ora ■ 

HHUB (Header HUB). If the HUB is an IHUB, the HHBI 
switch decouples the upstream and the downstream 
units. HHUB is the highest level HUB; it has no place 
to send its output signal, so it returns its output signal 
(through the switch) to the outputs of the downstream 
unit. There is one and only one HHUB in a StarLAN 
network and it is always at the base of the tree. The 
returned signal eventually reaches every node in the 
network through the intermediate nodes (if any). Star- 
LAN specifications do not put any restrictions on the 
number of IHUBS at any level or on number of inputs 
to any HUB. The number of inputs per HUB are typi- 
cally 6 to 12 and is dictated by the typical size of clus- 
ters in a given networking environment. 



231422-9 


Figure 8. HUB as a Black Box 
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Figure 9. StarLAN HUB Block Diagram 


2.2.3 StarLAN CABLE 

Unshielded telephone grade twisted pair wires are used 
to connect a node to a HUB or to connect two HUBs. 
This is one of the cheapest types of wire and an impor- 
tant factor in bringing down the cost of StarLAN. 

Although the 24 gauge wire is used for long stretches, 
the actual connection between the node and the tele- 
phone jack in the wall is done using extension cable, 
just like connecting a telephone to a jack. For very 
short StarLAN configurations, where all the nodes and 
the HUB are in the same room, the extension cable 
with plugs at both ends may itself be sufficient for all 
the wiring. (Extension cables must be of the twisted 
pair kind, no flat cables are allowed). 


Although it is outside the scope of the IEEE 802.3 
1BASE5 standard, there is considerable interest in us- 
ing fiber optics and coaxial cable for node to HUB or 
HUB to HUB links especially in noisy and factory envi- 
ronments. Both these types of cables are particularly 
suited for point-to-point connections. Even mixing of 
different types of cables is possible (this kind of envi- 
ronments are not precluded). 

NOTE: 

StarLAN IEEE 802.3 1BASE5 draft calls for a maxi- 
mum attenuation of 6.5 dB between the transmitter 
and the corresponding receiver at all frequencies be- 
tween 500 KHz to 1 MHz. Also the maximum al- 
lowed cable propagation delay is 4 microseconds. 


The telephone twisted pair wire of 24 gauge has the 
following characteristics: 


Attenuation 
DC Resistance 
Inductance 
Capacitance 
Impedance 


42.55 db/mile @ 1 MHz 
823.69 O/mile 
0.84 mH/mile 
0.1 jmF/mile 

92.6H, —4 degrees @ 1 MHz 


Experiments have shown that the sharing of the tele- 
phone cable with other voice and data services does not 
cause any mutual harm due to cross-talk and radiation, 
provided every service meets the FCC limits. 


2.3 Framing 

Figure 10 shows the format of a 802.3 frame. The be- 
ginning of the frame is marked by the carrier going 
active and the end marked by carrier going inactive. 
The preamble has a 56 bit sequence of 101010 .... 
ending in a 0. This is followed by 8 bits of start of frame 
delimiter (sfd) — 10101011. These bits are transmitted 
with the MSB (leftmost bit) transmitted first. Source 
and destination fields are 6 bytes long. The first byte is 
the least significant byte. These fields are transmitted 
with LSB first. The length field is 2 bytes long and gives 
the length of data in the Information field. The entire 
information field is a minimum of 46 bytes and a maxi- 
mum of 1500 bytes. If the data content of the Informa- 
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tion field is less than 46, padding bytes are used to 
make the field 46 bytes long. The Length field indicates 
how much real data is in the Information field. The last 
32 bits of the frame is the Frame Check Sequence 
(FCS) and contains the CRC for the frame. The CRC is 
calculated from the beginning of the destination ad- 
dress to the end of the Information field. The generat- 
ing polynomial (Autodin II) used for CRC is: 

X32 + X26 + X23 + X22 + #6 + X^2 + X^ + 

X10 + X8 + X7 + X5 + X4 + X2 + X + 1 

No need for Figure N. 


The frames can be directed to a specific node (LSB of 
address must be 0), to a group of nodes (multicast or 
group — LSB of address must be 1) or all nodes (broad- 
cast — all address bits must be 1). 


2.4 Signal Propagation and Collision 

Figure 1 1 will be used to illustrate three typical situa- 
tions in a StarLAN with two IHUBs and one HHUB. 
Nodes A and B are connected to HUB1, nodes C and D 
to HUB2 and node E to HUB3. 


CARRIER OFF 


CARRIER ON 

I 7 

j PREAMBLE | SFD | DA | SA \ LEN | INFORMATION [ FCS | 


1 6 


MAX = 1500 
MIN = 46 


A 


H FRAME LENGTH 

MAX = 151 8 
MIN = 64 

SFD 
DA 
SA 
LEN 
FCS 

All numbers indicate field length in octets. 


= Start of Frame Delimiter 
= Destination Address 
= Source Address 
= Length 

= Frame Check Sequence 


Figure 10. Framing 
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Situation #1. A Transmitting 




Situation #2. A & B Transmitting 



HUB1.HUB2 areIHUBs 
HUB3 is the HHUB 

Fa, Fb, Fc — Frames from nodes A, B & C 
Fx — Collision Presence Signal 


Situation #3. A, B & C Transmitting 
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2.4.1 Situation #1 

Whenever node A transmits a frame Fa, it will reach 
HUB1. If node B is silent, there is no collision. HUB1 
will send Fa to HUB3 after re-timing the signal. If 
nodes C, D and E are also silent, there is no collision at 
HUB2 or HUB3. Since HUB3 is the HHUB, it sends 
the frame Fa to HUB1, HUB2 and to node E after re- 
timing. HUB1 and HUB2 send the frame Fa to nodes 
A, B and C, D. Thus, Fa reaches all the nodes on the 
network including the originator node A. If the signal 
received by node A is a valid Manchester signal and not 
the Collision Presence Signal (CPS) for the entire dura- 
tion of the slot time, then the node A assumes that it 
was a successful transmission. 


2.4.2 Situation #2 

If both nodes A and B were to transmit, HUB1 will 
detect it as a collision and will send signal Fx (the Colli- 
sion Presence Signal) to the HUB3 — Note that HUB1 
does not send Fx to nodes A and B yet. HUB 3 receives 
a signal from HUB1 but nothing from node E or 
HUB2, thus it does not detect the situation as a colli- 
sion and simply re-times the signal Fx and sends it to 
node E, HUB2 and HUB1. Fx ultimately reach all the 
nodes. Nodes A and B detect this signal as CPS and 
call it a collision. 

2.4.3 Situation #3 

In addition to nodes A and B, if node C were also to 
transmit, the situation at HUB1 will be the same as in 
situation #2. HUB2 will propagate Fc from C towards 
HUB3. HUB3 now sees two of its inputs active and 
hence generates its own Fx signal and sends it towards 
each node. 

These situations should also illustrate the point made 
earlier in the chapter that, the StarLAN network, with 
nodes connected to multiple HUBs is, logically, equiva- 
lent to all the nodes connected to a single HUB (Yet 
there are some differences between stations connected 
at different HUB levels, those are due to different de- 
lays to the header hub HHUB). 

2.5 StarLAN System and Network 
Parameters 


Preamble length (incl. sfd) 64 bits 

Address length 6 bytes 

FCS length CRC (Autodin II) 32 bits 

Maximum frame length 1518 bytes 

Minimum frame length 64 bytes 

Slot time 512 bit times 

Interframe spacing 96 bit times 

Minimum jam timing 32 bit times 

Maximum number of collisions 16 

Backoff limit 10 


Backoff method Truncated binary exponential 

Encoding Manchester 

Clock tolerance ±0.01% (100 ppm) 


Maximum jitter per segment ± 62.5 ns 

3.0 LAN CONTROLLER FOR StarLAN 

One of the attractive features of StarLAN is the avail- 
ability of the 82588, a VLSI LAN controller, designed 
to meet the needs of a StarLAN node. The main re- 
quirements of a StarLAN node controller are: 

1. IEEE 802.3 compatible CSMA/CD controller. 

2. Configurable to StarLAN network and system pa- 
rameters. 

3. Generation of all necessary clocks and timings. 

4. Manchester data encoding and decoding. 

5. Detection of the Collision Presence Signal. 

6. Carrier Sensing. 

7. Squelch or bad signal filtering. 

8. Fast and easy interface to the processor. 

82588 performs all these functions in silicon, providing 
a minimal hardware interface between the system proc- 
essor and the StarLAN physical link. It also reduces 
the software needed to run the node, since a lot of func- 
tions, like deferring, back off, counting the number of 
collisions etc., are done in silicon. 


3.1 IEEE 802.3 Compatibility 

The CSMA/CD control unit on the 82588 performs the 
functions of deferring, maintaining the Interframe 
Space (IFS) timing, reacting to collision by generating a 
jam pattern, calculating the back-off time based on the 
number of collisions and a random number, decoding 
the address of the incoming frame, discarding a frame 
that is too short, etc. All these are performed by the 
82588 in accordance to the IEEE 802.3 standards. For 
inter-operability of different nodes on the StarLAN net- 
work it is very important to have the controllers strictly 
adhere to the same standards. 


3.2 Configurability of the 82588 

Almost all the networking parameters are programma- 
ble over a wide range. This means that the StarLAN 
parameters form a subset of the total potential of the 
82588. This is a major advantage for networks whose 
standards are being defined and are in a flux. It is also 
an advantage when carrying over the experience gained 
with the component in one network to other applica- 
tions, with differing parameters (leveraging the design). 

The 82588 is initialized or configured to its working 
environment by the CONFIGURE command. After 
the execution of this command, the 82588 knows its 
system and network parameters. A configure block in 
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memory is loaded into the 82588 by DMA. This block 
contains all the parameters to be programmed as shown 
in Figure 12. Following is a partial list of the parame- 
ters with the programmable range and the StarLAN 
value: 


Parameter 

Range 

StarLAN 

Value 

Preamble length 

2, 4, 8, 16 bytes 

8 

Address length 

0 to 6 bytes 

6 

CRC type 

16, 32 bit 

32 

Minimum frame 

length 

6 to 255 bytes 

64 

Interframe 

spacing 

12 to 255 bit times 

96 

Slot time 

1 to 2047 bit times 

512 

Number of 

retries 

Oto 15 

15 


Parameter 

Range 

StarLAN 

Value 

Data encoding 

NRZI, Man., 
Diff. Man. 

Manch. 

Collision 

Code viol., 


detection 

Bit comp. 

Code Viol. 


Beside these, there are many other options available, 
which may or may not apply to StarLAN: 

Data sampling rate of 8 or 16 
Operating in Promiscuous mode 
Reception of Broadcast frames 
Internal loopback operation 
External loopback operation 
Transmit without CRC 
HDLC Framing 


BIT 


i i r — r i 1 1 

BYTE COUNT (L.S.B) 

L_ 1 1 1 1 1 1 




BYTE COUI 

1 1 1 

'4T (M.S.B) 

1 1 1 

CHNG 

SERIAL 

MODE 

SMPLG 

RATE 

OSC 

RANGE 

1 1 1 

FIFO LIMIT 

1 1 1 



B 

1 

UFFER 



LENGTI 

n 

H 

1 

I 


EXT 

LP.BCK 

INT 

LP.BCK 

1 

PREAM LEN 
1 

NO SRC 
ADD INS 


ADD LEN 
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METD 

E> 
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(P PRIO 

1 

DIF.MAN 
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1 1 
INTER FRAME 

1 
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i 



i i 

s 

_l 1 J 

LOT TIME (L 

) 
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L : i __ 


RETRY 
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CDBBC 
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LOT TIME (K 

) 

PAD 

BIT 

STUFF 

CRC16 

NCRC 
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TON 

NCRS 

MAN 

/NRZ* 

BC 

DIS 

PRM 

CDT 

SRC 


CDTF 

1 


CRS 

SRC 


CRSF 



I 

MINIMUM 

.... 1 

FRAME 

LENO 

1 

TH 

1 1 


L 


CONFIG PARAMETER FORMAT 
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Figure 12. Configuration Block 
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3.3 Clocks and Timers 

The 82588 requires two clocks; one for the operation of 
the system interface and another for the serial side. 
Both clocks are totally asynchronous to each other. 
This permits transmitting and receiving frames at data 
rates that are virtually independent of the speed at 
which the system interface operates. 

The serial clock can be generated on chip using just an 
external crystal of a value 8 or 16 times the desired bit 
rate. An external clock may also be used. 

The 82588 has a set of timers to maintain various tim- 
ings necessary to run the CSMA/CD control unit. 
These are timings for the Slot time, Interframe spacing 


time, Back off time, Number of collisions, Minimum 
frame length, etc. These timers are started and stopped 
automatically by the 82588. 


3.4 Manchester Data Encoding and 
Decoding 


In StarLAN the data transmitted by the node must be 
encoded in Manchester format. The node should also 
be able to decode Manchester encoded data when re- 
ceiving a frame — a process also known as clock recov- 
ery. The 82588 does the encoding and decoding of data 
bits on chip for data rates up to 2 Mb/s. 

Besides Manchester, the 82588 can also do encoding 
and decoding in NRZI and Differential Manchester 
formats. Figure 13 shows samples of encoding in 




Encoding 

Method 

Mid Bit Cell 
Transitions 

Bit Cell Boundary 
Transitions 

NRZ 

Do not exist. 

Identical to original data. 

NRZI 

Do not exist. 

Exist only if original data 
bit equals 0. 

Dependent on present 
encoded signal level: 
to 0 if 1 
to 1 if 0 

Manchester 

Exist for every bit of 
the original data: 
from 0 to 1 for 1 
from 1 to 0 for 0 

Exist for consequent equal 
bits of original data: 
from 1 to 0 for 1 1 
from 0 to 1 for 0 0 

Differential 

Manchester 

Exist for every bit of 
the original data. 
Dependent on present 
Encoded signal level: 
to 0 if 1 
to 1 if 0 

Exist only if original data 
bit equals 0. 

Dependent on present 
Encoded signal level: 
to 0 if 1 
to 1 if 0 


Figure 13. 82588 Data Encoding Rules 
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these three formats. The main advantage of NRZI over 
the other two is that NRZI requires half the channel 
bandwidth, for any given data rate. On the other hand, 
since the NRZI signal does not have as many tran- 
sitions as the other two, clock recovery from it is more 
difficult. The main advantage of Differential Manches- 
ter over straight Manchester is that for a signal that is 
differentially driven (as in RS 422), crossing of the two 
wires carrying the data does not change the data re- 
ceived at the receiver. In other words, NRZI and Dif- 
ferential Manchester encoding methods are polarity in- 
sensitive (Even though NRZI, Differential Manchester 
are polarity insensitive, the 82588 expects a high level 
in the RXD line to detect carrier inactive at the end of 
frames). 


3.5 Detection of the Collision 
Presence Signal 

In a StarLAN network, HUB informs the nodes that a 
collision has occurred by sending the Collision Pres- 
ence Signal (CPS) to the nodes. The CPS signal is a 
special signal which contains violations in Manchester 
encoding. Figure 14 shows the CPS signal. It has a 5 ms 
period, looking very much like a valid Manchester sig- 
nal except for missing transitions (or violations) at 


periodic intervals. When the 82588 decodes this signal, 
it fails to see mid-cell transitions repeatedly at intervals 
of 2.5 bit times and hence calls it a code violation. The 
edges of CPS are marked for illustration as a, b, c, 
d, . . . 1. Let us see how the 82588 interprets the signal if 
it starts calling the edge ‘a’ as the mid-cell transition for 
T. Then edge at ‘b’ is ‘O’. Now the 82588 expects to see 
an edge at **’ but since there is none, it is a Manchester 
code violation. The edge that eventually does occur at 
‘d’ is then used to re-synchronize and, since it is a fall- 
ing edge, it is taken as a mid-cell transition for ‘O’. The 
edge at ‘e’ is for a T’ and then again there is no edge at 
‘*’. This goes on, with the 82588 flagging code violation 
and re-synchronizing again every 2.5 bit times. When a 
transmitting node sees this CPS signal being returned 
by the HUB (instead of a valid Manchester signal it 
transmitted), it assumes that a collision occurred. The 
82588 has two built-in mechanisms to detect collisions. 
These mechanisms are very general and can be used for 
a very broad class of applications to detect collisions in 
a CSMA/CD network. Using these mechanisms, the 
82588 can detect collisions (two or more nodes trans- 
mitting simultaneously) by just receiving the collided 
signal during transmission, even if there was no HUB 
generating the CPS signal. 
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3.5.1 COLLISION DETECTION BY CODE 
VIOLATION 

If during transmission, the 82588 sees a violation in the 
encoding (Manchester, NRZI or Differential Manches- 
ter) used, then it calls it a collision by aborting the 
transmission and transmitting a 32 bit jam pattern. The 
algorithm used to detect collisions, and to do the data 
decoding, is based on finding the number of sampling 
clocks between an edge to the next one. Suppose an 
edge occurred at time 0, the sampling instant of the 
next edge determines whether it was a collision (C), a 
long pulse (L) — with a nominal width of 1 bit time — ,or 
a short pulse (S) — nominal width of half a bit time. The 
following two charts show the decoding and collision 
detection algorithm for sampling rates of 8 and 16 
when using Manchester encoding. The numbers at the 
bottom of the line indicate sampling instances after the 
occurrence of the last edge (at 0). The alphabets on the 
top show what would be inferred by the 82588 if the 
next edge were to be there. 

Sampling rate = 8 (clock is 8x bit rate) 

CCSSSLLLLLCC 


0 1 2 3 4 5 6 7 8 9 10 11 12 13 

Collision also if: 

RxD stays low for 13 samples or more 
A mid cell transition is missing 

Sampling rate =16 (clock is 16x bit rate) 
CCCCCSSSSSCLLLLLLLLLCCCC 

I 1 I I I I I 1 I I H +H -H +H -H- H - H H 

0 2 4 6 8 10 12 14 16 18 20 22 24 26 


Collision also if: 

RxD stays low for 25 samples or more 

A mid cell transition is missing 

A single instance of code violation can qualify as colli- 
sion. The 82588 has a parameter called collision detect 
filter (CDT Filter) that can be configured from 0 to 7. 
This parameter determines for how many bit times the 
violation must remain active to be flagged as a collision. 
For StarLAN CDT Filter must be configured to 0 — 
that is disabled. 

3.5.2 COLLISION DETECTION BY SIGNATURE 
(OR BIT) COMPARISON 

This method of collision detection compares a signature 
of the transmitted data with that of the data received on 
the RxD pin while transmitting. Figure 15 shows a 
block diagram of the logic. As the frame is transmitted 
it flows through the CRC generation logic. A timer, 
called the Tx slot timer, is started at the same time that 
the CRC generation starts. When the count in the timer 
reaches the slot time value, the current value of the 
CRC generator is latched in as the transmit signature. 
As the frame is returned back (through the HUB) it 
flows through the CRC checker. Another timer — Rx 
slot timer — is started at the same time as the CRC 
checker starts checking. When this timer reaches the 
slot time value, the current value of the CRC checker is 
latched in as the receive signature. If the received signa- 
ture matches the transmitted one, then it is assumed 
that there was no collision. Whereas, if the signatures 
do not match, a collision is assumed to have occurred. 



* MATCH = NO COLLISION 
NO MATCH = COLLISION 


Figure 15. Collision Detection by Signature Comparison 
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Note that, even if the collision were to occur in the first 
few bits of the frame, a slot time must elapse before it is 
detected. In the code violation method, collision is de- 
tected within a few bit times. However, since the signa- 
ture method compares the signatures, which are char- 
acteristic of the frame being transmitted, it is more ro- 
bust. The code violation method can be fooled by re- 
turning a signal to the 82588 which is not the same as 
the transmitted signal but is a valid Manchester sig- 
nal— like a 1 MHz signal. Both methods can be used 
simultaneously giving a combination of speed and ro- 
bustness. 

NOTE: 

In order to reliably detect a collision using the colli- 
sion by bit comparison mode, the transmitter must 
still be transmitting up to the point where the receiver 
has seen enough bits to complete its signature. Other- 
wise, the transmitter may be done before the RX sig- 
nature is completed resulting in an undetected colli- 
sion. A sufficient condition to avoid this situation is to 
transmit frames with a minimum length of 1.5 * slot- 
time (see Figure 16). 

3.5.3 ADDITIONAL COLLISION DETECTION 
MECHANISM 

In addition to the collision detection mechanisms de- 
scribed in the preceding sections, the 82588 also flags 
collision when after starting a transmission any of the 
following conditions become valid: 

a) Half a slot time elapses and the carrier sense of 
82588 is not active. 


b) Half a slot time + 16 bit times elapse and the open- 
ing flag (sfd) is not detected. 

c) Carrier sense goes inactive after an opening flag is 
received with transmitter still active. 

These mechanisms add a further robustness to the colli- 
sion detection mechanism of the 82588. It is also possi- 
ble to OR an externally generated collision detect signal 
to the internally generated condition by bit comparison 
(see Figure 17). 


3.6 Carrier Sensing 

A StarLAN network is considered to be busy if there 
are transitions on the cable. Carrier is supposed to be 
active if there are transitions. Every node controller 
needs to know when the carrier is active and when not. 
This is done by the carrier sensing circuitry. On the 
82588 this circuit is on chip. It looks at the RxD (re- 
ceive data) pin and if there are transitions, it turns on 
an internal carrier sense signal. It turns off the carrier 
sense signal if RxD remains in idle (high) state for 13/8 
bit times. This carrier sense information is used to mark 
the start of the interframe space time and the back off 
time. The 82588 also defers transmission when the car- 
rier sense is active. 

When operating in the NRZI encoded mode, carrier 
sense is turned off if RxD pin is in the idle state for 8 bit 
times or more (see Figure 18). 



Figure 16. Limitation of CDBBC Mechanism 


1-436 




AP-236 


intef 



COLLISION DETECTION SOURCE (INTERNAL, EXTERNAL) 
(CONFIGURE BYTE 10, BIT 7) 



Figure 17. Mode 0, Collision Detection 


3.7 Squelching the Input 

Squelch circuit is used to filter idle noise on the receiver 
input. Basically two types of squelch may be used: Volt- 
age and time. Voltage squelch is done to filter out sig- 
nals whose strength is below a defined voltage thresh- 
old (0.6 volts for StarLAN). It prevents idle line noise 
from disturbing the receive circuits on the controller. 
The voltage squelch circuit is placed right after the re- 
ceiving pulse transformer. It enables the input to the 
RxD pin of the 82588 only when the signal strength is 
above the threshold. 


If the signal received has the proper level but not the 
proper timing, it should not bother the receiver. This is 
accomplished by the time squelch circuit on the 82588. 
Time squelching is essential to weed out spikes, glitches 
and bad signal especially at the beginning of a frame. 
The 82588 does not turn on its carrier sense (or receive 
enable) signal until it receives three consecutive edges, 
each separated by time periods greater than the fast 
time clock high time but less than 13/8 bit-times as 
shown in Figure 18. 
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The carrier sense activation can be programmed for a 
further delay by up to 7 bit times by a configuration 
parameter called carrier sense filter. 


3.8 System Bus Interface 

The 82588 has a conventional bus interface making it 
very easy to interface to any processor bus. Figure 19 


shows that it has an 8 bit data bus, read, write, chip 
select, interrupt and reset pins going to the processor 
bus. It also needs an external DMA controller for data 
transfer. A system clock of up to 8 MHz is needed. The 
read and write access times of the 82588 are very 
short— 95 ns — as shown by Figure 20. This further fa- 
cilitates interfacing the controller to almost any proces- 
sor. 


STANDARD _ 
BUS RD 
INTERFACE wo 


DRQO 

DMA DACKO 
INTERFACE DRQ1 
DACK1 



SERIAL 

INTERFACE 


TCLK (M0DE0) 


CSMA/CD 

INTERFACE 


SYSTEM CLOCK 


Figure 19. Chip Interface 



Figure 20. Access Times 
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The 82588 has over 50 bytes of registers, and most are 
accessed only indirectly. Figure 21 shows the register 
access mechanism of the 82588. It has one I/O port and 
2 DMA channel ports. These are the windows into the 
82588 for the CPU and the DMA controller. An exter- 
nal CPU can write into the Command register and read 
from the Status registers using I/O instructions and 
asserting chip select and write or read lines. Although 
there is just one I/O port and 4 status registers, they 
can be read out in a round robin fashion through the 
same port as shown in Figure 22. Other registers like 
the Configuration, Individual Address registers can be 


accessed only through DMA. All the internal registers 
can be dumped into memory by DMA using the Dump 
command. The execution of some of the commands is 
described in section 4. See the 82588 Reference Manual 
for details on these commands. 


3.9 Debug and Diagnostic Aids 

Besides the standard functions that can be used directly 
for StarLAN, the 82588 offers many debug and diag- 





4 Status registers are accessed through one read port 



The pointer can be changed using a command or can be automatically incremented. 

READ_STATUS_588 : PROCEDURE; /* COMMAND 15 */ 

OUTPUT (CS_588) = 15; /* RELEASE POINTER, INITIAL = 00 */ 

STATUS_588 ( 0 ) =INPUT (CS_588) ; /* REFRESH STATUS REGISTER IMAGE */ 

STATUS_588 ( 1 ) =INPUT (CS_588) ; /* IN MEMORY. 

STATUS_588 (2)=INPUT (CS_588) ; 

STATUS_588 (3) =INPUT (CS-588) ; 

RETURN 

END READ_STATUS_588 ; 

READING 4 STATUS REGISTERS 
Figure 22. Reading the Status Register 


nostics functions. The DIAGNOSE command of the 
82588 does a self-test of itiost of the counters and timers 
in the 82588 serial unit. Using the DUMP command, 
all the internal registers of the 82588 can be dumped 
into the memory. The TDR command does Time Do- 
main Reflectometery on the network. The 82588 has 
two loopback modes of operation. In the internal loop- 
back mode, the TXD line is internally connected to the 
RXD one. No data appears outside the chip, and the 
82588 is isolated from the link. This mode enables 
checking of the receive and transmit machines without 
link interference. In the external loopback mode, the 
82588 becomes a full duplex device, being able to re- 
ceive its own transmitted frames. In this mode data 
goes through the link and all CSMA/CD mechanisms 
are involved. 


3.10 Jitter Performance 

When the 82588 receives a frame from the HUB, the 
signal has jitter. Jitter is the shifting of the edges of the 
signal from their nominal position due to the transmis- 
sion over a length of cable. Many factors like, intersym- 
bol interference (pulses of different widths have differ- 
ent delays through the transmission media), rise and 
fall times of drivers and receivers, cross talk etc., con- 
tribute to the jitter. StarLAN specifies a maximum jit- 
ter of ±62.5 ns whenever the signal goes from a 
NODE/HUB or HUB/HUB. Figure 23 shows that the 
jitter tolerance of the 82588 is exactly the required 


±62.5 ns at 1 Mbs for both 8X, 16X Manchester en- 
coded data. 



Figure 23. 82588 Jitter Performance 


4.0 THE 82588 

This chapter describes the basic 82588 operations. 
Please refer to the 82588 reference manual in Intel Mi- 
crocommunications Handbook for a detailed descrip- 
tion. Basic operations like transmitting a frame, receiv- 
ing a frame, configuring the 82588 and dumping the 
register contents are discussed here to give a feel for 
how the 82588 works. 
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4.1 Transmit and Retransmit 
Operations 

To transmit a frame, the CPU prepares a block in the 
memory called the transmit data block. As shown in 
Figure 24, this block starts with a byte count field, indi- 
cating how long the rest of the block is. The destination 
address field contains the node address of the destina- 
tion. The rest of the block contains the information or 
the data field of the frame. The CPU also programs the 
DMA controller with the start address of the transmit 
data block. The DMA byte count must be equal to or 
greater than the block length. The 82588 is then issued 
a TRANSMIT command — an OUT instruction to the 
command port of the 82588. The 82588 starts generat- 
ing DMA requests to read in the transmit data block by 
DMA. It also determines whether and how long it must 
defer on the link and after that, it starts transmitting 
the preamble. The 82588 constructs the frame on the 
fly. It takes the destination address from the memory, 
source address from its own individual address memory 
(previously programmed), data field from the memory 
and the CRC, is generated on chip, at the end of the 
frame. 


1. Prepare Transmit Data — Block in Memory 

2. Program DMA Controller 

3. Issue Transmit Command on the Desired 
Channel 


BYTE 

COUNT 

~1 

DESTIN. 

ADDRESS 


4 - 

INFORMATION 


231422-25 

Transmit Data Block 

4. Interrupt is received on completion of com- 
mand or if the command was aborted or 
there was a collision. The status bytes 1 and 
2 indicate the result of the operation. 

STATUS 1 


STATUS 2 
231422-26 

Transmit & Retransmit Results Format 

Figure 24. Transmit Operation 

At the conclusion of transmission the 82588 generates 
an interrupt to the CPU. The CPU can then read the 


7 6 5 4 3 2 1 0 


TX 

DEF 

HRT 

BEAT 

MAX 

COLL 


NUI 

1. OF C 

OLLISI 

— 

DNS 

COLL 


TX 

OK 



LOST 

CRS 

LOST 

CTS 

UNDER 

RUN 


status registers to find out if the transmission was suc- 
cessful. If a collision occurs during transmission, the 
82588 aborts transmission and generates the jam se- 
quence, as required by IEEE 802.3, and informs the 
CPU through interrupt and the status registers. It also 
starts the back-off algorithm. 


To re-attempt transmission, the CPU must reinitialize 
the DMA controller 7 to the start of the transmit data 
block and issue a RETRANSMIT command to the 
82588. When the 82588 receives the retransmit com- 
mand and the back-off timer has expired, it transmits 
again. Interrupt and the status register contents again 
indicate the success or failure of the (re)transmit at- 
tempt. 



The main difference between transmit and retransmit 
commands is that retransmit does not clear the internal 
count for the number of collisions occurred, whereas 
transmit does. Moreoever, retransmit takes effect only 
when the back-off timer has expired. 


4.2 Configuring the 82588 

To initialize the 82588 and program its network and 
system parameters, a configure operation is performed. 
It is very similar to the transmit operation. Instead of a 
transmit data block as in transmit command, a config- 
ure data block — shown in Figure 12 — is prepared by 
the CPU in the memory. The first two bytes of the 
block specify the length of the rest of the block, which 
specify the network and system parameters for the 
82588. The DMA controller is then programmed by 
the CPU to the beginning of this block and a CONFIG- 
URE command is issued to the 82588. The 82588 reads 
in the parameters by DMA and loads the parameters in 
the on-chip registers. 

Similarly, for programming the INDIVIDUAL AD- 
DRESS and MULTICAST ADDRESSes, the DMA 
controller is used to load the 82588 registers. 


4.3 Frame Reception 

Before enabling the 82588 for reception the CPU must 
make a buffer available for the frame to be received. 
The CPU must program the DMA controller with the 
starting address of the buffer and then issue the RX_ 
ENABLE command to the 82588. When a frame ar- 
rives at the RxD pin of the 82588, it starts being re- 
ceived. Only if the address in the destination address 
matches either the Individual address, Multicast ad- 
dress or if it is a broadcast address, is the frame deposit- 
ed into memory by the 82588 using DMA. The format 
of storage in the memory is shown in Figure 25. At the 
end, a two byte field is attached which shows the status 
of the received frame. If CRC, alignment or overrun 
errors are encountered, they are reported. An inter- 
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Prepare a Buffer for Reception 
Program DMA Controller 
Issue Receiver Enable Command 

When a frame is received, it is deposited in the 
memory. Receive status bytes (2) are appended to 
the frame in the memory, byte count written in the 
status registers 1, 2, and an interrupt is generated. 


RECEIVE 

STATUS 


SRT 

FRM 

NO 

EOF 









RCV 

O.K. 


CRC 

ERR 
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ERR 


OVER 

RUN 


STATUS REG. 1 

BYTE 

STATUS REG. 2 

COUNT 


RECEIVED FRAME 



DESTIN. 

ADDRESS 


SOURCE 

ADDRESS 


INFORMATION 


RECEIVE 

STATUS 
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Figure 25. Receive Operation (Single Buffer) 


rupt from 82588 occurs when all the bytes have been 
transferred to the memory. This informs the CPU that 
a new frame has been received. 

If the received frame has errors, the CPU must recover 
(or re-use) the buffer. Note that the entire frame is de- 
posited into one buffer. The 82588 when NOT config- 
ured for the external loopback mode, will detect colli- 
sions (code violations) during receptions. If a collision 
is detected, the reception is aborted and status updated. 
CPU is then informed by an interrupt (if the collided 
frame fragment is shorter than the address length, no 
reception will be started), and no interrupt will happen. 


4.3.1 Multiple Buffer Frame Reception 

It is also possible to receive a frame into a number of 
fixed size buffers. This is particularly economical if the 
received frames vary widely in size. If the single buffer 
scheme were used as described above, the buffer re- 
quired would have to be bigger than the longest expect- 
ed frame and would be very wasteful for very short 
(typically acknowledge or control) frames. The multi- 
ple buffer reception is illustrated in Figure 26. It uses 
two DMA channels for reception. 
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As in single buffer reception, the one channel, say chan- 
nel 0, of the DMA controller is programmed to the 
start of buffer 1, and the 82588 is enabled for reception 
with the chaining bit set. As soon as the first byte is 
read out of the 82588 by the DMA controller and writ- 
ten into the first location of buffer 1, the 82588 gener- 
ates an interrupt, saying that it is filling up its last avail- 
able buffer and one more buffer must be allocated. The 
filling up of the buffer 1 continues. The CPU responds 
to the interrupt by programming the other DMA chan- 
nel — channel 1 — with the start address of the second 
buffer and issuing an ASSIGN ALTERNATE buffer 
command with an INTACK (interrupt acknowledge). 
This informs the 82588 that one more buffer is avail- 
able on the other channel. When buffer 1 is filled up 
(the 82588 knows the size of buffers from the configura- 
tion command), the 82588 starts generating the DMA 
requests on the other channel. This automatically starts 
filling up buffer 2. As soon as the first byte is written 
into buffer 2, the 82588 interrupts the CPU again ask- 
ing for one more buffer. The CPU programs the chan- 
nel 0 of the DMA controller with the start address of 
buffer 3, issues an ASSIGN ALTERNATE buffer com- 
mand with INTACK. This keeps the buffer 3 ready for 
the 82588. This switching of channels continues until 
the entire frame is received generating an end of frame 
interrupt. The CPU maintains the list of pointers to the 
buffers used. 

Since a new buffer is allocated at the time of filling up 
of the last buffer, the 82588 automatically switches to 
the new buffer to receive the next frame as soon as the 
last frame is completely received. It can start receiving 
the new frame almost immediately, even before the end 
of frame interrupt is serviced and acknowledged by the 
CPU. If a new frame comes in, and the previous frame 


interrupt is not yet acknowledged, another interrupt 
needed for new buffer allocation is buffered (and not 
lost). As soon as the first one is acknowledged, the in- 
terrupt line goes active again for the buffered one. 


If by the time a buffer fills up no new buffer is available, 
the 82588 keeps on receiving. An overrun will occur 
and will be reported in the received frame status. How- 
ever, ample time is available for the allocation of a new 
buffer. It is roughly equal to the time to fill up a buffer. 
For 128 byte buffers it is 128 X 8 = 1024 ms or ap- 
proximately 1 millisec. You get 1 ms to assign a new 
buffer after getting the interrupt for it. Hence the pro- 
cess of multiple buffer reception is not time critical for 
the system performance. 



This method of reception is particularly useful to guar- 
antee the reception of back-to-back frames separated by 
IFS time. This is because a new buffer is always avail- 
able for the new frame after the current frame is re- 
ceived. 


Although both the DMA channels get used up in re- 
ceiving, only one channel is kept ready for reception 
and the other one can be used for other commands until 
the reception starts. If an execution command like 
transmit or dump command is being executed on a 
channel which must be allocated for reception, the 
command gets automatically aborted when the AS- 
SIGN ALTERNATE BUFFER command is issued to 
the channel used for the execution command. The in- 
terrupt for command abortion occurs after the end of 
frame interrupt. 
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4.4 Memory Dump of Registers 

All the 82588 internal registers can be dumped in the 
memory by the DUMP command. A DMA channel is 
used to transfer the register contents to the memory. It 
is very similar to reception of a frame; instead of data 
from the serial link, the data from the registers gets 
written into the memory. This provides a software de- 
bugging and diagnostic tool. 


4.5 Other Operations 

Other 82588 operations like DIAGNOSE, TDR, 
ABORT, etc. do not require any parameter or data 
transfer. They are executed by writing a command to 


the 82588 command register and knowing the results (if 
any) through the status registers. 


5.0 StarLAN NODE FOR IBM PC 

This chapter deals with the hardware — the StarLAN 
board — to interface the IBM PC to a StarLAN Net- 
work. This is a slave board which takes up one slot on 
the I/O channel of the IBM PC. Figure 27 shows an 
abstract block diagram of the board. It requires the 
IBM PC resources of the CPU, memory, DMA and 
interrupt controller on the system board to run it. Such 
a board has two interfaces. The IBM PC I/O Channel 
on the system or the parallel side and the telephone 
grade twisted pair wire on the serial side. Figures 28, 29 
show the circuit diagram of the board. 



Figure 27. 82588 Based StarLAN Node 
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5.1 Interfacing to the IBM PC I/O 
Channel 

IBM PC has 8 slots on the system board to allow ex- 
pansion of the basic system. All of them are electrically 
identical and the I/O channel is the bus that links them 
all to the 8088 system bus. The I/O channel contains 
an 8 bit bidirectional data bus, 20 address lines, 6 levels 
of interrupt, 3 channels of DMA control lines and other 
control lines to do I/O and memory read/write opera- 
tions. Figure 30 shows the signals and the pin assign- 
ment for the I/O Channel. 
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Figure 30. I/O Channel Diagram 


5.1.1 REGISTER ACCESS AND DATA BUS 
INTERFACE 

The CPU accesses the StarLAN adapter card through 2 
I/O address windows. Address 300H is used to access 


to 82588 for commands and status, address 301H ac- 
cesses an on board control port that enables the various 
interrupt and DMA lines. Even though only two ad- 
dresses are needed, the card uses all the 16 addresses 
spaces from 300H to 30FH. This was done to keep sim- 
plicity and minimum component count. Registers ad- 
dress decoding is done using a PAL (16L8) and an ex- 
ternal NAND gate (U8). 


Hex Range 

Usage 

000-00F 

DMA Chip 8237A-5 

020-021 

Interrupt 8259A 

040-043 

Timer 8253-5 

060-063 

PPI 8255A-5 

080-083 

DMA Page Registers 

0AX* 

NMI Mask Register 

OCX 

Reserved 

0EX 

Reserved 

200-20F 

Game Control 

210-217 

Expansion Unit 

220-24F 

Reserved 

278-27F 

Reserved 

2F0-2F7 

Reserved 

2F8-2FF 

Asynchronous Communications 
(Secondary) 

300-31 F 

Prototype Card 

320-32F 

Fixed Disk 

378-37F 

Printer 

380-38C** 

SDLC Communications 

380-389** 

Binary Synchronous Communications 
(Secondary) 

3A0-3A9 

Binary Synchronous Communications 
(Primary) 

3B0-3BF 

IBM Monochrome Display/Printer 

3C0-3CF 

Reserved 

3D0-3DF 

Color/Graphics 

3E0-3E7 

Reserved 

3F0-3F7 

Diskette 

3F8-3FF 

Asynchronous Communications 
(Primary) 

* At power-on time, the Non Mask Interrupt into the 

8088 is masked off. 

This mask bit can be set and reset through 

system software as follows: 

Set mask: Write hex 80 to I/O Address hex A0 

(enable NMI) 

Clear mask: Write hex 00 to I/O Address hex A0 

(disable NMI) 

** SDLC Communications and Secondary Binary 

Synchronous Communications cannot be used 

together because their hex addresses overlap. 


Figure 31. I/O Address Map 
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CS_ (to 588) 

LDPRT_ (to DMA, INTERRUPT enable lines) 
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Register Access 


Format of Following Equations Will Be According To 
The Following Specifications: 

1 INVERT 

_ SIGNAL ACTIVE LOW 
& LOGIC AND 
# LOGIC OR 

A9NANDA8 = ! (A9 & A8) 

CS_ = ! ( 1AEN & 1A9NANDA8 & !A7 & !A6 JA5 & !A4 & !A0 ) 

LDPORT. = ! ( !AEN & 1A9NANDA8 & !A7 & !A6 & !A5 & IA4 & AO & II0WR_ ) 
BUSEN_ = DACK1_ & DACK2_ & .( ! ( !AEN & JA9NANDA8 & IA7 & JA6 & IA5 & IA4) ) ; 


The signal CS decodes address 300H, it is only active 

when AEN is inactive meaning CPU and not DMA 
cycles. LDPORT_ has exactly the same logic for ad- 
dress 30 1H, but it is only active during I/O write cy- 
cles. The I/O port sitting on address 30 1H is write 
only. The data BUS lines DO to D7 are buffered from 
the 82588 to the PC bus using an 74LS245 transceiver 
chip. 


I0RD_ — 



D0-D7 

X 


◄ ► 

E 

4— ► TO 588 


R 


BUSEN_ — 

t 
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Data Bus Interface 


The Bus transceiver is enabled if: A DMA access is 
taking place, or I/O ports 300H to 30FH are being 
accessed. 

5.1.2 Control Port 

As mentioned the StarLAN adapter port has a 4-bit 
write only control port. The purpose of this port is to 
selectively enable the DMA and INTERRUPT request 
lines. Also it can completely disable the transmitter. 

Control Port Definition 


ENDRQ1 

ENDRQ3 

ENINTER 

TXEN 


ENDRQ1, ENDRQ2 : “1” Enable DMA requests. 
ENINTER : “1” Enable INTERRUPT 

request. 

TXEN : “1” Enable the transmitter. 

On power up all bits default to “0”. 
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5.1.3 CLOCK GENERATION 

The 82588 requires two clocks for operation. The sys- 
tem clock and the serial clock. The serial clock can be 
generated on chip by putting a crystal across XI and 
X2 pins. Alternatively, an externally generated clock 
can be fed in at pin XI (with X2 left open). In both 
cases, the frequency must be either 8 or 16 times (sam- 
pling factor) the desired bit rate. For StarLAN, 8 or 16 
MHz are the correct values to generate 1 Mb/s data 
rate. A configuration parameter is used to tell the 
82588 what the sampling factor is. An externally sup- 
plied clock must have MOS levels (0.6V- 3.9V). Specifi- 
cations for the crystal and the circuit are shown in Fig- 
ure 32. 

The system clock has to be supplied externally. It can 
be up to 8 MHz. This clock runs the parallel side of the 
82588. Its frequency does not have any impact on the 
read and write access times but on the rate at which 
data can be transferred to and from the 82588 (Maxi- 
mum DMA data rate is one byte every two system 
clocks). This clock doesn’t require MOS levels. 

The I/O channel of the IBM PC supplies a 4.77 MHz 
signal of 33% duty cycle. This signal could be used as a 
system clock. It was decided, however, to generate a 
separate clock on the StarLAN board to be indepen- 
dent of the I/O channel clock so that this board can 
also be used in other IBM PCs and also in some other 
compatibles. The 8 MHz system clock is generated us- 


ing a DIP OSCILLATOR which have the required 50 
ppm tolerance to meet StarLAN. This clock is convert- 
ed to MOS levels by 74HCT00 and fed into both the 
system and serial clock inputs. 

5.1.4 DMA INTERFACE 

The 82588 requires either one or two DMA channels 
for full operation. In this application, one channel is 
dedicated for reception and the other is used for trans- 
missions and the other commands. Use of only one 
DMA channel is possible but may require more com- 
plex software, also some RX frames may be lost during 
switches of the DMA channel from the receiver to the 
transmitter (Those frames will be recovered by higher 
layers of the protocol). Also using only one DMA 
channel will limit the 82588 loopback functionality. So 
the recommendation is to operate with two DMA chan- 
nels if available. Appendix C describes a method of op- 
erating with only one DMA channel without loosing 
RX frames. 

The IBM PC system board has one 8237A DMA con- 
troller. Channel 0 is used for doing the refresh of 
DRAMs. Channels 1, 2 and 3 are available for add-on 
boards on the I/O Channel. The floppy disk controller 
board uses the DMA channel 2 leaving exactly two 
channels (1 and 3) for the 82588. The situation is worse 
if the IBM PC/XT is used, since it uses channel 3 for 
the Winchester hard disk leaving just the channel 1 for 


Series Resonance 

— Frequency Will Drift by About 400 PPM from Nominal 
— No Capacitors Needed 
— Doesn’t Meet StarLAN Requirements 

Meeting StarLAN 100 PPM Requirements 

— Use Parallel Resonance Crystal 

— Recommended For Precise Frequencies 

—82588 X-TAL Oscillator Stability ±35 PPM (0-70°C) 


CRYSTAL 
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Crystal: Load Capacitance = 20 pF 

Shunt Capacitance = 7 pF Maximum 
Series Resistance = 30fl Maximum 
Frequency Tolerance = 50 PPM (0-70°C) 

Cl, C2 — ► 27 pF or 39 pF, 5 % 


Figure 32. Crystal Specifications 
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the 82588. On the other hand, the IBM PC/AT has 5 
free DMA channels. We will assume that 8237A DMA 
channels 1 and 3 are available for the 82588 as in the 
case of the IBM PC. 

Since the channel 0 of 8237A is used to do refresh of 
DRAMs all the channels should be operated in single 
byte transfer mode. In this mode, after every transfer 
for any channel the bus is granted to the current high- 
est priority channel. In this way, no channel can hog 
the bus bandwidth and, more important, the refresh of 
DRAMs is assured every 15 microseconds since the re- 
fresh channel (number 0) has the highest priority. This 
mode of operation is very slow since the HOLD is 
dropped by the 8237A and then asserted again after 
every transfer. Demand mode of operation is a lot more 
suitable to 82588 but it cannot be used because of the 
refresh requirements. 

Whenever the 82588 interfaces to the 8237A in the sin- 
gle transfer mode, there is a potential 8237A lock-up 
problem. The 82588 may deactivate its DMA request 
line (DREQ) before receiving an acknowledge from the 
DMA controller. This situation may happen during 
command abortions, or aborted receptions. The 8237A 
under those circumstances may lock-up. In order to 
solve this potential problem, an external logic must be 
used to insure that DREQ to the DMA controller is 
never deactivated before the acknowledge is received. 
Figure 33 shows the logic to implement this function. 
This logic is implemented in the 16L8 PAL. 

The 82588 DREQ lines are connected to the IBM/PC 
bus through tri-state buffers which are enabled by writ- 
ing to I/O port 30 1H. This function enables the use of 
either one or two DMA channels and also the sharing 
of DMA channels with other adapter boards. 


5.1.5 INTERRUPT CONTROLLER 

The 82588 interrupts the CPU after the execution of a 
command or on reception of a frame. It uses the 8259A 
interrupt controller on the system board to interrupt 
the CPU. There are 6 interrupt request lines, IRQ2 to 
IRQ7, on the I/O channel. Figure 34 shows the assign- 
ment of the lines. In fact, none of the lines are com- 
pletely free for use. To add any new peripheral which 
uses a system board interrupt, this interrupt needs to 
have the capability to share the specific line, by driving 
the line with a tri-state driver. The 82588 StarLAN 
adapter board can optionally drive interrupt lines 
IRQ3, IRQ4 or IRQ5 (An 74LS125 driver is used). 


Number 

Usage 

NMI 

Parity 

0 

Timer 

1 

Keyboard 

2 

Reserved 

3 

Asynchronous Communications 
(Secondary) 

SDLC Communications 
BSC (Secondary) 

4 

Asynchronous Communications 
(Primary) 

SDLC Communications 
BSC (Primary) 

5 

Fixed Disk 

6 

Diskette 

7 

Printer 


Figure 34. IBM PC Hardware Interrupt Listing 
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5.2 Serial Link Interface 


5.2.1 TRANSMIT PATH 


A typical StarLAN adapter board is connected to the 
twisted pair wiring using an extension cable (typically 
up to 8 meters — 25 ft.). See Figure 35. One end of the 
cable plugs into the telephone modular jack on the Star- 
LAN board and the other end into a modular jack in 
the wall. The twisted pair wiring starts at the modular 
jack in the wall and goes to the wiring closet. In the 
wiring closet, another telephone extension cable is used 
to connect to a StarLAN HUB. The transmitted signal 
from the 82588 reach the on-board telephone jack 
through a RS-422 driver with pulse shaping and a pulse 
transformer. The received signals from the telephone 
jack to the 82588 come through a pulse transformer, 
squelch circuit and a receive enable circuit. 



Figure 35. Path from StarLAN Board to HUB 


The single ended transmit signal on the TxD pin is 
converted to a differential signal and the rise and fall 
times are increased to 1 50 to 200 ns before feeding it to 
the pulse transformer (this pulse shaping is not a re- 
quirement, but proves to give good results). Am26LS30 
is a RS-422 driver which converts the TxD signal to a 
differential signal. It also has slew rate control pins to 
increase to rise and fall times. A large rise and fall time 
reduces the possibility of crosstalk, interference and ra- 
diation. By the other hand a slower edge rate increases 
the jitter. In the StarLAN adapter card, the first ap- 
proach was used. The 26LS30 converts a square pulse 
to a trapezoidal one — see Figure 36. The filtering effect 
of the cable further adds to reduce the higher frequency 
components from the waveform so that on the cable the 
signal is almost sinusoidal. The pulse transformer is for 
DC isolation. The pulse transformers from Pulse Engi- 
neering — type PE 64382 — was used in this design. This 
is a dual transformer package which introduces an ad- 
ditional rise and fall time of about 70-100 ns on the 
signal, helping the former discussed waveshaping. 



5.2.2 IDLE PATTERN GENERATION 

StarLAN requires transmitters to generate an IDLE 
pattern after the last transmitted data bit. The IDLE 
pattern is defined to be a constant high level for 2-3 
microseconds. The purpose of this pattern is to insure 
that receivers will decode properly the last transmitted 
data bits before signal decay. Currently the 82588 needs 
one external component to generate the IDLE. The op- 
eration principle is to have an external shift register 
(74LS164) that will kind of act as an envelope detector 
of the TXD line. Whenever the TXD line goes low 
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Figure 36. Wave Shaping 
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(first preamble bit), the output of the shift register 
(third cell) will immediately go low, enabling the RS- 
422 driver, the shift register being clocked by TCLK — 
will time the duration of the TXD high times. If the 
high time is more than 2 microseconds, meaning that 
the 82588 has gone idle, the transmitter will be disabled 
(See Figure 37). Another piece of this logic is the OR- 
ing of the output of the shift register with TXEN — sig- 
nal which comes from the board control port. This sig- 
nal completely disables the transmitter. The other pur- 
pose of this enable signal, is to make sure that after 
power-up, before the 82588 is configured, the RS-422 

drivers won’t be enabled (TCLK is not active before 

the configure command). See Figures 28, 29 for the 
complete circuit. 

5.3 RECEIVE PATH 

The signal coming from the HUB over the twisted pair 
wire is received on the StarLAN board through a 100(1 
line termination resistor and a pulse transformer. The 
pulse transformer is of the same type as for the transmit 
side and its function is dc isolation. The received signal 
which is differential and almost sinusoidal is fed to the 
Am26LS32 RS-422 receiver. As seen from Figure 38 
the pulse transformer feeds two RS-422 receivers. The 
one on the bottom is for squelch filtering and the one 
above is the real receiver which does real zero crossing 
detection on the signal and regenerates a square digital 
waveform from the sinusoidal signal that 


is received. Proper zero crossing detection is very essen- 
tial; if the edges of the regenerated signal are not at zero 
crossings, the resulting signal may not be a proper 
Manchester encoded signal (self introduced jitter) even 
if the original signal is valid Manchester. The resistors 
in the lower receiver keep its differential inputs at a 
voltage difference of 600 mV. These bias resistors en- 
sure that the output remains high as long as the input 
signal is more than — 600 mV. It is very important that 
the RxD pin remains HIGH (not LOW or floating) 
whenever the receive line is idle. A violation of this may 
cause the 82588 to lock-up on transmitting. Remember, 
that based on the signal on the RxD pin, the 82588 
extracts information on the data being received, Carrier 
Sense and Collision Detect. This squelch of 600 mV 
keeps the idle line noise from getting to the 82588. Fig- 
ure 39 shows that when the differential input of the 
receiver crosses zero, a transition occurs at the output. 
It also shows that if the signal strength is higher than 
— 600 mV, the output does not change. (This kind of 
squelching is called negative squelching, and it is done 
due to the fact that the preamble pattern starts with a 
going low transition). Note that the differential voltage 
at the upper receiver input is zero when the line is idle. 
The output of the squelch goes to a pulse stretcher 
which generates an envelope of the received frame. The 
envelope is a receive enable signal and is used to AND 
the signal from the real zero crossing receiver before 
feeding it to the RxD pin of the 82588. 
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Figure 38. Input Ports 



Figure 39. Squelch Circuit Output 
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5.4 80188 Interface to 82588 

Although the 82588 interfaces easily to almost any 
processor, no processor offers as much of the needed 
functionality as the 80186 or its 8 bit cousin, the 80188. 
The 80188 is 8088 object code compatible processor 
with DMA, timers, interrupt controller, chip select log- 
ic, wait state generator, ready logic and clock generator 
functions on chip. Figure 40 shows how the 82588, in a 
StarLAN environment interfaces to the 80188. It uses 
the clock, chip select logic, DMA channels, interrupt 
controller directly from the 80188. The interface com- 
ponents between the CPU and the 82588 are totally 
eliminated. 


5.5 iSBX Interface to StarLAN 

Figure 41 shows how to interface the 82588 in a Star- 
LAN environment to the iSBX bus. It uses 2 DMA 
channels — tapping the second DMA channel from a 
neighboring iSBX connector. Such a board can be used 
to make a StarLAN to an Ethernet or a SNA or DEC- 
NET gateway when it is placed on an appropriate SBC 
board. It may also be used to give a StarLAN access to 
any SBC board (with an iSBX connector) independent 
of the type of processor on the board. 
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Figure 41. iSBX Interface to 82588 
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6.0 THE StarLAN HUB 


6.1 A StarLAN Hub for the IBM/PC 


The function of a StarLAN HUB is described in section 
2.0. Figure 42 shows a block diagram of a HUB. It 
receives signals from the nodes (or lower level HUBs) 
detects if there is a collision, generates the collision 
presence signal, re-times the signal and sends it out to 
the higher level HUB. It also receives signals from the 
higher level HUB, re-times it and sends it to all the 
nodes and lower level HUBs connected to it. If there is 
no higher level HUB, a switch on the HUB routes the 
upstream received signal down to all the lower nodes. 
The functions performed by a HUB are: 

* Receiving signals, squelch 

* Carrier Sensing 

* Collision Detection 

* Collision Presence Signal Generation 

* Signal Retiming 

* Driving signals on to the cable 
*Jabber Function 

*Receive protection Timer 


Figure 43 shows the implemention of a 5/6 port HUB 
for the IBM/PC. 


The idea of the following design is to show a HUB that 
plugs into the IBM/PC backplane. This HUB not only 
gets its power from the backplane, but also enables the 
host PC to be one NODE into the StarLAN network. 
This embedded node scheme enables further savings 
due to the fact that all the analog interface for this port 
is saved (receiver, transmitter, transformer, etc). 

This kind of board would suit very much a small clus- 
ter topology (very typical in departments and small of- 
fices) where the HUB board would be plugged into the 
FILE SERVER PC (PC/XT, PC/AT). 



The HUB design doesn’t implement the Jabber and the 
protection timers as called by the 1BASE5 draft stan- 
dard. Those functions are optional and were not closed 
during the writing of this AP-NOTE. This HUB does 
implement the RETIMING circuit which is an essen- 
tial requirement of StarLAN. 


Figures 44 to 49 show a complete set of schematics for 
the HUB design. 



Figure 42. StarLAN HUB 
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Figure 44 
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Figure 45 
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6-1.1 HUB INPUT PORTS 

Figure 38 shows a block diagram of an input port. Dif- 
ferently than the implementation in Figure 29 the HUB 
input port is potentially more complex than the NODE 
input port. The reason being that the HUB is a central 
resource and much more sensitive to noise. For exam- 
ple, if the NODE input port would falsely interpret 
noise on an IDLE line as valid signal, the worst case 
situation would be that this noise would be filtered out 
by the 82588 time squelch circuitry, on the HUB by the 
other hand, this false carrier sense could trigger a COL- 
LISION and a good frame (on another input) potential- 
ly discarded. 

As shown in Figure 38 immediately after the termina- 
tion resistor, there is a HIGH FREQUENCY FILTER 
circuit. The purpose of this circuit is to eliminate high 
frequency noise components keeping noise jitter into 
the allocated budget (about ±30 ns). A 4 MHz two 
pole butterworth filter is being recommended by the 
IEEE 802.3 1BASE5 task force (see Figure 50). 


The time squelch for the NODE board is implemented 
by the 82588 (see section 3.7) this circuit makes sure 
that pulses that are shorter than a specified duration 
will be filtered out. 

The other components of the block diagram were ex- 
plained in section 3.0. 

The HUB design doesn’t implement the HIGH FRE- 
QUENCY FILTER and TIME SQUELCH. In the 
HUB design as an output of each input port, two sig- 
nals are available: Rn, En, (RA, RB . . . , EA, EB . . . ). 
The Rn signals are the receive data after the zero cross- 
ing receivers. The En lines are CARRIER SENSE sig- 
nals. The HUB design supports either 5 or 6 input 
ports, dependent upon if it is configured as IHUB or 
HHUB. Port RE, EE (Figure 49) is bidirectional, con- 
figurable for either input or output. Port RF, EF is 

the embedded 82588 port, and doesn’t require the ana- 
log circuitry (EF is inverted, being generated from the 
RTS signal). 



Figure 50. Receiver High Frequency Filter 
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6.1.2 COLLISION DETECTION Collision Detection in the StarLAN HUB is performed 

by detecting the presence of activity on more than one 

Rn and En signals from each channel are fed to a 16L8 input channels. This means if the signal En is active for 

PAL, where the collision detection function is per- more than one channel, a collision is said to occur. This 

formed. translates to the PAL equations: 

COLLISION DETECTION: 

CDT = ! (EA & !EB & !EC & !ED & !EE & EF # 

! EA & EB & !EC & !ED & !EE & EF_ # 

! EA & !EB & EC & !ED & !EE & EF_ # 

! EA & !EB & !EC & ED & !EE & EF_ # 

! EA & !EB & !EC & !ED & EE & EF_ # 

! EA & !EB & !EC & !ED & !EE & !EF # 

! EA & !EB & !EC & !ED & !EE & EF ); 

COLLISION DETECTION SR-FF: 

COLLEN =. ! (CDT # COLLEN ); (set with collision) 

COLLEN = ! ( RESET_ # COLLEN_ # 

( !CDT & !EA & !EB & !EC & !ED & !EE & EF_); 

( reset when all inputs inactive ) 

RECEIVE DATA OUTPUT: 

RCVDAT = ( ( RA # !EA ) & ( RB # !EB ) & ( RC # !EC ) & 

( RD # !ED ) & (RE # !EE ) & (RF # EF ) ); 

( output is high if no active input) 


(only EA active) 
(only EB active) 
(only EC active) 
(only ED active) 
(only EE active) 
(only EF active) 
(none of the inputs active) 
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The COLLEN signal once triggered will stay active un- 
til all inputs go quiet. This signal is used externally to 
either enable passing RCVDAT or the collision pres- 
ence signal (CPS) to the retiming logic. An external 
multiplexer using 3 nand gates is used for this function. 
Note that in this specific implementation the CPS/ 
RCVDAT multiplexer is before the retiming logic, 
which is different from Figure 42 diagram. StarLAN 
provides enough BIT-BUDGET delay to allow the CPS 
signal to be generated through the retiming FIFO. In 
this HUB implementation it was decided to use this 
option to make sure that the CPS startup is synchroniz- 
ed with the previously transmitted bit as required by 
the 1BASE5 draft. 


6.1.3 THE LOCAL 82588 

As described before, the purpose of the local 82588 is to 
enable the Host IBM/PC to also be a node into the 
StarLAN network. The interface of this 82588 is exact- 
ly similar to the one explained in section 5. The RTS 

signal serves as the carrier EF signal, and TXD as 

RF signal. This local node interfaces to the HUB with- 
out any analog interface which is a significant saving. 

6.1.4 THE COLLISION PRESENCE SIGNAL 

The Collision Presence Signal (CPS) is generated by the 
HUB whenever the HUB detects a collision. It then 
propagates the CPS to the higher level HUB. The CPS 
signal pattern is shown in Figure 51. Whenever a Star- 
LAN node receives this signal, it should be able 
to detect within a very few bit times that a collision 
occurred. Since the nodes detect the occurrence of a 
collision by detecting violations in Manchester encod- 
ing, the CPS must obviously be a signal which violates 


Manchester encoding. Section 3.5 shows that the CPS 
has missing mid-cell transitions occurring every two 
and a half bit cells. These are detected as Manchester 
code violations. Thus, the StarLAN node is presented 
with collision detection indications every two and a half 
ms. This results in fast and reliable detection of colli- 
sions. CPS has a period of 5 ms. 

One may wonder why such a strange looking signal was 
selected for CPS. The rationale is that this CPS looks 
very much like a valid Manchester signal — edges are 
0.5 or 1.0 microsec. apart — resulting in identical radia- 
tion, cross-talk and jitter characteristics as a true Man- 
chester. This also makes the re-timing logic for the sig- 
nals simpler — it need not distinguish between valid 
Manchester and CPS. Moreover, this signal is easy to 
generate. 

A few important requirements for CPS signal are: a) it 
should be generated starting synchronized with the last 
transmitted bit cell. CPS is allowed to start either low 
or high, but no bit cell of more than 1 microsecond is 
allowed (Avoid false idles, very long “low” bits), b) 
once it starts, it should continue until all the input lines 
to the HUB die out. Typically, when the collision oc- 
curs, the multiplexor in the HUB switches from RCV 
signal to the CPS. This switch is completely asynchro- 
nous to the currently being transmitted data, and by 
such may violate the requirement of not having bit cells 
longer than 1 jlis. In order to avoid those long pulses, 
the output of the CPS/RCVDAT multiplexer is passed 
through the retiming circuitry which will correct those 
long pulses to their nominal value. The reason for re- 
striction b) is to ensure that the CPS is seen by all nodes 
on the network since it is generated until every node 
has finished generating the Jam pattern. 


IjIoIi IoIkI jIoIi IoIkI 


I 2t 1 1 1 2t I 2t |t| t = 0.5 jj,s 

5^s PERIOD — 

* MISSING MID-CELL TRANSITION 
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• Collision Presence Signal (CPS) is generated by the HUB when it detects more than one input line active. 

• CPS violates Manchester encoding rules — due to missing mid-cell transitions — hence is detected as a colli- 
sion by the DTE (82588). 


Choice of Collision Presence Signal 

• It is a Manchester look-alike signal — edges are 0.5 or 1.0 jlls apart. 

— Identical radiation, crosstalk and jitter characteristics 

— Eases retiming of the signal in the HUB 

• It is easy to generate — 1.5 TTL pack, or in a PAL 


Figure 51. Collision Presence Signal 
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CPS is generated using a 4-bit shift register and a flip- 
flop as shown in Figure 52. It works off a 2 MHz clock. 
A closer look at the CPS waveform shows that it is 
inverse symmetric within the 5 p,s period. The circuit is 
a 5 -bit shift register with a complementary feedback 
from the last to the first bit. The bits remain in defined 
states (01 100) till collision occurs. On collision the bits 
start rotating around generating the pattern of 
0011011001, 0011011001, 00110 ... with each state 
lasting for 0.5 /ns. 



Figure 52. Collision Presence 
Signal Generation 


6.1.5 SIGNAL RETIMING 

Whenever the signal goes over a cable it suffers jitter. 
This means that the edges are no longer separated by 
the same 0.5 or 1.0 jns as at the point of origin. There 
are various causes of jitter. Drivers, receivers introduce 
some shifting of edges because of differing rise and fall 
times and thresholds. A random sequence of bits also 
produces a jitter which is called intersymbol interfer- 
ence, which is a consequence of different propagation 
delays for different frequency harmonics in the cable. 
Meaning short pulses have a longer delay than long 
ones. A maximum of 62.5 ns of jitter can accumulate in 
a StarLAN network from a node to a HUB or from a 
HUB to another HUB. The following values show what 
are the jitter components: 


Transmitter skew 

±10 ns 

Cable Intersymbol interference 

±9 ns 

Cable Reflections 

±8 ns 

Reflections due to receiver 


termination mismatch 

±5 ns 

HUB fan-in, fan-out 

±5 ns 

Noise 

±25.5 

Total 

±62.5 ns 


It is important for the signal to be cleaned up of this 
jitter before it is sent on the next stretch of cable be- 
cause if too much jitter accumulates, the signal is no 
longer meaningful. A valid Manchester signal would, as 


a result of jitter, may no longer be decodable. The pro- 
cess of either re-aligning the edges or reconstructing the 
signal or even re-generating the signal so that it once 
again “looks new” is called re-timing. StarLAN re- 
quires for the signal to be re-timed after it has travelled 
on a segment of cable. In a typical HUB two re-timing 
circuits are necessary; one for the signals going up- 
stream towards the higher level HUB and the other for 
signals going downstream towards the nodes. 

6.1.6 RETIMING CIRCUIT, THEORY OF 
OPERATION 

This section will discuss the principles of designing a 
re-timing circuit. Figure 53 shows the block diagram of 
a re-timing circuit. The data coming in is synchronized 
using an 8 MHz sampling clock. Edges in the waveform 
are detected doing an XOR of two consecutive samples. 
A counter counts the number of 8 MHz clocks between 
two edges. This gives an indication of long (6 to 10 
clocks) or short (3 to 5 clocks) pulses in the received 
waveform. Pulses shorter than 3 clocks are filtered out. 
Every time an edge occurs, the length — (S)hort or 
(L)ong — of the pulse is fed into the FIFO. Retiming of 
the waveform is done by actually generating a new 
waveform based on the information being pumped into 
the FIFO. The signal regeneration unit reads the FIFO 
and generates the output waveform out of 8 MHz clock 
pulses based on what it reads, either short or longs. In 
summary every time a bit is read from the fifo, it indi- 
cates that a transition needs to occur, and when to fetch 
the next bit. When idle the output of the retiming logic 
starts with a “high” level. 

FIFO Output 

empty 1111 

S 0000 

S 1111 

L 00000000 

L 11111111 

It can be seen that the output always has edges separat- 
ed by 4 or 8 clock pulses— 0.5 or 1.0 jus. 

The FIFO is primarily needed to account for a differ- 
ence of clock frequencies at the source and regeneration 
end. Due to this difference, data can come in faster or 
slower than the regeneration circuit expects. A 16 deep 
FIFO can handle frequency deviations of up to 200 
ppm for frame lengths up to 1600 bytes. The FIFO also 
overcomes short term variations in edge separation. It 
is essential that the FIFO fills in up to about half before 
the process of regeneration is started. Thus, if the re- 
generation is done at a clock slightly faster than the 
source clock, there is always data in the FIFO to work 
from. That is why the FIFO threshold detect logic is 
necessary, which counts 8 edges and then enables the 
signal regeneration logic. 
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Example: 

Input Waveform 

Input Into 
the FIFO 


... 1 1 1 1 0001 1 1 1 00000001 11111 111100011 11100 ... 


<S> <S> <L> 


<LXS> <S> 


Regenerated Output: 
Output: 

FIFO: 


1 1 00001 1 1 1 000000001 1111111 00001 11 ... 

ill I II 

<S> <S> <L> <L> <S> <S> 



OUTPUT 
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Figure 53. Retiming Block Diagram 


6.1.7 RETIMING CIRCUIT IMPLEMENTATION 

The retiming circuit implementation can be seen in Fig- 
ures 47, 48. Both figures implement exactly the same 
function, one for the upstream, and the other for the 
downstream. The retiming circuit was implemented us- 
ing about 8 SSI, MSI TTL components, one Fifo chip 
and one PAL. The purpose of implementing this func- 
tion with discrete components was to show the imple- 
mentation details. The discussion of the implementa- 
tion will refer to Figure 47 for unit numbers. 

The signal UPIMP which is an output of the HUB 
multiplexing logic, is asynchronous to the local clock. 
This signal is synchronized by two flip-flops and fed 
into an edge generation logic (basically an XOR gate 
that compares the present sample with the previous 
one). On every input transition a 125 ns pulse will be 


generated at the output of the edge detector (U28). This 
pulse will reset the 74LS161 counter that is responsible 
for measuring pulse widths (in X8 clock increments). 
The output of the pulse discriminator will reflect the 
previous pulse width every time a new edge is detected. 
The following events will take place on every detected 
edge: 

1. U26 which is the threshold detector will shift one 
“1” in. The outputs of U26 will be used by the con- 
trol PAL to start the reconstruction process. 

2. The output of U23 which specifies the last pulse 
width will be input into the control PAL for deter- 
mining if it was a long or short pulse. The result of 
this evaluation will be the LSIN signal which will be 
loaded into the fifo (U22). 

U22 is the retiming FIFO, it is 16x4 fifo, but only one 
bit is necessary to store the SHORT/LONG informa- 
tion. 
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CONTROL LOGIC PAL functions (U25): 

Signals definition: 

INPUTS: 

PD0..PD3: Outputs of the pulse descriminator, indi- 

cate the width of the last measured 
pulse. 

EDD : Output of the edge detector, pulse of 125 

ns width, indicates the occurrence of an 
edge in the input data. 

THRESH: Output of the threshold logic, indicates 

at least one bit was already received. 

CNTEN: Output of the Threshold logic, indicates 

7 bits have been loaded into the FIFO, 
and that signal reconstruction can begin. 

CNTEND: The same signal as before delayed by one 

clock. 

OUTDAT: Output of the retiming logic, is feedback 

into the PAL to implement a clocked 
T-FF. 

RESET : Resets the retiming logic. 


LDFIFO- = 1 ( PD1 # PD2 # PD 3 ) & !EDD_ & THRESH ) ; 

Whenever there is an edge , we are above the first received bit threshold 

and the pulse width is longer than "1" the fifo is loaded. 

LSIN = ! (PD3 # (PD2 & PDO) # (PD2 & PD1) ) ; 

Every pulse longer than 6 is considered to be a long pulse . 

CNTPE_ = 1 ( (CNTEN & 1CNTEND) # CNTTC ) ; 

The reconstruction counter is loaded in two conditions : 

Whenever CNTEN comes active , meaning the FIFO threshold of seven was exceeded . 

Whenever the terminal count of U24 is active meaning a new pulse is going to be reconstructed. 

ODAT = !RESET_ # ( I CNTPE. & 10UTDAT) (A) 

# ( CNTPE. & OUTDAT) (B) 

# ( l CNTPE. & 10R) (C) . 

Minterm (A) and (B) implement a T-FF, whenever CNTPE. is "low" 

ODAT will toggle . The external U21 is part of this flip-flop. 

Minterm (C) insures the output of the flip-flop will go inactive 
"high" when the FIFO is empty. RESET, causes the output to go 
"high" on initialization. 


CNTTC: Terminal count of the reconstruction 

counter, indicating that reconstruction 
of a new bit will get started. 

OR: Output of the FIFO indicating, that the 

FIFO is empty and that IDLE genera- 
tion can get started. 

OUTPUTS? 

LDFIFO : Loads SHORT/LONG indications into 

the FIFO. 

LSIN: Indicates SHORT/LONG 

CNTPE : Loads FIFO SHORT/LONG output 

into the reconstruction counter. 

ODAT: Together with the external U21 flip-flop 

and OUTDAT implement a clocked 

T-FF. 

Loading the FIFO will be done every time there is an 
edge, we have passed the one bit filter threshold level, 
and the pulse width is longer than two 8X clocks. This 
one bit threshold level serves as a time domain filter 
discarding the first received preamble bit. 
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U24 as mentioned is the reconstruction counter. This 
counter is loaded by the control logic with either 8 or 
12, it counts up and is reloaded on terminal count. Es- 
sentially generating at the output nominal length longs 
and shorts. 

U22 is the retiming FIFO, and its function as men- 
tioned is to accommodate frequency skews between the 
incoming and outgoing signal. 

U27 is the IDLE generation logic. The purpose of this 
logic is to detect when the FIFO is empty, meaning that 
no more data needs to be transmitted. On detection of 
this event this component will generate 2 ms of IDLE 
time. On the end of IDLE the whole retiming logic will 
be reset. 

6.1.8 DRIVER CIRCUITS 

The signal coming out of the RETIMING LOGIC is 
fed into 26LS30s and pulse transformers to drive the 
twisted pair lines (See section 5.0 for details). 

6.1.9 HEADER/INTERMEDIATE HUB SWITCH 

As seen on Figure 43 this hub can be configured as 
either an intermediate hub, or a Header one. One of the 
phone jacks, more specifically JACK # 5 is either an 
input port or an output one. In order to implement this 
function, an 8 position DIP SWITCH (SW1) is used. 
The phone jacks are marked with UD, DD notation, 
meaning upstream data, and downstream data respec- 
tively. As specified in the StarLAN 1BASE5 draft 
NODES transmit data on UD pair, and HUBS on the 
DD pair. Switch SW1 has the function to invert UD, 
DD in PHONE JACK #5 to enable it to be either 
input or output port. 

6.1.10 JABBER FUNCTION 

This design does not implement the jabber unit but it is 
described here for completeness. IEEE 802.3 does not 
mandate this feature, but it is “Strongly Recommend- 
ed”. The jabber function in the HUB protects the net- 
work from abnormally long transmissions by any node. 

Two timers Tl, T2 are used by the JABBER function. 
They may be implemented either as local timers (one 
for each HUB port) or as global timers shared by all 
ports. After detecting an input active, timers Tl, T2 


will be started, and Tl will time out after 25 to 50 ms. 
T2 will time-out after 51 to 100 ms. During T2 time, 
after Tl expired, the HUB will send the CP-PAT- 
TERN informing any jamming stations to quit their 
transmissions. If on T2 time-out there are still jamming 
ports, their input is going to be disabled. A disabled 
port, will be reenabled whenever its input becomes 
again active and the downward side is idle. 

The following is an explanation of the requirement that 
the downward side be idle to reenable an input port. 
Consider the case of Figure 54. The figure shows a two 
port HUB. Port A has two wires A u , Ad for the up and 
down paths. Port B has B u , B^ respectively. Port C is 
the output port, that broadcasts to the other HUBs 
higher in the hierarchy. Consider the case as shown, 
where B u and B^ are shorted together. Suppose the case 
that port A u is active. Its signal will propagate up in the 
hierarchy through C u and come down from Cd to Ad, 
and B^. Due to the short between B^ and B u the signal 
will start a loop, that will first cause a collision and jam 
the network forever. This kind of fault is taken care of 
by the jabber circuitry. Tl and T2 will expire, causing 
the jabber logic to disable B u input. Upon this disabling 
B u is going to go Idle and be a candidate for future 
enabling. Suppose now that A u is once again active. If 
the reenable condition would not require Cd to be 
IDLE, B u would be reenabled causing the same loop to 
happen once again. Note that in this case Cd will be 
active before B u causing this port to continue to be 
disabled and avoiding the jamming situation (Figure 
55) gives a formal specification of the jabber function). 



C u C d 


^ r 


1 HUB 1 


Vb a/ 

SHORT ^ 
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Figure 54. Jabber Function 
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Power On 

1 


INPUT (X) = active 


JABBER 

WATCH 

• start-jabber Tif 

• start- jabber Tir 

Tie} 
me 2 


INPUT (X) = idle 


Jabber Time 1 _done * INPUT (X) = active 


„ „ „ - . Jobber JAM _ 
► jabber_collision 


I probation-alternative 
♦ INPUT (X) = idle 


((jabberTime 2_done + INPUT(UPPER) = idle) 
♦ INPUT (X) = active 

r + (probation-alternative ♦ INPUT (X) = idle) 


JABBER 

SHUTOFF 

• disable_lnput ( 

0 


INPUT (X) = active ♦ INPUT(UPPER) = active 


INPUT (X) = idle 


• , - Jabber probation . 
» disable_input (x5 


| INPUT (X) = octive ♦ INPUT(UPPER) = idle 


- Wait for Input active. 


- Input is active, activate timers T1, T2. 

If input goes idle, then It was a 
normal transmission. Otherwise if 
jabber Timer 1 expires, the transmission 
is illegal. Start generating collision 
pattern in state JABBER JAM. 

- Variable probation-alternative indicates 

two possible ways of implementing the function. 
Implementation of either one is allowed. 


Conditions for going to state JABBER SHUTOFF 
-T2 expires. 

- INPUT(UPPER) = idle ♦ INPUT (X) = active 

It means that the current HUB was 
SHUTOFF by a higher hierarchy one. 
This one will also SHUTOFF with the 
purpose that a jamming input be 
DISABLED at the lowest possible level. 

- INPUT (X) = idle 

Two alternatives are allowed : 

Go back to JABBER IDLE, or 
go to the SHUTOFF state. 

- On state JABBER SHUTOFF, the 
input is disabled. 

* Input will be reenabled if input is active, 
and the upper port is quiet. 
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Figure 55. Jabber State Diagram 


6.1.11 HUB RECEIVER PROTECTION TIMER 

On the end of a transmission, during the transition 
from IDLE to high impedance state, the transmitter 
will exhibit an undershoot arid/or ringing, as a conse- 
quence of transformer discharge. This undershoot/ 
ringing will be transmitted to the receiver which needs 
to protect itself from false carriers due to this effect. 
One way of implementing this protection mechanism is 
to implement a blind timer, which upon IDLE detec- 
tion will “blind” the receiver for a few microseconds. 


All the described elements will contribute to energy 
storage into the transformer inductor, which will dis- 
charge during the transition of the driver to high im- 
pedance. 

The blinding timer is currently defined to be from 20 to 
30 microseconds for the HUBs, being from 0 to 30 mi- 
croseconds for the nodes (optional). The 82588 has 
built-in this function. It won’t receive any frames for an 
inter-frame-spacing (IFS) from the idle detection. 


Causes of the transmitter undershoot/ringing: 

1. Difference in the magnitudes of the differential out- 
put voltage between the high and the low output 
stages. 

2. Waveform assymmetry due to transmitter jitter. 

3. Transmitter and receiver inductance (transformer 
L). 

4. Two to three microseconds of IDLE pattern. 


6.1.12 HUB RELIABILITY 

Since the StarLAN HUBs form focal points in the net- 
work, it is important for them to be very reliable, since 
they are single points of failure which can affect a num- 
ber of nodes or can even bring down the whole net- 
work. StarLAN 1BASE5 draft requires HUBs to have 
a mean time between failures (MTBF) of at least 5 
years of continuous operation. 
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7.0 SOFTWARE DRIVER 


7.1.1 DOING I/O ON IBM PC 


The software needed to drive the 82588 in a StarLAN 
environment is not different from that needed in a ge- 
neric CSMA/CD environment. This section goes into 
specific procedures used for operations like TRANS- 
MIT, RECEIVE, CONFIGURE, DUMP, ADDRESS 
SET-UP, etc. A special treatment will be given to inter- 
facing with the IBM PC — DMA, interrupt and I/O. 

Since all the routines were written and tried out in 
PLM-86 and ASM- 8 6, all illustrations are in these lan- 
guages. 

The following software examples are pieces of an 82588 
exerciser program. This program’s main purpose was to 
exercise the 82588 functionality and provide the func- 
tions of traffic generation and monitoring. By such the 
emphasis was on speed and accuracy of statistics gath- 
ering. 


7.1 Interfacing to IBM PC 

The StarLAN board interfaces to the CPU, DMA con- 
troller and the interrupt controller on the IBM PC sys- 
tem board. The software to operate the 82588 runs on 
the system board CPU. The illustrated routines in this 
section show exactly how the software interface works 
between the system resources on the IBM PC and the 
StarLAN board. 


The safest way to use the PC monitor as an output 
device and the keyboard as the input device is to use 
them through DOS system calls. The following is a set 
of routines which are handy to do most of the I/O: 


keySstat — to find out if a new key has been 

pressed 

keyin$noecho — to read a key from the keyboard 
charSout — to display a character on the screen 


msg$out 

lineSin 


— to display a character string on the 
screen 

— to read in a character string from the 
keyboard 



The exact semantics and the protocol for doing these 
functions through DOS system calls is shown in the 
listing in Figure 56. Refer to the DOS Manual for a 
more detailed description. To make a DOS system call, 
register AH of 8088 is loaded with the call Function 
Number and then, a software interrupt (or trap) 21 hex 
is executed. Other 8088 registers are used to transfer 
any parameters between DOS and the calling program. 
The code is written in Assembly language for register 
access. Let us see an example of the ‘msgSout’ routine: 


Ids dx,STRING_POINTER ; load pointer to string in reg. ds:dx 

mov ah,09h ; 9 = function number for string o/p 

int 21h ; DOS System Call 

These procedures are called from another module, written in a higher level language like PLM-86. The parameters 
are transferred to the ASM- 8 6 routines on the stack. 


Examples of using the I/O routines: 


KEY_ STATUS = keyftstat ; /* INQUIRE KEYBOARD STATUS */ 
NEW.KEY = keyin$noecho ; /* INPUT NEW KEY */ 
call lineftin ( @LINE_BUFFER) ; /* STRING INPUT */ 
call char$out (CHARSOUT) ; /* TO OUTPUT CHAR.0UT ON SCREEN*/ 
call msg$out (@(» THIS IS A MESSAGE. S' ) ) ; /* OUTPUT STRING */ 

/* NOTE $ TERMINATOR */ 
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/*' 

/* 

/* 


Declarations for external IBM PC I/O routines 


*/ 

*/ 

*/ 


key$stat: procedure byte external; 
end keySstat; 

key$in$noeoho : procedure byte external; 
end key$in$noecho; 

char $ out : procedure (char) external; /* 
declare char byte; 
end char$out; 

msgSout: procedure(msgSptr) external; 
declare msgSptr pointer; 
end msg$out ; 

line$in: procedure(line$ptr) external; 
declare lineSptr pointer; 
end line$ in; 


/* key status routine */ 

/* console input routine V 
console output routine */ 

/* console string output routine 

/* console string input routine 


Assembly Language implementation of the routines 
$TITLE ( IBM/ PC DOS CALLS PROCEDURES) 



NAME 

DOSPROCS 


DGROUP 


GROUP 

DATA 


CGROUP 


GROUP 

CODE 


DATA 


SEGMENT 

WORD PUBLIC 

'DATA' 

DATA 


ENDS 



DOS 

EQU 

21H 



CODE 


SEGMENT 

WORD PUBLIC 

'CODE' 



ASSUME 

CS : CGROUP , DS : DGROUP 


CHARS OUT : PROCEDURE (CHAR) EXTERNAL; 
DECLARE CHAR BYTE; 

END CHARSOUT; 

Outputs character to the screen. 
DOS system call 2 


CHAR 


EQU [BP+4] 

STACK 


CHAROUT 


PROC NEAR 

+ 

-+ 


PUBLIC 

CHAROUT 

! CHAR 

! X 


PUSH 

BP 

+ 

-+ 


MOV 

BP, SP 

IIP 10 

I X-l 


MOV 

DL.CHAR 

+ 

-+ 


MOV 

AH, 2 

IIP hi 

! x-2 


INT 

DOS 



-+ 


POP 

BP 

IBP lo 

I x-3 


RET 

2 

+ 

-+ 

CHAROUT 


ENDP 

IBP hi 

I x-4 

; 



+ — 

-+ 


KEYINS NOECHO : PROCEDURE BYTE EXTERNAL; 

END KEYINSNOECHO; 

Reads character without echoing to display 


— SP 
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KEYINNOECHO PROC 

PUBLIC 

MOV 

INT 

RET 

KEYINNOECHO ENDP 


NEAR 

KEYINNOECHO 

AH, 8 

DOS 


(DOS call 8) 


Figure 7-56. I/O Routines for IBM/PC (continued) 
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Figure 56. I/O Routines for IBM/PC 
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MSGSOUT 

PROCEDURE (MSGSPTR) EXTERNAL; 



DECLARE 

MSGSPTR POINTER; 



END MSGSOUT; 




/* NOTE 

MESSAGE 

IS TERMINATED WITH A DOLLAR SIGN */ 



MSGSPTR 

is double 

word pointer SEG: OFFSET 


MSG L 


EQU [BP+4] 


MSG_H 


EQU [BP+6] 


MSGOUT 


PROC NEAR 



PUBLIC 

MSGOUT 


* 

PUSH 

BP 



MOV 

BP, SP 



MOV 

DX, MSG L 



PUSH 

DS 



MOV 

AX, MSG H 



MOV 

DS , AX 



MOV 

AH, 9 (DOS call 9) 



INT 

DOS 



POP 

DS 



POP 

BP 



RET 

4 


MSGOUT 


ENDP 



LINES IN 

PROCEDURE (LINES PTR ) EXTERNAL; 



DECLARE 

LINES PTR 

POINTER; 



END LINES IN 



LINE_L 


EQU [BP+4] 


LINE_H 


EQU [BP+6] 


LINEIN 


PROC NEAR 



PUBLIC 

LINEIN 



PUSH 

BP 



MOV 

BP , SP 



PUSH 

DS 



MOV 

AX, LINE H 



MOV 

DS, AX 



MOV 

DX , LINE L 



MOV 

AH, 10 (DOS call 10) 



INT 

DOS 



POP 

DS 



POP 

BP 



RET 

4 


LINEIN 


ENDP 
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; KEYSSTAT: PROCEDURE BYTE EXTERNAL; 


; END KEY$STAT; 



; Indicates whether any keyboard key was pressed. 


KEYSTAT 


PROC NEAR 



PUBLIC KEYSTAT 



MOV 

AH, 11 (DOS call 11) 



INT 

DOS 



RET 



KEYSTAT 


ENDP 


CODE 


ENDS 



END 






231422-61 


Figure 56. I/O Routines for IBM/PC (Continued) 


7.2 Initialization and Declarations 

Figure 57 shows some declarations describing what ad- 
dresses the devices have and also some literals to help 
understand the other routines in this section. 


Figure 58 shows the initialization routines for the IBM 
PC and for the 82588. It also shows some of the typical 
values taken by the memory buffers for Configure, 
IA Set, Multicast and transmit buffers. 
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Following are some literal declarations that are used in the procedure examples 


Following are some 

literal declarations 

that are used in tbe 


prooedure examples 






declare 






os_588 literally '0300b' , /* 

82588 COMMAND/ STATUS */ 


brd_port 

literally 

'0301h' . 

/* 

DMA/ INTERUPT ENABLE PORT 

*/ 

pio_mask 

literally 

'021b' , 

/* 

8259A MASK REGISTER 

*/ 

pic_ocw2 

literally 

'020b' , 

/* 

8259A COMMAND WORD 2 

*/ 

dma.mask 

literally 

'Oab' 

/* 

8237A MASK REGISTER 

*/ 

dma_mode 

literally 

'Obb' 

/* 

8237A MODE REGISTER 

*/ 

dma_flff 

literally 

'Ooh' 

/* 

8237A 1ST/2ND BYTE FLOP 

*/ 

dma_addr_l 

literally 

'02b' 

/* 

8237A CHANNEL 1 ADDR. REG. 

»/ 

dma_bo_l 

literally 

'03b' 

/* 

8237A CHANNEL 1 BYTE COUNT 

*/ 

dma_addrh_l 

literally 

'083b' , 

/* 

CHANNEL 1 PAGE REGISTER 

*/ 

dma_addr_3 

literally 

'06b' 

/* 

8237A CHANNEL 3 ADDR. REG. 

*/ 

dma_bo_3 

literally 

'07b' 

/* 

8237A CHANNEL 3 BYTE COUNT 

*/ 

dma_addrb_3 

literally 

' 082b ' , 

/* 

CHANNEL 3 PAGE REGISTER 

*/ 

dma_on_l 

literally 

'01b' 

/* 

START CHANNEL 1 

*/ 

dma_on_3 

literally 

'03b' 

/* 

START CHANNEL 3 

»/ 

dma_off_l 

literally 

'05b' 

/* 

STOP CHANNEL 1 

*/ 

dma_off_3 

literally 

'07b' 

/* 

STOP CHANNEL 3 

*/ 

enable_588 

literally 

'Odfh' , 

/* 

UNMASK INTERRUPT LEVEL 5 

*/ 

seoi_pioo 

literally 

'066b' , 

/* 

SPECIFIC EOI LEVEL 5 

*/ 

tx_dir 

literally 

'1' 

/* 

MEMORY TO 82888 

*/ 

rx_dir 

literally 

'0' 

/* 

82588 TO MEMORY 

*/ 

dma_rx_mode_l 

literally 

'045b' , 

/* 

RX ON CHANNEL # 1 

*/ 

dma_rx_mode_3 

literally 

'047b' . 

/* 

RX ON CHANNEL * 3 

*/ 

dma_tx_mode_l 

literally 

'049b' , 

/* 

TX ON CHANNEL ♦ 1 

*/ 

dma_tx_mode_3 

literally 

' 04bb ' , 

/* 

TX ON CHANNEL * 3 

*/ 
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Figure 57. Literal Declarations 


Initialization Routines 







Initialization routines 
/* SYSTEM INITIALIZE */ 
sys_init: prooedure; 

call setSinterrupt (13,intr_588) ; /* BASE 8, LEVEL 5 */ 
output (pio_mask) - input (pio_mask) and enable_688; /* ENABLE 588 INTERR. */ 
output Cpio_OOw2) - seol_piCO; /* ACKS PENDING INTERR*/ 

wr_ptr , rd_ptr , f if oont-0 ; /* RESET STATUS FIFO */ 




/• CONVERT SEG: OFFSET FORMAT TO 20 BIT ADDRESSES */ 

/* FOR ALL THE BUFFERS */ 

* 

iaset_dma_addr - oonvert_20bit_addr(©ia_set_buff_588(0)); 

onf_dma_addr - oonvert_20bit_addr(®oonfig_688(0)) ; 

dmp_dma_addr - oonvert_20bit_addr(©duxBp_buff_588(0)) ; 

mo_dma_addr - oonver t_20bit_addr ( ©mult icas t _buf f _5 88(0)); 

tx_dma_addr - oonvert_20bit_addr(©tx_buffer_688(0)) ; 

do i-0 to 7 ; 


rx_dma_addr(i)-oonvert_20bit_addr(©rx_buffer(i) .buff (0)) ; 
end; 

output (brd_port)-Offh; /* ENABLE DMA AND INTERRUPT DRIVERS */ 
end sys_init ; 

82588 initialization 
init_588 : prooedure; 


config_588(00) - 10; /* TO CONFIGURE ALL 10 PARAMETERS */ 
OOnfig_588(01) - 00; 

OOnfig_688(02 - 00001000b; /* MODE 0, 8 MHZ CLOCK, 1 MB/S */ 
oonfig_688(03) - buf f_len/4 ; /* RECEIVE BUFFER LENGTH */ 
oonfig_588(04) - 00100110b; /* NO LOOPBACK, ADDR LEN - 6, PREAMBLE - 8 */ 
OOnfig_888(05) - 00000000b; /* DIFFERENTIAL MANCHESTER - OFF */ 
Oonfig_588(06) - 96; /* IFS - 96 TCLK */ 
oonfig_588(07) - 0; /* SLOT TIME - 512 TCLK */ 
Oonfig_588(08) - 11110010b; /* MAX. NO. RETRIES - 15 */ 
OOnfig_588(09) - 00000100b; /* MANCHESTER BNCODING */ 
OOnfig_588(10) - 10001000b; /* INTERNAL CRS AND CDT, CRSF - 0 */ 


OOnfig_588(ll) - 64; /* MIN FRAME LENGTH - 64 BYTES - 512 BITS */ 
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ia_set_buff_588(0) - 6; 
la_set_buf f _5 8 8(1) - 0; 
ia_set_buff_888(2) - 000b; 
la_set_buf £_5S8 ( 3 ) - 041h; 
ia_set_buf f _588 ( 4 ) - 000b; 
ia_set_bu£f_588(8) - 000b; 
la_Bet_uff_588(6) - 000b; 

ia_set_buf f _5 88 ( 7 ) - 000b; 

mult ioaBt_buf f _588 ( 00 ) - 12; 
mult ioast _buf £_5 B 8 ( 0 1 ) - 00b; 
mult least _buf £_B88 (02 ) - lib; 
multicast_buff_B88C03) - 12b; 
multioast_buff_588C04) - 13b; 
multioaBt_buf f _588 (05 ) - 14b; 
multlcast_buff_588(06) - 15b; 
mult icast_bu£f _58B ( 07 ) - 16b; , 

mult ioaBt_buf f _588 ( 08 ) - 21b; 
mult ioast _buf £_588 C 09 ) - 22b; 
multloast_buff_588(10) - 23b; 
multicast _buff_58B( 11) -24b; 
multioast _bu£f_588( 12) - 25b; 
mult ioast _buf £_588 (13) - 26b; 

txjbuffer_588(00) - tx_£reune_len mod 256; 
tx_buf£er_588(01) - tx_£rame_len / 256; 

tx_buf f er_588 C 02 ) - 011b; /* INITIAL DESTINATION ADDRESS - MC(1) */ 

tx_bu££er_588(03) - 012b; 

tx_buf £ er_58B C 04 ) - 013b; 

tx_bu£fer_5B8C05) - 014b; 

tx_buf f er_588 C 06 ) - 015b; 

tx_buf f er_588 ( 07 ) - 016b; 

end init_588; 
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Figure 58. Initialization Routines (Continued) 


7.3 General Commands 

Operations like Transmit, Receive, Configure, etc. are 
done by a simple sequence of loading the DMA con- 
troller with the necessary parameters and then writing 
the command to the 82588. 

Example: Configure Command 


fourth parameter = pointer to a 20 bit 
address of the 
memory buffer 
(=@C0NFIG_5 8 8_ ADDR ) 

The second statement writes 12h to the command regis- 
ter of the 82588 to execute a Configure command on 
channel 1. 


To configure the operating environment of the 82588. 
This command must be the first one to be executed 
after a RESET. 

call 

DMA -LOAD (1,1,12, @C0NFIG_588_ADDR) ; 
output (CS-588) = 12h; 

The first statement is the prologue to the configure 
command to the 82588 which calls a routine to load 
and initialize the DMA controller for the desired opera- 
tion. This routine is described in section 7.4. The pa- 
rameters for DMA LOAD are: 

first parameter = 82588 channel 
number ( = 1) 

second parameter = direction ( = 1, 
memory >> 82588) 
third parameter = length of DMA 

transfer ( = 12) 


When the command execution is complete (successfully 
or not), 82588 interrupts the 8088 CPU through the 
82 59 A, on the system board. This executes the inter- 
rupt service routine, described in section 7.5, which 
takes the epilogue action for the command. 


Most operations are very similar in structure to Config- 
ure. The 82588 Reference Manual describes them in 
detail. Figure 59 shows a listing of the most commonly 
used operations like: 


CONFIGURE 

TRANSMIT 

DIAGNOSE 
DUMP 
TDR . 

RETRANSMIT 


INDIVIDUAL-ADDRESS (IA) 
SET-UP 

MULTICAST-ADDRESS (MC) 
SET-UP 

RECEIVE (RCV) -ENABLE 
RECEIVE (RCV) -DISABLE 
RECEIVE (RCV) -STOP 
READ-STATUS 
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ia_set: procedure public; /* COMMAND - 01 V 

call dma_load( omd_channel , tx_dir , 8 , ©iaset_dma_addr ) ; 

./* SET DMA CHANNEL 0 OR 1 TO TRANSFER FROM MEMORY 
TO THE 82588. iaset_dma_addr VARIABLE STORES THE 
20 BIT POINTER TO THE INDIVIDUAL ADDRESS BUFFER */ 

if omd_channel then output (cs_688) - llh; 
else output (os_588) - Olh; 

/* EVERY COMMAND CAN BE EXECUTED IN EITHER DMA CHANNEL 0 OR 1. 
THE VARIABLE omd_ohannel INDICATES THE REQUIRED CHANNEL */ 

end ia_eet ; 


/* •/ 


oonfig : procedxire public; 

/* COMMAND - 02 */ 

call dma_load(cmd_channel,tx_dir , 12,Ocnf_dma_addr) ; 
if omd_channel then output (os_688) - 12h; 
else output (cs_588) - 02h; 

end oonfig ; 


multioast: procedure public; 

/* COMMAND - 03 V 

cadi dma_l oad ( cmd_ohannel , tx_dir , 14 , ®mo_dma addr ) ; 
if cmd_ohannel then output (os_588) - 13h; 
else output Cos_588) - 03h; 

end multicast; 

— _ _ 


transmit: procedure (buff er_len) public; 

/* COMMAND - 04 */ 


declare buffer_len word; 


t x_buf fer_588(00) - low(buffer_len) ; 
tx_buf£er_588(01) - high(buf fer_len) ; 

call dma_load(cmd_ohannel , tx_dir , 1536 ,®tx_dma_addr) ; 

if omd_channel then output (qb_ 588) - 14h; 
else output (os_588) - 04h; 

end transmit ; 
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Figure 59. General Commands 
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tdr: procedure publio; /* COMMAND - 05 */ 

if cmd.ohannel then output (cs_588) - 15h; 
else output (os_588) - 05h; 

end tdr; 


dump_588 : prooedure publio; /* COMMAND - 06 */ 

call dma_l o ad ( cmd_channel , rx_dir , 64 , ©dmp_dma_addr ) ; 
if omd_ohannel then output (cs_688) - 16h; 
else output (os_58B) - 06h; 

end dump_68B; 

/* 

-*/ 

diagnose: prooedure publio; /* COMMAND - 07 */ 

if cmd_ohannel then output (os_588) - 17h; 
else output (os_588) - 07h; 

end diagnose; 

/* 

-*/ 

rcv_enable: procedureC channel ,buffer_no,len) publio; /* COMMAND -.08 */ 

declare channel byte; 
declare len word; 
declare buffer_no byte; 

call dma_l o ad ( channel, rx_dir, len, ®rx_dma_addr(buffer_no)); 
if rx_ohannel then output (cs_688) - 18h; 
else output (os_588) - 08h; 

end rov_enable ; 

/* 

-V 

rov_disable: prooedure publio; /* COMMAND - 10 */ 

enable_rcv-0 ; 
out put ( os_588 ) -Oah ; 

end rcv_disable; 
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/* 

-*/ 

rov_stop: prooedure public; /* COMMAND - 11 */- 

enable_rcv-0; 
output Ccs_588)» Obh; 

end rov_stop; 

/* 

--*/ 

retransmit: procedure public; /* COMMAND - 12 */ 

call dma_load(omd_ohannel , tx_dir , 1536 , ©tx_dma_addr) ; 
if cmd_ohannel then output (os_588) - loh; 
else output (os_588) - Ooh; 

end retransmit; 


abort: procedure publio; /• COMMAND - 13 */ 

output (os_588)- ldh; 
call new_status(l) ; 

end abort; 

/* 


reset_588: procedure publio; /* COMMAND.- 14 */ 

enable_rov-0; 
output (os_588) - leh; 
call oonfig; 

end reset_588; 
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Figure 59. General Commands (Continued) 
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7.4 DMA Routines 

DMA LOAD procedure is used to program the 

8237A DMA controller for all the operations requiring 
DMA service. It also starts or enables the programmed 
DMA channel after programming it. Figure 60 shows 


the listing of this procedure. It accepts 4 parameters 
from the calling routine to decide the programming 
configuration for the 8237A. The parameters for 

DMA LOAD are: Channel, direction, buff len, and 

buff addr. 


Converting a pointer SEG: OFFSET to a 20 bit address 
oonvert_20bit_addr :prooedure(ptr) dword public; 

deolare ptr pointer , 

ptr_addr pointer, 
ptr_20blt dword , 

Twrd based ptr_addr)(2) word; 

ptr_addr-©ptr ; 

ptr_20bit«shl((ptr_20bit :-wrd(l)) ,4)+wrd(0) ; 
return(ptr_20bit) ; 

end oonvert_20bit_addr ; 


IBM/ PC DMA loading procedure 

dxna_load: procedure (channel, direction, buff JLen, buff _addr) reentrant public; 


declare ohannel byte; /* CHANNEL *, 0 or 1 «/ 

declare direction byte; /* 0-RX, 688 -> MEM; 1-TX, MEM -» 688 */ 

declare buff_len word; /* BYTE COUNT */ 

deolare buff_addr pointer; /• BUFFER ADDR IN 20 BITS FORM */ 

. deolare (wrd based buff_addr)(2) word; 

ohannel-ohannel and 1; /* GET LEAST SIGNIFICANT BIT */ 

if ohannel -0 then /* EXECUTE COMMAND ON CHANNEL 1 */ 

do; 

output (dma_f Iff) - 0; /* CLEAR FIRST/LAST FLIP-FLOP */ 

if direotion-0 

then output (dma_mode) «dma_rx_atode_l ; /* DIRECTION BIT, TELLS */ 

else output (dma_mode)-dma_tx_mode_l; /• TRANSMIT OR RECEIVE •/ 

output (dma_addr_l) - low (wrd(O)); /* LOAD LSB ADDRESS BYTE V 

output (dma_addr_l) *■ high(wrd(0)) ; /• LOAD MSB ADDRESS BYTE */ 

output (dma_addrh_l) - low (wrd(l)); /* LOAD PAGB REGISTER */ 

output (dma_bo_l) - low (buff_len); /* LOAD LSB BYTE COUNT •/ 

output (dma_bo_l) - high ( buff JLen) ; /* LOAD MSB BYTE COUNT •/ 

output (dma_mask) - dma_on_l; /* START CHANNEL 1 */ 

end; 

else do; /* SAME AS BEFORE FOR CHANNEL 3 */ 


output (dma_f Iff) - 0; 
if direotion-0 

then output (dma_mode)-dma_rx_mode_3; 
else output ( dma_mode ) -dma_tx_mode_3 ; 
output (dma_addr_3) - low (wrd(O)); 
output (dma_addr_3) - high(wrd(0)); 
output (dma_addrh_3) - low (wrd(l)); 
output (dma_bo_3) - low (buff_len); 
output (dma_bo_3) - high(buf f_len) ; 
output (dnajmask) - dma_on_3; 
end; 

end dma_load; 
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One peculiarity about this procedure is that in order to 
speed up the DMA step-up, this procedure doesn’t get a 
pointer to the buffer, but a pointer to a 20 bit address in 
the 8237 format. The 8088/8086 architecture define 
pointers as 32 bits segroffset entities, where seg and off- 
set are 16 bit operands. By the other hand the IBM/PC 
uses an 8237A and a page register, requiring a memory 
address to be a 20 bit entity. The process of converting 
a seg:offset pointer to a 20 bit address is time 


consuming and could negatively affect the performance 
of the 82588 driver software. The decision was to make 
the pointer/address conversions during initialization, 
considering that the buffers are static in memory (es- 
sentially removing this calculation from the real time 
response loops). 

Figure 61 is a listing of the DMA LOAD procedure 

for the 80188 or 80188 on-chip DMA controller. It has 
the same caller interface as the 8237A based one. 


dma_load : procedure (channe 1 , di rec t i on , t rans_l en , buf f_addr ) reentrant ; 

/* To load and start the 

80186 DMA. controller for the desired operation */ 

declare dma r x _jno d e 

literally ’1010001001000000b’; /* rx channel */ 

/ src-IO, de s t=M( inc ) , sync=*src, TC, noint, priority, byte */ 

declare dma t x_mo d e 

literally ’000011010000000b’; /* tx channel */ 

/ s r c-MC inc j , dest«*IO, sync=dest, TC, noint, noprior, byte */ 

declare channel byte; 

/* channel # */ 

declare direction byte 

; /* 0 - rx, 588 -> mem; 1 - tx, mem -> 588 */ 

declare trans len word 

; /* byte count */ 

declare buff_addr pointer; /* buffer pointer in 20 bit addr . form */ 

declare (wrd based buf f_addr ) ( 2 ) word; 

do case channel and 00000001b; 

do case direction and 00000001b; 

do; / * 

channel 0, 588 to memory */ 

ou t pu t ( dma_0_dp 1 ) 

= wr d ( 0 ) ; 

output (dma_0_dph) 

- wr d ( 1 ) ; 

ou t pu t ( dma_0_s pi) 

- c h__a_5 8 8 ; 

ou t pu t ( dma_0_s ph ) 

“ 0; 

ou t pu t ( dma_0 t c ) 

* trans len; 

o u t pu t ( dma_0 cw) 

- dma_r x__jno d e or 0006h; /* Start DMA. chi 0 */ 

end ; 


do ; /* 

channel 0, memory to 588 */ 

output (dma_0_dpl ) 

- c h_a_5 8 8 ; 

output (dma_0_dph) 

= 0; 

ou t pu t ( dma__0_s p 1 ) 

= wrd(O) ; 

ou t pu t ( dma_0_s ph ) 

= wr d ( 1 ) ; 

ou t pu t ( dma 0 t c ) 

= trans len; 

o u t pu t ( dma_0_cw) 

“ dma txLjnode or 0006h; /* Start DMA chi 0 */ 

end ; 


end ; 
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Figure 61. 80186 DMA Routines (Continued) 


7-5 Interrupt Routine The i nterru Pt handler will read 82588 status, and put 

them into a 64 byte long EVENT FIFO. Those 
The interrupt service routine, ‘intr_588\ shown in statuses are going to be used in the main loop for updat- 

Figure 62, is invoked whenever the 82588 interrupts. ing screen counters. All the statistics are updated as fast 

The main difficulty in designing this interrupt routine as possible in the interrupt handler to fulfill the back- 

was to speed its performance. Fast status processing to-back frame processing requirement, 

was a basic requirement to be able to handle back to 

back frames. The interrupt handler is not reentrant, interrupts are 

disabled at the beginning and reenabled on exit. 
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Interrupt service routine 
intr_588 : procedure interrupt 13; 


declare stat byte , 

event byte , 

i byte, 

(stO, stl , st2 , st 3) byte, 

rx_stO byte , 

rx_stl byte; 


/* FOLLOWING LITERALS HAVE THE PURPOSE OF ENABLE ACTING 

ON EITHER CHANNEL 1 OR 3 SELECTIVELY */ 

declare 


stop_cmd_dma literally 'if cmd_ohannel 

then output (dma_mask)-dma_off_3; 
else output ( dma_mask) -dma_off_l ' , 
stop_rx_dma literally 'if rx_channel 

then output (dffla_mask)-dma_off_3; 
else output (dma_mask)-dma_of£_l' , 


issue_rtx_cmd literally 'if cmd_channel 

then output ( cs_588 ) -ICh ; 
else output (os_588)-0oh' , 
issue_tx_cmd literally 'if cmd_ channel 

then output ( cs_588 ) -14h ; 
else output ( cs_588 ) -04h ' ; 


disable ; 

output (cs_588) -Ofh; 


/* DISABLE INTERRUPTS */ 
/* NO INTERR. NESTING */ 
/* RLS 588 PTR, START 0 */ 


event _f if o(wr_ptr) . stO , st O-input (os_588 ) ; / * 
event_flfo(wr_ptr) . stl , stl-input(cs_5B8) ; / * 
event_fifo(wr_ptr) .st2,st2-input(cs_588) ; /* 
event_fifo(wr_ptr) . st3 , st 3-input (cs_5 88) ; /* 


READ 82588 STATUS 
REGISTERS, PASSING 
THEM TO THE MAIN 
PROGRAM ON THE FIFO 


wr_ptr-(wr_ptr+l) and Ofh; 
fifoont-Cfif ocnt+1) and Ofh; 


/* INCREMENT FIFO */ 

/ * COUNTERS * / 


event -stO and Ofh; 


/* GET EVENT- FIELD */ 


output (os_588 ) -80h ; 


/* ACKNOWLEDGE 82588 */ 

/* INTERRUPT */ 


do case event; 
ev_00 : ; 

e v_0 1 : st op_cmd_dma ; 
ev_02 : s t op_cmd_dma ; 
e v_03 : st op_cmd_dma ; 
ev_04: do; 

stop_omd_dma ; 


/* NOP COMMAND 
/* IA_SETUP. STOP DMA 
/* CONFIGURE, STOP DMA 
/* MULTICAST, STOP DMA 
/* TRANSMIT DONE 


/* CHECH IF THERE WAS A COLLISION AND IS NOT THE 

MAX COLLISION * / 
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stat-(st2 and 10000000b) or (stl and 00100000b); 
if (stat-80h) 

then do; /* RETRANSMIT */ 

call dma_l o ad ( cmd_channe 1 , tx_dir , 1536 , ®tx_dma_addr) ; 
issue_rtx_cmd; 

/* UPDATE STATISTICS */ 

total_tx_count-total_tx_oount+l ; 
ooll_cnt(17) - COll_ont(17) + 1; / ‘TOTAL COLL*/ 
bad_tx_count - bad_tx_count + 1; 
end; 

else do; 

if in_loop /* EXECUTING TRANSMISSIONS IN LOOP */ 

then do; /* RE ISSUE TRANSMIT COMMAND */ 

call dma_load(cmd_channel , tx_dir , 1536 , @tx_dma_addr 
issue_tx_cmd; 

t ot aJ._tx_count -t ot al_tx_count + 1 ; 
end; 

if (st2 and 00100000b) - 0 /* BAD TRANSMIT*/ 

then do; 

bad_tx_count - bad_tx_oount + 1; 

/* INCREMENT UNDERRUN COUNTER */ 

tmp-scr(tmp:-st2, 1); 
tx_under-tx_under plus 0; 

/* INCREMENT LOST CTS COUNTER */ 

tmp-scrCtmp, 1) ; 
lost_cts-lost_cts plus 0; 

/* INCREMENT LOST CRS COUNTER */ 

tmp-sorCtmp.l); 

lost_ors-lost_crs plus 0; 

if (stat-OAOh) /* INC COLLISIONS COUNTER */ 
then coll_ont(17) - coll_cnt(17) + 1; 

end; 

end; 


/* INCREMENT DEFER COUNTER */ 

tnp-scl((tjnp: -stl) , 1) ; 
tx_defer-tx_defer plus 0; 
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ev_05 : stop_omd_dma; /* TDR COMMAND, STOP DMA V 

ev_06 : stop_cmd_dma; /» DUMP COMMAND, STOP DMA */ 

ev_07 : stop_cmd_dma; /* DIAGNOSE CMD, STOP DMA V 

ev_08: /* RECEIVED FRAME V 

do; 

stop_rx_dma; 

i- C ourrent_buff+ 1 ) and 0000011 lb; /* INC BUFFER NO. MOD 8*/ 
if enable_rov< >0 /* IF RECEIVER IS ON */ 

then do; /* PREPARE NEXT BUFFER */ 


if enable_rov< >0 /* IF RECEIVER IS ON •/ 

then do; /* PREPARE NEXT BUFFER V 

call dma_load(rx_ohannel , rx_dir , 1632 , ®rx_dma_addr Ci ) ) ; 

if rx_ohannel then output (os_688)- 18h; 

else output (os_588)-08h; 

rx_buffer(i) .chain_ont-0; 

end; 

else call rov_disable; /* DISABLE RECEIVER */ 

/* FIND ADDRESS OF END OF CURRENTLY RECEIVED BUFFER */ 

/* BY CALCULATING IT WITH THE 82888 BYTE COUNT REGS. */ 

rx_buff_off«(shl(double(st2) ,8) or double (stl)) ; 

/* READ STATUS BYTES FROM MEMORY */ 

rx_stO-rx_buffer( current _buff ) .buff (rx_buff_off- 2 ) ; 
rx_stl-rx_buffer(ourrent_buff ) .buff (rxJtmff_off-l) ; 

/* UPDATE ACTUAL BUFFER SIZE */ 

rx_buf fer (ourrent_buf f ) . actual_size-rx_buff_off ; 
rx_buf fer(ourrent_buf f ) . stO-rx_stO ; 
rx_buf fer(ourrent_buf f ) . stl-rx_stl ; 
ourrent_buf f-i ; 

/* UPDATE TOTAL RECEIVED BUFFERS */ 

tot al_r ov_oount -t ot al_r ov_oount + 1 ; 

/• UPDATE STATISTICS */ 

if (rx_stl and 00100000b)-0 
then do; 

bad_r ov_oount -bad_rov_oount + 1 ; 

/* INCREMENT NO END OF FRAME COUNTER */ 

tmp-sorCtmp : -rx_stO , 7) ; 
no_eof-no_eof plus 0; 

/* INCREMENT SHORT FRAME COUNTER V 

tmp-sor(tjnp,l); 

srt_frm-srt_frm plus 0; 

/* INCREMENT RX OVERRUN COUNTER */ 

tmp-sorCtmp: -rx_Stl , 1) ; 
rx_over-rx_over plus 0;-- 

/* INCREMENT ALIGNMENT ERROR COUNTER */ 

tmp-Bor(tmp,2); 

alg_err-alg_err plus 0; 

/* INCREMENT CRC ERROR COUNTER */ 

tmp-sorCtmp, 1); 
oro_err-oro_err plus 0; 
end; 


/* EV_09 REQUESTS ASSIGNMENT OF A NEW BUFFER */ 

call allocate_new_buf f er(not (rol(st3 , 1) ) and 00000001b); 
6top_rx_dma; /* RECEIVE DISABLE */ 

stop_rx_dma; /• STOP RECEIVE */ 

do; /* RE-TRANSMIT DONE */ 

stat-(st2 and 10000000b) or (stl and 00100000b); 
if (stat-80h) 

then do; /* RETRANSMIT »/ 

call dma_load( 1 , tx_dir , 1536 ,®tx_dma_addr ) ; 
issue_rtx_omd; 

ooll_ont(17) - ooll_ont(17) +1; 
t otal_tx_oount-t otal_tx_oount+ 1 ; 
bad_tx_oount-bad_tx_oount +1; 
end; 

else do ; 

if in_loop 

then do; /* LOOP RETRANSMISSIONS */ 

oall dma_l o ad ( cmd_ohanne 1 , tx_dir , 1636 , Otx_dma_a 
issue_tx_ond; 

total_tx_oount-total_tx_oount+l ; 
end; t 

if (stat-OAOh) /* MAX COLLISION */ 

then do ; 

ooll_ont(16) - ooll_ont(16)+l; 
ooll_ont(17) - ooll_ont(17)+l; 
bad_t x_o ount -bad_t x_c ount +1 ; 
end; 

/* UPDATE SPECIFIC COLLISION COUNTER •/ 

else ooll_ont(stl and Ofh) 

- ooll_cnt(stl and Ofh) + 1; 

end; 

end; 

Stop_omd_dma; /* EXECUTION ABORTED */ 


stop_cmd_djna; 


/* DIAGNOSE FAILED 


/* ACKNOWLEDGE 8269A INTERRUPT 
output ( pio_oov2 ) - seoi_pico ; / * 

end intr_588; 


SPECIFIC EOI FOR 8269 
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Eye Diagram (5 Bits), DIW Cable 
Manchester Encoded Signal 
Transmission Distance = 0.8 Kft. 



Figure 64. Received Signal Eye Diagram 
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APPENDIX B 

802.3 1BASE5 MULTI-POINT EXTENSION (MPE) 


As previously stated, one of the most important advan- 
tages of StarLAN is being able to work on already in- 
stalled phone wires. This advantage is considerably di- 
minished in Europe where numerous constraints exist 
to the using of those wires: 

1. Wire belongs to local PTTs. 

2. Not enough spare wires. 

This same issue is raised when talking about small busi- 
nesses where in a lot of cases no wiring closets and/or 
spare wires are available. 

In summary, in a lot of cases rewiring will be necessary, 
in which case the STAR topology may not be the most 
economical one. 


Recently the StarLAN 802.3 1BASE5 task force has 
been considering the extension of the StarLAN base 
topology. This extension called MULTI POINT EX- 
TENSION (MPE) is going to be developed to address 
the previously described marketing requirements. 

Currently no agreement has been reached by the 
StarLAN task force on the MPE exact topology and 
implementation. Multiple approaches have been pre- 
sented, but no consensus met. It was decided though 
that the MPE is going to be an addendum to the STAR 
topology, and that its final specification will happen 
after the approval of the current 1BASE5 STAR topol- 
ogy (July 1986). 
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Figure 65. Multipoint Extension 
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APPENDIX C 

SINGLE DMA CHANNEL INTERFACE 


In a typical system, the 82588 needs 2 DMA channels 
to operate in a manner that no received frames are lost 
as discussed in section 5.1.3. If an existing system has 
only one DMA channel available, it is still possible to 
operate the 82588 in a way that no frames are lost. This 
method is recommended only in situations where a sec- 
ond DMA channel is impossible to get. 

Figure 66 shows how the 82588 DMA logic is inter- 
faced to one channel of a DMA controller. Two DRQ 
lines are ORed and go to the DMA controller DRQ 
line and the DACK line from the DMA controller is 
connected to DACKO and DACK1 of the 82588. The 
82588 is configured for multiple buffer reception 
(chaining), although the entire frame is received in a 
single buffer. Let us assume that channel CH-0 is used 
as the first channel for reception. After the ENAble 
RECeive command, CH-0 is dedicated to reception. As 
long as no frame is received, the other channel, CH-1, 
can be used for executing any commands like transmit, 
multicast address, dump, etc., by programming the 
DMA channel for the execution command. The status 
register should be checked for any ongoing reception, 
to avoid issuing an execution command when reception 
is active. 



Figure 66. 82588 Using One DMA Channel 


If a frame is received, an interrupt for additional buffer 
occurs immediately after an address match is estab- 


lished, as shown in Figure 67. After this, the received 
bytes start filling up the on-chip FIFO. The 82588 acti- 
vates the DRQ line after 15— FIFO LIMIT + 3 bytes 
are ready for transfer in the FIFO (about 80 microsec- 
onds after the interrupt). The CPU should react to the 
interrupt within 80 jjls and disable the DMA controller. 
It should also issue an ASSIGN ALTERNATE BUFF- 
ER command with INTACK to abort any execution 
command that may be active. The FIFO fills up in 
about 160 jlls after interrupt. To prevent an underrun, 
the CPU must reprogram the DMA controller for 
frame reception and re-enable the DMA controller 
within 160 jjls after the interrupt (time to receive about 
21 bytes). No buffer switching actually takes place, al- 
though the 82588 generates request for alternate buffer 
every time it has no additional buffer. The CPU must 
respond to these interrupts with an ASSIGN ALTER- 
NATE BUFFER command with INTACK. To keep 
the CPU overhead to a minimum, the buffer size must 
be configured to the maximum value of 1 kbyte. 

If a frame transmission starts deferring due to the re- 
ception occurring just prior to an issued transmit com- 
mand, the transmission can start once the link is free 
after reception. A maximum of 19 bytes are transmitted 
(stored in the FIFO and internal registers) followed by 
a jam pattern and then an execution aborted interrupt 
occurs. The aborted frame can be transmitted again. 

If the transmit command is issued and the 82588 starts 
transmitting just prior to receiving a frame then trans- 
mit wins over receive — but this will obviously lead to a 
collision. 

Note that the interrupt for additional buffer is used to 
abort an ongoing execution command and to program 
the DMA channel for reception just when a frame is 
received. This scheme imposes real time interrupt han- 
dling requirements on the CPU and is recommended 
only when a second DMA channel is not available. 
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REQUEST ASSIGN 

ALT BUFF ALT BUFF 

INTERRUPT WITH INTACK 



ADDRESS MATCH 
ON FRAME 
RECEPTION 


DMA CONTROLLER 
MUST BE DISABLED 
PRIOR TO THIS 


DMA CONTROLLER 
MUST BE PROGRAMMED 
FOR RECEPTION AND 
ENABLED PRIOR TO THIS 

231422-50 


Figure 67. Timing at the Beginning of Frame Reception for Single DMA Channel Operation 
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APPENDIX D 

MEASURING NETWORK DELAYS WITH THE 82588 


Knowing networks round-trip delays in local area net- 
works is an important capability. The round-trip delay 
very much defines the slot time parameter which by 
itself has a direct relationship to network efficiency and 
throughput. Very often the slot-time parameter is not 
flexible, due to standards requirements. Whenever it is 
flexible, optimization of this number may lead to signif- 
icant improvement in network performance. 

Another possible usage of the network delay knowledge 
is in balancing the inter-frame -spacing (IFS) on broad- 
band networks. On those networks, stations nearer to 
the HEAD-END hear themselves faster than farther 
ones. Effectively having a shorter IFS than stations far 
from the HEAD-END. This difference causes an inba- 
lance in network access time for different stations at 
different distances from the HEAD-END. Knowing 
the STATION/HEAD-END delay allows the user to 
reprogram the 82588 IFS accordingly, and by that bal- 
ance the effective IFS for all the stations. 


The 82588 has an internal mechanism that allows the 
user to measure this delay in BIT-TIME units. The 
method is based on the fact that the 82588 when config- 
ured for internal collision detection, requires that the 
carrier sense be active within half a slot-time after 
transmission has started. If this requirement is not ful- 
filled the 82588 notifies that a collision has occurred. 
Thus it is possible to configure the 82588 to different 
slot time values, then transmit a long frame (of at least 
half a slot-time). If the transmission succeeds, the net- 
work round-trip delay is less than half the programmed 
slot-time. If a collision is reported, the delay is longer. 
The value of the round-trip delay can be found by re- 
peating this experiment process while scanning the slot- 
time configuration parameter value and searching the 
threshold. A binary search algorithm is used for that 
purpose. First the slot-time is configured for the maxi- 
mum (2048 bits) and according if there was a collision 
or not, the number changed for the next try. (See Fig- 
ure 68) 
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Figure 68. Network Delay Measurement using the 82588 
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1.0 INTRODUCTION 

1.1 Scope 

The 82596 family of LAN coprocessors provide IEEE 
802.3 MAC functions for use with 10BASE5 (Ether- 
net), 10BASE2 (Cheapemet), 10BASE-T (Twisted Pair 
Ethernet), 1BASE5 (StarLAN), and other CSMA/CD 
LANs with serial bit rates up to 20 Mb/s. The three 
members of the 82596 family differ only in the charac- 
teristics of their parallel interfaces; the FIFO and serial 
functions are identical. Table 1 shows the parallel bus 
differences. 

This document describes the circuits required to inter- 
face the Intel 82596 family of LAN coprocessors with 
the M68000 family of microprocessors. First, general 
interface issues are identified and then three specific 
designs are provided — including the PLD equations, 
timing diagrams, and schematics. 

• 82596CA and MC68030 

• 82596DX and MC68020 

• 82596SX and MC68000 

1.2 Fundamental Assumptions 

Each design is based on several fundamental assump- 
tions about the memory subsystem. The circuits re- 
quired to support these features are implemented in a 
few programmable components. If the 82596 is added 
to existing designs in which the required circuits are 
already implemented, these circuits do not have to be 
duplicated. 

The following assumptions are made about the designs. 

• The memory subsystem uses DRAM. 

• Refresh request signals are asynchronous to the sys- 
tem clock. 

• Interface logic is implemented in PLDs where possi- 
ble. 

• 82596 family type signals will be converted to 
M68000 family type signals. 


2.0 GENERIC IMPLEMENTATION 
ISSUES 


2.1 Block Definitions 

Each design is broken into functional blocks. The ge- 
neric block diagram is shown in Figure 1. The M68000 
family and 82596 family are fixed from a functional 
standpoint. The designer has almost no flexibility in 
their connection or timing. For the purpose of these 
designs, the memory control block is also assumed to be 
fixed. It is set up only for M68000-type signals and 
timings. The blocks for which there is some design flex- 
ibility are grouped under the name control logic. These 
blocks include the following. 

• Clocking. Provides the proper clock phases to the 
82596 and M68000. It also provides the clock for 
the other blocks. 

• Reset Retiming. Takes the active low RESET signal 
that goes to the M68000 and adjusts its timing and 
level to be compatible with the active high RESET 
for the 82596. 

• CA and PORT Generation. Decodes the address 
lines and g enerates the Channel Attention (CA) and 
CPU Port (PORT) signals to the 82596. The system 
designer selects the memory addresses to be decoded 
to activate these signals. The amount of decode logic 
will vary greatly depending on the system memory 
map. 

® Arbitration. Determines which of the three master 
devices has control of the local bus: the M68000, the 
82596, or the refresh controller. The refresh control- 
ler has the highest priority, followed by the 82596 
and then the M68000. Additional master devices are 
supported through simple changes to the PLD equa- 
tions in this block. 

• Memory Signal Con versio n. Takes_the 82596 con- 
trol signals, such as ADS and W/R, and converts 
them to M68000-type control signals, such as AS, 
DS, and R/W. 

o Wait State and Burst Generation . Gener ates the 
RDY signal to the 82596 (and BRDY for the 
82596CA). It also asserts the burst request 
(CBREQ) to the memory controller. 


Table 1. 82596-Family Parallel Bus Comparison 


82596 

Version 

Address 

Bits 

Data 

Bits 

Parallel 

Clocking 

Burst 

Access 

Parity 

Pins 

Maximum 

Frequency 

(MHz) 

82596CA 

32 

32 

xl 

Yes 

Yes 

33 

82596DX 

32 

32 

x2 

No 

No 

33 

82596SX 

24 

16 

x2 

No 

No 

20 




REFRESH REQ* 
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2.2 Clocking 


2.3 Reset Retiming 


The 82596 family uses different types of clocking. The 
82596DX and 82596SX use CLK2, which is twice as 
fast as the internal operating frequency. The two differ- 
ent phases of CLK2 for every CLK1 are defined as cf>l 
and cf>2. The rising edge of CLK1 corresponds to the 
rising edge of CLK2 at the beginning of <f>l. The 
82596CA uses CLK1, which is identical to the internal 
operating frequency. The 82596 clock timing relation- 
ships are shown in Figure 2. 

In many cases the control logic is simplified by clocking 
it with CLK2, even if the CPU and 82596CA are 
clocked by CLK1 . In some other cases it is advanta- 
geous to invert the clocking signal to the 82596, which 
introduces a phase shift between the devices. The clock- 
ing specifications of the 82596 and M68000 are shown 
in Table 2. 

All the designs use 74F74 flip-flops because of their 
high operating frequency, low propagation delay, and 
wide availability. If another type of flip-flop is used the 
timing analysis must be modified to reflect the different 
specifications. 


Because the 82596DX and 82596SX use CLK2, the set- 
up and hold time specifications for the reset signal are 
very important. The deactivation of RESET is the only 
means by which the 82596DX and 82596SX determine 
which phases of CLK2 correspond to cf>l and <{>2. Since 
many of the control signals are only valid at the begin- 
ning of certain phases, it is crucial that the arbitration, 
signal conversion, and wait state generation logic know 
the current phase of the clock. Failure to meet these 
specifications can cause improper memory accesses by 
the 82596. Figure 3 is the reset retiming block schemat- 
ic. 



Figure 3. Reset Retiming Block 
Table 2. Clocking Specifications 


Component 

Freq 

(MHz) 

Clock 

Max 

Rise 

Max 

Fall 

Min 

High 

Min 

Low 

(nanoseconds) 

82596CA 

25 

CLK 

3.0 

3.0 

14.0 

14.0 

82596CA 

33 

CLK 

3.0 

3.0 

11.0 

11.0 

82596DX 

2.5 

CLK2 

7.0 

7.0 

4.0 

5.0 

82596DX 

33 

CLK2 

4.0 

3.0 

4.5 

4.5 

82596SX 

16 

CLK2 

8.0 

8.0 

5.0 

7.0 

MC68030 

25 

CLK 

4.0 

4.0 

19.0 

19.0 

MC68030 

33 

CLK 

3.0 

3.0 

14.0 

14.0 

MC68020 

25 

CLK 

4.0 

4.0 

19.0 

19.0 

MC68020 

33 

CLK 

3.0 

3.0 

14.0 

14.0 

MC68000 

16 

CLK 

5.0 

5.0 

27.0 

27.0 
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The timings for the M68000 active low signal RESET 
are not compatible with the 82596 active high signal 
RESET. To prev ent possible metastable conditions, the 
M68000 RESET passes through a two-stage synchroni- 
zer before going to the 82596. This will usually require 
two 74F74 flip-flops. Using two stages, rather than one, 
greatly reduces the probability of metastable conditions 
in the 82596. One of the stages is also used to invert the 
signal. Table 3 lists the relevant specifications for RE- 
SET and RESET. 


Table 3. Reset Specifications 


Component 

Freq 

(MHz) 

Setup 

(ns) 

Hold 

(ns) 

82596CA 

25 

8.0 

3.0 

92596CA 

33 

10.0 

3.0 

82596DX 

25 

10.0 

3.0 

82596DX 

33 

8.0 

3.0 

82596SX 

16 

13.0 

4.0 

MC68030 

25 

ND 

ND 

MC68030 

33 

ND 

ND 

MC68020 

25 

ND 

ND 

MC68020 

33 

ND 

ND 

MC68000 

16 

ND 

ND 


ND = Not Defined by Motorola 


2.4 CA and PORT Generation 

The 82596 has two inputs that do not correspond to 
any signals generated by the CPU: Channel Attention 
(CA) and CPU Port (PORT). Channel Attention is al- 
ways monitored by the 82596, and the falling edge is 
internally latched. The 82596 responds to Channel At- 
tention by reading the system control block command 
word, which is stored in memory. Several fields in this 
command word tell the 82596 what to do; e.g., ac- 
knowledge interrupts, change the state of the command 
unit, change the state of the receive unit, or load the 
bus throttle timers. 

When the 82596 does not have the bus, it examines 
PORT. If it is active the value on the data bus is stored 
in the 82596 in a special register. The value on the 4 
least significant bits (D3-D0) indicates one of sixteen 


functions. Only four functions are defined (functions 4 

through 15 are reserved and should not be used). 

0 Do an internal reset (pins D31-D4 are ignored). 

1 Do a self test (the results are placed at the location 
specified by pins D31-D4). 

2 Execute a Dump command (the results are placed at 
the location specified by pins D3 1 -D4). 

3 Move the system configuration pointer to the loca- 
tion specified on pins D31-D4. 


PORT has more stringent requirem ents for setup and 
hold times than CA does. PORT must meet specific 
setup and hold times with respect to the clock and must 
also be active for at least two consecutive clocks. CA is 
only required to be active for two clocks without meet- 
ing specific setup or hold times; however, CA only has 
to be active for one clock if the setup and hold times are 
met. 

Because the M68000 family does not support a separate 
I/O address space, all I/O functions must b e memory- 
mapped . The addresses for CA and PORT can be se- 
lected by the designer. In the design examples, Section 
3 through 5, part of one PLD is used to generate both 
signals. The number of input pins on the PLD will de- 
termine the address range limitations. If the PLD has 
fewer input pins than the number of address lines to be 
decoded, one of the PLD inputs should be connected to 
the output of a secondary decoder. This secondary de- 
coder must meet a worst-case propagation delay, which 
is listed in the comment fields of the PLD equations for 
each design. 


Implementing CA and PORT will usually require four 
macro-cells, which is about one-half of a standard 
PLD. Two are used for the actual output signals and 
two are used as a state machine to control the timing of 
the output signals. Figure 4 is the CA and PORT gen- 
erator block diagram and Figure 5 is the state transition 
diagram. 



Figure 4. CA and PORT Block Diagram 
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2.5 Arbitration 

All the design examples assume that the memory will 
use DRAMs. This means there will be at least three 
master devices attempting to gain access to memory: 
the M68000 CPU, the 82596 LAN coprocessor, and the 
refresh controller. The requests from the refresh con- 
troller must be given highest priority to avoid corrupt- 
ing data in the DRAMs. The 82596 is given the second 
highest priority, so it is not forced to wait and eventual- 
ly overrun or underrun. The M68000 has the lowest 
priority because of its internal Bus Request/Bus Grant 
mechanism. Because some of the M68000 family CPUs 
have an internal cache or instruction pipeline, they can 
fetch code or data internally while the 82596 or the 
refresh controller are using the local bus. 

The M68000 family uses a three-signal arbitration 
scheme. A master device makes a bus request by assert- 
ing BR and waiting for t he M6800 0 to assert BG. The 
master device then drives BGACK while it is using the 
bus. When the master device no longer needs the_bus it 
brings BR inactive, then the M68QO O drives B G inac- 
tive. Finally the master device drives BGACK inactive. 

2.5.1 REFRESH REQUESTS 

Refresh requests are assumed to be asynchronous with 
the arbitration clock; therefore, the refresh signal must 
be synchronized — typically with a 74F74 flip-flop. At 
the completion of the refresh cycle the local bus will be 
released to the requestor having highest priority. The 
flip-flop is not needed if the refresh request timing is 
synchronous with the arbitration clock and meets the 
setup and hold times of the PLD. 

If a refresh request arrives while the M68000 is the 
active bus master, the Bus Request signal (BR) to the 
M68000 will be asserted. When th e M68QOO forces BG 
active the arbitration logic brings BGACK active and 
the refresh cycle begins. When the refresh has been 
completed BR goes inactive. If the 82596 is the active 
bus master when the refresh request arrives, the refresh 
cycle will not start until the 82596 has completed its 
transfers. BR to the M68000 will remain active until 
the refresh cycle has completed; BR will not deassert 
when the 82596 completes its transfers. If another 
82596 request arrives during the refresh cycle, BR will 
remain active until both the refresh controller and the 
82596 complete their transfers. 

The designer is responsible for ensuring that enough 
refresh requests are made to avoid corrupting data in 
the DRAM. These designs assume that a refresh cycle 
signal goes into the memory controller and indicates 
that a refresh cycle is in progress. If a transparent tech- 
nique is used for refreshing the DRAM, or if SRAM is 
used, then the arbiter can be greatly simplified. 


There are several transparent DRAM refresh tech- 
niques. The most common method hides the refresh 
cycle as extra wait states in the normal CPU or 82596 
accesses. This technique eliminates the arbitration over- 
head of the BR/BG (HOLD/HLDA) protocol and 
simplifies the arbiter logic. The main disadvantage is 
that the wait state generator becomes more complex. 

2.5.2 82596 REQUESTS 

The 82596 acquires and holds the system bus via the 
HOLD/HLDA handshake. It requests the bus by acti- 
vating HOLD. When the arbiter gives the local bus to 
the 82 596 it asser ts the HLDA signal, which is the in- 
verted LANCYC signal from the arbiter. Overrun con- 
ditions can occur in some external devices if the 82596 
holds the bus too long. The 82596’s bus throttle timers 
can be used to regulate bus use; the timer can be acti- 
vated two ways. 

• Externally. A high state on the BREQ pin starts the 
timer. 

• Internally. A high state on the HLDA pin starts the 
timer. 

Instead of using bus arbitration schemes, the 82596CA 
can be forced off the bus by activating the backoff pin 
(BOFF). This provides higher performance and faster 
refresh cycles. (The 82596DX and 82596SX do not 
have this backoff feature.) 

Because the 82596 HOLD and HLDA signals are ac- 
tive high and the M68000 BR and BG are active low, 
the arbiter must invert the logic. In addition, the tim- 
ings are not compatible. The arbitration signal timings 
are shown in Tables 4 and 5. 


Table 4. Arbitration Signal Input Timings 


Component 

Frequency 

(MHz) 

Signal 

Output Valid 
Delay (ns) 

82596CA 

25 

HOLD 

3 to 22 

82596CA 

33 

HOLD 

3 to 19 

82596DX 

25 

HOLD 

4 to 22 

82596DX 

33 

HOLD 

3 to 19 

82596SX 

16 

HOLD 

4 to 32 

MC68030 

25 

BG 

Oto 20 

MC68030 

33 

BG 

0 to 20 

MC68020 

25 

BG 

Oto 20 

MC68020 

33 

BG 

Oto 20 

MC68000 

16 

BG 

Oto 40 
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2.5.3 ARBITER IMPLEMENTATION 

Local bus arbitration is mostly implemented in a syn- 
chronous PLD that uses the inverted CPU clock 
(CLK1) as the arbitration clock. The arbiter has fixed 
priorities and responds to bus requests from the 82596 
and the refresh controller by requesting the local bus 
from the M68000. The arbiter assert s the Bus Request 
(BR) and Bus Grant Acknowledge (BGACK) signals 
to the M68000, and enforces the bus arbitration proto- 
col. 


The arbiter does not immediately give the bus to the 
requestor. The arbiter is usually required to provide an 
adequate DRAM precharge time and will not release 
the bus until the precharge time has expired. The arbi- 
ter can be greatly simplified if other logic is used to 
control the precharge time. Figure 6 is the arbiter state 
transition diagram and the signal timings are shown in 
Figure 7. 


Table 5. Arbitration Signal Output Timings 


Component 

Frequency 

(MHz) 

Signal 

Minimum 
Setup (ns) 

Minimum 
Hold (ns) 

82596CA 

25 

HLDA 

10 

3 

82596CA 

33 

HLDA 

8 

3 

82596DX 

25 


10 

3 

82596DX 

33 


8 

3 

82596SX 

16 

HLDA 

11 

8 

MC68030 

25 

BR 

NA 

Na 

MC68030 

25 

BGACK 

NA 

NA 

MC68030 

33 

BR 

NA 

NA 

MC68030 

33 


NA 

NA 

MC68020 

25 

BR 

NA 

NA 

MC68020 

25 

BGACK 

NA 

NA 

MC68020 

33 

BR 

NA 

NA 

MC68020 

33 

BGACK 

NA 

NA 

MC68000 

16 

BR 

NA 

NA 

MC68000 

16 i 

BGACK 

NA 

NA 
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2.6 Sianal Conversion A single PLD generates the signals Address Strobe 

* * (AS), Data Strobe (D S), Read/Write (R/W), and D ata 

The memory signal conversion block modifies the Bus_Enable (DBEN) from the 82596’s signals ADS and 
82596 bus signals to simulate M68000 signals. The new W/R. In 32-bit designs this PLD al so ge n erate s SIZO, 

bus control signals are connected directly to the SIZ1, AO, and A1 from th e 825 96’s B E0-B E3. In 16- 

M68000’s control signals and are tri-stated when the bit designs it gener ates UPS and LDS from the 

82596 is not the bus master. This block will vary de- 82596SX’s A l, BH E, and BLE signals. The Ex terna l 

pending on which M68000 and 82596 combination is Cycle Start (ECS) and Operating Cycle Start (OCS) 

used. This block can be greatly simplified if the memo- signals are emulate d with a t ri-state buffer (e.g., a 

ry controller is capable of using both M68000 and 74F244) enabl ed by LANCYC. The in put th at corre- 

82596 signals and timings. The memory signal conver- sponds to the ECS and OCS signals is ADS from the 

sion block diagram is shown in Figure 8. 82596. Figure 9 shows the different types of cycles for 

the M68000 and 82596. 



Figure 8. Memory Signal Conversion Block Diagram 



Figure 9. M68000 and 82596 Cycles 
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2.7 Wait State and Burst Generator 

2.7.1 GENERAL INFORMATION 

The 82596 and M68000 combinations can use three 
types of bus transfers (the 82596DX and 82596SX sup- 
port only a basic single-cycle transfer). More than one 
single transfer can occur without interruption. Each 
trans fer requires at least two clocks and begins with 
ADS going active during the first clock cycle and then 
RDY goes active in the last clock. Wait states are in- 
serted by keeping RDY inactive. Figure 10 shows the 
wait state and burst generator block diagram. 


RDY » 


^ RDY 


PLD 

► BRDY 

STERM ► 


► NEWCBREEQ 

CBACK > 




I 292076-10 | 

Figure 10. Wait-State and Burst 
Generator Block Diagram 

The 82596CA supports all three types of transfers: sin- 
gle cycle, multiple cycle, and burst. The multiple cycle 
is simply several uninterrupted sin gle-cy cle transfers, 
with each bus cycle beginning with ADS going active 
during the first clock and then RDY going active in the 
last clock. Burst cycles can contain as many as four 
consecuti ve dat a transfers to four consecutive locations; 
however, ADS is only generated before the first data 
transfer. The maximum amount of data moved during a 
burst is 16 bytes (four 4-byte transfers). The wait state 
and burst generation block inserts the appropriate num- 
ber of wait states during the bus cycle by driving RDY 
and BRDY active at the appropriate time. 

The M68000 family supports a 3-clock asynchronous 
cycle. The MC68030 also supports a 2-clock synchro- 
nous cycle that is similar to the 82596CA burst access. 

2.7.2 SINGLE-CYCLE BUS TRANSFERS 

The 82596 begins a cycle after the risi ng ed ge of CLK2 
(CLK for the 82596CA) by asserting ADS and driving 
W/R and the address line s (A3 1-A2) valid. The con- 
version PLD synchroni zes ADS t o the clock and gener- 
ates an address strobe (NEW AS). NEW AS is asserted 
during the same phase of the clock that a M68000 
would assert AS. NEW AS is also asserted during the 
second clock of the 82596 transfer. 


The wait state generator delays the RDY signal to the 
82596 from going active. This provides time to meet the 
data setup and hold specifications. The 82596 requires 
that data be set up a few nanoseconds before the rising 
edge of its clock. The M68000 also requires a setup 
time; however, it is usually only one nanosecond. The 
system designer will need to make provision for, at the 
least, the 82596 data setup time plus an additional 2 ns 
for clock skew. If this cannot be met another wait state 
will be needed for all 82596 memory read cycles. This 
can be provided by modifyi ng the PLD equations to 
delay the assertion of RDY by one or more clocks at 
the e nd of a read cycle. The 82596CA asserts Burst 
Last (BLAST) during the second clock of the first cy- 
cle, which indicates that the transfer is complete after a 
single cycle (the 82596DX and 82596SX do not use 
BLAST). 


2.7.3 BURST-CYCLE AND MULTIPLE-CYCLE 
BUS TRANSFERS 

The 82596CA tries to burst cycles for any bus request 
that requires more than a single data cycle to consecu- 
tive addresses. The starting address must begin on an 8- 
byte boundary (xxxxxxxOh or xxxxxxx8h). The fastest 
burst cycle for this design assumes that 80 ns inter- 
leaved DRAMs are being used, which are fast enough 
to allow new data to be strobed into the 82596CA on 
each clock. The burst cycle requires 4 clocks for the 
first data strobe; however, subsequent data strobes are 
returned with each clock. 

Burst cycles begin w ith th e 82596CA driving a valid 
address and asserting ADS in the same manner as non- 
burst cycles. The 82596CA indi cates tha t it is willing to 
enter a burst cycle by holding BLAST inactive during 
the second clock of the cycle. The ready logic then gen- 
erates a Cache Burst Request (NEWCBREQ) signal to 
t he memo ry controller. If Cache Burst Acknowledge 
(CBACK) is returned active it indicates that the memo- 
ry can operate in burst mode. Then th e ready logic 
waits for the Synchronous Termination (STERM) bus 
handshake signal, which indicates that the correct 
numbe r of wait states has occurred and data is valid. 
When STERM is received the ready logic activates 
BRDY to the 82596CA, which indicates its wil lingness 
to allow a burst cycle. The 82596CA driv es BLAS T 
inactive for all but the last cycle in a burst. BLAST is 
driven active in t he last c ycl e of th e transfer to indicate 
that when either BR DY or RDY is next returned the 
transfer i s comple te. RDY is always returned in re- 
sponse to BLAST going active. 
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If the me mory controller cannot perform a burst cycle 
CBAC K wil l not go active and the ready logic will 
return RDY to the 82596CA, which indicates a non- 
burst multi ple-cyc le transfer will take place. Unlike the 
burst cycle, ADS will go active at the beginning of the 
second and all sub sequent transfers in the multicycle 
transfer and RDY is used to end the cycle rather than 
BRDY. 

The two d ata acknowled ge signals for the MC68030 
(DSACKO and DSACK1) can be combined be cause the 
82596CA only needs one RDY signal. Both DSACK 
signals connect to the inputs of an 74F08 AND gate. 


3.0 MC68030/ 82596CA INTERFACE 

3.1 Design Specifications 

This interface example is based on the following as- 
sumptions. 

• MC68030 CPU. 

• 82596CA LAN coprocessor. 

• 32-bit DRAM memory with burst capability. 

• DRAM refresh using CAS-before-RAS technique. 

• 33 and 25 MHz operating frequencies. 

• Interface logic implemented in PLDs where possi- 
ble. 

• 82596CA signals converted to MC68030 signal 
types. 

• Refresh request signal asynchronous to 33 MHz 
clock. 

• Burst accesses attempted whenever possible. 

NOTE: 

Many of the circuit elements (e.g., PLDs and flip- 
flops) in this design probably already exist in designs 
presently using the MC68030. The extra elements are 
provided only for completeness. The final design will 
probably require fewer circuit elements. 


3.2 Clocking 

This design uses a clock operating at 66 MHz. It is 
divided by a 74F74 flip-flop to generate two 3 3 MHz 
clocks from the Q and Q outputs: CLK1 and CLK1. 
The MC68030 us es CLK 1, but the 82596CA and arbi- 
tration logic use CLK1. The clock-to-output- valid de- 
lay of the 74F74 is 3.8 to 7.8 ns. 


3.3 Reset Retiming 

The 82596CA reset retiming block is the same as that 
shown in Figure 2. The synchronizing flip-flops are 
clocked by CLK1. There are two 82596CA specifica- 
tions for RESET that must be met: the setup time (T23) 
and the hold time (T24). The worst-case margin is 
shown in Table 6 (all times are in nanoseconds). 

3.4 CA and PORT Generator 


The CA and PORT generation block is the same as that 
shown in Figure 4 and is based on a 20R4 PLD (10 ns 
delay at 33 MHz, 15 ns de l ay a t 25 MHz). At either 
speed it is clocked by CLK1. AS, the address li nes, and 
HIADDR are examined at the rising edge of CLK1. 
The worst-case margin to this rising edge limits the 
maximum propagation delay of the secondary decoder. 
Each margin is calculated separately. 

Because AS is generated later than the address, it is 
checked first. The setup time margin to the PLD’s flip- 
flop is calculated as follows (all times are in nanosec- 
onds). 


CLK1 cycle — max MC68030 AS valid delay 

- max CLKlto CLK1 skew (3.1) 

— min PLD setup 

At 33 MHz = 30 - 15 - 2 - 10 = 3 ns 
(with 10 ns PLD) 

At 25 MHz = 40 - 18 - 2 - 15 = 5 ns 
(with 15 ns PLD) 


Table 6. 82596CA Worst-Case Reset Timing Margin 


82596CA 

Clock-to-Output Delay 

Minimum 

Minimum 

Margin 

Frequency 

Minimum 

Minimum 

Setup 

Hold 

Setup 

Hold 

(MHz) 

(nanoseconds) 

33 

3.8 

7.8 

8.0 

3.0 

14.2 

0.8 

25 

3.8 

7.8 

10.0 

3.0 

22.2 

0.8 
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The address has an additional margin because it is gen- 
erated almost one-half clock earlier. This additional 
margin is calculated as follows. 


CLK1 cycle + CLK1 high time 

— max MC68 030 address valid delay 

— max CLK1 to CLK1 skew (3.2) 

— min PLD setup 

At 33 MHz = 30 + 15 - 21 - 2 - 10 = 12 ns 
(with 10 ns PLD) 

At 25 MHz = 40 + 20 - 25 - 2 - 15 = 18 ns 
(with 15 ns PLD) 

Next, the worst-case setup and hold times to the 
82596CA are calculated for CA and PORT, which 
have identi cal timi ngs. They go active based on the ris- 
ing edge of CLK1. The setup margins are calculated as 
follows. 


CLK1 cycle — max PLD output valid delay ^ ^ 
— min 82596CA input setup ' ' 

At 33 MHz = 30 - 7 - 7 = 16 ns 
(with 10 ns PLD) 


falling edge of CLK1, and becau se ther e can be up to 
2 ns of skew between CL K1 an d CLK1, it is not com- 
pletely safe to directly use BG in the arbiter PLD. In- 
stead it is run through one of the flip-flops in the P LD 
to fully synchronize the signal. In th e wors t case, BG 
can go active about the same time as CLK1 goes high. 
Because the PLD w ill not be clocked until the next 
rising edge of CLK1, there will be at least one full clock 
cycle minus the PLD feedback delay for the output to 
reach a valid state. 


The unused ma cro-cell in the 20R8 can be used to in- 
vert LANCYC to create HLDA t o the 8259 6CA. The 
outputs of the arbiter, HLDA and REFCYC, are inter- 
nally synchronized at their destination, so no output 
timing analysis is required. 



3.6 Memory Signal Conversion 

The memory signal conversion block is implemented as 
shown in Section 2.6. A 20R4 PLD (10 ns delay at 
33 MHz, 15 ns delay at 25 MHz) is used to convert the 
82596CA-type control signals to MC68030-type con- 
trol signals. When the 82596CA does not have the bus 
all the outputs go to a high-impedance state. 


At 25 MHz = 40 - 12 - 7 = 21 ns 
(with 15 ns PLD) 

The hold margins are calculated as follows. 

min PLD output valid delay — 

min 8259 6C A input hold (3.4) 

= 4 — 3 = 1 ns (at 33 and 25 MHz) 


The signals SIZ1, SIZ0, Al, and A0 are g e nerated by 
usin g sim ple combinatorial decodes of BE3, BE2, BE1, 
and BE0. The delay will be identi cal to the P LD propa- 
gation dela y. The signals NEW AS, NEWDS, 
NEWDBEN, and NEWR/W are generated by using 
the PL D’s registered outputs, which are clocked by 
CLK1. Their states are determined by the state of the 
82596CA’s signals ADS, W/R, and RDY. 


3.5 Bus Arbiter 

The bus arbiter is implemented with a 20R8 PLD (10 
ns delay at 33 MHz, 15 ns del ay at 25 MHz). At either 
speed, it is clocked by CLK1. The worst-case flip-flop 
setup margins to this rising edge is calculated as fol- 
lows. 


CLK1 cycle - max 82596CA HOLD 

output valid (3.5) 

— min PLD input setup 

At 33 MHz = 30 — 19 — 10 = 1 ns 
(with 10 ns PLD) 

At 25 MHz = 40 - 22 - 15 = 3 ns 
(with 15 ns PLD) 

The signal BR does not need to meet any setup or hold 
times because it is internally synchronized by the 
MC68030. The PLD flip-flop setup time for BG is 
checked next. Because BG can go active 0 ns after the 


An 82596CA read or write cycle s tarts w i th ADS g oing 
active based on the rising edge of CLK1. NEW AS and 
NEWD BEN will go active on th e next ris ing edge of 
CLK1. If the cycle is a rea d cycle NE WDS will also go 
active. If it is a write cycle NEWDS will go active one 
clock later. In general, the signals go inactive based on 
RDY going active. To meet the data hold times 
NEWDBEN stays active one extra clock during a write 
cycle. NEWR/W is simply the inverted and registered 
W/R. 

The timing of the PLD is checked next. The 82596CA 
control signals must be valid in time to meet the setup 
requirements of the PLD’s flip-flops. The margin is cal- 
culated as follows. 


CLK1 cycle — max 82596CA output delay 
— PLD input setup 

At 33 MHz = 30 - 19 - 10 = 1 ns 
(with 10 ns PLD) 

At 25 MHz = 40 - 22 - 15 = 3 ns 
(with 15 ns PLD) 
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NEW AS goes active based on the rising edge of CLK1, 
which is the same as the falling edge of CLK1. The 
PLD clock to output valid delay is 3 to 7 ns maximum 
at 33 MHz and 4 to 12 ns maximum at 25 MHz. The 
skew between the clocks will be —2 to +2 ns. This 
translates to a 1 to 5 ns delay at 33 MHz and 2 to 10 ns 
delay at 25 MHz, which is within the MC68030 specifi- 
cations of 2 to 10 ns. 

ECS and OCS are generated by taking ADS and run- 
ning it through a tri-state buffer (74F244) that i s en- 
abled by HLDA. When the 82596CA has th e bus ECS 
and OCS will go active about 4 to 8 ns after ADS goes 
active. 


3.7 Wait State and Burst Generator 

3.7.1 GENERAL INFORMATION 

The 82596CA supports three types of bus transfers: sin- 
gle cycle, multiple cycle, and burst. E ach b us cycle is at 
least two clocks long and begins with ADS going active 
during the first clock and RDY active in the last clock. 
A bus cycle contains one or more data transfers, each of 
which can be up to 32 bits. Burst cycles can contain as 
many as four data transfers, thus, the maximum 
amount of data moved during a burst is 16 bytes (4 
transfers of 4 bytes each). The wait state and burst gen- 
eration block inserts the proper number of wait states 
during the bus cycle. For this design it was assumed 
that the DRAM would allow for zero wait state access- 
es for the second through fourth data transfers during a 
burst cycle. If slower DRA Ms are u sed, wait st ates will 
need to be inserted in the DSACK and RDY genera- 
tion circuits. 

3.7.2 SINGLE CYCLE TRANSFERS 

The fastest single cycle transfer in this design requires 
three clocks for the 82596CA. The 8 2596CA initi ates a 
cycle after the rising edge of CLK1 by asserting ADS 
and driving W/R and the address line s (A3 1 - A2) val- 
id. The conversion PL D synchro ni zes ADS and gener- 
ates an address strobe (NEW AS). NEWAS is asserted 
during the same phase of the clock that a MC68030 
would assert AS. NEWAS is also asserted during the 
second clock of the 82596CA transfer. 


The wait state generator delays the RDY signal to the 
82596CA. This provides enough time to meet the data 
setup and hold specifications. The 82596CA requires 
that data be valid at least 5 ns before the rising edge of 
its clock. The MC68030 requires only a 1 ns setup to its 
clock. The system designer will need to guarantee that 


the 82596CA has at least a 5 ns data setup to this edge, 
plus 2 ns for the clock skew. If this cannot be met, 
another wait state will be needed for all 82596 memory 
read cycles. This can be done by modi fying the PLD 
equations to delay the assertion of RDY b y one or more 
clocks. The 82596CA asserts Burst Last (BLAST) dur- 
ing the second clock of the first cycle, which indicates 
that the transfer is complete after a single cycle. 

3.7.3 BURST CYCLE BUS TRANSFERS 

The 82596CA attempts burst cycles for any bus request 
that requires more than a single data cycle to consecu- 
tive addresses. The starting address must begin on an 8- 
byte boundary (xxxxxxxOh or xxxxxxx8h). The fastest 
burst cycle for this design assumes 80 ns interleaved 
DRAMs, which allow new data to be strobed into the 
82596CA on each clock. The burst cycle requires four 
clocks for the first data strobe, but subsequent data 
strobes are returned with each clock. 

Burst cycles begin w ith th e 82596CA driving a valid 
address and asserting ADS in the same manner as non- 
burst cycles. The 82596CA indi cates tha t it is willing to 
enter a burst cycle by holding BLAST inactive in the 
second clock of the cycle. The ready logi c then gener- 
ates a cache burst request (NEWCBREQ) signal to the 
mem ory contr oller. If the cache burst acknowledge sig- 
nal (CBACK) is returned active it indicates that the 
memory can operate in burst mode. The re ady logic 
then waits for the synchronous termination (STERM) 
bus handshake signal, which indicates that the correct 
number of wait states has occ urred a nd data is valid. 
The ready logic then activates BRDY to the 82596CA 
to indicate its wi llingness to permit a burst cycle. The 
82596CA drives BLAST inactive for all but the last 
cycle in a burst. BLAST is driven active in the l ast 
cycle o f the transfer to indicate that when R DY or 
BRDY is next returned the trans fer is com plete. RDY 
is always returned in response to BLAST going active. 

If the me mory controller cannot perform a burst cycle 
CBAC K wil l not go active and the ready logic will 
return RDY to the 82596CA to indicate a nonburst 
multiple-cycle transfer will take place. This bus transfer 
is simply a sequence of two or more single cycle trans- 
fers. Unlike the burst cycles, ADS goes active during 
the first clock of the second through fourth data trans- 
fers. The timing margins for these cycles are identical 
to those for nonburst single cycle transfers. 


Because the 82596CA requires only one RDY signal, 
t he two d ata ac knowledge signals for the MC68030 
(DSACKO and DSACK 1) can be combined. Both 
DSACK signals connect to the inputs of an 74F08 
AND gate. 
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4.0 MC68020/82596DX INTERFACE 

4.1 Design Specifications 

This interface example is based on the following as- 
sumptions. 

• MC68020 CPU. 

• 82596DX LAN coprocessor. 

• 32-bit DRAM memory without burst capability. 

• DRAM refresh using CAS-before-RAS technique. 

• 33 MHz operating frequency. 

• Interface logic implemented in PLDs where possi- 
ble. 

• 82596DX signals converted to MC68020 signal 
types. 

• Refresh request signal asynchronous to 33 MHz 
clock. 


NOTE: 

Many of the circuit elements (e.g., PLDs and flip- 
flops) in this design probably already exist in designs 
presently using the MC68020. The extra elements are 
provided only for completeness. The final design will 
probably require fewer circuit elements. 


4.2 Clocking 


This design uses a clock operating at 66 MHz. The 
66 MHz clock, CLK2, is directly by the 82596DX. It is 
divided by a 74F74 flip-flop to generate two 3 3 MHz 
clocks from the Q a nd Q o utputs: CLK1 and CLK1. 
The MC68020 uses CLK1, but the arbitration logic 
uses CLK1. The clock-to-output-valid delay of the 
74F74 is 3.8 to 7.8 ns. The rising edge of CLK1 corre- 
sponds to the rising edge of CLK2 at the beginning of 


4.3 Reset Retiming 

The 82596DX reset retiming block is shown in Figure 
11. The synchronizing flip-flops are clocked by CLK2. 
There are two 82596DX specifications for RESET that 
must be met: the setup time (T23) and the hold time 
(T24). The worst-case margin is shown in Table 7. 




Figure 11. Reset Retiming Block 


Table 7. 82596DX/SX Worst-Case Reset Timing Margin 


82596 

Frequency 

(MHz) 

Clock-to-Output Delay 
Minimum Maximum 

Minimum Minimum 

Setup Hold 

Margin 

Setup Hold 

(nanoseconds) 

33 

«■ 3.8 

7.8 

8.0 

3.0 

14.2 

0.8 

25 

3.8 

7.8 

10.0 

3.0 

22.2 

0.8 

16 

3.8 

7.8 

13.0 

4.0 

45.2 

-0.2 
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4.4 CA and PORT Generator 


The CA and PORT generation block is the same as that 
shown in Figure 4 and is based on a 20R4 PLD (10 ns 
delay at _33 MHz, 15 ns delay at 25 MHz) clocked by 
CLK1. AS, the address lines, and HIADDR are exam- 
ined at the rising edge of CLK1. The worst-case margin 
to this rising edge limits the maximum propagation de- 
lay of the secondary decoder. Each margin is calculated 
separately. 

Because AS is generated later than the address, it is 
checked first. The setup time margin to the PLD’s flip- 
flop is calculated as follows (all times are in nanosec- 
onds). 

CLK1 cycle — max MC68020 AS valid delay 

— max CLK1 to CLK1 skew (4. 1) 

— min PLD setup 

At 33 MHz = 30 - 15 - 2 - 10 = 3 ns 
(with 10 ns PLD) 

At 25 MHz = 40 - 18 - 2 - 15 = 5 ns 
(with 15 ns PLD) 

The address has an additional margin because it is gen- 
erated almost one-half clock earlier. This additional 
margin is calculated as follows. 

CLK1 cycle + CLK1 low time 

— max MC68020 address valid 

delay (4.2) 

— max CLK1 to CLK1 skew 

— min PLD setup 

At 33 MHz = 30 + 15 - 21 - 2 - 10 = 12 ns 
(with 10 ns PLD) 

At 25 MHz = 40 + 20 - 25 - 2 - 15 = 18 ns 
(with 15 ns PLD) 

Next, the worst-case setup and hold times to the 
82596DX are calculated for CA and PORT, which 
have identical timings. They go active based on the ris- 
ing edge of CLK1. The setup margins are calculated as 
follows. 


CLK1 cycle — max PLD output valid delay 

— min 82596DX input setup (4.3) 

— max CLK2 to CLK1 clock skew 

At 33 MHz = 30 - 7 - 7 - 7.8 = 8.2 ns 
(with 10 ns PLD) 

At 25 MHz = 40 - 12 - 7 - 7.8 = 13.2 ns 
(with 15 ns PLD) 


The hold margins are calculated as follows. 

PLD output valid delay - min 82596DX input hold 
+ min CLK2 to CLK1 skew (4.4) 

= 4 - 3 + 3.8 = 4.8 ns (at 33 and 25 MHz) 


4.5 Bus Arbiter 

The bus arbiter is implemented with a 20R8 PLD 
(10 ns delay at 33 MHz, 15 ns delay at 25 MHz) 
clocked by CLK1. The worst-case margins to this rising 
edge is calculated as follows. 

CLK1 cycle 4- min CLK2 to CLK1 skew 

— max 82596DX HOLD output f . 
valid 

— min PLD input setup 

At 33 MHz = 30 + 3.8 - 19 - 10 = 4.8 ns 
(with 10 ns PLD) 

At 25 MHz = 40 + 3.8 - 22 - 15 = 7.8 ns 
(with 15 ns PLD) 

The signal BR does not need to meet any setup or hold 
times because it is internally synchronized by the 
MC68020. The PLD flip-flop setup time for BG is 
checked next. Becaus e BG can go active 0 ns after the 
falling edge of CLK1, and becau se there can be up to 2 
ns of skew between CLK1 and CLK1, it is not com- 
pletely safe to directly use BG in the arbiter PLD. In- 
stead it is run through one of the flip-flops in the P LD 
to fully synchronize the signal. In the worst case, BG 
can go active about the same time as CLK1 goes high. 
Because the arbiter’s flip-flop will not be clocked until 
the next rising edge of CLK1, there will be a full clock 
cycle minus the PLD feedback delay for the output to 
reach a valid state. 


The outputs of the arbiter, LANCYC and REFCYC, 
are internally synchronized at their destination, so no 
output timing an alysis is req uired. An external inverter 
is required for LANCYC to create HLDA to the 
82596DX. If the PLD has an internal inverter then this 
will hot be required. 


4.6 Memory Signal Conversion 

The memory signal conversion block is implemented as 
shown in Section 2.6. A 20R4 PLD (10 ns delay at 
33 MHz, 15 ns delay at 25 MHz) is used to convert the 
82596DX-type control signals to MC68020-type con- 
trol signals. When the 82596DX does not have the bus 
all the outputs go to a high-impedance state. 


1-510 



AP-344 


inV 


The signals SIZ1, SIZO, Al, and AO are g e nera t ed by 
usin g sim ple combinatorial decodes of BE3, BE2, BE1, 
and BEO. The delay will be identi cal to the P LD propa - 
gation dela y. The signals NEW AS, NEWDS, 
NEWDBEN, and NEWR/W are generated by using 
the PLD’s registered outputs, which are clocked by 
CLK1. Their states are determined by the state of the 
82596DX’s signals ADS, W/R, and RDY. 

An 82596DX read or write cycle starts wi th ADS g oing 
active based on the rising edge of CLK1. NEW AS and 
NEWDBEN will go active on th e next ris ing edge of 
CLK1. If the cycle is a rea d cycle NE WDS will also go 
active. If it is a write cycle NEWDS will go active one 
clock later. In general, the signals go inactive based on 
RDY going active. To meet the data hold times 
NEWDBEN stays active one extra clock during a write 
cycle. NEWR/W is simply the inverted and registered 
W/R. 

The timing of the PLD is checked next. The 82596DX 
control signals must be valid in time to meet the setup 
requirements of the PLD’s flip-flops. The margin is cal- 
culated as follows. 

CLK1 cycle + min CLK2 to CLK1 skew 

— max 82596DX output delay (4.6) 
— PLD input setup 

At 33 MHz = 30 + 3.8 - 19 - 10 = 4.8 ns 
(with 10 ns PLD) 

At 25 MHz = 40 + 3.8 - 22 - 15 = 7.8 ns 
(with 15 ns PLD) 

NEW AS goes active based on the rising ed ge of C LK1, 
which is the same as the falling edge of CLK1. The 
PLD clock to output valid delay is 2 to 7 ns maximum. 
The skew between the clocks will be — 2 to +2 ns. This 
translates to a 0- to 5 ns delay, which is within the 
MC68020 specifications of 2 to 10 ns. 

ECS and OCS are generated by taking ADS and run- 
ning it through a tri-state buffer (74F244) that i s en- 
abled by HLDA. When the 82596DX h as the bus ECS 
and OCS will go active about 8 ns after ADS. 


4.7 Wait State Generator 

Each 82596 DX b us cycle is at least two clocks long and 
begins with ADS going active during the first clock and 


RDY active in the last clock. The wait state block in- 
serts the proper nu mber o f wait states during the bus 
cycle by delaying the RDY signal to the 82596DX. The 
fastest single transfer in this design requires three 
clocks for the 82596DX. This provides enough time to 
meet the data setup and hold specifications. The 
82596DX requires that data be valid at least 5 ns before 
the rising edge of its clock. The MC68020 requires only 
a 1 ns setup to its clock. The system designer will need 
to guarantee that the 82596DX has at least a 5 ns data 
setup to this edge, plus 2 ns for the clock skew. If this 
cannot be met, another wait state will be needed for all 
82596DX memory read cycles. This can be done by 
modif ying the PLD equations to delay the assertion of 
RDY by one or more clocks. 

Because the 82596DX requires only one RDY signal, 
t he two d ata ac knowledge signals for the MC68020 
(DSACK0 and DSACK1) can be combined. Both 
DSACK signals connect to the inputs of an 74F08 
AND gate. 


5.0 MC68000/82596SX INTERFACE 

5.1 Design Specifications 

This interface example is based on the following as- 
sumptions. 

• MC68000 CPU. 

• 82596SX LAN coprocessor. 

• 16-bit DRAM memory without burst capability. 

• DRAM refresh using CAS-before-RAS technique. 

• 16 MHz operating frequency. 

• Interface logic implemented in PLDs where possi- 
ble. 

• 82596SX signals converted to MC68000 signal 
types. 

• Refresh request signal asynchronous to 16 MHz 
clock. 

NOTE: 

Many of the circuit elements (e.g., PLDs and flip- 
flops) in this design probably already exist in designs 
presently using the MC68000. The extra elements are 
provided only for completeness. The final design will 
probably require fewer circuit elements. 


1-511 


AP-344 


mtei 


5.2 Clocking 

This design uses a clock operating at 32 MHz. The 
32 MHz clock, CLK2, is used directly by the 82596SX. 
It is divided by a 74F74 flip-flop to generate two 
16 MH z clocks from the Q and Q outputs: CLK1 and 
CLK1. The- MC68000 uses CLK1, but the arbitration 
logic uses CLK1. The clock- to-output-valid delay of 
the 74F74 is 3.8 to 7.8 ns. The rising edge of CLK1 
corresponds to the rising edge of CLK2 at the begin- 
ning of <f>l. 


5.3 Reset Retiming 

The 82596SX reset retiming block is shown in Figure 
11. The synchronizing flip-flops are clocked by CLK2. 
There are two 82596SX specifications for RESET that 
must be met: the setup time (T23) and the hold time 
(T24). The worst-case margin is shown in Table 7 (all 
times are in nanoseconds). 


5.4 CA and PORT Generator 


The CA and PORT generation block is the same as that 
shown in Figure 4 and is based on a 20R4-15 PLD 
clock ed by CLK1. AS, the address lines, HIADDR, 
LDS, and CLK1 are decoded in a combinatorial mac- 
ro-cell of the 20R4. The macro-cell output is sent to the 
input of one of the registered macro-cells, which is 
clocked at the rising edge of CLK1. Since propagation 
delay through the PLD is much less than the CLK1 
cycle time, there will be a large margin on the flip-flop 
setup time. 

Next, the worst-case setup and hold times to the 
82596SX are calculate d. The 8 2596SX timings are iden- 
tical for both CA and PORT. They go active based on 
the rising edge of CLK1. The setup margins are calcu- 
lated as follows. 

CLK1 cycle — max PLD output 

— min 82596SX input setup (5.1) 

— max CLK2 to CLK1 skew 

= 66 - 12 - 11 - 7.8 = 35.2 ns 

Margins are calculated as follows. 

— min PLD output valid delay 

— min 82596SX input hold 

+ max CLK2 to CLK1 skew { ) 

= 4 - 6 + 3.8 = 1.8 ns 


5.5 Bus Arbiter 

The bus arbiter is implemented with a 20R8-15 PLD 
clocked by CLK1. The worst-case margins to this rising 
edge is calculated as follows. 

CLK1 cycle — max 82596SX output 

— min PLD input setup .. 

+ min CLK2 to CLK1 skew ' 

= 66 - 32 - 15 + 3.8 = 22.8 ns 

The signal BR does not need to meet any setup or hold 
times because it is internally synchronized by the 
MC68000. The PLD flip-flop setup time for BG is 
checked next. Becaus e BG can go active 0 ns after the 
falling edge of CLK1, and becau se there can be up to 2 
ns of skew between CLK1 and CLK1, it is not com- 
pletely safe to directly use BG in the arbiter PLD. In- 
stead it is run through one of the flip-flops in the P LD 
to fully synchronize the signal. In the worst case, BG 
can go active about the same time as CLK1 goes high. 
Because the arbiter’s flip-flop will not be clocked until 
the next rising edge of CLK1, there will be almost 60 ns 
for the output to reach a valid state. 


The outputs of the arbiter, LANCYC and REFCYC, 
are internally synchronized at their destination, so no 
output ti ming analys is is required. An inverter is re- 
quired for LANCYC to create HLDA to the 82596SX. 
If the PLD has an internal inverter then this will not be 
required. If not, one of the unused macrocells in the 
20R8 can be used to perform the inversion. 

5.6 Memory Signal Conversion 

The memory signal conversion block is implemented as 
shown in Section 2.6. A 20R4-15 PLD is used to con- 
vert the 82596SX-type control signals to MC68000- 
type control signals. When the 82596SX does not have 
the bus all the outputs go to a high-impedance state. 

The signals UDS, LDS, and A1 a re gen erate d by using 
simple combinatorial decodes of BHE and BLE. The 
delay will be identical to the PLD propagat ion delay , 
which is 15 ns maximum. The signals NEW AS, 
NEWDS, NEWDBEN, and NEWR/W are generated 
by using the PLD’s registered outputs, which are 
clocked by CLK1. Their state s are determ ined by the 
state of the 82596SX’s signals ADS, RDY, and W/R. 

An 82596SX read or write cycle starts wi th ADS g oing 
active based on the rising edge of CLK2. NEW AS and 
NEWDBEN will go active on the next rising edge of 
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CLK1. If the cycle is a rea d cycle NE WDS will also go 
active. If it is a write cycle NEWDS will go active one 
clock later. In general, the signals go inactive based on 
RDY going active. To meet the data hold times 
NEWDBEN stays active one extra clock during a write 
cycle. NEWR/W is simply the inverted and registered 
W/R. 

The timing of the PLD is checked next. The 82596SX 
control signals must be valid in time to meet the setup 
requirements of the PLD’s flip-flops. The margin is cal- 
culated as follows. 


CLK1 cycle + min CLK2 to CLK1 skew 

— max 82596SX output delay , L 
— PLD input setup 
= 66 + 3.8 — 36 — 15 = 18.8 ns 


NEW AS goes active based on the falli ng edge of CLK1, 
which is the same as the rising edge of CLK1. The PLD 
clock to output valid delay is 5 to 12 ns maximum. The 
skew between the clocks will be —2 to +2 ns. This 
translates to a 3 to 14 ns delay, which is within the 
MC68000 specifications of 3 to 40 ns. 

ECS and OCS are generated by taking ADS and run- 
ning it through a tri-state buffer (74F244) that i s en- 
abled by HLDA. When the 82596SX ha s the bus ECS 
and OCS will go active about 8 ns after ADS. 


5.7 Wait State Generator 


The 82596S X bu s cycle is at least two clocks long and 
begins with ADS going active during the first clock and 
RDY active in the last clock. The wait state generation 
block inserts the proper number of wait states during 
the bus cycle. For this design it was assumed that the 
DRAM would allow for zero wait state accesses. If 
slower DRA Ms are use d, wait st ates will need to be 
inserted in the DSACK and RDY generation circuits. 


The fastest single cycle transfer in this design requires 
three cloc ks for t he 82596SX. The wait state generator 
delays the RDY signal to the 82596SX. This provides 
enough time to meet the data setup and hold specifica- 
tions. The 82596SX requires that data be valid at least 
5 ns before the rising edge of its clock. The MC68000 
requires only a 1 ns setup to its clock. The system de- 
signer will need to guarantee that the 82596SX has at 
least a 5 ns data setup to this edge, plus 2 ns for the 
clock skew. If this cannot be met, another wait state 
will be needed for all 82596 memory read cycles. This 
can be done by modif ying the PLD equations to delay 
the assertion of RDY by one or more clocks. 
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APPENDIX A 
SCHEMATICS 


Each schematic includes only the logic needed to interface the 82596 to the M68000. The address and data bus 
connections between the two are not currently shown. 
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A.1 MC68030/82596CA 
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A.2 MC68020/82596DX 
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APPENDIX B 
PLD EQUATIONS 


Several conventions are used in the PLD equations. 
These are designed to make the equations easier to un- 
derstand. In general the equations are designed for 
PLD’s with fixed macro-cells. If programmable macro- 
cells are available, then some reduction will be possible. 

Pin signal name assignments are followed by a com- 
ment indicating the pin type: 

• Input = I 

• Combinatorial input/output = I/O 

• Registered input/output = R, I/O 

Names for active low signals are followed by an under- 
score. For example, AS is an active low signal and 

BREQ is an active high signal. 


Logical operators are defined as: 

• Logical AND = & 

• Logical OR = # 

• Logical NOT = ! 

Where possible, state and truth table formats are used. 

General comments start with a " in the left-most col- 
umn. Specific Comments appear on the same line as the 
individual equations or terms within the equation. If 
there is not room on the right side for the comment to 
fit on the same line, then it will be indented on the 
following line. 
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B.l MC68030/82596CA 

Module ARB FLAG '-R3'; 

Title 9 82596CA Arbitration for Local Bus Rev. B 02/20/90 
DOCTOR DESIGN, San Diego, CA 
PLD20R8-10' ; 

ii ************************ Desorption *********************** 

n 

" FOR: 82596CA / 68030 Interface 

it 

" This PLD arbitrates between the CPU, the LAN Controller and 
" the Refresh requestor for the local bus. Refresh requests are 
" given highest priority, and the 82596 requests given second 
" highest priority. The CPU normally controls the local bus 
" when no requests are pending. 

n 

" Requestors are granted the bus by using the inverted CPU clock 
" (CLK1_J . Since CLK1__ is also used in the equations, it must 
" connected with a separate pin with a separate name (CCLK1_) . 

n 

n The refresh request (RFRQ_) is assumed to be an active low 
" signal having the required 12 ns set-up to the inverted clock 
n (CLK1_J . If this set-up cannot be guaranteed, the request 
" must be synchronized through an external flip-flop, clocked 
" with CLK1_. 

n 

n SBG__ is the synchronized 68030 Bus Grant (BG__ ) signal. 

" HLDA is the inverted LANCYC* . Due to a lack of P-terms, HLDA 
" will be delayed by 1 clock. If a PLD with inverter outputs is 
" available, then LANCYC* can be inverted and used directly as 
n HLDA. 

n 

»• The Bus Request signal, BREQ, and Backoff, BOFF, are used to 
" activiate the Bus Throttle Timers and backoff function. The 
" equations are included but the outputs are always set 
" inactive. It is left to the system designer to define input 
" conditions for this signal. 

it 

" The two states LANjOFF and LAN_RF can be used if the external 
" circuitry cannot guarantee that the 82596 will get off the bus 
" in time to do refresh cycles . If these states are used, a 
" larger PLD will be needed to generate the BGACK to the 68030. 

ii 

" UNUSED INPUT PINS : 5 

" UNUSED OUTPUT PINS (REGISTERED) : 0 

" UNUSED OUTPUT PINS (COMBINATORIAL) : 0 

n 

n**************************************************************** 

292076-35 
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arb Device 'P20R8'; 


CLK1__ 

Pin 

i-* 

a 

M 

a 

vcc 

Pin 

24; 



CCLK1__ 

Pin 

2; "I" 

NC5 

Pin 

23; 

njn 


AS_ 

Pin 

3; "I" 

SBG__ 

Pin 

22; 

"R, 

I/O" 

HOLD 

Pin 

4; "I" 

BREQ 

Pin 

21; 

"R, 

I/O" 

LOCK 

Pin 

5; "I" 

LANCYC_ 

Pin 

20; 

"R, 

I/O" 

NCI 

Pin 

6; "I" 

BR__ 

Pin 

19; 

"R, 

I/O" 

BG_ 

Pin 

7; "I” 

BGACK_ 

Pin 

18; 

"R, 

I/O" 

NC2 

Pin 

8; "I" 

BOFF__ 

Pin 

17; 

”R, 

I/O" 

RFRQ_ 

Pin 

9; n I n 

RFCYC__ 

Pin 

16; 

"R, 

I/O" 

NC3 

Pin 

10; "I n 

HLDA 

Pin 

15; 

"R, 

I/O" 

RESET 

Pin 

11; "I" 

NC4 

Pin 

14; 

nj« 


GND 

Pin 

12; 

OE_ 

Pin 

13; 

n jn 


MODE 

- [BR_, 

BGACK__, RFCYC_, LANCYC_, 

BOFF_] 

1 ; 



IDLE 

- [Ir 1/ 

1/ i,i]; 






REQ 

- [0,1, 

i,i,i]; " 

Generic request to 

CPU 

for 

local 

RF_CYC 

- [If0, 

0,1,13; 

Refresh request has been granted 

LANjCYC 

- [If0, 

1,0,1]; 

LAN request 

has been granted. 

PRE_CHG 

- [1,0, 

1,1,13; 

Required for back-to-back cycles 


" The following two lines are used only if the 82596 is required to 
" be kicked off the bus. Most designs will not require* these states. 


" LAN__OFF - [1,0, 1,0,0]; Refresh Request forces 82596 off bus. 

" LAN_ON « [1,0, 0,1,0]; Refresh Request returns control to 82596 


Equations 

BREQ :* 0; " Bus Throttle conditions will need to be 

" defined by the system designer. 


SBG_ - !BG_ & CCLK1_ 

# !SBG_ & !BG__ 

# !SBG_ & ! CCLK1 


Set synchronized bus grant during high clock 
to phase meet setup to ARB PLD . 

Hold until processor bus grant goes away. 
Hold through low clock phase to met setup. 


HLDA :« !LANCYC_; 


" Create HLDA from inverted LANCYC . 
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MODE := RESET & IDLE; " Initialize state machine to IDLE State on reset. 


State__Diagram IN arb MODE 


State IDLE : IF ( ! RFRQ_ # HOLD) THEN REQ 

ELSE IDLE; 


State REQ : CASE ( ! RFRQ__ & ! SBG_) :RF_CYC; 

(HOLD & RFRQ_ & ! SBG_J :LAN__CYC; 

( ! ( ( ! RFRQ__ & ! SBG__) 

# (HOLD & RFRQ_ & SBGJ ) ) ;REQ; 

ENDCASE; 

State RF_CYC : CASE (RFRQ__ & '.HOLD & SBG__) : IDLE ; 

(RFRQ_ & HOLD) :PRE_CHG; 

(!RFRQ_) ;RF_CYC; 

ENDCASE; 


State LAN__CYC : CASE ( ! HOLD & 

( ! HOLD & 

" ( HOLD & 

( HOLD & 

ENDCASE; 

state PRE__CHG : CASE ( RFRQ_ & 

( ! RFRQ_ & 

( RFRQ_ & 

( RFRQ_ & 

ENDCASE; 

" State LAN_OFF : IF ( !HOLD) THEN LAN_RF 

n ELSE LAN__OFF ; 

" state LAN_RF : IF (RFRQ_) THEN LAN_CYC 

" ELSE LAN_RF; 

« ******************* Revision History ************************ 


RFRQ_ 

& 

! LOCK & SBG_) 

-.IDLE; 

RFRQ_ 

& 

! LOCK) 

:PRE_CHG, 

RFRQ_ 

& 

! LOCK) 

:LAN__Off , 

RFRQ_) 



:LAN_CYC, 


‘HOLD & 

'.LOCK & 

SBG__) 

SIDLE; 

! LOCK) 



;RF_CYC; 

HOLD) 



;LAN_CYC; 

! HOLD & 

! LOCK & 

! SBG_) 

: PRE__CHG; 


" Rev. A 01/03/90 - KKP - First Version 

" Rev. B 02/20/90 - KKP - Put BG_ Synchroniziation into PLD . 

u 

** *************************************************************** 


end ARB 
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Module CAPORT FLAG '-R3'; 

Title '82596CA Channel Attention and Port Rev. A 01/03/90 
DOCTOR DESIGN, San Diego, CA 
PLD20R4-15'; 

n ************************ Desorption *********************** 

n 

" FOR: 82596CA / 68030 Interface 

n 

" This PLD decodes the 68030 address lines and generates the 
" Channel Attention and PORT_ signals to the 82596. The choice 
" of address is of address is left to the system designer. 

n 

" Nine address decode lines are available. They could be 
" connected to A31-A23. NCI, NC2, NC3, and NC4 are 
" combinatorial outputs. They can be used as extra address 
" inputs. NC5 is a standard input that is also available as 
" an extra address term. If even more decode lines are required, 
" then the HIADDR input is for the output of the external 
" decoder. This decode must be done in less than 16 ns. 

ii 

" In the line ADDR = [A09,A08, ], the values for A09-A01 

" should be set high or low (inverted) for the desired range. 

" The decode values for CA_ACC and PORT__ACC (110 and 220) are 
" arbitrary and can be modified as needed. 

n 

" S0_ and Sl_ are state bits used for generating wait states for 

" PORT_ assertion. 

ti 

" UNUSED INPUT PINS : 1 

" UNUSED OUTPUT PINS (REGISTERED) : 0 

" UNUSED OUTPUT PINS (COMBINATORIAL) : 4 

it 

** *************************************************************** 


caport Device f P20R4 f ; 


CLK1_ 

Pin 

1 

ii jii 

vcc 

Pin 24; 

AS_ 

Pin 

2 

ii j n 

HIADDR 

Pin 23; "I" 

A01 

Pin 

3 

njn 

NCI 

Pin 22; "I/O" 

A02 

Pin 

4 

n jii 

NC2 

Pin 21; "I/O" 

A03 

Pin 

5 

n jti 

CA 

Pin 20; "R,I/0" 

A0 4 

Pin 

6 

ii jn 

S0_ 

Pin 19; "R,I/0" 

AOS 

Pin 

7 

n jn 

Sl_ 

Pin 18; "R,I/0" 

A0 6 

Pin 

8 

n j ii 

PORT_ 

Pin 17; "R,I/0" 

A07 

Pin 

9 

n jn 

NC3 

Pin 16; "I/O" 

A0 8 

Pin 

10 

ii jn 

NC4 

Pin 15; "I/O" 

A0 9 

Pin 

11 

it jii 

NC5 

Pin 14; "I" 

GND 

Pin 

12 


0E _ 

Pin 13; "I" 
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'•Declarations 

X,C - .X. , .C. ; 

ADDR - [AO 9 f AO 8 , AO 7 , AO 6 , AO 5 f AO 4 , AO 3 r AO 2 , AO 1 f X, X, X] ; " User defined address 


CA__ACC 

MACRO 

{ (ADDR -« A hll0) 

& HIADDR & 

!AS_ 

PORT_ACC 

MACRO 

{ {ADDR — A h220) 

& HIADDR & 

! AS_ 


MODE * [ CA, PORT_, SO_,Sl_] ; 


IDLE 

- 

c 

1/ 

If 

1 

f 

1 

] ; 




PORT__SET 

- 

[ 

1, 

0, 

1 

f 

1 

] ; 

ti 

Set PORT_ 

_ to 82596. 

PORT_HLDl 

- 

[ 

lr 

0, 

0 

f 

1 

3; 

n 

Hold for 

one clock state. 

PORT HLD2 

a 

[ 

1/ 

Or 

0 

f 

0 

3 ; 

ti 

Hold for 

a second clock state 

ACCESS OFF- 

[ 

1, 

If 

0 

f 

0 

3 7 

n 

Deassert 

PORT__ and CA. 

CA___SET 

= 

c 

0, 

lr 

1 

f 

1 

3 7 

it 

Set CA to 82596. 

CA_HLD1 

- 

[ 

0, 

lr 

0 

r 

1 

3; 

n 

Hold for 

one clock state. 

CA_HLD2 


[ 

0 , 

lr 

0 

r 

0 

3; 

n 

Hold for 

a second clock state 


Equations 

State__Diagram IN caport MODE 

state IDLE : CASE (PORT_ACC) 

(CA_ACC) 

( ! (PORT__ACC # CA_ACC) ) 
ENDCASE; 

state PORT_SET : GOTO P0RT__HLD1; 

state P0RT_HLD1 : GOTO PORT_HLD2; 

State PORT_HLD2 : GOTO ACCESSJDFF; 

State ACCESS__OFF : IF AS_ THEN IDLE 

ELSE ACCESS_OFF ; 

state CA__SET : GOTO CA_HLD1; 

state CA_HLD1 : GOTO CA_HLD2; 

State CA HLD2 : GOTO ACCESS OFF; 


:PORT_SET; 

:CA_SET; 

: IDLE; 


»» **************** Revision History *************************** 

n 

n Rev. A 1/3/90 - KKP - First Version. 

n 

w *************************************************************** 


end CAPORT 
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Module CNVRT FLAG '-R3'; 

Title '82596CA Signal Conversion Rev. A 01/03/90 

DOCTOR DESIGN, San Diego, CA 
PLD20R4-10 r / 

n ************************ Desorption *********************** 

it 

" FOR: 82596CA / 68030 Interface 

w 

" This PLD converts the 82596 signals to 68030 type signals. 

n 

" DELAYAS_ is generated in the RDY PLD to delay AS__ until it is 
" known whether a multiple or burst transfer is to take place . 

n 

" A PLD 20R4 was used in this example, requiring seperate 
" output enables (LANCYC__ and LANCYC2__, connected external to 
" the PLD) for the registered and latched outputs. 

it 

" NEWRW__, NEWAS__, NEWDS_, and NEWDBEN_ are registered outputs. 

" NEWSIZQ, NEWSIZ1, NEWA0, and NEWA1 are combinatorial outputs. 

" All of these signals will be enabled when the 82596 has 

" control of the local bus, otherwise they will be tri-stated. 

n 

" The combinatorial outputs are generated using a truth table. 

n For completeness, default settings are included for the 

n impossible BE# input combinations. 

n 

" UNUSED INPUT PINS : 3 

" UNUSED OUTPUT PINS (REGISTERED) : 0 

" UNUSED OUTPUT PINS (COMBINATORIAL) : 0 

it 

n *************************************************************** 


cnvrt Device 'P20R4'; 


CLK1__ 

Pin 

1; 

it jn 

vcc 

Pin 

24; 

NCI 

Pin 

2; 

njn 

RDY_ 

Pin 

23; "1" 

DELAYAS_ 

Pin 

3/ 

njw 

NEWA0 

Pin 

22; "I/O" 

BE0_ 

Pin 

4; 

it jit 

NEWSIZ0 

Pin 

21; "I/O" 

BE1_ 

Pin 

5; 

n jii 

NEWRW_ 

Pin 

20; "R, I/O 

BE2_ 

Pin 

6; 

it jn 

NEWAS_ 

Pin 

19; "R, I/O 

BE3_ 

Pin 

7; 

njn 

NEWDS_ 

Pin 

18; "R, I/O 1 

WR_ 

Pin 

8; 

njn 

NEWDBEN_ 

Pin 

17; "R, I/O 1 

NC2 

Pin 

9; 

njn 

NEWSIZ1 

Pin 

16; "I/O" 

NC3 

Pin 

10; 

it jit 

NEWA1 

Pin 

15; "I/O" 

NEWCBRQ_ 

Pin 

11; 

it jit 

LANCYC2_ 

Pin 

14; "I" 

GND 

Pin 

12; 


LANCYC_ 

Pin 

13; "I" 
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Equations 


" Start after BLAST_ valid. 
n Hold through multiple/burst transfer. 


n Start DS__ with AS_ during read cycle. 

" Delay DS_ by 1 clock during a write cycle. 
" Hold until clock following RDY_ set. 


" Enable data transceivers as soon as 82596 
" begins its cycle. 

" Hold as long as AS_ during read. 

# WR_ & ! NEWDBEN__ & !NEWAS__; " Longer data hold during a write. 

!NEWRW_ := WR_; "invert WR to match processor 

" The following truth table converts the byte enable signals from 
" the 82596 into the 68030 SIZ signals and address lines AO and 
" Al. 

Truth Table 


( [BE3__,BE2_,BE1_,BE0_,LANCYC2_J -> [ NEWS IZ1, NEWS IZO , NEWA1, NEWAO ] ) 



X 

r 

X 

r 

X 

9 

X 

9 

1 

] -> [ 

1 

9 

1 

9 

1 

9 

1 

]; 


1 

9 

1 

r 

1 

9 

1 

9 

0 

] -> [ 

1 

9 

1 

9 

1 

9 

1 

1; 


1 

r 

1 

r 

1 

9 

0 

9 

0 

] -> [ 

0 

9 

1 

9 

1 

9 

1 

]; 


1 

r 

1 

r 

0 

9 

0 

9 

0 

] -> [ 

1 

9 

0 

9 

1 

9 

0 

] ; 


1 

r 

0 

t 

0 

9 

0 

9 

0 

] -> [ 

1 

9 

1 

9 

0 

9 

1 

]; 


0 

t 

0 

$ 

0 

9 

0 

9 

0 

] -> [ 

0 

9 

0 

9 

0 

9 

0 

]; 


1 

9 

1 

t 

0 

9 

1 

9 

0 

] -> [ 

0 

9 

1 

9 

1 

9 

0 

] ; 


1 

t 

0 

r 

0 

9 

1 

9 

0 

] -> [ 

1 

9 

0 

9 

0 

9 

1 

] ; 


0 

t 

0 

t 

0 

9 

1 

9 

0 

] -> [ 

1 

9 

1 

9 

0 

9 

0 

] ; 


1 

r 

0 

t 

1 

9 

1 

9 

0 

] -> [ 

0 

9 

1 

9 

0 

9 

1 

] ; 

[ 

0 

r 

0 

t 

1 

9 

1 

9 

0 

] -> [ 

1 

9 

0 

9 

0 

9 

0 

]? 

[ 

0 

t 

1 

9 

1 

9 

1 

9 

0 

] -> [ 

0 

9 

1 

9 

0 

9 

0 

]; 
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ENABLE 

NEWAS_ 

m 

! LANCYC_; 

ENABLE 

NEWDS_ 

- 

! LANCYC_; 

ENABLE 

NEWDBEN_ 

- 

! LANCYC_; 

ENABLE 

NEWRW__ 

m 

! LANCYC_; 

ENABLE 

NEWSIZO 

- 

! LANCYC2_; 

ENABLE 

NEWSIZ1 

- 

! LANCYC2_; 

ENABLE 

NEWAO 

- 

!LANCYC2_; 

ENABLE 

NEWA1 

- 

! LANCYC2_; 

iNEWAS 





!DELAYAS_ 

# !NEWAS_ & !NEWCBRQ_; 


!NEWDS_ :« 

! WR_ & ! DELAYAS__ 

# WR_ & ! NEWDBEN__ & RDY 

# !NEWDS_ & !NEWCBRQ_; 

! NEWDBEN__ :« 

!DELAYAS_ 

# !WR & ! NEWDBEN & RDY 
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" The following BE# input combinations are illegal and will 
n result in erroneous data transfers. 

[ X , 0 , 1 , 0 , 1 ] -> [ 1 , 1,1,1]; 

[0,1, 0 , X , 1 ]->[ 1 , 1,1,1]; 

[ 0 , 1 , 1 , 0 , 1 1 -> [ 1 , 1 , 1 , 1 ]; 

*» **************** Revision History *************************** 

n 

n Rev. A 1/3/90 - KKP - First Version. 

n 

W *************************************************************** 

end CNVRT 
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Module RDY FLAG '-R3'; 

Title '82596CA Ready and Burst Cycle Logic Rev. A 01/03/90 
DOCTOR DESIGN, San Diego f CA 
PLD20R4-10' ; 

n ************************ Descrption *********************** 

n 

" This PLD generates the RDY__ and BRDY_ signals to the 82596. 
n It also generates the Burst Request (CBREQ_J signal to the 
" memory controller. It uses the 68030 signals Address Strobe 
" (AS__) , Data Strobe (DS_) , Data Bus Enable (DBEN_J , Data 

" Acknowledge (DSACK_) and Synchronous Termination (STERM_) . It 
" also uses Cache Burst Acknowledge (CBACK_) from the memory 
" controller and Burst Last (BLAST_) from the 82596. The 
" DELAYAS_ signal is used to delay the generation of AS_ to the 
" memory controller in order to determine whether a burst transfer 
" is about to take place. Because CLK1__ is needed for both the 
" flip-flop registers and in the combinatorial equations, it 
" is connected to both pins 1 and 2. Two separate names are 
" required in the equations (CLK1_ and CCLK1_J . 

n 

" The first three burst data transfers between the 82596 and the 
" memory will be acknowledged with the BRDY_ signal. The last 
" (fourth) burst data transfer cycle will be acknowledged with a 
" RDY_. 

»» 

" This PLD must be 10 ns or faster to meet BRDY set-up to CLK1_ 

" on 82596. 

n 

" The output DELAYRDY__ is only used inside this PLD to generate 
" a delay for the RDY_ signal to the 82596. 

n 

" UNUSED INPUT PINS : 2 

" UNUSED OUTPUT PINS (REGISTERED) : 1 

" UNUSED OUTPUT PINS (COMBINATORIAL) : 1 

vv 

n ********************* ********* ******************** ************* 


rdy Device 'P20R4'; 


CLK1_ 

Pin 

1; 

njn 

vcc 

Pin 

24; 

CCLK1__ 

Pin 

2; 

ii jn 

■ NC2 

Pin 

23; n I n 

AS_ 

Pin 

3; 

njn 

RDY_ 

Pin 

22; "I/O" 

DS_ 

Pin 

4; 

njn 

BRDY_ 

Pin 

21; "I/O" 

STERM_ 

Pin 

5; 

njn 

DELAYAS_ 

Pin 

20; "R, I/O" 

DBEN_ 

Pin 

6; 

njn 

SO 

Pin 

19; "R, I/O" 

ADS_ 

Pin 

7; 

njn 

NEWCBREQ_ 

Pin 

18; "R, I/O” 

CBACK_ 

Pin 

8; 

njn 

NC3 

Pin 

17; "R, I/O" 

NCI 

Pin 

9; 

n jn 

DELAYRDY_ 

Pin 

16; "I/O" 

DSACK_ 

Pin 

10; 

njn 

NC4 

Pin 

15; "I/O" 

BLAST_ 

Pin 

11; 

njn 

LANCYC__ 

Pin 

14; "I" 

GND 

Pin 

12; 


OE_ 

Pin 

13; "I" 
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"Declarations 


MODE - [DELAYAS_, S 0 , NEWCBREQ__] ; 


IDLE - [1,1,1]; 

Wait for BLAST to determine if burst data transfer. 
BLAST_ active so no burst transfer. 

BLAST_ not active so multiple or burst transfer. 
Wait for acknowledge. 

Wait for acknowledge. 

Wait for acknowledge. 

Equations 

!RDY_ « ! BLAST_ & ! DELAYRDY_ & CCLK1_ & !AS_ & CBACK_ 

" Return RDY__ whenever BLAST_ asserted. 

# ! STERM__ & NEWCBREQ_ 

" Fourth burst transfer or synchronous transfer. 

# !RDY_ & !DBEN_; 

" Hold RDY__ until data requirement met. 

!BRDY_ - !STERM_ & !NEWCBREQ__ & !CBACK_ 

" Assert BRDY__ during burst cycles 

# !BRDY_ & !CCLKl_; 

" Hold so recognized on rising edge of CLK1_ to 82596. 

! DELAYED Y_ = 

!DS_ & ! LANCYC__ & !CCLK1_ " Delay RDY for data setup. 

# !DELAYRDY_ & !AS_; " Hold until end of data cycle. 


BLST_WT 

NO_BURST 

BRST_CYC 

STERM_1 

STERM_2 

STERM 3 


10 , 1 , 1 ]; 

HfO,l]; 

[ 0 , 0 , 1 ]; 

[ 0 , 0 , 0 ]; 

[ 0 , 1 , 0 ]; 

[ 1 , 1 , 0 ]; 


State__Diagram IN rdy MODE 

State IDLE : IF !ADS_ THEN BLSTJWT 

, ELSE IDLE; 

State BLST_WT : IF ! BLAST_ THEN NO_BURST 

ELSE BRST_CYC; 

state NOJBURST : GOTO IDLE; 

state BRST_CYC : CASE ( ! BRDY_ & ! CBACK__) 

(<!BRDY_ & CBACK__) 

(BRDY_ & BLAST_) 

ENDCASE; 

State STERM_1 : CASE ( ! BRDY_ & ! CBACK_) : STERM_2; 

{ ( ! BRDY_ & CBACK_) # »BLAST__) : IDLE; 
(BRDY_ & BLAST__) ; STERM_1; 

ENDCASE; 


# ‘BLAST ) 


STERMJL; 

IDLE; 

BRST CYC; 
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state STERM__2 : CASE (!BRDY_ & !CBACK_) : STERMJ3; 

( ( ! BRD Y_ & CBACK_) # !BLAST_) : IDLE/ 
(BRDY_ & BLAST_) : STERM_2; 

ENDCASE; 

State STERM_3 : IF { ! BRDY_ # SBLASTJ THEN IDLE 

ELSE STERM_3 ; 

»• a*************** Revision History a************************** 

it 

" Rev. A 1/20/90 - KKP - First Version. 


«« *************************************************************** 
end RDY 
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B.2 MC68020/82596DX 

Module ARB FLAG '-R3 r ; 

Title '82596DX Arbitration for Local Bus Rev. A 01/12/90 
DOCTOR DESIGN, San Diego, CA 
PLD20R6-10'; 

n ************************ Desorption *********************** 

n 

" FOR: 82596DX / 68020 Interface 

n 

" This PLD arbitrates between the CPU, the LAN Controller and 
" the Refresh requestor for the local bus. Refresh requests are 
" given highest priority, and the 82596DX requests given second 
" highest priority. The CPU normally controls the local bus 
" when no requests are pending. The RDY__ acknowledge signal to 
” the 82596DX is also generated in this PLD. The signal 
" DELAYRDY_ is an embedded signal used only in this PLD to 
" generate RDY_. 

n 

" Requestors are granted the bus by using the inverted CPU clock 
” (CLK1) . Because is required for both the registered and 
" combinatorial terms, CLKl is connected to both the clock and a 
" combinatorial input . The combinatorial term is called CCLK1 . 

" The refresh request (RFRQ__) is assumed to be an active low 
" signal having the required 12 ns set-up to CLKl. If this 
n set-up cannot be guaranteed, the request must be synchronized 
" through an external flip-flop, clocked with CLKl. 

it 

" The SBG__ signal is the synchronized 68020 Bus Grant (BG_) 
w signal. 

n 

n Because the 82596 uses and active-high HOLD, LANCYC__ is 
" inverted with an external 74F04. 

n 

" The equations and marco-cells are allocated for the Bus 
" Request (BREQ) signal, which is used to activiate the 82596DX 
" Bus Throttle Timers. In these equations it is set inactive. 

" It is left to the system designer to define input conditions 
" for this signal. 

n 

n UNUSED INPUT PINS : 4 

" UNUSED OUTPUT PINS (COMBINATORIAL) : 0 

" UNUSED OUTPUT PINS (REGISTERED) : 0 

n 

" *************************************************************** 
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arb Device 'P20R6'; 


CLK1 


Pin 

1; "I" 


vcc 

Pin 24; 

CCLK1 


Pin 

2/ "I" 


NC3 

Pin 23; n I" 

AS_ 


Pin 

3; "I" 


DELAYRDY_ 

_ Pin 22; ”1/0" 

HOLD 


Pin 

4; "I" 


BREQ 

" Pin 21; "R,I/0" 

LOCK 


Pin 

5/ "I" 


LANCYC_ 

Pin 20; n R,I/0" 

DS_ 


Pin 

6; "I" 


BR__ 

Pin 19; n R,I/0" 

BG_ 


Pin 

7/ "I" 


BGACK_ 

Pin 18; n R,I/0” 

DBEN_ 


Pin 

8; "I” 


RFCYC_ 

Pin 17; "R, I/O” 

RFRQ_ 


Pin 

9; "I" 


SBG_ 

Pin 16; "R,I/O n 

NCI 


Pin 

10; "I" 


RDY_ 

Pin 15; "I/O" 

NC2 


Pin 

11; "I" 


NC4 

Pin 14; "I" 

GND 


Pin 

12; 


OE_ 

Pin 13; "I" 

MODE 


[BR_, 

BGACK_, RFCYC_ f LANCYCJ ; 


IDLE 

. 

Cl.lr 

1,11; 




REQ 

- 

CO.lr 

i,i]; 

n 

Generic request 

to CPU for local 

RF__CYC 

- 

ClrO, 

0,1]; 

n 

Refresh request 

has been granted 

LANjCYC 

- 

[1,0, 

l, 0] ; 

n 

LAN request has 

been granted. 

PREjCHG 

m 

UrO, 

1,1]; 

n 

Required for back-to-back cycles 


Equations 


BREQ := 0; 


" Bus Throttle conditions will need 
" to be defined by the system designer. 


!SBG_ - ! BG_ & CCLK1 

# ! SBG__ & !BG__ 

# ! SBG__ & ICCLK1; 


" Set* during high phase of ARB clock to 
" meet setup time into PLD. 

" Hold with processor bus grant. 

" Hold through low phase of clock to meet setup time. 


IDELAYRDY - 


!DS_ & ! LANCYC_ & !CCLKl 

# !DELAYRDY__ & !AS__; 

!RDY_ - 

!DELAYRDY_ 6 CCLK1 & !AS 

# !RDY_ & !DBEN__; 


" Delay RDY__ for data set-up. 

" Hold until end of data cycle. 


" Return RDY_ after delay while 
" data cycle still in progress 
" Hold until end of data cycle. 
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State_Diagram IN 
State IDLE : 

arb MODE 

IF (!RFRQ_ # HOLD) THEN REQ 

ELSE IDLE; 


state REQ : 

CASE (!RFRQ_ & !SBG_) 

( HOLD & RFRQ_) 

( ! ( (!RFRQ_ & ! SBG__) 

# (HOLD & RFRQ_ & SBG_) ) ) 
ENDCASE; 

:RF_CYC; 

:LAN_CYC; 

:REQ; 

state RFjCYC 

CASE (RFRQ_ & 'HOLD) 
(RFRQ_ & HOLD) 

( ! RFRQ__) 
ENDCASE; 

: IDLE; 

:PRE_CHG; 

:RF_CYC; 

state LAN_CYC : 

CASE ( !HOLD & RFRQ_ & !LOCK) 

( ! HOLD & !RFRQ_ & 'LOCK) 
(HOLD) 

ENDCASE; 

: IDLE ; 
:PRE_CHG; 
: LAN_CYC; 

state PRE_CHG : 

CASE (RFRQ_ & !HOLD & !LOCK) 

(RFRQ_ & HOLD) 

(!RFRQ_ & (LOCK) 

( ! SBG_ & RFRQ_ & !HOLD & !LOCK) 

: IDLE; 
:LAN_CYC; 
:RF_CYC; 
:PRE_CHG; 


ENDCASE; 


n ******************* Revision History ************************ 

n 

" Rev. A 01/12/90 - KKP - First- Version 

M Rev. B 02/20/90 - KKP - Moved BG__ synchronization into PLD. 

ii 

n *************************************************************** 

end ARB 
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Module CAPORT FLAG r -R3'; 

Title '82596DX Channel Attention and Port Rev. A 01/12/90 
DOCTOR DESIGN, San Diego, CA 
PLD20R4-15' ; 

n ************************ Desorption *********************** 

VV 

" FOR: 82596DX / 68020 Interface 

n 

” This PLD decodes the 68020 address lines and generates the 
" Channel Attention and PORT__ to the 82596DX. The choice of 
" address is left to the system designer. 

n 

M Nine address decode lines are available. They could be 
" connected to A31-A23. NCI, NC2, NC3, and NC4 are 
" combinatorial outputs. They can be used as extra address 
" inputs . NC5 is a standard input that is also available as 
" an extra address term. If even more decode lines are required, 
" then the HIADDR input is for the output of the external 
" decoder. This decode must be done in less than 22 ns. 

n 

" In the line ADDR ** [A09, A08, . . . . ] , the values for A09-A01 
" should be set high or low (inverted) for the desired range. 

" The decode values for CA_ACC and PORT__ACC (110 and 220) are 
" arbitrary and can be modified as needed. 

it 

" S0__ AND Sl_ are state bits used for generating wait states for 

" PORT__ assertion. 

n 

ii 

" UNUSED INPUT PINS : 1 

" UNUSED OUTPUT PINS (REGISTERED) : 0 

" UNUSED OUTPUT PINS (COMBINATORIAL) : 4 

n n 

n *************************************************************** 


caport Device 'P20R4'; 


CLK1_ 

Pin 

1 

ii jii 

vcc 

Pin 

24; 


AS_ 

Pin 

2 

ii jii 

HIADDR 

Pin 

23; 

« j ii 

A01 

Pin 

3 

ii jii 

NCI 

Pin 

22; 

"I/O” 

A02 

Pin 

4 

If JII 

NC2 

Pin 

21; 

"I/O” 

A0 3 

Pin 

5 

n jii 

CA 

Pin 

20; 

"R, I/O” 

A0 4 

Pin 

6 

ii jii 

S0_ 

Pin 

19; 

n R, I/O" 

A0 5 

Pin 

7 

ti jn 

Sl_ 

Pin 

18; 

"R, I/O" 

A0 6 

Pin 

8 

II JII 

PORT_ 

Pin 

17; 

”R, I/O” 

A07 

Pin 

9 

ii jn 

NC3 

Pin 

16; 

"I/O” 

A0 8 

Pin 

10 

ii jn 

NC4 

Pin 

15; 

"I/O" 

A0 9 

Pin 

11 

ii jn 

NC5 

Pin 

14; 

H JII 

GND 

Pin 

12 


OE 

Pin 

13; 

n jii 
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" Declarations 




x,c 

.X., .C.; 




ADDR 

[A09,A08 

,A07,A06,A05,A04, 

A03, A02, A01, X, X, X] ; 

" User defined address. 

CA_ACC 

MACRO 

{ (ADDR — A hllO) 

& HIADDR & !AS_ } ; 


PORT_ACC 

MACRO 

{ (ADDR — A h220) 

& HIADDR & ! AS__ }; 
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MODE = [CA, PORT_, S0_, Sl_] ; 



IDLE ~ [ 1, 

PORT_jSET = [ 1, 

PORT_HLDl = [ 1, 
PORT_HLD2 - [ 1, 
ACCESS_OFF - [ 1, 
CA__SET - [ 0, 

CA_HLD1 - [ 0, 

CA_HLD2 - [ 0, 

1, 1,1]/ 

0, 1,1]; " 

0, 0,1]; " 

0, 0,0]; " 

1, 0,0]; " 

1, 1,11/ " 

1, 0,1]; « 

1, 0,0]; - 

Set PORT_ to 82596DX. 

Hold for one clock state. 

Hold for a second clock state. 
Deassert PORT__ and CA. 

Set CA to 82596DX. 

Hold for one clock state. 

Hold for a second clock state. 


Equations 




StateJDiagram IN caport MODE 



state IDLE : 

CASE (PORT_ACC) :PORT__SET; 

(CA_ACC) :CA_SET; 

( ! (PORT_ACC # CA_ACC) ) : IDLE; 

ENDCASE; 


state PORT__SET : 

GOTO P0RT_HLD1; 



state PORTJHLD1 : 

GOTO PORT_HLD2; 



state PORT__HLD2 : 

GOTO ACCESS^ OFF; 



state ACCESS_OFF : 

IF AS_ THEN IDLE 

ELSE ACCESS_OFF; 


state CA_SET : 

GOTO CA_HLD 1 ; 



state CA__HLD1 : 

GOTO CA_HLD2; 



state CA_HLD2 : 

GOTO ACCESS_OFF; 



n **************** 

Revision History *************************** 


" Rev. A 1/3/90 - KKP - First Version. 


n *************************************************************** 


end CAPORT 
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Module CNVRT FLAG ' -R3 ' ; 

Title 9 82596DX Signal Conversion Rev. A 1/12/90 

DOCTOR DESIGN, San Diego, CA 
PLD20R4-10' ; 

n ************************ Desorption *********************** 

n 

" FOR: 82596DX / 68020 Interface 

n 

" This PLD converts the 82596DX signals to 68020 type signals. 

ft 

»» These signals will be enabled when the 82596DX has control of 
" the local bus (LANCYC__ is low) , otherwise they will be 
" tri-stated. 

n 

" A PLD 20R4 was used in this example, requiring seperate 
" enables, LANCYC_ and LANCYC2__, which are the same signal 
" external to the PLD. If the PLD does not require separate 
" output enables for registered and latched outputs then this is 
" not required. 

n 

" NEWRW_, NEWAS_, NEWDS__, and NEWDBEN_ are registered outputs. 
n NEWS ISO, NEWS 121, NEWA0, and NEWA1 are combinatorial outputs. 

n 

" The combinatorial outputs are generated using a truth table. 

" For completeness, default settings are included for the 
n inpossible BE# input combinations. 

it 

" UNUSED INPUT PINS : 4 

" UNUSED OUTPUT PINS (COMBINATORIAL) : 0 

" UNUSED OUTPUT PINS (REGISTERED) : 0 

n 

n it -it irk irk it it It it it it 1c irk it irk it it it Irk* Irk It it it it Irk it it It It it irk it irk it It it if it it irk -kick -kit -kirk* -kick* 


cnvrt Device 'P20R4' ; 


CLK1_ 

Pin 

1 

njn 

vcc 

Pin 

24; 

NCI 

Pin 

2 

npi 

RDY_ 

Pin 

23; "I" 

ADS_ 

Pin 

3 

w jn 

NEWA0 

Pin 

22; "I/O" 

BE0_ 

Pin 

4 

njn 

NEWSIZ0 

Pin 

21; "I/O" 

BE1_ 

Pin 

5 

njn 

NEWRW__ 

Pin 

20; "R, I/O" 

BE2_ 

Pin 

6 

it j ii 

NEWAS__ 

Pin 

19; "R, I/O" 

BE3__ 

Pin 

7 

»l JW 

NEWDS_ 

Pin 

18; "R, I/O" 

WR_ 

Pin 

8 

"I" 

NEWDBEN__ 

Pin 

17; "R, I/O" 

NC2 

Pin 

9 

ii jn 

NEWSIZ1 

Pin 

16; "I/O" 

NC3 

Pin 

10 

it jn 

NEWA1 

Pin 

15; "I/O" 

NC4 

Pin 

11 

n jn 

LANCYC2__ 

Pin 

14; "I" 

GND 

Pin 

12 


LANCYC_ 

Pin 

13; "I" 


"Declarations 


X 


.X.; 
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Equations 





ENABLE NEWAS__ 

! LANCYC_; 




ENABLE NEWDS_ 

!LANCYC_; 




ENABLE NEWDBEN_ - 

! LANCYC_; 




ENABLE NEWRW_ 

! LANCYC__; 




ENABLE NEWSIZO * 

! LANCYC2 ; 




ENABLE NEWSIZ1 - 

! LANCYC2 ; 




ENABLE NEWAO 

! LANCYC2_; 




ENABLE NEWA1 

! LANCYC2_; 




! NEWAS_ 





! ADS_ 

n 

Start AS__ during 68020 clock low cycle. 


# ! NEWAS_ & RDY_; 

Hold until clock following RDY_ set. 



!NEWDS_ 





! WR & ! ADS 


" Start DS_ with AS__ during read. 



# WR & ! NEWDBEN & RDY 

" Delay DS__ by 1 clock during write. 



# !NEWDS_ & RDY_; 

n Hold until clock following RDY_ set. 


! NEWDBEN_ 





! ADS_ 


" Enable data transceivers as soon 




n as 8259 6DX begins its cycle. 



| # ! WR & ! NEWDBEN & RDY 

" Hold as long as AS during read. 


# WR__ & ! NEWDBEN__ & 1NEWAS__; " Longer data hold during a write. 


! NEWRW_ WR_ 

• 

n Invert W/R_ to match processor. 


" The following truth table 

converts the byte enable signals from 



" the 82596DX into the 68020 

SIZE signals and address lines A0 



" and A1 . 





TruthJTable 





( [BE3_,BE2_,BEl_ 

,BE0_,LANCYC2J -> [NEWSIZ1,NEWSIZ0,NEWA1,NEWA0] 

) 


[X , X , X 

, X , 1 

] -> [ 1 . 1,1,1] 



[1 . 1 ,1 

. 1 . 0 

] -> i i , i,i,i] 



[1.1.1 

. 0 , 0 

] -> [ 0 , 1,1,1] 



[1.1.0 

. 0 , 0 

] -> [ 1 , 0,1,0] 



[1.0,0 

. 0 , 0 

] -> [ 1 . 1,0,1] 



o 

o 

o 

. 0 , 0 

] -> [ 0 , 0,0,0] 



[1.1.0 

. 1 . 0 

J -> [ 0 , 1,1,0] 



[1.0,0 

. 1 . 0 

] -> [ 1 , 0,0,1] 



o 

o 

o 

. 1 . 0 

] -> t 1 , 1,0,0] 



[1.0,1 

. 1 . 0 

] -> [ o , 1,0,1] 



iH 

O 

o 

. 1 . 0 

] -> [ 1 , 0,0,0] 



[0,1,1 

. 1 . 0 

] -> [ 0 , 1,0,0] 
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" The following BE# input combinations are illegal and will 
n result in erroneous data transfers. 

[X, 0,1,0, 1 ]->[ 1, 1,1,1]; 

C 0 , 1 , 0 , X , 1 ] -> [ 1 ,1,1,1]; 

[ 0 , 1 , 1 , 0 , 1 ] -> [ 1 , 1 , 1 , 1 ]; 

« **************** Revision History ***************************** 

n 

" Rev. A 01/12/90 - KKP - First Version. 

n 

« *************************************************************** 
end CNVRT 

292076-54 
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B.3 MC68000/82596SX 

Module ARB FLAG '-R3'; 

Title '82596SX Arbitration for Local Bus Rev. A 01/20/90 
DOCTOR DESIGN, San Diego, CA 
PLD20R8-15' ; 

« ************************ Desorption *********************** 

ii 

" This PLD arbitrates between the CPU, the LAN Controller and 
" the Refresh requestor for the local bus. Refresh requests are 
" given highest priority, and the 82596SX requests given second 
n highest priority. The CPU normally controls the local bus 
" when no requests are pending. 

ti 

" Requestors are granted the bus by using the 82596SX clock, 

" CLK1 . 

ii 

" The refresh request (RFRQ__) is assumed to be an active low 
" signal having the required 12 ns set-up to the clock (CLK1) . 

" If this set-up cannot be guaranteed, the request must be 
" synchronized through an external flip-flop, clocked with CLK1. 

ii 

" The SBG_ signal is the synchronized 68000 Bus Grant (BG ) 

" signal. It is be synchronized internally using a flip-flop 
" clocked with CLK1. Because the 82596SX uses an active high 
" HLDA, LANCYC_ is inverted using one of the macro-cells. 

" The equations and macro-cells are allocated for the Bus 
" Request signal, which is used to activiate the Bus Throttle 
" Timers . It is left to the system designer to define input 
" conditions for this signal. 

n 

" UNUSED INPUT PINS : 6 

” UNUSED OUTPUT PINS (COMBINATORIAL) : 0 

" UNUSED OUTPUT PINS (REGISTERED) : 1 

it 

W *************************************************************** 


arb Device 'P20R8'; 


CLK1 

Pin 

1; 

np 

vcc 

Pin 

24; 

RESET 

Pin 

2; 

njn 

NC6 

Pin 

23; "1" 

AS_ 

Pin 

3/ 

njn 

BREQ 

Pin 

22; "R, 1/ O' 

HOLD 

Pin 

4; 

np 

HLDA 

Pin 

21; "R,I/0' 

LOCK 

Pin 

5; 

njn 

LANCYC_ 

Pin 

20; W R, I/O 1 

NCI 

Pin 

6; 

njn 

BR_ 

Pin 

19; "R, I/O’ 

BG_ 

Pin 

7; 

njn 

SBG_ 

Pin 

18; "R, 1/ O' 

NC2 

Pin 

8; 

njn 

BGACK_ 

Pin 

17; "R, I/O' 

RFRQ_ 

Pin 

9; 

njn 

RFCYC_ 

Pin 

16; "R, I/O 1 

NC3 

Pin 

10; 

ii jii 

NC7 

Pin 

15; ”R, I/O' 

NC4 

Pin 

ll; 

ii jn 

NC5 

Pin 

14; "I" 

GND 

Pin 

12; 


OE_ 

Pin 

13; ”1" 
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MODE = [BR_, BGACK_, RFCYC_, LANCYC_] ; 

IDLE - [1^ If If 1] ; 

REQ " [0, 1, 1, 1]; " Generic request to CPU for local bus. 

RF_CYC - [lfO,O f l]; " Refresh request has been granted. 

LAN_CYC - [If Of If 0]; " LAN request has been granted. 

PRE_CHG - [1,0, 1,1]; " Required for back-to-back cycles. 


Equations 

BREQ 0; " Bus Throttle conditions will need to be 

" defined by the system designer. 

HLDA := !LANCYC_; " 82596SX requires active-high HLDA. 

SBG__ :• BG_; n Synchronized Bus Grant. 

MODE RESET & IDLE; " Initialize state machine to IDLE State on reset 

State__Diagram IN arb MODE 

state IDLE : IF (!RFRQ_ # HOLD) THEN REQ 

ELSE IDLE; 

RF_CYC; 

LAN__CYC; 

REQ; 


IDLE; 

PRE_CHG; 

RF_CYC; 


: IDLE; 

:PRE_CHG; 

:LAN_CYC; 


: IDLE; 
:LAN_CYC; 
:RF_CYC; 
:PRE_CHG; 


n ******************* Revision History ************************ 

n 

" Rev. A 1/20/90 - KKP - First Version 

n 

" *************************************************************** 
end ARB 

292076-56 


state REQ : CASE ( ! RFRQ__ & ISBGJ 

(HOLD & RFRQ_) 

( ! ( ( ! RFRQ__ & !SBG_) 

# (HOLD & RFRQ_ & SBG_) ) ) 
ENDCASE; 

state RF_CYC : CASE (RFRQ__ & I HOLD) 

(RFRQ__ & HOLD) 

(IRFRQJ 

ENDCASE; 

state LAN__CYC : CASE ([HOLD & RFRQ_ & ILOCK) 

( !HOLD & !RFRQ__ & ILOCK) 

(HOLD) 

ENDCASE; 

state PRE__CHG : CASE (RFRQ_ & '.HOLD & ILOCK) 

(RFRQ_ & HOLD) 

( I RFRQ_ & ILOCK) 

( ! SBG__ & RFRQ_ & I HOLD & ILOCK) 
ENDCASE; 
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Module CAPORT FLAG '-R3'; 

Title '82596SX Channel Attention and Port 
DOCTOR DESIGN, San Diego, CA 
PLD20R4-15' ; 


1/20/90 


*********************** 


n ************************ Desorption *********************** 

n 

" FOR: 82596SX / 68000 Interface 

n 

" This PLD decodes the 68000 address lines and generates Channel 
" Attention and PORT__ to the 82596. The choice of address is 
" left to the system designer. 

n 

" Nine address decode lines are available. They could be 
" connected to A23-A14. NCI is a combinatorial outputs and 
". could be used as extra address input. If even more decode 
" lines are required, then the HIADDR input is for the output 
" of the external decoder. This decode must be done in less 
" than 60 ns. 

n 

" In the line ADDR « [A09, A08, . . . . ] , the values for A09-A01 
" should be set high or low (inverted) for the desired range. 

" The decode values for CA_ACC and PORT_ACC (110 and 220) are 
" arbitrary and can be modified as needed. 

it 

w S0_ AND Sl_ are state bits used for generating wait states for 
" PORT assertion. 


UNUSED INPUT PINS 

UNUSED OUTPUT PINS (COMBINATORIAL) 
UNUSED OUTPUT PINS (REGISTERED) 


caport Device 'P20R4'; 


Pin 

1 

ii jii 

VCC 

Pin 

24; 


Pin 

2 

H jii 

HIADDR 

Pin 

23; 

njn 

Pin 

3 

ii jii 

NCI 

Pin 

22; 

"I/O" 

Pin 

4 

H jii 

CA 

Pin 

21; 

"I/O" 

Pin 

5 

n jn 

NC2 

Pin 

20; 

"R, I/O 1 

Pin 

6 

n jh 

so_ 

Pin 

19; 

"R, I/O 1 

Pin 

7 

n jn 

Sl_ 

Pin 

18 ; 

"R, I/O 1 

Pin 

8 

njn 

NC3 

Pin 

17; 

”R, I/O' 

Pin 

9 

njn 

PORT_ 

Pin 

16; 

"I/O” 

Pin 

10 

n jn 

AS_ 

Pin 

15; 

"I/O” 

Pin 

11 

njn 

LDS_ 

Pin 

14; 

n jn 

Pin 

12 


OE_ 

Pin 

13; 

njn 
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"Declarations 

X,C - .X., .C.; 

ADDR - [A09, A08, A07, A06 f A05, A04, A03, A02, A01 f X, X, X] ; " User defined address . 

CA_ACC MACRO { (ADDR «= A hllO) & HI ADDR & !AS_ }; 

PORT_ACC MACRO { (ADDR — A h220) & HI ADDR & !AS_ }/ 

MODE * [S0_,S1J; 

IDLE - [ 1/ 1 ] 

STR_CNT - [ 0 , 1 ] 

CNT_1 - [ 0, 0 ] 

CNT_2 - [ 1, 0 ] 


Equations 

!CA 

!LDS_ & !AS_ & CCLK1 & CA_ACC " Start when data valid on bus. 

# !CA & ! (S0_ & ! Sl__) " Hold for at least 2 clocks. 

# !CA & CCLK1; " Guarantee CA hold time to 82596. 

!PORT_ - !LDS_ & !AS_ & CCLK1 & PORT_ACC " Start when data valid on bus. 

# !PORT_ & ! (S0_ & ! SX ) " Hold for at least 2 clocks. 

# !PORT_ & CCLK1; n Guarantee PORT hold time to 82596. 


State__Diagram IN caport MODE 

State IDLE : IF (!PORT_ # CA) THEN STR__CNT 

ELSE IDLE; 

state STR_CNT : GOTO CNTJL; 

state CNT_1 : GOTO CNT_2 ; 

state CNT_2 : IF AS_ THEN IDLE 

ELSE CNT_2 ; 


" **************** Revision History *************************** 

n 

" Rev. A 1/20/90 - KKP - First Version. 

n 

" ***************************************** ********************** 
end CAPORT 

292076-58 


" PORT__ or CA has been sent to 82596. 
" Hold for one clock state. 

" Hold for a second clock state. 
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Module RDY FLAG '-R3'; 

Title '82596SX Ready and Signal Conversion Rev. 
DOCTOR DESIGN, San Diego, CA 
PLD20R4-15' ; 


01/20/90 


« ************************ 


Desorption 


*********************** 


" This PLD generates the RDY_ signal to the 82596SX. It also 
" converts the 82596SX signals BHE__, BLE_, ADS_ and WR_ to the 
" 68000 equivalents, UDS, LDS, AS_, and RW_ and mimics their 

" timing to the memory controller. 

ii 

" The output DELAYRDY__ is only used inside this PLD to generate 
" a delay for the RDY_ signal to the 82596SX. 

it 

" A 20R4 was used for this example requiring a separate input 
" for the combinatorial enable. 


n UNUSED INPUT PINS 

" UNUSED OUTPUT PINS (COMBINATORIAL) 

" UNUSED OUTPUT PINS (REGISTERED) 


n **************************************************************** 
rdy Device 'P20R4'; 


Pin 10 
Pin 11 
Pin 12 


DELAYRDY_ 

S0_ 

DELAYAS_ 

NEWUDS_ 

NEWLDS_ 

LANCYC2_ 

LANCYC 


n j it 

"I/O” 
"I/O" 
"R, I/O" 
"R, I/O” 
”R, I/O" 
”R, I/O” 
"I/O” 
"I/O" 


- (DELAYAS__, DELAYRDY__, RDY ,S0 ]; 


IDLE 
STR_AS 
DLY_RDY 
DLY_DS 
STR RDY 


[1/1,1,13 

[ 0 , 1 , 1 , 1 ] 

[0,0,1,13 

[0,0,1,03 

[0,0,0,13 


Delay AS_ until clock phase of 68000 S2 . 
Delay RDY__ by 1 82596 clock state. 

Delay UDS_, LDS_ during write cycle. 
Initiate RDY_ for 68000 type 0 wait cycle. 
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Equations 

ENABLE NEWRW_ 

ENABLE NEWUDS 
ENABLE NEWLDS 
ENABLE NEWAS_ 

! NEWRW__ - WR_; " Invert 82596SX signal 

# !NEWRW_ & »NEWAS_; " Hold write until AS_ negated 

!NEWUDS__ 

!WR_ & ! DELAYAS__ & !BHE_ & ICCLK1 & !AS 

# WR_ & ! S0__ & !BHE_ & IGCLK1 & !AS_ 

# !NEWUDS__ & !WR_ & !DELAYAS_ 

# !NEWUDS_ & WR_ & RDY; 

! NEWUDS__ 

! WR__ & !DELAYAS_ & !BLE__ & ICCLK1 & !AS 

# WR_ & !S0_ & !BLE_ & ! CCLK1 & !AS_ 

# !NEWUDS_ & ! WR__ & ! DELAYAS_ 

# !NEWUDS_ & WR_ & RDY; 

! NEWAS__ - ! DELAYAS__ & ICCLK1* 

# ! NEWAS_ & ! WR__ & !DELAYAS_ 

# !NEWAS_ & WR_ & RDY; 


State__Diagram IN rdy MODE 

State IDLE : IF !ADS_ THEN STR_AS 

ELSE IDLE; 

state STR_AS : IF !WR_ THEN DLY_RDY 

ELSE DLY_DS; 

state DLY_JDS : GOTO DLYJRDY; 

State DLY_RDY ; GOTO STR_RDY; 

State STR_RDY : GOTO IDLE; 

n A*************** Revision History *************************** 

n 

" Rev. A 1/20/90 - KKP - First Version. 

»» *************************************************************** 

end RDY 

292076-60 


" Start LDS_ with AS__ on read. 
" Delay LDS_ on a write. 

" Hold thru data cycle. 


" Start UDS__ with AS_ on read. 
n Delay UDS on a write. 

" Hold thru data cycle. 


*= ! LANCYC2 
« ! LANCYC2 

- ! LANCYC2^ 

- ! LANCYC2 
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APPENDIX C 
TIMING DIAGRAMS 


The following section includes the timing diagram for 
each specific design. A summary of the timing specifi- 
cations is also included. 

C.1 MC68030/82596CA 

• Block Diagram 

• MC68030 and 82596CA Clock Synchronization 

• MC68030 and 82596CA CA and PORT Access 

• MC68030 Local Arbitration (1 page) 

• 82596CA Memory Access (2 pages) 

• Timing Summary 


C.2 MC68020/82596DX 

• Block Diagram 

• MC68020 and 82596DX Clock Synchronization 

• MC68020 and 82596DX CA and PORT Access 

• MC68020 Local Arbitration (2 pages) 

• 82596DX Memory Access 

• Timing Summary 

C.3 MC68000/82596SX 

• Block Diagram 

• MC68000 and 82596SX Clock Synchronization 

• MC68000 and 82596SX CA and PORT Access 

• MC68000 Local Arbitration (1 page) 

• 82596SX Memory Access (2 pages) 

• Timing Summary 
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MC68030 AND 82596CA TIMING 
SUMMARY FOR 33 MHz 

MC68030 PARAMETERS 

6 82596 puts address out 1 clock phase before 
68030 SO. 

6A ADS used to generate ECS and OCS before AS 
asserted. 

7 LANCYC off + buffer off = 15 + 10 = 25 ns. 

9 Derived from PLD with clock to Q delay of 8 ns. 

12 Derived from PLD with clock to Q delay of 8 ns. 

12A Worst case could hold ECS and OCS as long as 
20 ns (82596) + delay through buffer. Note to 
system designer. 

13 Could be a violation for AS, DS to address hold 
of 4 ns (82596) = 8 ns (PLD) — 2 ns (skew) = 
— 6 ns. System designer must guarantee address 
hold. 

14 30 ns + 30 ns — 3 ns (common path through 
PLD) = 57 ns. 

15 30 ns — 2 ns (skew) = 28 ns. 

16 Floated with LANCYC going high. Minimum 
30 ns to next cycle. 

17 R/W invalid 1 clock cycle after AS/DS negated. 

18 Set with addresses from 82596. 

20 Set with addresses from 82596. 

21 R/W set 1 clock cycle before AS = 30 ns. 

22 Write cycle minimum setup to DS = 30 ns + 
30 ns — 8 ns (R/W through PLD) + 5 ns (DS 
through common PLD) = 57 ns. 

23 82596 provides required time. 

25 Minimum time = 30 ns (clock) — 8 ns (AS 
through PLD) + 4 ns (82596) = 26 ns. 

25A 30 ns — 2 ns (skew) = 28 ns. 

26 30 ns + 30 ns - 19 ns (82596) + 3 ns (PLD) = 
44 ns. 

27 Memory controller must guarantee 1 ns. 

28 N/A 

29 30 ns + 4 ns (82596) - 8 ns (AS through PLD) 
= 26 ns. 

31 N/A 

32 Plenty of time 

33 Latched in ARB PLD 


34 Latched in ARB PLD 

35 30 ns + 15 ns = 45 ns (1.5 clocks). 

37 30 ns + 15 ns = 45 ns (1.5 clocks). 

37A 30 ns in ARB PLD = 1 clock 

40 Asserted with AS, maximum of 8 ns into clock 
low cycle. This should meet requirements, system 
designer should verify. 

41 Negated in PLD, maximum 8 ns. 

42 Asserted in PLD, maximum 8 ns. 

43 Negated in PLD, maximum 8 ns. 

44 1 clock cycle = 30 ns. 

45 Read = 60 ns — 2 ns (skew) = 58 ns. Write = 
90 ns — 2 ns = 88 ns. 

46 90 ns — 2 ns = 88 ns. 

53 Data out from 82596 held valid for extra clock 
cycle to guarantee. 

82596CA PARAMETERS 

T13 30 ns - 12 ns (PLD) = 18 ns. 

T14 5 ns through PLD for PORT. 

T17 30 ns - 10 ns (PLD) = 20 ns. 

T18 3 ns (DBEN through PLD) + 3 ns (PLD) = 

6 ns. 

T19 May violate by 5 ns + 2 ns (skew) — 1 ns 
(memory controller) = 6 ns. System designer 
will need to guarantee extra 2 ns setup time. 

T20 3 ns (DS from PLD) + delay through memo- 

ry controller. 

T21 30 ns — 8 ns = 22 ns. 

T23 30 ns — 9 ns — 2 ns skew = 19 ns. 

T24 4 ns minimum through flip-flop. 

T26 3 CLK2 cycles. 

T27 30 ns + 15 ns - 18 ns (68030) = 27 ns 

T28 15 ns - 12 ns (PLD) + 2 ns (68030) - 2 ns 

(skew) = 3 ns 

T29 30 ns — 12 ns = 18 ns. 

T30 Minimum 3 ns through 10, 12, or 15 ns PLD. 

N/A = Not Applicable 
15 ns = % clock period 
30 ns = 1 clock period 
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MC68020 AND 82596DX TIMING 
SUMMARY FOR 33 MHz 

MC68020 PARAMETERS 

6 82596 puts address out 1 clock phase before 68020 
SO. 

6A ADS used to generate ECS and OCS before AS 
asserted. 

7 LANCYC off + buffer off = 15 + 10 = 25 ns. 

9 Derived from PLD with clock to Q delay of 8 ns. 

12 Derived from PLD with clock to Q delay of 8 ns. 

12A Worst case could hold ECS and OCS as long as 20 
ns (82596) + delay through buffer. Note to sys- 
tem designer. 

13 Could be a violation for AS, DS to address hold of 
4 ns (82596) = 8 ns (PLD) - 2 ns (skew) = -6 
ns. System designer must guarantee address hold. 

14 30 ns + 30 ns — 3 ns (common path through 
PLD) = 57 ns. 

15 30 ns — 2 ns (skew) = 28 ns. 

16 Floated with LANCYC going high. Minimum 30 
ns to next cycle. 

17 R/W invalid 1 clock cycle after AS/DS negated. 

18 Set with addresses from 82596. 

20 Set with addresses from 82596. 

21 Setting with AS could violate read cycle timing. 
System designer must guarantee that 5 ns setup is 
not required. 

22 Write cycle minimum setup to DS = 30 ns — 8 ns 
(R/W through PLD) + 5 ns (DS through com- 
mon PLD) = 27 ns. The system designer must 
verify that this meets memory controller timing. 

23 82596 provides required time. 

25 Minimum time = 30 ns (clock) — 8 ns (AS 
through PLD) + 4 ns (82596) = 26 ns. 

25A 30 ns — 2 ns (skew) = 28 ns. 

26 30 ns - 19 ns (82596) + 3 ns (PLD) = 14 ns. 

27 Memory controller must guarantee 5 ns. 

28 N/A 

29 30 ns + 4 ns (82596) - 8 ns (AS through PLD) 
= 26 ns. 

31 N/A 


32 Plenty of time 

33 Latched in ARB PLD 

34 Latched in ARB PLD 

35 30 ns + 15 ns = 45 ns (1.5 clocks). 
37 30 ns + 15 ns = 45 ns (1.5 clocks). 
37 A 30 ns in ARB PLD = 1 clock 


40 

41 

42 

43 

44 

45 


Asserted with AS, maximum of 8 ns into clock 
low cycle. This should meet requirements, system 
designer should verify. 


Negated in PLD, maximum 8 ns. 

Asserted in PLD, maximum 8 ns. 

Negated in PLD, maximum 8 ns. 

Asserted with R/W in PLD. System designer will 
need to verify that 5 ns setup is not required. 



Read = 60 ns — 2 ns (skew) = 58 ns. Write = 
90 ns — 2 ns = 88 ns. 


46 90 ns — 2 ns = 88 ns. 

53 Data out from 82596 held valid for extra clock 
cycle to guarantee. 


82596DX PARAMETERS 

T13 30 ns - 12 ns (PLD) = 18 ns. 

T14 5 ns through PLD for PORT. 

T17 30 ns - 10 ns (PLD) = 20 ns. 

T18 3 ns (DBEN through PLD) + 3 ns (PLD) = 

6 ns. 

T19 May violate by 5 ns + 2 ns (skew) — 5 ns 
(memory controller) = 2 ns. System designer 
will need to guarantee extra 2 ns setup time. 

T20 3 ns (DS from PLD) + delay through memo- 

ry controller. 

T21 30 ns — 8 ns = 22 ns. 

T22 3 ns (PLD) + external inverter. 

T26 3 CLK2 cycles. 

T27 30 ns + 15 ns - 18 ns (68020) = 27 ns 

T29 30 ns — 12 ns = 18 ns. 

T30 Minimum 3 ns through 10, 12, or 15 ns PLD. 

N/A = Not Applicable 
15 ns = Vi clock period 
30 ns = 1 clock period 
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MC68000 AND 82596SX TIMING 
SUMMARY FOR 33 MHz 


MC68000 PARAMETERS 

6 82596 puts address out 1 clock phase before 
68000 SO. 

6A FC valid when 82596 arbitrates for the bus, with 
LANCYC valid. 

7 Address goes away with LANCYC going invalid. 

8 Address goes away with AS. System design must 
verify that this meets memory controller require- 
ments. 

9 Derived from 15 ns PLD. 

11 62 nsj^.36 ns (82596 address delay) + 31 ns + 
5 ns (AS through PLD) = 62 ns. 

1 1 A FC valid when 82596 arbitrates for the bus, with 
LANCYC valid. 

12 12 (DELAYAS) + 15 ns (AS) = 27 ns. 

13 FC held until LANCYC goes invalid. 

14 16 ns + 62 ns + 62 ns + 10 ns (2 PLDs) = 
150 ns. 

15 62 ns minimum. 

16 Control bus held until LANCYC goes invalid. 

17 AS negated to R/W negated is the minimum time 
through the RDY PLD. The system designer 
must verify that this meets memory controller re- 
quirements. 

18 Maximum from clock high is 33 ns (82596) + 
15 ns (PLD) + 2 ns (skew) — 31 ns (clock) == 
19 ns. 

20 Same as 18 above. 

21 No timing relationship is given for the 82596 be- 
tween address valid and W/R low. It is assumed 
that if address is delayed out of the 82596, W/R 
will be delayed by about the same amount. The 
W/R signal has an additional PLD delay for in- 
version. 

22 Minimum time = 19 ns (18 above) — 31 ns 
(clock) + 62 ns (clock) = 50 ns. 

23 82596 outputs data immediately on a write cycle. 

25 AS, DS negated 1 clock cycle before ending 82596 
write to meet this parameter by 62 ns — 27 ns (2 
PLD delays) — 2 ns (skew) = 33 ns. 

26 82596 outputs data immediately on a write cycle. 


27 Data setup to clock low for 68000 is 7 ns which 
could violate T19 below. 

28 N/A 

29 Memory controller guarantees 0 ns. 

31 N/A 

32 Transition time depends on flip-flop used for de- 
riving RESET. 

33 Setup to PLD. 

34 Setup to PLD. 

38 Synchronizing BG and generating LANCYC will 
be a minimum of 31 ns + 62 ns = 93 ns. 

46 Minimum width low for 82596 cycle is read cycle 
— 4 clocks. 

53 Minimum = 31 ns (clock) + 4 ns (82596) = 
35 ns. 

82596SX PARAMETERS 

T13 62 ns - 15 ns (PLD) = 47 ns. 

T14 31 ns + 5 (PLD) + 36 ns. 

T17 62 ns - 12 ns (PLD) = 50 ns. 

T18 5 ns (PLD). 

T19 May violate by 9 ns (82596 setup) + 2 ns 
(skew) — 7 ns (memory controller) = 4 ns. 
System designer must verify that this meets 
requirements. 

T20 5 ns (DELAYAS from PLD) + 5 ns (DS 

through PLD) + delay through memory con- 
troller. 

T21 62 ns — 12 ns = 50 ns. 

T23 31 ns — 8 ns (flip-flops) — 9 ns (FF) = 14 ns. 

T24 4 ns (FF) - 4 ns (FF) = 8 ns 

T26 N/A 

T27 62 ns — 50 ns (68000) — 5 ns (PORT from 

PLD) = 69 ns 

T28 62 ns — 5 ns (PORT through PLD) = 57 ns. 

T29 62 ns — 15 ns = 47 ns. 

T30 31 ns + 5 ns (PLD) = 36 ns. 

N/A = Not Applicable 
31 ns = Vi clock period 
62 ns = 1 clock period 
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APPENDIX D 
PARTS LISTS 


Each parts list includes only those components that are part of the interface. The memory controller and memory 
components are not included. 


D.1 MC68030/82596CA 


Quantity 

Generic Number 

Description 

1.5 

74F74 

Dual D Flip-Flop 

3 

20R4 

24-pin PLD; 4 Registered Outputs 

1 

20R8 

24-pin PLD; 8 Registered Outputs 

0.5 

74F244 

Octal T ri-State Buffer 


Each PLD must have no more than 10 ns propagation delay for 33 MHz design. 
Each PLD must have no more than 15 ns propagation delay for 25 MHz design. 


D.2 MC68020/ 82596DX 


Quantity 

Generic Number 

Description 

1.5 

74F74 

Dual D Flip-Flop 

2 

20R4 

24-pin PLD; 4 Registered Outputs 

1 

20R6 

24-pin PLD; 6 Registered Outputs 

0.5 

74F244 

Octal Tri-State Buffer 


Each PLD must have no more than 10 ns propagation delay for 33 MHz design. 
Each PLD must have no more than 15 ns propagation delay for 25 MHz design. 


D.3 MC68000/82596SX 


Quantity 

Generic Number 

Description 

1.5 

74F74 

Dual D Flip-Flop 

2 

20R4 

24-pin PLD; 4 Registered Outputs 

1 

20R8 

24-pin PLD; 8 Registered Outputs 


Each PLD must have no more than 15 ns propagation delay for 16 MHz design. 
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PROLOGUE 

At the time of this publication, the IEEE 802. 3 ’s 
10BASE-T task force is completing its work writing the 
Twisted Pair Ethernet standard, and the IEEE 802.3 
working group has approved the standard. The draft is 
finished, all that remains is for the IEEE Technical 
Committee on Computer Communications to approve 
the draft and to forward it to the IEEE Standards 
Board, which is expected in September 1990. The work 
now falls to the designers of 10BASE-T products to 
implement the standard correctly. The objective of this 
application note is to aid system designers to meet this 
goal. 


1.0 INTRODUCTION 

This application note is presented as an aid to designing 
a twisted pair Ethernet (TPE) LAN using Intel’s TPE 
products and Intel’s family of Ethernet LAN control- 
lers (82586, 82590, and the 82596 family). It is aimed at 
system designers working on TPE designs who have 
working knowledge of the IEEE 802.3 standards and 
some analog design expertise. It can be used in conjunc- 
tion with application note AP-274, Implementing 
Ethernet/ Cheapernet with the Intel 82586 , by Kiyoshi 
Nishide. It supersedes AP-324 Implementing Twisted 
Pair Ethernet with the Intel 82504TA, 82505TA, and 
82521TA. 

Intel has introduced the 82521TB Serial Supercompo- 
nent (SSC), the 82523TB Medium Attachment Unit 
(MAU), the 82505TA Multiport Repeater Controller 
(MPR), and the 82506TB Twisted Pair MAU Chip 
(TPMC). They simplify the design of Twisted Pair 
Ethernet LANs based on the 10BASE-T standard. The 
10BASE-T network is compatible with other ANSI/ 
IEEE 802.3 networks (e.g., 10BASE5 and 10BASE2) at 


the medium access control (MAC) and physical signal- 
ing sublayers. This means that a twisted pair Ethernet 
LAN based on these products will be software compati- 
ble with 802.3 standard networks, and can be included 
in mixed networks by connection through a standard 
attachment unit interface (AUI) port of a repeater. 

A twisted pair Ethernet LAN using these products con- 
sists of several elements: data terminal equipment 
(DTE), medium attachment units (MAU), multiple 
port repeaters (MPR), and a cable plant. More complex 
networks, which connect to existing 802.3 networks 
(e.g., 10BASE5 or 10BASE2), can be constructed by 
using the 802.3-standard AUI port of the MPR. A typi- 
cal network using all of these elements is shown in Fig- 
ure 1. 

Four types of DTE and MAU combinations are shown. 
Two are embedded MAUs (contained within the DTE) 
and two are external MAUs (connected to the DTE 
node through a standard AUI cable). The embedded 
MAU designs use either the 82521TB SSC or the 
82506TB TP MAU chip and its associated circuitry. 
One external MAU is the 82523TB, the other is based 
on the 82506TB. The repeaters are designed around the 
82505TA and also contain one 82504TA. Each repeater 
contains 1 1 twisted pair ports, with embedded MAUs, 
and 1 AUI port. 

The cable plant consists of standard telephone wire: 
either 4- or 25-pair, unshielded, twisted pair (26-22 
gauge). Each segment uses two twisted pairs, transmit 
(TD) and receive (RD), and can coexist with other 
services (such as standard telephone) in the same cable 
bundle. Each segment has a maximum length of 100 m. 
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Figure 1. Typical 10BASE-T Network 
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REPEATER 

82505TA/82504TA 


REPEATER 

82505TA/82504TA 


AU I (50 m) ENet 

MAU 


Interrepeater Link 


- External MAU 


- AUI (50 m) 


Embedded MAU 


KEY: 

DTE: Data Terminal Equipment 
MAU: Medium Attachment Unit 
FOIRL: Fiber Optic Interrepeater Link 
TSI: Transceiver Serial Interface 
AFE: Analog Front-End 
SSC: Serial Supercomponent 
MSC: MAU Supercomponent 


82C501AD + 82506TB + AFE 
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2.0 SYSTEM DESCRIPTION 

2.1 Network Description 

Table 1 compares the 10BASE-T network features with 
the older standards 10BASE5 and 10BASE2. 

2.1.1 MEDIUM ATTACHMENT UNIT 

The MAU, or transceiver, provides the circuits re- 
quired to interface to the twisted pair wire. It performs 
the following functions: line driving with precondition- 
ing, line receiving, collision detection, linkbeat trans- 
mission, link integrity processing, jabber protection, 
and signal quality error test. 

MAU Line Drivers. The transmitter is designed to 
drive a 96 -D ± 20% load (76 to 1 15 II) and must meet 
all the specifications when connected to a 100-fl resis- 
tive load. It is dc isolated from the twisted pair by a 
transformer, and has a matched source impedance of 96 
ft ± 20%. It will achieve a drive level of 2.2- to 2.8-V 
peak differential when driving a 100-0 load. When the 
driver is sending a 10-MHz data pattern all harmonics 
must be 27 db below the fundamental. The signal is 
Manchester encoded. The return loss of the transmitter 
shall be 15 db below the incident signal in the 5- to 10- 
Mhz range whenever the source impedance of the mea- 
suring device is between 85 and 111 IT. These specifica- 
tions applies whenever power is applied to the MAU. 

A preconditioning algorithm is incorporated into the 
transmit circuitry. This algorithm improves overall sys- 
tem jitter performance by reducing the amount of jitter 
induced by the twisted pair. The line drivers will drive 
full amplitude during “thin” (50 ns) pulses and the first 
half of “fat” (100 ns) pulses. They will reduce their 
drive level to approximately 33% during the second 
half of “fat” Manchester pulses. This prevents the 
twisted pair from overcharging during the fat pulses. 
Without this preconditioning, the overcharge would 
cause a delay in the zero crossing following the “fat” 


bit, resulting in greater induced jitter. Figure 2 shows 
the idealized output waveform for the preconditioned 
signal at the transmitter. Preconditioning the signal 
limits the jitter added by the MAU and a 100-m twisted 
pair cable to 3.5 ns (8.0 ns when the MAU is directly 
attached to a 100-0 load). 

The common mode to differential impedance balance of 
the transmitter must exceed 29 — (17 X log f/ 10) db, 
where f is the frequency in megahertz. The magnitude 
of the total common output voltage will be less than 50 
mVpeak- Additionally, the application of a 15-Vpgat, 
10.1-Mhz sine wave will not change the differential 
voltage by more than 100 mV or add more than 1.0 ns 
edge jitter for all data sequences. 

MAU Line Receivers. The MAU line receivers are also 
dc isolated by a transformer. They must have a 
matched differential impedance such that the return 
loss is at least 15 db below the incident signal in the 
range from 5 to 10 MHz whenever the source imped- 
ance of the measuring device is between 85 and lllfl. 
It must operate properly in the presence of any valid 
Manchester signal with a magnitude of 0.585 to 3.1-V 
differential and up to ± 13.5 ns of edge jitter. It detects 
the End of Packet (IDL signal) within 2.3 bit times. 
The squelch circuit rejects as noise any of the following 
signals: signals less than 300 mVp ea k in magnitude, all 
signals less than 2 Mhz and 6.2 V p . p , and any sinusoid 
of single cycle duration starting at either zero crossing 
and between 2 and 15 Mhz and less than 6.2 V p _ p . It 
can tolerate a 25- V p . p , 500-kHz square wave and add 
no more than 2.5 ns of edge jitter to the signal. 

Collision Detect. The MAU detects collisions by the 
simultaneous occurrence of activity on transmit and re- 
ceive pair. Collisions are detected by transmitting sta- 
tions and repeaters. When a transmitting station detects 
a collision it begins the normal 802.3 collision sequence 
of jam, random back off, and retransmit. When a re- 
peater detects a collision it also begins a jam on all 
ports and it enforces the minimum frame length of 96 
bits. 


Table 1. Comparison of Network Features 


FEATURE 

10BASE-T 

10BASE5 

10BASE2 

Access Method 

CSMA/CD 

CSMA/CD 

CSMA/CD 

Data Rate 

10 Mb/s 

10 Mb/s 

10 Mb/s 

Controller 

82586/82596 

82586/82596 

82586/82596 


82590/82592 

82590/82592 

82590/82592 

Software 

Existing 

Existing 

Existing 

Segment Length 

100 m 

500 m 

185 m 

Topology 

Star 

Bus 

Bus 

Wire 

Unshielded TP 

Yellow Coax 

Thin Coax 

Impedance 

96 ft 

50 ft 

50 a 

Connector 

RJ-45 

N or Piercing 

BNC 
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Figure 2. Preconditioned Waveform 


Loopback. During transmission without collision, the 
loopback function of the 10BASE-T MAU will also 
route the transmitted data back to the DTE on the 
receive circuit. This function mimics the natural data 
loopback which occurs in coax MAUs. 

Link Integrity. The link integrity function is a process 
by which the 10BASE-T MAU can determine if its re- 
ceiver is properly connected to a compatible MAU. If it 
is not, it disables its transmitter, receiver, and loopback 
functions. This prevents a one-way link failure from 
indefinitely disrupting the network, since the carrier 
sense function is dependent on the receiver. When a bad 
link disables a MAU’s carrier sense function, it removes 
itself from the network. 

The link integrity function is accomplished by two in- 
dependent and asynchronous activities — one for the 
transmitter and one for the receiver. The transmitter 
will fill long periods of idle with link test pulses (link 
beats). A link beat is transmitted after every 8 to 24 ms 
of silence. This defines a maximum period of silence the 
remote receiver will experience regardless of network 
traffic. 

The receiver monitors its circuit for data packet and 
link beat reception from the remote MAU transmitter. 
If an excessively long period of silence occurs, the 
MAU will disable its receiver, transmitter, and loop- 
back functions. Link beats are still transmitted in this 
mode. Once data or link beat reception resumes, the 
MAU reenables all its functions. 


2.1.2 MULTIPLE PORT REPEATER 

The repeater is the central point in the star configured 
network. It is usually located in a telephone closet or 
other central wiring point. The link segments (repeater 
to node or repeater to repeater connections) are then 
made by using available twisted pairs in the existing 
telephone cable plant or a dedicated cable plant. The 
repeater must conform to the ANSI/IEEE 802.3c-1988 
standard for repeaters. It can have any number of dedi- 
cated 10BASE-T, 10BASE2, FOIRL, or 10BASE5 
ports, and it can have any number of attachment unit 
interface (AUI) ports. The AUI ports are DTE type 
(DB-15 female receptacle) and can be connected to any 
valid 802.3 MAU. All dedicated 10BASE-T ports must 
support the same functions as the 10BASE-T MAU 
and normal repeater port functions. 

The repeater supports autopartitioning and jabber pro- 
tection. These two features prevent faulty nodes from 
taking down the entire network. The autopartition al- 
gorithm monitors ports for consecutive collisions such 
as would happen if a coax segment (10BASE5 or 
10BASE2) were left unterminated or if the Tx and Rx 
twisted pairs were shorted together on a 10BASE-T 
segment. Once identified, that port is removed from the 
network until the fault condition is removed; this al- 
lows the remainder of the network to operate normally. 
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The jabber function of the repeater monitors the length 
of incoming data. If it detects an abnormally long frame 
it breaks it into legal lengths by inserting minimum in- 
terframe spaces on its transmitted signal. This prevents 
any jabber condition from being repeated onto other 
segments. Repetition of the jabber condition would al- 
low its own, and other MAUs, to enter a fail state due 
to faults at a remote location, thus preventing normal 
operation of the network after the fault condition is 
removed. With the repeater’s jabber protection, net- 
work operation resumes after the fault is removed. 

2.1.3 DATA TERMINAL EQUIPMENT 

DTEs include the user nodes, file servers, bridges, and 
other entities that can originate and accept data packets 
on the network. DTEs contain the medium access con- 
trol (MAC) and physical layer signaling (PLS) sublay- 
ers. A DTE can also contain an embedded MAU. 
DTEs that do not have an embedded MAU have an 
AUI connector. DTEs with embedded MAUs have the 
medium dependent interface connector for that particu- 
lar MAU (RJ-45 for 10BASE-T and BNC for 
10BASE2). The MAC functions are handled by the 
LAN controller (Intel’s 82586, 82590, 82592, or the 
82596 family). The PLS functions are handled by the 
serial interface component (82C501AD) or a combina- 
tion PLS/MAU device (82504TA and 82521TB). This 
architecture represents a continuity of design for migra- 
tion from Ethemet/Cheapernet designs to Twisted Pair 
Ethernet. Only the MAU part of the design needs to be 
updated. This is 100% software independent. 

2.1.4 LINK SEGMENTS 

A 10BASE-T link segment connects two twisted pair 
MAUs; it comprises two medium dependent interface 
connectors (RJ-45 and 8-pin, standard telephone 
plugs), two pairs of twisted pair wire (not to exceed 100 
m), and a crossover. The connector’s pin assignments 
are shown in Table 2. 


TABLE 2. MDI CONNECTOR PIN ASSIGNMENTS 


Pin 

Signal 

1 

Transmit Data + (TD+) 

2 

Transmit Data - (TD-) 

3 

Receive Data + (RD + ) 

4 

Not Used 

5 

Not Used 

6 

Receive Data - (RD-) 

7 

Not Used 

8 

Not Used 


The crossover function connects the TD outputs of one 
MAU to the RD inputs of the other. This function can 
be external or embedded within a MAU. If the function 
is embedded the signal names on the connector refer to 


the remote MAU. That is, pin 1 (TD + ) on a MAU 
with an embedded crossover is connected to the Trans- 
mit Data ( + ) of the remote MAU and to its own Re- 
ceive Data ( + ). The crossover function is defined by 
the following connections between MAU A and MAU 
B shown in Table 3. 


TABLE 3. MAU A AND MAU B CONNECTIONS 


Pin 

MAU A 

MAUB 


Pin 

Signal 

Signal 

Pin 

1 

TD + (A) 

RD+ (B) 

3 

2 

TD — (A) 

RD-(B) 

6 

3 

RD + (A) 

TD+(B) 

1 

6 

RD-(A) 

TD — (B) 

2 


When an embedded crossover function is used in a 
DTE-to-repeater connection the crossover is usually 
embedded in the repeater MAU. In general, repeater 
MAUs have an embedded crossover and DTE MAUs 
do not. With proper use of the crossover function, re- 
peaters can be cascaded through twisted pair ports and 
two DTEs can be connected in a point-to-point net- 
work. Repeaters can be cascaded two ways. First, one 
or more twisted pair ports on a repeater can be de- 
signed to have a switched (optional) crossover function. 
This allows a DTE connection on that port when the 
crossover is active; or a repeater connection, when the 
crossover is disabled. Secondly, two twisted pair ports 
with embedded crossovers can be connected by using a 
third external crossover. 


2.2 Integrating with Existing 802.3 
Networks. 

Because 10BASE-T networks are fully compatible with 
existing 802.3 networks at the medium access control 
and physical layer signaling sublayers, 10BASE-T net- 
works can be integrated with existing 802.3 networks to 
form one large network. The IEEE standard for repeat- 
ers allows connecting different wire types in 10-Mb/s 
baseband networks. This is because the repeater defini- 
tion stops at the AUI connection (DTE sex). The wire 
type is determined by the MAU attached to the AUI 
connector, and can vary from port to port. Optionally, 
a repeater can have embedded MAUs on any of its 
ports. The only requirement for an embedded MAU is 
that functionality at the medium dependent interface 
point (e.g., coax tap or twisted pair connector) be main- 
tained as if the MAU were external. 

The 82505TA Multiport Repeater Controller provides 
embedded MAUs on 11 of its 12 ports, and an AUI 
connection on the remaining port. This allows creating 
local twisted pair subnetworks connected to an Ether- 
net backbone. Care must be taken not to violate the 
following system topology rules of 802.3 networks. 
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• Only one active signal path is allowed between any 
two stations on the network. 

• No more than four repeaters are allowed in the sig- 
nal path between any two stations on the network. 

• There is an overall limit of 1024 stations on a net- 
work (repeaters do not count as stations). 


2.3 Software Compatibility 

Because the 10BASE-T definition is restricted to the 
MAU, software is not affected. Twisted pair networks 
use the same LAN controller chips (82586, 82590, 
82592, and the 82596 family) as current Ethernet and 
Cheapernet networks and are fully software compati- 
ble. 


3.0 NETWORK SYSTEM COMPONENT 
DESIGN 

The design of various 10BASE-T network system com- 
ponents is presented in this section.. First, DTEs with 
embedded MAUs, then external MAUs, and lastly re- 
peater designs. 


3.1 Designing a DTE Node Based on 
the 82521TB Serial 
Supercomponent. 

A design for an 82521TB based DTE node with an 
embedded MAU is shown in Figure 3. It includes all of 
the functions described in Section 2.1.1, thereby reliev- 
ing the designer of those responsibilities. It is simple to 
use and it does not require mastering pole-zero dia- 
grams. It is a direct interface from the Ethernet con- 
troller to the RJ-45 connector. Implementation of the 
Clear to Send (CTS) signal is optional. 


The layout of the 82521TB and the RJ-45 connector 
should keep the TD + , TD — , RD + , and RD — signal 
lines as short as possible. The width of these signals 
should be at least twice the spacing between the signal 
trace layer and the ground plane. The power supply 
traces (V^c, Vee> anc * S rounc 0 should be as thick as 
possible, and bypass capacitors should be placed be- 
tween each power supply and ground. An alternating 
strategy of 0.1- and 0.001 -julF decoupling capacitors 
should be used throughout the host circuit board. We 
also recommend laying out the 82521TB on a ground 
plane and connecting logic ground to chassis ground. 


3.2 Designing a DTE Node Based on 
the 82506TB Twisted Pair MAU 
Chip 



Figure 4 shows a DTE node with an embedded MAU 
based on the 82506TB. It shows the Ethernet LAN 
controller, the 82C501AD, an AUI transformer, the 
82506TB, the analog front-end, and the connector. As 
in previous Ethernet designs, the LAN controller pro- 
vides the MAC services such as transmission deferral, 
collision backoff and retransmission, CRC generation 
and checking, and address checking. It also provides 
the host interface. The 82C501AD provides the serial 
interface function of Manchester encoding and decod- 
ing and clock recovery. The 82506TB provides the 
MAU functions, which include carrier sense, collision 
detect link integrity, jabber protection, twisted pair line 
driving, and line receiving. The analog front-end han- 
dles the preconditioning summation, filtering, balanc- 
ing, and isolation requirements of 10BASE-T. 
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3.2.1 HOST TO ETHERNET LAN CONTROLLER 
INTERFACE 

The 82586 Ethernet LAN Controller interface is in- 
cluded in the Intel application note, AP-274. 

3.2.2 THE ETHERNET LAN CONTROLLER TO 
82C501AD INTERFACE 

The 82C501AD to Ethernet c ontro ller in terfac e con- 
sists o f the di rect c onne ction of TxC, TxD, RxC, RxD, 
RTS (TEN), CRS, and CDT signals to the controller. 

A 20-MHz ± 0.01% crystal, or crystal oscillator, is 
recommended for clocking the 82C501AD. Many crys- 
tals that meet the requirements of the 82C501AD are 
available commercially and are listed in the 82C501AD 
data sheet. 

3.2.3 THE 82C501AD TO 82506TB INTERFACE 

The 82C501AD to 82506TB interface is a standard 
AUI. It includes an isolation transformer to provide dc 
common mode isolation. 

3.2.4 THE 82506TB TO ANALOG FRONT-END 
INTERFACE (AFE) 

The fou r transm it ou tputs o f the 82506TB (HDAT, 
LDAT, HDAT, and LDAT) and two receive inputs 
(RD and RD) are connected to the analog front- end 
described in Section 4. The analog front- end handles 
preconditioning voltage summation, EMI filtering, and 
isolation. 


3.3 Using the 82523TB Twisted Pair 
Ethernet MAU to Convert Existing 
Ethernet Nodes to 10BASE-T 

Any Ethernet node that supports the AUI (DB-15 con- 
nector) can be converted to a 10BASE-T node by using 
the 82523TB MAU. A standard AUI cable is used to 
connect the DB-15 connectors on the node and the 
82523TB. The 10BASE-T cable then plugs into the RJ- 
45 receptacle and the node is connected. The interface 
is shown in Figure 5. 



Figure 5. 82523TB Interface 


3.4 Designing a MAU Using the 

82506TB Twisted Pair MAU Chip 

Figure 6 shows a stand-alone MAU design using the 
82506TB. It contains the same AUI transformer, 
82506TB, analog front-end, and connector as the em- 
bedded design. The serial interface functions and MAC 
services are contained in a separate DTE. The stand- 
alone MAU functions include carrier sense, collision 
detection, link integrity, jabber protection, twisted pair 
line driving, and line receiving. The analog front-end 
handles the preconditioning summation, filtering, bal- 
ancing, and isolation requirements of 10BASE-T. 


3.5 Designing a Multiple Port Repeater 
Based on the 82505TA MPR 

Figure 7 shows an MPR based on the 82505TA (with 
one 82504TA). It contains 11 twisted pair ports with 
embedded MAUs and 1 AUI port. The 82505TA con- 
trols the operation of the repeater in accordance with 
ANSI/IEEE 802.3c- 1988 repeater unit specifications, 
which include signal retiming, automatic preamble gen- 
eration, autopartitioning, and jam signal generation. 
The 82504TA does Manchester decoding and clock re- 
covery while an incoming signal is active. Two address- 
able latches (74LS259s) are used to control the 16 LED 
indicators. A 4-to-16 decoder (74LS154) is used to dis- 
able the transmitter of the receiving port during trans- 
mission without contention. The twisted pair port func- 
tions contain the line drivers, the line receivers, the fil- 
ter, and the isolation required for a twisted pair embed- 
ded MAU. In addition, one AUI interface is present to 
provide access to existing (IEEE 802.3) 10-Mb/s base- 
band segments. 

3.5.1 82505TA TO 82504TA INTERFACE AND 
CLOCK GENERATION 

The 82505TA to 82504TA interface, shown in 
Figure 4, is straightforward. It consists of six signals 
directly connected between the devices. The signals are 
TRxD, TPS, MCV, CRS, RxC, and RxD. The 
82504TA performs the Manchester decoding and clock 
recovery for the repeater. 

A single clock oscillator is recommended for clocking 
the 82505TA and 82504TA. The requirements are iden- 
tical to those shown for the DTE design using the 
82504TA. 

• Frequency Tolerance. ^0.01% 

• Rise and Fall Times. < 5 ns 

• Duty cycle. 60/40% or better 

• Output. TTL compatible 
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Figure 6. MAU Based on 82506TB 
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Figure 7. Repeater Design Based on 82505TA 
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3.5.2 TWISTED PAIR PORT DESIGN 

The twisted pair port circuit, shown in Figures 8 and 9, 
provides the 10BASE-T functions for each twisted pair 
port. It uses the same AFE (see Section 4) as the 
82506TB designs. 

82505TA to AFE Transmit Interface. This i nterface 
conve rts t he fou r transmit signals (TRMT, TRMT, 
PDC, and TPEN) from the 82505TA, and the port en- 
able (PEx) signal from the port disable control, to the 
four t ransm it si gnals of the analog front-end (TDH, 
TDL, TDH, and TDL). The design shown here uses an 
octal line driver (74ACT244) with the drivers paired. 


The circuit operates as follo ws. T he TRMT and TRMT 
signal are XOR’d with the PDC signal to generate the 
proper logic signals for preconditioning. These signals 
are then ga ted by TXE (Transmit enable), a function of 
the TPEN signal and the PEx (Port Enable) signal. The 
signals are blocked whenever the repeater is idle, the 
Port Enable for this port is false, or the 10BASE-T 
state machines have disabled transmission. The gated 
signals then pass through the link beat generator. Link 
beats are broadcast during long periods of idle. The 
signals now pass to the 74ACT244 line drivers, through 
the AFE, and onto the twisted pair. 

Line Receivers. The incoming receive signal passes 
through the AFE into a gated line receiver controlled 
by the squelch circuitry. The line receiver converts the 
received differential signal to TTL levels and feeds it to 
the MPR. The receiver can be designed with a zero 
crossing detector (e.g., NE521) and is gated with the 
TCSx signal. 

State Machines. The state machines are required by the 
10BASE-T draft standard; they handle link integrity 
and jabber protection. The implementation shown uses 
an Intel 5C180 EPLD. The equations are in iPLSII 
format and are in the appendix. 

Squelch Circuit. The squelch circuit distinguishes noise 
from valid link beats and incoming data on the receive 
pair by detecting signals above a preset voltage level. 
When there is no signal on the receive pair the squelch 
circuit deasserts the CARR and LINK signals. Link is 
asserted when a signal above the threshold arrives. 
CARR is asserted if the required number of bits are 
seen. This causes TCSx to assert and the line receiver to 
be enabled. 


3.5.3 AUI PORT 

The AUI port circuitry is shown in Figure 10. It com- 
prises interface circuits, the DO line drivers, two quad 
D-flip-flops (74F175s), and terminated line receivers 
for the DI (squelch and data) and Cl (squelch only) 
circuits. 

The Cl squelch line receiver feeds the D-0 and clear 
inputs for one of the quad D-flip-flop circuits. When a 
signal greater than t he squelch offset is seen, the flip- 
flops are cleared and AUICDT is asserted. This contin- 
ues as long as Cl is active. S quelch receiver output is 
held high during the start of idle and the flip-flops set 
in sequence. After four cloc ks, 150 to 200 ns, the last 
flip-flop is set and AUICDT deasserts. It remains deas- 
serted during the entire idle period. 

The DI line receivers work in much the same way, ex- 
cept that activity on Cl, or an active transmission, will 
inhibit AUICRS. The data channel on DI is processed 
without a voltage offset and is gated by AUICRS. This 
way, the least amount of jitter is added on the AUIRxD 
line and the data channel is not sensitive to idle noise. 


The DO line drivers are controlled by TPEN and 
PE11; the drivers should activate when both are assert- 
ed. A voltage divider is provided after the drivers to 
achieve the proper driver levels. 

3.5.4 PORT DISABLE CONTROL 

Port disable control is handled by a 74LS154 4-to-16 
decoder. During transmission without contention the 
address of the originating port is given to the decoder 
and the control line asserted. This disables the trans- 
mitter to that port. When a transmit based collision 
occurs the control line to the decoder is deasserted and 
jam is broadcast on all ports. 

3.5.5 LED CONTROL 

Two 8-bit, addressable latches (74LS259s) handle this 
function. The controller cycles through the addresses 
for the LEDs each 105 ms and will turn each one on or 
off. The three least significant address bits (L2-L0) for 
the LED control are fed to each 8-bit latch. The most 
significant address bit ( L3) controls the enable line to 
the two packages. The LEDCTRL signal determines 
the state of the LED when it is strobed by LEDSTRB. 
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Figure 9. Squelch Circuit for 10BASE-T Port 
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Figure 10. AUI Port 
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4.0 ANALOG FRONT-END 

A discrete version of the analog front-end is shown in 
Figure 11. This preliminary design filter has been ex- 
tensively tested, and interoperability results were posi- 
tive. The design will meet most of the 10BASE-T re- 
quirements with the following marginalities. 


10BASE-T PARAMETER 

SPEC 

MEASURED 

RX Return Loss 
TX Return Loss 
Squelch at 10 MHz 

19 db 
19 db 
585 mV 

17.5 dB 
17.5 dB 
730 mV 


A fully characterized analog front-end design will be 
ready in October of 1990, and will be available through 
Intel sales offices. The analog front-end consists of two 
main sections: transmit and receive. The transmit sec- 
tion contains the preconditioning voltage summing cir- 
cuit, high voltage protection, the EMI filter, and the 
line coupling devices. The receive section consists of the 
line coupling devices, the EMI filter, and high-voltage 
protection. 

A filter pack implementation is shown in Figure 12. 
Many designs are using this approach but this design 
has not yet been tested by Intel. A final design version 
will also be ready in October of 1990, and will be avail- 
able through Intel sales offices. 

4.1 Preconditioning Voltage Summer 

The twisted pair output drivers are configured into a 
single matched impedance differential driver with the 
preconditioning voltage summing circuit. This circuit is 
designed to give a preconditioned differential signal. 
During “thin” pulses, and the first half of “fat” pulses, 
the differential driver provides 100% drive level power. 
During the second half of “fat” pulses it provides only 
33% drive level as required by the preconditioning al- 
gorithm. 

This circuit provides a constant source impedance 
whenever power is applied; this controls matching the 
driver impedance to the twisted pair cable impedance. 
This will limit reflections that would result in excessive 
noise. 


4.2 High-Voltage Protection 

Protection should be provided to prevent the active de- 
vices being damaged by high-voltage transients from 
the twisted pair line. We recommend placing a pair of 
diodes on each of the four differential signals (two 


transmit and two receive) as shown in the analog front- 
end schematic of Figure 1 1. The diodes connect to Vcc 
and Vee ( or ground). These should be placed at the 
interface between the active devices and the low pass 
filters so the active circuits are protected and the filter 
attenuates the transients. 


4.3 EMI Filter 

The main function of the low pass filter is to remove 
the high-frequency components of the transmitted sig- 
nal without affecting the in-band (5 to 10 MHz) fre- 
quencies. The high frequency components can create 
electromagnetic interference (EMI) above the levels 
permitted by FCC regulations. The design should pro- 
vide minimum in-band loss, ripple, and distortion while 
providing maximum attenuation of frequencies above 
30 MHz with appropriate roll-off in the transition 
band. 

We recommend a filter with the following characteris- 
tics. 

• Filter type 5-pole elliptical 

• Pass band 5 to 10 MHz 

• Attenuation ^ 30 MHz 27 db 

• In-band insertion loss 1 db 

• In-band ripple <0.5 db (5 to 10 Mhz) 

• Group delay < 50 ns 

• Group delay variation < 5 ns 

• Impedance 100 ft balanced 

The impedance of the filter must be matched to both 
the transmitter impedance and the line impedance. 
Also, balance and grounding should be tightly con- 
trolled for proper operation. Due to these considera- 
tions we recommend a differential filter built symmetri- 
cally on each line of the differential pairs with the im- 
pedance matched at each end. 

4.4 Line Coupling Devices 

The line coupling devices include the transformers and 
common mode choke. The transformers provide ac 
coupling between the line and the circuitry while pro- 
viding dc isolation. The recommended minimum isola- 
tion is 2250 Vdc- The windings should be identical to 
provide proper balance between the two ends of the 
transformers. To provide appropriate impedance 
matching in the frequency range of interest, the trans- 
formers should have appropriate primary and second- 
ary inductance (200 juH typical) and minimal inter- 
winding capacitance (<20 pF). 
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Rin Ohms (1/4W +1%) 

CinpF (NPO +5%) 

LinuH (+5%) 

D SANYO SB05-05CP or equiv. 

All component values should be valid over the frequency range 
from 1 to 100 MHz. 

T1, T2, and T3 are commercially available from Sprague, 

Valor, Pulse Engineering and others. 
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^Possible filters are the Pulse Engineering Inc. (PE32101), TDK Corp. (0921 ES), CTS Corp.— Knight Div. (9561928-01), 
Coilcraft (K9686-B), or equivalents. 

tRequired transformers are the AT&T (2759A), Pulse Engineering (PE65263), Coilcraft (LAXIOT-200), or equivalents. 


Figure 12. Filter Pack Front End 


The common mode choke rejects common mode radio 
frequency and electromagnetic interference picked up 
from the unshielded telephone lines. It should provide 
lOOO-Vdc isolation between the windings. The common 
mode choke has four windings, each connected with 
proper polarity, in series with the receive and transmit 
twisted pairs. The balance of the choke is very impor- 
tant for providing proper noise cancellation while pass- 
ing through the differential signal unaffected. We rec- 
ommend a common mode to differential balance of 30 
db (measured according to the 10BASE-T draft specifi- 
cations) at all frequencies up to 20 MHz. 

4.5 Layout Considerations 

The power and ground wiring should conform to good 
high- frequency practice and standards to minimize 
switching transients and parasitic interaction between 
various circuits. To achieve this, the following guide- 
lines are presented. 

• Place bypass capacitors (0.1 and 0.001 p,F should be 
interspersed) on each IC between Vqc and ground. 
They should be located close to the Vcc pins. 

• Make power supply and ground traces as thick as 
possible. This will reduce high-frequency cross cou- 
pling caused by the inductance of thin traces. 


• Clock traces, and other high-frequency traces, 
should be have a width of at least twice the separa- 
tion between the trace and the nearest ground plane. 

• Connect logic and chassis ground together. 

• Separate and decouple all of the analog and digital 
power supply lines. 

• Close signal paths to ground as close as possible to 
their sources to avoid ground loops and noise cross 
coupling. 

• Connect all unused IC inputs (except as directed by 
the manufacturer) to ground or Vcc to avoid noise 
injection or parasitic oscillations of unused circuits. 

• Use high-loss magnetic beads on power supply dis- 
tribution lines. 

• Group each of the receive and transmit circuits, but 
keep them separate from each other. Separate their 
grounds. 

• Lay out all differential circuits symmetrically so 
parasitic effects are also symmetrical. 

• Lay out the circuitry from the line connector to the 
active circuitry (especially the EMI filter) on a 
ground plane to prevent undesirable EMI effects. 
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5.0 SUMMARY 

This application note presented several designs meeting 
the IEEE 802.3 10BASE-T draft standard 10BASE-T. 
They use standard telephone twisted pair wiring and a 
star configuration for cost savings and flexibility. They 
use the same IEEE 802.3 standard for CSMA/CD me- 
dium access control and, where applicable, the physical 
layer signaling. This network type is fully software 
compatible with, and can connect to present Ethernet 
or Cheapernet networks. The hardware connection is 
made through an 802.3 defined AUI port and by com- 
plying with the repeater standard ANSI/IEEE 802.3c- 
1988. 


Intel has introduced four products for designing net- 
work components (DTEs and repeaters). DTE design 
can be done with either the 8252 1TA Serial Supercom- 
ponent or the 82506TB TP Transceiver Chip. The su- 
percomponent contains all the circuitry required be- 
tween the Ethernet controller and the RJ-45 connector. 
DTEs that support the AUI can be instantly connected 
to 10BASE-T networks using the 82523TB MAU su- 
percomponent. Multiple port repeaters can be designed 
using the 82505TA with an 82504TA. It allows for 1 1 
twisted pair ports and 1 AUI port. 
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APPENDIX A 


The following set of equations for programming the 5C180 for the 10BASE-T port design of a multiple-port repeater 
were generated from a proven 10BASE-T design. However, they were not verified in their present state. They are 
intended to serve as an example to aid in the development of a complete design. 

They are written in iSTATE format, a state machine compiler to be used in conjunction with IPLSII. 

Thom Bowns/Bill Wager 
Intel 

Feb. 20, 1990 
Repeater 180 
Rev 0 
5C180 

5C180 for Multiple Port Repeater- Counters, State machines, etc. 

OPTIONS: TURBO=ON 

PART: 5C180 

INPUTS: TXC#, LID, WDTD, TPEN#, PEx, 

TEST, CARR, LINK, RESET 

OUTPUTS: TCSx, LKBT#, TXE, WDT, 

SLOCLK, LI 

JT14__RESET, JT58JRESET, LTJRESET, SCQ01, SCQ02, 

SCQ03, SCQ04, 

SCQ05, SCQ06, SCQ07, SCQ08, SCQ09, SCQ10, 

SCQ11, SCQ12, SCQ13, DLINK, JTQ1, JTQ2, 

JTQ3, JTQ4, JTQ5, JTQ6, JTQ7, JTQ8, 

LTQ1, LTQ2, LTQ3, LTQ4, LTQ5, LCQ1, LCQ2, 

JFQ1, LIFQ1, LIFQ2 

NETWORK: 

TXCn * INP (TXC#) 

LID = INP (LID) 

WDTD = INP (WDTD) 

TPENn = INP (TPEN#) 

TEST - INP (TEST) 

CARRIER - INP (CARR) 

SLINK - INP (LINK) 

RESET = INP (RESET) 

PEx * INP (PEx) 

TCSx - CONF (TCSx, VCC) 

LKBT# = RONF(LBEATn, TXCn, GND,GND, VCC) 

LKBT I = NORF ( ILBEAT , TXCn , GND , GND ) 

TXE = CONF (TXE, VCC) 

292080-13 
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% Timer reset feedback macrocells % 
JT14_RESET = NOCF ( JT14_RESETd) 

JT58_RESET = NOCF ( JT58_RESETd) 

LT_RESET = NORF (LT_RESETd, TXCn, GND, GND) 

% SLOCLK macrocells % 

SCQ01 = NOTF ( SCT 01, TXCn, RESET, GND) 

SCQ02 = NOTF(SCT02, TXCn, RESET, GND) 

SCQ03 = NOTF (SCT03, TXCn, RESET, GND) 

SCQ04 =* NOTF (SCT04, TXCn, RESET, GND) 

SCQ05 - NOTF (SCT05, TXCn, RESET, GND) 

SCQ06 - NOTF (SCT06, TXCn, RESET, GND) 

SCQ07 - NOTF (SCT07, TXCn, RESET, GND) 

SCQ08 “ NOTF (SCT08, TXCn, RESET, GND) 

SCQ09 = NOTF (SCTO 9, TXCn, RESET, GND) 

SCQ10 = NOTF (SCT10, TXCn, RESET, GND) 

SCQ11 = NOTF (SCT11, TXCn, RESET, GND) 

SCQ12 = NOTF(SCT12, TXCn, RESET, GND) 

SCQ13 = NOTF (SCT13, TXCn, RESET, GND) 

SLOCLK, SCQ14 = TOTF (SCT14, TXCn, RESET, GND, VCC) 
SLOCK = CLKB (SCQ14) 

DLINK - NORF (SLINK, TXCn, RESET, GND) 

% Jabber timer macrocells % 

JTQ1 = NOTF (JTT1, SLOCK, JT14_RESET, GND) 

JTQ2 = NOTF (JTT2, SLOCK, JT14_RESET, GND) 

JTQ3 - NOTF (JTT3, SLOCK, JT14_RESET, GND) 

JTQ4 ** NOTF (JTT4, SLOCK, JT58_RESET, GND) 

JTQ5 = NOTF (JTT5, SLOCK, JT58_RESET, GND) 

JTQ6 = NOTF (JTT6, SLOCK, JT58_RESET, GND) 

JTQ7 - NOTF (JTT7, SLOCK, JT58_RESET, GND) 

JTQ8 = NOTF (JTT8, SLOCK, JT58JRESET, GND) 


% Link test timer macrocells % 

LTQ1 - NOTF (LTT1, SLOCK, LT_RESET, GND) 
LTQ2 = NOTF (LTT2, SLOCK, LT_RESET, GND) 
LTQ3 - NOTF (LTT3, SLOCK, LT_RESET, GND) 
LTQ4 = NOTF (LTT4, SLOCK, LT_RESET, GND) 
LTQ5 = NOTF (LTT5, SLOCK, LT_RESET, GND) 


% Link count macrocells % 

LCQ1 = NOTF (LCT1, TXCn, RESET, GND) 

LCQ2 = NOTF (LCT2, TXCn, RESET, GND) 

292080-14 
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EQUATIONS : 

% Input controlled variables % 

output_active - ! (TPENn + !PEx); 
output_idle = TPENn + !PEx; 
input_active = CARRIER; 
input_idle = ! CARRIER; 
link_test_rcvd = SLINK* 1DLINK; 

% Output equations % 

TCSx = input_active * !disable_receiver; 
ILBEAT * linkbeat_timer_done; 

LBEATn « ! (ILBEAT * ! LKBTI) ; 


TXE = !disable_driver * output_active; 
disable_driver * disable_driver_3 + disable_driver_4; 


% Miscellaneous equations % 

link_count_is_3 = LCQ2 * LCQ1; 

LCRESET = LINK_TEST_FAIL_RESET * ! lirtk_test_rcvd; 
LCCOUNT =* LINKJTEST_FAIL_RESET * link_test_rcvd + 

LINK TEST FAIL * 


1 i n k_t e s t _mi n_t ime r_done ; 

LCT1 = LCCOUNT + LCRESET * LCQ1; 

LCT2 = LCCOUNT * LCQ1 + LCRESET * LCQ2 ; 

% • % 


link test rcvd 


★ 


% SLOCLK counter equations % 


SCT01 

= 

VCC; 



SCT02 


SCQ01; 



SCT03 

= 

SCT02 

★ 

SCQ02; 

SCT04 

= 

SCT03 

* 

SCQ03; 

SCT05 

= 

SCT04 

* 

SCQ04; 

SCT06 

= 

SCT05 

* 

SCQ05; 

SCT07 


SCT06 

★ 

SCQ06; 

SCT08 

- 

SCT07 

* 

SCQ07; 

SCT09 

= 

SCT08 

* 

SCQ08; 

SCT10 

- 

SCT09 

+ 

cr»/>n a . 
uvyv 9 

SCT11 

= 

SCT10 

* 

SCQ10; 

SCT12 

= 

TEST + 

!TEST * SCT11 * SCQ11 

SCT13 

= 

SCT12 

★ 

SCQ12 ; 

SCT14 

= 

SCT13 

* 

SCQ13; 

JABBER 

timer 

equations % 


transmit_timer_done = JTQ5 * NON__JABBER_OUTPUT; 
un j ab__t ime r_done - JTQ8 * JTQ7 * UNJAB_WAIT; 
un j ab_t ime r_not_done = ! un j ab_t ime r_done ; 

1 inkbeat_t imer_done = JTQ3 * ! NON_JABBER_OUTPUT * !LID; 
JTl4_RESETd - RESET + NOJDUTPUT * output_active 
+ NON_JABBER_OUTPUT * output_idle; 

JT58_RESETd - JT14_RESETd 

+ JAB * output_idle; 
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JTTl « VCC; 

JTT2 - JTTl * JTQ1 ; 

JTT3 - JTT2 * JTQ2; 

JTT4 = JTT3 * JTQ3 ; 

JTT5 = JTT4 * JTQ4 * JTCOUNT; 

JTT6 = JTT5 * JTQ5 ; 

JTT7 = JTT6 * JTQ6; 

JTT8 = JTT7 * JTQ7 ; 

JTCOUNT = ! (JTQ5 * JTQ6 * JTQ7 * JTQ8 ) ; 


% LINK timer equations % 

1 ink_lo 3 s_t ime r_done -LTQ5 *LTQ4 *LTQ3 *LTQ2 *LTQ1 *IDLE_TEST; 
link_test_min_timer_done = 

(LTQ3 + LTQ4 + LTQ5) * ( (IDLE_TEST) + (LINK_TEST_FAIL) ) ; 
link_test_min_timer_not_done = ! link_test_min_timer_done; 
link_test_max_timer_done = LTQ5 * LINK_TEST_FAIL; 

LT_RESETd = IDLE_TEST * (input_active 

+ (link_test_rcvd * link_test_min_timer_done) ) 

+ LINK_TEST_FAIL_RESET 

+ LINK_TEST_FAIL * link_test_min_timer_done 
* link_test_rcvd 
+ LINK_TEST_FAIL_EXTEND; 

LTT1 = LTCOUNT; 

LTT2 = LTCOUNT * LTQ1; 

LTT3 = LTCOUNT * LTQ1 * LTQ2; 

LTT4 = LTCOUNT * LTQ1 * LTQ2 * LTQ3; 

LTT5 = LTCOUNT * LTQ1 * LTQ2 * LTQ3 * LTQ4; 

LTCOUNT = ! (LTQ1 * LTQ2 * LTQ3 * LTQ4 * LTQ5) ; 

292080-16 
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% 

MACHINE: JABBERJTUNCTION 
CLOCK: TXCn 

CLEAR: RESET 


STATES : 
NOJDUTPUT 
NON__ J ABBER__OUTPUT 
JAB 

UNJAB WAIT 


E WDT JFQ1 ] 
[ 00 ] 
[ 0 1 ] 

E 1 1 ] 

El 0 ] 


% 


% JFQ2 is WDT also % 


NO_OUTPUT : IF OUtput_active THEN NON_JABBER_OUTPUT 

NON__JABBER_OUTPUT : % start_transndt_tiirier % 

. IF (output_active * transmit_timer_done * ! WDTD) 

THEN JAB 

IF output_idle THEN NOJDUTPUT 

THEN UNJAB_WAIT 
THEN NOJDUTPUT 
% ASSERT WDT here % 

UNJAB_WAIT: % start jin jab_timer % 

IF output_active * un jab_timer__not__done * ! WDTD 

THEN JAB 

IF un jab_timer_done + WDTD THEN NO__OUTPUT 

ASSERT: disable_driver_3 % ASSERT WDT here % 

292080-17 


JAB: IF output__idle 

IF output_active * WDTD 
ASSERT: disable driver 3 
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MACHINE: LINK__INTEGRITY_FUNCTION 
CLOCK: TXCn 

CLEAR: RESET 

STATES: [ LI LIFQ1 LIFQ2 ] 

IDLE_TEST [ 0 0 0 ] 

LINK_TEST_FAIL_RESET [1 1 0 ] 

LINK_TEST_FAIL [10 0 ] 

LINK_TEST_FAIL_EXTEND [ 0 0 1 ] 

ALIA [0 1 1 ] 

ALIB [0 1 0 ] 

ALIC [ 1 0 1 ] 

ALID [1 1 1 ] 


IDLE__TEST : % start__link_los3_tiroer % 

% start_link_test_min_timer % 

IF link__loss_timer__done * !LID THEN L INK__TE S T_F AI L_RE SET 

LINK_TEST_FAIL__RESET : IF link__test_rcvd * !LID * input__idle 

THEN LINK_TEST_FAIL 

IF input__active + LID THEN LINK_TEST__FAIL_EXTEND 
ASSERT : disable__receiver 
di s ab le__dr i ve r_4 

LINK_TEST_FAIL : % start__link__te3t_min__timer % 

% start_link_test__max_tiirier % 

IF input__active + link__count_is__3 + LID 
THEN LINK_TEST_FAIL_EXTEND 
IF ( 1 in k_t e s t_ma x_t ime r_do ne 

+ { link_test_min_t imer_not_done 
* link_ test__rcvd) ) * ! LID * input_idle 

THEN LINK_TEST_FAIL_RESET 

ASSERT: disable_driver_4 
disable__receiver 

LINKJTEST_FAILJBXTEND : IF input_idle * output^ idle THEN IDLE__TEST 

ASSERT: disable_driver_4 
disable_receiver 

ALIA: IDLEJTEST 

ALIB: IDLEJTEST 

ALIC: IDLEJTEST 

ALID : IDLE TEST 


END$ 
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PC586E 

CSMA/CD LAN EVALUATION BOARD 


■ Supports Established CSMA/CD LAN 
Standards: 

— Ethernet (IEEE 802.3 10BASE5) 

— Cheapernet (IEEE 802.3 10BASE2) 

■ Interfaces to Popular IBM and IBM 
Compatible PC Systems: 

— IBM PC, PC-XT, PC-AT (8-Bit Data 
Transfer) 

— IBM PC-AT (16-Bit Data Transfer) 

■ Jumper Selection Offers High Degree 
of Flexibility in System Configuration: 
— Up to 8 Address Decode Ranges 
— Up to 8 Interrupt Lines 

— Ethernet (IEEE 802.3 10BASE5) 

— Cheapernet (IEEE 802.3 10BASE2) 
— Number of Wait-States 

■ Auto-Configuring for either 8-Bit or 
16-Bit Bus Systems 

■ On-Board Transceiver Provides Direct 
Coaxial Connection for Cost-Effective 
Cheapernet Applications 


■ Pipelined Access in 8-Bit Mode 
Increase Performance through 
Reduced Wait-States 

■ 16 Kbytes of Shared Memory-Mapped 
SRAM Enables Higher Performance 
Network Operation 

■ Reduces Design Complexity because 
No I/O Address or DMA Channels 
Required 

■ High Efficiency Interleaved Memory 
Access Permits Zero Wait-State Access 
by Host CPU for Most Cycles 

■ 8 Kbytes of “Remote Boot” EPROM 
(Optional) Eliminates Need for Disk 
Drives 

■ Provides LAN Designer with a 
Complete, High-Performance CSMA/CD 
Ethernet/Cheapernet Solution 


The PC586E evaluation board is a non-intelligent, buffered CSMA/CD LAN adapter card designed to demon- 
strate Intel’s high-performance Ethernet/Cheapernet chip set. It provides IEEE 802.3 TYPE 10BASE5 (Ether- 
net) and TYPE 10BASE2 (Cheapernet or thinwire Ethernet) connections for IBM PC, PC-XT, PC-AT and 
compatible systems. The PC586E combines the Intel 82586 LAN Coprocessor and the Intel 82C501 Ethernet 
Serial Interface with an on-board Ethernet Transceiver into a total Ethernet/Cheapernet solution. The card is 
easily installed in either an 8-bit or 16-bit PC expansion slot and then automatically configures itself for 8-bit or 
16-bit data transfers. Its jumpers offer a high degree of flexibility for system-dependent configuration. For 
Ethernet applications, the 82586/82C501 pair provide the complete transceiver cable interface required by the 
IEEE 802.3 standard. In addition, the PC586E’s on-board transceiver provides the entire coaxial cable inter- 
face for convenient, cost-effective Cheapernet systems. 



Figure 1. PC586E Block Diagram 


290196-1 


The PC586E is provided solely as an evaluation tool for use in designing with Intel’s 82586 chip set. It has not been tested for compliance to FCC 
requirements for EMI (Part 15, subpart j). Intel is not responsible for any misuse of this evaluation board. 
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The PC586E is part of Intel’s LAN Evaluation Board 
program. The board is intended to demonstrate the 
high-performance characteristics of the 82586 chip 
set in an adapter card application. The PC586E 
gives LAN engineers a head start in finding the best 
solution for their specific network problem. PC586E 
boards are shipped with detailed design documenta- 
tion (artwork and PAL equations also available). 

The PC586E is based on an Interleaved Local Mem- 
ory Access scheme with Static RAM dual-ported be- 
tween the 82586 LAN Coprocessor and the Host 
System CPU. Access to the board is purely Memory- 
Mapped, and therefore, no I/O ports or DMA chan- 
nels are required. In addition to the shared SRAM, 
the system supports a “Remote-Boot” EPROM and 
32 bytes of Address PROM. The 82586 has access 
only to the Static RAM. 


MEMORY 

The Local Memory consists of 16 Kbytes of Static 
RAM, 32 bytes of Address PROM, 16 Command 
Registers, and up to 8 Kbytes of “Remote Boot” 
EPROM (Optional). All of the Local Memory is 
mapped into unused memory space of the Host Sys- 
tem. Commands are issued to the PC586E by trans- 
ferring the instruction to a Command Register. The 
Command Registers are used for issuing the Reset 
and Channel Attention signals to the 82586, en- 
abling interrupts and configuring the board. 


CONFIGURATION 

There are up to 8 jumper-selectable locations for the 
Local Memory and the Command Registers (four of 
these locations are mapped above the 1 Mbyte 
boundary, FFFFh). In addition, the jumpers are used 
for the Interrupt Request Signal which may be as- 
signed to any one of eight Interrupt Request lines. 

The PC586E automatically detects if it is placed in 
an 8-bit or 16-bit expansion slot. When the PC586E 
is in a 16-bit slot, a Command Register is used to 
program the PC586E for either 8-bit or 16-bit data 
transfers. One of the Command Registers can also 
be used to disable the interrupt signal. 


INTERLEAVED MEMORY ACCESS 

The PC586E uses Interleaved Memory Access be- 
tween the 82586 LAN Coprocessor and the Host 
System CPU to increase system performance. One 
read or write access is allowed by the Host System 
for every read or write access by the 82586. In this 
way, high utilization of local memory is achieved. 
The logic used is a “cycle-stealing” approach in 


which the 82586 is never given wait-states. This pre- 
cludes the need for wait-state logic for the 82586 
and allows the 82586 to run at 6 MHz. 

When the 82586 is inactive, the interleaving logic 
becomes transparent and the Host System may ac- 
cess the Local Memory with no wait-states (16-bit 
buses only). This provides about a 15% to 20% 
boost in bus performance. 


DESCRIPTION OF INTERLEAVE 
LOGIC 

Since the 82586’s READY and HOLD ACKNOWL- 
EDGE signals are always active, only a simple arbi- 
ter is required. The Control Logic merely interleaves 
Host System accesses with 82586 accesses. When 
the 82586 is active, the Host System access will oc- 
cur during the first half of the 82586 “read/write” 
cycle. When the 82586 is inactive, the Host System 
access will occur at the speed of the Host Bus. 

If the Host System initiates access to the static RAM 
during T1 or T2 of the 82586 “read/write” cycle, it 
will complete operation without any additional wait- 
states. If the Host System should initiate access dur- 
ing T2 or T3 of the 82586 “read/write” cycle, a max- 
imum of three wait-states will be inserted for an 
8 MHz AT system. The maximum number of wait- 
states depends on the width and frequency of the 
Host System. 


WORD ASSEMBLY/DISASSEMBLY 

For systems with 8-bit data buses, the PC586E has 
a special Word Assembly/Disassembly function. Ac- 
cess to the Static RAM may be made either as 8-bit 
or 1 6-bit operations. If 8-bit transfers are made, the 
Word Assembly/Disassembly logic is used to in- 
crease performance. 


WORD DISASSEMBLY 

An 8-bit “read” operation to an even address caus- 
es 16 bits of data to be read from the Static RAM. 
The first 8 bits are transferred onto the Host bus and 
the second 8 bits (corresponding to the odd ad- 
dress) are temporarily stored in a latch. When the 
subsequent “read” is made to the odd address, the 
data stored in the latch is copied onto the Host Bus. 
In this way, access to the Static RAM by the Host 
CPU is reduced by 50%. 


WORD ASSEMBLY 

An 8-bit “write” operation to an even address caus- 
es the data stored at this location to be temporarily 
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transferred to a latch. When the subsequent 8-bit 
“write” operation is made (corresponding to the odd 
address), the two 8-bit bytes are combined into a 
16-bit word which is then transferred to the Static 
RAM. 

In order to take advantage of this scheme, all ac- 
cess to the Static RAM must be made on a 16-bit 
word basis to even addresses. Since the 82586 data 
structures are naturally designed to be 16-bits wide, 
this requirement has little or no impact on software. 
The bus interface of systems with 8-bit data buses 
will automatically break 16-bit operations into two 
8-bit operations. The same software can thus be 
used for both 8-bit and 1 6-bit systems. 

The Word Assembly/Disassembly function is only 
used for access to the Static RAM. All accesses to 
the Address PROM, Remote Boot EPROM and 
Command Registers are made as 8-bit transfers 
only. 

REMOTE BOOT EPROM 

An optional 8192 byte EPROM may be installed for 
either “Remote Boot” operation or general purpose 
ROM. Upon booting the system, the Host CPU 
searches for a 55AAh data pattern starting at ad- 
dress C8000h. If the pattern is not found, additional 
attempts will be made at subsequent addresses in 
2 Kbyte increments. If the pattern is found, the Host 
will then search for a jump instruction and a Cyclic 
Redundancy Check (CRC). If these are found, the 
CPU will begin executing the code at the location 
specified by the jump instruction. In order to take 
advantage of the “Remote Boot” option, the soft- 
ware on the EPROM must be able to configure the 
PC586E and copy the operating system through the 
network. This ability removes the need for disk 
drives. The EPROM may be used for general pur- 
pose storage instead of remote booting. In either 
case, only 8-bit “read” operations are permitted 
from this device. 


ETHERNET/CHEAPERNET 

SELECTION 

The PC586E Board is jumper-selectable to operate 
in either Ethernet (IEEE 802.3 10BASE5) or Cheap- 
ernet (IEEE 802.3 10BASE2) mode. 


ETHERNET 

In Ethernet mode, the 82586 LAN Coprocessor is 
used in conjunction with the Intel 82C501 Ethernet 
Serial Interface. Functions of the 82C501 include 


Manchester encoding/decoding of transmit and re- 
ceive data, generation of the transmit and receive 
clock and interface to the AU I /Transceiver cable. In 
addition, the 82C501 has a built in watchdog timer, 
internal loopback diagnostics and collision detection 
circuitry. The 82586/82C501 thus provide the com- 
plete transceiver cable interface required by IEEE 
802.3. 


CHEAPERNET 

In Cheapernet mode, the Ethernet Transceiver is lo- 
cated on-board. The transceiver works in conjunc- 
tion with the 82586 and 82C501 to provide the com- 
plete, on-board, coaxial cable interface. 


COMPONENT DESCRIPTION 

82586 LAN Coprocessor 

— Implements a Complete CSMA/CD Data Link 

— Incorporates all Logic for Executing Time Critical 
Functions Independently of Host System 

— High-Level Command Interface Simplifies Soft- 
ware Programming 

— Supporting Industry CSMA/CD LAN Standards 
Ethernet (IEEE 802.3 10BASE5) 

Cheapernet (IEEE 802.3 10BASE2) 

— Provides On-Chip Memory Management with Au- 
tomatic Buffer Chaining and Reclaiming 

— Interfaces to Industry Standard 8-Bit and 16-Bit 
Microprocessors 

— Powerful System Interface 

On-Chip DMA Control Allows Up to 
5 Mbytes/Sec Bus Capacity 
8-Bit or 16-Bit Data Bus 
Back-to-Back Frame Reception at 10 Mb/s 

— Built-In Network Management and Diagnostics 

Transmission/Reception Error Reporting 
Network Activity and Error Statistics 
Station Diagnostics (External Loopback) 

Self Test Diagnostics 

The 82586 is an intelligent peripheral that complete- 
ly manages the processes of transmitting and 
receiving frames of data over the network, thus off- 
loading the Host CPU of communication manage- 
ment tasks. The 82586 features an on-chip DMA 
controller which allows it to access the local memory 
though an efficient buffer chaining mechanism. Oth- 
er features of the 82586 are the ability to perform 
network management activities including error and 
collision tallies and diagnostic capabilities via the in- 
ternal and external loopback function. Control of the 
82586 is through high level commands such as 
TRANSMIT and CONFIGURE. 
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All information passed between the 82586 and the 
Host board is made through shared local memory. 
The Host may load the memory with a command 
and prompt the 82586 to execute. While receiving a 
packet, the 82586 loads receive buffers in local 
memory and, after completing the reception, inter- 
rupts the Host board to indicate that a packet has 
been received. 


82C501 ETHERNET SERIAL 
INTERFACE 

— Direct Interface to the 82586 LAN Coprocessor 
and Ethernet Transceiver 

— Conforms to IEEE 802.3 10BASE5 (Ethernet) 
and IEEE 802.3 10BASE2 (Cheapernet) Specifi- 
cations 

— 1 0 Mb/s Serial Data Rate 

— Manchester Encoding/Decoding and Receive 
Clock Recovery 

— 10 MHz Transmit Clock Generation 

— Drives and Receives IEEE 802.3 AUI (Transceiv- 
er) Cable 

— Optional Watchdog Timer Prevents Babbling 

— Internal Diagnostic Loopback for Fault Detection 
and Isolation 

— Functionally Compatible with the SEEQ 8023A 

The 82C501 provides the Ethernet (IEEE 802.3 
10BASE5) or Cheapernet (IEEE 802.3 10BASE2) 
Serial Interface for the 82586 LAN Coprocessor. 
Major functions of the 82C501 include generation of 
the transmit and receive clock (10 MHz for Ethernet 
and Cheapernet), Manchester encoding/decoding 
of transmit and receive data, and interfacing the 
10BASE5 Access Unit Interface (AUI /Transceiver) 
cable. In addition, the 82C501 provides for fault iso- 
lation with internal diagnostic loopback. An on-chip 
watchdog timer prevents the station from locking up 
in the continuous transmit mode (jabber control). 


PC586E Specifications* 

Software: — Network Software Drives are 

Currently Available for the Fol- 
lowing Applications: 

UNIX/TCP-IP 

Novell/Netware 

(Additional Drivers to be An- 
nounced) 

Hardware: —IBM PC, PC-XT, PC-AT and 

Compatible Systems 


Cable 

Connections: 

System 

Components: 


Memory Capacity: 


Memory Address 
Ranges: 


■ DB-1 5 Connector (Ethernet) 

• BNC Connector (Cheapernet) 

- Intel 82586 LAN Coprocessor 

• Intel 82C501 Ethernet Serial 
Interface 

• Static RAM 1 6 Kbytes 

- General Address 

PROM 32 bytes 

■ Bootable EPROM 8 Kbytes 


1. OCOOOOh- 

2. 0C8000h- 

3. ODOOOOh- 

4. 0D8000h- 

5. FOOOOOh- 

6. F40000h- 

7. F80000h- 

8. FCOOOOh- 


•0C7FFFh 

■OCFFFFh 

•0D7FFFh 

•ODFFFFh 

F3FFFFh 

F7FFFFh 

FBFFFFh 

-FFFFFFh 


Frequency: — Board Master Clock 

— 82586-6 

8-Bit PC Bus 
Frequency (Max.): 


24 MHz 
6 MHz 


1 6-Bit AT Bus 
Frequency (Max.): 


- 4.77 MHz 

— 8 MHz 

— >8 MHz 

— 8 MHz 

— 10 MHz 

— 12 MHz 


— >12MHz 

Voltage Limits: — + 5V Input ±5% 

— +12V Input ±5% 

Current 
Requirements: 


0 Additional 
Wait-States 

0 Additional 
Wait-States 

Not Supported 

0 Additional 
Wait-States 

0 Additional 
Wait-States 

1 Additional 
Wait-States 

Not Supported 


Power Dissipation:- 

Temperature 

Range: 


■ + 5V Input 

■ +12V Input 

■ Maximum 

■ Operating 

■ Storage 


3.0A* 
300 mA* 
18.6W* 

0°Cto + 55°C 
0°Cto +70°C 


DIMENSIONS (Not Including Mounting Bracket) 

Length: 8.2 in. (20.8 cm) 

Height: 4.2 in. (10.7 cm) 

Width: 0.7 in. (1.8 cm) 

* Preliminary, subject to change 
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8251A 

PROGRAMMABLE COMMUNICATION INTERFACE 


■ Synchronous and Asynchronous 
Operation 

■ Synchronous 5-8 Bit Characters; 
Internal or External Character 
Synchronization; Automatic Sync 
Insertion 

H Asynchronous 5-8 Bit Characters; 
Clock Rate— 1, 16 or 64 Times Baud 
Rate; Break Character Generation; 1, 
iy 2 , or 2 Stop Bits; False Start Bit 
Detection; Automatic Break Detect and 
Handling 

m Synchronous Baud Rate — DC to 64K 
Baud 


■ Asynchronous Baud Rate— DC to 19.2K 
Baud 

B Full-Duplex, Double-Buffered 
Transmitter and Receiver 

■ Error Detection— Parity, Overrun and 
Framing 

■ Compatible with an Extended Range of 
Intel Microprocessors 

B 28-Pin DIP Package 

sa Ail Inputs and Outputs are TTL 
Compatible 

m Available in EXPRESS and Military 
Versions 


The Intel® 8251 A is the industry standard Universal Synchronous/ Asynchronous Receiver/Transmitter 
(USART), designed for data communications with Intel’s microprocessor families such as MCS-48, 80, 85, and 
iAPX-86, 88. The 8251 A is used as a peripheral device and is programmed by the CPU to operate using 
virtually any serial data transmission technique presently in use (including IBM “bi-sync”). The USART accepts 
data characters from the CPU in parallel format and then converts them into a continuous serial data stream 
for transmission. Simultaneously, it can receive serial data streams and convert them into parallel data charac- 
ters for the CPU. The USART will signal the CPU whenever it can accept a new character for transmission or 
whenever it has received a character for the CPU. The CPU can read the complete status of the USART at any 
time. These include data transmission errors and control signals such as SYNDET, TxEMPTY. The chip is 
fabricated using Intel’s high performance HMOS technology. 




Figure 2. Pin Configuration 


Figure 1. Block Diagram 
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FEATURES AND ENHANCEMENTS 

The 8251 A is an advanced design of the industry 
standard USART, the Intel® 8251. The 8251 A oper- 
ates with an extended range of Intel microproces- 
sors and maintains compatibility with the 8251. Fa- 
miliarization time is minimal because of compatibility 
and involves only knowing the additional features 
and enhancements, and reviewing the AC and DC 
specifications of the 8251 A. 

The 8251 A incorporates all the key features of the 
8251 and has the following additional features and 
enhancements: 

• 8251 A has double-buffered data paths with sepa- 
rate I/O registers for control, status, Data In, and 
Data Out, which considerably simplifies control 
programming and minimizes CPU overhead. 

• In asynchronous operations, the Receiver de- 
tects and handles “break” automatically, reliev- 
ing the CPU of this task. 

• A refined Rx initialization prevents the Receiver 
from starting when in “break” state, preventing 
unwanted interrupts from a disconnected 
USART. 

• At the conclusion of a transmission, TxD line will 
always return to the marking state unless SBRK 
is programmed. 

• Tx Enable logic enhancement prevents a Tx Dis- 
able command from halting transmission until all 
data previously written has been transmitted. The 
logic also prevents the transmitter from turning 
off in the middle of a word. 

• When External Sync Detect is programmed, In- 
ternal Sync Detect is disabled, and an External 
Sync Detect status is provided via a flip-flop 
which clears itself upon a status read. 

• Possibility of false sync detect is minimized by 
ensuring that if double character sync is pro- 
grammed, the characters be contiguously detect- 
ed and also by clearing the Rx register to all ones 
whenever Enter Hunt command is issued in Sync 
mode. 

• As long as the 8251 A is not selected, the RD and 
WR do not affect the internal operation of the 
device. 

• The 8251 A Status can be read at any time but the 
status update will be inhibited during status read. 

• The 8251 A is free from extraneous glitches and 
has enhanced AC and DC characteristics, provid- 
ing higher speed and better operating margins. 

• Synchronous Baud rate from DC to 64K. 


FUNCTIONAL DESCRIPTION 


General 

The 8251 A is a Universal Synchronous/Asynchro- 
nous Receiver/Transmitter designed for a wide 
range of Intel microcomputers such as 8048, 8080, 
8085, 8086 and 8088. Like other I/O devices in a 
microcomputer system, its functional configuration is 
programmed by the system’s software for maximum 
flexibility. The 8251 A can support most serial data 
techniques in use, including IBM “bi-sync”. 

In a communication environment an interface device 
must convert parallel format system data into serial 
format for transmission and convert incoming serial 
format data into parallel system data for reception. 
The interface device must also delete or insert bits 
or characters that are functionally unique to the 
communication technique. In essence, the interface 
should appear “transparent” to the CPU, a simple 
input or output of byte-oriented system data. 


Data Bus Buffer 

This 3-state bidirectional, 8-bit buffer is used to inter- 
face the 8251 A to the system Data Bus. Data is 
transmitted or received by the buffer upon execution 
of INput or OUTput instructions of the CPU. Control 
words, Command words and Status information are 
also transferred through the Data Bus Buffer. The 
Command Status, Data-In and Data-Out registers 
are separate, 8-bit registers communicating with the 
system bus through the Data Bus Buffer. 

This functional block accepts inputs from the system 
Control bus and generates control signals for overall 
device operation. It contains the Control Word Reg- 
ister and Command Word Register that store the 
various control formats for the device functional defi- 
nition. 


RESET (Reset) 

A “high” on this input forces the 8251 A into an 
“Idle” mode. The device will remain at “Idle” until a 
new set of control words is written into the 8251 A to 
program its functional definition. Minimum RESET 
pulse width is 6 tcy (clock must be running). 

A command reset operation also puts the device 
into the “Idle” state. 
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Figure 3. 8251A Block Diagram Showing Data Bus Buffer and Read/Write Logic Functions 


CLK (Clock) 

The CLK input is used to generate internal device 
timing and is normally connected to the Phase 2 
(TTL) output of the Clock Generator. No external in- 
puts or outputs are referenced to CLK but the fre- 
quency of CLK must be greater than 30 times the 
Receiver or Transmitter data bit rates. 


WR (Write) 

A “low” on this input informs the 8251 A that the 
CPU is writing data or control words to the 8251 A. 


RD (Read) 

A “low” on this input informs the 8251 A that the 
CPU is reading data or status information from the 
8251 A. 


C/D 

RD 

WR 

cs 


0 

0 

1 

0 

8251 A DATA — ► DATA BUS 

0 

1 

0 

0 

DATA BUS — ► 8251 A DATA 

1 

0 

1 

0 

STATUS DATA BUS 

1 

1 

0 

0 

DATA BUS CONTROL 

X 

1 

1 

0 

DATA BUS — ► 3-STATE 

X 

X 

X 

1 

DATA BUS -> 3-STATE 


C/D (Control/ Data) 

This input, in conjunction with the WR and RD in- 
puts, informs the 8251 A that the word on the Data 
Bus is either a data character, control word or status 
information. 

1 = CONTROL/STATUS; 0 = DATA. 
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CS (Chip Select) 

A “low” on this input selects the 8251 A. No reading 
or writing will occur unless the device is selected. 
When CS is high , the Data Bus is in the float state 
and RD and WR have no effect on the chip. 


Modem Control 

The 8251 A has a set of control inputs and outputs 
that can be used to simplify the interface to almost 
any modem. The modem control signals are general 
purpose in nature and can be used for functions oth- 
er than modem control, if necessary. 


DSR (Data Set Ready) 

The DSR input signal is a general-purpose, 1-bit in- 
verting input port. Its condition can be te sted b y the 
CPU using a Status Read operation. The DSR input 
is normally used to test modem conditions such as 
Data Set Ready. 


DTR (Data Terminal Ready) 

The DTR output signal is a general-purpose, 1 -bit 
inverting output port. It can be set “low” by program- 
ming the a pprop riate bit in the Command Instruction 
word. The DTR output signal is normally used for 
modem control such as Data Terminal Ready. 


RTS (Request to Send) 

The RTS output signal is a general-purpose, 1 -bit 
inverting output port. It can be set “low” by program- 
ming the a pprop riate bit in the Command Instruction 
word. The RTS output signal is normally used for 
modem control such as Request to Send. 


CTS (Clear to Send) 

A “low” on this input enables the 8251 A to transmit 
serial data if the Tx Enable bit in the Comm and b yte 
is set to a “one”. If either a Tx Enable off or CTS off 
condition occurs while the Tx is in operation, the Tx 
will transmit all the data in the USART, written prior 
to Tx Disable command before shutting down. 


Transmitter Buffer 

The Transmitter Buffer accepts parallel data from 
the Data Bus Buffer, converts it to a serial bit stream, 
inserts the appropriate characters or bits (based on 
the communication technique) and outputs a com- 
posite serial stream of da ta on the TxD output pin on 
the falling edge of TxC. The trans mitter will begin 
transmission upon being enabled if CTS = 0. The 
TxD line will be held in the marking state immediate- 
ly upon a master Reset or when Tx Enable or CTS is 
off or the transmitter is empty. 


Transmitter Control 

The Transmitter Control manages all activities asso- 
ciated with the transmission of serial data. It accepts 
and issues signals both externally and internally to 
accomplish this function. 


TxRDY (Transmitter Ready) 

This output signals the CPU that the transmitter is 
ready to accept a data character. The TxRDY output 
pin can be used as an interrupt to the system, since 
it is masked by TxEnable; or, for Polled operation, 
the CPU can check TxRDY using a Status Read op- 
eration. TxRDY is automatically reset by the leading 
edge of WR when a data character is loaded from 
the CPU. 

Note that when using the Polled operation, the 
TxRDY status bit is not masked by TxEnable, but will 
only indicate the Empty/Full Status of the Tx Data 
Input Register. 


T xE (T ransmitter Empty) 

When the 8251 A has no characters to send, the 
TxEMPTY output will go “high”. It resets upon re- 
ceiving a character from CPU if the transmitter is 
enabled. TxEMPTY remains high when the transmit- 
ter is disabled. TxEMPTY can be used to indicate 
the end of a transmission mode, so that the CPU 
“knows” when to “turn the line around” in the half- 
duplex operational mode. 

In the Synchronous mode, a “high” on this output 
indicates that a character has not been loaded and 
the SYNC character or characters are about to be or 
are being transmitted automatically as “fillers”. Tx 
EMPTY does not go low when the SYNC characters 
are being shifted out. 
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Figure 4. 8251 A Block Diagram Showing Modem and Transmitter Buffer and Control Functions 


TxC (Transmitter Clock) 

The Transmitter Clock controls the rate at which the 
character is to be transmitted. In the Synchronous 
tran smis sion mode, the Baud Rate (lx) is equal to 
the TxC frequency. In Asynchronous transmis sion 
mode, the baud rate is a fraction of the actual TxC 
frequency. A portion of the mode inst ructio n selects 
this factor; it can be 1, y 16 or Vm the TxC. 

For Example: 

If Ba ud Rate equals 110 Baud, 

TxC equals 1 10 Hz in the lx mode. 

TxC equals 1.72 kHz in the 16x mode. 

TxC equals 7.04 kHz in the 64x mode. 

The falling edge of TxC shifts the serial data out of 
the 8251 A. 


Receiver Buffer 

The Receiver accepts serial data, converts this seri- 
al input to parallel format, checks for bits or charac- 
ters that are unique to the communication technique 
and sends an “assembled” character to the CPU. 
Serial data is inpu t to R xD pin, and is clocked in on 
the rising edge of RxC. 


Receiver Control 

This functional block manages all receiver-related 
activities which consists of the following features. 

The RxD initialization circuit prevents the 8251 A 
from mistaking an unused input line for an active low 
data line in the “break condition”. Before starting to 
receive serial characters on the RxD line, a valid “1 ” 
must first be detected after a chip master Reset. 
Once this has been determined, a search for a valid 
low (Start bit) is enabled. This feature is only active 
in the asynchronous mode, and is only done once 
for each master Reset. 

The False Start bit detection circuit prevents false 
starts due to a transient noise spike by first detecting 
the falling edge and then strobing the normal center 
of the Start bit (RxD = low). 

Parity error detection sets the corresponding status 
bit. 

The Framing Error status bit is set if the Stop bit is 
absent at the end of the data byte (asynchronous 
mode). 
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RxRDY (Receiver Ready) 

This output indicates that the 8251 A contains a 
character that is ready to be input to the CPU. 
RxRDY can be connected to the interrupt structure 
of the CPU or, for polled operation, the CPU can 
check the condition of RxRDY using a Status Read 
operation. 

RxEnable, when off, holds RxRDY in the Reset Con- 
dition. For Asynchronous mode, to set RxRDY, the 
Receiver must be enabled to sense a Start Bit and a 
complete character must be assembled and trans- 
ferred to the Data Output Register. For Synchronous 
mode, to set RxRDY, the Receiver must be enabled 
and a character must finish assembly and be trans- 
ferred to the Data Output Register. 

Failure to read the received character from the Rx 
Data Output Register prior to the assembly of the 
next Rx Data character will set overrun condition er- 
ror and the previous character will be written over 
and lost. If the Rx Data is being read by the CPU 


when the internal transfer is occurring, overrun error 
will be set and the old character will be lost. 


RxC (Receiver Clock) 

The Receiver Clock controls the rate at which the 
character is to be received. In Synchronous Mode, 
th e Bau d Rate (lx) is equal to the actual frequency 
of RxC. In Asynchro nous Mode, the Baud Rate is a 
fraction of the actual RxC frequency. A portion of the 
mod e instruction selects this factor: 1 , y 16 or y 64 the 
RxC. 

For Example: 

Baud Rate equals 300 Baud, if 
RxC equals 300 Hz in the lx mode; 

RxC equals 4800 Hz in the 16x mode; 

RxC equals 1 9.2 kHz in the 64x mode. 

Baud Rate equals 2400 Baud, if 
RxC equals 2400 Hz in the lx mode; 

RxC equals 38.4 kHz in the 16 mode; 

RxC equals 153.6 kHz in the 64 mode. 



Figure 5. 8251 A Block Diagram Showing Receiver Buffer and Control Functions 
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Data is sampled into the 8251 A on the rising edge of 
RxC. 

NOTE: 

In most communication systems, the 8251 A will be 
handling both the transmission and reception oper- 
ations of a single link. Consequently, the Receive 
and Tran smit Baud Rates will be the same. Both 
TxC and RxC will require identical frequencies for 
this operation and can be tied together and con- 
nected to a single frequency source (Baud Rate 
Generator) to simplify the interface. 


character in the Receive mode. If the 8251 A is pro- 
grammed to use double Sync characters (bi-sync), 
then SYNDET will go “high” in the middle of the last 
bit of the second Sync character. SYNDET is auto- 
matically reset upon a Status Read operation. 

When used as an input (external SYNC detect 
mode), a positive going signal will cause the 8251 A 
to start assembli ng da ta characters on the rising 
edge of the next RxC. Once in SYNC, the “high” 
input signal can be removed. When External SYNC 
Detect is programmed, Internal SYNC Detect is dis- 
abled. 


SYNDET (SYNC Detect/ 

BRKDET Break Detect) BREAK (Async Mode Only) 

This pin is used in Synchronous Mode for SYNDET This output will go high whenever the receiver re- 

and may be used as either input or output, program- mains low through two consecutive stop bit se- 

mable through the Control Word. It is reset to output quences (including the start bits, data bits, and parity 

mode low upon RESET. When used as an output bits). Break Detect may also be read as a Status bit. 

(internal Sync mode), the SYNDET pin will go “high” It is reset only upon a master chip Reset or Rx Data 

to indicate that the 8251 A has located the SYNC returning to a “one” state. 



Figure 8. 8251 A Interface to 8080 Standard System Bus 
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DETAILED OPERATION DESCRIPTION 


General 

The complete functional definition of the 8251 A is 
programmed by the system’s software. A set of con- 
trol words must be sent out by the CPU to initialize 
the 8251 A to support the desired communications 
format. These control words will program the: BAUD 
RATE, CHARACTER LENGTH, NUMBER OF STOP 
BITS, SYNCHRONOUS or ASYNCHRONOUS OP- 
ERATION, EVEN/ODD/OFF PARITY, etc. In the 
Synchronous Mode, options are also provided to se- 
lect either internal or external character synchroni- 
zation. 

Once programmed, the 8251 A is ready to perform its 
communication functions. The TxRDY output is 
raised “high” to signal the CPU that the 8251 A is 
ready to receive a data character from the CPU. This 
output (TxRDY) is reset automatically when the CPU 
writes a character into the 8251 A. On the other 
hand, the 8251 A receives serial data from the MO- 
DEM or I/O device. Upon receiving an entire charac- 
ter, the RxRDY output is raised “high” to signal the 
CPU that the 8251 A has a complete character ready 
for the CPU to fetch. RxRDY is reset automatically 
upon the CPU data read operation. 

The 8251 A cannot begin transmission until the Tx 
Enable (Transmitter Enable) bit is set in the Com- 
mand Instr uction and it has received a Clear To 
Send (CTS) input. The TxD output will be held in the 
marking state upon Reset. 






C/D = 1 

MODE INSTRUCTION 



C/D = 1 

SYNC CHARACTER 1 






SYNC MODE 

C/D = 1 

SYNC CHARACTER 2 


ONLY* 

C/D = 1 

COMMAND INSTRUCTION 



C/D = 0 ' 

; data ; 



C/D = 1 

COMMAND INSTRUCTION 



C/D = 0 ' 

; DATA ; 



C/D = 1 

COMMAND INSTRUCTION 






205222-7 

*The second sync character is skipped if mode instruction has 

programmed the 8251 A to single character sync mode. Both 

sync characters are skipped if mode instruction has programmed 

1 the 8251 A to async mode. 




Figure 7. Typical Data Block 


Programming the 8251 A 

Prior to starting data transmission or reception, the 
8251 A must be loaded with a set of control words 
generated by the CPU. These control signals define 
the complete functional definition of the 8251 A and 
must immediately follow a Reset operation (internal 
or external). 

The control words are split into two formats: 

1 . Mode Instruction 

2. Command Instruction 

Mode Instruction 

This instruction defines the general operational 
characteristics of the 8251 A. It must follow a Reset 
operation (internal or external). Once the Mode In- 
struction has been written into the 8251 A by the 
CPU, SYNC characters or Command Instructions 
may be written. 


Command Instruction 

This instruction defines a word that is used to control 
the actual operation of the 8251 A. 

Both the Mode and Command Instructions must 
conform to a specified sequence for proper device 
operation (see Figure 7). The Mode Instruction must 
be written immediately following a Reset operation, 
prior to using the 8251 A for data communication. 

All control words written into the 8251 A after the 
Mode Instruction will load the Command Instruction. 
Command Instructions can be written into the 8251 A 
at any time in the data block during the operation of 
the 8251 A. To return to the Mode Instruction format, 
the master Reset bit in the Command Instruction 
word can be set to initiate an internal Reset opera- 
tion which automatically places the 8251 A back into 
the Mode Instruction format. Command Instructions 
must follow the Mode Instruction or Sync characters. 


Mode Instruction Definition 

The 8251 A can be used for either Asynchronous or 
Synchronous data communication. To understand 
how the Mode Instruction defines the functional op- 
eration of the 8251 A, the designer can best view the 
device as two separate components, one Asynchro- 
nous and the other Synchronous, sharing the same 
package. The format definition can be changed only 
after a master chip Reset. For explanation purposes 
the two formats will be isolated. 
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NOTE: 

When parity is enabled it is not considered as one 
of the data bits for the purpose of programming 
word length. The actual parity bit received on the 
Rx Data line cannot be read on the Data Bus. In 
the case of a programmed character length of less 
than 8 bits, the least significant Data Bus bits will 
hold the data; unused bits are “don’t care” when 
writing data to the 8251 A, and will be “zeros” when 
reading the data from the 8251 A. 


Asynchronous Mode (Transmission) 

Whenever a data character is sent by the CPU the 
8251 A automatically adds a Start bit (low level) fol- 
lowed by the data bits (least significant bit first), and 
the programmed number of Stop bits to each char- 
acter. Also, an even or odd Parity bit is inserted prior 
to the Stop bit(s), as defined by the Mode Instruc- 
tion. The character is then transmitted as a serial 
data stream on the TxD output. The serial data is 
shifted out on the falling edg e of TxC at a rate equal 
to 1, y 16 , or y 64 that of the TxC, as defined by the 
Mode Instruction. BREAK characters can be contin- 
uously sent to the TxD if commanded to do so. 


When no data characters have been loaded into the 
8251 A the TxD output remains “high” (marking) un- 
less a Break (continuously low) has been pro- 
grammed. 


Asynchronous Mode (Receive) 


The RxD line is normally high. A falling edge on this 
line triggers the beginning of a START bit. The validi- 
ty of this START bit is checked by again strobing this 
bit at its nominal center (16X or 64X mode only). If a 
low is detected again, it is a valid START bit, and the 
bit counter will start counting. The bit counter thus 
locates the center of the data bits, the parity bit (if it 
exists) and the stop bits. If parity error occurs, the 
parity error flag is set. Data and parity bits are sam- 
pled on the RxD pin with the rising edge of the RxC. 
If a low level is detected as the STOP bit the Fram- 
ing Error flag will be set. The STOP bit signals the 
end of a character. Note that the receiver requires 
only one stop bit, regardless of the number of stop 
bits programmed. This character is then loaded into 
the parallel I/O buffer of the 8251 A. The RxRDY pin 
is raised to signal the CPU that a character is ready 
to be fetched. If a previous character has not been 
fetched by the CPU, the present character replaces 
it in the I/O buffer, and the OVERRUN Error flag 



°7 D 6 D 5 D 4 D 3 D 2 D 1 Dq 



(ONLY AFFECTS Tx; Rx 
NEVER REQUIRES MORE 
THAN ONE STOP BIT) 
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Figure 8. Mode Instruction Format, Asynchronous Mode 
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is raised (thus the previous character is iost). All of 
the error flags can be reset by an Error Reset In- 
struction. The occurrence of any of these errors wilf 
not affect the operation of the 8251 A. 


Synchronous Mode (Transmission) 

The TxD output is continuously high until the CPU 
sends its first character to the 8 251 A which usually 
is a SYNC character. When the CTS line goes low, 
the first character is serially transmitted out. All char- 
acters are shifted out on the falling edge of T xC. 
Data is shifted out at the same rate as the TxC. 


Once transmission has started, the data stream at 
the TxD output must continue at the TxC rate. If the 
CPU does not provide the 8251 A with a data charac- 
ter before the 8251 A Transmitter Buffers become 
empty, the SYNC characters (or character if in single 
SYNC character mode) will be automatically inserted 
in the TxD data stream. In this case, the TxEMPTY 
pin is raised high to signal that the 8251 A is empty 
and SYNC characters are being sent out. TxEMPTY 
does not go low when the SYNC is being shifted out 
(see figure below). The TxEMPTY pin is internally 
reset by a data character being written into the 
8251 A. 


GENERATED 




PROGRAMMED 

CHARACTER 

LENGTH 


TRANSMISSION FORMAT 

CPU BYTE (5-8 BITS/CHAR) 


ASSEMBLED SERIAL DATA OUTPUT (TxD) 


START 

BIT 

DATA CHARACTER 

PARITY 

BIT 

STOP 1 
_BITS| 

E FORMAT 





SERIAL DATA INPUT (RxD) 


START 

BIT 

DATA CHARACTER 
i t 

PARITY 

BIT 

STOP I 
_^TSJ 


CPU BYTE (5-8 BITS/CHAR)* 



*NOTE: 

If character length is defined as 5, 6, or 7 bits the unused bits are set to “zero”. 
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Figure 9. Asynchronous Mode 
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AUTOMATICALLY INSERTED BY USART 


i_A 


| DATA 

DATA 

SYNC 1 

SYNC 2 

DATA 



TxEMPTY 


\ 


FALLS UPON CPU WRITING A 
CHARACTER TO THE USART 


NOMINAL CENTER OF LAST BIT 
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Synchronous Mode (Receive) 

In this mode, character synchronization can be inter- 
nally or externally achieved. If the SYNC mode has 
been programmed, ENTER HUNT command should 
be included in the first command instruction word 
written. Data o n the RxD pin is then sampled on the 
rising edge of RxC. The content of the Rx buffer is 
compared at every bit boundary with the first SYNC 
character until a match occurs. If the 8251 A has 
been programmed for two SYNC characters, the 
subsequent received character is also compared; 
when both SYNC characters have been detected, 


the USART ends the HUNT mode and is in charac- 
ter synchronization. The SYNDET pin is then set 
high, and is reset automatically by a STATUS READ. 
If parity is programmed, SYNDET will not be set until 
the middle of the parity bit instead of the middle of 
the last data bit. 

In the external SYNC mode, synchronization is 
achieved by applying a high level on the SYNDET 
pin, thus forcing the 8251 A out of the H UNT mode. 
The high level can be removed after one RxC cycle. 
An ENTER HUNT command has no effect in the 
asynchronous mode of operation. 


d 7 

°6 

°5 


d 3 

D 2 

D 1 

D o 

SCS 

ESD 

0 

PEN 

Q 

0 

B 

□ 


CHARACTER LENGTH 


0 

1 

0 

1 

0 

0 • 

1 

1 

5 

6 

7 

8 

BITS 

BITS | 

BITS 

BITS 


PARITY ENABLE 
(1 = ENABLE) 

(0 = DISABLE) 


EVEN PARITY GENERATION/CHECK 
1 = EVEN 
0 = ODD 


EXTERNAL SYNC DETECT 
1 = SYNDET IS AN INPUT 
0 = SYNDET IS AN OUTPUT 


1 ► SINGLE CHARACTER SYNC 

1 = SINGLE SYNC CHARACTER 
0 = DOUBLE SYNC CHARACTER 

NOTE: 205222-11 

In external sync mode, programming double character sync will affect only the Tx. 


Figure 10. Mode Instruction Format, Synchronous Mode 
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Parity error and overrun error are both checked in 
the same way as in the Asynchronous Rx mode. 
Parity is checked when not in Hunt, regardless of 
whether the Receiver is enabled or not. 

The CPU can command the receiver to enter the 
HUNT mode if synchronization is lost. This will also 
set all the used character bits in the buffer to a 
“one,” thus preventing a possible false SYNDET 
caused by data that happens to be in the Rx Buffer 
at ENTER HUNT time. Note that the SYNDET F/F is 
reset at each Status Read, regardless of whether 
internal or external SYNC has been programmed. 
This does not cause the 8251 A to return to the 
HUNT mode. When in SYNC mode, but not in 
HUNT, Sync Detection is still functional, but only oc- 
curs at the “known” word boundaries. Thus, if one 
Status Read indicates SYNDET and a second 
Status Read also indicates SYNDET, then the pro- 
grammed SYNDET characters have been received 
since the previous Status Read. (If double character 
sync has been programmed, then both sync charac- 
ters have been contiguously received to gate a SYN- 
DET indication). When external SYNDET mode is 
selected, internal Sync Detect is disabled, and the 
SYNDET F/F may be set at any bit boundary. 


COMMAND INSTRUCTION 
DEFINITION 

Once the functional definition of the 8251 A has 
been programmed by the Mode Instruction and the 


Sync characters are loaded (if in Sync Mode) then 
the device is ready to be used for data communica- 
tion. The Command Instruction controls the actual 
operation of the selected format. Functions such as: 
Enable Transmit/Receive, Error Reset and Modem 
Controls are provided by the Command instruction. 

Once the Mode Instruction has been written into the 
8251 A and Sync characters inserted, of necessary, 
then all further “control writes” (C/D = 1) will load a 
Command Instruction. A Reset Operation (internal or 
external) will return the 8251 A to the Mode Instruc- 
tion format. 

NOTE: 

Internal Reset on Power-up: 

When power is first applied, the 8251 A may come up 
in the Mode, Sync character or Command format. To 
guarantee that the device is in the Command In- 
struction format before the Reset command is is- 
sued, it is safest to execute the worst-case initializa- 
tion sequence (sync mode with two sync charac- 
ters). LoadincjJhree OOHs consecutively into the de- 
vice with C/D = 1 configures sync operation and 
writes two dummy 00H sync characters. An Internal 
Reset command (40H) may then be issued to return 
the device to the “idle” state. 



Figure 11. Data Format, Synchronous Mode 
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SBRK I RxE DTR TxEN 


LI ™ 


TRANSMIT ENABLE 
1 = enable 
0 = disable 


DATA TERMINAL 
READY 

“high" will force DTR 
output to zero 


RECEIVE ENABLE 
1 = enable 
0 = disable 


SEND BREAK 
CHARACTER 
1 = forces TxD "low” 
0 = normal operation 


ERROR RESET 
1 = reset error flags 
PE. OE. FE 


REQUEST TO SEND 
“high" will force RTS 
output to zero 


INTERNAL RESET 
"high" returns 8251A to 
Mode Instruction Format 


ENTER HUNT MODE* 

*• 1 - enable search for Sync 

Characters 

’(HAS NO EFFECT IN 
ASYNC MODE) 

NOTE: 

Error Reset must be performed whenever RxEnable and Enter Hunt are programmed. 


Figure 12. Command Instruction Format 


STATUS READ DEFINITION 

In data communication systems it is often necessary 
to examine the “status” of the active device to as- 
certain if errors have occurred or other conditions 
that require the processor’s attention. The 8251 A 
has facilities that allow the programmer to “read” 
the status of the device at any time during the func- 
tional operation. (Status update is inhibited during 
status read.) 


A normal “read” command is issued by the CPU 
with C/D = 1 to accomplish this function. 

Some of the bits in the Status Read Format have 
identical meanings to external output pins so that 
the 8251 A can be used in a completely polled or 
interrupt-driven environment. TxRDY is an excep- 
tion. 
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Note that status update can have a maximum delay of 28 clock periods from the actual event affecting the 
status. 
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NOTE: 

1. TxRDY status bit has different mea nings from the TxRDY output pin. The former is not conditioned by CTS and TxEN; 
the latter is conditioned by both CTS and TxEN. 

i.e. TxRDY status bit = DB Buffer Empty 

TxRDY pin out = DB Buffer Empty • (CTS = 0) • (TxEN = 1) 

Figure 13. Status Read Format 
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Figure 14. Asynchronous Serial Interface to CRT Terminal, DC — 9600 Baud 



Figure 15. Synchronous Interface to Terminal or Peripheral Device 
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Figure 16. Asynchronous Interface to Telephone Lines 


r~ 


ADDRESS BUS \ 


U 




CONTROL BUS ^ 

11 


□ 


mmm 

DATA BUS \ 


p5 

TxD 


RxD 





TxD 





8251 A 




PHONE 

RxC 





LINE 

ixc 

<*, 



INTER- 

SYNDET 


SYNC 


FACE 



MODEM 



CTS 

3 - 




RTS 

> 




DSR 





DTR 

» * 




TELEPHONE 

LINE 
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Figure 17. Synchronous Interface to Telephone Lines 

NOTES: 

1 . AC timings measured Vqh = 2.0 Vql = 0.8, and with load circuit of Figure 1 8. 

2. Chip Select (CS) and Command/Data (C/D) are considered as Addresses. 

3. Assumes that Address is valid before Rp 4 ■ 

4. This recovery time is for Mode Initialization only. Write Data is allowed only when TxRDY = 1. Recovery Time between 
Writes for Asynchronous Mode is 8 toy and for Synchronous Mode is 1 6 tcy. 

5. The TxC and RxC frequencies have the following limitations with respect to CLK: For lx Baud Rate, fj x or fR X £ 

1/(30 tcy): For 16x and 64x Baud Rate, fj x or fR X ^ 1/(4.5 tcy)* This applies to Baud Rates less than or equal to 64K Baud. 

6. Reset Pulse Width = 6 tcy minimum; System clock must be running during Reset. 

7. Status update can have a maximum delay of 28 clock periods from the event affecting the status. 

8. In external sync mode the tes spec, requires the ratio of the system clock (clock) to receive or transmit bit ratios to be 
greater than 34. 

9. A float is defined as the point where the data bus falls below a logic 1 (2.0V @ Ioh limit) or rises above a Logic 0 (0.8V @ 
Iql limit). 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65°C to + 150°C 

Voltage on Any Pin 

with Respect to Ground -0.5V to + 7V 

Power Dissipation 1W 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “ Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
‘‘Operating Conditions" is not recommended and ex- 
tended exposure beyond the ‘‘Operating Conditions” 
may affect device reliability. 


D.C. CHARACTERISTICS t a = 0°cto70°c, v C c = 5.ov ± 10 %, gnd = ov* 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

V|L 

Input Low Voltage 

-0.5 

0.8 

V 


V| H 

Input High Voltage 

2.0 

Vcc 

V 


VOL 

Output Low Voltage 


0.45 

V 

Iol = 2.2 mA 

VoH 

Output High Voltage 

2.4 


V 

Ioh = “400 julA 

lOFL 

Output Float Leakage 


±10 

\xA 

v 0UT = Vqq to 0.45V 

IlL 

Input Leakage 


±10 

/jlA 

Vin = V cc to 0.45V 

Icc 

Power Supply Current 


100 

ma 

All Outputs = High 


CAPACITANCE T A = 25°C, v cc = GND = 0V 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

C|N 

Input Capacitance 


10 

PF 

fc = 1 MHz 

Cl/O 

I/O Capacitance 


20 

PF 

Unmeasured pins returned 
to GND 


A.C. CHARACTERISTICS t a = o°c to 70°c, v C c = 5.ov ±io%, gnd = ov* 


Bus Parameters (Note i) 
READ CYCLE 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

tAR 

Address Stable Before READ (CS, C/D) 

0 


ns 

(Note 2) 

*RA 

Address Hold Time for READ (CS, C/D) 

0 


ns 

(Note 2) 

tRR 

READ Pulse Width 

250 


ns 


*RD 

Data Delay from READ 


200 

ns 

3, C L = 150 pF 

*DF 

READ to Data Floating 

10 

100 

ns 

(Note 1,9) 


WRITE CYCLE 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

tAW 

Address Stable Before WRITE 

0 


ns 


*WA 

Address Hold Time for WRITE 

0 


ns 


tww 

WRITE Pulse Width 

250 


ns 


*DW 

Data Set-Up Time for WRITE 

150 


ns 


*WD 

Data Hold Time for WRITE 

20 


ns 


tRV 

Recovery Time Between WRITES 

6 


*CY 

(Note 4) 


2-17 






8251A 


inter 


A.C. CHARACTERISTICS (Continued) 


OTHER TIMINGS 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

tCY 

Clock Period 

320 

1350 

ns 

(Note 5, 6) 

4 

Clock High Pulse Width 

120 

1 

CD 

O 

ns 


k 

Clock Low Pulse Width 

90 


ns 


tR.*F 

Clock Rise and Fall Time 


20 

ns 


tDTx 

TxD Delay from Falling Edge of TxC 


1 

JLtS 


^Tx 

Transmitter Input Clock Frequency 






lx Baud Rate 

DC 

64 

kHz 



1 6x Baud Rate 

DC 

310 

kHz 



64x Baud Rate 

DC 

615 

kHz 


tTPW 

Transmitter Input Clock Pulse Width 






lx Baud Rate 

12 


*CY 



1 6x and 64x Baud Rate 

1 


tCY 


tTPD 

Transmitter Input Clock Pulse Delay 






lx Baud Rate 

15 


tCY 



1 6x and 64x Baud Rate 

3 


tCY 


f Rx 

Receiver Input Clock Frequency 






1 x Baud Rate 

DC 

64 

kHz 



1 6x Baud Rate 

DC 

310 

kHz 



64x Baud Rate 

DC 

615 

kHz 


tRPW 

Receiver Input Clock Pulse Width 






lx Baud Rate 

12 


*CY 



1 6x and 64x Baud Rate 

1 


*CY 


tRPD 

Receiver Input Clock Pulse Delay 






lx Baud Rate 

15 


*CY 



1 6x and 64x Baud Rate 

3 


*CY 


tTxRDY 

TxRDY Pin Delay from Center of Last Bit 


14 

tCY 

(Note 7) 

tTxRDY CLEAR 

TxRDY 4 from Leading Edge of WR 


400 

ns 

(Note 7) 

tRxRDY 

RxRDY Pin Delay from Center of Last Bit 


26 

tcY 

(Note 7) 

tRxRDY CLEAR 

RxRDY 4 from Leading Edge of RD 


400 

ns 

(Note 7) 

t|S 

Internal SYNDET Delay from Rising 
Edge of RxC 





*ES 

External SYNDET Set-Up Time After 
Rising Edge of RxC 

16 tcY 

jRPD-tCY 

ns 

(Note 7) 

tTxEMPTY 

TxEMPTY Delay from Center of Last Bit 


20 

*CY 

(Note 7) 

twc 

Control Delay from Rising Edge of 
WRITE (TxEn, DTR, RTS) 


8 

*CY 

(Note 7) 

tCR 

Control to READ Set-Up Time (DSR, CTS) 

20 


tCY 

(Note 7) 


♦NOTE: 

For Extended Temperature EXPRESS, use MIL 8251 A electrical parameters.. 
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A.C. CHARACTERISTICS (Continued) 


TYPICAL A OUTPUT DELAY VS. A CAPACITANCE (pF) 



A.C. TESTING INPUT, OUTPUT WAVEFORM A.C. TESTING LOAD CIRCUIT 



Figure 18 


WAVEFORMS 


SYSTEM CLOCK INPUT 
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WAVEFORMS (Continued) 
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WAVEFORMS (Continued) 

WRITE DATA CYCLE (CPU — ► USART) 



READ DATA CYCLE (CPU USART) 



205222-26 
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USART) 






TRANSMITTER CONTROL AND FLAG TIMING (ASYNC MODE) 



205222-29 

RECEIVER CONTROL AND FLAG TIMING (ASYNC MODE) 



Example Format = 7 Bit Character With Parity & 2 Stop Bits 
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WAVEFORMS (Continued) 
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RECEIVER CONTROL AND FLAG TIMING (SYNC MODE) 



NOTES: 

1. Internal Sync, 2 Sync Characters, 5 Bits With Parity. 

2. External Sync, 5 Bits, With Parity. 


ro 


WAVEFORMS (Continued) 
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82050 

ASYNCHRONOUS COMMUNICATIONS CONTROLLER 


■ Asynchronous Operation 

— 5- to 8-Bit Character Format 
— Odd-, Even-, or No-Parity Generation 
and Detection 

— Serial Bit Rate: DC to 56 Kb/s 

■ Programmable, 16-Bit Baud Rate 
Generator 

■ System Clock 

— On-Chip Crystal Oscillator 
— Externally Generated Clock 

■ 28-Lead DIP and PLCC Packages 

■ IBM PC (INS 16450/8250 A) Software 
Compatible 


■ Seven I/O Pins 

— Dedicated Modem I/O 
— General Purpose I/O 

■ No-TTL Interface to Most Intel 
Processors 

■ Internal Diagnostics with Local 
Loopback 

■ Complete Interrupt and Status 
Reporting 

■ CHMOS III Technology Provides 
Increased Reliability and Reduced 
Power Consumption 

■ Line Break Generation and Detection 


The Intel CHMOS 82050 Asynchronous Communications Controller is a low cost, higher performance alterna- 
tive to the INS 16450— it emulates the INS 16450 and provides 100% compatibility with IBM PC software. Its 
28-lead package provides all the functionality necessary for an IBM PC environment while substantially de- 
creasing board space requirements. The 82050’s simpler system interface reduces TTL glue — especially for 
higher frequency PC bus designs. The 82050 provides a low cost, high-performance integrated modem solu- 
tion when combined with Intel’s 89024 modem chip set. The compact 28-pin 82050 is fabricated using 
CHMOS III technology for decreased power consumption and increased reliability. 



Figure 1. Block Diagram 


290137-1 
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Figure 2. PLCC Pinout 
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D4 C 

1 


28 

□ D3 

D5 C 

2 


27 

□ D2 

D6 C 

3 


26 

□ D1 

D7C 

4 


25 

□ DO 

INT C 

5 


24 

□ A2 

TXD C 

6 


23 

□ A1 

vss C 

7 


22 

□ A0 

0LIT2/X2 C 

8 

82050 

21 

□ VCC 

CLK/X1 C 

9 


20 

□ RD 

RiC 

10 


19 

□ WR 

DSRC 

11 


18 

□ CS 

DCDC 

12 


17 

□ RESET 

RXDC 

13 


16 

□ RTS 

CTSC 

14 


15 

□ DTR 
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Figure 3. DIP Pinout 


82050 PINOUT DEFINITION 


Symbol 

Pin 

No. 

Type 

Name and Description 

RESET 

17 

1 

RESET: A high on this input pin resets the 82050. 

CS 

18 

1 

CHIP SELECT: A low on this input pin enables the 82050 and allows 
read or write operations. 

A2-A0 

24-22 

1 

ADDRESS PINS: These inputs interface with three bits of the system 
address bus to select one of the internal registers for read or write. 

D7-D0 

1-4 

25-28 

I/O 

DATA BUS: Bi-directional, three state, 8-Bit Data Bus. These pins 
allow transfer of bytes between the CPU and the 82050. 

RD 

20 

1 

READ: A low on this input pin allows the CPU to read data or status 
bytes from the 82050. 

WR 

19 

1 

WRITE: A low on this input allows the CPU to write data or control 
bytes to the 82050. 

INT 

5 

0 

INTERRUPT: A high on this output pin signals an interrupt request to 
the CPU. The CPU may determine the particular source and cause of 
the interrupt by reading the 82050 status registers. 

CLK/X1 

9 

1 

MULTIFUNCTION: This input pin serves as a source for the internal 
system clock. The clock may be asynchronous to the serial clocks and 
to the processor clock. This pin may be used in one of two modes: 
CLK-in this mode an externally generated clock should be used to 
drive this input pin; XI -in this mode the clock is generated by a crystal 
to be connected between this pin (XI) and the X2 pin. (See system 
clock generation.) 

OUT2/X2 

■ 

8 

0 

: 

MULTIFUNCTION: This is a dual-function pin which may be configured 
to one of the following functions: OUT2 — a general purpose output pin 
controlled by the CPU is only available when the CLK/X1 pin is driven 
by an externally generated clock; X2 — this pin serves as an output pin 
for the crystal oscillator. Note: The configuration of pin is done during 
hardware reset. For more details refer to the system clock generation. 
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82050 PINOUT DEFINITION (Continued) 


Symbol 

Pin 

No. 

Type 

■ 

Name and Description 

TXD 

6 

0 

TRANSMIT DATA: Serial data is transmitted via this output pin starting 
at the least significant bit. 

RXD 

13 

1 

RECEIVE DATA: Serial data is received on this input pin starting at the 
least significant bit. 

Rl 

10 

1 

RING INDICATION: Rl - Ring indicator— input, active low. This is a 
general purpose input accessible by the CPU. 

■ 

15 

0 

DTR— DATA TERMINAL READY: Output, active low. This is a general 
purpose output pin controlled by the CPU. During hardware reset, this 
pin is an input used to determine the system clock mode. (See System 
Clock Generation.) 

DSR 

11 

I/O 

DSR — DATA SET READY: Input, active low. This is a general purpose 
input pin accessible by the CPU. 

RTs 

16 

0 

RTS— REQUEST TO SEND: Output, active low. This is a general 
purpose output pin controlled by the CPU. During hardware reset, this 
pin is an input used to determine the system clock mode. (See system 
clock generation) 



1 

CLEAR TO SEND: Input active low. This is a general purpose input pin 
accessible by the CPU. 

DCD 

12 

I/O 

DCD— DATA CARRIER DETECTED: Input, active low. This is a 
general purpose input pin accessible by the CPU. 

vcc 

21 

p 

VCC: Device power supply. 

vss 

7 

p 

VSS: Ground. 


SYSTEM INTERFACE 

The 82050 has a simple demultiplexed bus interface 
which consists of a bidirectional, three-state, 8-bit 
data bus and a 3-bit address bus. The Reset, Chip 
Select, Read, and Write pins, along with the Interrupt 
pin, provide the remaining signals necessary to inter- 
face to the CPU. The 82050’s system clock can be 
generated externally and provided through the CLK 
pin; or its on-chip crystal oscillator can be used by 
attaching a crystal to the XI and X2 pins. For com- 
patibility with IBM PC software, a system clock of 
18.432 MHz (with divide by two enabled) is recom- 
mended. The 82050, along with a transceiver, ad- 
dress decoder, and a crystal, complete the interface 
to the IBM PC Bus. 


SYSTEM CLOCK OPTIONS 

The 82050 has two modes of system clock opera- 
tion. It can accept an externally generated clock, or 
use a crystal to internally generate its system clock 
by using the on-chip oscillator. 

The 82050 has an on-chip oscillator which can be 
used to generate its system clock. The oscillator will 
take the input from a crystal attached to the XI and 


CRYSTAL OSCILLATOR 


_d hr 

xi 


jri^ 

X2 
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Parallel Resonant Crystal Freq. Max 

=. 18.432 MHz 

(Divided by 2) 




Figure 4. Crystal Oscillator 


X2 pins. The oscillator frequency is divided by two 
before being inputted into the chip circuitry. If an 
18.432 MHz crystal is used, then the actual system 
clock frequency of the 82050 will be 9.216 MHz. 
Thi s mo de is configured via a strapping option on 
the RTS pin. 

It is very important to distinguish between the clock 
frequency being supplied into the 82050 and the 
system clock frequency. The term system clock re- 
fers to the clock frequency being supplied to the 
82050 circuitry (divided or undivided). The following 
examples delineate the three options for clock us- 
age and their effect on the 82050 system clock as 
well as on the BRG source frequency: 
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1. Crystal Oscillator: (Maximum 18.432 MHz) 

— System Clock Frequency = Crystal 
Frequency/2 

— BRG Source Clock Frequency = Crystal 
. Frequency/ 10 

2. External Clock (Divide by Two Enabled): 

(Maximum 18.432 MHz) 

— System Clock Frequency = External Clock 

Frequency/2 

— BRG Source Clock Frequency = External 
Clock Frequency/ 10 

3. External Clock (Divide by Two Disabled): 

(Maximum 9.216 MHz) 

— System Clock Freq. = External Clock Fre- 
quency 

— BRG Source Clock Freq. = External Clock 
Frequency/5 



Figure 5. Strapping 


NOTE: 

The use of the Divide by Two strapping option in 
the crsytal oscillator mode is forbidden. 


BAUD RATE GENERATION 


The 82050 has a programmable 16-bit Baud Rate 
Generator (BRG). The 16X baud rate is generated 
by dividing the source clock with the divisor count 
from the BRG divisor registers (BAL, BAH). The 
BRG source clock is the 82050 system clock divided 
by five. If using an actual 82050 system clock of 
9.216 MHz, then the BRG source clock will be 9.216 
MHz/5 = 1.8432 MHz, which is compatible with the 
BRG source clock fed into the IBM PC serial port 
BRG. This allows the 82050, while using a faster 
system clock, to maintain full compatibility with soft- 
ware divisor calculations based on the 1.8432 MHz 
clock used in the IBM PC. 



RESET 

The 82050 can be reset by asserting the RESET pin. 
The RESET pin must be held high for at least 8 sys- 
tem clock cycles. If using crystal oscillator, a reset 
pulse at least 1 ms should be used to ensure oscilla- 
tor start up. Upon reset, all 82050 registers (except 
TXD and RXD) are returned to their default states. 
During reset, the 82050’s system clock mode of op- 
eration is also selected by strapping options on the 
RTS and DTR pins (see system clock generation). 


During the power up or reset the RTS pin is an input; 
it is weakly pulled high internally and sampled by the 
falling edge of reset. If it is driven low externally, 
then the 82050 is configured for a crystal oscillator; 
otherwise an externally generated clock is expected. 


EXTERNALLY GENERATED SYSTEM 
CLOCK 


This is the default mode of system clock operation. 
The system clock is divided by two; however, the 
user may disable the di vide by two by a hardware 
strapping option on the DTR pin. Th e stra pping op- 
tion is similar to the one used on the RTS pin. 


INTERRUPTS 

The I NT pin will go high, or active, whenever one of 
the following conditions occurs provided it is en- 
abled in the interrupt enable register (IER): 

a. Receive Machine Error or Break Condition 

b. Receive Data Available 

c. Transmit Data Register Empty 

d. Change in the State of the Modem Input Pins. 

The INT pin will be reset (low) when the interrupt 
source is serviced. The Interrupt Identification Regis- 
ter (HR) along with the Line Status Register (LSR) 
and the Modem Status Register (MSR) can be used 
to identify the source requesting service. The HR 
register identifies one of the four conditions listed 
above. The particular event or status, which triggers 
the interrupt mechanism, can be identified by read- 
ing either the Line Status Register or the Modem 
Status register. If multiple interrupt sources become 
active at any one time, then highest priority interrupt 
source is reflected in the HR register when the inter- 
rupt pin becomes active. Once the highest priority 
interrupt is serviced, then the next highest priority 



Figure 7. External Clock 
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INTERRUPT - 


(HIGHEST PRIORITY) 
Rx CONDITION 


Rx DATA AVAILABLE 
* Tx DATA REGISTER STATUS 


MODEM ■ 


(LOWEST PRIORITY) 


Rx PARITY ERROR 
OVERRUN ERROR 
BREAK DETECTED 
FRAMING ERROR 

DCD STATE CHANGE 
Rl STATE CHANGE 
DSR STATE CHANGE 
CTS STATE CHANGE 
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Figure 8. Interrupt Structure 


interrupt source is decoded into the HR register; the 
whole procedure is repeated until there are no more 
pending interrupt sources. 


TRANSMIT 

The 82050 transmission mechanism involves the TX 
Machine and the TXD Register. The TX Machine 
reads characters from the TXD Register, serializes 
/ the bits, and transmits them over the TXD pin ac- 
cording to signals provided for transmission by the 
Baud Rate Generator. It also generates parity, and 
break transmissions upon CPU request. 


RECEIVE 

The 82050 reception mechanism involves the RX 
Machine and the RXD Register. The RX Machine 
assembles the incoming characters, and loads them 
onto the RXD Register. The RX Machine synchroniz- 
es the data, passes it through a digital filter to filter 
out spikes, and then uses three samples to generate 
the bit polarity. 


The falling edge of the start bit triggers the RX Ma- 
chine, which then starts sampling the RXD input (3 
samples). If the samples do not indicate a start bit, 
then a false start bit is determined and the RX Ma- 
chine returns to the start bit search mode. Once a 
start bit is detected, the RX Machine starts sampling 
for data bits. 

If the RXD input is low for the entire character time, 
including stop bits, then the RX Machine sets Break 
Detect and Framing Error bits in the Line Status 
Register (LSR). It loads a NULL character into the 
RXD register. The RX Machine then enters the idle 
state. When it detects a MARK it resumes normal 
operation. 


SOFTWARE INTERFACE 

Like other I/O based peripherals, the 82050 is pro- 
grammed through its registers to support a variety of 
functions. The 82050 register set is identical to the 
16450 register set to provide compatibility with soft- 
ware written for the IBM PC. The 82050 register set 
occupies eight addresses and includes control, 
status, and data registers. The three address lines 
and the Divisor Latch Access Bit are used to select 
the 82050 registers. 
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REGISTER DESCRIPTION 


Register Map 


Register 

7 

6 

5 

4 

3 

2 

1 

0 

Address 

Default 

TxD 

Tx Data 
Bit 7 

Tx Data 
Bit 6 

Tx Data 
Bit 5 

Tx Data 
Bit 4 

Tx Data 
Bit 3 

Tx Data 
Bit 2 

Tx Data 
Bit 1 

Tx Data 
BitO 

0 

— 

RxD 

Rx Data 
Bit 7 

RxData 
Bit 6 

Rx Data 
Bit 5 

Rx Data 
Bit 4 

Rx Data 
Bit 3 

Rx Data 
Bit 2 

! 

Rx Data 
Bit 1 

Rx Data 
BitO 

0 

— 

BAL 

BRGA LSB Divide Count (DLAB = 1) 

0 

02H 

BAH 

BRGA MSB Divide Count (DLAB = 1) 

1 

00H 

IER 

0 

0 

0 


Modem 

Interrupt 

Enable 

Rx Machine 

Interrupt 

Enable 

Tx Data 
Interrupt 
Enable 

Rx Data 
Interrupt 
Enable 

1 

00H 

HR 

0 

0 

0 

0 

0 

Active 
Interrupt 
Bit 1 

Active 

Interrupt 

BitO 

Interrupt 

Pending 

2 

01H 

LCR 

DLAB 
Divisor 
Latch 
Access Bit 

Set 

Break 

Parity 
Mode 
Bit 2 

Parity 
Mode 
Bit 1 

Parity 

Mode 

BitO 

Stop Bit 

Length 

BitO 

Character 
Length 
Bit 1 

Character 

Length 

BitO 

3 

00H 

MCR 

0 

0 

0 

Loopback 
Control Bit 

OUT2 

Complement 

0 

RTS 

Complement 

DTR 

Complement 

4 

00H 

LSR 

0 

TxM 

Status 

TxD 

Empty 

Break 

Detected 

Framing 

Error 

Parity 

Error 

Overrun 

Error 

Rx Data 
Available 

5 

60H 

MSR 

DCD Input 
Inverted 

Rl Input 
Inverted 

DSR Input 
Inverted 

CTS Input 
Inverted 

State 
Change 
in DCD 

State (H L) 

Change 
in Rl 

State 
Change 
in DSR 

State 
Change 
in CTS 

6 

00H 



Figure 9. Register Description Table 
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TRANSMIT DATA REGISTER (TXD) 

This register holds the next data byte to be transmit- 
ted. When the transmit shift register becomes emp- 
ty, the contents of the Transmit Data Register are 
loaded into the shift register and the Transmit Data 
Register Empty condition becomes true. 



BRG DIVISOR LOW BYTE (BAL) 

This register contains the least significant byte of the 
Baud Rate Generator’s 1 6-bit divisor. This register is 
accessible only when the DLAB bit is set in the LCR 
register. 



RECEIVE DATA REGISTER (RXD) 

This register holds the last character received by the 
RX Machine. The character is right justified and the 
leading bits are zeroed. Reading the register emp- 
ties the register and resets the Received Character 
Available condition. 



BRG DIVISOR HIGH BYTE (BAH) 

This register contains the most significant byte of 
the Baud Rate Generator’s 16-bit divisor. This regis- 
ter is accessible ony when the DLAB bit is set in the 
LCR register. 
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INTERRUPT ENABLE REGISTER (IER) 


This register enables four types of interrupts which independently activate the INT pin. Each of the four 
interrupt types can be disabled by resetting the appropriate bit of the IER register. Similarly by setting the 
appropriate bits, selected interrupts can be enabled. If all interrupts are disabled, then the interrupt requests 
are inhibited from the HR register and the INT pin. All other functions, including Status Register and the Line 
Status Register bits continue to operate normally. 


RESERVED 



RXDA- RX DATA INTERRUPT ENABLE 
TXDE - TX DATA EMPTY ENABLE 
RXIE- RX INTERRUPT ENABLE 
MIE- MODEM INTERRUPT ENABLE 


IER— Interrupt Enable Register 
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MIE— MODEM Interrupt Enable 



RXIE— RX Machine Interrupt Enable 


TXDE— TX Data Register Empty 
RXDA— RX Data Available 


INTERRUPT IDENTIFICATION REGISTER (HR) 

This register holds the highest priority enabled and active interrupt request. The source of the interrupt request 
can be identified by reading bits 2-1. 


RESERVED 



B1 , BO — Interrupt Bits, 2-1. These two bits reflect the highest priority, enabled and pending interrupt request. 
11: RX Error Condition (Highest Priority) 

1 0: RX Character Available 

01: TXD Register Empty 

00: Modem Interrupt (Lowest Priority) 

IPN — Interrupt Pending — This bit is active low, and indicates that there is an interrupt pending. The interrupt 
logic asserts the INT pin as soon as this bit goes active (NOTE: the HR register is continuously updated; so 
while the user is serving one interrupt source, a new interrupt with higher priority may enter HR and replace the 
older interrupt vector). 
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LINE CONTROL REGISTER (LCR) 


This is a read/write register which defines the basic configuration of the serial link. 



CLO CHARACTER 
CL1 LENGTH 

SBLO - STOP BIT LENGTH 
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DLAE^— Divisor Latch Access Bit— This bit, when set, allows access to the Divisor Count Registers BAL and 
BAH. 

SBK — Set Break — This will force the TXD pin low. The TXD pin will remain low until this bit is reset. 

PM2 — PMO — Parity Mode Bits — These three bits are used to select the various parity modes of the 82050. 


PMO 

PM2 

PM1 

Function 

0 

X 

X 

No Parity 

1 

0 

0 

Odd Parity 

1 

0 

1 

Even Parity 

1 

1 

0 

High Parity 

1 

1 

1 

Low Parity 


SBL — Stop Bit Length — This bit defines the Stop Bit lengths for transmission. The RX Machine can identify 
3/4 stop bit or more. 


SBL 

Character Length 

Stop Bit Length 

0 

X 

1 

1 

5-Bit 

1 1/2 

1 

(6, 7, or 8-Bit) 

2 


CLO— CL1— Character Length— These bits define the character length used on the serial link. 


CL1 

CLO 

Character Length 

0 

0 

5 Bits 

0 

1 

6 Bits 

1 

0 

7 Bits 

1 

1 

8 Bits 
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LINE STATUS REGISTER (LSR) 

This register holds the status of the serial link. When read, all bits of the register are reset to zero. 


TXST 


RESERVED 
TX MACHINE STATUS 
TXDE-TXD EMPTY 
BKD - BREAK DETECTED 


j 7 | 6 5 | 4 3 2 | 1 o| 

fl 






r^r 





◄ 



w 

► 


RXDA-RX DATA AVAILABLE 
OE- OVERRUN ERROR 
PE- PARITY ERROR 
FE- FRAMING ERROR 


LSR— Line Status Register 
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RXDA — RX Data Available — This bit, indicates that the RXD register has data available for the CPU to read. 
OE — Overrun Error — Indicates that a received character was lost because the RXD register was not empty. 
PE Parity Error — Indicates that a received character had a parity error. 

FE— Framing Error — Indicates that a received character had a framing error. 

BkD — Break Detected — This bit indicates that a break condition was detected, i.e., RxD input was held low 
for two character times. 

TXDE — TXD Empty — This indicates that the 82050 is ready to accept a new character for transmission. In 
addition, this bit causes an interrupt request to be generated if the TXD register Empty interrupt is enabled. 

TXST— TX Machine Status— When set, this bit indicates that the TX Machine is Empty, i.e., both the TXD 
register and the TX Shift Register are empty. 


MODEM CONTROL REGISTER (MCR) 

This register controls the modem output pins. All the outputs invert the data, i.e., their output will be the 
complement of the data written into this register. 



|7|6 5 

A± 

mm 









1 — ► DTR 

RESERVED 

« — 







► RTS 


« 1 





— 

► RESERVED 

LC 4 

— 


L 

_ 

— 

► OUT2 
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MCR- 

-Modem Control Register j 
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LC— Loopback Control— This bit puts the 82050 into a Local Loopback mode. 

OUT2 — OUT2 Output— This bit controls the OUT2 pin. The output signal is the complement of this bit. 

NOTE: 

This bit is only effective when the 82050 is being used with an externally generated clock. 

RTS — RTS Output Bit — This bit controls the RTS pin. The output signal is the complement of this bit. 
DTR — DTR Output Bit— This bit controls the DTR pin. The output signal is the complement of this bit. 


MODEM STATUS REGISTER (MSR) 


This register holds the status of the modem input pins (CTS, DCD, DSR, Rl). It is the source of Modem 
interrupts (bits 3-0) when enabled in the IER register. If any of the above input pins change levels, then the 
appropriate bit in MSR is set. Reading MSR will clear the status bits. 


COMPLEMENT DCD 
COMPLEMENT Rl 
COMPLEMENT DSR 
COMPLEMENT CTS 


7 6 5 4 3 210 



I — ► STATE CHANGE CTS 
— ► STATE CHANGE DSR 

► (H — > L) Rl 

► STATE CHANGE DCD 


MSR— Mode Status Register 
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DCDC— DCD Complement— Holds the complement of the DCD pin. 

DRIC— Rl Complement— Holds the complement of the Rl pin. 

DSRC — DSR Complement — Holds the complement of the DSR pin. 

CTSC — CTS Complement — Holds the complement of the CTS pin. 

DDCD — Delta DCD — Indicates that the DCD pin has changed state since this register was last read. 

DRI — Delta Rl — Indicates that the Rl pin has changed state from high to low since this register was last read. 
DDSR— Delta DSR— Indicates that the DSR pin has changed state since this register was last read. 

DCTS — Delta CTS — Indicates that the CTS pin has changed state since this register was last read. 

SCRATCHPAD REGISTER (SCR) 

The 8-bit Read/Write register does not control the ACC. It is intended as a scratch pad register for use by the 
programmer. 
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SPECIFICATIONS ABSOLUTE MAXIMUM RATINGS 

Ambient T emperature under Bias 0°C to 70°C 

D.C. SPECIFICATIONS Storage Temperature -65°Cto + 150°C 

Voltage on any Pin (w.r.t. Vss • -0.5V to Vcc + 0.5V 

Voltage on Vqc Pin (w.r.t. Vss) - 0.5V to + 7V 

Power Dissipation 300 mW 


D.C. CHARACTERISTICS (T A = 0 ° TO 70°C, v cc = 5V ±io%) 


Symbol 

Parameter 

Notes 

Min 

Max 

Units 

V|L 

Input Low Voltage 

(D 

-0.5 

0.8 

V 

V|H 

Input High Voltage 

(D. (7) 

2.0 

Vcc 

+ 0.5 

V 

VOL 

Output Low Voltage 

(2). (9) 


0.45 

V 

VOH 

Output High Voltage 

(3), (9) 

2.4 


V 

Ili 

Input Leakage Current 

(4) 


±10 

julA 

>LO 

3-State Leakage Current 

(5) 


±10 

jtxA 

>OHR 

Input High for DTR, RTS 

(10) 


0.4 

mA 

>OLR 

Input Low for DTR, RTS 

(10) 

11 


mA 

L-xtal 

XI , X2 Load 


i 

10 

PF 

>CC 

Power Supply Current 

(6) 


3.8 

35 

mA/MHz 
mA (max) 

Qn 

Input Capacitance 

(8) 


10 

PF 

Qo 

I/O Capacitance 

(8) 


10 

PF 

CxTAL 

X 1t X 2 Load 



10 

PF 


NOTES: 

1. Does not apply to CLK/X1 pin, when configured as crystal oscillator input (XI). 

2. @ l 0 | = 2 mA. 

3- @ loh = ”0.4 mA. 

4. 0 < V in < V CC . 

5. 0.45V < V out < (V CC - 0.45). 

6. V C c = 5.5V; V iLJ1 0.5V (max); V ih = V C c - 0.5V (min); l 0 | = l oh = 0; 9.2 MHz (max). 

7. Vih = 2.4V on RD and RXD pins. 

8. Freq = 1 MHz. 

9. Does not apply O UT2/X2 pin , when configured as crystal oscillator output (X2). 

10. Input current for DTR, RTS pins during Reset for Clock Mode Configuration. 
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A.C. SPECIFICATIONS 

Testing Conditions: 

• All AC output parameters are under output load 
of 20 to 100 pF, unless otherwise specified. 

• AC testing inputs are driven at 2.4 for logic T, 
and 0.45V for logic ‘O’. Output timing measure- 
ments are made at 1 .5V for both a logical ‘O’ and 
T. 

• In the following tables, the units are ns, unless 
otherwise specified. 

System Interface Specification — System Clock 
Specification: 

The 82050 system clock is supplied via the CLK pin 
or generated by on-chip crystal oscillator. The clock 
is optionally divided by two. The CLK parameters are 
given separately for internal divide-by-two option 
ACTIVE and INACTIVE. 

The system clock (after division by two, if active) 
must be at least 16X the Tx or Rx baud rate (the 
faster of the two). 


SYSTEM CLOCK SPECIFICATIONS 


Symbol 

Parameter 

Min 

Max 

Notes 

DIVIDE BY TWO OPTION— ACTIVE 

Tcy/2 

CLK Period 

54 

250 

(2) 

TCLCH 

CLK Low Time 

25 



TCHCL 

CLK High Time 

25 



TCH1CH2 

CLK Rise Time 


10 

(D 

TCL2CL1 

CLK Fall Time 


10 

(D 

FXTAL 

External Crystal 
Frequency Rating 

4.0 

18.432 

MHz 


DIVIDE BY TWO OPTION— INACTIVE 

Tcy 

CLK Period 

108 



TCLCH 

CLK Low Time 

54 



TCHCL 

CLK High Time 

44 

250 


TCH1CH2 

CLK Rise Time 


15 

(1) 

TCL2CL1 

CLK Fall Time 


15 

(D 


NOTES: 

1. Rise/fall times are measured between 0.8 and 2.0V. 

2. Tcy in ACTIVE divide by two option is TWICE the input 
clock period. 


RESET SPECIFICATION 


Symbol 

Parameter 

Min 

Max 

Notes 

TRSHL 

Reset Width— CLK/X1 Configured to CLK 

8 Tcy 


(D 

TTLRSL 

RTS/DTR LOW Setup to Reset Inactive 

6 Tcy 


(2) 

TRSLTX 

RTS/DTR Low Hold after Reset Inactive 

0 

Tcy - 20 

(2) 


RESET / 

1 

k : 


1- TRSHL 

1 

^ — TTLRSL — 

- — TRSLTX — H 

i ■ 

DTR/RTS \ 


k 


1 

I 


290137-18 

NOTES: 

1 . In case of CLK/X1 configured as XI , additional time is required to guarantee crystal oscillator wake-up. 

2. RTS/DTR are internally driven HIGH during RESET active time. The pin should be either left OPEN or externally 
driven LOW during RESET according to the required configuration of the system clock. These parameters specify the 
timing requirements on these pins, in case they are externally driven LOW during RESET. The maximum spec on 
TRSLTX requires that the RTS/DTR pins not be forced later than TRSLTX maximum. 


2-38 



82050 


inteT 


READ CYCLE SPECIFICATIONS 


Symbol 

Parameter 

Min 

Max 

Notes 

TRLRH 

RD Active Width 

2 Tcy + 65 



TAVRL 

Address/CS Setup Time to RD Active 

7 



TRHAX 

Address/CS Hold Time after RD Inactive 

0 



TRLDV 

Data Out Valid after RD Active 


2Tcy + 65 

(D 

TCIAD 

Command Inactive to Active Delay 

Tcy + 15 


(2) 

TRHDZ 

Data Out Float Delay after RD Inactive 


40 



NOTES: 

1. C1 = 20 pF to 100 pF. 

2. Command refers to either Read or Write signals. 


\ 

-H TAVRL 

V / 

r ' " \ 

« TCIAD 

TRHAX 

> 


-h-TRLRH— 


— ( 

VALID 

> ( VALID ) 


TRLDV K- 

■* H TRHDZ 

LID V 
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WRITE CYC 

LE SPECIFICATION 

Symbol 

Parameter 

Min 

Max 

Notes 

TWLWH 

WR Active Width 

2Tcy + 15 



TAVWL 

Address CS Setup Time to WR Active 

7 



TWHAX 

Address and CS Hold Time after WR 

0 



TDVWH 

Data in Setup Time to WR Inactive 

90 



TWHDX 

Data in Hold Time after WR Inactive 

12 





2-39 



inter 

82510 

ASYNCHRONOUS SERIAL CONTROLLER 


■ Asynchronous Operation 

— 5- to 9-Bit Character Format 
— Baud Rate DC to 288k 
— Complete Error Detection 

■ Multiple Sampling Windows 

■ Two, Independent, Four-Byte Transmit 
and Receive FIFOs with Programmable 
Threshold 

■ Two, 16-Bit Baud Rate Generators/ 
Timers 

■ System Clock Options 

— On-Chip Crystal Oscillator 
— External Clocks, Low/High Speed 


■ MCS-51 9-Bit Protocol Support 

■ IBM PC AT* (INS 8250A/16450®) 
Software Compatible 

■ Control Character Recognition 

■ CHMOS III with Power Down Mode 

■ Interrupts Maskable at Two Levels 

■ Auto Echo and Loopback Modes 

■ Seven I/O Pins, Dedicated and General 
Purpose 

■ 28-Lead DIP and PLCC Packages 

(See Packaging Spec., Order #:.231369) 


The Intel CHMOS 82510 is designed to increase system efficiency in asynchronous environments such as 
modems or serial ports — including expanding performance areas: MCS-51 9-bit format and high speed async. 
The functional support provided in the 82510 is unparalleled — two baud rate generators/timers provide inde- 
pendent data rates or protocol timeouts; a crystal oscillator and smart modem I/O simplify system logic. New 
features — dual FIFOs and Control Character Recognition (CCR) — dramatically reduce CPU interrupts and 
increase software efficiency. The 82510’s software versatility allows emulation of the INS8250A/16450 for 
IBM PC AT* compatibility or a high-performance mode, configured by 35 control registers. All interrupts are 
maskable at two levels. The multipersonality I/O pins are configurable as desired. A DPLL and multiple 
sampling of serial data improve data reliability for high-speed, asynchronous communication. The compact 28- 
pin 82510 is fabricated with CHMOS III technology and includes a software powerdown option. 



Figure 1. Block Diagram 


•IBM and PC AT are trademarks of International Business Machines. 
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Figure 2. PLCC Pinout 


TXD 

vssc 

0UT2/X2 
CLK/X1 C 
RI/SCLK 

D^/TA/OUTO Cl 

dcd/iclk/oUTi q 

RXD 

CTSC 
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Figure 3. DIP Pinout 



82510 PINOUT DEFINITION 


Symbol 

Pin 

No. 

Type 

Name and Description 

RESET 

17 

1 

RESET: A high on this input pin resets the 8251 0 to the Default Wake-up mode. 

CS 

18 

1 

CHIP SELECT: A low on this input pin enables the 82510 and allows read or 
write operations. 

A2-A0 

24- 

22 

1 

ADDRESS PINS: These inputs interface with three bits of the System Address 
Bus to select one of the internal registers for read or write. 

D7-D0 

4* 

25 

I/O 

DATA BUS: Bi-directional, three state, eight-bit Data Bus. These pins allow 
transfer of bytes between the CPU and the 8251 0. 

RD 

20 

1 

READ: A low on this input pin allows the CPU to read Data or Status bytes from 
the 82510. 

WR 

19 

I 

WRITE: A low on this input allows the CPU to write Data or Control bytes to the 
82510. 

INT 

5 

0 

INTERRUPT: A high on this output pin signals an interrupt request to the CPU. 
The CPU may determine the particular source and cause of the interrupt by 
reading the 8251 0 Status registers. 

CLK/X1 

9 

1 

MULTIFUNCTION: This input pin serves as a source for the internal system 
clock. The clock may be asynchronous to the serial clocks and to the processor 
clock. This pin may be used in one of two modes: CLK — in this mode an 
externally generated TTL compatible clock should be used to drive this input pin; 
XI — in this mode the clock is internally generated by an on-chip crystal 
oscillator. This mode requires a crystal to be connected between this pin (XI) 
and the X2 pin. (See System Clock Generation.) 

OUT2/X2 

8 

0 

MULTIFUNCTION: This is a dual function pin which may be configured to one of 
the following functions: OUT2 — a general purpose output pin controlled by the 
CPU, only available when CLK/X1 pin is driven by an externally generated clock; 
X2 - this pin serves as an output pin for the crystal oscillator. Note : The 
configuration of the pin is done only during hardware reset. For more details 
refer to the System Clock Generation. 

TXD 

6 

0 

TRANSMIT DATA: Serial data is transmitted via this output pin starting at the 
Least Significant bit. 


*Pins 28-25 and Pins 4-1. 
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82510 PINOUT DEFINITION (Continued) 


Symbol 

Pin 

No. 

Type 

Name and Description 

RXD 

13 

1 

RECEIVE DATA: Serial data is received on this input pin starting at the Least 
Significant bit. 

RI/SCLK 

10 

1 

MULTIFUNCTION: Thisjs a dual function pin which can be configured to one of 
the following functions. Rl - Ring Indicator - Input, active low. This is a general 
purpose input pin accessible by the CPU. SCLK - This input pin may serve as a 
source for the internal serial clock(s), RxClk and/or TxClk. See Figure 12, BRG 
sources and outputs. 

dTr/tb 

15 

0 

MULTIFUNCTION: This is a dual function pin which may be configured to one of 
the following functions. DTR - Data Terminal Ready. Output, active low. This is a 
general purpose output pin controlled by the CPU. TB - This pin outputs the 
BRGB output signal when configured as either a clock generator or as a timer. 
When BRGB is configured as a timer this pin outputs a “timer expired pulse.” 
When BRGB is configured as a clock generator it outputs the BRGB output 
clock. 

DSR/TA/ 

OUTO 

11 

I/O 

MULTIFUNCTION: This is a multifunction pin which may be configured to one of 
the following functions. DSR - Data Set Ready. Input, active low. This is a 
general purpose input pin accessible by the CPU. TA - This pin is similar in 
function to pin TB except it outputs the signals from BRGA instead of BRGB. 
OUTO - Output pin. This is a general purpose output pin controlled by the CPU. 

rTs 

16 

0 

REQUEST TO SEND: Output pin, active low. This is a general purpose output 
pin controlled by the CPU. In addition, in automatic transmission mode this pin, 
along with CTS, controls the transmission of data. (See Transmit modes for 
further detail.) During hardware reset this pin is an input. It is used to determine 
the System Clock Mode. (See System Clock Generation for further detail.) 

CTS 

14 

1 

CLEAR TO SEND: Input pin, active low. In automatic transmission mode it 
directly controls the Transmit Machine. (See transmission mode for further 
details.) This pin can be used as a General Purpose Input. 

DCD/ICLK/ 

OUT1 

12 

I/O 

' 

MULTIFUNCTION: This is a multifunction pin which may be configured to one of 
the following functions. DCD - Data Carrier Detected. Input pin, active low. This 
is a general purpose input pin accessible by the CPU. ICLK - This pin is the 
output of the internal system clock. OUT1 - General purpose output pin. 
Controlled by the CPU. 

Vcc 

21 

p 

Vctf Device power supply. 

Vss 

7 

p 

Vss= Ground. 


Table 1. Multifunction Pins 


Pin # 

I/O 

Timing 

Modem 

8 

*OUT2 

X2 

— 

9 

— 

*CLK/X1 

— 

. 10 


SCLK 

*RT 

11 

OUTO 

TA 

*DSR 

12 

OUT1 

ICLK 

*DCD 

14 

— 

— 

*CTS 

15 

— 

TB 

*DTR 

16 

— 

— 

*rTs 


* Default 
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GENERAL DESCRIPTION 

The 82510 can be functionally divided into seven 
major blocks (See Fig 1): Bus Interface Unit, Timing 
Unit, Modem Module, Tx FIFO, Rx FIFO, Tx Ma- 
chine, and Rx Machine. Six of these blocks (all ex- 
cept Bus Interface Unit) can generate block inter- 
rupts. Three of these blocks can generate second- 
level interrupts which reflect errors/status within the 
block (Receive Machine, Timing Unit, and the Mo- 
dem Module). 

The Bus interface unit allows the 82510 to interface 
with the rest of the system. It controls access to 
device registers as well as generation of interrupts 
to the external world. The FIFOs buffer the CPU 
from the Serial Machines and reduce the interrupt 
overhead normally required for serial operations. 
The threshold (level of occupancy in the FIFO which 
will generate an interrupt) is programmable for each 
FIFO. The timing unit controls generation of the sys- 
tem clock through either its on-chip crystal oscillator, 
or an externally generated clock. It also provides two 
Baud Rate Generators/Timers with various options 
and modes to support serial communication. 


FUNCTIONAL DESCRIPTION 


CPU Interface 

The 82510 has a simple demultiplexed Bus Inter- 
face, which consists of a bidirectional three-state 
eight-bit, data bus and a three-bit address bus. An 
Interrupt pin along with the Read, Write and Chip 
Select are the remaining signals used to interface 
with the CPU. The three address lines along with the 
Bank Pointer register are used to select the regis- 
ters. The 82510 is designed to interface to all Intel 
microprocessor and microcontroller families. Like 
most other I/O based peripherals it is programmed 
through its registers to support a variety of functions. 


Its register set can be used in 8250A/16450 com- 
patibility or High Performance modes. The 8250A/ 
16450 mode is the default wake-up mode in which 
only the 8250A/16450 compatible registers are ac- 
cessible. The remaining registers are default config- 
ured to support 8250A/16450 emulation. 


Software Interface 



Figure 4. 82510 Register Architecture 

The 82510 is configured and controlled through its 
35 registers which are divided into four banks. Only 
one bank is accessible at any one time. The bank 
switching is done by changing the contents of the 
bank pointer (GIR/BANK-BANKO, BANK1). The 
banks are logically grouped into 8250A/ 16450 com- 
patible (0), General Work Bank (1), General Configu- 
ration (2), and Modem Configuration (3). The 
8250A/ 16450 compatible bank (Bank 0) is the de- 
fault bank upon power up. 


The 82510 registers can be categorized under the 
following: 


Table 2. 82510 Register/Block Functions 



Status 

Enable 

Configuration 

Command 

Data 

FIFO 

FLR 

— 

FMD 

— 

— 

MODEM 

MSR 

MIE 

PMD 

MCR 

— 

RX 

RST, RXF 

RIE 

RMD 

RCM 

RXD, RXF 

TX 

LSFL 

LSR 

TMD 

TCM 

TXD, TXF 

TIMER 

TMST 

TMIE 

CLCF, 

BACF, BBCF 

TMCR 

BBL, BBH 
BAL, BAH 

DEVICE 

GSR, GIR 

GER 

IMD 

ICM 

— 

8250 

LSR, MSR, GIR 

GER 

LCR, MCR 

MCR 

TXD, RXD 
BAL, BAH 
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8250 Compatibility 

Upon power up or reset, the 82510 comes up in the default wake up mode. The 8250A/16450 compatible 
bank, bank zero, is the accessible bank and all the other registers are configured via their default values to 
support this mode. An 18.432 MHz crystal frequency is necessary. 


Table 3. 8250A/ 16450 Compatible Registers 



82510 Registers 
(Bank 0) 

8250A Registers 

Address 

Read 

Write 

Read 

Write 

00 (DLAB ?= 0) 

RxD 

TxD 

RBR 

THR 

01 (DLAB = 0) 

GER 

GER 

IER 

IER 

00 (DLAB = 1 ) 

BAL 

BAL 

DLL 

DLL 

01 (DLAB = 1) 

BAH 

BAH 

DLM 


02 

GIR/BANK 

BANK 

HR 

— 

03 

LCR 

LCR 

LCR 

LCR 

04 

MCR 

MCR 

MCR 

MCR 

05 

LSR 

LSR 

LSR 

LSR 

06 

MSR 

MSR 

MSR 

MSR 

07 

ACR0 

ACR0 

SCR 

SCR 


Table 4. Default Wake-Up Mode 


RxD 

— 



RxF 

— 

TxD 

— 

RIE 

1EH 

TxF 

— 

BAL 

02H 

RMD 

00H 

TMST 

30H 

BAH 

00H 

CLCF 

00H 

TMCR — 

GER 

00H 

BACF 

04H 

FLR 

00H 

GIR/BANK 

01 H 

BBCF 

84H 

RCM 

— 

LCR 

00H 

PMD 

FCH 

TCM 

— 

MCR 

00H 

MIE 

OFH 

GSR 

12H 

LSR 

60H 

TMIE 

00H 

ICM — 

MSR 

00H 

BBL 

05H 

FMD 

00H 

ACR0 

00H 

BBH 

00H 

TMD 

00H 

RST 

00H 


IMD 

OCH 
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INTERRUPT 



• TIMER A EXPIRED 

• TIMER B EXPIRED 

■ TX MACHINE IDLE 

RX PARITY ERROR 
OVERRUN ERROR 
BREAK DETECTED 
BREAK TERMINATED 
- ADDRESS/CONTROL 
CHAR. RECEIVED 
ADDRESS/CONTROL 
CHAR. MATCH 

FRAMING ERROR 

RX FIFO LEVEL ABOVE 
THRESHOLD 

TX FIFO LEVEL EQUAL 
TO OR BELOW THRESHOLD 

DCD CHANGE STATE 
Rl CHANGE STATE 
DSR CHANGE STATE 

■ CTS CHANGE STATE 


290116-5 



Figure 5. interrupt Structure 


Interrupts 

There are two levels of interrupt/status reporting 
within the 82510. The first level is the block level 
interrupts such as RX FIFO, Tx FIFO, Rx Machine, 
Tx Machine, Timing unit, and Modem Module. The 
status of these blocks is reported in the General 
Status and General Interrupt Registers. The second 
level is the various sources within each block; only 
three of the blocks generate second level interrupts 
(Rx Machine, Timing Unit, and Modem Module). In- 
terrupt requests are maskable at both the block level 
and at the individual source level within the module. 
If more than one unmasked block requests interrupt 
service an on-chip interrupt controller will resolve 
contention on a priority basis (each block has a fixed 
priority). An interrupt request from a particular block 
is activated if one of the unmasked status bits within 
the status register for the block is set. A CPU service 
operation, e.g., reading the appropriate status regis- 
ter, will reset the status bits. 

ACKNOWLEDGE MODES 

The interrupt logic will assert the I NT pin when an 
interrupt is coded into the General Interrupt register. 
The INT pin is forced low upon acknowledgment. 
The 82510 has two modes of interrupt acknowledg- 
ment: 

1 . Manual Acknowledge 


The CPU must issue an explicit Interrupt Acknowl- 
edge command via the Interrupt Acknowledge bit of 
the Internal Command register. As a result the INT 
pin is forced low for two clocks and then updated. 

2. Automatic Acknowledge 

As opposed to the Manual Acknowledge mode, 
when the CPU must issue an explicit interrupt ac- 
knowledge command, an interrupt service operation 
is considered as an automatic acknowledgment. 
This forces .the INT pin low for two clock cycles. 
After two cycles the INT pin is updated, i.e., if there 
is still an active non-masked interrupt request the 
INT pin is set HIGH. 

INTERRUPT SERVICE 

A service operation is an operation performed by the 
CPU, which causes the source of the 82510 interrupt 
to be reset (it will reset the particular status bit caus- 
ing the interrupt). An interrupt request within the 
82510 will not reset until the interrupt source has 
been serviced. Each source can be serviced in two 
or three different ways; one general way is to disable 
the particular status bit causing the interrupt, via the 
corresponding block enable register. Setting the ap- 
propriate bit of the enable register to zero will mask 
off the corresponding bit in the status register, thus 
causing an edge on the input line to the interrupt 
logic. The same effect can be achieved by masking 
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off the particular block interrupt request in GSR via 
the General Enable Register. Another method, 
which is applicable to all sources, is to issue the 
Status Clear command from the Internal Command 
Register. The detailed service requirements for each 
source are given below: 


Table 5. Service Procedures 


Interrupt 

Source 

Status Bits 
& Registers 

Interrupt 

Masking 

Specific 

Service 

Timers 

TMST(I-O) 
GSR (5) 

TMIE(I-O) 
GER (5) 

Read TMST 

Tx 

Machine 

GSR (4) 
LSR (6) 

GER (4) 

Write Character 
to tX FIFO 

Rx 

Machine 

LSR (4-1) 
RST (7-1) 
GSR (2) 

RIE (7-1) 
GER (2) 

Read RST or 
LSR Write 0 
to bit in 
RST/LSR 

Rx FIFO 

RST/LSR (0) 
GSR (0) 

GER (0) 

Write 0 to 
LSR/RST 
Bit zero. 

Read Character 

Tx FIFO 

LSR (5) 
GSR (1) 

GER (1) 

Write to FIFO 
Read GIRO) 

Modem 

MSR (3-0) 
GSR (3) 

MIE (3-0) 
GER (3) 

Read MSR 
write 0 into the 
appropriate bits 
of MSR (3-0). 


NOTE: 

1. Only if pending interrupt is Tx FIFO. 


System Clock Generation 

The 82510 has two modes of System Clock Opera- 
tion. It can accept an externally generated clock, or 
it can use a crystal to internally generate its system 
clock. 


The 82510 has an on-chip oscillator to generate its 
system clock. The oscillator will take the inputs from 
a crystal attached to the XI and X2 pins. This mode 
is co nfigured via a hardware strapping option on 
RTS. 



Figure 7. Strapping Option 


During hardware reset the RTS pin is an input; it is 
weakly pulled high from within and then checked. If it 
is driven low externally then the 82510 is configured 
for the Crystal Oscillator; otherwise an external 
clock is expected. 


EXTERNALLY GENERATED SYSTEM CLOCK 



Figure 8. External Clock 


This is the default configuration. Under normal con- 
ditions the system clock is divided by two; however, 
the user may disable divi de by two via a hardware 
strapping option on the DTR pin. The Hardware 
strap ping option is similar to the on e use d o n the 
RTS pin. It is forbidden to strap both DTR and RTS. 


CRYSTAL OSCILLATOR 


jHHf 

XI 

Parallel Resonant Crystal 


X2 
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Figure 6. Crystal Oscillator 


Transmit 

The two major blocks involved in transmission are 
the Transmit FIFO and the Transmit Machine. The 
Tx FIFO acts as a buffer between the CPU and the 
Tx Machine. Whenever a data character is written to 
the Transmit Data register, it, along with the Trans- 
mit Flags (if applicable), is loaded into the Tx FIFO. 
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TRANSMIT CLOCKS 

There are two modes of transmission clocking, IX 
and 16X. In the IX mode the transmitted data is 
synchronous to the transmit clock as supplied by the 
SCLK pin. In this mode stop-bit length is restricted to 
one or two bits only. In the 16X mode the data is not 
required to be synchronous to the clock. (Note: The 
Tx clock can be generated by the BRGs or from the 
SCLK pin.) 

MODEM HANDSHAKING 

The transmitter has three modes of handshaking. 

Manual Mode — In this mode the CTS and RTS pins 
are not used by the Tx Mac hine (tran smiss ion is 
started regardless of the CTS state, and RTS is not 
forced low). The CPU may man age th e ha ndshake 
itself, by accessing the CTS and RTS signals 
through the MODEM CONTROL and MODEM 
STATUS registers. 

Semi-Automatic Mode — In this mode the RTS pin 
is a ctivat ed whenever the transmitter is enabled. 
The CTS pin’s state con trols transmissio n. Tra ns- 
mission is enabled only if CTS is active. If CTS be- 
comes inactive during transmission, the Tx Machine 
will complete transmission of the cur rent character 
and then go to the inactive state until CTS becomes 
active again. 

Automatic Mode — This mod e is si milar to the semi- 
automatic mode, except that RTS will be activated 
as long as the transmitter is enabled and there are 
more characters to transmit. The CPU need only fill 
the FIFO, the handshake is done by the Tx Machine. 
Whe n both the shift register and the FIFO ar e em pty 
RTS automatically goes inactive. (Note: The RTS pin 
can be forced to the active state by the CPU, regard- 
less of the handshaking mode, via the MODEM 
CONTROL register.) 


Receive 

The 82510 reception mechanism involves two major 
blocks; the Rx Machine and the Rx FIFO. The Rx 
Machine will assemble the incoming character and 
its associated flags and then LOAD them on to the 
Rx FIFO. The top of the FIFO may be read by read- 
ing the Receive Data register and the Receive Flags 
Register. The receive operation can be done in two 
modes. In the normal mode the characters are re- 
ceived in the standard Asynchronous format and 
only control characters are recognized. In the ulan 
mode, the nine bit protocol of the MCS-51 family is 
supported and the ulan Address characters, rather 
than Control Characters are recognized. 


TX MACHINE 

The Tx Machine reads characters from the Tx FIFO, 
serializes the bits, and transmits them over the TXD 
pin according to the timing signals provided for 
transmission. It will also generate parity, transmit 
break (upon CPU requ est), and mana ge the modem 
handshaking signals (CTS and RTS) if configured 
so. The Tx machine can be enabled or d isabl ed 
through the Transmit Command register or CTS. If 
the transmitter is disabled in the middle of a charac- 
ter transmission the transmission will continue until 
the end of the character; only then will it enter the 
disable state. 


TX FIFO 



Figure 9. Tx FIFO 


The Tx FIFO can hold up to four, eleven-bit charac- 
ters (nine-bits data, parity, and address flag). It has 
separate read and write mechanisms. The read and 
write pointers are incremented after every operation 
to allow data transfer to occur in a First In First Out 
fashion. The Tx FIFO will generate a maskable inter- 
rupt when the level in the FIFO is below, or equal to, 
the Threshold. The threshold is user programmable. 

For example, if the threshold equals two, and the 
number of characters in the Tx FIFO decreases from 
three to two, the FIFO will generate an interrupt. The 
threshold should be selected with regard to the sys- 
tem’s interrupt service latency. 

NOTE: 

There is a one character transmission delay be- 
tween FIFO empty and Transmitter Idle, so a 
threshold of zero may be selected without getting 
an underrun condition. Also if more than four char- 
acters are written to the FIFO an overrun will occur 
and the extra character will not be written to the Tx 
FIFO. This error will not be reported to the CPU. 
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RX FIFO 



The Rx FIFO is very similar in structure and basic 
operation to the Tx FIFO. It will generate a maskable 
interrupt when the FIFO level is above the threshold. 
The Rx FIFO can also be configured to operate as a 
one-byte buffer. This mode is used for 8250 compat- 
ible software drivers. An overrun will occur when the 
FIFO is full and the Rx Machine has a new character 
for the FIFO. In this situation the oldest character is 
discarded and the new character is loaded from the 
Rx Machine. An Overrun error bit will also be set in 
the RECEIVE STATUS and LINE STATUS registers. 

The user has the option to disable the loading of 
incoming characters on to the Rx FIFO by using the 
UNLOCK/LOCK FIFO commands. (See RECEIVE 
COMMAND register.) When the Rx FIFO is locked, it 
will ignore load requests from the Rx Machine, and 
thus the received characters will not be loaded into 
the FIFO and may be lost (if another character is 
received). These two commands are useful when 
the CPU is not willing to receive characters, or is 
waiting for specific Control/Address characters. In 
uLAN mode there are three options of address rec- 
ognition, each of these options varies in the amount 
of CPU offload, and degree of FIFO control through 
OPEN/LOCK FIFO commands. 

Automatic Mode— In this mode the Rx Machine will 
open the FIFO whenever an Address Match occurs; 
it will LOCK the FIFO if an address mismatch occurs. 

Semi-Automatic Mode — In this mode the Rx Ma- 
chine will open the FIFO whenever an address char- 
acter is received. It will not lock the FIFO if the Ad- 
dress does not match. The user is responsible for 
locking the Rx FIFO. 


Manual Mode — In this mode the Rx Machine does 
not control the FIFO automatically; however, the 
user may UNLOCK/LOCK the FIFO by using the 
RECEIVE COMMAND register. 

RX MACHINE 

The RX Machine has two modes of clocking the in- 
coming data — 16X or IX. In 16X synchronization is 
done internally; in the IX mode the data must be 
synchronous to the SCLK pin input. The Rx Machine 
synchronizes the data, passes it through a digital fil- 
ter to filter out the spikes, and then uses the voting 
counter to generate the data bit (multiple sampling 
of input RXD). Bit polarity decisions are made on the 
basis of majority voting; i.e., if the majority of the 
samples are “1” the result is a “1” bit. If all samples 
are not in agreement then the bit is also reported as 
a noisy bit in the RECEIVE FLAGS register. The 
sampling window is programmable for either 3/16 or 
7/16 samples. The 3/16 mode is useful for high fre- 
quency transmissions, or when serious RC delays 
are expected on the channel. The 7/16 is best suit- 
ed for noisy media. The Rx machine also has a 
DPLL to overcome frequency shift problems; howev- 
er, using it in a very noisy environment may increase 
the error, so the user can disable the DPLL via the 
Receive Mode register. The Rx Machine will gener- 
ate the parity and the address marker as well as any 
framing error indications. 

Start Bit Detection— The falling edge of the Start 
bit resets the DPLL counter and the Rx Machine 
starts sampling the input line (the number of sam- 
ples is determined by the configuration of the sam- 
pling window mode). The Start bit verification can be 
done through either a majority voting system or an 
absolute voting system. The absolute voting requires 
that all the samples be in agreement. If one of the 
samples does not agree then a false Start bit is de- 
termined and the Rx Machine returns to the Start Bit 
search Mode. Once a Start bit is detected the Rx 
Machine will use the majority voting sampling win- 
dow to receive the data bits. 

Break Detection— If the input is low for the entire 
character frame including the stop Bit, then the Rx 
Machine will set Break Detected as well as Framing 
Error in the RECEIVE STATUS and LINE STATUS 
registers. It will push a NULL character onto the Rx 
FIFO with a framing-error and Break flag (As part of 
the Receive Flags). The Rx Machine then enters the 
Idle state. When it sees a mark it will set Break Ter- 
minated in RECEIVE STATUS and LINE STATUS 
registers and resume normal operation. 
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Figure 11. Sampling Windows 


Control Characters — The Rx machine can gener- 
ate a maskable interrupt upon reception of standard 
ASCII or EBCDIC control characters, or an Address 
marker is received in the uLAN mode. The Rx ma- 
chine can also generate a maskable interrupt upon a 
match with programmed characters in the Address/ 
Control Character 0 or Address/Control Character 1 
registers. 


Table 6. Control Character Recognition 


CONTROL CHARACTER RECOGNITION 

A) 

STANDARD SET 

■ ASCII: 000X XXXX + 0111 1111 

(ASCII DEL) 
(00-1FH + 7 FH) 


OR 


■ EBCDIC: 00XX XXXX 
(00 - 3FH) 

B) 

User Programmed 
■ ACR0, ACR1 XXXX XXXX 
REGISTERS 


Baud-Rate Generators/Timers 


SOFTWARE 

CONTROLLED 


SYS CLK 
XTAL CLK 
SCLK 

GATE 

SOURCE OUT 

-A- 


SOFTWARE 


CONTROLLED 

SCLK 

GATE 

SYS CLK 


XTAL CLK 

SOURCE OUT 

BRGA 


OUTPUT 

-B- 


Rx CLK 
TxCLK 
BRGB 
SOURCE 


Rx CLK 
TxCLK 


Figure 12. BRG Sources and Outputs 


BAUD RATE GENERATION 

The Baud Rate is generated by dividing the source 
clock with the divisor count. The count is loaded 
from the divisor count registers into a count down 
register. A 50% duty cycle is generated by counting 
down in steps of two. When the count is down to 2 
the entire count is reloaded and the output clock is 
toggled. Optionally the two BRGs may be cascaded 
to provide a larger divisor. Note that this is the de- 
fault configuration and used for 8250A/ 16450 emu- 
lation. 


2 


The 82510 has two-on-chip, 16-bit baud-rate gener- 
ators. Each BRG can also be configured as a Timer, 
and is completely independent of the other. This can 
be used when the Transmit and Receive baud rates 
are different. The mode, the output, and the source 
of each BRG is configurable, and can also be op- 
tionally output to external devices via the TA, TB 
pins (see Fig. 12. BRG Sources and Outputs). 


So = fin- /Divisor 

where /in is the input clock frequency and Divisor is 
the count loaded into the appropriate count regis- 
ters. System clock frequencies can be selected 
(4 — > 9.216 MHz) to eliminate baud rate error for 
high baud rates. 
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Table 7. Standard Baud Rates 


Bit Rate 

16x Divisor 

% 

Error; 

110 

5236 (1474h) 

.007% 

300 

1,920 (780h) 

— 

1200 

480 (1 EOh) 

— 

2400 

240 (FOh) 

— 

9600 

60 (3Ch) 

— 

19,200 

30(1 Eh) 

— 

38,400 

15 (OFh) 

— 

56,000 

10(0Ah) 

2.8% 

288,000 

2 (02h) 

— 


Source CLK = Internal Sys. Clk 

= 18.432 MHz/2 (Crystal) 

= 9.216 MHz (External IX clock) 


NOTE: 

Internal system clock is y 2 crystal frequency or y 2 external 
clock frequency when using 2 clock option. 

The BRG counts down in increments of two and 
then is divided by two to generate a 50% duty cycle; 
however, for odd divisors it will count down the first 
time by one. All subsequent countdowns will then 
continue in steps of two. In those cases the duty 
cycle is no longer exactly 50%. The deviation is giv- 
en by the following equation: 

deviation = 1/(2 ■ divisor) 

The BRG can operate with any divisor between 1 
and 65,535; however, for divisors between 1 and 3 
the duty cycle is as follows: 


Table 8. Duty Cycles 


Divisor 

Duty Cycle 

3 

33% 

2 

50% 

1 

Same as Source 

0 

FORBIDDEN 


Timer Mode 

Each of the 82510 BRGs can be used as Timers. 
The Timer is used to generate time delays by count- 
ing the internal system clock. When enabled the 
Timer uses the count from the Divisor/Count regis- 
ters to count down to 1 . Upon terminal count a 
maskable Timer Expired interrupt is generated. The 


delay between the trigger and the terminal count is 
given by the following equation: 

Delay = Count ■ (System Clock Period) 

To start counting, the Timer has to be triggered via 
the Start Timer Command. To restart the Timer after 
terminal count or while counting, the software has to 
issue the trigger command again. While counting the 
Timer can be enabled or disabled by using a soft- 
ware controlled Gate. It is also possible to output a 
pulse generated upon terminal count through the TA 
or TB pins. 

In IX clock mode the only clock source available is 
the SCLK pin. The serial machines (both Tx Machine 
and Rx Machine) can independently use one of two 
clock modes, either IX or 16X. Also no configuration 
changes are allowed during operation as each write 
in the BRG configuration registers causes a reset 
signal to be sent to the BRG logic. The mode or 
source clocks may be changed only after a Hard- 
ware or Software reset. The Divisor (or count, de- 
pending upon the mode) may be updated during op- 
eration unless the particular BRG machine is being 
used as a clock source for one of the serial ma- 
chines, and the particular serial machine is in opera- 
tion at the time. Loading the count registers with “0” 
is forbidden in all cases, and loading it with a “1” is 
forbidden in the Timer Mode only. 

SERIAL DIAGNOSTICS 

The 82510 supports two modes of Loopback opera- 
tion, Local Loopback and Remote Loopback as well 
as an Echo mode for diagnostics and improved 
throughput. 


LOCAL LOOPBACK 



The Tx Machine output and Rx Machine input are 
shorted internally, TXD pin output is held at Mark. 
This feature allows simulation of Transmission/Re- 
ception of characters and checks the Tx FIFO, Tx 
Machine, Rx Machine, and Rx FIFO along with the 
software with out any exter n al sid e ef fects . The mo- 
dem outputs OUT1 , QUT2, DT R a nd R TS are inter- 
nally s horted to Rl, DCD, DSR and CTS respectively. 
OUTO is held at a mark state. 
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REMOTE LOOPBACK 



The TXD pin and RXD pin are shorted internally (the 
data is not sent on to the RX Machine). This feature 
allows the user to check the communications chan- 
nel as well as the Tx and Rx pin circuits not checked 
in the Local Loopback mode. 


AUTO ECHO 



In Echo Mode the received characters are automati- 
cally transmitted back. When the characters are 
read from the Rx FIFO they are automatically 
pushed back onto the Tx FIFO (the flags are also 
included). The Rx Machine baud rate must be equal 
to, or less than, the Tx Machine baud rate or some 
of the characters may be lost. The user has an op- 
tion of preventing echo of special characters; Con- 
trol Characters and characters with Errors. 


Power Down Mode 

The 82510 has a “power down” mode to reduce 
power consumption when the device is not in use. 


The 82510 powers down when the power down 
command is issued via the Internal Command Regis- 
ter (ICM). There are two modes of power down, 
Sleep and Idle. 


In Sleep mode, even the system clock of the 82510 
is shut down. The system clock source of the 82510 
can either be the Crystal Oscillator or an external 
clock source. If the Crystal Oscillator is being used 
and the power down command is issued, then the 
82510 will automatically enter the Sleep mode. If an 
external clock is being used, then the user must dis- 
able the external, clock in addition to issuing the 
Power Down command, to enter the Sleep mode. 
The benefit of this mode is the increased savings in 
power consumption (typical power consumption in 
the Sleep mode is in the ranges of 100s of mi- 
croAmps). However, upon wake up, the user must 
reprogram the device. To exit this mode the user 
can either issue a Hardware reset, or read the FIFO 
Level Register (FLR) and then issue a software re- 
set. In either case the contents of the 82510 regis- 
ters are not preserved and the device must be repro- 
grammed prior to operation. If the Crystal Oscillator 
is being used then the user must allow enough time 
for the oscillator to wake up before issuing the soft- 
ware reset. 



The 82510 is in the idle mode when the Power Down 
command is issued and the system clock is still run- 
ning (i. e. the system clock is generated externally 
and not disabled by the user). In this mode the con- 
tents of all registers and memory cells are pre- 
served, however, the power consumption in this 
mode is greater than in the Sleep mode. Reading 
FLR will take the 82510 out of this mode. 


NOTE: 

The data read from FLR when exiting Power Down 
is invalid and should be ignored. 
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DETAILED REGISTER DESCRIPTION 


Table 9. Register Map 


Bank 

Address 

Read 

Register 


0 (NAS) 

0 (DLAB = 0) 

RXD 

TXD 

8250A/ 16450 

1 (DLAB = 0) 

GER 

GER 


0 (DLAB = 1) 

BAL 

BAL 


1 (DLAB = 1) 

BAH 

BAH 


2 

GIR/BANK 

BANK 


3 

LCR 

LCR 


4 

MCR 

MCR 


5 

LSR 

LSR 


6 

MSR 

MSR 


7 

ACRO 

ACRO 

1 (WORK) 

0 

RXD 

TXD 


1 

RXF 

TXF 


2 

GIR/BANK 

BANK 


3 

TMST 

TMCR 


4 

FLR 

MCR 


5 

RST 

RCM 


6 

MSR 

TCM 


7 

GSR 

ICM 

2 (GENERAL CONF) 

0 

— 

— 


1 

FMD 

FMD 


2 

GIR/BANK 

BANK 


3 

TMD 

TMD 


4 

IMD 

IMD 


5 

ACR1 

ACR1 


6 

RIE 

RIE 


7 

RMD 

RMD 

3 (MODEM CONF) 

0 (DLAB = 0) 

CLCF 

CLCF 


1 (DLAB = 0) 

BACF 

BACF 


0 (DLAB = 1) 

BBL 

BBL 


1 (DLAB = 1) 

BBH 

BBH 


2 

GIR/BANK 

BANK 


3 

BBCF 

BBCF 


4 

PMD 

PMD 


5 

MIE 

MIE 


6 

TMIE 

TMIE 


7 

— 

— 

(1) ACRO is used in INS8250 as a Scratch-Pad Register 

(2) DLAB = LCR Bit #7 



The 82510 has thirty-five registers which are divided into four banks of register banks. Only one bank is 
accessible at any one time. The bank is selected through the BANK1-0 bits in the GIR/BANK register The 
individual registers within a bank are selected by the three address lines (A2-0). The 82510 registers can be 
grouped into the following categories. 
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BANK ZERO 8250A/ 16450— COMPATIBLE BANK 

Register 

7 

6 

5 

4 

3 

2 

1 

0 

Address 

Default 

TxD (33) 

Tx Data 

Tx Data 

Tx Data 

Tx Data 

Tx Data 

Tx Data 

Tx Data 

Tx Data 

0 

— 


bit 7 

bit 6 

bit 5 

bit 4 

bit 3 

bit 2 

bit 1 

bitO 



RxD (35) 

Rx Data 

Rx Data 

Rx Data 

Rx Data 

Rx Data 

Rx Data 

Rx Data 

Rx Data 

0 

— 


bit 7 

bit 6 

bit 5 

bit 4 

bit 3 

bit 2 

bit 1 

bitO 



BAL (11) 

BRGA LSB Divide Count (DLAB = 1) 

0 

02H 

BAH (12) 

BRGA MSB Divide Count (DLAB = 1) 

1 

00H 

GER (16) 

0 

0 

Timer 

Tx Machine 

Modem 

Rx Machine 

Tx FIFO 

Rx FIFO 

1 

00H 




Interrupt 

Interrupt 

Interrupt 

Interrupt 

Interrupt 

Interrupt 






Enable 

Enable 

Enable 

Enable 

Enable 

Enable 



GIR/BANK 

0 

BANK 

BANK 

0 

Active 

Active 

Active 

Interrupt 

2 

01H 

(21) 


Pointer 

Pointer 


Block Int 

Block Int 

Block Int 

Pending 





bit 1 

bit 0 


bit 2 

bit 1 

bitO 




LCR (2) 

DLAB 

Set 

Parity 

Parity 

Parity 

Stop bit 

Character 

Character 

3 

00H 


Divisor 

Break 

Mode 

Mode 

Mode 

Length 

Length 

Length 




Latch 
Access bit 


bit 2 

bit 1 

bitO 

bitO 

bit 1 

bitO 



MCR (32) 

0 

0 

OUTO 

Loopback 

OUT 2 

OUT 1 

RTS 

DTR 

4 

00H 




Complement 

Control bit 

Complement 

Complement 

Complement 

Complement 



LSR (22) 

0 

TxM 

Tx FIFO 

Break 

Framing 

Parity 

Overrun 

Rx FIFO 

5 

60H 



Idle 

Interrupt 

Detected 

Error 

Error 

Error 

Int Req 



MSR (27) 

DCD Input 

Rl Input 

DSR Input 

CTS Input 

State 

State (H — ► L) 

State 

State 

6 

00H 


Inverted 

Inverted 

Inverted 

Inverted 

Change 

Change 

Change 

Change 








in DCD 

in Rl 

in DSR 

in CTS 



ACRO (5) 

Address or Control Character Zero 

7 

00H 


BANK ONE— GENERAL WORK BANK 

Register 

7 

6 

5 

4 

3 

2 

1 

0 

Address 

Default 

TxD (33) 

Tx Data 
bit 7 

Tx Data 
bit 6 

Tx Data 
bit 5 

Tx Data 
bit 4 

Tx Data 
bit 3 

Tx Data 
bit 2 

Tx Data 
bit 1 

Tx Data 
bitO 

0 

— 

RxD (35) 

Rx Data 
bit 7 

Rx Data 
bit 6 

Rx Data 
bit 5 

Rx Data 
bit 4 

Rx Data 
bit 3 

Rx Data 
bit 2 

Rx Data 
bit 1 

Rx Data 
bitO 

0 

— 

RxF (24) 

— 

Rx Char 
OK 

Rx Char 
Noisy 

Rx Char 

Parity 

Error 

Address or 

Control 

Character 

Break 

Flag 

Rx Char 
Framing 
Error 

Ninth 
Data bit 
of Rx Char 

1 

— 

TxF (34) 

Address 
Marker bit 

Software 
Parity bit 

Ninth bit 
of Data Char 

0 

0 

0 

0 

0 

1 

— 

GIR/BANK 

(21) 

0 

BANK 
Pointer 
bit 1 

BANK 

Pointer 

bitO 

0 

Active 
Block Int 
bit 2 

Active 
Block Int 
bit 1 

Active 
Block Int 
bitO 

Interrupt 

Pending 

2 

01H 

TMST (26) 

— 

— 

Gate B 
State 

Gate A 
State 

— 

1 

Timer B 
Expired 

Timer A 
Expired 

3 

30H 

TMCR (31) 

0 

0 

Trigger 
Gate B 

Trigger 
Gate A 

0 

0 

Start 
Timer B 

Start 
Timer A 

3 

— 

MCR (32) 

0 

0 

OUTO 

Complement 

Loopback 
Control bit 

OUT 2 

Complement 

OUT 1 

Complement 

RTS 

Complement 

DTR 

Complement 

4 

00H 


NOTE: 

The register number is provided as a reference number for the register description. 


2-53 




82510 


inteT 


BANK ONE— GENERAL WORK BANK (Continued) 

Register 

7 

6 

5 

4 

3 

2 

1 

0 

Address 

Default 

FLR (25) 

— 

Rx FIFO Level 

— 

Tx FIFO Level 

4 

00H 

RST (23) 

Address/ 

Control 

Character 

Received 

Address/ 

Control 

Character 

Match 

Break 

Terminated 

Break 

Detected 

Framing 

Error 

Parity 

Error 

Overrun 

Error 

Rx FIFO 
Interrupt 
Requested 

5 

00H 

RCM (30) 

Rx 

Enable 

Rx 

Disable 

Flush 

RxM 

Flush 
Rx FIFO 

Lock Rx 
FIFO 

Open Rx 
FIFO 

0 

0 

5 

— 

MSR (27) 

DCD 

Complement 

Rl Input 
Inverted 

DSR Input 
Inverted 

CTS Input 
Inverted 

State 
Change 
in DCD 

State 
Change 
in Rl 

State 
Change 
in DSR 

State 
Change 
in CTS 

6 

00H 

TCM (29) 

0 

0 

0 

0 

Flush Tx 
Machine 

Flush Tx 
FIFO 

Tx 

Enable 

Tx 

Disable 

6 

— 

GSR (20) 

— 

— 

Timer 

Interrupt 

TxM 

Interrupt 

Modem 

Interrupt 

RxM 

Interrupt 

Tx FIFO 
Interrupt 

Rx FIFO 
Interrupt 

7 

12H 

ICM (28) 

0 

0 

0 

Software 

Reset 

Manual Int 

Acknowledge 

Command 

Status 

Clear 

Power 

Down 

Mode 

0 

7 

— 


BANK TWO— GENERAL CONFIGURATION 

Register 

7 

6 

5 

4 

3 

2 

i 

0 

Address 

Default 

FMD (4) 

0 

0 

Rx FIFO Threshold 

0 

0 

Tx FIFO Threshold 

1 

00 H 

GIR/BANK 

0 

BANK 

BANK 

0 

Active 

Active 

Active 

Interrupt 

2 

01 H 

(21) 


Pointer 

Pointer 


Block Int 

Block Int 

Block Int 

Pending 





bit 1 

bit 0 


bit 2 

bit 1 

bitO 




TMD (3) 

Error 

Control 

9-bit 

Transmit Mode 

Software 

Stop Bit Length 

3 

00H 


Echo 

Character 

Character 



Parity 






Disable 

Echo Disable 

Length 



Mode 





IMD (1) 

0 

0 

0 

0 

Interrupt 

Rx FIFO 

ulan 

Loopback or 

4 

0CH 






Acknowledge 

Depth 

Mode 

Echo Mode 








Mode 


Select 

of Operation 



ACR1 (6) 

Address or Control Character 1 

5 

00H 

RIE (17) 

Address/ 

Address/ 

Break 

Break 

Framing 

Parity 

Overrun 

0 

6 

1EH 


Control 

Control 

Terminate 

Detect 

Error 

Error 

Error 





Character 

Character 

Interrupt 

Interrupt 

Interrupt 

Interrupt 

Interrupt 





Recognition 

Match 

Enable 

Enable 

Enable 

Enable 

Enable 





Interrupt 

Interrupt 










Enable 

Enable 









RMD (7) 

Address/Control 

Disable 

Sampling 

Start bit 

0 

0 

0 

7 '| 

00H 


Character Mode 

DPLL 

Window 

Sampling 










Mode 

Mode 







BANK THREE— MODEM CONFIGURATION 

Register 

7 

6 

5 

4 

3 

2 

1 

0 

Address 

Default 

CLCF (8) 

Rx Clock 
Mode 

Rx Clock 
Source 

Tx Clock 
Mode 

Tx Clock 
Source 

0 

0 

0 

0 

0 

00H 

BACF (9) 

0 

BRGA 

Clock 

Source 

0 

0 

0 

BRGA 

Mode 

0 

0 

1 

04H 

BBL (13) 

BRGB LSB Divide Count (DLAB = 1) 

0 

05H 

BBH (14) 

BRGB MSB Divide Count (DLAB = 1) 

1 

00H 
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BANK THREE— MODEM CONFIGURATION (Continued) 

Register 

7 

6 

5 

4 

3 

2 

1 

0 

Address 

Default 

GIR/BANK 

(21) 

0 

BANK 
Pointer 
bit 1 

BANK 

Pointer 

bitO 

0 

Active 
Block Int 
bit 2 

Active 
Block Int 
bit 1 

Active 
Block Int 
bit 0 

Interrupt 

Pending 

2 

01H 

BBCF (10) 

BRGB Clock Source 

0 

0 

0 

BRGB 

Mode 

0 

0 

3 

84H 

PMD (15) 

DCD/ICLK/ 
OUT 1 
Direction 

DCD/ICLK/ 
OUT 1 
Function 

DSR/TA/ 

OUTO 

Direction 

DSR/TA/ 

OUTO 

Function 

RI/SCLK 

Function 

DTR/TB 

Function 

0 

0 

4 

FCH 

MIE (19) 

0 

0 

0 

0 

DCD State 
Change Int 
Enable 

Rl State 
Change Int 
Enable 

DSR State 
Change Int 
Enable 

CTS State 
Change Int 
Enable 

5 

0FH 

TMIE (18) 

0 

0 

0 

0 

0 

0 

Timer B 
Interrupt 
Enable 

Timer A 
Interrupt 
Enable 

6 

00H 


CONFIGURATION 


These read/write registers are used to configure the device. They may be read at anytime; however, they may 
be written to only when the device is idle. Typically they are written to only once after system power up. They 
are set to default values upon Hardware or Software Reset (Default Wake-Up Mode). The default values are 
chosen so as to allow the 82510 to be fully software compatible with the IBM PC Async Adapter (INS 8250A/ 
16450) when in the default wakeup mode. The 82510 can operate in the High Performance mode by program- 
ming the configuration registers as necessary. 

The configuration options available to the user are listed below. 


Table 11. Configuration Options 


Interrupt Acknowledge Mode 

• Automatic 

• Manual 

Receive 

• Sampling Window Size 

• Start Bit Detection Mode 

• DPLL Disable/Enable 

jliLAN (8051) 

Address Recognition 

• Manual, Semi-Automatic, 
Automatic 

Diagnostics 

• Loopback 

• Remote 

• Local 

• Echo 

• Yes/No 

• Disable Error Echo 

• Disable Control/Address 
Char. Echo 


FIFO 

• RX FIFO Depth 

• RX, TX Threshold 

Clock Options 

• RX, TX Clock Mode 

• IX 

• 16X 

• RX, TX Clock Source 

• BRGA 

• BRGB 

• BRGA/B Operation Mode 

• Timer 

• BRG 

• BRGA/B Divide Count 

• BRGA/B Source 

• Sys Clock 

• SCLK Pin 

© BRGA Output (BRGB 
Only) 


Control Character 
Recognition 

• None 

• Standard 

• ASCII 

• EBCDIC 

• Two User Programmed 

TX Operation 

• RTS/CTS Control 

Manual, Semi-Automatic, 
Automatic 

• Parity Mode 

• Stop Bit Length 

• Character Size 

I/O Pins 

• Select Function for Each 

Multifunction Pin 

• Select Direction for Multi- 

function Pin (If Applica- 
ble) 
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1. IMD — INTERNAL MODE REGISTER 


RESERVED 


MaMjlIaMjlN 

◄ 

◄ 

◄ 



- 

l=: 

► 

► 


LEM-LOOBACK/ECHO 

/iLM - /xLAN MODE 

RFD - RxFIFO DEPTH 

1AM - INTERRUPT ACKNOWLEDGE MODE 


IMD — Internal Mode Register 


290116-15 


This register defines the general device mode of op- 
eration. The bit functions are as follows: 

7-4: Reserved 

1AM: Interrupt Acknowledge Mode Bit 

0 — Manual acknowledgement of pend- 

ing interrupts 

1 — Automatic acknowledgement of 

pending interrupts (upon CPU serv- 
ice) 

This bit, when set, configures the 8251 0 for the auto- 
matic acknowledge mode. This causes the 82510 
INT line to go low for two clock cycles upon service 
of the interrupt. After two clock cycles it is then up- 
dated. It is useful in the edge triggered mode. In 
manual acknowledgement mode the CPU must ex- 
plicitly issue a command to clear the INT pin. (The 
INT pin then goes low for a minimum of two clock 
cycles until another enabled status register bit is 
set.) 

RFD: Receive FIFO Depth 

0 — Four Bytes 

1 — One Byte 

This bit configures the depth of the Rx FIFO. With a 
FIFO depth of one, the FIFO will act as a 1-byte 
buffer to emulate the 8250A. 


ULM: uLAN Mode 

0 — Normal Mode 

1 — uLAN Mode 

This bit, enables the 82510 to recognize and/or 
match address using the 9-bit MCS-51 asynchro- 
nous protocol. 

LEM: Loopback/Echo Mode Select 

This bit selects the mode of loopback operation, or 
the mode of echo operation; depending upon which 
operation mode is selected by the Modem Control 
register bit LC. 

In loopback mode (Modem Control register bit 
LC = 1) it selects between local and remote loop- 
back. 

0 — Local Loopback 

1 — Remote Loopback 

In echo mode (Modem Control register bit LC = 0) it 
selects between echo or non-echo operation. 

0 — No Echo 

1 — Echo Operation 
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2. LCR— LINE CONFIGURE REGISTER 



I 7 ! 6 ! 5 *1 - 

lMj 

To! 



DLAB ◄ — 1 






1 — ► CLO 

CHARACTER 

SBK- SET BACK ◄ 






► CL1 

LENGTH 


' PM2 ◄ 




— 

► SBLO 

- STOP BIT LENGTH 

PARITY 

PM1 ◄ 






PMO ◄ 
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LCR— Line Configure Register 



This register defines the basic configuration of the 
serial link. 

DLAB — Divisor Latch Access Bit— This bit, when 
set, allows access to the Divisor Count registers 
BAL,BAH;BBL,BBH registers. 

SBK— Set Break Bit— This bit will force the TxD pin 
low. The TxD pin will remain low (regardless of all 
activities) until this bit is reset. 

PM2—PM0— Parity Mode Bits— These three bits 
combine with the SPF bit of the Transmit Mode reg- 
ister to define the various parity modes. See Table 
12 . 


Table 12. Parity Modes 


PMO 

SPF 

PM2 

PM1 

Function 

0 

X 

X 

X 

No Parity 

1 

0 

0 

0 

Odd Parity 

1 

0 

0 

1 

Even Parity 

1 

0 

1 

0 

High Parity 

1 

0 

1 

1 

Low Parity 

1 

1 

0 

0 

Software Parity 


SBLO — Stop Bit Length — This bit, together with 
SBL1 and SBL2 bits of the Transmit Mode register, 
defines the Stop-bit lengths for transmission. The Rx 
machine can identify 3/4 stop bit or more. See Table 
13. 


Table 13. Stop Bit Length 


SBL2 

SBL1 

SBLO 

Stop Bit Length 
16X IX 

0 

0 

0 

4/4 

— 

0 

0 

1 

6/4 or 8/4* 

— 

0 

1 

0 

3/4 

1 

0 

1 

1 

4/4 

1 

1 

0 

0 

5/4 

1 

1 

0 

1 

6/4 

1 

1 

1 

0 

7/4 

1 

1 

1 

1 

8/4 

2 


*6/4 if character length is 5 bits; else 8/4 


CLO — CL1 — Character Length Bits — These bits, 
together with the Transmit Mode register bit NBCL, 
define the character length. See Table 14. 


Table 14. Character Length 


NBCL 

CL1 

CLO 

Character Length 

0 

0 

0 

5 BITS 

0 

0 

1 

6 BITS 

0 

1 

0 

7 BITS 

0 

1 

1 

8 BITS 

1 

0 

0 

9 BITS 
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3. TMD— Transmit Machine Mode Register 


FT 

jl 

DC 



! l j M 

EED - ERROR ECHO DISABLE ◄ — 1 





1 1 — ► SBL1 - STOP BIT LENGTH 

CED -CONTROL/ADDRESS ECHO DISABLE ◄ 





■ ► SBL2 - STOP BIT LENGTH 

NBCL - NINTH BIT CHAR LENGTH ◄— 

— 




► SPF - S/W PARITY 




r ^ 

r . 




Tml TmO 



TRANSMIT MODE | 






290116-17 

TMD— Transmit Machine Mode Register 


This register together with the Line Configure Regis- 
ter defines the Tx machine mode of operation. 

EED — Error Echo Disable — Disables Echo of char- 
acters received with errors (valid in echo mode 
only). 

CED— Control Character Echo Disable— Disables 
Echo of characters recognized as control characters 
(or address characters in uLAN mode). Valid in echo 
mode only. 


01 — Reserved 

10 — Semi-Automatic Mo de — I n this mode the 
82510 transmits onl y wh en CTS input is active. The 
82510 activates the RTS output as long as transmis- 
sion is enabled. 

11— Automatic Mo de— I n this mode the 8 2510 
transmits only when CTS input is active. The RTS 
output is activated only when transmission is en- 
abled and there is more data to transmit. 


NBCL— Nine-Bit Length— This bit, coupled with 
LCR (CL0, CL1), selects Transmit/Receive charac- 
ter length of nine bits. See Table 14. 

TM1—TM0— Transmit Mode — These bi ts s elect 
one of three modes of control over the CTS and 
RTS lines. 

00— Manual Mode— In this mode the CPU has full 
control of the Transmit operation. The CPU has to 
explicitly e nable/disa ble transmission, and activate/ 
check the RTS/CTS pins. 


SPF — Software Parity Force— This bit defines the 
parity modes along with the PM0, PM1 , and PM2 bits 
of the LCR register. When software parity is enabled 
the software must determine the parity bit through 
the TxF register on transmission, or check the parity 
bit in RxF upon reception. See Table 12. 

SBL2— SBL1— Stop Bit Length— These bits, to- 
gether with the SBL0 bit of the LCR register define 
the stop bit length. See Table 13. 
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4. FMD— FIFO MODE REGISTER 


RESERVED 


RECEIVE FIFO 
THRESHOLD 


RFT1 4- 
RFTO 4- 


[Tie 5 4 | 3 | 2 | 1 | 0 | 

fn 

r 




i 

w 

^ 

◄ 



► 


—► TFTO'I 
-4TFT1 j 


TxFIFO THRESHOLD 
RESERVED 


290116-18 


FMD— FIFO Mode Register 


This register configures the Tx and Rx FIFO’s 
threshold levels — the occupancy levels that can 
cause an interrupt. 


Reserved 


RFT1— RFTO— Receive FIFO Threshold— When 
the Rx FIFO occupancy is greater than the level indi- 


cated by these bits the Rx FIFO Interrupt is activat- 
ed. 


3 — 2 — Reserved 


TFT1—TFT0— Transmit FIFO Threshold— When 
the TX FIFO occupancy is less than or equal to the 
level indicated by these bits the Tx FIFO Interrupt is 
activated. 



5. ACRO— ADDRESS/CONTROL CHARACTER REGISTER 0 


5 4 3 2 


D7 4— J 






l— ► DO 







D4 ◄ 



► D3 


290116-47 

ARCO— Address/Control Character Register 0 


This register contains a byte which is compared to 
each received character. The exact function de- 
pends on the configuration of the IMD register. 

In normal mode this register may be used to pro- 
gram a special control character; a matched charac- 
ter will be reported in the RECEIVE STATUS regis- 
ter. The maximum length of the control characters is 
eight bits. If the length is less than eight bits then the 


character must be right justified and the leading bits 
be filled with zeros. 

In uLAN mode this register contains the eight-bit sta- 
tion address for recognition. In this mode only in- 
coming address characters (i.e., characters with ad- 
dress bit set) will be compared to these register. The 
PCRF bit in the RECEIVE STATUS register will be 
set when an Address or Control Character match 
occurs. 


6. ACR1— ADDRESS/CONTROL CHARACTER REGISTER 1 


7 6 


D7 4 — I 






1 — ►DO 







D4 4 



► D3 
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ARC1— Address/Control Character Register 1 


NOTE: 

This register is identical in function to ACRO. 
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7. RMD — RECEIVE MACHINE MODE REGISTER 



RMD — Receive Machine Mode Register 


This register defines the Rx Machine mode of opera- 
tion. 

uCMO, uCMI— uLAN/Control Character Recogni- 
tion Mode — In normal mode it defines the Control 
Character recognition mode. In ulan mode they de- 
fine modes of address recognition. 

In uLAN mode: selects the mode of address recog- 
nition. 

00 — Manual Mode — Rx Machine reports reception 
of any address character, via CRF bit of RECEIVE 
STATUS register, and writes it to the Rx FIFO. 

01— Semi-Automatic Mode — Operates the same 
as Manual Mode but, in addition, the Rx Machine 
OPENS (unlocks) the Rx FIFO upon reception of any 
address characters. Subsequent received charac- 
ters will be written into the FIFO. (Note: it is the us- 
er’s responsibility to LOCK the FIFO if the address 
character does not match the station’s address.) 

10 — Automatic Mode — The Rx Machine will OPEN 
(unlock) the Rx FIFO upon Address Match. In addi- 
tion the Rx Machine LOCKs the Rx FIFO upon rec- 
ognition of address mismatch; i.e., it controls the 
flow of characters into the Rx FIFO depending upon 
the results of the address comparison. If a match 
occurs it will allow characters to be sent to the FIFO; 
if a mismatch occurs it will keep the characters out 
of the FIFO by LOCKING it. 


1 1— Reserved 

In normal Mode: selects the mode of Standard Set 
Control Character Recognition (programmed control 
characters are always recognized). 

00— No Standard Set Control Characters Recog- 
nized. 

01— ASCII Control Characters 
(00H — 1 FH + 7FH). 

1 0 — Reserved. 

11 — EBCDIC Control Character Recognized 
(00H - 3FH). 

DPD— Disable Digital Phase Locked Loop— When 
set, disables the DPLL machine. (Note: using the 
DPLL in a very noisy media, may increase the error 
rate.) 

SWM— Sampling Window Mode — This bit controls 
the mode of data sampling: 

0 — Small Window, 3/16 sampling. 

1 — Large Window, 7/16 sampling. 

SSM — Start Bit Sampling Mode — This bit controls 
the mode of Start Bit sampling. 

0 — Majority Voting for start bit. In this mode a ma- 
jority of the samples determines the bit. 

1— In this mode if one of the bit samples is not 
‘O’, the start bit will not be detected. 
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8. CLCF— CLOCKS CONFIGURE REGISTER 


rnmnn 

lN_ 

T°1 


Rx CLOCK MODE -RxCM ◄ — • 






ncLi 


Rx CLOCK SOURCE -RxCS ◄ 






► 








RESERVED 

Tx CLOCK MODE -TxCM ◄ j 




— 

► 


TxCLK SOURCE -TxCS ◄ 1 



► . 


■ 



290116-20 

CLCF — Clocks Configure Register 



This register defines the Transmit and Receive Code 
modes and sources. 

RxCM— Rx Clock Mode — This bit selects the mode 
of the receive clock which is used to sample the 
received data. 

0— 16X Mode. 

1 — IX Mode. In this mode the receive data must be 
synchronous to the Rx Clock; supplied via the 
SCLK pin. 

RxCS — Rx Clock Source — This bit selects the 
source of the internal receive clock in the case of 
16X mode (as programmed by the RxCM bit above). 


TxCM— Transmit Clock Mode— This bit selects the 
mode of the Transmit Data Clock, which is used to 
clock out the Transmit Data. 


0— 1 6X Mode 

1 — IX Mode. In this mode the Transmit data is 
synchronous to the Serial Clock; supplied via 
the SCLK pin. 



TxCS — Transmit Clock Source — Selects the 
source of internal Transmit Clock in case of 16X 
mode. 

0 — BRGB Output. 

1— BRGA Output. 


0— BRGB Output 

1 — BRGA Output 


9. BACF— BRGA CONFIGURATION REGISTER 


1 7 1 6 1 5 1 4 

3 I 2 H°1 

RESERVED ◄ — > 







1 — ► RESERVED 

BRGA CLOCK SOURCE -BACS ◄ 







► RESERVED 

RESERVED ◄ 

— 





— 

► BAM - BRGA MODE 

RESERVED ◄ 








_ 

► RESERVED 
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BACF— BRGA Configuration Register 


This register defines the BRGA clock sources and 
the mode of operation. 

BACS — BRGA Clock Source — Selects the input 
clock source for Baud Rate Generator A. 

0 — System Clock 

1— SCLK Pin 

This bit has no effect if BRGA is configured as a 
timer. 


BAM — BRGA Mode of Operation — Selects be- 
tween the Timer mode or the Baud Rate Generator 
Mode. 

0 — Timer Mode (in this mode the input clock 
source is always the system clock). 

1 — Baud Rate Generator Mode 
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This register defines the BRGB clock sources and 10 — BRGA Output 

mode of operation. (Note: BRGB can also take its 11 — Reserved 

Input Clock from the output of BRGA.) 


BBM— BRGB Mode of Operation. 

BBCS1 , BBCSO— These two bits together define the 

input Clock Sources for BRGB. These bits have no 0— Timer Mode (In this mode the input clock 
effect when in the timer mode. source is always the system clock.) 

00— System Clock 1 — BRG Mode 

01— SCLKPin 


11. BAL— BRGA DIVIDE COUNT LEAST SIGNIFICANT BYTE 



This register contains the least significant byte of the BRGA divisor/ count. 


12. BAH— BRGA DIVIDE COUNT MOST SIGNIFICANT BYTE 



This register contains the most significant byte of the BRGA divisor/count. 


13. BBL— BRGB DIVIDE COUNT LEAST SIGNIFICANT BYTE 



This register contains the least significant byte of the BRGB divisor/count. 
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14. BBH — BRGB DIVIDE COUNT MOST SIGNIFICANT BYTE 


l 7 l 6 l 5 h 

FT 

K 

~iyi 

D7 ◄ — 1 







L-*do 

D6 ◄ 







►Dl 

D5 ◄ 

— 





— 

► D2 

D4 ◄ 








- _ 

^ D3 








290116-52 

BBH— BRGB Divide Count High Byte 


This register contains the most significant byte of the BRGB divisor/count. 


15. PMD — I/O PIN MODE REGISTER 


DCD/ICLK/OUTi DIRECTION - DIOD 
DCD/ICLK/oUTi FUNCTION -DIOF 
DSR/TA/OUTO DIRECTION - DTAD 
DSR/TA/bUTO FUNCTION - DTAF 



PMD— I/O Pin Mode Register 



This register is used to configure the direction and 
function of the multifunction pins. The following op- 
tions are available on each pin. 

1 . Direction: Input or Output Pin. 

0 — Defines the Pin as an output pin (general pur- 
pose or special function). 

1 — Defines the pin as an input pin. 

2. Function: General purpose or special purpose pin 
(no effect if the pin is programmed as an Input). 

0 — special function output pin. 

1 — general purpose output pin. 

DIOD— DCD/ICLK/OUTI Direction. 

0 — Output: ICLK or OUT1 (depending on bit 
DIOF) 

1 — Input: PCD. 

DIOF — DCD/ICLK/OUTI Function (output 
mode only). 


0— ICLK ( Output of the Internal System Clock). 

1 — OUT1 general purpose output, Controlled by 
MODEM CONTROL Register 

DTAD— DSR/TA/OUTO Direction. 

0— Output: TA or OUTO (Dependent upon 

DTAF), 

1— Input: D SR. 

DTAF— DSR/TA/OUTO Direction (output 
mode only). 

0 — TA (BRGA Output or Timer A Termination 
Pulse) . 

1 — OUTO (general purpose output, controlled by 
MODEM CONTROL). 

RRF — RI/SCLK Function 

0 — SCLK (Receive and/or Transmit Clock) 

1— Rl 

DTF — DTR/TB Function 

0— TB (BRGB Output Clock on Timer B termina- 
tion pulse depending upon the mode of 
BRGB). 

1— DTR 
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INTERRUPT/STATUS REGISTERS 

The 82510 uses a two layer approach to handle in- 
terrupt and status generation. Device level registers 
show the status of the major 82510 functional block 
(MODEM, FIFO, Tx MACHINE, Rx MACHINE, TIM- 
ERS, etc.). Each block may be examined by reading 
its individual block level registers. Also each block 
has interrupt enable/generation logic which may 
generate a request to the built-in interrupt controller, 
the interrupt requests are then resolved on a priority 
basis. 


Interrupt Masking 

The 82510 has a device enable register, GER, which 
can be used to enable or mask-out any block inter- 
rupt request. Some of the blocks (Rx Machine, Mo- 
dem, Timer) have an enable register associated with 
their status register which can be used to mask out 
the individual sources within the block. Interrupts are 
enabled when programmed high. 


16. GER — GENERAL ENABLE REGISTER 




lMj 

~ryi 

Rrcc-Dwrn 







1 — ► RFIE- Rx FIFO INTERRUPT ENABLE 


4— 






► TFIE -FIFO INTERRUPT ENABLE 

TIMERS INTERRUPT ENABLE -TIE 4 




— 

► RxlE -Rx INTERRUPT ENABLE 

Tx INTERRUPT ENABLE -TxlE 4 



► MIE- MODEM INTERRUPT ENABLE 
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GER— General Enable Register 


This register enables or disables the bits of the GSR MIE — Modem Interrupt Enable, 

register from being reflected in the GIR register. It 

serves as the device enable register and is used to RxlE — Rx Machine Interrupt Enable, 

mask the interrupt requests from any of the 82510 

block (See Figure 1). TFIE — Transmit FIFO Interrupt Enable. 


TIE — Timers Interrupt Enable RFIE — Receive FIFO Interrupt Enable. 

TxlE — Transmit Machine Interrupt Enable. 


17. RIE— RECEIVE INTERRUPT ENABLE REGISTER 


CONTROL/ADDRESS RECOGNITION 
CONTROL/ADDRESS MATCH 
BREAK TERMINATED 
BREAK DETECTED 


7 6 5 4 » 2 1 Q 

4 




1 — -► 
► 

◄ 


—mm 

► 


RESERVED 
OVERRUN ERROR 
PARITY ERROR 
FRAMING ERROR 


RIE— Receive Interrupt Enable Register 


290116-25 


This register enables interrupts from the Rx Ma- 
chine. It is used to mask out interrupt requests gen- 
erated by the status bits of the RST register. 

CRE — Control/uLAN Address Character Recog- 
nition Interrupt Enable. — Enables Interrupt when 
CRF bit of RST register is set. 

PCRE— Programmable Control/Address Charac- 
ter Match Interrupt Enable.— Enables Interrupt on 
PCRF bit of RST. 


BkDE — Break Detection Interrupt Enable- 

Enable Interrupt on BkD bit of RST. 

FEE— Framing Error Enable — Enable Interrupt on 
FE bit of RST. 

PEE— Parity Error Enable — Enable Interrupt on PE 
bit of RST. 

OEE — Overrun Error Enable — Enable Interrupt on 
OE bit of RST. 


BkTe — Break Termination Interrupt Enable. 
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18. TMIE — TIMER INTERRUPT ENABLE REGISTER 



290116-26 


This is the enable register for the Timer Block. It is 
used to mask out interrupt requests generated by 
the status bits of the TMST register. 


19. MIE — MODEM INTERRUPT ENABLE REGISTER 


TBIE— Timer B Expired Interrupt Enable — 

Enables Interrupt on TBEx bit of TMST. 


TAIE — Timer A Expired Interrupt 

Enables Interrupt on TAEx bit of TMST. 


Enable — 


2 



1 7 1 6 1 5 1 4 1 : 

[he 

T°1 








E— ► CTSE 


« — i 






► DSRE 

RESERVED 








◄ 




— 

► RIE 


< 1 



► DCDE 
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MIE- 

-Modem Interrupt Enable Register 


This register enables interrupts from the Modem 
Block. It is used to mask out interrupt requests gen- 
erated by the status bits of the MODEM STATUS 
register. 

DCDE — Delta DCD Interrupt Enable — Enables In- 
terrupt on DDCD bit of MODEM STATUS. 

RIE — Delta Rl Interrupt Enable — Enables Interrupt 
on DRI bit of MODEM STATUS. 

DSRE — D elta D SR Interrupt Enable — Enables In- 
terrupt on DSR bit of MODEM STATUS. 


CTSE— Delta CTS Interrupt Enable — Enables In- 
terrupt on DOTS bits of MODEM STATUS. 


STATUS/INTERRUPT 

The 82510 has two device status registers, which 
reflect the overall status of the device, and five block 
status registers. The two device status registers, 
GSR and GIR, and supplementary in function. GSR 
reflects the interrupt status of all blocks, whereas 
GIR depicts the highest priority interrupt only. GIR is 
updated after the GSR register; the delay is of ap- 
proximately two clock cycles. 
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20. GSR— GENERAL STATUS REGISTER 



lM 

Tfl 

RESERVED ◄ — 1 






1 — ► Rx FIFO INTERRUPT 

RESERVED ◄ — 






► Tx FIFO INTERRUPT 

TIMER INTERRUPT ◄ - 1 




— 

► Rx MACHINE INTERRUPT 

Tx MACHINE INTERRUPT ◄ 



► MODEM INTERRUPT 
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GSR— General Status Register 


This register reflects all the pending block-level In- 
terrupt requests. Each bit in GSR reflects the status 
of a block and may be individually enabled by GER. 
GER masks-out interrupts from GIR; it does not 
have any effect on the bits in GSR. The only way 
that the bits can be masked out in GSR (i.e., not 
appear in GSR) is if they are masked out at the lower 
level. 

TIR— Timers Interrupt Request — This bit indicates 
that one of the timers has expired. (See TMST) 

TxIR — Transmit Machine Interrupt Request — 

Indicates that the Transmit Machine is either empty 
or disabled (Idle). 


MIR— Modem Interrupt Request — This bit, if set, 
indicates an interrupt from the Modem Module. (As 
reflected in MODEM STATUS.) 

RxIR— Receive Machine Interrupt Request— (As 

reflected in RST.) 

TFIR— Transmit FIFO Interrupt Request— Tx 

FIFO occupancy is below or equal to threshold. 

RFIR — Receive FIFO Interrupt Request— Rx FIFO 
Occupancy is above threshold. 


21. GIR/BANK— GENERAL INTERRUPT REGISTER/BANK REGISTER 


RESERVED 


□ 

□ 

0 

0 

0 

0 

0 

0 


IPN- INTERRUPT PENDING 


BANK 1 4 
BANK 0 4 
RESERVED 4 


4 BIO 
4 BI1 
4 BI2 


ACTIVE 

BLOCK 

INTERRUPT 


General Interrupt Register/Bank Register 
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This register holds the highest priority enabled pend- 
ing interrupt from GSR. In addition it holds a pointer 
to the current register segment. Writing into this reg- 
ister will update only the BANK bits. 

BANK1, BANKO — Bank Pointer Bits— These two 
bits point to the currently accessible register bank. 
The user can read and write to these bits. The ad- 
dress of this register is always two within all four 
register banks. 

BI2, BI1, BIO, — Interrupt Bits 0-2 — These three 
bits reflect the highest priority enabled pending inter- 
rupt from GSR. 


101: Timer Interrupt (highest priority) 

100: Tx Machine Interrupt 

011: Rx Machine Interrupt 

010: Rx FIFO Interrupt 

001: Tx FIFO Interrupt 

000: Modem Interrupt (lowest priority) 

IPN — Interrupt Pending — This bit is active low. It 
indicates that there is an interrupt pending. The in- 
terrupt logic asserts the INT pin as soon as this bit 
goes active. (Note: the GIR register is continuously 
updated; so that, while the user is serving one inter- 
rupt source, a new interrupt with higher priority may 
enter GIR and replace the older interrupt.) 
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22. LSR — LINE STATUS REGISTER 


RESERVED ◄- 
TxST <- 
TFST ◄- 
BREAK DETECTED ◄- 


7 6 5 4 3 2 1 0 


* 

* 


Rx FIFO INT. 
OVERRUN ERROR 
PARITY ERROR 
FRAMING ERROR 


LSR— Line Status Register 


290116-30 


This register holds the status of the serial link. It 
shares five of its bits with the RST register (BkD, FE, 
PE, OE, and RFIR). When this register is read, the 
RST register (BITS 1 -7) and LSR register (BITS 1 - 
4) are cleared. This register is provided for compati- 
bility with the INS8250A. 

TxSt — Transmit Machine Status Bit — Same as 
TxIR bit of GSR register. If high it indicates that the 
Transmit Machine is in Idle State. (Note: Idle may 
indicate that the TxM is either empty or disabled. 

TFSt — Transmit FIFO Status— Same as TFIR bit of 
GSR. It indicates that the Transmit FIFO level is 
equal to or below the Transmit FIFO Threshold. 
There are two ways to disable the transmit FIFO 
status from being reflected in GIR: 

1 . Writing a “0” to the TFIE bit of the GER register 

2. Dynamically by using the Tx FIFO FIOLD IN- 
TERRUPT logic. When the Tx FIFO is in the 
Hold State, no interrupts are generated regard- 
less of the TFIR and TFIE bits. 

The Transmit FIFO enters the Hold State when the 
CPU reads the GIR register and the source of the 
interrupt is Tx FIFO. To Exit, the CPU must drop the 


TFIR bit of GSR by writing a character to Tx FIFO, or 
drop TFIE bit of GER (Disable Tx FIFO). 


Bkd— Break Detected— See Bkd bit in RST register 
for full explanation. The BkD bit in RST register is 
the same as this bit. 

FE — Framing Error Detected — See FE bit in RST 

register for a full explanation. The FE bit in RST reg- 
ister is the same as this bit. 



PE — Parity Error Detected — See PE bit in RST 

register for full explanation. The PE bit in RST regis- 
ter is the same as this bit. 

OE — Overrun Error — See OE bit in RST register for 
full explanation. The OE bit in RST register is the 
same as this bit. 

RFIR — Receive FIFO Interrupt Request — This bit 
is identical to RFIR bit of GSR. It indicates that the 
RX FIFO level is above the Rx FIFO Threshold. This 
bit is forced LOW during any READ from the Rx 
FIFO. A zero written to this bit will acknowledge an 
Rx FIFO interrupt. 
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23. RST — RECEIVE MACHINE STATUS REGISTER 


ADDRESS/CONTROL CHAR. RCVD. 
ADDRESS/CONTROL CHAR. MATCH 
BREAK TERMINATED 
BREAK DETECTED 


|7|6| 5 |4[3|2|l Joj 

3 
^ 






◄ 


i. : 


Rx FIFO INT. 
OVERRUN ERROR 
PARITY ERROR 
FRAMING ERROR 


RST— Receive Machine Status Register 
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This register displays the status of the Receive Ma- 
chine. It reports events that have occurred since the 
RST was cleared. This register is cleared when it is 
read except for BITO, Rx FIFO interrupt. Each bit in 
this register, when set, can cause an interrupt. Five 
bits of this register are shared with the LSR register. 

CRF— Control/Address Character Received— 

When enabled, this bit can cause an interrupt if a 
control character or address character is received. 

In uLAN Mode: indicates that an address charac- 
ter has been received. 

In normal Mode: indicates that a standard control 
character (either ASCII or EBCDIC) has been re- 
ceived. 

PCRF— Programmed Control/ Address Character 
Received — This bit, when enabled, will cause an in- 
terrupt when an address or control character match 
occurs. 

In uLAN Mode: indicates that an address charac- 
ter equal to one of the registers ACRO or ACR1 
has been received. 


In normal Mode: indicates that a character which 
matches the registers ACRO or ACR1 has been 
received. 

BkT — Break Terminated — This bit indicates that a 
break condition has been terminated. 

BkD— Break Detected— This bit indicates that a 
Break Condition has been detected, i.e., RxD input 
was held low for one character frame plus a stop 
BIT. 

FE — Framing Error — This bit indicates that a re- 
ceived character did not have a valid stop bit. 

PE — Parity Error — Indicates that a received charac- 
ter had a parity error. 

OE — Overrun Error — Indicates that a received 
character was lost because the Rx FIFO was full. 

RFIR— Receive FIFO Interrupt Request— Same 
as the RFIR bit of LSR register. 
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24. RXF— RECEIVED CHARACTER FLAGS 


FEnnn 

lNj 

Tp 

RESERVED ◄ — 1 






1 — ► RND -Rx CHAR NINTH DATA BIT 

Rx CHARACTER OK- ROK ◄ 






► RFE- Rx CHAR FRAMING ERROR 

Rx NOISY- RxN ◄ 




— 

► BREAK FLAG 

Rx CHAR PARITY ERROR -RPE ◄ 



-► ACR - ADDRESS/CONTROL CHAR FLAG 



290116-32 

RxF — 

Receive Flags Register 


This register contains additional information about 
the character in the RXD register. It is loaded by the 
Rx Machine simultaneously with the RXD register. 

ROK — Received Character OK— This bit indicates 
that the character in RXD no parity or framing error. 
The parity error is not included in the s/w parity 
mode. 

RxN — Received Character Noisy — The character 
in RXD was noisy. This bit, valid only in 16X sam- 
pling mode, indicates that the received character 
had non-identical samples for at least one of its bits. 

RPE — Receive Character Parity Error— This bit in- 
dicates that the RxD character had a Parity Error. 
However, in S/W Parity mode it holds the received 
parity bit as is. 


A control Character — in normal Mode. 
An Address Character in uLAN Mode. 


RFE— Receive Character Framing Error — 

Indicates that no Stop bit was found for the charac- 
ter in RXD. 



NOTE; 

A Framing Error will be generated for the first char- 
acter of the Break sequence. 


RND— Ninth Bit of Received Character— The 

most significant bit of the character in RXD is written 
into this bit. This bit is zero for characters with less 
than nine bits. 


BKF— Break Flag— Indicates that the character is 
part of a “break” sequence. 


ACR— Address/Control Character Marker— This 
bit indicates that the character in RXD is either: 


25. FLR— FIFO LEVEL REGISTER 


RESERVED 


Rx FIFO 
OCCUPANCY 
LEVEL 


RFL1 < 4 - 
RFLO ◄- 


1 7 1 6 1 5 4 1 3 1 2 1 1 1 0 1 

◄ 




Tz: 

W 

◄ 




TFLO' 

TFL1 

TFL2 


Tx FIFO 

OCCUPANCY 

LEVEL 


RESERVED 


FLR— FIFO Level Register 


290116-33 


This register holds the current Receive and Transmit 
FIFO occupancy levels. 

RFL2, RFL1, RFLO— Receive FIFO Level of Occu- 
pancy — These three bits indicate the level of Occu- 


pancy of the Rx FIFO. The valid range is zero (000) 
to four (100). 

TFL2, TFL1, TFLO— Transmit FIFO Level of Occu- 
pancy — These three bits indicate the level of occu- 
pancy in the transmit FIFO. The valid range is zero 
(000) to four (100). 
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26. TMST— TIMER STATUS REGISTER 


nnnnnnmn 

RESERVED ◄ — 1 1 

RESERVED ◄ ' 




1 1 — ► TIMER A EXPIRED 

■ ► TIMER B EXPIRED 

GATE A STATE ◄ 

_ 

^ 

► RESERVED 


TMST— Timer Status Register 


This register holds the status of the timers. Bits 
TBEx and TAEx generate interrupts which are re- 
flected in bit TIR of GSR. Bits GBS and GAS just 
display the counting status, they do not generate in- 
terrupts. 


GAS — Gate — A State — This bit does not generate 
an interrupt. It reflects the state of the software gate 
of Timer A, as written through the TMCR register. 

0 — counting disabled 

1 — counting enabled 


GBS— Gate B State — This bit does not generate an 
interrupt. It indicates the counting state of the soft- 
ware gate of Timer B, as written through the TMCR 
register. 

0 — counting disabled 

1 — counting enabled 


TBEx — Timer B Expired — When Set generates an 
interrupt through TIR bit of GSR. Indicates that Tim- 
er B count has expired. This bit is set via the terminal 
count pulse generated by the timer when it termi- 
nates counting. 

TAEx — Timer A Expired — Same as TBEx except it 
refers to Timer A. 


27. MSR— MODEM/I/O PINS REGISTER 


rnmir 

rnr 

T°3 

COMPLEMENT DCD * 






t— ► STATE CHANGE CTS 

COMPLEMENT Rl ◄ 






► STATE CHANGE DSR 

COMPLEMENT DSR ◄ -1 




— 

IE 

A 

1 

1 

X 

f 

COMPLEMENT CTS ◄ 



— ► STATE CHANGE DCD 



290116-35 

MSR— Modem/I/O Pins Status Register 


This register holds the status of the Modem input 
pins (CTS, DCD, DSR, Rl). It is the source of inter- 
rupts (MSR 0-3) for the MIR bit of GSR. If any of the 
above inputs change levels the appropriate bit in 
MODEM STATUS is set. Reading MODEM STATUS 
will clear the status bits. 

DCDC — DC D C omplement — Holds the comple- 
ment of the DCD input pin if programmed as an input 
in PMD. 

DRIC— Holds the complement of the Rl input pin if 
programmed as an input in PMD. 

DSRC — DSR Complement — Holds the complement 
of the DSR input pin if configured as an input in 
PMD. 

CTSC — CT S Complement — Holds the complement 
of the CTS pin. 

DDCD — Delta DCD — Indicates that the DCD input 
pin has changed state since this register was last 
read. 


DRN-Delta Rl— Indicates that there was a high-to- 
low transition on the Rl input pin since the register 
was last read. 

DDSR— Delta DSR— Indicates that the DSR input 
pin has changed state since this register was last 
read. 

DCTS — Delta CTS — Indicates that the CTS input 
pin has changed state since this register was last 
read. 


COMMAND REGISTERS 

The command registers are write only; they are used 
to trigger an operation by the device. Once the oper- 
ation is started the register is automatically reset. 
There is a device level register as well as four block 
command registers. It is recommended that only one 
command be issued during a write cycle. 
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28. ICM— INTERNAL COMMAND REGISTER 



This register activates the device’s general func- clocks; afterwards, the INT pin may again go active if 
tions. other enabled interrupts are pending. This command 

is provided for the Manual Acknowledge mode of 
SRST— Device Software RESET— Causes a total the 82510. 
device reset; the effect is identical to the hardware 

reset (except for strapping options). The reset lasts StC — Status Clear — Clears the following status reg- 

four clocks and puts the device into the Default isters: RST, MSR, and TMST. 

Wake-up Mode. 

PDM — Power Down — This command forces the de- 
INTA— Interrupt Acknowledge — This command is vice into the power-down mode. Refer to the func- 
an explicit acknowledgement of the 82510’s inter- tional description for details, 
rupt request. It forces the INT pin inactive for two 


29. TCM— TRANSMIT COMMAND REGISTER 



This register controls the operation of the Transmit TxEN — Transmit Enable — Enables Transmission 

Machine. by the Transmit Machine. 

FTM — Flush Transmit Machine — Resets the TxDi — Transmit Disable — Disables transmission. If 

Transmit Machine logic (but not the registers or transmission is occurring when this command is is- 

FIFO) and enables transmission. sued the Tx Machine will complete transmission of 

the current character before disabling transmission. 

FTF— Flush Transmit FIFO— Clears the Tx FIFO. 
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30. RCM — RECEIVE COMMAND REGISTER 


□ 


6 5 


3 2 


0 


RECEIVE ENABLE - RxE 
Rx DISABLE -RxDi 
FLUSH Rx MACHINE- FRM 
FLUSH Rx FIFO - FRF 




j RESERVED 

ORF-OPEN Rx FIFO 
LRF - LOCK Rx FIFO 


RCM— Receive Command Register 


290116-38 


This register controls the operation of the Rx ma- 
chine. 

RxE— Receive Enable — Enables the reception of 
characters. 

RxDi— Receive Disable — Disables reception of 
data on RXD pin. 

FRM — Flush Receive Machine — Resets the Rx 
Machine logic (but not registers and FIFOs), enables 
reception, and unlocks the receive FIFO. 


FRF— Flush Receive FIFO— Clears the Rx FIFO. 

LRF— Locks Rx FIFO — Disables the write mecha- 
nism of the Rx FIFO so that characters subsequently 
received are not written to the Rx FIFO but are lost. 
However, reception is not disabled and complete 
status/event reporting continues. (This command 
may be used in the uLAN mode to disable loading of 
characters into the Rx FIFO until an address match 
is detected.) 

ORF— Open (Unlock) Rx FIFO— This command en- 
ables or unlocks the write mechanism of the Rx 
FIFO. 


31. TMCR— TIMER CONTROL REGISTER 


0 


6 5 4 3 2 


RESERVED 


TIMER GATE B-TGB ◄- 
TIMER GATE A-TGA < 4 - 


03 


STA - START TIMER A 
* STB - START TIMER B 


RESERVED 


290116-39 


TMCR— Timer Control Register 


This register controls the operation of the two 82510 
timers. It has no effect when the timers are config- 
ured as baud — rate generators. TGA and TGB are 
not reset after command execution. 

TGB — Timer-B Gate — This bit serves as a gate for 
Timer B operation: 

1 — enables counting 
0 — disables counting 


1— enables counting 
0 — disables counting 

STB— Start Timer B — This command triggers timer 
B. At terminal count a status bit is set in TMST 
(TBEx). 

STA— Start Timer A— This command triggers timer 
A. At terminal count a status bit is set in TMST 
(TAEx). 


TGA— Timer-A Gate— This bit serves as a gate for 
Timer-A operation: 
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32. MCR— MODEM CONTROL REGISTER 


RESERVED ^ 

OUTO OUTPUT BIT- OUTO 
LOOPBACK CONTROL - LC 


I 7 ! 6 ! 5 ! 4 3 2 1 1 1 0 1 

«-n 

4 1 

^ 





* 

^ 

◄ 



► 


DTR - DTR OUTPUT BIT 
RTS - RTS OUTPUT 
OUT1 - OUTi OUTPUT BIT 
OUT2-OUT2 OUTPUT BIT 


MCR— Modem Control Register 


290116-40 


This register controls the modem output pins. With 
multi — function pins it affects only the pins config- 
ured as general purpose output pins. All the output 
pins invert the data, i.e. their output will be the com- 
plement of the data written into this register. 


OUTO — OUTO Output Bit — This bit controls the 
OUTO pin. The output signal is the complement of 
this bit. 


OUTI — OUTI Output Bit— This bit controls the 
OUTI pin. The output signal is the complement of 
this bit. 


RTS — RTS Output Bit— This bit controls the RTS 
pin. The output signal is the complement of this bit. 

DTR— DTR Output Bit— This bit controls the DTR 
pin. The output signal is the complement of this bit. 



LCB Loopback Control Bit — This bit puts the 

82510 into loopback mode. The particular type of DATA REGISTERS 
loopback is selected via the IMD register. 

The data registers hold data or other information 
OUT2 — OUT2 Output Bit— This bit controls the and may be accessed at any time. 

OUT2 pin. The output signal is the complement of 
this bit. 


33. TXD— TRANSMIT DATA REGISTER 



290116-53 


This register holds the next data byte to be pushed 
into the Transmit FIFO. For character formats with 
more than eight bits of data, or with additional com- 
ponents (S/W Parity, Address Marker Bit) the addi- 
tional data bits should be written into the TxF regis- 


ter. When a byte is written to this register its con- 
tents, along with the contents of the TxF register, 
are pushed to the top of the Transmit FIFO. This 
register is write only. 
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This register holds some additional components of SP — Software Parity Bit — This bit is transmitted in 

the next character to be pushed into the Tx FIFO. S/W parity mode as the character’s parity bit. 

The contents of this register are pushed into the Tx 

FIFO with the Transmit Data register whenever the D8 — Ninth Bit of Data — In nine-bit character length 

TxD register is written to by the CPU. mode this bit is transmitted as the MSB (D8) bit. 

uLAN — uLAN Address Marker Bit— This bit is 
transmitted in uLAN mode as the address marker 
bit. 


35. RXD— RECEIVE DATA REGISTER 



This register holds the earliest received character in Rx Machine with the first received character. Read- 

the Rx FIFO. The character is right justified and ing the register causes the next register from the Rx 

leading bits are zeroed. This register is loaded by the FIFO to be loaded into RxD and RxF registers. 
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SPECIFICATIONS ABSOLUTE MAXIMUM RATINGS 


Ambient Temperature under Bias 0°C to 70°C 

Storage Temperature -65° to + 150°C 

Voltage on any Pin (w.r.t. Vss) ~ 0.5V to Vcc + 0.5V 

Voltage on Vcc Pin (w.r.t. Vss) -0.5V to + 7V 

Power Dissipation 300 mW 


D.C. SPECIFICATIONS 


D.C. CHARACTERISTICS (T A = 0° to 70°C, V C c = 5V ±10%) 


Symbol 

Parameter 

Notes 

Min 

Max 

Units 

V|L 

Input Low Voltage 

(D 

-0.5 

0.8 

V 

V|H 

Input High Voltage 

(D 

2.0 

Vcc “0.5 

V 

V OL 

Output Low Voltage 

(2), (9) 


0.45 

V 

V<DH 

Output High Voltage 

(3). (9) 

2.4 


V 

'Ll 

Input Leakage Current 

(4) 


±10 

/ulA 

Ilo 

3-State Leakage Current 

(5) 


±10 

jjlA 

icc 

Power Supply Current 

(6) 


3.8 

mA/MHz 

Ipd 

Power Down Supply 

(7) 


2 

mA 

•STBY 

Standby Supply Current 

(10) 


500 

juA 


RTS, DTR Strapping Current 

(11) 


0.4 

mA 

•OLR 

RTS, DTR Strapping Current 

(12) 

11 


mA 

Qn 

Input Capacitance 

(8) 


10 

PF 

Qo 

I/O Capacitance 

(8) 


10 

PF 

CXTAL 

XI, X2 Load 



10 

PF 


NOTES: 

1. Does not apply to CLK/X1 pin, when configured as crystal oscillator input (XI). 

2. @ Iql = 2 mA. 

3. @ Ioh = “0.4 mA - 

4. 0 < V|n < Vcc- 

5. 0.45V < VouT < (Vcc — 0-45). 

6. Vcc = 5.5V; V||_ = 0.5V (max); Vm = Vcc — 0.5V (min); 35 mA (max); Typical value = 2.5 mA/MHz (Not Tested); Ext 
IX CLK (9 MHz max); Iql = Ioh = 0. 

7- Vcc = 5.5V; V|j_ = GND; V|h = Vcc; Iol = Ioh = 0; device at power down mode, clock running. 

8. Freq = 1 MHz. 

9. Does not apply to OUT2/X2 pin, when configured as crystal oscillator output (X2). 

10. Same as 7, but input clock not running. 

11. Applies only during hardware reset for clock configuration options. Strapping current for logic HIGH. 

1 2. Applies only during hardware reset for clock configuration. Strapping current for logic LOW. 
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A.C. SPECIFICATIONS 

Testing Conditions: 

• All AC output parameters are under output load 
of 20 to 100 pF, unless otherwise specified. 

• AC testing inputs are driven at 2.4 for logic ‘i\ 
and 0.45V for logic ‘O’. Output timing measure- 
ments are made at 1.5V for both a logical ‘0’ 
and T. 

• In the following tables, the units are ns, unless 
otherwise specified. 

System Interface Specification— System Clock 
Specification: 

The 82510 system clock is supplied via the CLK pin 
or generated by an on-chip crystal oscillator. The 
clock is optionally divided by two. The CLK parame- 
ters are given separately for internal divide-by-two 
option ACTIVE and INACTIVE. 

The system clock (after division by two, if active) 
must be at least 16X the Tx or Rx baud rate (the 
faster of the two). 


SYSTEM CLOCK SPECIFICATIONS 


Symbol 

Parameter 

Min 

Max 

Notes 

DIVIDE BY TWO OPTION — ACTIVE 1 

Tcy/2 

CLK Period 

54 

250 

(2) 

TCLCH 

CLK Low Time 

25 



TCHCL 

CLK High Time 

25 



TCH1CH2 

CLK Rise Time 


10 

(D 

TCL2CL1 

CLK Fall Time 


10 

(D 

FXTAL 

External Crystal 
Frequency Rating 

4.0 

18.432 

MHz 


DIVIDE BY TWO OPTION— INACTIVE 

Tcy 

CLK Period 

108 



TCLCH 

CLK Low Tme 

54 



TCHCL 

CLK High Time 

44 

250 


TCH1CH2 

CLK Rise Time 


15 

(D 

TCL2CL1 

CLK FallTime 


15 

(D 


NOTES: 

1 . Rise/fall times are measured between 0.8 and 2.0V. 

2. Tcy in ACTIVE divide by two option is TWICE the input 
clock period. 


RESET SPECIFICATION 


Symbol 

Parameter 

Min 

Max 

Notes 

TRSHL 

Reset Width — CLK/X1 Configured to CLK 

8 Tcy 


(D 

TTLRSL 

RTS/DTR LOW Setup to Reset Inactive 

6 Tcy 


(2) 

TRSLTX 

RTS/DTR Low Hold after Reset Inactive 

0 

Tcy - 20 

(2) 


RESET f 

-N 




■« — TTLRSL — - 

- — TRSLTX — ► 


DTR/RTS \ 



/' 


; 

290116-43 


NOTES: 

1. In case of CLK/X1 configured as XI, 1 Ms is required to guarantee crystal oscillator wake-up. 

2. RTS/DTR are internally driven HIGH during RESET active time. The pin should be either left OPEN or externally driven 
LOW during RESET according to the required configuration of the system clock. These parameters specify the timing re- 
quirements on these pins, in case they are externally driven LOW during RESET. 

The maximum spec on TRSLTX requires that the RTS/DTR pins not be forced later than TRSLTX maximum. 
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READ CYCLE SPECIFICATIONS 


Symbol 

Parameter 

TRLRH 

RD Active Width 

TAVRL 

Address/CS Setup Time to RD Active 

TRHAX 

Address/CS Hold Time after RD Inactive 

TRLDV 

Data Out Valid Delay after RD Active 

TCIAD 

Command Inactive to Active Delay 

TRHDZ 

Data Out Float Delay after RD Inactive 


Min 

2 Tcy + 65 
7 
0 

Tcy + 15 


2Tcy + 65 


1 . Command refers to either Read or Write signals. 


h — TRLRH — ► TCIAD - 

TAVRL U- TRHAX H- 


WRITE CYCLE SPECIFICATION 


Symbol 

Parameter 

TWLWH 

WR Active Width 

TAVWL 

Address CS Setup Time to WR Active 

TWHAX 

Address and CS Hold Time after WR 

TDVWH 

Data in Setup Time to WR Inactive 

TWHDX 

Data in Hold Time after WR Inactive 


Min 

2Tcy + 15 
7 
0 

90 

12 


Max Notes 



Many of the serial interface pins have more than one function; sometimes the different functions have different timings. In 
such a case, the timing of each function of a pin is given separately. 
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SCLK PIN SPECIFICATION— 16x CLOCKING MODE 


Symbol 

Parameter 

Min 

Max 

Notes 

Txcy 

SCLK Period 

216 



TXLXH 

SCLK Low Time 

93 



TXHXL 

SCLK High Time 

93 



TXH1XH2 

SCLK Rise Time 


15 

(D 

TXL2XL1 

SCLK Fall Time 


15 

(D 


NOTE: 

1 . Rise/fall times are measured between 0.8 V and 2.0 V. 


SCLK PIN SPECIFICATION— lx CLOCK MODE 


Symbol 

Parameter 

Min 

Max 

Notes 

Txcy 

SCLK Period 

3500 



TXLXH 

SCLK Low Time 

1650 



TXHXL 

SCLK High Time 

1650 



TXH1XH2 

SCLK Rise Time 


15 

(D 

TXL2XL1 

SCLK Fall Time 


15 

(D 


NOTE: 

1 . Rise/fall times are measured between 0.8V and 2.0V. 


RXD SPECIFICATION (lx MODE) 


Symbol 

Parameter 

Min 

Max 

Notes 

TRPW 

RXD Setup Time to SCLK High 

250 



TRPD 

RXD Hold Time After SCLK High 

250 







SCLK \ 

_> 

TRPW 

TRPD ► 


RXD ) 

C ) 

, 

C 
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TXD SPECIFICATION (lx MODE) 


Symbol 

Parameter 

Min 

Max 

Notes 

TSCLKTXD 

TXD Valid Delay after SCLK Low 

— 

170 



REMOTE LOOPBACK SPECIFICATION 


Symbol 

Parameter 

Min 

Max 

Notes 

TRXDTXD 

TXD Delay after RXD 

— 

170 
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8273 

PROGRAMMABLE HDLC/SDLC 
PROTOCOL CONTROLLER 


■ CCITT X.25 Compatible 

■ HDLC/SDLC Compatible 

■ Full Duplex, Half Duplex, or Loop SDLC 
Operation 

■ Up to 64K Baud Synchronous Transfers 

■ Automatic FCS (CRC) Generation and 
Checking 

■ Up to 9.6K Baud with On-Board Phase 
Locked Loop 


■ Programmable NRZI Encode/Decode 

■ Two Programmable Modem Control 
Ports 

■ Digital Phase Locked Loop Clock 
Recovery 

■ Minimum CPU Overhead 

■ Fully Compatible with 8048/8080/ 
8085/8088/8086/80188/80186 CPUs 

■ Single + 5V Supply 


The Intel 8273 Programmable HDLC/SDLC Protocol Controller is a dedicated device designed to support the 
ISO/CCITT’s HDLC and IBM’s SDLC communication line protocols. It is fully compatible with Intel’s new high 
performance microcomputer systems such as the MCS 188/186™. A frame level command set is achieved by 
a unique microprogrammed dual processor chip architecture. The processing capability supported by the 8273 
relieves the system CPU of the low level real-time tasks normally associated with controllers. 


TxINT RESULT 

COMMAND 

RxINT RESULT 

PARAMETER 

TEST MODE 

STATUS 


RESULT 




o 


DATA 

BUS 




BUFFER l\j \/\ 


TxDRQ 

TxDACK 

RxDRQ 

rTdack 

TxINT 

RxINT 

RD 

WR 


READ/ 

WRITE 

DMA/ 

CONTROL 

LOGIC 


f\n/ 


INTERNAL DATA BUS 


CPU INTERFACE 



FLAG DET C 
Tx INT C 
CLK C 
RESET C 


TxDACK C 
TxDRQ C 
RxDACK C 
RxDRQ C 
RD C 
WR C 
Rx INT C 
DB0 C 
DB1 C 
DB2 C 
DB3 C 
DB4 C 
DB5 C 
DB6 £ 
DB7 Q 
GND Q 


39 3 

38 3 

37 J 
36 3 
35 3 
34 3 
33 3 
32 3 
31 3 
30 3 
29 3 
28 3 
27 P 
26 
25 
24 
23 
22 
21 


Vcc 

«r 4 

RTS 

pa; 

pa; 

PA 2 

CD 

CTS 

TxD 

TxC 

RxC 

RxD 

32xCLK 

CS 

DPLL 

Ai 

A) 


210479-2 

Figure 2. Configuration 


Figure 1. Block Diagram 
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A BRIEF DESCRIPTION OF 
HDLC/SDLC PROTOCOLS 


General 

The High Level Data Link Control (HDLC) is a stan- 
dard communication link protocol established by In- 
ternational Standards Organization (ISO). HDLC is 
the discipline used to implement ISO X.25 packet 
switching systems. 

The Synchronous Data Link Control (SDLC) is an 
IBM communication link protocol used to implement 
the System Network Architecture (SNA). Both the 
protocols are bit oriented, code independent, and 
ideal for full duplex communication. Some common 
applications include terminal to terminal, terminal to 
CPU, CPU to CPU, satellite communication, packet 
switching and other high speed data links. In sys- 
tems which require expensive cabling and intercon- 
nect hardware, any of the two protocols could be 
used to simplify interfacing (by going serial), thereby 
reducing interconnect hardware costs. Since both 
the protocols are speed independent, reducing inter- 
connect hardware could become an important appli- 
cation. 


Network 

In both the HDLC and SDLC line protocols, accord- 
ing to a pre-assigned hierarchy, a PRIMARY (Con- 
trol) STATION controls the overall network (data 
link) and issues commands to the SECONDARY 
(Slave) STATIONS. The latter comply with instruc- 
tions and respond by sending appropriate RE- 
SPONSES. Whenever a transmitting station must 
end transmission prematurely it sends an ABORT 
character. Upon detecting an abort character, a re- 
ceiving station ignores the transmission block called 
a FRAME. Time fill between frames can be accom- 
plished by transmitting either continuous frame pre- 
ambles called FLAGS or an abort character. A time 
fill within a frame is not permitted. Whenever a sta- 
tion receives a string of more than fifteen consecu- 
tive ones, the station goes into an IDLE state. 


Frames 

A single communication element is called a FRAME 
which can be used for both Link Control and data 
transfer purposes. The elements of a frame are the 


beginning eight bit FLAG (F) consisting of one zero, 
six ones, and a zero, an eight bit ADDRESS FIELD 
(A), an eight bit CONTROL FIELD (C), a variable 
(N-bit) INFORMATION FIELD (I), a sixteen bit 
FRAME CHECK SEQUENCE (FCS), and an eight bit 
end FLAG (F), having the same bit pattern as the 
beginning flag. In HDLC the Address (A) and Control 
(C) bytes are extendable. The HDLC and the SDLC 
use three types of frames; an Information Frame is 
used to transfer data, a Supervisory Frame is used 
for control purposes, and a Non-sequenced Frame 
is used for initialization and control of the secondary 
stations. 


Frame Characteristics 

An important characteristic of a frame is that is con- 
tents are made code transparent by use of a zero bit 
insertion and deletion technique. Thus, the user can 
adopt any format or code suitable for his system — it 
may even be a computer word length or a “memory 
dump”. The frame is bit oriented that is, bits, not 
characters in each field, have specific meanings. 
The Frame Check Sequence (FCS) is an error de- 
tection scheme similar to the Cyclic Redundancy 
Checkword (CRC) widely used in magnetic disk stor- 
age devices. The Command and Response informa- 
tion frames contain sequence numbers in the control 
fields identifying the sent and received frames. The 
sequence numbers are used in Error Recovery Pro- 
cedures (ERP) and as implicit acknowledgement of 
frame communication, enhancing the true full-duplex 
nature of the HDLC/SDLC protocols. 

In contrast, BISYNC is basically half-duplex (two way 
alternate) because of necessity to transmit immedi- 
ate acknowledgement frames. HDLC/SDLC there- 
fore saves propagation delay times and have a po- 
tential of twice the throughput rate of BISYNC. 

It is possible to use HDLC or SDLC over half duplex 
lines but there is a corresponding loss in throughput 
because both are primarily designed for full-duplex 
communication. As in any synchronous system, the 
bit rate is determined by the clock bits supplied by 
the modem, protocols themselves are speed inde- 
pendent. 

A byproduct of the use of zero-bit insertion-deletion 
technique is the non-return-to-zero invert (NRZI) 
data transmission/reception compatibility. The latter 
allows HDLC/SDLC protocols to be used with asyn- 
chronous data communication hardware in which 
the clocks are derived from the NRZI encoded data. 
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Figure 3. Frame Format 


Table 1. Pin Description 


Symbol 

Pin 

No. 

Type 

Name and Function 

Vcc 

40 


POWER SUPPLY: + 5V Supply. 

GND 



GROUND: Ground. 

RESET 

H 

■ 

RESET: A high signal on this pin will force the 8273 to an idle state. 
The 8273 will remain idle until acommand is issued by the CPU. The 
modem interface output signals are forced high. Reset must be true for 
a minimum of 10 TCY. 

CS 

n 

1 

CHIP SELECT: The RD and WR inputs are enabled by the chip select 
input. 




DATA BUS: The Data Bus lines are bidirectional three-state lines 
which interface with the system Data Bus. 


m 

H 

WRITE INPUT: The Write signal is used to control the transfer of either 
a command or data from CPU to the 8273. 

RD 


H 

READ INPUT: The Read signal is used to control the transfer of either 
a data byte or a status word from the 8273 to the CPU. 

TxINT 

H 

H 

TRANSMITTER INTERRUPT: The Transmitter interrupt signal 
indicates that the transmitter logic requires service. 

RxINT 

ii 

O 

RECEIVER INTERRUPT: The Receiver interrupt signal indicates that 
the Receiver logic requires service. 


6 

O 

TRANSMITTER DATA REQUEST: Requests a transfer of data 
between memory and the 8273 for a transmit operation. 

RxRDQ 

8 

0 

RECEIVER DMA REQUEST: Requests a transfer of data between the 
8273 and memory for a receive operation. 
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Table 1. Pin Description (Continued) 


Symbol 

Pin 

No. 

Type 

Name and Function 

TXDACK 

5 

1 

TRANSMITTER DMA ACKNOWLEDGE: The Transmitter DMA 
acknowledge signal notifies the 8273 that the TxDMA cycle has been 
granted. 

RxDACK 

7 

1 

RECEIVER DMA ACKNOWLEDGE: The Receiver DMA acknowledge 
signal notifies the 8273 that the RxDMA cycle has been granted. 

Aq-Ai 

21-22 

1 

ADDRESS: These two lines are CPU Interface Register Select lines. 

TxD 

29 

0 

TRANSMITTER DATA: This line transmits the serial data to the 
communication channel. 

TxC 

28 

1 

TRANSMITTER CLOCK: The transmitter clock is used to synchronize 
the transmit data. 

RxD 

26 

1 

RECEIVER DATA: This line receives serial data from the 
communication channel. 

RxC 

27 

1 

RECEIVER CLOCK: The Receiver Clock is used to synchronize the 
receive data. 

32X CLK 

25 

1 

32X CLOCK: The 32X clock is used to provide clock recovery when an 
asynchronous modem is used. In loop configuration the loop station 
can run without an accurate IX clock by using the 32X CLK in 
conjunction with the DPLL output. (This pin must be grounded when 
not used.) 

DPLL 

23 

0 

DIGITAL PHASE LOCKED LOOP: Digital Phase Locked Loop output 
can be tied to RxC and/or TxC when IX clock is not available. DPLL is 
used with 32X CLK. 

FLAGDET 

1 

0 

FLAG DETECT: Flag Detect signals that a flag (Oi l 11110) has been 
received by an active receiver. 

rTs 

35 

0 

REQUEST TO SEND: Request to Send signals that the 8273 is ready 
to transmit data. 

CTS 

30 

1 

CLEAR TO SEND: Clear to Send signals that the modem is ready to 
accept data from the 8273. 

CD 

31 

1 

CARRIER DETECT: Carrier Detect signals that the line transmission 
has started and the 8273 may begin to sample data on RxD line. 

PA2-4 

32-34 

1 

GENERAL PURPOSE INPUT PORTS: The logic levels on these lines 
can be Read by the CPU through the Data Bus Buffer. 

PBl-4 

36-39 

0 

GENERAL PURPOSE OUTPUT PORTS: The CPU can write these 
output lines through Data Bus Buffer. 

CLK 

3 

1 

CLOCK: A square wave TTL clock. 


2-83 



8273 


w 


FUNCTIONAL DESCRIPTION 


General 

The Intel 8273 HDLC/SDLC controller is a micro- 
computer peripheral device which supports the In- 
ternational Standards Organization (ISO) High Level 
Data Link Control (HDLC), and IBM Synchronous 
Data Link Control (SDLC) communications proto- 
cols. This controller minimizes CPU software by sup- 
porting a comprehensive frame-level instruction set 
and by hardware implementation of the low level 
tasks associated with frame assembly/disassembly 
and data integrity. The 8273 can be used in either 
synchronous or asynchronous applications. 

In asynchronous applications the data can be pro- 
grammed to be encoded/decoded in NRZI code. 
The clock is derived from the NRZI data using a digi- 
tal phase locked loop. The data transparency is 
achieved by using a zero-bit insertion/deletion tech- 
nique. The frames are automatically checked for er- 
rors during reception by verifying the Frame Check 
Sequence (FCS); the FCS is automatically generat- 
ed and appended before the final flag in transmit. 
The 8273 recognizes and can generate flags 
(01111110) Abort, Idle, and GA (EOP) characters. 

The 8273 can assume either a primary (control) or a 
secondary (slave) role. It can therefore be readily 
implemented in an SDLC loop configuration as typi- 
fied by the IBM 3650 Retail Store System by pro- 
gramming the 8273 into a one-bit delay mode. In 
such a configuration, a two wire pair can be effec- 
tively used for data transfer between controllers and 
loop stations. The digital phase locked loop output 
pin can be used by the loop station without the pres- 
ence of an accurate Tx clock. 


CPU Interface 

The CPU interface is optimized for the MCS-80/ 
85TM bus with an 8257 DMA controller. However, 
the interface is flexible, and allows either DMA or 
non-DMA data transfers, interrupt or non-interrupt 
driven. It further allows maximum line utilization by 
providing early interrupt mechanism for buffered 
(only the information field can be transferred to 
memory) Tx command overlapping. It also provides 
separate Rx and Tx interrupt output channels for ef- 
ficient operation. The 8273 keeps the interrupt re- 
quest active until all the associated interrupt results 
have been read. 

The CPU utilizes the CPU interface to specify com- 
mands and transfer data. It consists of seven regis- 
ters addressed via CIA, A-j, Ao, RD and WR signals 
and two independent data registers for receive data 
and transmit data. Ai, Aq are generally derived from 
two low order bits of the address bus. If an 8080 
based CPU is utilized, t he RD and WR s ignals may 
be driven by the 8228 I/OR and l/OW. The table 
shows the seven register select decoding: 


Ai 

Ao 






Register 

TxDACK 

RxDACK 

cs 

RD 

WR 

0 

0 

1 

1 

0 

1 

0 

Command 

0 

0 

1 

1 

0 

0 

1 

Status 

0 

1 

1 

1 

0 

1 

0 

Parameter 

0 

1 

1 

1 

0 

0 

1 

Result 

1 

0 

1 

1 

0 

1 

0 

Reset 

1 

0 

1 

1 

0 

0 

1 

TxINT Result 

1 

1 

1 

1 

0 

1 

0 

— - 

1 

1 

1 

1 

0 

0 

1 

RxINT Result 

X 

X 

0 

1 

1 

1 

0 

Transmit Data 

X 

X 

1 

0 

1 

0 

1 

Receive Data 
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Txl NT* RESULT 

COMMAND 

RxINT RESULT 

PARAMETER 

TEST MODE 

STATUS 


RESULT 


TxDRQ 

TxDACK 

RxDRQ 

RxDACK 


READ/ 

WRITE 

DMA/ 

CONTROL 

LOGIC 



INTERNAL DATA BUS ► 

CPU INTERFACE MODEM INTERFACE 


> 4. 8273 Block Diagram Showing CPU Interface Functions 
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Register Description 

COMMAND 

Operations are initiated by writing an appropriate 
command in the Command Register. 


PARAMETER 

Parameters of commands that' require additioal in- 
formation are written to this register. 

RESULT 

Contains an immediate result describing an outcome 
of an executed command. 

TRANSMIT INTERRUPT RESULT 

Contains the outcome of 8273 transmit operation 
(good/bad completion). 

RECEIVE INTERRUPT RESULT 

Contains the outcome of 8273 receive operation 
(good/bad completion), followed by additional re- 
sults which detail the reason for interrupt. 

STATUS 

The status register reflects the state of the 8273 
CPU Interface. 


DMA Data Transfers 

The 8273 CPU interface supports two independent 
data interfaces: receive data and transmit data. At 
high data transmission speeds the data transfer rate 
of the 8273 is great enough to justify the use of di- 
rect memory access (DMA) for the data transfers. 
When the 8273 is configured in DMA mode, the ele- 
ments of the DMA interfaces are: 


TxDRQ: TRANSMIT DMA REQUEST 

Requests a transfer of data between memory and 
the 8273 for a transmit operation. 


TxDACK: TRANSMIT DMA ACKNOWLEDGE 


The TxDACK signal notifies the 8273 that a transmit 
DMA cycle has been granted. It is also used with 
WR to Jransfer data to the 8273 in non-DMA mode. 
Note: RD must not be asserted while TxDACK is 
active. 


RxDRQ: RECEIVE DMA REQUEST 

Requests a transfer of data between the 8273 and 
memory for a receive operation. 


RxDACK: RECEIVE DMA ACKNOWLEDGE 


The RxDACK signal notifies the 8273 that a receive 
DMA cycle has been granted. It is also used with RD 
to read data from the 8273 in no n-DMA m ode. Note: 
WR must not be asserted while RxDACK is active. 


RD, WR: READ, WRITE 

The RD and WR signals are used to specify the di- 
rection of the data transfer. 

DMA transfers require the use of a DMA controller 
such as the Intel 8257. The function of the DMA 
controller is to provide sequential addresses and 
timing for the transfer, at a starting address deter- 
mined by the CPU. Counting of data blocks lengths 
is performed by the 8273. 

To request a DMA transfer the 8273 raises the ap- 
propriate DMA REQUEST. DMA ACKNOWLEDGE 
and READ enables DMA data onto the bus (inde- 
pendently of CHIP SELECT). DMA ACKNOWLEDGE 
and WRITE transfers DMA data to the 8273 (inde- 
pendent of CHIP SELECT). 

It is also possible to configure the 8273 in the non- 
DMA data transfer mode. In this mode the CPU 
module must pass data to the 8273 in response to 
non-DMA data requests indicated by status word. 


Modem Interface 

The 8273 Modem interface provides both dedicated 
and user defined modem control functions. All the 
control signals are active low so that EIA RS-232C 
inverting drivers (MC 1488) and inverting receivers 
(MC 1489) may be used to interface to standard mo- 
dems. For asynchronous operation, this interface 
supports programmable NRZI data encode/decode, 
a digital phase locked loop for efficient clock extrac- 
tion from NRZI data , and modem c ontro l ports with 
automatic CTS, CD monitoring and RTS generation. 
This interface also allows the 8273 to operate in 
PRE-FRAME SYNC mode in which the 8273 prefix- 
es 1 6 transitions to a frame to synchronize idle lines 
before transmission of the first flag. 

It should be noted that all the 8273 port operations 
deal with logical val ues, f or instance, bit DO of Port A 
will be a one when CTS (Pin 30) is a physical zero 
(logical one). 
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inter 

port a — input port Serial Data Logic 


Durin g operation, the 8273^ interrogates inp ut pin s 
CTS (Clear to Send) and CD (Carrier Detect). CTS is 
used to conditio n the start of a transmission. If dur- 
ing transmission CTS is lost the 8273 generates an 
interrupt. During reception, if CD is lost, the 8273 
generates an interrupt 


D/^^D 4 D)D 2 D i q ) 
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The user defined input bits correspond to the 8273 
PA 4 , PA 3 and PA 2 pins. The 8273 does not interro- 
gate or manipulate these bits. 

PORT B - OUTPUT PORT 

During normal operation, if the CPU sets RTS active, 
the 8273 will n ot change this pin; however, if the 
CPU sets RTS inactive, the 8273 will activate it be- 
fore each transmission and deactivate it one byte 
time after transmission. While the receiver is active 
the flag detect pin is pulsed each time a flag se- 
quence is detected in the receive data stream. Fol- 
lowing an 8273 reset, all pins of Port B are set to a 
high, inactive level. 
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The user defined output bits correspond to the state 
of PB 4 -PB 1 pins. The 8273 does not interrogate or 
manipulate these bits. 


The S erial data is synch ronized by the user transmit 
(TxC ) and receive (RxC) clocks. The leading edge of 
TxC gen erate s new transmit data and the trailing 
edge of RxC is used to capture receive data. The 
NRZI encoding/decoding of the receive and trans- 
mit data is programmable. 

The diagnostic features included in the Serial Data 
logic are programmable loop back of data and se- 
lectable clock for the receiver. In the loop-back 
mode, the data presented to the TxD pin is internally 
routed to the receive data input circuitry in place of 
the RxD pin, thus allowing a CPU to send a message 
to itself to verify operation of the 8273. 

In the selectable clock diagnostic feature, when the 
data is looped back, the receiver may be presented 
incorrect sample timing by the e xtern al circuitry. The 
user may select to substitute the TxC pin for the RxC 
input on-chip so that the clock used to generate the 
loop back data is used to sample it. S ince TxD is 
generated off the leading edge of TxC and RxD is 
sampled on the trailing edge, the selected clock al- 
lows bit synchronism. 

ASYNCHRONOUS MODE INTERFACE 

Although the 8273 is fully compatible with the 
HDLC/SDLC communication line protocols, which 
are primarily designed for sychronous communica- 
tion, the 8273 can also be used in asynchronous 
applications by using this interface. The interface 
employs a digital phase locked loop (DPLL) for clock 
recovery from a receive data stream and program- 
mable NRZI encoding and decoding of data. The 
use of NRZI coding with SDLC transmission guaran- 
tees that within a frame, data transitions will occur at 
least every five bit times — the longest sequence of 
ones which may be transmitted without zero-bit in- 
sertion. The DPLL should be used only when NRZI 
coding is used since the NRZI coding will transmit 
zero sequence as line transitions. The digital phase 
locked loop also facilitates full-duplex and half-du- 
plex asynchronous implementation with, or without 
modems. 
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Figure 5. 8273 Block Diagram Showing Control Logic Functions 
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DIGITAL PHASE LOCKED LOOP 

In asynchronous applications, the clock is derived 
from the receiver data stream by the use of the digi- 
tal phase locked loop (DPLL). The DPLL requires a 
clock input at 32 times the required b aud rate. The 
receive data (RxD) is sampled with this 32X CLK and 
the 8273 DPLL supplies a sample pulse nomminally 
centered on the RxD bit cells. The DPLL has a built- 
in “stiffness” which reduces sensitivity to line noise 
and bit distortion. This is accomplished by making 
phase error adjustments in discrete increments. 
Since the no minal pu lse is made to occur at 32 
counts of the 32X CLK, these counts are subtracted 
or added to the nominal, depending upon which 
quadrant of the four error quadrants the data edge 
occurs in. For example if an RxD edge is detected in 


quadrant A1, it is apparent that the DPLL sample 
“A” was placed too close to the trailing edge of the 
data cell; sample “B” will then be pla ced at T = 
(T nominal " 2 counts) = 30 counts of the 32X CLK to 
move the sample pulse “B” toward the nominal cen- 
ter of the next bit cell. A data edge occuring in quad- 
rant B1 would cause a sm aller adju stment of phase 
with T = 31 cou nts of the 32X CLK. Using this tech- 
nique the DPLL pulse will converge to nominal bit 
center within 12 data bit times, worst case, with con- 
stant incoming RxD edges. 

A method of attaining bit synchronism following a 
line idle is to use PRE-FRAME SYNC mode of trans- 
mission. 
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SYNCHRONOUS MODEM— DUPLEX OR HALF DUPLEX OPERATION 



ASYNCHRONOUS MODES— DUPLEX OR HALF DUPLEX OPERATION 
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ASYNCHRONOUS— NO MODEMS— DUPLEX OR HALF DUPLEX 
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SDLC LOOP 

The DPLL simplifies the SDLC loop station imple- 
mentation. In this application, each secondary sta- 
tion on a loop data link is a repeater set in one-bit 
delay mode. The signals sent out on the loop by the 
loop controller (primary station) are relayed from sta- 
tion to station then, back to the controller. Any sec- 


ondary station finding its address in the A field cap- 
tures the frame for action at that station. All received 
frames are relayed to the next station on the loop. 

Loop stations are required to derive bit timing from 
the incoming NRZI data stream. The DPLL gener- 
ates sample Rx clock timing for reception and uses 
the same clock to implement Tx clock timing. 
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Figure 8. SDLC Loop Application 
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PRINCIPLES OF OPERATION 

The 8273 is an intelligent peripheral controller which 
relieves the CPU of many of the rote tasks associat- 
ed with constructing and receiving frames. It is fully 
compatible with the MCS-80/85™ system bus. As a 
peripheral device, it accepts commands from a CPU, 
executes these commands and provides an Interrupt 
and Result back to the CPU at the end of the execu- 
tion. The communication with the CPU is done by 
activation of CS, RD, WR, pins while the A 1s A 0 se- 
lect the appropriate registers on the chip as de- 
scribed in the Hardware Description Section. 


The 8273 operation is composed of the following 
sequence of events: 



CPU WRITES COMMAND AND PARAMETERS INTO THE 
8273 COMMAND AND PARAMETER REGISTERS. 

| COMMAND PHASE J 

, l , 


| EXECUTION PHASE | 

THE 8273 IS ON ITS OWN TO CARRY OUT THE COMMAND. 

1 

THE 8273 SIGNALS THE CPU THAT THE EXECUTION 

| RESULT PHASE | 

HAS FINISHED. THE CPU MUST PERFORM A READ 
OPERATION OF ONE OR MORE OF THE REGISTERS. 
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The Command Place 

During the command phase, the software writes a 
command to the command register. The command 
bytes provide a general description of the type of 
operation requested. Many commands require more 
detailed information about the command. In such a 
case up to four parameters are written into the pa- 
rameter register. The flowchart of the command 
phase indicates that a command may not be issued 
if the Status Register indicates that the device is 
busy. Similarly if a parameter is issued when the Pa- 
rameter Buffer shows full, incorrect operation will oc- 
cur. 

The 8273 is a duplex device and both transmitter 
and receiver may each be executing a command or 
passing results at any given time. For this reason 
separate interrupt pins are provided. However, the 
command register must be used for one command 
sequence at a time. 

STATUS REGISTER 

The status register contains the status of the 8273 
activity. The description is as follows. 

D7 De D5 D4 D3 D2 Di Do 
1 CBSY 1 CBF | CPBF | CRBF | RxINT | TxINT | RxIRA | TxIRA | 


Bit 7 CBSY (Command Busy) 

Indicates in-progress command, set for CPU poll 
when Command Register is full, reset upon com- 
mand phase completion. It is improper to write a 
command when CBSY is set; it results in incorrect 
operation. 
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Figure 9. Command Phase Flowchart 

Bit 6 CBF (Command Buffer Full) 

Indicates that the command register is full, it is reset 
when the 8273 accepts the command byte but does 
not imply that execution has begun. 

Bit 5 CPBF (Command Parameter Buffer Full) 

CPBF is set when the parameter buffer is full, . and is 
reset by the 8273 when it accepts the parameter. 
The CPU may poll CPBF to determine when addi- 
tional parameters may be written. 
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Bit 4 CRBF (Command Result Buffer Full) 

Indicates that an executed command immediate re- 
sult is present in the Result Register. It is set by 
8273 and reset when CPU reads the result. 


Bit 3 RxINT (Receiver Interrupt) 

RxINT indicates that the receiver requires CPU at- 
tention. It is identical to RxINT (pin 11) and is set by 
the 8273 either upon good/bad completion of a 
specified command or by Non-DMA data transfer. It 
is reset only after the CPU has read the result byte 
or has received a data byte from the 8273 in a Non- 
DMA data transfer. 


Bit 2 TxINT (Transmitter Interrupt) 

The TxINT indicates that the transmitter requires 
CPU attention. It is identical to TxINT (pin 2). It is set 
by 8273 either upon good/bad completion of a spec- 
ified command or by Non-DMA data transfer. It is 
reset only after the CPU has read the result byte or 
has transferred transmit data byte to the 8273 in a 
Non-DMA transfer. 


Bit 1 RxIRA (Receiver Interrupt Result 
Available) 

The RxIRA is set by the 8273 when an interrupt re- 
sult byte is placed in the RxINT register. It is reset 
after the CPU has read the RxINT register. 


Bit 0 TxIRA (Transmitter Interrupt Result 
Available) 

The TxIRA is set by the 8273 when an interrupt re- 
sult byte is placed in the TxINT register. It is reset 
when the CPU has read the TxINT register. 

THE EXECUTION PHASE 

Upon accepting the last parameter, the 8273 enters 
into the Execution Phase. The execution phase may 
consist of a DMA or other activity, and may or may 
not require CPU intervention. The CPU intervention 
is eliminated in this phase if the system utilizes DMA 
for the data transfers, otherwise, for non-DMA data 
transfers, the CPU is interrupted by the 8273 via 
TxINT and RxINT pins, for each data byte request. 

THE RESULT PHASE 

During the result phase, the 8273 notifies the CPU of 
the execution outcome of a command. This phase is 
initiated by: 

1 . The successful completion of an operation 

2. An error detected during an operation. 

To facilitate quick network software decisions, two 
types of execution results are provided: 

1 . An Immediate Result 

2. A Non-lmmediate Result 


D 7 

°6 

°5 

D 4 

D 3 

D 2 


D o 









\ 


( \ 




f 





1 






j: 



°7 

d 6 

D S 


°7 

06 

»5 

d 4 d 3 

d 2 

Dl 

Do 

Receiver Interrupt Result Code 

Rx Status Aftar INT 

1 

1 

1 

All 8 bits received v 

A- 

* 

* 

0 

0 

0 

0 

0 

A-j match or general receive 

Active 

0 

0 

0 

Dq received 

srX- 

* 

* 

0 

0 

0 

0 

1 

A 2 match 

Active 

1 

0 

0 

D-j-Dg received 

/ ° 

0 

0 

0 

0 

0 

1 

1 

CRC error 

Active 

0 

1 

0 

D 2 -D 0 received 

V 

0 

0 

0 

0 

1 

0 

0 

Abort detected 

Active 

1 

1 

0 

Dg-Dg received 

\ 0 

0 

0 

0 

0 

1 

0 

1 

Idle detect 

Disabled 

0 

0 

1 

D 4 -Dg received 

0 

0 

0 

0 

0 

1 

1 

0 

EOP detected 

Disabled 

1 

0 

1 

Dg-Dg received 

0 

0 

0 

0 

0 

1 

1 

1 

Frame less than 32 bits 

Active 

0 

1 

1 

Dg-Dg received 7 

0 

0 

0 

0 

1 

0 

0 

0 

DMA overrun detected 

Disabled 





0 

0 

0 

0 

1 

0 

0 

1 

Memory buffer overflow 

Disabled 





0 

0 

0 

0 

1 

0 

1 

0 

Carrier detect failure 

Disabled 





0 

0 

0 

0 

1 

0 

1 . 

1 

Receive interrupt overrun 

Disabled 


* Partial Byte Received 
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Figure 10. Rx Interrupt Result Byte Format 
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0 

n 
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f 






0 

1 

c 

0 







0 

1 

0 1 


Early transmit interrupt 








Frame transmit complete 







' 

DMA underrun 




0 

1 


1 


Clear to Send (CTS) error 



1 

0 

D 0 0 


Abort complete 
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Figure 11. Tx Interrupt Result Byte Format 


Immediate result is provided by the 8273 for com- 
mands such as R ead P ort A and Read Port B which 
have information (CTS, CD, RTS, etc.) that the net- 
work software needs to make quick operational de- 
cisions. 

A command which cannot provide an immediate re- 
sult will generate an interrupt to signal the beginning 
of the Result phase. The immediate results are pro- 
vided in the Result Register; all non-immediate re- 
sults are available upon device interrupt, through Tx 
Interrupt Result Register Txl/R or Rx Interrupt Re- 
sult Register Rxl/R. The result may consist of a one- 
byte interrupt code indicating the condition for the 


interrupt and, if required, one or more bytes which 
detail the condition. 


Tx and Rx Interrupt Result Registers 

The Result Registers have a result code, the three 
high order bits D 7 -D 5 of which are set to zero for all 
but the receive command. This command result con- 
tains a count that indicates the number of bits re- 
ceived in the last byte. If a partial byte is received, 
the high order bits of the last data byte are indeter- 
minate. 

All results indicated in the command summary must 
be read during the result phase. 
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Figure 12. Result Phase Flowchart— Interrupt Results 
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Figure 13. (Rx Interrupt Service) 


DETAILED COMMAND DESCRIPTION 


General 

The 8273 HDLC/SDLC controller supports a com- 
prehensive set of high level commands which allows 
the 8273 to be readily used in full-duplex, half-du- 
plex, synchronous, asynchronous and SDLC loop 
configuration, with or without modems. These frame- 
level commands minimize CPU and software over- 
head. The 8273 has address and control byte buff- 
ers which allow the receive and transmit commands 
to be used in buffered or non-buffered modes. 

In buffered transmit mode, the 8273 transmits a flag 
automatically, reads the Address and Control buffer 
registers and transmits the fields, then via DMA, it 
fetches the information field. The 8273, having 
transmitted the information field, automatically ap- 
pends the Frame Check Sequence (FCS) and the 
end flag. Correspondingly, in buffered read mode, 
the Address and Control fields are stored in their 
respective buffer registers and only Information 
Field is transferred to memory. 


Since Address/Control field extension is normally 
done with software to maximize extension flexibility, 
the 8273 does not create or operate upon contents 
of the extended HDLC Address/Control fields. Ex- 
tended fields are transparently passed by the 8273 
to user as either interrupt results or data transfer 
requests. Software must assemble the fields for 
transmission and interrogate them upon reception. 

However, the user can take advantage of the power- 
ful 8273 commands to minimize CPU/Software 
overhead and simplify buffer management in han- 
dling extended fields. For instance buffered mode 
can be used to separate the first two bytes, then 
interrogate the others from buffer. Buffered mode is 
perfect for a two byte address field. 

The 8273 when programmed, recognizes protocol 
characters unique to HDLC such as Abort, which is a 
string of seven or more ones (01111111). Since 
Abort character is the same as the GA (EOP) char- 
acter used in SDLC Loop applications., Loop Trans- 
mit and Receive commands are not recommended 
to be used in HDLC. HDLC does not support Loop 
mode. 


In non-buffered transmit mode, the 8273 transmits 
the beginning flag automatically, then fetches and 
transmits the Address, Control and Information 
fields from the memory, appends the FCS character 
and an end flag. In the non-buffered receive mode 
the entire contents of a frame are sent to memory 
with the exception of the flags and FCS. 


HDLC Implementation 

HDLC Address and Control field are extendable. The 
extension is selected by setting the low order bit of 
the field to be extended to a one, a zero in the low 
order bit indicates the last byte of the respective 
field. 


Initialization Set/Reset Commands 

These commands are used to manipulate data with- 
in the 8273 registers. The Set commands have a 
single parameter which is a mask that corresponds 
to the bits to be set. (They perform a logical-OR of 
the specified register with the mask provided as a 
parameter). The Register commands have a single 
parameter which is a mask that has a zero in the bit 
positions that are to be reset. (They perform a logi- 
cal-AND of the specified register with the mask). 

SET ONE-BIT DELAY (CMD CODE A4) 



Ai 

A 0 

D 7 

D 6 

D 5 

d 4 

D 3 

d 2 

Di 

Do 

CMD: 

0 

0 

1 

0 

1 

0 

0 

1 

0 

0 

PAR: 

0 

1 

1 

0 

0 

0 

0 

0 

0 

0 
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When one bit delay is set, 8273 retransmits the re- 
ceived data stream one bit delayed. This mode is 
entered at a receiver character boundary, and 
should only be used by Loop Stations. 


RESET ONE-BIT DELAY (CMD CODE 64) 



Ai 

Ao 

D 7 

D 6 

D 5 

d 4 

D 3 

d 2 

Di 

Do 

CMD: 

0 

0 

0 

1 

1 

0 

0 

1 

0 

0 

PAR: 

0 

1 

0 

1 

1 

1 

1 

1 

1 

1 


The 8273 stops the one bit delayed retransmission 
mode. 


SET DATA TRANSFER MODE (CMD CODE 97) 



Ai 

Ao 

D 7 

D 6 

D 5 

d 4 

Do 

d 2 

Di 

Do 

CMD: 

0 

0 

1 

0 

0 

1 

0 

1 

1 

1 

PAR: 

0 

1 

0 

0 

0 

0 

0 

0 

0 

1 


When the data transfer mode is set, the 8273 will 
interrupt when data bytes are required for transmis- 
sion or are available from a receive. If a transmit 
interrupt occurs and the status indicates that there is 
no Transmit Result (TxIRA = 0), the interrupt is a 
transmit data request. If a receive interrupt occurs 
and the status indicates that there is no receive re- 
sult (RxIRA = 0), the interrupt is a receive data re- 
quest. 


RESET DATA TRANSFER MODE (CMD CODE 
57) 



Ai 

Ao 

D 7 

Do 

d 5 

D 4 

D 3 

D 2 

Di 

Do 

CMD: 

0 

0 

0 

1 

0 

1 

0 

1 

1 

1 

PAR: 

0 

1 

1 

1 

1 

1 

1 

1 

1 

0 


RESET OPERATING MODE (CMD CODE 51) 



Ai 

Ao 

D 7 

d 6 

D 5 

D 4 

D 3 

d 2 

Di 

Do 

CMD: 

0 

0 

0 

1 

0 

1 

0 

0 

0 

1 

PAR: 

0 

1 

1 

1 








Any mode switches set in CMD code 91 can be re- 
set using this command by placing zeros in the ap- 
propriate positions. 


(D5) HDLC MODE 


In HDLC mode, a bit sequence of seven ones 
(01111111) is interpreted as as an abort character. 
Otherwise, eight ones (011111111) signal an abort. 


(D4) EOP INTERRUPT MODE 

In EOP interrupt mode, an interrupt is generated 
whenever an EOP character (01 1 1 1 1 1 1) is detected 
by an active receiver. This mode is useful for the 
implementation of an SDLC loop controller in detect- 
ing the end of a message stream after a loop poll. 



(D3) TRANSMITTER EARLY INTERRUPT MODE 
(Tx) 

The early interrupt mode is specified to indicate 
when the 8273 should generate an end of frame in- 
terrupt. When set, an early interrupt is generated 
when the last data character has been passed to the 
8273. If the user software responds with another 
transmit command before the final flag is sent, the 
final flag interrupt will not be generated and a new 
frame will immediately begin when the current frame 
is complete. This permits frames to be separated by 
a single flag. If no additional Tx commands are pro- 
vided, a final interrupt will follow. 


If the Data Transfer Mode is reset, the 8273 data 
transfers are performed through the DMA requests 
without interrupting the CPU. 

SET OPERATING MODE (CMD CODE 91) 

A 1 A 0 °7 P 6 P 5 °4 P 3 °2 P 1 °0 
CMD: 0 0 1 0 0 1 0 0 0 1 
PAR: 0 10 0 f 



NOTE: 

In buffered mode, if a supervisory frame (no Infor- 
mation) Transmit command is sent in response to 
an early Transmit Interrupt, the 8273 will repeatedly 
transmit the same supervisory frame with one flag 
in between, until a non-supervisory transmit is is- 
sued. 

Early transmitter interrupt can be used in buffered 
mode by waiting for a transmit complete interrupt 
instead of early Transmit Interrupt before issuing a 
transmit frame command for a supervisory frame. 
See Figure 14. 
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Tx INTERRUPT PROCEDURE 



OTHER PROCESSING 
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Figure 14 

If this bit is zero, the interrupt will be generated only 
after the final flag has been transmitted. 


(D2) BUFFERED MODE 

If the buffered mode bit is set to a one, the first two 
bytes (normally the address (A) and control (C) 
fields) of a frame are buffered by the 8273. If this bit 
is a zero the address and control fields are passed 
to and from memory. 

(D1) PREFRAME SYNC MODE 

If this bit is set to a one the 8273 will transmit two 
characters before the first flag of a frame. 

To guarantee sixteen line transitions, the 8273 
sends two bytes of data (00)h if NRZI is set or data 
(55 ) h if NRZI is not set. 


(DO) FLAG STREAM MODE 

If this bit is set to a one, the following table outlines 
the operation of the transmitter. 


Transmitter State 

Action 

Idle 

Transmit or Transmit 1 
Transparent Active J 

Loop Transmit Active 
1 Bit Delay Active 

Send Flags Immediately. 

Send Flags After the 
Transmission Complete 

Ignore Command. 

Ignore Command. 


If this bit is reset to zero the following table outlines 
the operation of the transmitter 


Transmitter State 

Action 

IDLE 

Transmit or Transmit- 1 
Transparent Active J 

Loop Transmit Active 
1 Bit Delay Active 

Sends Idles on Next 
Character boundary. 

Send Idles after the 
Transmission 
is Complete. 

Ignore Command. 
Ignore Command. 


SET SERIAL I/O MODE (CMD CODE AO) 

*1 *0 °7 °6 Ds °4 °3 °2 °1 P 0 

CMD. 0010100000 
PAR: 0 1 0 0 0 0 0 

| 1 ° NRZI MODE 

1 » TxC -*>RxC 

1 = LOOP BACK TxD -»»RxD 

210479-16 

RESET SERIAL I/O MODE (CMD CODE 60) 


This command allows bits set in CMD code AO to be 
reset by placing zeros in the appropriate positions. 



Ai 

A o 

D 7 

D 6 

D 5 

D 4 

D 3 

D 2 

Pi 

Do 

CMD: 

0 

0 

0 

1 

1 

0 

0 

0 

0 

0 

PAR: 

0 

1 

1 

1 

1 

1 

1 





(D2) LOOP BACK 

If this bit is set to a one, the transmit data is internal- 
ly routed to the receive data circuitry. 
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(Di) TxC -> RxC Receive Commands 

If this bit is set to a one, the transmit clock is inter- The 8273 supports three receive commands: Gener- 

nally routed to the receive clock circuitry. It is nor- al Receive, Selective Receive, and Selective Loop 

mally used with the loop back bit (D2). Receive. 

(DO) NRZI MODE GENERAL RECEIVE (CMD CODE CO) 

If this bit is set to a one, NRZI encoding and decod- General receive is a receive mode in which frames 

ing of transmit and receive data is provided. If this bit are received regardless of the contents of the ad- 

is a zero, the transmit and receive data is treated as dress field, 
a normal positive logic bit stream. 

NRZI encoding specifies that a zero causes a 
change in the polarity of the transmitted signal and a 
one causes no polarity change. NRZI is used in all 
asynchronous operations. Refer to IBM document 
GA27-3093 for details. 


NOTES: 

1. If buffered mode is specified, the RO, R1 receive 
frame length (result) is the number of data bytes re- 
ceived. 

2. If non-buffered mode is specified, the RO, R1 re- 
ceive frame length (result) is the number of data 
bytes received plus two (the count includes the ad- 
dress and control bytes). 

3. The frame check sequence (FCS) is not trans- 
ferred to memory. 

4. Frames with less than 32 bits between flags are 
ignored (no interrupt generated) if the buffered 
mode is specified. 

5. In the non-buffered mode an interrupt is generat- 
ed when a less than 32 bit frame is received, since 
data transfer requests have occurred. 

6. The 8273 receive is always disabled when an 
Idle is received after a valid frame. The CPU mod- 
ule must issue a receive command to re-enable the 
receiver. 

7. The intervening ABORT character between a fi- 
nal flag and an IDLE does not generate an inter- 
rupt. 

8. If an ABORT Character is not preceded by a flag 
and is followed by an IDLE, an interrupt will be gen- 
erated for the ABORT followed by an IDLE interrupt 
one character time later. The reception of an 
ABORT will disable the receiver. 


Reset Device Command 



Ai 

Ao 

D 7 

D 6 

D 5 

d 4 

D 3 

d 2 

Di 

Do 

TMR: 

1 

0 

0 

0 

0 

0 

0 

0 

0 

1 

TMR: 

1 

0 

0 

0 

0 

0 

0 

0 

0 

0 


An 8273 reset command is executed by outputting a 

(01 )h followed by (00)h to the reset register (TMR). 

See 8273 AC timing characteristics for Reset pulse 

specifications. 

The reset command emulates the action of the reset 

pin. 

1) The modem control signals are forced high (inac- 
tive level). 

2) The 8273 status register flags are cleared. 

3) Any commands in progress are terminated imme- 
diately. 

4) The 8273 enters an idle state until the next com- 
mand is issued. 

5) The Serial I/O and Operating Mode registers are 
set to zero and DMA data register transfer mode 
is selected. 

6) The device assumes a non-loop SDLC terminal 
role. 
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SELECTIVE RECEIVE (CMD CODE Cl) 


CMD: 

PAR: 


PAR: 


PAR: 

PAR: 


A-j Aq D7 Dq D5 D4 D3 O2 Dr Dp 


0 

0 

1 1 0 0 0 0 0 1 

0 

1 

LEAST SIGNIFICANT BYTE 
OF THE RECEIVE 
BUFFER LENGTH (BO) 

0 

1 

MOST SIGNIFICANT BYTE 
OF RECEIVE 
BUFFER LENGTH (B1) 

0 

1 

RECEIVE FRAME ADDRESS 
MATCH FIELD ONE (A1) 

0 

1 

RECEIVE FRAME ADDRESS 
MATCH FIELD TWO (A2) 


Selective receive is a receive mode in which frames 
are ignored unless the address field matches any 
one of two address fields given to the 8273 as pa- 
rameters. 

When selective receive is used in HDLC the 8273 
looks at the first character, if extended, software 
must then decide if the message is for this unit. 


SELECTIVE LOOP RECEIVE (CMD CODE C2) 

A-| Aq D7 Dq D5 D4 D3 D2 Di Do 

CMD: 

PAR: 


PAR: 


PAR: 


PAR: 


0 

0 

_ l 

0 

0 

0 

0 

0 

0 

0 

LEAST SIGNIFICANT BYTE 
OF THE RECEIVE 
BUFFER LENGTH (BO) 

0 

1 

MOST SIGNIFICANT BYTE 
OF RECEIVE 
BUFFER LENGTH (B1) 

0 

1 

RECEIVE FRAME ADDRESS 
MATCH FIELD ONE (AI) 

0 

1 

RECEIVE FRAME ADDRESS 
MATCH FIELD TWO (A2) 


Selective loop receive operates like selective re- 
ceive except that the transmitter is placed in flag 
stream mode automatically after detecting an EOP 
(01111111) following a valid received frame. The 
one bit delay mode is also reset at the end of a 
selective loop receive. 


RECEIVE DISABLE (CMD CODE 5) 

Terminates an active receive command immediately. 

CMD: 

PAR: 


A-j Aq D7 Do D5 D4 D3 D2 Di Dq 


E 

E 

□ 

E 

E 

E 

E 

E 

E 

0 


NONE 


Transmit Commands 

The 8273 supports three transmit commands: 
Transmit Frame, Loop Transmit, Transmit Transpar- 
ent. 

TRANSMIT FRAME (CMD CODE C8) 

CMD: 

PAR: 

PAR: 

PAR: 

PAR: 


A-j Aq D7 Do D5 D4 D3 D2 D-| Dq 


0 

0 

1 1 0 0 1 0 0 0 

0 

1 

LEAST SIGNIFICANT BYTE OF 
FRAME LENGTH (LO) 

0 

1 

MOST SIGNIFICANT BYTE OF 
FRAME LENGTH (LI) 

0 

1 

ADDRESS FIELD OF TRANSMIT 
FRAME (A) 

0 

1 

■ 

CONTROL FIELD OF TRANSMIT 
FRAME (C) 


Transmits one frame including: initial flag, frame 
check sequence, and the final flag. 

If the buffered mode is specified, the LO, LI , frame 
length provides as a parameter is the length of the 
information field and the address and control fields 
must be input. 

In unbuffered mode the frame length provided must 
be the length of the information field plus two and 
the address and control fields must be the first two 
bytes of data. Thus only the frame length bytes are 
required as parameters. 
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LOOP TRANSMIT (CMD CODE CA) 

A-| Aq D7 D e D5 D4 D3 D2 D-| Do 

CMD: ' 

PAR: 

PAR: 

PAR.- 

PAR: 


0 

0 

110 0 10 10 

0 

i 

LEAST SIGNIFICANT BYTE OF 
FRAME LENGTH (L 0 ) 

0 

1 

MOST SIGNIFICANT BYTE OF 
FRAME LENGTH (LI) 

0 

1 

ADDRESS FIELD OF TRANSMIT 
FRAME (A) 

0 

1 

CONTROL FIELD OF TRANSMIT 
FRAME (C) 


Transmits one frame in the same manner as the 
transmit frame command except: 

1 ) If the flag stream mode is not active transmission 
will begin after a received EOP has been convert- 
ed to a flag. 

2) If the flag stream mode is active transmission will 
begin at the next flag boundary for buffered mode 
or at the third flag boundary for non-buffered 
mode. 


After an abort character (eight contiguous ones) is 
transmitted, the transmitter reverts to sending flags 
or idles as a function of the flag stream mode speci- 
fied. 


ABORT LOOP TRANSMIT (CMD CODE CE) 

A-j Ao D7 Dq D5 D4 D3 D2 D-j Dq 

CMD: ' 


0 

E 

0 

0 

0 

0 

0 

0 

0 

0 


PAR: NONE 

After a flag is transmitted the transmitter reverts to 
one bit delay mode. 

ABORT TRANSMIT TRANSPARENT (CMD CODE 
CD) 

A-| Aq D7 Do D5 D4 D3 D2 D-j Dq 


CMD: 

PAR: 


0 

0 

0 

0 

0 

0 

0 

0 

0 

0 


NONE 



The transmitter reverts to sending flags or idles as a 
function of the flag stream mode specified. 


3) At the end of a loop transmit the one-bit delay 
mode is entered and the flag stream mode is re- 
set. 


TRANSMIT TRANSPARENT (CMD CODED C9) 


CMD: 

PAR: 

PAR: 


A-1 Aq D7 D6 D5 D4 D3 D2 Di Do 


0 

0 

1 1 0 0 1 0 0 1 

0 

1 

LEAST SIGNIFICANT BYTE OF 
FRAME LENGTH (L0) 

0 

1 

MOST SIGNIFICANT BYTE OF 
FRAME LENGTH (LI) 


The 8273 will transmit a block of raw data without 
protocol, i.e., no zero bit insertion, flags, or frame 
check sequences. 


Abort Transmit Commands 

An abort command is supported for each type of 
transmit command. The abort commands are ig- 
nored if a transmit command is not in progress. 


ABORT TRANSMIT FRAME (CMD CODE CC) 

CMD: 

PAR: 


Ai Aq D7 Dg D5 D4 D3 D2 D-j Dq 


0 

0 

0 

0 

0 

0 

0 

0 

0 

0 


NONE 


Modem Control Commands 

The modem control commands are used to manipu- 
late the modem control ports. 

When read Port A or Port B commands are executed 
the result of the command is returned in the result 
register. The Bit Set Port B command requires a pa- 
rameter that is a mask that corresponds to the bits 
to be set. The Bit Reset Port B command requires a 
mask that has a zero in the bit positions that are to 
be reset. 


READ PORT A (CMD CODE 22) 

Ai Aq D7 De D5 D4 D3 D2 Di Dq 

CMD: 

PAR.- 

READ PORT B (CMD CODE 23) 

Ai Aq D7 De D5 D4 D3 D2 Di Dq 


0 

0 

0 

0 

0 

0 

0 

0 

0 

0 


PAR: NONE 


0 

0 

0 

0 

0 

0 

0 

0 

0 

0 


NONE 
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SET PORT B BITS (CMD CODE A3) 

This command allows user defined Port B pins to be 
set. 

A| A(j D 7 D 6 D 5 D 4 D 3 D 2 0 1 D 0 

CMD: 0 0 1 0 1 0 0 0 1 1 
PAR: 0 10 0 

1 1 1 RTS -REQUEST TO SEND 

USER DEFINED 

FLAG DETECT 

210479-35 

(D 5 ) flag detect 

This bit can be used to set the flag detect pin. How- 
ever, it will be reset when the next flag is detected. 

(D4-D!) USER DEFINED OUTPUTS 

These bits correspond to the state of the PB 4 -PB 1 
output pins. 


(D 0 ) REQUEST TO SEND 

This is a dedicted 8273 modem control signal, and 
reflects the same logical state of RTS pin. 

RESET PORT B BITS (CMD CODE 63) 

This command allows Port B user defined bits to be 
reset. 


A 1 Aq D 7 D 6 D 5 D 4 0 3 D 2 D, D 0 



This command allows Port B (D 4 -D- 1 ) user defined 
bits to be reset. These bits correspond to Output 
Port pins (PB 4 -PB 1 ). 


8273 Command Summary 


Command Description 

Command 

HEX 

Parameter 

Results 

Result 

Port 

Completion 

Interrupt 

Set One Bit Delay 

A4 

Set Mask 

None 


No 

Reset One Bit Delay 

64 

Reset Mask 

None 


No 

Set Data Transfer Mode 

97 

Set Mask 

None 

— 

No 

Reset Data Transfer Mode 

57 

Reset Mask 

None 

— 

No 

Set Operating Mode 

91 

Set Mask 

None 

— 

No 

Reset Operating Mode 

51 

Reset Mask 

None 

— 

No 

Set Serial I/O Mode 

AO 

Set Mask 

None 

— 

No 

Reset Serial I/O Mode 

60 

Reset Mask 

None 

— 

No 

General Receive 

GO 

BO, B1 

RIC,R0,R1,(A,C)(2) 

RXI/R 

Yes 

Selective Receive 

Cl 

B0,B1,A1,A2 

RIC,R0,R1,(A,C)<2) 

RXI/R 

Yes 

Selective Loop Receive 

C 2 

B0,B1,A1,A2 

RIC,R0,R1,(A,C)<2) 

RXI/R 

Yes 

Receive Disable 

C5 

None 

None 

— 

No 

Transmit Frame 

C 8 

L0,L1,(A,C)d) 

TIC 


mesm 

Loop Transmit 

CA 

L0,L1,(A,C)(D 

TIC 


i 

Transmit Transparent 

C9 

L0,L1 

TIC 



Abort Transmit Frame 

CC 

None 

TIC 


Yes 
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8273 Command Summary (Continued) 


Command Description 

Command 

HEX 

Parameter 

Results 

Result 

Port 

Completion 

Interrupt 

Abort Loop Transmit 

CE 

None 

TIC 

TXI/R 

Yes 

Abort Transmit Transparent 

CD 

None 

TIC 

TXI/R 

Yes 

Read Port A 

22 

None 

Port Value 

Result 

No 

Read Port B 

23 

None 

Port Value 

Result 

No 

Set Port B Bit 

A3 

Set Mask 

None 

— 

No 

Reset Port B Bit 

63 

Reset Mask 

None 

— 

No 


C — Control field of received frame. If non- 
buffered mode is specified this result is 
not provided. 

RXI/R — Receive interrupt result register. 

TXI/R — Transmit interrupt result register. 

RO — Least significant byte of the length of the 
frame received. 

R1 — Most significant byte of the length of the 
frame received. 

RIC — Receiver interrupt result code. 

TIC — Transmitter interrupt result code. 

not provided. 


1 . Issued only when in buffered mode. 

2. Read as results only in buffered mode. 

8273 Command Summary Key 

BO — Least significant byte of the receiver buff- 
er length. 

B1 — Most significant byte of the receive buffer 
length. 

LO — Least significant byte of the Tx frame 
length. 

LI— Most significant byte of the Tx frame 
length. 

A1 — Receive frame address match field one. 

A2 — Receive frame address match field two. 

A — Address field of received frame. If non- 
buffered mode is specified, this result is 


I GENERAL 
COMMAND I RECEIVE 

* (Ro. Ri) 


IDLE 

IDLE 








FLAG 

FLAG 

FLAG 

OR 

OR 

FLAG 

A 

C 

1, 

FCS 1 

fcs 2 

FLAG 

OR 

OR 

OR 

FLAG 

FLAG 








ABORT 

IDLE 

IDLE 


DMA REQUESTS 
OR 

DATA INTERRUPTS 


CPU INTERRUPTS 


U A k C 

1 : 1 

NON BUFFERED MODE 


FRAME 

COMPLETE 


il POSSIBLE 

IDLE INTERRUPT 
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Figure 15. Typical Frame Reception 

NOTE: 

In order to ensure proper operation to the maximum baud rate, Receive commands or Read/Write Port commands should 
be written only when either the transmitter or the receiver is inactive. In full duplex systems, it is recommended that these 
commands be issued after servicing a transmitter interrupt but before a new transmit command is issued. When operating in 
full Duplex (active transmitter or receiver) with commands, the maximum data rate decreases to 49K Baud. 
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Figure 16 b. Typical Frame Transmission, Non-Buffered Mode 
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Figure 17. 8273 System Diagram 


WAVEFORMS 

COMMAND PHASE 



Table 2. Command Phase Timing (Full Duplex) 


Symbol 

Timinn Paramptpr 

Buffered 

| Non-Buffered 

Unit 



Min 

Max 

Min 

Max 


T1 

Between Command & First Parameter 

13 

756 

13 

857 

tcy 

T2 

Between Consecutive Parameters 

10 

604 

10 

705 

tcy 

T3 

Command Parameter Buffer Full Bit 
Reset after Parmeter Loaded 

10 

604 

10 

705 

tcy 

T4 

Command Busy Bit Reset after Last 
Parameter 

128 

! 

702 

128 

. 

803 

tcy 

T5 

CPBF Bit Reset after Last Parameter 

10 

604 

10 

705 

tcy 
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WAVEFORMS (Continued) 

RECEIVER INTERRUPT 



Table 3. Receiver Interrupt Result Timing 


Symbol 

Timing Parameter (Clock Cycles) 

Buffered 

Non-Buffered 

Unit 

Min 

Max 

Min 

Max 

T1 

RxIRA Bit Set after RIC Read 

m 





T2 

RxINT Goes Away after Last Int. Result 
Read 

u 


H 


1 


TRANSMIT INTERRUPT 



Table 4. Transmit Interrupt Result 


Symbol 

Timing (Clock Cycle) 

Buffered 

Non-Buffered 

Unit 

Min 

Max 

Min 

Max 

T1 

TxINT Inactive after Int. Results Read 

13 

353 

13 

454 

tcy 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65°C to + 1 50°C 

Voltage on Any Pin With 

Respect to Ground -0.5V to + 7V 

Power Dissipation 1 Watt 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings’ ’ may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions ” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


D.C. CHARACTERISTICS 8273 (T A = 0°C to 70°C, V C c = + 5.0V ±5%) 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

VlL 

Input Low Voltage 

-0.5 

0.8 

V 


VlH 

Input High Voltage 

2.0 

Vcc + 0.5 

V 


VoL 

Output Low Voltage 


0.45 

V 

Iql = 2.0 mA for Data Bus Pins 
Iql = 1 -0 mA for Output Port Pins 
Iql = 1 -6 mA for All Other Pins 

VoH 

Output High Voltage 

2.4 


V 

Iqh = ~ 200 jmA for Data Bus Pins 
Iqh = “1 00 julA for All Other Pins 

IlL 

Input Load Current 


±10 

fxA 

V|N = Vcc t0 0V 

lOFL 

Output Leakage Current 

. 

±10 

jmA 

VquT = V CC to 0.45V 

•cc 

Vcc Supply Current 


180 

mA 



CAPACITANCE 8273 (T A = 25°c, v cc = gnd = ov) 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

C|N 

Input Capacitance 



10 

PF 

t c = 1 MHz 

C|/o 

I/O Capacitance 



20 

PF 

Unmeasured Pins 
Returned to GND 


A.C. CHARACTERISTICS (T A = 0°C to 70°C, V C c = +5.0V ±5%) 

CLOCK TIMING (8273) 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

tCY 

Clock 

250 


1000 

ns 

64K Baud Max 
Operating Rate 

tCL 

Clock Low 

120 



ns 

tCH 

Clock High 

120 



ns 
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A.C. CHARACTERISTICS 8273 (T A = o°C to 70°C, V C c = +5.0V ± 5%) 

READ CYCLE 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

*AC 

Select Setup to RD 

0 


ns 

(Note 2) 

tCA 

Select Hold from RD 

0 


ns 

(Note 2) 

tRR 

RD Pulse Width 

250 


ns 


tAD 

Data Delay from Address 



ns 

(Note 2) 

tRD 

Data Delay from RD 



ns 

C L = 1 50 pF, (Note 2) 

tDF 

Output Float Delay 

20 


ns 

Cl = 20 pF For Minimum; 
1 50 pF for Maximum 

*DC 

DACK Setup to RD 

25 


ns 


*CD 

DACK Hold from RD 

25 




*KD 

Data Delay from DACK 



ns 



WRITE CYCLE 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

Uc 

Select Setup to WR 

0 


ns 


tCA 

Select Hold from WR 

0 


ns 


tww 

WR Pulse Width 

250 


ns 


tDW 

Data Setup to WR 

150 


ns 


tWD 

Data Hold from WR 

0 


ns 


*DC 

DACK Setup to WR 

' 25 


ns 


tCD 

DACK Hold from WR 

25 


ns 



DMA 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

tCQ 

Request Hold from WR or RD 
(for Non-Burst Mode) 


200 

ns 



OTHER TIMING 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

tRSTW 

Reset Pulse Width 

10 


<CY 


t r 

Input Signal Rise Time 


20 

ns 


tf 

Input Signal Fall Time 


20 

ns 



Reset to First IOWR 

2 





32X Clock Cycle Time 

13.02Xt C Y 


ns 



32X Clock Low Time 



ns 


*CH32 

32X Clock High Time 

4XtcY 


ns 


tDPLL 

DPLL Output Low 

1 XtQY~50 


ns 
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A.C. CHARACTERISTICS 8273 (T A = 0°C to 70°C, V C c = + 5.0V ± 5%) (Continued) 


OTHER TIMING (Continued) 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

tDCL 

Data Clock Low 

1 X tQY — 50 


ns 


tDCH 

Data Clock High 

2Xt C y 


ns 


*DCY 

Data Clock 

62.5 XtcY 


ns 

(Note 3) 

*TD 

Transmit Data Delay 


200 

ns 


*DS 

Data Setup Time 

200 


ns 


tDH 

Data Hold Time 

100 


ns 


tFLD 

FLAG DET Output Low 

8XtQY ± 50 


ns 



NOTES: 

1. All timing measurements are made at the reference voltages unless otherwise specified: Input “1” at 2.0V, “0” at 0.8V; 
Output “1” at 2.0V, “0” at 0.8V. 

2. t A D, tRD, t A c, and tcA are not concurrent specs. 

3. If receive commands or Read/Write Port commands are issued while both the transmitter and receiver are active, this 
specification will be 81.5 Tqy min. 


A.C. TESTING INPUT, OUTPUT WAVEFORM 



A.C. Testing: Inputs are driven at 2.4V for a logic “1” and 0.45V 
for a logic “0”. Timing measurements are made at 2.0V for a logic 
“1” and 0.8V for a logic “0”. 


A.C. TESTING LOAD CIRCUIT 


DEVICE 

UNDER 

TEST 


±;C L = 150 pF 


210479-25 

C L = 150 pF 

C[_ Includes Jig Capacitance 


WAVEFORMS 


READ 
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WAVEFORMS (Continued) 

RECEIVE 
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MULTI-PROTOCOL SERIAL CONTROLLER (MPSC) 


■ Asynchronous, Byte Synchronous and 
Bit Synchronous Operation 

■ Two Independent Full Duplex 
Transmitters and Receivers 

■ Fully Compatible with 8048, 8051, 8085, 
8088, 8086, 80188 and 80186 CPU’s; 
8257 and 8237 DMA Controllers; and 
8089 I/O Proc. 

■ 4 Independent DMA Channels 

■ Baud Rate: DC to 880K Baud 

■ Asynchronous: 

— 5-8 Bit Character; Odd, Even, or No 
Parity; 1, 1.5 or 2 Stop Bits 
— Error Detection: Framing, Overrun, 
and Parity 


■ Byte Synchronous: 

— Character Synchronization, Int. or 
Ext. 

— One or Two Sync Characters 
— Automatic CRC Generation and 
Checking (CRC-16) 

— IBM Bisync Compatible 

■ Bit Synchronous: 

— SDLC/HDLC Flag Generation and 
Recognition 

— 8 Bit Address Recognition 
— Automatic Zero Bit Insertion and 
Deletion 

— Automatic CRC Generation and 
Checking (CCITT-16) 

— CCITT X.25 Compatible 

■ Available in EXPRESS and Military 


The Intel 8274 Multi-Protocol Series Controller (MPSC) is designed to interface High Speed Communications 
Lines using Asynchronous, IBM Bisync, and SDLC/HDLC protocol to Intel microcomputer systems. It can be 
interfaced with Intel’s MCS-48, -85, -51; iAPX-86, -88, -186 and -188 families, the 8237 DMA Controller, or the 
8089 I/O Processor in polled, interrupt driven, or DMA driven modes of operation. 


The MPSC is a 40 pin device fabricated using Intel’s High Performance HMOS Technology. 
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Figure 1. Block Diagram 
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Table 1. Pin Description 


Symbol 

Pin 

No. 

Type 

Name and Function 

CLK 

1 

1 

CLOCK: System clock, TTL compatible. 

RESET 

2 

1 

RESET: A low signal on this pin will force the MPSC to 
an idle state. TxDa and TxDb are forced high. The 
modem interface output signals are forced high. The 
MPSC will remain idle until the control registers are 
initialized. Reset must be true for one complete CLK 
cycle. 

CDa 

3 

1 

CARRIER DETECT (CHANNEL A): This interface signal 
is supplied by the modem to indicate that a data carrier 
signal has been detected and that a valid data signal is 
present on the RxDa line. If the auto enable control is 
set the 8274 will not enable the serial receiver until CDa 
has been activated. 

RxCb 

4 

1 

RECEIVE CLOCK (CHANNEL B): The serial data are 
shifted into the Receive Data input (RxDb) on the rising 
edge of the Receive Clock. 

CDb 

5 

1 

CARRIER DETECT (CHANNEL B): This interface signal 
is supplied by the modem to indicated that a data carrier 
signal has been detected and that a valid data signal is 
present on the RxDb line. If the auto enable control is 
set the 8274 will not enable the serial receiver until CDb 
has been activated. 

CTSb 

6 

1 

■ 

CLEAR TO SEND (CHANNEL B): This interface signal 
is supplied by the modem in response to an active RTS 
signal. CTS indicates that the data terminal/computer 
equipment is permitted to transmit data. In addition, if 
the auto enable control is set, the 8274 will not transmit 
data bytes until CTS has been activated. 

t^c b 

■ 

7 

1 

TRANSMIT CLOCK (CHANNEL B): The serial data are 
shifted out from the Transmit Data output (TxDb) on the 
falling edge of the Transmit Clock. 

TxD B 

8 

0 

TRANSMIT DATA (CHANNEL B): This pin transmits 
serial data to the communications channel (Channel B). 

RxD b 

9 

1 

RECEIVE DATA (CHANNEL B): This pin receives serial 
data from the communications channel (Channel B). 

SYNDETb 

/rts b 

10 

I/O 

SYNCHRONOUS DETECTION (CHANNEL B): This pin 
is used in byte synchronous mode .as either .an internal 
sync detect (output) or as a means to force external 
synchronization (input). In SDLC mode, this pin is an 
output indicating Flag detection. In asynchronous mode 
it is a general purpose input (Channel B). 

REQUEST TO SEND (CHANNEL B): General purpose 
output, generally used to signal that Channel B is ready 
to send data. When the RTS bit is reset in asynchronous 
mode, the signal does not go inactive (High) until the 
transmitter is empty. 

SYNDETb or RTSb selection is done by WR2; D7. 
(Channel A). 
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Table 1. Pin Description (Continued) 


Symbol 

Pin 

No. 

Type 

Name and Function 

rdy b / 

TxDRQa 

11 

o 

READY (CHANNEL B)/TRANSMITTER DMA 
REQUEST (CHANNEL A): In mode 0 this pin is RDY B 
and is used to synchronize data transfers between the 
processor and the MPSC (Channel B). In modes 1 and 2 
this pin is TxDRQa and is used by the Channel A 
transmitter to request a DMA transfer. 

DB7 

12 

I/O 

DATA BUS: The Data Bus lines are bidirectional three 
state lines which interface with the system’s Data Bus. 

DB6 

13 



DB5 

14 



DB4 

15 



DB3 

16 



DB2 

17 



DB1 

18 



DBO 

19 



GND 

20 


GROUND. 

Vcc 

40 


POWER: + 5V Supply 

CTSa 

39 

1 

CLEAR TO SEND (CHANNEL A): This interface signal 
is supplied by the Modem in response to an active RTS 
signal. CTS indicates that the data terminal/computer 
equipment is permitted to transmit data. In addition, if 
the auto enable control is set, the 8274 will not transmit 
data bytes until CTS has been activated. 

RTSa 

38 

0 

REQUEST TO SEND (CHANNEL A): General purpose 
output commonly used to signal that Channel A is ready 
to send data. When the RTS bit is reset in asynchronous 
mode, the signal does not go inactive (High) until the 
transmitter is empty. 

TxD a 

37 

0 

TRANSMIT DATA (CHANNEL A): This pin transmits 
serial data to the commmunications channel (Channel 
A). 

TxCa 


1 

TRANSMIT CLOCK (CHANNEL A): The serial data are 
shifted out from the T ransmit Data output (TxDa) on the 
falling edge of the T ransmit Clock. 

RxCa 


1 

RECEIVE CLOCK (CHANNEL A): The serial data are 
shifted into the Receive Data input (RxDa) on the rising 
edge of the Receive Clock. 

RxDa 

34 

1 

RECEIVE DATA (CHANNEL A): This pin receives serial 
data from the communications channel (Channel A). 

SYNDETa 

33 

I/O 

SYNCHRONOUS DETECTION (CHANNEL A): This pin 
is used in byte synchronous mode as either an internal 
sync detect (output) or as a means to force external 
synchronization (input). In SDLC mode, this pin is an 
output indicating flag detection. In asynchronous mode it 
is a general purpose input (Channel A). 
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Table 1. Pin Description (Continued) 


Symbol 

Pin 

No. 

Type 

Name and Function 

rdy a / 

RxDRQ a 

32 

o 

READY: In mode 0 this pin is RDY a and is used to 
synchronize data transfers between the processor and 
the MPSC (Channel A). In modes 1 and 2 this pin is 
RxDRQ a and is used by the channel A receiver to 
request a DMA transfer. 

DTRa 

31 

0 

DATA TERMINAL READY (CHANNEL A): General 
purpose output. 

IPO/ 

TxDRQb 

30 

0 

INTERRUPT PRIORITY OUT/TRANSMITTER DMA 
REQUEST (CHANNEL B): In modes 0 and 1 , this pin is 
Interrupt Priority Out. It is usedto establish a hardware 
interrupt priority scheme with IPI. It is low only if IPI is low 
and the controlling processor is not servicing an 
interrupt from this MPSC. In mode 2 it is TxDRQb and is 
used to request a DMA cycle for a transmit operation 
(Channel B). 

IP 1/ 

RxDRQb 

29 

I/O 

INTERRUPT PRIORITY IN/RECEIVER DMA 
REQUEST (CHANNEL B): In modes 0 and 1, IPI is 
Interrupt Priority In. A low on IPI means that no higher 
priority device is being serviced by the controlling 
processor’s interrupt service routine. In mode 2 this pin 
is RxDRQb and > s used to request a DMA cycle for a 
receive operation (Channel B). 

TnT 

28 

0 

INTERRUPT: The interrupt signal indicates that the 
highest priority internal interrupt requires service (open 
collector). Priority can be resolved via an external 
interrupt controller or a daisy-chain scheme. 

INTA 

27 

1 

INTERRUPT ACKNOWLEDGE: This Interrupt 
Acknowledge signal allows the highest priority 
interrupting device to generate an interrupt vector. This 
pin must be pulled high (inactive) in non-vector mode. 

DTR b 

26 

0 

DATA TERMINAL READY (CHANNEL B): This is a 
general purpose output. 

Ao 

25 

1 

ADDRESS: This line selects Channel A or B during data 
or command transfers. A low selects Channel A. 

Ai 

24 

1 

ADDRESS: This line selects between data or command 
information transfer. A low means data. 

cs 

23 

1 

CHIP SELECT: This signal selects the MSPC and 
enables reading from or writing into registers. 

RD 

22 

1 

READ: Read controls a data byte or status byte transfer 
from the MPSC to the CPU. 

WR 

21 

1 

WRITE: Write controls transfer of data or commands to 
the MPSC. 
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RESET 


When the 8274 RESET line is activitated, both 
MPSC channels enter the idle state. The serial out- 
put lines are forced to the m arking state (high) and 
the modem interface signals (RTS, DTR) are forced 
high. In addition, the pointers registers are set to 
zero. 


GENERAL DESCRIPTION 

The Intel 8274 Multi-Protocol Serial Controller is a 
microcomputer peripheral device which supports 
Asynchronous, Byte Synchronous (Monosync, IBM 
Bisync), and Bit Synchronous (ISO’s HDLC, IBM’s 
SDLC) protocols. This controller’s flexible architec- 
ture allows easy implementation of many variations 
of these three protocols with low software and hard- 
ware overhead. 

The Multi-Protocol Serial controller (MPSC) imple- 
ments two independent serial receiver/transmitter 
channels. 

The MPSC supports several microprocessor inter- 
face options: Polled, Wait, Interrupt driven and DMA 
driven. The MPSC is designed to support INTEL’S 
MCS-85 and iAPX 86, 88, 186, 188 families. 


FUNCTIONAL DESCRIPTION 

Additional information on Asynchronous and Syn- 
chronous Communications with the 8274 is available 
respectively in the Applications Notes AP 134 and 
AP 145. 

Command, parameter, and status information is 
stored in 21 registers within the MPSC (8 writable 
registers for each channel, 2 readable registers for 
Channel A and 3 readable registers for Channel B). 

In the following discussion, the writable registers will 
be referred to as WRO through WR7 and the read- 
able registers will be referred to as RRO through 
RR2. 

This section of the data sheet describes how the 
Asynchronous and Synchronous protocols are im- 
plemented in the MPSC. It describes general consid- 
erations, transmit operation, and receive operation 
for Asynchronous, Byte Synchronous, and Bit Syn- 
chronous protocols. 


ASYNCHRONOUS OPERATIONS 


Transmitter/Receiver Initialization 

(See Detailed Command Description Section for 

complete information) 

In order to operate in asynchronous mode, each 

MPSC channel must be initialized with the following 

information: 

1. Transmit/ Receive Clock Rate. This parameter is 
specified by bits 6 and 7 of WR4. The clock rate 
may be set to 1,16, 32, or 64 times the data-link 
bit rate. If the XI clock mode is selected, the bit 
synchronization must be accomplished externally. 

2. Number of Stop Bits. This parameter is specified 
by bits 2 and 3 of WR4. The number of stop bits 
may be set to 1, 1 y 2 , or 2. 

3. Parity Selection. Parity may be set for odd, even, 
or no parity by bits 0 and 1 of WR4. 

4. Receiver Character Length. This parameter sets 
the length of received characters to 5, 6, 7, or 8 
bits. This parameter is specified by bits 6 and 7 of 
WR3. 

5. Receiver Enable. The serial-channel receiver op- 
eration may be enabled or disabled by setting or 
clearing bit 0 of WR3. 

6. Transmitter Character Length. This parameter 
sets the length of transmitted characters to 5, 6, 
7, or 8 bits. This parameter is specified by bits 5 
and 6 of WR5. Characters of less than 5 bits in 
length may be transmitted by setting the transmit- 
ted length to five bits (set bits 5 and 6 of WR5 to 
0 ). 

The MPSC then determines the actual number of 
bits to be transmitted from the character data 
byte. The bits to be transmitted must be right justi- 
fied in the data byte, the next three bits must be 
set to 0 and all remaining bits must be set to 1. 
The following table illustrates the data formats for 
transmission of 1 to 5 bits of data. 


Byte Written 

Number of 
Bits Transmitted 

D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 

(Character Length) 

1 

1 

1 

1 

0 

0 

0 

c 

1 

1 

1 

1 

0 

0 

0 

c 

c 

2 

1 

1 

0 

0 

0 

c 

c 

c 

3 

1 

0 

0 

0 

c 

c 

c 

c 

4 

0 

0 

0 

c 

c 

c 

c 

c 

5 


7. Transmitter Enable. The serial channel transmit- 
ter operation may be enabled or disabled by set- 
ting or clearing bit 3 of WR5. 

8. Interrupt Mode. Specified by bits 3 and 4 of WR1. 
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For data transmission via a modem or RS-232-C in- 
terface, the following information must also be spec- 
ified: 

1. The Request To Send (RTS) (WR5; D1) and Data 
Terminal Ready (DTR) (WR5; D7) bits must be set 
along with the Transmit Enable bit (WR5; D3). 

2. Auto Enable may be set to allow the MPSC to 
automatically enable the channel transmitter 
when the clear-to-send signal is active and to au- 
tomatically enable the receiver when the carrier- 
detect signal is active. However, the Transmit En- 
able bit (WR3; D3) and Receive Enable bit (WR3; 
D1) must be set in order to use the Auto Enable 

• mode. Auto Enable is controlled by bit 5 of WR3. 

When loading Initialization parameters into the 
MPSC, WR4 information must be written before the 
WR1, WR3, WR5 parameters commands. 

During initialization, it is desirable to guarantee that 
the external/status latches reflect the latest inter- 
face information. Since up to two state changes are 
internally stored by the MPSC, at least two Reset 
External/Status Interrupt commands must be is- 
sued. This procedure is most easily accomplished by 
simply issuing this reset command whenever the 
pointer register is set during initialization. 

An MPSC initialization procedure (MPSC$RX$INIT) 
for asynchronous communication is listed in Intel 
Application Note AP 134. 

TRANSMIT 

The transmit function begins when the Transmit En- 
able bit (WR5; D3) is set. The MPSC automatically 
adds the start bit, the programmed parity bit (odd, 
even or no parity) and the programmed number of 
stop bits (1 , 1 .5 or 2 bits) to the data character being 
transmitted. 1 .5 stop bits option must be used with 
XI 6, X32 or X64 clock options only. The data char- 
acter is transmitted least significant bit first. 

The serial data are shifted out from the Transmit 
Data (TxD) output on the falling edge of the Transmit 
Clock (TxC) input at a rate programmable to 1 , Vieth, 
y 32 nd, or ^th of the clock rate supplied to the TxC 
input. 

The TxD output is held high when the transmitter 
has no data to send, unless, under program control, 
the Send Break (WR5; D4) command is issued to 
hold the TxD low. 

If the External /St atus I nterr upt bit (W R1; DO) is set, 
the status of CD, CTS and SYNDET are monitored 
and, if any changes occur for a period of time great- 
er than the minimu m sp ecified pulse width, an inter- 
rupt is generated. CTS is usually monitored using 
this interrupt feature (e.g., Auto Enable option). 


The Transmit Buffer Empty bit (RRO; D2) is set by 
the MPSC when the data byte from the buffer is 
loaded in the transmit shift register. Data should be 
written to the MPSC only when the Tx buffer be- 
comes empty to prevent overwriting. 


Receive 

The receive function begins when the Receive En- 
able (WR3; DO) bit is set. If the Auto Enable (WR3; 
D5) option is selected, then Carrier Detect (CD) 
must also be low. A valid start bit is detected if a low 
persists for at least y 2 bit time on the Receive Data 
(RxD) input. 

The data is sampled at mid-bit time, on the rising 
edge of RxC, until the entire character is assembled. 
The receiver inserts 1 ’s when a character is less 
than 8 bits. If parity (WR4; DO) is enabled and the 
character is less than 8 bits the parity bit is not 
stripped from the character. 


Error Reporting 

The receiver also stores error status for each of the 
3 data characters in the data buffer. Three error con- 
ditions may be encountered during data reception in 
the asynchronous mode: 

1 . Parity. If parity bits are computed and transmitted 
with each character and the MPSC is set to check 
parity (bit 0 in WR4 is set), a parity error will occur 
whenever the number of “1” bits within the char- 
acter (including the parity bit) does not match the 
odd/even setting of the parity check flag (bit 1 in 
WR4). When a parity error is detected, the parity 
error flag (RR1; D4) is set and remains set until it 
is reset by the Error Reset command (WRO; D5, 
D4, D3). 

2. Framing. A framing error will occur if a stop bit is 
not detected immediately following the parity bit (if 
parity checking is enabled) or immediately follow- 
ing the most-significant data bit (if parity checking 
is not enabled). When a Framing Error is detect- 
ed, the Framing Error bit (RR1; D6) is set and 
remains set until reset by the Error Reset Com- 
mand (WRO; D5, D4, D3). The detection of a 
Framing Error adds an additional y 2 bit time to the 
character time so the Framing Error is not inter- 
preted as a new start bit. 

3. Overrun. If the CPU fails to read a data character 
while more than three characters have been re- 
ceived, the Receive Overrun bit (RR1; D5) is set. 
When this occurs, the fourth character assembled 
replaces the third character in the receive buffers. 
Only the overwritten character is flagged with the 
Receive Overrun bit. The Receive Overrun bit 
(RR1; D5) is reset by the Error Reset command 
(WRO; D5, D4, D3). 
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External/Status Latches 

The MPSC continuously monitors the state of five 
external/status conditions: 

1 . CTS — clear-to-send input pin. 

2. CD — carrier-detect input pin. 

3. SYNDET — sync-detect input pin. This pin may be 
used as a general-purpose input in the asynchro- 
nous communication mode. 

4. BREAK— a break condition (series of space bits 
on the receiver input pin). 

5. TxUNDERRUN/EOM— Transmitter Underrun/ 
End of Message. 

A change of state in any of these monitored con- 
ditions will cause the associated status bit in RRO 
to be latched (and optionally cause an interrupt). 

If the External/Status Interrupt bit (WR1; DO) is 
enabled, Break Detect (RRO; D7) and Carrier De- 
tect (RRO; D3) will cause an interrupt. Reset Ex- 


ternal/Status interrupts (WRO; D5, D4, D3) will 
clear Break Detect and Carrier Detect bits if they 
are set. 

Command, parameter, and status information is 
stored in 21 registers within the MPSC (8 writable 
registers for each channel, 2 readable registers for 
Channel A and 3 readable registers for Channel B). 
They are all accessed via the command ports. 

An internal pointer register selects which of the com- 
mand or status registers will be read or written dur- 
ing a commmand/status access of an MPSC chan- 
nel. 

After reset, the contents of the pointer registers are 
zero. The first write to a command register causes 
the data to be loaded into Write Register 0 (WRO). 
The three least significant bits of WRO are loaded 
into the Command/Status Pointer. The next read or 
write operation accesses the read or write register 
selected by the pointer. The pointer is reset after the 
read or write operation is completed. 


COMMAND/STATUS 



MSB LSB 


Write Registers 


170102-3 


Figure 3. Command/Status Register Architecture (each serial channel) 
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Asynchronous Mode Register Setup 



D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 

WR3 

00 Rx 5 b/char 

01 Rx 7 b/char 

10 Tx 6 b/char 

11 Rx 8 b/char 

AUTO 

ENABLE 

0 

0 

0 

0 

Rx 

ENABLE 

WR4 

00 XI Clock 

01 XI 6 Clock 

10 X32 Clock 

1 1 X64 Clock 

0 

0 

01 1 STOP BIT 

10 iy 2 STOP BITS 

11 2 STOP BITS 

EVEN/ 

ODD 

PARITY 

PARITY 

ENABLE 

WR5 

DTR 

00 Tx ^ 5 b/char 

01 Tx 7 b/char 

10 Tx 6 b/char 

11 Tx 8 b/char 

SEND 

BREAK 

Tx 

ENABLE 

0 

RTS 

0 


SYNCHRONOUS OPERATION— 
MONOSYNC, BISYNC 


General 

The MPSC must be initialized with the following pa- 
rameters: odd or even parity (WR4; D1, DO), XI 
clock mode (WR4; D7, D6), 8- or 16-bit sync charac- 
ter (WR4; D5, D4), CRC polynomial (WR5; D2), 
Transmitter Enable (WR5; D3), interrupt modes 
(WR1, WR2), transmit character length (WR5; D6, 
D5) and receive character length (WR3; D7, D6). 
WR4 parameters must be written before WR1 , WR3, 
WR5, WR6 and WR7. 

The data is tran smitt ed on the falling edge of the 
Transmit Clock, (TxC) a nd is received on the rising 
edge of Receive Clock (RxC). The XI clock is used 
for both transmit and receive operations for all three 
sync modes: Mono, Bi and External. 


Transmit Set-Up— Monosync, Bisync 

Transmit data is held high after channel reset, or if 
the transmitter is not enabled. A break may be pro- 
grammed to generate a spacing line that begins as 
soon as the Send Break (WR5; D4) bit is set. With 
the transmitter fully initialized and enabled, the de- 
fault condition is continuous transmission of the 8- or 
1 6-bit sync character. 

Using interrupts for data transfer requires that the 
Transmit Interrupt/DMA Enable bit (WR1; D1) be 
set. An interrupt is generated each time the transmit 
buffer becomes empty. The interrupt can be satis- 
fied either by writing another character into the 
transmitter or by resetting the Transmitter Interrupt/ 
DMA Pending latch with a Reset Transmitter Inter- 



Synchronous Mode Register Setup — Monosync, Bisync 



D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 

WR3 

00 Rx 5 b/char 

01 Rx 7 b/char 

10 Tx 6 b/char 

11 Rx 8 b/char 

AUTO 

ENABLE 

ENTER 

HUNT 

MODE 

Rx CRC 
ENABLE 

0 

SYNC 

CHAR 

LOAD 

INHIBIT 

Rx 

ENABLE 

WR4 

0 

0 

00 8 bit Sync 

01 16 bit Sync 
1 1 Ext Sync 

0 

0 

EVEN/ 

ODD 

PARITY 

PARITY 

ENABLE 

WR5 

DTR 

00 Tx ^ 5 b/char 

01 Tx 7 b/char 

10 Tx 6 b/char 

11 Tx 8 b/char 

SEND 

BREAK 

Tx 

ENABLE 

1 

(SELECTS 

CRC-16) 

RTS 

Tx CRC 
ENABLE 
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rupt/DMA Pending Command (WRO; D5, D4, D3). If 
nothing more is written into the transmitter, there 
can be no further Transmit Buffer Empty interrupt, 
but this situation does cause a Transmit Underrun 
condition (RRO; D6). 

Data Transfers using the RDY signal are for soft- 
ware controlled data transfers such as block moves. 
RDY tells the CPU that the MPSC is not ready to 
accept/provide data and that the CPU must extend 
the output/input cycle. DMA data transfers use the 
TxDRQ A/B signals which indicate that the transmit 
buffer is empty, and that the MPSC is ready to ac- 
cept the next data character. If the data character is 
not loaded into the MPSC by the time the transmit 
shift register is empty, the MPSC enters the Trans- 
mit Underrun condition. 

The MPSC has two programmable options for solv- 
ing the transmit underrun condition: it can insert 
sync characters, or it can send the CRC characters 
generated so far, followed by sync characters. Fol- 
lowing a chip or channel reset, the Transmit Under- 
run/EOM status bit (RRO; D6) is in a set condition 
allowing the insertion of sync characters when there 
is no data to send. The CRC is not calculated on 
these automatically inserted sync characters. When 
the CPU detects the end message, a Reset Transmit 
Underrun/EOM command can be issued. This al- 
lows CRC to be sent when the transmitter has no 
data to send. 

In the case of sync insertion, an interrupt is generat- 
ed only after the first automatically inserted sync 
character has been loaded in the Transmit Shift 
Register. The status register indicates the Transmit 
Underrun/EOM bit and the Transmit Buffer Empty 
bit are set. 

In the case of CRC insertion, the Transmit Under- 
run/EOM bit is set and the Transmit Buffer Empty bit 
is reset while CRC is being sent. When CRC has 
been completely sent, the Transmit Buffer Empty 
status bit is set and an interrupt is generated to indi- 
cate to the CPU that another message can begin 
(this interrupt occurs because CRC has been sent 
and sync has been loaded into the Tx Shift Regis- 
ter). If no more messages are to be sent, the pro- 
gram can terminate transmission by resetting RTS, 
and disabling the transmitter (WR5; D3). 

Bisync CRC Generation. Setting the Transmit CRC 
enable bit (WR5; DO) indicates CRC accumulation 
when the program sends the first data character to 
the MPSC. Although the MPSC automatically trans- 
mits up to two sync characters (16 bit sync), it is 
wise to send a few more sync characters ahead of 
the message (before enabling Transmit CRC) to en- 
sure synchronization at the receiving end. 


The Transmit CRC Enable bit can be changed on 
the fly any time in the message to include or exclude 
a particular data character from CRC accumulation. 
The Transmit CRC Enable bit should be in the de- 
sired state when the data character is loaded into 
the transmit shift register. To ensure this bit in the 
proper state, the Transmit CRC Enable bit must be 
issued before sending the data character to the 
MPSC. 

Transmit Transparent Mode. Transparent mode 
(Bisync protocol) operation is made possible by the 
ability to change Transmit CRC Enable on the fly 
and by the additional capability of inserting 16 bit 
sync characters. Exclusion of DLE characters from 
CRC calculation can be achieved by disabling CRC 
calculation immediately preceding the DLE charac- 
ter transfer to the MPSC. 

In the transmit mode, the transmitter always sends 
the programmed number of sync bits (8 or 1 6) (WR4; 
D5, D4). When in the Monosync mode, the transmit- 
ter sends from WR6 and the receiver compares 
against WR7. One or two CRC polynomials, CRC 16 
or SDLC, may be used with synchronous modes. In 
the transmit initialization process, the CRC genera- 
tor is initialized by setting the Reset Transmit CRC 
Generator command (WRO; D7, D6). 

The External/Status interrupt (WR1; DO) m ode can 
be used to monitor the status of the CTS input as 
well as the Transmit Underrun/EOM latch. Optional- 
ly, the Auto Enable (WR3; D5) f eatur e can be used 
to enable the transmitter when CTS is active. The 
first data transfer to the MPSC can begin when the 
External /Status interrupt (CTS (RRO; D5) status bit 
set) occurs following the Transmit Enable command 
(WR5; D3). 


Receive 

After a channel reset, the receiver is in the Hunt 
phase, during which the MPSC looks for character 
synchronization. The Hunt begins only when the re- 
ceiver is enabled and data transfer begins only when 
character synchronization has been achieved. If 
character synchronization is lost, the hunt phase can 
be re-entered by writing the Enter Hunt Phase (WR3; 
D4) bit. The assembly of received data continues 
until the MPSC is reset or_until the receiver is dis- 
abled (by command or by CD while in the Auto En- 
ables mode) or until the CPU sets the Enter Hunt 
Phase bit. Linder program control, all the leading 
sync characters of the message can be inhibited 
from loading the receive buffers by setting the Sync 
Character Load Inhibit (WR3; D1) bit. After character 
synchronization is achieved the assembled charac- 
ters are transferred to the receive data FIFO. After 
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receiving the first data character, the Sync Charac- 
ter Load Inhibit bit should be reset to zero so that all 
characters are received, including the sync charac- 
ters. This is important because the received CRC 
may look like a sync character and not get received. 

Data may be transferred with or without interrupts. 
Transferring data without interrupts is used for a 
purely polled operation or for off-line conditions. 
There are two interrupt modes available for data 
transfer: Interrupt on First Character Only and Inter- 
rupt on Every Character. 

Interrupt on First Character Only mode is normally 
used to start a polling loop, a block transfer se- 
quence using RDY to synchronize the CPU to the 
incoming data rate, or a DMA transfer using the 
RxDRQ signal. The MPSC interrupts on the first 
character and thereafter only interrupts after a Spe- 
cial Receive Condition is detected. This mode can 
be reinitialized using the Enable Interrupt On Next 
Receive Character (WRO; D5, D4, D3) command 
which allows the next character received to gener- 
ate an interrupt. Parity Errors do not cause inter- 
rupts, but End of Frame (SDLC operation) and Re- 
ceive Overrun do cause interrupts in this mode. If 
the external status interrupts (WR1; DO) are enabled 
an interrupt may be generated any time the CD 
changes state. 

Interrupt On Every Character mode generates an in- 
terrupt whenever a character enters the receive 
buffer. Errors and Special Receive Conditions gener- 
ate a special vector if the Status Affects Vector 
(WR1B; D2) is selected. Also the Parity Error may be 
programmed (WR1 ; D4, D3) not to generate the spe- 
cial vector while in the Interrupt On Every Character 
mode. 


modes. The Special Receive Condition interrupt is 
caused by the Receive Overrun (RR1 ; D5) error con- 
dition. The error status reflects an error in the cur- 
rent word in the receive buffer, in addition to any 
Parity or Overrun errors since the last Error Reset 
(WRO; D5, D4, D3). The Receive Overrun and Parity 
error status bits are latched and can only be reset by 
the Error Reset (WRO; D5, D4, D3) command. 


The CRC check result may be obtained by checking 
for CRC bit (RR1 ; D6). This bit gives the valid CRC 
result 16 bit times after the second CRC byte has 
been read from the MPSC. After reading the second 
CRC byte, the user software must read two more 
characters (may be sync characters) before check- 
ing for CRC result in RR1 . Also for proper CRC com- 
putation by the receiver, the user software must re- 
set the Receive CRC Checker (WRO; D7, D6) after 
receiving the first valid data character. The receive 
CRC Enable bit (WR3; D3) may also be enabled at 
this time. 



SYNCHRONOUS OPERATION— SDLC 


General 

Like the other synchronous operations the SDLC 
mode must be initialized with the following parame- 
ters: SDLC mode (WR4; D5, D4), SDLC polynomial 
(WR5; D2), Request to Send, Data Terminal Ready, 
transmit character length (WR5; D6, D5), interrupt 
modes (WR1; WR2), Transmit Enable (WR5; D3), 
Receive Enable (WR3; DO), Auto Enable (WR3; D5) 
and External/Status Interrupt (WR1; DO). WR4 pa- 
rameters must be written before WR1, WR3, WR5, 
WR6 and WR7. 


The Special Receive Condition interrupt can only oc- The Interrupt modes for SDLC operation are similar 
cur while in the Receive Interrupt On First Character those discussed previously in the synchronous 

Only or the Interrupt On Every Receive Character operations section. 


Synchronous Mode Register Setup — SDLC/HDLC 



D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 

WR3 

00 Rx 5 b/char 

01 Rx 7 b/char 

10 Rx 6 b/char 

11 Rx 8 b/char 

AUTO 

ENABLES 

ENTER 

HUNT 

MODE 

Rx 

CRC 

ENABLE 

ADDRESS 

SEARCH 

MODE 

0 

Rx 

WR4 

0 

0 

1 0 
(SELECTS SDLC/ 
HDLC MODE) 

0 

0 

0 

0 

WR5 

DTR 

00 Tx ^ 5 b/char 

01 Tx 7 b/char 

10 Tx 6 b/char 

1 1 Tx 8 b/char 

SEND 

BREAK 

Tx 

ENABLE 

0 

(SELECTS 

SDLC/HDLC 

CRC) 

RTS 

Tx 

CRC 

ENABLE 
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Transmit 

After a channel reset, the MPSC begins sending 
SDLC flags. 

Following the flags in an SDLC operation the 8-bit 
address field, control field and information field may 
be sent to the MPSC by the microprocessor. The 
MPSC transmits the Frame Check Sequence using 
the Transmit Underrun feature. The MPSC automati- 
cally inserts a zero after every sequence of 5 con- 
secutive I’s except when transmitting Flags or 
Aborts. 

SDLC — like protocols do not have provision for fill 
characters within a message. The MPSC therefore 
automatically terminates an SDLC frame when the 
transmit data buffer and output shift register have no 
more bits to send. It does this by sending the two 
bytes of CRC and then one or more flags. This al- 
lows very high-speed transmissions under DMA or 
CPU control without requiring the CPU to respond 
quickly to the end-of-message situation. 

After a reset, the Transmit Underrun/EOM status bit 
is in the set state and prevents the insertion of CRC 
characters during the time there is no data to send. 
Flag characters are sent. The MPSC begins to send 
the frame when data is written into the transmit buff- 
er. Between the time the first data byte is written, 
and the end of the message, the Reset Transmit 
Underrun/EOM (WRO; D7, D6) command must be 
issued. The Transmit Underrun/EOM status bit 
(RRO; D6) is in the reset state at the end of the 
message which automatically sends the CRC char- 
acters. 

The MPSC may be programmed to issue a Send 
Abort command {WRO; D5, D4, D3). This command 
causes at least eight 1’s but less than fourteen 1’s to 
be sent before the line reverts to continuous flags. 


Receive 

After initialization, the MPSC enters the Hunt phase, 
and remains in the Hunt phase until the first Flag is 
received. The MPSC never again enters the Hunt 
phase unless the microprocessor writes the Enter 
Hunt command. The MPSC will also detect flags 
separated by a single zero. For example, the bit pat- 
tern 011111101111110 will be detected as two 
flags. 


The MPSC can be programmed to receive all frames 
or it can be programmed to the Address Search 
Mode. In the Address Search Mode, only frames 
with addresses that match the value in WR6 or the 
global address (OFFH) are received by the MPSC. 
Extended address recognition must be done by the 
microprocessor software. 

The control and information fields are received as 
data. 

SDLC/HDLC CRC calculation does not have an 8- 
bit delay, since all characters are included in the cal- 
culation, unlike Byte Synchronous Protocols. 

Reception of an abort sequence (7 or more 1 ’s) will 
cause the Break/ Abort bit (RRO; D7) to be set and 
will cause an External /Status interrupt, if enabled. 
After the Reset External/Status Interrupts Com- 
mand has been issued, a second interrupt will occur 
at the end of the abort sequence. 


MPSC 


Detailed Command/Status Description 

GENERAL 

The MPSC supports an extremely flexible set of seri- 
al and system interface modes. 


The system interface to the CPU consists of 8 ports 
or buffers: 


cs 

Ai 

A 0 

Read Operation 

Write Operation 

0 

0 

0 

Ch. A Data Read 

Ch. A Data Write 

0 

1 

0 

Ch. A Status Read 

Ch. A Command/Parameter 

0 

0 

1 

Ch. B Data Read 

Ch. B Data Write 

0 

1 

1 

Ch. B Status Read 

Ch. B Command/Parameter 

1 

X 

X 

High Impedance 

High Impedance 


Data buffers are addressed by A+ = 0, and Com- 
mand ports are addressed by A*| = 1 . 

COMMAND/STATUS DESCRIPTION 

The following command and status bytes are used 
during initialization and execution phases of opera- 
tion. All Command/Status operations on the two 
channels are identical, and independent, except 
where noted. 
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Detailed Register Description 

Write Register 0 (WRO): 


MSB LSB 





COMMAND/STATUS POINT ER 
REGISTER POINTER 


n 

0 NULL CODE 

1 SEND ABORT (SDLC) 

0 RESET EXT/STATUS INTERRUPTS 

1 CHANNEL RESET 

0 ENABLE INTERRUPT ON NEXT Rx 
CHARACTER 

1 RESET TxINT/DMA PENDING 

0 ERROR RESET 

1 END OF INTERRUPT* 


r 

0 o 
0 0 
0 1 
0 1 

1 0 

1 Q 
1 1 
1 1 


‘Channel A only 



NULL CODE 

RESET Rx CRC CHECKER 
RESET Tx CRC GENERATOR 
RESET Tx UNDERRUN/EOM LATCH 

170102-4 


WRO 

D2, D1, DO — Command/Status Register Pointer bits 
determine which write-register the next byte is to be 
written into, or which read-register the next byte is to 
be read from. After reset, the first byte written into 
either channel goes into WRO. Following a read or 
write to any register (except WRO) the pointer will 
point to WRO. 

D5, D4, D3 — Command bits determine which of the 
basic seven commands are to be performed. 

Command 0 Null — has no effect. 

Command 1 Send Abort — causes the generation 
of eight to thirteen 1’s when in the 
SDLC mode. 


Command 2 Reset External /Status Interrupts — 
resets the latched status bits of RRO 
and re-enables them, allowing inter- 
rupts to occur again. 

Command 3 Channel Reset — resets the Latched 
Status bits of RRO, the interrupt prior- 
itization logic and all control registers 
for the channel. Four extra system 
clock cycles should be allowed for 
MPSC reset time before any addition- 
al commands or controls are written 
into the channel. 


Command 4 


Command 5 


Command 6 


Enable Interrupt on Next Receive 
Character — if the Interrupt on First 
Receive Character mode is selected, 
this command reactivates that mode 
after each complete message is re- 
ceived to prepare the MPSC for the 
next message. 

Reset Transmitter Interrupt/ DMA 
Pending — if The Transmit Interrupt/ 
DMA Enable mode is selected, the 
MPSC automatically interrupts or re- 
quests DMA data transfer when the 
transmit buffer becomes empty. 
When there are no more characters 
to be sent, issuing this command pre- 
vents further transmitter interrupts or 
DMA requests until the next charac- 
ter has been completely sent. 



Error Reset — error latches, Parity 
and Overrun errors in RR1 are reset. 


Command 7 End of Interrupt — resets the inter- 
rupt-in-service latch of the highest- 
priority internal device under service. 

D7, D6 CRC Reset Code. 

00 Null — has no effect. 

01 Reset Receive CRC Checker — re- 

sets the CRC checker to 0’s. If in 
SDLC mode the CRC checker is ini- 
tialized to all 1 ’s. 


10 Reset Transmit CRC Generator — re- 

sets the CRC generator to 0’s. If in 
SDLC mode the CRC generator’s ini- 
tialized to all 1’s. 


11 Reset Tx Underrun/End of Message 

Latch. 
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Write Register 1 (WR1): 


MSB LSB 


E 

D6 

_1 

D4 J D3 


_°1 

DO 


EXT INTERRUPT 
ENABLE 


TxiNTERRUPT/ 
DMA ENABLE 


1 VARIABLE 

STATUS AFFECTS VECTOR 


VECTOR(CHBONLY) 0 - FIXED 
(NULL CODE CM A) VECTOR 



0 0 RxINT/DMA DISABLE 


0 1 RxINT ON FIRST CHAR OR SPECIAL 

CONDITION 

1 0 INT ON ALL Rx CHAR (PARITY AFFECTS 

VECTOR) OR SPECIAL CONDITION 

1 1 INTON ALL Rx CHAR (PARITY DOES 

NOT AFFECT VECTOR) OR SPECIAL 
CONDITION 


1 = WAIT ON Rx. 0 WAIT ON Tx 


MUST BE ZERO 


WAIT ENABLE 1 ENABLE, 0 DISABLE 


170102-5 


D4, D3 
0 0 
0 1 

1 0 
1 1 
D5 


D6 

D7 

WR2 

D1, DO 


WR1 

DO 


D1 


D2 


External /Status Interrupt Enable — al- 
lows interrupt to occur as t he re sult 
of transi tions on the CD, CTS or 
SYNDET inputs. Also allows inter- 
rupts as the result of a Break/Abort 
detection and termination, or at the 
beginning of CRC, or sync character 
transmission when the Transmit Un- 
derrun/EOM latch becomes set. 

Transmitter Interrupt/DMA Enable — 
allows the MPSC to interrupt or re- 
quest a DMA transfer when the 
transmitter buffer becomes empty. 

Status Affects vector — (WR1, D2 ac- 
tive in channel B only.) If this bit is 
not set, then the fixed vector, pro- 
grammed in WR2, is returned from 
an interrupt acknowledge sequence. 
If the bit if set then the vector re- 
turned from an interrupt acknowl- 
edge is variable as shown in the In- 
terrupt Vector Table. 


0 0 

0 1 

1 0 

1 1 
D2 

0 

1 

D5, D4, D3 


Receive Interrupt Mode. 

Receive Interrupts/DMA Disabled. 

Receive Interrupt on First Character 
Only or Special Condition. 

interrupt on All Receive Characters 
or Special Condition (Parity Error is a 
Special Receive Condition). 

Interrupt on All Receive Characters 
or Special Condition (Parity Error is 
not a Special Receive Condition). 

Wait on Receive/T ransmit— when 
the following conditions are met the 
RDY pin is activated, otherwise it is 
held in the High-Z state. (Conditions: 
lnterrupt_ Enabled Mode, Wait En- 
abled, CS = 0, AO = 0/1, and A1 = 
0). The RDY pin is pulled low when 
the transmitter buffer is full or the re- 
ceiver buffer is empty and it is driven 
High when the transmitter buffer is 
empty or the receiver buffer is full. 
The RDYa and RDYb may be wired 
OR connected since only one signal 
is active at any one time while the 
other is in the High Z state. 

Must be Zero. 

Wait Enable — enables the wait func- 
tion. 

Channel A Only 

System Configuration — These speci- 
fy the data transfer from MPSC chan- 
nels to the CPU, either interrupt or 
DMA based. 

Channel A and Channel B both use 
interrupts. 

Channel A uses DMA, Channel B 
uses interrupts. 

Channel A and Channel B both use 
DMA. 

Illegal Code. 

Priority — this bit specifies the relative 
priorities of the internal MPSC inter- 
rupt/DMA sources. 

(Highest) RxA, TxA, RxB, TxB, ExTA, 
ExTB (Lowest). 

(Highest) RxA, RxB, TxA, TxB, ExTA, 
ExTB (Lowest). 

Interrupt Code— specifies the behav- 
ior of the MPSC when it receives an 
interrupt acknowledge sequence 
from the CPU. (See Interrupt Vector 
Mode Table.) 


< 
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0 X X 


1 0 0 


Non-vectored interrupts — intended 

for use with external DMA CON- 
TROLLER. The Data Bus remains in 
a high impedance state during INTA 
sequences. 

8085 Vector Mode 1 — intended for 
use as the primary MPSC in a daisy 
chained priority structure. (See Sys- 
tem Interface section). 


1 0 1 8085 Vector Mode 2 — intended for 

use as any secondary MPSC in a dai- 
sy chained priority structure. (See 
System Interface section). 

1 1 0 8086/88 Vector Mode — intended for 

use as either a primary or secondary 
in a daisy chained priority structure. 
(See System Interface section). 

D6 Must be zero. 

D7 zero Pin 10 = RTSb 

one Pin 10 = SYNDET B 


Write Register 2 (WR2): Channel A Only 



BOTH INTERRUPT 


A DMA. B INT 


1 PRIORITY RxA RxB TxA TxB EXTA* EXTB* 

0 PRIORITY RxA TxA RxB TxB EXTA* EXTB* 


8085 MODE 1 


8085 MODE 2 


8086/88 MODE 


1 VECTORED INTERRUPT 
0 NON VECTORED INTERRUPT 


MUST BE ZERO 


1 PIN 10 SYNDET b 


0 PIN 10 RTS r 


NOTE: 

*External Status Interrupt only if EXT Interrupt Enable (WR1; DO) is set. 
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The following table describes the MPSC’s response to an interrupt acknowledge sequence: 


D5 

D4 

D3 

IPI 

MODE 

INTA 

Data Bus 

0 

X 

X 

X 

Non-vectored 

Any INTA 

D7 DO 

High Impedance 

1 

0 

0 

0 

85 Mode 1 

1st INTA 
2nd INTA 
3rd INTA 

1 10 0 11 0 1 
V7 V6 V5 V4* V3* V2* VI VO 

0 0 0 0 0 0 0 0 

1 

0 

0 

1 

85 Mode 1 

1st INTA 
2nd INTA 
3rd INTA 

110 0 110 1 
High Impedance 
High Impedance 

1 

1 

0 

0 

86 Mode 

1st INTA 
2nd INTA 

High Impedance 

V7 V6 V5 V4 V3 V2* VI* V0* 

1 

0 

1 

0 

85 Mode 2 

1st INTA 
2nd INTA 
3rd INTA 

High Impedance 

V7 V6 V5 V4* V3* V2* VI V0 

0 0 0 0 0 0 "0 0 

1 

0 

1 

1 

85 Mode 2 

1st INTA 
2nd INTA 
3rd INTA 

High Impedance 
High Impedance 
High Impedance 

1 

1 

0 

1 

86 Mode 

1st INTA 
2nd INTA 

High Impedance 
High Impedance 


NOTE: 

*These bits are variable if the “status affects vector” mode has been programmed, (WR1B, D2). 


Interrupt/DMA Mode, Pin Functions, and Priority 


Ch. A WR2 

Int/DMA 

Mode 

Pin Functions 

• ' 

Priority 

Highest Lowest 

rdy a / 

RxORQa 
P in 32 

rdy b / 

TxDRQa 
P in 11 

PIP/ 

RxDRQb 
P in 29 

IPO/ 
TxDRQb 
P in 30 

ca 

ca 




□ 

□ 

□ 







RxA, TxA, RxB, TxB, EXT A , EXT B 

u 

D 

□ 

INT 



0 

B 




RxDRQa 

TxDRQa 

ipi 

IPO 

RxA, TxA (DMA) 


INT 

RxAd), RxB, TxB, EXT A , EXT B (INT) 

1 

B 


DMA 


RxA, TxA (DMA) 



RxAd), RxB, TxB, EXT A , EXT B (INT) 

0 





RxDRQa 

TxDRQa 

RxDRQb 

TxDRQb 

RxA, TxA, RxB, TxB (DMA) 

RxAd), RxBd), EXT A , EXT b , (INT) 

n 





RxA, RxB, TxA, TxB, (DMA) 
RxAd), RxBd), EXT a , EXT b (INT) 


NOTE: 

1 . Special Receive Condition 
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Interrupt Vector Mode Table 


8085 Modes 
8086/88 Mode 

v 4 v 3 v 2 

V 2 V, Vo 

Channel 

Condition 


0 0 0 
0 0 1 
0 1 0 
0 1 1 

B 

Tx Buffer Empty 
Ext/Status Change 
Rx Char. Available 
Special Rx Condition 
(Note 1) 


1 0 0 
1 0 1 
1 1 0 
1 1 1 

A 

Tx Buffer Empty 
Ext/Status Change 
Rx Char. Available 
Special Rx Condition 
(Note 1) 


NOTE: 

1. Special Receive Condition = Parity Error, Rx Overrun Error, Framing Error, End of Frame (SDLC). 


Write Register 2 (WR2): Channel B 


MSB LSB 


I V7 V6 V5 V4 V3 V2 VI VO | 

I 1 I 1 IlL . 1 l_J 

V v ' 


interrupt 

Vector 


170102-7 


WR2 CHANNEL B 

D7-D0 Interrupt vector — This register con- 

tains the value of the interrupt vector 
placed on the data bus during inter- 
rupt acknowledge sequences. 


Write Register 3 (WR3): 


MSB LSB 



0 0 Rx 5 BITS/CHAR 

0 1 Rx 7 BITS/CHAR 

1 0 Rx 6 BITS/CHAR 

1 1 Rx 8 BITS/CHAR 

170102-8 
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WR3 

DO Receiver Enable — A one enables the 

receiver to begin. This bit should be 
set only after the receiver has been 
initialized. 

D1 Sync Character Load Inhibit — A one 

prevents the receiver from loading 
sync characters into the receive buff- 
ers. In SDLC, this bit must be zero. 

D2 Address Search Mode — If the SDLC 

mode has been selected, the MPSC 
will receive all frames unless this bit 
is a 1. If this bit is a 1, the MPSC will 
receive only frames with address 
(OFFH) or the value loaded into WR6. 
This bit must be zero in non-SDLC 
modes. 

D3 Receive CRC Enable — A one in this 

bit enables (or re-enables) CRC cal- 
culation. CRC calculation starts with 
the last character placed in the Re- 
ceiver FIFO. A zero in this bit dis- 
ables, but does not reset, the Receiv- 
er CRC generator. 

D4 Enter Hunt Phase— After initializa- 

tion, the MPSC automatically enters 
the Hunt mode. If synchronization is 
lost, the Hunt phase can be re-en- 
tered by writing a one to this bit. 

D5 Auto Enable — A one written to this 

bit causes CD to be autom atic e nable 
signal for the receiver and CTS to be 
an automatic enable signal for the 
transmitter. A zero written t o thi s bit 
limits the effect of CD and CTS sig- 
nals to setting/resetting their corre- 
sponding bits in the status register 
(RRO). 

D7, D6 Receive Character length 

0 0 Receive 5 Data bits/character 

0 1 Receive 7 Data bits/character 

1 0 Receive 6 Data bits/character 

1 1 Receive 8 Data bits/character 

WR4 

DO Parity — A one in this bit causes a par- 

ity bit to be added to the pro- 
grammed number of data bits per 
character for both the transmitted 
and received character. If the MPSC 
is programmed to receive 8 bits per 
character, the parity bit is not trans- 
ferred to the microprocessor. With 
other receiver character lengths, the 
parity bit is transferred to the micro- 
processor. 


Write Register 4 (WR4): 


MSB LSB 



0 1 XI 6 CLOCK 

1 0 X32 CLOCK 

1 1 X64 CLOCK 

170102-9 


D1 Even/Odd Parity— If parity is en- 

abled, a one in this bit causes the 
MPSC to transmit and expect even, 
parity, and a zero causes it to send 
and expect odd parity. 

D3, D2 Stop bits/sync mode 


0 0 Selects synchronous modes 

0 1 Async mode, 1 stop bit/character 

1 0 Async mode, 1 y 2 stop bits/character 

11 Async mode, 2 stop bits/ character 

D5, D4 Sync mode select 

0 0 8-bit sync character 

0 1 16-bit sync character 

1 0 SDLC mode (Flag sync) 

1 1 External sync mode 

D7, D6 Clock Mode— Selects the clock/data 

rate multiplier for both the receiver 
and the transmitter. 1 x mode must be 
selected for synchronous modes. If 
the lx mode is selected, bit synchro- 
nization must be done externally. 
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0 0 Clock rate = Data rate x 1 D1 

0 1 Clock rate = Data rate x 1 6 

1 0 Clock rate = Data rate x 32 

1 1 Clock rate = Data rate x 64 


Write Register 5 (WR5): 



D3 


D4 


D6, D5 
0 0 
0 1 
1 0 
1 1 


Request to Sen d— A one in this bit 
forces the RTS pin activ e (low ) and 
zero in this bit forces the RTS pin in- 
active (high). 

CRC Select — A one in this bit selects 
the CRC- 16 polynomial (X 16 + Xi 5 
+ X 2 + 1) and a zero in this bit se- 
lects the CCITT-CRC polynomial (X 16 
+ XI 2 + X5 + 1). In SDLC mode, 
CCITT-CRC must be selected. 


Transmitter Enable — A zero in this bit 
forces a marking state on the trans- 
mitter output. If this bit is set to zero 
during data or sync character trans- 
mission, the marking state is entered 
after the character has been sent. If 
this bit is set to zero during transmis- 
sion of a CRC character, sync or flag 
bits are substituted for the remainder 
of the CRC bits. 



Send Break — A one in this bit forces 
the transmit data low. A zero in this 
bit allows normal transmitter opera- 
tion. 


T ransmit Character length 
Transmit 1-5 bits/character 


Transmit 7 bits/character 


Transmit 6 bits/character 
Transmit 8 bits/character 


WR5 

DO Transmit CRC Enable — A one in this 

bit enables the transmitter CRC gen- 
erator. The CRC calculation is done 
when a character is moved from the 
transmit buffer into the shift register. 
A zero in this bit disables CRC calcu- 
lations. If this bit is not set when a 
transmitter underrun occurs, the CRC 
will not be sent. 


Bits to be sent must be right justified least significant 
bit first, e.g.: 

D7 D6 D5 D4 D3 D2 D1 DO 
0 0 B5 B4 B3 B2 B1 BO 

D7 Dat a Ter minal Ready — When set, this bit forces 
the DTR pin a ctive (low). When reset, this bit 
forces the DTR pin inactive (high). 


Five or less mode allows transmission of one to five bits per character. The 
microprocessor must format the data in the following way: 


D7 

D6 

D5 

D4 

D3 

D2 

D1 

DO 


1 

1 

1 

1 

0 

0 

0 

BO 

Sends one data bit 

1 

1 

1 

0 

0 

0 

B1 

BO 

Sends two data bits 

1 

1 

0 

0 

0 

B2 

B1 

BO 

Sends three data bits 

1 

0 

0 

0 

B3 

B2 

B1 

BO 

Sends four data bits 

0 

0 

0 

B4 

B3 

B2 

B1 

BO 

Sends five data bits 
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Write Register 6 (WR6): Write Register 7 (WR7): 



WR6 

D7-D0 Sync/ Address — This register con- 

tains the transmit sync character in 
Monosync mode, the low order 8 
sync bits in Bisync mode, or the Ad- 
dress byte in SDLC mode. 

WR7 

D7-D0 Sync/Flag — This register contains 

the receive sync character in Mono- 
sync mode, the high order 8 sync bits 
in Bisync mode, or the Flag character 
(01 1 1 1 1 1 0) in SDLC mode. WR7 is 
not used in External Sync mode. 


RRO 

DO Receive Character Available — This 

bit is set when the receive FIFO con- 
tains data and is reset when the 
FIFO is empty. 

D1 Interrupt In-Service* — If an Internal 

Interrupt is pending, this bit is set at 
the falling edge of the second INTA 
pulse of an INTA cycle. In non-vec- 
tored mode, this_bit is set at the fall- 
ing edge of RD after pointer 2 is 
specified. This bit is reset when an 
EOI command is issued and there 
are no other interrupts in-service at 
that time. 

D2 Transmit Buffer Empty — This bit is 

set whenever the transmit buffer is 

*This bit is only valid when TPl is active low and is 

always zero in Channel B. 


Read Register 0 (RRO): 
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empty except when CRC characters 
are being sent in a synchronous 
mode. This bit is reset when the 
transmit buffer is loaded. This bit is 
set after an MPSC reset. 

Carrier Detect — This bit contains the 
state of the CD pin at the time of the 
last change of any of the External/ 
Status bits (CD, CTS, Sync/Hunt, 
Break/Abort, or Tx Underrun/EOM). 
Any change of state of the CD pin 
causes the CD bit to be latched and 
causes an External/Status interrupt. 
Thi s bit indicates current state of the 
CD pin immediately following a Reset 
External /Status Interrupt command. 

Sync/Hunt — In asynchronous modes, 
the operation of this bit is similar to 
the CD status bit, except t hat Sync/ 
Hunt shows the state of the SYNDET 
inpu t. Any Hi gh-to-Low transition on 
the SYNDET pin sets this bit, and 
causes an External /Status interrupt 
(if enabled). The Reset External/ 
Status Interrupt command is issued 
to clear the interrupt. A Low-to-High 
transition clears this bit and sets the 
External /Status interrupt. When the 
External /Status interrupt is set by the 
change in state of any other input or 
condition, thi s bit show s the inverted 
state of the SYNDET pin at time of 
the change. This bit must be read im- 
mediately following a Reset Exter- 
nal/Status Interrupt command to 
read the current state of the 
SYNDET input. 

In the External Sync mode, the 
Sync/Hunt bit operates in a fashion 
similar to the Asynchronous mode, 
except the Enter Hunt Mode control 
bit enables the external sync detec- 
tion logic. When the External Sync 
Mode and Enter Hunt Mode bits are 
set (for example, when the receiver is 
enabled following a reset), the 
SYNDET input must be held High by 
the external logic until external char- 
acter synch ronization is achieved. A 
High at the SYNDET input holds the 
Sync/Hunt status in the reset condi- 
tion. 

When ext ernal sy nchronization is 
achieved, SYNDET must be driven 
Low on the second rising edge of 
RxC after the rising edge of RxC on 
which the last bit of the sync charac- 
ter was received. In other words, af- 


ter the sync pattern is detected, the 
external logic must wait for two full 
Receive Clock cycles to activitate the 
SYNDET input. Once SYNDET is 
forced Low, it is good practice to 
keep it Low until the CPU informs the 
external sync logic that synchroniza- 
tion has been lost or a new message 
is about to st art. The H igh-to-Low 
transition of the SYNDET output sets 
the Sync/Hunt bit, which sets the Ex- 
ternal/Status interrupt. The CPU 
must clear the interrupt by issuing the 
Reset External /Status Interrupt 

Command. 


When the SYNDET input goes High 
again, another External/Status inter- 
rupt is generated that must also be 
cleared. The Enter Hunt Mode con- 
trol bit is set whenever character syn- 
chronization is lost or the end of 
message is detected. In this case, 
the MPSC again look s for a Hig h-to- 
Low transition on the SYNDET input 
and the operation repeats as ex- 
plained previously. This implies the 
CPU should also inform the external 
logic that character synchronization 
has been l ost and th at the MPSC is 
waiting for SYNDET to become ac- 
tive. 



In the Monosync and Bisync Receive 
modes, the Sync/Hunt status bit is 
initially set to 1 by the Enter Hunt 
Mode bit. The Sync/Hunt bit is reset 
when the MPSC establishes charac- 
ter synchronization. The High-to-Low 
transition of the Sync/ Hunt bit caus- 
es an External /Status interrupt that 
must be cleared by the CPU issuing 
the Reset External /Status Interrupt 
command. This enables the MPSC to 
detect the next transition of other Ex- 
ternal/Status bits. 

When the CPU detects the end of 
message or that character synchroni- 
zation is lost, it sets the Enter Hunt 
Mode control bit, which sets the 
Sync/Hunt bit to 1. The Low-to-High 
transition of the Sync/ Hunt bit sets 
the External /Status Interrupt, which 
must als o be c leared by the Reset 
External/Stat us Interru pt Command. 
Note that the SYNDET pin acts as an 
output in this mode, and goes low ev- 
ery time a sync pattern is detected in 
the data stream. 
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In the SDLC mode, the Sync/Hunt bit 
is initially set by the Enter Hunt mode 
bit, or when the receiver is disabled. 
In any case, it is reset to 0 when the 
opening flag of the first frame is de- 
tected by the MPSC. The External/ 
Status interrupt is also generated, 
and should be handled as discussed 
previously. 

Unlike the Monosync and Bisync 
modes, once the Sync/Hunt bit is re- 
set in the SDLC mode, it does not 
need to be set when the end of mes- 
sage is detected. The MPSC auto- 
matically maintains synchronization. 
The only way the Sync/Hunt bit can 
be set again is by the Enter Hunt 
Mode bit, or by disabling the receiver. 

Clear to Send — This bit co ntains the 
inverted state of the CTS pin at the 
time of the last change of any of the 
External/Status bits (CD, CTS, Sync/ 
Hunt, Break/Abort, or Tx Underrun/ 
EOM). Any change of state of the 
CTS pin causes the CTS bit to be 
latched and causes an External/ 
Status interrupt. This bit indicates the 
inver se of the current state of the 
CTS pin immediately following a Re- 
set External /Status Interrupt com- 
mand. 

Transmitter Underrun/End of Mes- 
sage — This bit is in a set condition 
following a reset (internal or exter- 
nal). The only command that can re- 
set this bit is the Reset Transmit Un- 
derrun/EOM Latch command (WRO, 
D6 and D7). When the Transmit Un- 
derrun condition occurs, this bit is 
set, which causes the External/ 
Status Interrupt which must be reset 
by issuing a Reset External/Status 
command (WRO; command 2). 

Break/Abort — In the Asynchronous 
Receive mode, this bit is set when a 
Break sequence (null character plus 
framing error) is detected in the data 
stream. The External/Status inter- 
rupt, if enabled, is set when break is 
detected. The interrupt service rou- 
tine must issue the Reset External/ 
Status Interrupt command (WRO, 
Command 2) to the break detection 
logic so the Break sequence termina- 
tion can be recognized. 

The Break/Abort bit is reset when 
the termination of the Break se- 
quence is detected in the incoming 
data stream. The termination of the 


Break sequence also causes the Ex- 
ternal/Status interrupt to be set. The 
Reset External/Status Interrupt com- 
mand must be issued to enable the 
break detection logic to look for the 
next Break sequence. A single extra- 
neous null character is present in the 
receiver after the termination of a 
break; it should be read and discard- 
ed. 

In the SDLC Receive mode, this 
status bit is set by the detection of an 
Abort sequence (seven or more 1 ’s). 
The External /Status interrupt is han- 
dled the same way as in the case of 
a Break. The Break/Abort bit is not 
used in the Synchronous Receive 
mode. 

All Sent— This bit is set when all 
characters have been sent, in asyn- 
chronous modes. It is reset when 
characters are in the transmitter, in 
asynchronous modes. In synchro- 
nous modes, this bit is always set. 

Residue Codes — Bit synchronous 
protocols allow l-fields that are not 
an integral number of characters. 
Since transfers from the MPSC to the 
CPU are character oriented, the resi- 
due codes provide the capability of 
receiving leftover bits. Residue bits 
are right justified in the last data byte 
received or first CRC byte. 

Parity Error — If parity is enabled, this 
bit is set for received characters 
whose parity does not match the pro- 
grammed sense (Even/Odd). This bit 
is latched. Once an error occurs, it 
remains set until the Error Reset 
command is written. 

Receive Overrun Error — This bit indi- 
cates that the receive FIFO has been 
overloaded by the receiver. The last 
character in the FIFO is overwritten 
and flagged with this error. Once the 
overwritten character is read, this er- 
ror condition is latched until reset by 
the Error Reset command. If the 
MPSC is in the status affects vector 
mode, the overrun causes a special 
Receive Condition Vector. 

CRC/ Framing Error — In async 

modes, a one in this bit indicates a 
receive framing error. In synchronous 
modes, a one in this bit indicates that 
the calculated CRC value does not 
match the last two bytes received. It 
can be reset by issuing an Error Re- 
set command. 


DO 


RR1: 

D3, D2, D1 


D4 


D5 
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SDLC Residue Code Table (I Field Bits in 2 Previous Bytes] 



8 bits/char 

7 bits/char 

6 bits/char 

5 bits/char 

RR1 

First CRC 

Last Data 

First CRC 

Last Data 

First CRC 

Last Data 

First CRC 

Last Data 

D3 

D2 

D1 

Byte 

Byte 

Byte 

Byte 

Byte 

Byte 

Byte 

Byte 

1 

0 

0 

0 

3 

0 

2 

0 

1 

0 

5 

0 

1 

0 

0 

4 

0 

3 

0 

2 

0 

1 

1 

1 

0 

o 

5 

0 

4 

0 

3 

0 

2 

0 

0 

1 

0 

6 

0 

5 

0 

4 

0 

3 

1 

0 

1 

0 

7 

0 

6 

0 

5 

— 

— 

0 

1 

1 

0 

8 

0 

— 

— 

• 

— 

— 

1 

1 

1 

i 

8 

— 


— 

— 

— 

— 

0 

0 

0 

2 

8 

1 

7 

0 

6 

0 

4 


Read Register 1 (RR1): (Special Receive Condition Mode) 


MSB LSB 
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D7 End of Frame — This bit is valid only 

in SDLC mode. A one indicates that a 
valid ending flag has been received. 
This bit is reset either by an Error Re- 
set command or upon reception of 
the first character of the next frame. 


Read Register 2 (RR2): 


MSB 

LSB 


i 1 i r 

V7 V6 V5 V4* 

1 1 1 L 

I 1 1 

V3* V2* VI* VO* 

1 1 i 


V 




Interrupt 

* Variable in 
- Status Affects 


Vector 

Vector Mode (WR1;D2) 
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RR2 Channel B 

D7-D0 Interrupt Vector — Contains the inter- 

rupt vector programmed into WR2. If 
the status affects vector mode is se- 
lected (WR1; D2), it contains the 
modified vector (See WR2). RR2 
contains the modified vector for the 
highest priority interrupt pending. If 
no interrupts are pending, the vari- 
able bits in the vector are set to one. 


SYSTEM INTERFACE 


General 

The MPSC to Microprocessor System interface can 
be configured in many flexible ways. The basic inter- 
face types are polled, wait, interrupt driven, or direct 
memory access driven. 

Polled operation is accomplished by repetitively 
reading the status of the MPSC, and making deci- 
sions based on that status. The MPSC can be polled 
at any time. 

Wait operation allows slightly faster data throughput 
for the MPSC by manipulating the Ready input to the 
microprocessor. Block Read or Write Operations to 
the MPSC are started at will by the microprocessor 
and the MPSC deactivates its RDY signal if it is not 
yet ready to transmit the new byte, or if reception of 
new byte is not completed. 

Interrupt driven operation is accomplished via an in- 
ternal or external interrupt controller. When the 
MPSC requires service, it sends an interrupt request 
signal to the microprocessor, which responds with 


an interrupt acknowledge signal. When the internal 
or external interrupt controller receives the acknowl- 
edge, it vectors the microprocessor to a service rou^ 
tine, in which the transaction occurs. 

DMA operation is accomplished via an external DMA 
controller. When the MPSC needs a data transfer, it 
requests a DMA cycle from the DMA controller. The 
DMA controller then takes control of the bus and 
simultaneously does a read from the MPSC and a 
write to memory or vice-versa. 

The following section describes the many configura- 
tions of these basic types of system interface tech- 
niques for both serial channels. 


POLLED OPERATION 

In the polled mode, the CPU must monitor the de- 
sired conditions within the MPSC by reading the ap- 
propriate bits in the read registers. All data available, 
status, and error conditions are represented by the 
appropriate bits in read registers 0 and 1 for chan- 
nels A and B. 

There are two ways in which the software task of 
monitoring the status of the MPSC has been re- 
duced. One is the “ORing” of all conditions into the 
Interrupt Pending bit. (RRO; D1 channel A only). This 
bit is set when the MPSC requires service, allowing 
the CPU to monitor one bit instead of four status 
registers. The other is available when the “status-af- 
fects-vector” mode is selected. By reading RR2 
Channel B, the CPU can read a vector who’s value 
will indicate that one or more of group of conditions 
has occurred, narrowing the field of possible condi- 
tions. See WR2 and RR2 in the Detailed Command 
Description section. 


WAIT OPERATION 

Wait Operation is intended to facilitate data trans- 
mission or reception using block move operations. If 
a block of data is to be transmitted, for example, the 
CPU can execute a String I/O instruction to the 
MPSC. After writing the first byte, the CPU will at- 
tempt to write a second byte immediately as is the 
case of block move. The MPSC forces the RDY sig- 
nal low which inserts wait states in the CPU’s write 
cycle until the transmit buffer is ready to accept a 
new byte. At that time, the RDY signal is high allow- 
ing the CPU to finish the write cycle. The CPU then 
attempts the third write and the process is repeated. 

Similar operation can programmed for the receiver. 
During initialization, wait on transmit (WR1; D5 = 0) 
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Software Flow, Polled Operation 



or wait on receive (WR1; D5 = 1) can be selected. 
The wait operation can be enabled/disabled by set- 
ting/resetting the Wait Enable Bit (WR1; D7). 

NOTE: 

CAUTION: ANY CONDITION THAT CAN CAUSE 
THE TRANSMITTER TO STOP (EG., CTS GOES 
INACTIVE) OR THE RECEIVER TO STOP (E.G., 
RX DATA STOPS) WILL CAUSE THE MPSC TO 
HANG THE CPU UP IN WAIT STATES UNTIL RE- 
SET. EXTREME CARE SHOULD BE TAKEN 
WHEN USING THIS FEATURE. 


INTERRUPT DRIVEN OPERATION 

The MPSC can be programmed into several inter- 
rupt modes: Non-Vectored, 8085 vectored, and 
8088/86 vectored. In both vectored modes, multiple 
MPSC’s can be daisy-chained. 

In the vectored mode, the MPSC responds to an 
interrupt acknowledge sequence by placing a call in- 
struction (8085 mode) and interrupt vector (8085 
and 8088/86 mode) on the data bus. 

The MPSC can be programmed to cause an inter- 
rupt due to up to 14 conditions in each channel. The 
status of these interrupt conditions is contained in 
Read Registers 0 and 1. These 14 conditions are all 
directed to cause 3 different types of internal inter- 
rupt request for each channel: receive/interrupts, 
transmit interrupts and external/status interrupts (if 
enabled). 

This results in up to 6 internal interrupt request sig- 
nals. The priority of those signals can be pro- 
grammed to one of two fixed modes: 

Highest Priority Lowest Priority 

RxA RxB TxA TxB ExTA ExTB 

RxA TxA RxB TxB ExTA ExTB 

The interrupt priority resolution works differently for 
vectored and non-vectored modes. 


Hardware Configuration, Polled Operation 
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Interrupt Condition Grouping 


INTERNAL INTERRUPT 

CONDITION MODE REQUEST 



170102-18 



PRIORITY RESOLUTION: VECTORED MODE 

Any interrupt condition can be accepted internally to 
the MPSC at any time, unless the MPSC’s internal 
INTA signal is active, unless ajhigher priority inter- 
rupt is currently accepted, or if IPI is inactive (high). 
The MPSC’s internal INTA is set on the leading (fall- 


ing) edge of the first External INTA pulse and reset 
on th e trailing (rising) edge of the second External 
INTA pulse. After an interrupt is accepted intern ally, 
and External I NT request is generated and the IPO 
goes inactive. IPO and IPI are used for daisy-chain- 
ing MPSC’s together. 
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In-Service Timing 



The MPSC’s internal INTA is set on the leading (fall- 
ing) edge of -the first external INTA pulse, and reset 
on th e trailing (rising) edge of the second external 
INTA pulse. Afte r an interrupt is accepted internally, 
and external I NT request is generated and IPO goes 
inactive (high). IPO and IPI are used for daisy-chain- 
ing MPSC’s together. 


Each of the six interrupt sources has an associated 
In-Service latch. After priority has been resolved, the 
highest priority In-Service latch is set. After the In- 
Service latch is set, the I NT pin goes inactive (high). 

NOTE: 

If the External INT pin is active and the IPI signal is pulled 
inactive high, the INT signal will also go inactive. IPI quali- 
fies the External INT Signal. 
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EOI Command Timing 



Lower priority interrupts are not accepted internally 
while the In-Service latch is set. However, higher pri- 
ority interrupts are accepted internally and a new ex- 
ternal INT request is generated. If the CPU responds 
with a new INTA sequence, the MPSC will respond 
as before, suspending the lower priority interrupt. 


2 - 
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After the interrupt is serviced, the End-of-lnterrupt 
(EOI) command should be written to the MPSC. This 
command will cause an internal pulse that is used to 
reset the In-Service Latch which allows service for 
lower priority interrupts in the daisy-chain to resume, 
provided a new INTA sequence does not start for a 
higher priority interrupt (higher than the highest un- 
der service). If therejs no interrupt pending internal- 
ly, the IPO follows IPI. 
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Non-Vectored Interrupt Tinning 



PRIORITY RESOLUTION: 

NON-VECTORED MODE 

In non-vectored mode, the MPSC does n ot res pond 
to interrupt acknowledge sequences. The INTA input 
(pin 27) must be pulled high for proper operation. 
The MPSC should be programmed to the Status-Af- 
fects-Vector mode, and the CPU should read RR2 
(Ch. B) in its service routine to determine which in- 
terrupt requires service. 

In this case, the internal pointer being set to RR2 
provides the same function as the internal INTA sig- 


nal in the vectored mode. It inhibits acceptance of 
any additional internal interrupts and its leading 
edge starts the interrupt priority resolution circuit. 
The interrupt priority resolution is ended by the lead- 
ing edge of the read signal used by the CPU to re- 
trieve the modified vector. The leading edge of r ead 
sets the In-Service latch and forces the external INT 
output inactive (high). The internal pointer is reset to 
zero after the trailing edge of the read pulse. 

NOTE: 

That if RR2 is specified but not read, no internal in- 
terrupts, regardless of priority, are accepted. 
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DAISY CHAINING MPSC 

In the vectored interrupt mode, multipl e MPS C’s can 
be daisy-chained on the same INT, INTA signals. 
These signals, in conjunction with the IPI and IPO 
allow a daisy-chain-like interrupt resolution scheme. 
This scheme can be configured for either 8085 or 
8086/88 based system. 

In either mode, the same hardware configuration is 
called for. The INT request lines are wire-OR’ed to- 
gether at the input of a T TL inv erter which drives the 
INT pin of the CPU. The INTA signal from the CPU 
drives all of the daisy-chained MPSC’s. 

The MPSC drives IPO (Interrupt Priority Output) inac- 
tive (high) if IPI (Interrupt Priority Input) is inactive 
(high), or if the MPSC has an interrupt pending. 

The IPO of the highest priority MPSC is connected 
to the IPI of the next highest priority MPSC, and so 
on. 


If IPI is active (low), the MPSC knows that all higher 
priority MPSC’s have no interrupts pending. The IPI 
pin of the highest priority MPSC is strapped active 
(low) to ensure that it always has priority over the 
rest. 

MPSC’s Daisy-chained on an 8088/86 CPU should 
be programmed to the 8088/86 Interrupt mode 
(WR2; D4, D3 Ch. A). MPSC’s Daisy-chained on an 
8085 CPU should be programmed to 8085 interrupt 
mode 1 if it is the highest priority MPSC. In this 
mode, the highest priority MPSC issues the CALL 
instruction during the first INTA cycle, and the inter- 
rupting MPSC provides the interrupt vector during 
the following INTA cycles. Lower priority MPSC’s 
should be programmed to 8085 interrupt mode 2. 

MPSC’s used alone in 8085 systems should be pro- 
grammed to 8085 mode 1 interrupt operation. 
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DMA OPERATION 

Each MPSC can be programmed to utilize up to four 
DMA channels: Transmit Channel A, Receive Chan- 
nel A, Transmit Channel B, Receive Channel B. 

Each DMA Channel has an associated DMA Re- 
quest line. Acknowledgement of a DMA cycle is 
done via normal data read or write cycles. This is 
accomplished by encoding the DACK signals to gen- 
erate Aq, A-j , and CS^jand multiplexing them with the 
normal Ao, Ai, and CS signals. 

PERMUTATIONS 

Channels A and B can be used with different system 
interface modes. In all cases it is possible to poll the 
MPSC. The following table shows the possible per- 

NOTE: 

D1, DO = 1,1 is illegal. 


mutations of interrupt, wait, and DMA modes for 
channels A and B. Bits Di, Dq of WR2 Ch. A deter- 
mine these permutations. 

Permutation 


WR2 Ch. A 
Di Dq 

Channel A 

Channel B 

0 

0 

Wait 

Wait 



Interrupt 

Interrupt 



Polled 

Polled 

0 

1 

DMA 

Interrupt 



Polled 

Polled 

1 

0 

DMA 

DMA 



Polled 

Polled 
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PROGRAMMING HINTS 


Transmit Under-run/EOM Latch 


This section will describe some useful programming 
hints which may be useful in program development. 


Asynchronous Operation 

At the end of transmission, the CPU must issue “Re- 
set Transmit Interrupt/DMA Pending” command in 
WRO to reset the last transmit empty request which 
was not satisfied. Failing to do so will result in the 
MPSC locking up in a transmit empty state forever. 


Non-Vectored Mode 

In non-vectored mode, the Interrupt Acknowledge 
pin (INTA) on the MPSC must be tied high through a 
pull-up resistor. Failing to do so will result in unpre- 
dictable response from the 8274. 


HDLC/SDLC Mode 

When receiving data in SDLC mode, the CRC bytes 
must be read by the CPU (or DMA controller) just 
like any other data field. Failing to do so will result in 
receiver buffer overflow. The CRC bytes are not to 
be used for CRC verification. Residue bits may be 
contained in the first CRC byte. Also, the End of 
Frame Interrupt indicates that the entire frame has 
been received. At this point, the CRC result (RR1: 
D6) and residue code (RR1; D3, D2, D1) may be 
checked. 


Status Register RR2 

RR2 contains the vector which gets modified to indi- 
cate the source of interrupt (See the section titled 
MPSC Modes of Operation). However, the state of 
the vector does not change if no new interrupts are 
generated. The contents of RR2 are only changed 
when a new interrupt is generated. In order to get 
the correct information, RR2 must be read only after 
an interrupt is generated, otherwise it will indicate 
the previous state. 


Initialization Sequence 

The MPSC initialization routine must issue a channel 
Reset Command at the beginning. WR4 should be 
defined before other registers. At the end of the ini- 
tialization sequence, Reset External /Status and Er- 
ror Reset commands should be issued to clear any 
spurious interrupts which may have been caused at 
power up. 


In SDLC/HDLC, bisync and monosync mode, the 
transmit under-run/EOM must be reset to enable the 
CRC check bytes to be appended to the transmit 
frame or transmit message. The transmit under-run/ 
EOM latch can be reset only after the first character 
is loaded into the transmit buffer. When the transmit- 
ter under-runs at the end of the frame, CRC check 
bytes are appended to the frame/ message. The 
transmit under-run/EOM latch can be reset at any 
time during the transmission after the first character. 
However, it should be reset before the transmitter 
under-runs otherwise, both bytes of the CRC may 
not be appended to the frame/message. In the re- 
ceive mode in bisync operation, the CPU must read 
the CRC bytes and two more SYNC characters be- 
fore checking for valid CRC result in RR1. 


Sync Character Load Inhibit 



In bisync/monosync mode only, it is possible to pre- 
vent loading sync characters into the receive buffers 
by setting the sync character load inhibit bit (WR3; 
D1 = 1). Caution must be exercised in using this 
option. It may be possible to get a CRC character in 
the received message which may match the sync 
character and not get transferred to the receive buff- 
er. However, sync character load inhibit should be 
enabled during all pre-frame sync characters so the 
software routine does not have to read them from 
the MPSC. 


In SDLC/HDLC mode, sync character load inhibit bit 
must be reset to zero for proper operation. 


EOI Command 

EOI command can only be issued through channel A 
irrespective of which channel had generated the in- 
terrupt. 


Priority in DMA Mode 

There is no priority in DMA mode between the fol- 
lowing four signals: TxDRQ(CHA), RxDRQ(CHA), 
TxDRQ(CHB), RxDRQ(CHB). The priority between 
these four signals must be resolved by the DMA 
controller. At any given time, all four DMA channels 
from the 8274 are capable of going active. 
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ABSOLUTE MAXIMUM RATINGS* 

Ambient Temperature 

Under Bias . 0°C to + 70°C 

Storage Temperature 

(Ceramic Package) ...... — -65°C to + 150°C 

(Plastic Package) . . -40°C to + 125°C 

Voltage on Any Pin with 

Respect to Ground -0.5V to ■+ 7.0V 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “ Operating Conditions” 
may affect device reliability. 


D.C. CHAF 

IACTERISTICS T A = 0°Cto +70°C; Vcc = +5V ±10% 

Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

V|L 

Input Low Voltage 

-0.5 

+ 0.8 

V 


V|H 

Input High Voltage 

+ 2.0 

Vcc +0.5 

V 


Vol 

Output Low Voltage 


+ 0.45 

V 

Iol = 2.0 mA 

VoH 

Output High Voltage 

+ 2.4 


V 

lOH = 200 ju,A 

l|L 

Input Leakage Current 


±10 

ju,A 

V|n = Vcc to 0V 

lOFL 

Output Leakage Current 


±10 

juA 

Vqut = Vcc to 0.45V 

icc 

Vcc Supply Current 


200 

mA 



NOTE: 

1. For Extended Temperature EXPRESS, use MIL8274 electrical Parameters. 


CAPACITANCE T A = 25°C; V c c = GND = 0V 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

C|N 

Input Capacitance 


10 

PF 

f c = 1 MHz 

Gout 

Output Capacitance 


15 

PF 

Unmeasured pins 
returned to GND 

C|/o 

Input/Output Capacitance 


20 

PF 
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A.C. CHARACTERISTICS T A = 0°Cto +70°C; V C c = +5V ±10% 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

tCY 

CLK Period 

250 

4000 

ns 


Ul 

CLK Low Time 

105 

2000 

ns 


Uh 

CLK High Time 

105 

2000 

ns 


tr 

CLK Rise Time 

0 

30 

ns 


tf 

CLK Fall Time 

0 

30 

ns 


Ur 

AO, A1 Setup toRDi 

0 


ns 


Ud 

AO, A1 to Data Output Delay 

. 

200 

ns 

C L = 150 pF 

tRA 

AO, A1 Hold after RDT 

0 


ns 


tRD 

RD X to Data Output Delay 


200 

ns 

C L = 150 pF 

Ur 

RD Pulse Width 

250 


ns 


Uf 

Output Float Delay 


120 

ns 


Uw 

CS, AO, A1 Setup to WR X 

0 


ns 


tWA 

CS, AO, A1 Hold after WRt 

0 


ns 


t W w 

WR Pulse Width 

250 


ns 


Uw 

Data Setup to WR t 

150 


ns 


tWD 

Data Hold after WR f 

0 


ns 


tpi 

IPI Setup to INTA X 

0 


ns 


t|P 

IPI Hold after INTA T 

10 


ns 


tn 

INTA Pulse Width 

250 


ns 


tpiPO 

IPI 1 to IPO Delay 


100 

ns 


t|D 

INTA X to Data Output Delay 



ns 


tCQ 

RD or WR to DRQ J, 


150 

ns 


tRV 

Recovery Time Between Controls 

300 


ns 


tew 

CS, AO, A1 to RDY a or RDY B Delay 


140 

ns 


UCY 

Data Clock Cycle 

4.5 


tcy 


tDCL 

Data Clock Low Time 

180 


ns 


UCH 

Data Clock High Time 

180 


ns 


Ud 

TxC to TxD Delay (xl Mode) 



ns 


Us 

RxD Setup to RxC T 

0 


ns 


Uh 

RxD Hold after RxC T 

140 


ns 


t|TD 

TxC to TnT Delay 

4 

6 



wmm 

RxC to 1NT Delay 

7 

10 



tpL 

CTS, CD, SYNDET Low Time 



ns 


UH 




ns 


t|PD 

External INT from CTS, CD, SYNDET 


500 

ns 
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A.C. TESTING INPUT/OUTPUT WAVEFORM 



170102-27 


A.C. Testing; Inputs are driven at 2.4V for a Logic “1” and 0.45V 
for a Logic “0”. Timing measurements are made at 2.0V for a 
Logic “1” and 0.8V for a Logic “0”. 


WAVEFORMS 


CLOCK CYCLE 


1274 


A.C. TESTING LOAD CIRCUIT 


DEVICE 

UNDER 

TEST 


C L = 150 pF 


C L = 100 pF 

Cl Includes Jig Capacitance 


170102-28 
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WAVEFORMS (Continued) 

TRANSMIT DATA CYCLE 



OTHER TIMING 









intel® 

82530/82530-6 

SERIAL COMMUNICATIONS CONTROLLER (SCC) 


■ Two Independent Full Duplex Serial 
Channels 

■ On Chip Crystal Oscillator, Baud-Rate 
Generator and Digital Phase Locked 
Loop for Each Channel 

■ Programmable for NRZ, NRZI or FM 
Data Encoding/Decoding 

■ Diagnostic Local Loopback and 
Automatic Echo for Fault Detection and 
Isolation 

■ System Clock Rates: 

— 4 MHz for 82530 

— 6 MHz for 82530-6 

■ Max Bit Rate (6 MHz) 

— Externally Clocked: 1.5 Mbps 
Self-Clocked: 

375 Kbps FM CODING 
187 Kbps NRZI CODING 
93 Kbps Asynchronous 

■ Interfaces with Any INTEL CPU, DMA or 
I/O Processor 

■ Available in 40 Pin DIP and 44 Lead 
PLCC 


■ Available in Express Version 

■ Asynchronous Modes 

— 5-8 bit Character; Odd, Even or No 
Parity; 1, 1.5 or 2 Stop Bits 

— Independent Transmit and Receive 
Clocks. IX, 16X, 32X or 64X 
Programmable Sampling Rate 

— Error Detection: Framing, Overrun 
and Parity 

— Break Detection and Generation 

■ Bit Synchronous Modes 

— SDLC Loop/Non-Loop Operation 

— CRC-16 or CCITT Generation 
Detection 

— Abort Generation and Detection 

— l-field Residue Handling 

— CCITT X.25 Compatible 

■ Byte Synchronous Modes 

— Internal or External Character 
Synchronization (1 or 2 Characters) 

— Automatic CRC Generation and 
Checking (CRC 16 or CCITT) 

— IBM Bisync Compatible 


The INTEL 82530 Serial Communications Controller (SCC) is a dual-channel, multi-protocol data communica- 
tions peripheral. It is designed to interface high speed communications lines using Asynchronous, Byte syn- 
chronous and Bit synchronous protocols to INTEL’S microprocessors based systems. It can be interfaced with 
Intel’s MCS51/96, iAPX86/88/186 and 188 in polled, interrupt driven or DMA driven modes of operation. 

The SCC is a 40-pin device manufactured using INTEL’S high-performance HMOS* II technology. 


* HMOS is a patented process of Intel Corporation. 
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Figure 1. 82530 Internal Block Diagram 
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36 

: 

RD 

6 
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28 
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27 

1 
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26 
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Figure 2. Pin Configurations 

The following section describes the pin functions of the SCC. Figure 2 details the pin assignments. 


Table 1. Pin Description 


Symbol 

Pin No. 

Type 

Name and Function 

DIP 

PLCC 

DB 0 

40 

1 

I/O 

DATA BUS: The Data Bus lines are bi-directional three-state lines 

DB-j 

1 

2 

I/O 

which interface with the system’s Data Bus. These lines carry data 

db 2 

39 

44 

I/O 

and commands to and from the SCC. 

db 3 

2 

3 

I/O 

. 

db 4 

38 

43 

I/O 


db 5 

3 

4 

I/O 


db 6 

37 

42 

I/O 


db 7 

4 

5 

I/O 


INT 

5 

6 

0 

INTERRUPT REQUEST: The interrupt signal is activated when the 
SCC requests an interrupt. It is an open drain output. 

IEO 

6 

7 

0 

INTERRUPT ENABLE OUT: IEO is High only if IEI is High and the 
CPU is not servicing an SCC interrupt or the SCC is not requesting 
an interrupt (Interrupt Acknowledge cycle only). IEO is connected 
to the next lower priority device’s IEI input and thus inhibits 
interrupts from lower priority devices. 

IEI 

7 

8 

1 

INTERRUPT ENABLE IN: IEI is used with IEO to form an interrupt 
daisy chain when there is more than one interrupt-driven device. A 
High IEI indicates that no other higher priority device has an 
interrupt under service or is requesting an interrupt. 
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Table 1. Pin Description (Continued) 


Symbol 

Pin No. 

Type 

Name and function 

DIP 

PLCC 

INTA 

8 

9 

1 

INTERRUPT ACKNOWLEDGE: This signal indicates an active Interrupt 
Acknowledge cycle. During this cycle, the SCC interrupt daisy chain 
settles. When RD becomes active, the SCC places an interrupt vector 
on the data bus (if IEI is High). INTA is latched by the rising edge of 
CLK. 

Vcc 

9 

10 


POWER: + 5V Power supply. 

rdy a /req a 

10 

11 

0 

READY/REQUEST: (output, open-drain when programmed for a Ready 

rdy b /req b 

30 

34 

0 

function, driven High or Low when programmed for a Request function). 
These dual-purpose outputs may be programmed as Request lines for a 
DMA controller or as Ready lines to synchronize the CPU to the SCC 
data rate. The reset state is Ready. 

sync a 

11 

12 

I/O 

SYNCHRONIZATION: These pins can act either as inputs, outputs or 

sync b 

29 

33 

I/O 

part of the crystal oscillator circuit. In the Asynchronous receive mode 
(crystal oscillator option not selected), these pins are inputs similar to 
CTS and CD. In this mode, transitions on these lines affect the state of 
the Synchronous/Hunt status bits in Read Register 0 (Figure 9) but 
have no other function. 

In External Synchronization mode with the crystal oscillator not 
selected, these lines also act as inputs. In this mode, SYNC must be 
driven LOW two receive clock cycles after the last bit in the 
synchronous character is received. Character assembly begins on the 
rising edge of the receive clock immediately preceding the activation of 
SYNC. 

In the Internal Synchronization mode (Monosync and Bisync) with the 
crystal oscillator not selected, these pins act as outputs and are active 
only during the part of the receive clock cycle in which synchronous 
characters are recognized. The synchronous condition is not latched, 
so these outputs are active each time a synchronization pattern is 
recognized (regardless of characters boundaries). In SbLC mode, these 
pins act as outputs and are valid on receipt of a flag. 

RTxCa 

12 

13 

1 

RECEIVE/TRANSMIT CLOCKS: These pins can be programmed in 

RTxC b 

28 

32 

1 

several different modes of operation. In each channel, RTxC may 
supply the receive clock, the transmit clock, the clock for the baud rate 
generator, or the clock for the Digital Phase Locked Loop. These pins 
can be programmed for use with the respective SYNC pins as a crystal 
oscillator. The receive clock may be 1 , 16, 32, or 64 times the data rate 
in Asynchronous modes. 




n 

RECEIVE DATA: These lines receive serial data at standard TTL levels. 




H 




■a 

I/O 

TRANSMIIT/RECEIVE CLOCKS: These pins can be programmed in 




I/O 

several different modes of operation. TRxC may supply the receive 
clock or the transmit clock in the input mode or supply the output of the 
Digital Phase Locked Loop, the crystal oscillator, the baud rate 
generator, or the transmit clock in the output mode. 

TxDa 




TRANSMIT DATA: These output signals transmit serial data at 

TxD b 




standard TTL levels 

DTR a /REQ A 

16 

19 

0 

DATA TERMINAL READY/REQUEST: These outputs follow the state 

DTR b /REQ b 

24 

27 

0 

programmed into the DTR bit. They can also be used as general 
purpose outputs or as Request lines for a DMA controller. 
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Table 1. Pin Description (Continued) 


Symbol 

Pin No. 

Type 

Name and Function 

DIP 

PLCC 

RTSa 

17 

20 

0 

REQUEST TO SEND: When the Request to Send (RTS) bit in 

RTSb 

23 

26 

0 

Write Register 5 is set (Figure 10), the RTS signal goes Low. When 
the RTS bit is reset in the Asynchronous mode and Auto Enable is 
on, the signal goes High after the transmitter is empty. In 
Synchronous mode or in Asynchronous mode with Auto Enable 
off, the RTS pin strictly follows the state of the RTS bit. Both pins 
can be used as general-purpose outputs. 

CTS a 

18 

21 


CLEAR TO SEND: If these pins are programmed as Auto Enables, 

CTS b 

22 

25 


a Low on the inputs enables the respective transmitters. If not 
programmed as Auto Enables, they may be used as general- 
purpose inputs. Both inputs are Schmitt-trigger buffered to 
accommodate slow rise-time inputs. The SCC detects pulses on 
these inputs and can interrupt the CPU on both logic level 
transitions. 

CDa 

19 

22 

1 

CARRIER DETECT: These pins function as receiver enables if 

CDb 

21 

24 


they are programmed for Auto Enables; otherwise they may be 
used as general-purpose input pins. Both pins are Schmitt-trigger 
buffered to accommodate slow rise time signals. The SCC detects 
pulses on these pins and can interrupt the CPU on both logic level 
transitions. 

CLK 

20 

23 

1 

CLOCK: This is the system SCC clock used to synchronize internal 
signals. 

GND 

31 

35 


GROUND 

D/C 

32 

37 

1 

DATA/COMMAND SELECT: This signal defines the type of 
information transferred to or from the SCC. A High means data is 
transferred; a Low indicates a command. 

CS 

33 

38 

1 

CHIP SELECT: This signal selects the SCC for a read or write 
operation. 

A/B 

34 

39 


CHANNEL A/CHANNEL B SELECT: This signal selects the 
channel in which the read or write operation occurs. 

■ 


■ 


WRITE: When the SCC is selected this signal indicates a write 
operation. The coincidence of RD and WR is interpreted as a 
reset. 

RD 


■ 

1 

READ: This signal indicates a read operation and when the SCC is 
selected, enables the SCC’s bus drivers. During the Interrupt 
Acknowledge cycle, this signal gates the interrupt vector onto the 
bus if the SCC is the highest priority device requesting an interrupt. 
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GENERAL DESCRIPTION 

The Intel 82350 Serial Communications Controller 
(SCC) is a dual-channel, multi-protocol data commu- 
nications peripheral. The SCC functions as a serial- 
to-parallel, parallel-to-serial convertor/controller. 
The SCC can be software-configured to satisfy a 
wide range of serial communications applications. 
The device contains sophisticated internal functions 
including on-chip baud rate generators, digital phase 
locked loops, various data encoding and decoding 
schemes, and crystal oscillators that reduce the 
need for external logic. 

In addition, diagnostic capabilities — automatic echo 
and local loopback— allow the user to detect and 
isolate a failure in the network. They greatly improve 
the reliability and fault isolation of the system. 

The SCC handles Asynchronous formats, Synchro- 
nous byte-oriented protocols such as IBM Bisync, 
and Synchronous bit-oriented protocols such as 
HDLC and IBM SDLC. This versatile device supports 
virtually any serial data transfer application (Termi- 
nal, Personal Computer, Peripherals, Industrial Con- 
troller, Telecommunication sytem, etc.). 

The 82530 can generate and check CRC codes in 
any Synchronous mode and can be programmed to 
check data integrity in various modes. The SCC also 
has facilities for modem control in both channels. In 
applications where these controls are not needed, 
the modem control can be used for general purpose 
I/O. 

The Intel 82530 is designed to support Intel’s 
MCS51/96, iAPX 86/88 and iAPX 186/188 families. 


ARCHITECTURE 

The 82530 internal structure includes two full-duplex 
channels, two baud rate generators, internal control 
and interrupt logic, and a bus interface to a non-mul- 
tiplexed CPU bus. Associated with each channel are 
a number of read and write registers for mode con- 
trol and status information, as well as logic neces- 
sary to interface modems or other external devices. 

The logic for both channels provides formats, syn- 
chronization, and validation for data transferred to 
and from the channel interface. The modem control 


inputs are monitored by the control logic under pro- 
gram control. All of the modem control signals are 
general-purpose in nature and can optionally be 
used for functions other than modem control. 

The register set for each channel includes ten con- 
trol (write) registers, two synchronous character 
(write) registers, and four status (read) registers. In 
addition, each baud rate generator has two (read/ 
write) registers for holding the time constant that de- 
termines the baud rate. Finally, associated with the 
interrupt logic is a write register for the interrupt vec- 
tor accessible through either channel, a write-only 
Master Interrupt Control register and three read reg- 
isters; one containing the vector with status informa- 
tion (Channel B only), one containing the vector 
without status (A only), and one containing the Inter- 
rupt Pending bits (A only). 

The registers for each channel are designated as 
follows: 

WR0-WR15 — Write Registers 0 through 15. 

RR0-RR3, RR10, RR12, RR13, RR15— Read Reg- 
isters 0 through 3, 10, 12, 13, 15. 

Table 2 lists the functions assigned to each read or 
write register. The SCC contains only one WR2 and 
WR9, but they can be accessed by either channel. 
All other registers are paired (one for each channel). 


DATA PATH 

The transmit and receive data path illustrated in Fig- 
ure 3 is identical for both channels. The receiver has 
three 8-bit buffer registers in a FIFO arrangement, in 
addition to the 8-bit receive shift register. This 
scheme creates additional time for the CPU to serv- 
ice an interrupt at the beginning of a block of high- 
speed data. Incoming data is routed through one of 
several paths (data or CRC) depending on the se- 
lected mode (the character length in asynchronous 
modes also determines the data path). 

The transmitter has an 8-bit transmit data buffer reg- 
ister loaded from the internal data bus and a 20-bit 
transmit shift register that can be loaded either from 
the sync-character registers or from the transmit 
data register. Depending on the operational mode, 
outgoing data is routed through one of four main 
paths before it is transmitted from the Transmit Data 
output (TxD). 
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Table 2. Read and Write Register Functions 


READ REGISTER FUNCTIONS 

WRITE REGISTER FUNCTIONS 

RRO 

Transmit/Receive buffer status and Exter- 
nal status 

WRO 

CRC initialize, initialization commands for 
the various modes, shift right/shift left 

RR1 

Special Receive Condition status 


command 

RR2 

Modified interrupt vector 
(Channel B only) 

WR1 

Transmit/Receive interrupt and data 
transfer mode definition 


Unmodified interrupt 
(Channel A only) 

WR2 

Interrupt vector (accessed through either 
channel) 

RR3 

Interrupt Pending bits 

WR3 

Receive parameters and control 

RR8 

RR10 

RR12 

(Channel A only) 

Receive buffer 
Miscellaneous status 

Lower byte of baud rate generator time 

WR4 

WR5 

WR6 

Transmit/ Receive miscellaneous parame- 
ters and modes 

Transmit parameters and controls 
Sync characters or SDLC address field 

constant 

WR7 

Sync character or SDLC flag 

RR13 

Upper byte of baud rate generator time 

WR8 

Transmit buffer 


constant 

WR9 

Master interrupt control and reset (ac- 

RR15 

External /Status interrupt information 

WR10 

WR11 

WR12 

cessed through either channel) 

Miscellaneous transmitter/ receiver control 
bits 

Clock Mode control 

Lower Byte of baud rate generator time 
constant 



WR13 

WR14 

Upper Byte of baud rate generator time 
constant 

Miscellaneous control bits 



WR15 

External/Status interrupt control 
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FUNCTIONAL DESCRIPTION 

The functional capabilities of the SCC can be de- 
scribed from two different points of view: as a data 
communications device, it transmits and receives 
data in a wide variety of data communications proto- 
cols; as a microprocessor peripheral, it interacts with 
the CPU and provides vectored interrupts and hand- 
shaking signals. 


DATA COMMUNICATIONS 
CAPABILITIES 

The SCC provides two independent full-duplex 
channels programmable for use in any common 
asynchronous or synchronous data-communications 
protocol. Figure 4 and the following description brief- 
ly detail these protocols. 


Asynchronous Modes 

Transmission and reception can be accomplished 
independently on each channel with five to eight bits 
per character, plus optional even or odd parity. The 
transmitter can supply one, one-and-a-half or two 
stop bits per character and can provide a break out- 
put at any time. The receiver break-detection logic 


interrupts the CPU both at the start and at the end of 
a received break. Reception is protected from 
spikes by a transient spike-rejection mechanism that 
checks the signal one-half a bit time after a Low 
level is detected on the receive data input (RxDa or 
RxDb). If the Low does not persist (as in the case of 
a transient), the character assembly process does 
not start. 

Framing errors and overrun errors are detected and 
buffered together with the partial character on which 
they occur. Vectored interrupts allow fast servicing 
of error conditions using dedicated routines. Further- 
more, a built-in checking process avoids the inter- 
pretation of a framing error as a new start bit: a fram- 
ing error results in the addition of one-half a bit time 
to the point at which the search for the next start bit 
begins. 

The SCC does not require symmetric transmit and 
receive clock signals — a feature allowing use of the 
wide variety of clock sources. The transmitter and 
receiver can handle data at a rate of 1 , Vie, I/32 or 
Ye 4 of the clock rate supplied to the receive and 
transmit clock inputs. In the asynchronous modes, a 
data rate equal to the clock rate, lx mode, requires 
ext ernal s ynchronization. In asynchronous modes, 
the SYNC pin may be programmed as an input used 
for functions such as monitoring a ring indicator. 
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Synchronous Modes 

The SCC supports both byte-oriented and bit-orient- 
ed synchronous communication. Synchronous-byte- 
oriented protocols can be handled in several modes 
allowing character synchronization with a 6-bit or 
8-bit synchronous character (Monosync), any 12-bit 
or 16-bit synchronous pattern (Bisync), or with an 
external synchronous signal. Leading synchronous 
characters can be removed without interrupting the 
CPU. 

5- or 7-bit synchronous characters are detected with 
8- or 16-bit patterns in the SCC by overlapping the 
larger pattern across multiple incoming synchronous 
characters as shown in Figure 5. 

CRC checking for Synchronous byte-oriented mode 
is delayed by one character time so that the CPU 
may disable CRC checking on specific characters. 
This permits the implementation of protocols such 
as IBM Bisync. 

Both CRC-16 (XI 6 + XI 5 + X2 + 1) and CCITT 
(X 16 + Xi 2 + X 5 + 1) error checking polynomials 
are supported. Either polynomial may be selected in 
all synchronous modes. Users may preset the CRC 
generator and checker to all Is or all Os. The SCC 
also provides a feature that automatically transmits 
CRC data when no other data is available for trans- 
mission. This allows for high-speed transmissions 
under DMA control, with no need for CPU interven- 
tion at the end of a message. When there is no data 
or CRC to send in synchronous modes, the transmit- 
ter inserts 6-, 8-, or 16-bit synchronous characters, 
regardless of the programmed character length. 

The SCC supports synchronous bit-oriented proto- 
cols, such as SDLC and HDLC, by performing auto- 
matic flag sending, zero insertion, and CRC genera- 
tion. A special command can be used to abort a 
frame in transmission. At the end of a message, the 
SCC automatically transmits the CRC and trailing 
flag when the transmitter underruns. The transmitter 
may also be programmed to send an idle line con- 


sisting of continuous flag characters or a steady 
marking condition. 

If a transmit underrun occurs in the middle of a mes- 
sage, an external status interrupt warns the CPU of 
this status change so that an abort may be issued. 
The SCC may also be programmed to send an abort 
itself in case of an underrun, relieving the CPU of 
this task. One to eight bits per character can be sent 
allowing reception of a message with no prior infor- 
mation about the character structure in the informa- 
tion field of a frame. 


The receiver automatically acquires synchronization 
on the leading flag of a frame in SDLC or HDLC 
mode and provides a synchronization signal on the 
SYNC pin (an interrupt can also be programmed). 
The receiver can be programmed to search for 
frames addressed by a single byte (or four bits within 
a byte) of a user-selected address or to a global 
broadcast address. In this mode, frames not match- 
ing either the user-selected or broadcast address 
are ignored. The number of address bytes can be 
extended under software control. For receiving data, 
an interrupt on the first received character, or an 
interrupt on every character, or on special condition 
only (end-of-frame) can be selected. The receiver 
automatically deletes all Os inserted by the transmit- 
ter during character assembly. CRC is also calculat- 
ed and is automatically checked to validate frame 
transmission. At the end of transmission, the status 
of a received frame is available in the status regis- 
ters. In SDLC mode, the SCC must be programmed 
to use the SDLC CRC polynomial, but the generator 
and checker may be preset to all 1 s or all Os. The CRC 
is inverted before transmission and the receiver 
checks against the bit pattern 0001110100001111. 


2 


NRZ, NRZI or FM coding may be used in any IX 
mode. The parity options available in asynchronous 
modes are available in synchronous modes. 


The SCC can be conveniently used under DMA con- 
trol to provide high-speed reception or transmission. 
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In reception, for example, the SCC can interrupt the 
CPU when the first character of a message is re- 
ceived. The CPU then enables the DMA to transfer 
the message to memory. The SCC then issues an 
end-of-frame interrupt and the CPU can check the 
status of the received message. Thus, the CPU is 
freed for other service while the message is being 
received. The CPU may also enable the DMA first 
and have the SCC interrupt only on end-of-frame. 
This procedure allows all data to be transferred via 
DMA. 


SDLC LOOP MODE 

The SCC supports SDLC Loop mode in addition to 
normal SDLC. In a loop topology, there is a primary 
controller station that manages the message traffic 
flow and any number of secondary stations. In Loop 
mode, the SCC performs the functions of a second- 
ary station while an SCC operating in regular SDLC 
mode can act as a controller (Figure 6). 



A secondary station in an SDLC Loop is always lis- 
tening to the messages being sent around the loop, 
and in fact must pass these messages to the rest of 
the loop by retransmitting them with a one-bit-time 
delay. The secondary station can place its own mes- 
sage on the loop only at specific times. The control- 
ler signals that secondary stations may transmit 
messages by sending a special character, called an 
EOP (End of Poll), around the loop. The EOP char- 
acter is the bit pattern 11111110. Because of zero 


insertion during messages, this bit pattern is unique 
and easily recognized. 

When a secondary station has a message to trans- 
mit and recognizes an EOP on the line, it changes 
the last binary one of the EOP to a zero before 
transmission. This has the effect of turning the EOP 
into a flag sequence. The secondary station now 
places its message on the loop and terminates the 
message with an EOP. Any secondary stations fur- 
ther down the loop with messages to transmit can 
then append their messages to the message of the 
first secondary station by the same process. Any 
secondary stations without messages to send mere- 
ly echo the incoming messages and are prohibited 
from placing messages on the loop (except upon 
recognizing an EOP). 

SDLC Loop mode is a programmable option in the 
SCC. NRZ, NRZI, and FM coding may all be used in 
SDLC Loop mode. 


BAUD RATE GENERATORS 

Each channel in the SCC contains a programmable 
Baud rate generator. Each generator consists of two 
8-bit time constant registers that form a 16-bit time 

N constant, a 16-bit down countermand a flip-flop on 
the output producing a square wave. On startup, the 
flip-flop on the output is set in a High state, the value 
in the time constant register is loaded into the coun- 
ter, and the counter starts counting down. The out- 
put of the baud rate generator toggles upon reach- 
ing zero, the value in the time constant register is 
loaded into the counter, and the process is repeat- 
ed. The time constant may be changed at any time, 
but the new value does not take effect until the next 
load of the counter. 

The output of the baud rate generator may be used 
as either the transmit clock, the receive clock, or 
both. It can also drive the digital phase-locked loop 
(see next section). 

If the receive clock or tra nsmit clock is not pro- 
grammed to come from the TRxC pin, the output of 
the ba ud rate generator may be echoed out via the 
TRxC pin. 

. The following formula relates the time constant to 
the baud rate. (The baud rate is in bits/second, the 
BR clock frequency is in Hz, and clock mode is 1, 
16, 32, or 64.) 


time _ BR clock frequency 
constant 2 x baud rate x clock mode 
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Table 3. Time Constant Values for Standard 


Baud Rates at BR Clock = 3.9936 MHz 


Rate 

(BAUD) 

Time Constant 
(decimal notation) 

Error 

19200 

102 

— 

9600 

206 

— 

7200 

275 

0.12% 

4800 

414 

— 

3600 

553 

0.06% 

2400 

830 

— 

2000 

996 

0.04% 

1800 

1107 

0.03% 

1200 

1662 

— 

600 

3326 

— 

300 

6654 

— 

150 

13310 

— 

134.5 

14844 

0.0007% 

110 

18151 

0.0015% 

75 

26622 

— 

50 

39934 

— 


In NRZ encoding, a 1 is represented by a High level 
and a 0 is represented by a Low level. In NRZI en- 
coding, as 1 is represented by no change in level 
and a 0 is represented by a change in level. In FM-j 
(more properly, bi-phase mark) a transition occurs at 
the beginning of every bit cell. A 1 is represented by 
an additional transition at the center of the bit cell 
and a 0 is represented by no additional transition at 
the center of the bit cell. In FMq (bi-phase space), a 
transition occurs at the beginning of every bit cell. A 
0 is represented by an additional transition at the 
center of the bit cell, and a 1 is represented by no 
additional transition at the center of the bit cell. In 
addition to these four methods, the SCC can be 
used to decode Manchester (bi-phase level) data by 
using the DPLL in the FM mode and programming 
the receiver for NRZ data. Manchester encoding al- 
ways produces a transition at the center of the bit 
cell. If the transition is 0/1 the bit is a 0. If the tran- 
sition is 1 /0 the bit is a 1 . 



DIGITAL PHASE LOCKED LOOP 

The SCC contains a digital phase locked-loop 
(DPLL) to recover clock information from a data- 
stream with NRZI or FM encoding. The DPLL is driv- 
en by a clock that is nominally 32 (NRZI) or 16 (FM) 
times the data rate. The DPLL uses this clock, along 
with the datastream, to construct a clock for the 
data. This clock may then be used as the SCC re- 
ceive clock, the transmit clock, or both. 

For NRZI coding, the DPLL counts the 32X clock to 
create nominal bit times. As the 32X clock is count- 
ed, the DPLL is searching the incoming datastream 
for edges (either 1/0 or 0/1). Whenever an edge is 
detected, the DPLL makes a count adjustment (dur- 
ing the next counting cycle), producing a terminal 
count closer to the center of the bit cell. 

For FM encoding, the DPLL still counts from 1 to 31, 
but with a cycle corresponding to two bit times. 
When the DPLL is locked, the clock edges in the 
datastream should occur between counts 15 and 16 
and between counts 31 and 0. The DPLL looks for 
edges only during a time centered on the 15 /i 6 
counting transition. 

The 32X clock for th e DPL L can be programmed to 
come from either the RTxC input or the output of the 
baud rate generator. The DPLL output may b e pro- 
grammed to be echoed out of the SCC via the TRxC 
pin (if this pin is not being used as an input). 


DATA ENCODING 

The SCC may be programmed to encode and de- 
code the serial data in four different ways (Figure 7). 


AUTO ECHO AND LOCAL LOOPBACK 

The SCC is capable of automatically echoing every- 
thing it receives. This feature is useful mainly in 
asynchronous modes, but works in synchronous and 
SDLC modes as well. In Auto Echo mode TxD is 
RxD. Auto Echo mode can be used with NRZI or FM 
encoding with no additional delay, because the data- 
stream is not decode d bef ore retransmission. In 
Auto Echo mode, the CTS input is ignored as a 
transmitter enable (although transitions on this input 
can still cause interrupts if programmed to do so). In 
this mode, the transmitter is actually bypassed and 
the programmer is respon s ible for disa bling transmit- 
ter interrupts and READY/REQUEST on transmit. 

The SCC is also capable of local loopback. In this 
mode, TxD is RxD just as in Auto Echo mode. How- 
ever, in Local Loopback mode, the internal transmit 
data is tied to the internal receive data an d Rx D is 
ignored (except to be echoed out via TxD). CTS and 
CD inputs are also ignored as transmit and receive 
enables. However, transitions on these inputs can 
still cause interrupts. Local Loopback works in asyn- 
chronous, synchronous and SDLC modes with NRZ, 
NRZI or FM coding of the data stream. 


SERIAL BIT RATE 

To run the 82530 (4 MHz/6 MHz) at 1/1.5 Mbps the 
receive and transmit clocks must be externally gen- 
erated and s ynchro nize d to the system clock. If the 
serial clocks (RTxC and TRxC) and the system clock 
(CLK) are asynchronous, the maximum bit rate is 
880 Kbps/ 1.3 Mbps. For self-clocked operation, i.e 
using the on chip DPLL, the maximum bit rate is 
125/187 Kbps if NRZI coding is used and 250/375 
Kbps if FM coding is used. 
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Figure 7. Data Encoding Methods 


Table 4. Maximum Bit Rates 


Mode 

System 

Clock 

System Clock/ 
Serial Clock 

Serial Bit Rate 

Conditions 

Serial clocks 

4 MHz 

4 

1 Mbps 

Serial clocks synchronized with system 

generated 




clock. Refer to parameter #3 and 10 in 

externally 

6 MHz 

4 

1 .5 Mbps 

general timings. 

Serial clocks synchronized with system 
clock. Refer to parameter #3 and #10 
in general timings. 


4 MHz 

4.5 

880 Kbps 

Serial clocks and system clock 
asynchronous. 


6 MHz 

4.5 

1 .3 Mbps 

Serial clocks and system clock 
asynchronous 

Self-clocked 

operation 

NRZI 

4 MHz 

32 

125 Kbps 



6 MHz 

32 

187 Kbps 


FM 

4 MHz 

16 

250 Kbps 



6 MHz 

16 

375 Kbps 


ASYNC 

4 MHz 

16 

62.5 Kbps 



6 MHz 

16 

93.75 Kbps 



I/O INTERFACE CAPABILITIES 

The SCC offers the choice of Polling, Interrupt (vec- 
tored or nonvectored) and Block Transfer modes to 
transfer data, status, and control information to and 
from the CPU. The Block Transfer mode can be im- 
plemented under CPU or DMA control. 


POLLING 

All interrupts are disabled. Three status registers in 
the SCC are automatically updated whenever any 


function is performed. For example, end-of-frame in 
SDLC mode sets a bit in one of these status regis- 
ters. The idea behind polling is for the CPU to peri- 
odically read a status register until the register con- 
tents indicate the need for data to be transferred. 
Only one register needs to be read; depending on its 
contents, the CPU either writes data, reads data, or 
continues. Two bits in the register indicate the need 
for data transfer. An alternative is a poll of the Inter- 
rupt Pending register to determine the source of an 
interrupt. The status for both channels resides in 
one register. 
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INTERRUPTS 

When a SCC responds to an Interrupt Acknowledge 
signal (INTA) from the CPU, an interrupt vector may 
be placed on the data bus. This vector is written in 
WR2 and may be read in RR2A or RR2B (Figures 9 
and 10). 

To speed interrupt response time, the SCC can 
modify three bits in this vector to indicate status. If 
the vector is read in Channel A, status is never in- 
cluded; if it is read in Channel B, status is always 
included. 

Each of the six sources of interrupts in the SCC 
(Transmit, Receive and External/Status interrupts in 
both channels) has three bits associated with the 
interrupt source: Interrupt Pending (IP), Interrupt Un- 
der Service (IUS), and Interrupt Enable (IE). Opera- 
tion of the IE bits is straightforward. If the IE bit is set 
for a given interrupt source, then that source can 
request interrupts. The exception is when the MIE 
(Master Interrupt Enable) bit in WR9 is reset and no 
interrupts may be requested. The IE bits are write- 
only. 

The other two bits are related to the interrupt priority 
chain (Figure 8). As a peripheral, the SCC may re- 
quest an interrupt only when no higher-priority de- 
vice is requesting one, e.g., when I El is High. If the 
device in question requests an interru pt, it pulls 
down INT. The CPU then responds with INTA, and 
the interrupting device places the vector on the data 
bus. 

In the SCC, the IP bit signals a need for interrupt 
servicing. When an IP bit is 1 and the IEI input is 
High, the INT output is pulled Low, requesting an 
interrupt. In the SCC, if the IE bit is not set by en- 
abling interrupts, then the IP for that source can nev- 
er be set. The IP bits are readable in RR3A. 


The IUS bits signal that an interrupt request is being 
serviced. If an IUS is set, all interrupt sources of low- 
er priority in the SCC and external to the SCC are 
prevented from requesting interrupts. The internal 
interrupt sources are inhibited by the state of the 
internal daisy chain, while lower priority devices are 
inhibited by the IEO output of the SCC being pulled 
Low and propagated to subsequent peripherals. An 
IUS bit is set during an Interrupt Acknowledge cycle 
if there are no higher priority devices requesting in- 
terrupts. 

There are three types of interrupts: Transmit, Re- 
ceive and External/Status interrupts. Each interrupt 
type is enabled under program control with Channel 
A having higher priority than Channel B, and with 
Receiver, Transmit and External /Status interrupts 
prioritized in that order within each channel. When 
the Transmit interrupt is enabled, the CPU is inter- 
rupted when the transmit buffer becomes empty. 
(This implies that the transmitter must have had a 
data character written into it so that it can become 
empty.) When enabled, the receiver can interrupt the 
CPU in one of three ways: 

• Interrupt on First Receive Character or Special 
Receive condition. 

• Interrupt on all Receive Characters or Special 
Receive condition. 

• Interrupt on Special Receive condition only. 

Interrupt-on-First-Character or Special-Condition 
and Interrupt-on-Special-Condition-Only are typically 
used with the Block Transfer mode. A Special-Re- 
ceive-Condition is one of the following: receiver 
overrun, framing error in Asynchronous mode, End- 
of-Frame in SDLC mode and, optionally, a parity 
error. The Special-Receive-Condition interrupt is dif- 
ferent from an ordinary receive character available 
interrupt only in the status placed in the vector 



Figure 8. Daisy Chaining SCO’s 
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during the Interrupt-Acknowledge cycle. In Interrupt 
on First Receive Character, an interrupt can occur 
from Special Receive conditions any time after the 
first receive character interrupt. 

The main function of the External/Sta tus in terrupt is 
to mon itor the signal transitions of the CT5, CD, and 
SYNC pins; however, an External/Status interrupt is 
also caused by a Transmit Underrun condition, or a 
zero count in the baud rate generator, or by the de- 
tection of a Break (asynchronous mode), Abort 
(SDLC mode) or EOP (SDLC Loop mode) sequence 
in the data stream. The interrupt caused by the 
Abort or EOP has a special feature allowing the SCC 
to interrupt when the Abort or EOP sequence is de- 
tected or terminated. This feature facilitates the 
proper termination of the current message, correct 
initialization of the next message, and the accurate 
timing of the Abort condition in external logic in 
SDLC mode. In SDLC Loop mode this feature allows 
secondary stations to recognize the wishes of the 
primary station to regain control of the loop during a 
poll sequence. 


CPU/DMA BLOCK TRANSFER 

The SCC provides a Block Transfer mode to accom- 
modate CPU block transfer functions and DMA con - 
trollers. Th e Block Transfer mode uses the READY / 
REQUEST output in conjunction with the READY/ 
REQUEST bits in WR1 . The READY/REQUEST out- 
put can be defined under software control as a 
READY line in the CPU Block Transfer mode (WR1; 


D6 = 0) or as a request line in the DMA Block 
Transfer mode (WR 1 ; D6 = 1). To a DMA controller, 
the SCC REQUEST output indicates that the SCC is 
ready to t ransfer data to or from memory. To the 
CPU, The READY line indicates that the SCC is not 
ready to transfer data, thereby requesting that the 
CPU extend the I/O cycle. The DTR/REQUEST line 
allows full-duplex operation under DMA control. 


PROGRAMMING 

Each channel has fifteen Write registers that are in- 
dividually programmed from the system bus to con- 
figure the functional personality of each channel. 
Each channel also has eight Read registers from 
which the system can read Status, Baud rate, or In- 
terrupt information. 

Only the four data registers (Read, Write for chan- 
nels A and B) are directly selected by a High on the 
D/C input and the appropriate levels on the RD, WR 
and A/B pins. All other registers are addressed indi- 
rectly by the content of Write Register 0 in conjunc- 
tion with a Low on the D/C input and the appropriate 
levels on the RD, WR and A/B pins. If bit 3 in WWO 
is 1 and bits 4 and 5 are 0 then bits 0, 1 , 2 address 
the higher registers 8 through 15. If bits 3, 4, 5 con- 
tain a different code, bits 0, 1,2 address the lower 
registers 0 through 7 as shown on Table 5. 

Writing to or reading from any register except RR0, 
WR0 and the Data Registers thus involves two oper- 
ations. 


Table 5. Register Addressing 


D/C “Point High” 
Code in WR0 

D2 D1 

inWRO 

DO 

Write 

Register 

Read 

Register 

High 

Either Way 

X 

X 

X 

Data 

Data 

Low 

Not True 

0 

0 

0 

0 

0 

Low 

Not True 

0 

0 

1 

1 

1 

Low 

Not True 

0 

1 

0 

2 

2 

Low 

Not True 

0 

1 

1 

3 

3 

Low 

Not True 

1 

0 

0 

4 

(0) 

Low 

Not True 

1 

0 

1 

5 

(1) 

Low 

Not True 

1 

1 

0 

6 

(2) 

Low 

Not True 

1 

1 

1 

7 

(3) 

Low 

True 

0 

0 

0 

Data 

Data 

Low 

True 

0 

0 

1 

9 

— 

Low 

True 

0 

1 

0 

10 

10 

Low 

True 

0 

1 

1 

11 

(15) 

Low 

True 

1 

0 

0 

12 

12 

Low 

True 

1 

0 

1 

13 

13 

Low 

True 

1 

1 

0 

14 

(10) 

Low 

True 

1 

1 

1 

15 

15 
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First write the appropriate code into WRO, then fol- 
low this by a write or read operation on the register 
thus specified. Bits 0 through 4 in WWO are automat- 
ically cleared after this operation, so that WWO then 
points to WRO or RRO again. 

Channel A/Channel B selection is made by the A/B 
input (High = A, Low = B) 

The system program first issues a series of com- 
mands to initialize the basic mode of operation. This 
is followed by other commands to qualify conditions 
within the selected mode. For example, the Asyn- 
chronous mode, character length, clock rate, num- 
ber of stop bits, even or odd parity might be set first. 
Then the interrupt mode would be set, and finally, 
receiver or transmitter enable. 


READ REGISTERS 

The SCC contains eight read registers (actually nine, 
counting the receive buffer (RR8) in each channel). 
Four of these may be read to obtain status informa- 
tion (RRO, RR1, RR10, and RR15). Two registers 


(RR12 and RR13) may be read to determine the 
baud rate generator time constant. RR2 contains ei- 
ther the unmodified interrupt vector (Channel A) or 
the vector modified by status information (Channel 
B). RR3 contains the Interrupt Pending (IP) bits 
(Channel A). Figure 9 shows the formats for each 
read register. 

The status bits of RRO and RR1 are carefully 
grouped to simplify status monitoring: e.g. when the 
interrupt vector indicates a Special Receive Condi- 
tion interrupt, all the appropriate error bits can be 
read from a single register (RR1). 


WRITE REGISTERS 


The SCC contains 15 write registers (16 counting 
WR8, the transmit buffer) in each channel. These 
write registers are programmed separately to config- 
ure the functional “personality” of the channels. In 
addition, there are two registers (WR2 and WR9) 
shared by the two channels that may be accessed 
through either of them. WR2 contains the interrupt 
vector for both channels, while WR9 contains the 
interrupt control bits. Figure 1 0 shows the format of 
each write register. 



MADMOMTUIO 




230834-10 

Figure 9. Read Register Bit Functions 
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READ REGISTER 3 


E 

* 

_L 

* 


-1 


El 


n 


CHANNEL B EXT/STAT IP* 
CHANNEL B Tx IP* 
CHANNEL B Rx IP* 
CHANNEL A EXT/STAT IP* 
CHANNEL A Tx IP* 
•CHANNEL A Rx IP* 

> 0 
• 0 


'ALWAYS 0 IN B CHANNEL 

230834-12 


READ REGISTER 10 


E 

Os 

_1 

JL 


* 

_1 

0 


n 


o 

ON LOOP 
0 
0 

LOOP SENDING 
0 

TWO CLOCKS MISSING 
ONE CLOCK MISSING 


230834-13 


Figure 9. Read Register Bit Functions (Continued) 
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Figure 9. Read Register Bit Functions (Continued) 
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WRITE REGISTER 0 


0 

D« 

0 


-1 

3 


REGISTER 


0 

0 

0 

Oor 

8 

0 

0 

1 

1 or 

9 

— 

1 

0 

2 or 

10 

0 

"T 

1 

3 or 

11 

1 

0 

0 

4 or 


1 

0 

1 

5 or 

"iT 

1 

"T" 

T 

6 or 

14 

1 

1 

1 

7 or 



0 

0 

0 

0 

0 

1 

0 

1 

0 

0 

1 

1 

1 

0 

0 

1 

0 

1 

1 

1 

T" 

1 

1 

1 


NULL CODE I 

POINT HIGH REGISTER GROUP* 

RESET EXT/STATUS INTERRUPTS 
SEND ABORT 

ENABLE INT ON NEXT Rx CHARACTER 
RESET TxINT PENDING 
ERROR RESET 
RESET HIGHEST IUS* 

•CHANNEL-A ONLY 


0 

0 

" 7 " 

1 

1 

0 

1 

1 


NULL CODE 

RESET Rx CRC CHECKER 
RESET Tx CRC GENERATOR 
RESET Tx UNDERRUN/EOM LATCH 


WRITE REGISTER 1 


E. 

Dt 

0 



_°L 

JL 

0 


r, 


EXT. INT ENABLE 
Tx INT ENABLE 

'PARITY IS SPECIAL CONDITION 


0 

0 

0 

1 

1 

0 

1 

1 


|Rx INT DISABLE 

R X INT ON FIRST CHARACTER OR SPECIAL CONDITION 
I INT ON ALL Rx CHARACTERS OR SPECIAL CONDITION 
Rx INT ON SPECIAL CONDITION ONLY 


“READY/DMA REQUEST ON RECEIVE/TRANSMIT 
—READY/DMA REQUEST FUNCTION 


-READY/DMA REQUEST ENABLE 


Figure 10. Write Register Bit Functions 
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Rx ENABLE 

SYNC CHARACTER LOAD INHIBIT 
ADDRESS SEARCH MODE (8DLC) 
Rx CRC ENABLE 
ENTER HUNT MODE 
AUTO ENABLES 


230834-18 


WRITE REGISTER 4 



230834-20 

Figure 10. Write Register Bit Functions (Continued) 
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WRITE REGISTER 5 
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WRITE REGISTER 6 


0 

0 

0 

Ej 

0 

0 

0 

0 


r i 


SYNCr 

SYNC* 

SYNCs 

SYNC* 

sync 3 

sync 2 

SYNCi 

SYNCo 

MONOSYNC 8 BITS 

SYNCi 

SYNCo 

SYNC* 

SYNC* 

SYNCs 

sync 2 

SYNCi 

SYNCo 

MONOSYNC 6 BITS 

SYNCr 

SYNC* 

SYNC* 

SYNC* 

SYNCs 

sync 2 

SYNCi 

SYNCo 

BISYNC 16 BITS 

SYNCj 

sync 2 

SYNC, 

SYNCo 

1 

1 

1 

1 

BISYNC 12 BITS 

ADRr 

ADR* 

ADR* 

ADR* 

ADRs 

adr 2 

ADR, 

ADR 0 

SDLC 

ADR 7 

ADR* 

ADR* 

ADR* 

X 

X 

X 

X 

SDLC (ADDRESS RANGE) 
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WRITE REGISTER 7 



MONOSYNC 8 BITS 
MONOSYNC 6 BITS 
BISYNC 16 BITS 
BISYNC 12 BITS 
SDLC 


230834-24 


Figure 10. Write Register Bit Functions (Continued) 
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WRITE REGISTER 9 



VECTOR INCLUDE STATUS 
NO VECTOR 
DISABLE LOWER CHAIN 
MASTER INTERRUPT ENABLE 
STATUS HIGH/STATUS LOW 
NON-VECTORED MODE* 


230834-25 


'See 82530 Technical User’s Manual for details of this mode. 
(Document # 230925-002 or -003) 




2 - 





Figure 10. Write Register Bit Functions (Continued) 
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WRITE REGISTER 15 


E 

0 

* 

* 



_1 

0 


L. 


1 ZERO COUNT IE 

L 0 

CD IE 

SYNC/HUNT IE 

CTS IE 

T* UNDERRUN/EOM IE 

BREAK/ABORT IE 

230834-31 

Figure 10. Write Register Bit Functions (Continued) 


82530 TIMING 

The SCC generates internal control signals from WR 
and RD that are related to CLK. Since CLK has no 
phase relationship with WR and RD, the circuitry 
generating these internal control signals must pro- 
vide time for metastable conditions to disappear. 
This gives rise to a recovery time related to CLK. 
The recovery time applies only between bus trans- 
actions involving the SCC. The recovery time re- 
quired for proper operation is specified from the ris- 
ing edge of WR or RD in the first transaction in- 


volving the SCC to the falling edge of WR or RD in 
the second transaction involving the SCC. This time, 
Trec must be at least 6 CLK cycles plus 130 ns, for 
the 82530-6. 



Read Cycle Timing 

Figure_11 illustrates Read cycle timi ng. A ddresses 
on A/B and D/C and the status on INTA must re- 
main stable throughout the cycle. If CS falls after RD 
falls or if it rises before RD rises, the effective RD is 
shortened. 
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Write Cycle Timing 

Figure_12 illustrates Write cycle timi ng. A ddresses 
on A/B and D/C and the status on INTA must re- 
main stable throughout the cycle. If CS falls after 
WR falls or if it rises before WR rises, the effective 
WR is shortened. 


Interrupt Acknowledge Cycle Timing 

Figure 13 illustrates Inter rupt Acknowledge cycle 
timing. Between the time INTA goes Low and the 
falling edge of RD, the internal and external IEI/IEO 
daisy chains settle. If there is arnnterrupt pending in 
the SCC and IEI is High when RD falls, the Acknowl- 
edge cycle is intended for the SCC. In this case, the 
SCC may be programmed to respond to RD Low by 
placing its interrupt vector on D 0 -D 7 and it then sets 
the appropriate Interrupt-Under-Service internally. 


A/B, O/C 


X 


ADDRESS VALID 


X 


7 
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ABSOLUTE MAXIMUM RATINGS* 

Case Temperature 

Under Bias 0°Cto + 70°C 

Storage Temperature 

Ceramic Package - 65°C to + 1 50°C 

Plastic Package -40°C to + 125°C 

Voltage on Any Pin with 

Respect to Ground -0.5V to + 7.0V 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “ Absolute 
Maximum Ratings ” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


D.C. CHARACTERISTICS T c = 0°C to 70°C; V C c = +5V ±5% 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

V|L 

Input Low Voltage 

-0.3 

+ 0.8 

V 


V IH 

Input High Voltage 

+ 2.4 

V CC +0.3 

V 


V(X 

Output Low Voltage 


+ 0.45 

V 

Iql = 2.0 mA 

Voh 

Output High Voltage 

+ 2.4 


V 

Ioh = “250 julA 

IlL 

Input Leakage Current 


±10 

jmA 

0.4V to 2.4V 

lOL 

Output Leakage Current 


±10 

JLL A 

0.4V to 2.4V 

•cc 

Vcc Supply Current 


250 

mA 



CAPACITANCE T c = 25°C; v C c = GND = 0V 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

C|N 

Input Capacitance 


10 

PF 

f c = 1 MHz 

Gout 

Output Capacitance 


15 

PF 

Unmeasured pins 
returned to GND 

C|/o 

Input/Output Capacitance 


20 

PF 
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A.C CHARACTERISTICS T c = o°cto +70°C; v C c = +5V ±5% 

READ AND WRITE TIMING 


Number 

Symbol 

Parameter 

82530 (4 MHz) 

82530-6 (6 MHz) 

Units 

Min 

Max 

Min 

Max 

1 

tCL 

CLK Low Time 

mm 


70 



2 

tCH 

CLK High Time 

mm 


70 

1000 


3 

tf 

CLK Fall Time 


20 


10 


4 

tr 

CLK Rise Time 


20 


mm 


5 


CLK Cycle Time 



165 



6 


Address to WR X Setup Time 

80 


0 



7 


Address to WRf Hold Time 

0 


0 


ns 

8 

E 

Address to RD X Setup Time 



0 



9 

tRA 

Address to RDf Hold Time 

0 


0 


ns 

10 

tic 

INTA to CLK t Setup Time 

5 


5 


ns 

11 

tiw 

INTA to WR X Setup Time (Note 1) 



55 


ns 

12 

twi 

INTA to WR T Hold Time 

0 


0 


ns 

13 

tlR 

INTA to RD X Setup Time (Note 1) 

200 


55 


ns 

14 


INTA to RD t Hold Time 

0 


0 


ns 

15 


INTA to CLK f Hold Time 

100 


100 


ns 

16 

E 

CS Low to WR x Setup Time 

0 


0 


ns 

17 


CStoWRT Hold Time 

0 


0 



18 


CS High to WR X Setup Time 



5 


ns 

19 

tCLR 

CS Low to RD X Setup Time (Note 1) 

0 


0 



20 

tRCS 

CS to RD T Hold Time (Note 1 ) 

0 


0 



21 

tCHR 

CS High to RD X Setup Time (Note 1) 

100 


5 



22 

tRR 

RD Low Time (Note 1) , 

390 


150 


U9 

23 

Null 

Parameter Deleted 






24 

tRDI 

RD t to Data Not Valid Delay 

0 


. 0 


ns 

25 

tRDV 

RD X to Data Valid Delay 


250 


105 

ns 

26 

tDF 

RD T to Output Float Delay (Note 2) 


70 


45 

ns 


NOTES: 

1. Parameter does not apply to Interrupt Acknowledge transactions. 

2. Float delay is defined as the time required for a + 0.5V change in the output with a maximum D.C. load and minimum A.C. 
load. 
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A.C. TESTING INPUT, OUTPUT WAVEFORM 


OPEN DRAIN TEST LOAD 



230834-35 

A.C. Testing: Inputs are driven at 2.4V for a Logic “1” and 0.45V 
for a Logic “0”. Timing measurements are made at 2.0V for a 
Logic "1” and 0.8V for a Logic “0”. 


A.C. TESTING LOAD CIRCUIT 



C L = 150 pF 

Ci Includes Jig Capacitance 



Figure 14. Read and Write Timing 
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INTERRUPT ACKNOWLEDGE TIMING, RESET TIMING, CYCLE TIMING 


Number 

Symbol 

Parameter 

82530 (4 MHz) 



Min 

Max 

Min 

Max 

27 

tAD 

Address Required Valid to Read Data 
Valid Delay 


590 




28 

TWW 

WR Low Time 

390 


60 


ns 

29 

tDW 

Data to WR J, Setup Time 

0 


0 


ns 


tWD 

DatatoWRf Hold Time 

0 


0 


ns 

1 

tWRV 

WR i to Ready Valid Delay (Note 4) 




200 

ns 


tRRV 

RD X to Ready Valid Delay (Note 4) 


240 


200 

ns 

33 

tWRI 

WR 4, to READY/REQ Not Valid Delay 


240 


200 

lilies 

KB 


RD i to READY/REQ Not Valid Delay 




200 

ns 

H 


WR T to DTR/REQ Not Valid Delay 




5tCY 
+ 250 

ns 


tDRD 

RD t to DTR/REQ Not Valid Delay 

■ 



5 tCY 
+ 250 

ns 


tllD 

INTA to RD J, (Acknowledge) Delay 
(Note 5) 

250 


250 


ns 


til 

RD (Acknowledge) Low Time 

285 


125 


ns 



RD l (Acknowledge) to Read Data 
Valid Delay 




100 

ns 



IEI to RD X (Acknowledge) Setup Time 

120 




ns 

41 


IEI to RD t (Acknowledge) Hold Time 

0 


0 


ns 

42 

tElEO 





100 

ns 

43 

tCEQ 

CLK T to IEO Delay 


250 




44 




500 



ns 

45 

tRW 

RD t to WR i Delay for No Reset 

30 


15 


ns 

46 

tWR 

WR t to RD i Delay for No Reset 

30 


30 


ns 

47 

tRES 

WR and RD Coincident Low for Reset 

250 


250 


ns 

48 

tREC 

Valid Access Recovery Time 
(Note 3) 

6tCY 
+ 200 


6 tCY 
+ 130 


ns 


NOTES: 

3. Parameter applies only between transactions involving the SCC. 

4. Open-drain output, measured with open-drain test load. 

5. Parameter is system dependent. For any SCC in the daisy chain, tllD must be greater than the sum of tCEQ for the 
highest priority device in the daisy chain, tEI for the SCC and tElEO for each device separating them in the daisy chain. 
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Figure 15. Interrupt Acknowledge Timing 
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GENERAL TIMING 


Number 

Symbol 

Parameter 

82530 (4 MHz) 

82530-6 (6 MHz) 

Units 

Min 

Max 

Min 

Max 

1 

tRCC 

RxC t to CLK T Setup Time (Notes 1 , 4) 

100 


100 


ns 

2 

tRRC 

RxD to RxC t Hold Time (XI Mode) 
(Note 1 ) 

0 


0 


ns 

3 

tRCR 

RxD to RxC t Hold Time (XI Mode) 
(Note 1) 

150 


150 


ns 

4 

tDRC 

RxD to RxC i Setup Time (XI Mode) 
(Notes 1,5) 

0 


0 


ns 

5 

tRCD 

RxD to RxC 4 Hold Time (XI Mode) 
(Notes 1,5) 

150 


150 


ns 

6 

tSRC 

SYNC to RxC T Setup Time (Note 1) 

-200 


-200 


ns 

7 

tRCS 

SYNC toRxC t Hold Time (Note 1 ) 

3 tCY 
+ 200 


3 tCY 
+ 200 


ns 

8 

tTCC 

TxC i to CLK t Setup Time (Notes 2, 4) 

100 


100 


ns 

9 

tTCT 

TxC 4 to TxD Delay (XI Mode) (Note 2) 


300 


30Q 

ns 

10 

tTCD 

TxC t to TxD Delay (XI Mode) 
(Notes 2, 5) 


300 


300 

ns 

If 

tTDT 

TxD to TRxC Delay (Send Clock Echo) 


200 


200 

ns 

12 

tDCH 

RTxC High Time 

180 


150 


ns 

13 

tDCL 

RTxC Low Time 

180 


150 


ns 

14 

tDCY 

RTxC Cycle Time 

4tCY 


4tCY 


ns 

15 

tCLCL 

Crystal Oscillator Period (Note 3) 

250 

1000 

165 

1000 

ns 

16 

tRCH 

TRxC High Time 

180 

. 

150 


ns 

17 

tRCL 

TRxC Low Time 

180 


150 


ns 

18 

tRCY 

TRxC Cycle Time (Note 6) 

4tCY 


4tCY 


ns 

19 

tcc 

CD or CTS Pulse Width 

200 


200 


ns 

20 

tss 

SYNC Pulse Width 

200 


200 


ns 

21 

tWRT 

WR to RTS Valid Delay 


6tCY 


6tCY 

ns 

22 

tWDT 

WR to DTR Valid Delay 


5tCY 


5tCY 

ns 


NOTES: 

1. RxC is RTxC or TRxC , whichever is supplying the receive clock. 

2. TxC i s TRx C Or RTxC, whichever is supplying the transmit clock. 

3. Both RTxC and SYNC have 30 pF capacitors to ground connected to them. 

4. Param eter applies only if the data rate is one-fourth the system clock (CLK) rate. In all other cases, no phase relationship 
between RxC and CLK or TxC and CLK is required. 

5. Parameter applies only to FM encoding/decoding. 

6. Only applies to transmitter and receiver. For DPLL and Baud Rate Generator Timings, the requirements are identical to 
system clock, CLK, specifications. 
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Figure 18. General Timing 
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1.0 INTRODUCTION 

The emergence of asynchronous communications as the 
most widely used protocol (it commands the largest in- 
stalled base of nodes, exceeding HDLC/SDLC, the sec- 
ond most popular protocol, by a factor of 10 to 1) for 
point to point serial links has led to the need for an 
asynchronous communications component with high 
integration to reduce component count and decrease 
the cost of a serial port. The trend towards higher data 
rates and multiple job, multiple user systems has under- 
scored the need for an intelligent serial controller to 
improve system throughput and decrease the CPU load 
normally associated with asynchronous serial commu- 
nications. 

The 82510 CMOS Asynchronous Serial Controller is 
designed to improve asynchronous communications 
throughput and reduce system cost by integrating func- 
tions and simplifying the system interface. Two inde- 
pendent FIFOs, and Control Character Recognition 
(CCR), provide data buffering and increase software 
efficiency. Two Baud Rate Generators/Timers, an On- 
Chip Crystal Oscillator and seven Programmable I/O 
pins provide a high degree of integration and reduce 
system component count. This application note will 
demonstrate the use of these features in an Asynchro- 
nous Communications Environment. 


1.1 Goal 

The goal of this application note is to demonstrate the 
use of the major 82510 features in an asynchronous 
communications environment and to depict basic hard- 
ware and software design techniques for the 82510. It 
will discuss interfaces using both polling and interrupt 
techniques, as well as the impact of FIFOs using either 
scheme. An application example covering the applica- 
tion of Error Free File Transfer is also provided. 


1.2 Scope 

The application note describes the operation of the 
82510 ASC in a normal (non 8051 9-bit) asynchronous 
communications mode. The majority of the discussion 
is focused towards the systems aspects of the Control- 
ler. The use of the 82510 in a multidrop or 8051 9-bit 
asynchronous environment is not covered. This appli- 
cation note assumes that the reader is familiar with the 
82510 in terms of pin description, register architecture 
and interrupt structure. It is also assumed that the 
reader is familiar with the information provided in the 
82510 Data Sheet. 

The initial sections of the application note provide an 
overview of the 82510 and its major functional blocks. 


This is followed by a discussion of the hardware design 
and system interface considerations in sections three 
and four. The fifth section provides some software tech- 
niques for transmitting and receiving data as well as the 
use of timers. Section seven briefly discusses the file 
transfer application based on the XMODEM protocol 
and includes the software listings. 


2.0 82510 DESCRIPTION 

2.1 Overview 

The 82510 can be divided into seven functional blocks 
(See Figure 1): Bus Interface Unit (BIU), Timing Unit, 
Modem Interface Module, Tx FIFO, Rx FIFO, Tx Ma- 
chine and Rx Machine. All blocks, except BIU can gen- 
erate a block interrupt request to the 82510 interrupt 
logic. In the case of the Rx Machine, Timing Unit and 
Modem Interface Module, multiple sources (errors and 
status events) within the block cause the block interrupt 
request to become active. All of the blocks have regis- 
ters associated with them. The registers, allow configu- 
ration, provide status information about events/errors, 
and may also be used to send commands to each block. 


2.2 Bus Interface Unit (BIU) 

The Bus Interface Unit (BIU) interfaces the 82510 
functional blocks to the system or CPU bus. It provides 
read and write access to the 82510 registers and con- 
trols the generation of interrupts to the external world. 
The interrupt logic resolves contention between block 
interrupt requests, on a priority basis. The BIU also has 
the Hardware Reset circuitry, which is driven by the 
RESET pin. The reset signal clears all internal Flip 
Flops, and Registers and puts them in a predefined 
state. All activities on the Bus interface, including regis- 
ter accesses by the CPU, are synchronized to an inter- 
nal (82510) system clock, supplied via the CLK pin. 


2.3 Receive Machine (RxM) 

The Rx Machine (RxM) converts the serial data to par- 
allel and writes it to the Rx FIFO, along with the ap- 
propriate flags (available in the Receive Flags Register). 
The Rx Machine can be configured for control charac- 
ter recognition, data sampling and DPLL operation. 
The software can check for noise, control character, 
break, address or parity and framing errors by reading 
the status or character flags. Optionally, the Receive 
Status bits (in RST), when enabled, can generate inter- 
rupt requests. The Rx Machine block Interrupt request 
is reflected in the General Status Register and is set 
when an enabled interrupt request within the Rx Ma- 


2-184 



AP-401 


inteT 


chine (i.e. RST bits) becomes active. The Rx Machine 
has eight registers associated with it: 

Receive Data (RXD) — Receive Data Character 

Receive Flags (RXF) — Receive Character Flags 

Receive Status (RST) — Receive Events and Receive Er- 
rors 

Receive Interrupt Enable (RIE) — Enables Interrupts 
on corresponding bits in RST 

Receive Mode (RMD) — Receive Machine Configura- 
tion 

Receive Command (RCM) — Receiver Command Reg- 
ister 

Line Control (LCR) — 16450 Register, Character Attri- 
bute Configuration 

Line Status (LSR) — 16450 Status Register, Tx and Rx 
status 


2.4 Transmit Machine (TxM) 

The Tx Machine reads characters from the Tx FIFO 
and transmits them serially over the TXD line. The Tx 
Machine can also transmit additional character attri- 
butes (9th bit of Data, Address Marker, Software Pari- 
ty) available from the Transmit Flags, if configured in 
the appropriate mode. The Tx Machine Idle interrupt 
request is reflected in the GSR and LSR registers to 
indicate that the Transmitter is either Empty or Dis- 
abled. The Tx Machine has six registers associated with 
it: 

Line Control (LCR) — 16450 Register, Character Attri- 
bute Configuration 

Line Status (LSR) — 16450 Status Register, Tx and Rx 
status 

Transmit Mode (TMD) — Tx Machine Configuration 

Transmit Command — (TCM) — Transmit Command 
Register 

Transmit Flags (TXF) — Transmit Character Flags 
Transmit Data (TXD) — Transmit Data Character 


2.5 Modem Interface Module 

The Modem Interface module is responsible for the mo- 
dem interface and general purpose I/O pins. It will gen- 


erate Interrupts ( if enabled) u pon trans itions in the mo- 
dem input pins (DCD, CTS, RI, and DSR). The mo- 
dem output pins can be controlled by the CPU, also the 
RTS pin can be used to provide flow control, in the 
automatic transmission mode. It is the source of the 
Modem Interrupt bit in GSR. This bit is set w he never 
there is a state change in the DCD, RI, DSR or CTS 
inputs (reflected in Modem Status Register) and the 
corresponding enable bits are set. The function and di- 
rection of the multifunction pins can be reprogrammed 
and is available as a configuration option. Multifunc- 
tion pins, when configured as outputs, can be con- 
trolled by the CPU through the Modem Control Regis- 
ter. The Modem module has four registers associated 
with it: 

Modem Status 

Register (MSR) — State transitions on modem input 
pins, and State of the modem input pins 

Modem Control (MCR) — Control state of Modem 
Output pins 

Modem Interrupt 

Enable (MIE) — Enable Interrupt on State transitions in 
modem input pins 

I/O Pin Mode (PMD) — Functions and Directions of 
Multifunction pins 


2.6 Timing Unit 

The Timing Unit is responsible for the generation of the 
System Clock, using either its Crystal Oscillator or an 
externally generated clock, and generation of the Tx 
and Rx clocks from either the On-Chip Baud Rate 
Generators or the SCLK pin. It is also responsible for 
generating Timer Expired interrupts when the 
BRGs/Timers are configured for use as Timers. There 
are ten registers associated with the Timing Unit, four 
of these are used in the Timer mode only. 

Timer Status (TMST) — Timer A and/or Timer B ex- 
pired 

Timer Interrupt 

Enable (TMIE) — Enables Interrupts upon Expiration 
of Timers A or B in TMST 

Timer Control (TMCR) — Start and Disable Timers 

Clock Configure (CLCF) — Select source and mode for 
Tx and Rx clocks 

BRG B Configuration (BBCF) — Mode and Clock 
source of BRG B 
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BRG B LSB of Divisor (BBL)— Least Significant Byte 
of BRG B Divisor/Count 

BRG A MSB of Divisor (BBH) — Most Significant Byte 
of BRG B Divisor/Count 

BRG A Configuration (BACF) — Mode and Clock 
source of BRG A 

BRG A LSB of Divisor (BAL) — Least Significant Byte 
of BRG A Divisor/Count 1 

BRG A MSB of Divisor (BAH) — Most Significant 
Byte of BRG A Divisor/Count 


2.7 FIFOs, Rx and Tx 

The Dual FIFOs (transmit and receive), serve as buff- 
ers for the 82510. They buffer the transmitter and Re- 
ceiver from the CPU. Each of the FIFOs has a pro- 
grammable threshold. The threshold is the FIFO level 
which will generate an interrupt. The threshold is used 
to optimize the CPU throughput and provide increased 
interrupt to service latency for higher baud rates. It can 
be configured through the FIFO Mode Register. Each 
FIFO, character has flags associated with it (TxF and 
RxF). As each character is read from the Rx FIFO its 
flags are put into the RxF register. Before a write to 
TXD (if character configuration requires) the character 
flags are written to the TXF register. The two FIFOs 


are totally independent of each other and each FIFO 
can generate an interrupt request which indicates that 
the configured threshold has been met. 

3.0 HARDWARE DESIGN 


3.1 System Interface 

The 82510 has a standard I/O peripheral interface, it 
has a demultiplexed Bus, which consists of a bidirec- 
tional eight bit Data Bus, and three Address lines. In- 
terrupt, Read, Write, Chip Select and Reset pins com- 
plete the system interface. The three address lines along 
with the Bank register are used to select a particular 
register. 

3.1.1 REGISTER ACCESS 

The 82510 registers are logically divided into four 
banks. Only one bank can be accessed at any one time. 
Each register bank occupies eight I/O addresses. To 
select a register, the correct Bank must first be selected 
by writing to the GIR/Bank register (the GIR/Bank 
register I/O address is two (Aq = 0, A\ = 1, A 2 = 0). 
Then one of the eight I/O space addresses is selected by 
outputting a value (between zero and seven) to the 
82510 address pins A 0 -A 2 . 



Figure 1. 82510 Block Diagram 
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BANK ZERO 8250 — COMPATIBLE BANK 

Register 

7 

6 

5 

4 

3 

2 

1 

0 

Address 

Default 

TxD 

Tx Data 

Tx Data 

Tx Data 

Tx Data 

Tx Data 

Tx Data 

Tx Data 

Tx Data 

0 



bit 7 

bit 6 

bit 5 

bit 4 

bit 3 

bit 2 

bit 1 

bitO 



RxD 

Rx Data 

Rx Data 

Rx Data 

Rx Data 

Rx Data 

Rx Data 

Rx Data 

Rx Data 

0 

— 


bit 7 

bit 6 

bit 5 

bit 4 

bit 3 

bit 2 

bit 1 

bitO 



BAL 

BRGA LSB Divide Count (DLAB = 1) 

0 

02H 

BAH 

BRGA MSB Divide Count (DLAB = 1) 

1 

00H 

GER 

0 

0 

Timer 

Tx Machine 

Modem 

Rx Machine 

Tx FIFO 

Rx FIFO 

1 

00H 




Interrupt 

Interrupt 

Interrupt 

Interrupt 

Interrupt 

Interrupt 






Enable 

Enable 

Enable 

Enable 

Enable 

Enable 



GIR/BANK 

0 

BANK 

BANK 

0 

Active 

Active 

Active 

Interrupt 

2 

01 H 



Pointer 

Pointer 


Block Int 

Block Int 

Block Int 

Pending 





bit 1 

bitO 


bit 2 

bit 1 

bitO 




LCR 

DLAB 

Set 

Parity 

Parity 

Parity 

Stop bit 

Character 

Character 

3 

00H 


Divisor 

Break 

Mode 

Mode 

Mode 

Length 

Length 

Length 




Latch 
Access bit 


bit 2 

bit 1 

bitO 

bitO 

bit 1 

bitO 



MCR 

0 

0 

OUTO 

Loopback 

OUT 2 

OUT 1 

RTS 

DTR 

4 

00H 




Complement 

Control bit 

c 

CD 

E 

CD 

CL 

E 

o 

O 

Complement 

Complement 

Complement 



LSR 

0 

TxM 

Tx FIFO 

Break 

Framing 

Parity 

Overrun 

Rx FIFO 

5 

60H 



Idle 

Interrupt 

Detected 

Error 

Error 

Error 

Int Reg 



MSR 

DCD Input 

Rl Input 

DSR Input 

CTS Input 

State 

State (H -* L) 

State 

State 




Inverted 

Inverted 

Inverted 

Inverted 

Change 

Change 

Change 

Change 



HHH 





in DCD 

in Rl 

in DSR 

in CTS 



ACRO 

Address or Control Character Zero 

7 

00H 


BANK ONE— GENERAL WORK BANK 

Register 

7 

6 

5 

4 

3 

2 

1 

0 

Address 

Default 

TxD 

Tx Data 
bit 7 

Tx Data 
bit 6 

Tx Data 
bit 5 

Tx Data 
bit 4 

Tx Data 
bit 3 

Tx Data 
bit 2 

Tx Data 
bit 1 

Tx Data 
bitO 

0 

— 

RxD 

Rx Data 
bit 7 

Rx Data 
bit 6 

Rx Data 
bit 5 

Rx Data 
bit 4 

Rx Data 
bit 3 

Rx Data 
bit 2 

Rx Data 
bit 1 

Rx Data 
bitO 

0 

— 

RxF 

— 

Rx Char 
OK 

Rx Char 
Noisy 

Rx Char 

Parity 

Error 

Address or 

Control 

Character 

Break 

Flag 

Rx Char 
Framing 
Error 

Ninth 
Data bit 
of Rx Char 

1 


TxF 

Address 
Marker bit 

Software 
Parity bit 

Ninth bit 
of Data Char 

0 

0 

0 

0 

0 

1 

— 

GIR/BANK 

0 

BANK 
Pointer 
bit 1 

BANK 

Pointer 

bitO 

0 

Active 
Block Int 
bit 2 

Active 
Block Int 
bit 1 

Active 
Block Int 
bitO 

Interrupt 

Pending 

2 

01 H 

TMST 

— 

— 

Gate B 
State 

Gate A 
State 

— 

— 

Timer B 
Expired 

Timer A 
Expired 

3 

30H 

TMCR 

0 

0 

Trigger 
Gate B 

Trigger 
Gate A 

.i 

0 

0 

Start 
Timer B 

Start 
Timer A 

3 

— 

MCR 

0 

0 

OUTO 

Complement 

• 

Loopback 
Control bit 

OUT 2 
Complement 

OUT 1 

Complement 

RTS 

Complement 

DTR 

Complement 

4 

| 

00H 


Figure 2. 82510 Register Map 
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BANK ONE— GENERAL WORK BANK (Continued) j 

Register 

7 

6 

5 

4 

3 

2 

1 

0 

Address 

Default 

FLR 

— 

Rx FIFO Level 

— 

Tx FIFO Level 

4 

00H 

RST 

Address/ 

Control 

Character 

Received 

Address/ 

Control 

Character 

Match 

Break 

Terminated 

Break 

Detected 

Framing 

Error 

Parity 

Error 

Overrun 

Error 

Rx FIFO 
Interrupt 
Requested 

5 

00H 

RCM 

Rx 

Enable 

Rx 

Disable 

Flush 

RxM 

Flush 
Rx FIFO 

Lock Rx 
FIFO 

Open Rx 
FIFO 

0 

0 

5 ‘ 


MSR 

DCD 

Complement 

Rl Input 
Inverted 

DSR Input 
Inverted 

CTS Input 
Inverted 

State 
Change 
in DCD 

State 
Change 
in Rl 

State 
Change 
in DSR 

State 
Change 
in CTS 

6 

00H 

TCM 

0 

0 

0 

0 

Flush Tx 
Machine 

Flush Tx 
FIFO 

Tx 

Enable 

Tx 

Disable 

6 

— 

GSR 

— 

— 

Timer 

Interrupt 

TxM 

Interrupt 

Modem 

Interrupt 

RxM 

Interrupt 

Tx FIFO 
Interrupt 

Rx FIFO 
Interrupt 

7 

12H 

ICM 

0 

0 

0 

Software 

Reset 

Manual Int 

Acknowledge 

Command 

Status 

Clear 

Power 

Down 

Mode 

0 

i 

7 

— 



Register 

7 

6 

5 

4 

3 

2 

1 

0 

Address 

Default 

FMD 

0 

0 

Rx FIFO Threshold 

0 

0 

Tx FIFO Threshold 

1 

00H 

GIR/BANK 

0 

BANK 

BANK 

0 

Active 

Active 

Active 

Interrupt 

2 

01 H 



Pointer 

Pointer 


Block Int 

Block Int 

Block Int 

Pending 





bit 1 

bit 0 


bit 2 

bit 1 

bitO 




TMD 

Error 

Control 

9-bit 

Transmit Mode 

Software 

Stop Bit Length 

3 

00H 


Echo 

Character 

Character 



Parity 






Disable 

Echo Disable 

Length 



Mode 





IMD 

0 

0 

0 

0 

Interrupt 

Rx FIFO 

ulan 

Loopback or 

4 

OCH 






Acknowledge 

Depth 

Mode 

Echo Mode 








Mode 


Select 

of Operation 



ACR1 

Address or Control Character 1 

5 

00H 

RIE 

Address/ 

Address/ 

Break 

Break 

Framing 

Parity 

Overrun 

0 

6 

1EH 


Control 

Control 

Terminate 

Detect 

Error 

Error 

Error 





Character 

Character 

Interrupt 

Interrupt 

Interrupt 

Interrupt 

Interrupt 





Recognition 

Match 

Enable 

Enable 

Enable 

Enable 

Enable 





Interrupt 

Interrupt 










Enable 

Enable 









RMD 

Address/Control 

Disable 

Sampling 

Start bit 

0 

0 

0 

7 

00H 


Character Mode 

DPLL 

Window 

Sampling 








, 


Mode 

Mode 







BANK THREE-MODEM CONFIGURATION 

Register 

7 

6 

5 

4 

3 

2 

1 

0 

Address 

Default 

CLCF 

Rx Clock 
Mode 

Rx Clock 
Source 

Tx Clock 
Mode 

Tx Clock 
Source 

0 

0 

0 

0 

0 

00H 

BACF 

0 

BRGA 

Clock 

Source 

0 

0 

0 

BRGA 

Mode 

0 

0 

1 

04H 

BBL 

BRGB LSB Divide Count (DLAB = 1) 

0 

05H 

BBH 

BRGB MSB Divide Count (DLAB = 1) 

1 

00H 


Figure 2. 82510 Register Map (Continued) 
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BANK THREE— MODEM CONFIGURATION (Continued) 

Register 

7 

6 

5 

4 

3 

2 

1 

0 

Address 

Default 

GIR/BANK 

0 

BANK 
Pointer 
bit 1 

BANK 

Pointer 

bitO 

0 

Active 
Block Int 
bit 2 

Active 
Block Int 
bit 1 

Active 
Block Int 
bitO 

Interrupt 

Pending 

2 

01H 

BBCF 

BRGB Clock Source 

0 

0 

0 

BRGB 

Mode 

0 

0 

3 

84 

PMD 

DCD/ICLK/ 
OUT 1 
Direction 

DCD/ICLK/ 
OUT 1 
Function 

DSR/TA/ 

OUTO 

Direction 

DSR/TA/ 

OUTO 

Function 

RI/SCLK 

Function 

DTR/TB 

Function 

0 

0 

4 

FCH 

MIE 

0 

0 

0 

0 

DCD State 
Change Int 
Enable 

Rl State 
Change Int 
Enable 

DSR State 
Change Int 
Enable 

CTS State 
Change Int 
Enable 

5 

0FH 

TMIE 

0 

, 

0 

0 

0 

0 

0 

I 

Timer B 
Interrupt 
Enable 

Timer A 
Interrupt 
Enable 

6 

00H 


Figure 2. 82510 Register Map (Continued) 


3.1.2 READ AND WRITE CYCLES 

Like most other I/O based peripherals the Read and 
Write pins are used to access data in the 82510. Each 
read or write cycle has specified setup and hold times in 
order for the data to be transferred correctly to/from 
the 82510. The critical timings for the read cycle are: 

1. Address Valid to Read Active (Tavrl) 

2. Command Access Time to Data Valid (Trldv) 

3. Command Active Width (Trlrh) 

The less critical parameters are: 

4. Address Hold to Read Inactive (Trhax) 

5. Data Out Float Delay after Read Inactive (Trhdz) 

The critical timings for the write cycle are: 

1. Address Valid to Write Low (Tavwl) 

2. Write Active Time (Twlwh) 

3. Data Valid to Write Inactive (Tdvwh) 

The less critical parameters are: 

4. Address and Chip Select Hold Time After Write 
Inactive (Twhax) 

5. Data Hold Time After Write Inactive (Twhdx) 

These timings determine the number of wait states re- 
quired for the 82510 and the CPU interface. The inter- 
faces for some popular microprocessors are discussed in 
the following sections. 


3.1.3 80186 INTERFACE 

The exact interface is shown in Figure 3. The schematic 
shows the 80186 interface to the 82510 on a local bus. 
Although the Data Bus is buffered, it is possible to 
directly connect the 82510 to the 80186 data bus; be- 
cause the Data Float Delay after read inactive is 40 ns 
for the 82510, which is well under the 85 ns require- 
ment of the 80186. The timing equations for the inter- 
face are given below. 

Read Cycle: 

Address to Read Low =■ Tclcl — Tclav max + Tclrl m j n 
- Latch Delay max 

Read Access Time = 2Tclcl — Tclrl max — Tdvcl — 
Transceiver Delay max 

Read Active Time = Trlrh 

= 2Tclcl - 46 

Write Cycle: 

Address Valid to Write Active = Tclcl + Tcvctv m j n 
Tclav max Latch Prop. Delay max 

Write Active Time = Twlwh 

= 2Tclcl - 40 

Data Valid to Write Inactive = 2 Tclcl — Tcldv max — 
Transceiver Delay max + Tcvctx m i n 
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Figure 3. 82510 Interface to 80186 
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The user can transfer data to the 82510, using the 
DMA capabilities of the 80186, by using the RTS pin, 
in autom atic m odem control mode, as a DMA request 
line. The RTS pin, in automatic mode, will go inactive 
as soon as the Tx FIFO and the Tx shift register are 
empty. It will become active once a data character is 
written to the TXD register. In most 80186 DMA trans- 
fers the user has to make sure that the DMA request 
line goes inactive at least two clock cycles from the end 
of the DMA deposit cycle. In this case, the extra DMA 
cycle is not a problem, because the Tx FIFO will buffer 
the data to prevent an overrun ( Since the Tx FIFO can 
buffer up to four characters, the RTS pin only needs to 
go inactive two clocks before the e nd of the deposit 
phase of the fourth DMA). Typically RTS will go inac- 
tive five (82510) system clocks after the rising edge of 
write. 


3.1.4 80286 INTERFACE 

The 80286 interface is shown in Figure 4. The 82510 is 
on the local bus, and is using the control signals from 
the 82288 Bus Controller. The Data Enable (OE) is 
qualified by the 82510 Chip Select, to avoid Data Bus 
contention between the 825 10 and the CPU. The timing 
equations for the Read and Write Cycles are given be- 
low. 

Read Cycle: 

Address Valid to Read Active = T1 (CLK period) + 
T29 min (CLK to cmd active) - T16 max (ALE active 
delay) — Latch Prop. Delay max 

Read Access to Data Valid = 2T1 (CLK period) — 
T29 max (CLK to cmd active) — T8 (Read Data Setup 
Time) — Transceiver Delay max 

Read Active Time = 2T1 (CLK period) — T29 max 
(CLK to cmd active) + T30 m i n (CLK to cmd inactive) 

Write Cycle: 

Address to Write Low = T1 (CLK period) + T29 m j n 
(CLK to cmd active) — T16 max (ALE active delay) — 
Latch Delay max 

Write Active Time = 2 T1 (CLK period) — T29 max 
(CLK to cmd active) + T30 m j n (CLK to cmd inactive) 

Data to Write High = 3 T1 — T14 m j n (Write Data 
Valid Delay) + T30 m i n (CLK to cmd inactive) — 
Xcvr. Delay max 

Using an 8 MHz 80286 with the 82510 at 18.432 MHz 
(divide by two — 9.216 MHz) requires two wait states. 
The critical timings are the read cycle timings — Read 
Access Time and Read Active Width. Inserting two 


wait states means that the access times for the relevant 
parameters will be increased by 250 ns. 

NOTE: 

The address decoding scheme of the 80286 interface is 
different from the IBM PC/PC AT I/O addresses for 
the serial ports, therefore the interface shown in Fig- 
ure 4 cannot be used in PC/PC AT oriented designs. 

3.1.5 80386 INTERFACE 

The 80386 interface to the 82510 is given in Figure 5. 
The example uses the Basic I/O interface given in the 
80386 Hardware Reference Manual section 8.3. The 
only differences are in the specific address lines used for 
chip select generation, and the additional wait states in 
the wait state generation logic. The address lines A3, 
A4 and A5 are used to select one of the eight register 
address spaces in the 82510, therefore, A6 and A7, 
rather than A4 and A5, are used in the I/O decoder. 
This causes a granularity of four in the 82510’s I/O 
address space, i.e., the addresses of two consecutive reg- 
isters in the 82510 differ by four. 

The 82510 requires one additional wait state (as cur- 
rently specified), the design assumes that the PAL 
equations are modified for that purpose. The user may 
also externally generate the wait states and connect to 
the “other ready logic’’ input ORed with the RDY pin 
of PAL 2. The two read timings Read Active width and 
Read Access time to Data Valid each require one addi- 
tional wait state in order to meet the 82510 timing re- 
quirements. The timings are given below. (82510 times 
are at 9.216 MHz) 


Read Cycle: 


Read Access to Data Valid 

= 253.25 ns 

82510 Trldv 

= 308 

additional time reqd. 

= 308-253.25 


= 54.75 ns 

Read Active Width 

= 269.25 

82510 Trlrh 

= 308 

additional time reqd. 

= 308-269.25 


= 38.75 ns 


Address Valid to Read Active = 132.75 ns 

82510 Tayrl = 7 ns 

Since each additional wait state adds 62.5 ns at 
16 MHz, the 82510 requires one additional wait state. 
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Figure 5. 80386 Interface to the 82510 
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The required recovery time between successive com- 
mands is 123 ns for the 82510, this is well within the 
331.75 ns provided by the Basic I/O interface. 

Write Cycle: 

Addven to Write Low = 132.75 ns 
82510 T^vwl — 7 ns 

Write Active Time = 300.5 ns 

82510T\vlwh = 231ns 

Data to Write High = 289.5 ns 

82510Tdvwh = 90 ns 

NOTE: 

The interface shown in Figure 5 uses a different ad- 
dress decoding scheme than that used for the IBM 
PC/PC AT families, for the serial ports. Therefore, 
the interface in Figure 5 can not be used in PC/PC 
AT compatible designs. 


3.2 Reset 

The 82510 can be reset either through hardware (Reset 
pin) or Software (reset command via Internal Com- 
mand Register-ICM). Either reset would cause the 
82510 to return to its default wake up mode. In this 
mode the register contents are reset to their default val- 
ues and the device is in the 16450 compatible configura- 
tion. The Reset pulse must be held active for at least 
eight system clocks, the system clock should be running 
during reset active time. 

3.2.1 DEFAULT MODES FOR 16450 
COMPATIBILITY 

Upon reset the 82510 will return to its Default Wake 
Up mode. The default register bank is bank zero. The 
registers in bank zero are identical to the 16450 register 
set, and provide complete software compatibility with 
the 16450* in the IBM PC environment. The registers 
in the other banks have default values, which configure 
the 82510 for 16450 emulation. The recommended sys- 
tem clock (for PC compatibility) is 18.432 MHz, this 
allows the baud rates generation to be done in a manner 
compatible with the PC software. The PC software cal- 
culates baud rates based on a source frequency of 
1.8432 MHz. The 82510 system clock (18.432 MHz) is 
divided by two before being fed to BRG A and then is 
again divided by five (BRG B default). This causes the 
frequency to be divided by ten before being fed into 
BRG A. 18.432 divided by ten yields 1.8432 MHz, so in 
effect the BRG A is generating baud rates from a 
source frequency of 1.8432 MHz (which is compatible 

*16450 is the PC AT version of the INS 8250A. 


with the PC software). Also since in the PC family the 
interrupt request pin of the UART is gated by the 
OUT2 pin, The OUT2 pin must be available in the 
16450 compatibility mode, consequently the user is re- 
stricted to an external clock source when using the 
825 10 in the IBM PC compatible mode. The default pin 
out is given in Figure 6 and the configuration is given in 
Table 1. The default register values are given in the 
82510 register map shown in Figure 2 in section 3.1.1. 

Table 1. 82510 Default Configuration 

INTERRUPTS 
Auto Acknowledge 
All Interrupts Disabled 

RECEIVE 

Stand Ctl. Char. Recogn. disabled 

Digital Phase Locked Loop (DPLL) disabled 

3/16 Sampling 

Majority Vote Start bit 

Non plan (Normal) mode 

BkD, FE, OE, PE Int. enabled 

FIFO 

Rx FIFO Depth = 1 
Tx FIFO Threshold = 0 

AUTO ECHO Disabled 

LOOP BACK Configured 

for Local Loopback 

CLOCK OPTIONS 
Baud Rate = 57.6K 
Rx Clock = 16 x 
Rx Clock Source = BRG B 
Tx Clock = 16 x 
Tx Clock Source = BRG B 
BRG A Mode = BRG 
BRG A Source = Sys. Clock 
BRG B Mode = BRG 
BRG B Source = BRG A Output 

TRANSMIT 
Manual Control of RTS 
1 Stop Bit 
No Parity 
5 Bit Character 
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Figure 6. Default Pin Out Configuration 
of the 82510 


3.3 System Clock Options 

The term “System Clock” refers to the clock which 
provides timings for most of the 82510 circuitry. The 
82510 has two modes of system clock usage. It can 
generate its system clock from its On-Chip Crystal Os- 
cillator and an external crystal, or it can use an exter- 
nally generated clock, input to the device through the 
CLK pin. The selection of the system clock option is 
done during reset. The default system clock source is an 
externally generated clock, w hich can be reconfigured 
by a stra pping option on the RTS pin. During Reset, 
the RTS pin is an input; it is internally pulled high, if it 
is externally driven low, then the 82510 expects to use 
the Crystal Oscillator for system clock generation, oth- 
erwise it is set up for using an external clock source. 
This can be done by using an open collector inverter to 
RTS, the input of the inverter is t he Re set signal. The 
82510 has a pull up resistor in the RTS circuitry so no 
external pull up is needed. In the crystal oscillator 
mode the C LK/X 1 pin is automatically configured to 
XI, and the OUT2/X2 pin is configured to X2. In the 
External Cloc k mo de, the CLK/X1 is config ured to 
CLK and the OUT2/X2 is configured to OUT2. 



Figure 7. Crystal Oscillator Strapping Option 


EXTERNAL CLOCK 



NOTE: 

Crystal Oscillator is always divided by two. 

Figure 8. Disable Divide by Two 

If the Crystal Oscillator is being used to supply the 

system clock, then the clock frequency is always divid- 

ed by two before being fed into the rest of the 82510 

circuitry. If, however an external clock source is being HHiHi 

used to supply the system clock, then the user has two 

options: 

1. Use the System Clock after division by two, e.g. if a 
8 MHz clock is being fed into the CLK pin, then the 
actual frequency of the 82510 system clock will be 4 
MHz (default). 

2. Disable Division by two and use the direct undivid- 
ed clock, e.g. if an 8 MHz clock is being fed into the 
CLK pin, then the actual frequency of the 82510 
system clock is also 8 MHz. 

The divide by two option is the default mode of opera- 
tion in the External Clock mode of the 82510. A strap- 
ping option can be used to disable the Divide By Two 
operation (For Crystal Oscillator Mode Di vide B y Two 
must always be active). During Reset, the DTR pin is 
an input; it is internally pulled high, if it is externally 
driven low then the Divide By Two operation is dis- 
abl ed. T he strapping option is identical to the one used 
on RTS for selection of the System Clock source. 

The 82510 system clock must be chosen with care since 
it influences the wait state performance, Baud Rate 
Generation (if being used as source frequency for the 
BRGs), the power consumption, and the Timer count- 
ing period. The power consumption of the 82510 is de- 
pendent upon the system clock frequency. If using the 
system clock as a source for the Baud Rate Genera- 
tors), then the system clock frequency must be a baud 
rate multiple in order to minimize frequency deviation. 

For standard baud rates a multiple of 1.8432 MHz can 
be used, in fact the 18.432 MHz maximum frequency 
was chosen with this particular criteria in mind. 
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3.3.1 POWER DOWN MODE 


3.3.1. 2 Idle Mode 


The 82510 has a “power down” mode to reduce power 
consumption when the device is not in use. The 82510 
powers down when the power down command is issued 
via the Internal Command Register (ICM). There are 
two modes of power down, Power Down Sleep and 
Power Down Idle. 

3.3.1. 1 Sleep Mode 


The 82510 is said to be in the Idle mode when the 
Power Down command is issued and the system clock 
is still running (i.e. the system clock is generated exter- 
nally and not disabled by the user). In this mode the 
contents of all registers and memory cells are preserved, 
however, the power consumption in this mode is great- 
er than in the Sleep mode. Reading FLR will take the 
82510 out of this mode. 


This is the mode when even the system clock of the 
82510 is shut down. The system clock source of the 
82510 can either be the Crystal Oscillator or an exter- 
nal clock source. If the Crystal Oscillator is being used 
and the power down command is issued, then the 
82510 will automatically enter the Sleep mode. If an 
external clock is being used, then the user must disable 
the external clock in addition to issuing the Power 
Down command, to enter the Sleep mode. The benefit 
of this mode is the increased savings in power con- 
sumption (typical power consumption in the Sleep 
mode is in the range of hundreds of microAmps. How- 
ever, upon wake up, if using a crystal oscillator, the 
user must reprogram the device. The data is preserved 
if the external clock is disabled after the power down 
command, and enabled prior to exiting the power down 
mode. To exit this mode the user can either issue a 
Hardware reset, or read the FIFO Level Register (FLR) 
and then issue a software reset (if using a Crystal Oscil- 
lator). In either case the contents of the 82510 registers 
are not preserved and the device must be repro- 
grammed prior to operation. 

NOTE: 

If the Crystal Oscillator is being used then the user 
must allow about 1 ms for the oscillator to wake up 
before issuing the software reset. 


NOTE: 

The data read from FLR when exiting Power Down is 
incorrect and must be ignored. 

4.0 INTERRUPT BEHAVIOR 

4.1 FIFO Usage 

The 82510 has two independent four bytes transmit and 
receive FIFOs. Each FIFO can generate an interrupt 
request, when the FIFO level meets the Threshold re- 
quirements. The FIFOs can have a considerable impact 
on the performance of an asynchronous communica- 
tions system. For systems using high baud rates they 
can provide increased interrupt-to-service latency re- 
ducing the chances of an overrun occurring. In systems 
constrained for CPU time, the FIFOs can increase the 
CPU Bandwidth by reducing the number of interrupt 
requests generated during asynchronous communica- 
tions. It can reduce the interrupt load on the CPU by 
up to 75%. By choosing the FIFO thresholds which 
reflect the system bandwidth or service latency require- 
ments, the user can achieve data rates and system 
throughput, unattainable with traditional UARTs. 


Table 2. The Power Down Modes 


Mode 

Clock Source 

Exit Procedure 

Power Consumption 

Data Preservation 

Sleep 

Crystal Oscill. 
Automatically 
Disabled 

H/W Reset or 
Read FLR and 
Issue S/W Reset 

100-900 julA 

Not Preserved 

Must be Reprogrammed 


External Clock 
Must be Disabled 
by User 

Enable External 
Clock, Read FLR 
and Issue S/W Reset 
H/W Reset 

100-900 jllA 

Not Preserved 

Must be Reprogrammed 

Idle 

External Clock 
Running 

H/W Reset 
Read FLR 

1-3mA 

All Data Preserved 
Does Not Need to be 
Reprogrammed 
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4.1.1 INTERRUPT-TO-SERVICE LATENCY 


Going back to equation (2): 


The interrupt-to-service latency is the time delay from 
the generation of an interrupt request, to when the in- 
terrupt source in the 82510 is actually serviced. Its 
primary application is in the reception of data. In tradi- 
tional UARTs the CPU must read the current charac- 
ter in the Receive Buffer before it is overrun by the next 
incoming character. The Rx FIFO in the 82510 can 
buffer up to four characters, allowing an interrupt-to- 
service latency of up to four character transmission 
times. The character transmission time is the time peri- 
od required to transmit one full character at the given 
Baud Rate. It is dependent upon the baud rate and is 
given by equation (1): 

(1) Character Transmission Time = 

Num. of Bits per Character Frame 
Baud Rate 

The Transmit and Receive FIFO thresholds should be 
selected with consideration to two factors the Baud 
rate, and the (CPU Bandwidth allocated for Asynchro- 
nous Channels is dependent upon the number of chan- 
nels supported since it does not include the overhead of 
supporting other peripherals) number of Asynchronous 
Serial ports being supported by the CPU. In order to 
avoid overrun, the interrupt-to-service delay must be 
less than the time it takes to fill the 82510 Rx FIFO. 
The relationship is given by equation (2): 

(2) Int to service-latency < FIFO Size X 

Character Transmission Time 


Example 

Calculate the maximum baud rate that can be support- 
ed by a 6 MHz PC AT to support four Full Duplex 
Asynchronous channels using 

a) The 82510 with four byte FIFO. 

b) The 82510 with one byte FIFO. 

Assumptions: 

• CPU dedicated to Asynchronous communications. 

• UART Interrupts limited to Transmission and Re- 
ception only. 

• Interrupt Routines are optimized for fast through- 
put. 

• 10 bits per character frame. 


Int. to service latency < Buffer size x 10/baud rate 

Int to service latency = # of Channels X (# of 

int. sources per channel) 
X Time required to serv- 
ice interrupt 

Int to service latency = 4 X 2 X Time required to 

service interrupt 

The Time required to service interrupt has been calcu- 
lated to be 100 jLts for a slightly optimized service rou- 
tine. RMX86 interrupt service time is given as 250 jas 
and for other operating systems it should be slightly 
higher. 

Int to service 

latency = 4x2x100 s 

= 800 juts 

82510 max Baud Rate = 4 X 10/800 jus 
(four byte FIFO) = 50K bits/sec 
82510 max Baud Rate = 1 X 10/800 jus 
(one byte FIFO) = 12.5K bits/sec 


4.2 Interrupt Handling 

The 82510 has 16 different sources of interrupt, each of 
these sources, when set and enabled, will cause their 
respective block interrupt requests to go active. The 
block interrupt request, if enabled, will set the 82510’s 
INT pin high, and will be reflected as a pending inter- 
rupt in the General Interrupt Register (GIR) if no other 
higher priority block is requesting service. If a higher 
priority block interrupt is also active at the same time, 
then the General Interrupt Register will reflect the high- 
er priority request as the source of the 82510 interrupt. 
The lower priority interrupt will issue a new edge on 
the interrupt pin only after the higher priority interrupt 
is acknowledged and if no other priority block requests 
are present. Both the block interrupts and the individu- 
al sources within the blocks are maskable. The block 
interrupts are enabled through the General Enable Reg- 
ister (GER) which prevents masked bits in the General 
Status Register (GSR) from being decoded into the 
General Interrupt Register. This does not prevent the 
block request from being set in the General Status Reg- 
ister, it only prevents the masked GSR bits from being 
decoded into the General Interrupt Register, and thus 
generating any interrupts. The individual sources with- 
in the block are masked out via the corresponding in- 
terrupt enable register associated with the specific block 
(Rx Machine, Timing Unit and the Modem I/O mod- 
ule each have an Interrupt Enable register). 
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Figure 9. 82510’s Interrupt Scheme 
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4.2.1 THE INTERRUPT SCHEME 

The 82510 interrupt logic consists of the following ele- 
ments: 

4.2. 1.1 Interrupt Sources Within Blocks 

Three of the 82510 functional blocks (Rx Machine, 
Timer, Modem I/O) have more than one possible 
source of interrupts, for instance the Rx Machine has 
seven different sources of interrupts — standard control 
character recognition (Std. CCR), control character 
Match (special CCR), Break Detect, Break Terminat- 
ed, Overrun Error, Parity Error, and Framing Error. 
The multiple sources are represented as Status bits in 
the Status registers of each of these blocks. When en- 
abled the Status bits cause the block request to set in 
the General Status Register. There is no difference in 
the behavior of the INT pin or the block status bits in 
GSR, for multiple sources within a block becoming ac- 
tive simultaneously. The corresponding block status bit 
in GSR is set when one or more interrupt sources with- 
in the block become active. When the status register for 
the block is read all the active interrupt sources within 
the block are reset. Each source within the three blocks 
can be masked through its respective enable register. 

4.2. 1.2 General Status Register (GSR) 

This register holds the status of the six 82510 blocks 
(all except Bus Interface Unit). Each bit when set indi- 
cates that the particular block is requesting interrupt 
service, and if enabled via the General Enable Register, 
will cause an interrupt. 

4.2. 1.3 General Enable Register (GER) 

This register is used to enable/disable the correspond- 
ing bits in the General Status Register. It can be pro- 
grammed by the CPU at any time. 

Table 3. Block Interrupt Priority 


Block 

Priority 

GIR CODE 
3 2 1 (Bits) 

Timers 

5 (highest) 

1 0 1 

Tx Machine 

4 

1 0 0 

Rx Machine 

3 

0 1 1 

Rx FIFO 

2 

0 1 0 

Tx FIFO 

1 

0 0 1 

Modem I/O 

0 (lowest) 

0 0 0 


4.2. 1.4 Priority Resolver and General Interrupt 
Register 

If more than one enabled Interrupt request from. GSR 
is active, then the priority resolver is used to resolve 
contention. The priority resolver finds the highest pri- 
ority pending and enabled interrupt in GSR and de- 
codes it into the General Interrupt Register (bits 3 to 1). 
The General Interrupt Register can be read at any time. 

NOTE: 

GIR is updated continuously, so while the user may 
be serving one interrupt source, a new interrupt with 
higher priority may update GIR and replace the older 
one. 

4.2.2 INTERRUPT ACKNOWLEDGE MODES 

The 82510 has two modes of interrupt acknowledge- 
ment — Manual acknowledge and Automatic acknowl- 
edge. In Manual Acknowledge mode, the user has to 
issue an explicit Acknowledge Command via the 
Internal Command Register (ICM) in order to cause 
the INT pin to go low. In Automatic Acknowledge 
mode the INT pin will go low as soon as an active or 
pending interrupt request is serviced by the CPU. An 
operation is considered to be a service operation if it 
causes the source of the interrupt (within the 82510) to 
become inactive (the specific status bit is reset). The 
service procedures for each source vary, see section 

4. 2. 3. 2 for details. 

4.2.2. 1 Automatic Acknowledgement 

In the automatic acknowledge mode, a service opera- 
tion by the CPU will be considered as an automatic 
acknowledgement of the interrupt. This will force the 
INT pin low for two clock cycles, after that the INT 
pin is updated i.e. if there is an active enabled source 
pending then the INT pin is set high again (reflected in 
GIR). This mode is useful in an edge triggered Inter- 
rupt system. Servicing* any enabled and active GSR bit 
will cause Auto Acknowledge to occur (independently 
of the source currently decoded in the GIR register). 
This can be used to rearrange priorities of the 82510 
block requests. 
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READ GIR SERVE ISSUE READ GIR SERVE ISSUE READ GIR SERVE ISSUE 
lloc . n (=10) TIMER EQI (=2) TX FIFO EOI (=0) MODEM EQI 

USER TO (WRITE 

OPERATIONS 8259A CHARACTERS) 
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8259A — * Edge Triggered 
Non Auto EOI 

82510 Automatic Acknowledge 


Figure 10. Automatic Acknowledge Mode Operation 



231928-11 

NOTE: 

Vector refers to GIR bit (3-0) 

82510: Manual Ack. Mode 
8259A: Edge Triggered Non AEOI 


Figure 11. Manual Acknowledge Mode Operation 
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4.2.2.2 Manual Mode of Acknowledgement 

The Manual Acknowledgement Mode requires that, 
unlike the automatic mode where a service operation is 
considered as an automatic acknowledge, an explicit 
acknowledge command be issued to the 82510 to cause 
INT to go inactive. In this mode the CPU has complete 
control over the timing of the Interrupts. Before exiting 
the service routine, the CPU can check the GIR register 
to see if other interrupts are pending and can service 
those interrupts in the same invocation, avoiding the 
overhead of another interrupt as in the Automatic 


mode. Of course the user has the option of issuing the 
acknowledge command immediately after the service, 
which would be similiar in behavior to the automatic 
mode. If the manual acknowledge command is given 
before the active source has been serviced and no higher 
priority request is pending, then the same source will 
immediately generate a new interrupt. Therefore, the 
software must make sure that the Manual Acknowl- 
edge command is issued after the interrupt source has 
been serviced by the CPU (see section 4.2.3.2. for more 
details on interrupt service procedures for each source). 
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4.2.3 GENERAL INTERRUPT HANDLER 

In general an interrupt handler for the 82510 must first 
identify the interrupt source within the 82510, transfer 
control to the appropriate service routine and then 
service the active source. The active source can be iden- 
tified from two registers — General Interrupt Register, 
or General Status Register. The GIR register identifies 
the highest priority active block interrupt request. The 
GSR register identifies all active (pending or in service) 
Block Interrupt Requests. The typical operation of the 
82510 interrupt handler is given in Figure 12. The two 
major issues of concern are the source identification 
and Control Transfer to the appropriate service routine. 


Since the 82510 registers are divided into banks, and 
the interrupt handler may change register banks during 
service, it is best to save the bank being used by the 
main program and then do the interrupt processing. 
Upon completion of service, the original bank value is 
restored to the GIR/Bank register. 

4.2.3.1 Source Identification 

The 82510 has 16 interrupt sources, and the CPU must 
identify the source before performing any service. Al- 
though the procedure varies, the typical method would 
be to identify the block requesting service by reading 
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GIR bits 3-1. If the source is either Tx Machine, Tx 
FIFO, or Rx FIFO, no further indentification is need- 
ed, the user can transfer control to the service routine 
(in most cases, only one Timer will be used, therefore 
the Timer Routine can also be directly invoked). All 
modem I/O interrupts can be handled via one routine 
as all the modem interrupt sources are supplementary 
to the modem handshaking function. The Rx Machine, 
however, has two different types of interrupt sources, 
event indications (CCR/Address recognition CCR/Ad- 
dress Match, Break Detect, Break Terminate, and 
Overrun Error), and error indications (Parity Error, 
Framing Error, these error indications do not refer to 
any particular character, they just indicate that the spe- 
cific error was detected during reception). For most ap- 
plications, the error indicators can be masked off, and 
only the event driven interrupts enabled. The error in- 
dicators can be read from the Receive Flags prior to 
reading a character from the FIFO. This interrupt 
scheme can be used, because the Receive character er- 
ror indicators are available in the Receive Flags, and 
can be checked by the Receive routine before reading 
the character from the Rx FIFO. 

Since all active status bits (except Rx FIFO interrupt in 
LSR and RST) are reset when the corresponding block 
status register is read, the interrupt routine must check 
for all possible active sources within the block, and 
service each active source before exiting the interrupt 
handler. 

The 82510 interrupt contention is resolved on a fixed 
priority basis. In some applications the fixed priority 
may not be suitable for the user. For these cases the 


user can bypass the 82510’s priority resolution by using 
the General Status Register (rather than GIR) to deter- 
mine the block interrupt sources requesting service. 
Each source is checked in order of user priority and 
serviced when identified (There will be no problem with 
using this algorithm in auto acknowledge mode because 
the INT pin will go low as soon as a pending and en- 
abled interrupt request goes low). The user will be trad- 
ing some service latency time for additional source 
identification time, this algorithm’s efficiency will im- 
prove as the number of block sources to verify is re- 
duced. See Figure 13 for the algorithm. 

4.2.3.2 Interrupt Service 

A service operation is an operation performed by the 
CPU, which causes the source of the 82510 interrupt to 
go inactive (it will reset the particular status bit causing 
the interrupt). An interrupt request within the 82510 
will not reset until the interrupt source has been serv- 
iced. Each source can be serviced in two or three differ- 
ent ways; one general way is to disable the particular 
status bit causing the interrupt, via the corresponding 
block enable register. Setting the appropriate bit of the 
enable register to zero will mask off the corresponding 
bit in the status register, thus causing the INT pin to go 
inactive. The same effect can be achieved by masking 
off the particular block interrupt request in GSR via 
the General Enable Register. Another method, which is 
applicable to all sources, is to issue the Status Clear 
command from the Internal Command Register. The 
detailed service requirements for each source are given 
below: 


Table 4. Service Procedures For Each Interrupt Source 


Interrupt 

Source 

Status Bits 
& Registers 

Interrupt 

Masking 

Specific 

Service 

General 

Service 

Timers 

TMST(I-O) 
GSR (5) 

TMIE(I-O) 
GER (5) 

Read TMST 

Issue 

Status Clear 
(StC) 

Tx 

Machine 

GSR (4) 
LSR (6) 

GER (4) 

Write Character 
to Tx FIFO 

Issue StC 

Rx 

LSR (4-1) 

RIE (7-1) 

Read RST or LSR 

Issue StC 

Machine 

RST (7-1) 
GSR (2) 

GER (2) 

Write 0 to bit 
in RST/ LSR 


Rx FIFO 

RST/ LSR (0) 
GSR (0) 

GER (0) 

Write 0 to LSR/RST 
Bit zero. 

Read Character(s) 

Issue StC 

Tx FIFO 

LSR (5) 
GSR (1) 

GER (1) 

Write to FIFO 
Read GIR 

Issue StC 

Modem 

MSR (3-0) 
GSR (3) 

MIE (3-0) 

GER (3) ; 

Read MSR 
write 0 into the 
appropriate bits of 
of MSR (3-0) 

Issue StC 


NOTE: 

The procedures listed in Table 4 will cause the INT pin to go low only if the 82510 is in the automatic acknowledge mode. 
Otherwise, only the internal source(s) are decoded, the INT pin will go low only when the Manual Acknowlege command is 
issued. 
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4.3 Polling 

The 82510 can be used in a polling mode by using the 
General Status Register to determine the status of the 
various 82510 blocks, this is useful when the software 
must manage all the blocks at once. If the software is 
dedicated to performing one function at a time, then 
the specific status registers for the block can be used, 
e.g. if the software is only going to be Transmitting, it 
can monitor the Tx FIFO level by polling the FIFO 
Level Register, and write data whenever the Tx FIFO 
level decreases. Reception of data can be done in the 
same manner. 


5.0 SOFTWARE CONSIDERATIONS 

5.1 Configuration 

The 82510 must be configured for the appropriate 
modes before it can be used to transmit or receive data. 
Configuration is done via read and write registers, each 
functional block (except for BIU) has a configuration 
register. Typically the configuration is done once after 
start up, however, the FIFO thresholds and the inter- 
rupt masks can be reconfigured dynamically. If the 
82510 configuration is not known at start up it is best to 
bring the device to a known state by issuing a software 
reset command (ICM register, bank one). At this point 
all block interrupts are masked out in GER and all 
configuration and status registers have default values. 
The bank register is pointing to bank zero. The 82510 
can now be configured as follows: 

1. If BRG A is being issued as a baud rate generator 
then load the baud rate count into BAL and BAH 
registers. 

2. Configure the character attributes in LCR register 
(Parity, Stop Bit Length, and Character Length). 

(Note if interrupts are being used, steps 1 and 2 can 
also be done at the end, since the user will have to 
return to bank zero to set the interrupt masks in GER) 

3. Load ACRO register with the appropriate Control 
or Address character (if using the Control Charac- 
ter Match or Address Match capability of the 
82510). 

4. Switch to Bank two. 

(In this Bank the configuration can he done in any 
order) 

5. Configure the Receive and Transmit FIFO thresh- 
olds if using different thresholds than the default). 


6. Configure the Transmit Mode Register for the 
Stop Bit length, modem control, and if using echo 
or 9 bit length or software parity, configure the 
appropriate bits of the register. The default mode 
of the modem control is Manual, if using the FIFO 
then the automatic mode would be most useful). 


7. Configure the Rx FIFO depth, interrupt acknowl- 
edge mode, julan or normal mode and echo modes 
in IMD register. 

8. Load ACR1 if necessary 

9. Enable Rx Machine Interrupts as necessary via 
RIE. 

10. Configure RMD for CCR, DPLL operation, Sam- 
pling Window, and start bit. 


11 . 


12 . 


13. 


Switch to Bank 3. 

Configure CLCF register for Tx and Rx clocks and 
or Sources 

Configure BACF register for BRG A mode and 
source. 



14. Load BBL and BBH if BRGB is being used (as 
either a BRG or a Timer). 

15. Configure BBCF register if necessary. 

16. If reconfiguration of the modem pin is necessary 
then program the PMD register. 

17. Enable any modem interrupt sources, if required, 
via MIE register. 

18. Enable Timer interrupts, if necessary, via TMIE. 

19. If using interrupts 
then 

i) Switch to Bank zero. 

Disable Interrupts at CPU (either by masking 
the request at the interrupt controller or exe- 
cuting the CLI instruction). 

ii) Enable the appropriate 82510 Block interrupts 
by setting bits in the GER register. (CPU inter- 
rupts can now be reenabled, but it is recom- 
mended to switch banks before enabling the 
CPU interrupts). 


NOTE: 

At this stage it is best to leave the TxM and Tx FIFO 
interrupt disabled. See section 6.3 Transmit Operation 
for details) 

20. Switch to Bank One. Load Transmit Flags if using 
9-bit characters, or 8051 9-bit mode or software 
parity. If using interrupts CPU interrupts can now 
be enabled. 


Bank One is used for general operation, the 82510 can 
now be used to transmit or receive characters. 
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Figure 14. Configuration Flow Chart 
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Figure 14. Configuration Flow Chart (Continued) 
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Figure 15. Tx FIFO Interrupt Hysteresis 


5.2 Transmit Operation 

5.2.1 GENERAL OPERATION 

To transmit a character the CPU must write it to the 
TXD register , this character along with the flags from 
the Tx Flags register is loaded to the top of the TX 
FIFO. If the Tx Machine is empty, then the character 
is loaded into the shift register, where it is serially 
transmitted out via the TXD pin (the flags are not 
transmitted unless the 82510’s configuration requires 
their transmission e.g. if software parity is selected then 
the S/W parity bit is transmitted as the parity bit of the 
character). The CPU may write more than one charac- 
ter into the FIFO, it can write four characters in a burst 
(five if the Tx Machine is empty) or it can check the 
FIFO level before each write, to avoid an overrun con- 
dition to the transmitter. In the case of the latter, the 
software overhead of checking the FIFO level must be 
less than the time required to transmit a character, oth- 
erwise the transmit routine may not exit until another 
exit condition has been met. 

e.g. at 288,000 bps for an 8-bit char no parity 

It takes 34.7 jjls to transmit one character. 

If the time, from the write to TXD to the reading of the 
Transmit FIFO level, is greater than 34.7 p,s then the 
Tx FIFO level will never reach higher than zero, and 
the FIFO will always appear to be empty. Therefore, if 
the transmit routine is checking for a higher level in the 
FIFO it may not be able to return until some other exit 
condition — such as no more data available — is met. 
This can be a problem in the interrupt handler, where 
the service routine is required to be efficient and fast. 


The transmitter has two status flags. Tx Machine Idle 
and Tx FIFO interrupt request, each of these condi- 
tions may cause an interrupt, if enabled. The Transmit 
Idle condition indicates that the Tx Machine is either 
empty or disabled. The Tx FIFO interrupt bit is set 
only when the level of the Tx FIFO is less than or equal 
to the threshold. These interrupts should remain dis- 
abled until data is available for transmission. Because 
outside of disabling the corresponding GSR status bits, 
the only way to service Tx Idle is by writing data to the 
Transmitter. Otherwise, the Tx Machine interrupt may 
occur when no data is available for transmission, and as 
a result will keep the INT pin active, preventing the 
82510 from generating any further interrupts (unless 
the Transmit Interrupt routine automatically disables 
the Tx Machine Idle and Tx FIFO interrupt requests in 
GSR). The threshold of the Tx FIFO is programmable 
from three to zero, at a threshold of three the Tx FIFO 
will generate an interrupt after a character has been 
transmitted. While at a threshold of zero the interrupt 
will be generated only when the Tx FIFO is empty. For 
most applications a threshold of zero can be used. If the 
threshold is dynamically configured, i.e. it is being 
modified during operation, then the Tx FIFO level 
must be checked before writing data to the transmitter. 

5.2.1. 1 Transmit Interrupt Handler 

The Transmit Interrupt Handler will be invoked when 
either the Tx FIFO threshold has been met or if the 
Transmitter is empty. Since the Tx Machine interrupt 
is high priority (second highest priority, with Timer 
being the highest), the interrupt line will not be released 
to other lower priority, pending 82510 sources until the 
Tx Machine interrupt has been serviced. If no data is 
available for transmission, then the only way to ac- 
knowledge the interrupt is by disabling it in the General 
Enable Register. Thus the Tx Machine interrupt should 
not be enabled until there is data available for transmis- 
sion. The Tx Machine interrupt should be disabled af- 
ter transmission is completed. 

5.2.1.2 Transmission By Polling 

Transmission on a polling basis can be done by using 
the General Status Register and/or the FIFO Level Reg- 
ister. The software can wait until the Tx FIFO and/or 
the Tx Machine Idle bits are set in the General Status 
Register , and then do a set number of writes to the TXD 
register. This method is useful when the software is try- 
ing to manage other functions such as modem control, 
timer management and data reception, simultaneously 
with transmission. 

If management of other functions is not needed while 
transmitting, then continuous transmission can be done 
by monitoring the Tx FIFO level. A new character is 
written to TXD as soon as the FIFO level drops by one 
level. 
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NOTE: 

TxM Idle and Tx FIFO Empty interrupts are enabled by the Main Program, when data transmission is required. 



Figure 16. 16 Tx Interrupt Handler Flow Chart 
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Figure 17. Using GSR for Polling 
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Figure 18. Data Transmission by Monitoring FIFO Level 
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Figure 19. Break Transmission Using Tx FIFO to Measure Break Length 
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5.2. 1.3 Break Transmission 

The 82510 will transmit a break when bit six of the 
Line Control Register is set high. This will cause the 
TXD pin to be held at Mark for one or more character 
time. The Tx FIFO can be used to program a variable 
length break, see Figure 19 for details. If the break 
command is issued in the midst of character transmis- 
sion the TXD pin will go low, but the transmitter will 
not be disabled. The characters from the Tx FIFO will 
be shifted out on to the Tx Machine and lost. To pre- 
vent the erroneous transmission of data, The CPU must 
make sure the Transmitter is empty or disabled before 
issuing the Send Break command. 



5.3 Data Reception 

The receiver provides the 82510 with three types of 
information: 

a) Data characters received 

b) Rx Flags for each data character 

c) Status information on events within the Rx Ma- 
chine. 

The Rx FIFO interrupt request goes active when the 
Rx FIFO level is greater than the threshold, if the in- 
terrupt for this bit is enabled then it will generate an 
interrupt to the CPU. This is a request for the CPU to 


read characters from the 82510. Each character on the 
Rx FIFO has flags associated with it, all of these flags 
are generated by the Rx Machine during reception of 
the character. These flags provide information on the 
integrity of the character, e.g. whether the character 
was received OK, or if there were any errors. The re- 
ceiver status is provided via the Receive Status Register 
(RST), which provides information on events occurring 
within the Rx Machine, since the last time RST was 
read. The information may or may not apply to the 
current character being read from the RXD register. 
The CPU may read one or more characters from the 
Rx FIFO. After each read, if the FIFO contains more 
than a single character, a new character is loaded into 
the RXD register and the flags for that character are 
placed into the RXF register. The software can check 
for the Rx character OK bit in the flags to make sure 
that the character was received without any problems. 


5.3.1 RECEIVE INTERRUPT HANDLER 



The Receiver will generate two types of interrupts, Rx 
FIFO interrupt and Rx Machine Interrupt. The Rx 
FIFO interrupt requires that the CPU read data char- 
acters from the Rx FIFO. If the Rx Machine interrupts 
are disabled then the CPU should also check for errors 
in the character before moving it to a valid buffer. The 
interrupts generated by the Rx Machine can be divided 
into two categories — occurrence of errors during recep- 
tion of data (parity error, framing error, overrun error), 
or the occurrence of certain events (Control/ Address 
character received, Break detected, Break Terminated). 
For typical applications, the error status of each re- 
ceived character can be checked via the Receive Flags, 
and the events can be handled via interrupts. 


5.3.2 RECEIVING DATA BY POLLING 

To receive data through polling, the 82510 can use the 
General Status or the Receive Status Registers to check 
for the Rx FIFO request. If the Receive routine does 
not generate time outs or modem pin transitions, then 
the data can also be received by monitoring the Rx 
FIFO level in the FIFO Level Register. The implemen- 
tation using GSR would be useful in applications where 
the software routine must monitor the timer for time 
outs or the modem pins for change in status. The exam- 
ple polling routine illustrates the use of the FIFO Level 
Register in receiving data. It waits for the Rx FIFO 
request before beginning data reception. The procedure 

Rx Data Poll will receive the number of characters 

requested in Char^count and place them in the Re- 
ceive buffer. 
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Figure 20. Rx FIFO Interrupt Handler 
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#define base 0x3F8 ; /* base address of 82510 */ 

#define buff size 128; 

Rx Data Poll (Char count, Rxbuffer) 

int Char count ; /* Total # of bytes to be received */ 

char *Rxbuffer [buffsize] ; 

( 

int count = 0 ; 

int status, Ivl, Rok; 

While (((status = (Inp(base+7) & 0x05)) == 0x01) /* If Rx FIFO Req in GSR set * 
( /* Assume in bank one */ 

/* If Rx FIFO is not empty */ 

While ((Ivl = ((Inp (base+4) & 0x70) /OxlO) 0&&(count < (Char count)) 

( 

/* If Character Received OK */ 

if (((Rok = (Inp (base+1) & 0x60)) == 0x40) 

( 

Rxbuffer [count] = Inp (base) ; 

++count ; 


Figure 21. Example Polling Routine 


CONTROL CHARACTER HANDLING 

The 82510 has two modes of control character recogni- 
tion. It can recognize either standard ASCII or stan- 
dard EBCDIC control characters, or it can recognize a 
match with two user programmed control (or Address 
Characters in MCS-51 9-bit mode, for Automatic Wake 
up) characters. Each mode generates an interrupt 
through the Receive Status Register. The Receive Flags 
also indicate whether the character being read is a con- 
trol character. The usage of CCR depends on the maxi- 
mum number of possible control characters that can be 
received at any one time. Applications such as Termi- 
nal Drivers, which have no more than two control 
characters outstanding, such as XON and Ctl-C, or 
XOFF and Ctl-C, can use just the Control Character 
Match mode by programming the registers ACR0 and 
ACR1. If the CPU needs to process text on a line by 
line basis, the standard Control Character recognition 
capability can be used to determine when an end of line 
has occurred e.g. a whole line has been received when a 
Carriage Return (CR) or Line Feed (LF) is received by 
theUART. 

Implementation of a character oriented asynchronous 
file transfer protocol can be done using, both standard 
and specific Control Character Recognition. In such 
protocols most control characters such as Start of 
Header (SOH), can only be received during certain 
states, these characters can be received via Standard 
Control Character Recognition. A few Control Charac- 


ters (e.g. abort) can be received at any stage of commu- 
nication, these can be received by using the Control 
Character Matching capabilities of the 82510. 

5.3.3 BREAK RECEPTION 

The 82510 has two status indications of break recep- 
tion, Break Detect indicates that a break has been de- 
tected on the RXD pin. Break Terminated indicates 
that the Break previously detected on the RXD line has 
terminated and normal Data reception can resume. 
Each of these status bits can generate an interrupt re- 
quest through the Rx Machine Interrupt request. Nor- 
mal consequence of break is to abort the data reception 
or to introduce a line idle delay in the middle of data 
reception. In the case of the former, the Break Detect 
interrupt can be used to reset the 82510 Receive Ma- 
chine and the Rx routine flags; in the case of the latter, 
the break terminated interrupt can be used to filter out 
the break characters and resume normal reception. 
Each break character is identified by a break flag in the 
Rx Flags Register (the CCR flag, Framing error, and 
CCR Match flag also may become active when a break 
character is received) and is loaded onto the Rx FIFO 
as a NULL character. If break continues even after the 
Rx FIFO is full, then an overrun error will occur but 
no further break characters will be loaded on to the Rx 
FIFO. The user can also measure the length of the 
break character stream by using the Timer. 
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Figure 22. Handling Control Character Interrupts 
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Figure 23. Using Control Character Match in Terminal Ports 
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5.3.4 DATA INTEGRITY 

To improve the reliability of the incoming data the 
82510 provides a digital filter, a Digital Phase Locked 
Loop, and multiple sampling windows (which provide a 
noise indication bit). 

5.3.4. 1 Digital Filter 

The Digital Filter is used to filter spikes in the input 
data. The Rx Machine uses a 2 of 3 filter. The output is 
determined by the majority of samples. If at least two of 
the three samples are “1” then the output will be a “1”. 
Spikes of one sample duration will be filtered but spikes 
of two or more samples duration will not be filtered. 

5.3.4.2 Digital Phase Locked Loop 

The Digital Phase Locked Loop (DPLL) is used by the 
Rx Machine to synchronize to the incoming data, and 
adjust for any jitter in the incoming data. 

The 82510 DPLL operates on the assumption that a 
transition in the incoming data indicates the beginning 
of a new bit cell. A valid asynchronous character frame 
will contain one or more transitions depending upon 
the data. If upon occurrence of the transition, the 
DPLL phase expectation is different from the sampled 
phase, then there is jitter in the incoming data. The 
DPLL will compensate for the phase shift by adjusting 
its phase expectations, until the expected phase and the 
sampled phase are locked in. The user can enable or 
disable the DPLL through the Receive Mode Register 
(RMD). 

5. 3. 4. 3 Sampling Windows 

The sampling windows are used to generate the data 
bit, by repeated sampling of the RXD line. The bit po- 
larity decision is based upon a majority vote of the sam- 
ples. If a majority of the samples are “1” then the bit is 
a “1”. If all samples are not in agreement then the 
Noisy Character bit in the RXF register is set. The sam- 
pling windows are programmable for either 3 of 16 or 7 
of 16. The 3/16 mode improves the jitter tolerance of 
the medium. While the 7/16 window improves the im- 
pulse noise tolerance of the channel. 


The sampling windows also provide a Noisy character 
bit in the RXF register. This bit indicates that the cur- 
rent character being read had some noise in one or 
more of its bits (all the samples were not in agreement). 
This bit can be used along with the Parity and Framing 
error bits to provide an indication of noise on the chan- 
nel. For example, if the Noisy Character bit and the 
Parity or the Framing errors occur simultaneously, 
then the noise is probably sufficient to merit a complete 
check of the communications channel. The noisy bit 
can also be used to determine when the cable is too long 
or the baud rate is too high. The user would keep a tally 
of the noisy characters, and if more than a certain num- 
ber of characters were received with noise indications, 
then either the baud rate should be lowered or the dis- 
tance between the two nodes should be reduced. 


5.4 Timer Usage 

The 825 10 has two baud rate generators, each of these 
can be configured to operate as Timers. Typical appli- 
cations use BRG A as a BRG and BRG B as a Timer. 
Since both the Transmitter and the Receiver may need 
to generate time outs, it is best to use the Timer as a 
Time Base to decrement ticks (upon a Timer Expired 
Interrupt) from (software implemented) Tx and/or Rx 
counters. The Timer can also be used to time out the 
Rx FIFO and read characters that otherwise may not 
have been able to exceed the Rx FIFO threshold. 

5.4.1 USE AS A TIME BASE 

The transmitter and the receiver routines use a software 
variable which acts as a counter. The variable is loaded 
with the required number of ticks that are needed for 
the Time Out period. Once started the Timer generates 
an interrupt each time it expires, the interrupt handler 
then decrements the counters. Once loaded the soft- 
ware monitors the counters until their value reaches 
zero, this would indicate to the software that the re- 
quired time period has elapsed. The Time Base value 
should be selected with regards to the CPU interrupt 
load. The CPU load will increase substantially when 
the Timer is used as a Time Base, therefore using the 
Timer in this mode at very high baud rates may cause 
character overruns. A time base of 5 or 1 ms is proba- 
bly the most useful. An additional benefit of the Time 
Base is that it can support more than two counters if 
required. 
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BRG-B is used as Timer. 

BRG-A is used as BRG. 

TB Ex bit in TMST Enabled. 

Tx Timer Count contains count for Transmitter. 

Rx__Timer Count contains count for Receiver. 



Figure 24. Timer use as Time Base for Transmit 
and Receive 


5.4.2 USE FOR RX FIFO TIME OUT 


In the 82510, Rx FIFO interrupts will occur only after 
the FIFO level has exceeded the threshold. Due to this 
mechanism and the nonuniform arrival rate of charac- 
ters in asynchronous communications, there is a chance 
that characters will be “trapped” in the Rx FIFO for 
an extended period of time. 


For example, assume the 82510 is a serial port on a 
system and is connected to a terminal. The user is en- 
tering a command line. The Rx FIFO Threshold = 3, 
and at the end only two bytes are received. Since the 
FIFO threshold has not been exceeded, the Rx FIFO 
interrupt is not generated. No other characters are re- 
ceived for 30 minutes, if the characters (in the Rx 
FIFO) are a line feed and carriage return, respectively, 
the CPU may be waiting for the CR to process the 
characters it has received. Consequently the characters 
will not be processed for 30 minutes. 



In order to avoid such situations, a Rx FIFO Time Out 
mechanism can be implemented by using the 82510 
Timer. The time out indicates that a certain amount of 
time has elapsed since the last read operation was per- 
formed. It causes the CPU to check the Rx FIFO and 
read any characters that are present. 


In applications where the character reception occurs in 
a spurious manner (the exact number of characters can- 
not be guaranteed), the Rx FIFO Time Out is the only 
way to prevent characters from being trapped. The time 
out period is measured from the last read operation, 
every read operation resets the Rx FIFO Timer. To 
synchronize with the beginning of the data reception, 
initially the Rx FIFO threshold is set to zero. After the 
first character has been received, the threshold is ad- 
justed to the desired value. When a Rx FIFO time out 
occurs and no data is available, the threshold is reset to 
zero. In error free data transmission, the beginning of 
data transmission is signaled by the reception of a con- 
trol character, such as SOH or STX, the Rx FIFO time 
out mechanism should be triggered to the reception of 
these control characters. 
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Figure 25. Rx FIFO Time Out Flow Chart 
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6.0 82510 IMPLEMENTATION OF 
XMODEM 

The 82510 XMODEM implementation is a file transfer 
program for the 82510 based on the XMODEM proto- 
col. The software runs on the PC AT on a especially 
designed adapter board (the adapter board design is 
shown in Figure 33). The software uses most of the 
82510 features including the baud rate generator, Tim- 
er, Control Character Recognition and FIFOs. The 
software uses an interrupt driven implementation, writ- 
ten in both assembly and C languages. 


6.2 Software 


Interrupts are used to transmit and receive data. The 
software is implemented as two independent finite state 
machines — Transmit State Machine and Receive State 
Machine. Each state machine is triggered by external 
events such as user commands and data or Control 
Character reception. The state machines communicate 
with the 82510 interrupt service routines through soft- 
ware flags. The overall structure of the main routine is 
given in Figure 31. The major modules of the software 
are given in the hierarchy Chart, Figure 34, which lists 
the different modules in order. 



6.1 XMODEM Protocol 

XMODEM is a popular error free data transfer proto- 
col for asynchronous communications. Data is trans- 
ferred in fixed length 128 byte packets, each packet has 
a checksum for error checking. The packets are deline- 
ated by control characters, which act as flags between 
the Receiver and the Transmitter. There are four con- 
trol characters, SOH, EOT, ACK, and NAK. SOH in- 
dicates the Start of a Packet, EOT indicates the End Of 
Transmission; ACK and NAK are positive or negative 
acknowledgements of the packet respectively. The 
packet structure and protocol flow of XMODEM is 
provided in the figures given below. 


The interface between the main program and the inter- 
rupt service routine is done through global flags. The 
interrupt handler services four sources — Transmit, 
Timer, Receive, and Control Characters. Each of the 
interrupt sources communicates with each of the state 
machines through the global flags. The state machines 
keep track of their individual states through state vari- 
ables. The interface between the individual states within 
a state machine is done through state flags. The state 
machine diagrams are given in Figure 29 and Figure 
30. 
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Figure 29. Transmit State Machine 
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START 

Initialization 
WHILE (NOT QUIT) 

( 

UPDATE STATUS ON SCREEN 
IF (KEYBOARD HIT) 

THEN PROCESS COMMAND 
PROCESS TRANSMIT STATE MACHINE 
PROCESS RECEIVE STATE MACHINE 

} 

END 


Figure 31. Software Structure 


6.2.1 TRANSMISSION OF DATA 

The Transmit interrupts are disabled until data trans- 
mission is required, this prevents unnecessary Transmit 
interrupts. The Transmit interrupt is enabled when a 
packet has been assembled or if a Control Character is 
required to be transmitted. Upon invocation the Trans- 


mit interrupt service routine reads characters from the 
packet buffer and writes it to the Tx FIFO. Since it 
does not require the use of the Transmit Flags, no in- 
formation is written to the TXF register. 

6.2.2 RECEPTION OF DATA 

Data reception begins only after a Start of Header 
(SOH) control character is received. This control char- 
acter puts the receiver in a data reception mode. After 
receiving the SOH, the CCR interrupt is disabled (since 
all data being received now is transparent and can not 
be interpreted as a control character). After 132 charac- 
ters are received, the CCR interrupt is reenabled and 
the corresponding ACK or NAK sent to the Transmit- 
ting system. The receiver has a time out feature, which 
causes it to check the Rx FIFO for any remaining char- 
acters. End of Transmission is indicated by an EOT 
control character, which causes the file to be closed and 
the Receiver to go into the Idle state. 
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Figure 32. Using Flags for Communications with Interrupt Routine 
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Figure 33. PC AT Adapter 
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Figure 34. Hierarchy Chart 
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6.3 Software Listings 


PACE 

1 

MAIN FROGRAM ftp 

. c 

82510 XMODEM 



1 . 

•include 

"C:\ftp\ftp.def" 





2 . 

•include 

"C: \lc\fcntl .h" 





3 . 

•include 

"C:\lc\stdlib.h" 





4 . 

•include 

“C:\Ic\stdio.h" 





6. 

/*** 



t»*t* / 



7. 

/*** 

SEPTEMBER 1986 


**«««/ 



B . 

/*«* 






9 . 

/«*« 

82510 XMODEM IMPLEMENTATION »****/ 



10. 

/»»»*'*• 


* * * 




11 . 

int 

eof sfalsei 

/* 

end of file flag */ 



12. 

int 

repk =0; 





13. 

int 

ter f Ig ; 





14 . 

int 

r er f 1 g ; 





15 . 

int 

eep_pkt_num = 1; 

1* 

neet packet number eepected by receiver *1 


16. 

int 

pkst ; 





17 . 

int 

retocnt ; 

/* 

Time Out counter for receiver */ 



18 

int 

quit sfalsei 





1? . 

int 

key s 0; 





20 . 

int 

sohcnt =0 i 

/* 

• of SOH characters received */ 



21 . 

int 

relent »0; 

/* 

* of Re FIFO Interrupts */ 



22. 

int 

ccrcnt >0; 

/» 

• of Ctl-Char. Interrupts */ 



23. 

int 

testate ste_idle; 

1 * 

Transmitter State Variable */ 



24. 

int 

re_state = re_idle; 

1 * 

Receiver State Variable */ 



25. 

int 

te cad » inactive; 

/* 

Indicates a Valid Te Command was 

given */ 


26. 

int 

ra_cad x inactive; 

1 * 

Indicates a valid Re Command was 

issued */ 


27. 







28 . 

/* File 

to be Transmitted */ 




29. 

char 

ta_f i Ie_namet401 » 

" 


" ; 


30. 







31 . 

/* File 

to be Received */ 





32. 

char 

re_f ile_nameC40] = 

" 


" ; 


33. 







34. 

int 

send_ccr_req = inactive; /* Flag - Request to Te Ctl 

-Char */ 


35. 

int 

intvec »0; 


1* contains the GIR vector 

*/ 


36 

int 

I ; 





37 . 

char 

tedata 11321; 


/* Te Buffer *1 



38 

char 

rebuf 11281 i 


/» Re Buffer * / 



39. 

char 

redata 11311; 





40 . 

char 

r e_f _bu f 1 32000 3 ; 


/* Re File Stored in this buffer *1 


41 . 







42 . 

/***««*< 


**/ 




43. 

/*«* 

state variables **•**/ 




44. 

/***««•( 


fi 




45 . 

int 

te_inde ; 


1* Pointer to the neet character in the 


46. 




buffer *1 



47. 







48 . 

struct 

packet ( 





49. 


char head; 





50. 


char pack_num; 




51 . 


char pack_cmpl; 




52. 


char buffer 

11281 ; 



53. 


char chksm; 





54 . 

) ; 






55. 







56. 

struct packet repack, tapack; 




57. 
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MAIN PROGRAM ftp.c 82510 XMODEM 


tz State machine and interrupt 
handler flags 


pkts^sent *0; /* i of Packets sent */ 


RX STATE VARIABLES 


/* Calculated Chksum *! 

I* # of EOTs Received */ 

I* * of Bad Packets Received */ 


rz state machine and Interrupt 
handler flags 


I* # of Bytes Received */ 


ctl_rzd_flg =0; /* Flag-Indicating that a Ctl-Char. has been 

receivd*/ 

r z_ct l_chr»0 ; /* Actual Ctl-char received */ 


/« Receive Timer Count */ 


82510 XMODEM Implementation (Continued) 


m 



PAGE 3 


MAIN PROGRAM ftp.c 82510 XMODEM 
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PACE 

4 MAIN 

PROGRAM ftp.c 82510 XMODEM 


lit . 

mv_curs 

(7,1); 


147. 

print f ( 



US . 

■i.curi 

(7,30); 


149. 

print! ( 

"Bytes Sent « %3u" , ti_by t e_cnt ) ; 


170 . 

av_curs 

(7,50) ; 


171 . 

print f 

("EOT count %3u", eot_cnt); 


172. 

mv_curs 

(5,30); 


173. 

print! ("pkts rid ■ %3u" , (eip_pkt_nua- 1 ) ) ; 


174. 

■T_cur* 

(4,30); 


173. 

print! ( 

"pkts sent « %3u", pkts.sent); 


174. 

t«_f«C» 

e ti_tiae_cnt / 2 0 0 ; 


177. 

ri_secs 

» ri_t iae_cnt / 200 ; 


178. 

open_wind <3,l,"Ti Timer"); 


179. 

print! ( 

" ■ %2u secs" , t i_secs ) ; 


180. 

open_wind (3,50, "Rx Timer"); 


181 . 

print! ( 

" * %2u secs" ,ri_secs) ; 


182 . 

av_curs 

(8,1); 


183 . 

print! ( 

"Bad Packets Rid » %3u" , bad_pkt_cnt ) ; 


184. 

av_curs (8 ,30) ; 


IBS . 

print! ( 

"1 of ReTx packets » %3u" , reti_cnt ) ; 


184. 




187. 

/* I! Coaaand 

Issued then process the Coaaand */ 


188. 

if ( < key 

skbhi t ( ) ) > 0) 


18?. 

qu i t 

* process_cad (>; 


190 . 




191 . 

else 



192. 

( 



193. 




194. 

/***• 



195. 

/eeee 

Process Ti STATE MACHINE tttttf 


194 . 

/e*et 

revision 0 ***** / 


197. 

/***» 

tttttf 


198 . 

ft Set 



199 . 




200 . 

switch 

( t instate) { 


201 . 

case ti_idle: 


202. 




203. 




204. 

ftttt 

*****/ 


205. 

/*«** 

TRANSMITTER IDLE STATE tttttf 


204. 

ftttt 

tttttf 


207. 

ftttt 

Checks tor a Send Ctl-Char. tttttf 


208. 

ftttt 

Checks for the Transmit Coaaand tttttf 


209. 

ftttt 

tttttf 


210. 

ftttt 

tttttf 


211 . 

fttttt 



212. 




213. 




214. 


/* If Control Character to be Transacted Then Transmit the 


215. 


Control Character by setting the Ta_req Flag and enabling 


214. 


the TiM and Ts FIFO interrupts */ 


217. 




218. 


if ( ( send_ccr_req *« active) t& (!ti_req)> 


219. 


( 


220. 


ti_req »ctl_chr; 


221 . 


ti_i_enb (); 


222. 


while ( ti req)0); 


223. 


ti_i_dis (>; 


224. 


send_ccr_req«inact ive ; 


225. 


) 
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286. 

cat* tx_rdy : 



287. 




288. 

/»*** TANSMITTER READY TO TRANSMIT 

Hilt/ 


289. 

/*»** three stages of 



290. 

/•*** prapara packat ***•*/ 


291 . 

/*»** Int. Handler Transaitting *•***/ 


292. 

/***• or retransmit raquast ****»/ 


293. 




294 . 




295. 

/* Any Control Charactar To Transmit? */ 


294. 

if ( ( send_ccr_req ** active) 88 

( tx_raqa»o ) ) 


297. 

tx_req -ctl_chr; 



298. 




299. 

/* Which Stage of transaission 

? * / 


300 

switch (tsrflg) 



301 . 

( 



302 

case akpkt : 

/* Prepare Packet */ 


303. 

if (tx_req«*0) 



304 

{ 



305 . 

asabpkt <pkts_sent , f p) ; 

1 * Assemble Packet */ 


306 . 

cpy2buf ( ) ; 



307. 

ti_raq -pkt; 

/* Request Int. Handler 


308. 


to Tx data in buffer */ 


309. 

txrflg -txatg; 

/* Start Transaission */ 


310. 

t«_inds -0 ; 



311 . 

t x_i_enb ( ) ; 

1 * Enable TxM and Tx FIFO 


312. 


Interrupts */ 


313 . 




314. 

) 



315 . 

break ; 



316. 

case tiatg : 



317. 

if (tx_req ** 0) 

/* Interrupt Handler Resets 


318. 


this flag to 0, when 132 


319. 


bytes are transmitted */ 


320. 

f 



321 . 

tx_indx a0; 



322. 

prasg ("packet t ransai t tad" ) ; 


323 . 

get_ccr_rq -active; 

/* Wait for ACX or NAK */ 


324. 

tx_time_cnt a 200*10; 

/* 10 sec Time Out */ 


325. 

t«_st‘ata a wait_CC; 

/* Wait for ctl Character */ 


326. 

tsrflg aakpkt; 



327. 

ti_i_dis (); 

/* Disable TxM and Tx FIFO 


328. 


Interrupts */ 


329 . 

) 



330 . 

else 

/* Tx_req not reset then? 


331 . 

prasg ("transaitting"); 

still transai 1 1 ing */ 


332 . 

break; 



333. 

case rati : 

/* The Retransmit request is 


334 . 


issued by the Wait _CC 


335. 


state */ 


336. 

outp( (bpa + 6) , txan) ; 

/* enable txa, flush tx fifo 


337. 


6 txa **/ 


338 . 

tx_req * pkt; 

/* transmit Packet. pkt. in 


339. 


buffer */ 


340. 

txrflg atxatg; 

/* next task - ReTransait */ 


341 . 

tx_i_anb (); 

/* Enable TxM and Tx FIFO 


342. 


Interrupts */ 


343. 

break; 



344. 

) 



345. 

break; /* End tx rdy case */ 
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346 . c 

lit wai t_CC : 




347 . /**•* 


>ii 



346. /***• 



t * * * * / 


34?. /tin 

Transaittar Stata - Waiting For Ctl Char. 


>»»/ 


330. /•*•» 



>>>>>/ 


351. /•••« 



***** / 


352. /**•* 

ACK - Transmit Next Packat 


••*••/ 


353. /•*•• 



• Mil/ 


334. /•*•* 



***** 1 


. 355. /*••* 


«« 



336. 





357. 

west * ch*ck_wait (); 

/* 

Chack (or ona of tha 


358. 



Following avants: 


339 . 



Tina Out 


360. 



NAK Racaivad 


361 . 



ACK Racaivad 


362. 



or Still Waiting •/ 


363. 

switch (west) 




364. 

( 




365. 

cast tiaa_out : 




366. 





367. 


/* 

If Tiaa Out, than rastart 


366. 



Tx Tiaar . Abort if Tiaa 


369 . 



Out count is graatar than 


370 



tan */ 


371 . 

if (toent >10) 




372. 

( 




373. 

west *0; 




374. 

abor t_tx ( ) ; 




375. 

prasg (“racaivar not r aspond ing“ > ; 


376. 

) 




377. 

also 




378. 

( 




379. 

♦♦toent; 

/* 

Inc. Tiaa Out Count */ 


380. 

tx_t iaa_cnt *200*10; 




381 . 

) 




382. 





383. 

braak; 




384. 





385. 

casa waiting : 

/* 

if waiting, do nothing */ 


386. 

braak; 




387. 





388. 

casa rx_NAK : 

/* 

If NAK or Corruptad 


389. 



ctl-char. racaivad */ 


390. 

casa rs_gan : 




391. 

prasg ( "NAK racaivad"); 




392. 

if (r«ti_cnt >10) 

/* 

aora than 10 attaapts, 


393. 



than Abort*/ 


394. 

( 




395. 

ratx_cnt *0; 




396. 

toent *0 ; 




397. 

abort_tx (); 




398. 

prasg (“Bad link transmission 

abortad"); 


399. 

> 
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400. 

else 

/* If Retransait Count Not 


401 . 


esceeded then go back to 


402. 


Transait stage - task is 


403 . 


retransait */ 


404. 

{ 



405 . 

tirflg «rels; 



406 . 

♦♦ reta_cnt ; 



407 . 

ta_state *ta_rdy; 



408 

> 

\ 


40?. 

break ; 



410. 




411 . 

ease ra_ACK: 

/* ACK Received*/ 


412. 

prasg ( "ACK received"); 



413. 

reta_cnl=0; 



414. 

toent . ■ 0 ; 



415 . 

+ + pk t s_sent ; 



416. 

print! ("pkts_sent ■ %3u", pkts_sent); 


417. 

it ( eof xafalse) 

/* If aore data to transait 


418. 


then retrun to akpkt 


41?. 


stage and ta new pkt. *1 


420. 

t 



421 . 

tar f Ig «mkpkt ; 



422. 

t«_state eta_rdy;. 



423. 

) 



424. 

else 



425. 

{ 



426 . 

prasg ("sending EOT"); 

1 * if end of file , then 


427. 


send EOT */ 


428. 

ccr_to_t« = EOT; 



42?. 

ta_req *ct l_chr ; 



430 . 

tx_i_enb (); 



431 . 

while (ta_req !» 0); 

1 * wait for Int . Handler 


432. 


to reset flag */ 


433. 

ta_i_dis < ) ; 



434. 

get_ccr_rq =active; 

/* wait for Ack */ 


435. 

while (get_ccr_rq ■■active) 



436. 

prasg ("EOT acknowl edgeaent 

received" ) 


437 . 

if (ccr_to_ get ■■ ACK) 

/* ACK rad , Close File */ 


438. 

( 



43?. 

s ■ fclose ( f p) ; 



440. 

abort_t*(); 



441 . 

prasg ("file transaission coaplete"); 


442. 

} 



443. 

t*_state «ta_idle; 

/* Return to Idle */ 


444 . 

) 



445. 

break ; 


' 

446. 

1 1 * /end wait_cc case */ 



447. 

break ; 



448 

} 1 * end switch ta state */ 
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449. /******t»**»»t*» •• ************** ****»>> »****tt ******«.«*»* / 

450. /****• Process R« STATE MACHINE ***»*/ 

451. /*•*** revision 0 »****/ 

452. /*•*** *«»«*/ 

45 3. 

454. switch (rx_state) 

455. I 

456. esse ri_idle: 

458 . /*•** *»»»*/ 

459. /tee* RECEIVER IDLE: **»**/ 

440 . /**** •****/ 

441 . /**** waits for user command ***•*/ 

442. /**»* before sending NAK» *•***/ 

463. /••** **»**/ 

444 /*»** •****/ 

445. 

466. 

467. if <rx_cmd = * active) /* If receive Command is issued 

468. then start Rx timer and change 

469. Receiver state to ready */ 

470 . I 

471. rx_state * rx_rdy; 

472. rx_time_cnt * 200 * 10 ; 

473 . rx_cmd = inactive; 

474 . } 

475. break; 

476 . 

477. case rx_rdy: 

478. 

479. ;«tt« ***«*/ 

480. /«*** RECEIVER READY: ****•/ 

481. /»*** sends NAK upon Time Out ***** / 

482. /*•** or checks for SOH ****•/ 

483. /*•** or EOT ctl-char. **«**/ 

404 . /•*** ****»/ 

415. /««•« 

404 /ft********************* »**a******ttfttte*«*t**at*e«***t**«/ 

487. 

488. rxrflg =wait_rx C); /* Checks Rx Timer and returns - 

489. Time Out if expired 

490. waiting if not expired 

491. SOH if SOH ccr received 

492. EOT if EOT ccr received */ 

493. switch (rxrflg) 

494 . £ 

495 . case waiting : /* If waiting then do nothing */ 

496. break; 

497. 

498. case SOH : /* If SOH received, then go into 

499. data reception mode and change Rx 

500. Timer count to 4 secs */ 

501. ♦♦ sohent; 

5 02. r x_s t at e =rx_pkt; 

503. rx_time_cnt *200*4; /* four second time out */ 

504. rxtoent =0; 

505. break; 

506 . 
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507 . 

cis* time.out: /* if tin* out S not in th* midst of 


508. 

packet reception then send NAK */ 


507. 

if (( eip_pkt_num Ball (4 (rs_bft*_cnt »0>) 


510 . 

f 


511 

prasg <"rs time out !!!!! sending NAK"); 


512. 

if <s*nd_ccr req ..inactive) 


513. 

( 


514. 

ccr_t0_ti .NAK; 


515. 

s*nd_ccr_r*q .active; 


514. 

) 


517. 

1 


518. 

n_tim*_cnt .200*10 ; 


517. 

520. 

break; 


521 . 

case EOT: 1* If End Of Teat revd, 


522 . 

and data revd then 


523 . 

send ACK and save all 


524. 

packets received in 


525. 

file */ 


524. 

eot_cnt; 


527. 

open wind (22, 50. "End of Teat"); 


528. 

if (eap_pkt_nua >1) 


527 . 

{ 


530. 

if (s*nd_ccr_req «* inactive) /* Send ACK */ 


531 . 

{ s*nd_ccr_req .active; 


532. 

cer_to_t« «ACK; 


533. 

1 


534 . 

r*_state «ra_idle; /* Receiver Returns to 


535. 

Idle •! 


534. 

/* create file */ 


537. 

rafp .fopen ( r*_f i le_name , "ab*" ) ; 


538. 

rwst .fwrite ( 4ra_f_buf t 01 , 128, eap_pkt_num-l , rafp) ; 


537. 

if (rwet <1> 


540. 

{ 


541 . 

prmsg ("Write file error ">; 


542. 

print! ("error . %4u“ ,( rwst »f error ( rafp ))) ; 


543. 

1 


544. 

rval .(close (rafp); 


545. 

if (rval ..0) 


544. 

prasg ("file received"); 


547. 

else 


548. 

prasg (“Error in closing file "); 


547. 



550. 

) 


551 . 

break ; 


552. 

) 


553. 

554. 

break; 


555. 

/ * . PA* / 


554. 



557. 



558. 

/***• 


557. 

/**»* RECEIVE PACKET STATE »****( 


540. 

/«*** *»***/ 


541. 

/*»** checks for Time Out . *»***/ 


542. 



543. 

/**»* which signals tht and of packet •****/ 


544 . 

ft*** t *«*»/ 


545. 
544 . 
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567. 

/* 

If valid Ri Time Out , i.t. no data received for 4 sacs than 

568. 


check Ri FIFO for character* and 

read if any available */ 

56? . 

if 

( (rx_tim*_cnt **0) 66 (r*_byte_cnt <131)) 

570 . 

l 



571 . 


rifl a <(inp (bpa 44) 6 0*70)/ 

0x10) ; /* check Rx FIFO 

572. 



Level */ 

573 . 


if ((rxtoent >* 10) 66 (rifl <■ 

0)) /* if aore than 

574. 



10 attempts 

575 . 



and no data 

576. 



then abort 

577 . 



transmit •/ 

578. 


C 


579. 


rx_*tata *rx_idle; 


580. 


prmsg (" Receiver Tine Out, 

no DATA") ; 

581 . 


rxtoent >0 ; 


582 . 


J 


583 . 




584 . 


els* 


585 . 


/* otherwise restart Rx Timer, and read data from 510 */ 

586. 


I 


587 . 


if ( rxf 1 ! * 0) 

/* Rx FIFO level > 0 */ 

588 . 


< 


58? . 


rx_tia*_cnt *200*5; 


590. 


rxfl * ( ( inp < bpa 44) 6 0x70)/0xl0); 

5 ? 1 . 


while ( rxfl ! = 0) 

/* Read from FIFO */ 

592. 


( 


593 . 


rxdata Crx_byte_cnt ] * 

inp (bpa); 

594. 


44 rx_byt*_cnt; 


595 . 


44 rxfcnt; 


596 . 


— rxfl; 


597. 


) 


598. 


rxtoent * 0; 


599 . 


) 


600. 


else 


601 . 


{ 


602 . 


44 rxtoent; 

/* inc. receive TimeOut 

603 . 


rx_tiae_cnt *200*4; 

Count */ 

604. 


} 


605. 


} 


606 . 

) 



607 . 

else 


608 . 

{ 



609 . 


if (rx_byte_cnt ** 131) 

/* Packet Received */ 

610. 


{ 


611 . 


rx_byt*_cnt =0; 


612 . 


rxtoent *0; 


613 . 


pkst *chkpkt ( exp_pkt_nua) ; 

/• Check Packet */ 

614. 



/* returns EOK if Packet 

615 . 



without errors */ 

616. 

/* PA*/ 



617 . 


i f ( (pkst -- eok ) i i (pkst 

**eold) ) 

618 . 


C 


619. 


prmsg ("sending ACK"); 


620 . 


for (i-O; i < 1 28 ; 14+) 


621 . 


rxbuf til * rxdata 

Civ-21; 

622. 


/** writ* packet to buffer **/ 

623. 


If (pkst **eok ) 


624. 


{ 


625. 



/* copy to main file 

626. 



buffer */ 
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627 . 


buf_cpy <eip_pkt_num) ; 


628 


♦♦ esp_pkt_nua; 


62? . 


) 


630. 


else 


631 . 


prasg ("old packet retransmitted"); 


632 . 


) 


633. 




634. 


else 


633 . 


sh_pkt_param (); /* If error then show 


636 . 


packet •, chksum and 


637. 


packet complement *1 


638 . 


r instate a rx_rdy; 


63? . 


ask in 1 4 (>; /• Enable Ctl-Chr int*/ 


640. 


set_bank ( 00 ) ; 


641 . 


outp <(bpa+l),(inp(bpa+l)!ccien)>; 


642 . 


set_bank (01); 


643 


enb int 4 (); 


644 . 


send_ccr_req *acti?e; /* Send ACK */ 


643. 


ccr_to_ta *ACK; 


646 . 




647 . 


) 


648 . 


( 


64? . 


) 


6S0 . 


break; 


651 . 




632 . 


) /** end switch ri state **/ 


633. 




654. 




655 . 

J 

/* end else */ 


656. 




657. 

} 1 * 

end while quit */ 


658. 




65?. 

rstSlO (); 1 * reset 82510 */ 


660. 

ou tp 

((bpa + 1),00); 1 * disable 82510 interrupts *1 


661 . 




662. 




663. 

cad = 

0 a 1 0 ; /* disable 825?A interrupt */ 


664 . 

inp 

(0x21); /* 00010000 * / 


665 . 

cad = 

( v ! cad ) ; 


666 . 

ou t p 

(0x21 ,cad) ; 


667. 

clr () ; 


668 . 

ecode 

* 0; 


669 . 

_e*i t 

(ecode) ; 


670. 




671 . 

1 /* end aain */ 


672 . 
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673. 



67 4 . 

rstSlO () 

675 . 

/*« 


676 . 

/«« 


677 . 

/•* 

* RESET 82510 to default wake up node 

678. 

/** 


67? . 

/•« 


680. 

/•• 


681 . 

/** 


682 . 



683. 

{ 


684. 

set 

bank (01); 

685. 

outp 

( (bpa+7) , 0 1 1 0 ) ; 

686 . 

) 


687 . 



688. 



68?. 

stnu 

( ) 

6 9 0. 

/**• 


6 ? 1 . 

/** 

displays the menu on the 

6?2 . 

/** 

screen . 

6 ? 3 . 

/** 


6? 4 . 

/** 


6?5 . 

/** 


696 . 

/«*« 


6?7 . 

( 


6 9 8. 



6?? . 



700. 


open_wind (1,1, “baud rate"); 

701 . 


print! (" « 1200 "); 

702. 


open_wind < 1 , 22 , "char . siie">; 

703. 


print! <" ■ 8 bits"); 

704. 


open_wind (1,45 , "Parity"); 

705 . 


print! (“ disabled"); 

706. 


open_wind (1,68, "Stop Bits"); 

707 . 


print! (" » 2*); 

708 . 


ev_cur s (2,1); 

70? . 


print! ("user messages : " ) ; 

710 . 


mv_curs (10,15); 

711 . 


print! (“(1) TRANSMIT FILE : " ) ; 

712. 


OPEN.VIND (t*_r, ti_c, "none" ) ; 

713. 


mv_curs ( 12 , 15 ) ; 

714. 


print! ("(2) RECEIVE FILE : ">; 

715. 

' 

OPEM_VIND ( r s_r , r *_c , "none" ) ; 

716. 

) 


717. 




***** / 


««*•*/ 

*«***/ 

***•*/ 

••••*/ 


i*/ 

*/ 

«/ 

*/ 

*/ 

*/ 

»/ 
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718. 




71? . 

init O 



720 . 


•ete/ • 


721 . 

/** Intialises Software and Configures 

• */ 


722. 

/** th* 82510. Also sets up ths interrupt 

**l 


723. 

/** Handler . 

•*/ 


728 . 

/»« 

««/ 


725. 

/ *• 

• */ 


728 . 


««**/ - 


727. 




728. 

{ 



72?. 

te_tiae_cnt «200 ; 



730. 

re_time_cnt =2000 ; 



731 . 

initpack <>; 



732 . 

clas C); 



733. 

ini t_ih <); /« Set up 

interrupt handler */ 


738. 

config_S10 (), /* Configure 82510 *1 


735 . 

set_bank (01) ; /* Switch 

to Bank one for operation */ 


738 




737. 

) 



738. 

initpack () 



73? . 


«•**/ 


780. 

/** 

»*/ 


781 . 

/«* Intialises Tx Buffer to NULs 

• */ 


782. 

/«* 

«•/ 


783. 


««*<»/ 


788. 




785 . 

( 



788. 

int i , 



787 . 




788. 

txpack.head * SOH; 



78?. 

rxpack.head *S0H; 



750. 

t xpack . pack_nun =0; 



751 . 

rapack . pack_num =0; 



752. 

t xpack . pack_cnpl « 0; 



753 . 

repack ,pack_capl « 0; 



758. 

for ( i «0 ; i <12?; i*+> 



755 . 

( 



758. 

repack. buffertil =NUL ; 



757. 

tapack.bufferCi] =NUL; 



758. 

} 



75?. 

txpack.chksa =0; 



780. 

repack. chksa >0; 



781 . 

} 



782. 




783 . 

enbintB <) 



788. 


tftftft*/ 


785. 

/»* 

• */ 


788 . 

/•* Enables INT8 in the 825?A 

• */ 


787. 

/ •« 

• •/ 


788. 




78?. 




770. 

{ 



771 . 

int int_enb * OeEF; 



772. 

int e ; 



773 . 




778. 

» = inp < i pO 1 ) ; 1* 11101111 */ 



775. 

int_enb « (▼ 4 int_enb); 



778 . 

outp < ipOl , int_enb> ; 



777. 

) 
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1 

mskint4 () 









im 




780 . 

/*« 



*«/ 



781 . 

/*« Masks INT4 in 

the 8259A »»/ 



782 . 

M* 



*•/ 



783 . 



* * 




■ 

( 







int int_dis = OiEF 

; 





■11 

int v ; 






■ 








v = inp ( i pO 1 ) ; 


i * 

00010000 */ 




int_dis » (v ! 0x10) ; 







out p ( i pO 1 , int_d is); 







) 













H 

config_510 (> 








a**** 

tt*< 




795 . 

/** 



**/ 




/** Configure the 

825 1 0 


»« / 




/*« 



*«/ 






i** 





( 







int val; 














set_bank (02); 


/* 


*«/ 



val a 0x00; 


i* 

IMD - Rx FIFO depth =4, auto ack.normal 

*/ 


804 . 

outp ((bpa ♦ 4), val); 


i* 

local loopback 

«/ 


805 . 

val s Ox 7 8 ; 


/* 

RMD - ASCII CCR, disable dpll.7/16 saapl 

*/ 


806 . 

outp ( (bpa +7) , val ) ; 


/* 

window, abso 1 ut e start bit sampling 

*/ 


807. 

val =0x00 ; 


i* 

TMD - manual mode, 2 stop bits 

*/ 


BOB . 

outp ( (bpa +3) , val ) ; 


i* 

no 9-bit char, no s/w parity 

*/ 



val =0x30; 


i* 

FMD - Rx fifo Threshold « 3 

*/ 



outp ((bpa VI ) , val); 


i * 

Tx fifo threshold =0 

«/ 



val =0x80; 


i * 

RIE - Enable rx interrupts 

*/ 



outp ( ( bpa + 6 ) , va 1 ) ; 


/* 


*/ 



set_bank (03); 


/* 

MODEM CONFIGURATION 

*/ 


H 

val = 0x50; 


/* 

CLCF - 16X, BRCA 

* 1 



outp < ( bpa ) , val ) ; 


/« 


*1 


■ 

val =0xdB; 


/* 

BBL - for Sms base 

*1 


H 

set_d lab (03); 


/« 


*1 


818 

outp ( (bpa) , val ) ; 


/» 


*/ 


819 . 

val *0xb4 ; 


/* 


*/ 


820 . 

outp ( ( bpa + 1 ) , val ) ; 


/* 

BBH - for 5 ms base 

*/ 


821 . 

reset_dlab (03); 


/* 


*/ 


■ 

val = 0x00 ; 


/* 

BBCF - sys elk source, timer mode 

*/ 


Hi' 

outp ( (bpa+3 ) , val ) ; 


/• 


«/ 



val =0x02 ; 


/* 

TMIE - Timer B interrupt enable 

*/ 


H 

outp ( ( bpa + 6 ) , va 1 ) ; 


/* 


*1 


H - ~ 

set_bank (00); 


/* 

BANK 0 FOR CENERAL CONFIC 

*1 


■ 

val =blkenb; 


i * 

CER - enable timer, rx, CCR 

*1 


■ 

outp ( (bpa+1 ) , val ) ; 


/« 

block interrupts 

* / 



val = 0x07; 


/* 

LCR - disable parity, 8 bit char 

*/ 


830 . 

outp ( (bpa + 3 ) i val ) ; 


i * 


*/ 


831 . 

set_dlab (00); 


i* 


*/ 


832 . 

val b OxEO; 


/* 

BRCA divisor =01E0H for 1200 

*1 


833 . 

outp (bpa, val); 


/*« 


a*/ 


834 . 

val = 0x01; 






835. 

outp ((bpa+1), val); 






836. 

reset_dlab (00); 






837. 

) 
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set dltb (bank) 


Set DLAB bit to allow access to 
Divisor Registers 


int bank; 

( 

int inva 1 ; 

set_bank (00); 
inval « inptbpa +3) ; 
inval «inval i 0i80; 
ootp ( ( bpa + 3 ) , inva 1 ) ; 
set_bank (bank); 

) 


/* set dlab in LCR«/ 


reset_dlab (bank) 


Reset DLAB bit of LCR 


int inval; 
set_bank ( 00 ) ; 
inval « inp(bpa +3) ; 
inval a (inval & 0x7f); 
outp ( ( bpa+3 ) , inva I ) ; 
set_bank (bank); 

} 


2 - 2 - 
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87 2 . 

/*“»«« 


est 




873 . 

/esse 






874 . 

/ ess* 

62310 interrupt service routine 


***** / 



873 . 

1 **** 






874 . 

/see* 

82510 Interrupt sources: 


***** 1 



877 . 

in*** 

TiM TX FIFO 


***** i 



878 . 

1 **** 

CCR RX FIFO 


***** 1 



877 . 

1 tnn* 

TIMER B 


*****1 



880 . 

/**** 



***** 1 



881 . 

1 **** 

Identifies and services the 82510 interrupt *****/ 



882 . 

/*««• 

source requesting service. 


***** 1 



883. 

/sees 



***** l 



884. 

1**** 



***** 1 



883. 

1 ****** 


«« 




884. 







887 

i sr_5 1 0 

() 





888. 

{ 






889. 

int 

source ; 





890 

int 

cad b , 





891 ./int 

s t_b ; 





892 

int 

i ; 





873. 

int 

ct lc; 





874. 

int 

figs, 





875. 

int 

girval ; 

/* 

Stores Temp . Value 

of CIR *1 


hiti 

int 

rif lvl; 






int 

tx_char; 













girval 

= inp (bpa + 2 ) i 

1* 

Save Bank register 

in temp. 






location */ 



901 . 

out p ( (bpa+2 ) , 0x20 ) 





902. 

source 

= ge tsrc ( ) ; 

1* 

Get Vector From GIR 123 */ 


703. 

intvec 

-source ; 





904. 

swi t ch 

(source) ( 

1 * 

Service the Source 

*/ 


905. 







904. 

case tiaer : 





907. 



*• 




908. 

1**** 



***** 1 



909. 

1**** 

TIMER SERVICE ROUTINE 


***** 1 



910 . 

1**** 

decrements tx counter 


***** 1 



911 . 

1 see* 

decrements ri counter 


esses/ 



912. 

1**** 



***** 1 



913. 

1****** 


**t 




914 . 







915. 


st_b ■ inp (bpa+3); 

1 * 

Decrement Transmit 

Counter *1 


914. 


if <tx_time_cnt >0) 





917 


ti_time_cnt »ti_time_cnt - 1; 





918. 


if <ri_time_cnt >0) 

1* 

Decrement Receive 

Counter *1 


919. 


rx_time__cnt *rx_tiae ent - 1: 





920. 


cad_b * 0x22; 





921 . 


outp ( (bpa+3 ). cad_b ); 

1* 

restart tiaer *1 



922. 


outp ( ( bpa + 7 > , 0x08 ) ; 

/* 

manual ack *1 



923. 


break; 
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92 4 . 

case tan 



925. 

case tif 



924 . 




927. 

/tit* 

****«/ 


928 . 

1***1 TRANSMITTER SERVICE ROUTINE *****1 


929 . 

/*«** 

*«***/ 


930 . 

ft*** 

transmits Four characters ****»/ 


931 . 

/**»• 

and resets tx_req flag when ***•*/ 


932 . 

/**«* 

whole packet transmitted *»***/ 


933 . 

/»*** 

*****/ 


934 . 




935. 




936 . 

if (ti. 

_req >0) /* If data to send */ 


937. 

{ 



938 . 

if 

(ti_req == pkt) /* request to send Packet 

*/ 

939. 

{ 

- 


940 . 


f or ( i «0 ; i <4 ; i + + ) i 


941 . 


l 


942 . 


ts_char * tidata ti ♦ ts_indi]; 


943. 


outp (bpa , ti_char ) ; 


944 . 


> 


945. 




946. 


t«_inds + «4; 


947. 


t*_by te_cnt +*4 ; 


948. 




949. 


if ( t*_ind* > si 32 ) /* if 132 char, sent then 

*/ 

950 . 


tx_req * 0; /* reset Ti request */ 


951 . 




952. 

) 



953. 

else 


954. 

t 



955 . 


if (t*_req =sctl_chr) 1* if ctl char, transmission 

95 6 . 


. requested , then transmit the 

957. 


char, in ccr_to_t* */ 


958. 


outp <bpa, ccr_to_t»); 


959 . 


t*_req »0; 


960. 

> 



961 . 

) 



9 62. 

else 



963. 

{ 

/* if no data to transmit 

*/ 

964. 


l* then disable ti interrupts */ 

965. 


set.bank (00); 


966 . 


outp ((bpa+l), (inp(bpa) ttiidb)); 


967. 


set_bank (01); 


968. 

) 



969 . 

outp ( ( bpa + 7 ) , 0i08 ) ; /* issue manual acknowledge */ 

970. 

break; 



971 . 
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972. 

casa ccr 



973. 

/*«••*«*• 



974 . 

1 **«* 

aaxaa/ 


975. 

/*»«* 

Control Charactar Sortie# Routin# *«*»»/ 


976. 

/«*•* 

*««••/ 


977. 

/*•• * 

if control chtr » NAK or ACK *»*»•/ 


978. 

/tut* 

inform transmitter #••**/ 


979. 

/tat* 

if SOH or EOT **##*/ 


980. 

/**«* 

inform racaivar *t**a/ 


981 . 




982. 




983. 


♦♦ccrcnt ; 


984. 


flga =inp (bpa +5); /* rud R8T ngiittr to sarvica 


983. 


RiM interrupt */ 


986. 


f Igs »inp (bpa + 1 ) ; 


987. 


ctle -inp (bpa); 


988. 


if ((figs & 0«FF) bb0i 4B) /« if no arrora and ctl. char */ 


989. 


( /* than procaaa control char. */ 


990. 


/* and sand to ti or ri stata */ 


991 . 


switch (ctlc) 


992. 


( 


993. 


casa NAK: 


994 . 


caaa ACK: 


995. 


if <gat_ccr_rq ■■ active) 


996. 


l 1* inform transmittar that 


997. 




998. 


gat_ccr_rq -inactive; 


999. 


ccr_to_g«t -ctlc; 


1000. 


) 


1001 . 




1002. 


braak; 


1003. 




1004. 


casa SOH: 


1005. 


caaa EOT: 


1006. 


if (ctlc --S0H) M if SOH disabla CCR int . */ 


1007 . 


t 


1008. 


s#t_bank (00); 


1009. 


outp ( (bpa+1 ) , ( inp(bpa+l )6 ccidb)); 


1010. 


set_bank (01); 


1011 . 


} 


1012. 


it (r*_stata ■■ rs_rdy) 1* if receiver waiting for 


1013. 


SOH and ready to rev 


1014. 


than inform racaivar of 


1015 . 


a valid ctl. char . */ 


1016 . 


{ 


1017. 


ctl_nd_flg -active; 


1018. 


r*_ctl_chr -ctlc; 


1019. 


) 


1020. 




1021 . 


braak ; 


1022. 




1023 . 




1024. 


) 


1025. 


) 


1026. 


ovtp ( ( bpa + 7 ) , OiOB ) ; /* issua manual ack. >/ 


1027. 

br aak ; 
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1021. 


cast nf 



1029 





1030. 


/*•** 

«»*»»/ 


1031 


/•**• r, FIFO SERVICE ROUTINE 

****«/ 


1032. 


/**•• 



1033 


/**** Roads four bytos 

«•*«*/ 


1034. 


/***• Byto Count indicatos 



103S 


/«*»* 

**•••/ 


1034. 


/*«•* 

•**«*/ 


1037 





1038 





1039 





1040 


/* RXF not chtcktd for errors, sinct checksum is already used*/ 


1041 





1042 


r*_time_cnt «200*5; 

/• reset Rs Timer to indicate 


1043 



char, received before time out */ 


1044 





1045 


rxflvl * ((inp ( bpa + 4 ) 

6 0*70 ) / 0* 1 0 ) ; 


1046 


while < rxflvl !■ 0) 

/* Check R* FIFO level and read 


1047 



data if FIFO not empty */ 


1048 


( 



1049 


rsdata £r*_byte_cnt ) 

* inp (bpa ) ; 


1050 


♦ + r*_byte_cnt; 



1051 


♦ + rsfent; 



1052 


— rxflvl; 



1053 


J 



1054 


outp ( (bpa+7 ) . 0x08 ) ; 

/* issue manual acknowledge */ 


1055 


break; 



1056. 


default 



1057. 



/* if invalid source then issue a 


1058. 



manual acknowledge */ 


1059. 


outp ((bpa + 7) .0i08) ; 



1060. 


break; 



1061 . 


) 



1062. 

outp 

((bpa + l> .girval) ; 

/* Restore Original value of Bank 


1063. 



register to return the 82510 to 


1064. 



original Bank */ 


1065. 





1066. 

oo tp 

(ipOO.eoi) ; 

/* issue end of int. to 8259*/ 


1047. 

) 




1068. 





1069. 





1070. 

Sot_ 

bank (bank_num) 



• 1071. 

int 

bank_num; 



1072. 

• •** 




1073. 

/ *«* 

* PROCEDURE SET_BANK 

***««/ 


1074. 

/•** 

* switches 82510 register bank to 

«***«/ 


1075. 

/*** 

* given value. 



1076. 

/*** 




1077. 

{ 




1078. 

int 

port ; 



1079. 

int 

bank_reg_val ; 



1080. 





1081 . 

bank 

reg_val «bank_num * 0*20; 



1082. 

port 

* gir_addr +bpa; 



1083 

ootp 

(port, bank_reg_val ) ; / * output value to bank register •/ 


1084. 

J 




1085 
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10 8 6 

getsrc 

( ) 





1087 



* * * 

*«/ 



1088 

/** 

read GIR and returns the 


**/ 



1089 

/** 

source Vector 


**/ 



1090 

/«* 



• */ 



1091 

/** 

Timer - 05 Hei 


*«/ 



1092. 

/** 

Ti Machine - 04 Hei 


• */ 



1093 

/** 

CCR - 03 Hei 


**/ 



1094 

/** 

Ri FIFO - 02 Hei 


**/ 



1095 

1 •* 

Ti FIFO - 01 Hei 


«*/ 



1096 

/** 



«*/ 



1097 



* ** 

!•*/ 



1098 







1099 

{ 






1100 

int 

v , src ; 





1101 







1102 

*oinp 

( bpa +2 ) ; / * read 

CIR 

*/ 



1103 

sr c = 

v 6 OaOEi /* Mask 

out 

all 

bits eicept (or 


1104 


bits 

1,2 

and 

3 «/ 


1105 

src « 

src/2 ; 





1106 

icturnt src ) ; 





1107 

) 






1108 







1109 

process_cmd () 





1110. 

/*«*** 


t***i 

i * * * 



1111 . 

/ »««* 






1112. 

/**«* 

PROCESS COMMAND 



****«/ 


1113. 

/ •**• 

Processes User commands 





1114. 

/«««• 

1 - Transmit 



****«/ 


1115 . 

/ **** 

2 - Receive 





1116. 

/***« 

* - Reset B2510 



• **««/ 


1117 . 

/ ***• 

0 - quit 





1118. 

/***« 

r - Reinitialise 82510 



ft****/ 


1119 

/•*** 

! - system monitor 





1120 

/ * *** 






1121 . 

/•**« 




** ** */ 


1122. 

/**«** 


» * * * 

»««• 

** **** / 


1123 . 







1124. 







1125. 

1 






1126 . 

int 

r ; 





1127 . 

int 

eaflg >lalse ; 





1128 . 

int 

escp ; 





1129 . 







1130. 

r 

» getch ( ) ; 





1131 . 

switch (r) ( 





1132. 







1133 . 


case 'O' 





1134. 


eiflg a true; 


/« 

eiit * / 


1135. 


break ; 
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1192 

asabpkt (pkts_sent , Ip ) 




1193 


• «>< 



1194 

1 * * Reads file to be transaitted and puts 


««/ 


1193 

/** th« data into tha propat aaodea packat 

foraat **/ 


1196 


tin 



1197 





1198 

int pkts_sant; 

1* 

this value is used to 


1199 



gat tha nait pkt 1 «/ 


1200 

FILE * f p ; 




1201 

( 




1202 

int sua >0; 




1203 

int i.blkcnt; 




1204 

int st.ft; 




1205 

char cpkt, epkeap; 




1206 





1207 

blkcnt -tread < 8 tipack . buf f ar C03 , 1 28 , 1 , fp>; 

1 * 

raad 128 bytes */ 


1208 

if (blkcnt <1) 




1209 

( 




1210 

if <<st-feof (fp) ) >0 &6 !( f t «f error ( f p )) ) 




1211 

( 




1212 

aof * trua; 

i* 

if and of file then 


1213 



signal EOF */ 


1214 

heap (); 




1213 

prasg ("EOF !•!!»!! 1 !! ! ") ; 




1216 

1 




1217 

a Isa 




1218 

if (ft >0) 




1219 

( 




1220 

beap (); 




1221 

prasg ("READ ERROR !!!!!!!!!!!!"); 




1222 

ti_state-ti__idle ; 




1223 

) 




1224 

1 




1223 





1226 

cpkt -pkts_sent *1; 




1227 

tipack . pack_nua « cpkt; 




122 8 

epkeap •“ tipack . pack_nua; 




1229 

tipack . pack_cmpl - epkeap; 

/* 

one's coapleaent of 


1230 



packat nuabar */ 


1231 

for <i-0; i <128; i**) 




1232 

sua ■ sua* tipack . buf f or 1 i 1 ; 




1233 

tipack. chksa ■ sua % 255; 

/* 

chacksua calculated */ 


1234 





1235 

1 




1236 





1237 





1238 

cpy2buf () 




1239 





1240 

/** copy packat to ti buffer **/ 




1241 





1242 

( 




1243 

int i ; 




1244 





1245 

tidata 101 -tipack head ; 




1246 

tidata 111 -tipack . pack_nua; 




1247 

tidataC21 -tipack . pack.cap i ; 




1248 

for (i-0; i <128; i*+>” 




1249 

tidata t i*3 1 ■ tipack . buf f er til; 




1250 

tidata [1311 -tipack . chksa; 




1251 

1 
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1252. 





1253 

check. 

.wait <) 



1254 

/**•* 




1255 

/**«* 

PROCEUDRE CHECK_WAIT 

«****/ 


1256 

/tut* 


**•**/ 


1257 

/**•» 

checks Ti Timer , ccr_to_get and 

*»***/ 


1258 

/«*** 

get_ccr_req and returns 



125? 

/*«*« 


****«/ 


1260 

/**»* 

Time Out - T* Timer * 0 



1261 

/ **** 

ri_ACK - Ack received 



1262 

/*•«• 

rx_NAK - Nak received 

•***«/ 


1263. 

/ ** ** 

waiting - ts Timer not expired 



1264 

/***» 


*«***/ 


1265 

/*«** 


***«*/ 


1266 

/**»* 




1267 

{ 




1268 





1269 

if < < ! tx_t ime_cnt ) && <get_ccr_rq «*active)) 

/* if tx Timer expired 


1270 



and still waiting 


1271 



for control char, then 


1272 



Time out */ 


1273 


return ( t ime_out ) ; 



1274 . 

else 




1275. 

if (get_ccr_rq *■ inactive) 

1* Ct 1-Char rcvd then 


1276 . 



return status */ 


1277. 


{ 



1278. 


switch (ccr_to_get) 



127?. 


C 



1280 . 


case ACK : 



1281 . 


return (rx_ACK); 



1 282. 


break; 



1283 





1 284 . 


case NAX : 



1285 


return <rx_NAK); 



1286 


break ; 



1287 





12B8 


default : 



128? 


return (rx_gen) ; 

/* corrupted ctl char */. 


1290 


break; 



1291 


J 



1292 


) 



1293 

else 



1294 


if ( ( ts_t ime_cnt >0) &S <get_ccr_rq »active)) 


1295 

1296 

1297 

1298 

} 

return (waiting); 
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*«* 

Abort transmission, reintialire 

ft * ft ft 
ftft ftft 

«** 

Tr ansmi t ter 

iitt 

*«**« 

Flags 



tol « f m 1 1 • ; 
txr f 1 g a mkpk t ; 
quit = f a 1 se ; 
key = 0; 

tx_state »tx_idle; 

tx_cmd s inactive; 

send_cer_req « inactive; 

tx_inds = 0; 

tx_r eq «inact i ve ; 

ccr_to_tx * 0; 

ti_byte_cnt *0; 

pkts_sent >0; 

tx_time_cnt »0; 

get_ccr_rq =0; 

ccr_to_get »0 ; 

set_bank (00) ; 

outp ( (bpa+1) , 0i27) ; 

set_bank (001); 

outp( (bpa+6) , OiOD) ; 

tx_state =tx_idle; 

prmsg ("transmitter reset"); 


ftftft ftft 
ft ft ft 

WAIT_RX : 

Iftftftftftft 
ft ft ft ft 


checks ri timer, and returns the 



following value : 



SOK - SOH received 



EOT - EOT received 



time out - ri timer expired 


[ftftft 
t ftft ft ft ft 

waiting - waiting for event 

ft ft ft ft 1 
Iftftftftftft 


if ( (ctl_rxd_f lg == active) (ri_time_cnt !»0)) 


ctl_rxd_flg ^inactive; 
return ( r*_ctl_chr); 


if ( ri_time_cnt «* 0) 
return <time_out); 

else 

return (waiting); 
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1358 

chkpkt (pknua) 






1359 

It** 


ttt/ 





1380 

It* 

verifies the checksum and packet 

t*/ 





1381 

It* 

nuaber of the received packet 

**l 





1382 

It* 

returns a status code 

t*l 





1383 

/** 


**l 





1384 

It* 

EOK - Packet Ok 

«'e / 





1385 

It* 

EPKNUM - Error in packet nuaber 

tt/ 





1388. 

l*t 

ECHKSUM - Error in Check Sua 

t*l 





1387 

/** 

EPKCMPL - Erro in packet coapleaent 

t*l 





1388 

/«• 


**l 





1389 

l*tt 


ttt / 





1370 

int 

pknua; 






1371 

{ 







1372. 

int 

i ; 






1373 

int 

cka; 






1374 

int 

sua ■ 0; 






1375 

char 

cnpl , ricapl , cpk, chrcka; 






1378 








1377 








1376 


cpk ■pknua; 






1379 


if (cpk ■■ridataCOI) 


/* 

packet nuaber correct 

*/ 


1380 


{ 






1381 


capl * rxdata t01; 






1382. 


ricapl >ridata til; 






1383. 


if (ricapl ■■ “capl ) 


1* 

packet nuaber coaplat 

*/ 


1384 . 


{ 






1385. 


for ( i =*2 ; i < 130 ; i+ + > 






1 388 . 


sua * sua tridata til; 






1387. 


cka * sub % 255; 






1388 


chrcka ■ cka; 






1 389 . 


pk_chksa Bchrcka; 






1 390 . 


if (chrcka *■ ridata C1301) 


/* 

checksua correct */ 



1391 . 


return (eok); 






1 392. 


else 






1 393. 


return (echksa); 






1394 . 








1395. 


) 






1398. 


else 






1 397. 


return (epkeap); 






1398 . 


1 






1399 . 


else 






1400 . 


( 






1401 . 


if ((ridata t01 ■■ cpk -1) 88 (cpk 

>1)) 


/* old packet nuaber 



1402 . 





received */ 



1403. 


return (eold); 






1404 . 


else 






1405. 


return (epknua); 






1408 . 


} 






1407. 

1 
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inteT 


PACE 

27 MAIN PROGRAM ftp.c 82510 XMODEM 




1408 


aaaa 



1409 

/**•* t a i d i s PROCEDURE 


aaaaa/ 


1410 

/ta** Disables tarn and Ti FIFO interrupts 


aaaaa / 


1411 

/**•* from CER register 


aaaaa/ 


1412 





1413 

t*_i_dis (> 




1414 

( 




1415 

mskint 4 (); 

/* 

disable interrupts */ 


1416 

set_bank (00); 

/« 

switch to bank cero •/ 


1417 

outp ( (bpa+1 ) , ( inp(bpa+l ) 6 tiidb)); 

1 « 

mask out interrupts in 


1416 



CER - TsM and T« FIFO */ 


1419 

set_bank (01); 

/* 

set bank one */ 


1420 

enb int 4 ( > ; 

/* 

enable interrupts */ 


1421 





1422 





1423 





1424 





1425 





1426 


aaaa 



1427 

/*««* ti_i_enb PROCEDURE 


aaaaa/ 


1428 

/teat enables the TXM and TX FIFO Interrupts 




1429 

/aaaa from CER register 


aaaaa / 


1430 


aaaa 



1431 





1432 

ti_i_enb ( ) 




1433 

( 




1434 

ask int 4 (>; 

/* disable interrupts */ 


1435 

set_bank (00); 

/* switch to bank sero •/ 


1436 . 

outp ( ( bpaal ) , ( inp ( bpa + 1 ) i tsien)); 

/* enable TXM AND TX FIFO « 1 


1437 . 

set_bank (01); 

/ * return to bank one */ 


1438. 

enbint4 (); 

/* enable interrupts *1 


1439 . 





1 440. 

) 




1441 . 





1 442. 

sh _P kt _P* riB 




1443. 


sea/ 



1 444. 

/“ Displays the paraaetrs of the Received 

aa/ 



1445 . 

/aa packet number, and the espected parameters 

aa/ 



1446 . 


aa a / 



1447 . 

( 




1448 . 

♦♦ bad_pkt_cnt; 




1449 . 

prmsg ("sending NAK "); 




1450. 

printf (" error * %5u",pkst); 




1451 . 

av_curs (13,1); 




1452. 

printf ("esptd pkt t » %3u" , esp_pkt_num> ; 




1453 

mv_curs (14,1); 




1 45 4. 

printf ("rid pkt * = %3u", rsdatatOJ); 




1455 . 

av_curs (13,40); 




1456. 

prTntf ( "eipd pkt cap 1 = MX", ('ridatatOl ) ) ; 




1457 . 

av_curs (14,40); 




1 45 8. 

printf ("rid pkt complement » MX", ridataCll); 



1 459 . 

mv_curs (15,1); 




1460. 

printf (“rid chksum » MX", rsdatal 130] ) ; 




1461 . 

mv_curs (15,40) ; 




1462. 

printf ("eipd chksum = %8X" , pk_chksm) ; 




1463 . 

send_ccr_req ^active; 




1464. 

ccr_t o_t i = NAK; 




1465 . 

} 
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PACE 26 


MAIN PROGRAM ftp.c 82510 XMODEM 


mi. /•*»***•*•*•**»** *t* ******** •« *»**«**•/ 
1 467. /** PROCEDURE BUF.CPY **/ 
1448. /** copies packet to ram buffet •*/ 
1469. /**»**«*e**e********tt**ee*»**e*»«t»*»/ 


1470 . 

buf_cpy <packt_id) 


1471 . 

int packt_id; 


1472. 

{ 


1473. 

int i ; 


1474. 

int inds >0; 


1475. 

1474. 

inds = < pack t_i d- 1 ) 

*128; 

1477. 

if ( inda < <32000 - 

129) ) 

1478. 

( 


1479. 

for <i«0; i < 1 28 ; 

i+*> 

1480. 

ri_f_buf Cindi + n 

1481 . 

> 


1482 . 

else 


1483. 

prasg ("file too 

big. 

1484 . 

J 



/* Mo overwrite of buffer */ 
m ribuf til; 

cannot save in aenory n ); 
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•AGE 1 DEFINITION FILE ftp. def 82510 XMODEM 


1 . 

tdef ine 

si "82510 FTP sOOO 6/30/86" 

/* 

sign on message */ 

2 . 

tde f ine 

bpa 0 » 3 f 8 


/* 

Base address */ 

3 . 

•def in* 

g i r_addr 

02 



4 . 

•define 

esci 27 


/* 

escape char . in hex */ 

5 . 

•define 

be 1 07 




6 . 

•def ine 

»sg_c 17 


/« 

coordinates of the 

7 . 






8 . 

•def ine 

msg_r 2 




9 . 

•def in* 

t*_c 35 


/* 


10 . 

•def ine 

t i_r 10 




11 . 

•define 

rs_c 35 



coordinates 

12 . 

•def in* 

r s_r 12 




13. 

•def ine 

so_c 50 




14. 

•def ine 

so_r 24 


«/ 


15. 

•def in* 

false 0 




16 

•define 

true 1 




17. 

•define 

active 1 




18. 

•define 

inactive 0 




19. 

•define 

ctl_chr 2 


/* 

control char transmit */ 

20 . 

•def ine 

pkt 1 


/* 

send packet *1 

21 . 

•define 

sole 5555 


/« 

packet received ok */ 

22 . 

•define 

echksm 5500 


/* 

checksum error */ 

23. 

•def ine 

epkcnp 5501 

/« 

packet compl incorrect */ 

24. 

•def ine 

eold 5502 

/* 

old pack num received */ 

25. 

•define 

epknum 5503 


/* 

invalid packet • revd. *1 

26. 






27. 

/•****«< 


***«**«/ 



28. 

/*** ti 

state def int i ons*** / 



29. 

/***«»* i 





30. 






31 . 

•define 

ts_idle 

000 



32. 

•def ine 

wait_NAX 

001 



33. 

•def ine 

TO err 60 

002 



34. 

•define 

ts_r dy 

003 



35. 

•def ine 

ts_packet 

004 



36. 

•define 

wait _CC 

005 



37. 

•def ine 

ts_pk_conp 

006 



38. 

•define 

t o_err 

007 



39. 

•def ine 

txen 

0 x 02 



40. 

•def ine 

mkpkt 

111 

1 * 

Transmit packet stages */ 

41 . 

•def ine 

txatg 

112 



42. 

•def in* 

rets 

113 



43. 

•def ine 

wa i t ing 

114 



44. 






45 . 

/*****•( 


****«*«/ 



46 . 

/** rs 

state definition **/ 



47 . 

/ *«* **«< 





48 






49 . 

•def ine 

r s_idle 

000 



50 . 

•def ine 

r s_r dy 

001 



51 . 

•def in* 

rs_pkt 

002 




52. 

53. • 

54 . /***t*«**«*t*««*. *»**»****«/ 

55 . 

56. tdefine time_out 90 

57. tdefine rx_NAK 91 

58. ftdcf in* r»_ACK 92 

59. tdefine ri_g*n 93 

60. 


/* rs state signal values *1 
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PAGE 

2 

DEFINITION FILE 

ftp. def 

82510 XMODEM 



6 1 . 








42. 








43. 

/•« 

Protocol 

Control 

*•** / 




44 . 


characters 

**•* / 




45. 

/**!»** 







44. 








47. 








48 . 

• def in* 

NAK 

Oil 4 


/* 

Negative Ack */ 


49. 

•dtf in* 

ACK 

0i04 


/* 

Positive Ack */ 


70 . 

•define 

SOH 

0x01 


/* 

Start of Header •/ 


71 . 

•def in* 

EOT 

0x04 


/* 

End of Text */ 


72 . 

•define 

CAN 

0x18 





73. 

•def ine 

NUL 

0x00 





74 . 








75 . 


!*•*****« 


*•***»/ 




74. 

/•i 

interrupt source 

**••/ 




77. 

/»»**** 







78. 








79. 

•def ine 

t iner 

05 


/* 

82510 int . vectors */ 


80 

•def in* 

tin 

04 





81 . 

•define 

ccr 

03 





82. 

•def ine 

rif 

02 





83. 

•def in* 

tif 

01 





84 . 

•define 

txien 

0x12 


/* 

unaask TxM and Tx FIFO •/ 


85. 

•def ine 

txidb 

Ox 2D 


1 * 

mask TxM and Tx FIFO *1 


84. 

•def ine 

ccien 

0x04 


1* 

enable CCR interrupts */ 


87. 

•def in* 

ccidb 

0x33 


/* 

mask CCR int •/ 


88. 

•def ine 

blkenb 

0x25 


/* 

enable, block interrupts 


89. 






through GER for 82510 •/ 


90. 








91 . 

/***•**! 



**** / 




92. 

/*« 

8259A vj 

lues ***** 

**** i 




93. 

/****** ' 



**** / 




94 . 








95. 

•def ine 

eoi 

0x20 


/* 

end of interrupt */ 


94. 

•def ine 

ipOO 

0x20 


/* 

82S9A port 0 •/ 


97 . 

•define 

ipO 1 

0x21 


/* 

8259A port 1 •/ 
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irtef 


PAGE 

1 CRT I/O ROUTINES cio.c 82510 XMODEM 



1 . 

• include "ftp. del" 



2. 




3 . 

CLR( ) 



4 . 




5 . 

/•*** 

***** 1 


6 . 

l**t* PROCEDURE CLR 

* t * t t / 


7. 

I**** 

***** 1 


8. 

/»*** clears screen 

***** 1 


9 . 

1 **** 

***** 1 


10. 

1 **** 

***** l 


1 1 . 

1 **** 

***** 1 


12 . 




13 . 




14 . 

t 



15 . 

int escchr = esci , 



16. 




17 . 

put ch (escchr ) ; 



18. 

print! < " C 2 J “ ) ; 



19. 




20 . 

J 



21 . 




22 . 




23. 

VOFF () 



24 . 


****** 1 


25 . 

l*t*t 

***** 1 


26 . 

/**** PROCEDURE VOFF 

***** 1 


27. 

1**** 

***** j 


28 . 

/***• Turns Reverse Video OFF 

***** 1 


29 . 

l*tt* 

***** 1 


30 . 

I**** 

***** 1 


31 . 

l*tt* 

***** 1 


32 . 


****** 1 


33 . 




34 . 

( 



35 . 

int escchr = esci ; 



36 . 




37 . 

put ch (escchr ) ; 



38 . 

print! ("[On"); 



39 . 




40 . 

1 



41 . 




42 . 




43 . 

RVON () 



44 . 


****** 1 


45 . 

1 **** 

***** 1 


46. 

l**«* PROCEDURE RVON 

***** 1 


47. 

l*tt* 

***** i 


48 . 

1**** Reverse Video ON 

***** 1 


49. 

1**** 

***** 1 


50 . 

/**** 

*****1 


51 . 

1**** 

***** 1 


52 . 


****** 1 


53. 




54. 

C 



55. 

int escchr « esci', 



56. 




57. 

put ch ( escchr ) ; 



58. 

pr int f ( " C7m" ) ; 



59. 

) 



60 . 
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ini0i 


PAGE 

2 CRT I/O ROUTINES cio.c 82510 XMODEM 



61 . 

OPEN_VIND (row.col ,stg) 



62 . 

int row; 



63. 

int col; 



64 . 

char s.tgCl; 



65 . 




66. 

/ **** 

**«**/ 


67. 

/«»** PROCEDURE OPEN_VIND 

***** / 


68 . 

/•a** 

*«***/ 


6? . 

/***• prints a string in reverse video 

*«***/ 


70. 

/**»* at the given location 

*«***/ 


71 . 

/•*** 

**«**/ 


72 . 

/»*** 

*•***/ 


73 . 


*•***»/ 


74. 




75 . 

( 



76. 




77 . 

MV_CURS (row, col); 



78. 

RVON < ) ; 



79. 

print! ("%s",stg); 



80. 

VOFFO; 



81 . 




82. 

) 



83. 

BEEP () 



84 . 




85. 


***••/ 


86 . 

/«*•• PROCEDURE beep 

***•*/ 


87. 

/**** 

***** / 


88. 

/**** produces a beep 

****«/ 


89 . 

/ **** 

***•*/ 


90. 

/ **** 

****«/ 


91 . 

/ **** 

****•/ 


92. 




93. 




94. 

( 



95. 

int belchr * bel ; 



96 . 




97. 

putch (belchr); 



98 . 




99 

) 



100. 




101 . 

CLL( row.col ) 



102. 

int row; 



103. 

int col ; 



104. 




105. 

/**** 

• **•*/ 


106. 

/»*** PROCEDURE CLL 

***** / 


107. 

/**** 



108 . 

/***• clear line at given coordinate 

»**«*/ 


110 . 

/ • • • t 
/*•«« 

***«*/ 


Ill 

/*»** 

*«***/ 


112 . 




113 . 




114 . 

( 



115 . 

int escchr « esci ; 



116 . 

MV_CURS (row, col); 



117. 

putch (escchr); 



118. 

print! ("CK"); 



119. 

) 



120 . 
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PACE 

3 CRT 1/0 ROUTINES cio.c 82510 XMODEM 



121 . 




122. 




123. 

CLM3 ( ) 



124. 


•••*•*/ 


125 . 

/«*** 

*•*«•/ 


126 . 

/«••• PROCEDURE CLHS 



127. 

/ * *«t 

«••**/ 


128 . 


*<*•«/ 


129 . 

1 **** 

**«**/ 


130 . 

/*•»• 

**««*/ 


131 . 

/*•«* 



132 . 


*•**•*/ 


133 . 




134 . 

{ 



135. 

CLL (asg_r ,asg_c) ; 



136 . 

} 



137. 




138. 

prasg (asg) 



139. 

chir asg Cl; 



140. 




141 . 

/•*** 

***««/ 


142. 

/•«*« prints hessace AT MESSAGE LINE 

*«***/ 


143. 

/ **** 

***** 1 


144 

/ ««** 

***** 1 


145. 

/**** 

***** 1 


146 . 

/ «*«* 

***** 1 


147 . 

/ 

*tt«i / 


148. 




149. 




150. 

{ 



151. 

clas ( > ; 



152. 

print! (“ %s" , asg) ; 



153. 

J 



154. 




155. 

CLLC () 



156 . 

( 



157. 

int sscchr « e*ci ; 



158. 

putch (tscchr); 



159. 

print! ("CK"); 



160. 

) 



161 . 




162. 

MV_CURS <i,y) 



163. 


****** 1 


164. 

/ «•«* 

***** 1 


165. 

/*•** PROCEDURE MV_CURS 

***** 1 


166. 

/*««« 

***** 1 


167 . 

/***« aovts cursor to spscititd 

*****1 


168. 

/»**« location. 

***** 1 


169 . 

/ •* •* 

***** 1 


170. 


****** 1 


171 . 




172. 

int i ; 



173. 

int y ; 



174. 

{ 



175. 

int sscchr * asci; 



176. 




177. 

putch (sscchr); 



178. 

cprint! ( " C%u ;%uH" , i , y ) ; 



179. 

) 
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inter 


PACE 

1 ASH 

86 INTERRUPT INIT. ihl.asm 82510 XMODEM 


1 . 

NAME 

f tpih 


2 . 




3. 

DGROUP GROUP DATA 


4 . 

DATA SEGMENT WORD PUBLIC 'DATA' 


5 . 

ASSUME 

DS: DGROUP 


8. 

DATA ENDS 


7 . 




8. 

EXTRN 

isr_51 0 : f ar 


7 . 




10 . 

_PROG SEGMENT BYTE PUBLIC ‘PROG’ ‘ " 


11 . 

ASSUME 

CS:_PROG 


12 . 




13. 

PUBLIC 

ini t i h 


14. 

PUBLIC 

ihSlO 


15. 




U . 

ini t i h 

PR0C far 


17. 

push 

BP 


18. 

push 

DX 


17. 

. push 

AX 


20. 

push 

DS 


21 . 

BOV 

DX, OFFSET i h5 1 0 


22. 

push 

CS 


23 . 

pop 

DS 


24 

BOV 

AH.25H ; DOS vsctor setup call 


25 . 

BOV 

AL.OCH ; COM1 vector 


26 

I NT 

2 1 H ; DOS systea call 


27. 

pop 

DS 


28 . 

pop 

AX 


27 . 

pop 

DX 


30. 

pop 

BP 


31 . 

rst 



32. 

ini t i h 

ENDP 


33. 




34. 

i h 5 1 0 

PROC far 


35. 

push 

BP 


38. 

push 

AX 


37. 

push 

BX 


3 B . 

push 

CX 


37. 

push 

DX 


40 

push 

SI 


41. 

push 

D I 


42. 

push 

DS * 


43. 

push 

ES 


44 . 

BOV 

AX, DGROUP 


45. 

BOV 

DS, AX 


48. 

call 

i s r_5 1 0 


47. 

pop 

ES 


48 . 

pop 

DS 


47. 

pop 

D I 


50 . 

pop 

SI 


51 . 

pop 

DX 


52. 

pop 

CX 


53. 

pop 

BX 


54. 

pop 

AX 


55. 

pop 

BP 


58 . 

irst 



57. 

i h 5 1 0 

ENDP 


58 . 




57. 

.PROG ENDS 


80. 

•nd 


231928-71 


82510 XMODEM Implementation (Continued) 


2-262 






APPLICATION 

NOTE 


High Performance 
Driver for 82510 


DAN GAVISH and TSVIKA KURTS 

SYSTEM VALIDATION 


AP-310 


June 1987 


Order Number: 292038-001 



HIGH PERFORMANCE CONTENTS PAGE 

DRIVER FOR 82510 1 . 0 overview ... . . . . 2-265 

2.0 INTRODUCTION . . . . 2-265 

2.1 CPU Load Consideration 2-265 

2.2 8251 0 Features Used In This 

Implementation 2-265 

3.0 THE BURST ALGORITHM 2-266 

3.1 Background 2-266 

3.2 Burst Algorithm Description 2-266 

4.0 SOFTWARE MODULE MAP 2-267 

5.0 HARDWARE VEHICLE 

DESCRIPTION 2-268 

6.0 SOFTWARE MODULE 

DESCRIPTIONS 2-268 

6.1 MAIN 2-268 

6.2 The Burst Algorithm Modules 2-269 

6.3 Initializations 2-271 

6.4 Interrupt Handler 2-275 

APPENDIX A — PL/M SOURCE FILE . 2-280 

APPENDIX B— 82510 BASED SBX 
SERIAL CHANNEL 2-293 


2-264 



AP-310 


iny 


1.0 OVERVIEW 

The 82510 Asynchronous Serial Controller is a 
CHMOS UART which provides high integration fea- 
tures to offload the host CPU and to reduce the system 
cost. 

This Ap-Note presents a mechanism for reduction and 
optimization of interrupt handling during asynchro- 
nous communication using the 82510. The mechanism 
is valuable in applications where handling of interrupts 
degrades system performance i.e., when high baud rate 
is used, when multiple channels are handled or whenev- 
er real-time constraints exist. This implementation of 
the mechanism is a software driver that transmits or 
receives characters at 288000 bits per second. 

The driver is based on the burst algorithm which uses 
the 82510 features (FIFOs, Timers, Control Character 
Recognition etc.) to reduce CPU overhead. CPU is sig- 
nificantly off-loaded for other tasks — about 75% of 
the usual load is saved. 


number of interrupts can be achieved by servicing (i.e., 
transferring to/from the buffer) as many characters as 
possible whenever the interrupt routine is activated. 
This can be done by utilizing FIFOs to hold received or 
transmitted characters, so that the CPU is interrupted 
only after a certain number of characters have been 
received or transmitted. Using a receive FIFO may 
cause a potential problem: Due to the random rate of 
character arrival in asynchronous communications, 
there is a chance that characters will be “trapped” in 
the Rx FIFO for extended periods of time. In order to 
avoid such situations, a Rx FIFO time-out mechanism 
can be implemented using the 82510 timer. The time- 
out indicates that a certain amount of time has elapsed 
since the last read operation was performed. It causes 
the CPU to check the Rx FIFO and read any charac- 
ters that are present. This process, however, introduces 
the additional overhead of the timer interrupt. This Ap- 
Note describes the use of the burst algorithm to avoid 
the timer interrupt overhead while maintaining the use 
of the Rx FIFO. 



The driver can be easily modified to run in conjunction 
with other 82510 features such as the MCS-51 9-bit 
Protocol. 

This document provides a full description of the driver. 
The burst algorithm is presented in Section 3, the soft- 
ware module flow-charts and their descriptions are pre- 
sented in Section 6, and the PL/M software listing is 
given in Appendix A. 


2.0 INTRODUCTION 

2.1 CPU Load Consideration 

The trend towards multi-tasking systems, combined 
with higher baud rates and increasing the number of 
channels per CPU, has led to the need for decreasing 
the CPU bandwidth consumed by the async communi- 
cations for each byte transfer. Whenever the CPU is 
interrupted, a certain amount of CPU time is lost in 
implementing the context switch. This overhead can be 
as high as hundreds of microseconds per interrupt, de- 
pending on the specific operating system parameters. 
Thus, in high baud-rate or multi-channel environments, 
where the interrupt frequency is very high, a substantial 
portion of the CPU time is taken up by this interrupt 
overhead. Therefore, systems usually require minimiza- 
tion of the number of interrupt events. In the case of an 
asynchronous communication channel, reduction of the 


2.2 82510 Features Used In This 
Implementation 

The following new 82510 features were used in this im- 
plementation: 

2.2.1 FIFOs 

The 82510 is equipped with 2 four-byte FIFOs, one for 
reception and one for transmission. While characters 
are being received, a Rx FIFO interrupt is generated, 
when the Rx FIFO occupancy increases above a pro- 
grammable threshold. While characters are being trans- 
mitted, a Tx FIFO interrupt is generated, when the Tx 
FIFO occupancy drops below a programmable thresh- 
old. The two thresholds are software programmable, 
for maximum optimization to the system requirements. 

2.2.2 TIMER 

The 82510 is equipped with two on chip timers. Each 
timer can be used as a baud rate generator or as a gen- 
eral purpose timer. When two independent baud rates 
are required for transmit and receive, the two timers 
can be used to generate both baud rates internally. Oth- 
erwise, one timer can be used for external purposes. 
The timer is loaded with its initial value by a software 
command and it counts down using system clock puls- 
es. When it expires, a maskable interrupt is generated. 


2-265 


AP-310 


iniei 


2.2.3 CONTROL CHARACTER RECOGNITION 

Depending on the application, the software usually 
checks the received characters to determine whether 
certain control characters have been received, in which 
case special processing is performed. This loads the 
CPU, as every received character should be compared 
to a list of control characters. With the 82510, the CPU 
is offloaded from this overhead. Every received charac- 
ter is checked by the 82510, and compared to either a 
standard set of control characters (ASCII or EBCDIC) 
or to special user defined control characters. The soft- 
ware does not need to check the received characters, 
and a special interrupt is provided when a received con- 
trol character is detected by the 82510. The specific 
operation mode (standard set, user defined, etc.) is pro- 
grammable. 

2.2.4 INTERRUPT CONTROLLING MECHANISM 

The twenty possible interrupt sources of the 82510 are 
grouped into six blocks: Timer, Tx machine, Rx ma- 
chine, Rx FIFO, Tx FIFO, or Modem. Interrupt 
source blocks are prioritized. The interrupt manage- 
ment is performed by the 82510 hardware. The CPU is 
interrupted by a single 82510 interrupt signal. The in- 
terrupt handler is reported on the highest priority pend- 
ing interrupt block (GIR) and on all the pending inter- 
rupt blocks (GSR), as well as on the specific interrupt 
source. Interrupts are maskable at the block level and 
source level. Interrupts can be automatically acknowl- 
edged (become not pending) when serviced by the soft- 
ware, or manually acknowledged by an explicit com- 
mand. 


3.0 THE BURST ALGORITHM 

3.1 Background 

The 82510 FIFOs are used to reduce the CPU interrupt 
load. When a burst of characters is transmitted or 
received, the CPU is interrupted only once per trans- 
mission or reception of up to four characters. FIFO 
thresholds are programmable; thus, when high system 
interrupt latency is expected, an optimal threshold may 
be selected for the desired trade-off between the CPU 
load, and the acceptable system interrupt latency. The 
required Rx FIFO threshold is also a function of the 
receive character rate. When the rate is high, a deep 
FIFO is required. When the rate is very low (e.g., hun- 
dreds of milliseconds between characters), a low thresh- 
old is needed, to reduce the maximum character service 
latency (a character is available to the application pro- 
gram only after it is stored in the receive buffer). 

The software mechanism described here tunes the Rx 
FIFO threshold dynamically when the incoming char- 
acter rate is variable. The algorithm uses one of the 
82510 on-chip timers for time measurement, in order to 
automatically adapt the threshold to the character re- 
ception rate. This is done without loading the CPU 
with the overhead of serving excessive interrupts gener- 
ated by the timer mechanism itself. 


3.2 Burst Algorithm Description 

The 82510 timer is initialized to the time-out value with 
every Rx FIFO interrupt. The time-out value is the 
maximum acceptable time between a character’s recep- 
tion and its storage in the receive buffer, but not less 
than five character-times. Upon reception of the next 
character, the timer status is examined to determine / 
whether the character rate is high (the timer has not yet 
expired) or low (the timer has expired). 
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Figure 1. Burst Algorithm State Diagram 


The algorithm is best described as a finite state machine 
that can be in one of three modes: HUNTING mode, 
SINGLE mode, or BURST mode. In HUNTING 
mode, after the first character received interrupts the 
CPU, the mode switches to SINGLE. On receiving a 
character in SINGLE mode (that is the second charac- 
ter) the timer is examined; if the character rate is very 
low, the mode is switched back to HUNTING. Other- 
wise, the rate is high enough to switch to BURST 
mode. In BURST mode, the Rx FIFO threshold is 
maximal. The machine remains in BURST mode as 
long as a burst of characters is being received. When 
the rate of character reception becomes low, the timer 
eventually expires generating a timer interrupt which 
switches the mode back to HUNTING. 

Note that while a burst of characters is being received, 
the CPU is interrupted only once per four received 
characters. If the characters are received at a very low 
rate, an interrupt occurs for each received character. 
The CPU is interrupted by the timer only once, when 
the burst terminates. See Figure 1 for a state diagram. 

For more details about the burst algorithm see para- 
graph 6.2. 


4.0 SOFTWARE MODULE MAP 

The driver contains the following software modules: 

• MAIN 

• BURST ALGORITHM 

— Burst Algorithm Initialization (*) 

— Rx FIFO Step (*) 

— HUNTING mode 
— SINGLE mode 
— BURST mode 
— Timer Step (*) 

• INITIALIZATIONS 

— Wait for Modem Status 

• INTERRUPT HANDLER 

— Rx FIFO Interrupt Service Routine 
— Tx FIFO Interrupt Service Routine 
— Status Interrupt Service Routine 
— Timer Interrupt Service Routine 
— Modem Interrupt Service Routine 

(*) The burst algorithm modules are called by the ini- 
tialization module and by the interrupt handler mod- 
ules. 


2-267 






A P-3 10 


ini0i 


INITIALIZATIONS 


82510 Configurations 


| Init BURST Algorithm 


Wait_For_MODEM_status 


MAIN: 

loop 


End of Txmlt/Rcvr 



292038-2 


Figure 2. Modules Block Diagram 


5.0 HARDWARE VEHICLE 
DESCRIPTION 

The driver was tested at 288000 baud, on an 80186 
based system, with an 8 MHz local bus running with 2 
wait-states, and an 18.432 MHz 82510 clock. Two sta- 
tions were involved: one transmitter station and one 
receiver station. Each station consisted of an 
iSBC 186/51 with a 82510 based SBX board connected 
to it. See Appendix B for description of the SBX board. 

This driver is, nonetheless, suitable for running in a 
large number of system environments. 


6.0 SOFTWARE MODULE 
DESCRIPTIONS 

6.1 MAIN 

The MAIN module is a simple example of an applica- 
tion program that uses the driver. 

The communication is done between two stations: One 
station is the transmitter and the other one is the re- 
ceiver. After interrupts are enabled, the program waits 

for the Finish Tx flag or the Finish Rx flag (for the 

transmitter or receiver station, respectively) to be set. 
In the transmitter station, the driver is preloaded with 
the transmit data. In the receiver station, the received 
data is displayed after data reception is complete. 
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6.2 The Burst Algorithm Modules 

6.2.1 INITIALIZE THE BURST ALGORITHM 

This module is called by the initialization module. 

The global variable Burst algo is used to indicate the 

current burst algorithm mode. 

The burst algorithm is most useful at a baud rate of 
9600 or higher. At lower baud rates, where the Rx in- 
terrupt rate is very low, the burst algorithm is degener- 
ated (Low baud is assigned to Burst algo). At a 

baud rate of 9600 or more, the burst algorithm mecha- 
nism is initialized and starts by disabling the timer in- 
terrupt. 

The initial state of the burst algorithm is HUNTING 
mode. In this mode, it is looking for (hunting) the first 
character. The Rx FIFO threshold is zero, thus the first 
character received interrupts CPU. This interrupt starts 
the burst algorithm mechanism. 



Figure 4. Initialize The Burst Algorithm 
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6.2.2 BURST ALGORITHM MECHANISM 

Modules HUNTING, SINGLE, BURST are called by 
Rx FIFO interrupt service routine. Module 
BURST&TIMER is called by timer interrupt service 
routine. 


6.2.2. 1 HUNTING Mode 

Hunting for the first character received is the first step 
in the burst algorithm. After the first character is de- 
tected, received and handled, it must be determined if 
reception will be at high or low rate. This is done by 
starting the timer. HUNTING mode ends by assigning 
the second step, i.e., SINGLE mode, to Burst algo. 


6.2.2.2 SINGLE Mode 

When the second character is received, the burst algo- 
rithm is in SINGLE mode. Timer status is read 
(TMST). If the status indicates that the timer has ex- 
pired, the receive character rate is low and there is no 
need to increase the Rx FIFO threshold. The burst al- 
gorithm returns to its first state, i.e., HUNTING mode. 
However, if the timer has not expired, the receive char- 
acter rate is high, and the Rx FIFO threshold is set to 
the maximal allowable value. The timer is restarted and 
the timer interrupt is enabled so that, if it expires before 
the Rx FIFO exceeds the threshold, a timer interrupt 
will occur. 

SINGLE mode is ended by assigning the third step, 
BURST mode, to BURST algo. 


From Rxfifo Intr Serv 
Routine 


HUNTING mode 


BURST_algo = 
^HUNTING^ 

Yesf 


BURST_algo ^ 
SINGLE mode 


BURST_algo = 
w SINGLE ^ 


BURST mode 


BURST_algo = SINGLE 


Read TIMER status 



BURST_algo = HUNTING 


Enable Timer Interrupt 


Rxfifo Threshold = 3 


Reset TIMER status 



Figure 5. The Burst Algorithm 
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6.2.2.3 BURST Mode 

The algorithm enters BURST mode as soon as the re- 
ceive character rate is evaluated as high, i.e., when two 
successive characters are received without a timer expi- 
ration. The FIFO is now working at full threshold and 
the timer is used as a timeout watch dog. BURST mode 
is the most time-critical path of the algorithm. There- 
fore, it consumes a minimum amount of real time. 

The timer is restarted, in order to restart a new timeout 
measurement. The timer status is read to trigger auto- 
matic reset of the previous status; this is done to avoid 
the timer interrupt if the timer has expired during the 
Rx FIFO interrupt service routine execution. 


6.2.2.4 Timer Interrupt and Bust Algorithm 

If the character reception rate becomes low, then the 
time between two successive Rx FIFO interrupts in- 
creases. Hence, a reduction in the reception rate causes 
the timeout to expire, and a timer interrupt occurs. 
This drives the algorithm back to HUNTING mode. 
The timer interrupt is disabled and the Rx FIFO 
threshold is configured to zero, to issue an Rx interrupt 
on the first hunted character. 



Figure 6. Timer Interrupt and BURST Algorithm 
Table 1. BURST Algorithm Modes 


Mode 

FIFO 

Threshold 

Timer 

Timer-Interrupt 

Hunting 

0 

Idle 

Disabled 

Single 

0 

Started 

Disabled 

Burst 

Max. 

Restarted 

Enabled 


6.2.3 FLOWCHART DESCRIPTION 

The Rx FIFO interrupt handler executes the burst al- 
gorithm immediately after the Rx FIFO is emptied (to 


avoid an overrun error). The module was designed to 
minimize the CPU overhead inherent in the burst algo- 
rithm itself. 

BURST mode is assigned the fastest path because it is 
the most real time sensitive mode. 

SINGLE mode has a slightly longer path. However, 
under a high reception rate, the algorithm passes SIN- 
GLE mode once only and then stays in BURST mode 
until the end of the burst. Under a low reception rate 
the algorithm passes SINGLE mode many times, but, 
since the period between two successive Rx interrupts is 
long, this hardly affects system performance. 


6.3 Initializations 

This module initializes the driver. It is called at pro- 
gram start-up. 



The 82510 is configured for the specific operation mode 

by the CONFIG 82510 submodule: A Software Reset 

command is issued, and then the character configura- 
tion is selected. In the receiver station ACRO and 
ACR1 Registers are loaded with the End-Of-File 
ASCII character, so that the Control Character Recog- 
nition feature of the 82510 can be used to detect the 
specific file terminator. In the transmitter station, the 
ASCII characters XOFF and XON are loaded to 
ACRO and ACR1, respectively, to detect transmit-off/ 
on requests automatically. The use of the control char- 
acter recognition feature of the 82510 reduces system 
overhead, as the software does not need to check every 
received character. A special interrupt is received when 
the 82510 hardware detects a received control charac- 
ter. 


Interrupt sources are enabled (note that a Tx interrupt 
will occur immediately). BRGA is loaded to generate 
the required baud rate (288000 baud in this specific 
implementation). Rx FIFO depth is set to 4. The Tx 
and Rx FIFO thresholds are initialized to 0. BRGB is 
selected to function as a timer, and is loaded with the 
timeout value (7 ms at 18.432 MHz, in this implemen- 
tation). The RxC and TxC sources are selected to be 
BRGA. 

The burst algorithm parameters are initialized by 

INIT BURST. W AIT F OR MODEM ST ATU S 

is called and implements a wait until the modem hand- 
shake DSR signal is set. If WAIT FOR MODEM 

STATUS returns with a timeout error, the modem er- 
ror is processed. If no error has occurred, the following 

parameters are initialized: Finish Rx and Finish Tx 

flags, receive and transmit buffer pointers, and the re- 
ceiver flag. All status registers are cleared by issuing a 
STATUS CLEAR command to the ICM register. 


2-271 




intef 


AP-310 



2-272 






inter 


AP-310 


[82510 Configurations} 


BANK = WORK 


BANK = GENERAL 


ICM = S/W Reset 
Command 


IMD = Rx fifo 
depth = FOUR byte 


LCR = 1 stpbit + 8 bit 
+ No parity 


FMD = Rx thresh =0 
Tx thresh = 0 


MCR = Set 0UT2 
Intr Buffer Enabl 


RIE = Enable char 
Recognition Intr 


Transmit 

station 


Receiver 



ACRO = EOF char 
ACR1 = EOF char 


ACRO = X_Off char 
ACR1 =X_On char 

GER = Enbl Intr 
Rx, Stat, Modem 


GER = Enbl Intr 
Rx, Stat, Modem 


BAL = Low 
Baud 288000 


BAH = High 
Baud 288000 


BANK = MODEM 


BBCF = BRG B is 
TIMER 


BBL/H =Time_Expir 


CLCF = RXC and TXC 
is BRG A 


TMIE = Enable 
Timer Block 


BANK = WORK 


ICM = status clear 


END 82510 Configurations] 


Figure 8. 82510 Configurations 
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6.3.1 WAIT FOFL.MODEM ST ATUS 

This module waits, with a timeout, for the DSR modem 
handshake signal to be set. DSR should be active before 


any communication starts (it indicates that the modem 
is active). The returned Modem Handshake flag indi- 

cates normal return (true) or timeout error return 
(false). 



Figure 9. Wait_For_Modem_Status 


2-274 




AP-310 


inteT 


6.4 Interrupt Handler 

The interrupt handler services the 82510 interrupt 
sources. Since this is a time-critical path, the code is 
optimized to minimize real time consumption. 

The interrupt handler services only one interrupt 
source at a time. This prevents CPU resource starva- 
tion from other interrupt driven devices. Interrupts are 
enabled at the beginning of the interrupt handler, so 
that higher priority interrupt sources are not disabled 
by the 82510 interrupt handler. 


6.4.1 INTERRUPT HANDLER STRUCTURE 

The interrupt handler identifies the highest priority 
pending 82510 interrupt, by reading GIR. The inter- 
rupt handler was designed so that shorter paths are 
assigned to more real time sensitive interrupt sources. 
Rx FIFO interrupt is the most sensitive, Tx FIFO is 
the second most sensitive, and so on. 

The programmable interrupt controller (8259A) is as- 
sumed to be configured to “edge triggering mode” and 
“non-automatic end of the interrupt” mode. 
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Figure 10. Interrupt Handler 
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6.4.2 Rx FIFO INTERRUPT SERVICE ROUTINE 

The Rx FIFO interrupt service routine first empties the 
Rx FIFO. The receive data register (RXD) is read, as 
many times as indicated by the FIFO occupancy regis- 
ter (FLR), and the characters are stored in Rx Buf. 

After emptying the Rx FIFO, the Rx FIFO interrupt 
service routine executes the burst algorithm (see para- 


graph 6.2.2). Before leaving the Rx FIFO interrupt 
service routine, the FIFO occupancy register is re- 
checked, to empty the Rx FIFO of characters that may 
have been received during the Rx FIFO interrupt serv- 
ice routine itself. This can happen if the Rx FIFO inter- 
rupt service routine has been interrupted by a higher 
priority interrupt. 
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Figure 1 1. Rx FIFO Interrupt Service Routine 
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6.4.3 Tx FIFO INTERRUPT SERVICE ROUTINE 6.4.4 STATUS INTERRUPT SERVICE ROUTINE 

The Tx FIFO interrupt service routine fills the Tx The status interrupt service routine has four objectives: 

FIFO with transmit characters while checking for the em p t y t h e r x piFO 

End-Of-File terminator. According to the FIFO occu- 
pancy register (FLR), the Tx FIFO is loaded (by writ- “ To sto P reception if an End-Of-File character is 
ing to TXD) until it is full or until the End-Of-File identified by the control character recognition 

character is detected. The transmitted characters are mechanism (in the receiver station). 

taken from Tx Buf. If an End-Of-File character is — To disable or enable the Tx interrupt if a XOFF or 

identified, then the transmission is immediately ended XON character, respectively, is identified by the 

by disabling all 82510 interrupts and setting the Fin- control character recognition mechanism (in the 

ish Tx flag. transmitter station). 

— To handle parity, framing, or overrun errors (in the 
receiver station). 



Figure 12. Tx FIFO Intr Service Routine 
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First the Rx FIFO is emptied. In the receiver station, 
the RST register is checked to determine whether an 
End-Of-File terminator has been identified by the 
82510, in which case reception is stopped immediately 
by disabling all interrupt sources and setting the 
Finish_Rx flag. In the transmitter station, the received 
characters are checked to identify the received control 
character. If XOFF is identified, Tx interrupt is dis- 
abled. If XON is identified, Tx interrupt is enabled. 
Note that the software does not need to check for any 


control character during normal reception; the control 
characters are identified by the 825 10 device. 

RST is checked for parity, framing or overrun errors. If 
one of these errors has occurred, then the error han- 
dling routine is executed. 

If status interrupt occurs while Burst algo is assigned 

to BURST mode, the timer is restarted. 

Note that status interrupt is enabled at both stations. 



Figure 13. Status Intr. Service Routine 
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6.4.5 TIMER INTERRUPT SERVICE ROUTINE 

A timer interrupt occurs when the receive character 
rate becomes low. The timer interrupt service routine 
first empties the Rx FIFO and then switches the burst 
algorithm to HUNTING mode. 



Figure 14. TIMER Intr Service Routine 


6.4.6 MODEM INTERRUPT SERVICE ROUTINE 

Modem interrupt occurs if one of the modem lines has 
dropped during transmission or reception. The modem 
interrupt service routine reads the MSR register to ac- 
knowledge the modem interrupt. The modem error 
routine is then executed. 



Figure 15. MODEM Intr Service Routine 
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APPENDIX A 
PL/M SOURCE FILE 


/************************************************************************* 

* 8 2 5 

1 0 - H I G 

H P 

ERFORMAN 

CE Driver 

* 

* This 

driver is optimized for Real Time Systems. It supports 

* 

* high 

system performance 

. It is based on 

the "BURST algorithm" 

* 

***** ******************************* **** ************** ******* * * ******* ** 

V 

HIGHPERFORMANCE: DO 

; 




/********************************************************** ********* ****** 

* 


LITERALS 


* 

*************************************************************************/ j 

DECLARE 

LIT 

LITERALLY 'LITERALLY' 

; 


DECLARE 

TRUE 

LIT 

' 0FFH ' 



DECLARE 

FALSE 

LIT 

' 00H ' 



DECLARE 

BAUD 9600 

LIT 

* 003CH' 

/* Character configurations 

*/ 

DECLARE 

BAUD 19200 

LIT 

' 001EH ' 



DECLARE 

BAUD 288000 

LIT 

* 0002H' 



DECLARE 

DLAB 0 

LIT 

' 01111111B ' 

/* Reset DLAB 

V 

DECLARE 

DLAB 1 

LIT 

' 10000000B ' 

/* Set DLAB 

V 

DECLARE 

CR 

LIT 

' ODH' 

/* Control characters 

V 

DECLARE 

LF 

LIT 

'OAH' 



DECLARE 

X Off 

LIT 

' 13H' 



DECLARE 

X On 

LIT 

' 11H ' 



DECLARE 

End Of File 

LIT 

' 1AH* 



DECLARE 

BASE 510 

LIT 

' 080H ' 

/* 8 2 5 1 0 registers 

V 

DECLARE 

NASO 

LIT 

' 00000000B' 



DECLARE 

WORK1 

LIT 

' 00100000B ' 



DECLARE 

GEN2 

LIT 

' 01000000B ' 



DECLARE 

MODM3 

LIT 

' 01100000B ' 



DECLARE 

TXD 

LIT 

'BASE 510 + O' 

/* BANK 0 - NAS 

V 

DECLARE 

RXD 

LIT 

'BASE 510 + O' 



DECLARE 

BAL 

LIT 

•BASE 510 + O' 



DECLARE 

BAH 

LIT 

'BASE 510 + 2' 



DECLARE 

GER 

LIT 

'BASE 510 + 2' 



DECLARE 

GIR 

LIT 

•BASE 510 + 4 ' 



DECLARE 

BANK 

LIT 

'BASE 510 +4' 



DECLARE 

LCR 

LIT 

•BASE 510 + 6* 



DECLARE 

MCR 

LIT 

'BASE 510 + 8' 



DECLARE 

LSR 

LIT 

'BASE 510 +10' 



DECLARE 

MSR 

LIT 

•BASE 510 +12* 



DECLARE 

ACR0 

LIT 

'BASE 510 +14' 



DECLARE 

RXF 

LIT 

•BASE 510 + 2* 

/* BANK 1 - WORK 

V 

DECLARE 

TXF 

LIT 

'BASE 510 + 2' 



DECLARE 

TMST 

LIT 

'BASE 510 + 6' 



DECLARE 

TMCR 

LIT 

'BASE 510 + 6' 



DECLARE 

FLR 

LIT 

•BASE 510 + 8' 



DECLARE 

RST 

LIT 

'BASE 510 +10' 



DECLARE 

RCM 

LIT 

'BASE 510 +10' 



DECLARE 

TCM 

LIT 

'BASE 510 +12' 



DECLARE 

GSR 

LIT 

'BASE 510 +14' 



DECLARE 

I CM 

LIT 

'BASE 510 +14' 



DECLARE 

FMD 

LIT 

'BASE 510 + 2' 

/* BANK 2 - GENERAL CONFIGURE 

V 

DECLARE 

TMD 

LIT 

'BASE 510 + 6' 
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DECLARE 

IMD 

LIT 

'BASE 510 + 8' 




DECLARE 

ACR1 

LIT 

•BASE 510 +10' 




DECLARE 

RIE 

LIT 

'BASE 510 +12' 




DECLARE 

RMD 

LIT 

'BASE 510 +14' 




DECLARE 

CLCF 

LIT 

'BASE 510 + O' 

/* 

BANK 3 - MODEM 

V 

DECLARE 

BBL 

LIT 

•BASE 510 + O' 

/* 

DLAB=1 

V 

DECLARE 

BACF 

LIT 

'BASE 510 + 2' 



DECLARE 

BBH 

LIT 

•BASE 510 + 2' 

/* 

DLAB=1 

*/ 

DECLARE 

BBCF 

LIT 

'BASE 510 + 6' 



DECLARE 

PMD 

LIT 

'BASE 510 + 8' 




DECLARE 

MIE 

LIT 

•BASE 510 +10' 




DECLARE 

TMIE 

LIT 

'BASE 510 +12' 




DECLARE 

OUT 2 MCR 

LIT 

' 00001000B ' 

/* 

Specific register bits 

*/ 

DECLARE 

DTR MCR 

LIT 

' 00000001B ' 



DECLARE 

DSR MSR 

LIT 

' 00100000B 1 




DECLARE 

CLRSTAT I CM 

LIT 

' 00000100B ' 




DECLARE 

INTR 510 

LIT 

' 21H ' 




DECLARE 

PORT 80130M 

LIT 

' 0E2H ' 




DECLARE 

EN 80130 

LIT 

' OFDH ' 




DECLARE 

PORT EOI 

LIT 

' OEOH ' 




DECLARE 

COMM EOI 

LIT 

' 61H ' 

/* 

End Of Interrupt command 

*/ 

DECLARE 

ENRTX GER 

LIT 

' 00001111B ' 

/* 

Enable Interrupt bits 

*/ 

DECLARE 

ENTX GER 

LIT 

' 00000010B ' 



DECLARE 

ENTXSTAT GER 

LIT 

' 00001110B ' 




DECLARE 

ENRX GER 

LIT 

' 00001101B ' 




DECLARE 

ENTIMRX GER 

LIT 

' 00101101B ' 




DECLARE 

DISTX GER 

LIT 

' 00001101B ' 




DECLARE 

DISRX GER 

LIT 

' 00000010B ' 

/* 

Disable Interrupt bits 

*/ 

DECLARE 

DISRTX GER 

LIT 

' 00000000B ' 




DECLARE 

TXTHRESHO FMD 

LIT 

' 00000000B ' 

/* 

FIFO threshold 

V 

DECLARE 

RXTHRESHO FMD 

LIT 

' 00000000B ' 



DECLARE 

RXTHRESH3 FMD 

LIT 

' 00110000B ' 




DECLARE 

MASK RXOCC 

LIT 

' 01110000B ' 

/* 

Mask on occupancy bits 

V 

DECLARE 

MASK TXOCC 

LIT 

' 00000111B ' 


DECLARE 

MASK ACRSTAT 

LIT 

' 01000000B ' 

/* 

Mask on ACR status bits 

V 

DECLARE 

CHRLEN 8 

LIT 

' 00000011B ' 

/* 

Async parameters 

*/ 

DECLARE 

STPBIT 1 

LIT 

' 00000000B ' 



DECLARE 

PARITY NON 

LIT 

' 00000000B * 




DECLARE 

SWRES CMND 

LIT 

' 00010000B ' 




DECLARE 

ERRCHR RST 

LIT 

' 00001110B ' 




DECLARE 

ACRSTAT RIE 

LIT 

.' 01000000B ' 




DECLARE 

ACRSTAT RST 

LIT 

' 01000000B ' 




DECLARE 

NONI GIR 

LIT 

' 00100001B ' 

/* 

Interrupt vector 

*/ 

DECLARE 

MODMI GIR 

LIT 

' 00100000B ' 



DECLARE 

TXI GIR 

LIT 

' 00100010B ' 




DECLARE 

RXI GIR 

LIT 

' 00100100B ' 




DECLARE 

STATI GIR 

LIT 

' 00100110B ' 




DECLARE 

TIMI GIR 

LIT 

' 00101010B ' 




DECLARE 

AUTOACK IMD 

LIT 

' 00001000B ' 




DECLARE 

TIMOD BBCF 

LIT 

' OOOOOOOOB ' 

/* 

Timer 

*/ 

DECLARE 

TIMBI TMIE 

LIT 

' 00000010B ' 



DECLARE 

FIFO IMD 

LIT 

'OOOOOOOOB' 




DECLARE 

STARTIMB TMCR 

LIT 

1 00100010B ' 




DECLARE 

STARTIMB TMST 

LIT 

' 00000010B ' 




DECLARE 

RTXCLK BRGA CLCF LIT '01010000B' 




DECLARE 

LOW BAUD 

LIT 

' 00H ' 

/* 

BURST algorithm 

*/ 

DECLARE 

HUNTING MODE 

LIT 

' 01H ' 



DECLARE 

SINGLE MODE 

LIT 

' 02H ' 




DECLARE 

BURST MODE 

LIT 

' 03H ' 




DECLARE 

TIME EXP 

LIT 

' OFFFFH ' 

/* 

timeout=7mS (at 18.4 Mhz) 

V 

DECLARE 

WAIT TIME 

LIT 

' OOFFFH ' 

/* 

WAIT_FOR_MODEM_STATUS 

*/ 
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/dr******************************************************** **************** 

* VARIABLES ( * 

****************************************************************** ******* / 


DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 

DECLARE 


TX_PTR POINTER PUBLIC 

TX_BUF BASED TX JPTR (3000) BYTE 

IX_TX WORD PUBLIC ; 

RX_BUF (3000) BYTE PUBLIC; 

IX__RX 
INTR_VEC 
FIN_TX 
FIN_RX 
RX_CHR 
TX_CHR 
TX_OCC 
RX_OCC 
STAT 
BAUD 
TEMP 
FIN 

SELECTION 
RECEIVER 
BURST_ALGO 

MODEM_HANDSHAKE BYTE PUBLIC ; 
COUNTER WORD PUBLIC ; 

RX_ERROR BYTE PUBLIC ? 


WORD PUBLIC 
BYTE PUBLIC 
BYTE PUBLIC 
BYTE PUBLIC 
BYTE PUBLIC 
BYTE PUBLIC 
BYTE PUBLIC 
BYTE PUBLIC 
BYTE PUBLIC 
WORD PUBLIC 
BYTE PUBLIC 
BYTE PUBLIC 
BYTE PUBLIC 
BYTE PUBLIC 
BYTE PUBLIC 


/* Transmit buffer */ 

/♦Receive buffer */ 

/* Finish Transmission flag */ 

/* Finish Reception flag */ 


/* 

Receive station 

*/ 

/* 

BURST algorithm 

*/ 

/* 

Error occurred during 

*/ 

/* 

reception 

V 


/*■ 


*/• 


/* I/O console utilities 
$ INCLUDE ( : FI : TIOHP . PEX) 

/* Setup and H/W configurations 
$ INCLUDE ( : FI :HPUTIL. PEX) 

DECLARE MAIN LABEL PUBLIC ; 


*/ 


V 


/************************************************************************* 

* Procedure INITIALIZATIONS * 

************************************************************************* 

* input: none * 

* output: none * 

* function: driver initialization: parameters, 82510 * 

* configuration, modem status check. * 

* called by: Main * 

* calling: CONFIG_82510, INITIALIZE_BURST, WAIT_FOR_MODEM * 

* * 

* Init the Interrupt mechanism by enable Interrupt in GER register * 

* At the Receive station: Enable Rx FIFO, Status and Modem Interrupts * 

* Disable Timer Interrupt * 

* At the Transmit station: Enable Tx FIFO, Status and Modem Interrupts * 

* * 

* flowchart: figure 7 description: paragraph 6.3 * 


*************************************************************************/ 
INITIALIZATIONS: PROCEDURE PUBLIC ; 

DISABLE ; 

CALL SET$ INTERRUPT (INTR_5 10 , INTR_HANDLER) ? 

/* Install THE INTR HANDLER */ 

TX_CHR=00 ; /* Clear TX_CHR and RX_CHR */ 

RX_CHR=00 ; 
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CALL TEXT ; 

/* 

TX PTR is a pointer to the transmitted*/ 


/* 

data 

*/ 

IX TX= 0FFFFH ? 

/* 

The index buffer are assigned to -1 

*/ 

IX RX= OFFFFH ; 




FIN TX= FALSE ; 

/* 

Init Finish Transmit and receive flags*/ 

FIN RX= FALSE ; 




RX BUF (0) =0 ; 




RX_ERROR=FALSE ; 

/* 

Reset the flag 

*/ 

BAUD= BAUD_2 88000 ; 

/* 

The Async communication Baud rate is 

*/ 


/* 

the 82510-full scale 288000 

V 

CALL CONFIG_8 2 510 ? 

/* 

Configured the 82510: 

*/ 


/* 

S/W reset, character length, parity, 

*/ 


/* 

stop bit, baud rate and fifo threshol 

*/ 


/************************************************************************* 

* INITIALIZE_BURST * 

************************************************************************* 

* input: none * 

* output: Burst_Algo * 

* function: start Burst algorithm in Hunting mode * 

* called by: INITIALIZATIONS * 

* calling: none * 

* * * 

* flowchart: figure 4 description: paragraph 6.2.1 * 

*************************************************************** **********/ 

IF BAUD<=BAUD_9 600 THEN BURST_ALGO s =HUNTING_MODE ; 

/* HUNTING mode: */ 

/* Rx FIFO threshold is 0 */ 

/* Timer interrupt is disable */ 

ELSE BURST_ALGO=LOW_BAUD ; 

CALL WAIT_FOR_MODEM_S TATU S ; 

/* Wait for Modem handshake line "DSR" */ 
/* if ACTIVE set MODEM_HANDSHAKE */ 

TEMP = INPUT (RXD) ; 

TEMP = INPUT (RXD) ; 

TEMP = INPUT (RXD) ; 

TEMP = INPUT (RST) ; 


END INITIALIZATIONS ; 

/************************************************************************* 


* Procedure CONFIG_82510 * 

************************************************************************* 

* input: none * 

* output: none * 

* function: configure the 82510 to a specific operation * 

* mode * 

* called by: INITIALIZATIONS * 

* calling: none * 

* * 

* flowchart: figure 8 description: paragraph 6.3 * 

************************************************************************* j 

CONFIG__8 2510: PROCEDURE PUBLIC ; 

/* Perform Software reset */ 

OUTPUT (BANK) = WORK1 ; /* Move to work bank */ 

OUTPUT (ICM) = SWRES_CMND; /* S/W reset command */ 
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/* bank ZERO - NAS (The default BANK) */ 

/* Configured the character by writing to LCR: */ 
/* 1 stop bit, 8 bit lengh, non parity */ 
OUTPUT ( LCR) = ( STPBIT__1 + CHRLEN_8 + PARITY NON) ; 

OUTPUT (MCR)=(DTR_MCR OR OUT2_MCR) ? 

'/* Required only in IBM PC environment: */ 
/* set OUT 2 signal to control an external*/ 
/* 3 -state buffer that drives the 82510 */ 
/* interrupt signal */ 


IF RECEIVER THEN OUTPUT (ACRO ) =End_Of__File y 

/* At the Receive station EOF is */ 

/* recognized to terminate reception */ 
ELSE OUTPUT (ACRO )*= X_OFF ; /* At the Transmit station "X Off" is */ 

/* recognized to stop transmission */ 

/* temporary */ 

/* Enable 82510 Interrupt by set GER, */ 

/* done at the end of INITIALIZATIONS */ 

/* Init the 82510 Interrupt mechanism */ 

DISABLE ? 

IF RECEIVER THEN OUTPUT (GER) =ENRX_GER ; 

/* at the Receive station */ 

ELSE OUTPUT (GER) =ENTXSTAT_GER ; 

/* and the Transmit station */ 

/* Configured baud rate to 288000 */ 

/* by writing to BRG A (BAL and BAH) */ 

OUTPUT (LCR) =INPUT (LCR) OR DLABJL; /*Set DLAB to allow access to BRG */ 

OUTPUT (BAL) =LOW (BAUD_288000) ? 

OUTPUT (BAH) =HIGH (BAUD_288000) ; 

OUTPUT (LCR) =INPUT (LCR) AND DLAB__0 ; /* reset DLAB */ 

/* BANK TWO - General configuration */ 

OUTPUT (BANK) =GEN2 ; 


OUTPUT (IMD)=(AUTOACK_IMD OR FIFO_IMD) ? 

/* Automatic interrupt acknowledge, */ 

/* Rxfifo depth is four bytes */ 

OUTPUT (FMD) = (TXTHRESH0_FMD OR RXTHRESH0_FMD) ; 

/* Rxfifo threshold is temporally zero */ 

/* for HUNTING mode (BURST algorithm) */ 

/* Txfifo threshold is zero for max */ 

/* interrupt latency */ 

IF RECEIVER THEN OUTPUT (ACR1) =End__Of_File ; 

/* At the Receive station EOF is */ 

/* recognized, the same as ACRO */ 

ELSE OUTPUT (ACRl)=X_ON ? /* At the Transmit station "X On" is */ 

/* recognized to continue transmission */ 


OUTPUT (RIE) = ( ACRS TAT_RI E OR INPUT (RIE) ) ; 

/* Enable interrupt on programmed control*/ 


/* character received (ACR0/ACR1) */ 

/* BANK THREE - MODEM configuration */ 

OUTPUT ( BANK) =MODM3 ? 

OUTPUT (BBCF) = (TIMOD_BBCF) ; /* BRG B configured to TIMER mode */ 

OUTPUT (BANK) = NASO; /* Move to nas bank to set DLAB */ 

OUTPUT (LCR) =INPUT (LCR) OR DLAB__1 ? /* Set DLAB to allow access to BRG */ 

OUTPUT (BANK) = MODM3 ; /* MODEM bank */ 


OUTPUT(BBL) = LOW (TIME_EXP) ? /* Set max timeout (7ms if 18Mhz crystal)*/ 
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OUTPUT (BBH) = HIGH (TIME_EXP) ; /* to issue interrupt when time has */ 
OUTPUT ( BANK) = NASO; /* expired. Move to NAS bank again */ 
OUTPUT (LCR) = INPUT (LCR) AND DLAB_0 ; /* Reset DLAB */ 
OUTPUT (BANK) = MODM3 ; /* Switch to BANK THREE - MODEM */ 
OUTPUT ( CLCF ) =RTXCLK_BRGA_CLCF ; /* The receive and transmit clock source */ 

/* is BRG A */ 


OUTPUT (TMIE)=TIMBI_TMIE ; 


/* bank ONE - general WORK 
OUTPUT ( BANK) =WORKl ; 

OUTPUT ( I CM ) =CLRSTAT_I CM ; 


/* Enable Timer block interrupt */ 

/* (stil disabled in Timer bit in GER) */ 

- The RUNTIME b^nk */ 

/* Issues a command to clear all */ 

/* status registers */ 


/* Remain in WORK- THE runtime bank * 

END CONFIG_82510 ; 

/*********************************** ************************************** 


* Procedure WAI T_FOR_MO DEM_S T ATU S * 

************************************************************************* 

* input; none * 

* output: Mocfem_Handshake * 

* function: waits with a timeout for DSR active, * 

* returns status flag * 

* called by: INITIALIZATIONS * 

* calling: none * 

* * 

* flowchart: figure 9 description: paragraph 6.3.1 * 

************************************************************************* j 


WAIT_FOR_MODEM_STATUS : PROCEDURE PUBLIC ; 

MODEM_HANDSHAKE = FALSE ; 

COUNTER = WAIT_TIME ; 

DO WHILE (NOT MODEM_HANDSHAKE ) AND ( (COUNTER: =COUNTER-l) > 0 ) ; 

IF ( INPUT (MSR) AND DSR_MSR) <> 0 THEN MODEM_HANDSHAKE = TRUE ; 
END ; 


END WAIT_FOR_MODEM_STATUS ; 


/**********************************VC************************************** 

* Procedure INTERRUPT HANDLER * 

************************************************************************* 

* input: Tx Buffer * 

* output: Rx Buffer, Finish_Tx, Finish_Rx * 

* function: service all 82510 interrupt sources: * 

* Rx Fifo, Tx Fifo, Status, Timer, Modem * 

* called by: 82510 hardware interrupt * 

* calling: Rx_Fifo_Intr , Tx_Fifo_Intr , Status_Intr, * 

* Timer_Intr, Modem_Intr * 

* * 

* flowchart: figure 10 description: paragraph 6.4, 6.4.1 * 

*************************************************************************y 

INTR_HANDLER : PROCEDURE INTERRUPT INTR_510 REENTRANT PUBLIC ? 

ENABLE ; /* Enable Interrupts of */ 

/* HIGHIER priority devices */ 

INTR_VEC=INPUT (GIR) ; /* Get the 82510-highest priority ' */ 

/* pending interrupt */ 
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********************************* 


* Rx__FIFO_INTR * 

************************************************************************* 


* input: none * 

* output: Rx_Buffer, Burst_Algo * 

* function: service Rx Fifo interrupt * 

* receive characters; store in receive buffer * 

* called by: INTERRUPT HANDLER * 

* calling: BURST__ALGO * 


* flowchart: figure 11 description: paragraph 6.4.2 * 

*********************************************************** ************** j 


IF INTR_VEC=RXI_GIR THEN DO ; 


RX_OCC=INPUT ( FLR) ; 
RX_OCC=SHR (RX_OCC , 4 ) 


/* Rx fifo level occupancy 

/* Shift the Rx occupancy bit 

/* to get it's real value 

/*• - OPTIMIZE code - 

/* Empty the Rx FIFO and store the 


/* received character in RX BUF 
RX_BUF ( IX_RX : as IX_RX+l ) =INPUT (RXD) ? 


/* Read the first character immediatly 
/* to save Real Time 
DO WHILE ( RX_OCC : =RX_0CC-1 ) > 0 ? 

RX_BUF ( IX RX:=IX RX+1) =INPUT(RXD) ; 

END ? 


V 

V 
*/ 
*/ 

V 

V 

*/ 

V 


/***********************************************************^**********^** 


* BURS T_ALGORI THM * 

************************************************************************* 

* input: Burst__Algo * 

* output: Burst_Algo * 

* function: execute a step in the burst algorithm * 

* after characters are received * 

* called by: Rx_FIFO_INTR * 

* calling: none * 


flowchart: figure 5 description: par. 6. 2. 2.1 to 6. 2. 2. 3 


/* * 

* BURST MODE- step 3 (full fifo threshold) * 

* Reset the Timer status * 

* Restart the Timer * 


IF BURST_ALGO = BURST_MODE THEN DO ? 
TEMP = INPUT (TMST) ? 

OUTPUT ( TMCR ) =STARTIMB_TMCR ; 

END; 


/* * 

* HUNTING MODE- step 1 * 

* Operate the TIMER * 

* Change to step 2 SINGLE mode * 


ELSE IF BURS T_ ALGO = HUNTING_MODE THEN DO ; 

OUTPUT ( TMCR) =STARTIMB_TMCR ? 

BURST_ALGO=SINGLE_MODE ? 

END ? 
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/* 

* SINGLE MODE- step 2 

* If TIME has expired, means the receive 

* rate is LOW, return to HUNTING mode 

* If TIME did NOT expire, means the 

* Receive rate is HIGH, set Rx FIFO threshold, Restart the 

* Timer and switch to BURST mode 

* 

ELSE IF BURST_ALGO = SINGLE MODE THEN DO ; 


* 

* 

* 

* 

* 

* 

* 

V 


IF ( (INPUT (TMST) AND STARTIMB_TMST) <>0) THEN 
BURS T_ALGO= HUNTING_MODE ? 

ELSE DO? 

OUTPUT ( BANK) = GEN2 ;/* Switch to BANK TWO - General Config */ 
OUTPUT ( FMD) =TXTHRESHO_FMD OR RXTHRESH3_FMD? 

OUTPUT (BANK) =NAS0? /* Switch to BANK ZERO - NAS */ 

OUTPUT (GER) = ENTIMRX_GER ? 

/* Enable TIMER, RX and MODEM interrupts */ 
OUTPUT ( BANK) =WORKl ; /* Switch to BANK ONE - WORK */ 

BURS T_ ALGO = BURS T_M ODE ; 

TEMP = INPUT (TMST); /* Reset timer status */ 

OUTPUT (TMCR) = STARTIMB_TMCR ; 

END? 

END? /* End of SINGLE mode */ 

/* ....End of BURST algorithm */ 

/* Another try to empty the Rx fifo */ 

/* before leaving the interrupt handler */ 

DO WHILE (INPUT (FLR)OO) ? 

/* Empty the Rx FIFO and store the */ 

/* received character in RX_BUF */ 

RX_BUF (IX_RX:=IX_RX+1) =INPUT (RXD) ; 

END ? 


END 


/* End of Rx fifo interrupt 


*/ 


/************************************************************************* 


* TxFIFO_INTR * 

************************************************************************* 

* input: Tx_Buf fer * 

* output: Finish_tx * 

* function: service Tx Fifo interrupt * 

* transmit characters from transmit buffer (OPTIMIZE code) * 

* called by: INTERRUPT HANDLER * 

* calling: none * 

* * 

* flowchart: figure 12 description: paragraph 6.4.3 * 


************************************************************************* / 


ELSE IF INTR_VEC=TXI_GIR THEN DO ; 

TX_OCC=INPUT ( FLR) AND MASK_TXOCC ? 

/* Tx fifo level occupancy */ 

/* Fill Tx FIFO, the transmitted characters are taken from TXbuf */ 
DO WHILE (TX_OCC:=TX_OCC+l) <5 ? 

OUTPUT ( TXD ) =TX_BUF ( IX_TX : =IX_TX+ 1 ) ? 

IF TX_BUF(IX_TX)=End_Of File THEN DO ; 

OUTPUT (BANK) =NASO ? /* Disable Tx interrupt, as the transmit */ 

OUTPUT ( GER) =DISTX_GER; /* delimiter character was identified */ 

OUTPUT (BANK) =W0RK1 ; /* Switch to BANK ONE - WORK */ 

TX_OCC = 5 ; /* load TX_OCC to terminate external loop*/ 

FIN_TX « TRUE ? /* Set Finish transmit flag */ 

END ; 


END ? 
END ; 


/* End of TXFIFO_INTR 


V 
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**** 

* STATUS_INTR * 

************************************************************************* 

* input: none * 

* output: Finish__Rx * 

* function: service Status interrupt * 

* Receive station: EOF terminate the reception * 

* Transmit station: X_Off Disable the transmission * 

* X_On Enable the transmission * 

* called by: INTERRUPT HANDLER * 

* calling: none * 


flowchart: figure 13 


description : paragraph 6.4.4 


************************************************************ ************* / 


ELSE IF INTR__VEC=STATI_GIR THEN DO ? 


STAT=INPUT (RST) ? /* Get the current RST status 

RX_OCC=INPUT(FLR) ? /* Rx fifo level occupancy 

RX_OCC=SHR (RX JDCC , 4 ) ; 


DO WHILE (RX__OCC>0 AND (NOT FIN_RX) ) ; 

RX_OCC=RX_OCC-l ; /* First, empty Rx FIFO 

RX_CHR=fNPUT(RXD) ; 


IF RECEIVER THEN RX_BUF ( IX_RX : =IX_RX+1 ) =RX_CHR ; 

ELSE DO ; 

IF RX_CHR = X_OFF THEN DO ; 

OUTPUT ( BANK) =NAS 0 ; / * Switch to BANK ZERO - NAS 
OUTPUT (GER) = INPUT (GER) AND DISTX_GER j 

/* Disable Transmit interrupt 
OUTPUT (BANK) =WORKl?/* Switch to BANK ONE - WORK 
END ; 

ELSE IF RX_CHR = X_ON THEN DO ; 

OUTPUT ( BANK) = NASO ; 

OUTPUT (GER) = INPUT (GER) OR ENTX_GER ; 

/* Enable Transmit interrupt again 
OUTPUT ( BANK) = WORK1 ? 

END ; 

END ; 

END ? 


*/ 

*/ 

*/ 


*/ 

*/ 

V 


*/ 


IF RECEIVER THEN DO ? 

IF ( (STAT AND ACRSTAT_RST) <> 0) THEN DO ; 

OUTPUT (BANK) = NASO ; /* If End_Of_Line was recognized, */ 

OUTPUT (GER) = DISRTX_GER ; 

OUTPUT (BANK) = WORK1 ? /* Disable 82510-interrupts and the */ 

FIN_RX = TRUE ? /* Reception */ 

END ? 

ELSE IF ((STAT AND ERRCHR_RST) <> 0) THEN DO ; 

CALL WRITE (§('** ERROR in character Status ’,0)) ; 

CALL ERROR_CHAR HANDLER ? 


IF BURST_ALGO=BURST_MODE THEN DO ; 



/* In BURST mode do: 

V 

TEMP = INPUT (TMST) ? 

/* Reset timer status 

V 

OUTPUT (TMCR) = STARTIMB TMCR; 

END; 

/* Restart TIMER 

*/ 

END ? 


END ? 



END ; 

/* End of STATUS interrupt 

*/ 
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/ ********************************************************************* **** 

* TIMERJENTR * 

************************************************************************* 

* input: none * 

* output: Burst_Algo * 

* function: service Timer interrupt; receive characters * 

* and switch Burst_Algo to HUNTING mode * 

* called by: INTERRUPT HANDLER * 

* calling: BURST &TIMER * 

* * 

* flowchart: figure 14 description: paragraph 6.4.5 * 


************************** ***********************************************^ 


ELSE IF INTR_VEC=TIMI_GIR THEN DO ; 

IF ( (RX_OCC:=INPUT(FLR) )<>0) THEN DO ; 


RX_OCC=SHR (RX_OCC , 4 ) ; /* Rx fifo level occupancy, shift right */ 
/* - OPTIMIZE code - */ 

/* Empty the Rx FIFO and store the */ 

/* received character in RX_BUF */ 

RX_BUF (IX_RX: =IX_RX+1) = INPUT (RXD) ? 

DO WHILE (RX_OCC : =RX_OCC-l ) > 0 ; 

RX_BUF ( IX_RX : =IX_RX+1 ) = INPUT (RXD) ? 

END ; 


END 


/* Store the received character in RX_buf*/ 


/************************************************************************* 


* BURST & TIMER * 

************************************************************************* 

* input: Burst_Algo * 

* output: Burst_Algo * 

* function: execute a step in the burst algorithm * ' 

* after timer interrupt; switch to HUNTING * 

* called by: TIMERJENTR * 

* calling: none * 

* * 

* flowchart: figure 6 description: paragraph 6. 2. 2. 4 * 


************************************************************************* / 

OUTPUT (BANK) = GEN2 ; /* Switch to BANK TWO - General Config */ 

OUTPUT (FMD) = TXTHRESHO_FMD OR RXTHRESHO_FMD ; 

/* Rxfifo thresholds, Txfifo thresholds*/ 


OUTPUT (BANK) = NASO; /* Switch to BANK ZERO - NAS */ 

OUTPUT (GER) = ENRX_GER ; /* Disable Timer interrupt and */ 

OUTPUT (BANK) = W0RK1 ? /* Enable RX , S TAT , MODEM interrupts */ 

TEMP = INPUT (TMST) ; /* Acknowledge TIMER interrupt */ 

BURST_ALGO = HUNTING_MODE ; /* Back to HUNTING mode */ 

END ; /* End of TIMER interrupt */ 
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/ * MODEMJENTR * 

****** **************** *************************************************** 

* input : none * 

* output: none * 

* function: service Modem interrupt and handle modem errors. * 

* Modem interrupt is occurred if No Modem was setup, or * 

* if DSR was dropped in the middle of the communication * 

* called by: INTERRUPT HANDLER , * 

* calling: none * 

* * 

* flowchart: figure 15 description: paragraph 6.4.6 * 




ELSE IF INTR_VEC=MODMI_GIR THEN DO 7 

STAT=INPUT(MSR) ? /* Get MODEM status */ 

CALL ERROR_MODEM_HANDLER ; /* Handel Modem Errors handshake */ 

END ? /* End of MODEM interrupt */ 

OUTPUT (PORT_EOI) =COMM_EOI 7 /* Write End__Of_Interrupt command to the */ 

/* PIC (8259A) */ 

END INTR__HANDLER 7 


/it************************************************************************ 

* Procedure ERROR_MODEM_HANDLER * 

************************************************************************* y 

ERROR_MODEM_HANDLER : PROCEDURE PUBLIC 7 

MODEM_HANDSHAKE = FALSE ? /* Flag indicates that an Error occurred */ 

/* in Modem */ 

END ERROR_MODEM_HANDLER ; 


/************************************************************************* 

* Procedure ERROR_CHAR_HANDLER * 

********************************************************************* ****y 
ERROR_CHAR_HANDLER: PROCEDURE PUBLIC ? 

RX_ERROR = TRUE 7 /* Flag indicates that an Error occurred */ 


/* during Reception */ 

OUTPUT (BANK) = NASO ? /* Switch to BANK ZERO - NAS */ 
OUTPUT (GER) = DISRTX_GER 7 /* Disable all the 82510 Interrupts */ 
OUTPUT (BANK) = WORK1 ? /* Switch to BANK ONE - WORK */ 


END ERROR_CHAR_HANDLER 7 
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/************************************************************************* 


* Procedure LOOP * 

* * 

* LOOP procedure is executed until Transmission/Reception Finishes * 

* or until the loop ends. * 


************************************************************************* y 


LOOP: PROCEDURE PUBLIC ? 

DECLARE N WORD ; 

DECLARE NUM WORD ; , 

DECLARE MAX LOOP BYTE ; 

MAXLOOP= 20 ; 

NUM=0 ; 

DO WHILE ( (NOT FIN_TX) AND (NOT FIN_RX) AND (NUM<MAXLOOP) ) ; 

NUM=NUM+1 ; /* Count the LOOP times */ 

CALL WRITELN (§('... Background Program . . . ' , 0) ) ; 

ENABLE ; 

CALL TIME (5000) ; /* Software delay */ 


END ; 


IF FIN_TX THEN CALL WRITELN(@('T ransmission - ENDED • ,0)) ; 
IF FIN_RX THEN CALL WRITELN ( @ ( ' R eception -ENDED ',0));' 


OUTPUT ( BANK )=NAS0 ? /* 

OUTPUT (GER)=DISRTX_GER ; /* 

OUTPUT ( BANK) =WORKl ; /* 

IF RECEIVER THEN DO ; /* 

IF FIN_RX THEN DO ; 


CALL WRITELN ( 0 ( 1 The Received 
CALL DISPTEXT ( @RX_BUF) ? 

END ; 

ELSE 


If Communication is Not ended 
successfully the Interrupts are 
Disabled by MAIN 
Display RX buffer 

Message: 1 , 0) ) ; 


*/ 

*/ 

*/ 

*/ 


CALL WRITELN ( @ (* ** ERROR -THE Reception NOT ended successfully 1 0 ) ) ; 

END ? 

ELSE IF (NOT FIN_TX) THEN /* The Transimt station */ 

CALL WRITELN ( @ ( 1 ** ERROR -THE Transmission NOT ended successfully 1 , 0) ) ; 
END LOOP ; 


/a************************************************************************ 


* Procedure TEXT * 

************************************************************************* 

* input: none * 

* output: Tx_ptr * 

* function: Return a pointr to the Transmit buffer. Data in the * 

* transmit buffer must be trminated by End_Of_File. * 

* called by: INITIALIZATIONS * 

* calling: none * 


********************************************************** ***************y- 


TEXT: PROCEDURE PUBLIC ; 


TX_PTR=§ ( ’ > * , 

CR , LF , 

1 ABCDEFGHI JKLMNOPQRSTUVWXYZ 0 123 4 5 67 89abcdef ghi j klmnopqrstuvwxy z 012 3 4 5 67 8 9 1 , 
CR , LF , 

'ABCDEFGHI JKLMNOPQRSTUVWXYZ 012 34 56789abcdef ghi j klmnopqrstuvwxy z 0123 4 567 89 ' , 
CR, LF, 

1 ABCDEFGHI JKLMNOPQRSTUVWXYZ 0 12 3 4 5 67 8 9abcdef ghi j klmnopqrstuvwxy z 012 3 456789' , 
CR , LF , 

' ABCDEFGHI JKLMNOPQRSTUVWXYZ 0 12 3 4 5 67 8 9abcdef ghi j klmnopqrstuvwxy z 0 12 3456789', 
CR, LF, 

' ABCDEFGHI JKLMNOPQRSTUVWXYZ 0 12 3 4567 8 9abcdef ghi j klmnopqrstuvwxy z 0 12 3 456789' , 
CR,LF,End_Of_File, 0) ; 


END TEXT ; 


/* End_Of_File-terminate the Transmission*/ 
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, * External procedures * 

************************************************************************* 

* WRITELN: I/O console utility - dispaly a string, end with CR * 

* MENU: I/O console utility - display a menu, enter the user * 

* selection * 

* DISPTEXT: I/O console utility - display the contents of the * 

* Receive buffer (Rx_buf) * 

* INIT_HARDWARE_SETUP: Setup and Hardware configurations of the * 

* specific station * 


MAIN 

************************************************************************* 


input: 
output : 
function: 


called by: 
calling: 


FinishJRx, Finish_Tx 
Receiver flag 

get station type (Rx or Tx) from the operator? 
wait till communication is completed? display? 

RECEIVER STATION SHOULD BE ACTIVATED FIRST 
Application 
INITIALIZATIONS, LOOP 


* 

* 

★ 

*********************************************************************** 


flowchart: figure 3 


description: paragraph 6.1 


** / 


MAIN: 

CALL INIT_HARDWARE_SETUP ; 

/* External, Setup and H/W configurations*/ 

FIN=FALSE ? 

DO WHILE NOT (FIN) ? 

SELECTIONS ? 

CALL WRITELN (@ ( ' »,0))? 

SELECTION=MENU( SELECTION, § ( ‘Station: (Quit/Transmitter/Receiver) ' , 0) ) ? 

/* Get operator selection. */ 

/* Receiver station should be activated */ 
/* prior to the transmitter station */ 

DO CASE SELECTION ? 

FIN=TRUE ? /* 0 - Quit of HIGH PERFORMANCE Driver */ 

DO ? /* 1 - Transmit station */ 

RECEIVER==FALSE ? 

CALL INITIALIZATIONS ? 

CALL LOOP ? 

END ? 

DO ? /* 2 - Receive station */ 

RECEIVER=TRUE ? 

CALL INITIALIZATIONS ? 

CALL LOOP ? 

END ? 

END ? 

END ? 

CALL EXIT ? 


END HIGHPERFORMANCE ? 


********* 


*/ 
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APPENDIX B 

82510 BASED SBX SERIAL CHANNEL 


This document describes the implementation of an 
82510 based SBX board that provides a RS-232 inter- 
face to any iSBC board which has an SBX connector. 
The SBX can be useful for customers that need a fast 
software development vehicle while the 82510 system 
hardware is still in the design stage. The customer can 
also use the SBX for evaluation of the 82510 in a sys- 
tem environment. 

In order to minimize the customer’s software develop- 
ment costs, the RMX86/286 Terminal Device Driver 
for the 82510 has also been developed and can be run 
by the RMX user on his iSBC with the SBX-82510 
board described herewith. The RMX86/286 drivers are 
available from INSITE, along with the source code and 
the documentation. 


BOARD DESCRIPTION (See Figure B-1) 


The following 82510 signals are connected directly to 
the SBX connector (installed on the pin side): DATA, 
ADDRESS, INTERRUPT, RESET, READ#, 
WRITE# and CS#. Wait states are generated by a 
shift register logic (U5, U7), clocked by the MCLK 
signal of the SBX interface. The number of wait states 
is selected by installing one of the eight jumpers to se- 
lect one parallel output of the shift register. The 82510 
is clocked by an 18.432 MHz Crystal (using its on-chip 
oscillator). A discrete transistor is used to pull down 
the RTS # signal during RESET to set the crystal mode 
(note that in a larger board, an unused open collector 
inverter or three-state gate can be used for this pur- 
pose). The 82510 is connected to the communication 
channel through RS-232 line drivers and receivers. Ei- 
ther a 25 pin D-Type connector (P) or a 26 pin Flat-Ca- 
ble connector (F) is used to connect the board to the 
RS-232 channel. 
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Figure B-1. Board Schematics 
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INTRODUCTION 

The Intel 8273 is a Data Communications Protocol 
Controller designed for use in systems utilizing either 
SDLC or HDLC (Synchronous or High-Level Data 
Link Control) protocols. In addition to the usual fea- 
tures such as full duplex operation, automatic Frame 
Check Sequence generation and checking, automatic 
zero bit insertion and deletion, and TTL compatibility 
found on other single component SDLC controllers, the 
8273 features a frame level command structure, a digi- 
tal phase locked loop, SDLC loop operation, and diag- 
nostics. 

The frame level command structure is made possible by 
the 8273’s unique internal dual processor architecture. 
A high-speed bit processor handles the serial data ma- 
nipulations and character recognition. A byte processor 
implements the frame level commands. These dual 
processors allow the 8273 to control the necessary byte- 
by-byte operation of the data channel with a minimum 
of CPU (Central Processing Unit) intervention. For the 
user this means the CPU has time to take on additional 
tasks. The. digital phase locked loop (DPLL) provides a 
means of clock recovery from the received data stream 
on-chip. This feature, along with the frame level com- 
mands, makes SDLC loop operation extremely simple 
and flexible. Diagnostics in the form of both data and 
clock loopback are available to simplify board debug 
and link testing. The 8273 is a dedicated function pe- 
ripheral in the MCS-80/85 Microcomputer family and 
as such, it interfaces to the 8080/8085 system with a 
minimum of external hardware. 

This application note explains the 8273 as a component 
and shows its use in a generalized loop configuration 
and a typical 8085 system. The 8085 system was used to 
verify the SDLC operation of the 8273 on an actual 
IBM SDLC data communications link. 

The first section of this application note presents an 
overview of the SDLC/HDLC protocols. It is fairly 
tutorial in nature and may be skipped by the more 
knowledgeable reader. The second section describes the 
8273 from a functional standpoint with explanation of 
the block diagram. The software aspects of the 8273, 
including command examples, are discussed in the 
third section. The fourth- and fifth sections discuss a 
loop SDLC configuration and the 8085 system respec- 
tively. 


Opening Address Control 

Flag Field (A) Field (C) 


SDLC/HDLC OVERVIEW 

SDLC is a protocol for managing the flow of informa- 
tion on a data communications link. In other words, 
SDLC can be thought of as an envelope — addressed, 
stamped, and containing an s.a.s.e. — in which informa- 
tion is transferred from location to location on a data 
communications link. (Please note that while SDLC is 
discussed specifically, all comments also apply to 
HDLC except where noted.) The link may be either 
point-to-point or multi-point, with the point-to-point 
configuration being either switched or nonswitched. 
The information flow may use either full or half duplex 
exchanges. With this many configurations supported, it 
is difficult to find a synchronous data communications 
application where SDLC would not be appropriate. 

Aside from supporting a large number of configura- 
tions, SDLC offers the potential of a 2X increase in 
throughput over the presently most prevalent protocol: 
Bi-Sync. This performance increase is primarily due to 
two characteristics of SDLC: full duplex operation and 
the implied acknowledgement of transferred informa- 
tion. The performance increase due to full duplex oper- 
ation is fairly obvious since, in SDLC, both stations can 
communicate simultaneously. Bi-Sync supports only 
half-duplex (two-way alternate) communication. The 
increase from implied acknowledgement arises from the 
fact that a station using SDLC may acknowledge previ- 
ously received information while transmitting different 
information. Up to 7 messages may be outstanding be- 
fore an acknowledgement is required. These messages 
may be acknowledged as a block rather than singly. In 
Bi-Sync, acknowledgements are unique messages that 
may not be included with messages containing informa- 
tion and each information message requires a separate 
acknowledgement. Thus the line efficiency of SDLC is 
superior to Bi-Sync. On a higher level, the potential of a 
2X increase in performance means lower cost per unit 
of information transferred. Notice that the increase is 
not due to higher data link speeds (SDLC is actually 
speed independent), but simply through better line utili- 
zation. 

Getting down to the more salient characteristics of 
SDLC; the basic unit of information on an SDLC link 
is that of the frame. The frame format is shown in Fig- 
ure 1. Five fields comprise each frame: flag, address, 
control, information, and frame check sequence. The 
flag fields (F) form the boundary of the frame and all 

Frame 

Check 

Information Sequence Closing 

Field (I) (FCS) Flag 


01111110 

8 Bits 

8 Bits 

Any Length 
0 to N Bits 

16 Bits 

01111110 


Figure 1. SDLC Frame Format 
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other fields are positionally related to one of the two 
flags. All frames start with an opening flag and end 
with a closing flag. Flags are used for frame synchroni- 
zation. They also may serve as time-fill characters be- 
tween frames. (There are no intraframe time-fill charac- 
ters in SDLC as there are in Bi-Sync.) The opening flag 
serves as a reference point for the address (A) and con- 
trol (C) fields. The frame check sequence (FCS) is ref- 
erenced from the closing flag. All flags have the binary 
configuration 01111110 (7EH). 

SDLC is a bit-oriented protocol, that is, the receiving 
station must be able to recognize a flag (or any other 
special character) at any time, not just on an 8-bit 
boundary. This, of course, implies that a frame may be 
N-bits in length. (The vast majority of applications tend 
to use frames which are multiples of 8 bits long, howev- 
er.) 

The fact that the flag has a unique binary pattern would 
seem to limit the contents of the frame since a flag 
pattern might inadvertently occur within the frame. 
This would cause the receiver to think the closing flag 
was received, invalidating the frame. SDLC handles 
this situation through a technique called zero bit inser- 
tion. This techniques specifies that within a frame a 
binary 0 be inserted by the transmitter after any succes- 
sion of five contiguous binary Is. Thus, no pattern of 
01 1 1 1 1 10 is ever transmitted by chance. On the receiv- 
ing end, after the opening flag is detected, the receiver 
removes any 0 following 5 consecutive Is. The inserted 
and deleted Os are not counted for error determination. 

Before discussing the address field, an explanation of 
the roles of an SDLC station is in. order. SDLC speci- 
fies two types of stations: primary and secondary. The 
primary is the control station for the data link and thus 
has responsibility of the overall network. There is only 
one predetermined primary station, all other stations 
on the link assume the secondary station role. In gener- 
al, a secondary station speaks only when spoken to. In 
other words, the primary polls the secondaries for re- 
sponses. In order to specify a specific secondary, each 
secondary is assigned a unique 8-bit address. It is this 
address that is used in the frame’s address field. 

When the primary transmits a frame to a specific sec- 
ondary, the address field contains the secondary’s ad- 
dress. When responding, the secondary uses its own 
address in the address field. The primary is never iden- 
tified. This ensures that the primary knows which of 
many secondaries is responding since the primary may 
have many messages outstanding at various secondary 
stations. In addition to the specific secondary address, 
an address common to all secondaries may be used for 
various purposes. (An all Is address field is usually 
used for this “All Parties” address.) Even though the 
primary may use this common address, the secondaries 
are expected to respond with their unique address. The 
address field is always the first 8 bits following the 
opening flag. 


The 8 bits following the address field form the control 
field. The control field embodies the link-level control 
of SDLC. A detailed explanation of the commands and 
responses contained in this field is beyond the scope of 
this application note. Suffice it to say that it is in the 
control field that the implied acknowledgement is car- 
ried out through the use of frame sequence numbers. 
None of the currently available SDLC single chip con- 
trollers utilize the control field. They simply pass it to 
the processor for analysis. Readers wishing a more de- 
tailed explanation of the control field, or of SDLC in 
general, should consult the IBM documents referenced 
on the front page overleaf. 

In some types of frames, an information field follows 
the control field. Frames used strictly for link manage- 
ment may or may not contain one. When an informa- 
tion field is used, it is unrestricted in both content and 
length. This code transparency is made possible because 
of the zero bit insertion mentioned earlier and the bit- 
oriented nature of SDLC. Even main memory core 
dumps may be transmitted because of this capability. 
This feature is unique to bit-oriented protocols. Like 
the control field, the information field is not interpreted 
by the SDLC device; it is merely transferred to and 
from memory to be operated on and interpreted by the 
processor. 

The final field is the frame check sequence (FCS). The 
FCS is the 16 bits immediately preceding the closing 
flag. This 16-bit field is used for error detection through 
a Cyclic Redundancy Checkword (CRC). The 16-bit 
transmitted CRC is the complement of the remainder 
obtained when the A, C, and I fields are “divided” by a 
generating polynomial. The receiver accumulates the 
A, C, and I fields and also the FCS into its internal 
CRC register. At the closing flag, this register contains 
one particular number for an error-free reception. If 
this number is not obtained, the frame was received in 
error and should be discarded. Discarding the frame 
causes the station to not update its frame sequence 
numbering. This results in a retransmission after the 
station sends an acknowledgement from previous 
frames. [Unlike all other fields, the FCS is transmitted 
MSB (Most Significant Bit) first. The A, C, and I fields 
are transmitted LSB (Least Significant Bit) first.] The 
details of how the FCS is generated and checked is 
beyond the scope of this application note and since all 
single component SDLC controllers handle this func- 
tion automatically, it is usually sufficient to know only 
that an error has or has not occurred. The IBM docu- 
ments contain more detailed information for those 
readers desiring it. 

The closing flag terminates the frame. When the closing 
flag is received, the receiver knows that the preceding 
16 bits constitute the FCS and that any bits between the 
control field and the FCS constitute the information 
field. 
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SDLC does not support an interframe time-fill charac- 
ter such as the SYN character in Bi-Sync. If an unusual 
condition occurs while transmitting, such as data is not 
available in time from memory or CTS (Clear-to-Send) 
is lost from the modem, the transmitter aborts the 
frame by sending an Abort character to notify the re- 
ceiver to invalidate the frame. The Abort character 
consists of eight contiguous Is sent without zero bit 
insertion. Intraframe time-fill consists of either flags, 
Abort characters, or any combination of the two. 

While the Abort character protects the receiver from 
transmitted errors, errors introduced by the transmis- 
sion medium are discovered at the receiver through the 
FCS check and a check for invalid frames. Invalid 
frames are those which are not bounded by flags or are 
too short, that is, less than 32 bits between flags. All 
invalid frames are ignored by the receiver. 

Although SDLC is a synchronous protocol, it provides 
an optional feature that allows its use on basically asyn- 
chronous data links — NRZI (Non-Return-to-Zero-In- 
verted) coding. NRZI coding specifies that the signal 
condition does not change for transmitting a binary 1, 
while a binary 0 causes a change of state. Figure 2 illus- 
trates NRZI coding compared to the normal NRZ. 
NRZI coding guarantees that an active line will have a 
transition at least every 5 -bit times; long strings of ze- 
roes cause a transition every bit time, while long strings 
of Is are broken up by zero bit insertion. Since asyn- 
chronous operation requires that the receiver sampling 
clock be derived from the received data, NRZI encod- 
ing plus zero bit insertion make the design of clock 
recovery circuitry easier. 



All of the previous discussion has applied to SDLC on 
either point-to-point or multi-point data networks. 
SDLC (but not HDLC) also includes specification for a 
loop configuration. Figure 3 compares these three con- 
figurations. IBM uses this loop configuration in its 
3650 Retail Store System. It consists of a single loop 
controller station with one or more down-loop second- 
ary stations. Communications on a loop rely on the 
secondary stations repeating a received message down 
loop with a delay of one bit time. The reason for the 
one bit delay will be evident shortly. 

Loop operation defines a new special character: the 
EOP (End-of-Poll) character which consists of a 0 fol- 
lowed by 7 contiguous, non-zero bit inserted, ones. Af- 
ter the loop controller transmits a message, , it idles the 
line (sends all Is). The final zero of the closing flag plus 
the first 7 Is of the idle form an EOP character. While 



Figure 3. Network Configurations 
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repeating, the secondaries monitor their incoming line 
for an EOP character. When an EOP is detected, the 
secondary checks to see if it has a message to transmit. 
If it does, it changes the seventh 1 to a 0 (the one bit 
delay allows time for this) and repeats the modified 
EOP (now alias flag). After this flag is transmitted, the 
secondary terminates its repeater function and inserts 
its message (with multiple preceding flags if necessary). 
After the closing flag, the secondary resumes its one bit 
delay repeater function. Notice that the final zero of the 
secondary’s closing flag plus the repeated Is from the 
controller form an EOP for the next down-loop second- 
ary, allowing it to insert a message if it desires. 

One might wonder if the secondary missed any mes- 
sages from the controller while it was inserting its own 
message. It does not. Loop operation is basically half- 
duplex. The controller waits until it receives an EOP 
before it transmits its next message. The controller’s 
reception of the EOP signifies that the original message 
has propagated around the loop followed by any mes- 
sages inserted by the secondaries. Notice that secondar- 
ies cannot communicate with one another directly, all 
secondary-to-secondary communication takes place by 
way of the controller. • 

Loop protocol does not utilize the normal Abort char- 
acter. Instead, an abort is accomplished by simply 
transmitting a flag character. Down loop, the receiver 
sees the abort as a frame which is either too short (if the 
abort occurred early in the frame) or one with an FCS 
error. Either results in a discarded frame. For more 
details on loop operation, please refer to the IBM docu- 
ments referenced earlier. 

Another protocol very similar to SDLC which the 8273 
, supports is HDLC (High-Level Data Link Control). 
There are only three basic differences between the two: 
HDLC offers extended address and control fields, and 
the HDLC Abort character is 7 contiguous Is as op- 
posed to SDLC’s 8 contiguous Is. 

Extended addressing, beyond the 256 unique addresses 
possible with SDLC, is provided by using the address 
field’s least significant bit as the extended address mod- 
ifier. The receiver examines this bit to determine if the 
octet should be interpreted as the final address octet. 
As long as the bit is 0, the octet that contains it is 
considered an extended address. The first time the bit is 
a 1, the receiver interprets that octet as the final address 
octet. Thus the address field may be extended to any 
number of octets. Extended addressing is illustrated in 
Figure 4a. 

A similar technique is used to extend the control field 
although the extension is limited to only one extra con- 
trol octet. Figure 4b illustrates control field extension. 

Those readers not yet asleep may have noticed the simi- 
larity between the SDLC loop EOP character (a 0 fol- 


lowed by 7 Is) and the HDLC Abort (7 Is). This possi- 
ble incompatibility is neatly handled by the HDLC pro- 
tocol not specifying a loop configuration. 

This completes our brief discussion of the SDLC/ 
HDLC protocols. Now let us turn to the 8273 in partic- 
ular and discuss its hardware aspects through an expla- 
nation of the block diagram and generalized system 
schematics. 



Figure 4 


BASIC 8273 OPERATION 

It will be helpful for the following discussions to have 
some idea of the basic operation of the 8273. Each oper- 
ation, whether it is a frame transmission, reception or 
port read, etc., is comprised of three phases: the Com- 
mand, Execution, and Result phases. Figure 5 shows 
the sequence of these phases. As an illustration of this 
sequence, let us look at the transmit operation. 



Figure 5. 8273 Operational Phases 


When the CPU decides it is time to transmit a frame, 
the Command phase is entered by the CPU issuing a 
Transmit Frame command to the 8273. It is not suffi- 
cient to just instruct the 8273 to transmit. The frame 
level command structure sometimes requires more in- 
formation such as frame length and address and control 
field content. Once this additional information is sup- 
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plied, the Command phase is complete and the Execu- 
tion phase is entered. It is during the Execution phase 
that the actual operation, in this case a frame transmis- 
sion, takes place. The 8273 transmits the opening flag, 
A and C fields, the specified number of I field bytes, 
inserts the FCS, and closes with the closing flag. Once 
the closing flag is transmitted, the 8273 leaves the Exe- 
cution phase and begins the Result phase. During the 
Result phase the 8273 notifies the CPU of the outcome 
of the command by supplying interrupt results. In this 
case, the results would be either that the frame is com- 
plete or that some error condition causes the transmis- 
sion to be aborted. Once the CPU reads all of the re- 
sults (there is only one for the Transmit Frame 
command), the Result phase and consequently the 
operation, is complete. Now that we have a general 
feeling for the operation of the 8273, let us discuss the 
8273 in detail. 


HARDWARE ASPECTS OF THE 8273 

The 8273 block diagram is shown in Figure 6. It con- 
sists of two major interfaces: the CPU module interface 
and the modem interface. Let’s discuss each interface 
separately. 


CPU Interface 

The CPU interface consists of four major blocks: Con- 
trol/Read/Write logic (C/R/W), internal registers, 
data transfer logic, and data bus buffers. 

The CPU module utilizes the C/R/W logic to issue 
commands to the 8273. Once the 8273 receives a com- 
mand and executes it, it returns the results (good/bad 
completion) of the command by way of the C/R/W 
logic. The C/R/W logic is supported by s even regis ters 
which are addressed via the Aq, Ap RD, and WR sig- 
nals, in addition to CS. The Aq and Aj signals are gen- 
erally derived from the tw o lo w or der b its of the CPU 
module address bus while RD and WR are the normal 
I/O Read and Write signals found on the system con- 
trol bus. Figure 7 shows the address of each register 
using the C/R/W logic. The function of each register is 
defined as follows: 


Address Inputs 

Control Inputs 

Ai 

Aq 

CS°RD 

CS°WR 

0 

0 

Status 

Command 

0 

1 

Result 

Parameter 

1 

0 

Txl/R 

Test Mode 

1 

1 

Rxl/R 

— 


Figure 7. 8273 Register Selection 
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Figure 6. 8273 Block Diagram 

2-301 




AP-36 


inteT 


Command — 8273 operations are initiated by writing 
the appropriate command byte into this register. 

Parameter — Many commands require more informa- 
tion than found in the command itself. This additional 
information is provided by way of the parameter regis- 
ter. 

Immediate Result (Result) — The completion informa- 
tion (results) for commands which execute immediately 
are provided in this register. 

Transmit Interrupt Result (Txl/R) — Results of trans- 
mit operations are passed to the CPU in this register. 

Receiver Interrupt Result (Rxl/R) — Receive operation 
results are passed to the CPU via this register. 

Status — The general status of the 8273 is provided in 
this register. The Status register supplies the handshak- 
ing necessary during various phases of the 8273 opera- 
tion. 

Test Mode — This register provides a software reset 
function for the 8273. 

The commands, parameters, and bit definition of these 
registers are discussed in the following software section. 
Notice that there are not specific transmit or receive 
data registers. This feature is explained in the data 
transfer logic discussion. 

The final elements of the C/R/W logic are the inter- 
rupt lines (RxINT and TxINT). These lines notify the 
CPU module that either the transmitter or the receiver 
requires service; i.e., results should be read from the 
appropriate interrupt result register or a data transfer is 
required. The interrupt request remains active until all 
the associated interrupt results have been read or the 
data transfer is performed. Though using the interrupt 
lines relieves the CPU module of the task of polling the 
8273 to check if service is needed, the state of each 
interrupt line is reflected by a bit in the Status register 
and non-interrupt driven operation is possible by exam- 
ining the contents of these bits periodically. 

The 8273 supports two independent data interfaces 
through the data transfer logic; receive data and trans- 
mit data. These interfaces are programmable for either 
DMA or non-DMA data transfers. While the choice of 
the configuration is up to the system designer, it is 
based on the intended maximum data rate of the com- 


munications channel. Figure 8 illustrates the transfer 
rate of data bytes that are acquired by the 8273 based 
on link data rate. Full-duplex data rates above 9600 
baud usually require DMA. Slower speeds may or may 
not require DMA depending on the task load and inter- 
rupt response time of the processor. 

Figure 9 shows the 8273 in a typical DMA environ- 
ment. Notice that a separate DMA controller, in this 
case the Intel 8257, is required. The DMA controller 
supplies the timing and addresses for the data transfers 
while the 8273 manages the requesting of transfers and 
the actual counting of the data block lengths. In this 
case, elements of the data transfer interface are: 

TxDRQ: Transmit DMA Request — Asserted by the 
8273, this line requests a DMA transfer from memory 
to the 8273 for transmit. 

TxDACK: Transmit DMA Acknowledge — Returned by 
the 8257 in response to TxDRQ, this line notifies the 
8273 that a request has been granted, and provides ac- 
cess to the transmitter data register. 

RxDRQ: Receive DMA Request — Asserted by the 8273, 
it requests a DMA transfer from the 8273 to memory 
for a receive operation. 

RxDACK: Receive DMA Acknowledge — Returned by 
the 8257, it notifies the 8273 that a receive DMA cycle 
has been granted, and provides access to the receiver 
data register. 

RD: Read — Supplied by the 8257 to indicate data is to 
be read from the 8273 and placed in memory. 

WR: Write — Supplied by the 8257 to indicate data is to 
be written to the 8273 from memory. 

To request a DMA transfer the 8273 raises the appro- 
priate DMA request line; let us assume it is a transmit- 
ter request (TxDRQ). Once the 8257 obtains control of 
the system bus by way of its HOLD and HLDA (hold 
acknowledge) lines, it notifies the 8273 that TxD RQ 
has been g rant ed by returning TxDACK and WR. The 
TxDACK and WR signals transfer data to the 8273 for 
a transmit, independent of the 8273 chip select pin 
(CS). A similar sequence of events occurs for receiver 
requests. This “hard select” of data into the transmitter 
or out of the receiver alleviates the need for the normal 
transmit and receive data registers addressed by a com- 
bination of address lines, CS, and WR or RD. Competi- 
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tive devices that do not have this “hard select” feature 
require the use of an external multiplexer to supply the 
correct inputs for register selection during DMA. (Do 
not forget that the SDLC controller sees both the ad- 
dresses and control signals supplied by the DMA con- 
troller during DMA cycles.) Let us look at typical 
frame transmit and frame receive sequences to better 
see how the 8273 truly manages the DMA data trans- 
fer. 

Before a frame can be transmitted, the DMA controller 
is supplied, by the CPU, the starting address for the 
desired information field. The 8273 is then commanded 
to transmit a frame. (Just how this is done is covered 
later during our software discussion.) After the com- 
mand, but before transmission begins, the 8273 needs a 
little more information (parameters). Four parameters 
are required for the transmit frame command: the ad- 
dress field byte, the control field byte, and two bytes 
which are the least significant and most significant 
bytes of the information field byte length. Once all four 
parameters are loaded, the 8273 makes RTS (Request- 
to-Send) active and waits for CTS (Clear-to-Send) to go 
active. Once CTS is active, the 8273 starts the frame 
transmission. While the 8273 is transmitting the open- 
ing flag, address field, and control field; it starts making 
transmitter DMA requests. These requests continue at 
character (byte) boundaries until the pre-loaded num- 
ber of bytes of information field have been transmitted. 


At this point the requests stop, the FCS and closing flag 
are transmitted, and the TxINT line is raised, signaling 
the CPU that the frame transmission is complete. No- 
tice that after the initial command and parameter load- 
ing, absolutely no CPU intervention was required (since 
DMA is used for data transfers) until the entire frame 
was transmitted. Now let’s look at a frame reception. 




CONTROL 

BUS 


U DATA BUS 


611001-9 


Figure 9. DMA, Interrupt-Driven System 
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The receiver operation is very similar. Like the initial 
transmit sequence, the DMA controller is loaded with a 
starting address for a receiver data buffer and the 8273 
is commanded to receive. Unlike the transmitter, there 
are two different receive commands: General Receive, 
where all received frames are transferred to memory, 
and Selective Receive, where only frames having an ad- 
dress field matching one of two preprogrammed 8273 
address fields are transferred to memory. Let’s assume 
for now that we want to general receive. After the re- 
ceive command, two parameters are required before the 
receiver becomes active: the least significant and most 
significant bytes of the receiver buffer length. Once 
these bytes are loaded, the receiver is active and the 
CPU may return to other tasks. The next frame appear- 
ing at the receiver input is transferred to memory using 
receiver DMA requests. When the closing flag is re- 
ceived, the 8273 checks the FCS and raises its RxINT 
line. The CPU can then read the results which indicate 
if the frame was error-free or not. (If the received frame 
had been longer than the pre-loaded buffer length, the 
CPU would have been notified of that occurrence earli- 
er with a receiver error interrupt. The command de- 
scription section contains a complete list of error condi- 
tions.) Like the transmit example, after the initial com- 
mand, the CPU is free for other tasks until a frame is 
completely received. These examples have illustrated 
the 8273’s management of both the receiver and trans- 
mitter DMA channels. 

It is possible to use the DMA data transfer interface in 
a non-DMA interrupt-driven environment. In this case, 
4 interrupt levels are used: one each for TxINT and 
RxINT, and one each for TxDRQ and RxDRQ. This 
configuration is shown in Figure 10. This configuration 
offers the advantages that no DMA controller is re- 


quired and data requests are still separated from result 
(completion) requests. The disadvantages of the config- 
uration are that 4 interrupt levels are required and that 
the CPU must actually supply the data transfers. This, 
of course, reduces the maximum data rate compared to 
the configuration based strictly on DMA. This system 
could use an Intel 8259 8-level Priority Interrupt Con- 
troller to supply a vectored CALL (subroutine) address 
based on requests on its inputs. The 8273 transmitter 
and receiver make data requests by raising the respec- 
tive DRQ line. The CPU is interrupted by the 8259 and 
vectored to a data transfer routine. This routine either 
writes (for transmit) or reads (for receive) the 8273 us- 
ing the respective TxDACK or RxDACK line. The 
DACK line s serve as “ha rd” chip selects into and out 
of the 8273. T xDACK + WR writes data into the 8273 
for transmit. RxDACK + RD reads data from the 
8273 for receive.) The CPU is notified of operation 
completion and results by way of TxINT and RxINT 
lines. Using the 8273, and the 8259, in this way, pro- 
vides a very effective, yet simple, interrupt-driven inter- 
face. 

Figure 11 illustrates a system very similar to that de- 
scribed above. This system utilizes the 8273 in a non- 
DMA data transfer mode as opposed to the two DMA 
approaches shown in Figures 9 and 10. In the non- 
DMA case, data transfer requests are made on the 
TxINT and RxINT lines. The DRQ lines are not used. 
Data transfer requests are separated from result re- 
quests by a bit in the Status register. Thus, in response 
to an interrupt, the CPU reads the Status register and 
branches to either a result or a data transfer routine 
based on the status of one bit. As before, data transfers 
are made via using the DACK lines as chip selects to 
the transmitter and receiver data registers. 



Figure 10. Interrupt-Based DMA System 
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Figure 11. Non-DMA Interrupt-Driven System 




Figure 12. Polled System 


Figure 12 illustrates the simplest system of all. This 
system utilizes polling for all data transfers and results. 
Since the interrupt pins are reflected in bits in the 
Status register, the software can read the Status register 
periodically looking for one of these to be set. If it finds 
an INT bit set, the appropriate Result Available bit is 
examined to determine if the “interrupt” is a data 
transfer or completion result. If a data transfer is called 
for, the DACK line is used to enter or read the data 
from the 8273. If the interrupt is a completion result, 
the appropriate result register is read to determine the 
good/bad completion of the operation. 

The actual selection of either DMA or non-DMA 
modes is controlled by a command issued during ini- 
tialization. This command is covered in detail during 
the software discussion. 


The final block of the CPU module interface is the 
Data Bus Buffer. This block supplies the tri-state, bidi- 
rectional data bus interface to allow communication to 
and from the 8273. 


Modem Interface 

As the name implies, the modem interface is the mo- 
dem side of the 8273. It consists of two major blocks: 
the modem control block and the serial data timing 
block. 

The modem control block provides both dedicated and 
user-defined modem control functions. All signals sup- 
ported by this interface are active low so that EIA in- 
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verting drivers (MC1488) and inverting receivers 
(MC1489) may be used to interface to standard mo- 
dems. 

Port A is a modem control input port. Its representa- 
tion on the data bus is shown in Figure 13. Bits Dq and 
Dj have d edicat ed functions. Dq reflec ts th e logical 
state of the CTS (Clear-to-Send) pin. [If CTS is active 
(low), Dq is a 1.] This signal is used to condit ion t he 
start of a transmission. The 8273 waits until CTS is 
active befo re it s tarts transmitting a frame. While trans- 
mitting, if CTS goes inactive, the frame is aborted and 
the CPU is in terru pted. When the CPU reads the inter- 
rupt result, a CTS failure is indicated. 

Dj reflects the logical state of the CD (Carrier Detect) 
pin. CD is used to condition the start of a frame recep- 
tion. CD mu st be active in time for a frame’s address 
field. If CD is lost (goes inactive) wh ile r eceiving a 
frame, an interrupt is generated with a CD failure re- 
sult. CD may go inactive between frames. 

Bits D 2 thru D 4 reflect the logical state of the PA 2 thru 
PA 4 pins respectively. These inputs are user defined. 
The 8273 does not interrogate or manipulate these bits. 
Bits D 5 , D 6 , and D 7 are not used and each is read as a 1 
for a Read Port A command. 

Port B is a modem control output port. Its data bus 
representation is shown in Figure 14. As in Port A, the 
bit values represent the logical condition of the pins. Do 
and D 5 a re dedicated function outpu ts. Dq represents 
the RTS (Request-to-Send) pin. RTS is normally used 
to notify the modem that the 8273 wishes to transmit. 


This function is handled automatically by the 8273. If 
RTS is inactive (pin is high) when the 8273 is com- 
manded t o tra nsmit, the 8273 makes it active and then 
waits for CTS before transmitting the frame. O ne by te 
time after the end of the frame, the 8 273 returns RTS to 
its inactive state. However, if RTS was active when a 
transmit command is issued, the 8273 leaves it active 
when the frame is complete. 

Bit D 5 reflects the state of the Flag Detect pin. This pin 
is activated whenever an active receiver sees a flag char- 
acter. This function is useful to activate a timer for line 
activity timeout purposes. 

Bits Di t hru D 4 provide four user-defined outputs. Pins 
PBj thru PB 4 reflect the logical state of these bits. The 
8273 does not interrogate or manipulate these bits. D$ 
and D 7 are not used. In addition to being able to output 
to Port B, Port B may be read using a Read Port B 
command. All Modem control output pins are forced 
high on reset. (All commands mentioned in this section 
are covered in detail later.) 

The final block to be covered is the serial data timing 
block. This block contains two sections: the serial data 
logic and the digital phase locked loop (DPLL). 

Elements of the serial data logic section are the data 
pins, TxD (transmit data output) and Rx D (rec eive 
data input), and the respective data clocks, TxC and 
Rx C. Th e tra nsmit and receive data is synchronized by 
the TxC and RxC clocks. Figure 15 shows the timing 
for these signals. The leading edge (negative transition) 



Figure 13. Port A (Input) Bit Definition 



Figure 14. Port B (Output) Bit Definition 
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nal circuitry. Clock loopback ove rcom es t his pr oblem 
by allowing the internal routing of TxC and RxC. Thus 
the same clock used to transmit the data is used to 
receive it. Examination of Figure 15 shows that this 
method ensures bit synchronism. The final element of 
the serial data logic is the Digital Phase Locked Loop. 

The DPLL provides a means of clock recovery from 
the received data stream. This feature allows the 8273 
to interface without external synchronizing logic to low 
cost asynchronous modems (modems which do not 
supply clocks). It also makes the problem of clock tim- 
ing in loop configurations trivial. 

To use the DPLL, a clock at 32 times th e required baud 
rate must be supplied to the 32 X CLK pin. This clock 
provides the interval that the DPLL samples the re- ■■hh 
ceived data. The DPLL uses the 32 X clock a nd the 
received data to generate a pulse at the DPLL output 
pin. This DPLL pulse is positioned at th e nomin al cen- HHHHI 
ter of the receive d data bit cell. Thu s the DPLL output 
may be wired to RxC and/or TxC to supply the data 
timing. The exact position of the pulse is varied depend- 
ing on the line noise and bit distorti on of the received 
data. The adjustment of the DPLL position is deter- 
mined according to the rules outlined in Figure 16. 

Adjustments to the sample phase of DPLL with respect 
to the received data is made in discrete incremen ts. Re- 
ferring to Figure 16, following the occurrence of DPLL 
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Figure 16. DPLL Phase Adjustments 


of TxC generates new tran smit data and the trailing 
edge (positive transition) of RxC is used to capture the 
receive data. 



It is possible to reconfigure this section under program 
control to perform diagnostic functions; both data and 
clock loopback are available. In data loopback mode, 
the TxD pin is internally routed to the RxD pin. This 
allows simple board checkout since the CPU can send 
an SDLC message to itself. (Note that transmitted data 
will still appear on the TxD pin.) 

When data loopback is utilized, t he re ceiver may be 
presented incorrect sample timing (RxC) by the exter- 
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pulse A, the DPLL counts 32 X CLK pulses and exam- 
ines the received data for a d ata edg e. Should no edge 
be dete cted in 32 pulses, the DPLL positions the next 
DPLL pulse (B) at 32 clock pulses from pulse A. Since 
no new phase information is contained in the data 
stream, the sample phase is assumed to be at nominal 
1 X ba ud rate. Now assume a data edge occurs after 
DPLL pulse B. The distance from B to the next pulse C 
is influenced according to which quadrant (Ai, Bj, B 2 , 
o r A 2 ) the da ta edge falls in. (Each quadrant represents 
8 32 X CLK times.) For example, if the edge is detected 
in quadrant A 1 , it is apparent that pulse B was too close 
to the data edge and the time to the next pulse must be 
shortened. The adjustm ent for quadrant A\ is specified 
as —2. Thus, the n ext DPLL pulse, pulse C, i s posi- 
tioned 32 — 2or30 32X CLK pulses following DPLL 
pulse B. This adjustment moves pulse C closer to the 
nominal bit center of the next received data cell. A data 
edge occurring in quadrant B 2 would have cause d the 
adjus tment to be small, namely 32 + 1 or 33 32 X 
CLK pulses. Using this technique, the DPLL pulse 
converges to the nominal bit center within 12 data tran- 
sitions, worse case — 4-bit times adjusting through 
quadrant Ai or A 2 and 8-bit times adjusting through 
Bj or B 2 . 

When the receive data stream goes idle after 15 ones, 
DPLL pulses are generated at 32 pulse intervals of the 
32 X CLK. This feature allows the DPLL pulses to be 
used as both transmitter and receiver clocks. 

In order to guarantee su fficient transitions of the re- 
ceived data to enable the DPLL to lock, NRZI encod- 
ing of the data is recommended. This ensures that, 
within a frame, data transitions occur at least every five 
bit times— the longest sequence of Is which may be 
transmitted with zero bit insertion. It is also recom- 
mended that frames following a line idle be transmitted 
with preframe sync characters which provid e a min i- 
mum of 12 transit ions. This ensures that the DPLL is 
generating DPLL pulses at the nominal bit centers in 
time for the opening flag. (Two 00H characters meet 
this requirement by supplying 16 transitions with 
NRZI encoding. The 8273 contains a mode which sup- 
plies such a preframe sync.) 

Figure 17 illustrates 8273 clock configurations using 
either s ynchron ous or asynchronous mode ms. Noti ce 
how the DPLL output is used for both TxC and RxC in 
the asynchronous case. This feature eliminates the need 
for external clock generation logic where low cost asyn- 
chronous modems are used and also allows direct con- 
nection of 8273s for the ultimate in low cost data links. 
The configuration for loop applications is discussed in a 
following section. 


This completes our discussion of the hardware aspects 
of the 8273. Its software aspects are now discussed. 
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Synchronous Modem Interface 



611001-18 

Asynchronous Modem Interface 

Figure 17. Serial Data Timing Configuration 


SOFTWARE ASPECTS OF THE 8273 

The software aspects of the 8273 involve the communi- 
cation of both commands from the CPU to the 8273 
and the return of results of those commands from the 
8273 to the CPU. Due to the internal processor archi- 
tecture of the 8273, this CPU-8273 communication is 
basically a form of interprocessor communication. Such 
communication usually requires a form of protocol of 
its own. This protocol is implemented through use of 
handshaking supplied in the 8273 Status register. The 
bit definition of this register is shown in Figure 18. 
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CBSY: Command Busy — CBSY indicates when the 
8273 is in the command phase. CBSY is set when the 
CPU writes a command into the Command register, 
starting the Command phase. It is reset when the last 
parameter is deposited in the Parameter register and 
accepted by the 8273, completing the Command phase. 

CBF: Command Buffer Full — When set, this bit indi- 
cates that a byte is present in the Command register. 
This bit is normally not used. 

CPBF: Command Parameter Buffer Full — This bit in- 
dicates that the Parameter register contains a parame- 
ter. It is set when the CPU deposits a parameter in the 
Parameter register. It is reset when the 8273 accepts the 
parameter. 

CRBF: Command Result Buffer Full — This bit is set 
when the 8273 places a result from an immediate type 
command in the Result register. It is reset when the 
CPU reads the result from the Result register. 

RxINT: Receiver Interrupt — The state of the RxINT 
pin is reflected by this bit. RxINT is set by the 8273 
whenever the receiver needs servicing. RxINT is reset 
when the CPU reads the results or performs the data 
transfer. 

TxINT: Transmitter Interrupt — This bit is identical to 
RxINT except action is initiated based on transmitter 
interrupt sources. 

RxIRA: Receiver Interrupt Result Available— RxIRA is 
set when the 8273 places an interrupt result byte into 
the Rxl/R register. RxIRA is reset when the CPU 
reads the Rxl/R register. 

TxIRA: Transmitter Interrupt Result Available — 
TxIRA is the corresponding Result Available bit for 
the transmitter. It is set when the 8273 places an inter- 
rupt result byte in the Txl/R register and reset when 
the CPU reads the register. 

The significance of each of these bits will be evident 
shortly. Since the software requirements of each 8273 
phase are essentially independent, each phase is covered 
separately. 


Command Phase Software 

Recalling the Command phase description in an earlier 
section, the CPU starts the Command phase by writing 
a command byte into the 8273 Command register. If 
further information about the command is required by 
the 8273, the CPU writes this information into the Pa- 
rameter register. Figure 19 is a flowchart of the Com- 
mand phase. Notice that the CBSY and CPBF bits of 
the Status register are used to handshake the command 
and parameter bytes. Also note that the chart shows 



Figure 19. Command Phase Flowchart 


that a command may not be issued if the Status register 
indicates the 8273 is busy (CBSY = 1). If a command 
is issued while CBSY = 1, the original command is 
overwritten and lost. (Remember that CBSY signifies 
the command phase is in progress and not the actual 
execution of the command.) The flowchart also in- 
cludes a Parameter buffer full check. The CPU must 
wait until CPBF = 0 before writing a parameter to the 
Parameter register. If a parameter is issued while CPBF 
= 1, the previous parameter is overwritten and lost. 
An example of command output assembly language 
software is provided in Figure 20a. This software as- 
sumes that a command buffer exists in memory. The 
buffer is pointed at by the HL register. Figure 20b 
shows the command buffer structure. 

The 8273 is a full duplex device, i.e., both the transmit- 
ter and receiver may be executing commands or passing 
interrupt results at any given time. (Separate Rx and Tx 
interrupt pins and result registers are provided for this 
reason.) However, there is only one Command register. 
Thus, the Command register must be used for only one 
command sequence at a time and the transmitter and 
receiver may never be simultaneously in a command 
phase. A detailed description of the commands and 
their parameters is presented in a following section. 
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FUNCTION: COMMAND DISPATCHER 


INPUTS 

HL 

- COMMAND BUFFER ADDRESS 


OUTPUTS: NONE 



CALLS : 

NONE 




DESTROYS: A 

,B,H,L,F/F* S 



DESCRIPTION 

: CMDOUT ISSUES THE COMMAND + PARAMETERS I 


IN THE 

COMMAND BUFFER POINTED AT BY HL 

c 

MDOUT : 

LX I 

H , CMDBUF 

;P0INT HL AT BUFFER 


MOV 

B,M 

;1ST ENTRY IS PAR. COUNT 


INX 

H 

;P0INT AT COMMAND BYTE 

CMD1 : 

IN 

STAT73 

;READ 8273 STATUS 


RLC 

;R0TATE CBSY INTO CARRY 


JC 

CMD1 

;WAIT UNTIL CBSY=0 


MOV 

A,M 

;M0VE COMMAND BYTE TO A 


OUT 

C0MM73 

;PUT COMMAND IN COMMAND REG 

CMD2 : 

MOV 

A,B 

;GET PARAMETER COUNT 


ANA 

A 

;TEST IF ZERO 


RZ 

;IF 0 THEN DONE 


INX 

H 

;N0T DONE, SO POINT AT NEXT PAR 


DCR 

B 

;DEC PARAMETER COUNT 

CMD3 : 

IN 

STAT73 

;READ 8273 STATUS 


ANI 

CPBF 

;TEST CPBF BIT 


JNZ 

CMD3 

;WAIT UNTIL CPBF IS 0 


MOV 

A,M 

;GET PARAMETER FROM BUFFER 


OUT 

PARM73 

;0UTPUT PAR TO PARAMETER REG 


JMP 

CMD2 

;CHECK IF MORE PARAMETERS 


Figure 20A. Command Phase Software 


Execution Phase Software 

During the Execution phase, the operation specified by 
the Command phase is performed. If the system utilizes 
DMA for data transfers, there is no CPU involvement 
during this phase, so no software is required. If non- 
DMA data transfers are used, either interrupts or poll- 
ing is used to signal a data transfer request. 

For interrupt-driven transfers the 8273 raises the ap- 
Figure 20B. Command Buffer Format propriate INT pin. When responding to the interrupt, 
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the CPU must determine whether it is a data transfer 
request or an interrupt signaling that an operation is 
complete and results are available. The CPU deter- 
mines the cause by reading the Status register and inter- 
rogating the associated IRA (Interrupt Result 
Available) bit (TxIRA for TxINT and RxIRA for 
RxINT). If the IRA = 0, the interrupt is a data 
transfer request. If the IRA = 1, an operation is 
complete and the associated Interrupt Result register 
must be read to determine the completion status (good/ 
bad/etc.). A software interrupt handler implementing 
the above sequence is presented as part of the Result 
phase software. 

When polling is used to determine when data transfers 
are required, the polling routine reads the Status regis- 
ter looking for one of the INT bits to be set. When a set 
INT bit is found, the corresponding IRA bit is exam- 
ined. Like in the interrupt-driven case, if the IRA = 0, 
a data transfer is required. If IRA = 1, an operation is 
complete and the Interrupt Result register needs to be 
read. Again, example polling software is presented in 
the next section. 


Result Phase Software 

During the Result phase the 8273 notifies the CPU of 
the outcome of a command. The Result phase is initiat- 
ed by either a successful completion of an operation or 
an error detected during execution. Some commands 
such as reading or writing the I/O ports provide imme- 
diate results, that is, there is essentially no delay from 
the issuing of the command and when the result is 
available. Other commands such as frame transmit, 
take time to complete so their result is not available 
immediately. Separate result registers are provided to 
distinguish these two types of commands and to avoid 
interrupt handling for simple results. 


Immediate results are provided in the Result register. 
Validity of information in this register is indicated to 
the CPU by way of the CRBF bit in the Status register. 
When the CPU completes the Command phase of an 
immediate command, it polls the Status register waiting 
until CRBF = 1. When this occurs, the CPU may read 
the Result register to obtain the immediate result. The 
Result register provides only the results from immedi- 
ate commands. 


Example software for handling immediate results is 
shown in Figure 21. The routine returns with the result 
in the accumulator. The CPU then uses the result as is 
• appropriate. 


All non-immediate commands deal with either the 
transmitter or receiver. Results from these commands 
are provided in the Txl/R (Transmit Interrupt Result) 
and Rxl/R (Receive Interrupt Result) registers respec- 
tively. Results in these registers are conveyed to the 
CPU by the TxIRA and RxIRA bits of the status regis- 
ter. Results of non-immediate commands consist of one 
byte result interrupt code indicating the condition for 
the interrupt and, if required, one or more bytes supply- 
ing additional information. The interrupt codes and the 
meaning of the additional results are covered following 
the detailed command description. 



Non-immediate results are passed to the CPU in re- 
sponse to either interrupts or polling of the Status regis- 
ter. Figure 22 illustrates an interrupt-driven result han- 
dler. (Please note that all of the software presented in 
this application note is not optimized for either speed or 
code efficiency. They are provided as a guide and to 
illustrate concepts.) This handler provides for inter- 
rupt-driven data transfers as was promised in the last 
section. Users employing DMA-based transfers do not 


JUNCTION: IMDRLT 
; INPUTS: NONE 

;0UTPUTS : RESULT REGISTER IN A 
; CALLS: NONE 
DESTROYS: A, F/F f S 

DESCRIPTION: IMDRLT IS CALLED AFTER A CMDOUT FOR AN 
.•IMMEDIATE COMMAND TO READ THE RESULT REGISTER 


IMDRLT: IN 

STAT 73 

;READ 

8273 STATUS 

ANI 

CRBF 

;TEST 

IF RESULT REG READY 

JZ 

IMDRLT 

;WAIT 

IF CRBF=0 

IN 

RESL73 

;READ 

RESULT REGISTER 

RET 

; RE TURN 




Figure 21. Immediate Result Handler 
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; FUNCTION: RXI 

- INTERRUPT DRIVEN RESULT/DATA HANDLER 

; INPUTS 

: RCRBUF 

, RCVPNT 


; CALLS : 

NONE 


' 

; OUTPUTS: RCRBUF, RCVPNT 

; DESTROYS: NOTHING 


; DESCRIPTION : RXI IS ENTERED AT A RECEIVER INTERRUPT. 

;THE INTERRUPT 

IS TESTED 

FOR DATA TRANSFER (IRA=0) j 

;OR RESULT (IRA 

=1). FOR 

DATA TRANSFER, THE DATA IS 

; PLACED 

IN A BUFFER AT RCVPNT. RESULTS ARE PLACED IN 

; A BUFFER AT RCRBUF. 


;A FLAG (RXFLAG) 

IS SET IF THE INTERRUPT WAS A RESULT. 

; (DATA 

TRANSFER 

INSTRUCTIONS ARE DENOTED BY (*) AND 

; MAYBE 

ELIMINATED BY USERS USING DMA. j 

RXI: 

PUSH 

H 

; SAVE HL 


PUSH 

PSW 

.-SAVE PSW 


PUSH 

B 

;SAVE B 


IN 

STAT73 

,* (*) READ 827 3 STATUS 


ANI 

RXIRA 

; (*) TEST IRA BIT 


JZ 

RXI 2 

; (*) IF 0, DATA TRANSFER NEEDED 

RXI 1 : 

LHLD 

RCRBUF 

J GET RESULT BUFFER POINTER 


IN 

STAT73 

.-READ 827 3 STATUS ACAIN 


ANI 

RXINT 

.-TEST INT BIT 


JZ 

RXI 4 

; IF 0, THEN DONE 


IN 

STAT73 

.•READ 827 3 STATUS AGAIN 


ANI 

RXIRA 

.•TEST IRA AGAIN 


JZ 

RXI 1 

; LOOP UNTIL RESULT IS READY 


IN 

RXIR73 

; READY , READ RXI/R 


MOV 

M , A 

; STORE RESULT IN BUFFER 


INX 

H 

;BUMP RESULT POINTER 


SHLD 

RCRBUF 

.•RESTORE BUFFER POINTER 


JMP 

RXI 1 

;GO BACK TO SEE IF MORE 

RXI 2: 

SHLD 

RCVPNT 

,• (*) GET DATA BUFFER POINTER 


IN 

RCVDAT 

; (*) READ DATA VIA RXDACK 


MOV 

M , A 

; (*) STORE DATA IN BUFFER 


INX 

H 

; (*) BUMP DATA POINTER 


JMP 

rxii 

,* (*) DONE 

RXI 4: 

MVI 

A, 01H 

.SET RX FLAG TO SHOW COMPLETION 


STA 

RXFLAG 

; COMPLETION 

KXI3: 

POP 

B 

; RESTORE BC 


POP 

PSW 

.•RESTORE PSW 


POP 

H 

; RESTORE HL 


El 

; ENABLE 

INTERRUPTS 


RET 

;DONE 


; FUNC1 ION : TXI 

INTERRUPT DRIVEN RESULT/DATA HANDLER 

; INPUTS 

TXRBUF 

TXPNT, TXFLAG 

; OUTPUTS: TXRBUF, TXPNT , 

TXFLAG 

; CALLS: 

NONE 



; DESTROYS: NOTHING 


; DESCRIPTION: TXI IS ENTERED AT A TRANSMITTER INTERRUPT. 

;ThE INTERRUPT 

:S TESTED 

BY WAY OF THE IRA BIT TO SEE 

;If A DATA TRANSFER OR RESULT COMPLETION HAS OCCURED. 

; FOR DATA TRANSFERS (IRA 

=0) , THE DATA IS OBTAINED FROM 

| ; A BUFFER LOCATION POINTED AT BY TXPNT. FOR COMPLETION, | 

; (IRA=1) , THE RESULTS ARE READ AND PLACED AT A RESULT 

; BUFFER 

POINTED 

AT BY TXRBUF, AND THE TXFLAG IS SET 

; TO INDICATE TO 

THE MAIN 

PROGRAM THAT A OPERATION IS 

.•COMPLETE. TX OPERATIONS 

HAVE ONLY ONE RESULT. 

; DATA TRANSFER 

INSTRUCTIONS ARE DENOTED BY (*). THESE 

; MAYBE 

REMOVED 

BY USERS 

USING DMA. 

TXI: 

PUSH 

H 

SAVE HL 


PUSH 

PSW 

SAVE PSW 


IN 

STAT73 

(*) READ 8273 STATUS 


ANI 

TXIRA 

(*) TEST TXIRA BIT 


JZ 

TXI2 

(*) IF 0, DATA TRANSFER 


IN 

TXIR73 

1, THEN READ TXIR 


LHLD 

TXRBUF 

GET RESULT BUFFER POINTER 


MOV 

M,A 

STORE RESULT IN BUFFER 


INX 

H 

BUMP RESULT POINTER 


SHLD 

TXRBUF 

RESTORE RESULT POINTER 


MVI 

A, 01H 

SET TXFLAG TO SHOW COMPLETION 


STA 

TXFLAG 

SET FLAG 

TXI1: 

POP 

PSW 

RESTORE PSW 


POP 

H 

RESTORE HL 


El 

.-ENABLE 

INTERRUPTS 


RET 

;DONE 


TXI 2: 

LHLD 

TXPNT 

; {*) GET DATA POINTER 


MOV 

A,M 

J (*) GET DATA FROM BUFFER 


OUT 

TXDATA 

; (*) OUTPUT TO 8273 VIA TXDACK 


INX 

H 

; (*) BUMP DATA POINTER 


SHLD 

TXPNT 

t (*) RESTORE POINTER 


JMP 

TXI 1 

s (*) Return after restore 
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Figure 22. Interrupt-Driven Result 
Handlers with Non-DMA Data Transfers 


need the lines where the IRA bit is tested for zero. 
(These lines are denoted by an asterisk in the comments 
column.) Note that the INT bit is used to determine 
when all results have been read. All results must be 
read. Otherwise, the INT bit (and pin) will remain high 
and further interrupts may be missed. These routines 


place the results in a result buffer pointed at by 
RCRBUF and TxRBUF. 

A typical result handler for systems utilizing polling is 
shown in Figure 23. Data transfers are also handled by 
this routine. This routine utilizes the routines of Figure 
22 to handle the results. 


At this point, the reader should have a good conceptual 
feel about how the 8273 operates. It is now time for the 
particulars of each command to be discussed. 


.•FUNCTION: POLOP 


; INPUTS 

: NONE 



; OUTPUTS: C=0 

(NO STATUS) , =1 (RX COMPLETION) , 

; *2 

(TX COMPLETION) 

=3 (BOTH) 

; CALLS: 

TXI, RXI 


.•DESTROYS: B,C 



; DESCRIPTION: 

POLOP IS 

CALLED TO POLL THE 8273 FOR 

; DATA TRANSFERS AND COMPLETION RESULTS. THE 

.•ROUTINES TXI 

AND RXI ARE USED FOR THE ACTUAL 

.•TRANSFERS AND 

BUFFER WORK. POLOP RETURNS 

;ThE STATUS OF 

THEIR ACTION. 

POLOP : 

PUSh 

PSW 

.•SAVE PSW 


MVI 

C.00H 

.•CLEAR C 

POLOP I: 

IN 

STAT73 

.•READ 8273 STATUS 


ANI 

INT 

; ARE TXINT OR RXINT SET? 


JZ 

PEXIT 

;NO, EXIT 


IN 

STAT7 3 

.-READ 8273 STATUS 


ANI 

RXINT 

.•TEST RX INT 


JNZ 

RXIC 

; YES, GO SERVICE RX 


CALL 

TXI 

.•MUST BE TX, GO SERVICE IT 


LDA 

TXFLAG 

;GET TX FLAG 


CPI 

01H 

.-WAS IT A COMPLETION? (01) 


JNZ 

PEXIT 

;NO, SO JUST EXIT 


INR 

C 

; YES, UPDATE C 


INR 

C 



JMP 

POLO PI 

.•TRY AGAIN 

RXIC: 

CALL 

RXI 

;GO SERVICE RX 


LDA 

RXFLAG 

.-GET RX FLAG 


CPI 

. 01H 

; WAS IT A COMPLETION? (01) 


JNZ 

PEXIT 

;NO, SO JUST EXIT 


INR 

C 

; YES , UPDATE C 


JMP 

POLOP1 

;TRY AGAIN 

PEXIT: 

POP 

PSW 

.•RESTORE PSW 


RET 

; RETURN WITH COMP. STATUS IN C 
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Figure 23. Polling Result Handler 


8273 COMMAND DESCRIPTION 

In this section, each command is discussed in detail. In 
order to shorten the notation, please refer to the com- 
mand key in Table 1. The 8273 utilizes five different 
command types: Initialization/Configuration, Receive, 
Transmit, Reset, and Modem Control. 


Table 1. Command Summary Key 


Bo, B-| 

— LSB and MSB of Receive Buffer Length 

Ro> F*1 

— LSB and MSB of Received Frame Length 

L 0 , Li 

— LSB and MSB of Transmit Frame Length 

Ai, A 2 

—Match Addresses for Selective Receive 

RIC 

— Receiver Interrupt Result Code 

TIC 

— Transmitter Interrupt Result Code 

A 

— Address Field of Received Frame 

C 

— Control Field of Received Frame 
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initiaiization/Configuration Commands 

The Initialization/Configuration commands manipu- 
late registers internal to the 8273 that define the various 
operating modes. These commands either set or reset 
specified bits in the registers depending on the type of 
command. One parameter is required. Set commands 
perform a logical OR operation of the parameter 
(mask) and the internal register. This mask contains Is 
where register bits are to be set. A “0” in the mask 
causes no change in the corresponding register bit. Re- 
set commands perform a logical AND operation of the 
parameter (mask) and the internal register, i.e., the 
mask is “0” to reset a register bit and a “1” to cause no 
change. Before presenting the commands, the register 
bit definitions are discussed. 


Operating Mode Register (Figure 24) 

Dy-Dg: Not Used — These bits must not be manipulat- 
ed by any command; i.e., D7-D6 must be 0 
for the Set command and 1 for the Reset com- 
mand. 

D5: HDLC Abort — When this bit is set, the 8273 

will interrupt when 7 1s (HDLC Abort) are 
received by an active receiver. When reset, an 
SDLC Abort (8 Is) will cause an interrupt. 

D4: EOP Interrupt — Reception of an EOP charac- 

ter (0 followed by 7 Is) will cause the 8273 to 
interrupt the CPU when this bit is set. Loop 
controller stations use this mode as a signal 
that a polling frame has completed the loop. 
No EOP interrupt is generated when this bit is 
reset. 

D3: Early Tx Interrupt — This bit specifies when 

the transmitter should generate an end of 
frame interrupt. If this bit is set, an interrupt is 
generated when the last data character has 
been passed to the 8273. If the user software 
issues another transmit command within two 
byte times, the final flag interrupt does not oc- 
cur and the new frame is transmitted with 
only one flag of separation. If this restriction is 
not met, more than one flag will separate the 
frames and a frame complete interrupt is gen- 
erated after the closing flag. If the bit is reset, 
only the frame complete interrupt occurs. This 
bit, when set, allows a single flag to separate 
consecutive frames. 

D2: Buffered Address and Control — When set, the 

address and control fields of received frames 
are buffered in the 8273 and passed to the 
CPU as results after a received frame interrupt 
(they are not transferred to memory with the 
information Field). On transmit, the A and C 
fields are passed to the 8273 as parameters. 
This mode simplifies buffer management. 
When this bit is reset, the A and C fields are 


passed to and from memory as the first two 
data transfers. 

Dp Preframe Sync — When set, the 8273 prefaces 
each transmitted frame with two characters 
before the opening flag. These two characters 
provide 16 transitions to allow synchroniza- 
tion of the opposing receiver. To guarantee 16 
transitions, the two characters are 55H-55H 
for non-NRZI mode (see Serial I/O Register 
description) or 00H-00H for NRZI mode. 
When reset, no preframe characters are trans- 
mitted. 

Dq: Flag Stream — When set, the transmitter will 

start sending flag characters as soon as it is 
idle; i.e., immediately if idle when the com- 
mand is issued or after a transmission if the 
transmitter is active when this bit is set. When 
reset, the transmitter starts sending Idle char- 
acters on the next character boundary if idle 
already, or at the end of a transmission if ac- 
tive. 



Serial I/O Mode Register (Figure 25) 

D7-D3: Not Used — These bits must be 0 for the Set 
command and 1 for the Reset command. 

D2: Data Loopback — When set, transmitted data 

(TxD) is internally routed to the receive data 
circuitry. When reset, TxD and RxD are inde- 
pendent. 

Dp Clock Lo opbac k — When set, TxG is internally 

routed to RxC. When reset, the clocks are in- 
dependent. 

Dq: NRZI (Non-Return to Zero Inverted — When 

set, the 8273 assumes the received data is 
NRZI encoded, and NRZI encodes the trans- 
mitted data. When reset, the received and 
transmitted data are treated as a normal posi- 
tive logic bit stream. 


Data Transfer Mode Register 
(Figure 26) 

D7-DP Not Used — These bits must be 0 for the Set 
command and 1 for the Reset command. 
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Dq: Interrupt Data Transfer — When set, the 8273 

will interrupt the CPU when data transfers are 
required (the corresponding IRA Status regis- 
ter bit will be 0 to signify a data transfer inter- 
rupt rather than a Result phase interrupt). 
When reset, 8273 data transfers are performed 
through DMA requests on the DRQ pins 
without interrupting the CPU. 


D7 Dft D5 D4 D3 D 2 Dt Do 

txixixixixi.~m 


ZJZT 

[1 

I NRZI MODE 

CLOCK LOOPBACK 

DATA LOOPBACK 
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Figure 25. Serial I/O Mode Register 


°7 d 6 d 5 d 4 °3 °2 D 1 DO 


INTERRUPT DATA TRANSFERS 
NOT USED — DO NOT CHANGE 


611001-23 


Figure 26. Data Transfer Mode Register 


One Bit Delay Register (Figure 27) 

D7: One Bit Delay — When set, the 8273 retrans- 

mits the received data stream one bit delayed. 
This mode is entered and exited at a received 
character boundary. When reset, the transmit- 
ted and received data are independent. This 
mode is utilized for loop operation and is dis- 
cussed in a later section. 

Dg-Dq: Not Used — These bit must be 0 for the Set 
command and 1 for the Reset command. 


°7 06 °5 O4 D3 D2 D-) Dq 


1 IXlXJXlXlXlXlXl 

m 

1 1 1 




NOT USED - DO NOT CHANGE 
ONE BIT DELAY ENABLE 
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Figure 27. One Bit Delay Mode Register 


Figure 28 shows the Set and Reset commands associat- 
ed with the above registers. The mask which sets or 
resets the desired bits is treated as a single parameter. 
These commands do not interrupt nor provide results 
during the Result phase. After reset, the 8273 defaults 
to all of these bits reset. 


Register 

Command 

Hex 

Code 

Parameter 

One Bit Delay 
Mode 

Set 

A4 

Set Mask 

Reset 

64 

Reset Mask 

Data Transfer 
Mode 

Set 

97 

Set Mask 

Reset 

57 

Reset Mask 

Operating Mode 

Set 

91 

Set Mask 

Reset 

51 

Reset Mask 

Serial I/O Mode 

Set 

A0 

Set Mask 

Reset 

60 

Reset Mask 


Figure 28. Initiaiization/Configuration 
Command Summary 


Receive Commands 

The 8273 supports three receive commands plus a re- 
ceiver disable function. 


General Receive 

When commanded to General Receive, the 8273 passes 
all frames either to memory (DMA mode) or to the 
CPU (non-DMA mode) regardless of the contents of 
the frame’s address field. This command is used for 
primary and loop controller stations. Two parameters 
are required: Bq and Bp These parameters are the LSB 
and MSB of the receiver buffer size. Giving the 8273 
this extra information alleviates the CPU of the burden 
of checking for buffer overflow. The 8273 will interrupt 
the CPU if the received frame attempts to overfill the 
allotted buffer space. 


Selective Receive 

In Selective Receive, two additional parameters besides 
Bq and Bj are required: A\ and A2. These parameters 
are two address match bytes. When commanded to Se- 
lective Receive, the 8273 passes to memory or the CPU 
only those frames having an address field matching ei- 
ther A) or A2. This command is usually used for sec- 
ondary stations with A) being the secondary address 
and A2 is the “All Parties” address. If only one match 
byte is needed, A] and A2 should be equal. As in Gen- 
eral Receive, the 8273 counts the incoming data bytes 
and interrupts the CPU if Bq, Bj is exceeded. 


Selective Loop Receive 

This command is very similar in operation to Selective 
Receive except that One Bit Delay mode must be set 
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and that the loop is captured by placing transmitter in 
Flag Stream mode automatically after an EOP charac- 
ter is detected following a selectively received frame. 
The details of using the 8273 in loop configurations is 
discussed in a later section so please hold questions un- 
til then. 

The handling of interrupt results is common among the 
three commands. When a frame i s rec eived without er- 
ror, i.e., the FCS is correct and CD (Carrier Detect) 
was active throughout the frame or no attempt was 
made to overfill the buffer; the 8273 interrupts the CPU 
following the closing flag to pass the completion re- 
sults. These results, in order, are the receiver interrupt 
result code (RIC), and the byte length of the informa- 
tion field of the received frame (Ro, Ri). If Buffered 
mode is selected, the address and control fields are 
passed as two additional results. If Buffered mode is not 
selected, the address and control fields are passed as the 


first two data transfers and Rq, Ri reflect the informa- 
tion field length plus two. 

Receive Disable 

The receiver may also be disabled using the Receive 
Disable command. This command terminates any re- 
ceive operation immediately. No parameters are re- 
quired and no results are returned. 

The details for the Receive command are shown in Fig- 
ure 29. The interrupt result code key is shown in Figure 
30. Some explanation of these result codes is appropri- 
ate. 

The interrupt result code is the first byte passed to the 
CPU in the Rxl/R register during the Result phase. 
Bits D 4 -D 0 define the cause of the receiver interrupt. 
Since each result code has specific implications, they 
are discussed separately below. 


Command 

Hex 

Code 

Parameters 

Results* 

Rxl/R 

General Receive 

CO 

Bo, B-| 

RIC, Rq.Ri.A.C 

Selective Receive 

Cl 

Bo, B-j, A-j, A2 

RIC, R 0 , R-i, A, C 

Selective Loop Receive 

C2 

Bo, Bi, A-j, A2 

RIC, R 0 , R^A, C 

Disable Receiver 

C 5 

None 

None 


’NOTE: 

A and C are passed as results only in buffered mode. 

Figure 29. Receiver Command Summary 


RIC 

D 7 -D 0 

Receiver Interrupt Result Code 

Rx Status 
After INT 

* 00000 

Ai Match or General Receive 

Active 

* 00001 

A 2 Match 

Active 

000 00011 

CRC Error 

Active 

000 00100 

Abort Detected 

Active 

000 00101 

Idle Detected 

Disabled 

000 00110 

EOP Detected 

Disabled 

000 00111 

Frame < 32 Bits 

Active 

000 01000 

DMA Overrun 

Disabled 

000 01001 

Memory Buffer Overflow 

Disabled 

000 01010 

Carrier Detect Failure 

Disabled 

000 01011 

Receiver Interrupt Overrun 

Disabled 

*d 7 -d 5 

Partial Byte Received 


111 

All 8 Bits of Last Byte 


000 

Do 


100 

D-i-Do 


010 

D 2 -Do 


110 

D3-D0 


001 

D4-D0 


101 

D5-D0 


011 

De-Do 



Figure 30. Receiver Interrupt Result Codes (RIC) 
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The first two result codes result from the error-free re- 
ception of a frame. If the frame is received correctly 
after a General Receive command, the first result is 
returned. If either Selective Receive command was used 
(normal or loop), a match with A\ generates the first 
result code and a match with A 2 generates the second. 
In either case, the receiver remains active after the in- 
terrupt; however, the internal buffer size counters are 
not reset. That is, if the receive command indicated 100 
bytes were allocated to the receive buffer (Bo, Bj) and 
an 80-byte frame was received correctly, the maximum 
next frame size that could be received without recom- 
manding the receiver (resetting Bq and Bj) is 20 bytes. 
Thus, it is common practice to recommand the receiver 
after each frame reception. DMA and/or memory 
pointers are usually updated at this time. (Note that 
users who do not wish to take advantage of the 8273 ’s 
buffer management features may simply use Bq, Bi = 
OFFH for each receive command. Then frames of 65K 
bytes may be received without buffer overflow errors.) 

The third result code is a CRC error. This indicates 
that a frame was received in the correct format (flags, 
etc.); however, the received FCS did not check with the 
internally generated FCS. The frame should be discard- 
ed. The receiver remains active. (Do not forget that 
even though an error condition has been detected, all 
frame information up until that error has either been 
transferred to memory or passed to the CPU. This in- 
formation should be invalidated. This applies to all re- 
ceiver error conditions.) Note that the FCS, either 
transmitted or received, is never available to the CPU. 

The Abort Detect result occurs whenever the receiver 
sees either an SDLC (8 Is) or an HDLC (7 Is), depend- 
ing on the Operating Mode register. However, the in- 
tervening Abort character between a closing flag and an 
Idle does not generate an interrupt. If an Abort charac- 
ter (seen by an active receiver within a frame) is not 
preceded by a flag and is followed by an idle, an inter- 
rupt will be generated for the Abort, followed by an 
Idle interrupt one character time later. The Idle Detect 
result occurs whenever 15 consecutive Is are received. 
After the Abort Detect interrupt, the receiver remains 
active. After the Idle Detect interrupt, the receiver is 
disabled and must be recommanded before further 
frames may be received. 

If the EOP Interrupt bit is set in the Operating Mode 
register, the EOP Detect result is returned whenever an 
EOP character is received. The receiver is disabled, so 
the Idle following the EOP does not generate an Idle 
Detect interrupt. 

The minimum number of bits in a valid frame between 
the flags is 32. Fewer than 32 bits indicates an error. If 
Buffered mode is selected, such frames are ignored, i.e., 
no data transfers or interrupts are generated. In non- 
Buffered mode, a < 32-bit frame generates an interrupt 


with the < 32-bit frame result since data transfers may 
already have disturbed the 8257 or interrupt handler. 
The receiver remains active. 


The DMA Overrun results from the DMA controller 
being too s low in extracting data from the 8273, i.e., the 
RxDACK signal is not returned before the next re- 
ceived byte is ready for transfer. The receiver is dis- 
abled if this error condition occurs. 

The Memory Buffer Overflow result occurs when the 
number of received bytes exceeds the receiver buffer 
length supplied by the Bq and Bj parameters in the 
receive command. The receiver is disabled. 

The Carrier Detect Failure result occurs when the CD 
pin goes high (inactive) during reception of a frame. 
The CD pin is used to qualify reception and must be 
ac tive by the time the address fiel d sta rts to be received. 
If CD is lost during the frame, a CD Failure interrupt 
is generated and the receiver is disabled. No interrupt is 
generated if CD goes inactive between frames. 

If a condition occurs requiring an interrupt be generat- 
ed before the CPU has finished reading the previous 
interrupt results, the second interrupt is generated after 
the current Result phase is complete (the RxINT pin 
and status bit go low then high). However, the inter- 
rupt result for this second interrupt will be a Receive 
Interrupt Overrun. The actual cause of the second in- 
terrupt is lost. One case where this may occur is at the 
end of a received frame where the line goes idle. The 
8273 generates a received frame interrupt after the clos- 
ing flag and then 15 -bit times later, generates an Idle 
Detect interrupt. If the interrupt service routine is slow 
in reading the first interrupt’s results, the internal 
Rxl/R register still contains result information when 
the Idle Detect interrupt occurs. Rather than wiping 
out the previous results, the 8273 adds a Receive Inter- 
rupt Overrun result as an extra result. If the system’s 
interrupt structure is such that the second interrupt is 
not acknowledged (interrupts are still disabled from the 
first interrupt), the Receive Interrupt Overrun result is 
read as an extra result, after those from the first inter- 
rupt. If the second interrupt is serviced, the Receive 
Interrupt Overrun is returned as a single result. (Note 
that the INT pins supply the necessary transitions to 
support a Programmable Interrupt Controller such as 
the Intel 8259. Each interrupt generates a positive-go- 
ing edge on the appropriate INT pin and the high level 
is held until the interrupt is completely serviced.) Ip 
general, it is possible to have interrupts occurring at 
one character time intervals. Thus the interrupt han- 
dling software must have at least that much response 
and service time. 

The occurrence of Receive Interrupt Overruns is an in- 
dication of marginal software design; the system’s inter- 
rupt response and servicing time is not sufficient for the 


2-316 



AP-36 


irtef 


data rates being attempted. It is advisable to configure 
the interrupt handling software to simply read the in- 
terrupt results, place them into a buffer, and clear the 
interrupt as quickly as possible. The software can then 
examine the buffer for new results at its leisure, and 
take appropriate action. This can easily be accom- 
plished by using a result buffer flag that indicates when 
new results are available. The interrupt handler sets the 
flag and the main program resets it once the results are 
retrieved. 

Both SDLC and HDLC allow frames which are of arbi- 
trary length (>32 bits). The 8273 handles this N-bit 
reception through the high order bits (D7-D5) of the 
result code. These bits code the number of valid re- 
ceived bits in the last received information field byte. 
This coding is shown in Figure 30. The high order bits 
of the received partial byte are indeterminate. [The ad- 
dress, control, and information fields are transmitted 
least significant bit (Aq) first. The FCS is -complement- 
ed and transmitted most significant bit first.] 


Transmit Commands 

The 8273 transmitter is supported by three Transmit 
commands and three corresponding Abort commands. 


Transmit Frame 

The Transmit Frame command simply transmits a 
frame. Four parameters are required when Buffered 
mode is selected and two when it is not. In either case, 
the first two parameters are the least and the most sig- 
nificant bytes of the desired frame length (Lq, Li). In 
Buffered mode, Lq and Li equal the length in bytes of 
the desired information field, while in the non-Buffered 
mode, Lq and Li must be specified at the information 
field length plus two. (Lq and Li specify the number of 
data transfers to be performed.) In Buffered mode, the 
address and control fields are presented to the transmit- 
ter as the third and fourth parameters respectively. In 
non-Buffered mode, the A and C fields must be passed 
as the first two data transfers. 

When the Trans mit Frame command is issued, the 
8273 makes RTS (Request- to-Send) act ive ( pin low) if 
it was not already. It then waits until CTS (Clear-to- 
Send) goes active (pin low) before starting the frame. If 
the Preframe Sync bit in the Operating Mode register is 
set, the transmitter prefaces two characters (16 tran- 
sitions) before the opening flag. If the Flag Stream bit is 
set in the Operating Mode register, the frame (including 
Preframe Sync if selected) is started on a flag boundary. 
Otherwise the frame starts on a character boundary. 

At the end of the frame, the transmitter interrupts the 
CPU (the interrupt results are discussed shortly) and 


returns to either Idle or Flag Stream, depending o n the 
Flag Stream bit of the Operating Mode register. If RTS 
was active before the transmit command, the 8273 does 
not change it. If it was inactive, the 8273 will deactivate 
it within one character time. 


Loop Transmit 

Loop Transmit is similar to Frame Transmit (the pa- 
rameter definition is the same). But since it deals with 
loop configurations, One Bit Delay mode must be se- 
lected. 


If the transmitter is not in Flag Stream mode when this 
command is issued, the transmitter waits until after a 
received EOP character has been converted to a flag 
(this is done automatically) before transmitting. (The 
one bit delay is, of course, suspended during transmit.) 
If the transmitter is already in Flag Stream mode as a 
result of a selectively received frame during a Selective 
Loop Receive command, transmission will begin at the 
next flag boundary for Buffered mode or at the third 
flag boundary for non-Buffered mode. This discrepancy 
is to allow time for enough data transfers to occur to fill 
up the internal transmit buffer. At the end of a Loop 
Transmit, the One Bit Delay mode is re-entered and the 
flag stream mode is reset. More detailed loop operation 
is covered later. 



Transmit Transparent 

The Transmit Transparent command enables the 8273 
to transmit a block of raw data. This data is without 
SDLC protocol, i.e., no zero bit insertion, flags, or 
FCS. Thus it is possible to construct and transmit a Bi- 
Sync message for front-end processor switching or to 
construct and transmit an SDLC message with incor- 
rect FCS for diagnostic purposes. Only the Lq and Li 
parameters are used since there are not fields in this 
mode. (The 8273 does not support a Receive Transpar- 
ent command.) 


Abort Commands 

Each of the above transmit commands has an associat- 
ed Abort command. The Abort Frame Transmit com- 
mand causes the transmitter to send eight contiguous 
ones (no zero bit insertion) immediately and then revert 
to either idle or flag streaming based on the Flag 
Stream bit. (The 8 Is as an Abort character is compati- 
ble with both SDLC and HDLC.) 

For Loop Transmit, the Abort Loop Transmit com- 
mand causes the transmitter to send one flag and then 
revert to one bit delay. Loop protocol depends upon 
FCS errors to detect aborted frames. 
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The Abort Transmit Transparent simply causes the 
transmitter to revert to either idles or flags as a func- 
tion of the Flag Stream mode specified. 

The Abort commands require no parameters, however, 
they do generate an interrupt and return a result when 
complete. 

A summary of the Transmit commands is shown in 
Figure 31. Figure 32 shows the various transmit inter- 
rupt result codes. As in the receiver operation, the 
transmitter generates interrupts based on either good 
completion of an operation or an error condition to 
start the Result phase. 

The Early Transmit Interrupt result occurs after the 
last data transfer to the 8273 if the Early Transmit In- 
terrupt bit is set in the Operating Mode register. If the 
8273 is commanded to transmit again within two char- 
acter times, a single flag will separate the frames. (Buff- 
ered mode must be used for a single flag to separate the 
frames. If non-Buffered mode is selected, three flags 
will separate the frames.) If this time constraint is not 
met, another interrupt is generated and multiple flags 
or idles will separate the frames. The second interrupt 
is the normal Frame Transmit Complete interrupt. The 
Frame Transmit Complete result occurs at the closing 
flag to signify a good completion. 

The DMA Underrun result is analogous to the DMA 
Overrun result in the receiver. Since SDLC does not 


support intraframe time fill, if the DMA controller or 
CPU does not supply the data in time, the frame must 
be aborted. The action taken by the transmitter on this 
error is automatic. It aborts the frame just as if an 
Abort command had been issued. 

Clear-to-Send Error result is generated if CTS goes in- 
active during a frame transmission. The frame is abort- 
ed as above. 

The Abort Complete result is self-explanatory. Please 
note however that no Abort Complete interrupt is gen- 
erated when an automatic abort occurs. The next com- 
mand type consists of only one command. 


Reset Command 

The Reset command provides a software reset function 
for the 8273, It is a special case and does not utilize the 
normal command interface. The reset facility is provid- 
ed in the Test Mode register. The 8273 is reset by sim- 
ply outputting a 01 H followed by a 00H to the Test 
Mode register. Writing the 01 followed by the 00 mim- 
icks the action required by the hardware reset. Since 
the 8273 requires time to process the reset internally, at 
least 10 cycles of the cf>CLK clock must occur between 
the writing of the 01 and the 00. The action taken is the 
same as if a hardware reset is performed, namely: 

1) The modem control outputs are forced high inactive. 


Command 

Hex 

Code 

Parameters* 

Results 

Txl/R 

Transmit Frame 

C8 

Lo, M, A, C 

TIC i 

Abort 

CC 

None 

TIC 

Loop Transmit 

CA 

L 0 , L-| , A, C 

TiC 

Abort 

CE 

None 

TIC 

Transmit Transparent 

CO 

Lo, L-| 

TIC 

Abort 

CD 

None 

TIC 


♦NOTE: 

A and C are passed as parameters in buffered mode only. 

Figure 31. Transmitter Command Summary 


RIC 

D7-D0 

Transmitter Interrupt 
Result Code 

Tx Status 
after INT 

000 01100 

Early Tx Interrupt 

Active 

000 01101 

Frame Tx Complete 

Idle or Flags 

000 01110 

DMA.Underrun 

Abort 

000 01111 

Clear to Send Error 

Abort 

000 10000 

Abort Complete 

Idle or Flags 


Figure 32. Transmitter Interrupt Result Codes 
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2) The 8273 Status register is cleared. 

3) Any commands in progress cease. 

4) The 8273 enters an idle state until the next command 
is issued. 

Modem Control Commands 

The modem control ports were discussed earlier in the 
Hardware section. The commands used to manipulate 
these ports are shown in Figure 33. The Read Port A 
and Read Port B commands are immediate. The bit 
definition for the returned byte is shown in Figures 13 
and 14. Do not forget that the returned value represents 
the logical condition of the pin, i.e., pin active (low) = 
bit set. 

The Set and Reset Port B commands are similar to the 
Initialization commands in that they use a mask pa- 
rameter which defines the bits to be changed. Set Port 
B utilizes a logical OR mask and Reset Port B uses a 
logical AND mask. Setting a bit makes the pin active 
(low). Resetting the bit deactivates the pin (high). 

To help clarify the numerous timing relationships that 
occur and their consequences, Figures 34 and 35 are 
provided as an illustration of several typical sequences. 
It . is suggested that the reader go over these diagrams 
and re-read the appropriate part of the previous sec- 
tions if necessary. 


HDLC CONSIDERATIONS 

The 8273 supports HDLC as well as SDLC. Let’s dis- 
cuss how the 8273 handles the three basic HDLC/ 
SDLC differences: extended addressing, extended con- 
trol, and the 7 Is Abort character. 

Recalling Figure 4a, HDLC supports an address field 
of indefinite length. The actual amount of extension 
used is determined by the least significant bit of the 
characters immediately following the opening flag. If 
the LSB is 0, more address field bytes follow. If the 
LSB is 1, this byte is the final address field byte. Soft- 
ware must be used to determine this extension. 


If non-Buffered mode is used, the A, C, and I fields are 
in memory. The software must examine the initial char- 
acters to find the extent of the address field. If Buffered 
mode is used, the characters corresponding to the 
SDLC A and C fields are transferred to the CPU as 
interrupt results. Buffered mode assumes the two char- 
acters following the opening flag are to be transferred 
as interrupt results regardless of content or meaning. 
(The 8273 does not know whether it is being used in an 
SDLC or an HDLC environment.) In SDLC, these 
characters are necessarily the A and C field bytes, how- 
ever in HDLC, their meaning may change depending 
on the amount of extension used. The software must 
recognize this and examine the transferred results as 
possible address field extensions. 

Frames may still be selectively received as is needed for 
secondary stations. The Selective Receive command is 
still used. This command qualifies a frame reception on 
the first byte following the opening flag matching either 
of the Ai or A 2 match byte parameters. While this does 
not allow qualification over the complete range of 
HDLC addresses, it does perform a qualification on the 
first address byte. The remaining address field bytes, if 
any, are then examined via software to completely qual- 
ify the frame. 

Once the extent of the address field is found, the follow- 
ing bytes form the control field. The same LSB test 
used for the address field is applied to these bytes to 
determine the control field extension, up to two bytes 
maximum. The remaining frame bytes in memory rep- 
resent the information field. 

The Abort character difference is handled in the Oper- 
ating Mode register. If the HDLC Abort Enable bit is 
set, the reception of seven contiguous ones by an active 
receiver will generate an Abort Detect interrupt rather 
than eight ones. (Note that both the HDLC Abort En- 
able bit and the EOP Interrupt bit must not be set 
simultaneously.) 

Now let’s move on to the SDLC loop configuration 
discussion. 


Port 

Command 

Hex 

Code 

Parameter 

Reg 

Result 

A Input 

Read 

22 

None 

Port Value 


Read 

23 

None 

Port Value 

B Output 

Set 

A3 

Set Mask 

None 


Reset 

63 

Reset Mask 

None 


Figure 33. Modem Control Command Summary 
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Figure 34. Sample Receiver Timing Diagrams 


LOOP CONFIGURATION 

Aside from use in the normal data link applications, the 
8273 is extremely attractive in loop configuration due 
to the special frame-level loop commands and the Digi- 
tal Phase Locked Loop. Toward this end, this section 
details the hardware and software considerations when 
using the 8273 in a loop application. 

The loop configuration offers a simple, low-cost solu- 
tion for systems with multiple stations within a small 
physical location, i.e., retail stores and banks. There are 
two primary reasons to consider a loop configuration. 
The interconnect cost is lower for a loop over a multi- 
point configuration since only one twisted pair or fiber 
optic cable is used. (The loop configuration does not 
support the passing of distinct clock signals from sta- 
tion to station.) In addition, loop stations do not need 
the intelligence of a multi-point station since the loop 


protocol is simpler. The most difficult aspects of loop 
station design are clock recovery and implementation 
of one bit delay (both are handled neatly by the 8273). 

Figure 36 illustrates a typical loop configuration with 
one controller and two down-loop secondaries. Each 
station must derive its own data timing from the re- 
ceived data stream. R ecalli ng o ur ea rlier discussion of 
the DPL L, notic e that TxC and RxC clocks are provid- 
ed by the DPLL output. The only clock required in the 
secondaries is a simple, non-synchronized clock at 32 
times the desired baud rate. The controller requires 
both 32 X and 1 X clocks. (The 1 X is usually imple- 
mented by dividing the 32 X clock with a 5-bit divider. 
However, there is no synchronism requirement between 
these clocks so any convenient implementation may be 
used.) 
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Figure 35. Sample Transmitter Timing Diagrams 
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Figure 36. SDLC Loop Application 

A quick review of loop protocol is appropriate. All 
communication on the loop is controlled by the loop 
controller. When the controller wishes to allow the sec- 
ondaries to transmit, it sends a polling frame (the con- 
trol field contains a poll code) followed by an EOP 
(End-of-Poll) character. The secondaries use the EOP 
character to capture the loop and insert a response 
frame as will be discussed shortly. 

The secondaries normally operate in the repeater mode, 
retransmitting received data with one bit time of delay. 
All received frames are repeated. The secondary uses 
the one bit time of delay to capture the loop. 

When the loop is idle (no frames), the controller trans- 
mits continuous flag characters. This keeps transitions 
on the loop for the sake of down-loop phase locked 
loops. When the controller has a non-polling frame to 
transmit, it simply transmits the frame and continues to 
send flags. The non-polling frame is then repeated 
around the loop and the controller receives it to signify 
a complete traversal of the loop. At the particular sec- 
ondary addressed by the frame, the data is transferred 
to memory while being repeated. Other secondaries 
simply repeat it. 


If the controller wants to poll the secondaries, it trans- 
mits a polling frame followed by all Is (no zero bit 
insertion). The final zero of the closing frame plus the 
first seven Is form an EOP. While repeating, the secon- 
daries monitor their incoming line for an EOP. When 
an EOP is received, the secondary checks if it has any 
response for the controller. If not, it simply continues 
repeating. If the secondary has a response, it changes 
the seventh EOP one into a zero (the one bit time of 
delay allows time for this) and repeats it, forming a flag 
for the down-loop stations. After this flag is transmit- 
ted, the secondary terminates its repeater function and 
inserts its response frame (with multiple preceding flags 
if necessary). After the closing flag of the response, the 
secondary re-enters its repeater function, repeating the 
up-loop controller Is. Notice that the final zero of the 
response’s closing flag plus the repeated Is from the 
controller form a new EOP for the next down-loop sec- 
ondary. This new EOP allows the next secondary to 
insert a response if it desires. This gives each secondary 
a chance to respond. 

Back at the controller, after the polling frame has been 
transmitted and the continuous Is started, the control- 
ler waits until it receives an EOP. Receiving an EOP 
signifies to the controller that the original frame has 
propagated around the loop followed by any responses 
inserted by the secondaries. At this point, the controller 
may either send flags to idle the loop or transmit the 
next frame. Let’s assume that the loop is implemented 
completely with the 8273s and describe the command 
flows for a typical controller and secondary. 

The loop controller is initialized with commands which 
specify that the NRZI, Preframe Sync, Flag Stream, 
and EOP Interrupt modes are set. Thus, the controller 
encodes and decodes all data using NRZI format. Pre- 
frame Sync mode specifies that all transmitted frames 
be prefaced with 16 line transitions. This ensures that 
the minimum of 12 transitions needed by the DPLL to 
lock after an all Is line has occurred by the time the 
secondary sees a frame’s opening flag. Setting the Flag 
Stream mode starts the transmitter sending flags which 
idles the loop. And the EOP Interrupt mode specifies 
that the controller processor will be interrupted when- 
ever the active receiver sees an EOP, indicating the 
completion of a poll cycle. 

When the controller wishes to transmit a non-polling 
frame, it simply executes a Frame Transmit command. 
Since the Flag Stream mode is set, no EOP is formed 
after the closing flag. When a polling frame is to be 
transmitted, a General Receive command is executed 
first. This enables the receiver and allows reception of 
all incoming frames; namely, the original polling frame 
plus any response frames inserted by the secondaries. 
After the General Receive command, the frame is 
transmitted with a Frame Transmit command. When 
the frame is complete, a transmitter interrupt is gener- 
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ated. The loop controller processor uses this interrupt 
to reset Flag Stream mode. This causes the transmitter 
to start sending all Is. An EOP is formed by the last 
flag and the first 7 Is. This completes the loop control- 
ler transmit sequence. 


At any time following the start of the polling frame 
transmission the loop controller receiver will start re- 
ceiving frames. (The exact time difference depends, of 
course, on the number of down-loop secondaries due to 
each inserting one bit time of delay.) The first received 
frame is simply the original polling frame. However, 
any additional frames are those inserted by the secon- 
daries. The loop controller processor knows all frames 
have been received when it sees an EOP Interrupt. This 
interrupt is generated by the 8273 since the EOP Inter- 
rupt mode was set during initialization. At this point, 
the transmitter may be commanded either to enter Flag 
Stream mode, idling the loop, or to transmit the next 
frame. A flowchart of this sequence is shown in Figure 
37. 
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Figure 37. Loop Controller Flowchart 


The secondaries are initialized with the NRZI and One 
Bit Delay modes set. This puts the 8273 into the repeat- 
er mode with the transmitter repeating the received 
data with one bit time of delay. Since a loop station 
cannot transmit until it sees an EOP character, any 
transmit command is queued until an EOP is received. 
Thus whenever the secondary wishes to transmit a re- 
sponse, a Loop Transmit command is issued. The 8273 
then waits until it receives an EOP. At this point, the 
receiver changes the EOP into a flag, repeats it, resets 
One Bit Delay mode stopping the repeater function, 
and sets the transmitter into Flag Stream mode. This 
captures the loop. The transmitter now inserts its mes- 
sage. At the closing flag, Flag Stream mode is reset, and 
One Bit Delay mode is set, returning the 8273 to re- 
peater function and forming an EOP for the next down- 
loop station. These actions happen automatically after a 
Loop Transmit command is issued. 

When the secondary wants its receiver enabled, a Selec- 
tive Loop Receive command is issued. The receiver 
then looks for a frame having a match in the Address 
field. Once such a frame is received, repeated, and 
transferred to memory, the secondary’s processor is in- 
terrupted with the appropriate Match interrupt result 
and the 8273 continues with the repeater function until 
an EOP is received, at which point the loop is captured 
as above. The processor should use the interrupt to de- 
termine if it has a message for the controller. If it does, 
it simply issues a Loop Transmit command and things 
progress as above. If the processor has no message, the 
software must reset the Flag Stream mode bit in the 
Operating Mode register. This will inhibit the 8273 
from capturing the loop at the EOP. (The match frame 
and the EOP may be separated in time by several 
frames depending on how many up-loop stations insert- 
ed messages of their own.) If the timing is such that the 
receiver has already captured the loop when the Flag 
Stream mode bit is reset, the mode is exited on a flag 
boundary and the frame just appears to have extra clos- 
ing flags before the EOP. Notice that the 8273 handles 
the queuing of the transmit commands and the setting 
and resetting of the mode bits automatically. Figure 38 
illustrates the major points of the secondary command 
sequence. 
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Figure 33. Loop Secondary Flowchart 


When an off-line secondary wishes to come on-line, it 
must do so in a manner which does not disturb data on 
the loop. Figure 39 shows a typical hardware interface. 
The line labeled Port could be one of the 8273 Port B 
outputs and is assumed to be high (1) initially. Thus up- 
loop data is simply passed down-loop with no delay; 
however, the receiver may still monitor data on the 
loop. To come on-line, the secondary is initialized with 
only the EOP Interrupt mode set. The up-loop data is 
then monitored until an EOP occurs. At this point, the 
secondary’s CPU is interrupted with an EOP interrupt. 
This signals the CPU to set One Bit Delay mode in the 
8273 and then to set Port low (active). These actions 
switch the secondary’s one bit delay into the loop. Since 
after the EOP only Is are traversing the loop, no loop 
disturbance occurs. The secondary now waits for the 
next EOP, captures the loop, and inserts a “new on- 
line’’ message. This signals the controller that a new 
secondary exists and must be acknowledged. After the 
secondary receives its acknowledgement, the normal 
command flow is used. 


It is hopefully evident from the above discussion that 
the 8273 offers a very simple and easy to implement 
solution for designing loop stations whether they are 
controllers or down-loop secondaries. 



APPLICATION EXAMPLE 

This section describes the hardware and software of the 
8273/8085 system used to verify the 8273 implementa- 
tion of SDLC on an actual IBM SDLC Link. This IBM 
link was gratefully volunteered by Raytheon Data Sys- 
tems in Norwood, Mass, and I wish to thank them for 
their generous cooperation. The IBM system consisted 
of a 370 Mainframe, a 3705 Communications Proces- 
sor, and a 3271 Terminal Controller. A Comlink II 
Modem supplied the modem interface and all commu- 
nications took place at 4800 baud. In addition to ob- 
serving correct responses, a Spectron D601B Datascope 
was used to verify the data exchanges. A block diagram 
of the system is shown in Figure 40. The actual verifica- 
tion was accomplished by the 8273 system receiving 
and responding to polls from the 3705. This method 
was used on both point-to-point and multi-point config- 
urations. No attempt was made to implement any high- 
er protocol software over that of the poll and poll 
responses since such software would not affect the veri- 
fication of the 8273 implementation. As testimony to 
the ease of use of the 8273, the system worked on the 
first try. 


3705 

COMM. 

PROCESSOR 


MODEM MODEM | *-> 3271 


I 
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Figure 40. Raytheon Block Diagram 


An SDK-85 (System Design Kit) was used as the core 
8085 system. This system provides up to 4K bytes of 
ROM/EPROM, 512 bytes of RAM, 76 I/O pins, plus 
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two timers as provided in two 8755 Combination 
EPROM/I/O devices and two 8155 Combination 
RAM/I/O/Timer devices. In addition, 5 interrupt in- 
puts are supplied on the 8085. The address, data, and 
control buses are buffered by the 8212 and 8216 latches 
and bidirectional bus drivers. Although it was not used 
in this application, an 8279 Display Driver/Keyboard 
Encoder is included to interface the on-board display 
and keyboard. A block diagram of the SDK-85 is 
shown in Figure 41. The 8273 and associated circuitry 
was constructed on the ample wire-wrap area provided 
for the user. 

The example 8237/8085 system is interrupt-driven and 
uses DMA for all data transfers supervised by an 8257 
DMA Controller. A 2400 baud asynchronous line, im- 
plemented with an 8251 A US ART, provides communi- 
cation between the software and the user. 8253 Pro- 
grammable Interval Timer is used to supply the baud 
rate clocks for the 8251 A and 8273. (The 8273 baud 
rate clocks were used only during initial system debug. 
In actual operation, the modem supplied these clocks 
via the RS-232 interface.) Two 2142 IK x 4 RAMs 
provided 512 bytes of transmitter and 512 bytes of re- 
ceiver buffer memory. (Command and result buffers, 


plus miscellaneous variables are stored in the 8155s.) 
The RS-232 interface utilized MC1488 and MC1489 
RS-232 drivers and receivers. The schematic of the sys- 
tem is shown in Figure 42. 

One detail to note is the DMA and interrupt structure 
of the transmit and receive channels. In both cases, the 
receiver is always given the higher priority (8257 DMA 
channel 0 has priority over the remaining channels and 
the 8085 RST 7.5 interrupt input has priority over the 
RST 6.5 input.) Although the choice is arbitrary, this 
technique minimizes the chance that received data 
could be lost due to other processor or DMA commit- 
ments. 

Also note that only one 8205 Decoder is used for both 
peripheral and memory Chip Select. This was done to 
eliminate separate memory and I/O decoders since it 
was known beforehand that neither address space 
would be completely filled. 

The 4 MHz crystal and 8224 Clock Generator were 
used only to verify that the 8273 operates correctly at 
that maximum spec speed. In a normal system, the 
3.072 MHz clock from the 8085 would be sufficient. 
(This fact was verified during initial checkout.) 


Figure 41. SDK-85 Functional Block Diagram 












Figure 42. 8273/SDK-85 System 
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The software consists of the normal monitor program 
supplied with the SDK-85 and a program to input com- 
mands to the 8273 and to display results. The SDK- 8 5 
monitor allows the user to read and write on-board 
RAM, start execution at any memory location, to sin- 
gle-step through a program, and to examine any of the 
808 5’s internal registers. The monitor drives either the 
on-board keyboard/LED display or a serial TTY inter- 
face. This monitor was modified slightly in order to use 
the 8251 A with a 2400 baud CRT as opposed to the 
110 baud normally used. The 8273 program imple- 
ments monitor-like user interface. 8273 commands are 
entered by a two-character code followed by any pa- 
rameters required by that command. When 8273 inter- 
rupts occur, the source of the interrupt is displayed 
along with any results associated with it. To gain a 
flavor of how the user/program interface operates, a 
sample output is shown in Figure 43. The 8273 pro- 
gram prompt character is a “-’’ and user inputs are 
underlined. 

The “SO 05” implements the Set Operating Mode com- 
mand with a parameter of 05H. This sets the Buffer and 
Flag Stream modes. “SS 01” sets the 8273 in NRZI 
mode using the Set Serial I/O Mode command. The 
next command specifies General Receiver with a re- 
ceiver *buffer size of 0100H bytes (Bq = 00, Bj = 01). 
The “TF” command causes the 8273 to transmit a 
frame containing an address field of C2H and control 
field of 11H. The information field is 001122. The 
“TF” command has a special format. The Lq and Lj 
parameters are computed from the number of informa- 
tion field bytes entered. 

After the TF command is entered, the 8273 transmits 
the frame (assuming that the modem protocol is ob- 
served). After the closing flag, the 8273 interrupts the 
8085. The 8085 reads the interrupt results and places 
them in a buffer. The software examines this buffer for 
new results and if new results exist, the source of the 
interrupt is displayed along with the results. 

In this example, the 0DH result indicates a Frame 
Complete interrupt. There is only one result for a trans- 
mitter interrupt, the interrupt’s trailing zero results 
were included to simplify programming. 

The next event is a frame reception. The interrupt re- 
sults are displayed in the order read from the 8273. The 
E0H indicates a General Receive interrupt with the last 
byte of the information field received on an 8-bit 
boundary. The 03 00 (Rq, Ri) results show that there 
are 3H bytes of information field received. The remain- 
ing two results indicate that the received frame had a 
C2H address field and a 34H control field. The 3 bytes 
of information field are displayed on the next line. 



Figures 44 through 51 show the flowcharts used for the 
8273 program development. The actual program listing 
is included as Appendix A. Figure 44 is the main status 
poll loop. After all devices are initialized and a prompt 
character displayed, a loop is entered at LOOPIT. This 
loop checks for a change of status in the result buffer or 
if a keyboard character has been received by the 825 1 
or if a poll frame has been received. If any of these 
conditions are met, the program branches to the appro- 
priate routine. Otherwise, the loop is traversed again. 

The result buffer is implemented as a 255-byte circular 
buffer with two pointers: CNADR and LDADR. 
CNADR is the console pointer. It points to the next 
result to be displayed. LDADR is the load pointer. It 
points to the next empty position in the buffer into 
which the interrupt handler places the next result. The 
same buffer is used for both transmitter and receiver 
results. LOOPIT examines these pointers to detect 
when CNADR is not equal to LDADR indicating that 
the buffer contains results which have not been dis- 
played. When this occurs, the program branches to the 
DISPLY routine. 

DISPLY determines the source of the undisplayed re- 
sults by testing the first result. This first result is not 
necessarily the interrupt result code. If this result is 
0CH or greater, the result is from a transmitter inter- 
rupt. Otherwise it is from a receiver source. The source 
of the result code is then displayed on the console along 
with the next four results from the buffer. If the source 
was a transmitter interrupt, the routine merely repoints 
the pointer CNADR and returns to LOOPIT. For a 
receiver source, the receiver data buffer is displayed in 
addition to the receiver interrupt results before return- 
ing to LOOPIT. 
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Figure 44. Main Status Poll Loop 


Figure 46. GETCMD Subroutine 
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Figure 45. DISPLY Subroutine 
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Figure 47. TF Subroutine 
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Figure 48. TxPOL Subroutine 
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Figure 49. COMM Subroutine with 
Command Buffer Format 



If the result buffer pointers indicate an empty buffer, 
the 8251 A is polled for a keyboard character. If the 
8251 has a character, GETCMD is called. There the 
character is read and checked if legal. Illegal characters 
simply cause a reprompt. Legal characters indicate the 
start of a command input. Most commands are orga- 
nized as two characters signifying the command action; 
i.e., GR — General Receive. The software recognizes the 
two character command code and takes the appropriate 
action. For non-Transmit type commands, the hex 
equivalent of the command is placed in the C register 
and the number of parameters associated with that 
command is placed in the B register. The program then 
branches to the COMM routine. 

The COMM routine builds the command buffer by 
reading the required number of parameters from the 
keyboard and placing them at the buffer pointed at by 
CMDBUF. The routine at COMM2 then issues this 
command buffer to the 8273. 

If a Transmit type command is specified, the command 
buffer is set up similarly to the COMM routine; howev- 
er, since the information field data is entered from the 
keyboard, an intermediate routine, TF, is called. TF 
loads the transmit data buffer pointed at by TxBUF. It 
counts the number of data bytes entered and loads this 
number into the command buffer as Lq, Lj. The com- 
mand is then issued to the 8273 by jumping to 
CMDOUT. 

One command does not directly result in a command 
being issued to the 8273. This command, Z, operates a 
software flip-flop which selects whether the software 
will respond automatically to received polling frames. 
If the Poll-Response mode is selected, the prompt char- 
acter is changed to a * + ’. If a frame is received which 
contains a prearranged poll control field, the memory 
location POLIN is made nonzero by the receiver inter- 
rupt handler. LOOPIT examines this location and if it 
is nonzero, causes a branch to the TxPOL routine. The 
TxPOL routine clears POLIN, sets a pointer to a spe- 
cial command buffer at CMDBUF 1, and issues the 
command by way of the COMM2 entry in the COMM 
routine. The special command buffer contains the ap- 
propriate response frame for the poll frame received. 
These actions only occur when the Z command has 
changed the prompt to a ‘ + ’. If the prompt is normal 
‘ — polling frames are displayed as normal frames and 
no response is transmitted. The Poll-Response mode 
was used during the IBM tests. 


Figure 50. Txl (Transmitter Interrupt) Routine 
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Figure 51. Rxl (Receiver Interrupt) Routine 


The final two software routines are the transmitter and 
receiver interrupt handlers. The transmit interrupt han- 
dler, Txl, simply saves the registers on the stack and 
checks if loading the result buffer will fill it. If the re- 
sult buffer will overfill, the program is exited and con- 
trol is passed to the SDK-85 monitor. If not, the results 
are read from the Txl/R register and placed in the 
result buffer at LDADR. The DMA pointers are then 
reset, the registers restored, and interrupts enabled. Ex- 
ecution then returns to the pre-interrupt location. 


The receiver interrupt handler, Rxl, is only slightly 
more complex. As in Txl, the registers are saved and 
the possibility of overfilling the result buffer is exam- 
ined. If the result buffer is not full, the results are read 
from Rxl/R and placed in the buffer. At this point the 
prompt character is examined to see if the Poll-Re- 
sponse mode is selected. If so, the control field is com- 
pared with two possible polling control fields. If there is 
a match, the special command buffer is loaded and the 
poll indicator, POLIN, is made nonzero. If no match 
occurred, no action is taken. Finally, the receiver DMA 
buffer pointers are reset, the processor status restored, 
and interrupts are enabled. The RET instruction re- 
turns execution to the pre-interrupt location. 



This completes the discussion of the 8273/8085 system 
design. 


CONCLUSION 

This application note has covered the 8273 in some de- 
tail. The simple and low cost loop configuration was 
explored and an 8273/8085 system was presented as a 
sample design illustrating the DMA/interrupt-driven 
interface. It is hoped that the major features of the 
8273, namely the frame-level command structure and 
the Digital Phase Locked Loop, have been shown to be 
a valuable asset in an SDLC system design. 
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APPENDIX A 


ASM88 :F1:RAYT73. SRC 


i MACRO ASSEMBLER, X198 


MODULE PAGE 1 


LOC OBJ 

SEQ 

SOURCE STATEMENT 



i INOPAGING MOD85 NOCOND 


ww 

2 TRUE 

EQU 09H 

; 00 FOR RAYTHEON 


3 ; 


;FF FOR SELF-TEST 

0000 

4 TRUE1 

EQU 00H 

; 00 FOR NORMAL RESPONSE 


5 i 


, FF FOR LOOP RESPONSE 

0000 

6 DEM 

EQU 00H 

i 00 FOR NO DEMO 


7 ; 


; FF FOR DEMO 


GENERAL 8273 MONITOR WITH RAYTHEON POLL MODE ADDED 


COMMAND SUPPORTED ARE: RS - RESET SERIAL I/O MODE 
SS - SET SERIAL I/O MODE 
RO - RESET OPERATING MODE 
SO - SET OPERATING MODE 
RD - RECEIVER DISABLE 
GR - GENERAL RECEIVE 
SR - SELECTIVE RECEIVE 
TF - TRANSMIT FRAME 
AF - ABORT FRAME 
SP - SET PORT B 
RP - RESET PORT B 

RB - RESET 8NE BIT DELAY (PAR = 7F> 
SB - SET ONE BIT DELAY (PAR = 88) 

SL - SELECTIVE LOOP RECEIVE 
TL - TRANSMIT LOOP 
Z - CHANGE MODES FLIP/FLOP 


'SET' COMMANDS IMPLEMENT LOGICAL 'OR' FUNCTIONS 
"RESET'' COMMANDS IMPLEMENT LOGICAL "AND" FUNCTIONS 


BUFFERED MODE MUST BE SELECTED WHEN SELECTIVE RECEIVE IS USED. 

COMMAND FORMAT IS. "COMMAND (2 LTRS)" "PAR. #1" 'PAR. #2" ETC. 

THE TRANSMIT FRAME COMMAND FORMAT IS: "TF" "A" "C" "BUFFER CONTENTS". 
NO LENGTH COUNT IS NEEDED. BUFFER CONTENTS IS ENDED WITH A CR. 


WHEN POLLED MODE IS SELECTED (DENOTED BY A '+" PROMPT), IF 
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inter 



56 ; 


A SNRM-P OR RR(0)-P IS RECEIVED, A RESPONSE FRAME OF N5A-F 



57 : 


OR RR<8)-F IS TRANSMITTED. OTHER COMMANDS OPERATE NORMALLV. 



62 ; 












64 i 






65 ;8273 EQUATES 





66 ; 





0090 

67 STAT73 

EQU 

90H 

; STATUS REGISTER 


0090 

68 C0MH73 

EQU 

90H 

i COMMAND REGISTER 


0091 

69 PARM73 

EQU 

91H 

; PARAMETER REGISTER 


0091 

70 RESL73 

EQU 

91H 

; RESULT REGISTER 


0092 

71 TXIR73 

EQU 

92H 

; TX INTERRUPT RESULT REGISTER 


0093 

72 RXIR73 

EQU 

93H 

; RX INTERRUPT RESULT REGISTER 


0092 

73 TEST73 

EQU 

92H 

; TEST MODE REGISTER 


0020 

74 CPBF 

EQU 

20H 

i PARAMETER BUFFER FULL BIT 


0004 

75 TXINT 

EQU 

04H 

;TX INTERRUPT BIT IN STATUS REGISTER 


0008 

76 RXINT 

EQU 

88H 

;RX INTERRUPT BIT IN STATUS REGISTER 


0081 

77 TXIRfl 

EQU 

01H 

, TX INT RESULT AVAILABLE BIT 


0002 

78 RXIRA 

79 ; 

EQU 

02H 

, RX INT RESULT AVAILABLE BIT 



88 ; 8253 EQUATES 





81 ; 



1 


0096 

82 HOOE53 

EQU 

9BH 

; 8253 MODE WORD REGISTER 


809C 

83 CNT053 

EQU 

9CH 

; COUNTER 0 REGISTER 


009D 

84 CNT153 

EQU 

9DH 

; COUNTER 1 REGISTER 


089E 

85 CNT253 

EQU 

9EH 

i COUNTER 2 REGISTER 


000C 

36 COBR 

EQU 

000CH 

; CONSOLE BAUD RATE (2400) 


0036 

87 MDCNT8 

EQU 

36H 

;HOOE FOR COUNTER 0 


0086 

88 MDCNT2 

EQU 

0B6H 

; MODE FOR COUNTER 2 


2817 

89 LKBR1 

EQU 

2017H 

i 8273 BAUD RATE LSB ADR 


2018 

98 LKBR2 
91 i 

EQU 

2018H 

; 8273 BAUD RATE MSB ADR 



92 ;BAUD RATE TABLE: 

BAUD RATE LKBR1 LKBR2 



93 J 



********* ***** ***** 



94 ; 



9600 2E 08 



95 ; 



4800 5C 00 



96 ; 



2400 B9 80 



97 ; 



1200 72 01 



98 ; 



600 E5 02 



99 ; 



300 C9 05 



100 ; 






101 > 






102 ; 8257 EQUATES 





103 ; 





0008 

104 NQ0E57 

EQU 

0A8H 

; 8257 MODE PORT 


00fl0 

185 CH8ADR 

EQU 

ryiAij 

;CH0 (RX) ADR REGISTER 


0001 

106 CH0TC 

EQU 

0A1H 

;CH0 TERMINAL COUNT REGISTER 


0002 

107 CH1AOR 

EQU 

0A2H 

i CHI (TX) ADR REGISTER 


0003 

188 CH1TC 

EQU 

0A3H 

; cm TERMINAL COUNT REGISTER 


0008 

109 STRT57 

EQU 

0A8H 

; STATUS REGISTER 


8280 

110 RXBUF 

EQU 

8200H 

; RX BUFFER START ADDRESS 


8000 

111 TXBUF 

EQU 

8000H 

i TX BUFFER START ADDRESS 


0962 

112 DRDHA 

EQU 

62H 

; DISABLE RX DMA CHANNEL TX STILL ON 


41FF 

113 RXTC 

EQU 

41FFH 

i TERMINAL COUNT AND MODE FOR RX CHANNEL 


8063 

114 ENDHA 

EQU 

63H 

i ENABLE BOTH TX AND RX CHANNELS-EXT. Wt TX STOP 


0061 

115 DTDMA 

EQU 

61H 

; DISABLE TX DMA CHANNEL RX STILL ON 


81FF 

116 TXTC 

117 ; 

EQU 

81FFH 

; TERMINAL COUNT AND MODE FOR TX CHANNEL 
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0889 

0889 

0688 

0888 

00CE 

0027 

0002 


061F 

05F8 

075E 

05BB 

0SEB 

06C7 


20C0 

0003 

0008 

2800 

2820 

0000 

2004 

20CE 

2010 

2013 

2880 

0093 

0011 

0073 

0811 

2015 

2016 
2027 


118 ;8251A EQUATES 

119 ; 


120 CNTL51 

EQU 

89H 

CONTROL WORD REGISTER 

121 STflTSl 

EQU 

89H 

; STATUS REGISTER 

122 TXD51 

EQU 

88H 

; TX DATA REGISTER 

123 RXD51 

EQU 

88H 

;RX DATA REGISTER 

124 M0E51 

EQU 

0CEH 

MODE 16X, 2 STOP, NO PARITY 

125 CMD51 

EQU 

27H 

; COMMAND, ENABLE TX4RX 

126 RDV 

EQU 

02H 

;RXRDY BIT 

127 i 




128 ; MONITOR SUBROUTINE EQUATES 

129 ; 




130 GETCH 

EQU 

061FH 

; GET CHR FROM KEYBOARD, ASCII IN CH 

131 ECHO 

EQU 

05F8H 

;ECHO CHR TO DISPLAY 

132 VALDG 

EQU 

075EH 

; CHECK IF VALID DIGIT, CARRY SET IF VALID 

133 CNVBN 

EQU 

05BBH 

i CONVERTS ASCII TO HEX 

134 CRLF 

EQU 

05EBH 

; DISPLAY CR, HENCE LF TOO 

135 NMOUT 

EQU 

86C7H 

; CONVERT BYTE TO 2 ASCII CHR AND DISPLAY 

136 i 




137 i HISC EQUATES 



138 i 




139 STKSRT 

EQU 

20C0H 

; STACK START 

140 CNTLC 

EQU 

03H 

;CNTL-C EQUIVALENT 

141 MONTOR 

EQU 

0008H 

i MONITOR 

142 CMDBUF 

EQU 

2000H 

; START OF COMMAND BUFFER 

143 CNDBF1 

EQU 

2020H 

; POLL MODE SPECIAL TX COMMAND BUFFER 

144 CR 

EQU 

0OH 

i ASCII CR 

145 LF 

EQU 

BAH 

; ASCI I LF 

146 RST75 

EQU 

2804H 

,RST7.5 JUMP ADDRESS 

147 RST65 

EQU 

20CEH 

;RST6.5 JUMP ADDRESS 

148 LDAOR 

EQU , 

2010H 

i RESULT BUFFER LOAD POINTER 5T0RAGE 

149 CNADR 

EQU 

2013H 

; RESULT BUFFER CONSOLE POINTER STORAGE 

150 RESBUF 

EQU 

2800H 

j RESULT BUFFER START - 255 BYTES 

151 SNRHP 

EQU 

93H 

; SNRM-P CONTROL CODE 

152 RR0P 

EQU 

11H 

;RR(0)-P CONTROL CODE 

153 NSAF 

EQU 

73H 

iNSA-F CONTROL CODE 

154 RR0F 

EQU 

11H 

;RR(0)-F CONTROL CODE 

155 PRHPT 

EQU 

2015H 

; PRHPT STORAGE 

156 POLIN 

EQU 

2016H 

;PXL MODE SELECTION INDICATOR 

157 DEMODE 

EQU 

2027H 

i DEMO MODE INDICATOR 


161 

A CO 



lbd 

163 

164 

RAM STORAGE DEFINITIONS: 

165 

LOC 

DEF 

166 

— 

— 

167 

2000-200F 

COMMAND BUFFER 

168 

2010-2011 

RESULT BUFFER LOAD POINTER 

169 

2013-2014 

RESULT BUFFER CONSOLE POINTER 

170 

2815 

PROMPT CHARACTER STORAGE 

171 . 

2816 

POLL MODE INDICATOR 

172 

2017 

BAUD RATE LSB FOR SELF-TEST 

173 

2018 

BAUD RATE MSB FOR SELF-TEST 

177 

2019 

SPARE 

179 

2820-2026 

RESPONSE COMMAND BUFFER FOR POLL MODE 

188 

2800-28FF 

RESULT BUFFER 

181 

182 
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182 ; 






184 ; 

PROGRAM START 





185 ; 






186 ; 

INITIALIZE 8253, 8257, 8251A, 

AND RESET 8272. 



187 ; 

ALSO SET NORMAL NODE, AND PRINT SIGNON MESSAGE 



188 ; 





0300 

189 

ORG 

890H 




190 





0800 21C020 

191 START: LXI 

SP, STKSRT 

; INITIALIZE SP 


0802 3E36 

192 

MVI 

A, MOCNT0 

;8252 MODE SET 


0885 D39B 

192 

OUT 

M0DE53 

; 8253 HODE PORT 


0807 2A1720 

194 

LDA 

LKBRi 

;GET 8273 BAUD RATE LSB 


080A D29C 

195 

OUT 

CNT053 

, USING COUNTER 0 AS BAUD RATE GEN 


088C 2R1820 

196 

LDA 

LKBR2 

iGET 8273 BUAD RATE MSB 


088F D29C 

197 

OUT 

CNT053 

i COUNTER 0 


0811 CD1R0B 

198 

CALL 

RXDHA 

; INITIALIZE 8257 RX DMA CHANNEL 


0814 CD3508 

199 

CALL 

TXDNA 

I INITIALIZE 8257 TX DMA CHANNEL 


0817 2E01 

200 

MVI 

A, 01H 

; OUTPUT 1 FOaOttD BV A 0 


0819 D292 

201 

OUT 

TEST73 

; TO TEST MODE REGISTER 


081B 2E00 

202 

MVI 

A, 09H 

i TO RESET THE 8273 


081D D292 

202 

OUT 

TEST73 



08 IF 2E2D 

204 

MVI 

A, 

NORMAL MODE PROMPT CHR 


0821 221520 

205 

STA 

PRMPT 

;PUT IN STORAGE 


0824 2E00 

206 

MVI 

A, 00H 

1 TX POLL RESPONSE INDICATOR 


8826 221620 

207 

STA 

POLIN 

;0 MEANS NO SPECIAL TX. 


0829 222720 

208 

STA 

DEMODE 

; CLEAR DEMO MODE 


082C 21A30C 

212 

LXI 

H, SIGNON 

; SIGNON MESSAGE ADR 


082F CD920C 

212 

CALL 

TYMSG 

; DISPLAV SIGNON 



214 






215 . 

MONITOR USES 

JUMPS IN RAM TO DIRECT INTERRUPTS 

' 


216 





0822 21D420 

217 

LXI 

H, RST75 

; RST7. 5 JUMP LOCATION USED BV MONITOR 


0825 01000C 

218 

LXI 

B, RXI 

; ADDRESS OF RX INT ROUTINE 


9828 26C2 

219 

MVI 

M,0C2H 

LOAD / JMP / OPCODE 


082A 22 

220 

INX 

H 

; INC POINTER 


882B 71 

221 

MOV 

H,C 

;LOAD RXI LSB 


082C 22 

222 

INX 

H 

; INC POINTER 


082D 70 

222 

MOV 

M,B 

;LOAD RXI MSB 


082E 21CE20 

224 

LXI 

HR5T65 

RST6. 5 JUMP LOCATION USED BV MONITOR 


0841 01CE0C 

225 

LXI 

B, TXI 

ADDRESS OF TX INT ROUTINE 


0844 26C2 

226 

MVI 

M, 0C2H 

;LOAD 'JMP' OPCODE 


0846 22 

227 

INX 

H 

; INC POINTER 


0847 71 

228 

MOV 

M, C 

;LOAD TXI LSB 


0848 22 

229 

INX 

H 

; INC POINTER 


8849 70 

229 

MOV 

M,B 

^LOAD TXI MSB 


084R 2E18 

221 

MVI 

A, 18H 

iGET SET TO RESET INTERRUPTS 


084C 20 

232 

SIM 


; RESET INTERRUPTS 


084D FB 

222 

El 


j ENABLE INTERRUPTS 



234 






225 

INITIALIZE BUFER POINTER 




236 






227 





084E 210028 

228 

LXI 

HRESBUF 

; SET RESULT BUFFER POINTERS 


8851 221220 

229 

5HLD 

CNADR 

; RESULT CONSOLE POINTER 


0854 221920 

240 

SHLD 

LDADR 

j RESULT LOAD POINTER 



241 . 






242 i 

MAIN PROGRAM LOOP - CHECKS FOR CHANGE IN RESULT POINTERS, USART STATUS, 



243 i 

OR POLL STATUS 
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iny 


8857 CDEB05 

244 • 

245 CMOREC: C8LL 

CRLF 

0ISPL8V CR 

0858 381520 

246 

LOR 

PRMPT 

GET CURRENT PROMPT CHR 

0850 4F 

247 

MOV 

C,8 

MOVE TO C 

085E CDF805 

248 

C8LL 

ECHO 

0ISPL8V IT 

0861 201320 

249 LOOPIT: LHLO 

CN8DR 

GET CONSOLE POINTER 

0864 7D 

250 

MOV 

8, L 

S8VE POINTER LSB 

8865 281020 

251 

LHLO 

LD8DR 

GET LORD POINTER 

0868 BD 

252 

CMP 

L 

SOME LSB? 

0869 C23908 

253 

JNZ 

OISPV 

NQ, RESULTS NEED 0ISPL8VING 

086C DB89 

259 

IN 

ST8T51 

YES, CHECK KEYBOARD 

086E E602 

268 

ONI 

ROV 

CHR RECEIVED? 

0870 C27D08 

261 

JNZ 

GETCMD 

MUST BE CHR 50 GO GET IT 

0873 381620 

262 

LOO 

POLIN 

GET POLL MODE ST8TUS 

0876 87 

263 

8N8 

8 

IS IT 0? 

0877 C24C09 

264 

JNZ 

TXPOL 

NO, THEN POLL OCCURRED 

0878 C36108 

265 

JMP 

LOOPIT 

YES, TRY 8G8IN 

087D CD1F06 

266 

267 

268 

269 

270 

271 

COMMAND RECOGNIZER ROUTINE 
BETCMD: COLL GETCH 

GET CHR 

0880 COF805 

272 

COLL 

ECHO 

ECHO IT 

0883 79 

273 

MOV 

8,C 

SETUP FOR COMPARE 

0884 FE52 

274 

CPI 

/ R / 

R? 

0886 C88F08 

275 

JZ 

RDHN 

GET MORE 

0889 FE53 

276 

CPI 

'S' 

S? 

0888 C8D708 

277 

JZ 

sown 

GET MORE 

888E FE47 

278 

CPI 

'G' 

G? 

0898 C8FF08 

279 

JZ 

GOWN 

GET MORE 

0893 FE54 

280 

CPI 

'V 

T? 

0895 C80E09 

281 

JZ 

TOWN 

GET MORE 

0898 FE41 

282 

CPI 

'8' 

8? 

8898 C82209 

283 

JZ 

8DWN 

GET MORE 

0890 FE58 

284 

CPI 

'V 

Z? 

089F C03109 

285 

JZ 

CMOOE 

YES, GO CHANGE MODE 

0882 FE03 

290 

CPI 

CNTLC 

CNTL-C? 

0884 C80808 

291 

JZ 

MONTOR 

EXIT TO MONITOR 

0887 0E3F 

292 ILLEG: MVI 

Ci '■?' 

PRINT ? 

0889 COF805 

293 

CRLL 

ECHO 

DISPLAY IT 

088C C35708 

294 

JMP 

CMOREC 

LOOP FOR COMMAND 

088F CO1F06 

295 

296 RDUN: CALL 

GETCH 

GET NEXT CHR 

0882 COF805 

297 

COLL 

ECHO 

ECHO IT 

0885 79 

298 

MOV 

8iC 

SETUP FOR COMPARE 

08B6 FE4F 

299 

CPI 

'O' 

0? 

0888 C85D09 

300 

JZ 

ROCMD 

RO COMMAND 

0888 FE53 

301 

CPI 

'S' 

S? 

0880 C86709 

302 

JZ 

RSCMO 

RS COMMAND 

08C0 FE44 

303 

CPI 

"O' 

0? 

08C2 C87109 

304 

JZ 

ROCMD 

RD COMMAND 

08C5FE50 

305 

CPI 

'?' 

P? 

08C7 C8O809 

306 

JZ 

RPCMD 

RP COMMAND 

08C8 FE52 

307 

CPI 

'R' 

R? 

08CC C80008 

388 

JZ 

5T8RT 

START OVER 

08CF FE42 

389 

CPI 

'B' 

B? 

0801 C87B09 

318 

JZ 

RBCMD 

RB COMMAND 
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08D4 C3R708 

311 

JMP 

ILLEG 

; ILLEGAL TRV AGAIN 


312 




08D7 CD1F06 

313 SDWN: 

C.8LL 

GETCH 

; GET NEXT CHR 

08DR CDF885 

314 

CALL 

ECHO 

; ECHO IT 

08OD 78 

315 

MOV 

A, B 

; SETUP FOR COMPARE 

08OE FE4F 

316 

CPI 

'O' 

j 0? 

08E0 CRR689 

317 

JZ 

SOCHD 

i SO COMMAND 

08E3 FE53 

318 

CPI 

'S' 

iS? 

08E5 CAB009 

319 

JZ 

SSCMD 

;5S COMMAND 

08E8 FE52 

320 

CPI 

'R' 

;R? 

08ER CABA09 

321 

JZ 

SRCMD 

;SR COMMAND 

08ED FE50 

322 

CPI 


;P? 

08EF CAE209 

323 

JZ 

5PCMD 

;SP COMMAND 

08F2 FE42 

324 

CPI 

'B' 

;B? 

08F4 CA8509 

325 

JZ 

SBCMD 

i SB COMMAND 

08F7 FE4C 

326 

CPI 

'V 

' ;L? 

08F9 CA8F09 

327 

JZ 

SLCMD 

J SL COMMAND 

08FC C3A788 

328 

JMP 

ILLEG 

i ILLEGAL. TRV AGAIN 


329 




08FF CD1F06 

330 GOWN: 

CALL 

GETCH 

j GET NEXT CHR 

0902 CDF805 

331 

CRLL 

ECHO 

; ECHO IT 

0905 78 

332 

MOV 

A,B 

; SETUP FOR COMPARE 

0906 FE52 

333 

CPI 

'R' 

;R? 

0988 CRC409 

334 

JZ 

GRCW> 

,GR COMMAND 

0908 C3R708 

335 

JMP 

ILLEG 

; ILLEGAL, TRV AGAIN 


336 




090E CD1F06 

337 TDWN: 

CRLL 

GETCH 

;GET NEXT CHR 

0911 CDF885 

338 

CRLL 

ECHO 

;ECHO IT 

0914 78 

339 

MOV 

8,B 

; SETUP FOR COMPARE 

0915 FE46 

348 

CPI 

'F' 

;F? 

0917 CAEC09 

341 

JZ 

TFCMD 

;TF COMMAND 

0918 FE4C 

342 

CPI 

'L' 

ill 

091C CA9909 

343 

JZ 

TLCMD 

i TL COMMAND 

091FC3A703 

344 

JMP 

ILLEG 

i ILLEGAL, TRV AGAIN 


345 




8922 CD1F06 

346 ADWN: 

CRLL 

GETCH 

; GET NEXT CHR 

0925 CDF805 

347 

CRLL 

ECHO 

i ECHO IT 

0928 78 

348 

MOV 

R,B 

; SETUP FOR COMPARE 

0929 FE46 

349 

CPI 

. 'F' 

;F? 

092B CACE09 

350 

JZ 

RFCMD 

;AF COMMAND 

092E C3R708 

351 

JMP 

ILLEG 

£ ILLEGAL, TRV AGAIN 


352 ; 





353 ; RESET POLL MODE RESPONSE - 

CHANGE PROMPT CHR AS INDICATOR 


354 ; 




0931 F3 

355 CHODE. 

DI 


i DISABLE INTERRUPTS 

0932 381520 

356 

LDfl 

PRMPT 

; GET CURRENT PROMPT 

0935 FE2D 

357 

CPI 


; NORMAL MODE? 

0937 C24309 

358 

JNZ 

SW 

jNO, CHANGE IT 

0938 3E2B 

359 

MV I 

A,'+' 

;NEH PROMPT 

093C 321520 

360 

STR 

PRMPT 

; STORE NEW PROMPT 

093F FB 

365 

El 


; ENABLE INTERRUPTS 

0940 C35708 

366 

JMP 

CMDREC 

; RETURN TO LOOP 

0943 3E2D 

367 SW: 

HVI 

A, '-f 

;NEW PROMPT CHR 

8945 321520 

368 

STR 

PRMPT . 

; STORE IT 

0948 FB 

369 

El 


; ENABLE INTERRUPTS 

0949 C35708 

370 

JMP 

CMDREC 

i RETURN TO LOOP 


371 ; 





372 ; 
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373 ■> TRANSMIT ANSWER TO POLL SETUP 

374 j 


094C 3E00 

382 TXPOL 

MV I 

A..00H 

; CLEAR POLL INDICATOR 

094E 321620 

384 

STA 

POLIN 

; INDICATOR ADR 

0951 216108 

385 

LX I 

H/ LOOPIT 

; SETUP STACK FOR COMMAND OUTPUT 

0954 E5 

386 

PUSH 

H 

; PUT RETURN TO CMDREC ON STACK 

0955 0684 

387 

MV I 

B/04H 

;GET # OF PARAMETERS READY 

9957 212028 

388 

LX I 

H..CMDBF1 

i POINT TO SPECIAL BUFFER 

095A C3FF0A 

389 

JMP 

C0MM2 

; JUMP TO COMMAND OUTPUTER 


398 ; 

391 i 

392 ; 

393 ; COMMAND IMPLEMENTING ROUTINES 

394 ; 

395 i 

396 ;RO - RESET OPERATING MODE 

397 i 


095D 

0601 

398 R0CMD: MVI 

B, 01H 

;# OF PARAMETERS 

095F 

0E51 

399 

MVI 

C,51H 

COMMAND 

0961 

CDE50A 

400 

CALL 

COMM 

•GET PARAMETERS AND ISSUE COMMAND 

0964 

C35708 

401 

JMP 

CMDREC 

;GET NEXT COMMAND 



402 






403 

RS - RESET SERIAL I/O MODE COMMAND 



404 




0967 

0601 

405 RSCMD: MVI 

B/01H 

it OF PARAMETERS 

0969 

0E60 

406 

MVI 

C,60H 

/COMMAND 

096B 

CDE50A 

407 

CALL 

COMM 

;GET PARAMETERS AND ISSUE COMMAND 

096E 

C35708 

408 

JMP 

CMDREC 

•GET NEXT COMMAND 



409 






410 

RD - RECEIVER DISABLE COMMAND 



' 

411 




0971 

0600 

412 RDCHD: MVI 

B/00H 

;• OF PARAMETERS 

0973 

0EC5 

413 

MVI 

C,0C5H 

/COMMAND 

0975 

CDE50A 

414 

CALL 

COMM 

/ ISSUE COMMAND 

8978 

C35708 

415 

JMP 

CMDREC 

;GET NEXT COMMAND 



416 






417 

RB - RESET ONE BIT DELAY COMMAND 



418 




097B 

0601 

419 RBCND: MVI 

B/01H 

;# OF PARAMETERS 

097D 

0E64 

420 

MVI 

C/64H 

/COMMAND 

097F 

CDE50A 

421 

CALL 

COMM 

/GET PARAMETER AND ISSUE COMMAND 

0982 

C35708 

422 

JHP 

CMDREC 

;GET NEXT COMMAND 



423 






424 

SB - SET ONE 

BIT DELAY COMMAND 




425 




0985 

0601 

426 

5BCMD: MVI 

B/01H 

/I OF PARAMETERS 

0987 

0EA4 

427 

MVI 

C/0A4H 

/COMMAND 

0989 

CDE50A 

428 

CALL 

COMM 

;GET PARAMETER AND ISSUE COMMAND 

098C 

C35708 

429 

JMP 

CMDREC 

i GET NEXT COMMAND 



430 






431 

SL - SELECTIVE LOOP RECEIVE COMMAND 



432 




098F 

0604 

433 

SLCHD: MVI 

B» 04H 

;# OF PARAMETERES 

0991 

0EC2 

434 

MVI 

C,0C2H 

; COMMAND 

0993 

COE50A 

435 

CALL 

COMM 

;GET PARAMETERS AND ISSUE COMMAND 

0996 

C35708 

436 

JMP 

CMDREC 

; GET NEXT COMMAND 


437 i , 

438 i TL - TRANSMIT LOOP COMMAND 
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439 i 


0999 

210020 

440 

TLCMD: LXI 

H.CMDBUF 

099C 

0682 

441 

MV I 

B> 02H 

099E 

36CA 

442 

MV I 

M,0CAH 

09H0 

210220 

443 

LXI 

H,CHDBUF+2 

09A3 

C3F609 

444 

JHP 

FCMD1 



445 





446 

: SO - SET OPERATING MODE COMMAND 



447 

; 


89A6 

0601 

448 

SOCMD: MVI 

B, 01H 

99A8 

0E91 

449 

MV I 

Ci 91H 

09AA 

CDE50A 

450 

CALL 

COMM 

09AD 

C35708 

451 

JMP 

CMDREC 



452 

; 




453 

;SS - SET SERIAL I/O COMMAND 



454 

; 


09B0 

0601 

455 

SSCMD: MVI 

Bi 01H 

09B2 

0EA0 

456 

MVI 

C,0A0H 

09B4 

CDE50A 

457 

CALL 

COMM 

09B7 

C35788 

458 

JMP 

CMDREC 



459 

; 




468 

;SR - SELECTIVE 

RECEIVE COMMAND 



461 

; 


09BA 

0604 

462 

SRCMD: MVI 

B,04H 

0SBC 

0EC1 

463 

MVI 

Ci 0C1H 

09BE 

CDE50A 

464 

CALL 

COMM 

09C1 

C35708 

465 

JMP 

CMDREC 



466 

i 




467 

;GR - GENERAL RECEIVE COMMAND 



468 

■, 


09C4 

8662 

469 

GRCKD: MVI 

Bi02H 

09C6 

0EC0 

470 

MVI 

Ci 0C0H 

09C8 

CDE50A 

471 

CALL 

COMM 

09CB 

C35798 

472 

JMP 

CMDREC 



473 

i 




474 

iff - ABORT FRAME COMMAND 



475 

i 


09CE 

0600 

476 

AFCMD: MVI 

Bi 00H 

09D0 

0ECC 

477 

MVI 

C,0CCH 

09D2 

CDE50A 

478 

CALL 

COMM 

0905 

C35708 

479 

JMP 

CMDREC 



480 

; 




481 

; RP - RESET PORT COMMAND 



482 

; 


09D8 

0601 

483 

RPCMD: MVI 

Bi 01H 

09DA 

6E63 

484 

MVI 

Ci 63H 

09DC- 

CDE50A 

485 

CALL 

COMM 

0SDF 

C35708 

486 

JMP 

CMDREC 



487 





488 

;SP - SET PORT 

COMMAND 



489 

i 


09E2 

0601 

490 

SPCMD : MVI 

BiBlH 

09E4 

0EA3 

491 

MVI 

Ci0A3H 

09E6 

CDE50A 

492 

CALL 

COMM 

89E9 

C35798 

493 

JMP 

CMDREC 


494 ; 

495 ; TF - TRANSMIT FRAME COMMAND 

496 ; 


; SET COMMAND BUFFER POINTER 
i LORD PARAMETER COUNTER 
;LOflO COMMAND INTO BUFFER 
; POINT AT ADR AND CNTL POSITIONS 
; FINISH OFF COMMAND IN TF ROUTINE 


;# OF PARAMETERS 
; COMMAND 

; GET PARAMETER AND ISSUE COMMAND 
i GET NEXT COMMAND 


; * OF PARAMETERS 
; COMMAND 

; GET PARAMETER AND ISSUE COMMAND 
i GET NEXT COMMAND 


; * OF PARAMETERS 
; COMMAND 

; GET PARAMETERS AND ISSUE COMMAND 
; GET NEXT COMMAND 


: MO PARAMETERS 
; COMMAND 
; ISSUE COMMAND 
;GET NEXT COMMAND 


; NO PARAMETERS 
; COMMAND 
; ISSUE COMMAND 
i GET NEXT COMMAND 


; i OF PARAMETERS 
; COMMAND 

; GET PARAMETER AND ISSUE COMMAND 
; GET NEXT COMMAND 


;l OF PARAMETERS 
i COMMAND 

;GET PARAMETER AND ISSUE COMMAND 
;GET NEX COMMAND 
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09EC 210029 

497 TFCMD: LXI 

H.. CHDBUF 

SET COMMAND BUFFER POINTER 

09EF 0602 

498 

MVI 

B.02H 

LORD PARAMETER COUNTER 

09F1 36C8 

499 

MVI 

M,0C8H 

LOAD COMMAND INTO BUFFER 

09F3 210220 

500 

LXI 

HCHDBUF+2 

POINT AT ADR RND CNTL POSITIONS 

09F6 78 

501 TFCHDi: MOV 

0; B 

TEST PARAMETER COUNT 

09F7 ft? 

502 

ANA 

0 

IS IT 0? 

09F8 Cfl070fl 

503 

JZ 

TBUFL 

VESi LOAD TX DATA BUFFR 

09FB CDAD0A 

504 

C0LL 

P0RIN , 

GET PARAMETER 

09FE DAA708 

505 

JC 

ILLEG 

ILLEGAL CHR RETURNED 

0001 23 

506 

I NX 

H 

INC COMMAND BUFFER POINTER 

0082 05 

507 

DCR 

B 

DEC PARAMETER COUNTER 

0003 77 

508 

MOV 

Mi 0 

LOAD PARAMETER INTO COMMAND BUFER 

0004 C3F609 

509 

JMP 

TFCMDl 

GET NEXT PARAMETER 


510 




0007 210088 

511 TBUFL: LXI 

Hi TXBUF 

LORD TX DATA BUFER POINTER 

0000 010000 

512 

LXI 

Bi8000H 

CLEAR BC - BYTE COUNTER 

0000 C5 

513 TBUFL1: PUSH 

B 

SAVE BYTE COUNTER 

000E CD0O00 

514 

CRLL 

P0RIN 

GET DATAi ALIAS PARAMETER 

0011 D01B00 

515 

JC 

ENDCHK 

MAYBE END IF ILLEGAL 

0014 77 

516 

MOV 

Mi0 

LOAD DATA BYTE INTO BUFER 

0015 23 

517 

INX 

H 

INC BUFFER POINTER 

0016 Cl 

518 

POP 

B 

RESTORE BYTE COUNTER 

0017 03 

519 

INX 

B 

INC BYTE COUNTER 

0018 C30D00 

520 

•JMP 

TBUFLi 

GET NEXT DATA 

001B FE0O 

521 ENDCHK: CPI 

CR 

RETURNED ILLEGAL CHR CR? 

0010 C02400 

522 

JZ 

TBUFL 

YESi THEN TX BUFFER FULL 

0020 Cl 

523 

POP 

B 

RESTORE B TO SAVE STACK 

0021 C30708 

524 

JMP 

ILLEG 

ILLEGAL CHR 

0024 Cl 

525 TBUFFL: POP 

B 

RESTORE BYTE COUNTER 

0025 210120 

526 

LXI. 

HiCMDBUF+1 

POINT INTO COMMAND BUFER 

0028 71 

527 

MOV 

MiC 

STORE BYTE COUNT LSB 

0029 23 

528 

INX 

H 

INC POINTER 

0020 70 

529 

MOV 

MiB 

STORE BYTE COUNT MSB 

002B 0604 

530 

MVI 

Bi 04H 

LOAD PARAMETER COUNT INTO B 

0020 213600 

531 

LXI 

Hi TFRET 

GET RETURN ADR FOR THIS ROUTINE 

0030 C5 

532 

PUSH 

B 

PUSH ONCE 

0031 E3 

533 

XTHL 


PUT RETURN ON STACK 

0032 C5 

534 

PUSH 

B 

PUSH IT SO CMDOUT CAN USE IT 

0033 C3FB00 

535 

JMP 

CMDOUT 

ISSUE COMMAND 

0036 C35708 

536 TFRET: JMP 

CMDREC 

GET NEXT COMMAND 


537 





538 





539 

ROUTINE TO OISPL0V RESULT IN RESULT BIFFER WHEN LOAD AND CONSOLE 


540 

POINTERS ARE DIFFERENT. 



541 





542 




0039 1605 

543 DISPV: MVI 

Di85H 

D IS RESULT COUNTER 

003B 201320 

544 

LUD 

CN0OR 

GET CONSOLE POINTER 

003E E5 

545 

PUSH 

H 

SAVE IT 

003F 7E 

546 

MOV 

0i M 

GET RESULT IC 

0048 E61F 

547 

RNI 

1FH 

LIMIT TO RESULT CODE 

0042 FE8C 

548 

CPI 

0CH 

TEST IF RX OR TX SOURCE 

0044 D06200 

549 

JC 

RXSORC 

CARRY, THEN RX SOURCE 

0047 21C30C 

556 

TXSORC: LXI 

HiTXIMSG 

TX INT MESSAGE 

0040 CD920C 

551 

CALL 

TVMSG 

DISPLAY IT 

0040 El 

552 

DISPV2: POP 

H 

RESTORE CONSOLE POINTER 

004E 7E 

553 

DISPV1: MOV 

0i M 

GET RESULT 

004F CDC706 

554 

CALL 

NMOUT 

CONVERT AND DISPLAY 
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m2 0E20 

555 

MVI 

C,' 

SP CHR 

8054 CDF805 

556 

COLL 

ECHO 

DISPLAY IT 

0R57 2C 

557 

INR 

L 

INC BUFFER POINTER 

0058 15 

558 

DCR 

0 

DEC RESULT COUNTER 

0059 C24E0O 

559 

JN2 

DISPYi 

NOT DONE 

0O5C 221320 

560 

SHLD 

CNOOR 

UPDATE CONSOLE POINTER 

0fl5F C35708 

561 

JMP 

CMOREC 

RETURN TO LOOP 


562 ; 





563 ; 





564 ; RECEIVER SOURCE - OISPLOV RESULTS AND RECEVIE BUFFER CONTENTS 


565 ; 





566 ; 




0062 21B80C 

567 RXSORC: 

LXI 

HiRXIMSG 

RX INT MESSAGE ADR 

0065 CD920C 

568 

COLL 

TYMSG 

DISPLAY MESSAGE 

0068 El 

569 

POP 

H 

RESTORE CONSOLE POINTER 

0069 7E 

570 RXS1: 

MOV 

A,M 

RETRIEVE RESULT FROM BUFFER 

0060 COC706 

571 

COLL 

NMOUT 

CONVERT AND DISPLAY IT 

0060 0E20 

572 

MVI 

C,' ' 

ASCII SP 

0O6F CDF805 

573 

COLL 

ECHO 

OISPLOV IT 

0072 2C 

574 

INR 

L 

INC CONSOLE POINTER 

0073 15 

575 

DCR 

D 

DEC RESULT COUNTER 

0074 70 

576 

MOV 

0,0 

GET SET TO TEST COUNTER 

0075 FE04 

577 

CPI 

04H 

IS THE RESULT R8? 

0077 COR20O 

578 

JZ 

R0PT 

YES, GO SOVE IT 

0070 FE03 

579 

CPI 

03H 

IS THE RESULT Rl? 

0O7C CflOTBO 

580 

JZ 

RIPT 

YES, GO SAVE IT 

0O7F 07 

581 RXS2: 

ANA 

0 

TEST RESULT COUNTER 

0088 C 26 900 

582 ' 

JNZ 

RXS1 

NOT DONE YET, GET NEXT RESULT 

0083 221320 

583 

SHLD 

CNOOR 

DONE, SO UPDATE CONSOLE POINTER 

9086 CDEB05 

584 

call 

CRLF 

DISPLAY CR 

0089 210082 

585 

LXI 

H/RXBUF 

POINT RT RX BUFFER 

0O8C Cl 

586 

POP 

B 

RETRIEVE RECEIVED COUNT 

0080 78 

587 RXS3: 

MOV 

R,B 

IS COUNT 0? 

0O8E B1 

588 

ORO 

C 


0O8F C 057 88 

589 

JZ 

CMDREC 

YES, GO BOCK TO LOOP 

0092 7E 

590 

MOV 

A,M 

NO, GET CHR 

0093 C5 

591 

PUSH 

B 

SOVE BC 

0094 COC706 

592 

COLL 

NMOUT 

CONVERT AND DISPLAY CHR 

0097 0E20 

593 

MVI 

C,' ' 

ASCII SP 

0099 COF805 

594 

coa 

ECHO 

DISPLAY IT TO SEPARATE DATA 

0O9C Cl 

595 

POP 

6 

RESTORE BC 

0090 06 

596 

OCX 

8 

DEC COUNT 

0O9E 23 

597 

INX 

H 

INC POINTER 

0O9F C38D0O 

598 

JMP 

RXS3 

GET NEXT CHR 


599 




0002 4E 

608 R0PT: 

MOV 

C,M 

GET R0 FOR RESULT BUFFER 

0003 C5 

601 

PUSH 

B 

SAVE IT 

0004 C37F0O 

602 

JMP 

RXS2 

RETURN 


683 




9007 Cl 

684 RiPT: 

POP 

B 

GET R0 

0008 46 

605 

MOV 

B,M 

GET Rl FOR RESULT BUFFER 

0009 C5 

666 

PUSH 

B 

SOVE IT 

0000 C37F0O 

687 

JMP 

RXS2 



608 ; 





609 ; 





610 ; 





611 ; PARAMETER INPUT - POROMETER RETURNED IN E REGISTER 


612 ; 





2-341 



60 ; 


0A0D C5 

614 P0RIN: 

PUSH 

B 

i SAVE BC 

000E 1601 

615 

MV I 

D,01H 

; SET CHR COUNTER 

8RB0 CD1F86 

616 

C0LL 

GETCH 

; GET CHR 

mi COF805 

617 

CRLL 

ECHO 

i ECHO IT 

00B6 79 

618 

MOV 

fl,C 

i PUT CHR IN 0 

00B7 FE29 

619 

CPI 

' ' 

; SP? 

0069 C2E00R 

628 

JNZ 

PAR INI 

; NO, ILLEGAL, TRV AGAIN 

00BC CD1F06 

621 P0RIN3: 

CALL 

GETCH 

i GET CHR OF PARAMETER 

00BF CDF 805 

622 

CALL 

ECHO 

; ECHO IT 

0AC2 CD5E07 

623 

CALL 

VflLOG 

; IS IT fl VALID CHR? 

8flC5 D2E00A 

624 

JNC 

PflRINi 

i NO, TRV AGAIN 

0 flC 8 coeees 

625 

CALL 

CNVBN 

i CONVERT IT TO HE*! 

00CB 4F 

626 

MOV 

C,A 

SAVE IT IN C 

00CC 70 

627 

MOV 

0,0 

- GET CHR COUNTER 

0flCD 07 

628 

ANfl 

0 

; IS IT 0? 

00CE C0OC00 

629 

JZ 

PARIN2 

; VES, DONE WITH THIS PARAMETER 

00D1 15 

630 

OCR 

0 

; DEC CHR COUNTER 

0002 0F 

631 

XRfl 

ft 

; CLEAR CARRV 

0003 79 

632 

MOV 

A,C 

; RECOVER 1ST CHR 

00D4 17 

632 

RflL 


, ROTATE LEFT 4 PLACES 

0005 17 

634 

R0L 



0006 17 

635 

RflL 



0007 17 

636 

RflL 



0008 5F 

637 

MOV 

Lfl 

;S0VE IT IN E 

0009 C3BC00 

638 

JMP 

PARIN3 

;GET NEXT CHR 

00DC 79 

639 P0RIN2: 

MOV 

A,C 

;2ND CHR IN 0’ 

0000 B1 

640 

ORfl 

E 

; COMBINE BOTH CHRS 

00OE Cl 

641 

POP 

B 

; RESTORE BC 

00OF C9. 

642 

RET 


RETURN TO CALLING PROGRAM 

00E0 79 

643 PARIN1: 

MOV 

A,C 

i PUT ILLEGAL CHR IN A 

00E1 37 

644 

STC 


, SET CARRV AS ILLEGAL STATUS 

00E2 Cl 

645 

POP 

B 

• RESTORE BC 

00E2 C9 

646 

RET 


; RETURN TO CALLING PROGRAM 


647 ; 





648 } 





649 ; JUMP HERE IF BUFFER FULL 



650 ; 



- 

00E4 CF 

651 BUFFUL: OB 

0CFH 

;EXIT TO MONITOR 


652 ; 





653 ; 





654 ; COMMAND OISPftTCKER 



655 ; 





656 ; 




00E5 210020 

657 COMM: 

LXI 

H,CMDBUF 

; SET POINTER 

00E8 C5 

658 

PUSH 

B 

; SAVE BC 

00E9 71 

659 

MOV 

H, C 

;LOAD COMMAND INTO BUFFER 

00E0 78 

660 C0MM1: 

MOV 

fl,B 

; CHECK PARAMETER COUNTER 

00E6 07 

661 

ANA 

0 

i IS IT 0? 

00EC C0FB00 

662 

JZ 

CMDOUT 

; VES, GO ISSUE C0H1AND 

00EF CO0D00 

663 

CALL 

PflRIN 

GET PARAMETER 

00F2 000708 

664 

JC 

ILLEG 

; ILLEGAL CHR RETURNED 

00F5 23 

665 

I NX 

H 

; INC BUFFER POINTER 

00F6 85 

666 

OCR 

B 

DEC PARAMETER COUNTER 

0RF7 77 

667 

MOV 

H,0 

PARAMETER TO BUFFER 

00F8 C3E000 

668 

JMP 

C0MM1 

,:GET NEXT PARAMETER 

00FB 210028 

669 CMDOUT : LXI 

HCMOBUF 

; REPOINT POINTER 

0RFE Cl 

678 

POP 

B 

; RESTORE PARAMETER COUNT 
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0AFF DB90 

671 C0MM2: 

IN 

STAT73 

READ 8273 STATUS 

0601 07 

672 

RLC 


ROTATE CBSY INTO CARRY 

0B02 DAFF0A 

673 

JC 

C0HM2 

WAIT FOR OK 

0605 7E 

674 

MOV 

A>H 

OK, MOVE COMMAND INTO A 

0606 D390 

675 

OUT 

C0MM73 

OUTPUT COMMAND 

0688 78 

676 P6R1: 

MOV 

A; 6 

GET PARAMETER COUNT 

0609 fl7 

677 

ANA 

A 

IS IT 0? 

060R C8 

678 

RZ 


YES, DONE, RETURN 

0606 23 

679 

INX 

H 

INC COMMAND BUFFER POINTER 

0B0C 05 

688 

OCR 

B 

DEC PARAMETER COUNT 

0B0D D696 

681 P0R2: 

IN 

STAT73 

READ STATUS 

0B0F E620 

682 

ANI 

CPBF 

IS CPBF BIT SET? 

0611 C20O06 

683 

JNZ 

PAR2 

WAIT TIL ITS 0 

0614 7E 

684 

MOV 

A,M 

OK, GET PARAMETER FROM BUFFER 

0615 D391 

685 

OUT 

PARH73 

OUTPUT PARAMETER 

0617 C 30806 

686 

JMP 

PARI 

GET NEXT PARAMETER 


687 } 





688 ; 





689 } INITIALIZE 6ND ENABLE RX DMA CHANNEL 


690 ; 





691 ; 




061fl 3E62 

692 RXDHA: 

HVI 

KOROMA 

DISABLE RX DMA CHANNEL 

0B1C D3fl8 

693 

OUT 

HOOE57 

8257 MODE PORT 

661E 010682 

694 

LXI 

B,RXBUF 

RX BUFFER START ADDRESS 

0821 79 

695 

MOV 

A,C- 

RX BUFFER LSB 

0622 D3A0 

696 

OUT 

niflflThD 

WWI n/7\ 

CH8 ADR PORT 

0624 78 

697 

MOV 

fie 

RX BUFFER MSB 

0825 0260 

698 

OUT 

Lrrorlm 

CH0 ADR PORT 

8627 0iFF4i 

699 

LXI 

B,RXTC 

RX CH TEERMINAL COUNT 

0626 79 

708 

MOV 

A,C 

RX TERMINAL COUNT LSB 

0626 0361 

701 

OUT 

CH0TC 

CH0 TC PORT 

0620 78 

702 

MOV 

A*B 

RX TERMINAL COUNT MSB 

0B2E D361 

783 

OUT 

CH0TC 

CH0 TC PORT 

0630 3E63 

704 

HVI 

AiENDMA 

ENABLE DMA WORD 

0632 D368 

705 

OUT 

M0DE57 

8257 MODE PORT 

0634 C9 

706 

RET 


RETURN 


707 ; 





708 ; 





709 i INITIALIZE AND ENABLE TX DMA CHANNEL 


710 ; 





711 ; 




0635 3E61 

712 TXDMA: 

HVI 

flDTDMA 

DISABLE TX DMA CHANNEL 

0637 0368 

713 

OUT 

M0DE57 

8257 MODE PORT 

0639 010888 

714 

LXI 

BiTXBUF 

TX BUFFER START AODRESS 

063C 79 

715 

MOV 

flC 

TX BUFFER LSB 

0630 0362 

716 

OUT 

CH1ADR 

CHI ADR PORT 

082F 78 

717 

MOV 

A>B 

TX BUFFER MSB 

0640 0362 

718 

OUT 

CH1ADR 

Cm ADR PORT 

0642 01FF81 

719 TXDNA1: LXI 

B/TXTC 

TX CH TERMINAL COUNT 

0645 79 

729 

MOV 

A>C 

TX TERMINAL COUNT LSB 

0046 0363 

721 

OUT 

CWTC 

cm TC PORT 

0648 78 

722 

MOV 

flB 

TX TERMINAL COUNT MSB 

0649 0363 

723 

OUT 

CH1TC 

cm TC PORT 

0648 3E63 

724 

MVI 

A-ENDMA 

ENABLE DMA WORD 

864D 0368 

725 

OUT 

M0DE57 

8257 MODE PORT 

0B4F C9 

726 

RET 


RETURN 


727 i 





728 ; 
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729 ; INERRUPT PROCESSING SECTION 




730 ; 





0C80 

731 

ORG 

0C00H 




732 ; 






733 ; 






734 ; 

RECEIVER INTERRUPT - RST 7. 5 <LOC 3CH) 



735 ; 





0C00 E5 

736 RXI: PUSH 

H 

SAVE HL 


0C9i F5 

737 

PUSH 

PSH 

SAVE PSH 


0C02 C5 

738 

PUSH 

B 

SAVE BO 


0C03 D5 

739 

PUSH 

D 

SRVEDE 


0C04 3E62 

746 

NVI 

dDRDMA 

DISABLE RX DMA 


0C96 D3A8 

741 

OUT 

H0DE57 

8257 HODE PORT 


0C88 3E18 

742 

HVI 

di8H 

RESET RST?. 5 F/F 


0C0A 28 

743 

5IH 




0C8B 1684 

744 

HVI 

D/04H 

D IS RESULT COUNTER 


0C0D 2R1020 

745 

LHLD 

LD0DR 

GET LORD POINTER 


0C10 E5 

746 

PUSH 

H 

SAVE IT 


0C11 E5 

747 

PUSH 

H 

SAVE IT AGAIN 


0C12 45 

748 

MOV 

B,L 

SAVE LSB 


0C13 201320 

749 

LHLD 

CNHDR 

GET CONSOLE POINTER 


0C16 04 

750 RXIi: IW? 

B 

BUMP LOAD POINTER LSB 


0C17 78 

751 

MOV 

dB 

GET SET TO TEST 


0C18 BO 

752 

CMP 

L 

LOAD=CONSOLE? 


0C19 CAE40A 

753 

JZ 

BUFFUL 

YES, BUFFER FULL 


0C1C 15 

754 

OCR 

D 

DEC COUNTER 


0C1D C2168C 

755 

JNZ 

RXU 

NOT DONE, TRY AGAIN 


0C20 1605 

756 

HVI 

Di05H 

RESET COUNTER 


0C22E1 

757 

POP 

H 

RESTORE LOAD POINTER 


0C23 0690 

758 RXI2: IN 

STHT73 

READ STATUS 


0C25 E608 

759 

HNI 

RXINT 

TEST RX INT BIT 


0C27 CA390C 

760 

JZ 

RXI2 

DONE, GO FINISH UP 


0C2A 0690 

761 

IN 

STRT73 

READ STATUS AGAIN 


0C2C E602 

762 

HNI 

RXIR0 

IS RESULT READY? 


0C2E CA230C 

763 

JZ 

RXI2 

NO, TEST AGAIN 


0C21 0B93 

764 

IN 

RXIR73 

YES, READ RESULT 


0C33 77 

765 

HOV 

M,A 

STORE IN BUFFER 


0034 20 

766 

INR 

L 

INC BUFFER POINTER 


0025 15 

767 

OCR 

D 

DEO COUNTER 


0036 032300 

768 

JMP 

RXI2 

GET MORE RESULTS 


0029 7A 

769 RXI3: NOV 

dD 

GET SET TO TEST 


0020 07 

770 

0N0 

0 

ALL RESULTS? 


0C2B 004500 

771 

JZ 

RXI4 

YES, SO FINISH UP 


0C2E 3680 

772 

HVI 

H/08H 

NO, LOAD 0 TIL DONE 


0040 20 

773 

INR 

L 

BUMP POINTER 


0041 15 

774 

OCR 

D 

DEC COUNTER 


0042 C3290C 

775 

JMP 

RXI3 

GO AGAIN 


0045 221020 

776 RXI4: SHLD 

LD0DR 

UPDATE LOAD POINTER 


0048 301520 

777 

LD0 

PRHPT 

GET HODE INDICATOR 


0046 FE2D 

778 

CPI 


NORMAL HODE? 


0040 C0850C 

779 

JZ 

RXI6 

YES, CLEAN UP BEFORE RETURN 



788 






781 

POLL MODE SO CHECK CONTROL BYTE 



782 

IF CONTROL IS 0 POLL, SET UP SPECIAL TX COMHRND BUFFER 



783 

0ND RETURN HITH POLL INDICATOR NOT 0 



784 





0050 El 

785 

POP 

H 

;GET PREVIOUS LOAD ADR POINTER 


0051 7E 

796 

HOV 

A,H 

;GET IC BYTE FROM BUFFER 
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0C52 E61E 

787 

ANI 

1EH 

LOOK AT GOOD FRAME BITS 


0C54 C2890C 

788 

JNZ 

RXI5 

IF NOT 0, INTERRUPT HASN'T FROM A GOOD FRAME 


0C57 2C 

789 

INR 

L 

BYPASS R0 AND Ri IN BUFFER 


0C58 2C 

790 

INR 

L 



0C59 2C 

791 

INR 

L 



0C5A 56 

792 

MOV 

D,M 

GET ADR BYTE AND SAVE IT IN D 


8C5B 2C 

793 

INR 

L 



0C5C 7E 

794 

MOV 

A,M 

GET CNTL BYTE FROM BUFFER 


0C5O FE93 

795 

CPI 

SNRHP 

HAS IT SNRM-P? 


0C5F CA6C8C 

796 

JZ 

Tl 

VESi GO SET RESPONSE 


8C62 FE11 

797 

CPI 

RR0P 

HAS IT RR(0)-P? 


0C64 C2890C 

798 

JNZ 

RXI5 

YES, GO SET RESPONSE, OTHERWISE RETURN 


0C67 lEii 

799 

HVI 

LRR8F 

RR(0)-P SO SET RESPONSE TO RR(0)-F 


0C69 C36E0C 

808 

JMP 

TXRET 

GO FINISH LOADING SPECIAL BUFFER 


0C6C 1E73 

801 Tl: 

HVI 

E/NSAF 

SNRM-P SO SET RESPONSE TO NSA-F 


0C6E 212020 

882 TXRET: 

LXI 

HiCMDBFi 

SPECIAL BUFFER ADR 


0C71 36C8 

806 

HVI 

H.0C8H 

LOAD TX FRAME COMMAND 


0C72 23 

888 

INX 

H 

INC POINTER 


0C74 3680 

889 

HVI 

Mi 00H 

L0=0 


0C76 23 

810 

INX 

H 

INC POINTER 


0C77 2680 

811 

HVI 

Mi 88H 

Ll=8 


0C79 23 

812 

INX 

H 

INC POINTER 


0C7A 72 

813 

HOV 

HiD 

LOAD RCVD ADR BYTE 


0C7B 23 

814 

INX 

H 

INC POINTER 


0C7C 73 

815 

HOV 

HiE 

LOAD RESPONSE CNTL BYTE 


0C7D 3E01 

816 

HVI 

Ai01H 

SET POLL INDICATOR NOT 0 


0C7F 321620 

817 

STA. 

POLIN 

LOAD POLL INDICATOR 


0C82 C3890C 

818 

JMP 

RXI5 

RETURN 



819 





0C85 El 

820 RXI6: 

POP 

H 

-CLEAN UP STACK IF NORMAL MODE 


0C86 C3890C 

821 

JMP 

RXI5 

; RETURN 



822 





0C89 CD1A0B 

823 RXI5: 

CALL 

RXDHA 

(RESET DMA CHANNEL 


0C8C D1 

824 

POP 

D 

(RESTORE REGISTERS 


0C8O Cl 

825 

POP 

B 



0C8E FI 

826 

POP 

PSH 



0C8F El 

827 

POP 

H 



0C90 FB 

828 

El 


(ENABLE INTERRUPTS 


0C91 C9 

829 

RET 


(RETURN 



838 ; 






831 ; 






832 ; MESSAGE TYPER 

- ASSUMES MESSAGE STARTS AT HL 



833 ; 






834 i 





0C92 C5 

835 TYHSG: 

PUSH 

B 

SAVE BC 


0C93 7E 

836 TYHSG2: 

HOV 

AiH 

GET ASCII CHR 


0C94 23 

837 

INX 

H 

INC POINTER 


0C95 FEFF 

838 

CPI 

0FFH 

STOP? 


0C97 Cflfll0C 

839 

JZ 

TVHSG1 

YES, GET SET FOR EXIT 


0C9A 4F 

840 

HOV 

CiH 

SET UP FOR DISPLAY 


0C9B CDF 885 

841 

CALL 

ECHO 

DISPLAY CHR 


0C9E C3930C 

842 

JMP 

TVHSG2 

GET NEXT CHR 


0CfH Cl 

843 TYHSG1: 

POP 

B 

RESTORE BC 


0Cfl2 C9 

844 

RET 


RETURN 



845 ; 






846 , 






847 ;SIGNON MESSAGE 





848 ; 
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0CA3 00 

849 SIGNON: OB 

CR, <8273 MONITOR 

VI. 1/CR/0FFH 


0CA4 28223733 
0Cfl8 204D4F4E 
0CflC 49544F52 
0CB9 20205631 
0CB4 2E21 
0CB6 00 
0CB7 FF 

850 






851 






852 






853 

RECEIVER INTERRUPT MESSAGES 




854 






855 





0CB8 00 

856 RXIHSG: OB 

CR,'RX INT - ',0FFH 


0CB9 52582049 
0CBO 4E54202D 
0CC1 20 
0CC2 FF 

857 






858 

TRANSMITTER INTERRUPT MESSAGES 




859 





0CC3 00 

868 TXIHSG: DB 

CR,'TX INT - ',0FFH 


0CC4 54582049 
0CC8 4E54202D 
0CCC 20 
0CCD FF 

861 






862 






863 

TRANSMITTER INTERRUPT ROUTINE 




864 





0CCEE5 

865 TXI: PUSH 

H 

SAVE HL 


9CCF F5 

866 

PUSH 

PSH 

SAVE PSH 


0CD0 C5 

867 

PUSH 

B 

SAVE BC 


0CO1 05 

868 

PUSH 

D 

SAVE DE 


0CD2 3E61 

869 

HVI 

A/OTDHA 

DISABLE TX DMA 


0CO4 D2A8 

878 

OUT 

H0DE57 

8257 MODE PORT 


0CD6 1604 

871 

HVI 

O/04H 

SET COUNTER 


0CD6 2R1020 

872 

LHLO 

LOADR 

GET LOAD POINTER 


0CD6 E5 

872 

PUSH 

H 

SAVE IT 


0COC 45 

874 

MOV 

B/L 

SAVE LSB IN B 


0COO 2A1320 

875 

LHLO 

CNADR 

GET CONSOLE POINTER 


8CE0 04 

876 7X11 : INR 

B 

INC POINTER 


0CE1 78 

877 

MOV 

A;B 

GET SET TO TEST 


0CE2 BO 

878 

CMP 

L 

LOADsCONSOLE? 


0CE3 CAE40A 

879 

JZ 

BUFFUL 

VES, BUFFER FULL 


0CE6 15 

888 

OCR 

0 

NO* TEST NEXT LOCATION 


0CE7 C2E80C 

881 

JNZ 

TXI1 

TRY AGAIN 


0CEA El 

882 

POP 

H 

RESTORE LOAD POINTER 


0CEB 0B92 

883 

IN 

TXIR73 

READ RESULT 


0CEO 77 

884 

MOV 

M>A 

STORE IN BUFFER 


0CEE 2C 

885 

INR 

L 

INR POINTER 


0CEF 3608 

886 

HVI 

M/00H 

EXTRA RESULT SPOTS 0 


0CF1 2C 

887 

INR 

L 



0CF2 3600 

888 

NVI 

Mr00H 



0CF4 2C 

889 

INR 

L 



0CF5 3688 

890 

HVI 

M/00H 



0CF7 2C 

891 

INR 

L 
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8CF8 2609 

392 

MV I 

M,60H 


0CFA 2C 

392 

INR 

L 


0CFB 221020 

894 

SHLD 

LDADR 

, UPDATE LOAD POINTER 

0CFE CD250G 

899 

CALL 

TXDMA 

; RESET DMA CHANNa 

0D01 Di 

900 

POP 

D 

; RESTORE DE 

0D02 Cl 

901 

POP 

B 

•RESTORE BC 

0D03 FI 

902 

POP 

PSH 

; RESTORE P5U ' 

0004 El 

902 

POP 

H 

; RESTORE HL 

0D05 FB 

904 

El 


•ENABLE INTERRUPTS 

0D06 C9 

905 

RET 


RETURN 


907 : 

952 j 

953 • 

954 END 

PUBLIC SYMBOLS 


EXTERNAL SYMBOLS 


USER SYMBOLS 


flDUN 

A 

0922 

AFCNO 

A 

09CE 

BUFFUL A 0AE4 

CH6ADR 

A 

08A0 

CH8TC 

A 00A1 

CHI ADR A 00A2 

CH1TC 

A 00A3 

CMD51 

A 

0027 

CHDBF1 

A 

2020 

CHDBUF A 2000 

CMDOUT 

A 

0AFB 

CMDREC 

A 0857 

CMODE 

A 0921 

CNADR 

A 2913 

CNT053 

A 

009C 

CNT153 

A 

0090 

CNT253 A 089E 

CNTL51 

A 

0089 

CNTLC 

A 0002 

CNYBN 

A 05B8 

COBR 

A 000C 

COMM 

A 

0AE5 

C0MM1 

A 

8AEA 

C0MM2 

A 0AFF 

C0MM72 

A 

0090 

CPBF 

A 8020 

CR 

A 0000 

CRLF 

A 05EB 

DEM 

A 

flnnn 

WW 

DEMODE 

A 

2927 

DISPY 

A 0A39 

D ISP VI 

A 

0A4E 

DISPY2 

A 0A4D 

DRDMA 

A 0862 

DTDMA 

A 0061 

ECHO 

A 

05F8 

ENDCHK 

A 

0A1B 

ENDMA 

A 0862 

GOWN 

A 

08FF 

GETCH 

A 06 IF 

GETCMD A 087D 

GRCMD 

A 09C4 

ILLEG 

A 

08A7 

LDADR 

A 

2010 

LF 

A 000A 

LKBR1 

A 

2017 

LKBR2 

A 2018 

LOOP IT A 8861 

MDCNT0 A 9036 

HDCNT2 

A 

00B6 

MDE51 

A 

09CE 

M0DE52 A 009B 

M0DE57 

A 

00A8 

MONTOR 

1 

CO 

NMOUT 

A 06C7 

NSAF 

A 0073 

PARI 

A 

0B08 

PAR2 

A 

0B0D 

PARIN 

A 0ARD 

PARIN1 

A 

8AE0 

PARIN2 

A 6ADC 

PARIN3 A 0ABC 

PARM73 A 0891 

POL IN 

A 

2016 

PRNPT 

A 

2015 

R8PT 

A 0AA2 

R1PT 

A 

0AA7 

RBCMD 

A 097B 

RDCHD 

A 0971 

RDWN 

A 08AF 

RDY 

A 

0002 

RESBUF 

A 

2800 

RESL72 

A 0091 

ROCMD 

A 

095D 

RPCMD 

A 09D8 

RR0F 

A 0011 

RR0P 

A 0011 

RSCMD 

A 

0967 

RST65 

A 

20CE 

RST75 

A 20D4 

RXBUF 

A 

8200 

RXD51 

A 0088 

RXDMA 

A 0B1A 

RXI 

A 0C00 

RXU 

A 

0C16 

RXI2 

A 

0C22 

RXI2 

A 0C29 

RXI4 

A 

0C45 

RXI5 

A 0C89 

RXI6 

A 0C85 

RXIMSG A 0CB8 

RXINT 

A 

0008 

RXIR73 

A 

6093 

RXIRA 

A 0002 

RXS1 

A 

0A69 

RXS2 

A 0A7F 

RXS3 

A 0A8D 

RXSORC A 0A62 

RXTC 

A 

4 IFF 

5BCHD 

A 

0985 

SOWN 

A 08D7 

SIGNON 

A 

0CA2 

SLCMD 

A 098F 

SNRMP 

A 0693 

SOCMD 

A 89A6 

SPCMD 

A 

09E2 

SRCMD 

A 

09BA 

SSCMD 

A 09B0 

START 

A 

0300 

STAT51 

A 0889 

STAT57 A 00A8 

STAT73 A 0890 

STKSRT 

A 

20C0 

sw 

A 

0942 

T1 

A 0C6C ' 

TBUFFL 

A 

0A24 

TBUFL 

A 0A07 

TBUFLi A 0A0D 

TDWN 

A 090E 

TEST73 

A 

0092 

TFCMD 

A 

09EC 

TFCMD1 A 09F6 

TFRET 

A 

0A26 

TLCMD 

A 0999 

TRUE 

A 0080 

TRUE1 

A 0000 

TXBUF 

A 

8000 

TXD51 

A 

0088 

TXDMA 

A 0B35 

TXDMA1 

A 

0B42 

rxi 

A.0CCE 

TXI1 

A 0CE0 

TXIPISG A 0CC2 

T^INT 

A 

QMA 

7XIR72 

A 

0892 

TXIRA 

A 0001 

TXPOL 

A 

094C 

TXRET 

A 0C6E 

TXSORC A 0A47 

TXTC 

A 81FF 

TYMSG 

A 

0C92 

TYMSG1 

A 

0CA1 

TYMSG2 A 0C93 

VALDG 

A 

075E, 








ASSEMBLY COMPLETE, NO ERRORS 


611001-60 


2-347 




APPLICATION AP-134 

NOTE 


October 1 990 



Order Number: 210311 -002 


2-348 



ASYNCHRONOUS 
COMMUNICATION WITH 
THE 8274 MULTIPLE- 
PROTOCOL SERIAL 
CONTROLLER 


CONTENTS page 

INTRODUCTION 2350 

SERIAL-ASYNCHRONOUS DATA 
LINKS 2-350 

MPSC SYSTEM INTERFACE 2-353 

PROGRAMMING 2-356 

DATA LINK INTERFACE 2-360 

APPENDIX A: 

Command/Status Details for 
Asynchronous Communications . . . 2-361 

APPENDIX B: 

MPSC Polled Transmit/Receive 
Character Routines 2-367 

APPENDIX C: 

Interrupt-Driven T ransmit/Receive 
Software 2-370 

APPENDIX D: 

Application Example Using SDK-86 . . 2-373 
REFERENCES 2-386 


2-349 


AP-134 


inter 


INTRODUCTION 

The 8274 Multiprotocol serial controller (MPSC) is a 
sophisticated dual-channel communications controller 
that interfaces microprocessor systems to high-speed 
serial data links (at speeds to 880K hits per second) 
using synchronous or asynchronous protocols. The 
8274 interfaces easily to most common microprocessors 
(e.g., 8048, 8051, 8085, 8086, and 8088), to DMA con- 
trollers such as the 8237 and 8257, and to the 8089 I/O 
processor. Both MPSC communication channels are 
completely independent and can operate in a full-du- 
plex communication mode (simultaneous data trans- 
mission and reception). 


Communication Functions 

The 8274 performs many communications-oriented 

functions, including: 

— Converting data bytes from a microprocessor sys- 
tem into a serial bit stream for transmission over 
the data link to a receiving system. 

— Receiving serial bit streams and reconverting the 
data into parallel data bytes that can easily be pro- 
cessed by the microprocessor system. 

— Performing error checking during data transfers. 
Error checking functions include computing/trans- 
mitting error codes (such as parity bits or CRC 
bytes) and using these codes to check the validity of 
received data. 

— Operating independently of the system processor in 
a manner designed to reduce the system overhead 
involved in data transfers. 

System Interface 

The MPSC system interface is extremely flexible, sup- 
porting the following data transfer modes: 

1. Polled Mode. The system processor periodically 
reads (polls) an 8274 status register to determine 
when a character has been received, when a charac- 
ter is needed for transmission, and when transmis- 
sion errors are detected. 

2. Interrupt Mode. The MPSC interrupts the system 
processor when a character has been received, when 
a character is needed for transmission, and when 
transmission errors are detected. 


3. DMA Mode. The MPSC automatically requests data 
transfers from system memory for both transmit and 
receive functions by means of two DMA request sig- 
nals per serial channel. These DMA request signals 
may be directly interfaced to an 8237 or 8257 DMA 
controller or to an 8089 I/O processor. 

4. WAIT Mode. The MPSC ready signal is used to syn- 
chronize processor data transfers by forcing the 
processor to enter wait states until the 8274 is ready 
for another data byte. This feature enables the 8274 
to interface directly to an 8086 or 8088 processor by 
means of string I/O instructions for very high-speed 
data links. 


Scope 

This application note describes the use of the 8274 in 
asynchronous communication modes. Asynchronous 
communication is typically used to transfer data to/ 
from video display terminals, modems, printers, and 
other low-to-medium-speed peripheral devices. Use of 
the 8274 in both interrupt-driven and polled system en- 
vironments is described. Use of the DMA and WAIT 
modes are not described since these modes are em- 
ployed mainly in synchronous communication systems 
where extremely high data rates are common. Pro- 
gramming examples are written in PL/M-86 (Appendix 
B and Appendix C). PL/M-86 is executed by the 
iAPX-86 and iAPX-88 processor families. In addition, 
PL/M-86 is very similar to PL/M-80 (executed by the 
MCS-80 and MCS-85 processor families). In addition, 
Appendix D describes a simple application example us- 
ing an SDK-86 in an iAPX-86/88 environment. 


SERIAL-ASYNCHRONOUS DATA 
LINKS 

A serial asynchronous interface is a method of data 
transmission in which the receiving and transmitting 
systems need not be synchronized. Instead of transmit- 
ting clocking information with the data, locally gener- 
ated clocks (16, 32 or 64 times as fast as the data trans- 
mission rate) are used by the transmitting and receiving 
systems. When a character of information is sent by the 
transmitting system, the character data is framed (pre- 
ceded and followed) by special START and STOP bits. 
This framing information permits the receiving system 
to temporarily synchronize with the data transmission. 
(Refer to Figure 1 during the following discussion of 
asynchronous data transmission.) 


2-350 



AP-134 


iny 



Figure 1. Transmission of a 7-Bit ASCII Character with Even Parity 


Normally the data link is in an idle or marking state, ChdrdCtQrS 
continuously transmitting a “mark” (binary 1). When a 

character is to be sent, the character data bits are im- In asynchronous mode, characters may vary in length 

mediately preceded by a “space” (binary 0 START bit). from five to eight bits. The character length depends on 

The mark-to-space transition informs the receiving sys- the coding method used. For example, five-bit charac- 

tem that a character of information will immediately ters are used when transmitting Baudot Code, seven-bit 

follow the start bit. Figure 1 illustrates the transmission characters are required for ASCII data, and eight-bit 

of a 7-bit ASCII character (upper case S) with even characters are needed for EBCDIC and binary data. To 

parity. Note that the character is transmitted i'mmedi- transmit messages composed of multiple characters, 

ately following the start bit. Data bits within the char- each character is framed and transmitted separately 

acter are transmitted from least-significant to most-sig- (Figure 2). 

nificant. The parity bit is transmitted immediately fol- 
lowing the character data bits and the STOP framing This framing method ensures that the receiving system 

bit (binary 1) signifies the end of the character. can easily synchronize with the start and stop bits of 

each character, preventing receiver synchronization er- 
Asynchronous interfaces are often used with human in- rors. In addition, this synchronization method makes 

terface devices such as CRT/keyboard units where the both transmitting and receiving systems insensitive to 

time between data transmissions is extremely variable. possible time delays between character transmissions. 



Figure 2. Multiple Character Transmission 
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Framing 

Character framing is accomplished by the START and 
STOP bits described previously. When the START bit 
transition (mark-to-space) is detected, the receiving sys- 
tem assumes that a character of data will follow. In 
order to test this assumption (and isolate noise pulses 
on the data link), the receiving system waits one-half bit 
time and samples the data link again. If the link has 
returned to the marking state, noise is assumed, and the 
receiver waits for another START bit transition. 

When a valid START bit is detected, the receiver sam- 
ples the data link for each bit of the following charac- 
ter. Character data bits and the parity bit (if required) 
are sampled at their nominal centers until all required 
characters are received. Immediately following the data 
bits, the receiver samples the data link for the STOP 
bit, indicating the end of the character. Most systems 
permit specification of 1, 1%, or 2 stop bits. 

Timing 

The transmitter and receiver in an asynchronous data 
link arrangement are clocked independently. Normally, 
each clock is generated locally and the clocks are not 
synchronized. In fact, each clock may be a slightly dif- 
ferent frequency. (In practice, the frequency difference 
, should not exceed a few percent. If the transmitter and 
receiver clock rates vary substantially, errors will occur 
because data bits may be incorrectly identified as 
START or STOP framing bits.) These clocks are de- 
signed to operate at 16, 32, or 64 times the communica- 
tions data rate. These clock speeds allow the receiving 
device to correctly sample the incoming bit stream. 

Serial-interface data rates are measured in bits/second. 
The term “baud” is used to specify the number of times 
per second that the transmitted signal level can change 
states. In general, the baud is not equal to the bit rate. 
Only when the transmitted signal has two states (elec- 
trical levels) is the baud rate equal to the bit rate. Most 
point-to-point serial data links use RS-232-C, RS-422, 
or RS-423 electrical interfaces. These specifications call 
for two electrical signal levels (the baud is equal to the 
bit rate). Modem interfaces, however, may often have 
differing bit and baud rates. 

While there are generally no limitations on the data 
transmission rates used in an aysnchronous data link, a 
limited set of rates has been standardized to promote 
equipment interconnection. These rates vary from 75 


bits per second to 38,400 bits per second. Table 1 illus- 
trates typical asynchronous data rates and the associat- 
ed clock frequencies required for the transmitter and 
receiver circuits. 


Table 1. Communication Data Rates and 
Associated Transmitter/Receiver Clock Rates 


Data Rate 
(Bits/Second) 

Clock Rate (kHz) 

X16 

X32 

X64 

75 

1.2 

2.4 

4.8 

150 

2.4 

4.8 

9.6 

300 

4.8 

9.6 

19.2 

600 

9.6 

19.2 

38.4 

1200 

19.2 

38.4 

76.8 

2400 

38.4 

76.8 

153.6 

4800 

76.8 

153.6 

307.2 

9600 

153.6 

307.2 

614.2 

19200 

307.2 

614.4 

• — 

38400 

614.4 

— 

— 


Parity 

In order to detect transmission errors, a parity bit may 
be added to the character data as it is transferred over 
the data link. The parity bit is set or cleared to make 
the total number of “one” bits in the character even 
(even parity) or odd (odd parity). For example, the let- 
ter “A” is represented by the seven-bit ASCII code 
1000001 (41H). The transmitted data code (with parity) 
for this character contains eight bits; 01000001 (41H) 
for even parity and 11000001 (OC1H) for odd parity. 
Note that a single bit error changes the parity of the 
received character and is therefore easily detected. The 
8274 supports both odd and even parity checking as 
well as a parity disable mode to support binary data 
transfers. 


Communication Modes 

Serial data transmission between two devices can occur 
in one of three modes. In the simplex transmission 
mode, a data link can transmit data in one direction 
only. In the half-duplex mode, the data link can trans- 
mit data in both directions, but not simultaneously. In 
the full-duplex mode (the most common), the data link 
can transmit data in both directions simultaneously. 
The 8274 directly supports the full-duplex mode and 
will interface to simplex and half-duplex communica- 
tion data links with appropriate software controls. 
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BREAK Condition 

Asynchronous data links often include a special se- 
quence known as a break condition. A break condition 
is initiated when the transmitting device forces the data 
link to a spacing state (binary 0) for an extended length 
of time (typically 150 milliseconds). Many terminals 
contain keys to initiate a break sequence. Under soft- 
ware control, the 8274 can initiate a break sequence 
when transmitting data and detect a break sequence 
when receiving data. 


The 8274-processor hardware interface can be config- 
ured in a flexible manner, depending on the operating 
mode selected — polled, interrupt-driven, DMA, or 
WAIT. Figure 3 illustrates typical MPSC configura- 
tions for use with an 8088 microprocessor in the polled 
and interrupt-driven modes. 

All serial-to-parallel conversion, parallel-to-serial con- 
version, and parity checking required during asynchro- 
nous serial I/O operation is automatically performed 
by the MPSC. 


MPSC SYSTEM INTERFACE 
Hardware Environment 

The 8274 MPSC interfaces to the system processor over 
an 8-bit data bus. Each serial I/O channel responds to 
two I/O or memory addresses as shown in Table 2. In 
addition, the MPSC supports non-vectored and vec- 
tored interrupts. 

The 8274 may be configured for memory-mapped or 
I/O-mapped operation. 


Operational Interface 


Command, parameter, and status information is stored 
in 21 registers within the MPSC (8 writable registers 
and 2 readable registers for each channel, plus the in- 
terrupt vector register). These registers are all accessed 
by means of the command/status ports for each chan- 
nel. An internal pointer register selects which of the 
command or status registers will be written or read dur- 
ing a command/status access of an MPSC channel. 
Figure 4 diagrams the command/status register archi- 
tecture for each serial channel. In the following discus- 
sion, the writable registers will be referred to as WRO 
through WR7 and the readable registers will be re- 
ferred to as RRO through RR2. 



Table 2. 8274 Addressing 


cs 

At 

Ao 

Read Operation 

Write Operation 

0 

0 

0 

Ch. A Data Read 

Ch. A Data Write 

0 

1 

0 

Ch. A Status Read 

Ch. A Command/Parameter 

0 

0 

1 

Ch. B Data Read 

Ch. B Data Write 

0 

1 

1 

Ch. B Status Read 

Ch. B Command/Parameter 

1 

X 

X 

High Impedance 

High Impedance 
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Figure 3. 8274 Hardware Interface for Polled and Interrupt-Driven Environments 


The least-significant three bits of WRO are automatical- 
ly loaded into the pointer register every time WRO is 
written. After reset, WRO is set to zero so that the first 
write to a command register causes the data to be load- 
ed into WRO (thereby setting the pointer register). Af- 
ter WRO is written, the following read or write accesses 
the register selected by the pointer. The pointer is reset 
after the read or write operation is completed. In this 
manner, reading or writing an arbitrary MPSC channel 
register requires two I/O accesses. The first access is 
always a write command. This write command is used 
to set the pointer register. The second access is either a 
read or a write command; the pointer register (previ- 
ously set) will ensure that the correct internal register is 
read or written. After this second access, the pointer 
register is automatically reset. Note that writing WRO 


and reading RRO does not require presetting of the 
pointer register. 

During initialization and normal MPSC operation, var- 
ious registers are read and/or written by the system 
processor. These actions are discussed in detail in the 
following paragraphs. Note that WR6 and WR7 are 
not used in the asynchronous communication modes. 

RESET 

When the 8274 RESET line is activated, both MPSC 
channels enter the idle state. The serial output lines are 
forced to the m arkin g state (high) and the modem in- 
terface signals (RTS, DTR) are forced high. In addi- 
tion, the pointer register is set to zero. 
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Figure 4. Command/Status Register Architecture (Each Serial Channel) 


External/Status Latches 

The MPSC continuously monitors the state of four ex- 
ternal/status conditions: 

1. CTS — clear-to-send input pin. 

2. CD — carrier-detect input pin. 

3. SYNDET — sync-detect input pin. This pin may be 
used as a general-purpose input in the asynchronous 
communication mode. 

4. BREAK — a break condition (series of space bits on 
the receiver input pin). 


A change of state in any of these monitored conditions 
will cause the associated status bit in RRO (Appendix 
A) to be latched (and optionally cause an interrupt). 


Error Reporting 

Three error conditions may be encountered during data 
reception in the asynchronous mode: 

1. Parity. If parity bits are computed and transmitted 
with each character and the MPSC is set to check 
parity (bit 0 in WR4 is set), a parity error will occur 
whenever the number of “1” bits within the charac- 
ter (including the parity bit) does not match the odd/ 
even setting of the parity check flag (bit 1 in WR4). 
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2. Framing. A framing error will occur if a stop bit is 
not detected immediately following the parity bit (if 
parity checking is enabled) or immediately following 
the most-significant data bit (if parity checking is not 
enabled). 

3. Overrun. If an input character has been assembled 
but the receiver buffers are full (because the previ- 
ously received characters have not been read by the 
system processor), an overrun error will occur. 
When an overrun error occurs, the input character 
that has just been received will overwrite the imme- 
diately preceding character. 


Transmitter/Receiver Initialization 

In order to operate in the asynchronous mode, each 

MPSC channel must be initialized with the following 

information: 

1. Clock Rate. This parameter is specified by bits 6 and 
7 of WR4. The clock rate may be set to 16, 32, or 64 
times the data-link bit rate. (See Appendix A for 
WR4 details.) 

2. Number of Stop Bits. This parameter is specified by 
bits 2 and 3 of WR4. The number of stop bits may be 
set to 1, 1%, or 2. (See Appendix A for WR4 
details.) 

3. Parity Selection. Parity may be set for odd, even, or 
no parity by bits 0 and 1 of WR4. (See Appendix A 
for WR4 details.) 

4. Receiver Character Length. This parameter sets the 
length of received characters to 5, 6, 7, or 8 bits. This 
parameter is specified by bits 6 and 7 of WR3. (See 
Appendix A for WR3 details.) 

5. Receiver Enable. The serial-channel receiver opera- 
tion may be enabled or disabled by setting or clearing 
bit 0 of WR3. (See Appendix A for WR3 details.) 

6. Transmitter Character Length. This parameter sets 
the length of transmitted characters to 5, 6, 7, or 8 
bits. This parameter is specified by bits 5 and 6 of 
WR5. (See Appendix A for WR5 details.) Characters 
of less than 5 bits in length may be transmitted by 
setting the transmitted length to five bits (set bits 5 
and 6 of WR5 to 1). 

The MPSC then determines the actual number of 
bits to be transmitted from the character data byte. 
The bits to be transmitted must be right justified in 
the data byte, the next three bits must be set to 0 and 
all remaining bits must be set to 1. The following 
table illustrates the data formats for transmission of 
1 to 5 bits of data: 


Number of 
Bits Transmitted 

D7 D6 D5 D4 D3 D2 D1 DO (Character Length) 

1 1 1 1 0 0 0 c 1 

1 1 1 0 0 0 c c 2 

1 1 0 0 0 c c c 3 

lOOOcccc 4 

000c cccc 5 

7. Transmitter Enable. The serial channel transmitter 
operation may be enabled or disabled by setting or 
clearing bit 3 of WR5. (See Appendix A for WR5 
details.) 

For data transmissions via a modem or RS-232-C inter- 
face, the following information must also be specified: 

1. Request-to-Send/Data-Terminal-Ready. Must be set 
to indicate status of data terminal equipment. Re- 
quest-to-send i;s controlled by bit 1 of WR5 and data 
terminal ready is controlled by bit 7. (See Appendix 
A for WR5 details.) 

2. Auto Enable. May be set to allow the MPSC to auto- 
matically enable the channel transmitter when the 
clear-to-send signal is active and to automatically en- 
able the receiver when the carrier-detect signal is ac- 
tive. Auto Enable is controleld by bit 5 of WR3. (See 
Appendix A for WR3 details.) 

During initialization, it is desirable to guarantee that 
the extemal/status latches reflect the latest interface 
information.' Since up to two state changes are internal- 
ly stored by the MPSC, at least two Reset External/ 
Status Interrupt commands must be issued. This proce- 
dure is most easily accomplished by simply issuing this 
reset command whenever the pointer register is set dur- 
ing initialization. 

An MPSC initialization procedure (MPSC$RX$INIT) 
for asynchronous communication is listed in Appendix 
B. Figure 5 illustrates typical MPSC initialization pa- 
rameters for use with this procedure. 


call MPSC$RX$INIT(41 , 

1,1, 0,1, 3,1,1, 3, 1,1, 0,1); 

initializes the 8274 at address 41 as follows: 

XI 6 clock rate 

Enable transmitter 

1 stop bit 

and receiver 

Odd parity 

Auto enable set 

8-bit characters 

DTR and RTS set 

(Txand Rx) 

Break transmission disabled 


Figure 5. Sample 8274 Initialization Procedure 
for Polled Operation 
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Polled Operation 

In the polled mode, the processor must monitor the 
MPSC status by testing the appropriate bits in the read 
register. Data available, status, and error conditions are 
represented in RRO and RR1 for channels A and B. An 
example of MPSC-polled transmitter/receiver routines 
are given in Appendix B. The following routines are 
detailed: 

1. MPSC$POLL$RCV$CH ARACTER — This proce- 
dure receives a character from the serial data link. 
The routine waits until the character-available flag in 
RRO has been set. When this flag indicates that a 
character is available, RR1 is checked for errors 
(overrun, parity, or framing). If an error is de- 
tected, the character in the MPSC receive buffer 
must be read and discarded and the error routine 
(RECEIVESERROR) is called. If no receive errors 
have been detected, the character is input from the 
8274 data port and returned to the calling program. 

MPSC$POLL$RCV$CHARACTER requires three 
parameters — the address of the 8274 channel data 
port (dataSport), the address of the 8274 channel 
command port (cmd$port), and the address of a byte 
variable in which to store the received character 
(characterSptr). 

2. MPSC$POLL$TRAN$CH ARACTER — This pro- 
cedure transmits a character to the serial data link. 
The routine waits until the transmitter-buffer-empty 
flag has been set in RRO before writing the character 
to the 8274. 

MPSC$POLL$TRAN $CH ARACTER requires 

three parameters — the address of the 8274 channel 
data port (data$port), the address of the 8274 chan- 
nel command port (cmdSport), and the character of 
data that is to be transmitted (character). 

3. RECEIVESERROR — This procedure processes re- 
ceiver errors. First, an Error Reset command is writ- 
ten to the affected channel. All additional error pro- 
cessing is dependent on the specific application. For 
example, the receiving device may immediately re- 
quest retransmission of the character or wait until a 
message has been completed. 

RECEIVESERROR requires two parameters — the 
address of the affected 8274 command port 
(cmd$port) and the error status (status) from 8274 
register RR1. 


Interrupt-Driven Operation 

In an interrupt-driven environment, all receiver opera- 
tions are reported to the system processor by means of 
interrupts. Once a character has been received and as- 
sembled, the MPSC interrupts the system processor. 
The system processor must then read the character 
from the MPSC data buffer and clear the current inter- 
rupt. During transmission, the system processor starts 


serial I/O by writing the first character of a message to 
the MPSC. The MPSC interrupts the system processor 
whenever the next character is required (i.e., when the 
transmitter buffer is empty) and the processor responds 
by writing the next character of the message to the 
MPSC data port for the appropriate channel. 

By using interrupt-driven I/O, the MPSC proceeds in- 
dependently of the system processor, signalling the 
processor only when characters are required for trans- 
mission, when characters are received from the data 
link, or when errors occur. In this manner, the system 
processor may continue execution of other tasks while 
serial I/O is performed concurrently. 


Interrupt Configurations 

The 8274 is designed to interface to 8085- and 8086- 
type processors in much the same manner as the 8259A 
is designed. When operating in the 8085 mode, the 8274 
causes a “call” to a prespecified, interrupt-service rou- 
tine location. In the 8086 mode, the 8274 presents the 
processor with a one-byte interrupt-type number. This 
interrupt-type number is used to “vector” through the 
8086 interrupt service table. In either case, the inter- 
rupt service address or interrupt-type number is speci- 
fied during MPSC initialization. 

To shorten interrupt latency, the 8274 can be pro- 
grammed to modify the prespecified interrupt vector so 
that no software overhead is required to determine the 
cause of an interrupt. When this “status affects vector” 
mode is enabled, the following eight interrupts are dif- 
ferentiated automatically by the 8274 hardware: 

1. Channel B Transmitter Buffer Empty. 

2. Channel B Extemal/Status Transition. 

3. Channel B Character Available. 

4. Channel B Receive Error. 

5. Channel A Transmitter Buffer Empty. 

6. Channel A Extemal/Status Transition. 

7. Channel A Character Available. 

8. Channel A Receive Error. 

Interrupt Sources/Priorities 

The 8274 has three interrupt sources for each channel: 

1. Receiver (RxA, RxB). An interrupt is initiated when 
a character is available in the receiver buffer or when 
a receiver error (parity, framing, or overrun) is de- 
tected. 

2. Transmitter (TxA, TxB). An interrupt is initiated 
when the transmitter buffer is empty and the 8274 is 
ready to accept another character for transmission. 
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3. Extemal/Status (ExTA, ExTB). An interrupt is ini- 
tiated when one of the extemal/status conditions 
(CDE, CTS, SYNDET, BREAK) changes state. 

The 8274 supports two interrupt priority orderings (se- 
lectable during MPSC initialization) as detailed in Ap- 
pendix A, WR2, CH-A. 


Interrupt Initialization 

In addition to the initialization parameters required for 
polled operation, the following parameters must be sup- 
plied to the 8274 to specify interrupt operation: 

1. Transmit Interrupt Enable. Transmitter-buffer-emp- 
ty interrupts are separately enabled by bit 1 of WR1. 
(See Appendix A for WR1 details.) 

2. Receive Interrupt Enable. Receiver interrupts are 
separately enabled in one of three modes: a) interrupt 
on first received character only and on receive errors 
(used for message-oriented transmission systems), b) 
interrupt on all received characters and on receive 
errors, but do not interrupt on parity errors, and c) 
interrupt on all received characters and on receive 
errors (including parity errors). The ability to sepa- 
rately disable parity interrupts can be extremely use- 
ful when transmitting messages. Since the parity er- 
ror bit in RR1 is latched, it will not be reset until an 
error reset operation is performed. Therefore, the 
parity error bit will be set if any parity errors were 
detected in a multi-character message. If this mode is 
used, the serial I/O software must poll the parity 
error bit at the completion of a message and issue an 
error reset if appropriate. The receiver interrupt 
mode is controlled by bits 3 and 4 of WR1. (See 
Appendix A for WR1 details.) 


3. External/Status Interrupts. Extemal/Status inter- 
rupts can be separately enabled by bit 0 of WR1. (See 
Appendix A for WR1 details.) 

4. Interrupt Vector. An eight-bit interrupt-service rou- 
tine location (8085) or interrupt type (8086) is speci- 
fied through WR2 of channel B. (See Appendix A 
for WR2 details.) Table 3 lists interrupt vector ad- 
dresses generated by the 8274 in the “status affects 
vector” mode. 

5. “Status Affects Vector” Mode. The 8274 will auto- 
matically modify the interrupt vector if bit 3 of WR1 
is set. (See Appendix A for WR1 details.) 

6. System Configuration. Specifies the 8274 data trans- 
fer mode. Three configuration modes are available: 
a) interrupt-driven operation for both channels, b) 
DMA operation for both channels, and c) DMA op- 
eration for channel A, interrupt-driven operation for 
channel B. The system configuration is specified by 
means of bits 0 and 1 of WR2 (channel A). (See 
Appendix A for WR2 details.) 

7. Interrupt Priorities. The 8274 permits software spec- 
ification of receive/transmit priorities by means of 
bit 2 of WR2 (channel A). (See Appendix A for 
WR2 details.) 

8. Interrupt Mode. Specifies whether the MPSC is to 
operate in a non-vectored mode (for use with an ex- 
ternal interrupt controller), in an 8086-vectored 
mode, or in an 8085-vectored mode. This parameter 
is specified through bits 3 and 4 of WR2 (channel 
A). (See Appendix A for WR2 details.) 

An MPSC interrupt initialization procedure 

(MPSC$INT$INIT) is listed in Appendix C. 
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Table 3. MPSC-Generated Interrupt Vectors in “Status Affects Vector” Mode 


V7 

V6 

V5 

V4 

V3 

M2 

VI 

VO 

V7 

V6 

V5 

V4 

V3 

V2 

VI 

VO 

Original Vector 
(Specified during 
Initialization) 

8086 

Interrupt Type 

8085 

Interrupt Location 

Interrupt 

Condition 

V7 

V6 

V5 

V4 

M3 

0 

0 

0 

Ml 

V6 

V5 

0 

0 

0 

VI 

VO 

Channel B Transmitter 
Buffer Empty 

Ml 

V6 

V5 

V4 

M3 

0 

0 

1 

Ml 

V6 

V5 

0 

0 

1 

VI 

VO 

Channel B External/Status 
Change 

Ml 

V6 

V5 

V4 

M3 

0 

1 

0 

Ml 

V6 

V5 

0 

1 

0 

VI 

VO 

Channel B Receiver 
Character Available 

Ml 

V6 

V5 

V4 

M3 

0 

1 

1 

Ml 

V6 

V5 

0 

1 

1 

VI 

VO 

Channel B Receive Error 

Ml 

V6 

V5 

V4 

M3 

1 

0 

0 

Ml 

V6 

V5 

1 

0 

0 

VI 

VO 

Channel A Transmitter 
Buffer Empty 

Ml 

V6 

V5 

V4 

M3 

1 

0 

1 

Ml 

V6 

V5 

1 

0 

1 

VI 

VO 

Channel A External /Status 
Change 

Ml 

V6 

V5 

V4 

M3 

1 

1 

0 

Ml 

V6 

V5 

1 

1 

0 

VI 

VO 

Channel A Receiver 
Character Available 

Ml 

V6 

V5 

V4 

M3 

1 

1 

1 

Ml 

V6 

V5 

1 

1 

1 

VI 

VO 

Channel A Receive Error 


MPSC$TRANSMIT$CHARACTER$INT — This 
procedure is executed when the MPSC Tx-buffer- 
empty interrupt is acknowledged. If the current 
transmit buffer index is less than the buffer length, 
the next character in the buffer is written to the 
MPSC data port and the buffer pointer is updated. 
Otherwise, the transmission complete status is post- 
ed. 

MPSC$RECEIVE$CHARACTER$INT — This pro- 
cedure is executed when a character has been assem- 
bled by the MPSC and the MPSC has issued a char- 
acter-available interrupt. If no input buffer has been 
set up by RECEIVESBUFFER, the character is ig- 
nored. If a buffer has been set up, but it is full, a 
receive overrun error is posted. Otherwise, the re- 
ceived character is read from the MPSC data port 
and the buffer index is updated. Finally, if the re- 
ceived character is a line feed, the reception complete 
status is posted. 

RECEIVE$ERROR$INT — This procedure is exe- 
cuted when a receive error is detected. First, the er- 
ror conditions are read from RR1 and the character 
currently in the MPSC receive buffer is read and dis- 
carded. Next, an Error Reset command is written to 
the affected channel. All additional error processing 
is application dependent. 

EXTERN AL$STATUS$CHANGE$INT — This 
procedure is executed when an external status condi- 
tion change is detected. The status conditions are 
read from RRO and a Reset External/Status Inter- 
rupt command is issued. Further error processing is 
application dependent. 


Interrupt Service Routines 3 

Appendix C lists four interrupt service procedures, a 
buffer transmission procedure, and a buffer reception 
procedure that illustrate the use of the 8274 in inter- 
rupt-driven environments. Use of these procedures as- 
sumes that the 8086/8088 interrupt vector is set to 20H 
and that channel B is used with the “status affects vec- 
tor” mode enabled. 4 

1. TRANSMIT$BUFFER — This procedure begins se- 

rial transmission of a data buffer. Two parameters 
are required — a pointer to the buffer (bufSptr) and 
the length of the buffer (bufSlength). The procedure 
first sets the global buffer pointer, buffer length, and 
initial index for the transmitter-interrupt service rou- 
tine and initiates transmission by writing the first 
character of the buffer to the 8274. The procedure 
then enters a wait loop until the I/O completion 
status is set by the transmit-interrupt service routine 
(MPSC$TRANSMIT$CHARACTER$INT). 5 . 

2. RECEIVESBUFFER — This procedure inputs a line 
(terminated by a line feed) from a serial I/O port. 

Two parameters are required — a pointer to the input 
buffer (bufSptr) and a pointer to the buffer length 
variable (buf$length$ptr). The buffer length will be 
set by this procedure when the complete line has 
been input. The procedure first sets the global buffer 5 
pointer and initial index for the receiver interrupt 
service routine. RECEIVESBUFFER then enters a 

wait loop until the I/O completion status is set by 
the receive interrupt routine (MPSCSRECEIVE- 
$CHARACTER$INT). 
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DATA LINK INTERFACE 
Serial Data Interface 

Each serial I/O channel within the 8274 MPSC inter- 
faces to two data link lines — one line for transmitting 
data and one for receiving data. During transmission, 
characters are converted from parallel data format (as 
supplied by the system processor or DMA device) into 
a serial bit stream (with START and STOP bits) and 
clocked out on the TxD pin. During reception, a serial 
bit stream is input on the RxD pin, framing bits are 
stripped out of the data stream, and the resulting char- 
acter is converted to parallel data format and passed to 
the system processor or DMA device. 


Data Clocking 

As discussed previously, the frequency of data trans- 
mission/reception on the data link is controlled by the 
MPSC clock in conjunction with the programmed 
clock divider (in register WR4). The 8274 is designed to 
permit all four serial interface lines (TxD and RxD for 
each channel) to operate at different data rates. Four 
clock input pins (TxC and RxC for each channel) are 
available for this function. Note that the clock rate di- 
vider spcified in WR4 is used for both RxC and TxC on 
the appropriate channel; clock rate dividers for each 
channel are independent. 


Modem Control 

The following four modem interface signals may be 
connected to the 8274: 

1. Data Terminal Ready (DTR). This interface signal 
(output by the 8274) is software controlled through 
bit 7 of WR5. When active, DTR indicates that the 
data terminal/computer equipment is active and 


ready to interact with the data communications 
channel. In addition, this signal prepares the modem 
for connection to the communication channel and 
maintains connections previously established (e.g., 
manual call origination). 

2. Request To Send (RTS). This interface signal (out- 
put by the 8274) is software controlled through bit 1 
of WR5. When active, RTS indicates that the data 
terminal/computer equipment is ready to transmit 
data. When the RTS bit is reset in asynchronous 
mode, the signal does not go high until the transmit- 
ter is empty. 

3. Clear To Send (CTS). This interface signal (input to 
the 8274) is supplied by the modem in response to an 
active RTS signal. CTS indicates that the data termi- 
nal/computer equipment is permitted to transmit 
data. The state of CTS is available to the program- 
mer as bit 5 of RRO. In addition, if the auto enable 
control is set (bit 5 of WR3), the 8274 will not trans- 
mit data bytes until CTS has been activated. If CTS 
becomes inactive during transmission of a character, 
the current character transmission is completed be- 
fore the transmitter is disabled. 

4. Carrier Detect (CD). This interface signal (input to 
the 8274) is supplied by the modem to indicate that a 
data carrier signal has been detected and that a valid 
data signal is present on the RxD line. The state of 
CD is available to the programmer as bit 3 of RRO. 
In addition, if the auto enable control is set (bit 5 of 
WR3), the 8274 will not enable the serial receiver 
until CD has been activated. If the CD signal be- 
comes inactive during reception of a character, the 
receiver is disabled, and the partially received char- 
acter is lost. 

In addition to the above modem interface signals, the 
8274 SYNDET input pin for channel A may be used as 
a general-purpose input in the asynchronous communi- 
cation mode. The status of this signal is available to the 
programmer as bit 4 of status register RRO. 
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APPENDIX A 

COMMAND/STATUS DETAILS FOR ASYNCHRONOUS 

COMMUNICATION 


Write Register 0 (WRO): 



D2,D1,D0 Command/Status Register Pointer bits 
determine which write-register the next 
byte is to be written into, or which read- 
register the next byte is to be read from. 
After reset, the first byte written into ei- 
ther channel goes into WRO. Following a 
, read or write to any register (except WRO) 

the pointer will point to WRO. 

D5,D4,D3 Command bits determine which of the ba- 
sic seven commands are to be performed. 

Command 0 Null — has no effect. 

Command 1 Note used in asynchronous modes. 

Command 2 Reset Extemal/Status Interrupts — resets 
the latched status bits of RRO and reena- 
bles them, allowing interrupts to occur 
again. 

Command 3 Channel Reset — resets the Latched Status 
bits of RRO, the interrupt prioritization 


logic and all control registers for the chan- 
nel. Four extra system clock cycles should 
be allowed for MPSC reset time before 
any additional commands or controls are 
written into the channel. 

Command 4 Enable Interrupt on Next Receive Charac- 
ter — if the Interrupt-on-First-Receive 
Character mode is selected, this command 
reactivates that mode after each complete 
message is received to prepare the MPSC 
for the next message. 

Command 5 Reset Transmitter Interrupt Pending — if 
the Transmit Interrupt mode is selected, 
the MPSC automatically interrupts data 
when the transmit buffer becomes empty. 
When there are no more characters to be 
sent, issuing this command prevents fur- 
ther transmitter interrupts until the next 
character has been completely sent. 

Command 6 Error Reset — error latches, Parity and 
Overrun errors in RR1 are reset. 

Command 7 End of Interrupt — resets the interrupt-in- 
service latch of the highest-priority inter- 
nal device under service. 

Write Register 1 (WR1): 

DO External/Status Interrupt Enable — allows 

interrupt to o ccur as th e r esult of tr an- 
sitions on the CD, CTS or SYNDET in- 
puts. Also allows interrupts as the result 
of a Break/ Abort detection and termina- 
tion, or at the beginning of CRC, or sync 
character transmission when the Transmit 
Underrun/EOM latch becomes set. 

D1 Transmitter Interrupt/DMA Enable — al- 

lows the MPSC to interrupt or request a 
DMA transfer when the transmitter buffer 
becomes empty. 

D2 Status Affects Vector — (WR1, D2 active 

in channel B only.) If this bit is not set, 
then the fixed vector, programmed in 
WR2, is returned from an interrupt ac- 
knowledge sequence. If the bit is set, then 
the vector returned from an interrupt ac- 
knowledge is variable as shown in the In- 
terrupt Vector Table. 
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Write Register 1 (WR1): 



EXT INTERRUPT 


TxINTERRUPT/ 


DMA ENABLE 


STATUS AFFECTS 


VECTOR (CHB ONLY) 
(NULL CODE CH A) 


RxINT/DMA DISABLE 


1 RxINT ON FIRST CHAR OR SPECIAL 
CONDITION 

0 INT ON ALL Rx CHAR (PARITY AFFECTS 
VECTOR) OR SPECIAL CONDITION 

1 INT ON ALL Rx CHAR (PARITY DOES 
NOT AFFECT VECTOR) OR SPECIAL 
CONDITION 


1 WAIT ON Rx. 0 = WAIT ON Tx 


MUST BE ZERO 


WAIT ENABLE 1 ENABLE, 0 DISABLE 


D4,D3 
0 0 
0 1 

1 0 
1 1 
D5 


D6 

D7 


Receive Interrupt Mode. 

Receive Interrupts/DMA Disabled. 

Receive Interrupt on First Character Only 
or Special Condition. 

Interrupt on All Receive Characters of 
Special Condition (Parity Error is a Spe- 
cial Receive Condition). 

Interrupt on All Receive Characters or 
Special Condition (Parity Error is not a 
Special Receive Condition). 

Wait on Receive/Transmit — when the fol- 
lowing conditions are met, the RDY pin is 
activated, otherwise it is held in the High- 
Z state. (Conditions: Interrupt Enabled 
Mode, Wait Enabled, CS - 0, AO = 0/1, 
and A1 = 0). The RDY pin is pulled low 
when the transmitter buffer is full or the 
receiver buffer is empty and it is driven 
High when the transmitter buffer is empty 
or the receiver buffer is full. The RDY a 
and RDYg may be wired or connected 
since only one signal is active at any one 
time while the other is in the High Z state. 

Must be Zero. 

Wait Enable — enables the wait function. 


Write Register 2 (WR2): Channel A 


MSB 



0 0 BOTH INTERRUPT 

0 1 A DMA. B INT 

1 0 BOTH DMA 

1 1 ILLEGAL 

1 = PRIORITY RxA>RxB>TxA> 
TxB>EXTA*>EXTB* 

0 = PRIORITY RxA >TxA >RxB > 
t ~ \ TxB >EXTA* >EXTB* 

0 0 8085 MODE 1 

0 1 8085 MODE 2 

1 0 . 8086/88 MODE 

1 1 ILLEGAL 

1 = VECTORED INTERRUPT ' 

0 = NON VECTORED INTERRUPT 

I MUST BE ZERO ■ 

1 PIN 10 = SYNDET b 
0 PIN10 = RTS B 

NOTE: 210311-8 

* External Status Interrupt— only if EXT Interrupt Enable 
(WR1; DO) is set. 

D1,D0 System Configuration — These specify the 
data transfer from MPSC channels to the 
CPU, either interrupt or DMA based. 

0 0 Channel A and Channel B both use inter- 

rupts. 

0 1 Channel A uses DMA, Channel B uses in- 

terrupt. 

1 0 Channel A and Channel B both use 

DMA. 

1 1 Illegal Code. 

D2 Priority — this bit specifies the relative pri- 

orities of the internal MPSC interrupt/ 
DMA sources. 

0 (Highest) RxA, TxA, RxA, RxB, 
TxBExTA, ExTB (Lowest). 

1 (Highest) RxA, RxB, TxA, TxB, ExTA, 
ExTB (Lowest). 
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D5,D4,D3 

Interrupt Code— specifies the behavior of 
the MPSC when it receives an interrupt 
acknowledge sequence from the CPU. (See 
Interrupt Vector Mode Table.) 

0 X X 

Non-vectored interrupts — intended for 
use with an external interrupt controller 
such as the 8259A. 

1 0 0 

8085 Vector Mode 1 — intended for use as 
the primary MPSC in a daisy-chained pri- 
ority structure. 

1 0 1 

8085 Vector Mode 2 — intended for use as 
any secondary MPSC in a daisy-chained 
priority structure. 

1 1 0 

8086/88 Vector Mode — intended for use 
as either a primary or secondary in a dai- 
sy-chained priority structure. 

D6 

Must be Zero. 

D7 


0 

Pin 10 = RTS b . 

1 

Pin 10 = SYNDET b . 


Write Register 2 (WR2): Channel B 


MSB LSB 


i — i — r — i r 

■nr i 

V7 V6 V5 V4 V3 

V2 VI V0 

1 1 1 1 L 

1 1 

V __ 7 


Interrupt 

Vector 

210311-9 


D7-D0 Interrupt vector — this register contains 
the value of the interrupt vector placed on 
the data bus during acknowledge se- 
quences. 


Write Register 3 (WR3): 



after the receiver has been initialized. 

D5 Auto Enables — a one written to this bit 

causes CD to be an au toma tic enable sig- 
nal for the receiver and CTS to be an auto- 
matic enable signal for the transmitter. A 
zero writ ten to this bit limits the effect of 
CD and CTS signals to setting/resetting 
their corresponding bits in the status regis- 
ter (RRO). 

D7,D6 Receiver Character length. 

0 0 Receive 5 Data bits/character. 

0 1 Receive 7 Data bits/character. 

1 0 Receive 6 Data bits/character. 

1 1 Receive 8 Data bits/character. 
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Write Register 4 (WR4): 



DO Parity — a one in this bit causes a parity bit 


to be added to the programmed number of 
, data bits per character for both the trans- 
mitted and received character. If the 
MPSC is programmed to receive 8 bits per 
character, the parity bit is not transferred 
to the microprocessor. With other receiver 
character lengths, the parity bit is trans- 
ferred to the microprocessor. 

D1 Even/Odd Parity — if parity is enabled, a 

one in this bit causes the MPSC to trans- 
mit and expect even parity, and zero caus- 
es it to send and expect odd parity. 

D3,D2 Stop Bits. 

0 0 Selects synchronous modes. 

0 1 Async mode, 1 stop bit/character. 

1 0 Async mode, 1 % stop bits/character. 

1 1 Async mode, 2 stop bits/character. 

D7,D6 Clock mode— selects the clock/data rate 

multiplier for both the receiver and the 
transmitter. If the lx mode is selected, bit 
synchronization must be done externally. 

0 0 Clock rate = Data rate X 1. 

0 1 Clock rate = Data rate X 16. 

10 Clock rate = Data rate X 32. 

1 1 Clock rate = Data rate X 64. 


Write Register 5 (WR5): 



D1 Re quest to Send— a one in this bit forces 

the RTS pin ac tive ( low) and zero in this 
bit forces the RTS pin inactive (high). 
When the RTS bit is reset in asynchronous 
mode, the signal does not go inactive until 
the transmitter is empty. 

D3 Transmitter Enable — a zero in this bit 

forces a marking state on the transmitter 
output. If this bit is set to zero during data 
or sync character transmission, the mark- 
ing state is entered after the character has 
been sent. If this bit is set to zero during 
transmission of a CRC character, sync or 
flag bits are substituted for the remainder 
of the CRC bits. 

D4 Send Break — a one in this bit forces the 

transmit data low. A zero in this bit allows 
normal transmitter operation. 

D6,D5 Transmit Character length. 

0 0 Transmit 5 or less bits/character. 

0 1 Transmit 7 bits/character. 

1 0 Transmit 6 bits/character. 

1 1 Transmit 8 bits/character. 

Bits to be sent must be right justified, least-significant 

bit first, e.g.: 

D7 D6 D5 D4 D3 D2 D1 DO 

0 0 B5 B4 B3 B2 B1 BO 
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Read Register 0 (RRO): 


LSB 



EXTERNAL STATUS 
INTERRUPT MODE 
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DO 

D1 


D2 


D3 


D4 


Receive Character Available — this bit is 
set when the receive FIFO contains data 
and is reset when the FIFO is empty. 

Interrupt Pending — This Interrupt-Pend- 
ing bit is reset when an EOl command is 
issued and there is no other interrupt re- 
quest pending at that time. In vector 
mode, this bit is set at the falling edge of 
the second INTA in an INTA cycle for an 
internal interrupt request. In non-vector 
mode, this bit is set at the falling edge of 
RD input after pointer 2 is specified. This 
bit is always zero in Channel B. D5 

Transmit Buffer Empty — This bit is set 
whenever the transmit buffer is empty ex- 
cept when CRC characters are being sent 
in a synchronous mode. This bit is reset 
when the transmit buffer is loaded. This 
bit is set after an MPSC reset. 

Carrier Det ect — This bit contains the state 
of the CD pin at the time of the last 
change of any of the Extemal/Status bits 
(CD, CTS, Sync/Hunt, Break/ Abort, or 
Tx Underrun/EOM). Any change of state ^ 
of the CD pin causes the CD bit to be 
latched and causes an External/Status in- 
terrupt. This bit indicates current state of 
the CD pin immediately following a Reset 
Extemal/Status Interrupt command. 

SYNDET — In asynchronous modes, the 
operation of this bit is similar to the CD 
stat us bit, exce pt that it shows the state of 
the SYNDET in put. Any High-to-Low 
transition on the SYNDET pin sets this 
bit, and causes an Extemal/Status inter- 
rupt (if enabled). The Reset External/ 

2-365 


Status Interrupt command is issued to 
clear the interrupt. A Low-to-High tran- 
sition clears this bit and sets the External/ 
Status interrupt. When the External/ 
Status interrupt is set by the change in 
state of any other input or condition, this 
bit shows the inverted state of the 
SYNDET pin at time of the change. This 
bit must be read immediately following a 
Reset Extemal/Status Interrupt command 
to read the current state of the SYNDET 
input. 

Clear to Send — th is bi t contains the in- 
verted state of the CTS pin at the time of 
the last change of any of the External/ 
Status bits (CD, CTS, Sync/Hunt, Break/ 
Abort, or Tx Und errun /EOM). Any 
change of state of the CTS pin causes the 
CTS bit to be latched and causes an Exter- 
nal/Status interrupt. This bit indi cates the 
inverse of the current state of the CTS pin 
immediately following a Reset External/ 
Status Interrupt command. 

Break — in the Asynchronous Receive 
mode, this bit is set when a Break se- 
quence (null character plus framing error) 
is detected in the data stream. The Exter- 
nal/Status interrupt, if enabled, is set 
when break is detected. The interrupt 
service routine must issue the Reset Exter- 
nal/Status Interrupt command (WRO, 
Command 2) to the break detection logic 
so the Break sequence termination can be 
recognized. 
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The Break bit is reset when the termination of the 
Break sequence is detected in the incoming data stream. 
The termination of the Break sequence also causes the 
Extemal/Status interrupt to be set. The Reset Exter- 
nal/Status Interrupt command must be issued to enable 
the break detection logic to look for . the next Break 
sequence. A single, extraneous null character is present 
in the receiver after the termination of a break; it 
should be read and discarded. 

DO All sent — this bit is set when all characters 

have been sent. It is reset when characters 
are in the transmitter. In synchronous 
modes, this bit is always set. 


D4 Parity Error — if parity is enabled, this bit 

is set for, received characters whose parity 
does not' match the programmed sense 
(Even/Odd). This bit is latched. Once an 
error occurs, it remains set until the Error 
Reset command is written. 

D5 Receive Overrun Error— this bit indicates 

that the receive FIFO has been overloaded 
by the receiver. The last character in the 
FIFO is overwrittenand flagged with this 
error. Once the overwritten character is 
read, this error condition is latched until 


Read Register 2 (RR2): 



reset by the Error Reset command. If the 
MPSC is in the “status affects vector” 
mode, the overrun causes a Special Re- 
ceive Error Vector. 

D6 Framing Error— in async modes, a one in 

this bit indicates a receive framing error. 
It can be reset by issuing an Error Reset 
command. 

RR2 Channel B 


D7-D0 Interrupt vector — contains the interrupt 
vector programmed into WR2. If the 
“status affects vector” mode is selected, it 
contains the modified vector. (See WR2.) 
RR2 contains the modified vector for the 
highest priority interrupt pending. If no 
interrupts are pending, the variable bits in 
the vector are set to one. May be read 
from Channel B only. 
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APPENDIX B 

MPSC-POLLED TRANSMIT/RECEIVE CHARACTER 

ROUTINES 


MPSC$RXSINIT: procedure 

(cmd Sport, 

clocks rate , stops bits , par ity$ type, par itySenable , 
rx$ char$ length, rx$ enable , auto$ enable , 
tx$ char Slength, tx$ enable ,dtr,brk,rts) ; 




declare cmdSport 

byte , 


clock$rate 

byte , 


stop$bits 

byte , 


par ity$ type 

byte , 


par itySenable 

byte , 


rx$char $length 

byte , 


rx$enable 

byte , 


au to$enable 

byte , 


txSchar Slength 

byte , 


tx$enable 

byte , 


d tr 

byte , 


brk 

byte, 


rts 

byte; 


output (cmdSport) =3 OH ; 

/* channel reset */ 


ou tpu t (cmd$port) =14H ; 

/* point to WR4 */ 


/* set clock rate,, stop bits, and parity information */ 

output (cmdSport) =shl (clock$rate , 6) or shl (stop$bits, 2) or shl (par ity$type, 1) 


or par itySenable ; 


output (cmd$port) =13H ; 

/* point to WR3 */ 


/* set up receiver parameters */ 

output (cmd$port) =shl ( rx$char $leng th , 6 ) or rx$enable or shl ( au to$enable , 5 ) ; 


output (cmd $port) =15H ; 

/* point to WR5 */ 


/* set up transmitter 

parameters */ 


output(cmd$port)=shl(tx$char$length,5) or shl ( tx$enable , 3 ) or shl(dtr,7) 


or shl(brk,4) or shl(rts,l); 


end MPSC$RX$INIT; 
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MPSC$POLL$RCV$CHARACTER : procedure ( da ta$ por t , cmd$ por t , char ac ter Sptr) byte ; 


declare dataSport byte, 

cmd$port byte, 

character $ptr pointer, 

character based character $ptr byte, 

status byte; 


declare char$avail 
rcv$er ror 


literally 'l', 
literally '10H'; 


/* wait for input character ready */ 

while ( input (cmd$port) and char$avail) <> 0 do; end; 


/* check for errors in received character 
output (cmd$ port) =1; 

if (status;=input (cmd$port) and rcv$error) 
then do; 

character =input (data$port) ; 
call RECEI VE$ERROR (cmd$port , status) ; 
return 0; 
end ; 

else do; 

character = input (data$port) ; 
return OFFH; 


V 

/* point to RRl */ 


/* read character to clear MPSC */ 

/* clear receiver errors */ 

/* error return - no character avail 


/* good return - character avail */ 


end ; 


V - 


end MPSC$POLL$RCV$CHARACTER ; 


MPSC$POLL$TRAN $CHARACTER : procedur e ( da ta$ por t , cmd$ por t , char ac ter ) ; 

declare data$port byte, 

cmd$port byte, 

character byte; 

declare tx$buf fer $empty literally 'A'; 

/* wait for transmitter buffer empty */ 

while not ( input (cmd$port) and tx$buf fer $empty) do; end; 

/* output character */ 
ou tpu t (data$port ) =character ; 

end MPSC$POLL$TRAN$CHARACTER; 


RECEI VE$ERR0R; procedure (cmd$port , status) ; 

declare cmd$port byte, 

status byte; 

output (cmd$port) =30H ; /* error reset */ 

/* *** other application dependent 

error processing should be placed here *** */ 

end RECEI VE$ERROR; 
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TRANSMITS BUFFER: procedure (buf $ptr , buf $ length) 


declare 

buf $ptr pointer , 

buf$length byte; 


/* set up transmit buffer pointer and buffer length in global variables for 
interrupt service */ 
tx$buffer$ptr=buf$ptr; 
tr an sm it $length=buf$ length ; 


transmit$s ta tus=not$comple te ; 

output (dataSpor t) =transmit$buf fer (0) ; 

transmit$index=l; 


/* setup status for not complete */ 
/* transmit first character */ 

/* first character transmitted */ 


/* wait until transmission complete or error detected */ 
while transmit$status = not$complete do; end; 
if transmit$status <> complete 
then return false; 
else return true; 


end TRANSMIT$BUFFER; 


RECEIVES BUFFER : procedure (buf $ptr , buf $leng th$ptr ) ; 
declare 

buf$ptr pointer, 

buf $leng th$ptr pointer, 

buf$length based buf$leng th$ptr byte; 

/* set up receive buffer pointer in global variable for interrupt service */ 

rx$buffer$ptr=buf$ptr; 

receive$index=0; 

rece ive$s tatus=not$complete ; /* set status to not complete */ 

/* wait until buffer received */ 
while receiveSstatus = not$complete do; end; 
buf $length=rece ive$ length ; 
if receiveSstatus = complete 
then return true; 
else return false; 

end RECEIVES BUFFER; 
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APPENDIX C 

INTERRUPT-DRIVEN TRANSMIT/RECEIVE SOFTWARE 

declare 



/* global variables 

for buffer manipulation */ j 

rx$buf fer $ptr 

pointer. 

/* pointer to receive buffer */ 

receive$buf fer based 

rx$buffer$ptr (128) 

byte , 

receive$status 

byte initial (0) , 

/* indicates receive buffer status */ 

receive$ index 

byte. 

/* current index into receive buffer */ 

receive$ length 

byte. 

/* length of final receive buffer */ 

tx$buf fer $ptr 

pointer , 

/* pointer to transmit buffer */ 

transmit$buf fer based tx$buf fer$ptr (128) 

byte, 

transmi t$s tatus 

byte initial (0) , 

/* indicates transmit buffer status */ 

transmit$index 

byte , 

/* current index into transmit buffer */ 

transmit$length 

byte. 

/* length of buffer, to be transmitted */ 

cmd$port 

literally '43H', 


data$por t 

literally '41H', 


a$cmd$port 

literally '42H', 


b$cmd$por t 

literally "43H', 


line$feed 

literally '’OAH', 


not$comple te 

literally 'O', 


complete 

literally "'OFFH'* 


overrun 

literaliy '1' , 


channel$reset 

literally "18H", 


error$reset 

v literally '30H', 


reset$ext$s tatus 

literally '10H'; 
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MPSC?INT?INIT: procedure (clock? rate , stop? bits , par i ty? type , par ity? enable , 
r x?char?length,rx? enable , auto? enable , 
tx?char? length , tx?enable ,dtr,brk,rts, 
ext?en,tx?en, rx?en, s tat ?af fee ts? vector , 
con fig , pr ior ity , vector ? in t?mode, in t? vector) ; 

declare 


clock?rate 

byte , 

/* 

2-bit 

code for clock rate divisor */ 

stop?bits 

byte , 

/* 

2-bit 

code for number of stop bits */ 

par ity? type 

byte , 

/* 

1-bit 

parity type */ 

par ity?enable 

byte , 

/* 

1-bit 

parity enable */ 

rx?char ?length 

byte, 

/* 

2-bit 

receive character length */ 

rx$enable 

byte , 

/* 

1-bit 

receiver enable */ 

au to?enable 

byte , 

/* 

1-bit 

auto enable flag */ 

tx?char ?length 

byte , 

/* 

2-bit 

transmit character length */ 

tx?enable 

byte, 

/* 

1-bit 

transmitter enable */ 

dtr 

byte , 

/* 

1-bit 

status of DTR pin */ 

br k 

byte, 

/* 

1-bit 

data link break enable */ 

r ts 

byte , 

/* 

1-bit 

status of RTS pin */ 

ext?en 

byte , 

/* 

1-bit 

external/status enable */ 

tx?en 

byte , 

/* 

1-bit 

Tx interrupt enable */ 

rx?en 

byte , 

/* 

2-bit 

Rx interrupt enable/mode */ 

stat?aff? vector 

byte , 

/* 

1-bit 

status affects vector flag */ 

config 

byte , 

/* 

2-bit 

system config - int/DMA */ 

pr ior ity 

byte. 

/* 

1-bit 

priority flag */ 

vector ? in t?mode 

byte , 

/* 

3-bit 

interrupt mode code */ 

in t?vec tor 

by te ; 

/* 

8-bit 

interrupt type code */ 


output (b?cmd?port) =channel?reset ; /* channel reset */ 

output (b?cmd?port) =14H; /* point to WR4 */ 

/* set clock rate, stop bits, and parity information */ 

output (b? cmd? por t) =shl (c loc k ? r a te , 6) or shl (stop?bits , 2) or shl (par ity? type , 1) 
or par ity?enable; 

output (b?cmd?port) =13H ; /* point to WR3 */ 

/* set up receiver parameters */ 

output (b?cmd?port) =shl ( rx?char ?leng th , 6) or rx?enable or shl ( au to?enable , 5 ) ; 

output (b? cmd? port) =15H ; /* point to WR5 */ 

/* set up transmitter parameters */ 

output (b?cmd?port) =shl (tx?char?length, 5) or shl ( tx?enable , 3) or shl(dtr,7) 
or shl(brk,4) or shl(rts,l); 

output (b?cmd?port) =12H; /* point to WR2 */ 

/* set up interrupt vector */ 
output (b?cmd?port) =int?vector ; 

output (a?cmd?port) =12H ? /* point to WR2 , channel A */ 

/* set up interrupt modes */ 

output (a?cmd?port) =shl (vector ?int?mode , 3) or shl (pr ior ity , 2) or config; 

output (b?cmd$port) =11H ; /* point to WR1 */ 

/* set up interrupt enables */ 

output (b? cmd? por t) =shl (rx?en, 3) or shl (stat?af f ?vector , 2) or shl(tx?en,l) 
or ext?en; 

end MPSC?INT?INIT; 
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MPSC?RECEI VE?CHARACTER? INT: procedure interrupt 22H; 

/* ignore input if no open buffer */ 
if receive$status <> not$complete then return; 

/* check for receive buffer overrun */ 
if rece ive$ index =' 128 

then receive$status=overrun; 
else do; 

/* read character from MPSC and place in buffer - note that the 
parity of the character must be masked off during this step if 
the character is less than 8 bits (e.g., ASCII) */ 
receive$buf fer (receive$index) ,character=input (data$por t) and 7FH ; 
rece ive$ index=rece ive$ index+1; /* update receive buffer index */ 

/* check for line feed to end line */ 
if character = line$feed 

then do; receive?leng th=r eceive? index ; receive$sta tus=complete ; end; 

end; 

end MPSC$RECEI VE$CHARACTER$INT; 


MPSC?TRANSMIT?CHARACTER?INT: procedure interrupt 20H; ( 

/* check for more characters to transfer */ 
if transmit$index < transmi t$leng th 
then do; 

/* write next character from buffer to MPSC */ 
output (data? port) =tr an sm it? buffer ( transmit? index) ; 

transmit?index=transmit?index+l; /* update transmit buffer index */ 

end; 

else transmit?status=complete ; 
end MPSC?TRANSMIT?CHARACTER?INT; 


interrupt 23H; 


RECEIVE? ERROR? I NT : procedure 

declare 

temp byte; 

output (cmd?port) =1; 
receive?status=input (cmd?port) ; 
temp=input (data?port) ; 
output (cmd?port) =er r or ? reset ; 


/* temporary character storage */ 

/* point to RRl */ 

/♦discard character */ 

/* send error reset */ 


/* *** other application dependent 

error processing should be placed here *** */ 

end RECEIVE? ERROR? I NT; 


EXTERNAL? STATU S?CHANGE? I NT: procedure interrupt 21H; 

transmit?status=input (cmd?port) /* input status change information */ 

output (cmd? port) =reset?ext?s tatus ; 

/* *** other application dependent 

error processing should be placed here *** */ 

end EXTERNAL? STATU S?CHANGE? I NT; 

210311-19 


2-372 




AP-134 


intoT 


APPENDIX D 

APPLICATION EXAMPLE USING SDK-86 


This application example shows the 8274 in a simple 
iAPX-86/88 system. The 8274 controls two separate 
asynchronous channels using its internal interrupt con- 
troller to request all data transfers. The 8274 driver 
software is described which transmits and receives data 
buffers provided by the CPU. Also, status registers are 
maintained in system memory to allow the CPU to 
monitor progress of the buffers and error conditions. 


THE HARDWARE INTERFACE 

Nothing could be easier than the hardware design of an 
interrupt-driven 8274 system. Simply connect the data 
bus lines, a few bus control lines, supply a timing clock 
for baud rate and, voila, it’s done! For this example, the 
ubiquitous SDK-86 is used as the host CPU system. 
The 8274 interface is constructed on the wire-wrap area 
provided. While discussing the hardware interface, 
please refer to Diagram 1. 

Placing the 8274 on the lower 8 bits of the 8086 data 
bus allows byte-wide data transfers at even I/O ad- 
dresses. For simplicity, the 8274’s CS input is generated 
by combining the M/IO select line with address line A7 
via a 7432. This places the 8274 address range in multi- 
ple spots within the 8086 I/O address space. (While 
fine for this example, a more complete address decod- 
ing is recommended for actual prototype systems.) The 
8086’s A1 and A2 address lines are connected to the AO 
and A1 8274 register select inputs respectively. Al- 
though other port assignments are possible because of 
the overlapping address spaces, the following I/O port 
assignments are used in this example: 


Port Function 

Data channel A 
Command/status A 
Data channel B 
Command /status B 


I/O Address 

0000H 

0002H 

0004H 

0006H 


To connect the 8274’s interrupt controller into the sys- 
tem an inverter and pull-up resistor are needed to con- 
vert the 8274’s active-low, interrupt-request output, 
INT, into the correct polarity for the 8086’s INTR in- 
terrupt input. The 8274 recognizes interru pt-acknowl- 
edge bus cycles by connecting the INTA (INTerrupt 
Acknowledge) lines of the 8274 and 8086 together. 


The 8274 ReaD and WRite lines directly connect to the 
respective 8086 lines. The RESET line requires an in- 
verter. The system clock for the 8274 is provided by the 
PCLK (peripheral clock) output of the 8284A clock 
generator. 


On the 8274’s serial side, traditional 1488 and 1489 RS- 
232 drivers and receivers are used for the serial inter- 
face. The onboard baud rate generator supplies the 
channel baud rate timing. In this example, both sides of 
both channels operate at the same baud rate although 
this certainly is not a requirement. (On the SDK-86, 
the baud rate selection is hard-wired thru jumpers. A 
more flexible approach would be to incorporate an 
8253 Programmable Interval Timer to allow software- 
configurable baud rate selection.) 



That’s all there is to it. This hardware interface is com- 
pletely general-purpose and supports all of the 8274 
features except the DMA data transfer mode which re- 
quires an external DMA controller. Now let’s look at 
the software interface. 


SOFTWARE INTERFACE 

In this example, it is assumed that the 8086 has better 
things to do rather than continuously run a serial chan- 
nel. Presenting the software as a group of callable pro- 
cedures lets the designer include them in the main body 
of another program. The interrupt-driven data transfers 
give the effect that the serial channels are handled in 
the background while the main program is executing in 
the foreground. There are five basic procedures: a serial 
channel initialization routine and buffer handling rou- 
tines for the transmit and receive data buffers of each 
channel. Appendix D-l shows the entire software list- 
ing. Listing line numbers are referenced as each major 
routing is discussed. 

The channel initialization routine (INITIAL 8274), 
starting with line #203, simply sets each channel into a 
particular operating mode by loading the command 
registers of the 8274. In normal operation, once these 
registers are loaded, they are rarely changed. (Although 
this example assumes a simple asynchronous operating 
mode, the concept is easily extended for the byte- and 
bit-synchronous modes.) 
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Figure D-1. 8274/SDK-86 Hardware Interface 


The channel operating modes are contained in two ta- 
bles starting with line #163. As the 8274 has only one 
command register per channel, the remaining seven 
registers are loaded indirectly through the WRO (Write 
Register 0) register. The first byte of each table entry is 
the register pointer value which is loaded into WRO 
and the second byte is the value for that particular reg- 
ister. 

The indicated modes set the 8274 for asynchronous op- 
eration with data characters 8 bits long, no parity, and 
2 stop bits. An X16 baud rate clock is assumed. Also 
selected is the “interrupt on all RX character” mode 
with a variable interrupt vector compatible with the 
8086/8088. The transmitters are enabled and all model 
control lines are put in their active state. 


In addition to initializing the 8274, this routine also sets 
up the appropriate interrupt vectors. The 8086 assumes 
the first IK bytes of memory contain up to 256 separate 
interrupt vectors. On the SDK-86 the initial 2K bytes 
of memory is RAM and therefore must be initialized 
with the appropriate vectors. (In a prototype system, 
this initial memory is probably ROM, thus the vector 
set-up is not needed.) The 8274 supplies up to eight 
different interrupt vectors. These vectors are developed 
from internal conditions such as data requests, status 
changes, or error conditions for each channel. The ini- 
tialization routine arbitrarily assumes that the initial 
8274 vector corresponds to 8086 vector location 80H 
(memory location 200H). This choice is arbitrary since 
the 8274 initial vector location is programmable. 
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Finally, the initialization routine sets up the status and 
flag in RAM. The meaning and use of these locations 
are discussed later. 

Following the initialization routine are those for the 
transmit commands (starting with line #268). These 
commands assume that the host CPU has initialized the 
publicly declared variables for the transmit buffer 

pointer, TX POINTER CHx, and the buffer length, 

TX LENGTH CHx. The transmit command rou- 

tines simply clear the transmitter empty flag, TX EMP- 
TY CHx, and load the first character of the buffer into 
the transmitter. It is necessary to load the first charac- 
ter in this manner since transmitter interrupts are gen- 
erated only when the 8274’s transmit data buffer be- 
comes empty. It is the act of becoming empty which 
generates the interrupt not simply the buffer being emp- 
ty, thus the transmitter needs one character to start. 

The host CPU can monitor the transmitter empty flag, 

TX EMPTY CHx, in order to determine when 

transmission of the buffer is complete. Obviously, the 
CPU should only call the command routine after first 
checking that the empty flag is set. 

After returning to the main program, all transmitter 
data transfers are handled via the transmitter-interrupt 
service routines starting at lines #360 and #443. These 
routines start by issuing an End-Of-Interrupt command 
to the 8274. (This command resets the internal-inter- 
rupt controller logic of the 8274 for this particular vec- 
tor and opens the logic for other internal interrupt re- 
quests. The routines next check the length count. If the 
buffer is completely transmitted, the transmitter empty 

flag, TX_EMPTY CHx, is set and a command is 

issued to the 8274 to reset its interrupt line. Assuming 
that the buffer is not completely transmitted, the next 
character is output to the transmitter. In either case, an 
interrupt return is executed to return to the main CPU 
program. 

The receiver commands start at line #314. Like the 
transmit commands, it is assumed that the CPU has 
initialized the receive-buffer-pointer public variable, 

RX_POINTER CHx. This variable points to the 

first location in an empty receive buffer. The command 

routines clear the receiver ready flag, RX_READY 

CHx, and then set the receiver enable bit in the 8274 
WR3 register. With the receiver now enabled, any re- 
ceived characters are placed in the receive buffer using 
interrupt-driven data transfers. 


The received data service routines, starting at lines 
#402 and #485, simply place the received character in 
the buffer after first issuing the EOI command. The 
character is then compared to an ASCII CR. An AS- 
CII CR causes the routine to set the receiver ready flag, 

RX READY CHx, and to disable the receiver. The 

CPU can interrogate this flag to determine when the 
buffer contains a new line of data. The receive buffer 
pointer, RX_POINTER CHx, points to the last re- 
ceived character and the receive counter, RX COUN- 
TER CHx, contains the length. 

That completes our discussion of the command rou- 
tines and their associated interrupt service routines. Al- 
though not used by the commands, two additional serv- 
ice routines are included for completeness. These rou- 
tines handle the error and status-change interrupt vec- 
tors. 

The error service routines, starting at lines #427 and 
#510, are vectored to if a special receive condition is 
detected by the 8274. These special receive conditions 
include parity, receiver overrun, and framing errors. 
When this vector is generated, the error condition is 
indicated in RR1 (Read Register 1). The error service 
routine issues an EOI command, reads RR1 and places 
it in the ERROR MSG CHx variable, and then is- 

sues a reset error command to the 8274. The CPU can 
monitor the error message location to detect error con- 
ditions. The designer, of course, can supply his own 
error service routine. 

Similarly, the status-change routines (starting lines 
#386 and #469) are initiated by a change in the mo- 
dem-control status lines CTS/, CD/, or SYNDET/. 
(Note that WR2 bit 0 controls whether the 8274 gener- 
ates interrupts based upon changes in these lines. Our 
WR2 parameter is. such that the 8274 is programmed to 
ignore changes for these inputs.) The service routines 

simply read RRO, place its contents in the STATUS 

MSG CHx variable and then issue a reset external 

status command. Read Register 0 contains the state of 
the modem inputs at the point of the last change. 

Well, that’s it. This application example has presented 
useful, albeit very simple, routines showing how the 
8274 might be used to transmit and receive buffers us- 
ing an asynchronous serial format. Extensions for byte- 
or bit-synchronous formats would require no hardware 
changes due to the highly programmable nature of the 
8274’s serial formats. 
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8274 APPLICATION BRIEF PROGRAM 


ISI5-II ICS-86 MACRO ASSEMBLER V2 i ASSEHBLV OF MODULE RSVNC8 
OBJECT MODULE PLACED IN FlftSVHCB OBJ 
ASSEMBLER INVOKED BV. ASM66 :Fi ASYNCB SRC 


LOC OBJ LINE 

SOURCE 


2 

>* * 


3 

, ♦ 8274 APPLICATION BRIEF PROGRAM * 


4 

:•* * 


5 

i* * 


6 

i* * 


7 

,* THE 8274 IS INITIALIZED FOR SIlflE ASYNCHRONOUS SERIAL * 


8 

i* FORMAT AND VECTORED INTERRUPT-DRIVEN DATA TRANSFERS. * 


9 

i * THE INITIALIZATION ROUTINE ALSO LOADS THE 8086 'S INTERRUPT * 


10 

; * VECTOR TABLE FROM TIC CODE SEGMENT INTO LOW RAM ON THE * 


11 

i* SDK-86. THE TRANSMITTER AND RECEIVER ARE LEFT ENABLED. * 


12 

;* * 


13 

;* FOR TRANSMIL THE CPU PASSES IN MEMORY THE POINTER OF A * 


14 

i * BUFFER TO TRANSMIT AND THE BYTE LENGTH OF THE BUFFER. * 


15 

, * THE DATA TRANSFER PROCEED USING INTERRUPT-DRIVEN TRANSFERS. * 


16 

, * A STATUS BIT IN ItMORV IS SET WHEN IF BUFFERS IS EMPTY. * 


17 

;* * 


18 

; ♦ FOR RECEIVE/ THE CPU PASSES THE POINTER OF A BUFFER TO FILL. * 


19 

,* TIC BUFFER IS FILLED UNTIL A 'CR-CI*' CHARACTER IS RECEIVED. * 


20 

A STATUS BIT IS SET AND THE CPU MAY READ TIC RX POINTER TO * 


21 

;♦ DETERMINE THE LOCATION OF THE LAST CHARACTER. * 


22 

i* * 


23 

;* ALL ROUTINES ARE ASSUMED TO EXIST IN THE SAME CODE SEGMENT. * 


24 

i* CALL'S TO THE SERVICE ROUTII€$ ARE ASSUMED TO BE "SHORT" OR * 


25 

INTRASEGMENT (ONLY THE RETURN ADDRESS IP IS ON THE STACK). * 


26 

/* * 


27 

i * * 


28 

i* * 


29 

»* * 


Ski 
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MCS-86 MACRO ASSEMBLER 

RSYNCB 



LOC OBJ 

LINE 

SOURCE 



31 




32 

NATE ASYNCB , MODULE NAME 



33 




34 

i PUBLIC DECLARATIONS FOR COMMAND ROUTINES 



35 




36 

PUBLIC INITIAL_8274 ; INITIALIZATION ROUTINE 



37 

PUBLIC TX-COMMAND.CHB ;TX BUFFER COMMAND CHANNEL B 



38 

PUBLIC TX_CONMAND_CHA ;TX BUFFER COltlAND CHANNEL A 



39 

PUBLIC RX-COMMAND-CHB ,RX BUFFER COMMAND CHANNEL 6 



40 

PUBLIC RX_COMMAND_CHA ;RX BUFFER COMMAND CHANNEL A 



41 




42 

i PUBLIC DECLARATIONS FOR STATUS VARIABLES 



43 




44 

PUBLIC RX.READV.CHB ;RX READV FLAG CHB 



45 

PUBLIC RX_READV_CHA ,RX READV FLAG CHA 



46 

PUBLIC TX_EMPTV_CHB , TX EMPTY FLAG CHB 



47 

PUBLIC TX-EMPTV-CHA ; TX EMPTY FLAG CHA 



48 

PUBLIC RX_COUNT_CHB ,RX BUFFER COUNTER CHB 



49 

PUBLIC RX.COUNT-CHA >RX BUFFER COUNTER 



50 

PUBLIC ERROR-MSG.CHB ..ERROR FLAG CHB 



51 

PUBLIC ERROR-MSG.CHA > ERROR FLAG CHA 



52 

PUBLIC STATUS-MSG-CHB • STATUS FLAG CHB 



53 

PUBLIC STATIJS_MSG_CHA > STATUS FLAG CHA 



54 




55 

i PUBLIC DECLARATIONS FOR VARIABLES PASSED TO THE TRANSMIT 



56 

> AND RECEIVE COMMANDS. 



57 




58 

PUBLIC TX-POINTER-CHB ; TX BUFFER Pi] INTER FOR CHB 



59 

PUBLIC TX-LENGTH-CHB >TX LENGTH OF BUFFER FOR CHB 



60 

PUBLIC TX-POINTER.CHA , TX BUFFER POINTER FOR CHA 



61 

PUBLIC TX_LENGTH_CHA , TX LENGTH OF BUFFER FOR CHA 



62 

PUBLIC RX-POINTER-CHB ,RX BUFFER POINTER 1 FOR CHB 



63 

PUBLIC RX-POINTER-CHA ;RX BUFFER POINTER FOR CHA 



64 




65 

i I/O PORT ASSIGNMENTS 



66 




67 

.CHANNEL A PORT ASSIGNMENTS 



68 



0660 

69 • 

DATA-PORT.CHA EQU 0 .DATA I/O PORT 


0062 

79 

COMMAND.PORT-CHA EQU 2 .COMMAND PORT 


0662 

71 

STATUS-PiDRT.CHA EQU COMMAND.PORT.CHA -STATUS PORT 



72 




73 

CHANNEL B PORT ASSIGNMENTS 



74 



0604 

75 

DATA.PORT-CHB EQU 4 -DATA I/O PORT 


0006 

76 

COHMAND-PORT-CHB EQU 6 COMMAND PORT 


6606 

77 

STATUS-PORT.CHB EQU COMHANO_PORT_CHB STATUS P']RT 



78 




79 

,MISC SYSTEM EQUATES 



88 



0960 

81 

CR-CHR EQU 0OH -ASCII CR CHARACTER CODE 


0266 

82 

INT-TABLE.BASE EQU 200H , I NT VECTOR BASE AC-DRESS 


0566 

83 

CODE-START EQU 560H : START LOCATION FOR CODE 



84 




85 +1 

REJECT 



86 




87 

•RAH ASSSIGNMENTS FOR DATA SEGMENT 



88 



— 

89 

DATA SEGMENT 



90 
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MCS-86 l-WCRO ASSEMBLER 

flSVNCB 





LOC OBJ 

LINE 

SOURCE 





91 

• VECTOR INTERRUPT TABLE - ASSUME INITIAL 8274 INTERRUPT 



92 

■ VECTOR IS NUMBER 88 

V0280H) 

FOR EACH VECTOR. THE TABLE 



93 

■CONTAINS START LOCATION AND CODE SEGMENT REGISTER VALUE 



94 

• THE TABLE IS LOADED FROM PROM 




95 





0200 

36 

OPG INTJABLE.BASE 



0200 0000 

98 

TOECTOR.CHB DU 

0 

■ t:: interrupt vector for chb 


0292 0000 

99 

TX_CS_CHB DU 

0 




100 





0294 0006 

101 

STS_VECTOR_CHS DU 

0 

• STATUS INTERRUPT VECTOR FOR' CHB 


0206 0060 

102 

STS.CS.CHB DU 

8 




103 





0208 0000 

104 

RX_VECTOR_CHB DW 

0 

• RX INTERRUPT VECTOR FOR CHB 


028A 0000 

105 

RJLCS-CHB DU 

0 




106 





020C 0000 

107 

ERR.VECTOP._CHB DU 

0 

• ERROR INTERRUPT 'VECTOR FOR CHB 


820E 8000 

188 

ERR.CS.CHB DU 

0 




109 





0210 0000 

110 

TX_VECTOR_CHA DU 

0 

• TX INTERRUPT VECTOR FOR: CHA 


0212 0006 

111 

TXjCS-CHB DU 

0 




112 





0214 0000 

113 

STS.VECTOR.CHA DU 

8 

■STATUS IHTERRLPT VECTOR FOR CHA 


0216 0000 

114 

5T5_CS_CHA DU 

0 




115 





0218 0000 

116 

RX_VECTOR_CHA DU 

0 

•RX INTERRUPT VECTOR FOP CHA 


021fl 0000 

117 

RX.CS.CHA DU 

0 




118 





021C 0000 

119 

ERR_VECTOR_CHA DU 

0 

•ERROR INTERRLPT VECTOR FOR CHA ' 


021E 8000 

120 

ERR.CS.CHA DU 

0 




121 






122 

>«ISC RAM LCCATIONS FOR. CHANNEL 

STATUS AND POINTERS 



123 






124 

> CHANNEL B POINTERS AND STATUS 




125 





0228 0000 

126 

TX_POINTER_CHB DU 

0 

• TX BUFFER POINTER FOR CHB 


0222 0000 

127 

TX_LENGTH_CHB DU 

0 

i TX BUFFER LENGTH FOR CHB 


0224 0000 

128 

RX_POINTER_CHB DU 

0 

•RX BUFFER POINTER FOR CHB 


0226 0800 

129 

RX-COUNT.CHB DU 

0 

•RX LENGTH COUNTER FOR CHB 


0228 00 

139 

TX.EMPTV.CHB DB 

0 

; TX DONE FLAG 


0229 00 

131 

RX-READV.CHB DB 

0 

•READY FLAG Cl IF CR.CHR RECEIVED. ELSE 8* 


022fl 00 

132 

STATUS _MSG_CHB DB 

0 

.• STATUS CHANGE MESSAGE 


0228 00 

133 

ERRORJ1SG.CHB DB 

0 

•ERROR STATUS LOCATION '6 IF NO ERROR' 



134 






135 

■CHANNEL A POINTERS AND STATUS 




136 





022C 0800 

137 

TX_POINTER_CHA DU 

0 

i TX BUFFER POINTER FOP CHA 


022E 0000 

138 

TX.LENGTH.CHA DU 

0 

• TX BUFFER LENGTH FOP. CHA 


0230 0000 

139 

RX.POINTER.CHA DU 

0 

• RX BtJFFER POINTER FOR CHA 


0232 0000 

140 

RX-COUNT.CHA DU 

0 

• RX LENGTH COUNTER FOR CHA 


8234 06 

141 

TX-EHPTY-CHA De 

'0 

• TX DONE FLAG 


0235 00 

142 

RX_READY_CHA De 

0 

•READY FLAG Cl IF CR.CHR RECEIVED. ELSE 0: 


8236 00 

143 

STATUSJ1SG.CHA DB 

0 

. STATUS CHANGE MESSAGE 


0237 06 

144 

ERROR-MSG-CHA DB 

0 

•ERROR STATUS LOCATION (8 IF HO ERROR* 



145 





— 

146 

DATA ENDS 





147 






148 +1 

•EJECT 
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HCS-86 MACRO ASSEMBLER ASVNCB 


LOC OBJ LINE SOURCE 

149 
159 
151 

9500 152 

153 

154 
. 155 

156 

157 

158 

159 

160 
161 
162 

0500 01 163 

0501 16 

164 5HR2 - INTERRUPT VECTOR 

0502 62 165 DB 2, <INT-T«LE-BASE/4» 

0503 80 

166 -HR3 - RX 8 BITS/CHR, RX DISABLE 

0504 03 167 DB 3-0C8H 

0505 C8 

168 1 , HR4 - X16 CLOCK... 2 STOF BITS- NO PARITY 

0506 84 169 DB 4,4CH 

0567 4C 

170 ;NR5 - DTR ACTIVE, TX 8 BITS/CHR, TX ENABLE, RTS ACTIVE 

0568 05 171 DB 5,0EAH 

0509 EA 

172 ,HR6 AND HR7 NOT REQUIRED FOR: ASYNC 

050A 08 173 DB 8,0 

0508 00 


ABC SEGMENT 

ASSUME CS. ABC, DS. BATA, SS. DATA - 

ORij CODE-START 

, ********.**************m*****m+**t+*****+******** ************ 

i * 4 

,* PARAMETERS FOR CHANNEL INITIALIZATION ♦ 

, * + 

; ***************************** c*********************************** 

• CHAWEL B PARAMETERS 

, HR1 - INTERRUPT ON ALL RX CHR, VARIABLE INT VECTOR. TX INT ENABLE 
CMDSTRB DB 1, 16H 



174 




175 

•CHANNEL A PARAMETERS 


176 




177 

;HR1 

- INTERRIIPT OH ALL RX CHR, TX INT ENABLE 

050C 01 

178 

CMDSTRA DB 

1, 12H 

050D 12 

179 

;HR2 

- VECTORED INTERRUPT FOR 8886 

050E 02 

188 

DB 

2, 30H 

050F 30 

181 

;HR3 

- RX 3 BITS/CHR, RX DISABLE 

0510 03 

182 

DB 

3.0C9H 

0511 C0 

183 

»HR4 

- X16 CLOCK, 2 STOP BITS, NO PARITY 

0512 04 

184 

DB 

,4, 4CH 

0513 4C 

185 

,HR5 

- DTR ACTIVE, TX 8 BITS/CHR, TX ENABLE, RTS ACTIVE 

0514 05 

0515 EA 

186 

DB 

5,0EAH . 


187 

• HR6 AND HR? NOT REQUIRED FOR ASYNC 

0516 00 

188 

DB 

0,0 

0517 08 

189 

190 +1 

REJECT 
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MCS-86 MACRO ASSEMBLER 

0SYNCB 





LOC OBJ 

LINE 

SOURCE 





191 






192 

• START OF COMMAND ROUTINES 




193 






194 

, «*******#**M4*4*4***> **«**«** ****** ft 




195 

,* 


* 



196 

INITIALIZATION COMMAS FOR' THE 

8274 - THE 8274 * 



197 

> * IS SETUP ACCORDING TO THE PARAMETERS STORED IN ♦ 


' 

198 

>* PR'OM ABOVE STARTING AT CHSTRB FOR CHANNEL B AND * 



199 

> + CMSTRfl FOR CHANNEL A 

* 



200 

,* 


* 



201 

i*********$****t*******t***$********************t**********^t**.tt 



282 





0518 

203 

INITIAL-8274. 





294 

• COPY 

INTERRUPT VECTOR IP AND 

1 

1 

3 

1 


0518 C70600028806 

285 

MOV 

TX_ VECTOR-CAB, OFFSET XNTINB , TX DATA VECTOR CHB 


051E 8C0E0202 

206 

MO*V 

TX-CS.CHB, CS 



0522 C70604023506 

207 

MOV 

STS-VECTCiR_CHB. 'OFFSET 

STAINB . STATUS VECTOR CHB 


0528 8C0E0602 

288 

MOV 

STS-CS-CHB. CS 



852C C 70688824906 

209 

MOV 

R5LVECT0R.CHB, OFFSET RCVINB ,RX DATA VECTOR CHB 


8532 8C860A02 

210 

MOV 

RX.CS.CHB, CS 



0536 C7060C027706 

211 

MOV 

ERR-VECTOR-CHB, OFFSET 

ERRINB , ERROR VECTOR CHB 


853C 8C8E0A02 

212 

MOV 

RX-CS.CHB, CS 



0540 C70610028C86 

213 

MOV 

TX-VECTOR-CHA, OFFSET XHTINA ,TX DATA VECTOR CHA 


0546 8C0E1292 

214 

MOV 

TX-CS-CHA, CS 



054fl C7061402B906 

215 

MOV 

STS.VECTOR.CHA, OFFSET STAINA , STATUS '/ECTOR CHA 


0550 8C8E1602 

216 

MOV 

STS-CS-CHA, CS 



0554 C7061882CD66 

217 

MOV 

RX-VECTOR-CHA, 'OFFSET RCVINA ,RX DATA VECTOR CHA 


0550 8C0Elf»2 

218 

MOV 

RX-CS-CHA, CS 



055E C7061C02FB86 

219 

MOV 

ERR-VECTOR.CHA. OFFSET ERRINA ..ERROR VECTOR CHA 


0564 8C0E1E02 

220 

MOV 

ERR-CS-CHA. CS 




221 






222 

/COPY SETUP TABLE PARAMETERS INTO 8274 




223 





0568 BF0005 

224 

MOV 

DI, OFFSET CMDSTRB 

, INITIALIZE CHB 


0568 BR0608 

225 

MOV 

DX, COHMAND-PORT-CHB 



056E E82E00 

226 

CALL 

SETUP 

,COPY CHB PARAMETERS 


0571 BF0C05 

227 

MOV 

DI, OFFSET CMDSTRA 

, INITIALIZE CHA 


9574 BA0200 

228 

MOV 

DX, COMMAND-PORT.CHA 



0577 E82508 

229 

CALL 

SETUP 

, COPY CHA PARAMETERS 



238 






231 

> INITIALIZE STATUS BYTES AND FLAGS 




232 





0570 888000 

232 

MOV 

AX , 0 



057D 022882 

234 

MOV 

ERROR.HSG.CHB, AL 

• CLEAR ERROR FLAG CHB 


0580 023702 

235 

MOV 

ERROR-MSG-CHA, AL 

•CLEAR ERROR FLAG CHA 


0583 022082 

236 

MOV 

STATUS.MSG.CHB, AL 

•CLEAR STATUS FLAG CHB 


8586 023602 

237 

MOV 

STATUS_MSG_CHA. AL 

•CLEAR STATUS FLAG CHA 


0589 032682 

238 

MOV 

RX-COUNT.CHB, AX 

, CLEAR RX COUNTER CHB 


058C 033282 

239 

MOV 

RX_COUNT_CHA, AX 

, CLEAR RX COUNTER CHA 


058F B801 

248 

MOV 

AL, 1 



0591 022902 

241 

MOV 

RX_READY.CHB, AL 

, SET RX C*OHE FLAG CHB 


0594 023582 

242 

MOV 

RX-READV-CHA, AL 

, SET RX DONE FLAG CHA 


0597 022862 

243 

MOV 

TX-EMPTY.CHB, AL 

, SET TX DONE FLAG CH8 


0590 023402 

244 

MOV 

TX-EMPTY-CHA, AL 

•SET TX DOME FLAG CHA 


0590 FB 

245 

STI 


•ENABLE INTERRUPTS 


059E 03 

246 

RET 


•RETURN - DONE WITH SETUP 



247 





059F 8005 

248 

SETUP. MOV 

AL, EDI] 

, PARAMETER COPYING ROUTINE 


0501 3000 

249 

CMP 

AL, 0 



8503 7404 

258 

JE 

DONE 
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LOC OBJ 

LINE 

SOURCE 



05A5 EE 

251 


OUT 

OX, AL .OUTPUT PARAMETER 


05A6 4? 

252 


INC 

01 . POINT AT NEXT PARAMETER 


05A7 EBFo 

252 


JMP 

SERF , GO LOAD IT 


05A9 02 

254 

DONE 

RET 

•DONE - SO RETURN 



255 






256 +1 

REJECT 




257 






258 

, **************^*****t***^4*****M***********4^M-4********U*** 



259 

>* 





260 

i* 

TX CH0NNEL 6 COMMAND ROUTINE - ROUTINE IS CALLED TO * 



261 


TR0NSNIT 0 BUFFER THE BUFFER ST0RTING ADDRESS, * 



262 

,* 

TX.POINTER.CHB, 0NO THE BUFFER LENGTH, TX_LENGTH_CHB, * 



263 

i* 

MUST BE INITIALIZED BV THE CALLING PROGRAM * 



264 

i* 

BOTH ITEMS ARE WORD VARIABLES * 



265 

,* 


+ 



266 

i *^****************************************1,***********4*****^4 



267 





05AA 

268 

TX_C0NMAND_CH8 : 



05AA 50 

269 


PUSH 

AX , SAVE REGISTERS 


0506 5? 

270 


PUSH 

01 


050C 52 

271 


PUSH 

OX 


05AD C606280200 

272 


MOV 

TX.EMPTV.CHB, 0 . CLEAR EMPTV FLAG 


0562 606400 

273 


MOV 

OX, DATA_P0RT_CH6 , SETUP PORT POINTER 


0565 883E2602 

274 


MOV 

01, TX_POINTEP_CHB , GET TX BUFFER POINTER CAB 


0569 8085 

275 


MOV ' 

AL, IDI] • GET FIRST CHARACTER TO TX 


0568 EE 

276 


OUT 

OX, AL , OUTPUT IT TO 8274 TO GET IT STARRED 


0560 50 

277 


POP 

DX 


0560 5F 

278 


POP 

01 


056E 58 

279 


POP 

AX 


056F C3 

280 


RET 

.RETURN 



281 






282 

; ************************************^t************-************* 



283 

>* 


* 



284 

i* 

TX CHANNEL 0 COHM0NO ROUTINE - ROUTINE IS CALLED TO * 



285 

;* 

TRANSMIT 0 BIFFER. THE BUFFER STARTING ADDRESS. ♦ 



286 

:•* 

TX.POINTER.CHA. AND THE BUFFER LENGTH, TX_LEHGTH_CHA, ♦ 



287 

,* 

MUST BE INITIALIZED BV THE CALLING PROGRAM. + 



288 

,* 

BOTH ITEMS ARE WORD VARIABLES. * 



289 

i* 


* 



298 

, *+4****.+*+*^***+4t**+*******************+*+*+*****+**+++*+++*+t 



291 





05C0 

292 

TX_COMMAND_CHA 



0500 50 

293 


PUSH 

AX , SAVE REGISTERS 


0501 57 

294 


PUSH 

01 


0502 52 

295 


PUSH 

OX 


0503 0606340200 

296 


MOV 

TX_EMPTV_CHA, 0 , CLEAR EMPTV FLAG 


05C8 B00060 

297 


MOV 

OX, OATA_PORT_CHA . SETUP PORT POINTER 


0508 8B3E2C02 

298 


MOV 

01, TX_POINTER_CHA ;GET TX BUFFER POINTER CHA 


05CF 8085 

299 


MOV 

AL, [DII , GET FIRST CHARACTER TO TX • 


0501 EE 

300 


OUT 

OX, AL ■ OUTPUT IT TO 8274 TO GET IT STARTED 


0502 50 

381 


POP 

OX 


0503 5F 

302 


POP 

01 


0504 58 

383 


POP 

AX 


0505 02 

384 


RET 

, RETURN 



385 






386 

, *#********++***iiMi*****#**K[**iMi*********+**+**t****++*.+++**++**+ 



387 

i* 


* 



388 

i* 

RX COMMAND FOR CHANNEL B - THE CALLING ROUTINE MUST * 



309 

i* 

INITIALIZE RX.POINTER.CHB TO POINT AT THE RECEIVE * 



310 

.* 

BIFFER BEFORE CALLING THIS ROUTINE * 
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MCS-86 MACRO ASSEMBLER 

ftSVNCB 




LOC OBJ 

LINE 

SOURCE 




311 

,* 

♦ 



312 

, t*4*>M*m*«.M***** *.***♦****♦. + 1*4+4 * *++****> HM.** t + ttt '1*4*4 • 



213 




85B6 

214 

RX-COMHftNC'.CHB 



0506 58 

215 

PUSH 

flX .SAVE REGISTERS 


050? 52 

216 

PUSH 

DX 


0508 C606298200 

317 

MOV 

RX.READV.CHB- 0 , CLEAR RX READY FLAG 


0500 C 706260200O0 

218 

MOV 

RJLCOUNT.CHB. 0 ■ CLEAR RX COUNTER 


65E3 BA06O0 

319 

MOV 

DX, COMMAND-POR7.CH6 .POINT AT COMMAND FORT 


05E6 B063 

320 

MOV 

AL, 2 .SET UP FOR HRS 


05E8 EE 

321 

OUT 

DX. AL 


05E9 B0C1 

322 

MOV 

AL- 0C1H , WR3 - 8 BITS/CHR. ENABLE RX 


05EB EE 

223 

OUT 

DX, AL 


05EC 5ft 

324 

POP 

DX 


05ED 58 

325 

POP 

AX 


05EE C3 

326 

RET 

. RETURN 



227 





328 

; tt****tM4«**M<M**************************.***** 4. t f *++** ******* * 



329 

, * 

♦ 



330 

;* RX COMMAND FOR CHANNEL ft - THE CALLING ROUTINE MUST * 



231 

>* INITIALIZE RX_POINTER_CHfl TO POIHT AT THE RECEIVE * 



332 

,* BUFFER BEFORE CALLING THIS ROUTINE * 



333 

;* 

* 



334 

; +*+.**************+**+***+**+++*++*++f.*.++*+++++**+***++*+^+#+**+t 



335 




05EF 

336 

RX.COMMflND.CHfl 



05EF 50 

337 

PUSH 

ft X .SAVE REGISTERS 


05F0 52 

338 

PUSH 

DX 


05F1 C606350280 

339 

MOV 

RX.READV.CHft. 8 .CLEAR RX READY FLAG 


05F6 C70632020900 

340 

MOV 

RX.COUNT.CHA, 0 , CLEAR RX COUNTER 


05FC BA0200 

341 

MOV 

DX, COMMAND-PORT _CHA -POINT AT COMMAND PORT 


05FF B003 

342 

MOV 

AL, 3 -SETUP FOR WR2 


0681 EE 

343 

OUT 

DX, AL 


0602 B0C1 

344 

MOV 

AL, 0C1H ;WR2 - 8 BITS/CHR, ENABLE RX 


0684 EE 

345 

OUT 

DX, AL 


0605 5ft 

346 

POP 

DX 


0606 58 

347 

POP 

AX 


0607 C3 

348 

RET 

• RETURN 



349 





350 +1 

♦EJECT 




351 





352 

, ***************♦*♦***********■+**************+***.***■♦+**+**«,**+♦ 



353 

i * 

* 



354 

>* START OF INTERRUPT SERVICE ROUTINES + 



355 


+ 



356 

i t*************************************************************** 



357 





358 

, CHAftCL B TRANSMIT DATA SERVICE ROUTINE 



359 




0608 52 

268 

XMTINB ; PUSH 

DX iSAVE REGISTERS 


0609 57 

361 

PUSH 

DI 


060ft 58 

262 

PUSH 

AX 


060B E88201 

363 

CflLL 

EOI . SENT- EOI COMMAND TO 8274 


060E FF062002 

364 

INC 

TX-POINTER.CHB ..POINT TO NE.XT CHARACTER 


0612 FF0E2202 

365 

DEC 

TX.LENGTH.CHB , DEC LENGTH COUNTER 


0616 740E 

366 

JE 

XIB ; TEST IF DONE 


0618 BR0480 

367 

MOV 

DX, DATA.PORT.CHB , HOT DONE - GET NEXT CHARACTER 


06 IB 8B3E2002 

368 

MOV 

DI, TX_PO I NTER.CHB 


061F 8085 

369 

MOV 

AL, [DI] -PUT CHARACTER IN AL 


0621 EE 

370 

OUT 

DX, AL , OUTPUT IT TO 8274 
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HCS-86 MACRO ASSEMBLER 

ftSVNC8 




LOC OBJ 

Lire 

SOURCE 



6622 58 

371 

POP 

AX 

> RESTORE REGISTERS 

0623 5F 

372 

POP 

01 


0624 5fl 

373 

POP 

OX 


0625 Cf 

374 

IRET 


; RETURN TO FOREGROUND 

0626 BA0606 

375 

XIB: MOV 

OX, COMHANO-PORT.CHB ,ALL CHARACTERS HAVE BEEN SEND 

0629 8828 

376 

MOV 

«... 28H 

, RESET TRANSMITTER INTERRUPT PENDING 

062B EE 

377 

OUT 

OX , AL 


062C C606288201 

378 

MOV 

TX_£MPTV_CHB, 1 

•DONE - SO SET TX EMPTY FLAG CHB 

0631 58 

379 

POP 

AX 

; RESTORE REGISTERS 

0632 5F 

388 

POP 

01 


0633 5A 

381 

POP 

OX 


0634 CF 

382 

IRET 


.; RETURN TO FOREGROUND 


383 





384 

, CHANNEL B STATUS CHfiNGE SERVICE ROUTINE 


385 




0635 52 

386 

STAINB: PUSH 

OX 

;SAVE REGISTERS 

0636 57 

387 

PUSH 

01 


0637 50 

388 

PUSH 

AX 


8638 E8D508 

389 

CALL 

EOI 

; SEND EOI COMMAND TO 8274 

or to Bokm 

wjD WWuw 

398 

MOV 

OX, COMMANO_PORT_CHB 

063E EC 

391 

IN 

AL, OX 

;READ RR0 

863F A22A02 

392 

MOV 

STATUS.MSG.CHB, 

a ;PUT RR0 IN STATUS MESSAGE 

0642 B810 

393 

MOV 

AL, 10H 

> SEND RESET STATUS INT COMMAND TO 8274 

8644 EE 

394 

OUT 

OX, AL 


0645 58 

395 

POP 

AX 

.; RESTORE REGISTERS 

0646 5F 

396 

POP 

01 


0647 5A 

397 

POP 

OX 


0648 CF 

398 

IRET 




399 





400 

..CHANNEL B RECEIVED DATA SERVICE ROUTINE 


401 




0649 52 

402 

RCVINB. PUSH 

ox 

, SAVE REGISTERS 

064A 57 

403 

PUSH 

01 


0646 58 

484 

PUSH 

AX 


064C E8C106 

485 

CALL 

EOI 

■ SEND EOI COMMAND TO 8274 

064F 883E2402 

486 

MOV 

01, RX.P0INTER.CH6 .-GET RX CHB BUFFER POINTER 

8653 6A0400 

487 

MOV 

OX. DATR.PORT.CHB 

0656 EC 

488 

IN 

AL , OX 

iREa- CHARACTER 

0657 8805 

489 

MOV 

IOII, AL 

i STORE IN BUFFER 

0659 FF062402 

418 

INC 

RX.POINTER.CHB 

.•BUMP THE BUFFER POINTER 

0650 FF862602 

411 

INC 

rx_countj:hb 

■ BUMP THE COUNTER 

0661 3C0D 

412 

CMP 

AL, CR.CHR 

■ TEST IF LAST CHARACTER TO BE RECEIVED'' 

8663 750E 

413 

•JNE 

RIB 


0665 C606290281 

414 

MOV 

RX-READY.CHB, 1 

, YES. SET READY FLAG 

866A BA0680 

415 

MOV 

DX, COMMAND.PORT.CHB .POINT AT COMMAND F'ftRT 

0660 6083 

416 

MOV 

AL , 3 

; POINT AT WR3 

066F EE 

417 

OUT 

OX , AL 


0676 B0C0 

418 

MOV 

AL. 0C0H 

•DISABLE RX 

0672 EE 

419 

OUT 

ox. a 


0673 58 

428 

RIB. POP 

AX 

•EITHER WAV. RESTORE REGISTERS 

0674 5F 

421 

POP 

01 


8675 5ft 

422 

POP 

ox 


0676 Cf 

423 

IRE'. 


• RETURN TO F OPEGPOUND 


424 





425 

•CHANNEL B ERROR SERVICE ROUTINE ! 


426 




8677 52 

427 

ERR I MB PUSH 

ox 

, SAVE REGISTERS 

967?: 58 

428 

PUSH 

AX 


0679 E89460 

429 

CALL 

EC I 

■ SEND ECU COMMAND TO 8274 

067C BA8600 

438 

MOV 

ox, comm«C'-poftj:hb 


210311-31 


2-384 





AP-134 



HCS-86 MACRO ASSEMBLER 

0SYNCB 





LOC OBJ 

Lift 

SOURCE 




067F B00i 

431 

MOV 

AL 1 

,POINT AT RR1 


9681 EE 

432 

OUT 

DX, AL 



0682 EC 

433 

IN 

AL/ DX 

•READ RR1 


0683 A22B82 

434 

MOV 

ERR0RJ1SG_CHB/ 

fL ; SAVE IT IN ERROR FLAG 


0686 B030 

435 

MOV 

AL, 30H 

■SEND RESET ERROR COmAND TO 8274 


0688 EE 

436 

OUT 

DX/ AL 



0689 58 

437 

POP 

AX 

i RESTORE REGISTERS 


0688 58 

438 

POP 

DX 



0688 CF 

439 

IRET 


, RETURN TO FOREGROUND 



440 






441 

; CHANNEL 0 TRANSMIT D0T0 SERVICE ROUTINE 



442 





068C 52 

443 

XMTIN0: PUSH 

DX 

,SAVE REGISTERS 


0680 57 

444 

PUSH 

DI 



068E 50 

445 

PUSH 

AX 



068F E87E00 

446 

CALL 

EOI 

; SEND EOI COMMAND TO 8274 


0692 FF062C92 

447 

INC 

TX_POINTER_CHR 

/POINT TO NEXT CHARACTER 


0696 FF0E2E02 

448 

DEC 

TX_LENGTH_CHfi 

, DEC LENGTH COUNTER 


0690 740E 

449 

JE 

XIA 

, TEST IF PONE 


nrc*' rvyuuv) 

450 

MOV 

DX/ DATA_PORT_CHR , NOT DONE - GET NEXT CHARACTER 


069F 883E2C02 

451 

MOV 

DI, TX-POI NTER_CHfi 


8603 8085 

452 

HOV 

AL/ CDI] 

, PUT CHARACTER IN AL 


9605 EE 

453 

OUT 

DX, AL 

•OUTPUT IT TO 8274 


0606 58 

454 

POP 

AX 

, RESTORE REGISTERS 


0607 5F 

455 

POP 

01 



0608 50 

456 

POP 

DX 



0609 CF 

457 

IRET 


,RETIKN TO FOREGROUND 


0600 800288 

458 

XI A: HOV 

DX, COHMANO_PORT_CHA ,ALL CHARACTERS HAVE BEEN SEND 


8600 8028 

459 

MOV 

AL.. 28H 

/RESET TRANSMITTER INTERRUPT FENDING 


060F EE 

460 

OUT 

DX, AL 



06B0 C606340201 

461 

MOV 

TX_EMPTY_CHA, i 

DONE - SO SET TX EMPTY FLAG CH8 


06B5 58 

462 

POP 

AX 

/RESTORE REGISTERS 


06B6 5F 

463 

POP 

DI 



06B7 50 

464 

POP 

DX 



0688 CF 

465 

IRET 


, RETURN TO FOREGROUND 



466 






467 

/CHANNEL 0 STATUS CHANGE SERVICE ROUTINE 



468 





0689 52 

469 

ST0IN0: PUSH 

DX 

,SAVE REGISTERS 


0680 57 

470 

PUSH 

DI 



0688 50 

471 

PUSH 

AX 



66BC E85108 

472 

CALL 

EOI 

■SEND EOI COMMAND TO 8274 


06BF 800280 

473 

HOV 

DX, COMMAND.F'CiRT.CHA 


06C2 EC 

474 

IN 

AL, DX 

■ READ RR0 


06C3 023682 

475 

MOV 

STRTjUS_MSG_CHA, 

AL ■ PUT RR0 IN STATUS MESSAGE 


06C6 8010 

476 

MOV 

AL, 10H 

■ SEND RESET STATUS INT COMMAND TO 8274 


06C8 EE 

477 

OUT 

DX, AL 



06C9 58 

478 

POP 

AX 

■ RESTORE REGISTERS 


06C0 5F 

479 

POP 

DI 



86Ce 50 

480 

POP 

DX 



06CC CF 

481 

IRET 





482 






483 

CHANNEL 0 RECEIVED DATA SERVICE ROUTINE 



484 





06CD 52 

485 

RCVINfl PUSH 

DX 

•SAVE REGISTERS 


06CE 57 

486 

PUSH 

DI 



06CF 50 

487 

PUSH 

AX 



0600 E83D80 

488 

CALL 

EOI 

. SEND EOI COMMAND TO 8274 


06C<3 883E3802 

489 

MOV 

DI, PXLPOINTER.CHA . GET RX CHA BUFFER POINTER 


0607 800008 

490 

MOV 

DX, DATfi_PORT CHA 
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MCS-86 MACRO ASSEMBLER ASVNCB 


LOC OBJ 

LINE 

SOURCE 




06DA EC 

491 

IN 

AL DX 

•READ CHARACTER 


06DB 8885 

492 

MOV 

EDI 3, AL 

■STORE IN BUFFER 


06DD FF063002 

493 

INC 

RX_POINTER_CHA 

■BUMP THE BUFFER POINTER 


06E1 FF063202 

494 

INC 

RX_COUNT_CHA 

• BUMF' THE COUNTER 


06E5 3C0D 

495 

CUP 

AL.. CR.CHR ■ 

•TEST IF LAST CHARACTER TO BE RECEIVED’ 


86E7 750E 

496 

JNE 

RIA 



06E9 C606350201 

497 

MOV 

RX.READY.CHA, 

1 ; YES, SET READY FLAG 


06EE BA8290 

498 

MOV 

DX, COMMAND.PORT.CHA , POINT AT COMMAND PORT 


06F1 B803 

499 

MOV 

AL, 3 

i POINT AT WR3 


06F3 EE 

500 

OUT 

DX, AL 



06F4 B8C0 

581 

MOV 

AL, 6C0H 

i DISABLE RX. 


06F6 EE 

582 

OUT 

DX, AL 



06F7 58 

503 

RIA. POP 

AX 

•EITHER HAY, RESTORE REGISTERS 


06F8 5F 

504 

POP 

DI 



06F9 5A 

505 

POP 

DX 



06F A CF 

586 

IRET 


.•RETURN TO FOREGROUND 



587 






508 

; CHANNEL A ERROR SERVICE ROUTINE- 



509 





06FB 52 

518 

ERRINA: PUSH 

DX 

• SAVE REGISTERS 


06FC 59 

511 

PUSH 

AX 



06FD E81800 

512 

CALL 

EOI 

•SEND EOI COMMAND TO 8274 


0780 BA0280 

513 

MOV 

DX, COMMAND .PORT JCHA 


8703 B081 

514 

MOV 

AL, 1 

, POINT AT RR1 


0705 EE 

515 

OUT 

DX, a 



0708 EC 

516 

IN 

a, DX 

,READ RR1 


0707 A23702 

517 

MOV 

ERROR.MSTj.CHA, 

a ; SAVE IT IN ERROR FLAG 


070A B830 

518 

MOV 

a, 30H 

• SEND RESET ERROR COMMAND TO 8274 


070C EE 

519 

OUT 

dx, a 



0700 58 

520 

POP 

AX 

•RESTORE REGISTERS 


070E 5A 

521 

POP 

DX 



070F CF 

522 

IRET 


•RETURN TO FOREGROUND 



523 






524 

END-OF-INTERRUPT ROUTINE - SENDS EOI COMMAND TO 8274. 



525 

THIS COMMAND MUST ALWAYS TO ISSUED ON CHANNEL A 



526 





0710 50 

527 

EOI: PUSH 

AX 

•SAVE REGISTERS 


0711 52 

528 

PUSH 

DX 



0712 BA0280 

529 

MOV 

DX, COMMAND.PORT.CHA >aHAYS FOR CHANNEL A " ' 


0715 B038 

538 

MOV 

a, 38H 



0717 EE 

531 

OUT 

DX , a 



0718 5A 

532 

POP 

DX 



0719 58 

533 

POP 

AX 



071A C3 

534 

RET 





535 






536 

;END OF CODE 

ROUTINE 




537 





— 

538 

ABC 

ENDS 




539 

END 




ASSEMBLV COMPLETE, 

NO ERRORS FOUND 
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INTRODUCTION 

The INTEL 8274 is a Multi-Protocol Serial Controller, 
capable of handling both asynchronous and synchro- 
nous communication protocols. Its programmable fea- 
tures allow it to be configured in various operating 
modes, providing opimization to given data communi- 
cation application. 

This application note describes the features of the 
MPSC in Synchronous Communication applications 
only. It is strongly recommended that the reader read 
the 8274 Data Sheet and Application Note API 34 
“Asynchronous Communication with the 8274 Multi- 
Protocol Serial Controller” before reading this Applica- 
tion Note. This Application note assumes that the read- 
er is familiar with the basic structure of the MPSC, in 
terms of pin description, Read/Write registers and 
asynchronous communication with the 8274. Appendix 
A contains the software listings of the Application Ex- 
ample and Appendix B shows the MPSC Read/Write 
Registers for quick reference. 


(High Level Data Link Control). The American Stan- 
dards Association’s protocol, ADCCP is similar to 
HDLC. CCITT Recommendation X.25 layer 2 is also 
an acceptable version of HDLC. Finally, IBM’s SDLC 
(Synchronous Data Link Control) is also a subset of the 
HDLC. 

In this section, we will concentrate most of our discus- 
sion on HDLC. Figure 1 shows a basic HDLC frame 
format. 


A frame consists of five basic fields: Flag, Address, 
Control, Data and Error Detection. A frame is bound- 
ed by flags — opening and closing flags. An address field 
is 8 bits wide, extendable to 2 or more bytes. The con- 
trol field is also 8 bits wide, extendable to two bytes. 
The data field or information field may be any number 
of bits. The data field may or may not be on an 8-bit 
boundary. A powerful error detection code called 
Frame Check Sequence contains the calculated CRC 
(Cycle Redundancy Code) for all the bits between the 
flags. 



The first section of this application note presents an 
overview of the various synchronous protocols. The 
second section discusses the block diagram description 
of the MPSC. This is followed by the description of 
MPSC interrupt structure and mode of operation in the 
third and fourth sections. The fifth section describes a 
hardware/software example, using the INTEL single 
board computer iSBC88/45 as the hardware vehicle. 
The sixth section consists of some specialized applica- 
tions of the MPSC. Finally, in section seven, some use- 
ful programming hints are summarized. 


SYNCHRONOUS PROTOCOL 
OVERVIEW 

This section presents an overview of various synchro- 
nous protocols. The contents of this section are fairly 
tutorial and may be skipped by the more knowledgeable 
reader. 


Bit Oriented Protocols Overview 

Bit oriented protocols have been defined to manage the 
flow of information on data communication links. One 
of the most widely known protocols is the one defined 
by the International Standards Organization: HDLC 


ZERO BIT INSERTION 

The flag has a unique binary bit pattern: 7E HEX. To 
eliminate the possibility of the data field containing a 
7E HEX pattern, a bit stuffing technique called Zero 
Bit Insertion is used. This technique specifies that dur- 
ing transmission, a binary 0 be inserted by the transmit- 
ter after any succession of five contiguous binary l’s. 
This will ensure that no pattern of 01111110 is ever 
transmitted between flags. On the receiving side, after 
receiving the flag, the receiver hardware automatically 
deletes any 0 following five consecutive l’s. The 8274 
performs zero bit insertion and deletion automatically 
in the SDLC/HDLC mode. The zero-bit stuffing en- 
sures periodic transitions in the data stream. These 
transitions are necessary for a phase lock circuit, which 
may be used at the receiver end to generate a receive 
clock which is in phase to the received data. The insert- 
ed and deleted 0’s are not included in the CRC check- 
ing. The address field is used to address a given second- 
ary station. The control field contains the link-level con- 
trol information which includes implied acknowledge- 
ment, supervisory commands and responses, etc. A 
more detailed discussion of higher level protocol func- 
tions is beyond the scope of this application note. Inter- 
ested readers may refer to the references at the end of 
this application note. 


Opening 

Flag 

Byte 

Address* 
Field (A) 

Control** 
Field (C) 

Data 

Field 

Frame 

Check 

Sequence 

Closing 

Flag 

Byte 


Figure 1. HDLC/SDLC Frame Format 

* Extendable to 2 or More Bytes. 

** Extendable to 2 Bytes. 
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The data field may be of any length and content in 
HDLC. Note that SDLC specifies that data field be a 
multiple of bytes only. In data communications, it is 
generally desirable to transmit data which may be of 
any content. This requires that data field should not 
contain characters which are defined to assist the trans- 
mission protocol (like opening flag 7EH in HDLC/ 
SDLC communications). This property is referred to as 
“data transparency”. In HDLC/SDLC, this code 
transparency is made possible by Zero Bit Insertion dis- 
cussed earlier and the bit oriented nature of the proto- 
col. 

The last field is the FCS (Frame Check Sequence). The 
FCS uses the error detecting techniques called Cyclic 
Redundancy Check. In SDLC/HDLC, the CCITT- 
CRC must be used. 

NON-RETURN TO ZERO INVERTED (NRZI) 

NRZI is a method of clock and data encoding that is 
well suited to the HDLC protocol. It allows HDLC 
protocols to be used with low cost asynchronous mo- 
dems. NRZI coding is done at the transmitter to enable 
clock recovery from the data at the receiver terminal by 
using standard digital phase locked loop techniques. 
NRZI coding specifies that the signal condition does 
not change for transmitting a 1, while a 0 causes a 
change of state. NRZI coding ensures that an active 
data line will have transition at least every 5-bit times 
(recall Zero Bit Insertion), while contiguous 0’s will 
cause a change of state. Thus, ZBI and NRZI encoding 
makes it possible for a phase lock circuit at the receiver 
end to derive a receive clock (from received data) which 
is synchronized to the received data and at the same 
time ensure data transparency. 


Byte Synchronous Communication 

As the name implies, Byte Synchronous Communica- 
tion is a synchronous communication protocol which 
means that the transmitting station is synchronized to 
the receiving station through the recognition of a spe- 
cial sync character or characters. Two examples of Byte 
Synchronous protocol are the IBM Bisync and Mono- 


sync. Bisync has two starting sync characters per mes- 
sage while monosync has only one sync character. For 
the sake of brevity, we will only discuss Bisync here. 
All the discussion is valid for Monosync also. Any ex- 
ceptions will be noted. Figure 2 shows a typical Bisync 
message format. 

The Bisync protocol is defined for half duplex commu- 
nication between two or more stations over point to 
point or multipoint communication lines. Special char- 
acters control link access, transmission of data and ter- 
mination of transmission operations for the system. A 
detailed discussion of these special control characters 
(SYN, ENQ, STX, ITB, ETB, ETX, DLE, SOH, 
ACKO, ACK1, WACK, NAK and EOT, etc) is beyond 
the scope of this Application Note. Readers interested 
in more detailed discussion are directed to the refer- 
ences listed at the end of this Application Note. 

As shown in Figure 2, each message is preceded by two 
sync characters. Since the sync characters are defined 
at the beginning of the message only, the transmitter 
must insert fill characters (sync) in order to maintain 
synchronization with the receiver when no data is being 
transmitted. 

TRANSPARENT TRANSMISSION 

Bisync protocol requires special control characters to 
maintain the communication link over the line. If the 
data is EBCDIC encoded, then transparency is ensured 
by the fact that the field will not contain any of the 
bisync control characters. However, if data does not 
conform to standard character encoding techniques, 
transparency in bisync is achieved by inserting a special 
character DLE (Data Link Escape) before and after a 
string of characters which are to be transmitted trans- 
parently. This ensures that any data characters which 
match any of the special characters are not confused for 
special characters. An example of a transparent block is 
shown in Figure 3. 

In a transparent mode, it is required that the CRC 
(BCC) is not performed on special characters. Later on, 
we will show how the 8274 can be used to achieve 
transparent transmission in Bisync mode. 


SYNC 

SYNC SOH HEADER STX TEXT ETX OR ETB CRC 1 

CRC 2 

Figure 2. Bisync Message Format 

DLE 

STX TRANSPARENT TRANSMISSION DLE ETX 

BCC 


Enter transparent mode return to normal mode 


Figure 3. Bisync Transparent Format 
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BLOCK DIAGRAM 

This section discusses the block diagram view of the 
8274. The CPU interface and serial interface is dis- 
cussed separately. This will be followed by a hardware 
example in the fifth section, which will show how to 
interface the 8274 with the Intel CPU 8088. The 8274 
block diagram is shown in Figure 4. 


CPU Interface 

The CPU interface to t he s yste m int erface logic block 
utilizes the AO, Al, CS, RD and WR inputs to commu- 
nicate with the internal registers of the 8274. Figure 5 
shows the address of the internal registers. The DMA 


each channel: TxDRQa, TxDRQp, RxDRQb, 

RxD RQb- Note that TxDRQb and RxDRQ b be come 
IPO and IPI respectively in non-D MA mode. IPI is the 
Interrupt Priority Input and IPO is the Interrupt Prior- 
ity Output. These two pins can be used for connecting 
multiple MPSCs in a daisy chain. If the Wait Mode is 
programmed, then TxRDQa and RxDRQb pins be- 
come RDYb and RDY^ pins. These pins can be wire- 
OR’ed and are usually hooked up to the CPU RDY 
line to synchronize the CPU for block transfers. The 
INT pin is acti vated w henever the MPSC requires CPU 
attention. The INTA may be used to utilize the power- 
ful vectored mode feature of the 8274. Detailed discus- 
sion on these su bjects w ill be done later in this Applica- 
tion Note. The RESET pin may be used for hardware 
reset while the clock is required to click the internal 



Figure 4. 8274 Block Diagram 
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Read Ope rati on _ 

CHA DATA READ 
CHA STATUS REGISTER 
(RR0,RR1) 

CHB DATA READ 
CHB STATUS REGISTER 
(RR0,RR1,RR2) 


HIGH Z 


Figure 5. Bus Interface 


Write Operation 

CHA DATA WRITE 

CHA COMMAND/PARAMETER 

(WR0-WR7) 

CHB DATA WRITE 

CHB COMMAND/PARAMETER 

(WR0-WR7) 


HIGH Z 


Serial Interface 

On the serial side, there are two completely indepen- 
dent channels: Channel A and Channel B. Each chan- 
nel consists of a transmitter block, receiver block and a 
set of read/write registers which are used to initialize 
the device. In addition, a control logic block provides 
the modem interface pins. Channel B serial interface 
logic is a mirror image of Channel A serial interface 
logic, except for one exception: there is only one pin for 
RTS b and SYNDET B . 

A a given time, this pin is either RTS B or SYNDETg. 
This mode is programmable through one of the internal 
registers on the MPSC. 


Transmit and Receive Data Path 

Figure 6 shows a block diagram for transmit and re- 
ceive data path. Without describing each block on the 
diagram, a brief discussion of the block diagram will be 
presented here. 

TRANSMIT DATA PATH 

The transmit data is transferred to the twenty-bit serial 
shift register. The twenty bits are needed to store two 
bytes of sync characters in bisync mode. The last three 
bits of the shift register are used to indicate to the inter- 
nal control logic that the current data byte has been 
shifted out of the shift register. The transmit data in the 



Figure 6. Transmit and Receive Data Path 
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transmit shift register is shifted out through a two bit 
delay onto the TxData line. This two bit delay is used 
to synchronize the internal shift clock with the external 
transmit clock. The data in the shift register is also 
presented to zero bit insertion logic which inserts a zero 
after sensing five contiguous ones in the data stream. In 
parallel to all this activity, the CRC-generator is com- 
puting CRC on the transmitted data and appends the 
frame with CRC bytes at the end of the data transmis- 
sion. 


RECEIVE DATA PATH 

The received data is passed through a one bit delay 
before it is presented for flag/sync comparison. In bi- 
sync mode, after the synchronization is achieved, the 
incoming data bypasses the sync register and enters di- 
rectly into the three bit buffer on its way to receive shift 
register. In SDLC mode, the incoming data always 
passes through the sync register where the data pattern 
is continuously monitored for contiguous ones for the 



Figure 7. MPSC Interrupt Structure 
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zero deletion logic. The data then enters the three bit 
buffer and the receive shift register. From the receive 
shift register, the data is transferred to the three byte 
deep FIFO. The data is transferred to the top of the 
FIFO at the chip clock rate (not the receiver clock). It 
takes three chip clock/periods to transfer data from the 
serial shift register to the top of the FIFO. The three bit 
deep Receive Error FIFO shifts any error condition 
which may have occurred during a frame reception. 
While all this is happening, the CRC checker is check- 
ing the CRC on the incoming data. The computed 
CRC is checked with the CRC bytes attached to the 
incoming frame and an error generated under a no- 
check condition. Note that the bisync data is presented 
to the CRC checker with an 8-bit delay. This is neces- 
sary to achieve transparency in bisync mode as will be 
shown later in this Application Note. 


MULTI-PROTOCOL SERIAL 
CONTROLLER (MPSC) INTERRUPT 
STRUCTURE 

The MPSC offers a very powerful interrupt structure, 
which helps in responding to an interrupt condition 
very quickly. There are multiple sources of interrupts 
within the MPSC. However, the MPSC resolves the 
priority between various interrupting sources and inter- 
rupts the CPU for service through the interrupt line. 
This section presents a comprehensive discussion of all 
the 8247 interrupts and the priority resolution between 
these interrupts. 

All the sources of interrupts on the 8274 can be 
grouped into three distinct categories. (See Figure 7.) 

1. Receive Interrupts 

2. Transmit Interrupts 

3. External/Status Interrupts. 

An internal interrupt priority structure sets the priority 
between the interrupts. There are two programmable 
options available on the MPSC. The priority is set by 
WR2A, D2 (Figure 8). 


PRIORITY 


WR2A:D2 

Highest 





Lowest 

0 

RxA 

TxA 

RxB 

TxB 

EXTA 

EXTB 

1 

RxA 

RxB 

TxA 

TxB 

EXTA 

EXTB 


Figure 8. Interrupt Priority 


Receive Interrupt 

All receive interrupts may be categorized into two dis- 
tinct groups: Receive Interrupt on Receive Character 
and Special Receive Condition Interrupts. 


RECEIVE INTERRUPT ON RECEIVE 
CHARACTER 

A receive interrupt is generated when a character is 
received by the MPSC. However, as will be discussed 
later, this is a programmable feature on the MPSC. A 
Rx character available interrupt is generated by the 
MPSC after the receive character has been assembled 
by the MPSC. It may be noted that in DMA transfer 
mode too, a receive interrupt on the first receive char- 
acter should be programmed. In SDLC mode, if ad- 
dress search mode has been programmed, this interrupt 
will be generated only after a valid address match has 
occurred. In bisync mode, this interrupt is generated on 
receipt of a character after at least two valid sync char- 
acters. In monosync mode, a character followed after at 
least a single valid sync character will generate this in- 
terrupt. An interrupt on first receive character signifies 
the beginning of a valid frame. An end of the frame is 
characterized by an “End of Frame” Interrupt (RR1: 
D7).* This bit (RR1.-D7) is set in SDLC/HDLC mode 
only and signifies that a valid ending flag (7EH) has 
been received. This bit gets reset either by an “Error 
Reset” command (WRO: D5D4D3 = 1 10) or upon re- 
ception of the first character of the next frame. In mul- 
tiframe reception, on receiving the interrupt at the 
“End of Frame” the CPU may issue an Error Reset 
command which will reset the interrupt. In DMA 
mode, the interrupt on first receive character is accom- 
panied by a RxDRQ (Receiver DMA request) on the 
appropriate channel. At the end of the frame, an End of 
Frame interrupt is generated. The CPU may use this 
interrupt to jump into a routine which may redefine the 
receive buffer for the next incoming frame. 

♦NOTE: 

RR1:D7 is bit D7 in Read Register 1. 

SPECIAL RECEIVE CONDITION INTERRUPTS 

So far, we have assumed that the reception is error free. 
But this is not ‘typical’ in most real life applications. 
Any error condition during a frame reception generates 
yet another interrupt — special receive condition inter- 
rupt. There are four different error conditions which 
can generate this interrupt. 

(i) Parity error 

(ii) Receive Overrun error 

(iii) Framing error 

(iv) End of Frame 

(i) Parity error: Parity error is encountered in asyn- 
chronous (start-stop bits) and in bisync/monosync pro- 
tocols. Both odd or even parity can be programmed. A 
parity error in a received byte will generate a special 
receive condition interrupt and sets bit 4 in RR1. 
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(ii) Receive Overrun error: If the CPU or the DMA 
controller (in DMA mode) fails to read a received char- 
acter within three byte times after the received charac- 
ter interrupt (or DMA request) was generated, the re- 
ceiver buffer will overflow and this will generate a spe- 
cial receive condition interrupt and sets bit 5 in RR1. 

(iii) Framing error: In asynchronous mode, a framing 
error will generate a special receive interrupt and set bit 
D6 in RR1. This bit is not latched and is updated on 
the next received character. 

(iv) End of frame: This interrupt is encountered in 
SDLC/HDLC mode only. When the MPSC receives 
the closing flag, it generates the special receive condi- 
tion interrupt and sets bit D7 in RR1. 

All the special receive condition interrupts may be reset 
by issuing an Error Reset Command. 

CRC Error: In SDLC/HDLC and synchronous modes, 
a CRC error is indicated by bit D6 in RR1. When used 
to check CRC error, this bit is normally set until a 
correct CRC match is obtained which resets this bit. 
After receiving a frame, the CPU must read this bit 
(RR1:D6) to determine if a valid CRC check had oc- 
curred. It may be noted that a CRC error does not 
generate an interrupt. 

It may also be pointed out that in SDLC/HDLC mode, 
receive DMA requests are disabled by a special receive 
condition and can only be re-enabled by issuing an Er- 
ror Reset Command. 


Transmit Interrupt 

A transmit buffer empty generates a transmit interrupt. 
This has been discussed earlier, under “Transmit in In- 
terrupt Mode” and it would be sufficient to note here 
that a transmit buffer empty interrupt is generated only 
when the transmit buffer gets empty — assuming it had 
a data character loaded into it earlier. This is why on 
starting a frame transmission, the first data character is 
loaded by the CPU without a transmit empty interrupt 
(or DMA request in DMA mode). After this character 
is loaded into the serial shift register, the buffer be- 
comes empty, and an interrupt (or DMA request) is 
generated. This interrupt is reset by a “Reset Tx Inter- 
rupt/DMA Pending” command (WRO: D5 D4 D3 = 
101 ). 


External/Status Interrupt 

Continuing our discussion on transmit interrupt, if the 
transmit buffer is empty and the transmit serial shift 
register also becomes empty (due to the data character 
shifted out of the MPSC), a transmit under-run inter- 
rupt will be generated. This interrupt may be reset by 
“Reset Extemal/Status Interrupt” command (WRO: 
D5 D4 D3 = 101). 


The External Status Interrupt can be caused by five 
different conditions: 

(i) CD Transition 

(ii) CTS Transition 

(iii) Sync/Hunt Transition 

(iv) Tx under-run/EOM condition 

(v) Break/ Abort Detection. 


CD, CTS TRANSITION 


Any transition on these inputs on the serial interface 
will generate an External/Status interrupt and set the 
corresponding bits in status register RRO. This inter- 
rupt will also be generated in DMA as wel l as i n Wait 
Mode. In order to find out the state of the CTS or CD 
pins before the transition had occurred, RRO must be 
read before issuing a Reset External/Status Command 
through WRO. A read of RRO after the Res et Ex ternal/ 
Status Command will give the condition of CTS or CD 
pins after the transition had occurred. Note th at bit D5 
in RRO gives the complement of the state of CTS pin 
while D3 in RRO reflects the actual state of the CD pin. 



SYNC HUNT TRANSITION 

Any transition of the SYNDET input generates an in- 
terrupt. However, sync input has different functions in 
different modes and we shall discuss them individually. 


SDLC Mode 

In SDLC mode, the SYNDET pin is an out put. Status 
register RR1, D4 contains the state of the SYNDET 
pin. The Enter Hunt Mode initially sets this bit in R0. 
An opening flag in a received SDLC frame resets this 
bit and generates an external status interrupt. Every 
time the receiver is enabled or the Enter Hunt Code 
Command is issued, an external status interrupt will be 
generated on receiving a valid flag followed by a valid 
address/data character. This interrupt may be reset by 
the “Reset External/Status Interrupt” command. 

External SYNC Mode 

The MPSC can be programmed into External Sync 
Mode by setting WR4, D5 D4 = 11. The SYNDET 
pin is an input in this case and must be held high until 
an external character synchronization is established. 
However, the External Sync mode is enabled by the 
Enter Hun t Mode control bit (WR3: D4). A high at the 
SYNDET pin holds the Sync/Hunt bit (RR0,D4) in 
the res et state. W hen external synchronization is estab- 
lished, SYNDET must be driven low on second rising 
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edge of RxC after the rising edge of RxC on which the 
last bit of sync character was received. This high to low 
transition sets the Sync/Hunt bit and generates an ex- 
temal/status interrupt, which .must be reset by th e Re- 
set Extemal/Status command. If the SYNDET input 
goes high again, another External Status Interrupt is 
generated, which may be cleared by Reset External/ 
Status command. 

Mono-Sync/Bisync Mode 

SYNDET pin acts as an output in this case. The Enter 
Hunt Mode sets the Sync/Hunt bit in RO. Sync/Hunt 
bit is reset when the MPSC achieves character synchro- 
nization. This high to low tr ansition w ill generate an 
external status interrupt. The SYNDET pin goes active 
every time a sync pattern is detected in the data stream. 
Once again, the external status interrupt may be reset 
by the Reset External/Status command. 

Tx UNDER-RUN/END OF MESSAGE (EOM) 

The transmitter logic includes a transmit buffer and a 
transmit serial shift register. The CPU loads the char- 
acter into the transmit buffer which is transferred into 
the transmit shift register to be shifted out of the 
MPSC. If the transmit buffer gets empty, a transmit 
buffer empty interrupt is generated (as discussed earli- 
er). However, if the transmit buffer gets empty and the 
serial shift register gets empty, a transmit under-run 
condition will be created. This generates an External 
Status Interrupt and the interrupt can be cleared by the 
Reset External Status command. The status register 
RRO, D6 bit is set when the transmitter under-runs. 
This bit plays an important role in controlling a trans- 
mit operation, as will be discussed later in this applica- 
tion note. 


BREAK/ ABORT DETECTION 

In asynchronous mode, bit D7 in RRO is set when a 
break condition is detected on the receive data line. 
This also generates an Extemal/Status interrupt which 
may be reset by issuing a Reset Extemal/Status Inter- 
rupt command to the MPSC. Bit D7 in RRO is reset 
when the break condition is terminated on the receive 
data line and this causes another Extemal/Status inter- 
rupt to ge generated. Again, a Reset Extemal/Status 
Interrupt command will reset this interrupt and will 
enable the break detection logic to look for the next 
break sequence. 


In SDLC Receive Mode, an Abort sequence (seven or 
more l’s) detection on the receive data line will gener- 
ate an Extemal/Status interrupt and set RR0,D7. A 
Reset Extemal/Status command will clear this inter- 
rupt. However, a termination of the Abort sequence 
will generate another interrupt and set RR0,D7 again. 
Once again, it may be cleared by issuing Reset Exter- 
nal/Status Command. 

This concludes our discussion on External Status Inter- 
rupts. 


Interrupt Priority Resolution 

The internal interrupt priority between various inter- 
rupt sources is resolved by an internal priority logic 
circuit, according to the priority set in WR2A. We will 
now discuss the interrupt timings during the priority 
resolution. Figures 9 and 10 show the timing diagrams 
for vectored and non-vectored modes. 

VECTORED MODE 

We shall assume that the MPSC accepted an internal 
request for an interrupt by activating the internal INT 
signal. This l eads to generating an external interrupt 
signal on the INT pin. The CPU responds with an in- 
terrupt acknowl edge ( INTA) sequence. The leading 
edge of the first INTA pulse sets an internal interrupt 
acknowledge signal (we will call it Internal INTA). In- 
temal INTA is reset by the high going edge of the third 
INTA pulse. The MPSC will not accept any internal 
req uests fo r an interrupt during the period when Inter- 
nal INTA is active (high). The MPSC resolves the pri- 
ority during various existing internal interrupt requests 
during the Interrupt Request Priority Resolve Time, 
which is defined as the time between the leading edge of 
the first INTA and the leading edge of the second 
INTA from the CPU. Once the internal priorities have 
been resolved, an intern al Interrupt-in-service Latch is 
set. The external INT is also deactivated when the In- 
terrupt-in-Service Latch is set. 

The lower priority interrupt requests are not accepted 
internally until an EOI (WRO: D5 D4 D3 = 1 1 1 Ch. A 
only) command is issued by the CPU. The EOI com- 
mand enables the lower priority interrupts. However, a 
higher priority interrupt request will still be ac cepted 
(except during the period when internal INTA is ac- 
tive) even though the Intemal-in-Service Latch is set. 
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Figure 9. 8274 in 8085 Vectored Mode Priority Resolution Time 



Figure 10. 8274 Non Vectored Mode Priority Resolve Time 
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Thi s high er priority request will generate another exter- 
nal INT and will have to be handled by the CPU ac- 
cording to how the CPU is set up. If the CPU is set up 
to respond to this interrupt, a new INTA cycle will be 
repeated as discussed earlier. It may also be noted that 
a transmitter buffer empty and receive character avail- 
able interrupts are cleared by loading a character into 
the MPSC and by reading the character received by the 
MPSC respectively. 

NON-VECTORED MODE 

Figure 10 shows the timing of interrupt sequence in 
non-vectored mode. The explanation of non-vectored is 
similar to the vector mode, except for the following 
exceptions. 

— No internal priority requests are accepted during 
the time when pointer 2 for Channel B is specified. 

— The interrupt request priority resolution time is the 
time between the leading edge of pointer 2 and lead- 
ing edge of RD active. It may be pointed out that in 
non-vectored mode, it is assumed that the status 
affects vector mode is used to expedite interrupt re- 
sponse. 

On getting an interrupt in non-vectored mode, the CPU 
must read status register RR2 to find out the cause of 
the interrupt. In order to do so, first a pointer to status 
register RR2 is specified and then the status read from 
RR2. It may be noted here that after specifying the 
pointer, the CPU must read status register RR2 other- 
wise, no new interrupt requests will be accepted inter- 
nally. 

Just like the vectored mode, no lower internal priority 
requests are accepted until an EOI command is issued 
by the CPU. A higher priority request can still inter- 
rupt the CPU (except during the priority request inhibit 
time). It is important to note here that if the CPU does 
not perform a read operation after specifying the point- 
er 2 for Channel B, the interrupt request accepted be- 
fore the pointer 2 was activated will remain valid and 
no other request (high or low priority) will be accepted 
internally. In order to complete a correct priority reso- 
lution, it is advised that a read operation be done after 
specifying the pointer 2B. 

IPI and IPO 

So far, we have ignored the IPI and IPO signals shown 
in Figures 9 and 10. We may recall that IPI is the 
Interrupt-Priority-Input to the MPSC. In conjunction 
with the IPO (Interrupt Priority Output), it is used to 
daisy chain multiple MPSCs. MPSC daisy chaining will 
be discussed in detail later in this application note. 


EOI Command 

The EOI command as explained earlier, enables the 
lower priority interrupts by resetting the internal In- 
Service-Latch, which consequently resets the IPO out- 
put to a low state. See Figures 9 and 10 for details. Note 
that before issuing any EOI command, the internal in- 
terrupting source must be satisfied otherwise, same 
source will interrupt again. The Internal Interrupt is 
the signal which gets reset when the internal interrupt- 
ing source is satisfied (see Figure 9). 

This concludes our discussion on the MPSC Interrupt 
Structure. 


MULTI-PROTOCOL SERIAL 
CONTROLLER (MPSC) MODES OF 
OPERATION 

The MPSC provides two fully independent channels 
that may be configured in various modes of operations. 
Each channel can be configured into full duplex mode 
and may operate in a mode or protocol different from 
the other channel. This feature will be very efficient in 
an application which requires two data link channels 
operating in different protocols and possibly at different 
data rates. This section presents a detailed discussion 
on all the 8274 modes and shows how to configure it 
into these modes. 


Interrupt Driven Mode 

In the interrupt mode, all the transmitter and receiver 
operations are reported to the processor through inter- 
rupts. Interrupts are generated by the MPSC whenever 
it requires service. In the following discussion, we will 
discuss how to transmit and receive in interrupt driven 
mode. 

TRANSMIT IN INTERRUPT MODE 

The MPSC can be configured into interrupt mode by 
appropriately setting the bits in WR2 A (Write Register 
2, Channel A). Figure 1 1 shows the modes of operation. 


WR2A 

Mode 

D1 

DO 

0 

0 

CH A and CH B in Interrupt Mode 

0 

1 

CH A in DMA and CH B in Interrupt 
Mode 

1 

0 

CH A and CH B in DMA Mode 

1 

1 

Illegal 


Figure 11. MPSC Mode Selection for 
Channel A and Channel B 
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We will limit our discussion to SDLC transmit and re- 
ceive only. However, exceptions for other synchronous 
protocols will be pointed out. To initiate a frame trans- 
mission, the first data character must be loaded from 
the CPU, in all cases. (DMA Mode too, as you will 
notice later in this application note). Note that in 
SDLC mode, this first data character may be the ad- 
dress of the station addressed by the MPSC. The trans- 
mit buffer consists of a transmit buffer and a serial shift 
register. When the character is transferred from the 
buffer into the serial shift regiser, an interrupt due to 
transmit buffer empty is generated. The CPU has one 
byte time to service this interrupt and load another 
character into the transmitter buffer. The MPSC will 
generate an interrupt due to transmit buffer underrun 
condition if the CPU does not service the Transmit 
Buffer Empty Interrupt within one byte time. 

This process will continue until the CPU is out of any 
more data characters to be sent. At this point, the CPU 
does not respond to the interrupt with a character but 
simply issues a Reset Tx INT/DMA pending com- 
mand (WRO: D5 D4 D3 = 101). The MPSC will ulti- 
mately underrun, which simply means that both the 
transmit buffer and transmit shift registers are empty. 
At this point, flag character (7EH) or CRC byte is 
loaded into the transmit shift register. This sets the 
transmit underrun bit in RRO and generates “Transmit 
Underrun/EOM” interrupt (RRO: D6 = 1). 


When the transmitter is underrun, an interrupt is gen- 
erated. This interrupt is generated at the beginning of 
the CRC transmission, thus giving the user enough 
time (minimum 22 transmit clock cycles) to issue an 
Abort command (WRO: D5 D4 D3 = 0 0 1) in case if 
the transmitted data had an error. The Abort Com- 
mand will ensure that the MPSC transmits at least 
eight l’s but less than fourteen l’s before the line re- 
verts to continuous flags. The receiver will scratch this 
frame because of bad CRC. 


However, assuming the transmission was good (no 
Abort Command issued), after the CRC bytes have 
been transmitted, closing flag (7EH) is loaded into the 
transmit buffer. When the flag (7EH) byte is trans- 
ferred to the serial shift register, a transmit buffer emp- 
ty interrupt is generated. If another frame has to be 
transmitted, a new data character has to be loaded into 
the transmit buffer and the complete transmit sequence 
repeated. If no more frames are to be transmitted, a 
“Reset Transmit INT/DMA Pending” command 
(WRO: D5 D4 D3 = 101) will reset the transmit buffer 
empty interrupt. 



For character oriented protocols (Bisync, Monosync), 
the same discussion is valid, except that during trans- 
mit underrun condition and transmit underrun/EOM 
bit in set state, instead of flags, filler sync characters are 
transmitted. 


You will recall that an SDLC frame has two CRC bytes 
after the data field. 8274 generates the CRC on all the 
data that is loaded from the CPU. During initialization, 
there is a choice of selecting a CRC- 16 or CCITT-CRC 
(WR5: D2). In SDLC/HDLC operation, CCITT-CRC 
must be selected. We will now see how the CRC gets 
inserted at the end of the data field. Here we have a 
choice of having the CRC attached to the data field or 
sending the frame without the CRC bytes. During 
transmission, a “Reset Tx Underrun/EOM Latch” 
command (WRO: D7 D6 = 1 1) will ensure that at the 
end of the frame when the transmitter underruns, CRC 
bytes will be automatically inserted at the end of the 
data field. If the “Reset Tx Underrun/EOM Latch” 
command was not issued during the transmission of 
data characters, no CRC would be inserted and the 
MPSC will transmit flags (7EH) instead. 

However, in case of CRC transmission, the CRC trans- 
mission sets the Tx Underrun/EOM bit and generates a 
Transmitter Underrun/EOM Interrupt as discussed 
earlier. This will have to be reset in the next frame to 
ensure CRC insertion in the next frame. It is recom- 
mended that Tx Underrun/EOM latch be reset very 
early in the transmission mode, preferably after loading 
the first character. It may be noted here that Tx Under- 
run EOM latch cannot be reset if there is no data in the 
transmit buffer. This means that at least one character 
has to be loaded into the MPSC before a “Reset Trans- 
mit Underrun/EOM Latch” command will be accepted 
by the MPSC. 


CRC Generation 

The transmit CRC enable bit (WR5: DO) must be set 
before loading any data into the MPSC. The CRC gen- 
erator must be reset to all l’s at the beginning of each 
frame before CRC computation has begun. The CRC 
computation starts on the first data character loaded 
from the CPU and continues until the last data charac- 
ter. The CRC generated is inverted before it is sent on 
the Tx Data line. 

Transmit Termination 

A successful transmission can be terminated by issuing 
a “Reset Transmit Interrupt/DMA Pending” com- 
mand, as discussed earlier. However, the transmitter 
may be disabled any time during the transmission and 
the results will be as shown in Figure 12. 

RECEIVE IN INTERRUPT MODE 

The receiver has to be initialized into the appropriate 
receive mode (see sample program later in this applica- 
tion note). The receiver must be programmed into Hunt 
Mode (WR3: D4) before it is enabled (WR3: DO). The 
receiver will remain in the Hunt Mode until a flag (or 
sync character) is received. While in the SDLC/Bi- 
sync/Monosync mode, the receiver does not enter the 
Hunt Mode unless the Hunt bit (WR3, D4) is set again 
or the receiver is enabled again. 
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SDLC Address byte is stored in WR6. A global address 
(FFH) has been hardwired on the MPSC. In address 
search mode (WR3: D2 = 1), any frame with address 
matching with the address in WR6 will be received by 
the MPSC. Frames with global address (FFH) will also 
be received, irrespective of the condition of address 
search mode bit (WR3: D2). In general receive mode 
(WR3: D2 = 0), all frames will be received. 


Transmitter 
Disabled during 

Result 

1 . Data Transmission 

Tx Data will send idle 
characters* which will be 
zero inserted. 

2. CRC Transmission 

16 bit transmission, 
corresponding to 16 bits of 
CRC will be completed. 
However, flag bits will be 
substituted in the CRC field. 

3. Immediately after 
issuing ABORT 
command. 

Abort will still be 
transmitted — output will be 
in the mark state. 


Figure 12. Transmitter Disabled 
During Transmission 


♦NOTE: 

Idle characters are defined as a string of 15 or more 
contiguous ones. 

Since the MPSC only recognizes single byte address 
field, extended address recognition will have to be done 
by the CPU on the data passed on by the MPSC. If the 
first address byte is checked by the MPSC, and the 
CPU determines that the second address byte does not 
have the correct address field, it must set the Hunt 
Mode (WR3: D2 = 1) and the MPSC will start search- 
ing for a new address byte preceded by a flag. 

Programmable Interrupts 


The receiver may be programmed into any one of the 
four modes. See Figure 13 for details. 


WR1, CHA 

Rx Interrupt Mode 

D4 

D3 

0 

0 

Rx INT/DMA disable 

0 

1 

Rx INT on first character 

1 

0 

INT on all Rx characters 
(Parity affects vector) 

1 

1 

INT on all Rx characters 
(Parity does not affect vector) 


Figure 13. Receiver Interrupt Modes 


All receiver interrupts can be disabled by WR1: D4 D3 
= 00. Receiver interrupt on first character is normally 


used to start a DMA transfer or a block transfer se- 
quence using WAIT to synchronize the data transfer to 
received or transmitted data. 

External Status interrupts 

Any change in CD input or Abort detection in the re- 
ceived data, will generate an interrupt if External Status 
Interrupt was enabled (WR1: DO). 

Special Receive Conditions 

The receiver buffer is quadruply buffered. If the CPU 
fails to respond to “receive character” available inter- 
rupt within a period of three byte times (received 
bytes), the receiver buffer will overflow and generate an 
interrupt. Finally, at the end of the received frame, an 
interrupt will be generated when a valid ending flag has 
been detected. 

Receive Character Length 

The receive character length (6, 7 or 8 bits/character) 
may be changed during reception. However, to ensure 
that the change is effective on the next received charac- 
ter, this must be done fast enough such that the bits 
specified for the next character have not been assem- 
bled. 

CRC Checking 

The opening flag in the frame resets the receive CRC 
generator and any field between the opening and clos- 
ing flag is checked for the CRC. In case of a CRC 
error, the CRC/Framing Error bit in status register 1 is 
set (RR1: D6 = 1). Receiver CRC may be disabled/en- 
abled by WR3,D3. The CRC bytes on the received 
frame are passed on to the CPU just like data, and may 
be discarded by the CPU. 

Receive Terminator 

An end of frame is indicated by End of Frame inter- 
rupt. The CPU may issue an “Error Reset” command 
to reset this interrupt. 

DMA (Direct Memory Access) Mode 

The 8274 can be interfaced directly to the Intel DMA 
Controllers 8237A, 8257A and Intel I/O Processor 
8089. The 8274 can be programmed into DMA mode 
by setting appropriate bits in WR2A. See Figure 1 1 for 
details. 
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TRANSMIT IN DMA MODE 

After initializing the 8274 into the DMA mode, the 
first character must be loaded from the CPU to start 
the DMA cycle. When the first data character (may be 
the address byte in SDLC) is transferred from the 
transmit buffer to the transmit serial shift register, the 
transmit buffer gets empty and a transmit DMA re- 
quest (TxDRQ) is generated for the channel. Just like 
the interrupt mode, to ensure that the CRC bytes are 
included in the frame, the transmit under-run/EOM 
latch must be reset. This should preferably be done af- 
ter loading the first character from the CPU. The 
DMA will progress without any CPU intervention. 
When the DMA controller reaches the terminal count, 
it will not respond to the DMA request, thus letting the 
MPSC under-run. This will ensure CRC transmission. 
However, the under-run condition will generate an in- 
terrupt due to the Tx under-run/EOM bit getting set 
(RRO: D6). The CPU should issue a “Reset Txlnt/ 
DRQ pending” command to reset TxDRQ and issue a 
“Reset External Status” command to reset Tx Under- 
run/EOM interrupt. Following the CRC transmission, 
flag (7EH) will be loaded into the transmit buffer. This 
will also generate the TxDRQ since the transmit buffer 
is empty following the transmission of the CRC bytes. 
The CPU may issue a “Reset TxINT/DRQ pending” 
command to reset the TxDRQ. “Reset TxINT/DRQ 
pending” command must be issued before setting up 
the transmit DMA channel on the DMA Controller, 
otherwise the MPSC will start the DMA transfer im- 
mediately after the DMA channel is set up. 


RECEIVE IN DMA MODE 

The receiver must be programmed in RxINT on first 
receive character mode (WR1: D4 D3 = 0 1). Upon 
receiving the first character, which may be the address 
byte in SDLC, the MPSC generates an interrupt and 
also generates a Rx DMA Request (Rx DRQ) for the 
appropriate channel. The CPU has three byte times to 
service this interrupt (enable the DMA controller, etc.) 
before the receiver buffer will overflow. It is advisable 
to initialize the DMA controller before receiving the 
first character. In case of high bit rates, the CPU will 
have to service the interrupt very fast in order to avoid 
receiver over-run. 


End of Frame interrupt may be reset by issuing an “Er- 
ror Reset” command to the MPSC. The “Error Reset” 
command also re-enables the Receive DMA request. It 
may be noted that the End of Frame condition sets bit 
D7 in RR1. This bit gets reset by “Error Reset” com- 
mand. However, End of Frame bit (RR1: D7) can also 
be reset by the flag of the next incoming frame. For 
proper operation, Error Reset Command should be is- 
sued “after” the End of Frame Bit (RR1: D7) is set. In 
a more general case, “Error Reset” command should be 
issued after End of Frame, Receive over-run or Receive 
parity bit are set in RR1. 


Wait Mode 


The wait mode is normally used for block transfer by 
synchronizing the data transfer through the Ready out- 
put from the MPSC, which may be connected to the 
Ready input of the CPU. The mode can be pro- 
grammed by WR 1, D7 D5 and may be programmed 
separately and independently on CH A and CH B. The 
Wait Mode will be operative if the following conditions 
are satisfied. 



(i) Interrupts are enabled. 

(ii) Wait Mode is enabled (WR1: D7) 

(iii) CS = 0, A1 = 0 


The RDY output becomes active when the transmitter 
buffer is full or receiver buffer is empty. This way the 
RDY output from the MPSC can be used to extend the 
CPU read and write cycle by inserting WAIT states. 
RDY a or RDYb are in high impedance state when the 
corresponding channel is not selected. This makes it 
possible to connect RDY a and RDYb outputs in wired 
OR configuration. Caution must be exercised here in 
using the RDY outputs of the MPSC or else the CPU 
may hang up for indefinite period. For example, let us 
assume that transmitter buffer is full and R DYa i s ac- 
tive, forcing the CPU into a wait state. If the CTS goes 
inactive during this period, the RDYa will remain ac- 
tive for indefinite period and CPU will continue to in- 
sert wait states. 


Vectored/Non-Vectored Mode 


Once the DMA is enabled, the received data is trans- 
ferred to the memory under DMA control. Any re- 
ceived error conditions or external status change condi- 
tion will generate an interrupt as in the interrupt driven 
mode. The End of Frame is indicated by the End of 
Frame interrupt which is generated on reception of the 
closing flag of the SDLC frame. This End of Frame 
condition also disables the Receive DMA request. The 


The MPSC is capable of providing an interrupt vector 
in response to the interrupt acknowledge sequence from 
the CPU. WR2, CH B contains this vector and the 
vector can be read in status register RR2. WR2, CH A 
(bit D5) can program the MPSC in vectored or non- 
vectored mode. See Figure 14 for details. 
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In both cases, WR2 may still have the vector stored in 
it. However, in vectored mode, the MPSC will put the 
vector on the data bus in response to the INTA (Inter- 
rupt Acknowledge) sequence as shown in Figure 15. In 
non-vectored mode, the MPSC will not respond to the 
INTA sequence. However, the CPU can read the vec- 
tor by polling Status Register RR2. WR2A, D4 and D3 
can be programmed to respond to 8085 or 8086 INTA 
sequence. It may be noted here that IPI (Interrupt Pri- 
ority In) pin on the MPSC must be active for the vector 
to appear on the data bus. 


WR2A, D5 

Interrupt Mode 

0 

Non-vectored Interrupt 

1 

Vectored Interrupt 


Figure 14. Vectored Interrupt 


STATUS AFFECT VECTOR 

The Vector stored in WR2B can be modified by the 
source of the interrupt. This can be done by setting the 
Status Affect Vector bit (WR1: D2). This powerful fea- 
ture of the MPSC provides fast interrupt response time, 
by eliminating the need of writing a routine to read the 
status of the MPSC. Three bits of the vector are modi- 
fied in eight different ways as shown on Figure 16. Bits 
V4, V3, V2 are modified in 8085 based system and bits 
V2, VI, VO are modified in 8086/88 based system. 

In non-vectored mode, the status affect vector mode 
can still be used and the vector read by the CPU. Status 
register RR2B (Read Register 2 in Channel B) will con- 
tain this modified vector. 


D5 

WR2A 

D4 

D3 

IPI 

Mode 

1st INTA 

2nd INTA 

3rd INTA 

0 

X 

X 

X 

Non-Vectored 

Hl-Z 

Hl-Z 

Hl-Z 

1 

0 

0 

0 

8085-1 

11001101 

V7 V6 V5 V4 V3 V2 VI V0 

0000 0000 

1 

0 

0 

1 

8085-1 

11001101 

Hl-Z 

Hl-Z 

1 

0 

1 

0 

8085-2 

Hl-Z 

V7 V6 V5 V4 V3 V2 VI V0 

0000 0000 

1 

0 

1 

1 

8085-2 

Hl-Z 

Hl-Z 

Hl-Z 

1 

1 

0 

0 

8086 

Hl-Z 

V7 V6 V5 V4 V3 V2 VI V0 

— 

1 

1 

0 

1 

8086 

Hl-Z 

Hl-Z 

— 


Figure 15. MPSC Vectored Interrupts 


(8085 V4 V3 V2 

(8086) V2 VI V0 

Channel 

Interrupt Source 

0 0 0 
0 0 1 
0 1 0 
0 1 1 

B 

Tx Buffer Empty 
EXT/STAT Change 
RX CHAR Available 
Special Rx Condition 

1 0 0 
1 0 1 
1 1 0 
1 1 1 

A 

Tx Buffer Empty 
EXT/STAT Change 
RX CHAR Available 
Special Rx Condition 


Rx Special Condition: Parity Error, Framing Error, Rx Over-run Error, EOF (SDLC). 

EXT/STAT Change: Change in Modem Control Pin Status: CTS, DCD, SYNC, EOM, Break/Abort Detection. 

Figure 16. Status Affect Vector Mode 
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Figure 17. Functional Block Diagram— iSBC® 88/45 


APPLICATION EXAMPLE 

This section describes the hardware and software of an 
8274/8088 system. The hardware vehicle used is the 
INTEL Single Board Computer iSBC 88/45 — Ad- 
vanced Communication Controller. The software 
which exercises the 8274 is written in PLM 86. This 
example will demonstrate how 8274 can be configured 
into the SDLC mode and transfer data through DMA 
control. The hardware example will help the reader 
configure his hardware and the software examples will 
help in developing an application software. Most soft- 
ware examples closely approximate real data link con- 
troller software in the SDLC communication and may 
be used with very little modification. 

iSBC® 88/45 

A brief description of the iSBC 88/45 board will be 
presented here. For more detailed information on the 


board and the schematics, refer to Hardware Manual 
for the iSBC 88/45, Advanced Communication Con- 
troller. iSBC 88/45 is an intelligent slave/multimaster 
communication board based on the 8088 processor, the 
8274 and the 8273 SDLC/HDLC controller. Figure 17 
shows the functional block diagram of the board. The 
iSBC 88/45 has the following features. 

• 8 MHz processor 

• 16K bytes of static RAM (12K dual port) 

• Multimaster/Intelligent Slave Multibus Interface 

• Nine Interrupt Levels 8259A 

• Two serial channels through 8274 

• One Serial channel through 8273 

• S/W programmable baud rate generator 

• Interfaces: RS232, RS422/449, CCITT V.24 

• 8237A DMA controller 

• Baud Rate to 800K Baud 
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I N I T I AL I ZE_8274 : PROCEDURE PUBLIC; 


/****##***##*#**#***##*#*****#**#**##**■*•*#######***##***##*■*■*##****#*****/ 


/* */ 

/* INITIALIZE THE 8274 FOR SDLC MODE */ 

/* */ 

/* 1. RESET CHANNEL */ 

/* 2. EXTERNAL INTERRUPTS ENABLED */ 

/* 3. NO WAIT */ 

/* 4. PIN 10 = RTS */ 

/* ,5. NON-VECTORED INTERRUPT-8086 MODE */ 

/* 6. CHANNEL A DMA, CH B INT */ 

/* 7. TX AND RX = 8 BITS/CHAR */ 

/* 9. ADDRESS SEARCH MODE */ 

/* 10. CD AND CTS AUTO ENABLE */ 

/* 11. XI CLOCK */ 

/* 12. NO PARITY */ 

/* 13. SDLC/HDLC MODE */ 

/* 14. RTS AND DTR */ 

/* 15.CCITT - CRC */ 

/* 16. TRANSMITTER AND RECEIVER ENABLED */ 

/* 17. 7EH = FLAG */ 

/* */ 


/**************•**********«•*###***#*##*■»#*###*#«**•»#*******•»#■»•)«•*****■»**■«.**/ 
DECLARE C BYTE* 


/* TABLE TO INITIALIZE THE 8274 CHANNEL A AND B */ 
/* FORMAT IS: WRITE REGISTER, REGISTER DATA */ 
/* INITIALIZE CHANNEL A ONLY */ 


DECLARE TABLE_74_A ( * ) BYTE 


(OOH, 18H, 

/* 

OOH, 80H, 

/* 

02H, 11H, 

/* 

04H, 20H, 

/* 

07H, 07EH, 

/* 

01H, OBH, 

/* 

05H, OEBH, 

/* 


/* 

06H, 55H, 

/* 

03H, 0D9H, 

/* 


/* 

OFFH ) i 

/* 


DATA 

CHANNEL RESET */ 

RESET TX CRC */ 

PIN 10=RTSB, A DMA, B INT */ 

SDLC/HDLC MODE, NO PARITY */ 

SDLC FLAG */ 

RX DMA ENABLE */ 

DTR, RTS, 8 TX BITS, TX ENABLE, */ 

SDLC CRC, TX CRC ENABLE */ 

DEFAULT ADDRESS */ ' 

8 RX BITS, AUTO ENABLES, HUNT MODE, */ 
RX CRC ENABLE */ 

END OF INITIALIZATION TABLE */ 


TABLE 74 B<*) 

BYTE 

( 02H, OOH, 

/* 

01H, 1CH, 

/* 

OFFH > ; 

/* 


DATA 

INTERRUPT VECTOR */ ' 

STATUS AFFECTS VECTOR */ 
END */ 


/* INITIALIZE THE 8274 */ 


DO WHILE TABLE_74_B < C ) O OFFH; 

OUTPUT <C0MMAND_B_74) = TABLE_74_B ( C > i 
C=C+li 

OUTPUT (C0MMAND_B_74) = TABLE_74_B < C ) ; 

C=C+1 ; 

END; 

C=0; 

DO WHILE T ABLE_74__A ( C ) O OFFH; 

OUTPUT (C0MMAND_A_74) = T ABLE_74_A < C > ; 

C=C+1 ; 

OUTPUT (C0MMAND_A_74) = TABLE_74_A ( C ) ; 

C=C+1> 

END; 

RETURN; 

END INITI ALIZE_8274; 
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Figure 18. Typical MPSC SDLC Initialization Sequence 
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For this application, the CPU is run at 8 MHz. The 
board is configured to operate the 8274 in SDLC opera- 
tion with the data transfer in DMA mode using the 
8237A. 8274 is configured first in non-vectored mode in 
which case the INTEL Priority Interrupt Controller 
8259A is used to resolve priority between various inter- 
rupting sources on the board and subsequently inter- 
rupt the CPU. However, the vectored mode of the 8274 
is also verified by disabling the 8259A and reading the 
vectors from the 8274. Software examples for each case 
will be shown later. 

The application example is interrupt driven and uses 
DMA for all data transfers under 8237A control. The 
8254 provides the transmit and receive clocks for the 
8274. The 8274 was run at 400K baud with a local 
loopback (jumper wire) on Channel A data. The board 
was also run at 800K baud by modifying the software 
as will be discussed later in the Special Applications 
section. One detail to note is that the Rx Channel 
DMA request line from the 8274 has higher priority 
than the Tx Channel DMA request line. The 8274 mas- 
ter clock was 4.0 MHz. The on-board RAM is used to 
define transmit and receive data buffers. In this applica- 
tion, the data is read from memory location 800H 
through 81 OH and transferred to memory location 
900H to 91 OH through the 8274 Serial Link. The o per- 
atio n is full duplex. 8274 modem control pins, CTS and 
CD have been tied low (active). 


Software 

The software consists of a monitor program and a pro- 
gram to exercise the 8274 in the SDLC mode. Appen- 
dix A contains the entire program listing. For the sake 
of clarity, each source module has been rewritten in a 
simple language and will be discussed here individually. 
Note that some labels in the actual listings in the Ap- 
pendix will not match with the labels here. Also the 
listing in the Appendix sets up some flags to communi- 
cate with the monitor. Some of these flags are not ex- 
plained in detail for the reason that they are not perti- 
nent to this discussion. The monitor takes the com- 
mand from a keyboard and executes this program, log- 
ging any error condition which might occur. 


8274 Initialization 

The MPSC is initialized in the SDLC mode for Chan- 
nel A. Channel B is disabled. See Figure 18 for the 
initialization routine. Note that WR4 is initialized be- 
fore setting up the transmitter and receive parameters. 
However, it may also be pointed out that other than 
WR4, all the other registers may be programmed in any 
order. Also SDLC-CRC has been programmed for cor- 
rect operation. An incorrect CRC selection will result 
in incorrect operation. Also note that receive interrupt 


on first receive character has been programmed al- 
though Channel A is in the DMA mode. 


Interrupt Routines 


The 8274 interrupt routines will be discussed here. On 
an 8274 interrupt, program branches off to the “Main 
Interrupt Routine”. In main interrupt routine, status 
register RR2 is read. RR2 contains the modified vector. 
The cause of the interrupt is determined by reading the 
modified bits of the vector. Note that the 8274 has been 
programmed in the non-vectored mode and status af- 
fects vector bit has been set. Depending on the value of 
the modified bits, the appropriate interrupt routine is 
called. See Figure 19 for the flow diagram and Figure 
20 for the source code. Note that an End of Interrupt 
Command is issued after servicing the interrupt. This is 
necessary to enable the lower priority interrupts. 

Figure 21 shows all the interrupt routines called by the 
Main Interrupt Routine. “Ignore-Interrupt” as the 
name implies, ignores any interrupts and sets the FAIL 
flag. This is done because this program is for Channel 
A only and we are ignoring any Channel B interrupts. 
The important thing to note is the Channel A Receiver 
Character available routine. This routine is called after 
receiving the first character in the SDLC frame. Since 
the transfer mode is DMA, we have a maximum of 
three character times to service this interrupt by en- 
abling the DMA controller. 
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Figure 19. Interrupt Response Flow Diagram 
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/*«**«**«************«#«*«#/ 
/* MAIN INTERRUPT ROUTINE */ 
/*******##**##*****###•*****/ 



OUTPUT (COMMAND 

B 74) = 2; 

/* SET POINTER TO 2*/ 


TEMP = INPUT (STATUS B 74) AND 07H; 

/* READ INTERRUPT VECTOR */ 




/* CHECK FOR CHA INT ONLY*/ 


/* FOR THIS APPLICATION CH B INTERRUPTS 

ARE IGNORED*/ 


DO CASE TEMP; 




CALL 

IGNORE I NT; 

/* V2V1V0 = 000*/ 


CALL 

IGNORE INT; 

/* V2V1V0 = 001*/ 


CALL 

CHB RX CHAR; 

/* V2V1V0 = 010*/ 


CALL 

IGNORE INT; 

/* V2V1V0 = Oil*/ 


CALL 

IGNORE INT; 

/* V2V1V0 = 100*/ 


CALL 

CHA EXTERNAL CHANGE; 

/* V2V1V0 = 101*/ 


CALL 

CHA RX CHAR; 

/* V2V1V0 = 110*/ 


CALL 

CHA RX SPECIAL; 

/* V2V1V0 = 111*/ 


END; 

OUTPUT (COMMAND 
RETURN; 

_A_74) =38H; /* END 

OF INTERRUPT FOR 8274 */ 


END INTERRUPT 

B274; 
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Figure 20. Typical Main Interrupt Routine 


/**«*»«#»*«*»#*«****«**»*«»****#«**««««#»*««#»««««»*«»«/ 

/* CHANNEL A EXTERNAL/STATUS CHANGE INTERRUPT HANDLER */ 
/********#*****#**#*****#*********#***********##***»***/ 

CHA_EXTERNAL_CHANGE: PROCEDURE# 

TEMP = INPUT (STATUS_A_74); /* STATUS REG 1*/ 

IF (TEMP AND END_0F TX_MESSAGE> = END_OF_TX_MESSAGE THEN 
TXDONE_S=DONE; 

ELSE DO; 

TXDONE S*=DONE; 

RESULTS_S=FAIL; 

END; 

OUTPUT (C0MMAND_A_74) = 10H; /* RESET EXT/STATUS INTERRUPTS */ 

RETURN# 

END CHA_EXTERNAL_CHANGE; 

/****#***#**###***#**#**#****#*****#*#********#***#*#******/ 

/* CHANNEL A SPECIAL RECEIVE CONDITIONS INTERRUPT HANDLER */ 
/*******************»****#********»«##*»#*««*#«»»««**«**»#«/ 

CHA_RX_SPEC IAL: PROCEDURE; 

OUTPUT (C0MMAND_A_74> = 1; 

TEMP = INPUT (STATUS_A_74); 

IF (TEMP AND END_OF_FRAME ) = END OF_FRAME THEN 
DO; 

IF (TEMP AND 040H) = 040H THEN 

RESULTS_S ■ FAIL# /* CRC ERROR */ 

RXDONE_S = DONE; 

OUTPUT (COMMAND A_74> = 30H; /*ERROR RESET*/ 

END; 

ELSE DO; 

IF (TEMP AND 20H) = 20H THEN DO; 

RESULTS_S = FAIL; /* RX OVERRUN ERROR*/ 

RXDONE_S = DONE; 

OUTPUT (C0MMAND_A_74) = 30H; /*ERROR RESET*/ 

END; 

END; 

RETURN; 

END CHA_RX_SPEC I AL; 

/■»*******#*****#*#********»**#************/ 

/* CHANNEL A RECEIVE CHARACTER AVAILABLE */ 
/*#****»*»*•***»«*****«»«««#«»«««»*»«*««*«/ 

CHA_RX_CHAR: PROCEDURE; 

OUTPUT (SINGLE_MASK) « CHO_SEL; /*ENABLE RX DMA CHANNEL*/ 

RETURN; 

END CHA_RX_CHAR; 
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Figure 21. 8274 Typical Interrupt Handling Routines 
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It may be recalled that the receiver buffer is three bytes 
deep in addition to the receiver shift register. At very 
high data rates, it may not be possible to have enough 
time to read RR2, enable the DMA controller without 
overrunning the receiver. In a case like this, the DMA 
controller may be left enabled before receiving the Re- 
ceive Character Interrupt. Remember, the Rx DMA 
request and interrupt for the receive character appears 
at the same time. If the DMA controller is enabled, it 
would service the DMA request by reading the received 
character. This will make the 8274 interrupt line go 
inactive. However, the 8259 A has latched the interrupt 
and a regular interrupt acknowledge sequence still oc- 
curs after the DMA controller has completed the trans- 
fer and given up the bus. The 8259A will return Level 7 
interrupt since the 8274 interrupt has gone away. The 
user software must take this into account, otherwise the 
CPU will hang up. 

The procedure shown for the Special Receive Condition 
Interrupt checks if the interrupt is due to the End of 
Frame. If this is not TRUE, the FAIL flag is set and 
the program aborted. For a real life system, this must 


be followed up by error recovery procedures which ob- 
viously are beyond the scope of this Application Note. 

The transmission is terminated when the End of Mes- 
sage (RRO, D6) interrupt is generated. This interrupt is 
serviced in the Channel A External/Status Change in- 
terrupt procedure. For any other change in external 
status conditions, the program is aborted and a FAIL 
flag set. 


Main Program 

Finally, we will briefly discuss the main program. Fig- 
ure 22 shows the source program. It may be noted that 
the Transmit Under-run latch is reset after loading the 
first character into the 8274. This is done to ensure 
CRC transmission at the end of the frame. Also, the 
first character is loaded from the CPU to start DMA 
transfer of subsequent data. This concludes our discus- 
sion on hardware and software example. Appendix A 
also includes the software written to exercise the 8274 
in the vectored mode by disabling the 8259A. 


CHA_SDLC_TEST : PROCEDURE BYTE PUBLIC; 


CALL ENABLE INTERRUPTS Si 

CALL INIT 8274 SDLC Si” 

ENABLE; 

OUTPUT (C0MMAND_A_74) = 28H; /# RESET TX INT/DMA #/ 

OUTPUT (COMMAND B 74) = 28H; /# BEFORE INITIALIZING 8237#/ 

CALL INI T_B237_S ; 

OUTPUT (DATA_A_74) * 55H; /*L0AD FIRST CHARACTER FROM */ 
/♦CPU #/ 

/# TO ENSURE CRC TRANSMISSION, RESET TX UNDERRUN LATCH #/ 
OUTPUT (C0MMAND_A_74) = OCOH; 

RXDONEjBi TXDQNE_S=NOT_DQNE; /* CLEAR ALL FLAGS #/ 

RESULTS_S=PASS; /# FLAG SET FOR MONITOR #/ 

DO WHILE TXDQNE_S=NQT DONE; /# DO UNTIL TERMINAL COUNT #/ 
END; 


DO WHILE( INPUT (STATUS A 74) AND 04H) O 04H; 

/# WAIT FOR CRC TO GET TRANSMITTED #/ 

/# TEST FOR TX BUFFFER EMPTY TO VERIFY THIS#/ 

END; 

DO WHILE RXD0NE_S=N0T DONE; /# DO UNTIL TERMINAL COUNT #/ 
END; 

CALL STOP 8237 S; 

END CHA SDLC TEST; 
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Figure 22. Typical 8274 Transmit/Receive Set-Up in SDLC Mode 
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Figure 23. 8274 Daisy Chain Vectored Mode 


SPECIAL APPLICATIONS 

In this section, some special application issues will be 
discussed. This will be useful to a user who may be 
using a mode which is possible with the 8274 but not 
explicitly explained in the data sheet. 

MPSC Daisy Chain Operation 

Multiple MPSCs can be connected in a daisy-chain 
configuration (see Figure 23). This feature may be use- 
ful in an application where multiple communication 
channels may be required and because of high data 
rates, conventional interrupt controller is not used to 
avoid long interrupt response times. To configure the 
MPSCs for the d aisy chain operation, the interrupt pri- 
ority input pins (IPI) and interrupt priority output pins 
(IPO) of the MPSC should be connected as shown. The 
highest priority device has its IPI pin connected to 
ground. Each MPSC is programmed in a vectored 
mode with status affects vector bit set. In the 8085 basic 
systems, only one MPSC should be programmed in the 
8085 Mode 1. This is the MPSC which will put the call 
vector (CD Hex) on the data bus in response to the first 
INTA pulse (see Figure 15). It may be pointed out that 
the MPSC in 8085 Mode 1 will provide the call vector 
irrespective of the state of IPI pin. O nce a higher priori- 
ty MPSC generates an interrupt, its IPO pin goes inac- 
tive thus preventing lower priority MPSCs from inter- 
rupting the CPU. Preferably the highest priority MPSC 
should be programmed in 8085 Mode 1. It may be re- 
called that the Priority Resolve Time on a given MPSC 
extends from the falling edge of the fi rst INTA pulse to 
the falling edge of the second INTA pulse. During this 
period, no new internal interrupt requests are accepted. 
The maximum number of the MPSCs that can be con- 
nected in a daisy chain is limited by the Priority Reso- 
lution Time. Figure 24 shows a maximum number of 
MPSCs that can be connected in various CPU systems. 


It may be pointed out that IOP to IPI delay time speci- 
fication is 100 ns. 


System 

Configuration 

Priority 

Resolution Time 
Min (ns) 

Number of 8274s 
Daisy Chained 
(Max) 

8086-1 

400 

4 

8086-2 

500 

5 

8086 

800 

8 

8088 

800 

8 

8085-2 

1200 

12 

8085 A 

1920 

19 


NOTE: 

Zero wait states have been assumed. 

Figure 24. 8274 Daisy Chain Operation 


Bisync Transparent Communication 

Bisync applications generally require that data trans- 
parency be established during communication. This re- 
quires that the special control characters may not be 
included in the CRC accumulation. Refer to the Syn- 
chronous Protocol Overview section for a more detailed 
discussion on data transparency. The 8274 can be used 
for transparent communication in Bisync communica- 
tions. This is made possible by the capability of the 
MPSC to selectively tumon/tumoff the CRC accumu- 
lation while transmitting or receiving. In bisync trans- 
parent transmit mode, the special characters (DLE, 
DLE SYN, etc) are excluded from CRC calculation. 
This can be easily accomplished by turning off the 
transmit CRC calculation (WR5: D5 = 0) before load- 
ing the special character into the transmit buffer. If the 
next character is to be included in the CRC accumula- 
tion, then the CRC can be enabled (WR5: D5 = 1). See 
Figure 25 for a typical flow diagram. 
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Figure 25. Transmit in Bisync Transparent Mode 

During reception, it is possible to exclude received 
character from CRC calculation by turning off the Re- 
ceive CRC after reading the special character. This is 
made possible by the fact that the received data is pre- 
sented to receive CRC checker 8 bit times after the 
character has been received. During this 8 bit times, the 
CPU must read the character and decide if it wants to 
be included in the CRC calculation. Figure 26 shows 
the typical flow diagram to achieve this. 

It should be noted that the CRC generator must be 
enabled during CRC reception. Also, after reading the 
CRC bytes, two more characters (SYNC) must be read 
before checking for CRC check result in RR1. 


Auto Enable Mode 

In some data communication applications, it may be 
req uired to enable the transmitter or the receiver when 
the CTS or the CD lines respectively, are activated by 
the modems. This may be done very easily by program- 
ming the 8274 into the Auto Enable Mode. The auto 
enable mode is set by writing a T to WR3,D5. The 
function of this mode is to enable the transmitter auto- 
matically when CTS goes active. The receiver i s en- 
abled when CD goes active. An in-active state of CTS 
or CD pin will disable the transmitter or the receiver 
respectively. However, the Transmit Enable bit 
(WR5.-D3) and Receive Enable bit (WR3:D1) must be 
set in order to use the auto enable mode. In non-auto 
mode, the transmitter or receiver is enabled if the corre- 
sponding bits^ are set-in WR5 and WR3, irrespective of 
the state CTS or C D pins . It may be recalled that any 
transition on CTS or CD pin will generate External/ 
Status Interrupt with the corresponding bits set in 
RR1. This interrupt can be cleared by issuing a Reset 
External/Status interrupt command as discussed earli- 
er. 

Note that in auto enable mode, the character to be 
transmitted must be loaded into the transmit buffer af- 



Figure 26. Receive in Bisync Transparent Mode 


ter the CTS becomes active, not before. A ny ch aracter 
loaded into the transmit buffer before the CTS became 
active will not be transmitted. 


High Speed DMA Operation 

In the section titled Application Example, the MPSC 
has been programmed to operate in DMA mode and 
receiver is programmed to generate an interrupt on the 
first receive character. You may recall that the receive 
FIFO is three bytes deep. On receiving the interrupt on 
the first receive character, the CPU must enable the 
DMA controller within three received byte times to 
avoid receiver over-run condition. In the application 
example, at 400K baud, the CPU had approximately 
60 jms to enable the DMA controller to avoid receiver 
buffer overflow. However, at higher baud rates, the 
CPU may not have enough time to enable the DMA 
controller in time. For example, at 1M baud, the CPU 
should enable the DMA controller within approximate- 
ly 24 /is to avoid receiver buffer overrun. In most appli- 
cations, this is not sufficient time. To solve this prob- 
lem, the DMA controller should be left enabled before 
getting the interrupt on the first receive character 
(which is accompanied by the Rx DMA request for the 
appropriate channel). This will allow he DMA control- 
ler to start DMA transfer as soon as the Rx DMA 
request becomes active without giving the CPU enough 
time to respond to the interrupt on the first receive 
character. The CPU will respond to the interrupt after 
the DMA transfer has been completed and will find the 
8259A (see Application Example) responding with in- 
terrupt level 7, the lowest priority level. Note that the 
8274 interrupt request was satisfied by the DMA con- 
troller, hence the interrupt on the first receive character 
was cleared and the 8259A had no pending interrupt. 
Because of no pending interrupt, the 8259A returned 
interrupt level 7 in response to the INTA sequence 
from the CPU. The user software should take care of 
this interrupt. 
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PROGRAMMING HINTS 

This section will describe some useful programming 
hints which may be useful in program development. 

Asynchronous Operation 

At the end of transmission, the CPU must issue “Reset 
Transmit Interrupt/DMA Pending” command in WRO 
to reset the last transmit empty request which was not 
satisfied. Failing to do so will result in the MPSC lock- 
ing up in a transmit empty state forever. 


Non-Vectored Mode 

In non- vectored mode, the Interrupt Acknowledge pin 
(INTA) on the MPSC must be tied high through a pull- 
up resistor. Failing to do so will result in unpredictable 
response from the 8274. 


HDLC/SDLC Mode 

When receiving data in SDLC mode, the CRC bytes 
must be read by the CPU (or DMA controller) just like 
any other data field. Failing to do so will result in re- 
ceiver buffer overflow. Also, the End of Frame Inter- 
rupt indicates that the entire frame has been received. 
At this point, the CRC result (RR1:D6) and residue 
code (RR1:D3, D2, Dl) may be checked. 


Status Register RR2 

ChB RR2 contains the vector which gets modified to 
indicate the source of interrupt (see the section titled 
MPSC Modes of Operation). However, the state of the 
vector does not change if no new interrupts are generat- 
ed. The contents of ChB RR2 are only changed when a 
new interrupt is generated. In order to get the correct 
information, RR2 must be read only after an interrupt 
is generated, otherwise it will indicate the previous 
state. 


Initialization Sequence 

The MPSC initialization routine must issue a channel 
Reset Command at the beginning. WR4 should be de- 
fined before other registers. At the end of the initializa- 
tion sequence, Reset External/Status and Error Reset 
commands should be issued to clear any spurious inter- 
rupts which may have been caused at power up. 


Transmit Under-Run/EOM Latch 

In SDLC/HDLC, bisync and monosync mode, the 
transmit underrun/EOM must be reset to enable the 
CRC check bytes to be appended to the transmit frame 
or transmit message. The transmit under-run/EOM 
latch can be reset only after the first character is loaded 
into the transmit buffer. When the transmitter under- 
runs at the end of the frame, CRC check bytes are 
appended to the frame/message. The transmit under- 
run/EOM latch can be reset at any time during the 
transmission after the first character. However, it 
should be reset before the transmitter under-runs other- 
wise, both bytes of the CRC may not be appended to 
the frame/message. In the receive mode in bisync oper- 
ation, the CPU must read the CRC bytes and two more 
SYNC characters before checking for valid CRC result 
in RR1. 


Sync Character Load Inhibit 

In bisync/monosync mode only, it is possible to prevent 
loading sync characters into the receive buffers by set- 
ting the sync character load inhibit bit (WR3:D1 = 1). 
Caution must be exercised in using this option. It may 
be possible to get a CRC character in the received mes- 
sage which may match the sync character and not get 
transferred to the receive buffer. However, sync charac- 
ter load inhibit should be enabled during all pre-frame 
sync characters so the software routine does not have to 
read them from the MPSC. 

In SDLC/HDLC mode, sync character load inhibit bit 
must be reset to zero for proper operation. 

EOI Command 

EOI command can only be issued through channel A 
irrespective of which channel had generated the inter- 
rupt. 

Priority in DMA Mode 

There is no priority in DMA mode between the follow- 
ing four singals: TxDRQ(CHA), RxDRQ(CHA), 
TxDRQ(CHB), RxDRQ(CHB). The priority between 
these four signals must be resolved by the DMA con- 
troller. At any given time, all four DMA channels from 
the 8274 are capable of going active. 
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APPENDIX A 

APPLICATION EXAMPLE: SOFTWARE LISTINGS 

PL/M-86 COMPILER 

1SBC 88/43 8274 CHANNEL A SDLC TEST 


SERIES— III PL/M-06 V2. 0 COMPILATION OF MODULE INIT 8274 S 


OBJECT MODULE 

PLACED IN : FI. SINI74. OBJ 


COMPILER INVOKED 

BY: PLM86. 86 : FI : SINI74. PLM TITLE! iSBC 88/43 8274 CHANNEL 

A SDLC TEST) 

COMPACT NOINTVECTOR ROM 



/** 

/* 


##**■»/ 

*/ 


/* 

INITIALIZE THE 8274 FOR SDLC MODE 

*/ 


/* 


*/ 


/* 

1. RESET CHANNEL 

*/ 


/* 

2. EXTERNAL INTERRUPTS ENABLED 

*/ 


/* 

3. NO WAIT 

*/ 


/* 

4. PIN 10 = RTS 

*/ 


/* 

S. NON-VECTORED INTERRUPT-8086 MODE 

*/ 


/* 

6. CHANNEL A DMA. CH B I NT 

*/ 


/* 

7. TX AND RX - 8 BITS/CHAR 

*/ 


/* 

9. ADDRESS SEARCH MODE 

*/ 


/* 

10. CD AND CTS AUTO ENABLE 

*/ 


/* 

11. XI CLOCK 

*/ 


/* 

12. NO PARITY 

*/ 


/* 

13. SDLC/HDLC MODE 

*/ 


/* 

14. RTS AND DTR 

*/ 


/* 

13. CC ITT - CRC 

*/ 


/* 

16. TRANSMITTER AND RECEIVER ENABLED 

*/ 


/* 

17. 7EH « FLAG 

*/ 


/* 


*/ 


/*« 



1 

INI TJB27 4_S : DOi 



♦ INCLUDE <: FI: PORTS. PLM) 


. 

/*« 


*/ 

= 

/* 


*/ 

=» 

/* 

I SBC 88/43 PORT ASSIGNMENTS 

#/ 

» 

/* 


*/ 

* 

/*< 


**/ 

2 1 « 

DECLARE LIT LITERALLY 'LITERALLY'; 


- 

/* 

8237A— 3 PORTS */ 


3 1 = 

DECLARE CHO ADDR LIT 'OBOH', 


a 


CHO COUNT LIT '081H', 


a 


CHI ADDR LIT '0B2H', 


a 


CHI COUNT LIT '083H', 


a 


CH2 ADDR LIT '084H', 


* 


CH2 COUNT LIT '085H', 


a 


CH3 ADDR LIT '086H', 


a 


CH3 COUNT LIT '0B7H', 


* 


STATUS 37 LIT ' 088H ' . 


» 


COMMAND 37 LIT '0B8H', 


a 


REQUEST REG 37 LIT '089H', 


= 


SINGLE MASK LIT '08AH/. 


a 


M0DE_REG_37 LIT '08BH', 


PL/M-86 COMPILER 

iSBC 88/45 8274 CHANNEL A SDLC TEST 


m 


CLR BYTE PTR 37 LIT '08CH', 


a 


TEMP REG 37 LIT '08DH', 


* 


MASTER CLEAR 37 LIT 'OBDH', 


“ 


ALL_MASK_37 LIT ' 08FH ' ; 


= 

/* 

8234-2 PORTS */ 


4 1 = 

DECLARE CTR 00 LIT '090H', 


a 


CTR 01 LIT '091H '. 


a 


CTR 02 LIT '092H ' . 
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C0NTRQL0_54 

LIT 

093H ' , 





St 

STATUSO S4 

LIT 

093H ' i 





St 

CTR 10 

LIT 

098H ' , 





ss 

CTR 11 

LIT 

099H ' , 





St 

CTR 12 

LIT 

09AH ' , 





a ’ 

CONTROL 1 54 

LIT 

09BH ' , 





“ 

STATUS 1_54 

LIT 

09BH ' > 





= 

/* 8255 PORTS */ 





5 

i 

B 

DECLARE PORTA 55 

LIT 

'OAOH ' i 





a 

PORTB 55 

LIT 

'0A1H ' » 





a 

PORTC 55 

LIT 

'0A2H ' i 





“ 

CONTROL_55 

LIT 

' 0A3H 





» 

/* 8274 PORTS */ 





6 

1 

a 

DECLARE DATA A 74 

LIT 

'ODOH ' i 





a 

DATA B 74 

LIT 

'0D1H ' i 





a 

STATUS A 74 

LIT 

'0D2H ' , 





a 

COMMAND A 74 

LIT 

'0D2H * i 





a 

STATUS B 74 

LIT 

' 0D3H ' i 





** 

C0MMAND_B_74 

LIT 

'0D3H ' ; 





* 

/* 8259A PORTS'*/ 





7 

1 

a 

DECLARE STATUS POLL 59 

LIT 

'OEOH ' i 





a 

ICW1 59 

LIT 

'OEOH ' i 





a 

0CW2 59 

LIT 

'OEOH', 





a 

0CW3 59 

LIT 

'OEOH', 





a 

0CW1 59 

LIT 

'0E1H ' , 





a 

ICW2 59 

LIT 

' OE 1 H ' , 





a 

ICW3 59 

LIT 

'0E1H ' , 





” 

ICW4 59 

LIT 

'OElH'i 





m 

/* 8274 REGISTER BIT ASSIGNMENTS 

*/ 





m 

/* READ REGISTER 0 */ 





8 

1 

m 

DECLARE RX AVAIL 

LIT 

'01H ' , 





a 

INT PENDING 

LIT 

'02H ' , 





a 

TX EMPTY 

LIT 

'04H ' , 





a 

CARRIER DETECT 

LIT 

'08H ' , 





a 

SYNC HUNT 

LIT 

'10H', 





= 

CLEAR_TO SEND 

LIT 

'20H ' , 



PL/M- 

-86 

COMPILER iSBC 88/45 B274 
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SDLC TEST 






END OF TX MESSAGE LIT 

'40H ' , 





" 

BREAK _ABORT 

LIT 

'80H ' i 





* 

/* READ REGISTER 1 */ 





9 

1 


DECLARE ALL SENT 

LIT 

'01H '» 





= 

PARITY ERROR 

LIT 

'10H', 





a 

RX OVERRUN 

LIT 

'20H ' , 





a 

CRC ERROR 

LIT 

'40H ' , 





* 

END_OF_FRAME 

LIT 

'80H'l 





* 

/* READ REGISTER 2 */ 





10 

1 

a 

DECLARE TX B EMPTY 

LIT 

'OOH ' , 





a' 

EXT B CHANGE 

LIT 

'01H ', 





a 

RX B AVAIL 

LIT 

'02H 





a 

RX B SPECIAL 

LIT 

'03H ' , 





a 

TX A EMPTY 

LIT 

'04H ' , 





a 

EXT A CHANGE 

LIT 

'05H ' , 





a 

RX A AVAIL 

LIT 

'06H ' . 


X 




RX A SPECIAL 

LIT 

'07H ' j 
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/* 8237 BIT ASSIGNMENTS */ 


11 


DECLARE CHO_SEL LIT 

CHI _SEL LIT 

CH2_SEL LIT 

CH3_SEL LIT 

WRITE_XFER LIT 

READ_XFER LIT 

DEMAND_MODE LIT 

SINGLE_MODE LIT 

BL0CKJ10DE LIT 

SET_MASK LIT 


'OOH ' . 
'OlH '» 
'02H ' , 
'03H ' i 
'04H ' * 
'08H ' , 
'OOH', 
' 40H ' , 
'BOH', 
'04H ' i 


12 1 DELAY_S: PROCEDURE PUBLIC; 

13 2 DECLARE D WORD; 

14 2 D=0; 

15 2 DO WHILE D<BOOH; 

16 3 D=D+ 1 > 

17 3 END; 

18 2 END DELAY_S; 


19 1 I N I T_B274_SDLC_S : PROCEDURE PUBLIC; 

20 2 DECLARE C BYTE; 

♦EJECT 


PL/M— 86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


/* TABLE TO INITIALIZE THE 8274 CHANNEL A AND B */ 


/* FORMAT IS: WRITE REGISTER, REGISTER DATA */ 

/* INITIALIZE CHANNEL ONLY */ 


21 2 


DECLARE TABLE_74_A(*> 
(OOH, 18H, 

OOH, 80H, 

02H, 1 1 H, 

04H, 20H. 

07H, 07EH, 

OlH, OBH, 

OSH, OEBH, 

06H, 55H, 

03H, 0D9H, 

OFFH) ; 


BYTE DATA 

/* CHANNEL RESET */ 

/* RESET TX CRC */ 

/* PIN 10=RTSB, A DMA. B INT */ 

/* SDLC/HDLC MODE, NO PARITY */ 

/* SDLC FLAG */ 

/* RX DMA ENABLE */ 

/# DTR, RTS. 8 TX BITS. TX ENABLE, TX CRC ENABLE */ 
/* DEFAULT ADDRESS */ 

/* 8 RX BITS. AUTO ENABLES, HUNT MODE. */ 

/* RX CRC ENABLE */ 

/* END OF INITIALIZATION TABLE */ 


22 2 


DECLARE TABLE_74_B ( * ) 
(02H, OOH, 

OlH, 1CH, 
OFFH); 


BYTE DATA 

/* INTERRUPT VECTOR */ 

/* STATUS AFFECTS VECTOR */ 
/* END */ 


/* INITIALIZE THE 8254 */ 

23 2 OUTPUT ( C0NTRQL0_54 ) *=36H; 

24 2 OUTPUT <CTR_00) - LOW (20); /* BAUD RATE * 400K_BAUD*/ 

25 2 OUTPUT (CTR_00) - HIGH(20); /* BAUD RATE * 400KJ3AUD*/ 


/* INITIALIZE THE 8274 */ 

26 2 C=0; 

27 2 DO WHILE TABLE_74_B (C ) O OFFH; 

28 3 OUTPUT (C0MMAND_B_74) = TABLE_74_B ( C ) ; 

29 3 C-C + l; 

30 3 OUTPUT (C0MMAND_B_74) = TABLE_74_B ( C ) ; 

31 3 C=C+1; 

32 3 END; 
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33 2 C*0; 

34 2 DO WHILE TABLE_74_A < C > O OFFH; 

35 3 OUTPUT <C0MMAND_A_74> = TABLE_74 A<C> 

36 3 C-C+l; 

37 3 OUTPUT <C0MMAND_A_74> = TABLE_74_A(C ) 

38 3 C=C+1; 

39 3 END; 

40 2 CALL DELAY_Si 

41 2 RETURN; 

42 2 END INIT_8274_SDLC_S; 

43 1 END INIT_B274_S; 


PL/M-86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


MODULE INFORMATION: 

CODE AREA SIZE = 00A8H 168D 

CONSTANT AREA SIZE - OOOOH OD 

VARIABLE AREA SIZE ■ 0003H 3D 

MAXIMUM STACK SIZE * 0006H 6D 

213 LINES READ 
0 PROGRAM WARNINGS 
0 PROGRAM ERRORS 

END OF PL/M-86 COMPILATION 


PL/M-86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


SERIES-III PL/M-86 V2.0 COMPILATION OF MODULE INIT_B237 CHA 
OBJECT MODULE PLACED IN : FI : SINI37. OBJ 

COMPILER INVOKED BY: PLM86. 86 : FI : SINI37. PLM TITLE ( iSBC 88/45 8274 CHANNEL A SDLC 

TEST) COMPACT NO I NT VECTOR ROM 


/**«***»*•*****»«**»«««*»«*»***«»««**»»*««»«*»*»»*»**«»*«»**««**«»««»**««/ 
/* */ 

/* 8237 INITIALIZATION ROUTINE FOR DMA TRANSFER */ 

/* */ 

/******«*»****««**»***««*«***»«««««»*»****»«**«*****«««**«**»*»««***«***«/ 


1 INIT_8237_CHA: DO; 

♦NOLIST 

12 1 INIT_B237_S: PROCEDURE PUBLIC, 


13 2 OUTPUT < MASTER _CLEAR_37>»0; 

14 2 OUTPUT (C0MMAND_37) « 20H) /* EXTENDED WRITE */ 

15 2 OUTPUT <ALL_MA8K_37) - OFH; /* MASK ALL REQUESTS */ 

16 2 OUTPUT <M0DE_REGJ37> * < S I NGLE_MODE OR WRITE_XFER OR CHO_SEL)i 

17 2 OUTPUT (MODE_REO 37) - ( S I NGLE_MODE OR READ_XFER OR CHl_SEL)i 

18 2 OUTPUT <CLR_BYTE_PTR_37) - Oj 

19 2 OUTPUT <CHO_ADDR) = 00; /* RECEIVE BUFF AT 900H */ 

20 2 OUTPUT <CHO_ADDR) * 09H; 

21 2 OUTPUT (CHO_COUNT) - OH; 

22 2 OUTPUT <CHO_COUNT) = 01; 

23 2 OUTPUT <CH1_ADDR) * 00; /* TRANSMIT BUFF AT 800H */ 

24 2 OUTPUT < CHI _ADDR) - 08H; 

25 2 OUTPUT (CHI COUNT) * 010H; 

26 2 OUTPUT ( CHI _COUNT) - OOHi 
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/* ENABLE TRANSFER */ 



27 2 

OUTPUT (SINGLE MASK) - CHI SEL; 

/* ENABLE TX DMA */ 


28 2 

RETURN; 



29 2 

END INIT_8237_S; 




/* TURN OFF THE 8237 CHANNELS 0 

AND 1 */ 


30 1 

STOP 8237 S: PROCEDURE PUBLIC; 



31 2 

OUTPUT (SINGLE MASK) = CHI SEL OR 

SET MASK; 


32 2 

OUTPUT (SINGLE MASK) - CHO SEL OR 

SET MASK; 


33 2 

RETURN; 



34 2 

END STOP 8237 S; 



35 1 

END INIT 8237 CHA; 



MODULE INFORMATION: 



CODE 

AREA SIZE » 004CH 76D 



CONSTANT AREA SIZE = OOOOH OD 

VARIABLE AREA SIZE = OOOOH OD 



PL/M-B6 COMPILER iSBC 8B/45 B274 CHANNEL A 

SDLC TEST 


MAXIMUM STACK SIZE - 0002H 2D 



163 

LINES READ 



0 PROGRAM WARNINGS 
0 PROGRAM ERRORS 



END OF PL/M-Q6 COMPILATION 



Pi. / M -56 

OMPIL.ER iSBC 08/45 S274 CHANNEL A 

SDLC TEST 


SERIES- I 

I PL/M-86 V2. 0 COMPILATION OF MODULE 

INTR„0274._S 


OBJECT MODULE PLACED IN : FI SINTR. OBJ 



COMPILER 

INVOKED DY. PLM86 86 : FI SINTR. PLM TITLE(iSBC 8B/45 8274 CHANNEL 


A SDLC TEST) COMPACT NOINTVECTOR ROM 




/*fr*****fc******-***-**-*M HHM****4HMH 

*****«*•»***#/ 



/* 

»/ 



/* 8274 INTERRUPT ROUTINE 

«/ 



/* 

#/ 



/******««**#********###***»#****»#*#*###**♦/ 


1 

INTR 827 4_S DO, 
SNOLIST 



12 1 

DECLARE TEMP BYTE, 



13 1 

DECLARE (RESULTS S. TXDONE S. RXDONE S) BYTE EXTERNAL, 


14 1 

DECLARE INT VEC POINTER AT (140); 


15 1 

DECLARE INT VEC STORE POINTER, 



16 1 

DECLARE MASK 59 BYTE; 



17 1 

DECLARE DONE LIT 

' OFFH ' , 



NOT DONE LIT 

'OOH ' , 



PASS LIT 

'OFFH', 



FAIL LIT 

'OOH ', 



/***##******#■*#***#•«•***#*•»■*#*/ 
/* IGNORE INTERRUPT HANDLER */ 
/**««»«******«*«*«««*»****«»*/ 



18 1 

IGNORE_INT PROCEDURE; 



19 2 

RESULTS S = FAIL; 



20 2 

RETURN; 



21 2 

END IGNORE INT; 
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/*******************************#****************##**#*/ 
/* CHANNEL A EXTERNAL/STATUS CHANGE INTERRUPT HANDLER */ 
/*************#**********************#*********#*******/ 


22 

1 

CHA_EXTERNAL_CHANGE: PROCEDURE; 


23 

2 

TEMP = INPUT (STATUS A 74); /* STATUS REG 1*/ 


24 

2 

IF (TEMP AND END OF TX MESSAGE) = END OF TX MESSAGE THEN 


25 

2 

TXDONE S=DONE; 


26 

2 

ELSE DO; 


27 

3 

TXDONE S=DONE; 


28 

3 

RESULTS S=FAIL; 


29 

3 

END; 


30 

2 

OUTPUT (COMMAND A 74) = 10H; /* RESET EXT/STATUS INTERRUPTS */ 


31 

2 

RETURN; 


32 

2 

END CHA_EXTERNAL_CHANGE; 




♦EJECT 


PL/M- 

86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 




/*************************#********************************/ 
/* CHANNEL A SPECIAL RECEIVE CONDITIONS INTERRUPT HANDLER */ 
/********************************* *************************/ 


33 

1 

CHA_RX_SPEC I AL: PROCEDURE; 


34 

2 

OUTPUT (COMMAND A 74) = 1; 


35 

2 

TEMP = INPUT (STATUS A 74); 


36 

2 

IF (TEMP AND END OF FRAME) = END OF FRAME THEN 


37 

2 

DO; 


38 

3 

IF (TEMP AND 040H) ■ 040H THEN 


• 39 

3 

RESULTS S » FAIL; /* CRC ERROR */ 


40 

3 

RXDONE S ■ DONE; 


41 

3 

OUTPUT (COMMAND A 74) = 30H; /*ERROR RESET*/ 


42 

3 

END; 


43 

2 

ELSE DO; 


44 

3 

IF (TEMP AND 20H) = 20H THEN DO; 


46 

4 

RESULTS S ■ FAIL; /* RX OVERRUN ERROR*/ 


, 47 

4 

RXDONE S * DONE; 


48 

4 

OUTPUT (COMMAND A 74) = 30H; /*ERROR RESET*/ 


49 

4 

END; 


50 

3 

END; 


51 

2 

RETURN; 


52 

2 

END CHA_RX_SPEC IAL; 




/*****************************«*********«*/ 
/* CHANNEL A RECEIVE CHARACTER AVAILABLE */ 


53 

1 

CHA RX CHAR: PROCEDURE; 


54 

2 

OUTPUT (SINGLE MASK) = CHO SEL; /*ENABLE RX DMA CHANNEL*/ 


55 

. 2 

RETURN; 


56 

2 

END CHAJ?X_CHAR; 




♦EJECT 


PL/M- 
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/* ENABLE 8274 INTERRUPTS - SET UP THE 8259A */ 


57 

1 

ENABLE_INTERRUPTS_S: PROCEDURE PUBLIC; 


58 

2 

DECLARE CHA_INT_ON LIT '0F7H'; 


59 

2 

DISABLE; 


60 

2 

CALL SET^ INTERRUPT (39/ INT_39); , 
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61 


INT VEC STORE = INT VEC; 


62 

2 

INT VEC = INTERRUPTSPTR ( INT 8274 S>. 


63 

2 

MASK_59 = INPUT (0CUI1 59 ) ; 


c4 


OUTPUT ( QCW1 _59 ) = MASK_59 AND CHA_INT_ON. 


o’? 

2 

RETURN; 


to 

2 

END ENABLE_I NTERRUPTS_S; 




/* DISABLE 8274 INTERRUPTS - SET UP THE 8259A */ 


67 

1 

DISABLE_INTERRUPTS_S: PROCEDURE PUBLIC, 


68 

2 

DISA3LE; 


69 

2 

INT_VEC = INT_VEC_5T0RE; 


70 

2 

OUTPUT (OCWl 59) = MASK 59; 


71 

2 

ENABLE; 


72 

2 

RETURN; 


73 

2 

END DISABLE_INTERRUPTS_S; 




/* CHANNEL B RECEIVE CHARACTER AVAILABLE */ 


74 

i 

CHB_RX_CHAR: PROCEDURE, 


75 

2 

TEMP=INPUT ( DATA_B_74 ) ; 


76 

2 

OUTPUT (COMMAND B 74) = 38H; 


77 

2 

RETURN; 


78 

2 

END CHB_RX_CHAR. 




♦EJECT 


PL/M- 

86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 




/************************•**/ 
/* MAIN INTERRUPT ROUTINE */ 

/ft*************************/ 


79 

1 

INT_8274_S: PROCEDURE INTERRUPT 35 PUBLIC; 


80 

2 

OUTPUT (COMMAND B 74) = 2; /* SET POINTER TO 2*/ 


81 

2 

TEMP = INPUT ( STATUS_B 74) AND 07H; /* READ INTERRUPT VECTOR */ 




/* CHECK FOR CHA INT ONLY*/ 




/* FOR THIS APPLICATION CH B INTERRUPTS ARE IGNORED*/ 


82 

2 

DO CASE TEMP; 


83 

3 

CALL IGNORE INT; /* V2V1V0 = 000*/ 


84 

3 

CALL IGNORE INT; /* V2V1V0 = 001*/ 


85 

3 

CALL CHB RX CHAR; /* V2V1V0 = 010*/ 


86 

3 

CALL IGNORE INT; /* V2V1V0 = Oil*/ 


87 

3 

CALL IGNORE INT; /* V2V1V0 = 100*/ 


88 

3 

CALL CHA EXTERNAL CHANGE; /* V2V1V0 = 101*/ 


89 

3 

CALL CHA RX CHAR; /* V2V1V0 = 110*/ 


90 

3 

CALL CHA RX SPECIAL; /* V2V1V0 = 111*/ 


91 

3 

END; 


92 

2 

OUTPUT (COMMAND A 74) =3BH; /* END OF INTERRUPT FOR 8274 */ 


93 

2 

OUTPUT (0CW2 59) = 63H; /* B259 EOI */ 


94 

2 

OUTPUT ( 0CW1 59) = INPUT(0CW1 59) AND 0F7H; 


95 

2 

RETURN; 


96 

2 

END INT_8274_S; 




/* DEFAULT INTERRUPT ROUTINE - 8259A INTERRUPT 7 */ 
/* REQUIRED ONLY WHEN DMA CONTROLLER IS ENABLED */ 
/* BEFORE RECEIVING FIRST CHARACTER WHICH IS */ 
/* AT HIGH BAUD RATES LIKE BOOK BAUD. READ APP. */ 
/* NOTE SECTION 6 FOR DETAILS */ 
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97 1 INT_39 : PROCEDURE INTERRUPT 39; 

98 2 OUTPUT <0CW2_59) = 20H; /* NON-SPECIFIC EOI */ 

99 2 OUTPUT <0CW1_59) = INPUT(OCWl 59) AND 0F7H; 

100 2 RESULTS_S = FAIL; 

101 2 END INT_39. 

102 1 END INTR _82.74_S; 


MODULE INFORMATION 


CODE AREA SIZE - 01DFH 447D 

CONSTANT AREA SIZE = OOOOH OD 

. VARIABLE AREA SIZE = 0006H 6D 

MAXIMUM STACK SIZE = 0022H 34D 

295 LINES READ 
0 PROGRAM WARNINGS 
0 PROGRAM ERRORS 


END OF PL/M-86 COMPILATION 


PL/M-8& COMPILER iSBC 88/45 B274 CHANNEL A SDLC TEST 


SERIES— 1 1 1 PL/M— 86 V2. 0 COMPILATION OF MODULE STEST 
OBJECT MODULE PLACED IN : FI ; STEST. OB J 

COMPILER INVOKED BY; PLM86. 86 : F 1 : STEST. PLM TITLE! ISBC 88/45 8274 CHANNEL A SDLC TEST) 
COMPACT NOINTVECTOR ROM 


/**************************#**********#**#**#********************«*******/ 
/* */ 

/* iSBC 545 PORT A (8274) SDLC TEST */ 

/* */ 

/#************#***##***###*##*#****##**###**####***#*#*##******#***#***##/ 


1 STEST: DO; 


2 1 DELAY S: PROCEDURE EXTERNAL; 

3 2 END DELAY_S; 

4 1 ENABLE_INTERRUPTS_S: PROCEDURE EXTERNAL; 

5 2 END ENABLE_INTERRUPTS_S; 

6 1 DISABLE_INTERRUPTS_S: PROCEDURE EXTERNAL; 

7 2 END DISABLE_INTERRUPTS_S; 

8 1 INI T_8274_SDLC _S ; PROCEDURE EXTERNAL; 

9 2 END INIT_8274_jSDLC_S; 1 

10 1 INIT_8237_S: PROCEDURE EXTERNAL; 

11 2 END INI T _8237_S; 

12 1 ST0P_8237_S: PROCEDURE EXTERNAL; 

13 2 END ST0P_8237_S; 

14 1 VER I FY_TRANSF£R_S ; PROCEDURE EXTERNAL; 

15 2 END VER I F Y_TR ANSFER _S ; 

16 1 INT_8274_S: PROCEDURE INTERRUPT 35 EXTERNAL; 

17 2 END INT_8274_S; 

•NOLIST 

•EJECT 


PL/M-86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


2B 1 DECLARE < RESULTS_S, TXDONE_S, RXDONE_S ) BYTE PUBLIC; 

29 1 DECLARE DONE LIT 'OFFH', 

NOT_DONE LIT 'OOH', 

PASS LIT 'OFFH', 

FAIL LIT 'OOH'; 
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PL/li— 86 COMPILER iSBC 08/45 0274 CHANNEL A SDLC TEST 

30 1 CHA_SDLC_TEST: PROCEDURE BYTE PUBLIC) 


31 2 

32 2 

33 2 

34 2 

35 2 

36 2 

37 2 


38 2 

39 2 

40 2 


41 2 

42 3 


CALL ENABLE_INTERRUPTS_Si 
CALL INIT_B274_SDLC_S; 

ENABLE; 

OUTPUT (C0MMAND_A_74) - 28H; /* RESET TX I NT /DMA */ 

OUTPUT (C0MMAND_B_74> = 2BH; /* BEFORE INITIALIZING 8237*/ 

CALL INIT_8237_S; 

OUTPUT (DATA_A_74) - 55H) /* LOAD FIRST CHARACTER FROM CPU*/ 

/* TO ENSURE CRC TRANSMISSION RESET TX UNDERRUN LATCH*/ 

OUTPUT (C0MMAND_A_74) - OCOH) 

RXDONE_S. TXDONE_S*NOT_DONE; /* CLEAR ALL FLAGS */ 

RESULTS_S«PASS> /* FLAG SET FOR MONITOR*/ 

DO WHILE TXDONE_S=*NOT_DONE; /* DO UNTIL TERMINAL COUNT*/ 

END; 


43 2 


44 3 

45 2 

46 3 


DO WHILE! INPUT < ST ATUS_A_74) AND 04H) O 04Ht 
/* WAIT FOR CRC TO GET TRANSMITTED */ 

/* TEST FOR TX BUFFFER EMPTY TO VERIFY THIS*/ 

END. 

DO WHILE RXDONE_S*NOT_DONE; /* DO UNTIL TERMINAL COUNT*/ 

END; 


47 2 


CALL ST0P_8237_S; 


48 2 

49 2 

50 2 


CALL DISABLE_INTERRUPTS_Si 

CALL VER IFY_TRANSFER_S; 

RETURN RESULTS_S> 


31 2 END CHA_SDLC_TEST; 

52 1 END STEST; 


MODULE INFORMATION: 


CODE AREA SIZE = 0063H 

CONSTANT AREA SIZE - OOOOH 
VARIABLE AREA SIZE = 0003H 
MAXIMUM STACK SIZE « 0004H 
198 LINES READ 
0 PROGRAM WARNINGS 
O PROGRAM ERRORS 


99D 

OD 

3D 

4D 


END OF PL/M-86 COMPILATION 


PL/M— 86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 


SERIES- I I I PL/M-86 V2. O COMPILATION OF MODULE VECTOR_MODE 
OBJECT MODULE PLACED IN : FI : VECTOR. OB J 

COMPILER INVOKED BY: PLM86. 86 : FI : VECTOR. PLM TITLE! iSBC 88/45 8274 CHANNEL A SDLC TEST) 


/**»*»*****««**»*»«*««**»»*«•*»•* 

/* */ 

/* 8274 INTERRUPT HANDLING ROUTINE FOR */ 

/* 8274 VECTOR MODE */ 

f * STATUS AFFECTS VECTOR */ 

/* */ 

/*********************************»*********»*»,*,»*****************/ 
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/* THIS IS AN EXAMPLE OF HOW 8274 CAN BE USED IN VECTORED MODE. */ 
/* THE iSBC88/45 BOARD WAS REWIRED TO DISABLE THE PIT 8259A AND */ 
/* ENABLE THE 8274 TO PLACE ITS VECTOR ON THE DATABUS IN RESPONSE */ 
/* TO THE INTA SEQUENCE FROM THE 8088. OTHER MODIFICATIONS INCLUDED */ 
/* CHANGES TO 8274 INITIALIZATION PROGRAM (SINI74) TO PROGRAM 8274 */ 
/* INTO VECTORED MODE (WRITE REGISTER 2A D5=l>. */ 


1 VECTOR_MODE: DO; 

♦NOLI ST 

12 1 DECLARE TEMP BYTE; 

13 1 DECLARE (RESULTS_S» TXDONE, RXDONE) BYTE EXTERNAL; 

14 1 DECLARE DONE LITERALLY 'OFFH ' « 

NOT_DONE LITERALLY '00H', 

PASS LITERALLY 'OFFH', 

FAIL LITERALLY 'OOH'j 


/****************#******************************#*»*********************/ 
/* TRANSMIT INTERRUPT CHANNEL A INTERRUPT WILL NOT BE SEEN IN THE */ 

/* DMA OPERATION. #/ 


15 1 TX_INTERRUPT_CHA: PROCEDURE INTERRUPT 84; 

16 2 OUTPUT (C0MMAND_A_74) * OOIOIOOOB; /*RESET TXINT PENDING*/ 

17 2 OUTPUT <C0MMAND_A_74) - 00111000B; /*EOI*/ 

18 2 , END TX_INTERRUPT_CHA; 


19 1 

20 2 
21 2 
22 2 

23 2 

24 3 


/* EXTERNAL/STATUS INTERRUPT PROCEDURE; CHECKS FOR END OF MESSAGE */ 
/* ONLY. IF THIS IS NOT TRUE THEN THE FAIL FLAG IS SET. HOWEVER, */ 
/* A USER PROGRAM SHOULD CHECK FOR OTHER EXT/STATUS CONDITIONS */ 
/* ALSO IN RR1 AND THEN TAKE APPROPRIATE ACTION BASED ON THE */ 
/* APPLICATION. */ 


/****»•******»******«»»*«**«»«****»«*****»***«***»«*«*«««**«**««»«»«*»««/ 


EXT_STAT_CHANGE_CHA: PROCEDURE INTERRUPT 85; 

TEMP ■ INPUT (STATUS_A 74); 

IF (TEMP AND END_OF_TX~ MESSAGE ) = END_OF_TX MESSAGE THEN 
TXDONE = DONE; 

ELSE DO; 

TXDONE = DONE; 


PL/M— 86 COMPILER iSBC 88/45 8274 CHANNEL A SDLC TEST 

25 3 RESULTS_S = FAIL; 

26 3 END; 


27 2 

28 2 

29 2 

30 2 


31 1 

32 2 

33 2 

34 2 


OUTPUT (C0MMAND_A_74) « 00010000B; /*RESET EXT STAT INT*/ 

OUTPUT (C0MMAND_A_74) = 001U000B; /*EOI*/ 

RETURN; 

END EXT_STAT_CHANGE_CHA; 


/******************************#****************************************/ 
/* RECEIVER CHARACTER AVAILABLE INTERRUPT WILL APPEAR ONLY ON FIRST*/ 

/* RECEIVE CHARACTER. SINCE DMA CONTROLLER HAS BEEN ENABLED BEFORE */ 

/* THE FIRST CHARACTER IS RECEIVED, THE RECEIVER REQUEST IS */ 

/* SERVICED BY THE DMA CONTROLLER. */ 



RX_CHAR_AVAILABLE_CHA: PROCEDURE INTERRUPT 86; 

OUTPUT (C0MMAND_A_74) => 00111000B; /*EOI*/ 

RETURN; 

END RX_CHAR_AVAILABLE_CHA; 

♦EJECT 
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»*/ 






/* SPECIAL RECEIVE CONDITION INTERRUPT SERVICE ROUTINE CHECKS FOR 

*/ 






/* END OF FRAME DIT ONLY. SEE SPECIAL SERVICE ROUTINE FOR NON- 

*/ 






/* VECTORED MODE FOR CRC CHECK AND OVERRUN ERROR CHECK. 

*/ 






/***********************************************************************/ 



35 


1 

SPEC IAL_RX_CONDITION_CHA: PROCEDURE INTERRUPT 87; 




36 


2 

OUTPUT (COMMAND A 74) » 1; /*POINTER 1*/ 




37 


2 

TEMP = INPUT (STATUS A 74 ) ; 




30 


2 

IF (TEMP AND END OF FRAME) = END OF FRAME THEN 




, 39 


2 

RXDONE = DONE; 




40 


2 

ELSE DO; 




41 


3 

RXDONE = DONE; 




42 


3 

RESULTS S = FAIL; 




43 


3 

END; 




44 


2 

OUTPUT (COMMAND A 74 ) = OOUOOOOB; / *ERROR RESET*/ 




45 


2 

OUTPUT (COMMAND A 74 > » 00111000B; /*EOI*/ 




46 


2 

RETURN; 




47 


2 

END SPEC I AL_RX_COND ITION_CHA; 




48 


1 

ENABLE INTERRUPTS: PROCEDURE PUBLIC; 




49 


2 

DISABLE; 




50 


2 

CALL SET*INTERRUPT(B4, TX INTERRUPT CHA); 




51 


2 

CALL SET*INTERRUPT<85, EXT STAT CHANGE CHA); 




52 


2 

CALL SET»INTERRUPT<86, RX CHAR AVAILABLE CHA); 




53 


2 

CALL SET*INTERRUPT<87, SPECIAL RX CONDITION CHA); 




54 


2 

RETURN; 




55 


2 

END ENABLE_INTERRUPTS; 




56 


1 

END VECTOR MODE; 








ft***H 

**/ 





/******»***************•***********************«**********•*********»*»**«**/ 


MODULE 

INFORMATION: 





CODE AREA SIZE = 012EH 302D 





CONSTANT 

AREA SIZE = OOOOH OD 





VARIABLE 

AREA SIZE - 000 1H ID 





MAXIMUM 

STACK SIZE = 001EH 30D 





226 LINES READ 





0 

PROGRAM WARNINGS 





0 

PROGRAM ERRORS 




END OF 

PL/M-86 COMPILATION 










210403-25 


2-421 



AP-145 


intef 


APPENDIX B 

MPSC READ/WRITE REGISTER DESCRIPTIONS 


WRITE REGISTER 0 (WRO) 


D7 

D6|o5 

D4 

D3 

D2 

0 

DO 



0 0 1 SEND ABORT (SOLC) 

0 1 0 RESET EXT STATUS INTERRUPTS 

0 1 1 CHANNEL RESET 

1 0 0 ENABLE INTERRUPT ON NEXT RX CHARACTER 

1 0 1 RESET TxINT DMA PENDING 

1 1 0 ERROR RESET 

1 1 1 END OF INTERRUPT (Ch. A only) 


0 0 NULL CODE 

0 1 RESET Rx CRC CHECKER 

1 0 RESET Tx CRD GENERATOR 

1 1 RESET Tx UNDERRUN EOM LATCH 


210403-26 


WRITE REGISTER 1 (WR1) 


MSB LSB 


4 1 P3 1 1 


B. 


EXT INTERRUPT 
ENABLE 


Tx INTERRUPT 

DMA ENABLE 


L STATUS AFFECTS VECTOR 
(CHB ONLY) 

(NULL CODE CH A) 


1 VARIABLE VECTOR 
0 FIXED VECTOR 


0 0 RxINT/DMA DISABLE 

0 1 RxINT ON FIRST CHAR OR SPECIAL CONDITION 

1 0 INT ON ALL Rx CHAR (PARITY AFFECTS VECTOR) OR 

SPECIAL CONDITION 

1 1 INT ON ALL Rx CHAR (PARITY DOES NOT AFFECT 

VECTOR) OR SPECIAL CONDITION 


1 WAIT ON Rx, 0 WAIT ON Tx 

MUST BE ZERO 

WAIT ENABLE, 1 ENABLE, 0 DISABLE 
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WRITE REGISTER 2 (WR2): CHANNEL A 


MSB 


LSB 


D7 

0 

D5 | D4 

D3 

D2 

0 

DO 


0 0 BOTH INTERRUPT 

0 1 A DMA B INT 

1 0 BOTH DMA 

1 1 ILLEGAL 


| 1 PRIORITY RxA>RxB >TxA>TxB:-EXTA*>EXTB* 

0 PRIORITY RxA > Tx A > RxB >TxB > EXTA* > EXTB* 


0 0 8085 MODE 1 

0 1 8085 MODE 2 

1 0 8086/88 MODE 

1 1 ILLEGAL 

1 VECTORED INTERRUPT 

0 NON VECTORED INTERRUPT 


1 MUST BE ZERO 


| 1 PIN 10 SYNDET6 

0 PIN 10 RTSb 

’’External Status Interrupt only if EXT Interrupt Enable (WR1: DO) is set. 


210403-28 


WRITE REGISTER 2 (WR2): CHANNEL B 



V6 

V5 

V4 

V3 

o 

> 

> 

CM 

> 

^ - 

✓ ' 


INTERRUPT 
‘ VECTOR 


WRITE REGISTER 3 (WR3) 


□ 

m 

GS 

ED 

01 

m 

a 

Eg 


I Rx ENABLE 

- SYNC CHAR LOAD INHIBIT 

I ADDR SRCH MODE (SDLC) 

Rx CRC ENABLE 

ENTER HUNT MODE 

AUTO ENABLES 


0 0 Rx5 BITS/CHAR 

0 1 Rx7 BITS/CHAR 

1 0 Rx6 BITS/CHAR 

1 1 Rx8 BITS/CHAR 
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WRITE REGISTER 4 (WR4) 


MSB 




LSB 

|07 

D6 D5 

D4 D3 

D 2 1 D 1 1 DO j 

< 

A 

A 

' 

I 1 ENABLE PARITY 





0 DISABLE PARITY 





1 EVEN PARITY 





0 ODD PARITY 



0 

0 ENABLE SYNC MODES 



0 

1 1 STOP BIT 



1 

0 1.5 STOP BITS 



r 1 

1 2 STOP BITS 


0 

0 8 BIT SYNC CHAR 


0 

1 16 BIT SYNC CHAR 


1 

0 SDLC/HDLC(01 1 1ll 10JFLAG 


f 1 

1 1 EXTERNAL SYNC MODE 

0 

0 XI CLOCK 



0 

1 X16 CLOCK 



1 

0 X32 CLOCK 



1 

1 X64 CLOCK 
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WRITE REGISTER 5 (WR5) 



WRITE REGISTER 6 (WR6) WRITE REGISTER (WR7) 



READ REGISTER 0 (RRO) 
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READ REGISTER 1 (RR1): (SPECIAL RECEIVE CONDITION MODE) 


D7 

D6 

D5 

D4 

D3 

D2 

M 

DO 


ALL SENT 


I FIELD BYTE 
PREVIOUS BYTE 

2 

0 

0 

0 

0 

0 

0 

1 


- PARITY ERROR 

Rx OVERRUN ERROR 

CRC/FRAMING ERROR 
1 END OF FRAME (SDLC HDLC MODE) 


I FIELD BYTE 
2ND PREVIOUS BYTE 


6 

4 
8 
3 

7 

5 

8 


RESIDUE DATA 
> BITS CHAR 
MODE 
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READ REGISTER 2 (RR2) CHANNEL B ONLY 


MSB LSB 

V7 V6 1 V5 V4* 

o 

> 

> 

CM 

> 

n 

> 

v . 

INTERRUPT ‘VARIABLES IN 
INTERRUPT STATUS AFFECTS 

VECTOR VECTOR MODE 
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INTRODUCTION 

INTEL’S 82530, Serial Communications Controller 
(SCC); is a dual channel, multi-protocol data communi- 
cations peripheral. It is designed to interface to high 
speed communications lines using asynchronous, byte 
synchronous, and bit synchronous protocols. It runs up 
to 1.5 Mbits/sec, has on-chip baud rate generators and 
on-chip NRZI encoding and decoding circuits — very 
useful for SDLC communication. This application note 
shows how to write I/O drivers for the 82530 to do 
initialization and data links using asynchronous 
(ASYNC) and SDLC protocols. The appendix includes 
sections to show how the on-chip baud rate generators 
could be programmed, how the modem control pins 
could be used, and how the 82530 could be interfaced 
to INTEL’S 80186/188 processors. 

This article deals with the software for the following: 

1. SCC port definition 

2. Accessing the SCC registers 

3. Initialization for ASYNC communication 

4. ASYNC communication in polling mode 

5. ASYNC communication in interrupt mode 

6. Initialization for SDLC communication 

7. SDLC frame reception 

8. SDLC frame transmission 

9. SDLC interrupt routines 

The description is written around illustrations of the 
actual software written in PLM86 for a 80186 - 82530 
system. 


I. SCC Port Definition 

The Figure 1 shows how the 4 ports (2 per channel) of 
the SCC can be defined. Note that the sequence of ports 
in the ascending order of addresses is not the one that is 
normally expected. In the ascending order it is: com- 
mand (B), data (B), command (A) and data (A). In an 
80186 - 82530 system, the interconnection is as follows: 

PCSn — CS 

A1 — D/C 

80186 pins A2 — A/B 82530 pins 
RD — RD 

WR — WR 


2. Accessing the SCC Registers 

The SCC has 16 registers on each of the channels (A 
and B). For each channel there is only one port, the 
command port, to access all the registers. The register 
#0 can be always accessed directly through the com- 
mand port. All other registers are accessed indirectly 
through register #0. First, the number of the register to 
be accessed is written to the register #0 - see the state- 
ment, in Figure 2: ’output (ch a command) = reg 

no and Ofh’. Then, the desired register is written to or 
read out. The Figure 2 shows 4 procedures: rra and 
wra, for reading and writing channel A registers; rrb 
and wrb, for reading and writing channel B registers. 
The read procedures are of the type ‘byte’ - they return 
the contents of the register being read. The write proce- 
dures require two parameters - the register number and 
the value to be written. 


declare ch_b_command literally 'pc$5 + O'* /# see channel_b command word*/ 

ch__b_data literally 'pcs5 + 2'# /* see channel^. b data word */ 

ch_a_command literally 'pcs5 + /* see channel_a command word #/ 

c h_a_data literally 'pcs5 + 6'i /* sec channel_a data word */ 

/* */ 

231262-1 


Figure 1. SCC Port Definition 
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/* */ 

/* read selected see register */ 

rra: procedure (reg_no) byte; 
declare reg_.no byte; 

if (reg_.no and Ofh) <> 0 

then output ( ch_a_command ) = reg^no and Ofh; 
return inp u t ( c h_a_c ommand ) ; 
end rra; 

rrb: procedure (reg_no) byte; 

declare reg_no byte; 

if (reg_no and Ofh) O 0 

then output ( ch_b_c ommand ) = reg_.no and Ofh; v 

return input ( ch_b_command ) ; 
end rrb; 


/* write selected see register */ 

wra: procedure <reg_ no, value); 
declare reg_no byte; 
declare value byte; 

if (reg_.no and Ofh) O 0 

then output ( ch__a_c ommand ) = reg_no and Ofh; 
output ( c h__a__c ommand ) = value; 
end wra; 

wrb: procedure (reg__no# value); 
declare reg_.no byte; 
declare value byte; 

if (reg_no and Ofh) O 0 

then output ( ch_b_c ommand ) = reg__no and Ofh; 
output ( ch_b_c ommand ) ■ value; 
end wrb; 

/* — #/ 
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Figure 2. Accessing the SCC Registers 


2-429 



AP-222 


inteT 


3. Initialization for ASYNC Operation 

In the following example, channel B of the SCC is used 
to perform ASYNC communication. Figure 3 shows 
how the channel B is initialized and configured for 
ASYNC operation. This is done by writing the various 
channel B registers with the proper parameters as 
shown. The comments in the program show what is 
achieved by each statement. After a software reset of 
the channel, register #4 should be written before writ- 
ing to the other registers. The on-chip Baud Rate Gen- 
erator is used to generate a 1200 bits/sec clock for both 
the transmitter and the receiver. The interrupts for 
transmitter and/or receiver are enabled only for the 
interrupt mode of operation; for polling, interrupts 
must be kept disabled. 


4. ASYNC Communication in Polling 
Mode 

Figure 4 shows the procedures for reading in a received 

character from the 82530 (see in) and for writing out 

a character to the 82530 (see out) in the polling mode. 

The see in procedure returns a byte value which is the 

character read in. The receiver is polled to find if a 
character has been received by the SCO. Only when a 
character has been received, the character is read in 
from the data port of the SCC channel B. 

The see out procedure requires a byte parameter 

which is the character being written out. The transmit- 





5cc_.init._b: procedure; 


/* see eh B register initial i zat ion for ASYNC mode */ 

call wrb <09* OlOOOOOOb) 

/* channel B reset */ 

call wrb<04, 11001110b) 

/* 2 stop, no parity, brf = 64x *7 

call wrb <02, 00100000b) 

/* vector = 20h */ 

call wrb <03, 11000000b) 

/# rx 8 bits/char, no auto-enable */ 

call wrb <05, 01100000b) 

/* tx 8 bits/char *7 

call wrb <06, 00000000b) 


call wrb <07, 00000000b) 


call wrb (09, 00000001b) 

/* vector includes status */ 

call wrb <10, 00000000b) 


call wrb < 1 1 1 01010110b) 

/* rxc « txc « BRG , trxc * BRG out */ 

call wrb <12, 0001,1000b) 

/* to generate 1200 baud, x64 6 4 mhz */ 

call wrb <13, 00000000b) 


call wrb <14, 00000011b) 

/# BRG source ** SYS CLK, enable BRG */ 

call wrb <15, 00000000b) 

/■«• all ext status interrupts off */ 

/* enables *7 


call wrb<03, 11000001b); /* scc-b receive enable */ 

call wrb<05, 11101010b); /* scc-b transmit enable, dtr on# rts on #/ 

/* enable interrupts - only for interrupt driven ASYNC I/O */ 

call wrb <09, 00001001b) 

/•* master IE, vector includes status */ 

call wrb <01, 00010011b) 

/* tx * rx, ext interrupts enable */ 

end scc_init_b; 


/* — 
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Figure 3. Initialization for ASYNC Communication 
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/* */ 

/* see data character input from channel B */ 
scc_in: procedure byte; 

declare char byte; 

do while ( inp ut ( ch_b_c ommand ) and lh) = 0; end; 

char = input ( ch_b_data ) ; /* if rx data character is available */ 

return char; /# th en input it to buffer #/ 

end scc_in; 

/# see data character output to channel B */ 
scc__out: procedure (char); 
declare char byte; 

do while < input ( ch_b_j: ommand ) and 4h ) = O; end; 

output ( ch_b_data ) = char; /* if tx buff empty then transfer the */ 

/* data character to tx buff */ 

end scc_out; 

/* */ 
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Figure 4. ASYNC Communication in Polling Mode 

ter is polled for being ready to transmit the next charac- 
ter before writing the character out to the data port of 
SCC channel B. 


Typical calls to these procedures are: 


abc variable = see in; 

call see out (xyz variable); 


5. ASYNC Communication in Interrupt 
Mode 


In contrast to polling for the receiver and/or the trans- 
mitter to be ready with/for the next character, the 
82530 can be made to interrupt when it is ready to do 
receive or transmit. 

The on-chip interrupt controller of the SCC can be 
made to operate in the vectored mode. In this mode, it 
generates interrupt vectors that are characteristic of the 
event causing the interrupt. For the example here, the 
vector base is programmed at 20h and ‘Vector 


Includes Status’ (VIS) mode is set - WR9 = 
XXX0XX01. Vectors and the associated events are: 


Vector 

Procedure 

Event Causing Interrupt 

20h 

txintr_b 

ch__b - transmit buffer empty 

22h 

esi b 

ch b - external/status change 

24h 

rxintr b 

ch b - receive character available 

26h 

sre b 

ch b - special receive condition 

28h 

txintr a 

ch a - transmit buffer empty 

2ah 

esi a 

ch a - external/status change 

2ch 

rxintr_a 

ch a - receive character available 

2eh 

src_a 

ch a - special receive condition 


NOTE: 

Odd vector numbers do not exist. 


Figure 5 shows the interrupt procedures for the channel 
B operating in ASYNC mode. The transmitter buffer 
empty interrupt occurs when the transmitter can accept 
one more character to output. In the interrupt proce- 
dure for transmit, the byte char out 530 is output. 

Following this, is an epiloge that is common to all the 
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interrupt procedures ; the first statement is an end of The receive buffer full interrupt occurs when the receiv- 

interrupt command to the 82530 - note that it is issued er has at least one character in its buffer, waiting to be 

to channel A - and the second is an End of Interrupt read in by the CPU. 

(EOI) command to the 80186 interrupt controller 

which is, in fact, receiving the interrupt from the 82530. The esi b is not enabled to occur and src b cannot 

occur in the ASYNC mode unless the receiver is over- 
run or a parity error occurs. 


, „ . - - M. I 





/* channel B interrupt 

procedures */ 


txintr_J>: procedure 

interrupt 20h* 


output <ch_b_data) 

= char_out_530* 


call wra(00/ 38h > * 
output <eoir_18&) 
return* 
end txintr_b; 

/* reset highest IUS */ 
= 8000H* /* non specific EOI */ 


esi_b: procedure 

interrupt 22h; 


call uirb (00# 10h>* 

/* reset ESI */ 


call wra <00# 38h ) * 
output <eoir_186) 
return* 
end esi_b* 

/* reset highest IUS *7 
* 8000b i /* non specific EOI */ 


rxintr_b: procedure 

interrupt 24hi 


char_inJ530 » input <ch_b_data); 


call uraCOO# 38h>* 
output <eoir_186) 
return* 
end rxintr_b* 

/* reset highest IUS */ 
• BOOOh; /♦ non specific EOI */ 


src_b: procedure 

interrupt 26h* 


call uirb <00# 30h>; 

/♦error reset */ 


call uira<00# 38h ) * 
output <eoir_186) 
return* 
end src_b* 

/* reset highest IUS */ 
m 8000h* /♦ non specific EOI •*/ 


/* — - 
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6. Initialization for SDLC 
Communication 

Channel A of the SCC is programmed for being used 
for SDLC operation. It uses the DMA channels on the 
80186. Figure 6 shows the initialization procedure for 
channel A. The comments in the software show the 
effect of each statement. The on-chip Baud Rate Gener- 
ator is used to generate a clock of 125 kHz both for 
reception and transmission. This procedure is just to 
prepare the channel A for SDLC operation. The actual 
transmission and reception of frames is done using the 
procedures described further. 


7. SDLC Frame Reception 

Figure 7 shows the entire set-up necessary to receive a 
SDLC frame. First the DMA controller is programmed 

with the receive buffer address (@rx buff), byte count, 

mode etc and is also enabled. Then a flag indicating 
reception of the frame is reset. An Error Reset com- 
mand is issued to clear up any pending error condi- 
tions. The receive interrupt is enabled to occur at the 
end of frame reception (Special Receive Condition); 
lastly, the receiver is enabled and put in the Hunt mode 
(to detect the SDLC flag). When the first flag is detect- 


ed on the RxDA pin, it goes from the Hunt to the Sync 
mode. It receives the frame and the end of frame inter- 
rupt (src b, vector = 2eh) occurs. 


8. SDLC Frame Transmission 


Figure 8 shows the procedure for transmitting a SDLC 
frame once channel A is initialized. The DMA control- 
ler is initialized with the transmit buffer address 
(@tx buff (1)) - note , it is the second byte of the trans- 

mit buffer - and the byte count - again one less than the 
total buffer length. This is done because the first byte in 
the buffer is output directly using an I/O instruction 
and not by DMA. Then the flag indicating frame trans- 
mitted is reset. The events following are very critical in 
sequence: 

a. Reset external status interrupts 

b. Enable the transmitter 

c. Reset transmit CRC 



d. Enable transmitter underrun interrupt 

e. Enable the DMA controller 


f. Output first byte of the transmit block to data port 

g. Reset Transmit Underrun Latch 





scc_init_a: procedure; 


/* see ch A register initialization for SDLC mode */ 

call uira <09, 10000000b > 

/* channel A reset */ 

call uira <04, 00100000b) 

/# SDLC mode */ 

call uira <01 * 01100000b) 

/* DMA for Rx */ 

call uira <03, 11000000b) 

/* 8 bit Rx char, Rx disable */ 

call ura <05, 01100000b) 

/* 8 bit Tx char, Tx disable */ 

call uira <06, 01010101b) 

/* node address */ 

call uira <07, 01111110b) 

/* SDLC flag */ 

call ura <10, 10000000b) 

/* preset CRC, NRZ encoding */ 

call uira <11, 01010110b) 

/* rxc * txc = BRG , trxc * BRG out */ 

call uira <12, 00001110b) 

/* to generate 125 Kbaud, xl ft 4 mhz */ 

call uira <13, 00000000b) 


call uira <14, 000001 10b) 

/* BRG source ■ SYS CLK, DMA for Tx */ 

call uira<15, 00000000b); /* all ext status interrupts off */ 

/* enables */ 


call uira <14, 00000111b) 

/* enable : BRG */ 

call uira <01 , 11100000b) 

/* enable : dreq */ 

call uira <09, 00001001b) 

/* master IE, vector includes status */ 

end scc_init_a; 
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/*- 


-*/ 


rx_init: procedure; 

declare dma_0_mode literally * 1010001001000000b '# 

/* src=IO# dest=M(inc)» sync»src# TC» noint# priority# 


byte */ 


outuiord ( dma_0_dp 1 ) 
outuiord ( dma_0_dph ) 
outuiord (dma_0_spl ) 
o u tutor d ( d ma __0_s p h > 
outuiord <dma_0_tc ) 
outuiord (dma'.O cui) 


lou;16(®rx _buff ); 
h i gh 16 (Sr x__buf f ) ; 
ch_ a_data# 

0 ; 

b loc. k__length + 2# 
dma 0 mode or 0006H; 


/* +2 for CRC */ 

/* start DMA channel 0 */ 


frame reed 


/* reset frame received flag */ 


call uira(00# 30h )# 

call uira <01 # 11111001b); 

call uira (03# 11010001b); 


/* error reset ♦/ 

/* sp. cond intr only# ext int enable */ 
/* enable receiver# enter hunt mode */ 


end rx_init; 
/* 


*/ 
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Figure 7. SDLC-DMA Frame Reception 


/* — */ 

tx_init: procedure; 


declare dma_l_jnode literally '000101 1010000000b '» 

/* src-M(inc)# dest=I0, sync=dest» TC. noint# noprior# byte */ 

outuiord < dma_JL_sp 1 ) = lou»16(@t x_buf f ( 1 ) ) ; 
outuiord <dma_l_sph ). = h igh 16(®t x_buf f < 1 ) ) ; 
outuiord <dma_l__dpl ) = ch_a_data# 
outuiord <dma_l_dph ) =0; 

outuiord ( dma_l_tc ) » block_length - 1# /* -1 for first byte */ 


frame_ tx * 0; 


/* 

call 

uira (00# 

00010000b); 

/* 

call 

uira (05# 

01101011b ); 

/* 

call 

uira (00# 

10101000b >; 

/* 

call 

uira ( 15# 

01000000b); 

/* 

outuiord (dma_l 

_cui) * dma_l_mode 

or 


output (ch_a_data ) * tx__buff(0># 
call uira (00# 1 1000000b >; 


reset frame transmitted flag */ 

reset ESI */ 

enable transmitter */ 

reset tx CRC# TxINT pending */ 

enable : TxU int */ 

0006h; /# start DMA channel 1 */ 

/* first byte - address field */ 

/* Reset Tx Underrun latch */ 


end tx_init# 

/* */ 
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Figure 8. SDLC-DMA Frame Transmission 
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/* 

/* channel A interrupt procedures */ 


txintr_a: procedure interrupt 28h# 

call wra (00/ 38h ) ; /* reset highest IUS */ 

output (eoir_186) = 8000h# /* non specific EOI */ 

return# 
end txintr_a; 


interrupt 2ah# 


esi_a: procedure 

call ura (00# lOh > ; 
tx_stat = rra(O); 
frame_tx = Offh# 

call wra ( 00. 38h > » 
output (eoir__186> = 8000h# 

return/ 
end esi_a; 


/* reset ESI */ 

/* read in status */ 

/* set frame transmitted flag */ 

/* reset highest IUS */ 

/* non specific EOI */ 


rxintr_a: procedure interrupt 2ch# 

call uira (00» 38h ) ; /* reset highest IUS *7 

output (eoir_186> 33 8000h; /* non specific EOI */ 

return/ 
end rxintr_a; 


src_a: 


procedure interrupt 2eh# 


rx_ stat = rra(i>; 
call u/ra(00,30h); 
call ura(03/ 11000000b >/ 
frame_recd = Offhi 


/* error reset */ 

/* disable rx */ 

/* set frame received flag */ 


/* reset highest IUS */ 
/* non specific EOI */ 

return; 
end src_a# 


call uira (00/ 38h ) ; 

output (eoir_186) a 8000h# 


/* 


*/ 


*/ 
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Figure 9. SDLC-DMA Interrupt Routines 
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The frame gets transmitted out with all bytes, except 
the first one, being fetched by the SCC using the DMA 
controller. At the end of the block the DMA controller 
stops supplying bytes to the SCC. This makes the trans- 
mitter underrun. Since the Transmitter Underrun 
Latch is in the reset state at this moment, the CRC 
bytes are appended by the SCC at the end of the trans- 
mit block going out. An External Status Change inter- 
rupt (esi a, vector = 2ah) is generated with the bit for 

transmitter underrun set in RRO register. This inter- 
rupt occurs when the CRC is being transmitted out and 
not when the frame is completely transmitted out. 


9. SDLC Interrupt Routines 

Figure 9 shows all the interrupt procedures for channel 
A when operating in the SDLC mode. The procedures 
of significance here are esi a and src a. 

The end of frame reception results in the src a proce- 

dure getting executed. Here the status in register RR1 

is stored in a variable rx stat for future examination. 

Any error bits set in status are reset, receiver is disabled 
and the flag indicating reception of a new frame is set. 

The esi a procedure is executed when CRC of the 

transmitted frame is just going out of the SCC. Reset 
External Status Interrupt command is executed, the ex- 
ternal status is stored in a variable tx stat for future 


examination and the flag indicating transmission of the 
frame is set. 

End of frame processing is required after both of these 
interrupt procedures. It involves looking at 
rx_stat and tx stat and checking if the desired opera- 

tion was successful. The buffers used, may have to be 
recovered or new ones obtained to start another frame 
transmission or reception. 


CONCLUSIONS 

This article should ease the process of writing a com- 
plete data link driver for ASYNC and SDLC modes 
since most of the hardware dependent procedures are 
illustrated here. It was a conscious decision to make the 
procedures as small and easy to understand as possible. 
This had to be done at the expense of making the proce- 
dures general and not dealing with various exception 
conditions that can occur. 

REFERENCES 

1. 82530 Data Sheet, Order #230834-001 

2. 82530 SCC Technical Manual, Order 
#230925-001 
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APPENDIX A 

82530 — BAUD RATE GENERATORS 


The 82530 has two Baud Rate Generators (BRG) on 
chip — one for each channel. They are used to provide 
the baud rate or serial clock for receive and transmit 
operations. This article describes how the BRG can be 
programmed and used. 

The BRG for each channel is totally independent of 
each other and have to be programmed separately for 
each channel. This article describes how any one of the 
two BRGs can be programmed for operation. To use 
the BRG, four steps have to be performed: 

1. Determine the Baud Rate Time Constant (BRTC) 
to be programmed into registers WR12 (LSB) and 
WR13 (MSB). 

2. Program in register WR11, to specify where the 
output of the BRG must go to. 

3. Program the clock source to the BRG in register 
WR14. 

4. Enable the BRG. 


Step 1: Baud Rate Time Constant (BRTC) 

The BRTC is determined by a simple formula: 
Serial Clock Frequency 

BRTC = 2 

2 X (Baud Rate X Baud Rate Factor) 

Example: 

For Serial Clock Frequency = 4 MHz 
Baud Rate = 9600 

Baud Rate Factor =16 

4000000 


BRTC = 


2 X (9600 X 16) 

= 13.021 - 2 = 11.021 


| O 7 1 P 6 1 Ds | D 4 1 D 3 1 P 2 j Pi | Do 1 

-U 


0 

0 

0 

1 

1 

_ 0 _ 

1 



TRxC OUT = XTAL OUTPUT 
TRxC OUT = TRANSMIT CLOCK 
TRxC OUT = BR GENERATOR OUTPUT 
TRxC OUT = DPLL OUTPUT 

■TRxC O/l 



_ 0 _ 

0 


_ 0 _ 

1 


_ 1 _ 

0 


1 

1 


TRANSMIT CLOCK = RTxC PIN 
TRANSMIT CLOCK = TRxC PIN 
TRANSMIT CLOCK = BR GENERATOR OUTPUT 
TRANSMIT CLOCK = DPLL OUTPUT 


RECEIVE CLOCK = RTxC PIN 
RECEIVE CLOCK = TRxC PIN 
RECEIVE CLOCK = BR GENERATOR OUTPUT 
RECEIVE CLOCK = DPLL OUTPUT 


RTxC XTAL/NO XTAL 
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Figure 1. Write Register 11 
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Table 1. BRTC - Baud Rate Time Constant 



Baud Rate Factor 

1 

16 

32 

64 


9600 

206.333 

11.021 

4.510 

1.255 


4800 

414.667 

24.042 

11.021 

4.510 

Baud 

2400 

831.333 

50.083 

24.042 

11.021 

Rate 

1200 

1664.667 

102.167 

50.083 

24.042 


600 

3331.333 

206.333 

102.167 

50.083 


300 

6664.667 

414.667 

206.333 

102.167 


Since only integers can be written into the registers 
WR12/WR13 this will have to be rounded off to 11 
and it will result in an error of: 


fraction 

X 

BRTC 


100 


0.021 

11.021 


X 100 = 0.19% 


This error indicates that the baud rate signal generated 
by the BRG does not provide the exact frequency re- 
quired by the system. This error is more serious for 
smaller baud rate factors. For asynchronous systems, 
errors up to 5% are considered acceptable. 

Note that for BRTC = 0, BRG output frequency = 1/4X 
Serial Clock Freq. 


Table 1 shows the BRTC for a 4 MHz serial clock with 
various baud rates on the Y - axis and baud rate factors 
on the X - axis. The constant that is really programmed 
into registers WR12/WR13 is the integer closest to the 
BRTC value shown in the table. 


|D7|D6|D5lD4|D3lD2lPllDo| 


0 

0 

0 

0 

0 

1 

0 

1 

0 

0 

1 

1 


_0_ 

_0_ 

_1_ 

_0_ 


J_ 

1 

_0_ 






BR GENERATOR ENABLE 
BR GENERATOR SOURCE 
DTR/REQUEST FUNCTION 
AUTO ECHO 
LOCAL LOOPBACK 


NULL COMMAND 
ENTER SEARCH MOPE 
RESET MISSING CLOCK 
DISABLE DPLL 

SET SOURCE = BR GENERATOR 
SET SOURCE = RTxC 
SET FM MOPE 
SET NRZI MODE 
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Figured. Write Register 14 


Step 2: BRG Output 

The output of the BRG can be directed to the Receiver, 
Transmitter and the TRxC output. This is programmed 
by setting bits D6 D5, bits D4 D3, and bits D1 DO in 
register WR11 to 10. See Figure 1. The output of the 
BRG can also be directed to the Digital Phase Locked 
Loop (DPLL) for the on-chip decoding of the NRZI 
encoded received data signal. This is done by writing 
100 into bits D7 D6 D5 of register WR14 as shown in 
Figure 2. 

Step 3: BRG Source Clock 

Register WR14 is used to select the input clock to the 
BRG. See Figure 2. 


WR14/bitDl = 0 — > Clock comes from pin 
RTxC 

WR14/bitDl = 1 — > Clock comes from System 
Clock (PCLK) 

On RESET WR14 / bit D1 = 0. 

It should be noted that for the case of Bit D1 = 0, the 
clock comes either from: 

a. Clock on pin RTxC - if WR1 1 / D7 = 0 
or b. Crystal on pins RTxC & SYNC 

- if WR1 1 / D7 = 1 

Step 4: BRG Enable 

This is the last step where bit DO of WR14 is set to start 
the BRG. The BRG can also be disabled by resetting 
this bit. 
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APPENDIX B 

MODEM CONTROL PINS ON THE 82530 


Introduction 

This article describes how the CTS and CD pins on the 
82530 behave and how to write software to service 
these pins. The article explains when the External 
Status Interrupt occurs and how and when to issue the 
Reset Extemal/Status Interrupt command to reliably 
determine the state of these pins. 

Bits D3 and D5 o f reg ister RRO show the inverted state 
of logic levels on CD and CTS pins respectively. It is 
important to note that the register RR O doe s not always 
reflect the current state of the CD and CTS pins. When- 
ever a Reset External/Status Interrupt ( RES I) com- 
mand is issued, the (inverted) states of the CD and the 
CTS pins get updated and latched into the RRO register 
and the regi ster RRO then reflect the inverted state of 
the CD and CTS pins at the time of the write operation 
to the chip. On c hannel or chip reset, the inverted state 
of CD and CTS pins get latched into RRO register. 

Normally, a transition on any of the pins does not nec- 
essarily change the corresponding bit(s) in RRO. In cer- 
tain situations it does and in some cases it does not. A 
sure way of knowing the current state of the pins is to 
read the register RRO after a RESI command. 

There are two cases: 

I. External/Status Interrupt (ESI) enabled. 

II. Polling (ESI disabled). 

Case I: External Status Interrupt (ESI) Enabled 

Whenever ESI is enabled, an interru pt can occur when- 
ever there is a transition on CD or CTS pins - the IE 


bits for CD and/or CTS must also be set in WR15 for 
the interrupt to be enabled. 


In this case, the first transition on any of these pins will 
cause an interrupt to occur and the corresponding bit in 
RRO to change (even without the RESI command). A 
RESI command resets the interr upt l ine and also l atch- 
es in the current state of both the CD and the CTS pins. 
If there was just one transition the RESI does not really 
change the contents of RRO. 

If there are more than one transitions, either on the 
same pin or one each on both pins or multiple on both 
pins, the interrupt would get activated on the first tran- 
sition and stay active. The bit in RRO corresponding 
only to the very first transition is changed. All subse- 
quent transitions have no effect on RRO. The first tran- 
sition, in effect, freezes all changes in RRO. The first 
RESI command, as could be ex pecte d, latches the final 
(inverted) state of the CD and CTS pins into the RRO 
register. Note that all the intermediate transitions on 
the pins are lost (because the response to the interrupt 
was not fast enough). The interrupt line gets reset for 
only a brief moment following the first RESI com- 
mand. This brief moment is approximately 500 ns for 
the 82530. After that the interrupt becomes active 
again. A second RESI command is necessary to reset 
the interrupt. Two RESI commands resets the interrupt 
line independent of the number of transitions occurred. 


2 


Whenever operating with ESI enabled, it is recom- 
mendable to issue two back-to-back RESI commands 
and then read the RRO regi ster to reliably determine 
the state of the CD and CTS pins and also to reset the 
interrupt line in case multiple transitions may have oc- 
curred. 
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Case II: Polling RRO for CD and CTS Pins 

If RRO i s polled for determining the state of the CD 
and CTS pins, then the Extemal/Status Interrupt (ESI) 
is kept disabled. In this case the bits in RRO may not 
change even for the first transition. The best way to 
handle this case to always issue a RESI command be- 
fore reading in th e RRO register to determine the state 
of CD and CTS pins. Note, however, if two back-to- 
back RESI commands were to be issued every time be- 
fore reading in the RRO register, the first subsequent 
transition will change the corresponding bit in RRO. 

The state di agram above illustrates how each transition 
on CD and CTS pins affect the 82530 and what effect 
the RESI command has. 

State 0 

It is entered on reset. No ESI due to CT S or CD are 
pending in this state. Any transition on CTS or CD 
pins lead to the state 1 accompanied by an immedi- 
ate change in the RRO register. 

State 1 

Interrupt is active (if enabled). If a RESI command 
is issued, state 0 is reached where interrupt is ag ain 
inac tive. However, a further transition on CTS or 
CD pin leads to state 2 without an immediate change 
in RRO register. 


State 2 

Interrupt is active (if enabled). Any further tran- 
sitions have no effect. A RESI command leads to 
state 1, temporarily making the interrupt inactive. 

CONCLUSIONS 

Register RRO does not al ways reflect the current (in- 
verted) state of the CD and CTS pins. The most reliable 
way to determine the state of the pins in interrupt or 
polling mode is to issue two back-to-back RESI com- 
mands and then read RRO. While polling, the second 
RESI is redundant but harmless. When issuing the 
back-to-back RESI commands to 82530 note that the 
separation between the two write cycles should be at 
least 6 CLK + 200 ns; otherwise the second RESI will 
be ignored. 
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APPENDIX C 

THE 82530 SCC - 80186 INTERFACE AP BRIEF 


INTRODUCTION 

The object of this document is to give the 82530 system 
designer an in-depth worst case design analysis of the 
typical interface to a 80186 based system. This docu- 
ment has been revised to include the new specifications 
for the 6 MHz 82530. The new specifications yield bet- 
ter margins and a 1 wait state interface to the CPU (2 
wait states are required for DMA cycles). These new 
specifications will appear in the 1987 data sheet and 
advanced specification information can be obtained 
from your local Intel sales office. The following analy- 
sis includes a discussion of how the interface TTL is 
utilized to meet the timing requirements of the 80186 
and the 82530. In addition, several optional interface 
configurations are also considered. 


INTERFACE OVERVIEW 

The 82530 - 80186 interface requires the TTL circuitry 
illustrated in Figure 1. Using five 14 pin TTL packages, 
74LS74, 74AS74, 74AS08, 74AS04, and 74LS32, the 
following operational modes are supported: 

• Polled 

• Interrupt in vectored mode 

• Interrupt in non-vectored mode 

• Half-duplex DMA on both channels 

• Full-duplex DMA on channel A 

A brief description of the interface functional require- 
ments during the five possible BUS operations follows 
below. 
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Figure 2. 80186-82530 Interface Read Cycle 



Figure 3. 80186-82530 Interface Write Cycle 


READ CYCLE: The 80186 read cycle requirements are is inverted to assure that WR is active low before the D 

met without any additional logic. Figure 2. At least one Flip-Flop is clock ed. N o wait states are necessary to 

wait state is required to meet the 82530 tAD access meet the 82530’s WR cycle requirements, but one is 

time. assumed from the RD cycle. 

WRITE CYCL E: Th e 82530 requires that data must be INTA CYCLE: During an interru pt acknowledge cy- 
valid while the WR pulse is low, Fig ure 3. A D Flip- cle, the 80186 provides two INTA pulses, one per bus 

Flop delays the leading edge of WR until the falling cycle, separate d by tw o idle states . Th e 82530 expects 

edg e of CLOCKOUT when data is guaranteed valid only one long INTA pulse wit h a RD pulse occurring 

and WR is guaranteed active. The CLOCKOUT signal only after the 82530 IEI/IEO daisy chain settles. As 
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illustrated in Figure 4, the INTA signal is sampled on 
the rising edge of CLK (82530). Two D Flip-Flops and 
two TTL gates, U2 an d U5 , are implemented to g ener- 
ate the proper INTA and RD pulses. Also, the INT 
signal is passively pulled high, through a 1 k resistor, 
and inverted through U3 to meet the 80186’s active 
high requirement. 

DMA CYCLE: Conveniently, the 80186 DMA cycle 
timings are the same as generic read and write opera- 
tions. Therefore, with two wait states, only two modifi- 
cations to the DMA request signals are necessary. 
First, the RDYREQA signal is inverte d through U3 
similar to the INT signal, and second the DTR/REQA 
signal is conditioned through a D Flip-Flop to prevent 
inadve rtent back to back DMA cycles. Because the 
82530 DTR/REQA signal remains active low for over 
five CLK (82530)’s, an additional DMA cycle could 
occur. Th is uncertain condition is corrected when U4 
resets the DTR/REQ signal inactive high. Full Duplex 
on both DMA channels can easily be supported with 
one extra D Flip-Flop and an inverter. 

RESET: The 82530 does not have a dedicated RE SET 
inpu t. In stead, the simultaneous assertion of both RD 
and WR causes a hardware reset. This hardware reset 
is implemented through U2, U3, and U4. 


ALTERNATIVE INTERFACE 
CONFIGURATIONS 

Due to its wide range of applications, the 82530 inter- 
face can have many varying configurations. In most of 
these applications the supported modes of operation 


need not be as extensive as the typical interface used in 
this analysis. Two alternative configurations are dis- 
cussed below. 

8288 BUS CONTROLLER: An 80186 based system 
implementing an 8288 bus cont roller will not require 
the preconditioning of the WR signal through the D 
Fli p-Flop U 4. When utilizing an 8288, the control sig- 
nal IOWC does not go active until data is valid, there- 
fore, meeting the timing requirements of the 82520. In 
such a configu ration, it will be necessary to logically 
OR the IOWC with reset to accommodate a hardware 
reset operation. 

NON- VECTORED INTERRUPTS: If the 82530 is to 
be operated in the non-vectored interrupt mode (B step 
only), the interface will not require U1 or U5. Instead, 
INT A on the 8 2530 sho uld be pulled high, and pin 3 of 
U2 (RD AND RESET) should be fed directly into the 
RD input of the SCC. 

Obviously, the amount of required interface logic is ap- 
plication dependent and in many cases can be consider- 
ably less than required by the typical configuration, 
supporting all modes of SCC operation. 

DESIGN ANALYSIS 

This design analysis is for a typical microprocessor sys- 
tem, pictured in Figure 5. The Timing analysis assumes 
an 8 MHz 80186 and a 6 MHz 82530 being clocked at 
4 MHz. The 4 MHz clock is the 80186 CLKOUT di- 
vided by two by a flip-flop (U6). Also, included in the 
analysis are bus loading, and TTL-MOS compatibility 
considerations. 
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Bus Loading and Voltage Level 
Compatabilities 

The data and address lines do not exceed the drive ca- 
pability of either 80186 or the 82530. There are several 
control lines that drive more than one TTL equivalent 
input. The drive capability of these lines are detailed 
below. 

WR: The WR signal drives U3 and U4. 

* lol (2.0 mA) > lil (-0.4 mA + -0.5 mA) 
loh (-400 jxA) > lih (20 /xA + 20 /xA) 


PCS5: The PCS5 signal drives U2 and U4. 

* lol (2.0 mA) > lil (-0.5 mA + -0.5 mA) 
loh (-400 fiA) > lih (20 jliA + 20 /xA) 


INTA: The INTA signal drives 2(U1) and U5. 

* lol (2.0 mA) > lil (-0.4 mA + -0.8 mA + -0.4 mA) 
loh (-400 jliA) > lih (20 ,xA + 40 jut A + 20 jaA) 

All the 82530 I/O pins are TTL voltage level compati- 
ble. 


TIMING ANALYSIS 

Certain symbolic conventions are adhered to through- 
out the analysis below and are introduced for clarity. 

1. All timing variables with a lower case first letter are 
82530 timing requirements or responses (i.e., tRR). 

2. All timing variables with Upper case first letters are 
80186 timing responses or requirements unless pre- 
ceded by another device’s alpha-numeric code (i.e., 
Tclcl or ’373 Tpd). 

3. In the wri te cy cle analysis, the timing variable 
TpdWR186-WR530 represents the propagation de- 
lay between the leading or traili ng ed ge of the WR 
signal leav ing t he 80186 and the WR edge arrival at 
the 82530 WR input. 


Read Cycle 

1. tAR: Address valid to RD active set up time for the 
82530. Since the propagation delay is the worst case 
path in the assumed typical system, the margin is calcu- 
lated only for a propagation delay constrained and not 
an ALE limited path. The spec value is 0 ns minimum. 

* 1 Tclcl - Tclav(max) - ’245 Tpd(max) + Tclrl(min) + 

2(U2) Tpd(min) - tAR (min) 


= 125 - 55 - 20.8 + 10 + 2(2) - 0 = 63.2 ns margin 
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2. tRA: Address to RD inactive hold time. The ALE 
delay is the worst case path and the 82530 requires 0 ns 
minimum. 

* 1 Tclcl - Tclrh (max) + Tchlh(min) + ’373 LE 
Tpd(min) - 2(U2) Tpd(max) 

= 55 - 55 + 5 + 8- 2(5.5) = 2 ns margin 

3. tCLR: CS active low to RD active low set up time. 
The 82530 spec value is 0 ns minimum. 

* 1 Tclc l - Tclcsv(max) - Tclrl(min) - U2 
skew(RD - CS) + U2 Tpd(min) 

= 125 - 66 -10-1 + 2 = 50 ns margin 

4. tRCS: RD inactive to CS inactive hold time. The 
82530 spec calls for 0 ns minimum. 

* Tcscsx(min) - U2 skew(RD - CS) - U2 Tpd(max) 

= 35 - 1 - 5.5 = 28.5 ns margin 

5. tCHR: CS inactive to RD active set up time. The 
82530 requires 5 ns minimum. 

* 1 Tclc l + 1 Tchcl - Tchcsx(max) + Tclrl(min) - U2 
skew (RD - CS) + U2 Tpd(min) - tCHR 

= 125 + 55 - 35 - 10 - 1 + 2 - 5 = 131 ns margin 

6. tRR: RD pulse active low time. One 80186 wait state 
is included to meet the 150 ns minimum timing require- 
ments of the 82530. 

* Trlrh(min) + 1 (Tclclwait state) - 2(U2 skew) - tRR 
= (250-50) + 1(125) - 2(1) - 150 = 173 ns margin 

7. tRDV: RD active low to data valid maximum delay 
for 80186 read data set up time (Tdvcl = 20 ns). The 
margin is calculated on the Propagation delay path 
(worst case). 

* 2 Tclcl + 1 (Tclclwait state) - Tclrl(max) - Tdvcl(min) 
- ’245 Tpd(max) - 82530 tRDV(max) - 2(U2) Tpd(max) 

= 2(125) + 1(125) - 70 - 20 - 14.2 - 105 - 2(5.5) 

= 1 54 ns margin 

8. tDF: RD inactive t o data output float delay. The 
margin is calculated to DEN active low of next cycle. 

* 2 Tclcl + Tclch(min) - Tclrh(max) + Tchctv(min) - 
2(U2) Tpd(max) - 82530 tDF(max) 

= 250 + 55 -55 + 10 - 11 - 70 = 179 ns margin 

9. tAD: Address required valid to read data valid maxi- 
mum delay. The 82530 spec value is 325 ns maximum. 


* 3 Tclcl + 1 (Tclclwait state) - Tclav(max) - ’373 

Tpd(max) - ’245 Tpd - Tdvcl(min) - tAD 

= 375 + 125 - 55 - 20.8 -14.2 - 20 -325 = 65 ns 
margin 


Write Cycle 

1. tAW: Address required valid to WR active low set 
up time. The 82530 spec is 0 ns minimum. 

* Tclcl - Tclav(max) - Tcvctv(min) - ’373 Tpd(max) 

+ TpdWR186 - WR530(LOW) [Tclcl - Tcvctv(min) + 

U3 Tpd(min) + U4 Tpd(min)] - tAW 

= 125 - 55 - 5 - 20.8 + [125 - 5 + 1 + 4.4] - 0 
= 170.6 ns margin 

2. tWA: WR inactive to address invalid hold time. The 
82530 spec is 0 ns. 

* Tclch(min) - Tcvctx(max) + Tchlh(min) + ’373 LE 
Tpd(min) - TpdWR186 = WR530(HIGH) [U2 Tpd(max) + 
U3 Tpd(max) + U4 Tpd(max)] 

= 55 - 55 + 5 + 8- [5.5 + 3 + 7.1] = -2.6 ns 
margin 

3. tCLW: Chip select active low to WR active low hold 
time. The 82530 spec is 0 ns. 

* 1 Tclcl - Tclcsv(max) + Tcvctv(min) - U2 Tpd(max) 

+ TpdWRI 86 = WR530(LOW) [Tclcl - Tcvctv(min) + U3 
Tpd(min) + U4 Tpd(min)] 

= 125 - 66 + 5 - 5.5 + [125 - 5 + 1 + 4.4] = 

183.9 ns margin 

4. tWCS: WR invalid to Chip Select invalid hold time. 
82530 spec is 0 ns. 

* Tcxcsx(min) - U2 Tpd(max) - 

TpdWRI 86 = WR530(HIGH) [U2 Tpd(max) + U3 
Tpd(max) + U4Tpd(max)] 

= 35 + 1.5 - [5.5 + 3 + 7.1] = 20.9 ns margin 

5. tCHW: Chip Select inactive high to WR active low 
set up time. The 82530 spec is 5 ns. 

* 1 Tclcl + Tchcl( min) + T cvctv (min) — Tchcsx(max) — 
U2 Tpd(max) + TpdWRI 86 = WR530(LOW) [Tclcl - 
Tcvctv(min) + U3 Tpd(min) + U4 Tpd(min)] - tCHW 

= 125 + 55 + 5 - 35 - 5.5 + [125 -5 + 1 + 4.4] - 
5 = 264 ns margin 

6. tWW: WR active low pulse. 82530 requires a mini- 
mum of 60 ns from the falling to the rising edge of WR. 
This includes one wait state. 
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* Twlwh [2Tclcl - 40] + 1 (Tclclwait state) - TpdWR/ 
186— WR530(LOW) [TcIcLj Tcvctv(min) + U3 Tpd(max) 
+ U4 Tpd(max)] + TpdWR/186 = WR/530(HIGH) [U2 
Tpd(min) U3 Tpd(mih) + U4 Tpd(min)) - tWW 

= 210 + 1(125) - [125 - 5 + 4.5 + 9.2] - [1.5 + 1 
+ 3.2] - 60 = 135.6 ns margin 

7. tDW: Data valid to WR active low setup time. The 
82530 spec requires 0 ns. 

* Tcvctv(min) - Tcldv(max) - ’245Tpd(max) + 

T pdWRI 86 — WR530(LOW) [Tclcl - Tcvctv(min) + U3 
Tpd(min) + U4Tpd(min)] 

= 5 - 44 - 14.2 + 125 - 5 + 1.0 + 4.4 = 72.2 ns 
margin 

8. tWD: Data valid to WR inactive high hold time. The 
82530 requires a hold time of 0 ns. 

* Tclch - skew (Tcvctx(max) + Tcvctx(min)] + ’245 
OE Tpd(min) - TpdWR186-WR530(HIGH) [U2 Tpd(max) 
+ U3 Tpd(max) + U4 Tpd(max)] 

= 55 - 5 + 11.25 - [5.5 + 3.0 + 7.1] = -50.6 ns 
margin 


INTA Cycle: 

1. tIC: This 82530 spec implies that the INTA signal is 
latched internally on the rising edge of CLK (82530). 
Theref ore the maximum delay between the 80186 as- 
serting INTA active low or inactive high and the 82530 
internally recognizing the new state of INTA is the 
propagation delay through U1 plus the 82530 CLK pe- 
riod. 

* U1 Tpd(max) + 82530 CLK period 
= 45 + 250 = 295 ns 

2. tCI: rising edge of CLK to INTA hold time. This 
spec requires that the state of INTA remains constant 
for 100 ns after the rising edge of CLK. If this spec is 
violated any change in the state of INTA may not be 
internally latc hed in t he 82530. t CI beco mes critical at 
the end of an INTA cycle when INTA goes inactive. 
When calculating margins with tCI, a n extra 82530 
CLK period must be added to the INTA inactive delay. 


3. tlW: INTA inactive high to WR active low mini- 
mum setup time. The spec pertains only to 82530 WR 
cycle and has a val ue of 55 ns. The margin is calculated 
ass uming an 82530 WR cycle occurs immediately after 
an IN TA cy cle. Since the CPU cycles following an 
82530 INTA cycle are devoted to locating and execut- 
ing the proper interrupt service routine, this condition 


should never exist. 82530 drive rs shou ld i nsure th at at 
least one CPU cycle separates INTA and WR or RD 
cycles. 


4. tWI: WR inactive high to INTA active low mini- 
mum hold time. The spec i s 0 ns and the margin as- 
sumes CLK coincident with INTA. 

* Tclcl - Tcvctx(max) - TpdWR186 - WR530(HIGH) 

[U3 Tpd(max) + U4 Tpd(max)] + Tcvctv(min) + U1 
Tpd(min) 

= 125 - 55 - [5.5 + 3 + 7.1] + 5 + 10 = 69.4 ns 
margin 


5. tIR: INTA inactive high to RD active low min imum 
setup time. This spec pertains only to 82530 RD cycles 
and has a value of 55 ns. The margin is calculated in 
the same manner as tlW. 


6. tRI: RD inactive high to INTA active low minimum 
hold time. The spec is 0 ns and the margin assumes 
CLK coincident with INTA. 

* Tclcl - Tclrh(max) - 2 U2 Tpd(max) + Tcvctv(min) 

+ U1 Tpd(min) 

= 125 - 55 — 2(5.5) + 5 + 10 = 74 ns margin 


7. tUD: INTA active low to RD active low minimum 
setup time. This parameter is system dependent. For 
any SCC in the daisy chain, tUD must be greater than 
the sum of tCEQ for the highest priority device in the 
daisy chain, tEI for this particular SCC, and tEIEO for 
each device separating them in the daisy chain. The 
typical system with only 1 SCC requires tUD to be 
greater than tCEQ. Since tEI occurs coincidently with 
tCEQ and it is smaller it can be neglected. Additional- 
ly, tEIEO does not have any relevance to a system with 
only one SCC. Therefore tUD > tCEQ = 250 ns. 

* 4 Tclcl + 2 Tidle states - Tcvctv(max) - tIC [U1 
Tpd(max) + 82530 CLK period] + Tcvctv(min) + U5 
Tpd(min) + U2 Tpd(min) - tllD 

= 500 + 250 - 70 - [45 + 250] + 5 + 6 + 2-250 
= 148 ns margin 

8. tIDV: RD active low to interrupt vector valid delay. 
The 80186 expects the interrupt vector to be valid on 
the data bus a minimum of 20 ns before T4 of the sec- 
ond acknowledge cycle (Tdvcl). tIDV spec is 100 ns 
maximum. 

* 3 Tclcl - Tcvctv(max) - U5 Tpd(max) - U2 
Tpd(max) - tlDV(max) - ’245 Tpd(max) - Tdvcl(min) 

= 375 - 70 - 25 - 5.5 - 100 - 14.2 - 20 = 140.3 
ns margin 
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9. til: RD pulse low time. The 82530 requires a mini- 
mum of 125 ns. 

* 3 Tclcl - Tcvctv(max) - U5 Tpd(max) - U2 

Tpd(max) + Tcvctx(min) + U5Tpd(min) + U2 Tpd(min) 

- tll(min) 

= 375 - 70 - 25 - 5.5 + 5 + 6 + 1.5 - 125 = 

162 ns margin 


DMA Cycle 

Fortunately, the 80186 DMA controller emulates CPU 
read and write cycle operation during DMA transfers. 
The DMA transfer timings are satisfied using the above 
analysis. Because of the 80186 DMA request input re- 
quirements, two wait states are necess ary to prevent 
inadvertent DMA cycles. There are also CPUDMA in- 
tracycle timing considerations that need to be ad- 
dressed. 

1. tDRD: RD inactive high to D TRREQ ( REQUEST) 
inacti ve high delay. Unlike the READYREQ signal, 
DTRREQ does not immediately go inactiv e afte r the 
requested DMA transfer begins. Instead, the DTRREQ 
remains active for a maximum of 5 tCY + 300 ns. This 
delayed request pulse could trigger a second DMA 
transfer. To avoid this undesira ble con dition, a D Flip 
Flop is implemented to reset the DTRREQ signal inac- 
tive low following the initiation of the requested DMA 
transfer. To determine if back to back DMA transfers 
are required in a source synchronized configuration, 
the 80186 DMA controller samples the service request 
line 25 ns before T1 of the deposit cycle, the second 
cycle of the transfer. 

* 4 Tclcl - Tclcsv(max) - U4Tpd(max) - Tdrqcl(min) 

= 500 - 66 - 10.5 - 25 = 398.5 ns margin 

2. tRRI: 82530 RD active low to REQ inactive high 
delay. Assuming source synchronized DMA transfer, 
the 80186 requires only one wait state to meet the tRRI 
spec of 200 ns. Two are included for consistency with 
tWRI. 

* 2 Tclcl + 2(Tclclwait state) - Tclrl(max) - 2(1)2) 
Tpd(max) - Tdrqcl - tRRI 

= 2(125) + 2(125) - 70 - 2(5.5) - 200 = 219 ns 
margin 

3. tWRI: 82530 WR active low to REQ inactive high 
delay. Assuming destination synchronized DMA trans- 
fers, the 80186 needs two wait states to meet the tWRI 
spec. This is because the 80186 DMA controller sam- 
ples requests two clocks before the end of the deposit 
cycle . This leaves only 1 Tclcl + n(wait states) minus 
WR active delay for the 82530 to inactivate its REQ 
signal. 


* Tclc l + 2(Tclclwait state) - Tcvctv(min) - 

T pdWRI 86 — WR530(LOW) [Tclcl - Tcvctv(min) + U3 
Tpd(max) + U4Tpd(max)l - Tdrqcl - tWRI 

= 375 - 5 - [125 - 5 + 4.5 + 9.2] - 25 - 200 = 

11.3 ns margin 

NOTE: 

If one wait state DMA inte rface is required, external 
logic, like that used on the DTRREQ signal, can be 
used to force the 82530 REQ signal inactive. 

4. tREC: CLK recovery time. Due to the internal data 
path, a recovery period is required between SCC bus 
transactions to resolve metastable conditions internal to 
the SCC. The DMA request lines are masked from re- 
questing service until after the tREC has elapsed. In 
addition, the CPU should not be allowed to violate this 
recovery period when interleaving DMA transfers and 
CPU bus cycles. Software drivers or external logic 
should orchestrate the CPU and DMA controller oper- 
ation to prevent tREC violation. In this example cir- 
cuit, tREC could be improved by clocking the ’530 with 
a 6 MHz clock. 

Reset Operation 

During hardware reset, the system RESET signal is as- 
serted high for a minimum o f fou r 80 186 clock cycles 
(1000 ns). The 82530 requires WR and RD to be simul- 
taneously asserted low for a minimum of 250 ns. 

* 4 Tclcl - U3 Tpd(max) - 2(U2) Tpd(max) + U4 
Tpd(min) - tREC 

= 1000 - 17.5 - 2(5.5) + 3.5 - 250 ns = 725 ns 
margin 

82530 VALID ACCESS LOGIC 

Due to the unique internal data path of the 82530, an 
intra-access recovery time must be provided to settle 
any internal metastable conditions. This internal me- 
tastble condition gives rise to the Clock Recovery 
(tREC] specification required by the 82530. This tREC 
is measured from the risi ng ed ge of a RD or WR to the 
falling edge of the next RD or WR intended for the 
82530, and equates to 6 CLK’s +130 ns. Effectively, 
this specification implies that the system must provide 
1130 ns (6 MHz 82530) between every CPU or other 
DMA access to the 82530. (Figure 1.) 

Systems that only allow CPU access to the 82530 are 
not significantly impacted by this clock recovery time. 
In CPU access only designs, the software designer can 
insert NOP’s to guara ntee th e tR EC idle time in be- 
tween successive CPU RD or WR cycles to the 82530. 
Unfortunately, systems that contain more than one di- 
rect memory access device, interfacing with the 82530, 
will require external hardware to arbitrate 82530 ac- 
cesses and thereby guaranteeing the tREC restriction. 
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EXTERNAL VALID ACCESS 
HARDWARE 

To accommodate this clock recovery specification, ex- 
ternal hardware has been designed for the 82530 sys- 
tems containing several DMA devices accessing the 
82530 (ie., a CPU and a DMA controller). This logic 
has been tailored for an 80186 environment but can 
easily be modified to fit 8086 or 80286 systems. 


LOGIC STATE MACHINE 

There are two basic functions that need to be per- 
formed by the external logic. The first is to mask the CS 
signal from reaching the 82530 until the tREC intra-ac- 
cess idle time has elapsed. The second task is to gener- 
ate a not ready condition to the CPU or DMA device 
until the tREC period has expired and the minimum 
wait state requirement for the particular access has 
been satisfied. The simple state machine, Figure 7, illus- 
trates the required operation. 


The TTL logic pictured in Figure 7 implements the 
state machine with s ome assorted gates, a flip-flop, and 
a shi ft reg ist er. P CS from the 80186 should be qualified 
with RD + WR to eliminate switching glitches during 
Tl. The ’LS74 and ’LS00 perform rising edge detection 
to reset the shift register. The shift register clocks out 
the tREC period to enable CS and the additional 2 
CLK’s ( 82530} to satisfy the 82530 3 wait state re- 
quirement. The 80186 should be programmed to use 
the internal wait state generator ( 3 wait states for the 
82530 and an 8 MHz 80186} and the external READY 
signal. 

Note of caution: This hardware logic has not been veri- 
fied on a bread board in an actual system. The hard- 
ware designer should verify that this logic fulfills his 
particular system timing requirements. 
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8291A 

GPIB TALKER/LISTENER 



■ Designed to Interface Microprocessors 
(e.g., 8048/49, 8051, 8080/85, 8086/88) 
to an IEEE Standard 488 Digital 
Interface Bus 

■ Programmable Data Transfer Rate 

■ Complete Source and Acceptor 
Handshake 

■ Complete Talker and Listener 
Functions with Extended Addressing 

■ Service Request, Parallel Poll, Device 
Clear, Device Trigger, Remote/Local 
Functions 

■ Selectable Interrupts 

m On-Chip Primary and Secondary 
Address Recognition 

■ Automatic Handling of Addressing and 
Handshake Protocol 

m Provision for Software Implementation 
of Additional Features 


■ 1-8 MHz Clock Range 

D 16 Registers (8 Read, 8 Write), 2 for 
Data Transfer, the Rest for Interface 
Function Control, Status, etc. 

■ Directly Interfaces to External Non- 
Inverting Tranceivers for Connection to 
the GPIB 

■ Provides Three Addressing Modes, 
Allowing the Chip to be Addressed 
Either as a Major or a Minor Talker/ 
Listener with Primary or Secondary 
Addressing 

■ DMA Handshake Provision Allows for 
Bus Transfers without CPU Intervention 

H Trigger Output Pin 

■ On-Chip EOS (End of Sequence) 
Message Recognition Facilitates 
Handling of Multi-Byte Transfers 


The 8291 A is an enhanced version of the 8291 GPIB Talker/Listener designed to interface microprocessors to 
an IEEE Standard 488 Instrumentation Interface Bus. It implements all of the Standard’s interface functions 
except for the controller. The controller function can be added with the 8292 GPIB Controller, and the 8293 
GPIB Transceiver performs the electrical interface for Talker/Listener and Talker/Listener/Controller configu- 
rations. 



TO NON-INVERTING 
BUS TRANSCEIVERS 


Figure 1. Block Diagram 
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8291A FEATURES AND 
IMPROVEMENTS 

The 8291 A is an improved design of the 8291 GPIB 

Talker/ Listener. Most of the functions are identical 

to the 8291 , and the pin configuration is unchanged. 

The 8291 A offers the following improvements to the 

8291: 

1 . EOl is active with the data as a ninth data bit rath- 
er than as a control bit. This is to comply with 
some additions to the 1975 IEEE-488 Standard 
incorporated in the 1978 Standard. 

2. The BO interrupt is not a ssert ed until RFD is true. 
If the Controller asserts ATN synchronously, the 
data is guarante ed to be transmitted. If the Con- 
troller asserts ATN asynchronously, the SH 
(Source Handshake) will return to SIDS (Source 
Idle Stat e), a nd the output data will be cleared. 
Then, if ATN is released while the 8291 A is ad- 
dressed to talk, a new BO interrupt will be gener- 
ated. This change fixes 8291 problems which 
caused data to be lost or repeated and a problem 
with the RQS bit (sometimes cannot be asserted 
while talking). 

3. LLOC and REMC interrupts are setting flipflops 
rather than toggling flipflops in the interrupt back- 
up register. This ensures that the CPU knows that 
these state changes have occurred. The actual 
state can be determined by checking the LLO and 
REM status bits in the upper nibble of the Inter- 
rupt Status 2 Register. 

4. DREQ is cleared by DACK (R D + WR ). DREQ on 
the 8291 was cleared only by DACK which is not 
compatible with the 8089 I/O Processor. 

5. The I NT bit in Interrupt Status 2 Register is dupli- 
cated in bit 7 of the Address 0 Register. If soft- 
ware polling is used to check for an interrupt, I NT 
in the Address 0 Register should be polled rather 
than the Interrupt Status 2 Register. This ensures 
that no interrupts are lost due to asynchronous 
status reads and interrupts. 

6. The 8291 A’s Send EOl Auxiliary Command works 
on any byte including the first byte of a message. 
The 8291 did not assert EOl after this command 
for a one byte message nor on two consecutive 
bytes. 

7. To avoid confusion between holdoff on DAV ver- 
sus RFD if a device is readdressed from a talker 


to a listener role or vice-versa during a holdoff, 
the “Holdoff on Source Handshake” has been, 
eliminated. Only “Holdoff on Acceptor Hand- 
shake” is available. 

8. The rsv local message is cleared automatically 
upon exit from SPAS if (APRS:STRS:SPAS) oc- 
curred. The automatic resetting of the bit after the 
serial poll is complete simplifies the service re- 
quest software. 

9. The SPASC interrupt on the 8291 has been re- 
placed by the SPC (Serial Poll Complete) interrupt 
on the 8291 A. SPC interrupt is set on exit from 
SPAS if APRS:STRS:SPAS occurred, indicating 
that the controller has read the bus status byte 
after the 8291 A requested service. The SPASC 
interrupt was ambiguous because a controller 
could enter SPAS and exit SPAS generating two 
SPASC interrupts without reading the serial poll 
status byte. The SPC interrupt also simplifies the 
CPU’s software by eliminating the interrupt when 
the serial poll is half way done. 

10. The rtl Auxiliary Command in the 8291 has been 
replaced by Set and Clear rtl Commands in the 
8291 A. Using the new commands, the CPU has 
the flexibility to extend the length of local mode 
or leave it as a short pulse as in the 8291. 

1 1 . A holdoff RFD on GET, SDC, and DCL feature 
has been added to prevent additional bus activi- 
ty while the CPU is responding to any of these 
commands. The feature is enabled by a new bit 
(B4) in the Auxiliary Register B. 

12. On the 8291, BO could cease to occur upon TFC 
going false if IFC occurred asynchronously. On 
the 8291 A, BO continues to occur after IFC has 
gone false even if it arrived asynchronously. 

1 3. User’s software can distinguish between the 
8291 and the 8291 A as follows: 

a) pon (00H to register 5) 

b) RESET (02 H to register 5) 

c) Read Interrupt Status 1 Register. If BO inter- 
rupt is set, the device is the 8291. If BO is 
clear, it is the 8291 A. 

This can be used to set a flag in the user’s soft- 
ware which will permit special routines to be exe- 
cuted for each device. It could be included as 
part of a normal initialization procedure as the 
first step after a chip reset. 
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Table 1. Pin Description 


Symbol 

Pin 

No. 

Type 

Name and Function 

D 0 -D 7 

12-19 

I/O 

DATA BUS PORT: To be connected to microprocessor data 
bus. 

RS 0 -RS 2 

21-23 

1 

REGISTER SELECT: Inputs, to be connected to three 
nonmultiplexed microprocessor address bus lines. Select 
which of the 8 internal read (write) registers will be read from 
(written into) with the execution of RD (WR). 

CS 

8 

1 

CHIP SELECT: When low, enables reading from or writing into 
the register selected by RS 0 -RS 2 . 

RD 

9 

1 

READ STROBE: When low with CS or DACK low, selected 
register contents are read. 

WR 

10 

1 

WRITE STROBE: When low with CS or DACK low, data is 
written into the selected register. 

INT (INT) 

11 

0 

INTERRUPT REQUEST: To the microprocessor, set high for 
request and cleared when the appropriate register is 
accessed by the CPU. May be software configured to be 
active low. 


6 

0 

DMA REQUEST: Normally low, set high to indicate byte 
output or byte input in DMA mode; reset by DACK. 

DACK 

7 

1 

DMA ACKNOWLEDGE: When low, resets DREQ and selects 
data in/data out register for DMA data transfer (actual transfer 
done by RD/WR pulse). 

Must be high if DMA is not used. 

TRIG 

5 

0 

TRIGGER OUTPUT: Normally low; generates a triggering 
pulse with 1 /xsec min. width in response to the GET bus 
command or Trigger auxiliary command. 

CLOCK 

3 

1 

EXTERNAL CLOCK: Input, used only for T, delay generator. 
May be any speed in 1 -8 MHz range. 

RESET 

4 

1 

RESET INPUT: When high, forces the device into an “idle” 
(initialization) mode. The device will remain at “idle” until 
released by the microprocessor, with the “Immediate Execute 
pon” local message. 

DiO^DlOs 

28-35 

I/O 

8-BIT GPIB DATA PORT: Used for bidirectional data byte 
transfer between 8291 A and GPIB via non-inverting external 
line transceivers. 

DAV 

36 

I/O 

DATA VALID: GPIB handshake control line. Indicates the 
availability and validity of information on the DIO-| -DIOq and 
EOI lines. 


37 

I/O 

' 

NOT READY FOR DATA: GPIB handshake control line. 
Indicates the condition of readiness of device(s) connected to 
the bus to accept data. 

NDAC 

38 

I/O 

NOT DATA ACCEPTED: GPIB handshake control line. 
Indicates the condition of acceptance of data by the device(s) 
connected to the bus. 

ATN 

26 

1 

ATTENTION: GPIB command line. Specifies how data on DIO 
lines are to be interpreted. 
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Table 1. Pin Description (Continued) 


Symbol 

Pin 

No. 

Type 

Name and Function 

IFC 

24 

1 

INTERFACE CLEAR: GPIB command line. Places the 
interface functions in a known quiescent state. 

SRQ 

27 

0 

SERVICE REQUEST: GPIB command line. Indicates the need 
for attention and requests an interruption of the current 
sequence of events on the GPIB. 

REN 

25 

1 

REMOTE ENABLE: GPIB command line. Selects (in 
conjunction with other messages) remote or local control of 
the device. 

EOI 

39 

I/O 

END OR IDENTITY: GPIB command line. Indicates the end of 
a multiple byte transfer sequence or, in conjunction with ATN, 
addresses the device during a polling sequence. 

T/R1 

1 

0 

EXTERNAL TRANSCEIVERS CONTROL LINE: Set high to 
indicate output data/signals on the DIO-i -DlOa and DAV lines 
and input signals on the NRFD and NDAC lines (active source 
handshake). Set low to indicate input data/signals on the 
DIOi -DIOq and DAV lines and output signals on the NRFD 
and NDAC lines (active acceptor handshake). 

T/R2 

2 

0 

■ 

EXTERNAL TRANSCEIVERSCONTROL LINE: Set to 

indicate output signals on the EOI line. Set low to indicate 
expected input signal on the EOI line during parallel poll. 

Vcc 

40 

P.S. 

POSITIVE POWER SUPPLY: (5V ±10%). 

GND 

20 

P.S. 

CIRCUIT GROUND POTENTIAL. 


NOTE: 

All signals on the 8291 A pins are specified with posi tive lo gic. H owever, IEEE 488 specifies negative logic on its 16 signal 
lines. Thus, the data is inverted once from D 0 -D 7 to DIOo-DIOg and non-inverting bus transceivers should be used. 



Figure 3. 8291 A System Diagram 
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THE GENERAL PURPOSE INTERFACE 
BUS (GPIB) 

The General Purpose Interface Bus (GPIB) is de- 
fined in the IEEE Standard 488-1978 “Digital Inter- 
face for Programmable Instrumentation.” Although a 
knowledge of this standard is assumed, Figure 4 
provides the bus structure for quick reference. Also, 
Tables 2 and 3 reference the interface state mne- 
monics and the interface messages respectively. 
Modified state diagrams for the 8291 A are present- 
ed in Appendix A. 


General Description 

The 8291 A is a microprocessor-controlled device 
designed to interface microprocessors, e.g., 
8048/49, 8051, 8080/85, 8086/88 to the GPIB. It 
implements all of the interface functions defined in 
the IEEE-488 Standard except for the controller 
function. If an implementation of the Standard’s 
Controller is desired, it can be connected with an 
Intel® 8292 to form a complete interface. 

The 8291 A handles communication between a mi- 
croprocessor-controlled device and the GPIB. Its ca- 
pabilities include data transfer, handshake protocol, 
talker/listener addressing procedures, device clear- 
ing and triggering, service request, and both serial 
and parallel polling. In most procedures, it does not 
disturb the microprocessor unless a byte has arrived 
(input buffer full) or has to be sent out (output buffer 
empty). 

The 8291 A architecture includes 16 registers. Eight 
of these registers may be written into by the micro- 
processor. The other eight registers may be read by 
the microprocessor. One each of these read and 
write registers is for direct data transfers. The rest of 
the write registers control the various features of the 
chip, while the rest of the read registers provide the 
microprocessor with a monitor of GPIB states, vari- 
ous bus conditions, and device conditions. 


GPIB Addressing 

Each device connected to the GPIB must have at 
least one address whereby the controller device in 
charge of the bus can configure it to talk, listen, or 


send status. An 8291 A implementation of the GPIB 
offers the user three alternative addressing modes 
for which the device can be initialized for each appli- 
cation. The first of these modes allows for the de- 
vice to have two separate primary addresses. The 
second mode allows the user to implement a single 
talker/listener with a two byte address (primary ad- 
dress + secondary address). The third mode again 
allows for two distinct addresses but in this instance, 
they can each have a ten-bit address (5 low-order 
bits of each of two bytes). However, this mode re- 
quires that the secondary addresses be passed to 
the microprocessor for verification. These three ad- 
dressing schemes are described in more detail in 
the discussion of the Address Registers. 
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Figure 4. Interface Capabilities and 
Bus Structure 
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Table 2. IEEE 488 Interface State Mnemonics 


Mnemonic 

State Represented 

ACDS 

Accept Data State 

ACRS 

Acceptor Ready State 

AIDS 

Acceptor Idle State 

ANRS 

Acceptor Not Ready State 

APRS 

Affirmative Poll Response State 

AWNS 

Acceptor Wait for New Cycle State 

GAGS 

Controller Active State 

CADS 

Controller Addressed State 

CAWS 

Controller Active Wait State 

CIDS 

Controller Idle State 

CPPS 

Controller Parallel! Poll State 

CPWS 

Controller Parallel Poll Wait State 

CSBS 

Controller Standby State 

CSNS 

Controller Service Not Requested State 

CSRS 

Controller Service Requested State 

GSWS 

Controller Synchronous Wait State 

CTRS 

Controller Transfer State 

DCAS 

Device Clear Active State 

DCIS 

Device Clear Idle State 

DTAS 

Device T rigger Active State 

DTIS 

Device T rigger Idle State 

LACS 

Listener Active State 

LADS 

Listener Addressed State 

LIDS 

Listener Idle State 

LOCS 

Local State 

LPAS 

Listener Primary Addressed State 

LPIS 

Listener Primary Idle State 

LWLS 

Local With Lockout State 

NPRS 

Negative Poll Response State 

PACS 

Parallel Poll Addressed to Configure 
State 

PPAS 

Parallel Poll Active State 

PPIS 

Parallel Poll Idle State 


The Controller function is implemented on the Intel® 8292. 


Mnemonic 

State Represented 

PPSS 

Parallel Poll Standby State 

PUCS 

Parallel Poll Unaddressed to Configure 
State 

REMS 

Remote State 

RWLS 

Remote With Lockout State 

SACS 

System Control Active State 

SDYS 

Source Delay State 

SGNS 

Source Generate State 

SIAS 

System Control Interface Clear Active 
State 

SIDS 

Source Idle State 

SIIS 

System Control Interface Clear Idle 
State 

SINS 

System Control Interface Clear Not 
Active State 

SIWS 

Source Idle Wait State 

SNAS 

System Control Not Active State 

SPAS 

Serial Poll Active State 

SPIS 

Serial Poll Idle State 

SPMS 

Serial Poll Mode State 

SRAS 

System Control Remote Enable Active 
State 

SRIS 

System Control Remote Enable Idle 
State 

SRNS 

System Control Remote Enable Not 
Active State 

SRQS 

Service Request State 

STRS 

Source Transfer State 

SWNS 

Source Wait for New Cycle State 

TACS 

Talker Active State 

TADS 

Talker Addressed State 

TIDS 

Talker Idle State 

TPIS 

Talker Primary Idle State 


Table 3. IEEE 488 Interface Message Reference List 


Mnemonic 

Message 

Interface Function(s) 

LOCAL MESSAGES RECEIVED (By Interface Functions) 


gts(i) 

go to standby 

C 

ist 

individual status 

PP 

Ion 

listen only 

L, LE 

Ipe 

local poll enable 

PP 

nba 

new byte available 

SH 

pon 

power on 

SH, AH, T, TE, L, LE, SR, RL, PP, C 

rdy 

ready 

AH 

rppO) 

request parallel poll 

C 

rsc(i) 

request system control 

C 

rsv 

request service 

SR 

rtl 

return to local 

RL 

sicO) 

send interface clear 

C 

sre(f) 

send remote enable 

C 

tcaCi) 

take control asynchronously 

C 
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Table 3. IEEE 488 Interface Message Reference List (Continued) 


Mnemonic 

Message 

Interface Function(s) 

tcsO) 

take control synchronously 

AH, C 

ton 

talk only 

T, TE 

REMOTE MESSAGES RECEIVED 


ATN 

Attention 

SH, AH, T, TE, L, LE, PP, C 

DAB 

Data Byte 

(Via L, LE) 

DAC 

Data Accepted 

SH 

DAV 

Data Valid 

AH 

DCL 

Device Clear 

DC 

END 

End 

(via L, LE) 

GET 

Group Execute Trigger 

DT 

GTL 

Go to Local 

RL 

IDY 

Identify 

L, LE, PP 

IFC 

Interface Clear 

T, TE, L, LE, C 

LLO 

Local Lockout 

RL 

MLA 

My Listen Address 

L, LE, RL, T, TE 

MSA 

My Secondary Address 

TE, LE, RL 

MTA 

My Talk Address 

T, TE, L, LE 

OSA 

Other Secondary Address 

TE 

OTA 

Other Talk Address 

T, TE 

PCG 

Primary Command Group 

TE, LE, PP 

PPC(2) 

Parallel Poll Configure 

PP 

[PPD](2) 

Parallel Poll Disable 

PP 

[PPE](2) 

Parallel Poll Enable 

PP 

PPR n (1) 

Parallel Poll Response N 

(via C) 

PPU(2) 

Parallel Poll Unconfigure 

PP 

REN 

Remote Enable 

RL 

RFD 

Ready for Data 

SH 

RQS 

Request Service 

(via L, LE) , 

[SDC] 

Select Device Clear 

DC 

SPD 

Serial Poll Disable 

T, TE 

SPE 

Serial Poll Enable 

T, TE 

SQRO) 

Service Request 

(via C) 

STB 

Status Byte 

(via L, LE) 

TCTor [TCT](D 

Take Control 

C 

UNL 

Unlisten 

L, LE 

REMOTE MESSAGES SENT 


ATN 

Attentions 

C 

DAB 

Data Byte 

(ViaT.TE) 

DAC 

Data Accepted 

AH 

DAV 

Data Valid 

SH 

DCL 

Device Clear 

(via C) 

END 

End 

(viaT) 

GET 

Group Execute Trigger 

(via C) 

GTL 

Go to Local 

(via C) 

IDY 

Identify 

C 

IFC 

Interface Clear 

C 

LLO 

Local Lockout 

(via C) 

MLA or [MLA] 

My Listen Address 

(viaC) 

MSA or [MSA] 

My Secondary Address 

(via C) 

MTA or [MTA] 

My Talk Address 

(viaC) 

OSA 

Other Secondary Address 

(via C) 
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Table 3. IEEE 488 Interface Message Reference List (Continued) 

Mnemonic 

Message 

Interface Function(s)< 3 ) 

OTA 

Other Talk Address 

(viaC) 

PCG 

Primary Command Group 

(via C) 

PPC 

Parallel Poll Configure 

(via C) 

[PPD] 

Parallel Poll Disable 

(via C) 

[PPE] 

Parallel Poll Enable 

(viaC) 

ppr n 

Parallel Poll Response N 

PP 

PPU 

Parallel Poll Unconfigure 

(via C) 

REN 

Remote Enable 

C 

RFD 

Ready for Data 

AH 

RQS 

Request Service 

T, TE 

[SDC] 

Selected Device Clear 

(via C) 

SPD 

Serial Poll Disable 

(via C) 

SPE 

Serial Poll Enable 

(via C) 

SRQ 

Service Request 

SR 

STB 

Status Byte 

(via T,TE) 

TCT 

Take Control 

(via C) 

UNL 

Unlisten 

(via C) 


NOTES: 

1 . These messages are handled only by Intel’s 8292. 

2. Undefined commands which may be passed to the microprocessor. 

3. All Controller messages must be sent via Intel’s 8292. 


8291 A Registers 

A bit-by-bit map of the 16 registers on the 8291 A is 
presented in Figure 5. A more detailed explanation 
of each of these registers and their functions fol- 
lows. The access of these registers by the micro- 
processor is accomplished by using the CS, RD, 
WR, and RS 0 -RS 2 pins. 


Register 

CS 

RD 

WR 

RSo*-RS2 

All Read Registers 

0 

0 

1 

ccc 

All Write Registers 

0 

1 

0 

ccc 

High Impedance 

1 

d 

d 

ddd 


Data Registers 


D17 

D16 

D15 

D14 

D13 

D 12 

Dll 

DIO 

DATA-IN REGISTER (OR) 

D07 

D06 

D05 

D04 

D03 

D02 

DOI 

DOO 


DATA-OUT REGISTER (OW) 


The Data-In Register is used to move data from the 
GPIB to the microprocessor or to memory when the 
8291 A is addressed to listen. Incoming information 
is separately latched by this register, and its con- 
tents are not destroyed by a write to the data-out 
register. The RFD (Ready for Data) message is held 
false until the byte is removed from the data in regis- 
ter, either by the microprocessor or by DMA. The 
8291 A then completes the handshake automatically. 
In RFD holdoff mode (see Auxiliary Register A), the 
handshake is not finished until a command is sent 


telling the 8291 A to release the holdoff. In this way, 
the same byte may be read several times, or an over 
anxious talker may be held off until all available data 
has been processed. 

When the 8291 A is addressed to talk, it uses the 
data-out register to move data onto the GPIB. After 
the BO interrupt is received and a byte is written to 
this register, the 8291 A initiates and completes the 
handshake while sending the byte out over the bus. 
In the BO interrupt disable mode, the user should 
wait until BO is active before writing to the register. 
(In the DMA mode, this will happen automatically.) A 
read of the Data-In Register does not destroy the 
information in the Data-Out Register. 


Interrupt Registers 


CPT 

APT 

GET 

END 

DEC 

ERR 

BO 

Bl 

INTERRUPT STATUS 1 (1R) 

INT 

SPAS 

LLO 

REM 

SPC 

LLOC 

REMC 

ADSC 

INTERRUPT STATUS 2 (2R) 

CPT 

APT 

GET 

END 

DEC 

ERR 

BO 

Bl 

INTERRUPT ENABLE 1 (1W) 


0 

DMAO 

DMAI 

SPC 

LLOC 

REMC 

ADSC 

INTERRUPT ENABLE 2 (2W) 

INT 

DTO 

DLO 

AD5-0 

AD4-0 

AD3-0 

AD2-0 

AD1-0 


ADDRESS 0 REGISTER 
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Figure 5. 8291 A Registers 


READ REGISTERS 

REGISTER SELECT 
CODE 

RS2 RSI RSO 

WRITE REGISTERS 


D17 

D16 

D15 

D14 

D13 

D12 

Dll 

DIO 

0 0 0 

D07 

D06 

D05 

D04 

D03 

D02 

DOI 

DOO 


DATA IN 


DATA OUT 


CPT 

APT 

GET 

END 

DEC 

ERR 

BO 

Bl 

0 0 1 

CPT 

APT 

GET 

END 

DEC 

ERR 

BO 

Bl 


INTERRUPT STATUS 1 


INTERRUPT ENABLE 1 


INT 

SPAS 

LLO 

REM 

SPC 

LLOC 

REMC 

ADSC 

0 1 0 | 

0 

0 

DMAO 

DMAI 

SPC 

LLOC 

REMC 

ADSC 


INTERRUPT STATUS 2 


INTERRUPT ENABLE 2 


S8 

SEQS 

S6 

S5 

S4 

S3 

S2 

SI 

0 1 1 

S8 

rsv 

S6 

S5 

S4 

S3 

S2 

SI 


SERIAL POLL STATUS 


SERIAL POLL MODE 


ton 

Ion 

EOI 

LPAS 

TPAS 

LA 

TA 

MJMN 

1 0 0 

TO 

LO 

0 

0 

0 

0 

ADM1 

ADMO 


ADDRESS STATUS 


ADDRESS MODE 


CPT7 

CPT6 

CPT5 

CPT4 

CPT3 

CPT2 

CPT1 

CPTO 

1 0 1 It 

:NT2( 

:nti 

:NT0 COM4 

:OM3 

COM2 

COM1 

COMO 


COMMAND PASS THROUGH AUX MODE 


INT 

DTO 

DLO 

AD5-0 

AD4-0 

AD3-C 

AD2-C 

AD1-C 

1 1 0 

ARS 

DT 

DL 

AD5 

AD4 

AD3 

AD2 

ADI 


ADDRESS 0 ADDRESS 0/1 


X 

DTI 

DL1 

AD5-1 

AD4-1 

AD3-1 

AD2-1 

ADI- 1 

] 1 11 

EC7 

EC6 

EC5 

EC4 

EC3 

EC2 

EC1 

ECO 


ADDRESS 1 EOS 


The 8291 A can be configured to generate an inter- 
rupt to the microprocessor upon the occurrence of 
any of 12 conditions or events on the GPIB. Upon 
receipt of an interrupt, the microprocessor must read 
the Interrupt Status Registers to determine which 
event has occurred, and then execute the appropri- 
ate service routine (if necessary). Each of the 12 
interrupt status bits has a matching enable bit in the 
interrupt enable registers. These enable bits are 
used to select the events that will cause the INT pin 
to be asserted. Writing a logic “1” into any of these 
bits enables the corresponding interrupt status bits 
to generate an interrupt. Bits in the Interrupt Status 
Registers are set regardless of the states of the en- 
able bits. The Interrupt Status Registers are then 
cleared upon being read or when a local pon (power- 
on) message is executed. If an event occurs while 
one of the Interrupt Status Registers is being read, 
the event is held until after its register is cleared and 
then placed in the register. 

NOTE: 

Reading the interrupt status registers clears the bits 
which were set. The software must examine all 
relevant bits in the interrupt status registers before 
disregarding the value or an important interrupt may 
be missed. 


The mnemonics for each of the bits in these regis- 
ters and a brief description of their respective func- 
tions appears in Table 4. This table also indicates 
how each of the interrupt bits is set. 

NOTE: 

The INT bit in the Address 0 Register is a duplicate 
of the INT bit in the Interrupt Status 2 Register. It is 
only a status bit. It does not generate interrupts and 
thus does not have a corresponding enable bit. 

The BO and Bl interrupts enable the user to perform 
data transfer cycles. BO indicates that a data byte 
should be written to the Data Out Register. It is set 
by TACS • (SWNS + SGNS) • RFD. It is reset when 
the data byte is written, ATN is asserted, or the 
8291 A exits TACS. Data should never be written to 
the Data Out Register before BO is set. Similarly, Bl 
is set when an input byte is accepted into the 8291 A 
and reset when the microprocessor reads the Data 
In Register. BO and Bl are also reset by pon (power- 
on local message) and by a read of the Interrupt 
Status 1 Register. However, if it is so desired, data 
transfer cycles may be performed without reading 
the Interrupt Status 1 Register if all interrupts except 
for BO or Bl are disabled; BO and Bl will automati- 
cally reset after each byte is transferred. 
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Table 4. Interrupt Bits 






Indicates Undefined Commands 

CPT 

An undefined command has been received. 

Set by (TPAS + LPAS)«SCG*ACDS«MODE 3 

APT 

A secondary address must be passed through 
to the microprocessor for recognition. 

Set by DTAS 

GET 

A group execute trigger has occurred. 

Set by (EOS + EOI)«LACS 

END 

An EOS or EOI message has been received. 

Set by DCAS 

DEC 

Device Clear Active State has occurred. 

Set by TACS*nba*DAC*RFD 

ERR 

Interface error has occurred; no listeners 
are active. 

TACS»(SWNS + SGNS) 

BO 

A byte should be output. 

Set by LACS»ACDS 

Bl 

A byte has been input. 





Shows status of the INT pin 

INT 



The device has been enabled for a serial poll 

SPAS 


These are status only. They will not generate 
— interrupts, nor do they have corresponding 
mask bits. 

The device is in local lock out state. 

(LWLS+RWLSi 

LLO 


The device is in a remote state. 

REM 



(REMS+RWLS) 








SPAS ->SPA?5 if APRS.STRS.SPAS was true 

SPC 

Serial Poll Complete interrupt. 

LLO^NO LLO 

LLOC 

Local lock out change interrupt. 

Remote j-ocal 

REMC 

Remote/Local change interrupt. 

Addressed JJnaddressed 

ADSC 

Address status change interrupt.' 
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NOTE: 




1. In ton (talk-only) and Ion (listen-only) modes, no ADSC interrupt is generated. 


If the 8291 A is used in the interrupt mode, the INT 
and DREQ pins can be dedicated to data input and 
output interrupts respectively by enabling Bl and 
DMAO, provided that no other interrupts are en- 
abled. This eliminates the need to read the interrupt 
status registers if a byte is received or transmitted. 

The ERR bit is set to indicate the bus error condition 
when the 8291 A is an active talker and tries to send 
a byte to the GPIB, but there are no active listeners 
(e.g., all devices on the GPIB are in AIDS). The logi- 
cal equivalent of (nba • TACS • DAC • RFD) will set 
this bit. 

The DEC bit is set whenever DCAS has occurred. 
The user must define a known state to which all de- 
vice functions will return in DCAS. Typically this 
state will be a power-on state. However, the state of 
the device functions at DCAS is at the designer’s 
discretion. It should be noted that DCAS has no ef- 
fect on the interface functions which are returned to 
a known state by the IFC (interface clear) message 
or the pon local message. 

The END interrupt bit may be used by the microproc- 
essor to detect that a multi-byte transfer has been 


completed. The bit will be set when the 8291 A is an 
active listener (LACS) and either EOS (provided the 
End on EOS Received feature is enabled in the Aux- 
iliary Register A) or EOI is received. EOS will gener- 
ate an interrupt when the byte in the Data In Regis- 
ter matches the byte in the EOS register. Otherwise 
the interrupt will be generated when a true input is 
detected on EOI. 

The GET interrupt bit is used by the microprocessor 
to detect that DTAS has occurred. It is set by the 
8291 A when the GET message is received while it is 
addressed to listen. The TRIG output pin of the 
8291 A fires when the GET message is received. 
Thus, the basic operation of device trigger may be 
started without microprocessor software inter- 
vention. 

The APT interrupt bit indicates to the processor that 
a secondary address is available in the CPT register 
for validation. This interrupt will only occur if Mode 3 
addressing is in effect. (Refer to the section on ad- 
dressing.) In Mode 2, secondary addresses will be 
recognized automatically on the 8291 A. They will be 
ignored in Mode 1. 
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The CPT interrupt bit flags the occurrence of an un- 
defined command and of all secondary commands 
following an undefined command. The Command 
Pass Through feature is enabled by the BO bit of 
Auxiliary Register B. Any message not decoded by 
the 8291 A (not included in the state diagrams in Ap- 
pendix B) becomes an undefined command. Note 
that any addressed command is automatically ig- 
nored when the 8291 A is not addressed. 

Undefined commands are read by the CPU from the 
Command Pass Through register of the 8291 A. This 
register reflects the logic levels present on the data 
lines at the time it is read. If the CPT feature is en- 
abled, the 8291 A will hold off the handshake until 
this register is read. 

An especially useful feature of the 8291 A is its ability 
to generate interrupts from state transitions in the 
interface functions. In particular, the lower 3 bits of 
the Interrupt Status 2 Register, if enabled by the cor- 
responding enable bits, will cause an interrupt upon 
changes in the following states as defined in the 
IEEE 488 Standard. 

Bit 0 ADSC change in LIDS or TIDS or MJMN 
Bit 1 REMC change in LOCS or REMS 
Bit 2 LLOC change in LWLS or RWLS 


between memory and the GPIB; DMAI (DMA in) en- 
ables the DREQ (DMA request) pin of the 8291 A to 
be asserted upon the occurrence of Bl. Similarly, 
DMAO (DMA out) enables the DREQ pin to be as- 
serted upon the occurrence of BO. One might note 
that the DREQ pin may be used as a second inter- 
rupt output pin, monitoring Bl and/or BO and en- 
abled by DMAI and DMAO. One should note that the 
DREQ pin is not affected by a read of the Interrupt 
Status 1 Register. It is reset whenever a byte is writ- 
ten to the Data Out Register or read from the Data In 
Register. 


To ensure that an interrupt status bit will not be 
cleared without being read, and will not remain un- 
cleared after being read, the 8291 A implements a 
special interrupt handling procedure. When an en- 
abled interrupt bit is set in either of the Interrupt 
Status Registers, the input of the registers are 
blocked until the set bit is read and reset by the 
microprocessor. Thus, potential problems arise 
when interrupt status changes while the register is 
being blocked. However, the 8291 A stores all new 
interrupts in a temporary register and transfers them 
to the appropriate Interrupt Status Register after the 
interrupt has been reset. This transfer takes place 
only if the corresponding bits were read as zeroes. 



The upper 4 bits of the Interrupt Status 2 Register 
are available to the processor as status bits. Thus, if 
one of the bits 0-2 generates an interrupt indicating 
a state change has taken place, the corresponding 
status bit (bits 3-5) may be read to determine what 
the new state is. To determine the nature of a 
change in addressed status (bit 0) the Address 
Status Register is available to be read. The SPC in- 
terrupt (bit 3 in Interrupt Status 2) is set upon exit 
from SPAS if APRS:STRS:SPAS occurred which in- 
dicates that the GPIB controller has read the bus 
serial poll status byte after the 8291 A requested 
service (asserted SRQ). The SPC interrupt occurs 
once after the controller reads the status byte if 
service was requested. The controller may read the 
status byte later, and the byte will contain the last 
status the 8291 A’s CPU wrote to the Serial Poll 
Mode Register, but the SRQS bit will not be set and 
no interrupt will be generated. Finally, bit 7 monitors 
the state of the 8291 A INT pin. Logically, it is an OR 
of all enabled interrupt status bits. One should note 
that bits 3-6 of the Interrupt Status 2 Register do 
not generate interrupts, but are available only to be 
read as status bits by the processor. Bit 7 in Interrupt 
Status 2 is duplicated in Address 0 Register, and the 
latter should be used when polling for interrupts to 
avoid losing one of the interrupts in Interrupt Status 
2 Register. 


Serial Poll Registers 


S8 

SRQS 

S6 

S5 

S4 

S3 

S2 

SI 

SERIAL POLL STATUS (3R) 

S8 

rsv 

S6 

S5 

S4 

S3 

S2 

SI 


SERIAL POLL MODE (3W) 


The Serial Poll Mode Register determines the status 
byte that the 8291 A sends out on the GPIB data 
lines when it receives the SPE (Serial Poll Enable) 
message. Bit 6 of this register is reserved for the rsv 
(request service) local message . Sett ing this bit to 1 
causes the 8291 A to assert its SRQ line, indicating 
its need for attention from the controller-in-charge of 
the GPIB. The other bits of this register are available 
for sending status information over the GPIB. Some- 
time after the microprocessor initiates a request for 
service by setting bit 6, the controller of the GPIB 
sends the SPE message and then addresses the 
8291 A to talk. At this point, one byte of status is 
returned by the 8291 A via the Serial Poll Mode Reg- 
ister. After the status byte is read by the controller, 
rsv is automatically cleared by the 8291 A and an 
SPC interrupt is generated. The CPU may request 
service again by writing another byte to the Serial 
Poll Mode Register with the rsv bit set. If the control- 


Bits 4 and 5 (DMAI, DMAO) of the Interrupt Mask 2 
Register are available to enable direct data transfers 
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ler performs a serial poll when the rsv bit is clear, the 
last status byte written will be read, but the SRQ line 
will not be driven by the 8291 A and the SRQS bit will 
be clear in the status byte. 

The Serial Poll Status Register is available for read- 
ing the status byte in the Serial Poll Mode Register. 
The processor may check the status of a request for 
service by polling bit 6 of this register, which corre- 
sponds to SRQS (Service Request State). When a 
Serial Poll is conducted and the controller-in-charge 
reads the status byte, the SRQS bit is cleared. The 
SRQ line and the rsv bit are tied together. 


Address Registers 

ton 1 Ion | EOI | LPAS [ TPAS | LA | TA | MJMN 
ADDRESS STATUS (4R) 



ADDRESS 0 (6R) 



ADDRESS 1 (7R) 



ADDRESS MODE (4W) 



ADDRESS 0/1 (6W) 


The Address Mode Register is used to select one of 
the five modes of addressing available on the 
8291 A. It determines the way in which the 8291 A 
uses the information in the Address 0 and Address 1 
Registers. 


— In Mode 1, the contents of the Address 0 Register 
constitute the “Major” talker/listener address while 
the Address 1 Register represents the “Minor” talk- 
er/listener address. In applications where only one 
address is needed, the major talker/listener is used, 
and the minor talker/listener should be disabled. 
Loading an address via the Address 0/1 Register 
into Address Registers 0 and 1 enables the major 
and minor talker/listener functions respectively. 


To use Mode 2 addressing the primary address must 
be loaded into the Address 0 Register, and the Sec- 
ondary Address is placed in the Address 1 Register. 
With both primary and secondary addresses residing 
on chip, the 8291 A can handle all addressing se- 
quences without processor intervention. 

— In Mode 3, the 8291 A handles addressing just as^ 
it does in Mode 1 , except that each Major or Minor 
primary address must be followed by a secondary 
address. All secondary addresses must be verified 
by the microprocessor when Mode 3 is used. When 
the 8291 A is in TPAS or LPAS (talker/listener pri- 
mary addressed state), and it does not recognize the 
byte on the DIO lines, an APT interrupt is generated 
(see section on Interrupt Registers) and the byte is 
available in the CPT (Command Pass-Through) Reg- 
ister. As part of its interrupt service routine, the mi- 
croprocessor must read the CPT Register and write 
one of the following responses to the Auxiliary Mode 
Register: 

1 . 07H implies a non-valid secondary address 

2. OFH implies a valid secondary address 

Setting the TO bit generates the local ton (talk-only) 
message and sets the 8291 A to a talk-only mode. 
This mode allows the device to operate as a talker in 
an interface system without a controller. 

Setting the LO bit generates the local Ion (listen- 
only) message and sets the 8291 A to a listen-only 
mode. This mode allows the device to operate as a 
listener in an interface system without a controller. 
The above bits may also be used by a controller-in- 
charge to set itself up for remote command or data 
communication. 

The mode of addressing implemented by the 8291 A 
may be selected by writing one of the following 
bytes to the Address Mode Register. 

Register 

Contents Mode 

10000000 Enable talk only mode (ton) 

01000000 Enable listen only mode (Ion) 
11000000 The 8291 may talk to itself 

00000001 Mode 1 , (Primary-Primary) 

00000010 Mode 2 (Primary-Secondary) 

00000011 Mode 3 (Primary/ APT-Primary/APT) 


— In Mode 2 the 8291 A recognizes two sequential 
address bytes: a primary followed by a secondary. 
Both address bytes must be received in order to en- 
able the device to talk or listen. In this manner, 
Mode 2 addressing implements the extended talker 
and listener functions as defined in IEEE-488. 


The Address Status Register contains information 
used by the microprocessor to handle its own ad- 
dressing. This information includes status bits that 
monitor the address state of each talker/listener, 
“ton” and “Ion” flags which indicate the talk and 
listen only states, and an EOI bit which, when set, 
signifies that the END message came with the last 
data byte. LPAS and TPAS indicate that the listener 
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or talker primary address has been received. The 
microprocessor can use these bits when the sec- 
ondary address is passed through to determine 
whether the 8291 A is addressed to talk or listen. 
The LA (listener addressed) bit will be set when the 
821 9A is in LACS (Listener Active State ) or in LADS 
(Listener Addressed State). Similarly,’ the TA (Talker 
Addressed bit) will be set to indicate TACS or TADS, 
but also to indicate SPAS (Serial Poll Active State). 
The MJMN bit is used to determine whether the in- 
formation in the other bits applies to the Major or 
Minor talker/listener. It is set to “1” when the Minor 
talker/listener is addressed. It should be noted that 
only one talker/listener may be active at any one 
time. Thus, the MJMN bit will indicate which, if ei- 
ther, of the talker/listeners is addressed or active. 


Mode 3, where secondary addresses are passed 
through, must the processor intervene in the ad- 
dressing sequence. 

The Address 0 Register contains a copy of bit 7 of 
the Interrupt Status 2 Register (INT). This is to be 
used when polling for interrupts. Software should 
poll register 6 checking for INT (bit 7) to be set. 
When INT is set, the Interrupt Status Register should 
be read to determine which interrupt was received. 


Command Pass Through Register 


CPT7 

CPT6 

CPT5 

CPT4 

CPT3 

CPT2 

CPT1 

CPTO 


The Address 0/1 Register is used for specifying the 
device’s addresses according to the format selected 
in the Address Mode Register. Five bit addresses 
may be loaded into the Address 0 and Address 1 
Registers by writing into the Address 0/1 Register. 
The ARS bit is used to select which of these regis- 
ters the other seven bits will be loaded into. The DT 
and DL bits may be used to disable the talker or 
listener function at the address signified by the other 
five bits. When Mode 1 addressing is used and only 
one primary address is desired, both the talker and 
the listener should be disabled at the Minor address. 


COMMAND PASS THROUGH (5R) 


The Command Pass Through Register is used to 
transfer undefined 8-bit remote message codes from 
the GPIB to the microprocessor. When the CPT fea- 
ture is enabled (bit BO in Auxiliary Register B), any 
message not decoded by the 8291 A becomes an 
undefined command. When Mode 3 addressing is 
used secondary addresses are also passed through 
the CPT Register. In either case, the 8291 A will 
hold-off the handshake until the microprocessor 
reads this register and issues the VSCMD auxiliary 
command. 



As an example of how the Address 0/1 Register 
might be used, consider an example where two pri- 
mary addresses are needed in the device. The Major 
primary address will be selectable only as a talker 
and the Minor primary address will be selectable 
only as a listener. This configuration of the 8291 A is 
formed by the following sequence of writes by the 
microprocessor. 


Operation 

CS 

RD 

WR 

Data 

RS2-RS0 

1 . Select addressing 
Mode 1 

0 

1 

0 

00000001 

100 

2. Load major address 
into Address 0 Register 
with listener function 
disabled. 

0 

1 

0 

001 AAAAA 

110 

3. Load minor address 
into Address 1 Register 
with talker function 
disabled. 

0 

1 

0 

1 10BBBBB 

110 


The CPT and APT interrupts flag the availability of 
undefined commands and secondary addresses in 
the CPT Register. The details of these interrupts are 
explained in the section on Interrupt Registers. 

An added feature of the 8291 A is its ability to handle 
undefined secondary commands following unde- 
fined primaries. Thus, the number of available com- 
mands for future IEEE-488 definition is increased; 
one undefined primary command followed by a se- 
quence of as many as 32 secondary commands can 
be processed. The IEEE-488 Standard does not per- 
mit users to define their own commands, but up- 
grades of the standard are thus provided for. 

The recommended use of the 8291 A’s undefined 
command capabilities is for a controller-configured 
Parallel Poll. The PPC message is an undefined pri- 
mary command typically followed by PPE, and unde- 
fined secondary command. For details on this proce- 
dure, refer to the section on Parallel Poll Protocol. 


At this point, the addresses AAAAA and BBBBB are 
stored in the Address 0 and Address 1 Registers 
respectively, and are available to be read by the mi- 
croprocessor. Thus, it is not necessary to store any 
address information elsewhere. Also, with the infor- 
mation stored in the Address 0 and Address 1 Reg- 
isters, processor intervention is not required to 
recognize addressing by the controller. Only in 


Auxiliary Mode Register 


CNT2 

CNT1 

CNT0 

COM4 

COM3 

COM2 

CO M l 

COMO 


AUX MODE (5W) 

CNTO-2:CONTROL BITS 
COMO-4:COMMAND BITS 
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The Auxiliary Mode Register contains a three-bit 
control field and a five-bit command field. It is used 
for several purposes on the 8291 A: 

1. To load “hidden” auxiliary registers on the 8291 A. 

2. To issue commands from the microprocessor to 
the 8291 A. 

3. To preset an internal counter used to generate 
T1, delay in the Source Handshake function, as 
defined in IEEE-488. 

Table 5 summarizes how these tasks are performed 
with the Auxiliary Mode Register. Note that the three 
control bits determine how the five command bits 
are interpreted. 

Table 5 


Code 

Command 

Control 

Bits 

Command 

Bits 

000 

001 

occcc 

ODDDD 

Execute auxiliary command CCCC 
Preset internal counter to 
match external clock 
frequency of DDDD MHz 
(DDDD binary representation 
of 1 to 8 MHz) 

100 

DDDDD 

Write DDDDD into 
auxiliary register A 

101 

DDDDD 

Write DDDDD into 
auxiliary register B 

011 

USP 3 P 2 Pi 

Enable/disable parallel 
poll either in response to remote 
messages (PPC followed by 
PPE or PPD) or as a local 
Ipe message. (Enable if U = 0, 
disable if U = 1 .) 


AUXILIARY COMMANDS 

Auxiliary commands are executed by the 8291 A 
whenever 0000CCCC is written into the Auxiliary 
Mode Register, where CCCC is the 4-bit command 
code. 

0000 — Immediate Execute pon: This command re- 
sets the 8291 A to a power up state (local pon mes- 
sage as defined in IEEE-488). 

The following conditions constitute the power up 
state: 

1 . All talkers and listeners are disabled. 

2. No interrupt status bits are set. 


The 8291 A is designed to power up in certain states 
as specified in the IEEE-488 state diagrams. Thus, 
the following states are in effect in the power up 
state: SIDS, AIDS, TIDS, LIDS, NPRS, LOCS, and 
PPIS. 

The “0000” pon is an immediate execute command 
(a pon pulse). It is also used to release the “initial- 
ize” state generated by either an external reset 
pulse or the “0010” Chip Reset command. 

0010— Chip Reset (Initialize): This command has the 
same effect as a pulse applied to the Reset pin. (Re- 
fer to the section on Reset Procedure.) 

0011 — Finish Handshake: This command finishes $ 
handshake that was stopped because of a holdoff 
on RFD. (Refer to Auxiliary Register A.) 

0100 — Trigger: A “Group Execute Trigger” is forced 
by this command. It has the same effect as a GET 
command issued by the controller-in-charge of the 
GPIB, but does not cause a GET interrupt. 

0101, 1101 — Clear/Set rtl: These commands corre- 
spond to the local rtl message as defined by the 
IEEE-488. The 8291 A will go into local mode when a 
Set rtl Auxiliary Command is received if local lockout 
is not in effect. The 8291 A will exit local mode after 
receiving a Clear rtl Auxiliary Command if the 8291 A 
is addressed to listen. 

0110— Send EOI: The EOI line of the 8291 A may be 
asserted with this command. The command causes 
EOI to go true with the next byte transmitted. The 
EOI line is then cleared upon completion of the 
handshake for that byte. 

0111, 1111— Non Valid/Valid Secondary Address or 
Command (VSCMD): This command informs the 
8291 A that the secondary address received by the 
microprocessor was valid or invalid (0111 = invalid, 
1111 = valid). If Mode 3 addressing is used, the 
processor must field each extended address and re- 
spond to it, or the GPIB will hang up. Note that the 
COM3 bit is the invalid/valid flag. 

The valid (1111) command is also used to tell the 
8291 A to continue from the command-pass-through- 
state, or from RFD holdoff on GET, SDC or DCL. 

1000 — pon: This command puts the 8291 A into the 
pon (power on) state and holds it there. It is similar 
to a Chip Reset except none of the Auxiliary Mode 
Registers are cleared. In this state, the 8291 A does 
not participate in any bus activity. An Immediate Ex- 
ecute pon releases the 8291 A from the pon state 
and permits the device to participate in the bus activ- 
ity again. 
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0001, 1001 — Parallel Poll Flag (local “ist” message): 
This command sets (1001) or clears (0001) the par- 
allel poll flag. A “1” is sent over the assigned data 
line (PRR = Parallel Poll Response true) only if the 
parallel poll flag matches the sense bit from the Ipe 
local message (or indirectly from the PPE message). 
For a more complete description of the Parallel Poll 
features and procedures refer to the section on Par- 
allel Poll Protocol. 


INTERNAL COUNTER 

The internal counter determines the delay time al- 
lowed for the setting of data on the DIO lines. This 
delay time is defined as T-| in IEEE-488 and appears 
in the Source Handshake state diagram between the 
SDYS and STRS. As such, DAV is asserted Ti after 
the DIO lines are driven. Consequently , Ti is a ma- 
jor factor in determining the data transfer rate of the 
8291 A over the GPIB (T 1 = TWRDV2-TWRD1 5). 

When open-collector transceivers are used for con- 
nection to the GPIB, Ti is defined by IEEE-488 to be 
2 jus. By writing 0010DDDD into the Auxiliary Mode 
Register, the counter is preset to match a fc MHz 
clock input, where DDDD is the binary representa- 
tion of N f [1 ^N f ^ 8 , N f = (DDDD) 2 1. When N F = 
f c , a 2 fxs T-i delay will be generated before each 
DAV asserted. 


T 1 (JULS) = -r~ + tSYNC. 1 ^Np^8 
T c 

tSYNC is a synchronization error, greater than zero 
and smaller than the larger of T clock high and T 
clock low. (For a 50% duty cycle clock, tsyNC is l es s 
than half the clock cycle). 

If it is necessary that Ti be different from 2 jlis, N f 
may be set to a value other than fc- In this manner, 
data transfer rates may be programmed for a given 
system. In small systems, for example, where trans- 
fer rates exceeding GPIB specifications are re- 
quired, one may set N F <fc and decrease Ti. 

When tri-state transceivers are used, IEEE-488 al- 
lows a higher transfer rate (lower Ti). Use of the 
8291 A with such transceivers is enabled by setting 
B 2 in Auxilliary Register B. In this case, setting N F = 
f c causes a Ti delay of 2juls to be generated for the 
first byte transmitted — all subsequent bytes will have 
a delay of 500 ns. 


Np 

T*i (High Speed) /xs = — + t S YNC 
2fc 


Thus, the shortest Ti is achieved by setting N F = 1 
using an 8 MHz clock with a 50% duty cycle clock 
(tSYNC <63 ns ) ; 


Ti(HS) = 2 ><8 + °' 063 = 125 ns max - 


AUXILIARY REGISTER A 

Auxiliary Register A is a “hidden” 5-bit register 
which is used to enable some of the 8291 A features. 
Whenever a 100 A 4 A3A 2 AiAo byte is written into the 
Auxiliary Register, it is loaded with the data 
A4A3A2A1A0. Setting the respective bits to “1” en- 
ables the following features. 


A 0 — RFD Holdoff on all Data: If the 8291 A is listen- 
ing, RFD will not be sent true until the “finish hand- 
shake” auxiliary command is issued by the micro- 
processor. The holdoff will be in effect for each data 
byte. 

A!— RFD Holdoff on End: This feature enables the 
holdoff on EOI or EOS (if enabled). However, no 
hold-off will be in effect on any other data bytes. 



A2 — End on EOS Received: Whenever the byte in 
the Data In Register matches the byte in the EOS 
Register, the END interrupt bit will be set in the Inter- 
rupt Status 1 Register. 


A3 — Output EOI on EOS Sent: Any occurrence of 
data in the Data Out Register matching the EOS 
Register causes the EOI line to be sent true along 
with the data. 


A4 — EOS Binary Compare: Setting this bit causes 
the EOS Register to function as a full 8-bit word. 
When it is not set, the EOS Register is a 7-bit word 
(for ASCII characters). 

If Aq = Ai = 1, a special “continuous Acceptor 
Handshake cycling” mode is enabled. This mode 
should be used only in a controller system configura- 
tion, where both the 8291 A and the 8292 are used. It 
provides a continuous cycling through the Acceptor 
Handshake state diagram, requiring no local mes- 
sages from the microprocessor; the rdy local mes- 
sage is automatically generated when in ANRS. As 
such, the 8291 A Acceptor Handshake serves as the 
controller Acceptor Handshake. Thus, the controller 
cycles through the Acceptor Handshake without de- 
laying the data transfer in progress. When the tcs 
local message is executed, the 8291 A should be 
taken out of the “continuous AH cycling” mode, the 
GPIB will hang up in ANRS, and a Bl interrupt will be 
generated to indicate that control may be taken. A 
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simpler procedure may be used when a “tcs on end 
of block” is executed; the 8291 A may stay in “con- 
tinuous AH cycling”. Upon the end of a block (EOI or 
EOS received), a holdoff is generated, the GPIB 
hangs up in ANRS, and control may be taken. 

AUXILIARY REGISTER B 

Auxiliary Register B is a “hidden” 4-bit register 
which is used to enable some of the features of the 
8291 A. Whenever a 101 B4B3B2B-1B0 is written into 
the Auxiliary Mode Register, it is loaded with the 
data B 4 B 3 B2B-jBo. Setting the respective bits to “1” 
enables the following features: 

Bq— Enable Undefined Command Pass Through: 
This feature allows any commands not recognized 
by the 8291 A to be handled in software. If enabled, 
this feature will cause the 8291 A to holdoff the 
handshake when an undefined command is re- 
ceived. The microprocessor must then read the 
command from the Command Pass Through Regis- 
ter and send the VSCMD auxiliary command. Until 
the VSCMD command is sent, the handshake hold- 
off will be in effect. 

B-|— Send EOI in SPAS: This bit enables EOI to be 
sent with the status byte; EOI is sent true in Serial 
Poll Active State. Otherwise, EOI is sent false in 
SPAS. 

B2 — Enable High Speed Data Transfer: This feature 
may be enabled when tri-state external transceivers 
are used. The data transfer rate is limited by T-| de- 
lay time generated in the Source Handshake func- 
tion, which is defined according to the type of trans- 
ceivers used. When the “High Speed” feature is en- 
abled, Tj = 2 microseconds is generated for the 
first byte transmitted after each true to false tran- 
sition of ATN. For all subsequent bytes, Ti = 
500 ns. Refer to the Internal Counter section for an 
explanation of T-j duration as a function of B2 and of 
clock frequency. 

B 3 — Enable Active Low Interrupt: Setting this bit 
causes the polarity of the INT pin to be reversed, 
providing an output signal compatible with Intel’s 
MCS-48® Family. Interrupt registers are not affected 
by this bit. 

B 4 — Enable RFD Holdoff on GET or DEC: Setting 
this bit causes RFD to be held false until the 
“VSCMD” auxiliary command is written after GET, 
SDC, and DCL commands. This allows the device to 
hold off the bus until it has completed a clear or 
trigger similar to an unrecognized command. 


PARALLEL POLL PROTOCOL 

Writing a 01 1 USP3P2P1 into the Auxiliary Mode Reg- 
ister will enable (U = 0) or disable (U = 1) the 
8291 A for a parallel poll. When U = 0, this com- 
mand is the “Ipe” (local poll enable) local message 
as defined in IEEE-488. The “S” bit is the sense in 
which the 8291 A is enabled; only if the Parallel Poll 
Flag (“ist” local message) matches this bit will the 
Parallel Poll Response, PPRn, be sent true (Re- 
sponse = S + ist). The bits P3P2P1 specify which 
of the eight data lines PPRn will be sent over. Thus, 
once the 8291 A has been configured for Parallel 
Poll, whenever it senses both EOI and ATN true, it 
will automatically compare its PP flag with the sense 
bit and send PPRn true or false according to the 
comparison. 

If a PP2* implementation is desired, the “Ipe” and 
“ist” local messages are all that are needed. Typi- 
cally, the user will configure the 8291 A for Parallel 
Poll immediately after initialization. During normal 
operation the microprocessor will set or clear the 
Parallel Poll Flag (ist) according to the device’s need 
for service. Consequently the 8291 A will be set up to 
give the proper response to IDY (EOI • ATN) without 
directly involving the microprocessor. 

If a PP1 * implementation is desired, the undefined 
command features of the 8291 A must be used. In 
PP1, the 8291 A is indirectly configured for Parallel 
Poll by the active controller on the GPIB. The se- 
quence at the 8291 A being enabled or disabled re- 
motely is as follows: 

1. The PPC message is received and is loaded into 
the Command Pass Through Register as an unde- 
fined command. A CPT Interrupt is sent to the 
microprocessor; the handshake is automatically 
held off. 

2. The microprocessor reads the CPT Register and 
sends VSCMD to the 8291 A, releasing the hand- 
shake. 

3. Having recieved an undefined primary command, 
the 8291 A is set up to receive an undefined sec- 
ondary command (the PPE or PPD message). 
This message is also received into the CPT Reg- 
ister, the handshake is held off, and the CPT inter- 
rupt is generated. 

4. The microprocessor reads the PPE or PPD mes- 
sage, and writes the command into the Auxiliary 
Mode Register (bit 7 should be cleared first). Fi- 
nally, the microprocessor sends VSCMD and the 
handshake is released. 

NOTE: 

*As defined in IEEE Standard 488. 


3-16 



8291A 



End of Sequence (EOS) Register 


EC7 

EC6 

EC5 

EC4 

EC3 

EC2 

EC1 

ECO 


EOS REGISTER 


The EOS Register and its features offer an alterna- 
tive to the “Send EOI” auxiliary command. A seven 
or eight bit byte (ASCII or binary) may be placed in 
the register to flag the end of a block or read. The 
type of EOS byte to be used is selected in Auxiliary 
Register bit A 4 . 


2. Set the desired initial conditions by writing into the 
Interrupt Enable, Serial Poll Mode, Address Mode, 
Address 0/1, and EOS Registers. Auxiliary Regis- 
ters A and B, and the internal counter should also 
be initialized. 

3. Send the “immediate execute pon” auxiliary com- 
mand to release the initialization state. 

4. If a PP2 Parallel Poll implementation is to be used 
the “Ipe” local message may be sent, enabling 
the 8291 A for a Parallel Poll Response on an as- 
signed line. (Refer to the section on Parallel Poll 
Protocol.) 


If the 8291 A is a listener, and the “End on EOS 
Received” is enabled with bit A 2 , then an END inter- 
rupt is generated in the Interrupt Status 1 Register 
whenever the byte in the Data-In Register matches 
the byte in the EOS Register. 

If the 8291 A is a talker, and the “Output EOI on EOS 
Sent” is enabled with bit A 3 , then the EOI line is sent 
true with the next byte whenever the contents of the 
Data Out Register match the EOS register. 


Reset Procedure 

The 8291 A is reset to an initialization state either by 
a pulse applied to its Reset pin, or by a reset auxilia- 
ry command (02H written into the Auxiliary Com- 
mand Register). The following conditions are caused 
by a reset pulse (or local reset command): 

1. A “pon” local message as defined by IEEE-488 is 
held true until the initialization state is released. 

2. The Interrupt Status Registers are cleared (not In- 
terrupt Enable Registers). 

3. Auxiliary Registers A and B are cleared. 

4. The Serial Poll Mode Register is cleared. 

5. The Parallel Poll Flag is cleared. 

6. The EOI bit in the Address Status Register is 
cleared. 

7. Np in the Internal Counter is set to 8 MHz. This 
setting causes the longest possible T-j delay to be 
generated in the Source Handshake (16 jus for 1 
MHz clock). 

8. The rdy local message is sent. 

The initialization state is released by an “imme- 
diate execute pon” command (00H written into the 
Auxiliary Command Register). 

The suggested initialization sequence is: 

1 . Apply a reset pulse or send the reset auxiliary 
command. 


Using DMA 


The 8291 A may be connected to the Intel® 8237 or 
8257 DMA Controllers or the 8089 I/O Processor for 
DMA operation. The 8237 will be used to refer to any 
DMA controller. The DREQ pin of the 8291 A re- 
quests a DMA byte transfer from the 8237. It is set 
by BO or Bl flip flops, enabled by the DMAO and 
DMAI bits in the Interrupt Enable 2 Register. (After 
reading , the INTI register BO and Bl interrupts will 
be cleared but not BO and Bl in DREQ equation.) 



The DACK pin is driven by the 8237 in response to 
the DMA request. When DACK is true (active low) it 
sets CS = RSO = RSI = RS2 = 0 such that the 
RD and WR signals sent by the 8237 refer to the 
Data In and Data Ou t Regis t ers. Also, the DMA re- 
quest line is reset by DACK (RD + WR). 

DMA input sequence: 

1. A data byte is accepted from the GPIB by the 
8291 A. 

2. A Bl interrupt is generated and DREQ is set. 

3. DACK and RD are driven by the 8237, the con- 
tents of the Data In Register are transferred to the 
system bus, and DREQ is reset. 

4. The 8291 A sends RFD true on the GPIB and pro- 
ceeds with the Acceptor Handshake protocol. 

DMA output sequence: 

1 . A BO interrupt is generated (indicating that a byte 
should be output) and DREQ is asserted. 

2. DACK and WR are driven by the 8237, a byte is 
transferred from the MCS bus into the Data Out 
Register, and DREQ is reset. 

3. The 8291 A sends DAV true on the GPIB and pro- 
ceeds with the Source Handshake protocol. 


It should be noted that each time the device is ad- 
dressed (MTA + MLA + ton + Ion), the Address 
Status Register should be read, and the 8237 should 
be initialized accordingly. (Refer to the 8237 or 8257 
Data Sheets.) 
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0 register. All relevant interrupt status bits must be 
enabled during initialization for them to affect the 
INT status bit. The following flow chart illustrates the 
recommended polling algorithm. 



Polling the 8291 A 

If polling is used to determine the 8291 A’s service 
needs, the CPU must poll the INT bit in the address 
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APPLICATION BRIEF 


System Configuration 

MICROPROCESSOR BUS CONNECTION 

The 8291 A is 8048/49, 8051, 8080/85, and 
8086/88 compatible. The three address pins (RSq, 
RS-j, and RS 2 ) should be connected to the non-mul- 
tiplexed address bus (for example: Aq, Ag, A-iq). In 
case of 8080, any address lines may be used. If the 


three lowest address bits are used (Aq, Ai, A 2 ), then 
they must be demultiplexed first. 

EXTERNAL TRANSCEIVERS CONNECTION 

The 8293 GPIB Transceiver interfaces the 8291 A 
directly to the IEEE-488 bus. The 8291 A and two 
8293’s can be configured as a talker/listener (see 
Figure 6) or with the 8292 as a talker/listener/ con- 
troller (see Figure 7). Absolutely no active or passive 
external components are required to comply with the 
complete IEEE-488 electrical specification. 



Figure 6. 8291 A and 8293 System Configuration 
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Figure 7. 8291 A, 8292, and 8293 System Configuration 
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Start-Up Procedures 

The following section describes the steps needed to 
initialize a typical 8291 A system implementing a talk- 
er/listener interface and an 8291 A/8292 system im- 
plementing a talker/listener/controller interface. 

TALKER/LISTENER SYSTEM 

Assume a general system configuration with the fol- 
lowing features: (i) Polled system interface; (ii) Mode 
1 addressing; (iii) same address for talker and listen- 
er; (iv) ASCII carriage return as the end-of-sequence 
(EOS) character; (v) EOI sent true with the last byte; 
and, (vi) 8 MHz clock. 

Initialization. Initialization is accomplished with the 
following steps: 

1 . Pulse the RESET input or write 02H to the Auxilia- 
ry Mode Register. 

2. Write 00H to the Interrupt Enable Registers 1 and 
2. This disables interrupt and DMA. 

3. Write 01 H to the Address Mode Register to select 
Mode 1 addressing. 

4. Write 28H to the Auxiliary Mode Register. This 
loads 8H to the Auxiliary Register A matching the 
8 MHz clock input to the internal T1 delay counter 
to generate the delay meeting the IEEE spec. 

5. Write the talker/listener address to the Address 
0/1 register. The three most significant bits are 
zero. 

6. Write an ASCII carriage return (ODH) to the EOS 
register. 

7. Writ e 84H to the Auxiliary Mode Register to allow 
EOI to be sent true when the EOS character is 
sent. 

8. Write 00H to the Auxiliary Mode Register. This 
writes the “Immediate Execute pon” message 
and takes the 8291 A from the initialization state 
into the idle state. The 8291 A will remain idle until 
the controller initiates some activity by driving 
ATN true. 

Communication. The local CPU now polls the 
8291 A to determine which controller command has 
been received. 

The controller addresses the 8291 A by driving ATN, 
placing MLA (My Listen Address) on the bus and 
driving DAV. If the lower five bits of the MLA mes- 
sage match the address programmed into the Ad- 
dress 0/1 register, the 8291 A is addressed to listen. 
It would be addressed to talk if the controller sent 
the MTA message instead of MLA. 


The ADSC bit in the Interrupt Status 2 Register indi- 
cates that the 8291 A has been addressed or unad- 
dressed. The TA and LA bits in the Address Status 
Register indicate whether the 8291 A is talker (TA = 
1), listener (LA = 1), both (TA = LA = 1) or unad- 
dressed (TA = LA = 0). 

If the 8291 A is addressed to listen, the local CPU 
can read the Data-In Register whenever the Bl (Byte 
In) interrupt occurs in the Interrupt Status 1 Register. 
If the END bit in the same register is also set, either 
EOI or a data byte matching the pattern in the EOS 
register has been received. 

In the talker mode, the CPU writes data into the 
Byte-Out Register on BO (Byte Out) true. 


TALKER/LISTENER/CONTROLLER SYSTEM 

Combined with the Intel 8292, the 8291 A executes a 
complete IEEE-488-1978 controller function. The 
8291 A talks a nd liste ns vi a the data and handshake 
lines (NRFD, NDAC and DAV). The 8292 co ntrols 
four of th e five bus management lines (IFC, SRQ, 
ATN and REN). EOI, the fifth line, is shared. The 
8291 A drives and receives EOI when EOI is use d as 
an end-of -bloc k indicator. The 8292 drives EOI 
along with ATN during a parallel poll command. 

Once again, assume a general system configuration 
with the following features: (i) Polled system inter- 
face; (ii) 8292 as the system controller and control- 
ler-in-charge; (iii) A SCII carriage return (ODH) as the 
EOS identifier; (iv) EOI sent with the last character; 
and, (v) an external buffer (8282) used to monitor 
the TCI line. 

Initialization. In order to send a co mmand across 
the GPIB, the 8292 has to drive ATN, and the 8291 A 
has to drive the data lines. Both devices therefore 
need initialization. 

To initialize the 8292: 

1. Pulse the RESET input. The 8292 will initially drive 
all outputs high. TCI, SPI, OBFI, IBFI and CLTH 
will then go low. The Interrupt Status, Interrupt 
Mask, Error Flag, Error Mask and Timeout regis- 
ters will be cleared. The interrupt counter will be 
disabled and loaded with 255. The 8292 will then 
monitor the status of the SYC pin. If high, the 
8292 will pulse IFC true for at least 100 jus in 
compliance with the IEEE-488-19 78 st andard. It 
will then take cbntrol by asserting ATN. 

To initialize the 8291 A, the following is necessary: 

1 . Write 00H to Interrupt Enable registers 1 and 2. 
This disables interrupt and DMA. 
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2. With the 8292 as the controller-in-charge, it is im- 
possible to address the 8292 via the GPIB. There- 
fore, the ton or Ion modes of the 8291 A must be 
used. To send commands, set the 8291 A in the 
ton mode by writing 80H to the Address Mode 
Register. 

3. Write 26H to the Auxiliary Mode Register to match 
the T1 data settling time to the 6 MHz clock input. 

4. Write an ASCII carriage return (ODH) to the EOS 
Register. 

5. Write 84H to the Auxiliary Mode Register in order 
to enable “Output EOI on EOS sent” and thus 
send EOI with the last character. 

6. Write 00H— Immediate Execute pon— to the Aux- 
iliary Mode Register to put the 8291 A in the idle 
state. 

Communication. Since the 8291 A is in the ton 
mode, a BO interrupt is generated as soon as the 
immediate Execute pon command is written. The 
CPU writes the command into the Data Out Regis- 
ter, and repeats it on BO becom ing true for as many 
commands as necessary. ATN remains continuously 


true unless the GTSB (Go To Standby) command is 
sent to the 8292. 

ATN has to be false in order to send data rather than 
commands from the controller. To do this, the fol- 
lowing steps are needed: 

1. Enable the TCI interrupt if not already enabled. 

2. Wait for IBF (Input Buffer Full) in the 8292 Inter- 
rupt Status Register to be reset. 

3. Write the GTSB (F6H) command to the 8292 
Command Field Register. 

4. Read the 8282 and wait for TCI to be true. 

5. Write the ton (80H) and pon (00H) command to 
the 8291 A Address Mode Register and Auxiliary 
Mode Registers respectively. 

6. Wait for the BO interrupt to be set in the 8291 A. 

7. Write the data to the 8291 A Data-Out Register. 

Identically, the user could command the controller to 
listen rather than talk. To do that, write Ion (40H) 
instead of ton into the Address Mode Register. Then 
wait for Bl rather than BO to go true. Read the data 
Register. 
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ABSOLUTE MAXIMUM RATINGS 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65°C to + 1 50°C 

Voltage on Any Pin 

With Respect to Ground -0.5V to + 7V 

Power Dissipation 0.65 Watts 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the Absolute 
Maximum Ratings ” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions ” is not recommended and ex- 
tended exposure beyond the “ Operating Conditions " 
may affect device reliability. 


D.C. CHARACTERISTICS Vcc = 5V ± 1 0%, T A = 0°C to 70°C (Commercial) 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

V| L 

Input Low Voltage 

-0.5 

0.8 

V 


V| H 

Input High Voltage 

2 

V CC + 0.5 

V 


VOL 

Output Low Voltage 


0.45 

V 

Iql = 2 mA (4 mA forTRI pin) 

VoH 

Output High Voltage 

2.4 


V 

Iqh = _ 400 jliA ( - 1 50 juA for SRQ pin) 

V OH-INT 

Interrupt Output High Voltage 

2.4 


V 

Ioh = — 400 fxA 



3.5 


V 

Iqh = -50 jllA 

l|L 

Input Leakage 


10 

jliA 

V|n = 0V to Vqc 

lOFL 

Output Leakage Current 


±10 

jwA 

VoUT = 0.45V, Vcc 

•cc 

Vcc Supply Current 


120 

mA 

Ta = 0°C 


A.C. CHARACTERISTICS V cc = 5V ±10%, T A = 0°C to 70°C (Commercial) 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

Ur 

Address Stable Before READ 

0 


ns 


Ira 

Address Hold After READ 

0 


ns 


*RR 

READ Width 

140 


ns 


Ud 

Address Stable to Data Valid 


250 

ns 


tRD 

READ to Data Valid 


100 

ns 


tRDF 

Data Float After READ 

0 

60 

ns 


*AW 

Address Stable Before WRITE 

0 


ns 


tWA 

Address Hold After WRITE 

0 




t W w 

WRITE Width 

170 


ns 


^DW 

Data Set Up Time to the Trailing 
Edge of WRITE 

130 


ns 


tWD 

Data Hold Time After WRITE 

0 


ns 


^DKDR4 

RDl orWRi toDREQi 


130 

ns 


tDKDA6 

RD X to Valid Data (D 0 -D 7 ) 


200 

ns 

DACK i to RD X 0 ^ t ^ 50 ns 
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A.C. TIMING MEASUREMENT POINTS AND LOAD CONDITIONS 


INPUT/OUTPUT 



205248-10 

A.C. Testing: Inputs are driven at 2.4V for a Logic “1” and 0.45V 
for a Logic “0”. Timing measurements are made at 2.0V for a 
Logic “1” and 0.8V for a Logic “0”. 
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GPIB TIMINGS^) 


Symbol 

Parameter 

Max 

Units 

Test Conditions 

TEOT13(2) 

EOT! toTRI t 

135 

ns 

PPSS, ATN = 0.45V 

TEOD16 

EOT! to DIO Valid 

155 

ns 

PPSS, ATN = 0.45V 

TEOT12 

EOT! toTRI ! 

155 

ns 

PPSS, ATN = 0.45V 

TATND4 

ATN ! to NDAC ! 

155 

ns 

TACS, AIDS 

TATT14 

aTn ! to TR1 ! 

155 

ns 

TACS, AIDS 

TATT24 

ATN ! to TR2 ! 

155 

ns 

TACS, AIDS 

TDVND3-C 

DAV! to NDAC T 

650 

ns 

AH, CACS 

TNDDV1 

NDACT to DAV T 

350 

ns 

SH, STRS 

TNRDR1 

NRFD T to DREQ t 

400 

ns 

SH 

TDVDR3 

DAV! to DREQ T 

600 

ns 

AH, LACS, ATN = 2.4V 

TDVND2-C 

DAVT to NDAC! 

350 

ns 

AH, LACS 

TDVNR1-C 

DAVT to NRFD T 

350 

ns 

AH, LACS, rdy = True 


RD ! to NRFD T 

500 

ns 

AH, LACS 

TWRD15 

WRT to DiO Valid 

280 

ns 

SH, TACS, RS = 0.4V 

TWRE05 

WRT to EOT Valid 

350 

ns 

SH, TACS 

TWRDV2 

WRT to DAV! 

830 + tsYNC 

i 

ns 

High Speed Transfers Enabled, 
Nf = fc» tSYNC = y 2 «fc 


NOTES: 

1. All GPIB timings are at the pins of the 8291 A. 

2. The last number in the symbol for any GPIB timing parameter is chosen according to the transition directions of the 
reference signals. The following table describes the numbering scheme. 


t to t 

1 

t to ! 

2 

! to t 

3 

4 to 4 

4 

T to VALID 

5 

4 to VALID 

6 
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APPENDIX A 


MODIFIED STATE DIAGRAMS 

Figure A-1 presents the interface function state dia- 
grams. It is derived from IEEE Std. state diagrams, 
with the following changes: 

A. The 8291 A supports the complete set of IEEE- 
488 interface functions except for the controller. 
These include: SHI, AH1, T5, TE5, L3, LE3, SRI, 
RL1, PP1, DC1, DTI, and CO. 

B. Addressing modes included in T, L state dia- 
grams. 

Note that in Mode 3, MSA, OSA are generated only 
after secondary address validity check by the micro- 
processor (APT interrupt). 

C. In these modified state diagrams, the IEEE-488- 
1978 convention of negative (low true) logic is 
followed. This should not be confused with the 
Intel pin- and signal-naming convention based on 
positive logic. Thus, while the state diagrams be- 
low carry low true logic, the signals described 
elsewhere in this data sheet are consistent with 
Intel notation and are based on positive logic. 


Level 

Logic 

Convention 

IEEE-488 

Intel 

0 

T 

DAV 

DAV 

1 

F 

DAV 

DAV 

0 

T 

NDAC 

NDAC 

1 

F 

NDAC 

NDAC 

0 

T 

NRFD 

NRFD 

1 

F 

NRFD 

NRFD 


Consider the condition when the Not-Ready-For- 
Data signal (pin 37) is active. I ntel ind icates this ac- 
tive low signal with the symbol NRFD (Vqut ^ v OL 
for AH; V| N ^ V iL for SH). The IEEE-488-1978 Stan- 
dard, in its state diagrams, indicates the active state 
of this signal (True condition) with NRFD. 

D. All remote multiline messages decoded are con- 
ditioned by ACDS. The multiplication by ACDS is 
not drawn to simplify the diagrams. 

E. The symbol 
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indicates: 

1 . When event X occurs, the function returns to 
state S. 

2. X overrides any other transition condition in the 
function. 

Statement 2 simplifies the diagram, avoiding the ex- 
plicit use of X to condition all transitions from S to 
other states. 



FI =tacs + SPAS 




SH 


I 

I 


205248-13 


Figure A-1. 8291 A State Diagrams 
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TdELAY* • DAV 


F2 = ATN + LACS + LADS 

F3 = ATN + rd y 

T3' = T3 • CPT • APT 


ton + MTA • MODE 1 
+ MSA • TP AS • MODE 1 


•THIS TRANSITION WILL NEVER 
OCCUR UNDER NORMAL OPERATION 

f T D ELAY IS ABOUT 300 NS 
FOR DEBOUNCING DAV. 


END IF (EOI + EOS) RECEIVED 


ATN (WITHIN t 2 ) 


IFC 

(WITHIN t 4 ) 


ATN 
(WITHIN t 2 ) 


F4 = OTA + (OSA • TPAS + MSA • LPAS) • 
MODE 1 + MLA • MODE 1 


DAB AVAILABLE TO SH 


EOI IF DAB = EOS 
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Figure A-1. 8291 A State Diagrams (Continued) 
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Ion + MSA* LPAS • 
MODE 1 + MLA • MODE 1 


IFC (WITHIN t 4 ) 


UNL + MSA* TPAS* 
MODE 1 + MTA • MODE 1 


ATN 

(WITHIN t 2 ) 


ATN 

(WITHIN t 2 ) 



Figure A-1. 8291 A State Diagrams (Continued) 







Figure A-1. 8291 A State Diagrams (Continued) 
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APPENDIX B 


Table B-1. IEEE 488 Time Values 


Time Value 
IdentifierO) 

Function (Applies to) 

Description 

Value 

Tl 

SH 

Settling Time for Multiline Messages 

S 2 fxs(2) 

*2 

LC, 1C, SH, AH, T, L 

Response to ATN 

^ 200 ns 

t 3 

AH 

Interface Message Accept Time( 3 ) 

> 0(4) 

U 

T, TE, L, LE, C, CE 

Response to IFC or REN False 

< 100 jus 

*5 

PP 

Response to ATN + EOI 

^ 200 ns 

t 6 

C 

Parallel Poll Execution Time 

^ 2 jus 

T 7 

C 

Controller Delay to Allow Current Talker 
to see ATN Message 

^ 500 ns 

t 8 

C 

Length of IFC or REN False 

> 1 00 jXS 

Tg 

C 

Delay for EOI(5) 

^ 1.5jas(6) 


NOTES: 

1. Time values specified by a lower case t indicate the maximum time allowed to make a state transition. Time values 
specified by an upper case T indicate t he m i nimum time that a function must remain in a state before exiting. 

2. If three-state drivers are used on the DIO, DAV, and EOI lines, T-j may be: 

1. ^1 100 ns. 

2. Or ^ 700 ns if it is known that within the controller ATN is driven by a three-state driver. 

3. Or ^ 500 ns for all subsequent bytes following the first sent after each false transition of ATN (the first byte must be sent 
in accordance with (1) or (2). 

4. Or ^ 350 ns for all subsequent bytes following the first sent after each false transition of ATN under conditions specified 
in Section 5.2.3 and warning note. See IEEE Standard 488. 

3. Time required for interface functions to accept, not necessarily respond to interface messages. 

4. Implementation de pen d ent. 

5. Delay required for EOI, NDAC, and NRFD signal lines to indicate valid states. 

6. ^ 600 ns for three-state drivers. 
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THE THREE-WIRE HANDSHAKE 
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Intel" 

8292 

GPIB CONTROLLER 


■ Complete IEEE Standard 488 Controller 
Function 

■ Interface Clear (IFC) Sending Capability 
Allows Seizure of Bus Control and/or 
Initialization of the Bus 

■ Responds to Service Requests (SRQ) 

■ Sends Remote Enable (REN), Allowing 
Instruments to Switch to Remote 
Control 


■ Complete Implementation of Transfer 
Control Protocol 

■ Synchronous Control Seizure Prevents 
the Destruction of Any Data 
Transmission in Progress 

■ Connects with the 8291 to Form a 
Complete IEEE Standard 488 Interface 
Talker/Listener/Controller 


The 8292 GPIB Controller is a microprocessor-controlled chip designed to function with the 8291 GPIB Talk- 
er/Listener to implement the full IEEE Standard 488 controller function, including transfer control protocol. 
The 8292 is a preprogrammed Intel® 8041 A. 
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Figure 1. 8291, 8292 Block Diagram 
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38 
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REN 

RESET E 
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VccE 
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36 
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IBFl 
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6 

35 
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OBFI 

GND E 

7 

34 

□ 

EOF 

KB E 

B 

33 

□ 

SPI 

Ao E 

9 

32 

□ 

TCI 

WR E 

8292 

10 

31 

□ 

cic 

SYNC E 

11 

30 

□ 

NC 

Do E 

12 

29 

□ 

ATNO 
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13 

28 
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NC 

D2 E 

14 

27 

□ 

CLTH 

03 E 

15 

26 
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Vcc 

04 E 

16 

25 

□ 

NC 

05 E 

17 
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06 E 

18 
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20 
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Figure 2. Pin Configuration 
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Table 1. Pin Description 


Symbol 

Pin 

Number 

Type 

Name and Function 


1 

■ 

IFC RECEIVED (LATCHED): The 8292 monitors the IFC Line (when not 
system controller) through this pin. 

Xi,X 2 

2,3 

1 

CRYSTAL INPUTS: Inputs for a crystal, LC or an external timing signal to 
determine the internal oscillator frequency. 

RESET 

4 

1 

RESET: Used to initialize the chip to a known state during power on. 

CS 

6 

1 

CHIP SELECT INPUT: Used to select the 8292 from other devices on the 
common data bus. 

RD 

8 

1 

READ ENABLE: Allows the master CPU to read from the 8292. 


9 

■ 

ADDRESS LINE: Used to select between the data bus and the status 
register during read operations and to distinguish between data and 
commands written into the 8292 during write operations. 

WR 

10 

1 

WRITE ENABLE: Allows the master CPU to write to the 8292. 

SYNC 

11 

0 

SYNC: 8041 A instruction cycle synchronization signal; it is an output 
clock with a frequency of XTAL 1 5. 


12-19 

I/O 

DATA: 8 bidirectional lines used for communication between the central 
processor and the 8292’s data bus buffers and status register. 

Vss 

7,20 

P.S. 

GROUND: Circuit ground potential. 

SRQ 

21 

1 

SERVICE REQUEST: One of the IEEE control lines. Sampled by the 
8292 when it is controller in charge. If true, SPI interrupt to the master will 
be generated. 

ATNI 

22 

1 

ATTENTION IN: Used by the 8292 to monitor the GPIBATN control line. 
If is used during the transfer control procedure. 

IFC 

23 

I/O 

INTERFACE CLEAR: One of the GPIB management lines, as defined by 
IEEE Std. 488-1 978, places all devices in a known quiescent state. 

SYC 

24 

1 

SYSTEM CONTROLLER: Monitors the system controller switch. 

CLTH 

27 

0 

CLEAR LATCH: Used to clear the IFCR latch after being recognized by 
the 8292. Usually low (except after hardware Reset), it will be pulsed high 
when IFCR is recognized by the 8292. 

ATNO 

29 

0 

ATTENTION OUT: Controls the ATN control line of the bus through 
external logic for tcs and tea procedures. (ATN is a GPIB control line, as 
defined by IEEE Std. 488-1 978.) 

V CC 

5, 26, 40 

P.S. 

VOLTAGE: + 5V supply input ± 1 0%. 

COUNT 

39 

1 

EVENT COUNT: When enabled by the proper command the internal 
counter will count external events through this pin. High to low transition 
will increment the internal counter by one. The pin is sampled once per 
three internal instruction cycles (7.5 /nsec sample period when using 5 
MHz XTAL). It can be used for byte counting when connected to NDAC, 
or for block counting when connected to the EOI. 

REN 

38 

0 

REMOTE ENABLE: The Remote Enable bus signal selects remote or 
local control of the device on the bus. A GPIB bus signal selects remote 
or local control of the device on the bus. A GPIB bus management line, 
as defined by IEEE Std. 488-1 978. 
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Table 1. Pin Description (Continued) 


Symbol 

Pin 

No. 

Type 

Name and Function 

DAV 

37 

I/O 

DATA VALID: Used during parallel poll to force the 8291 to accept the 
parallel poll status bit. It is also used during the tcs procedure. 

TbfT 

36 

0 

INPUT BUFFER NOT FULL: Used to interrupt the central processor 
while the input buffer of the 8292 is empty. This feature is enabled and 
disabled by the interrupt mask register. 

OBFI 

36 

0 

OUTPUT BUFFER FULL: Used as an interrupt to the central processor 
while the output buffer of the 8292 is full. The feature can be enabled and 
disabled by the interrupt mask register. 

E012 

34 

I/O 

END OR IDENTIFY: One of the GPIB management lines, as defined by 
IEEE Std. 488-1978. Used with ATN as Identify Message during parallel 
poll. 

SPI 

33 

0 

SPECIAL INTERRUPT: Used as an interrupt on events not initiated by 
the central processor. 

TCI 

32 

0 

TASK COMPLETE INTERRUPT: Interrupt to the control processor used 
to indicate that the task requested was completed by the 8292 and the 
information requested is ready in the data bus buffer. 

CIC 

31 

0 

CONTROLLER IN CHARGE: Controls the S/R input of the SRQ bus 
transceiver. It can also be used to indicate that the 8292 is in charge of 
the GPIB bus. 


FUNCTIONAL DESCRIPTION 

The 8292 is an Intel 8041 A which has been pro- 
grammed as a GPIB Controller Interface element. It 
is used with the 8291 GPIB Talker/ Listener and two 
8293 GPIB Transceivers to form a complete IEEE- 
488 Bus Interface for a microprocessor. The electri- 
cal interface is performed by the transceivers, data 
transfer is done by the talker/listener, and control of 
the bus is done by the 8292. Figure 3 is a typical 
controller interface using Intel’s GPIB peripherals. 



Figure 3. Talker/Listener/Controller 
Configuration 
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The internal RAM in the 8041 A is used as a special 
purpose register bank for the 8292. Most of these 
registers (except for the interrupt flag) can be ac- 
cessed through commands to the 8292. Table 2 
identifies the registers used by the 8292 and how 
they are accessed. 


Interrupt Status Register 


SYC 

ERR 

SRQ 

EV 

A 

IFCR 

IBF 

OBF 


D 7 D 0 


The 8292 can be configured to interrupt the micro- 
processor on one of several conditions. Upon re- 
ceipt of the interrupt the microprocessor must read 
the 8292 interrupt status register to determine which 
event caused the interrupt, and then the appropriate 
subroutine can be performed. The interrupt status 
register is read with Aq high. With the exception of 
OBF and IBF, these interrupts are enabled or dis- 
abled by the SPI interrupt mask. OBF and IBF hav e 
their own bits in the interrupt mask (OBFI and IBFI). 

OBF Output Buffer Full. A byte is waiting to be read 
by the microprocessor. This flag is cleared 
when the output data bus buffer is read. 

IBF Input Buffer Full. The byte previously written 
by the microprocessor has not been read yet 
by the 8292. If another byte is written to the 
8292 before this flag clears, data will be lost. 
IBF is cleared when the 8292 reads the data 
byte. 

IFCR Interface Clear Received. The GPIB system 
controller has set IFC. The 8292 has become 
idle and is no longer is charge of the bus. The 
flag is cleared when the IACK command is 
issued. 


EV Event Counter Interrupt. The requested num- 
ber of blocks of data byte has been trans- 
ferred. The EV interrupt flag is cleared by the 
IACK command. 

SRQ Service Request. Notified the 8292 that a 
service request (SRQ) message has been re- 
ceived. It is cleared by the IACK command. 

ERR Error occurred. The type of error can be de- 
termined by reading the error status register. 
This interrupt flag is cleared by the IACK com- 
mand. 

SYC System Controller Switch Change. Notifies 
the processor that the state of the system 
controller switch has changed. The actual 
state is contained in the GPIB Status Regis- 
ter. This flag is cleared by the IACK com- 
mand. 


Interrupt Mask Register 


1 

SPI 

TCI 

SYC 

OBFI 

IBFI 

a 

SRQ 


D 7 D 0 


The Interrupt Mask Register is used to enable fea- 
tures and to mask the SPI and TCI interrupts. The 
flags in the Interrupt Status Register will be active 
even when masked out. The Interrupt Mask Register 
is written when Aq is low and reset by the RINM 
command. When the register is read, D-| and D 7 are 
undefined. An interrupt is enabled by setting the cor- 
responding register bit. 

SRQ Enable interrupts on SRQ received. 

IBFI Enable interrupts on input buffer empty. 

OBFI Enable interrupts on output buffer full. 


Table 2. 8292 Registers 


READ FROM 8292 

INTERRUPT STATUS A 0 


SYC | 

ERR 

SRQ | EV | X | IFCR 

IBF 

OBF | 1 

d 7 


ERROR FLAG 


Do 

x_L 

X 

user| x | x |tout 3 |tout 2 |tout 1 |o* 

CONTROLLER STATUS 

CSBS | 

CA 

X I X I SYCS I IFC 

REN 

SRQ |o* 

GPIB (BUS) STATUS 

REN | 

DAV 

EOI | X | SYC | IFC 

ANTI 

SRQ |o* 

EVENT COUNTER STATUS 

0 1 

D 

D | D | D | D 

D 

D |o* 

TIME OUT STATUS 

D 1 

D 

D | D | D | D 

D 

D |o* 


WRITE TO 8292 

INTERRUPT MASK A 0 


1 1 | SPI | TCI | 

SYC | OBFI | 

IBFI | 

0 

SRQ | 

d 7 

ERROR MASK 



Do 

| 0 | 0 | USER 

0 1 0 

|tout 3 |tout2|tout-i | 

COMMAND FIELD 

1 i 1 i 1 i 

OP | c 

1 c 

c 

1 C 1 

EVENT COUNTER 

1 D 1 D 1 D 

| D 1 D 

1 D 

1 D 

1 D 1 

TIME OUT 

| D | D | D 

| D | D 

L £_ 

1 D 

LeJ 


NOTE: These registers are accessed by a special utility 
command, see page 7 . 
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SYC Enable interrupts on a change in the system 
controller switch. 

TCI Enable interrupts on the task completed. 

SPI Enable interrupts on special events. 


on pin 39 of the 8292 (COUNT). It can be connected 
to EOI or NDAC to count blocks or bytes respective- 
ly during standby state. A count of zero equals 256. 
This register cannot be read, and is written using the 
WEVC command. 


NOTE: 

The event counter is enabled by the GSEC com- 
mand, the error interrupt is enabled by the error 
mask register, and IFC cannot be masked (it will al- 
ways cause an interrupt). 


Controller Status Register 


CSBS 

CA 

X 

X 

SYCS 

IFC 

REN 

SRQ 


D7 D 0 


Event Counter Status Register 


D 7 

d 6 

d 5 

d 4 

d 3 

d 2 

Di 

Do 


This register contains the current value in the event 
counter. The event counter counts back from the 
initial value stored in the Event Counter Register to 
zero and then generates an Event Counter Interrupt. 
This register cannot be written and can be read us- 
ing a REVC command. 


The Controller Status Register is used to determine 
the status of the controller function. This register is 
accessed by the RCST command. 

SRQ Service Request line active (CSRS). 

REN Sending Remote Enable. 

IFC Sending or receiving interface clear. 

SYCS System Controller Switch Status (SACS). 

CA Controller Active (CACS + CAWS + 
CSWS). 

CSBS Controller Stand-by State (CSBS, CA) = 
(0,0) — Controller Idle. 


Time Out Register 


Dr 

D 6 

d 5 

d 4 

d 3 

d 2 

Di 

Do 


The Time Out Register is used to store the time 
used for the time out error function. See the individu- 
al timeouts (TOUT1, 2, 3) to determine the units of 
this counter. This Time Out Register cannot be read, 
and it is written with the WTOUT command. 


Time Out Status Register 


Dr 

d 6 

d 5 

- D 4 

d 3 

d 2 

Di 

Do 


GPIB Bus Status Register 


REN 

DAV 

EOI 

X 

SYC 

IFC 

ATNI 

SRQ 


d 7 d 0 


This register contains GPIB bus status information. It 
can be used by the microprocessor to monitor and 
manage the bus. The GPIB Bus Register can be 
read using the RBST command. 


This register contains the current value in the time 
out counter. The time out counter decrements from 
the original value stored in the Time Out Register. 
When zero is reached, the appropriate error interrupt 
is generated. If the register is read while none of the 
time out functions are active, the register will contain 
the last value reached the last time a function was 
active. The Time Out Status Register cannot be writ- 
ten, and it is read with RTOUT command. 


Each of these status bits reflect the current status of 
the corresponding pin on the 8292. 

SRQ Service Request 

ATNI Attention In 

IFC Interface Clear 

SYC System Controller Switch 

EOI End or Identify 

DAV Data Valid 

REN Remote Enable 


Event Counter Register 


Dr 

d 6 

d 5 

d 4 

d 3 

d 2 

Di 

Do 


The Event Counter Register contains the initial value 
for the event counter. The counter can count pulses 


Error Flag Register 


0 

0 

USER 

X 

X 

TOUT 3 

TOUT 2 

TOUT! 


Four errors are flagged by the 8292 with a bit in the 
Error Flag Register. Each of these errors can be 
masked by the Error Mask Register. The Error Flag 
Register cannot be written, and it is read by the 
IACK command when the error flag in the Interrupt 
Status Register is set. 

TOUT1 Time Out Error 1 occurs when the current 
controller has not stopped sending ATN af- 
ter receiving the TCT message for the time 
period specified by the Time Out Register. 
Each count in the Time Out Register is at 
least 1800 toy. After flagging the error, the 
8292 will remain in a loop trying to take con- 
trol until the current controller stops send- 
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ing ATN or a new command is written by 
the microprocessor. If a new command is 
written, the 8292 will return to the loop after 
executing it. 

TOUT2 Time Out Error 2 occurs when the transmis- 
sion between the addressed talker and lis- 
tener has not started for the time period 
specified by the Time Out Register. Each 
count in the Time Out Register is at least 45 
tcY- This feature is only enabled when the 
controller is in the CSBS state. 

TOUT3 Time Out Error 3 occurs when the hand- 
shake signals are stuck and the 8292 is not 
succeeding in taking control synchronously 
for the time period specified by the Time 
Out Register. Each count in the Time Out 
Register is at least 1 800 tpy- The 8292 will 
continue checking ATNI until it becomes 
true or a new commnand is received. After 
performing th e new command, the 8292 will 
return to the ATNI checking loop. 

USER User error occurs when request to assert 
IFC or REN was received and the 8292 was 
not the system controller. 


Error Mask Register 


H 

0 

USER 

0 

0 

TOUT 3 

TOUT 2 

TOUTi 


□ 7 D 0 


The Error Mask Register is used to mask the inter- 
rupt from a particular type of error. Each type of error 
interrupt is enabled by setting the corresponding bit 
in the Error Mask Register. This register can be read 
with the RERM command and written with Aq low. 


Command Register 


1 

1 

1 

OP 

c 

c 

c 

c 


D 7 D 0 


Commands are performed by the 8292 whenever a 
byte is written with Aq high. There are two categories 
of commands distinguished by the OP bit (bit 4). The 
first category is the operation command (OP = 1). 
These commands initiate some action on the inter- 
face bus. The second category is the utility com- 
mand (OP = 0). These commands are used to aid 
the communication between the processor and the 
8292. 


OPERATION COMMANDS 

Operation commands initiate some action on the 
GPIB interface bus. It is using these commands that 
the control functions such as polling, taking and 
passing control, and system controller functions are 
performed. 


F0 — SPCNI— Stop Counter Interrupts 

This command disables the internal counter inter- 
rupt so that the 8292 will stop interrupting the master 
on event counter underflows. However, the counter 
will continue counting and its contents can still be 
used. 

FI— GIDL— Go To Idle 

This command is used during the transfer of control 
procedure while transferring control to another con- 
troller. The 8292 will res pond t o this command only 
if it is in the active state. ATNO will go high, and CIC 
will be high so that this 8292 will no longer be driving 
the ATN line on the GPIB interface bus. TCI will be 
set upon completion. 

F2—RST— Reset 

This command has the same effect as asserting the 
external reset on the 8292. For details, refer to the 
reset procedure described later. 

F3 — RSTI— Reset Interrupts 

This command resets any pending interrupts and 
clears the error flags. The 8292 will not return to any 
loop it was in (such as from the time out interrupts). 

F4 — GSEC— Go To Standby, Enable Counting 


The function causes ATNO to go high and the coun- 
ter will be enabled. If the 8292 was not the active 
controller, this command will exit immediately. If the 
8292 is the active controller, the counter will be 
loaded with the value stored in the Event Counter 
Register, and the internal interrupt will be enabled so 
that when the counter reaches zero, the SPI inter- 
rupt will be generated. SPI will be generated every 
256 counts thereafter until the controller exits the 
standby state or the SPCNI command is written. An 
initial count of 256 (zero in the Event Counter Regis- 
ter) will be used if the WEVC command is not exe- 
cuted. If the data transmission does not start, a 
TOUT2 error will be generated. 

F5—EXPP— Execute Parallel Poll 

This command initiates a parallel poll by asserting 
EOI when ATN is already active. TCI will be set at 
the end of the command. The 8291 should be previ- 
ously configured as a listener. Upon detection of 
DAV true, the 8291 enters ACDS and latches the 
parallel poll response (PPR) byte into its data in reg- 
ister. The master will be interrupted by the 8291 Bl 
interrupt when t he P PR byte is available. No inter- 
rupts except the IBFI will be generated by the 8292. 
The 8292 will respond to this command only when it 
is the active controller. 
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F6 — GTSB — Go To Standby 

If the 8292 is the active controller, ATNO will go high 
then TCI will be generated. If the data transmission 
does not start, a TOUT2 error will be generated. 

F7— SLOC— Set Local Mode 

If the 8292 is the system controller, then REN will be 
asserted false and TCI will be set true. If it is not the 
system controller, the User Error bit will be set in the 
Error Flag Register. 

F8— SREM— Set Interface To Remote Control 

This command will set REN true and TCI true if this 
8292 is the system controller. If not, the User Error 
bit will be set in the Error Flag Register. 

F9 — ABORT — Abort All Operation, Clear 
Interface 

This command will cause IFC to be asserted true for 
at least 100 jusec if this 8292 is the system control- 
ler. If it is in CIDS, it will take control over the bus 
(see the TCNTR command). 

FA — TCNTR — Take Control 

The transfer of control procedure is coordinated by 
the master with the 8291 and 8292. When the mas- 
ter receives a TCT message from the 8291 , it should 
issue the TCNTR command to the 8292. The follow- 
ing events occur to take control: 

1) The 8292 checks to see if it is in CIDS, and if not, 
it exits. 

2) Then ATNI is checked until it becomes high. If the 
current controller does not release ATN for the 
time specified by the Time Out Register, then a 
TOUT1 error is generated. The 8292 will return to 
this loop after an error or any command except 
the RST and RSTI commands. 

3) After the curre nt con trolle r re leases ATN, the 
8292 will assert ATNO and CIC low. 

4) Finally, the TCI interrupt is generated to inform 
the master that it is in control of the bus. 


FC— TCASY-— Take Control Asynchronously 

TCAS transfers the 8292 from CSBS to CACS inde- 
pendent of the handshake lines. If a bus hangup is 
detected (by an error flag), this command will force 
the 8292 to take control (asserting ATN) even if the 
AH function is not in ANRS (Acceptor Not Ready 
State). This command should be used very carefully 
since it may cause the loss of a data byte. Normally, 
control should be taken synchronously. After check- 


ing the controller function f or bein g in the CSBS 
(else it will exit immediately), ATNO will go low, and 
a TCI interrupt will be generated. 

FD — TCSY— Take Control Synchronously 

There are two different procedures used to transfer 
the 8292 from CSBS to CACS depending on the 
state of the 8291 in the system. If the 8291 is in 
“continuous AH cycling” mode (Aux. Reg. AO = A1 
= 1), then the following procedures should be fol- 
lowed: 

1) The master microprocessor stops the continuous 
AH cycling mode in the 8291; 

2) The master reads the 8291 Interrupt Status 1 
Register; 

3) If the END bit is set, the master sends the TCSY 
command to the 8292; 

4) If the END bit was not set, the master reads the 
8291 Data In Register and then waits for another 
Bl interrupt from the 8291. When it occurs, the 
master sends the 8292 the TCSY command. 

If the 8291 is not in AH cycling mode, then the mas- 
ter just waits for a Bl interrupt and then sends the 
TCSY command. After the TCSY comm a nd has 
been issued, the 8292 checks for CSBS. If CSBS, 
then it exits the routine. Otherwise, it then checks 
the DAV bit in the GPIB status. When DAV becomes 
false, the 8292 will wait for at least 1.5 jLisec. (T10) 
and then ATNO will go low. If DAV does not go low, 
a TOUT3 error will be generated. If the 8292 suc- 
cessfully takes control, it sets TCI true. 


FE—STCNI— Start Counter Interrupts 

This command enables the internal counter inter- 
rupt. The counter is enabled by the GSEC com- 
mand. 


UTILITY COMMANDS 

All these commands are either Read or Write to reg- 
isters in the 8292. Note that writing to the Error Mask 
Register and the Interrupt Mask Register are done 
directly. 


El — WTOUT — Write To Time Out Register 

The byte written to the data bus buffer (with Aq = 0) 
following this command will determine the time used 
for the time out function. Since this function is imple- 
mented in software, this will not be an accurate time 
measurement. This feature is enable or disable by 
the E rror Mask Register. No interrupts except for the 
IBFI will be generated upon completion. 
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E2—WEVC— Write To Event Counter 

The byte written to the data bus buffer (with Aq = 0) 
following this command will be loaded into the Event 
Counter Register and the Event C ounte r Status for 
byte counting of EOI counting. Only IBFI will indicate 
completion of this command. 

E3— REVC— Read Event Counter Status 

This command transfers the contents of the Event 
Counter into the data bus buffer. A TCI is generated 
when the data is available in the data bus buffer. 


E4— RERF— Read Error Flag Register 

This command transfers the contents of the Error 
Flag Register into the data bus buffer. A TCI is gen- 
erated when the data is available. 


E5 — RINM— Read Interrupt Mask Register 

This command transfers the contents of the Inter- 
rupt Mask Register into the data bus buffer. This reg- 
ister is available to the processor so that it does not 
need to store this information elsewhere. A TCI is 
generated when the data is available in the data bus 
buffer. 

E6 — RCST — Read Controller Status Register 

This command transfers the contents of the Control- 
ler Status Register into the data bus buffer and a TCI 
interrupt is generated. 

E7— RBST— Read GPIB Bus Status Register 

This command transfers the contents of the GPIB 
Bus Status Register into the data bus buffer, and a 
TCI interrupt is generated when the data is available. 

E9 — RTOUT — Read Time Out Status Register 

This command transfers the contents of the Time 
Out Status Register into the data bus buffer, and a 
TCI interrupt is generated when the data is available. 

EA— RERM— Read Error Mask Register 

This command transfers the contents of the Error 
Mask Register to the data bus buffer so that the 
processor does not need to store this information 
elsewhere. A TCI interrupt is generated when the 
data is available. 


Interrupt Acknowledge 


SYC 

ERR 

SRQ 

EV 

m 

IFCR 

m 

1 1 


d 7 d 0 


Each named bit in an Interrupt Acknowledge (IACK) 
corresponds to a flag in the Interrupt Status Regis- 
ter. When the 8292 receives this command, it will 
clear the SPI and the corresponding bits in the Inter- 
rupt Status Register. If not all the bits were cleared, 
then the SPI will be set true again. If the error flag is 
not acknowledged by the IACK command, then the 
Error Flag Register will be transferred to the data 
bus buffer, and a TCI will be generated. 

NOTE: 

XXXX1 X1 1 is an undefined operation or utility com- 
mand, so no conflict exists between the IACK oper- 
ation and utility commands. 


SYSTEM OPERATION 

8292 To Master Processor Interface 

Communication between the 8292 and the Master 
Processor can be either interrupt based communica- 
tion or based upon polling the interrupt status regis- 
ter in predetermined intervals. 

Interrupt Based Communication 

Four different interrupts are available from the 8292: 

OBFI Output Buffer Full Interrupt 

IBFI Input Buffer Not Full Interrupt 

TCI Task Completed Interrupt 

SPI Special Interrupt 

Each of the interrupts is enabled or disabled by a bit 
in the interrupt mask register. Since OBFI and IBFI 
are directly connected to the OBF and IBF flags, the 
master can write a new command to the input data 
bus buffer as soon as the previous command has 
been read. 

The TCI interrupt is useful when the master is send- 
ing commands to the 8292. The pending TCI will be 
cleared with each new command written to the 
8292. Commands sent to the 8292 can be divided 
into two major groups: 

1) Commands that require response back from the 
8292 to the master, e.g., reading register. 

2) Commands that initiate some action or enable 
features but do not require response back from 
the 8292, e.g., enable data bus buffer interrupts. 
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With the first group, the TCI interrupt will be used to 
indicate that the required response is ready in the 
data bus buffer and the master may continue and 
read it. With the second group, the interrupt will be 
used to indicate completion of the required task, so 
that the master may send new commands. 

The SPI should be used when immediate informa- 
tion or special events is required (see the Interrupt 
Status Register). 

“Polling Status” Based Communication 

When interrupt based communication is not desired, 
all interrupts can be masked by the interrupt mask 
register. The communication with the 8292 is based 
upon sequential poll of the interrupt status register. 
By testing the OBF and IBF flags, the data bus buff- 
er status is determined while special events are de- 
termined by testing the other bits. 

Receiving IFC 

The IFC pulse defined by the IEEE-488 standard is 
at least 100 jutsec. In this time, all operation on the 
bus should be aborted. Most important, the current 
controller (the one that is in charge at that time) 
should stop sending ATN or EOI. Thus, IF C must 
externally gate CIC (controller in charge) and ATNO 
to ensure that this occurs. 


Reset and Power Up Procedure 

After the 8292 has been reset either by the external 
reset pin, the device being powered on, or a RST 
command, the following sequential events will take 
place: 

1) All outputs to the GPIB interface will go high 
(SRQ, ATN I, IFC, SYC, CLTH, ATNO, CIC, TCI, 
SPI, EOI, OBFI, IBFI, DAV, REV). 

2) The four interrupt outputs (TCI, SPI, OBFI, IBFI) 
and CLTH output will go low. 

3) The following registers will be cleared: 

Interrupt Status 

Interrupt Mask 
Error Flag 
Erorr Mask 
Time Out 

Event Counter (= 256), counter is disabled. 

4) If the 8292 is the system controller, and ABORT 
command will be executed, the 8292 will become 
the controller in charge, and it will enter the CACS 
state. 

If it is not the system controller, it will remain in 
CIDS. 


System Configuration 

The 8291 and 8292 must be interfaced to an IEEE- 
488 bus meeting a variety of specifications including 
drive capability and loading characteristics. To inter- 
face the 8291 and the 8292 without the 8293’s, sev- 
eral external gates are required, using a configura- 
tion similar to that used in Figure 5. 
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GPIB 

TRANSCEIVERS 



SWITCH OFF C 


205250-4 


NOTES: 

1. Connect to NDAC for byte count or to EOI for block count 

2. Gate ensures open collector operation during parallel poll. 


Figure 4. 8291 and 8292 System Configuration 


3-42 







8292 


inter 


TO MICROPROCESSOR 


TO 

I MICROPROCESSOR 


GPIB 

TRIGGER 

OUTPUT 


TO 

I MICROPROCESSOR 


OSCILLATOR 

OUTPUT 


V C c- 


15-25 P F rjr j-~ 


DIOI 

DI02 

0103 

DI04 

0105 

DI06 


RSO 8291 

51 08 

RSI 

T/R1 

RS2 


RD 

DAV 

WR 

EOI 

RESET 

ATN 

DREQ 

SRQ 

DACK 

IFC 

CS 

NDAC 

CLOCK 

INT 

NRFD 

T/R2 

TRIG 

REN 




DO 

DAV 

D1 


D2 


D3 


D4 


D5 


D6 

SRQ 

D7 

REN 

AO 8292 

IFC 

RD 

ATNO 

WR 


RESET" 

COUNT 

CS 

EOI2 

TCI 

ATNI 

SPI 


OBFI 


IBFI 


SYNC 


SS 


Xit 

IFCL 


cic 

x 2 t 

CLTH 

EA 

SYC 


Vcc 


DIOI 


DIOI* 

DI02 


DI02* 

DI03 


DI03* 

DI04 


DI04* 

Dios 


DI05* 

Di06 


DI06* 

DI07 


DI07* 


8293 


DIOS 


DIOS* 

T/R1 



DAV 


DAV* 

EOI 



ATN 



ATNO 


OPTA 

IFCL 


OPTS 


MODE 3 



ON SYSTEM 
CONTROLLER 
OFF SWITCH 


TO 

IEEE-488 | 
BUS 


-Vcc 

-Vcc 


31 

24 

27 

21 

24 

22 








ATN 



NDAC 


NDAC 

NFRD 


NRFD 

T/R2 



SRQ 


SRQ* 

REN 


REN* 

IFC 

8293 

*n 

o 

ATNO 


ATN* 

EOI 


m 

o 

EOI2 



ATNI 



IFCL 



cic 



CLTH 


OPTA 

SYC 

MODE 2 

OPTB 


TO 

IEEE-4 

BUS 


-v ss 

-v cc 


NOTES: 

* = GPIB bus transceiver 

t = See 8041 data sheet for alternate crystal configurations 
tt = Can connect to system reset switch, see 8041 A data sheet 
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Figure 5. 8291, 8292, and 8293 System Configuration 
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8292 



ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°C to 70°C 

Storage Temperature -65°C to + 1 50°C 

Voltage to Any Pin with Respect 

to Ground 0.5V to + 7V 

Power Dissipation .1.5 Watt 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“ Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


D.C. CHARACTERISTICS T A = 0°C to 70°C, V S s = 0V:8292,V C c = ±5V +10% 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

V|L1 

Input Low Voltage (All Except Xi, X 2> RESET) 

-0.5 

0.8 

V 


V|L2 

Input Low Voltage (X-j , X 2 , RESET) 

-0.5 

06 

V 


V|H1 

Input High Voltage (All Except X-|; X 2 , RESET) 

2.2 

Vcc 

V 


V|H2 

Input High Voltage (X 1f X 2> RESET) 

3.8 

Vcc 

V 


VoLI 

Output Low Voltage (Dq-D 7 ) 


0.45 

V 

Iql = 2.0 mA 

VOL2 

Output Low Voltage (All Other Outputs) 


0.45 

V 

Iql = 1-6 mA 

VOHI 

Output High Voltage (Dq-D 7 ) 

2.4 


V 

lOH = -400 jll A 

VOH2 

Output High Voltage (All Other Outputs) 

2.4 


V 

JOH = -50 fiA 

IlL 

Input Leakage Current (COUNT, IFCL, RD, WR, CS, Aq 


±10 

fiA 

Vss ^ V|N ^ Vcc 

>oz 

Output Leakage Current (Dq-D 7 , High Z State) 


±10 

fiA 

Vss +0.45 ^ V|jsj ^ Vcc 

•lii 

Low Input Load Current (Pins 21 -24, 27-38) 


0.5 

mA 

V| L = 0.8V 

•U2 

Low Input Load Current (RESET) 


0.2 

mA 

V| L = 0.8V 

icc 

Total Supply Current 


125 

mA 

Typical = 65 mA 

■lH 

Input High Leakage Current (Pins 21 -24, 27-38) 


100 

fiA 

Vin = V CC 

C|N 

Input Capacitance 


10 

PF 


C|/o 

I/O Capacitance 


20 

PF 



A.C. CHARACTERISTICS Ta = 0°C to 70°C, V ss = 0V:8292,V C C = ±5V +10% 

DBB READ 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

tAR 

CS, Ao Setup to RD X 

0 


ns 


tRA 

CS, Aq Hold to RD T 

0 


ns 


tRR 


250 


ns 


Ud 

CS, Aq to Data Out Delay 



ns 

C L = 150 pF 

l RD 



225 

ns 

C L = 150 pF 

*DF 




ns 


*CY 

Cycle Time 


15 

JUS 
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8292 



DBB WRITE 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

tAW 

CS, A 0 Setup to WR X 

0 


ns 


tWA 

CS,A 0 Hold after WR f 

0 


ns 


t W w 

WR Pulse Width 

250 


ns 


tDW 

Data Setup to WR T 

150 


ns 


tWD 

Data Hold after WR X 

0 


ns 



COMMAND TIMINGS0.3) 



Name 

Execution 

Time 


TCI(2) 

SPI 


CIC 

IFC 




Comments 

IBFI T 

ATNO 

REN 

EOI 

DAV 

9 

WTOUT 

63 

24 









■ 


WEVC 

63 

24 










REVC 

71 

24 

51 









RERF 

67 

24 

47 









RINM 

69 

24 

49 









RCST 

97 

24 

77 










92 

24 

72 








E 8 












E9 

RTOUT 

69 

24 

49 









RERM 

69 

24 

49 








F0 

SPCNI 

53 

24 









Count Stops after 39 

FI 

GIOL ; 

88 

24 

70 


461 

461 






F2 

RST 

94 

24 


452 







Not System Controller 

F2 

RST 

214 

24 

192 

452 

4179 

4174 

4101 




System Controller 

EM 


61 

MM 










mm 

CH38B 


mm 

107 


498 






■ 


1^1 

D 






453 

459 

455 

457 


jm 


■ 

mm 

E3 








wm 


73 

mm 





446 




m 


91 

mm 





464 




mm 


155 

mm 

133 


4120 

4115 

442 




a 


108 

mm 



Hi 

468 






TCAS 

92 

mm 



wm 







TCSY 

115 

24 

91 








FE 

STCNI 

59 

24 









Starts Count after 43 

PIN 

RESET 

29 

— 

a 

47 







Not System Controller 

X 

IACK 

116 

— 


473 

498 







If Interrupt Pending 


NOTES: 

1. All times are multiples of tcy from the 8041 A command interrupt. 

2. TCI clears after 7 tcy on all commands. 

3. t indicates a level transition from low to high, X indicates a high to low transition. 
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inteT 


A.C. TESTING INPUT, OUTPUT WAVEFORM A.C. TESTING LOAD CIRCUIT 



CLOCK DRIVER CIRCUITS 


CRYSTAL OSCILLATOR MODE 



DRIVING FROM EXTERNAL SOURCE 



LC OSCILLATOR MODE 
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8292 


hter 


WAVEFORMS 

READ OPERATION — DATA BUS BUFFER REGISTER 



WRITE OPERATION — DATA BUS BUFFER REGISTER 



3 




8292 


inteT 


APPENDIX A 


The following tables and state diagrams were taken from the IEEE Standard Digital Interface for Programma- 
ble Instrumentation, IEEE Std. 488-1978. This document is the official standard for the GPIB bus and can be 
purchased from IEEE, 345 East 47th St., New York, NY 10017. 


C MNEMONICS 



Messages 

Interface States 

pon = power on 

rsc = request system control 

rpp = request parallel poll 

gts = go to standby 

tea = take control asynchronously 

tes = take control synchronously 

sic = send interface clear 

sre = send remote enable 

IFC = interface clear 

ATN = attention 

TCT = take control 

CIDS = controller idle state 
CADS = controller addressed state 
CTRS = controller transfer state 
CACS = controller active state 
CPWS = controller parallel poll wait state 
CPPS = controller parallel poll state 

CSBS = controller standby state 

CSHS = controller standby hold state 

CAWS = controller active wait state 

CSWS = controller synchronous wait state 

CSRS = controller service requested state 

CSNS = controller service not requested state 

SNAS = system control not active state 

SACS = system control active state 

SRIS = system control remote enable idle state 

SRNS = system control remote enable not active state 

SRAS = system control remote enable active state 

SIIS = system control interface clear idle state 

SINS = system control interface clear not active state 

SI AS = system control interface clear active state 

( ACDS) = acceDt data state (AH function) 

(ANRS) = acceptor not ready state (AH function) 
(SDYS) = source delav state (SH function) 

(StRS) = source transfer state (SH function) 

(TAD$) = talker addressed state (T function) 

205250-14 
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inteT 


REMOTE MESSAGE CODING 

Bus Signal Line(s) and Coding That 
Asserts the T rue Value of the Message 
C 


Mnemonic 

Message Name T 

L 

D 





D 

N N 







Y 

A 

I 





I 

DRD 

A 

E S 

1 

R 



P 

S 

0 





0 

A F A 

TOR 

F 

E 



E 

S 

8 

7 

6 5 

4 

3 2 

1 

V D C 

N 

1 Q C N 

ACG 

Addressed Command Group M 

AC 

Y 

0 

0 0 

X 

X X 

X 

XXX 

1 

X X 

X 

X 

ATN 

Attention 

U 

UC 

X 

X 

X X 

X 

X X 

X 

XXX 

1 

X X 

X 

X 

DAB 

Data Byte 

(Notes 1,9) M DD D 

D D D D 

D D 

D 

XXX 

0 

X X 

X 

X 





8 

7 

6 5 

4 

3 2 

1 






DAC 

Data Accepted 

U 

HS 

X 

X 

XX 

X 

XX 

X 

X X 0 

X 

X X 

X 

X 

DAV 

Data Valid 

U 

HS 

X 

X 

X X 

X 

X X 

X 

1 X X 

X 

X X 

X 

X 

DCL 

Device Clear 

M 

UC 

Y 

0 

0 1 

0 

1 0 

0 

XXX 

1 

X X 

X 

X 

END 

End 

U 

ST 

X 

X 

X X 

X 

X X 

X 

XXX 

0 

1 X 

X 

X 

EOS 

End of String 

(Notes 2, 9) M DD 

E 

E 

E E 

E 

E E 

E 

XXX 

0 

X X 

X 

X 





8 

7 

6 5 

4 

3 2 

1 






GET 

Group Execute Trigger 

M 

AC 

Y 

0 

0 0 

1 

0 0 

0 

XXX 

1 

X X 

X 

X 

GTL 

Goto Local 

M 

AC 

Y 

0 

0 0 

0 

0 0 

1 

XXX 

1 

X X 

X 

X 

IDY 

Identify 

U 

UC 

X 

X 

X X 

X 

X X 

X 

XXX 

X 

1 X 

X 

X 

IFC 

Interface Clear 

U 

UC 

X 

X 

X X 

X 

X X 

X 

XXX 

X 

X X 

1 

X 

LAG 

Listen Address Group 

M 

AD 

Y 

0 

IX 

XXX 

X 

XXX 

1 

X X 

X 

X 

LLO 

Local Lock Out 

M 

UC 

Y 

0 

0 1 

0 

0 0 

1 

XXX 

1 

X X 

X 

X 

MLA 

My Listen Address 

(Note 3) M AD Y 

0 

1 L 

L 

L L 

L 

XXX 

1 

X X 

X 

X 







5 

4 

3 2 

1 






MTA 

My Talk Address 

(Note 4) M AD Y 

1 

0 T 

T 

T T 

T 

XXX 

1 

X X 

X 

X 








4 

3 2 

1 





5 

MSA 

My Secondary Address 

(Note 5) M SE 

Y 

1 

1 S 

S 

S S 

S 

XXX 

1 

X X 

X 

X 







5 

4 

3 2 

1 






NUL 

Null Byte 

M 

DD 

0 

0 

0 0 

0 

0 0 

0 

XXX 

X 

X X 

X 

X 

OSA 

Other Secondary Address 

M 

SE 




(OSA 

= 

SCG A MSA) 




OTA 

Other Talk Address 

M 

AD 




(OTA 

= 

TAG A MTA) 




PCG 

Primary Command Group 

M 

— 


(PCG 

= 

ACG V UCG V LAG V TAG) 


PPC 

Parallel Poll Configure 

M 

AC 

Y 

0 

0 0 

0 

1 0 

1 

XX X 

1 

X X 

X 

X 

PPE 

Parallel Poll Enable 

(Note 6) M SE 

Y 

1 

1 0 

s 

P P 

p 

XXX 

1 

X X 

X 

X 









3 2 

1 






PPD 

Parallel Poll Disable 

(Note 7) M SE 

Y 

1 

1 1 

D D D 

D 

XXX 

1 

X X 

X 

X 








4 

3 2 

1 






PPR1 

Parallel Poll Response 1 " 

U 

ST 

X 

X 

X X 

XX X 

1 

XXX 

1 

1 X 

X 

X 

PPR2 

Parallel Poll Response 2 

U 

ST 

X 

X 

X X 

X 

X 1 

X 

XXX 

1 

1 X 

X 

X 

PPR3 

Parallel Poll Response 3 

U 

ST 

X 

X 

X X 

X 

1 X 

X 

XXX 

1 

1 X 

X 

X 

PPR4 

Parallel Poll Response 4 

(Note 10) ^ 

ST 

X 

X 

X X 

1 

X X 

X 

XXX 

1 

1 X 

X 

X 

PPR5 

Parallel Poll Response 5 

ST 

X 

X 

X 1 

X 

X X 

X 

XXX 

1 

1 X 

X 

X 

PPR6 

Parallel Poll Response 6 

U 

ST 

X 

X 

1 X 

X 

X X 

X 

X X X 

1 

1 X 

X 

X 

PPR7 

Parallel Poll Response 7 

U 

ST 

X 

1 

X X 

X 

X X 

X 

XXX 

1 

1 X 

X 

X 

PPR8 

Parallel Poll Response 8 J 

U 

ST 

1 

X 

X X 

X 

X X 

X 

XXX 

1 

1 X 

X 

X 

PPU 

Parallel Poll Unconfigure 

M 

UC 

Y 

0 

0 1 

0 

1 0 

1 

XXX 

1 

X X 

X 

X 

REN 

Remote Enable 

U 

UC 

X 

X 

X X 

X 

X X 

X 

XXX 

X 

X X 

X 

1 

RFD 

Ready for Data 

U 

HS 

X 

X 

X X 

X 

X X 

X 

X 0 X 

X 

X X 

X 

X 

RQS 

Request Service 

(Note 9) U 

ST 

X 

1 

X X 

X 

X X 

X 

XXX 

0 

X X 

X 

X 

SCG 

Secondary Command Group M 

SE 

Y 

1 

1 X 

X 

X X 

X 

XXX 

1 

X X 

X 

X 

SDC 

Selected Device Clear 

M 

AC 

Y 

0 

0 0 

0 

1 0 

0 

X X X 

1 

X X 

X 

X 

SPD 

Serial Poll Disable 

M 

UC 

Y 

0 

0 1 

1 

0 0 

1 

XXX 

1 

X X 

X 

X 
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REMOTE MESSAGE CODING (Continued) 

Bus Signal Line(s) and Coding That 
Asserts the True Value of the Message 
C 


Mnemonic 

Message Name 

T 

L 

D 







D 


N 

N 








Y 

A 

1 







1 

D 

R 

D 

A 

E 

s 

1 

R 



P 

S 

O 







O 

A 

F 

A 

T 

O 

R 

F 

E 



E 

S 

8 

7 

6 

5 

4 

3 

2 

1 

V 

D 

C 

N 

1 

Q 

c 

N 

SPE 

Serial Poll Enable 

M 

uc 

Y 

0 

0 

1 

1 

0 

0 

0 

X 

X 

X 

1 

X 

X 

X 

X 

SRQ 

Service Request 

U 

ST 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

X 

1 

X 

X 

STB 

Status Byte 

(Notes 8, 9) M 

ST 

S 

X 

s 

s 

s 

s 

s 

s 

X 

X 

X 

0 

X 

X 

X 

X 





8 


6 

5 

4 

3 

2 

1 









TCT 

Take Control 

M 

AC 

Y 

0 

0 

0 

1 

0 

0 

1 

X 

X 

X 

1 

X 

X 

X 

X 

TAG 

Talk Address Group 

M 

AD 

Y 

1 

0 

X 

X 

X 

X 

X 

X 

X 

X 

1 

X 

X 

X 

X 

UCG 

Universal Command Group 

M 

UC 

Y 

0 

0 

1 

X 

X 

X 

X 

X 

X 

X 

1 

X 

X 

X 

X 

UNL 

Unlisten 

M 

ID 

Y 

0 

1 

1 

1 

1 

1 

1 

X 

X 

X 

1 

X 

X 

X 

X 

UNT 

Untalk 

(Note 11) M 

ID 

Y 

1 

0 

1 

1 

1 

1 

1 

X 

X 

X 

1 

X 

X 

X 

X 


The 1/0 coding on ATN when sent concurrent with multiline messages has been added to this revision for interpretive 
convenience. 

NOTES: 

1. D1 -D8 specify the device dependent data bits. 

2. E1-E8 specify the device dependent code used to indicate the EOS message. 

3. L1-L5 specify the device dependent bits of the device’s listen address. 

4. T1 -T5 specify the device dependent bits of the device’s talk address. 

5. SI -S5 specify the device dependent bits of the device’s secondary address. 

6. S specifies th e sens e of the PPR. 

Response = S©ist 

P1-P3 specify the PPR message to be sent when a parallel poll is executed. 

P3 P2 PI PPR Message 

000 PPR1 


1 1 1 PPR8 

7. D1-D4 specify don’t-care bits that shall not be decoded by the receiving device. It is recommended that all zeroes be 
sent. 

8. SI -S6, S8 specify the device dependent status (DI07 is used for the RQS message.) 

9. The source of the message on the ATN line is always the C function, whereas the messages on the DIO and EOI lines 
are enabled by the T function. 

10. The source of the messages on the ATN and EOI lines is always the C function, whereas the source of the messages on 
the DIO lines is always the PP function. 

1 1 . This code is provided for system use. 
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intel® 

8294A 

DATA ENCRYPTION/DECRYPTION UNIT 

■ Single 5V ± 10% Power Supply 

■ Fully Compatible with iAPX-86, 88, 
MCS-85™, MCS-80™, MCS- 51 TM, and 
MCS-48™ Processors 

■ Implements Federal Information 
Processing Data Encryption Standard 

■ Encrypt and Decrypt Modes Available 


The Intel® 8294A Data Encryption Unit (DEU) is a microprocessor peripheral device designed to encrypt and 
decrypt 64-bit blocks of data using the algorithm specified in the Federal Information Processing Data Encryp- 
tion Standard. The DEU operates on 64-bit text words using a 56-bit user-specified key to produce 64-bit 
cipher words. The operation is reversible: if the cipher word is operated upon, the original text word is pro- 
duced. The algorithm itself is permanently contained in the 8294A; however, the 56-bit key is user-defined and 
may be changed at any time. 

The 56-bit key and 64-bit message data are transferred to and from the 8294A in 8-bit bytes by way of the 
system data bus. A DMA interface and three interrupt outputs are available to minimize software overhead 
associated with data transfer. Also, by using the DMA interface two or more DEUs may be operated in parallel 
to achieve effective system conversion rates which are virtually any multiple of 400 bytes/second. The 8294A 
also has a 7-bit TTL compatible output port for user-specified functions. 

Because the 8294A implements the NBS encryption algorithm it can be used in a variety of Electronic Funds 
Transfer applications as well as other electronic banking and data handling applications where data must be 
encrypted. 


■ Certified by National Bureau of 
Standards 

■ 400 Byte/Sec Data Conversion Rate 

■ 64-Bit Data Encryption Using 56-Bit Key 

■ DMA Interface 

■ 3 Interrupt Outputs to Aid in Loading 
and Unloading Data 

■ 7-Bit User Output Port 




+ 5V- - — - 
POWER- — ♦ 


GND 


INTERNAL 

BUS 


Figure 1. Block Diagram 


210465-1 


NCC 

7^" 

40 

□ vec 

XI C 

2 

39 

□ NC 

X2 C 

3 

38 

□ DACK 

RESET C 

4 

37 

□ DRQ 

v ccc 

5 

36 

□ SRQ 

esc 

6 

35 

□ OAV 

GND C 

7 

34 

□ NC 

RD C 

8 

33 

□ P6 

A0 C 

9 

32 

□ P5 

WR C 

10 8294 A 

31 

□ P4 

SYNCC 

11 

30 

3P3 

DOC 

12 

29 

3P2 

D1 C 

13 

28 

□PI 

D2C 

14 

27 

□ P0 

D3C 

15 

26 

□ v D d 

D4 C 

16 

25 

□ V CC 

D5 C 

17 

24 

□ CCMP 

D6 C 

18 

23 

□ NC 

07 C 

19 

22 

□ NC 

GND C 

20 

21 

□ NC 


210465-2 

Figure 2. Pin Configuration 
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8294A 


inter 


Table 1. Pin Description 


Symbol 

Pin 

No. 

Type 

Name and Function 

NC 

1 


NO CONNECTION. 

XI 

2 


CRYSTAL: Inputs for crystal, L-C or external timing signal to determine 

X2 

3 


internal oscillator frequency. 

RESET 

4 

1 

RESET: A low signal to this pin resets the 8294A. 

< 

o 

o 

5 


POWER: Tied high. 

CS 

6 

1 

CHIP SELECT: A low signal to this pin enables reading and writing to 
the 8294A. 

GND 

7 


GROUND: This pin must be tied to ground. 

RD 

8 

1 

READ: An active low read strobe at this pin enables the CPU to read 
data and status from the internal DEU registers. 

Ao 

9 

1 

ADDRESS: Address input used by the CPU to select DEU registers 
during read and write operations. 

WR 

10 

1 

WRITE: An active low write strobe at this pin enables the CPU to send 
data and commands to the DEU. 

SYNC 

11 

0 

SYNC: High frequency (Clock + 1 5) output. Can be used as a strobe 
for external circuitry. 

Do 

12 

I/O 

DATA BUS: Three-state, bi-directional data bus lines used to transfer 

Di 

13 


data between the CPU and the 8294A. 

d 2 

14 



d 3 

15 



d 4 

16 



d 5 

17 



d 6 

18 



d 7 

19 



GND 

20 


GROUND: This pin must be tied to ground. 

Vcc 

40 


POWER: + 5V power input: + 5V ± 1 0%. 

NC 



NO CONNECTION. 

DACK 

38 

1 

DMA ACKNOWLEDGE: Input signal from the 8257 DMA Controller 
acknowledging that the requested DMA cycle has been granted. 

DRQ 

37 

0 

DMA REQUEST: Output signal to the 8257 DMA Controller requesting 
a DMA cycle. 

SRQ 

36 

0 

SERVICE REQUEST: Interrupt to the CPU indicating that the 8294A is 
awaiting data or commands at the input buffer. SRQ = 1 implies IBF 
= 0. 

OAV 

35 

0 

OUTPUT AVAILABLE: Interrupt to the CPU indicating that the 8294A 
has data or status available in its output buffer, OAV = 1 implies OBF 
= 1. 

NC 

34 


NO CONNECTION. 
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8294A 


inteT 

Table 1. Pin Description (Continued) 


Symbol 

Pin 

No. 

Type 

Name and Function 

P6 

33 

0 

OUTPUT PORT: User output port lines. Output lines available to the 

P5 

32 


user via a CPU command which can asset selected port lines. These 

P4 

31 


lines have nothing to do with the encryption function. At power-on, 

P3 

30 


each line is in a 1 state. 

P2 

29 



PI 

28 



PO 

27 



Vdd 

26 


POWER: + 5V power input. (+ 5V ±1 0%) Low power standby pin. 

Vcc 

25 


POWER: Tied high. 

CCMP 

24 

0 

CONVERSION COMPLETE: Interrupt to the CPU indicating that the 




encryption/decryption of an 8-byte block is complete. 

NC 

23 


NO CONNECTION. 

NC 

22 


NO CONNECTION. 

NC 

21 


NO CONNECTION. 


FUNCTIONAL DESCRIPTION 

OPERATION 

The data conversion sequence is as follows: 

1) A Set Mode command is given, enabling the de- 
sired interrupt outputs. 

2) An Enter New Key command is issued, followed 
by 8 data inputs which are retained by the DEU 
for encryption/decryption. Each byte must have 
odd parity. 

3) An Encrypt Data or Decrypt Data command sets 
the DEU in the desired mode. 

After this, data conversions are made by writing 8 
data bytes and then reading back 8 converted data 
bytes. Any of the above commands may be issued 
between data conversions to change the basic oper- 
ation of the DEU; e.g., a Decrypt Data command 
could be issued to change the DEU from encrypt 
mode to decrypt mode without changing either the 
key or the interrupt outputs enabled. 

INTERNAL DEU REGISTERS 

Four internal registers are addressable by the mas- 
ter processor: 2 for input, and 2 for output. The fol- 
lowing table describes how these registers are ac- 
cessed. 


RD 

WR 

cs 

Ao 

Register 

1 

0 

0 

0 

Data Input Buffer 

0 

1 

0 

0 

Data Output Buffer 

1 

0 

0 

1 

Command Input Buffer 

0 

1 

0 

1 

Status Output Buffer 

X 

X 

1 

X 

Don’t Care 


The functions of each of these registers are de- 
scribed below. 

Data Input Buffer — Data written to this register is 
interpreted in one of three ways, depending on the 
preceding command sequence. 

1) Part of a key. 

2) Data to be encrypted or decrypted. 

3) A DMA block count. 

Data Output Buffer— Data read from this register is 
the output of the encryption/decryption operation. 

Command Input Buffer — Commands to the DEU 
are written into this register. (See command summa- 
ry below.) 

Status Output Buffer — DEU status is available in 
this register at all times. It is used by the processor 
for poll-driven command and data transfer opera- 
tions. 

STATUS BIT: 

FUNCTION: 


7 

6 

5 

4 

3 

2 

1 0 

X 

X 

X 

KPE 

CF 

DEC 

IBF OBF 
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OBF Output Buffer Full; OBF = 1 indicates that 
output from the encryption/decryption func- 
tion is available in the Data Output Buffer. It is 
reset when the data is read. 

IBF Input Buffer Full; A write to the Data Input 
Buffer or to the Command Input Buffer sets 
IBF = 1 . The DEU resets this flag when it has 
accepted the input byte. Nothing should be 
written when IBF = 1. 

DEC Decrypt; indicates whether the DEU is in an 
encrypt or a decrypt mode. DEC = 1 implies 
the decrypt mode. DEC = 0 implies the en- 
crypt mode. 

After 8294A has accepted a ‘Decrypt Data’ or 
‘Encrypt Data’ command, 11 cycles are re- 
quired to update the DEC bit. 

CF Completion Flag; This flag may be used to in- 
dicate any or all of three events in the data 
transfer protocol. 

1) It may be used in lieu of a counter in the 
processor routine to flag the end of an 
8-byte transfer. 

2) It must be used to indicate the validity of 
the KPE flag. 

3) It may be used in lieu of the CCMP interrupt 
to indicate the completion of a DMA opera- 
tion. 

KPE Key Parity Error; After a new key has been 
entered, the DEU uses this flag in conjunction 
with the CF flag to indicate correct or incor- 
rect parity. 


COMMAND SUMMARY 
1 — Enter New Key 

OP CODE: 

L 

MSB 


0 

m 

E 


E 

E 

E 

0 


LSB 


This command is followed by 8 data byte inputs 
which are retained in the key buffer (RAM) to be 
used in encrypting and decrypting data. These data 
bytes must have odd parity represented by the LSB. 


2 — Encrypt Data 


OP CODE: 


0 

0 

0 

0 

0 

0 

0 

0 


MSB 


LSB 


This command puts the 8294A into the encrypt 
mode. 


3 — Decrypt Data 


OP CODE: 


0 

0 

0 

0 

0 

0 

0 

0 


MSB 


LSB 


This command puts the 8294A into the decrypt 
mode. 


4 — Set Mode 


OP CODE: 


0 

0 

A 

0 

0 

JL 

A 

A 


MSB LSB 


where: 


A is the OAV (Output Available) interrupt enable 
B is the SRQ (Service Request) interrupt enable 
C is the DMA (Direct Memory Access) transfer en- 
able 

D is the CCMP (Conversion Complete) interrupt 
enable 


This command determines which interrupt outputs 
will be enabled. A “1” in bits A, B, or D will enable 
the OAV, SRQ, or CCMP interrupts respectively. A 
“1 ” in bit C will allow DMA transfers. When bit C is 
set the OAV and SRQ interrupts should also be 
enabled (bits A, B = 1). Following the command 
in which bit C, the DMA bit, is set, the 8294 will 
expect one data byte to specify the number of 
8-byte blocks to be converted using DMA. 



5 — Write to Output Port 


0 

P 6 

P 5 

P 4 

P3 

P 2 

Pi 

Po 


MSB LSB 


This command causes the 7 least significant bits 
of the command byte to be latched as output data 
on the 8294 output port. The initial output is 
1111111. Use of this port is independent of the 
encryption/decryption function. 


PROCESSOR/DEU INTERFACE 
PROTOCOL 

ENTERING A NEW KEY 

The timing sequence for entering a new key is 
shown in Figure 3. A flowchart showing the CPU 
software to accommodate this sequence is given 
in Figure 4. 

After the Enter New Key command is issued, 8 
data bytes representing Ihe new key are written to 
the data input buffer (most significant byte first). 
After the eighth byte is entered into the DEU, CF 
goes true (CF = 1). The CF bit goes false again 
when KPE is valid. The CPU can then check the 
KPE flag. If KPE = 1 , a parity error has been de- 
tected and the DEU has not accepted the key. 
Each byte is checked for odd parity, where the 
parity bit is the LSB of each byte. 
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KPE INVALID 

^ VALID 
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RD 
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kpeU 
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COMMAND 
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Figure 3. Entering a New Key 


Since CF = 1 only for a short period of time after 
the last byte is accepted, the CPU which polls the 
CF flag might miss detecting CF = 1 momentarily. 
Thus, a counter should be used, as in Figure 4, to 
flag the end of the new key entry. Then CF is used to 
indicate a valid KPE flag. 



ENCRYPTING OR DECRYPTING DATA 

Figure 5 shows the timing sequence for encrypting 
or decrypting data. The CPU writes 8 data bytes to 
the DEU’s data input buffer for encryption/decryp- 
tion. CF then goes true (CF = 1) to indicate that the 
DEU has accepted the 8-byte block. Thus, the CPU 
may test for IBF =' 0 and CF = 1 to terminate the 
input mode, or it may use a software counter. When 
the encryption/decryption is complete, the CCMP 
and OAV interrupts are asserted and the OBF flag is 
set true (OBF = 1). OAV and OBF are set false 
again after each of the converted data bytes is read 
back by the CPU. The CCMP interrupt is set false, 
and remains false, after the first read. After 8 bytes 
have been read back by the CPU, CF goes false (CF 
= 0). Thus, the CPU may test for CF = 0 to termi- 
nate the read mode. Also, the CCMP interrupt may 
be used to initiate a service routine which performs 
the next series of 8 data reads and 8 data writes. 

Figure 6 offers two flowcharts outlining the alterna- 
tive means of implementing the data conversion pro- 
tocol. Either the CF flag or a software counter may 
be used to end the read and write modes. 

SRQ = 1 implies IBF = 0, OAV = 1 implies OBF = 
1 . This allows interrupt routines to do data transfers 
without checking status first. However, the OAV 
service routine must detect and flag the end of a 
data conversion. 


CCMP 1 1 1 

(IF ENABLED) | | | 

SRQ | | 1 | | 

(IF ENABLED) | | | | 


-_n n n 


OAV 

(IF ENABLED) 

_rLri.n 

OBF 

_n_a_rr 

o r 

i 

RD 

~ inrir 

-ITU LT~ 


8 OATA WRITES 20 m* - 

MAXIMUM 8 DATA READS 
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Figure 5. Encrypting/Decrypting Data 
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USING SOFTWARE COUNTER 


1 — IBF =0? J 

| YES 

DATA REGISTER— 1 DATA BYTE 


'" 8? ) 

t I yes 

— ) 
[yes 

READ 1 CODED DATA BYTE 


USING DMA 

The timing sequence for data conversions using 
DMA is shown in Figure 7. This sequence can be 
better understood when considered in conjunction 
with the hardware DMA interface in Figure 8. Note 


i LTTJ IT 


"i_n_ 

w 


*inrrr 

SET DMA 

DMA BLOCK 8 DU 
MODE COUNT (n) 

oil 


SET DMA 

DMA BLOCK 8 DMA READS 8 DMA WRITES 

MODE COUNT (n) 

REPEATED n TIMES 




i 


Figure 7. DMA Sequence 


1 IBF = 0? ) 

[Tes 

DATA REGISTER — 1 OATA BYTE 


OBF = 1? ) 

^ | YES^ 

READ 1 CODED DATA BYTE 


210465-7 

Figure 6. Data Conversion Flowcharts 



Figure 8. DMA Interface 




8294A 


inter 


that the use of the DMA feature requires 3 external 
AND gates and 2 DMA channels (one for input, one 
for output). Since the DEU has only one DMA re- 
quest pin, the SRQ and OAV outputs are used in 
conjunction with two of the AND gates to create sep- 
arate DMA request outputs for the 2 DMA channels. 
The th ird AND gate combines the two active-low 
DACK inputs. 

To initiate a DMA transfer, the CPU must first initial- 
ize the two DMA channels as shown in the flowchart 
in Figure 9. It must then issue a Set Mode command 
to the DEU enabling the OAV, SRQ, and DMA out- 
puts. The CCMP interrupt may be enabled or dis- 
abled, depending on whether that output is desired. 
Following the Set Mode command, there must be a 
data byte giving the number of 8-byte blocks of data 
(n < 256) to be converted. The DEU then generates 
the required number of DMA requests to the 2 DMA 
channels with no further CPU intervention. When the 
requested number of blocks has been converted, 
the DEU will set CF and assert the CCMP interrupt (if 
enabled). CCMP then goes false again with the next 
write to the DEU (command or data). Upon comple- 
tion of the conversion, the DMA mode is disabled 
and the DEU returns to the encrypt/decrypt mode. 
The enabled interrupt outputs, however, will remain 
enabled until another Set Mode command is issued. 



SINGLE BYTE COMMANDS 

Figure 10 shows the timing and protocol for single 
byte commands. Note that any of the commands is 
effective as a pacify command in that they may be 
entered at any time, expect during a DMA conver- 
sion. The DEU is thus set to a known state. Howev- 
er, if a command is issued out of sequence, an addi- 
tional protocol is required (Figure 1 1 ). The CPU must 
wait until the command is accepted (IBF = 0). A 
data read must then be issued to clear anything the 
preceding command sequence may have left in the 
Data Output Buffer. 



CPU/DEU INTERFACES 

Figures 1 2 through 1 5 illustrate four interface config- 
urations used in the CPU/DEU data transfers. In all 
cases SRQ will be true (if enabled) and IBF will be 
false when the DEU is ready to accept data or com- 
mands. 
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INTERFACE TO 8086, 8088, 
8080, 8085, 8048, OR 
OTHER PROCESSOR 


WR ►O 

RD ->0 

CS -O 


8294A 

DEU 


A 0 


210465-13 

Figure 12. Polling Interface 


MASTER 

PROCESSOR 

INTERFACE 
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A 0 -A 15 D 0 -D 7 



210465-16 

DMAR0 is for memory to DEU Data Transfer 
DMAR1 is for DEU to memory Data Transfer 
Use of CCMP is optional 



Figure 15. DMA Interface 


OSCILLATING AND TIMING CIRCUITS 

The 8294A’s internal timing generation is controlled 
by a self-contained oscillator and timing circuit. A 
choice of crystal, L-C or external clock can be used 
to derive the basic oscillator frequency. 


Figure 13. Single Interrupt Interface The resident timing circuit consists of an oscillator, a 

state counter and a cycle counter as illustrated in 
Figure 16. 
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OSCILLATOR MODE 


LC OSCILLATOR MODE 



210465-18 

Cl = 5 pF 

C2 = Crystal + Stray < 1 5 pF 
C3 = 20-30 pF 

Crystal series resistance should be less than 75fl at 6 MHz; less 
than 180fi at 3.6 MHz; less than 30fi at 12 MHz. 



2WLC 7 

q, _ C +3 C PP 

Cpp = 5-10 pF 
Pin-to-Pin 
Capacitance 


L C Nominal 

9 jnH 20 pF 11.5 MHz 

45 p.H 20 pF 5.2 MHz 

120 juM 20 pF 3.2 MHz 

Each C should be approximately 20 pF 
including stray capacitance. 


Figure 17. Recommended Crystal 


DRIVING FROM EXTERNAL SOURCE— TWO OPTIONS 



210465-20 

For the 8294A XTAL2 must be high 35-65% of the period. 

Rise and fall times must not exceed 10 ns. 

Resistor to V<x is needed to ensure Vih = 3.0V if TTL circuitry is used. 

Figure 18. Recommended Connection for External Clock Signal 
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ABSOLUTE MAXIMUM RATINGS* 


Ambient Temperature Under Bias 0°Cto +70°C 

Storage T emperature - 65°C to + 1 50°C 

Voltage on Any Pin With 

Respect to Ground -0.5V to + 7V 

Power Dissipation 1.5 Watt 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


D.C. AND OPERATING CHARACTERISTICS 

T a = 0°C to +70°C, Vcc = +5V ±10%, V S s = 0V 


Symbol 

Parameter 

Limits 

Unit 

Test Conditions 

Min 

Typ 

Max 

V|L 

Input Low Voltage (All 
Except X 1( X 2 , RESET) 

-0.5 


0.8 

V 


V|L1 

Input Low Voltage (X-j, X2, 
RESET 

-0.5 


0.6 

V 


V|H 

Input High Voltage (All 
Except X 1s RESET) 

2.0 


Vcc 

V 


V|H1 

Input High Voltage (X 1f 
RESET 

3.5 


Vcc 

V 


V|H2 

Input High Voltage (X 2 ) 

2.2 


V CC 

V 


Vol 

Output Low Voltage (D0-D7) 



0.45 

V 

Iol = 2.0 mA 

VOLI 

Output Low Voltage (All 
Other Outputs) 



0.45 

V 

Iol = 1 -6 mA 

VoH 

Output High Voltage (D0-D7) 

2-4 



V 

Ioh = “400 jllA 

V OH1 

Output High Voltage (All 
Other Outputs) 

2.4 



V 

lOH = “ 50 

IlL 

Input Leakage Current 
(RD, WR, CS, A 0 ) 



±10 

jliA 

VSS ^ V|n ^ Vcc 


Output Leakage Current 
(D0-D7, High Z State) 


■ 



Vss + 0.45 ^ Vqut ^ Vqq 

Idd 

Vqd Supply Current 


5 





Total Supply Current 






lu 

Low Input Load Current 
(Pins 24, 27-38) 





V| L = 0.8V 

*LI1 

Low Input Load Current 
(RESET) 



0.2 

mA 

V| L = 0.8V 

IlH 

Input High Leakage Current 
(Pins 24, 27-38) 



100 

julA 

V IN = V CC 

C|N 

Input Capacitance 



10 

PF . 


C|/0 

I/O Capacitance 



20 

PF 
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A.C. CHARACTERISTICS t a = o°cto + 70°c, v C c = v DD = +5V ±10%, v S s = ov 


DBB READ 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

tAR 

CS, Aq S etup toRDi 

0 


ns 


tRA 

CS,A 0 Hold After RDt 

0 


ns 


tRR 

RD Pulse Width 

160 


ns 


*AD 

CS, A 0 to Data Out Delay 


130 

ns 

LL 

Q. 

O 

O 

II 

_l 

O 

*RD 

RD 1 to Data Out Delay 


130 

ns 

C L = 100 pF 

*DF 

RD T to Data Float Delay 


85 

ns 


*CY 

Cycle Time 

1.25 

15 

juts 

1-12 MHz Crystal 


DBB WRITE 


Symbol 

Parameter 

Min 

Max 

Unit 

Test Conditions 

t A W 

CS, Aq Setup to WR i 

0 


ns 


twA 

CS,A 0 Hold After WrT 

0 


ns 



WR Pulse Width 

160 


ns 


tDW 

Data Setup to WR f 



ns 


tWD 

Data Hold to WR t 

0 


ns 



DMA AND INTERRUPT TIMING 



Parameter 




Test Conditions 


DACK Setup to Control 

0 


ns 


tCAC 

DACK Hold After Control 

0 


ns 


UCD 

DACK to Data Valid 


130 

ns 

C L = 100 pF 

tCRQ 

Control L.E. to DRQ T.E. 


110 

ns 


tci 

Control T.E. to Interrupt T.E. 


400 

ns 



CLOCK 


Symbol 

Parameter 

Min 

Max 

Units 

tCY 

Cycle Time 

1.25 

9.20 

jxsd) 

tCYC 

Clock Period 

83.3 

613 

ns 

tpWH 

Clock High Time 

38 


ns 

tpWL 

Clock Low Time 

38 


ns 

t R 

Clock Rise Time 


10 

ns 

tF 

Clock Fall Time 


10 

ns 


NOTE: 

1. t C Y = 15/f(XTAL) 
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A.C. TESTING INPUT, OUTPUT WAVEFORM 



WAVEFORMS 

READ OPERATION— OUTPUT BUFFER REGISTER 



WRITE OPERATION— INPUT BUFFER REGISTER 
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INTRODUCTION 


This application note explains the Intel 8291 A GPIB 
(General Purpose Interface Bus) Talker/Listener as a 
component, and shows its use in GPIB interface design 
tasks. 


The first section of this note presents an overview of 
IEEE 488 (GPIB). The second section introduces the 
Intel GPIB component family. A detailed explanation 
of the 8291 A follows. Finally, some application exam- 
ples using the component family are presented. 



230832-1 


Figure 1. Interface Capabilities and Bus Structure 
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OVERVIEW OF IEEE 488/GPIB 

The GPIB is a parallel interface bus with an asynchro- 
nous interlocking data exchange handshake mecha- 
nism. It is designed to provide a common communica- 
tion interface among devices over a maximum distance 
of 20 meters at a maximum speed of 1 Mbps. Up to 15 
devices may be connected together. The asynchronous 
interlocking handshake dispenses with a common syn- 
chronization clock, and allows intercommunication 
among devices capable of running at different speeds. 
During any transaction, the data transfer occurs at the 
speed of the slowest device involved. 

The GPIB finds use in a diversity of applications re- 
quiring communication among digital devices over 
short distances. Common examples are: programmable 
instrumentation systems, computer to peripherals, etc. 

The interface is completely defined in the IEEE 
STD.-488-1978. 

A typical implementation consists of logical devices 
which talk (talker), listen (listeners), and control GPIB 
activity (controllers). 

Interface Functions 

The interface between any device and the bus may have 
a combination of several different capabilities (called 
‘functions’). Among a total of ten functions defined, the 
Talker, Listener, Source Handshake, Acceptor Hand- 
shake and Controller are the more common examples. 
The Talker function allows a device to transmit data. 
The Listener function allows reception. The Source and 
Acceptor Handshakes, synchronized with the Talker 
and Listener functions respectively, exchange the hand- 
shake signals that coordinate data transfer. The Con- 
troller function allows a device to activate the interface 
functions of the various devices through commands. 
Other interface functions are: Service request, Remote 
local, Parallel poll, Device clear and Device trigger. 
Each interface may not contain all these functions: Fur- 
ther, most of these functions may be implemented to 
various levels (called ‘subsets’) of capability. Thus, the 
overall capability of an interface may be tailored to the 
needs of the communicating device. 


Electrical Signal Lines 

As shown in Figure 1, the GPIB is composed of eight 
data lines (D08-D01), five interface management lines 
(IFC, ATN, SRQ, REN, EOI), and three transfer con- 
trol lines (DAV, NRFD, NDAC). 

The eight data lines are used to transfer data and com- 
mands from one device to another with the help of the 
management and control lines. Each of the five inter- 
face management lines has a specific function. 

ATN (attention) is used by the Controller to indicate 
that it (the controller) has access to the GPIB and that 
its output on the data lines is to be interpreted as a 
command. ATN is also used by the controller along 
with EOI to indicate a parallel poll. 

SRQ (service request) is used by a device to request 
service from the controller. 

REN (remote enable) is used by the controller to speci- 
fy the command source of a device. A device can be 
issued commands either locally through its front panel 
or by the controller. 

EOI (end or identify) may be used by the controller as 
well as talker. A controller uses EOI along with ATN 
to demand a parallel poll. Used by a talker, EOI indi- 
cates the last byte of a data block. 

IFC (interface clear) forces a complete GPIB interface 
to the idle state. This could be considered the GPIB’s 
“interface reset.” GPIB architecture allows for more 
than one controller to be connected to the bus simulta- 
neously. Only one of these controllers may be in com- 
mand at any given time. This device is known as the 
controller-in-charge. Control can be passed from one 
controller to another. Only one among all the control- 
lers present on a bus can be the system controller. The 
system controller is the only device allowed to drive 
IFC. 
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Flow diagram outlines sequence of events during transfer of data byte. More than one listener at a time can accept data 
because of logical connection of NRFD and NDAC lines. 

Figure 2. Handshake Flowchart 
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Transfer Control Lines 

The transfer control lines conduct the asynchronous in- 
terlocking three-wire handshake. 

DAV (data valid) is driven by a talker and indicates 
that valid data is on the bus. 

NRFD (note ready for data) is driven by the listeners 
and indicates that not all listeners are ready for more 
data. 

NDAC (not data accepted) is used by the listeners to 
indicate that not all listeners have read the GPIB data 
lines yet. 

The asynchronous 3 -wire handshake flowchart is 
shown in Figure 2. This is a concept fundamental to the 
asynchronous nature of the GPIB and is reviewed in 
the following paragraphs. 

Assume that a talker is ready to start a data transfer. 
At the beginning of the handshake, NRFD is false indi- 
cating that the listener(s) is ready for data. NDAC is 
true indicating that the listener(s) has not accepted the 
data, since no data has been sent yet. The talker places 
data on the data lines, waits for the required settling 
time, and then indicates valid data by driving DAV 
true. All active listeners drive NRFD true indicating 
that they are not ready for more data. They then read 
the data and drive NDAC false to indicate acceptance. 
The talker responds by deasserting DAV and readies 
itself to transfer the next byte. The listeners respond to 
DAV false by driving NDAC true. The talker can now 
drive the data lines with a new data byte and wait for 
NRFD to be false to start the next handshake cycle. 


Bus Commands 

When ATN and DAV are true data patterns which 
have been placed by the controller on the GPIB, they 
are interpreted as commands by the other devices on 
the interface. The GPIB standard contains a repertory 
of commands such as MTA (My Talk Address), MSA 
(My Secondary Address), SPE (Serial Poll Enable), etc. 
All other patterns in conjunction with ATN and DAV 
are classified as undefined commands and their mean- 
ing is user-dependent. 


Addressing Techniques 

To allow the controller to issue commands selectively 
to specific devices, three types of addressing exist on the 
GPIB: talk only/listen only (ton/lon), primary, and 
secondary. 


Ton/lon is a method where the ability of the GPIB 
interface to talk or listen is determined by the device 
and not by the GPIB controller. With this method, 
fixed poles can be easily designated in simple systems 
where reassignment is not necessary. This is appropri- 
ate and convenient for certain applications. For exam- 
ple, a logic analyzer might by interfaced via the GPIB 
to a line printer in order to document some type of 
failure. In this case, the line printer simply listens to the 
logic analyzer, which is a talker. 

The controller addresses devices through three com- 
mands, MTA (my talk address), MLA (my listen ad- 
dress), and MSA (my secondary address). The device 
address is imbedded in the command bit pattern. The 
device whose address matches the imbedded pattern is 
enabled. Some devices may have the same logical talk 
and listen addresses. This is allowable since the talker 
and listener are separate functions. However, two of the 
same functions cannot have the same address. 

In primary addressing, a device is enabled to talk (lis- 
ten) by receiving the MTA (MLA) message. 

Secondary addressing extends the address field from 5 
to 10 bits by allowing an additional byte. This addition- 
al byte is passed via the MSA message. Secondary ad- 
dressing can also be used to logically divide devices into 
various subgroups. The MSA message applies only to 
the device(s) whose primary address immediately pre- 
cede it. 


INTEL’S® GPIB COMPONENTS 

The logic designer implementing a GPIB interface has, 
in the past, been faced with a difficult and complex 
discrete logic design. Advances in LSI technology have 
produced sophisticated microprocessor and peripheral 
devices which combine to reduce this once complex in- 
terface task to a system consisting of a small set of 
integrated circuits and some software drivers. A micro- 
processor hardware/software solution and a high-level 
language source code provide an additional benefit in 
end-product maintenance. Product changes are a sim- 
ple matter of revising the product software. Field 
changes are as easy as exchanging EPROMS. 

Intel has provided an LSI solution to GPIB interfacing 
with a talker/listener device (8291 A), a controller de- 
vice (8292), and a transceiver (8293). An interface with 
all capabilities except for the controller function can be 
built with an 8291 A and a pair of 8293’s. The addition 
of the 8292 produces a complex interface. Since most 
devices in a GPIB system will not have the controller 
function capability, this modular approach provides the 
least cost to the majority of interface designs. 
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Overview of the 8291 A 
GPIB Talker/ Listener 

The Intel 8291 A GPIB Talker/Listener operates over a 
clock range of 1 to 8 MHz and is compatible with the 
MCS-85, iAPX-86, and 8051 families of microproces- 
sors. 

A detailed description of the 8291 A is given in the data 
sheet. 

The 8291 A implements the following functions: Source 
Handshake (SH), Acceptor Handshake (AH), Talker 
Extended (TE), Service Request (SRQ), Listener Ex- 
tended (LE), Remote/Local (RL), Parallel Poll (PP2), 
Device Clear (DC), and Device Trigger (DT). 


Current states of the 8291 A can be determined by ex- 
amining the device’s status read registers. In addition, 
the 8291 A contains 8 write registers. These registers are 
shown in Figure 3. The three register select pins RS3- 
RSO are used to select the desired register. 

The data-in register moves data from the GPIB to the 
microprocessor or to memory when the 8291 A is ad- 
dressed to listen. When the 8291 A is addressed to talk, 
it uses the data-out register to move data onto the 
GPIB. The serial poll mode and status registers are 
used to request service and program the serial poll 
status byte. 

A detailed description of each of the registers, along 
with state diagrams can be found in the 8291 A data 
sheet. 

Read Registers 

Register Select Write Registers 

Code 

RS2 RSI RSO 

| DI7 | DI6 | DI5 | DI4 | DI3 | DI2 | Dll 

DIO | 0 

0 

0 | D07 | D06 | D05 | D04 | D03 | D02 | DOI | DOO | 

DATA IN 



DATA OUT 

| CPT | APT | GET | END | DEC | ERR | BO 

Bl | 0 

0 

1 | CPT | APT | GET | END | DEC | ERR | BO | Bl | 

INTERRUPT STATUS 1 



INTERRUPT ENABLE 1 

| INT | SPAS | LLO | REM | SPC | LLOC | REMC 

ADSC | 0 

1 

0 | 0 | 0 | DM AO | DMAI | SPC | LLOC | REMC | ADSC | 

INTERRUPT STATUS 2 



INTERRUPT ENABLE 2 

| S8 | SRQS | S6 | S5 | S4 | S3 | S2 

SI | 0 

1 

1 | S8 | RSV | S6 | S5 | S4 | S3 | S2 | SI | 

SERIAL POLL STATUS 2 



SERIAL POLL MODE 

| ton | Lon | EOI | LPAS | TPAS | LA | TA 

mjmn| 1 

0 

0 | TO | LO | 0 | 0 | 0 | 0 | ADM1 | ADMO | 

ADDRESS STATUS 



ADDRESS MODE 

| CPT7 1 CPT6 | CPT5 1 CPT4 | CPT3 | CPT2 | CPT1 

CPTO | 1 

0 

1 | CNT2 1 CNT1 1 CNTO | COM4 1 COM3 1 COM2 1 COM1 1 COMO | 

COMMAND PASS THROUGH 



AUX MODE 

| INT | DTO | DLO | AD5-0 1 AD4-0 1 AD3-0 1 AD2-0 

AD1-0 1 1 

1 

0 | ARS | DT | DL | AD5 | AD4 | AD3 | AD2 | ADI | 

ADDRESS 0 



ADDRESS 0/1 

| X | DTI | DL1 | AD5-1 1 AD4-1 J AD3-1 1 AD2-1 

ADI-1 | 1 

1 

1 | EC7 | EC6 | EC5 | EC4 | EC3 | EC2 | EC1 ECO | 

ADDRESS 1 



EOS 


Figure 3. 8291A Registers 
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Address Mode 

The address mode and status registers are used to pro- 
gram the addressing modes and track addressing states. 
The auxiliary mode register is used to select a variety of 
functions. The command pass through register is used 
for undefined commands and extended addresses. The 
address 0/1 register is used to program the addresses to 
which the 8291 A will respond. The address 0 and 

1 . MODE: Talker has single address of 01 H 
Listener has single address of 02H 


address 1 registers allow reading of these programmed 
addresses plus trading of the interrupt bit. The EOS 
register is used to program the end of sequence charac- 
ter. 

Detailed descriptions of the addressing modes available 
with the 8291 A are described in the 8291 A data sheet. 
Examples of how to program these modes are shown 
below. 


CPU Writes to: 

Pattern 

Comment 

Address Mode Register 
Address 0/1 Register 
Address 0/1 Register 

0000 0001 
0010 0001 
1100 0010 

Select Mode 1 Addressing 
Major is Talking. Address = 01 H 
Minor is Listener. Address = 02H 


2. MODE: Talker has single address of 01 H 


Listener has single address of 02H 


CPU Writes to: 

Pattern 

Comment 

Address Mode Register 
Address 0/1 Register 
Address 0/1 Register 

0000 0001 
0100 0010 
1010 0001 

Select Mode 1 Addressing 
Major is Listener. Address = 02H 
Minor is Talking. Address = 01 H 


Note that in both of the above examples, the listener will respond to a MLA message with five least significant bits 
equal to 02H and the talker to a 01H. 

3. MODE: Talker and listener both share a single address of 03H 


CPU Writes to: 

Pattern 

Comment 

Address Mode Register 
Address 0/1 Register 
Address 0/1 Register 

0000 0001 
0000 0011 
1110 0000 

Select Mode 1 Addressing 
Talker and Listener Address = 03 
Minor Address is disabled 


4. MODE: Talker and listener have a primary address of 04H and a secondary address of 05H 


CPU Writes to: 

Pattern 

Comment 

Address Mode Register 
Address 0/1 Register 
Address 0/1 Register 

0000 0010 
0000 0100 
1000 0101 

Select Mode 2 Addressing 
Primary Address = 04H 
Minor Address is disabled 


5. MODE: Talker has a primary address of 06H. Listener has a primary address of 07H 


CPU Writes to: 

Pattern 

Comment 

Address Mode Register 

0000 0011 

Select Mode 3 

Address 0/1 Register 

0010 0110 

Talker Address = 06 

Address 0/1 Register 

1100 0111 

Listener Primary = 07 


The CPU will verify the secondary addresses which could be the same or different. 
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APPLICATION OF THE 8291 A LISTENER FUNCTIONS 


This phase of the application note will examine pro- 
gramming of the 8291 A, corresponding bus commands 
and responses, CPU interruption, etc. for a variety of 
GPIB activities. This should provide the reader with a 
clear understanding of the role of the 8291 A performs 
in a GPIB system. The talker function, listener func- 
tion, remote message handling, and remote/local oper- 
ations including local lockout, are discussed. 


Talker Functions 


LISTEN-ONLY (Ion). In listen-only mode the 8291 
will not respond to the My Listen Address (MLA) mes- 
sage from the controller. The sequence of events is as 
follows: 

1) The Interrupt Enable registers are programmed. 

2) Lon is selected. 

3) EOS character is programmed. 

4) “Pon” local message is sent. 

5) CPU waits for BI and reads the byte from the data- 
in register. 


TALK-ONLY (ton). In talk only mode the 8291 A will 
not respond to the MTA message from a controller. 
Generally, ton is used in an environment which does 
not have a controller. Ton is also employed in an inter- 
face that includes the controller function. 

When the 8291 A is used with the 8292, the sequence of 
events for initialization are as follows: 

1) The Interrupt/Enable registers are programmed. 

2) Ton is selected. 

3) Settling time is selected. 

4) EOS character is loaded. 

5) “Pon” local message is sent. 

6) CPU waits for Byte Out (BO) and sends a byte to 
the data out register. 


Addressed Talker (via MTA Message) 

The GPIB controller will direct the 8291 A to talk by 

sending a My Talk Address (MTA) message containing 

the 8291A’s talk address. The sequence of events is as 

follows: 

1) The interrupt enable and serial poll mode registers 
are programmed. 

2) Mode 1 is selected. 

3) Settling time is selected. 

4) Talker and listener addresses are programmed. 

5) Power on (pon) local message is sent. 

6) CPU waits for an interrupt. When the controller 
has sent the MTA message for the 8291 A an inter- 
rupt will be generated if enabled and the ADSC bit 
will be set. 

7) CPU reads the Address Status register to determine 
if the 8291 A has been addressed to talk (TA = 1). 

8) CPU waits for an interrupt from either BO or 
ADSC 

9) When BO is set, the CPU writes the data byte to 
the data out register. 

10) CPU continues to poll the status registers. 

1 1) When unaddressed ADSC, will be set and TA reset. 


Note that enabling both ton and Ion can create an inter- 
nal loopback as long as another listener exists. 


Addressed Listening 
(via the MLA Message) 


The GPIB controller will direct the 8291 A to listen by 

sending a MLA message containing the 8291A’s listen 

address. The sequence of events is as follows: 

1) The Interrupt Enable registers are programmed. 

2) The serial poll mode register is loaded as desired. 

3) Talker and listener addresses are loaded. 

4) “Pon” local message is sent. 

5) The CPU waits for an interrupt. When the control- 
ler has sent the MLA message for the 8291 A, the 
ADSC bit will be set. 

6) The CPU reads the Address Status Register to de- 
termine if the 8291 A has been addressed to listen 
(LA = 1). 

7) CPU waits for an interrupt for BI or ADSC. 

8) When BI is set, the CPU reads the data byte from 
the data-in register. 

9) The CPU continues to poll the status registers. 

10) When unaddressed, ADSC will be set and LA reset. 



Remote/Local and Lockout 

Remote and local refer to the source of control of a 
device connected to the GPIB. Remote refers to control 
from the GPIB controller-in-charge. Local refers to 
control from the device’s own system. Reference should 
be made to the RL state diagram in the 2891 A data 
sheet. 

Upon “pon” the 8291 A is in the local state. In this state 
the REM bit in Interrupt Status 1 Register is reset. 
When the GPIB controller takes control of the bus it 
will drive the REN (remote enable) line true. This will 
cause the REM bit and REMC (remote/local change) 
bit to be set. The distinction between remote and local 
modes is necessary in that some types of devices will 
have local controls which have functions which are also 
controlled by remote messages. 
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In the local state the device is allowed to store, but not 
respond to, remote messages which control functions 
which are also controlled by local messages. A device 
which has been addressed to listen will exit the local 
state and go to the remote state if the REN message is 
.true and the local rtl (return to local) message is false. 
The state of the “rtl” local message is ignored and the 
device is “locked” into the local state if the LLO re- 
mote message is true. In the Remote state the device is 
not allowed to respond to local messages which control 
function that are also controlled by remote messages. A 
device will exit the remote state and enter the local 
state when REN goes false. It will also enter the local 
state if the GTL (go to local) remote message is true 
and the device has been addressed to listen. It will also 
enter the local state if the rtl message is true and the 
LLO message is false or ACDS is inactive. 

A device will exit the remote state and enter RWLS 
(remote with lockout state) if the LLO (local lockout) 
message is true and ACDS is active. In this mode, those 
local messages which control functions which are also 
controlled by remote messages are ignored. In other 
words, the “rtl” message is ignored. A device will exit 
RWLS and go to the local state if REN goes false. The 
device will exit RWLS and go to LWLS if the GTL 
message is true and the device is addressed to listen. 

Polling 

The IEEE-488 standard specifies two methods for a 
slave device to let the controller know that it needs 
service. 


These two methods are called Serial and Parallel Poll. 
The controller performs one of these two polling meth- 
ods after a slave device requests service. As implied in 
the name, a Serial Poll is when the controller sequen- 
tially asks each device if it requested service. In a Paral- 
lel Poll the controller asks all of the devices on the 
GPIB if they requested service, and they reply in paral- 
lel. 


Serial Poll 

When the controller performs a Serial Poll, each slave 
device sends back to the controller a Serial Poll Status 
Byte. One of the bits in the Serial Poll Status Byte indi- 
cates whether this device requested service or not. The 
remaining 7 bits are used defined, and they are used to 
indicate what type of service is required. The IEEE-488 
spec only defines the service request bit, however HP 
has defined a few more bits in the Serial Poll Status 
Byte. This can be seen in Figure 4. 

When a slave device needs service it drives the SRQ line 
on the GPIB bus true (low). For the 8291 A this is done 
by setting bit 7 in the Serial Poll Status Byte. The CPU 
in the controller may be interrupted by SRQ or it may 
poll a register to determine the state of SRQ. Using the 
8292 one could either poll the interrupt status register 
for the SRQ interrupt status bit, or enables SRQ to 
interrupt the CPU. After the controller recognizes a 
service request, it goes into the serial poll routine. 

The first thing the controller does in the serial poll rou- 
tine is assert ATN. When ATN is asserted true the 
controller takes control of the GPIB, and all slave de- 
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Figure 4. The Serial Poll Status Byte 
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vices on the bus must listen. All bytes sent over the bus 
while ATN is true are commands. After the controller 
takes control, it sends out a Universal Unlisten (UNL), 
which tells all previously addressed listeners to stop lis- 
tening. The controller then sends out a byte called SPE 
(Serial Poll Enable). This command notifies all of the 
slaves on the bus that the controller has put the GPIB 
in the Serial Poll Mode State (SPMS). Now the control- 
ler addresses the first slave device to TALK and puts 
itself in the listen mode. When the controller resets 
ATN the device addressed to talk transmits to the con- 
troller its Serial Poll Status Byte. If the device just 
polled was the one requesting service, the SRQ line on 
the GPIB goes false, and bit 7 in the serial poll status 
byte of the 8291 A is reset. If more than one device is 
requesting service, SRQ remains low until all of the 
devices requesting service have been polled, since SRQ 
is wire-ored. To continue the Serial Poll, the controller 
asserts ATN, addresses the next device to talk then 
reads the Serial Poll Status Byte. When the controller is 
finished polling it asserts ATN, sends the univeral un- 
talk command (UNT), then sends the Serial Poll Dis- 
able command (SPD). The flow of the serial poll can be 
seen from the example in Figure 5. 


0) DEVICE A REQUESTS SERVICE (SRQ) 

1) ASSERT ATN 

2) UNIVERSAL UNLISTEN (UNL) 

3) SERIAL POLL ENABLE (SPE) 

4) DEVICE A TALK ADDRESS (MTA) 

5) RELEASE ATN 

6) DEVICE A STATUS BYTE (STD) (RQS SET) 

7) ASSERT ATN 

8) DEVICE B TALK ADDRESS (MTA) 

9) RELEASE ATN 

10) DEVICE B STATUS BYTE (STB) (RQS 
CLEAR) 

11) ASSERT ATN 

12) DEVICE C TALK ADDRESS (MTA) 

13) RELEASE ATN 

14) DEVICE C STATUS BYTE (STB) (RQS 
CLEAR) 

15) ASSERT ATN 

16) UNIVERSAL UNTALK (UNT) 

17) SERIAL POLL DISABLE (SPD) 

18) GO PROCESS SERVICE REQUEST 


Figure 5. Serial Polling 

The following section describes the events which hap- 
pen in a serial poll when 8291 A and 8292 are the con- 
troller, and another 8291 A is the slave device. While 
going through this section the reader should refer to the 
register diagrams for the 8291 A and 8292. 


A. DEVICE A REQUESTS SERVICE 
(SRQ BECOMES TRUE) 

The slave devices rsv bit in the 2819A’s serial poll mode 
register is set. 


B. CONTROLLER RECOGNIZES SRQ AND 
ASSERTS ATN 

The 8292’s SPI pin 33 interrupts the CPU. The CPU 
reads the 8292’s Interrupt status register and finds the 
SRQ bit set. The CPU tells the 8292 to ‘Take Control 
Synchronously’ by writing a OFDH to the 8292’s com- 
mand register. 


C. THE CONTROLLER SENDS OUT THE 
FOLLOWING COMMANDS: UNIVERSAL 
UNLISTEN (UNL), SERIAL POLL ENABLE (SPE), 
MY TALK ADDRESS (MTA) 

(MTA is a command which tells one of the devices on 
the bus to talk.) 


The CPU in the controller waits for a BO (byte out) 
interrupts in the 8291A’s interrupt status 1 register be- 
fore it writes to the Data Out register a 3FH (UNL), 
18H (SPE), 010XXXXX (MTA). The X represents the 
programmable address of a device on the GPIB. When 
the 8291 A in the slave device receives its talk address, 
the ADSC bit in the Interrupt Status register 2 is set, 
and in the Address Status Register TA and TP AS bits 
are set. 



D. CONTROLLER RECONFIGURES ITSELF TO 
LISTEN AND RESETS ATN 

The CPU in the controller puts the 8291 A in the listen 
only mode by writing a 40H to the Address Mode regis- 
ter of the 8291 A, and then a OOH to the Aux Mode 
register. The second write is an ‘Immediate Execute 
pon’ which must be used when switching addressing 
modes such as talk only to listen only. To reset ATN 
the CPU tells the 8292 to ‘Go To Standby’ by writing a 
0F6H to the command register. The moment ATN is 
reset, the 8219A in the slave device sets SPAS in Inter- 
rupt Status 2 register, and transmits the serial poll 
status byte. SRQS in the Serial Poll Status byte of the 
8291 A slave device is reset, and the SRQ line on the 
GPIB bus becomes false. 


E. THE CONTROLLER READS THE SERIAL 
POLL STATUS BYTE, SETS ATN, THEN 
RECONFIGURES ITSELF TO TALK 

The CPU in the controller waits for the Byte In bit (BI) 
in the 8291A’s Interrupt Status 1 register. When this bit 
is set the CPU reads the Data In register to receive the 
Serial Poll Status Byte. Since bit 7 is set, this was the 
device which requested service. The CPU in the con- 
troller tells the 8292 to ‘Take Control Synchronously’ 
which asserts ATN. The moment ATN is asserted true 
the 8291 A in the slave device resets SPAS, and sets the 
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Serial Poll Complete (SPC) bit in the Interrupt Status 2 
register. The controller reconfigures itself to talk by set- 
ting the TO bit in the Address Mode register and then 
writing a OOH to the Aux Mode register. 

F. THE CONTROLLER SENDS THE COMMANDS 
UNIVERSAL UNTALK (UNT), AND SERIAL POLL 
DISABLE (SPD) THEN RESETS THE SRQ BIT IN 
THE 8292 INTERRUPT STATUS REGISTER 

The CPU in the controller waits for the BO Interrupt 
status bit to be set in the Interrupt Status 1 register of 
the 8291 A before it writes 5FH (UNT) and 19H (SPD) 
to the Data Out register. The CPU then writes a 2BH 
to the 8292’s command register to reset the SRQ status 
bit in the Interrupt Status register. When the 8291 A in 
the slave device receives the UNT command the ADSC 
bit in the Interrupt Status 2 register is set, and the TA 
and TPAS bits in the Address Status register will be 
reset. At this point the controller can service the slave 
device’s request. 

Note that in the software listing of AP-66 (USING 
THE 8292 GPIB CONTROLLER) there is a bug in 
the serial poll routines. In the ‘SRQ ROUTINE’ when 
the CPU finds that the SRQ bit in the interrupt status 
register is set, it immediately writes the interrupt Ac- 
knowledge command to the 8292 to reset this bit. How- 
ever the SRQ GPIB line will still be driven true until 
the slave device driving SRQ has been polled. There- 
fore, the SRQ status bit in the 8292 will become set and 
latched again, and as a result the SRQ status bit in the 
8292 will still be set after the serial poll. The proper 
time to reset the SRQ bit in the 8292 is after SRQ on 
the GPIB becomes false. 


Parallel Poll 

The 8291 A supports an additional method for obtain- 
ing status from devices known as parallel poll (PPOL). 
This method limits the controller to a maximum of 8 
devices at a time since each device will produce a single 
bit response on the GPIB data lines. As shown in the 
state diagrams, there are three basic parallel poll states: 
PPIS (parallel poll idle state), PPSS (parallel poll stand- 
by state), and PPAS (parallel poll active state). 

In PPIS, the device’s parallel poll function is in the idle 
state and will not respond to a parallel poll. PPSS is the 
standby state, a state in which the device will respond 
to a parallel poll from the controller. The response is 
initiated by the controller driving both ATN and EOI 
true simultaneously. 

The 8291 A state diagram shows a transition from PPIS 
to PPSS with the “lpe” message. This is a PP2 imple- 
mentation for a parallel poll. This “lpe” (local poll en- 
able) local message is achieved by writing 
OIIUSP3P2P1 to the Aux Mode Register with U = 0. 


The S bit is the sense bit. If the “ist” (individual status) 
local message value matches the sense bit, then the 
8291 A will give a true response to a parallel poll. Bits 
P3-P1 identify which data line is used for a response. 

For example, assume the programmer decides that the 
system containing the 8291 A shall participate in paral- 
lel poll. The programmer, upon system initialization 
would write to the Aux Mode Register and reset the U 
bit and set the S bit plus identify a data line (P3-P1 
bits). At “pon,” the 8291 A would not respond true to a 
parallel poll unless the parallel poll flag is set (via Aux 
Mode Register command). 

When a status condition in the user system occurs and 
the programmer decides that this condition warrants a 
true response, then programmers software should set 
the parallel poll flag. Since the S bit value matches the 
“ist” (set) condition a true response will be given to all 
parallel polls. 

An additional method of parallel polling reading exists 
known as a PP1 implementation. In this case the con- 
troller sends a PPE (parallel poll enable) message. PPE 
contains a bit pattern similar to the bit pattern used to 
program the “lpe” local message. The 8291 A will re- 
ceive this as an undefined command and use it to gener- 
ate an “lpe” message. Thus the controller is specifying 
the sense bits and data lies for a response. A PPD (par- 
allel poll disable) message exists which clears the bits 
SP3P2P1 and sets the U bit. This also will be received 
by the 8291 A and used to generate an “lpe” false local 
message. 

The actual sequence of events is as follows. The con- 
troller sends a PPC (parallel poll configure) message. 
This is an undefined command which is received in the 
CPT register and the handshake is held off. The local 
CPU reads this bit pattern, decodes it, and sends a 
VSCMD message to the Aux Mode Register. The con- 
troller then sends a ppe message which is also received 
as an undefined command in the CPT register. The 
local CPU reads this, decodes it clears the MSB, and 
writes this to the Aux Mode Register generating the 
“lpe” message. 

The controller then sends ATN and EOI true and the 
8291 A drives the appropriate data line if the “ist” (par- 
allel poll flag) is true. The controller will then send a 
PPD (parallel poll disable) message (again, an unde- 
fined command). The CPU reads this from the CPT 
register and uses it to write new “lpe” message (this 
“lpe” message will be false). The controller then sends a 
PPU (parallel poll unconfigure) message. Since this is 
also an undefined command, it goes into the CPT regis- 
ter. When the local CPU decodes this, the CPU should 
clear the “ist” (parallel poll flag). 
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APPLICATION EXAMPLES 

In the course of developing this application note, two 
complete and identical; GPIB systems were built. The 
schematics and block diagrams are contained in Appen- 
dix 1. These systems feature an 8088 CPU, 8237 DMA 
controller, serial I/O (8215a and 8253), RAM, 
EPROM, and a complete GPIB talker/listener control- 
ler. Jumper switches were provided to select between a 
controller function and a talker/listener function. This 
system design is based on the design of Intel’s SDK-86 
prototyping kit and thus shares the same I/O and 
memory addresses. This system uses the same down- 
load software to transfer object files from Intel develop- 
ment systems. 


In this example, the 8292 was removed from its socket 
and the OPTA and OPTB pins of the two 8293 trans- 
ceiver reconfigured to modes 0 and 1. Optionally, the 
mode pins could have been left wired for modes 2 and 3 
and the 8292 left in its socket with its SYC pin wired to 
ground. This would have produced the same effect. 

The first action performed is sending IFC. Generally, 
this is done when a controller first comes on line. This 
pulse is at least 100 jlls in duration as specified by the 
IEEE-488 standard. 

The software checks to see if active listeners are on line. 
For demonstration purposes, the HP 983 5 A will flag 
the operator to indicate that listeners are on line. 


Two Software Drivers 

Two software drivers were developed to demonstrate a 
ton/lon environment. These two programs (BOARD 1 
and BOARD 2) are contained in Appendix 2. 

In this example, one of the systems (BOARD 1) initial- 
ly is programmed in talk-only mode and synchroniza- 
tion is achieved by waiting for the listening board to 
become active. This is sensed by the lack of a GPIB 
error since a condition of no active listener produces an 
ERR status condition. Board 1 upon detecting the pres- 
ence of an active listener transmits a block of 100 bytes 
from a PROM memory across the bus. The second sys- 
tem (BOARD 2) receives this data and stores it in a 
buffer, EOI is sent true by the talker (BOARD 1) with 
the last byte of data. Upon detection of EOI, BOARD 
2 switches to the talk only mode while BOARD 1 upon 
terminal count switches to the listen only mode. 
BOARD 2 then detects the presence of an active listen- 
er and transmits the contents of its buffer back to 
BOARD 1 which stores this data in the buffer. EOI 
again is sent with the last byte and BOARD 2 switches 
back to listen-only. BOARD 1 upon detecting EOI 
then compares the contents of its buffer with the con- 
tents of its PROM to ensure that no data transmission 
errors occurred. The process then repeats itself. 


8291 A with HP 9835A 

An example of the 8291 A used in conjunction with a 
bus controller is also included in this application note. 
In this example, the 8291 A system used in previous 
experiments was connected via the GPIB to a Hewlett- 
Packard 9835A desktop computer. This computer con- 
tains, in addition to a GPIB interface, a black and 
white CRT, keyboard, tape drive for high quality data 
cassettes, and a calculator type printer. The software 
for the HP9835S is shown in Appendix 3. The user 
should refer to the operation manuals for the 
HP 9835A for information on the features and pro- 
gramming methods for the HP 9835A. 


The HP 983 5 A then configures and performs a parallel 
poll (PPOL). The parallel poll indicates 1 bit of status 
of each device in a group of up to 8 devices. Such infor- 
mation could be used by an application program to de- 
termine whether optional devices are part of a system 
configuration. Such optional devices might include 
mass storage devices, printers, etc., where the applica- 
tion software for the controller might need to format 
data to match each type of device. Once the PPOL 
sequence is finished, the HP 983 5 A offers the user the 
opportunity to execute user commands from the key- 
board. At this time the HP 9835A sits in a loop waiting 
for an SRQ condition. When the operator hits a key on 
the keyboard, the HP 983 5 A processor is interrupted 
and vectors to a service routine where the key is read 
and the appropriate routine is executed. The HP 9835A 
will then return to the loop checking for the SRQ true. 
For this application, the valid keys are G, D, R, H, and 
X. Pressing the “G” key causes the GET command to 
be sent across the bus. A message to this effect is print- 
ed in the CRT and the HP 9835A returns. The “D” key 
causes the SDC message to be sent with the 8291 A 
being the addressed device. Again, an appropriate mes- 
age is output on the HP 9 83 5 A CRT. The “R” key 
causes the GTL message to be sent. The CRT displays 
“REMOTE MESSAGE SENT.” The “H” key causes a 
menu to be displayed on the HP 9835A CRT screen. 
This menu lists the allowed commands and their func- 
tions. NO GPIB commands are sent. The “X” key al- 
lows the operator to send one line of data across the 
bus. The line of data is terminated by a carriage return 
and line feed produced by pressing the “CONTINUE” 
key on the HP 9835A. 



The characters are stored in the sequence entered into a 
buffer whose maximum size is 80 characters. Pressing 
the “CONTINUE” key terminates storing characters 
in the array and all characters including the carriage 
return and line feed are sent. EOI is then sent true with 
a false byte of OOH. This false byte is due to the 1975 
standard which allows asynchronous sending and re- 
ception of EOI. (The 8291 A supports the later 1978 
standard which eliminates this false byte.) 


3-77 



AP-166 


After any key command is serviced control returns to 
the loop which checks for SRQ active. Should SRQ be 
active, then the keyboard interrupt is disabled and a 
message printed to indicate that SRQ has been received 
true. 

The controller then performs a parallel poll. 

This is an example of how parallel poll may be used to 
quickly check which group of devices contains a device 
sending SRQ. The eight devices in a group would, of 
course, have software drivers which allow a true re- 
sponse to a PPOL if that device is currently driving 
SRQ true. This would be a valuable method of isolation 
of the SRQ source in a system with a large number of 
devices. In this application program, only the response 
from the 8291 A is of concern and only the 8291A’s 
response is considered. It does, however, demonstrate 
the technique employed. If a true response from the 
8291 A is detected, then a message to this effect is print- 
ed on the HP 9835A CRT screen. From this process, 
the controller has identified the device requesting serv- 
ice and will use a serial poll (SPOL) to determine the 
reason for the service request. This method of using 
PPOL is not specifically defined by the IEEE-488 stan- 
dard but is a use of the resources provided. 

The controller software then prints a message to indi- 
cate that it is about to perform a serial poll. This serial 
poll will return to the controller the current status of 
the 2819A and clear the service request. The status byte 
received is then printed on the CRT screen of the 
HP 9835 A. One of the 8291 A status bits indicates that 
the 8291 A system has a field (on line or less) of data to 
transfer to the HP 9835A. If this bit is set, then the 
HP 9835 A addresses the 8291 A system to talk. The 
data is sent by the 8291 A system is then printed on the 
CRT screen of the HP 9835A. The HP 9835 then en- 
ables the keyboard interrupts and goes into its SRQ 
checking loop. 

Appendix 4 contains the software for the 8291 A system 
which is connected to the HP 9835A via the GPIB. 
This software throws away the first byte of data it re- 
ceives since this transfer was used by the HP 983 5 A to 
test when the 8291 A system came on line. 

Next, both status registers are read and stored in the 
two variable STAT 1 and STAT 2. It is necessary to 
store the status since reading the status registers clears 
the status bits. 

Initially, six status bits are evaluated (END, GET, 
CPT, DEC, REMC, ADSC). Some of these conditions 
require that additional status bits be evaluated. 

If END is true, then the 8291 A system has received a 
block from the HP 983 5 A and the contents of a buffer 
is printed on the CRT screen. Next, the CPT bit is 
checked. PPC and PPE are only valid undefined com- 
mands in this example. 


Next, the GET bit is examined and if true, the CRT 
screen connected to the serial channel on the 8291 A 
system prints a message to indicate that the trigger 
command has been received. A similar process occurs 
with the DEC and REMC status bits. 

Address Status Chagne (ADSC) is checked to see if the 
8291 A has been addressed or unaddressed by the con- 
troller. If ADSC is false, then the software checks the 
keyboard at the CRT terminal. If ADSC is set, then the 
TA and LA bits are read and evaluated to determine 
whether the 8291 A has been addressed to talk or listen. 
The DMA controller is set to start transfers at the start 
of the character buffer and the type of transfer is deter- 
mined by whether the 8291 A in in TADS or LADS. 
We only need to set up the DMA controller since the 
transfers will be transparent to the system processor. 
The keyboard from the CRT terminal is then checked. 
If a key has been hit, then this character is stored in the 
character buffer and the buffer printer set to the next 
character location. This process repeats until the re- 
ceived character is a line feed. The line feed is echoed to 
the CRT, the serial poll status byte updated and the 
SRQ line driven true. This allows the 8291 A system to 
store up to one line of characters before requesting a 
transfer to the controller. Recall that upon receiving an 
SRQ, the controller will perform a serial poll and sub- 
sequently address the 8291 A to talk. The 8291 A system 
then goes back to reading the status register thus re- 
peating the process. 


CONCLUSION 

This application note has shown a basic method to view 
the IEEE 488 bus, when used in conjunction with In- 
tel’s 8291 A. 

The main reference for GPIB questions is the IEEE 
Standard 488 — 1978. Reference 8291A’s data sheet for 
detailed information on it. 

Additional Intel GPIB products include iSBX-488, 
which is a multimode board consisting of the 8291 A, 
8292, and 8293. 
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APPENDIX A 

SYSTEM BLOCK DIAGRAM WITH 8088 












APPENDIX B 

SOFTWARE DRIVERS FOR BLOCK DATA TRANSFER 


PL/M-86 

COMPILER BOARD 1 






ISI 

S-I I 

PL/M- 

86 Vi 1 COMPILATION OP MODULE BOARD l 





□EJECT MODULE 

PLACED IN: FI. BRD1 OBJ 






COMPILER 

INVOKED BY: PLM86. FI: BRD1. 

SRC SYMBOLS MEDIUM 






/* 

BOARD 1 TPT PROGRAM */ 








/* 

THIS BOARD TALKS TO THE OTHER 

BOARD BV •*/ 







/* 

TRANSFERRING A BLOCK OF DATA 

VIA THE 8237 */ 






/> 

COUPLED WITH THE 8291 A THE 

8291 A IS PROGRAM- */ 





/* 

MED TO SEND EOI WHEN RECOGNIZING THE LAST 

*/ 






/* 

DATA BVTE'S BIT PATTERN. WHILE DATA IS BEING 

*/ 






/* 

TRANSFERRED, THE PROCESSOR PERFORMS I/O READS */ 






/* 

OF THE 8237 COUNT REGISTERS TO SIMULATE BUS 

*/ 



, 



/* 

ACT I VI T 1 , AND TO DETERMINE WHEN TO TURN THE 

*/ 






/* 

LINE AROUND. AFTER THE 8237 HAS REACHED */ 







/* 

TERMINAL COUNT, THE 8291A IS 

PROGRAMMED TO 

*/ 






/* 

THE LISTENER STATE AND WAITS 

FOR THE BLOCK 

*/ 






/* 

TO BE TRANSMITTED PACK FROM THE SECOND BOARD. 

*/ 






/* 

THIS DATA IS PLACED IN A SECOND BUFFER AND 

*/ 






/* 

ITS CONTENTS COMPARED WITH THE ORIGINAL D,ATA 

*/ 






/* 

TO CHECK FOR INTERFACE INTEGRITY. */ 





1 


BOARD1 : 








DO; 










/* PROCEDURES */ 






2 

1 


CO: PROCEDURE (XXX) ; 






3 

2 


DECLARE XXX BYTE, 









SER*STAT LITERALLY 

/ 0FFF2H ' , 








SERSDATA LITERALLY 

'OFFFQH 








TXRDY LITERALLY 

'01H ' , 





4 

£ 


DO WHILE (INPUT (S 

ERSSTAT) AND TXRDY) 

O 

TXRDY; 


5 

3 


END; 






6 

2 


OUTPUT (SERSDATA) 

= XXX; 





7 

2 


END CO; 









/* SETUP BUFFERS */ 






8 

1 - 


DECLARE BUFF2 (100) 

BYTE; /* RAM STORAGE 

AREA *J 


? 

1 


DECLARE BUFFI 

(100) BYTE DATA 








(1, 2, 3, 4, 5, 6, 7, 8, 9, 

10H, 








UH, 1 2H» 13H, 14H, 

15H, 16H, 17H, 

1BH, 

19H. 

20H, 





21H, 22H, 23H, 24H, 

25H, 26H, 27H, 

28H, 

29H, 

30H, 





31H, 32H, 33H, 34H, 

35H, 36H, 37H, 

38H, 

39H, 

40H* 





4 1H, 42H, 43H, 44H, 

45H, 46H, 47H, 

48H, 

49H. 

50H* 





51H, 52H, 53H, 54H, 

55H, 56H, 57H, 

58H, 

59H# 

60H# 





61H, 62H, 63H, 64H, 

65H, 66H, 67H, 

68H, 

69H, 

70H» 





71H> 72H, 73H, 74H, 

75H, 76H, 77H, 

78H, 

79H, 

BOH, 





81H, Q2H, 83H, 84H, 

85H, 86H, 87H, 

88H, 

B9H, 

90H, 
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PL/M 

-86 

COMPILER BOARD 1 






91H, 92H, 93H 

94H, 95H, 

96H, 97H/ 98H, 99H.- ODH ) ; 


10 

1 

DECLARE BUFF 3 (17) BYTE DATA 




(QDH, OAH. 'COMPARE ERROR 

'> ODH, CAH); /* ROM STORAGE AREA*/ 



/* e237 PORT 

ADDRESSES * 



11 

1 

DECLARE 






CLEAR tFF 

LITERALLY 

'OFFDDH ' , /* MASTER CLEAR */ 




START*0*LQ 

LITERALLY 

' OFFDOH ' , 




START $0$HI 

LITERALLY 

' OFFDOH ' , 




OSCOUNTSLQ 

LITERALLY 

'0FFD1H ' , 




0$C0UNT*HI 

LITERALLY 

• 0FFD1H 




SET SMODE 

LITERALLY 

'OFFDBH ' , 




C MD$37 

LITERALLY 

'OFFDBH ' , 




SETSMASK 

LITERALLY 

'OFFDFH •' ; 




/* 8237 COMMAND - DATA BYTES */ 


12 

1 

DECLARE 

DMA*ADR*TALK POINTER; 


13 

1 

DECLARE 

BMA*ADR£LSTN POINTER; 


14 

1 

DECLARE 






RDSTRANSFER 

LITERALLY 

' 48H ' , 




WR$TR ANSFER 

LITERALLY 

' 44H ' > 




NORM*TIME 

LITERALLY 

' 20H ' > 




TC*L01 

LITERALLY 

' OFFH ' , 




TC*HIl 

LITERALLY 

' OOH ’ , 




TC*L02 

LITERALLY 

' 99D ' , /* 100 XFERS */ 




TC LITERALLY '01H' 

, 




I 

BYTE; 



15 

1 

DECLARE 






DMA*URD*TALK 

< 2) WORD 

AT ( @DMA*ADR*TALK ) , 




DMA$WRD$LSTN ( 2 ) WORD 

AT ( @DNA*ADR*LSTN ) ; 




/* 8291 A FORT 

ADDRESSES */ 


16 

1 

DECLARE 






PORT$OUT 

LITERALLY 

OFFCOH ' i /•* DATA OUT*/ 




PORT*IN 

LITERALLY 

'OFFCOH ' 




STATUS* 1 

LITERALLY 

'0FFC1H 7 , /*INTR STAT 2*/ 




STATUS*2 

LITERALLY 

'0FFC2H', /* INTR STAT 2 */ 




ADDRSSTATUS 

LITERALLY 

'0FFC4H', 




COMMAND*MOD 

LITERALLY 

'0FFC5H ' , /*CMD PASS THRU */ 




ADDR*0 

LITERALLY 

'0FFC6H', 




EOS$REG 

LITERALLY 

'0FFC7H 7 , /* EOS REGISTER */ 
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/* 829 1 A COMMAND - DATA BYTES */ 
PL/M-86 COMPILER BOARD1 


17 


1 


DECLARE 


END-EOI LITERALLY 
DNE LITERALLY 
PON LITERALLY 
RESET LITERALLY 

CLEAR LITERALLY 

OMA-REG-L LITERALLY 
DMA-REG-T LITERALLY 
MODI ♦TO LITERALLY 
MODI -LO LITERALLY 
EOS LITERALLY 
PRESCALER LITERALLY 
HIGH-SPEED LITERALLY 
OKAY LITERALLY 

XY2 BYTE. 

MATCH WORD* 

BO LITERALLY 
BI LITERALLY 
ERR LITERALLY 


■' 88H " » 

' 10H ' , 

'OOH', 

' 02H ' , 

'OOH'* 

' 1 OH ' * 

'20H ' * 

'80H ' > 

'40H ' * 

'ODH ' * 

'23H', 

'0A4H ' * 
OFFFFH ' * 


'02H 7 * 
'OlH V 
' 04H ' 


/* CODE BEGINS */ 
18 1 START9L: 


OUTPUT < STATUS-2) =CLEAR ; /* SHUT-OFF DMA REQ BITS TO */ 

/* PREVENT EXTRA DMA REQS */ 
/♦FROM 8291 A */ 

/* MANIPULATE DMA ADDRESS VARIABLES */ 


19 1 DMA-ADR-TALK =( ©BUFFI); 

20 1 DMA-ADR-LSTN =(@BUFF2); 

21 1 DMA-WRD-TALK ( 1 )=SHL < DMA-WRD-TALK ( 1 ) * 4); 

22 1 DMA-WRD-TALK (0)*DMA-WRD-TALK (0) + DMA-WRD-TALK <1); 

23 1 DMA-WRD-LSTN ( 1 ) =SHL ( DMA-WRD-LSTN (1), 4); 

24 1 DMA-WRD-LSTN ( 0 ) =DMA-WRD-LSTN (0) +DMA-WRD-LSTN <I); 


25 1 INIT377: 

/* IN IT 8237 FOR TALKER FUNCTIONS */ 


26 1 

27 1 

28 1 

29 1 

30 1 

31 1 

32 1 

33 1 


OUTPUT (CLEAR-FF) 

OUTPUT (CMD-37) 

OUTPUT < SET-MODE ) 

OUTPUT (SET-MASK) 

OUTPUT (START-O-LO) 

DMA-WRD-TALK (0) 

OUTPUT < START-O-HI ) 

OUTPUT (O-COUNT-LO) 

OUTPUT (O-COUNT— HI) 


=CLEAR; /* TOGGLE MASTER CLEAR */ 
-NORM-TIME; 

=RD- TRANSFER; 

=CLEAR; 

ssDMA-WRD-TALK <0); 

-SHR (DMA-WRD-TALK (0), 8); 
=*DMA-WRD-TALK (0); 

-TC-L02; 

=TC-HI2; 


/♦ INI T 8291 A FOR TALKER FUNCTIONS */ 


PL/M-86 COMPILER BOARD! 
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34 

1 

OUTPUT 

(EOS*REG ) =EOS; 


35 

1 

OUTPUT 

( COMMAND*MOD ) =END*EOI; /* EOI ON EOS SENT */ 


36 

1 

OUTPUT 

(ADDR*STATUS> =--MODl*TO; /* TALK ONLY */ 


37 

1 

OUTPUT 

(COMMAND*MOD) =PRESCALER» 


38 

1 

OUTPUT 

(COMMAND*MOD> -HIGH*SPEED; 


39 

1 

OUTPUT 

(COMMAND*MOD> =PON; 


40 

1 

DO WHILE 

(INPUT ( STATUS* 1 > AND BO) =0; 


41 

2 

END; 

/* WAIT FOR BO INTR */ 


42 

1 

OUTPUT 

( PORT*OUT ) = OAAH; 


43 

1 

DO WHILE 

(INPUT (STATUS*!) AND ERR) = ERR; 


44 

2 

DO WHILE (INPUT (STATUS*! > AND BO) = 0; 


45 

3 

END; 

/* WAIT FOR BO INTR */ 


46 

2 

OUTPUT < PORT *0UT ) -OAAH; 


47 

2 

END; 



48 

1 

OUTPUT 

< S VAT US$2 ) =DMA*REQ*T , /* ENABLE DMA REQS */ 


49 

1 

DO WHILE (INPUT <CMD*37> AND TC) O TC; 




/* 

WAIT FOR TC = 0 */ 


50 

2 

END; 



51 

1 

INIT37L; 





OUTPUT 

( STATUS*2 ) =CLEAR; /* DISA3LE DMA REQS */ 




/■* INIT 

8237 FOR LISTENER FUNCTIONS */ 


52 

1 

OUTPUT 

( CLEAR *FF ) 0=CLEAR; /* TOGGLE MASTER RESET */ 


53 

2 

OUTPUT 

(CMD*37) =NORM*TIME; 


54 

1 

OUTPUT 

(SET*MODE) =WR*TR ANSFER ; 


55 

1 

OUTPUT 

( SET*MASK ) =CLEAR; 


56 

1 

OUTPUT 

( START *0*1.0 ) =DMA*WRD*LSTN (0); 


57 

1 

DMA*WRD*LSTN (0) =SHR ( DMA*WRD*L.STN <0), 8); 


58 

1 





OUTPUT 

(START *0*HI) =DMA*WRD*LSTN (0); 


59 

1 

OUTPUT 

(0*C0UNT*L0) =TC*L01 ; 


60 

1 

OUTPUT 

(0$C0UNT*HI) =TC*HI1; 




/* INIT 

8291 A FOR LISTENER FUNCTIONS */ 


61 

1 

OUTPUT 

(COMMAND*MOD) PRESET, 


62 

1 

OUTPUT 

( ADDR*STATUS ) =M0D1*LQ; /* LISTEN ONLY */ 


63 

1 

OUTPUT 

( C0MMAND*M0D ) =PON; 


64 

1 

DO WHILE 

(INPUT (STATUS*!) AND BI) =0; 


65 

2 

END; /# 

WAIT FOR El INTR •*/ 


66 

1 

XYZ = INPUT (PORTSIN); 


67 

1 

OUTPUT 

( STATUS*2) =DMA*REQ*L; /* ENABLE DMA REQS */ 


68 

1 

DO WHILE 

(INPUT (STATUS*!) AND DNE><> DNE; 




/* WAIT FOR EOT RECEIVED */ 
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PL/M-86 COMPILER BOARD 1 
70 l CMPBLKS 


/* COMPARE THE TWO BUFFERS CONTENTS */ 
MATCH-CMPB '©BUFFI, ©BUFF2, 100); 

71 1. IF MATCH « OKAY THEN GOTO START? 1; . 


f* SEND ERROR MESSAGE IN BUFFER 3 */ 


73 1 

74 2 

75 a 


DO 1-0 TO 16; 

CALL CO (BUFF 3 < I ) >; 

END; 


76 


GOTO START? 1; 


77 1 END; 


MODULE INFORMATION: 


CODE AREA SIZE 

=01DBH 

475D 

CONSTANT AREA SIZE 

=0075H 

1 17D 

VARIABLE AREA SIZE 

=0070H 

1 12D 

MAXIMUM STACK SIZE 

=0006H 

6D 


243 LINES READ 
0 PROGRAM ERROR (S) 


END OF PL/M-86 COMPILATION 
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PL/M-86 COMPILER B0ARD2 

ISIS-II PL/M-86 VI. 1 COMPILATION OF MODULE BQARD2 
OBJECT MODULE PLACED IN . FI: BRD2* OBJ 

COMPILER INVOKED BY: PLM86 FI: BRD2* SRC 


1 


2 1 


3 1 


4 1 


/■* BOARD 2 TPT PROGRAM */ 

/■# */ 

/* THIS BOARD LISTENS TO THE OTHER BOARD (1) */ 

/* AND DMA 'S DATA INTO A BUFFER* WHILE WAITING */ 
/* FOR THE END INTERRUPT BIT TO BECOME ACTIVE */ 
/* UPON END ACTIVE* THE DATA IN THE BUFFER IS */ 
/* SENT BACK TO THE FIRST BOARD VIA THE GPID */ 
/* WHEN THE BLOCK IS FINISHED THE 8291 A IS */ 

/* PROGRAMMED BACK INTO THE LISTENER MODE */ 

BOARD2 . 


/* 8237 PORT 

ADDRESSES */ 


DECLARE 

CLEARSFF 

LITERALLY 

' OFFDDH 

START*0*Lo 

LITERALLY 

'OFFDOH 

START*0*HI 

LITERALLY 

'OFFDOH 

0*C0UNT*L0 

LITERALLY 

'OFFD1H 

Q*C0UNT*HI 

LITERALLY 

'OFFD1H 

SET*MODE 

LITERALLY 

'OFFDEH 

CMD*37 

LITERALLY 

' 0FFD8H 

SET*MASK 

LITERALLY 

'OFFDFH 

/* 8237 COMMAND - DATA BYTES 

*/ 

DECLARE 

RD*TRANSFER 

LITERALLY 

' 48H * 

WR*TRANSFER 

LITERALLY 

' 44H ' * 

ADDR*1A 

LITERALLY 

'OOH ' * 

ADDR*1B 

LITERALLY 

'OlH'# 

NGRM*TIME 

LITERALLY 

'20H ' , 

TC*L01 

LITERALLY 

' OFFH ' » 

TC*HI 1 

LITERALLY 

' OOH ' * 

TC*L02 

LITERALLY 

' 99D ' * 

TC*HI2 

LITERALLY 

'OOH'* 


TC LITERALLY 'OlH', 


/^MASTER CLEAR */ 


/* 8291 A PORT ADDRESSES */ 


DECLARE 


PORT*OUT 

LITERALLY 

'OFFCOH' 






PORT* IN 

LITERALLY 

'OFFCOH' 

, /•* 1 

DATA 

IN */ 



STATUS* 1 

LITERALLY 

'OFFC1H ' 

* /* 

INTR 

STAT 

1 

*/ 

STATUSS2 

LITERALLY 

'0FFC2H ' 

, /* 

INTR 

STAT 

2 

*/ 

ADDR*STATUS 

LITERALLY 

'0FFC4H ' 

* /* 

ADDR 

STAT 


*/ 

COMMAND*MOD 

LITERALLY 

'OFFC5H ' 

, /* 

CMD 

PASS 

THRU */ 
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PL/M 

-86 

COMPILER BGAPD2 



. i 



ADDR*0 

LITERALLY 

'0FFC6H', 




EOS$REG 

LITERALLY 

'0FFC7H 7 , /* 

EOS REGISTER */ 



/■* 8291 A 

COMMAND - DATA 

BYTES */ 


5 

1 

DECLARE 






ENDSEOI 

LITERALLY 

'88H ' » 




DNE LITERALLY '10H' 

, 




FON LIT 

ERALLY ' OOH ' 

. 




RESET 

LITERALLY 

'02H ' > 




CLEAR 

LITERALLY 

'OOH', 




DMA*REQ*L LITERALLY 

' 1 OH ' , 




DMASREQST LITERALLY 

'20H ' , 




M0D1ST0 

LITERALLY 

' SOH ' , 




mqdislo 

LITERALLY 

' 40 ' , 




EOS LITERALLY 'ODH ' 

PRESCALER LITERALLY 

' 23H ' , 




HIGH$SPEED LITERALLY 

' A4H ' , 




XYZ 

BYTE, 





BO 

LITERALLY '02H' 

, 




BI 

LITERALLY '01H' 

, 




ERR 

LITERALLY '04H' 

' 


6 

1 

START91 ; 






OUTPUT 

<STATUS*2> =CLEAR : /* END INITILI ZATION STATE */ 



/* IN IT 

8237 FOR LISTENER 

FUNCTION */ 


7 

1 

INIT37L; 






OUTPUT 

(CLEARSFF) =CLEAR; /* TOGGLE 

MASTER RESET */ 

8 

1 

OUTPUT 

<CMD*37> =NORM*TIME; 


9 

1 

OUTPUT 

(SET*MODE> =WR*TRANSFER, /* 

BLOC’/. XFER MODE */ 

10 

1 

OUTPUT 

(SET*MASK> =CLEARi 


11 

1 

OUTPUT 

(START*0*L0) 

=ADDR*1A; 


12 

1 

OUTPUT 

(START*0*HI ) 

=ADDR*1B; 


13 

1 

OUTPUT 

<G*COUNT*LO) 

=TC*L01; 


14 

1 

OUTPLUT 

(0*C0UNT*HI ) 

=TC*HI 1 ; 




/* INIT 

8291 A FOR LISTENER FUNCTIONS 

*/ 

15 

1 

OUTPUT 

(COMMAND*MOD> 

=RESET; 


16 

1 

OUTPUT 

( ADDR*ST ATUS ) 

=M0D1*L0; 


17 

1 

OUTPUT 

(COMMAND*MOD) 

=P0N* 


18 

1 

DO WHILE 

(INPUT (STATUS*1) AND 31) 

=0; 

19 

2 

END; /* 

WAIT FOR BI INTR */ 


20 

1 

XYZ= INPUT (PORTSIN); 



21 

1 

OUTPUT 

(STATUS*2) 

DMA*REQ*L, 




/* WAIT 

UNTIL EOI RCVD AND END INTR-3IT SET */ 

22 

1 

DO WHILE (INPUT ( STATUS* 1 ) AND DNE ) O DNE; 
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23 

1 


END; 



24 

1 


INIT37T; 






/■>> IN IT 823 7 FOR TALKER FUNCTION */ 






OUTPUT (STATUSS2) =CLEAR; /* CLEAR 8291 A DRO 

*/ 


25 

1 


OUTPUT ( CLEAR$FF ) =CLEAR; 



26 

1 


OUTPUT ( CMD$37 ) =NORM$TIME; 



27 

1 


OUTPUT (SETtMODE) =RD$TRANSFER; /* BLOCK XFER 

MODE */ 


28 

1 


OUTPUT ( SET $M ASK > =CLEAR; 



29 

1 


OUTPUT ( START$0$L0 ) =ADDR$ 1 A; 



30 

1 


OUTPUT (STARTU04HI ) =ADDR*1B; 



31 

1 


OUTPUT <0*C0UNT*L0> =TC*L02; 



32 

1 


OUTPUT (0$C0UNT$HI) =TC*HI2; 






/* INIT 8291 A FOR TALKER FUNCTION */ 



33 

1 


OUTPUT <EQS*REG> =EOS; 



34 

1 


OUTPUT <COMMAND*MOD) =END$EOI;/* EOI ON EOS 

SENT */ 


35 

1 


OUTPUT <ADDR*STATUS) =M0D1*T0; /* TALK ONLY 

*/ 


36 

1 


OUTPUT (COMMAND$MOD> =PRESCALER; 



27 

1 


OUTPUT ( CQMMAND$MOD ) =HI GH$SPEED; 



38 

1 


OUTPUT <COMMAND*MOD> =PON; 



39 

1 


DO WHILE (INPUT (STATUS51) AND BO) =0; 



40 

2 


END; /* WAIT FOR BO INTR */ 



41 

1 


OUTPUT ( PORT $QUT ) =OAAH; 



42 

1 


DO WHILE (INPUT (STATUSS1) AND ERR) =ERR; 



43 

2 


DO WHILE (INPUT (STATUSM ) AND BO) =0; 



44 

3 


END; /* WAIT FOR BO INTR */ 



45 

2 


OUTPUT <PQRT*OUT) =OAAH; 



46 

p 


END; 



47 

1 


OUTPUT <:STATUS$2> =DMA$REG$T; 






/* WAIT FOR TC=0 */ 



48 

1 


DO WHILE (INPUT <CMD*37) AND TC) O TC; 



49 

2 


END; 



50 

1 


GOTO STAR T9 1; 



51 

1 

END; 




MODULE 

INFORMATION 




CODE AREA 

SIZE =0122H 290D 




CONSTANT 

AREA SIZE =0000H OD 




VARIABLE 

AREA SIZE =000 1H ID 




MAXIMUM STACK SIZE =0000H OD 




152 

LINES 

READ 




0 PROGRAM 

ERROR (S) 
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10 REM SEND In 

TERFACE CLEAR 
20 ABORTIO 7 

30 REM FORCE E 

RRORS UNTIL LIST 
ENERS ACTIVE 
46 Frcerr: OUT 

PUT 704 USING "# 
» K" » "B" 

50 Chkstst : ST 

ATUS 71 Stat 1 > Sta 
t2»Stat3.Stat4 
60 Err=S.tat2 A 
Nil 1 

70 IF Err=l TH 
EN GOTO Frcerr 
80 PRINT CHRt ( 
12) . "LISTENERS A 
RE ON LINE “ 

90 ' REM CONFIGU 

RE PPOLL 
100 PPOLL CONFI 
GURE 7045 "000001 
00 " 

110 

! response or, 
bit 4 

120 PRINT CHR-t ■: 
12) > "PARALLEL PO 
LL CONFIGURED" 
130 REM ENABLE 
KEYBOARD INTERRU 
PT 

140 PRINT "COMM 
AND = ? (HIT 
'H' FOR LIST)" 
150 Keyen: ON K 

BD GOSUB 610 
160 STATUS 75 St 
atl.Stat2. Stat3» 


Stat4 

170 Srq=BINAND ( 
Stat 1.128) 

180 IF Sr<*=0 TH 
EN GOTO Keren 
19P. OFF KED 
200 PRINT CHRt ( 
12) , " SRQ RECEIVE 
D" ‘ 

210 PRINT "SEND 
ING PARALLEL POL 
L RESPONSE MESSA 
GE" 

220 REM EXECUTI 
NG PARALLEL POLL 
230 PpoI 1 byte=P 
POLL ( 7 ) 

240 PRINT “PARA 
LLEL POLL BYTE = 
" 5 Ppdl 1 byte 
250 PRINT " 


268 Pro11byte=B 
I NANB (PpoI 1 byte. 
8 ) 

270 IF PpoI 1 bv t 
e=0 THEN GOTO FS 
291 

280 PRINT "SR 
NOT FROM 8291” 

281 PRINT "COMM 

AND = ? (HIT 
'H' FOR LIST)” 
290 GOTO Keyen 
3O0 P 82 9 1 : PR IN 

T “SRO IS FROM N 
CC 8291 . . . THE 
ENTERPRISE- 

310 PRINT “PERF 
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ORMING SERIAL PO 
LL TO GET STATUS 

320 STATUS 7845 
Stat 

330 PRINT CHRt ( 
12)>“Status = "5 
Stat 

340 2>xf er = EINAH 
D (St at * 1 if 
520 IF D x f e r > 0 
THEN GOTO Rcvr 
536 GOTO Keyen 
531 Rcvr: REM R 

EADY TO RCV CHAR 
S FROM GPIB 
540 DIM C$180] 
550 ENTER 704 U 
SING "*.T"5Gt 
560 PRINT CHR$ ( 
12) .Gt 

570 PRINT "COMM 
AND = ? (HIT 

'H' FOR LIST)" 
580 GOTO Keren 
590 REM INTERRU 
PT SERVICE ROUTI 
NES 

600 REM GET KEY 
BOARD DATA 
610 Mhatkey: DI 

M K$C80] 

620 Kt=KBDt 
630 IF K$="G" T 
HEN GOTO Get 
640 IF Kt="D” T 
HEN GOTO Dec 
650 IF K $ = " R “ T 
HEN GOTO Ren 
660 IF Kt="H" T 
HEN GOTO Help 
670 IF K $ = " X " T 
HEN GOTO Xnit 
680 Get: TRIGGE 


R 704 

690 PRINT CHRf ( 
12) » "GROUP EXECU 
TE TRIGGER SENT" 
708 PRINT " “ 
710 PRINT "COMM 
AND = ? (HIT 

'H' FOR LIST) " 
720 RETURN 
730 Dec: RESET 

704 

740 PRINT CHRt ( 
12) . "SELECTIVE D 
EVICE CLEAR SENT 

750 PRINT* ~ " 
760 PRINT "COMM 
AND = ? (HIT 

"H" FOR LIST) " 
770 RETURN 
780 Ren: LOCAL 

704 . 

790 PRINT CHRt ( 
12). "REMOTE MESS 
AGE SENT" 

800 PRINT*" " 
810 PRINT "COMM 
AND = ? (HIT 
'H' FOR LIST)" 
820. RETURN 
838 Help: ‘ PRINT 
CHRt (12) 

840 PRINT ” 888 
8 OPERATOR ALLOW 
ABLE COMMANDS 08 
80 " 

850 PRINT " hit 
key result" 
860 PRINT " G 

Send GET n 
essase." 

870 Print m d 

Send DEC n 
essaee" 
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880 PRINT " R 

Send REM' L 
OC nessaee" 

898 PRINT " x 

Xnits kerb 
oard input to 82 
91" 

900 PRINT " H 

Prints thi 
s table" 

910 PRINT " " 

920 PRINT "... 
go ahead. TRY IT 
! “ 

930 RETURN 


940 Xnit: DIM A 

t C80] 

950 PRINT CHRt ( 
12) .“Enter data 
to send and hit 
CONTINUE" 

960 INPUT At 

970 OUTPUT 7045 
At 

971 EOI 750 

980 PRINT "COMM 
AND = ? (HIT 

'H' FOR LIST)" 
990 RETURN 
1000 END 
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PL/M-86 COMPILER HP IB 


ISIS-II PL/M-86 VI. 1 COMPILATION OF MODULE HPIB 
OBJECT MODULE PLACED IN : FI: HPIB. OBJ 


COMPILER INVOKED BY: 

PLM86 : FI: HPIB. SRC LARGE 


1 HPIB: 



/* 



PARAMETER DECLARATIONS 


*/ 



DO* 



2 1 DECLARE 



ADDRtHI 

LITERALLY '01H', 


ADDR*LO 

LITERALLY 'OOH', 


ADSC 

LITERALLY '01H', 


BI 

LITERALLY '01H', 


BO 

LITERALLY '02H', 


CHAR4C0UNT BYTE, 


CHAR 

BYTE, 


CHARS < 80) BYTE. 


CLEAR 

LITERALLY 'OOH', 


CPT 

LITERALLY 'BOH'. 

1 

CRLF 

LITERALLY 'OAH', 


DEC 

LITERALLY '08H', 


DMA$ADR*LSTN POINTER, 

DMA*ADR*TALK POINTER* 

DMA*URD*LSTN<2) WORD AT <«DMA*ADR*LSTN) , 

DMA*WRD*TALK<2) UORD AT ( ®DMA$ADR*TALK ) * 

DMA4REG4L LITERALLY '10H', 

DMA*REQ*T LITERALLY '20H', 


DNE 

LITERALLY '10H', 


ENDfEOI 

LITERALLY '8BH', 


EOS 

LITERALLY ' ODH ' , 


ERR 

LITERALLY '04H', 


GET 

LITERALLY '20H', 


I 

BYTE, 


LISTEN 

LITERALLY '04H', 


MLA 

LITERALLY '04H', 


MQDE41 

LITERALLY '01H', 


NOfDMA 

LITERALLY 'OOH', 


N04RSV 

LITERALLY 'OOH', 


NORM*TIME LITERALLY '20H', 


PON 

LITERALLY 'OOH', 


PPC 

LITERALLY 'OSH', 


PPE*MASK LITERALLY '60H', 

PPOLL*CNFG*FLAG LITERALLY '01H', 

PPOLL*EN*BYTE BYTE, 

PR I*BUF < 80 ) BYTE AT (©CHARS) , 


RD*XFER 

LITERALLY '48H'. 


RESET 

LITERALLY '02H'. 


REMC 

LITERALLY '02H', 


RSV 

LITERALLY '40H', 


RXRDY 

LITERALLY '02H', 

230832-16 


3-89 



AP-166 


inteT 


PL/M- 

-86 

COMPILER HP IB 




SRQS 

LITERALLY '40H', 



ST ATI 

BYTE, 



STAT2 

BYTE, 



TALK 

LITERALLY '02H'. 



TA*OR*LA 

BYTE, 



TRQ LITERALLY '41H', 



TC LITERALLY 'OlH', 



TC*HI 

LITERALLY 'OOH', 



TC*LO 

LITERALLY 'OFFH ', 



TXRDY 

LITERALLY '01H', 



UDC BYTE* 



UR*XFER 

LITERALLY '44H', 



XYZ BYTE; 



/* 




PORT DECLARATIONS 



*/ 


3 

1 

DECLARE 




ADDR*0 

LITERALLY '0FFC6H ', 



ADDR*STATUS 

LITERALLY '0FFC4H ', 



CLEAR*FF 

LITERALLY 'OFFDDH', 



CMD*37 

LITERALLY '0FFD8H', 



COMMAND*MOD 

LITERALLY 'OFFC5H', 



COUNT*HI 

LITERALLY 'OFFD1H ', 



COUNT*LO 

LITERALLY '0FFD1H ', 



CPT*REG 

LITERALLY '0FFC5H', 



EOS*REG 

LITERALLY '0FFC7H ', 



PORT* IN 

LITERALLY 'OFFCOH', 



PORT*OUT 

LITERALLY 'OFFCOH', 



SER*DATA 

LITERALLY 'OFFFOH ', 



SER*ST AT 

LITERALLY '0FFF2H ' , 



SET*MASK 

LITERALLY 'OFFDFH', 



SET* MODE 

LITERALLY 'OFFDBH ' , 



SPOLL*STAT 

LITERALLY '0FFC3H ', 



START*HI 

LITERALLY 'OFFDOH ', 



START*LO 

LITERALLY 'OFFDOH', 



STATUS*1 

LITERALLY 'OFFC1H', 



STATUS*2 

LITERALLY '0FFC2H'; 



/* crt messages list */ 

4 

1 

DECLARE GET*MSG( 1 1 ) BYTE DATA (ODH* OAH* 'TRIGGER OAH* ODH) ; 

5 

1 

DECLARE DEC*M8G( 16) BYTE DATA (ODH, OAH* 'DEVICE CLEAR OAH, ODH); 

6 

1 

DECLARE REMC*MSQ( 10 ) BYTE DATA (ODH* OAH, 'REMOTE ODH, OAH); 

7 

1 

DECLARE CPT*MSG(22) BYTE DATA (ODH, OAH* 'UNDEF CMD RECEIVED ', OAH, ODH); 

8 

1 

DECLARE HUH*MSG (11) BYTE DATA (ODH, OAH, 'HUH ??? ', ODH, OAH); 



/* called procedures */ 

9 

1 

REQSER: 

PROCEDURE; 
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10 

2 

OUTPUT (SPOLL*STAT)=TRQ; 


11 

2 

DO WHILE (INPUT (SPOLL*STAT) AND SRQS)-SRQS; 


12 

3 

END; 


13 

2 

OUTPUT (SPOLL*STAT)=NO*RSV; 


14 

2 

END REQSER; 


IS 

1 

CO: PROCEDURE (XXX); 


16 

2 

DECLARE 




XXX BYTE; 


17 

2 

DO WHILE (INPUT (SER*STAT) AND TXRDY)OTXRDY; 


18 

3 

END; 


19 

2 

OUTPUT (SER*DATA)=XXX; 


20 

2 

END CO; 


21 

1 

HUH: PROCEDURE; 


22 

2 

DO 1=0 TO 10; 


23 

3 

CALL CO ( HUH*MSG ( I ) ) ; 


24 

3 

END; 


25 

2 

END HUH; 


26 

1 

Cl: PROCEDURE; 


27 

2 

IF (INPUT (SER*STAT) AND RXRDY)=RXRDY THEN 


28 

2 

DO; 


29 

3 

1=0; 


30 

3 

CHAR*C0UNT=0; 


31 

3 

STORE*CHAR: CHAR* (INPUT (SERSDATA) AND 7FH) ; 


32 

3 

CHAR*COUNT=CHAR*COUNT+ 1 ; 


33 

3 

CALL CO (CHAR); 


34 

3 

CHARS ( I )=CHAR; 


35 

3 

1=1+1; 


36 

3 

IF CHAR O CRLF THEN 


37 

3 

DO; 


38 

4 

DO WHILE (INPUT (SER*STAT) AND RXRDY) 

ORXRDY; 

39 

5 

END; 


40 

4 

GOTO ST0RE4CHAR; 


41 

4 

END; 


42 

3 

CALL REQSER; 


43 

3 

END; 


44 

2 

END Cl; 


45 

1 

TALK<EXEC: PROCEDURE; 


46 

2 

OUTPUT (STATUS*2)=CLEAR; 




/* 




manipulate address bits for DMA controller 




*/ 


47 

2 

DMA*ADR*TALK= ( QCHARS ) ; 


48 

2 

DMA*WRD*TALK ( 1 ) =SHL ( DMA»WRD*TALK ( 1 ) , 4 ) ; 


49 

2 

DMA*WRD*TALK ( 0 ) -DMA*WRD*TALK ( 0 ) +DMA*WRD*TALK ( 1 ) ; 


50 

2 

OUTPUT (CLEAR*FF)=CLEAR; 
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51 

2 


OUTPUT ( CMD37 ) —N0RM4T I ME; 


52 

2 


OUTPUT ( SET4M0DE ) —RD4XFER * 


53 

2 


OUTPUT ( SET4MABK ) *C LEAR ; 


54 

2 


OUTPUT < START4L0 ) *DMA*WRD»TALK < 0 ) ; 


55 

2 


DMA4WRD4TALK < 0 ) =SHR < DM A* WR D*T ALK ( 0 ) , 8 > ; 


56 

2 


OUTPUT ( START4H I ) -DMA4WRD4TALK ( 0 ) ; 


57 

2 


OUTPUT ( C0UNT4L0 ) —CHAR4C0UNT ; 


58 

2 


OUTPUT (C0UNT4HI )=0; 


59 

2 


OUTPUT (E0S*RE0)=E0S; 


60 

2 


OUTPUT ( C OMM AND4M0D ) =END*EQ I ; 


61 

2 


DO WHILE (INPUT (STATUS*1> AND B0>*0; 


62 

3 


END; 


63 

2 


OUTPUT ( P0RT40UT ) *OAAH; 


64 

2 


DO WHILE (INPUT < STATUS* 1 > AND ERR)*ERR; 


65 

3 


DO WHILE (INPUT ( STATUS* 1 ) AND B0>»0; 


66 

4 


END; 


67 

3 


OUTPUT ( P0RT40UT ) *OAAH; 


68 

3 


END; 


69 

2 


OUTPUT (STATUS*2>=DMA*REQ*T; 


70 

2 


END TALK4EXEC; 


71 

1 

LISTEN4EXEC: PROCEDURE; 


72 

2 


OUTPUT ( STATUS*^ )«CLEAR; 


73 

2 


OUTPUT (CLEAR*FF> -CLEAR; 


74 

2 


OUTPUT ( C MD*37 ) —NOR M*T I ME ; 


75 

2 


OUTPUT ( SET4M0DE ) -WR4XFER ; 


76 

2 


OUTPUT ( SET 4MASK ) -CLEAR ; 


77 

2 


DMA*ADR*LSTN~ ( ttCHARS > ; 


78 

2 


DMA4WRD4LSTN ( 1 > -SHL ( DMA4WRD4LSTN ( 1 ) , 4 ) ; 


79 

2 


DMA4WRD4LSTN ( 0 > -DMA*WRD*LSTN ( 0 ) +DMA*WRD*LSTN ( 1 ) ; 


80 

2 


OUTPUT ( START*LO ) -DMA*WRD*LSTN ( 0 ) ; 


81 

2 


DMA*WRD*LSTN ( 0 ) -SHR ( DMA4WR D4LSTN ( 0 > , 8 > ; 


82 

2 


OUTPUT ( START*H I ) -DMA*WRD*LSTN ( 0 ) ; 


83 

2 


OUTPUT ( C0UNT4L0 ) -TC4LQ; 


84 

2 


OUTPUT (COUNT*HI)-TC*HI; 


85 

2 


OUTPUT ( STATUS42 ) =DMA*REQ*L; 


86 

2 


END LISTENtEXEC; 


87 

1 

PRINTER: PROCEDURE; 


88 

2 


1*0; 


89 

2 


DO WHILE PRI*BUF(I) OCRLF; 


90 

3 


CALL CO (PRI*BUF( I ) ) ; 


91 

3 


1*1+1; 


92 

3 


END; 


93 

2 


CALL CO (PR I*BUF( I ) ) ; 


94 

2 


END PRINTER; 






230832-19 


3-92 




AP-166 



PL/M- 

-86 COMPILER HP IB 


95 

1 

ADSC4EXEC: PROCEDURE; 


96 

2 

TA40R*LA= I NPUT ( ADDR4STATUS ) ; 


97 

2 

IF (TA40R4LA AND TALK) “TALK THEN 


90 

2 

CALL TALK4EXEC; 


99 

2 

IF (TA40R4LA AND LISTEN) “LISTEN THEN 


100 

2 

CALL LISTEN4EXEC; 


101 

2 

END ADSC4EXEC; 


102 

1 

GET4EXEC: PROCEDURE; 


103 

2 

DO I“0 TO 10; 


104 

3 

CALL CO ( OET 4MSQ ( I ) ) ; 


105 

3 

END; 


106 

2 

END GET4EXEC; 


107 

1 

DEC4EXEC: PROCEDURE; 


| 108 

2 

DO I“0 TO 15; 


109 

3 

CALL CO < DEC4MSG ( I ) ) ; 


110 

3 

END; 


111 

2 

END DEC4EXEC; 


112 

1 

REMC4EXEC: PROCEDURE. 


113 

2 

DO 1=0 TO 9; 


114 

3 

CALL CO ( REMC4MSG ( I ) ) ; 


115 

3 

END; 


116 

2 

END REMC4EXEC; 


117 

1 

PP0LL4C0N: PROCEDURE; 


118 

2 

OUTPUT ( C0MMAND4M0D ) “PP0LL4CNFG4FLAG; 


119 

2 

END PP0LL4C0N; 


120 

1 

PP0LL4EN: PROCEDURE; 


121 

2 

PP0LL4EN4B YTE“ ( UDC AND 6FH) ; 


122 

2 

OUTPUT ( C0NMAND4M0D ) “PP0LL4EN4BYTE; 


123 

2 

END PPQLL4EN; 


124 

1 

CPT4EXEC: PROCEDURE; 


125 

2 

DO 1=0 TO 21; 


126 

3 

CALL CO (CPT4MSG(I) ); 


127 

3 

END; 


128 

2 

UDC=INPUT (CPT4REG); 


129 

2 

UDC* (UDC AND 7FH) ; 


130 

2 

IF (UDC AND PPC)=PPC THEN 


131 

2 ' 

CALL PP0LL4C0N; 


132 

2 

IF (UDC AND PPE4MASK ) “PPE4MASK THEN 


133 

2 

CALL PP0LL4EN; 
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134 

2 

END CPT*EXEC; 

/* 

BEGIN CODE 
*/ 


135 

1 

INIT: 

OUTPUT (CLEAR*FF) -CLEAR; 


136 

1 

OUTPUT ( COMMAND*MOD ) -RESET; 


137 

1 

OUTPUT ( ADDR*ST ATUS ) =M0DE*1; 


138 

1 

OUTPUT < ADDR*0) -MLA; 


139 

1 

OUTPUT (STATUS*2) -NO*DMA; 


140 

1 

OUTPUT (COMMAND*MOD) -PON; 


141 

1 

LISTENERS: 

/* response to listeners check */ 

DO WHILE (INPUT ( STATUS* 1) AND BI)-0; 


142 

2 

END; 


143 

1 

XYZ-INPUT (PORT*IN) ; 


144 

1 

XYZ-INPUT (STATUS*2) ; 


145 

1 

CMD: 

RDSTAT : 

/* read status registers and interpret command */ 
STAT1-INPUT ( STATUS* 1 ) ; 


146 

1 

STAT2- INPUT ( STATUS*2 ) ; 


147 

1 

IF < ST ATI AND DNE)»DNE THEN 


148 

1 

CALL PRINTER; 


149 

1 

IF (STATl AND CPT)-CPT THEN 


150 

1 

DO; 


151 

2 

CALL CPT*EXEC; 


152 

2 

ST AT2* < ST AT2 AND OFEH > ; 


153 

2 

END; 


154 

1 

IF (STATl AND GET) —GET THEN 


155 

1 

DO; 


156 

2 

CALL GET*EXEC; 


157 

2 

ST AT2* ( ST AT2 AND OFEH); 


158 

2 

END; 


159 

1 

IF (STATl AND DEC) -DEC THEN 


160 

1 

DO; 


161 

2 

CALL DEC*EXEC; 


162 

2 

ST AT2* ( ST AT2 AND OFEH); 


163 

2 

END; 


164 

1 

IF (STAT2 AND REMC)=R EMC THEN 


165 

1 

DO; 


166 

2 

CALL REMC*EXEC; 


167 

2 

ST AT2— ( ST AT2 AND OFEH); 


168 

2 

END; 


169 

1 

IF (STAT2 AND ADSO-ADSC THEN 
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170 

1 

DO; 

171 

2 

CALL ADSCSEXEC; 

172 

2 

ST AT2= ( ST AT2 AND OFEH) 

173 

2 

END; 

174 

1 

CALL Cl; 

173 

1 

GOTO CMD; 


176 1 END; 


MODULE INFORMATION: 

CODE AREA SIZE * 0475H 1141D 

CONSTANT AREA SIZE = OOOOH OD 

VARIABLE AREA SIZE - 0061 H 97D 

MAXIMUM STACK SIZE = OOOAH 10D 

349 LINES READ 
0 PROORAM ERROR (S) 

-END OF PL/M-86 COMPILATION 
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INTRODUCTION 

The Intel® 8292 is a preprogrammed UPI™-41A that 
implements the Controller function of the IEEE Std 
488-1978 (GPIB, HP-IB, IEC Bus, etc.). In order to 
function the 8292 must be used with the 8291 Talker/ 
Listener and suitable interface and transceiver logic 
such as a pair of Intel 8293s. In this configuration the 
system has the potential to be a complete GPIB Con- 
troller when driven by the appropriate software. It has 
the following capabilities: System Controller, send IFC 
and Take Charge, send REN, Respond to SRQ, send 
Interface messages, Receive Control, Pass Control, Par- 
allel Poll and Take Control Synchronously. 

This application note will explain the 8292 only in the 
system context of an 8292, 8291, two 8293s and the 
driver software. If the reader wishes to learn more 
about the UPI-41A aspects of the 8292, Intel’s Applica- 
tion Note AP-41 describes the hardware features and 
programming characteristics of the device. Additional 
information on the 8291 may be obtained in the data 
sheet. The 2893 is detailed in its data sheet. Both chips 
will be covered here in the details that relate to the 
GPIB controller. 

The next section of this application note presents an 
overview of the GPIB in a tutorial, but comprehensive 
nature. The knowledgeable reader may wish to skip this 
section; however, certain basic semantic concepts intro- 
duced there will be used throughout this note. 

Additional sections cover the view of the 8292 from the 
CPU’s data bus, the interaction of the 3 chip types 
(8291, 8292, 8293), the 8292’s software protocol and 
the system level hardware/software protocol. A brief 
description of interrupts and DMA will be followed by 
an application example. Appendix A contains , the 
source code for the system driver software. 


GPIB/IEEE 488 OVERVIEW 


Design Objectives 

WHAT IS THE IEEE 488 (GPIB)? 

The experience of designing systems for a variety of 
applications in the early 1970’s caused Hewlett-Pack- 
ard to define a standard intercommunication mecha- 
nism which would allow them to easily assemble instru- 
mentation systems of varying degrees of complexity. In 
a typical situation each instrument designer designed 
his/her own interface from scratch. Each one was in- 
consistent in terms of electrical levels, pin-outs on a 
connector, and types of connectors. Every time they 


built a system they had to invent new cables and new 
documentation just to specify the cabling and intercon- 
nection procedures. 

Based on this experience, Hewlett-Packard began to de- 
fine a new interconnection scheme. They went further 
than that, however, for they wanted to specify the typi- 
cal communication protocol for systems of instruments. 
So in 1972, Hewlett-Packard came out with the first 
version of the bus which since has been modified and 
standardized by a committee of several manufacturers, 
coordinated through the IEEE, to perfect what is now 
known as the IEEE 488 Interface Bus (also known as 
the HPIB, the GPIB and the IEC bus). While this bus 
specification may not be perfect, it is a good compro- 
mise of the various desires and goals of instrumentation 
and computer peripheral manufacturers to produce a 
common interconnection mechanism. It fits most in- 
strumentation systems in use today and also fits very 
well the microcomputer I/O bus requirements. The ba- 
sic design objectives for the GPIB were to: 

1) Specify a system that is easy to use, but has all of the 
terminology and the definitions related to that sys- 
tem precisely spelled out so that everyone uses the 
same language when discussing the GPIB. 

2) Define all of the mechanical, electrical, and function- 
al interface requirements of a system, yet not define 
any of the device aspects (they are left up to the 
instrument designer). 

3) Permit a wide range of capabilities of instruments 
and computer peripherals to use a system simulta- 
neously and not degrade each other’s performance. 

4) Allow different manufacturers’ equipment to be con- 
nected together and work together on the same bus. 

5) Define a system that is good for limited distance in- 
terconnections. 

6) Define a system with minimum restrictions on per- 
formance of the devices. 

7) Define a bus that allows asynchronous communica- 
tion with a wide range of data rates. 

8) Define a low cost system that does not require exten- 
sive and elaborate interface logic for the low cost 
instruments, yet provides higher capability for the 
higher cost instruments if desired. 

9) Allow systems to exist that do not need a central 
controller; that is, communication directly from one 
instrument to another is possible. 

Although the GPIB was originally designed for instru- 
mentation systems, it became obvious that most of 
these systems would be controlled by a calculator or 
computer. With this in mind several modifications were 
made to the original proposal before its final adoption 
as an international standard. Figure 1 lists the salient 
characteristics of the GPIB as both an instrumentation 
bus and as a computer I/O bus. 
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Data Rate 

1M bytes/s, max 

250k bytes/s, typ 

Multiple Devices 

15 devices, max (electrical limit) 

8 devices, typ (interrupt flexibility) 

Bus Length 

20 m, max 

2 m/device, typ 

Byte Oriented 

8-bit commands 

8-bit data 

Block Multiplexed 

Optimum strategy on GPIB due to 

setup overhead for commands 

Interrupt Driven 

Serial poll (slower devices) 

Parallel poll (faster devices) 

Direct Memory Access 

One DMA facility at controller 

serves all devices on bus 

Asynchronous 

One talker 1 

\ 3-wire handshake 
Multiple listeners J 

I/O to I/O Transfers 

Talker and listeners need not 

include microcomputer/controller 

Figure 1. Major Characteristics of GPIB as 
Microcomputer I/O Bus 

The bus can be best understood by examining each of 
these characteristics from the viewpoint of a general 
microcomputer I/O bus. 

Data Rate — Most microcomputer systems utilize pe- 
ripherals of differing operational rates, such as floppy 
discs at 31k or 62k bytes/s (single or double density), 
tape cassettes at 5k to 10k bytes/s, and cartridge tapes 
at 40k to 80k bytes/s. In general, the only devices that 
need high speed I/O are 0.5" (1.3-cm) magnetic tapes 
and hard discs, operational at 30k to 781k bytes/s, re- 
spectively. Certainly, the 250k-bytes/s data rate that 
can be easily achieved by the IEEE 488 bus is sufficient 
for microcomputers and their peripherals, and is more 
than needed for typical analog instruments that take 
only a few readings per second. The lM-byte/s maxi- 
mum data rate is not easily achieved on the GPIB and 


requires special attention to considerations beyond the 
scope of this note. Although not required, data buffer- 
ing in each device will improve the overall bus perform- 
ance and allow utilization of more of the bus band- 
width. 

Multiple Devices — Many microcomputer systems used 
as computers (not as components) service from three to 
seven peripherals. With the GPIB, up to 8 devices can 
be handled easily by 1 controller; with some slowdown 
in interrupt handling, up to 15 devices can work togeth- 
er. The limit of 8 is imposed by the number of unique 
parallel poll responses available; the limit of 15 is set by 
the electrical drive characteristics of the bus. Logically, 
the IEEE 488 Standard is capable of accommodating 
more device addresses (31 primary, each potentially 
with 31 secondaries). 

Bus Length — Physically, the majority of microcomput- 
er systems fit easily on a desk top or in a standard 19" 
(48-cm) rack, eliminating the need for extra long ca- 
bles. The GPIB is designed typically to have 2m of 
length per device, which accommodates most systems. 
A line printer might require greater cable lengths, but 
this can be handled at the lower speeds involved by 
using extra dummy terminations. 

Byte Oriented — The 8-bit byte is almost universal in 
I/O applications; even 16-bit and 32-bit computers use 
byte transfers for most peripherals. The 8-bit byte 
matches the ASCII code for characters and is an inte- 
gral submultiple of most computer word sizes. The 
GPIB has an 8-bit wide data path that may be used to 
transfer ASCII or binary data, as well as the necessary 
status and control bytes. 

Block Multiplexed — Many peripherals are block orient- 
ed or are used in a block mode. Bytes are transferred in 
a fixed or variable length group; then there is a wait 
before another group is sent to that device, e.g., one 
sector of a floppy disc, one line on a printer or type 
punch, etc. The GPIB is, by nature, a block multi- 
plexed bus due to the overhead involved in addressing 
various devices to talk and listen. This overhead is less 
bothersome if it only occurs once for a large number of 
data bytes (once per block). This mode of operation 
matches the needs of microcomputers and most of their 
peripherals. Because of block multiplexing, the bus 
works best with buffered memory devices. 

Interrupt Driven — Many types of interrupt systems ex- 
ist, ranging from complex, fast, vectored/priority net- 
works to simple polling schemes. The main tradeoff is 
usually cost versus speed of response. The GPIB has 
two interrupt protocols to help span the range of appli- 
cations. The first is a single service request (SRQ) line 
that may be asserted by all interrupting devices. The 
controller then polls all devices to find out which wants 
service. The polling mechanism is well defined and can 


3-99 



AP-66 


iny 


be easily automated. For higher performance, the paral- Asynchronous Transfers — An asynchronous bus is de- 
lel poll capability in the IEEE 488 allows up to eight sirable so that each device can transfer at its own rate, 

devices to be polled at once — each device is assigned to However, there is still a strong motivation to buffer the 

one bit of the data bus. This mechanism provides fast data at each device when used in large systems in order 
recognition of an interrupting device. A drawback is to speed up the aggregate data rate on the bus by allow- 

the frequent need for the controller to explicitly con- ing each device to transfer at top speed. The GPIB is 

duct a parallel poll, since there is no equivalent of the asynchronous and uses a special 3-wire handshake that 
SRQ line for this mode. allows data transfers from one talker to many listeners. 

Direct Memory Access (DMA ) — In many applications, I/O to I/O Transfers — In practice, I/O to I/O transfers 

no immediate processing of I/O data on a byte-by-byte are seldom done due to the need for processing data 

basis is needed or wanted. In fact, programmed trans- and changing formats or due to mismatched data rates, 

fers slow down the data transfer rate unnecessarily in However, the GPIB can support this mode of operation 

these cases, and higher speed can be obtained using where the microcomputer is neither the talker nor one 

DMA. With the GPIB, one DMA facility at the con- of the listeners, 

troller serves all devices. There is no need to incorpo- 
rate complex logic in each device. 



Figure 2. Interface Capabilities and Bus Structure 
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GPIB Signal Lines 

DATA BUS 

The lines DI01 through DI08 are used to transfer ad- 
dresses, control information and data. The formats for 
addresses and control bytes are defined by the IEEE 
488 standard (see Appendix C). Data formats are unde- 
fined and may be ASCII (with or without parity) or 
binary. D101 is the Least Significant bit (note that this 
will correspond to bit 0 on most computers). 

MANAGEMENT BUS 

ATN — Attention. This signal is asserted by the Con- 
troller to indicate that it is placing an address or con- 
trol byte on the Data Bus. ATN is de-asserted to allow 
the assigned Talker to place status or data on the Data 
Bus. The Controller regains control by reasserting 
ATN; this is normally done synchronously with the 
handshake to avoid confusion between control and data 
bytes. 

EOI — End or Identify. This signal has two uses as its 
name implies. A talker may assert EOI simultaneously 
with the last byte of data to indicate end of data. The 
Controller may assert EOI along with ATN to initiate a 
Parallel Poll. Although many devices do not use Paral- 
lel Poll, all devices should use EOI to end transfers 
(many currently available ones do not). 

SRQ — Service Request. This line is like an interrupt: it 
may be asserted by any device to request the Controller 
to take some action. The Controller must determine 
which device is asserting SRQ by conducting a Serial 
Poll at its earliest convenience. The device deasserts 
SRQ when polled. 

IFC — Interface Clear. This signal is asserted only by 
the System Controller in order to initialize all device 
interfaces to a known state. After deasserting IFC, the 
System Controller is the active controller of the system. 

REN — Remote Enable. This, signal is asserted only by 
the System Controller. Its assertion does not place de- 
vices into Remote Control mode; REN only enables a 
device to go remote when addressed to listen. When in 
Remote, a device should ignore its front panel controls. 

TRANSFER BUS 

NRFD — Not Ready For Data. This handshake line is 
asserted by a listener to indicate it is not yet ready for 
the next data or control byte. Note that the Controller 
will not see NRFD deasserted (i.e., ready for data) until 
all devices have deasserted NRFD. 


NDAC — Not Data Accepted. This handshake line is as- 
serted by a Listener to indicate it has not yet accepted 
the data or control byte on the DIO lines. Note that the 
Controller will not see NDAC deasserted (i.e., data ac- 
cepted) until all devices have deasserted NDAC. 

DAV — Data Valid. This handshake line is asserted by 
the Talker to indicate that a data or control byte has 
been placed on the DIO lines and has had the minimum 
specified settling time. 



GPIB Interface Functions 

There are ten (10) interface functions specified by the 
IEEE 488 standard. Not all devices will have all func- 
tions and some may only have partial subsets. The ten 
functions are summarized below with the relevant sec- 
tion number from the IEEE document given at the be- 
ginning of each paragraph. For further information 
please see the IEEE standard. 

1) SH — Source Handshake (section 2.3). This func- 
tion provides a device with the ability to properly 
transfer data from a Talker to one or more Listen- 
ers using the three handshake lines. 

2) AH — Acceptor Handshake (section 2.4). This func- 
tion provides a device with the ability to properly 
receive data from the Talker using the three hand- 
shake lines. The AH function may also delay the 
beginning (NRFD) or end (NDAC) of any transfer. 

3) T — Talker (section 2.5). This function allows a de- 
vice to send status and data bytes when addressed 
to talk. An address consists of one (Primary) or two 
(Primary and Secondary) bytes. The latter is called 
an extended Talker. 
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4) L — Listener (section 2.6). This function allows a 
device to receive data when addressed to listen. 
There can be extended Listeners (analogous to ex- 
tended Talkers above). 

5) SR — Service Request (section 2.7). This function 
allows a device to request service (interrupt) the 
Controller. The SRQ line may be asserted asyn- 
chronously. 

6) RL — Remote Local (section 2.8). This function al- 
lows a device to be operated in two modes: Remote 
via the GPIB or Local via the manual front panel 
controls. 

7) PP — Parallel Poll (section 2.9). This function al- 
lows a device to present one bit of status to the 
Controller-in-charge. The device need not be ad- 
dressed to talk and no handshake is required. 

8) DC — Device Clear (section 2.10). This function al- 
lows a device to be cleared (initialized) by the Con- 
troller. Note that there is a difference between DC 
{device clear) and the IFC line {interface clear). 

9) DT— Device Trigger (section 2.11). This function 
allows a device to have its basic operation started 
either individually or as part of a group. This capa- 
bility is often used to synchronize several instru- 
ments. 

10) C — Controller (section 2.12). This function allows 
a device to send addresses, as well as universal and 
addressed commands to other devices. There may 
be more than one controller on a system, but only 
one may be the controller-in-charge at any one 
time. 

At power-on time the controller that is hardwired to be 
the System Controller becomes the active controller-in- 
charge. The System Controller has several unique capa- 
bilities including the ability to send Interface Clear 
(IFC — clears all device interfaces and returns control 
to the System Controller) and to send Remote Enable 
(REN— allows devices to respond to bus data once they 
are addressed to listen). The System Controller may 
optionally Pass Control to another controller, if the sys- 
tem software has the capability to do so. 

GPIB Connector 

The GPIB connector is a standard 24-pin industrial 
connector such as Cinch or Amphenol series 57 Micro- 
Ribbon. The IEEE standard specifies this connector, as 
well as the signal connections and the mounting hard- 
ware. 

The cable has 16 signal lines and 8 ground lines. The 
maximum length is 20 meters with no more than two 
meters per device. 



GPIB Signal Levels 

The GPIB signals are all TTL compatible, low true 
signals. A signal is asserted (true) when its electrical 
voltage is less than 0.5 volts and is deasserted (false) 
when it is greater than 2.4 volts. Be careful not to be- 
come confused with the two handshake signals, NRFD 
and NDAC which are also low true (i.e. >0.5 volts 
implies the device is Not Ready For Data). 

The Intel 8293 GPIB transceiver chips ensure that all 
relevant bus driver/receiver specifications are met. De- 
tailed bus electrical specifications may be found in Sec- 
tion 3 of the IEEE Std 488-1978. The Standard is the 
ultimate reference for all GPIB questions. 


GPIB Message Protocols 

The GPIB is a very flexible communications medium 
and as such has many possible variations of protocols. 
To bring some order to the situation, this section will 
discuss a protocol similar to the one used by Ziatech’s 
ZT80 GPIB controller for Intel’s MULTIBUSTM com- 
puters. The ZT80 is a complete high-level interface 
processor that executes a set of high level instructions 
that map directly into GPIB actions. The sequences of 
commands, addresses and data for these instructions 
provide a good example of how to use the GPIB (addi- 
tional information is available in the ZT80 Instruction 
Manual). The ‘null’ at the end of each instruction is for 
cosmetic use to remove previous information from the 
DIO lines. 
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DATA — Transfer a block of data from device A to de- 
vices B, C . . . 

1) Device A Primary (Talk) Address 
Device A Secondary Address (if any) 

2) Universal Unlisten 

3) Device B Primary (Listen) Address 
Device B Secondary Address (if any) 

Device C Primary (Listen) Address 
etc. 

4) First Data Byte 
Second Data Byte 


Last Data Byte (EOI) 

5) Null 

TRIGR — Trigger devices A, B ... to take action 

1) Universal Unlisten 

2) Device A Primary (Listen) Address 
Device A Secondary Address (if any) 

Device B Primary (Listen) Address 
Device B Secondary Address (if any) 
etc. 

3) Group Execute Trigger 

4) Null 

PSCTL — Pass control to device A 

1) Device A Primary (Talk) Address 
Device A Secondary Address (if any) 

2) Talk Control 

3) Null 

CLEAR — Clear all devices 

1) Device Clear 

2) Null 

REMAL — Remote Enable 

1) Assert REN continuously 

GOREM— Put devices A, B, . . . into Remote 

1) Assert REN continuously 

2) Device A Primary (Listen) Address 
Device A Secondary Address (if any) 

Device B Primary (Listen) Address 
Device B Secondary Address (if any) 
etc. 

3) Null 

GOLOC — Put devices A, B, . . . into Local 

1) Device A Primary (Listen) Address 
Device A Secondary Address (if any) 

Device B Primary (Listen) Address 
Device B Secondary Address (if any) 
etc. 


2) Go To Local 

3) Null 

LOCAL — Reset all devices to Local 

1) Stop asserting REN 

LLKAL — Prevent all devices from returning to Local 

1) Local Lock Out 

2) Null 

SPOLL — Conducts a serial poll of devices A, B, . . . 

1) Serial Poll Enable 

2) Universal Unlisten 

3) ZT 80 Primary (Listen) Address 
ZT 80 Secondary Address 

4) Device Primary (Talk) Address 
Device Secondary Address (if any) 

5) Status byte from device 

6) Go to Step 4 until all devices on list have been polled 

7) Serial Poll Disable 

8) Null 

PPUAL — Unconfigure and disable Parallel Poll re- 
sponse from all devices 

1) Parallel Poll Unconflgure 

2) Null 

ENAPP — Enable Parallel Poll response in devices A, B, 

1) Universal Unlisten 

2) Device Primary (Listen) Address 
Device Secondary Address (if any) 

3) Parallel Poll Configure 

4) Parallel Poll Enable 

5) Go to Step 2 until all devices on list have been con- 
figured. 

6) Null 

DISPP — Disable Parallel Poll response from devices A, 
B, . . . 

1) Universal Unlisten 

2) Device A Primary (Listen) Address 
Device A Secondary Address (if any) 

Device B Primary (Listen) Address 
Device B Secondary Address (if any) 
etc. 

3) Disable Parallel Poll 

4) Null 

This Ap Note will detail how to implement a useful 
subset of these controller instructions. 
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HARDWARE ASPECTS OF THE 
SYSTEM 

8291 GPIB Talker/Listener 

The 8291 is a custom designed chip that implements 
many of the non-controller GPIB functions. It provides 
hooks so the user’s software can implement additional 
features to complete the set. This chip is discussed in 
detail in its data sheet. The major features are summa- 
rized here: 

— Designed to interface microprocessors to the GPIB 

— Complete Source and Acceptor Handshake 

— Complete Talker and Listener Functions with ex- 
tended addressing 

— Service Request, Parallel Poll, Device Clear, Device 
Trigger, Remote/Local functions 

— Programmable data transfer rate 

— Maskable interrupts 

— On-chip primary and secondary address recognition 

— 1-8 MHz clock range 

— 16 registers (8 read, 8 write) for CPU interface 

— DMA handshake provision 

— Trigger output pin 

— On-chip EOS (End of Sequence) 

The pinouts and block diagram are shown in Figure 5. 
One of eight read registers is for data transfer to the 
CPU; the other seven allow the microprocessor to mon- 
itor the GPIB states and various bus and device condi- 
tions. One of the eight write registers is for data transfer 


from the CPU; the other seven control various features 
of the 8291. 

The 8291 interface functions will be software config- 
ured in this application example to the following sub- 
sets for use with the 8292 as a controller that does not 
pass control. The 8291 is used only to provide the 
handshake logic and to send and receive data bytes. It 
is not acting as a normal device in this mode, as it never 
sees ATN asserted. 

SHI Source Handshake 
AH1 Acceptor Handshake 
T3 Basic Talk-Only 

LI Basic Listen-Only 

SRO No Service Requests 
RLO No Remote/Local 
PPO No Parallel Poll Response 
DCO No Device Clear 
DTO No Device Trigger 

If control is passed to another controller, the 8291 must 
be reconfigured to act as a talker/listener with the fol- 
lowing subsets: 

SHI Source Handshake 

AH1 Acceptor Handshake 

T5 Basic Talker and Serial Poll 

L3 Basic Listener 

SRI Service Requests 

RL1 Remote/Local with Lockout 

PP2 Reconfigured Parallel Poll 

DC1 Device Clear 

DTI Device Trigger 

CO Not a Controller 


Pin Configuration 


Block Diagram 
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Figure 5. 8291 Pin Configuration and Block Diagram 
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Most applications do not pass control and the control- 
ler is always the system controller (see 8292 commands 
below). 


8292 GPIB Controller 

The 8292 is a preprogrammed Intel 8051 A that pro- 
vides the additional functions necessary to implement a 
GPIB controller when used with an 8291 Talker/Lis- 
tener. The 8041 A is documented in both a user’s manu- 
al and in AP-41. The following description will serve 
only as an outline to guide the later discussion. 

The 8292 acts as an intelligent slave processor to the 
main system CPU. It contains a processor, memory, 
I/O and is programmed to perform a variety of tasks 
associated with GPIB controller operation. The on-chip 
RAM is used to store information about the state of the 
Controller function, as well as a variety of local vari- 
ables, the stack and certain user status information. 
The timer/counter may be optionally used for several 
time-out functions or for counting data bytes trans- 
ferred. The I/O ports provide the GPIB control signals, 
as well as the ancillary lines necessary to make the 
8291, 2, 3 work together. 

The 8292 is closely coupled to the main CPU through 
three on-chip registers that may be independently ac- 
cessed by both the master and the 8292 (UPI-41A). 
Figure 6 shows this Register Interface. Also refer to 
Figure 12. 


The status register is used to pass Interrupt Status in- 
formation to the master CPU (AO = 1 on a read). 

The DBBOUT register is used to pass one of five other 
status words to the master based on the last command 
written into DBBIN. DBBOUT is accessed when AO 
= 0 on a Read. The five status words are Error Flag, 
Controller Status, GPIB Status, Event Counter Status 
or Time Out Status. 

DBBIN receives either commands (AO = 1 on a Write) 
or command related data (AO = 0 on a write) from the 
master. These command related data are Interrupt 
Mask, Error Mask, Event Counter or Time Out. 


8293 GPIB Transceivers 


The 8293 is a multi-use HMOS chip that implements 
the IEEE 488 bus transceivers and contains the addi- 
tional logic required to make the 8291 and 8292 work 
together. The two option strapping pins are used to 
internally configure the chip to perform the specialized 
gating required for use with 8291 as a device or with 
8291/92 as a controller. 



In this application example the two configurations used 
are shown in Figure 7a and 7b. The drivers are set to 
open collector or three state mode as required and the 
special logic is enabled as required in the two modes. 
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READ STATUS 
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X 

X 

X 
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Figure 6. UPI-41A Registers 
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8291/2/3 Chip Set 

Figure 8 shows the four chips interconnected with the 
special logic explicitly shown. 

The 8291 acts only as the mechanism to put commands 
and addresses on the bus while the 8292 is asserting 
ATN. The 8291 is tricked into believing that the ATN 
line is not asserted by the ATN2 output of the ATN 
transceiver and is placed in Talk-only mode by the 
CPU. The 8291 then acts as though it is sending data, 
when in reality it is sending addresses and/or com- 
mands. When the 8292 deasserts ATN, the CPU soft- 
ware must place the 8291 in Talk-only, Listen-only or 
Idle based on the implicit knowledge of how the con- 
troller is going to participate in the data transfer. In 
other words, the 829 1 does not respond directly to ad- 
dresses or commands that it sends on the bus on behalf 
of the Controller. The user software, through the use of 
Listen-only or Talk-only, makes the 8291 behave as 
though it were addressed. 


Although it is not a common occurrence, the GPIB 
specification allows the Controller to set up a data 
transfer between two devices and not directly partici- 
pate in the exchange. The controller must know when 
to go active again and regain control. The chip set ac- 
complishes this through use of the “Continuous Accep- 
tor Handshake cycling mode” and the ability to detect 
EOI or EOS at the end of the transfer. See XFER in the 
Software Driver Outline below. 

If the 8292 is not the System Controller as determined 
by the signal on its SYC pin, then it must be able to 
respond to an IFC within 100 jusec. This is accom- 
plished by the cross-coupled NORs in Figur e 7a which 
deassert the 8293 ’s internal version of CIC (Not Con- 
troller-in-Charge). This condition is latched until the 
8292’s firmware has received the IF CL (int erface clear 
received latch) signal by testing the IFCL input. The 
firmware then sets its signals to reflect the inactive con- 
dition and clears the 8293’ s latch. 
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Figure 8. Talker/Listener/Controller 
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In order for the 8292 to conduct a Parallel Poll the 
8291 must be able to capture the PP response on the 
DIO lines. The only way to do this is to fool the 8291 
by putting it into Listen-only mode and generating a 
DAV condition. However, the bus spec does not allow 
a DAV during Parallel Poll, so the back-to-back 3-state 
buffers (see Figure 7b) in the 8293 isolate the bus and 
allow the 8292 to generate a local DAV for this pur- 
pose. Note that the 8291 cannot assert a Parallel Poll 
response. When the 8292 is not the controller-in-charge 
the 8291 may respond to PPs and the 8293 guarantees 
that the DIO drivers are in “open collector” mode 
through the OR gate (Figure 7b). 


Figure 9 shows the card’s block diagram. The 
ZT7488/18 plugs into the STD bus, a 56 pin 8 bit mi- 
croprocessor oriented bus. An 8085 CPU card is also 
available on the STD bus and will be used to execute 
the driver software. 

The 8291 uses I/O Ports 60H to 67H and the 8292 uses 
I/O Ports 68H and 69H. The five interrupt lines are 
connected to a three-state buffer at I/O Port 6FH to 
facilitate polling operation. This is required for the 
TCI, as it cannot be read internally in the 8292. The 
other three 8229 lines (SPI, IBF, OBF) and the 829 l's 
INT line are also connected to minimize the number of 
I/O reads necessary to poll the devices. 


ZT7488/18 GPIB Controller 

Ziatech’s GPIB Controller, the ZT7488/18 will be used 
as the controller hardware in this Application Note. 
The controller consists of an 8291, 8292, an 8 bit input 
port and TTL logic equivalent to that shown in Figure 8. 


NDAC is connected to COUNT on the 8292 to allow 
byte counting on data transfers. The example driver 
software will not use this feature, as the software is 
simpler and faster if an internal 8085 register is used for 
counting in software. 



Figure 9. ZT7488/18 GPIB Controller 
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READ REGISTERS PORT # WRITE REGISTERS 

1 DI7 1 DI6 1 DI5 1 DI4 1 DI3 \ DI2 | Dll | DIO 1 6<f>H | DQ7 j D06 [ D05 | D04 [ DQ3 ] DQ2 j DPI | DOO~| 
DATA IN DATA OUT 

1 CPT | APT | GET j END { DEC [ ERR [ BO [ Bl | 61H | CPT | APT [ GET | END [ DEC [ ERR \ BO { Bl ~| 
INTERRUPT STATUS 1 INTERRUPT MASK 1 

I INT I SPAS I LLO I REM ISPASCl LLOClREMc! ADSCl 62H I 0 I 0 IdMAOI DMAI IsPASCl LLOC|rEMC| ADSCl 


SERIAL POLL MODE 


0 ADM1 ADMO 


ADDRESS MODE 


INTERRUPT STATUS 2 INTERRUPT MASK 2 

1 S8 |SRQS| S6 | S5 | S4 | S3 [ S2 | Si ] 63H | S8 | rsv [ S6 | S5 | S4 { S3 | S2 | SI ~| 
SERIAL POLL STATUS SERIAL POLL MODE 

1 ton | Ion | EOI [lPAs] TPAS | LA [ TA [mJMn] 64H | TO | LO [ 0 | 0 [ 0 | 0 1aDMi|aDMo| 

ADDRESS STATUS ADDRESS MODE 

|CPT71 CPT6 |CPT5[ CPT4 1 CPT3 j CPT2 [ CPT1 [ CPTO [ 65H [CNT2|CNTl| CNTO [cOM4l COM3 lcOM2|CQMl|CQMo] 
COMMAND PASS THROUGH AUX MODE 

| X | DTP | DLO |aD5-0| AD4-0 |aD3-o|aD2-o|aD1^o| 66H | ARS | DT | DL [ AD5 [ AD4 [ AD3 | AD2 [ AD1~| 
ADDRESS 0 ADDRESS 0/1 

I X I DTI I DL1 IaD5-i| AD4-1 I AD3-1 i AD2-1 1 ADI -1 1 67H I EC7 I EC6 I EC5 I EC4 j EC3 I EC2 I EC1 I ECO I 


AUX MODE 

DL 1 AD5 1 AD4 [ AD3 | AD2 [ AD1~ 

ADDRESS 0/1 


ADDRESS 1 


Figure 10. 8291 Registers 
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The application example will not use DMA or inter- 
rupts; however, the Figure 11 block diagram includes 
these features for completeness. 

The 8257-5 DMA chip can be used to transfer data 
between the RAM and the 8291 Talker/Listener. This 
mode allows a faster data rate on the GPIB and typical- 
ly will depend on the 829 l’s EOS or EOI detection to 
terminate the transfer. The 8259-5 interrupt controller 
is used to vector the five possible interrupts for rapid 
software handling of the various conditions. 


ister. Note the two letter mnemonics to be used in later 
discussions. The CPU must not write into the 8292 
while IBF (Input Buffer Full) is a one, as information 
will be lost. 


Direct Commands 

Both the Interrupt Mask (IM) and the Error Mask 
(EM) register may be directly written with the LSB of 
the address bus (AO) a “0”. The firmware uses the MSB 
of the data written to differentiate between IM and EM. 


8292 COMMAND DESCRIPTION 

This section discusses each command in detail and re- 
lates them to a particular GPIB activity. Recall that 
although the 8041 A has only two read registers and one 
write register, through the magic of on-chip firmware 
the 8292 appears to have six read registers and five 
write registers. These are listed in Figure 12. Please see 
the 8292 data sheet for detailed definitions of each reg- 


LOAD INTERRUPT MASK 

This command loads the Interrupt Mask with D7-D0. 
Note that D7 must be a “1” and that interrupts are 
enabled by a corresponding “1” bit in this register. IFC 
interrupt cannot be masked off; however, when the 
8292 is the System Controller, sending an ABORT 
command will not cause an IFC interrupt. 


READ FROM 8292 

INTERRUPT STATUS 


WRITE TO 8292 

COMMAND FIELD 


SYC | ERR | SRQ |EV| X [ IFCR | IBF | OBF | 69H | 1 | 1 | 1 | OP | C | C | 

D 7 D 0 

ERROR FLAG* INTERRUPT MASK 

X | X [USER) X | X |tQUT3|T0UT 2 1T0UT 1 [ 68H | 1 |SP1 1 TCI | SYC| OBFI | TBFl | 

D 7 ” ~ 

CONTROLLER STATUS* ERROR MASK 

CSBS| CA 1 X 1 X |SYCS| IFC J REN | SRQ j 68H |o| 0 [uSEr| 0 ] 0 [ TOUT 4 [ 1 

GPIB (BUS) STATUS* EVENT COUNTER* 

REN |DAV| EOI I X I SYC | IFC | ANTI | SRQ | 68H 1 D| D [ D \ D [ D [ D j 

TIMEOUT* 


EVENT COUNTER STATUS* 
D I D I D I D I D I 


TIME OUT STATUS* 


D D D 


68 H * Note: These registers are accessed by a special 

utility command. 


Figure 12. 8292 Registers 
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LOAD ERROR MASK 

This command loads the Error Mask with D7-D0. 
Note that D7 must be a zero and that interrupts are 
enabled by a corresponding “1” bit in this register. 


When the 8292 has completed the command, IBF will 
become a “0” and will cause an interrupt if masked on. 

WTOUT — Write to Time Out Register 
(Command = 0E1H) 


Utility Commands 

These commands are used to read or write the 8292 
registers that are not directly accessible. All utility 
commands are written with AO = 1, D7 = D6 = D5 
= 1, D4 = 0. D3- DO specify the particular command. 
For writing into registers the general sequence is: 

1) wait for IBF = 0 in Interrupt Status Register 

2) write the appropriate command to the 8292, 

3) write the desired register value to the 8292 with AO 
= 1 with no other writes intervening, 

4) wait for indication of completion from 8292 (IBF = 

0 ). 

For reading a register the general sequence is: 

1) wait for IBF = 0 in Interrupt Status Register 

2) write the appropriate command to the 8292 

3) wait for a TCI (Task Complete Interrupt) 

4) Read the value of the accessed register from the 8292 
with AO = 0. 

WE VC — Write to Event Counter 
(Command = 0E2H) 

The byte written following this command will be load- 
ed into the event counter register and event counter 
status for byte counting. The internal counter is incre- 
mented on a high to low transition of the C OUNT (Tl) 
input. In this application example NDAC is connected 
to count. The counter is an 8 bit register and therefore 
can count up to 256 bytes (writing 0 to the EC implies a 
count of 256). If longer blocks are desired, the main 
CPU must handle the interrupts every 256 counts and 
carefully observe the timing constraints. 

Because the counter has a frequency range from 0 to 
133 kHz when using a 6 MHz crystal, this feature may 
not be usable with all devices on the GPIB. The 8291 
can easily transfer data at rates up to 250 kHz and even 
faster with some tuning of the system. There is also a 
500 ns minimum high time requirement for COUNT 
which can potentially be violated by the 829 1 in contin- 
uous acceptor handshake mode (i.e., TNDDV1 + 
TDVND2 - C = 350 + 350 = 700 max). When 
cable delays are taken into consideration, this problem 
will probably never occur. 


The byte written following this command will be used 
to determine the number of increments used for the 
time out functions. Because the register is 8 bits, the 
maximum time out is 256 time increments. This is 
probably enough for most instruments on the GPIB but 
is not enough for a manually stepped operation using a 
GPIB logic analyzer like Ziatech’s ZT488. Also, the 
488 Standard does not set a lower limit on how long a 
device may take to do each action. Therefore, any use 
of a time out must be able to be overridden (this is a 
good general design rule for service and debugging con- 
siderations). 


The time out function is implemented in the 8292’s 
firmware and will not be an accurate time. The counter 
counts backwards to zero from its initial value. The 
function may be enabled/disabled by a bit in the Error 
mask register. When the command is complete IBF will 
be set to a “0” and will cause an interrupt if masked on. 



RE VC — Read Event Counter Status 
(Command = 0E3H) 


This command transfers the content of the Event 
Counter to the DBBOUT register. The firmware then 
sets TCI = 1 and will cause an interrupt if masked on. 
The CPU may then read the value from the 8292 with 
A0 = 0. 


RINM — Read Interrupt Mask Register 
(Command = 0E5H) 

This command transfers the content of the Interrupt 
Mask register to the DBBOUT register. The firmware 
sets TCI = 1 and will cause an interrupt if masked on. 
The CPU may then read the value. 

RERM — Read Error Mask Register 
(Command = 0EAH) 

This command transfers the content of the Error Mask 
register to the DBBOUT register. The firmware sets 
TCI = 1 and will cause an interrupt if masked on. The 
CPU may then read the value. 

RCST— Read Controller Status Register 
(Command = 0E6H) 
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This command transfers the content of the Controller 
Status register to the DBBOUT register. The firmware 
sets TCI = 1 and will cause an interrupt if masked on. 
The CPU may then read the value. 

RTOUT— Read Time Out Status Register 
(Command = 0E9H) 

This command transfers the content of the Time Out 
Status register to the DBBOUT register. The firmware 
sets TCI = 1 and will cause an interrupt if masked on. 
The CPU may then read the value. 

If this register is read while a time-out function is in 
process, the value will be the time remaining before 
time-out occurs. If it is read after a time-out, it will be 
zero. If it is read when no time-out is in process, it will 
be the last value reached when the previous timing oc- 
curred. 

REST— Read Bus Status Register 
(Command = 0E7H) 

This command causes the firmware to read the GPIB 
management lines, DAV and the SYC pin and place a 
copy in DBBOUT. TCI is set to “1” and will cause an 
interrupt if masked on. The CPU may read the value. 

RERF — Read Error Flag Register 
(Command = 0E4H) 

This command transfers the content of the Error Flag 
register to the DBBOUT register. The firmware sets 
TCI = 1 and will cause an interrupt if masked on. The 
CPU may then read the value. 

This register is also placed in DBBOUT by an IACK 
command if ERR remains set. TCI is set to “1” in this 
case also. 

IACK — Interrupt Acknowledge 
(Command = A1 A2 A3 A4 1 A5 1 1) 

This command is used to acknowledge any combina- 
tions of the five SPI interrupts (A1-A5): SYC, ERR, 
SRQ, EV, and IFCR. Each bit A1-A5 is an individual 
acknowledgement to the corresponding bit in the Inter- 
rupt Status Register. The command clears SPI but it 
will be set again if all of the pending interrupts were not 
acknowledged. 

If A2 (ERR) is “1”, the Error Flag register is placed in 
DBBOUT and TCI is set. The CPU may then read the 
Error Flag without issuing an RERF command. 


Operation Commands 

The following diagram (Figure 13) is an attempt to 
show the interrelationships among the various 8292 


Operation Commands. It is not meant to replace the 

complete controller state diagram in the IEEE Stan- 
dard. 

RST — Reset (Command = 0F2H) 

This command has the same effect as an external reset 

applied to the chip’s pin #4. The 8292’s actions are: 

1) All outputs go to their elect rical h igh state. This 
means that SPI, TCI, OBFI, IBFI, CLTH will be 
TRUE and all other GPIB signals will be FALSE. 

2) The 8292’s firmware will cause the above mentioned 
five signals to go FALSE after approximately 17.5 
juts (at 6 MHz). 

3) These registers will be cleared: Interrupt Status, In- 
terrupt Mask, Error Mask, Time Out, Event Coun- 
ter, Error Flag. 

4) If the 8292 is the System Controller (SYC is TRUE), 
then IFC will be sent TRUE for approximately 
100 [is and the Controller function will end up in 
charge of the bus. If the 8292 is not the System Con- 
troller then it will end up in an Idle state. 

5) TCI will not be set. 



1 
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Figure 13. 8292 Command Flowchart 


RSTI — Reset Interrupts (Command = 0F3) 

This command clears all pending interrupts and error 
flags. The 8292 will stop waiting for actions to occur 
(e.g., waiting for ATN to go FALSE in a TCNTR com- 
mand or waiting for the proper handshake state in a 
TCSY command). TCI will not be set. 

ABOR T — Abort all operations and Clear Interface 
(Command = 0F9H) 

If the 8292 is not the System Controller this command 
acts like a NOP and flags a USER ERROR in the Er- 
ror Flag Register. No TCI will occur. 
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If the 8292 is the system Controller then IFC is set sets ATN FALSE and TCI TRUE. This command is 


TRUE for approximately 100 juts and the 8292 becomes 
the Controller-in-Charge and asserts ATN. TCI will be 
set, only if the 8292 was NOT the CIC. 

STCNI — Start Counter Interrupts 
(Command = OFEH) 

Enables the EV Counter Interrupt. TCI will not be set. 
Note that the counter must be enabled by a GSEC com- 
mand. 

SPCNI — Stop Counter Interrupts 
(Command = OFOH) 

The 8292 will not generate an EV interrupt when the 
counter reaches 0. Note that the counter will continue 
counting. TCI will not be set. 

SREM— Set Interface to Remote Control 
(Command = 0F8H) 

If the 8292 is the System Controller, it will set REN 
and TCI TRUE. Otherwise it only sets the User Error 
Flag. 

SLOC — Set Interface to Local Mode 
(Command = 0F7H) 

If the 8292 is the System Controller, it will set REN 
FALSE and TCI TRUE. Otherwise, it only sets the 
User Error Flag. 

EXPP — Execute Parallel Poll 
(Command = 0F5H) 

If not Controller-in-Charge, the 8292 will treat this as a 
NOP and does not set TCI. If it is the Controller-in- 
Charge then it sets IDY (EOI & ATN) TRUE and 
generates a local DAV pulse (that never reaches the 
GPIB because of gates in the 8293). If the 8291 is con- 
figured as a listener, it will capture the Parallel Poll 
Response byte in its data register. TCI is not generated, 
the CPU must detect the BI (Byte In) from the 8291. 
The 8292 will be ready to accept another command 
before the BI occurs; therefore the 829 l’s BI serves as a 
task complete indication. 

GTSB — Go To Standby (Command = 0F6H) 

If the 8292 is not the Controller-in-Charge, it will treat 
this command as a NOP and does not set TCI TRUE. 
Otherwise, it goes to Controller Standby State (CSBS), 


used as part of the Send, Receive, Transfer and Serial 
Poll System commands (see next section) to allow the 
addressed talker to send data/status. 

If the data transfer does not start within the specified 
Time-Out, the 8292 sets TOUT2 TRUE in the Error 
Flag Register and sets SPI (if enabled). The controller 
continues waiting for a new command. The CPU must 
decide to wait longer or to regain control and take cor- 
rective action. 

GSEC — Go To Standby and Enable Counting 
(Command = 0F4H) 

This command does the same things as GTSB but also 
initializes the event counter to the value previously 
stored in the Event Counter Register (default value is 
256) and enables the counter. One may wire the count 
input to NDAC to count bytes. When the counter 
reaches zero, it sets EV (and SPI if enabled) in Inter- 
rupt Status and will set EV every 256 bytes thereafter. 
Note that there is a potential loss of count information 
if the CPU does not respond to the EV/SPI before an- 
other 256 bytes have been transferred. TCI will be set 
at the end of the command. 

TCSY — Take Control Synchronously 
(Command — OFDH) 

If the 8292 is not in Standby, it treats this command as 
a NOP and does not set TCI. Otherwise, it waits for the 
proper handshake state and sets ATN TRUE. The 8292 
will set TOUT3 if the handshake never assumes the 
correct state and will remain in this command until the 
handshake is proper or a RSTI command is issued. If 
the 8292 successfully takes control, it sets TCI TRUE. 

This is the normal way to regain control at the end of a 
Send, Receive, Transfer or Serial Poll System Com- 
mand. If TCSY is not successful, then the controller 
must try TCAS (see warning below). 

TCAS — Take Control Asynchronously 
(Command = OFCH) 

If the 8292 is not in Standby, it treats this command as 
a NOP and does not set TCI. Otherwise, it arbitrarily 
sets ATN TRUE and ECI TRUE. Note that this action 
may cause devices on the bus to lose a data byte or 
cause them to interpret a data byte as a command byte. 
Both Actions can result in anomalous behavior. TCAS 
should be used only in emergencies. If TCAS fails, then 
the System Controller will have to issue an ABORT to 
clean things up. 
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GIDL — Go to Idle (Command = 0F1H) 

If the 8292 is not the Controller in Charge and Active, 
then it treats this command as a NOP and does not set 
TCI. Otherwise, it sets ATN FALSE, becomes Not 
Controller in Charge, and sets TCI TRUE. This com- 
mand is used as part of the Pass Control System Com- 
mand. 

TCNTR — Take (Receive) Control 
(Command = OF AH) 

If the 8292 is not Idle, then it treats this command as a 
NOP and does not set TCI. Otherwise, it waits for the 
current Controller-in-Charge to set ATN FALSE. If 
this does not occur within the specified Time Out, the 
8292 sets TOUT1 in the Error Flag Register and sets 
SPI (if enabled). It will not proceed until ATN goes 
false or it receives an RSTI command. Note that the 
Controller in Charge must previously have sent this 
controller (via the 829 Fs command pass through regis- 
ter) a Pass Control message. When ATN goes FALSE, 
the 8292 sets CIC, ATN and TCI TRUE and becomes 
Active. 


SOFTWARE DRIVER OUTLINE 

The set of system commands discussed below is shown 
in Figure 14. These commands are implemented in soft- 
ware routines executed by the main CPU. 

The following section assumes that the Controller is the 
System Controller and will not Pass Control. This is a 
valid assumption for 99 + % of all controllers. It also 
assumes that no DMA or Interrupts will be used. SYC 
(System Control Input) should not be changed after 
Power-on in any system — it adds unnecessary complex- 
ity to the CPU’s software. 


In order to use polling with the 8292 one must enable 
TCI but not connect the pin to the CPU’s interrupt pin. 
TCI must be readable by some means. In this applica- 
tion example it is connected to bit 1 port 6FH on the 
ZT7488/18. In addition, the other three 8292 interrupt 
lines and th e 8291 interrupt are also on that port (SPI- 
Bit 2, IBFI-Bit 4, OBFI-Bit 3, 8291 INT-Bit 0). 

These drivers assume that only primary addresses will 
be used on the GPIB. To use secondary addresses, one 
must modify the test for valid talk/listen addresses 
(range macro) to include secondaries. 


INIT 

INITIALIZATION 

Talker/ Listener 

SEND 

SEND DATA 

RECV 

RECEIVE DATA 

XFER 

TRANSFER DATA 

Controller 


TRIG 

GROUP EXECUTE TRIGGER 

DCLR 

DEVICE CLEAR 

SPOL 

SERIAL POLL 

PPEN 

PARALLEL POLL ENABLE 

PPDS 

PARALLEL POLL DISABLE 

PPUN 

PARALLEL POLL UNCONFIGURE 

PPOL 

PARALLEL POLL 

PCTL 

PASS CONTROL 

RCTL 

RECEIVE CONTROL 

SRQD 

SERVICE REQUESTED 

System Controller 

REME 

REMOTE ENABLE 

LOCL 

LOCAL 

IFCL 

ABORT/INTERFACE CLEAR 


Figure 14. Software Drive Routines 
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Initialization 

8292 — Comes up in Controller Active State when SYC 
is TRUE. The only initialization needed is to enable the 
TCI interrupt mask. This is done by writing OAOH to 
Port 68H. 

8291 — Disable both the major and minor addresses be- 
cause the 8291 will never see the 8292’s commands/ad- 
dresses (refer to earlier hardware discussion). This is 
done by writing 60H and OEOH to Port 66H. 

Set Address Mode to Talk-only by writing 80H to Port 
64H. 


Set internal counter to 3 MHz to match the clock input 
coming from the 8085 by writing 23H to Port 65H. 
High speed mode for the handshakes will not be used 
here even though the hardware uses three-state drivers. 

No interrupts will be enabled now. Each routine will 
enable the ones it needs for ease of polling operation. 
The INT bit may be read through Port 6FH. Clear 
both interrupt mask registers. 

Release the chip’s initialization state by writing 0 to 
Port 65H. 


INIT : 

Enable-8292 

;Set up In. pins for Port 6FH 

Enable TCI 

;Task complete must be on 

Enable-8291 

Disable major address 

;In controller usage, the 8291 

Disable minor address 

;Is set to talk only and/or listen only 

ton 

;Talk only is our rest state 

Clock frequency 

;3 MHz in this ap note example 

All interrupts off 


Immediate execute pon 

;Releases 8291 from init. state 


Talker/Listener Routines 

SEND DATA 

SEND <listener list pointer> <count> <E0S> <data buffer pointer> 


This system command sends data from the CPU to one 
or more devices. The data is usually a string of ASCII 
characters, but may be binary or other forms as well. 
The data is device-specific. 

My Talk Address (MTA) must be output to satisfy the 
GPIB requirement of only one talker at a time (any 
other talker will stop when MTA goes out). The MTA 
is not needed as far as the 8291 is concerned — it will be 
put into talk-only mode (ton). 


This routine assumes a non-null listener list in that it 
always sends Univeral Unlisten. If it is desired to send 
data to the listeners previously addressed, one could 
add a check for a null list and not send UNL. Count 
must be 255 or less due to an 8 bit register. This routine 
also always uses an EOS character to terminate the 
string output; this could easily be eliminated and rely 
on the count. Items in brackets ( ) are optional and will 
not be included in the actual code in Appendix A. 
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SEND: 


Output-t 0-8291 MTA, UNL 

;We will talk, nobody listen 

Put EOS into 8291 

;End of string compare character 

While 20H ^ listener ^ 3EH 

;GPIB listen addresses are 

output-to-8291 listener 

;"space" thru ">" ASCII 

Increment listen list pointer 

;Address all listeners 

Output-to-8292 GTSB 
Enable-8291 

;8292 stops asserting ATN, go to standby 

Output EOI on EOS sent 
If count < > 0 then 

;Send EOI along with EOS character 

While not (end or count = 0) 

;Wait for EOS or end of count 

(could check tout 2 here) 

;Optionally check for stuck bus-tout 2 

Output-to-8291 data 

;Output all data, one byte at a time 

Increment data buffer pointer 
Decrement count 

;8085 CREG will count for us 

Output-to-8292 TCSY 

;8292 asserts ATN, take control sync. 

(If tout3 then take control async) 

;If unable to take control sync. 

Enable 8291 

No output EOI on EOS sent 
Return 

;Restore 8291 to standard condition 
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Figure 15. Flowchart for Receive Ending Conditions 
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Figure 16. SEND to “1”, “2”, “ABCD”; EOS = “D” 


RECEIVE DATA 

RECV < talker > < count > <EOS> < data buffer pointer > 


This system command is used to input data from a 
device. The data is typically a string of ASCII charac- 
ters. 

This routine is the dual of SEND. It assumes a new 
talker will be specified, a count of less than 257, and an 
EOS character to terminate the input. EOI received 
will also terminate the input. Figure 15 shows the flow 
chart for the RECV ending conditions. My Listen Ad- 
dress (MLA) is sent to keep the GPIB transactions 


totally regular to facilitate analysis by a GPIB logic 
analyzer like the Ziatech ZT488. Otherwise, the bus 
would appear to have no listener even though the 8291 
will be listening. 

Note that although the count may go to zero before the 
transmission ends, the talker will probably be left in a 
strange state and may have to be cleared by the control- 
ler. The count ending of RECV is therefore used as an 
error condition in most situations. 
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RECK- I 

Put EOS into 8291 

;End of string compare character 

If 40H ^ talker ^ 5EH then 

;GPIB talk addresses are 

Output-to-8291 talker 

thru "A" ASCII 

Increment talker pointer 

;Do this for consistency’s sake 

Output-to-8291 UNL, MLA 

;Everyone except us stop listening 

Enable-8291 

Holdoff on end 

;Stop when EOS character is 

End on EOS received 

;Detected by 8291 

Ion, reset ton 

;Listen only (no talk) 

Immediate execute pon 

Output-to-8292 GTSB 

;8292 stops asserting ATN, go to standby 

While not (end or count = 0 

;wait for EOS or EOI or end of count 

(or tout2) ) 

optionally check for stuck bus-tout2 

Input-from-8291 data 

;input data, one byte at a time 

! Increment data buffer pointer 

Decrement count 

;Use 8085 C register as counter 

(If count = 0 then error) 

;Count should not occur before end 

Output-to-8292 TCSY 

;8292 asserts ATN take control 

(If Tout3 then take control async.' 

;If unable to take control sync. 

Enable-8291 

;Put 8291 back as needed for 

No holdoff on end 

;Controller activity and 

No end on EOS received 

;Clear holdoff due to end 

ton, reset Ion 

Finish handshake 

;Complete holdoff due to end, if any 

Immediate execute pon . 

;Needed to reset Ion 

Return error-indicator 
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TRANSFER DATA 

XFER < Talker > < Listener list > < EOS > 

This system command is used to transfer data from a 
talker to one or more listeners where the controller 
does not participate in the transfer of the ASCII data. 


This is accomplished through the use of the 829 l’s con- 
tinuous acceptor handshake mode while in listen-only. 

This routine assumes a device list that has the ASCII 
talker address as the first byte and the string (one or 
more) or ASCII listener addresses following. The EOS 
character or an EOI will cause the controller to take 
take control synchronously and thereby terminate the 
transfer. 


XFER: 


Output-to-8291: Talker, UNL 
While 20H ^ listen ^ 3EH 

;Send talk address and unlisten 

Output-to-8291: Listener 
Increment listen list pointer 
Enable-8291 

;Send listen address 

Ion, no ton 

;Controller is pseudo listener 

Continuous AH mode 

;Handshake but don't capture data 

End on EOS received 

;Capture EOS as well as EOI 

Immediate execute PON 

initialize the 8291 

Put EOS into 8291 

;Set up EOS character 

Output-to-8292: GTSB 
Upon end (or tout2) then 

;Go to standby 

;8292 waits for EOS or EOI and then 

Take control synchronously 

;Regains control 

Enable-8291 
Finish handshake 
Not continuous AH mode 
Not END on EOS received 
ton 

Immediate execute pon 
Return 

;Go to Ready for Data 


Controller 

GROUP EXECUTE TRIGGER 

TRIG < Listener list> 

This system command causes a group execute trigger 
(GET) to be sent to all devices on the listener list. The 
intended use is to synchronize a number of instruments. 


TRIG: 

Out put-t 0-8291 UNL 
While 20H ^ listener ^ 3EH 
Output-to-8291 Listener 
Increment listen list pointer 
Output-to-8291 GET 
Return 


;Everybody stop listening 

;Check for valid listen address 

;Address each listener 

terminate on any non-valid character 

;Issue group execute trigger 
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Figure 19. TRIG “1”, “ + ” Figure 20. DCLR “1”, “2” 


DEVICE CLEAR 

DCLR < Listener list> 

This system command causes a device clear. (SDC) to is not intended to clear the GPIB interface of the de- 
be sent to all devices on the listener list. Note that this vice, but should clear the device-specific logic. 


DCLR: 



OutpUt-to-8291 UNL 

;Everybody 

stop listening 

While 20H <; listener ^ 3EH 

;Check for 

valid listen address 

Output-to-8291 Listener 

;Address each listener 

Increment listen list pointer 

terminate 

on any non-valid character 

Output-to-8291 SDC 
Return 

Selective 

device clear 


SERIAL POLL 

SPOL < Talker list > < status buffer pointer > 

This system command sequentially addresses the desig- The bytes are stored in the buffer in the same order as 

nated devices and receives one byte of status from each. the devices appear on the talker list. MLA is output for 

completeness. 
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SPOL: 


Out put-t 0-8291 UNL, MLA, SPE 

;Unlisten, we listen, serial poll enable 
;Only one byte of serial poll 


;Status wanted from each talker 

While 40H ^ talker ^ 5 EH 

;Check for valid transfer 

Output-to-8291 talker 

;Address each device to talk 

Increment talker list pointer 
Enable-8291 

;One at a time 

Ion, reset ton 

;Listen only to get status 

Immediate execute pon 

;This resets ton 

Output-to-8292 GTSB 

;Go to standby 

Wait for data in (BI) 

;Serial poll status byte into 8291 

Output-to-8292 TCSY 

;Take control synchronously 

Input-from-8291 data 
Increment buffer pointer 
Enable 8291 

;Actually get data from 8291 

ton, reset Ion 
Immediate execute pon 

;Reset Ion 

Output-to-8291 SPD 

;Send serial poll disable after all 


devices polled 

Return 




Figure 21. SPOL “Q”, “R”, “K”, “A” Figure 22. PPEN “2”; iP 3 P 2 Pi = 0111B 


3 


PARALLEL POLL ENABLE 

PPEN< Listener list > < Configuration Buffer pointer > 

This system command configures one or more devices to respond to Parallel Poll, assuming they implement subset 
PP1. The configuration information is stored in a buffer with one byte per device in the same order as 


3-121 








AP-66 


inter 


devices appear on the listener list. The configuration byte has the format XXXXIP3P2P1 as defined by the IEEE 
Std. P3P2P1 indicates the bit # to be used for a response and I indicates the assertion value. See Sec. 2.9. 3. 3 of the 
Std. for more details. 


PPEN: 


Output-to-8291 UNL 

;Universal unlisten 

While 20H ^ Listener £ 3EH 

;Check for valid listener 

Output-to-8291 listener 

;Stop old listener, address new 

Output-to-8291 PPC, (PPE or data) 

;Send parallel poll info 

Increment listener list pointer 

;Point to next listener 

Increment buffer pointer 
Return 

;0ne configuration byte per listener 


PARALLEL POLL DISABLE 

PPDS< listener list > 

This system command disables one or more devices from responding to a Parallel Poll by issuing a Parallel Poll 
Disable (PPD). It does not deconfigure the devices. 


PPDS: 


Output-to-8291 UNL 

;Universal Unlisten 

While 20H ^ Listener ^ 3EH 

;Check for valid listener 

Output-to-8291 listener 

;Address listener 

Increment listener list pointer 


Output-to-8291 PPC, PPD 

;Disable PP on all listeners 

Return 
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PARALLEL POLL UNCONFIGURE 

PPUN 

This system command deconfigures the Parallel Poll response of all devices by issuing a Parallel Poll Unconfigure 
message. 


PPUN: 

Out put-t 0-8291 PPU ;Unconfigure all parallel poll 

Return 


CONDUCT A PARALLEL POLL 


PPOL 


This system command causes the controller to conduct 
a Parallel Poll on the GPIB for approximately 12.5 
jitsec (at 6 MHz). Note that a parallel poll does not use 
the handshake; therefore, to ensure that the device 
knows whether or not its positive response was ob- 


served by the controller, the CPU should explicitly ac- 
knowledge each device by a device-dependent data 
string. Otherwise, the response bit will still be set when 
the next Parallel Poll occurs. This command returns 
one byte of status. 


PPOL: 


Enable-8291 


Ion 

;Listen only 

Immediate execute pon 

;This resets ton 

Output-to-8292 EXPP 

;Execute parallel poll 

Upon BI 

;When byte is input 

Input-from-8291 data 
Enable-8291 

;Read it 

ton 

;Talk only 

Immediate execute pon 
Return Data (status byte) 

;This resets Ion 



PASS CONTROL 

PC7X< talker > 


This system command allows the controller to relin- 
quish active control of the GPIB to another controller. 
Normally some software protocol should already have 
informed the controller to expect this, and under what 
conditions to return control. The 8291 must be set up 


to become a normal device and the CPU must handle 
all commands passed through, otherwise control can- 
not be returned (see Receive Control below). The con- 
troller will go idle. 


PCTL: 

If 40H <; talker ^ 5EH then 
if talker < > MTA then 
output-t 0-8291 talker, TCT 
Enable -8291 
not ton, not Ion 
Immediate execute pon 
My device address, mode 1 
Undefined command pass through 
(Parallel Poll Configuration) 
Output-to-8292 GIDL 
Return 


;Cannot pass control to myself 
;Take control message to talker 
;Set up 8291 as normal device 

;Reset ton and Ion 

;Put device number in Register 6 

;Required to receive control 

;Optional use of PP 

;Put controller in idle 
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231324-22 


Figure 25. PPOL 

RECEIVE CONTROL 

RCTL 



231324-23 


Figure 26. PCTL “C” 


This system command is used to get control back from 
the current controller-in-charge if it has passed control 
to this inactive controller. Most GPIB systems do not 
use more than one controller and therefore would not 
need this routine. 

To make passing and receiving control a manageable 
event, the system designer should specify a protocol 


whereby the controller-in-charge sends a data message 
to the soon-to-be-active controller. This message should 
give the current state of the system, why control is be- 
ing passed, what to do, and when to pass control back. 
Most of these issues are beyond the scope of this Ap 
Note. 
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RCTL: 

Upon CPT 

If (command=TCT) then 
If TA then 
Enable-8291 

Disable major device number 
ton 

Mask off interrupts 
Immediate execute pon 
Out put-t 0-8292 TCNTR 
Enable-8291 
Valid command 
Return valid 
Else 

Enable-8291 
Invalid command 
Else 

Enable-8291 
Invalid command 
Return invalid 


;Wait for command pass through bit in 8291 
;If command is take control and 
;We are talker addressed 

;Controller will use ton and Ion 
;Talk only mode 


;Take (receive) control 
;Release handshake 

;Not talker addr. so TCT not for us 
;Not TCT, so we don’t care 
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SERVICE REQUEST 

SRQD 

This system command is used to detect the occurrence of a Service Request on the GPIB. One or more devices may 
assert SRQ simultaneously, and the CPU would normally conduct a Serial Poll after calling this routine to determine 
which devices are SRQing. 


SRQD: 

If SRQ then ;Test 92 status bit 

Output-t 0-8292 IACK.SRQ ;Acknowledge it 

Return SRQ 
Else return no SRQ 


System Controller 

REMOTE ENABLE 

REME 

This system command asserts the Remote Enable line (REN) on the GPIB. The devices will not go remote until they 
are later addressed to listen by some other system command. 


REME: 

Output-t 0-8292 SREM 9 ;8292 asserts remote enable line 

Return 


LOCAL 

LOCL 

This system command deasserts the REN line on the GPIB. The devices will go local immediately. 


LOCL: 

Output-to-8292 SLOC ;8292 stops asserting remote enable 

Return 
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SYSTEM 

CONTROLLER 

6291,8292 


SYSTEM 

CONTROLLER 



Figure 29. LOCL Figure 30. IFCL 


INTERFACE CLEAR/ABORT 

IFCL 


This system command asserts the GPIB’s Interface 
Clear (IFC) line for at least 100 microseconds. This 
causes all interface logic in all devices to go to a known 
state. Note that the device itself may or may not be 


reset, too. Most instruments do totally reset upon IFC. 
Some devices may require a DCLR as well as an IFCL 
to be completely reset. The (system) controller becomes 
Controller-in-Charge. 


IFCL: 

Output-to-8292 ABORT ;8292 asserts Interface Clear 

Return ;For 100 microseconds 


INTERRUPTS AND DMA 
CONSIDERATIONS 

The pirevious sections have discussed in detail how to 
use the 8291, 8292, 8293 chip set as a GPIB controller 
with the software operating in a polling mode and using 
programmed transfer of the data. This is the simplest 
mode of use, but it ties up the microprocessor for the 
duration of a GPIB transaction. If system design con- 
straints do not allow this, then either Interrupts and/or 
DMA may be used to free up processor cycles. 


The 8291 and 8292 provide sufficient interrupts that 
one may return to do other work while waiting for such 
things as 8292 Task Completion, 8291 Next Byte In, 
8291 Last Byte Out, 8292 Service Request In, etc. The 
only difficulty lies in integrating these various interrupt 
sources and their matching routines into the overall 
system’s interrupt structure. This is highly situation- 
specific and is beyond the scope of this Ap Note. 

The strategy to follow is to replace each of the WAIT 
routines (see Appendix A) with a return to the main 
code and provide for the corresponding interrupt to 
bring the control back to the next section of GPIB 
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code. For example WAITO (Wait for Byte Out of 
8291) would be replaced by having the BO interrupt 
enabled and storing the (return) address of the next 
instruction in a known place. This co-routine structure 
will then be activated by a BO interrupt. Figure 31 
shows an example of the flow of control. 

DMA is also useful in relieving the processor if the 
average length of a data buffer is long enough to over- 
come the extra time used to set up a DMA chip. This 
decision will also be a function of a data rate of the 
instrument. The best strategy is to use the DMA to 
handle only the data buffer transfers on SEND and 
RECV and to do all the addressing and control just as 
shown in the driver descriptions. 

Another major reason for using a DMA chip is to in- 
crease the data rate and therefore increase the overall 
transaction rate. In this case the limiting factor be- 
comes the time used to do the addressing and control of 
the GPIB using software like that in Appendix A. The 
data transmission time becomes insignificant at DMA 
speeds unless extremely long buffers are used. 

Refer to Figure 11 for a typical DMA and interrupt 
based design using the 8291, 8292, 8293. A system like 
this can achieve a 250K byte transfer rate while under 
DMA control. 


APPLICATION EXAMPLE 

This section will present the code required to operate a 
typical GPIB instrument set up as shown in Figure 32. 
The HP5328A universal counter and the HP3325 func- 
tion generator are typical of many GPIB devices; how- 
ever, there are a wide variety of software protocols to 


be found on the GPIB. The Ziatech ZT488 GPIB ana- 
lyzer is used to single step the bus to facilitate debug- 
ging the system. It also serves as a training/familiariza- 
tion aid for newcomers to the bus. 

This example will set up the function generator to out- 
put a specific waveform, frequency and amplitude. It 
will then tell the counter to measure the frequency and 
Request Service (SRQ) when complete. The program 
will then read in the data. The assembled source code 
will be found at the end of Appendix A. 



231324-29 


Figure 32. GPIB Example Configuration 
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SEND 

LSTN : "2" , COUNT: 15, EOS: ODH, DATA: M FU1FR37KHAM2V0 (CR) " 
;SETS UP FUNCTION GEN. TO 37 KHZ SINE, 2 VOLTS PP 
; COUNT EQUAL TO # CHAR IN BUFFER 
;EOS CHARACTER IS (CR) = ODH = CARRIAGE 

SEND 

LSTN: "1", COUNT: 6, EOS: n T" DATA: "PR4G7T" 

;SETS UP COUNTER FOR P INITIALIZE, F4 : FREQ CHAN A 
; G7:0.1 HZ RESOLUTION, T: TRIGGER AND SRQ 

;COUNT IS EQUAL TO # CHAR 

WAIT FOR SRQ 

SPOL TALK: "Q", DATA: STATUS 1 
; CLEARS THE SRO_IN THIS EXAMPLE ONLY FREQ CTR ASSERTS SRQ 

RECV TALK: "Q», COUNT: 17, EOS: OAH, 

DATA: «+ 37000. OE+O" (CR) (LF) 

;GETS 17 BYTES OF DATA FROM COUNTER 
; COUNT IS EXACT BUFFER LENGTH 

;DATA SHOWN IS TPYICAL HP5328A READING THAT WOULD BE RECEIVED 


CONCLUSION 

This Application Note has shown a structured way to 
view the IEEE 488 bus and has given typical code se- 
quences to make the Intel 8291, 8292, and 8293’s be- 
have as a controller of the GPIB. There are other ways 
to use the chip set, but whatever solution is chosen, it 
must be integrated into the overall system software. 


The ultimate reference for GPIB questions is the IEEE 
Std 488 -1978 which is available from IEEE, 345 East 
47th St., New York, NY, 10017. The ultimate reference 
for the 8292 is the source listing for it (remember it’s a 
pre-programmed UPI-41A) which is available from IN- 
SITE, Intel Corp., 3065 Bowers Ave., Santa Clara, CA 
95051. 
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APPENDIX A 


ISIS- 

-II 8080/8085 MACHO ASSEMBLER, 

V3.0 



GPIB 

CONTROLLER 

SUBROUTINES 





LOC 

OBJ 

LINE 


SOURCE STATEMENT 





1 

STITLE ( ' GPIB 

CONTROLLER 

SUBROUTINES') 




3 

4 

; GPIB 

CONTROLLER SUBROUTINES 




5 

6 

; 

for 

Intel 8291, 

8292 on ZT 7489/1R 




7 

; 

Bert 

Forbes, Ziatech Corporation 




8 

; 

2410 

Broad Street 




9 

; 

San 

Luis Obispo, 

CA, USA 93401 




10 

; 







11 

; 







12 

; 

General Definitions & Equates 




13 

; 

8291 

Control Values 




14 

; 





1000 


15 


ORG 

1 0 0 0 H 

; For ZT7488/18 w/8085 




16 

; 





0060 


17 

PRT91 

EQU 

60H 

; 8291 Base Port # 




18 

; 







19 

; 

Reg 

#0 Data in & 

Data out 


0060 


20 

DIN 

EOU 

PRT91+0 

; 91 Data in r eg 


0060 


21 

DOUT 

EQU 

PRT91+0 

; 91 Data out req 




22 

; 







, 23 

; 

Req 

# 1 Interrupt 1 Constants 


0061 


24 

INTI 

EQU 

PRT91+1 

; INT Reg 1 


0061 


25 

INTM1 

EQU 

PRT91+1 

; I NT Mask Reg. 1 


0002 


26 

BOM 

EQU 

02 

; 91 BO INTRP Mask 


0001 


27 

BIM 

EQU 

01 

; 91 81 INTRP Mask 


0010 


28 

ENDMK 

EQU 

10H 

; 91 END INTRP Mask 


0080 


29 

CPT 

EQU 

80H 

;91 command pass thru int bit 




30 

• 







31 

; 

Req 

12 Interrupt 

2 


0062 


32 

INT2 

EQU 

PRT91+2 





33 

; 







34 

; 

Reg 

|4 Address .Mode Constants 


0064 


35 

ADRMD 

EOU 

PRT91+4 

; 91 address mode register # 


0080 


36 

TON 

EQU 

80H 

;91 talk only mode & not listen only 


0040 


37 

LON 

EQU 

40H 

; 91 listen only & not ton 


80C0 


38 

TLON 

EQU 

0C0H 

;91 talk & listen only 


0001 


39 

MODE1 

EQU 

01 

;mode 1 addressing for device 




40 








41 

; 

Reg 

M 

(Read) Address Status Register 


0064 


42 

ADRST 

EQU 

PRT91+4 

; reg #4 


0020 


43 

EOIST 

EQU 

20H 



0002 


44 

TA 

EQU 

2 



0001 


45 

LA 

EQU 

1 

jlistener active 




46 

; 







47 

; 

Req 

#5 (Write) 

Auxiliary Mode Register 


0065 


48 

AUXMD 

EQU 

PRT91+5 

;91 auxiliary mode register # 


0023 

, 

49 

CLKRT 

EQU 

23H 

;91 3 Mhz clock input 
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0003 

50 

FNHSK 

EQU 

03 

91 fininsh handshake command 


0006 

51 

SDEOI 

EQU 

06 

91 send EOI with next byte 


0080 

52 

AXRA 

EQU 

80H 

91 aux. reg A pattern 


0001 

53 

HOHSK 

EQU 

1 

91 hold off handshake on all bytes 


0002 

54 

HOEND 

EQU 

2 

91 hold off handshake on end 


0083 

55 

CAHCY 

EQU 

3 

91 continuous AH cycling 


0004 

56 

EDEOS 

EQU 

4 

91 end on EOS received 


0008 

57 

EOIS 

EQU 

8 

91 output EOI on EOS sent 


000F 

58 

VSCMD 

EQU 

0FH 

91 valid command pass through 


0007 

59 

NVCMD 

EOU 

07H 

91 invalid command pass through 


00A0 

60 

AXRB 

EQU 

0A0H 

Aux. reg. B pattern 


0001 

61 

CPTEN 

EQU 

01 H 

command pass thru enable 



63 

; 

Reg »5 

(Read) 



0065 

64 

65 

66 

CPTRG 

EQU 

PRT91+5 




; 

Reg #6 

Address 0/1 reg. constants 


0066 

67 

ADR 01 

EQU 

PRT91+6 



0060 

68 

DTDL1 

EQU 

60H 

Disable major talker & listener 


00E0 

59 

DTDL2 

EQU 

0E0H 

•Disable minor talker s> listener 


0067 

71 

; 

Reg 17 

EOS Character Register 


72 

EOSR 

EQU 

PRT91+7 




73 

; 






74 

; 






75 

76 

; 

8292 

CONTROL VALUES 


0068 

78 

79 

PRT92 

EQU 

PRT91+8 

8292 Base Port 1 (CS7) 


0068 

81 

INTMR 

EQU 

PRT92+0 

92 INTRP Mask Reg 


00A0 

82 

INTM 

EQU 

0A0H 

•TCI 



83 

• 





0068 

84 

ERRM 

EQU 

PRT92+0 

92 Error Mask Reg 


0001 

85 

TOUT1 

EQU 

01 

92 Time Out for Pass Control 


0002 

86 

TOUT2 

EQU 

02 

92 Time Out for Standby 


0004 

87 

TOUT3 

EQU 

04 

•92 Time Out for Take Control Sync 


0068 

88 

EVREG 

EQU 

PRT92+0 

•92 Event Counter Pseudo Reg 


0068 

89 

TOREG 

EQU 

PRT92+0 

92 Time Out Pseudo Reg 



90 

; 




0069 

91 

CMD92 

EQU 

PRT92+1 

•92 Command Register 



92 

; 




0069 

93 

INTST 

EQU 

PRT92+1 

•92 Interrupt Status Reg 


0010 

94 

EVBIT 

EQU 

10H 

;Event Counter Bit 


0002 

95 

IBFBT 

EQU 

02 

Input Buffer Full Bit 


0020 

96 

SRQBT 

EQU 

20H 

•Seq bit 



97 

; 




0068 

98 

ERF LG 

EQU 

PRT92+0 

•92 Error Flag Pseudo Reg 


0068 

99 

CLRST 

EQU 

PRT92+0 

•92 Controller Status Pseudo Reg 


0068 

100 

BUS ST 

EQU 

PRT92+0 

92 GPIB (Bus) Status Pseudo Reg 


0068 

101 

EVCST 

EQU 

PRT92+0 

•92 Event Counter Status Pseudo Reg 


0068 

102 

TOST 

EQU 

PRT92+0 

•92 Time. Out Status Pseudo Reg 



103 






104 


8292 

OPERATION COMMANDS 



105 







106 






00F0 

107 

SPCNI 

EQU 

0F0H 

;Stop Counter Interrupts 


00F1 

108 

GIDL 

EQU 

0F1H 

;Go to idle 


00F2 

109 

RSET 

EQU 

0F2H 

Reset 


' 00F3 

110 

RSTI 

EQU 

0F3H 

; Reset Interrupts 


00F4 

111 

GSEC 

EQU 

0F4H 

;Goto standby, enable counting 


00F5 

112 

EXPP 

EQU 

0F5H 

;Execute parallel poll 


00F6 

113 

GTSB 

EQU 

0F6H 

;Go to standby 


00F7 

114 

SLOC 

EQU 

0F7H 

;Set local mode 


00F8 

115 

SREM 

EQU 

0F8H 

;Set interface to remote 


00F9 

116 

ABORT 

EQU 

0F9H 

; Abort all operation, clear interface 


00FA 

117 

TCNTR 

EQU 

0FAH 

;Take control (Receive control) 


00FC 

118 

TCASY 

EQU 

0FCH 

;Take control asyncronously 


00FD 

119 

TCSY 

EQU 

0FDH 

;Take control syncronously 


00FE 

120 

STCNI 

EQU 

0FEH 

;Start counter interrupts 



121 

; 






122 
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123 ; 

124 , 

125 j 

8292 

UTIL] 

00E1 

126 WOUT 

EQU 

0E1H 

00E2 

127 WEVC 

EQU 

0E2K 

00E 3 

128 RE VC 

EQU 

0E3H 

00E4 

129 RERF 

EQU 

0E4H 

00E5 

130 RINM 

EQU 

0E5H 

00E8 

131 RCST 

EQU 

0E6H 

00E7 

132 RBST 

EQU 

0E7H 

00E9 

133 RTOUT 

EQU 

0E9H 

00EA 

134 RERM 

EQU 

0BAH 

000B 

135 IACK 

EQU 

0BH 


006F 

0002 


0001 

0041 

0021 

003F 

3008 

0004 
0018 
0019 

0005 
0070 
0060 
0015 
0009 


136 ; 

137 ; 

138 

139 

140 

141 

142 PRTF 

143 TCIF 

144 SPIF 

145 OBFF 

146 IBFF 

147 0OF 

148 

149 

150 

151 MDA 

152 MTA 

153 MLA 

154 UNL 

155 GET 

156 SDC 

157 SPE 

158 SPD 

159 PPC 

160 PPD 

161 PPE 

162 PPU 

163 TCT 

164 

165 ; 

166 } 

167 ; 

168 ; 


;Write to timeout reg 
;Write to event counter 
;Read event counter status 
;Read error flag reg 
;Read interrupt mask reg 
;Read controller status reg 
;Read GPIB Bus status reg 
;Read timeout status reg 
;Read error mask reg 
; Interrupt Acknowledge 


PORT F BIT ASSIGNMENTS 


EQU 

EQU 

EQU 

EQU 

EQU 

EQU 


PRT91+0FH ;ZT748R port 6F for interrupts 

02H ;Task complete interrupt 

04H ; Special interrupt 

08H ; 92 Output (to CPU) Buffer full 

10H ; 92 Input (from CPU) Buffer empty 

01H ; 91 Int line (BO in this case) 


GPIB MESSAGES (COMMANDS) 


EQU 

EQU 

EQU 

EQU 

EQU 

EQU 

EQU 

EQU 

EQU 

EQU 

EQU 

EQU 

EQU 


1 ;My device address is 1 
MDA+40H ;My talk address is 1 (* 
MDA+20H ;My listen address is 1 


A") 

("!■) 


3FH Universal unlisten 

08 ;Group Execute Trigger 

04H ; Device Clear 

18H ;Serial poll enable 

19H ; Serial poll disable 

05 jparallel poll configure 

70H jParallel poll disable 

60H ;Parallel poll disable 

15H ; Pa rail el poll unconfigured 

09 ;Take control (pass control) 


MACRO DEFINITIONS 


169 SETF 

MACRO 


170 

ORA 

A 

171 

ENDM 


172 ; 



173 WAITO 

MACRO 


174 

LOCAL 

WAITL 

175 WAITL: 

IN 

INTI 

176 

ANI 

BOM 

177 

JZ 

WAITL 

178 

ENDM 


179 ; 



180 ; 



181 WAITI 

MACRO 


182 

LOCAL 

WAITL 

183 WAITL: 

IN 

INTI 

184 

MOV 

B , A 

185 

ANI 

BIM 

185 

JZ 

WAITL 

187 

ENDM 


188 ; 



189 WAITX 

MACRO 


190 

LOCAL 

WAITL 

191 WAITL: 

IN 

PRTF 

192 

ANI 

TCIF 

193 

JNZ 

WAITL 

194 

ENDM 


195 ,• 




jSets flags on A register 


;Wait for last 91 byte to be done 


;Get Inti status 
;Check for byte out 
; If not, try again 
;until it is 


;Wait for 91 byte to be input 

;Get INTI status 
;Save status in B 
;Check for byte in 
; If not, just try again 
;until it is 

;Wai t for 92' s TCI to go false 
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196 WAITT 

MACRO 




197 


LOCAL 

WAITL 



198 WAITL: 

IN 

PRTF ;Get task complete int,etc. 



199 


AN I 

TC IF ;Mask it 



200 


JZ 

WAITL ;Wait for task to be complete 



201 


ENDM 




202 






203 RANGE 

MACRO 

LOWER, UPPER, LABEL 



204 



;Checks for value in ranqe 



205 



;branches to label if not 



206 



; in ranqe. Falls throuqh if 



207 



;lower <= ( (H) (L) ) <= upper. 



208 



;Get next byte. 



209 


MOV 

A , M 



210 


CPI 

LOWER 



211 


JM 

LABEL 



212 


CPI 

UPPER+1 



213 


JP 

LABEL 



214 


ENDM 




215 






216 CLRA 

MACRO 




217 


XRA 

A ; A XOR A =0 



218 


ENDM 




219 






220 


All of 

the following routines have these common 



221 


assumptions about the state of the 8291 & 9292 upon entry 



222 


to the 

routine and will exit the routine in an identical state. ' 



223 






224 






225 


8291: 

BO is or has been set. 



226 



All interrupts are masked off 



227 



TON mode, not LA 



228 



No holdoffs in effect or enabled 



229 



No holdoffs waiting for finish command 



230 






231 


8292: 

ATN asserted (active controller) 



232 



note: RCTL is an exception it expects 



233 



to not be active controller 



234 



Any previous task is complete & 92 is 



235 



ready to receive next command. 



236 


8085: 

Pointer registers ( DE , HL) end one 



237 



beyond last legal entry 



239 

****** 

******** 

***************************************** 



239 






240 






241 


INITIALIZATION ROUTINE 



242 






243 

INPUTS 


None 



244 

OUTPUTS: 

None 



245 

CALLS: 


None 



24 6 

DESTROYS: 

A, F 



247 




1000 

3EA0 

248 INIT : 

M VI 

A , INTM ; Enable TCI 

1002 

D368 

249 


OUT 

INTMR ;Output to 92 's intr. mask reg 

1004 

3 E60 

250 


MVI 

A, DTDL1 ; Di sabl e major talker/listener 

1006 

D366 

251 


O'JT 

ADR01 

1003 

3EE0 

252 


MVI 

A , DTDL2 ;Disable minor talker/listener 

1 00A 

D356 

253 


OUT 

ADR01 

100C 

3E83 

254 


MVI 

A, TON ;Tal k only mode 

100E 

D364 

255 


OUT 

ADRMD 

1010 

3E23 

256 


MVI 

A , CLKRT ; 3 MHZ for delay timer 

1012 

D365 

257 


OUT 

AUXMD 



258 


CLRA 


1014 

AF 

259 + 


XRA 

A ; A XOR A =0 

1015 

D361 

260 


OUT 

INTI 

1017 

D362 

261 


OUT 

INT2 ;Disable all 91 mask bits 

1019 

D365 

262 


OUT 

AUXMD ; Immediate execute PON 

101B 

C9 

263 


RET 




264 






265 



*************************************** 



266 






267 






268 


SEND ROUTINE 



269 
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270 ; 






271 ; 






272 ; 

INPUTS: 


HL listener list pointer 



273 ; 



DE data buffer pointer 



274 ; 



C count — 0 will cause no data to be sent 



275 ; 



b EOS character — software detected 



276 ; 

OUTPUTS 


none 



277 ; 

CALJ.S: 


none 



278 ; 

DESTROYS: 

A, C, DB, HL, F 



279 ; 






280 ; 






281 ; 




101C 

3E41 

, 282 SEND: 

MVI 

A,MTA 

; Send MTA to turn off any 

101 E 

D360 

283 

OUT 

DOUT 

; previous talker 



284 

WAITO 



1020 

DB61 

285+770001: 

IN 

INTI 

;Get Inti status 

1022 

E602 

286 + 

AN I 

BOM 

;Check for byte out 

1024 

CA2010 

287 + 

JZ 

770001 

? I f not, try again 

1027 

3E3F 

288 

MVI 

A, UNL 

;Send universal unlisten 

1029 

D360 

289 

OUT 

DOUT 

; to stop previous listeners 

1023 

78 

290 

MOV 

A, B 

;Get EOS character 

102C 

D367 

291 

OUT 

EOSR 

; Output it to 8291 



292 



ywhile listener 



293 SEND1: 

RANGE 

20H , 3EH 

, SEND2 ;Check next listen address 



294 + 



jChecks for value in ranqe 



295+ 



; branches to label if not 



295 + 



;in range. Falls through if 



297+ 



; lower <= ( (H) (L) ) <= upper. 



298 + 



;Get next byte. 

102E 

7E 

299+ 

MOV 

A, M 


102F 

FE20 

300+ 

CPI 

20H 


1031 

FA4710 

301 + 

JM 

SEND2 


1034 

FE3F 

302 + 

CPI 

3EH+1 


1036 

F24710 

303+ 

JP 

SEND2 




304 

WAITO 


;Wait for previous listener sent 

1039 

DB61 

305+770302 : 

IN 

INTI 

;Get Inti status 

103B 

E602 

306 + 

AN I 

BOM 

;Check for byte out 

103D 

CA3910 

307+ 

JZ 

770002 

;If not, try again 

1040 

7E 

308 

MOV 

A,M 

;Get this listener 

1041 

D360 

309 

OUT 

DOUT 

;Output to GPIB 

1043 

23 

310 

INX 

H 

;Increment listener list pointer 

1044 

C32E10 

311 

JMP 

SEND1 

; Loop till non-val id listener 



312 



;Enable 91 ending conditions 



313 SEND2: 

WAITO 


;Wait for lstn addr accepted 

1047 

DB61 

31 4+??0003 : 

IN 

INTI 

;Get Inti status 

1049 

E602 

315+ 

AN I 

BOM 

;Check for byte out 

104B 

CA4710 

316+ 

JZ 

770003 

;If not, try again 



317 



; WAITO required for early versions 



318 



;of 8292 to avoid GTSB before DAC 

104E 

3EF6 

319 

MVI 

A, GTSB 

;Goto standby 

1050 

D369 

320 

OUT 

CMD92 

; 

1052 

3E88 

321 

MVI 

A, AXRA+EOIS ;Send EOI with EOS character 

1054 

D365 

322 

OUT 

AUXMD 




323 

WAITX 


;Wa i t for TCI to go false 

1056 

DB6F 

324+??0304 : 

IN 

PRTF 


1058 

E602 

325+ 

ANI 

TCIF 


105A 

C25610 

326 + 

JNZ 

770304 




327 

WAITT 


;Wait for TCI on GTSB 

105D 

DBSF 

328+770005: 

IN 

PRTF 

;Get task complete int,etc. 

105F 

E602 

329 + 

ANI 

TCIF 

;Mask it 

1061 

CA5D10 

33 0+ 

JZ 

770005 

?Wait for task to be complete 



331 






332 ; 

delete 

next 3 instructions to make count of 0=256 



333 ; 




1064 

79 

334 

MOV 

A,C 

;Get count 



335 

SETF 


; Set flags 

1065 

B7 

336+ 

ORA 

A 


1065 

CA8810 

337 

JZ 

SEND6 

; I f count=0, send no data 

1069 

1A 

338 SEND3: 

LDAX 

D 

;Get data byte 

106A 

D350 

339 

OUT 

DOUT 

;Output to GPIB 

106C 

B8 

340 

CMP 

B 

;Test EOS ...this is faster 



341 



;and uses less code than using 



342 



; 9 1 ' s END or EOI bits 
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106D 

CA7F10 

343 


JZ 

SEND5 

; I f char = EOS , qo finish 




344 SEND4: 

WAITO 




1070 

DB6 1 

34 5+770006 : 

IN 

INTI 

;Get Inti status 


1072 

E602 

346 + 


AN I 

BOM 

;Check for byte out 


1074 

CA7010 

347 + 


JZ 

770006 

;If not, try aqain 


1077 

13 

348 


INX 

D 

; Increment buffer pointer 


1078 

0D 

349 


DCR 

C 

.•Decrement count 


1079 

C26910 

350 


JNZ 

SEND3 

;If count < > 0, qo send 


10 7C 

C38810 

351 


JMP 

SEND 6 

;Else qo finish 


107F 

13 

352 SEND5: 

INX 

D 

;for consistency 


1083 

0D 

353 


DCR 

C 

; " " 




354 


WAITO 










;This ensures that the standard entry 


1081 

DBfSl 

355+??0007 : 

IN 

INTI 

;Get Inti status 


1083 

E602 

356 + 


AN I 

BOM 

;Check for byte out 


1085 

CA8110 

357 + 


JZ 

770007 

;l£ not, try aqain 




3 58 




;assumptions for the next subroutine are met 


1088 

3 EFD 

359 SENDS : 

MVI 

A , TCSY 

;Take control syncronously 


108A 

D369 

360 


OUT 

CMD92 



108C 

3E80 

361 


MVI 

A, AXRA 

; Reset send EOI on EOS 


108E 

D365 

3 62 


OUT 

AUXMD 





363 


WAITX 


;Wa i t for TCI false 


1090 

DB6F 

364+??0008 : 

IN 

PRTF 



1092 

E602 

365+ 


AN I 

TCIF 



1094 

C29010 

366+ 


JNZ 

770008 





367 


WAITT 


;Wa i t for TCI 


1097 

DB6F 

368 + 

>70009: 

IN 

PRTF 

;Get task complete int,etc. 


1099 

E602 

369 + 


AN I 

TCIF 

; Mask it 


109B 

CA9710 

370 + 


JZ 

770009 

;Wait for task to be complete 


109E 

C9 

371 


RET 






372 


****************************************************** 




373 








374 


RECEIVE 

ROUTINE 





375 








376 








377 

INPUT: 


HL talker pointer 




378 



DE data 

buffer pointer 




379 



C count (max buffer size) 0 implies 256 




380 



B EOS 

character 




381 

OUTPUT 


Fills buffer pointed at by DE 




382 

CALLS: 


None 





383 

DESTROYS: 

A, BC, 

DE, HL, F 




384 








385 

RETURNS: 

A=0 normal termination — EOS detected 




386 



A=40 Error count overrun 




387 



A<40 or 

A>5EH Error bad talk address 




388 








389 






109F 

78 

390 RECV: 

MOV 

A, a 

;Get EOS character 


10A0 

D367 

391 


OUT 

EOSR 

;Output it to 91 




392 


RANGE 

40H.5EH 

, RECV6 




393 + 




;Checks for value in ranqe 




394 + 




; branches to label if not 




395+ 




;in ranqe. Falls throuqh if 




396+ 




; lower <= ( (H) (L) ) <= upper. 




397 + 




;Get next byte. 


10A2 

7E 

398 + 


MOV 

A , M 



10A3 

FE40 

399+ 


CPI 

40H 



10A5 

FA3911 

400+ 


JM 

RECV6 



1 0A8 

FE5F 

401 + 


CPI 

5EH+1 



10AA 

F23911 

402+ 


JP 

RECV6 





403 




; val id if 40H<= talk <=5EH 


10AD 

D360 

404 


OUT 

DOUT 

;Output talker to GPIB 


10AF 

23 

405 


INX 

H 

jlncr pointer for consistency 




406 


WAITO 




10B0 

D86 1 

407+??0010 : 

IN 

INTI 

;Get Inti status 


10B2 

£*502 

408 + 


AN I 

BOM 

;Check for byte out 


10B4 

CAB010 

409+ 


JZ 

770010 

; I f not, try aqain 


10B7 

3E3F 

410 


MVI 

A,UNL 

;Stop other listeners 


10B9 

D360 

411 


OUT 

DOUT 





412 


WAITO 




10BB 

DBfil 

41 3+770011 : 

IN 

INTI 

;Get Inti status 


10BD 

E602 

414+ 


AN I 

BOM 

;Check for byte out 


10BF 

CABB10 

415+ 


JZ 

770011 

; If not, try aqain 









231324-35 


3-135 



AP-66 


iiteT 


10C2 

3E21 

416 

MVI 

A,MLA 

;For completeness 


10C4 

D360 

417 

OUT 

DOUT 



10C6 

3E86 

418 

MVI 

A, AXRA+HOEND+EDEOS ;End when 


10C8 

D365 

419 

OUT 

AUXMD 

; EOS or EOI & Hoi doff 




420 

WAITO 




10CA 

DB61 

421+770012: 

IN 

INTI 

;Get Inti status 


10CC 

E602 

422 + 

ANI 

BOM 

jCheck for byte out 


10CE 

CACA10 

423+ 

JZ 

770012 

; If not , try again 


10D1 

3E40 

424 

MVI 

A, LON 

;Listen only 

; 

10D3 

D364 

425 

OUT 

ADRMI) 





426 

CLRA 


; Immediate XEQ PON 


10D5 

AF 

427+ 

XRA 

A 

; A XOR A =0 


10D6 

D365 

428 

OUT 

AUXMD 



10D8 

3EF6 

429 

MVI 

A,GTSB 

;Goto standby 


10 DA 

D369 

430 

OUT 

CMD92 





431 

WAITX 


; Wai t for TCI=0 


10DC 

DB6F 

432+770013: 

IN 

PRTF 



10DE 

E602 

433 + 

ANI 

TCIF 



10E0 

C2DC10 

434 + 

JNZ 

770013 





435 

WAITT 


;Wait for TCI=1 


10E 3 

DB6F 

436+770014: 

IN 

PRTF 

;Get task complete int, etc. 


10E5 

E602 

437+ 

ANI 

TCIF 

;Mask it 


10EA 

DB61 

439 RECVl: 

IN 

INTI 

; Get 91 Int status (END s/or BI) 


10EC 

47 

440 

MOV 

B, A 

;Save it in B for BI check later 


10ED 

E610 

441 

ANI 

BNDMK 

;Check for EOS or EOI ' 


10EF 

C20511 

442 

JNZ 

RECV2 

;Yes end go wait for BI 


10F2 

78 

443 

MOV 

A, B 

;NO, retrieve status & 


10F3 

E601 

444 

ANI 

BIM 

; check for BI 


10F5 

CAEA10 

445 

JZ 

RECVl 

i NO , go wait for either END or BI 


10F8 

DB60 

44 6 

IN 

DIN 

;YES , BI get data 


10FA 

12 

447 

STAX 

D 

;Store it in buffer 


10FB 

13 

448 

INX 

D 

; Increment buffer pointer 


10FC 

0D 

449 

DCR 

C 

;Decrement counter 


10FD 

C2EA10 

450 

JNZ 

RECVl 

;If count < > 0 go back & wait 


1100 

0640 

4 51 

MVI 

8,40H 

;Else set error indicator 


1102 

C31711 

452 

JMP 

RECV5 

;And go take control 




453 ; 





1105 

78 

4 54 RECV2: 

MOV 

A,B 

jRetreive status 


1106 

E601 

455 RECV3: 

ANI 

BIM 

;Check for BI 


1108 

C21011 

456 

JNZ 

RECV4 

;If BI then go input data 


110B 

DB61 

457 

IN 

INTI 

;Else wait for last BI 


110D 

C30611 

458 

JMP 

RECV3 

;In loop 


1110 

DB60 

459 RECV4: 

IN 

DIN 

;Get data byte 


1112 

12 

460 

STAX 

D 

;Store it in buffer 


1113 

13 

461 

INX 

D 

;Incr data pointer 


1114 

0D 

462 

DCR 

C 

;Decrement count, but ignore it 


1115 

0600 

463 

464 ; 

MVI 

B,0 

;Set normal completion indicators 


1117 

3EFD 

465 RECV5: 

MVI 

A, TCSY 

;Take control synchronously 


1119 

D369 

466 

OUT 

CMD92 





467 

WAITX 


;Wait for TCI=0 (7 tcy) 


111B 

DB6F 

468+770015: 

IN 

PRTF 



HID 

E602 

469+ 

ANI 

TCIF 



111F 

C21B11 

470+ 

JNZ 

770015 





471 

WAITT 


;Wait for TCI=1 


1122 

DB6F 

-472+770016: 

IN 

PRTF 

;Ge t task complete int, etc. 


1124 

E602 

473+ 

ANI 

TCIF 

;Mask it 


1126 

CA2211 

474 + 

JZ 

770016 

;Wait for task to be complete 




475 ; 







476 ; i £ timeout 3 

is to be 

checked, the above WAITT should 




477 ;be omitted & 

the appropriate code to look for TCI or 




478 ;T0UT3 

inserted here. 





479 ? 





1129 

3E80 

480 

MVI 

A, AXRA 

;Pattern to clear 91 END conditions 


1123 

D365 

481 

OUT 

AUXMD 



11 2D 

3E80 

482 

MVI 

A, TON 

jThis bit pattern already in “A" 


112F 

D364 

483 

OUT 

ADRMD 

; Output TON 


1131 

3E03 

484 

MVI 

A , FNHSK 

;Finish handshake 


1133 

D365 

485 

OUT 

AUXMD 





486 

CLRA 




1135 

AF 

487+ 

XRA 

A 

; A XOR A =0 


1136 

D365 

488 

OUT 

AUXMD 

; Immediate execute PON-Reset LON 


1138 

78 

489 

MOV 

A, B 

;Get completion character 


1139 

C9 

490 RECV6: 

RET 
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115E DB61 
1160 E602 
1162 CA5E11 

1165 7E 

1166 D360 


4 93 ; 

494 ; 

4 95 ; 

495 ; INPUTS: 

497 ; 

498 ; OUTPUTS: 

499 ; CALLS : 

500 ; DESTROYS: 

501 ; RETURNS: 

502 / 

503 ; 


HL device list pointer 
B EOS character 
None 
None 

A, HL, F 

A=0 normal, A < > 0 had talker 



504 ; NOTE : 
50 5 ; 

506 ; 

507 ; 

508 ; 

50 9 ; 

510 ; 


XFER will not work if the talker 
uses EOI to terminate the transfer. 
Intel will be making hardware 
modifications to the 9291 that will 
correct this problem. Until that time, 
only EOS may be used without possible 
loss of the last data byte transfered. 


511 XFER: 
512+ 

513+ 

514 + 

515+ 

516+ 

RANGE 

40H , 5EH, 

XFER4 ;Check for valid talker 

;Checks for value in range 
/branches to label if not 
;in range. Falls through if 
/lower <= ( (H) (L) ) <= upper. 
/Get next byte. 

7E 

517+ 

MOV 

A, M 

FE40 

518+ 

CPI 

40H 


FABB11 

519+ 

JM 

XFER4 


FE5F 

520 + 

CPI 

5EH+1 


F28B11 

521 + 

JP 

XFER 4 


D350 

522 

OUT 

DOUT 

/Send it to GPIB 

23 

523 

524 

INX 

WAITO 

H 

zlncr pointer 

DB61 

525+770017: 

IN 

INTI 

/Get Inti status 

E602 

526 + 

AN I 

BOM 

/Check for byte out 

CA4811 

527 + 

JZ 

770017 

/If not, try again 

3E3F 

528 

MVI 

A , UNL 

/Universal unlisten 

D360 

529 

OUT 

DOUT 



530 XFER 1 : 

531 + 

532+ 

533+ 

534 + 

535+ 

RANGE 

20H , 3EH, 

XFER2 /Check for valid listen* 

/Checks for value in range 
/branches to label if not 
/in range. Falls through if 
/lower <= ( (H) (L) ) <= upner. 
/Get next byte. 

7E 

536+ 

MOV 

A , M 

FE20 

537+ 

CPI 

20H 


FA6C11 

538 + 

JM 

XFER2 


FE3F 

539+ 

CPI 

3EH+1 


F26C11 

540+ 

541 

JP 

WAITO 

XFER2 



542+??0018: 

543 + 

544 + 

545 

546 


IN 
AN I 
JZ 
MOV 
OUT 


INTI 

BOM 

??0018 
A, M 
DOUT 


/Get Inti status 
/Check for byte out 
;If not, try again 
;Get listener 


1168 

23 

547 

INX 

H 

/Incr pointer 

1169 

C35311 

548 

JMP 

XFER1 

/Loop until non-valid 



549 XFER2: 

WAITO 


116C 

DB61 

550+770019: 

IN 

INTI 

/Get Inti status 

116E 

E602 

551 + 

AN I 

BOM 

/Check for byte out 

1170 

CA6C11 

552+ 

JZ 

770019 

/If not, try again 

1173 

3E87 

553 

MVI 

A, AXRA+C AHCY+EDEOS /Invi; 

1175 

D365 

554 

OUT 

AUXMD 

/Continuous AH mode 

1177 

3E40 

555 

MVI 

A, LON 

/Listen only 

1179 

D364 

556 

OUT 

ADRMD 



557 

CLRA 



1 17B 

AF 

558+ 

XRA 

A 

/A XOR A =0 

117C 

D365 

559 

OUT 

AUXMD 

/Immed. XEQ PON 

117E 

78 

560 

MOV 

A , B 

/Get EOS 

117F 

D367 

551 

OUT 

EOSR 

/Output it to 91 

1181 

3EF6 

562 

MVI 

A,GTSB 

/Go to standby 

1183 

D369 

563 

OUT 

CMD92 
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564 

WAITX 




H8S 

DB6F 

565+770020: 

IN 

PRTF 



1187 

E602 

566+ 

AN I 

TCIF 



1189 

C28511 

567+ 

JNZ 

770020 





568 

WAITT 


;Wait for TCS 


118C 

DB6F 

569+770021: 

IN 

PRTF 

;Get task complete int,etc. 


118E 

E602 

570+ 

AN I 

TCIF 

;Mask it 


1190 

CA8C11 

571 + 

JZ 

770021 

;Wait for task to be complete 


1193 

DB6 1 

572 XFER3: 

IN 

INTI 

;Get END status bit 


1195 

E61 0 

573 

AN I 

ENDMK 

;Mask it 


1197 

CA9311 

574 

JZ 

XFER3 



119A 

3EFD 

575 

MVI 

A, TCSY 

;Take control syncronously 


1 19C 

D369 

576 

OUT 

CMD92 





577 

WAITX 




119E 

DB5F 

578+770022: 

IN 

PRTF 



11A0 

E602 

579 + 

ANI 

TCIF 



11A2 

C29E11 

580+ 

JNZ 

770022 





581 

WAITT 


;Wa i t for TCI 


11A5 

DB6F 

582+770023: 

IN 

PRTF 

;Get task complete int,etc. 


1 1a / 

E602 

583 + 

ANI 

TCIF 

;Mask it 


11A9 

CAA511 

. 584 + 

JZ 

770023 

;Wait for task to be complete 


11 AC 

3E80 

585 

MVI 

A, AXRA 

;Not cont AH or END on EOS 


11AE 

D365 

586 

OUT 

AUX.MD 



11B0 

3E03 

587 

MVI 

A,FNHSK 

;Finish handshake 


11B2 

D365 

588 

OUT 

AUXMD 



11B4 

3E80 

589 

MVI 

A, TON 

;Talk only 


11B6 

D364 

590 

OUT 

ADRMD 





591 

CLRA 


;Normal return A=0 


11B8 

AF 

592+ 

XRA 

A 

; A XOR A =0 


11B9 

D365 

593 

OUT 

AUXMD 

immediate XEO PON 


1 IBB 

C9 

594 XFF34: 

RET 






595 ; 







596 **************************************************** 




597 ; 







598 ; 







599 ; 

TRIGGER 

ROUTINE 





600 ; 







601 ; 







602 ; INPUTS 


HL listener list pointer 




603 ; OUTPUTS: 

None 





604 ; CALLS: 


None 





605 ; DESTROYS: 

A, HL, E 





606 ; 







607 ; 





11BC 

3E3F 

608 TRIG: 

MVI 

A,UNL 

. 


11BE 

D360 

609 

OUT 

DOUT 

;Send universal unlisten 




610 TRIG1 : 

RANGE 

20H, 3EH, 

TRIG2 ;Check for valid listen 




511 + 



;Checks for value in range 




512+ 



; branches to label if not 




613+ 



; in range. Falls through if 




614+ 



;lower <= ( (H) (L) ) <= upper. 




615+ 



;Get next byte. 


11C0 

7E 

616+ 

MOV 

A,M 



11C1 

FE20 

617+ 

CPI 

20H 



11C3 

FAD911 

618+ 

JM 

TRIG2 



11C6 

FE3F 

619+ 

CPI 

3EH+1 



11C8 

F2D911 

620+ 

JP 

TRIG2 





621 

WAITO 


;Wait for UNL to finish 


lica 

DB61 

522+770024: 

IN 

INTI 

;Get Inti status 


11CD 

E602 

623+ 

ANI 

BOM 

/Check for byte out 


11CF 

CACB11 

624+ 

JZ 

770024 

;If not, try again 


1102 

7E 

625 

MOV 

A , M 

;Get listener 


11D3 

D360 

626 

OUT 

DOUT 

;Send Listener to GPIB 


11D5 

23 

627 

INX 

H 

;Incr. pointer 


11D6 

C3C011 

628 

JMP 

TRIG1 

; Loop until non-valid char 




629 TRIG 2: 

WAITO 


?Wait for last listen to finish 


11D9 

DB51 

630+770025: 

IN 

INTI 

;Get Inti status 


11DB 

E502 

631 + 

ANI 

BOM 

;Check for byte out 


HDD 

CAD911 

632 + 

JZ 

770025 

; If not , try again 


1100 

3E08 

633 

MVI 

A, GET 

;Send group execute trigger 


11E2 

D380 

634 

OUT 

DOUT 

; to all addressed listeners 




635 

WAITO 




11E4 

DB61 

636+770026: 

IN 

INTI 

;Get Inti status 


11E6 

E602 

637 + 

ANI 

BOM 

jCheck for byte out 
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inteT 


UEB CAE411 

638 + 

JZ 

770026 

; I f not, try again 


11EB C9 

639 

RET 





640 ; 






641 






642 






643 

DEVICE CLEAR ROUTINE 




644 






645 






646 






647 

INPUTS: 

HL listener pointer 



648 

OUTPUT: 

None 




649 

CALLS: 

None 




650 

DESTROYS: 

A, HL, 

F 



651 ; 





11EC 3E3F 

652 DCLR: MVI 

A,UNL 



11EE D360 

653 

OUT 

DOUT 




654 DCLR 1 : RANGE 

20H, 3EH 

, DCLR2 



655 + 



;Checks for value in range 



656 + 



.♦branches to label if not 



657+ 



{in range. Falls through if 



65R + 



; lower <= ( (H) (L) ) <» upper. 



659+ 



;Get next byte. 


1 1F0 7E 

660 + 

MOV 

A, M 



1 1F1 FE20 

661 + 

CPI 

20H 



11F3 FA0912 

662 + 

JM 

DCLR 2 



11F6 FE3F 

663 + 

CPI 

3EH+1 



11F8 F20912 

664 + 

JP 

DCLR 2 




665 

WAITO 




11FB DB61 

666+770027: IN 

INTI 

;Get Inti status 


11FD E602 

667+ 

ANI 

BOM 

;Check for byte out 


11FF CAFB11 

668 + 

JZ 

770027 

;If not, try again 


1202 7E 

669 

MOV 

A , M 



1203 D360 

670 

OUT 

DOUT 

{Send listener to GPIB 


1205 23 

671 

INX 

H 



1206 C3F011 

672 

JMP 

DCLR1 




673 

DCLR2: WAITO 




1209 DB61 

674+770028: IN 

INTI 

;Get Inti status 


120B E602 

675+ 

ANI 

BOM 

;Check for byte out 


120D CA0912 

676+ 

JZ 

770028 

;If not, try again 


1210 3E04 

677 

MVI 

A, SDC 

{Send device clear 


1212 D360 

678 

OUT 

DOUT 

;To all addressed listeners 



679 

WAITO 




1214 DB61 

680+770029: IN 

INTI 

;Get Inti status 


1216 E602 

681 + 

ANI 

BOM 

;Check for byte out 


1218 CA1412 

682 + 

JZ 

770029 

; If not, try again 


121B C9 

683 

RET 





684 






685 

.************** 

************************************* 



686 

; 





687 

; SERIAL 

POLL ROUTINE 



688 






689 

; INPUTS: 

HL talker list pointer 



690 


DE status buffer pointer 



691 

; OUTPUTS: 

Fills 

buffer pointed to by DE 



692 

; CALLS: 

None 




693 

; DESTROYS: 

A, BC, 

DE, HL, F 



694 





121C 3E3F 

695 

SPOL: MVI 

A , UNL 

{Universal unlisten 


121E D360 

696 

OUT 

DOUT 




697 

WAITO 




1220 DB61 

698+770030: IN 

INTI 

;Get Inti status 


1222 E602 

699+ 

ANI 

BOM 

{Check for byte out 


1224 CA2012 

700 + 

JZ 

770030 

{If not, try again 


1227 3E21 

701 

MVI 

A,MLA 

{My listen address 


1229 D360 

702 

OUT 

DOUT 




703 

WAITO 




122B DB61 

704+770031: IN 

INTI 

;Get Inti status 


122D E602 

705+ 

ANI 

BOM 

{Check for byte out 


122F CA2B12 

706+ 

JZ 

770031 

{If not, try again 


1232 3E18 

707 

MVI 

A,SPE 

{Serial poll enable 


1234 D360 

708 

OUT 

DOUT 

{To be formal about it 



709 

WAITO 




1236 DB61 

710+770032: IN 

INTI 

;Get Inti status 
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inteT 


1238 

E602 

711 + 

AN I 

BOM 

;Check for byte out 


123A 

CA3612 

712+ 

JZ 

770032 

;If not, try aqain 




713 SPOL1 : 

RANGE 

4 0H , 5EH 

, SPQL2 ;Check for valid talker 




714 + 



yChecks for value in ranqe 




715+ 



ybranches to label if not 




716+ 



; in ranqe. Falls throuqh if 




717+ 



; lower <= ( (H) (L) ) <= upper. 

i 



718+ 



yGet next byte. 


123D 

7E 

719+ 

MOV 

A,M 



123E 

FE40 

720+ , 

CPI 

40H 



1240 

FA9412 

721 + 

JM 

SPOL2 



1243 

FE5F 

722+ 

CPI 

5EH+1 



1245 

F29412 

723+ 

JP 

SPOL2 



1248 

7E 

724 

MOV 

A,M 

;Get talker 


1249 

D360 

725 

OUT 

DOUT 

;Send to GPIB 


124B 

23 

726 

INX 

H 

; I nc r talker list pointer 


124C 

3E40 

727 

MVI 

A, LON 

;Listen only 


124E 

D364 

728 

OUT 

adrmd 





729 

WAITO 


;Wait for talk address to complete 


1250 

DB61 

730+??0033 : 

IN 

INTI 

;Get Inti status 


1252 

E602 

731 + 

ANI 

BOM 

yCheck for byte out 


1254 

CA5012 

732 + 

JZ 

770033 

;If not, try again 




733 

CLRA 


» Pattern for immediate XEQ PON 


1257 

AF 

734 + 

XRA 

A 

; A XOR A =0 


1258 

D365 

735 

OUT 

AUXMD 



1 25A 

3EF6 

736 

MVI 

A,GTSB 

yGoto standby 


125C 

D369 

737 

OUT 

CMD92 





738 

WAITX 


;Wai t for TCI false 


125E 

DB6F 

739+??0034: 

IN 

PRTF 



1260 

E502 

74 0+ 

ANI 

TCIF 



1262 

C25E12 

741 + 

JNZ 

770034 





742 

WAITT 


;Wai t for TCI 


1265 

DB6F 

743+??0035 : 

IN 

PRTF 

;Get task complete int,etc. 


1267 

E602 

744 + 

ANI 

TCIF 

;Mask it 


1269 

CA6512 

74 5+ 

JZ 

770035 

;Wait for task to be complete 




746 

WAIT I 


;Wait for status byte input 


126C 

DB61 

747+??0036 : 

IN 

INTI 

;Get INTI status 


126E 

47 

748 + 

MOV 

B, A 

ySave status in B 


126F 

E6B1 

74 9+ 

ANI 

BIM 

;Check for byte in 


1271 

CA6C12 

750 + 

JZ 

770036 

;If not, just try again 


1274 

3EFD 

751 

MVI 

A,TCSY 

;Take control sync 


1276 

D359 

752 

OUT 

CMD92 





753 

WAITX 


;Wa i t for TCI false 


1278 

DB6F 

754+770037: 

IN 

PRTF 



127A 

E602 

755+ 

ANI 

TCIF 



127C 

C27812 

756 + 

JNZ 

770037 





757 

WAITT 


;Wait for TCI 


127F 

DB6F 

758+??0038: 

IN 

PRTF 

;Get task complete int,etc. 


1281 

E602 

759+ 

ANI 

TCIF 

jMask it 


1283 

CA7F12 

760 + 

JZ 

770038 

;Wait for task to be complete 


1286 

DB60 

761 

IN 

DIN 

;Get serial poll status byte 


1288 

12 

762 

STAX 

D 

;Store it in buffer 


1289 

13 

763 

INX 

D 

ylncr pointer 


128 A 

3E80 

764 

MVI 

A, TON 

;Talk only for controller 


128C 

D364 

765 

OUT 

ADRMD 

y 




766 

CLRA 




128E 

AF 

767+ 

XRA 

A 

; A XOR A =0 


128F 

D365 

768 

OUT 

AUXMD 

ylmmeditate XEQ PON 




769 



;CLR LA 


1291 

C33D12 

770 

771 y 

JMP 

SPOL1 

;Go on to next device on list 


1294 

3E19 

772 SPOL2: 

MVI 

A* SPD 

ySerial poll disable 


1296 

D360 

773 

OUT 

DOUT 

;We know BO was set (WAITO above) 




774 

WAITO 




1298 

DB61 

775+770039: 

IN 

INTI 

yGet Inti status 


129A 

E602 

776+ 

ANI 

BOM 

yCheck for byte out 


129C 

CA9812 

777+ 

JZ 

770039 

; If not, try again 




778 

CLRA 




129F 

AF 

779+ 

XRA 

A 

yA XOR A =0 


12A0 

D365 

780 

OUT 

AUXMD 

y Immediate XEQ PON to clear LA 


12A2 

C9 

781 

RET 






782 y 







783 ; ****** 







784 y 
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785 ; 

PARALLEL POLL ENABLE ROUTINE 




785 ; 







787 ; INPUTS 


HL listener list pointer 




788 ; 


OE configuration byte pointer 




789 ; OUTPUTS: 

None 





790 /CALLS: 


None 





791 / DESTROYS : 

A, DE, 

HL, F 




792 ; 







793 ; 





12A3 

3E3F 

794 PPEN: 

MV I 

A, UNL 

/Universal unlisten 


12A5 

D360 

795 

OUT 

DOUT 





795 PPEN 1 : 

RANGE 

20H,3EH 

, PPEN2 /Check tor valid listener 




797+ 



/Checks for value in ranqe 




798 + 



/branches to label if not 




799 + 



/in ranqe. Falls throuqh if 




800 + 



/lower <= ( (H) (L) ) <= upper. 




801 + 



/Get next byte. 


1 2A7 

7E . 

802 + 

MOV 

A , M 



1 2A8 

FE20 

803 + 

CPI 

20H 



12AA 

FAD812 

804 + 

JM 

PPEN2 



12AD 

FE3F 

805+ 

CPI 

3EH+1 



12AF 

F 2D 81 2 

805 + 

JP 

PPEN2 





807 

WAITO 


/Valid wait 91 data out reg 


12B2 

DB61 

808+??0040 : 

IN 

INTI 

/Get Inti status 


12B4 

E602 

809+ 

AN I 

BOM 

/Check for byte out 


12B6 

CAB 21 2 

810 + 

JZ 

770040 

/If not, try again 


12B9 

7E 

811 

MOV 

A, M 

/Get listener 


12BA 

D350 

812 

OUT 

DOUT 





813 

WAITO 




12BC 

DB61 

814+770041: 

IN 

INTI 

/Get Inti status 


12BE 

E602 

815 + 

ANI 

BOM 

/Check for byte out 


12C0 

CABC12 

816 + 

JZ 

770041 

/If not, try again 


12C3 

3E05 

817 

MVI 

A, PPC 

/Parallel poll confiqure 


12C5 

0350 

818 

OUT 

DOUT 





819 

WAITO 




12C7 

DB61 

820+770042: 

IN 

INTI 

/Get Inti status 


12C9 

E602 

,821 + 

ANI 

BOM 

/Check for byte out 


12CB 

CAC712 

822+ 

JZ 

770042 

/If not, try again 


12CE 

1A 

823 

LDAX 

D 

/Get matching configuration byte 


12CF 

F660 

824 

ORI 

PPE 

/Merge with parallel poll enable 


12D1 

D360 

825 

OUT 

DOUT 



12D3 

23 

826 

INX 

H 

/Incr pointers 


12D4 

13 

827 

INX 

D 



1205 

C3A712 

828 

JMP 

PPEN1 

/Loop until invalid listener char 




829 PPEN2 : 

WAITO 




1208 

DB61 

830+770343: 

IN 

INTI 

/Get Inti status 


12DA 

E602 

831 + 

ANI 

BOM 

/Check for byte out 


12DC 

CAD812 

832 + 

JZ 

770043 

/If not, try again 


12DF 

C9 

833 

RET 






834 ; 



( 




835 /PARALLEL POLL 

DISABLE 

ROUTINE 




8 36 ; 







837 /INPUTS 


HL listener list pointer 




838 /OUTPUTS: 

lione 





839 /CALLS: 


None 





840 /DESTROYS: 

A, HL, 

F 




841 / 





12E0 

3E3F 

842 PPDS : 

MVI 

A, UNL 

/Universal unlisten 


12E2 

D350 

843 

OUT 

DOUT 





844 PPDS1 : 

RANGE 

20H , 3EH 

, PPDS 2 /Check for valid listener 




845+ 



/Checks for value in range 




846+ 



/branches to label if not 




847+ 



/in range. Falls through if 




848+ 



/lower <= ( (H) (L) ) <= upper. 




849 + 



/Get next b.yte. 


12E4 

7E 

850 + 

MOV 

A, M 



12E5 

FE20 

851 + 

CPI 

20H 



12E7 

FAFD12 

852 + 

JM 

PPDS2 



1 2EA 

FE3F 

853 + 

CPI 

3EH+1 



12EC 

F2FD12 

854 + 

JP 

PPDS2 





855 

WAITO 




12EF 

DB61 

856+770044: 

IN 

INTI 

/Get Inti status 


12F1 

E602 

857 + 

ANI 

BOM 

/Check for byte out 


12F3 

CAEF12 

858 + 

JZ 

770044 

/If not, try again 
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12F6 

7E 

859 

MOV 

A,M 

;Get listener 


12F7 

D360 

880 

OUT 

DOUT 



12F9 

23 

861 

INX 

H 

/Incr pointer 


12FA 

C3E412 

852 

JMP 

PPDS1 

;Loop until invalid listener 




863 PPDS2 : 

WAITO 




12FD 

DB61 

864+770045: 

IN 

INTI 

;Get Inti status 


12FF 

E602 

865+ 

AN I 

BOM 

;Check for byte out 


1301 

CAFD12 

856 + 

JZ 

770045 

/If not , try again 


1304 

3E05 

867 

MVI 

A, PPC 

/Parallel poll configure 


130*5 

D360 

858 

OUT 

DOUT 





859 

WAITO 




1308 

D861 

870+??0046 : 

IN 

INTI 

;Get Inti status 


130A 

E602 

871 + 

ANI 

BOM 

/Check for byte out 


130C 

CA0813 

872+ 

JZ 

770046 

/If not, try again 


130F 

3E70 

873 

MVI 

A , PPD 

/Parallel poll disable 


1311 

D360 ,■ 

874 

OUT 

DOUT 





875 

WAITO 




1313 

DB61 

876+??0047: 

IN 

INTI 

/Get Inti status 


1315 

E602 

877+ 

ANI 

BOM 

/Check for byte out 


1317 

CA1313 

878 + 

JZ 

770047 

/If not, try again 


1 31 A 

C9 

879 

RET 






880 ; 







881 ; 

PARALLEL POLL UNCONFIGURE ALL ROUTINE 




882 ; 







883 ; 







884 /INPUTS 


None 





885 ; OUTPUTS: 

None 





886 ; CALLS: 


None 





887 ; DESTROYS: 

A, F 





888 ; 





1318 

3E15 

889 PPUN: 

MVI 

A,PPU 

/Parallel poll unconfigure 


131D 

D360 

890 

OUT 

DOUT 





891 

WAITO 




1 31F 

DB61 

892+770048: 

IN 

INTI 

/Get Inti status 


1321 

E602 

893 + 

ANI 

BOM 

/Check for byte out 


1323 

CA1F13 

894 + 

JZ 

770048 

/If not, try again 


1326 

C9 

895 

RET 






896 / 







897 .****** 

**************** 

**************************** 




898 / 







899 ;CONDUCT A PARALLEL POLL 




900 ; 







901 ; 







902 ; INPUTS 


None 





903 ; OUTPUTS: 

None 





904 ; CALLS: 


None 





905 ; DESTROYS: 

A. B, F 





906 /RETURNS: 

A= parallel poll status byte 




907 ; 





1327 

3E40 

908 PPOL: 

MVI 

A, LON 

/Listen only 


1329 

D364 

909 

OUT 

AORMD 





910 

CLRA 


/Immediate XEQ PON 


132B 

AF 

911+ 

XRA 

A 

/A XOR A =0 


132C 

D365 

912 

OUT 

AUXMD 

/Reset TON 


132E 

3EF5 

913 

MVI 

A , EXPP 

/Execute parallel poll 


1330 

D369 

914 

OUT 

CMD92 





915 

WAIT I 


/Wait for completion* BI on 91 


1332 

DB61 

916+770049: 

IN 

INTI 

/Get INTI status 


1334 

47 

917+ 

MOV 

B,A 

/ Save status in B 


1335 

E601 

918 + 

ANI 

BIM 

/Check for byte in 


1337 

CA3213 

919+ 

JZ 

770049 

/If not, just try again 


133A 

3E80 

920 

MVI 

A, TON 

/Talk only 


133C 

D364 

921 

OUT 

ADRMD 





922 

CLRA 


/Immediate XEQ PON 


133E 

AF 

92 3+ 

XRA 

A 

/A XOR A =0 


133F 

D365 

924 

OUT 

AUXMD 

/Reset LON 


1341 

DB50 

925 

IN 

DIN 

/Get PP byte 


1343 

C9 

926 

RET 






927 ; 







928 ;********************************************** 




929 ; PASS CONTROL 

ROUTINE 





930 / 







931 /INPUTS 


HL pointer to talker 




932 ; OUTPUTS: 

None 
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933 ; CALLS: 


None 





93 4 ; DESTROYS : 

A, HL, F 





935 PCTL: 

RANGE 

40H,5EH, PCTL1 ;Is it a valid talker 7 




936 + 



•Checks for value in range 




937+ 



•branches to label if not 




938 + 



;in range. Falls through if 




939+ 



•lower <= ( (H) (L) ) <= upper. 




940+ 



;Get next byte. 


1344 

7E 

941 + 

MOV 

A,M 



1345 

FE40 

942 + 

CPI 

40H 



1347 

FA8A13 

943 + 

JM 

PCTL1 



134A 

FE5F 

944 + 

CPI 

5EH+1 



1 34C 

F28A13 

945 + 

JP 

PCTL1 



1 34F 

FE4 1 

946 

CPI 

MTA 

; Is it my talker address 


1351 

CA8A13 

947 

JZ 

PCTL1 

; Yes , just return 


1354 

D360 

94 R 

OUT 

DOUT 

Send on GPIB 




949 

WAITO 




1356 

DB61 

950+??00 50 : 

IN 

INTI 

;Get Inti status 


1358 

EGC2 

951 + 

AN I 

BOM 

;Check for byte out 


135A 

CA5613 

952 + 

JZ 

770050 

; I f not, try again 


1 35D 

3E09 

953 

MVI 

A, TCT 

;Take control messaqe 


135F 

D360 

954 

OUT 

DOUT 





955 

WAITO 




1361 

DB6 1 

956+770051: 

IN 

INTI 

;Get Inti status 


1363 

E602 

957 + 

AN I 

BOM 

;Check for byte out 


1365 

CA6113 

958 + 

JZ 

770051 

; I f not, try again 


1368 

3E01 

959 

MVI 

A,MODEl 

;Not talk only or listen only 


136A 

D364 

960 

OUT 

ADRMD 

;Enable 91 address mode 1 




961 

CLRA 




135C 

AF 

962 + 

XRA 

A 

; A XOR A =0 


136D 

D365 

963 

OUT 

AUXMD 

; Immed iate XEQ PON 


135F 

3E01 

964 

MVI 

A ,MDA 

;My device address 


1371 

D366 

965 

OUT 

ADR01 

;enabled to talk and listen 


1373 

3EA1 

966 

MVI. 

A , AXRB+CPTEN .‘Command pass thru enable 


1375 

D365 

967 • 

OUT 

AUXMD 





968 ;****** 

•optional PP configuration goes here******** 


1377 

3EF1 

969 

MVI 

A f GIDL 

;92 go idle command 


1379 

D369 

970 

OUT 

CMD92 





971 

WAITX 




137B 

DB6F 

972+770052: 

IN 

PRTF 



137D 

E602 

973 + 

AN I 

TC IF 



1 37F 

C27B13 

974 + 

JNZ 

770052 





975 

WAITT 


;Wa i t for TCI 


1382 

DB6F 

976+770053: 

IN 

PRTF 

;Get task complete int,etc. 


1394 

E602 

977+ 

AN I 

TCIF 

;Mask it 


1385 

CA8213 

978 + 

JZ 

770053 

;Wait for task to be complete 


1389 

23 

979 

INX 

H 



138A 

C9 

930 PCTL1 : 

RET 






981 ; 







98 2 ; 







983 ;***************************************** 




984 ; 







985 ; RECEIVE CONTROL ROUTINE 





986 ; 







987 .‘INPUTS 


None 





988 ; OUTPUTS: 

None 





989 .-CALLS: 


None 





990 ; DESTROYS: 

A, F 





991 .‘RETURNS: 

0= invalid (not take control to us or CPT 

bit not on) 



992 ,* 


< > 0 = 

valid take control — 92 will now 

be in control 



993 ; NOTE : 


THIS CODE MUST BE TIGHTLY INTEGRATED INTO 

ANY USER 



994 ; 


SOFTWARE 

THAT FUNCTIONS WITH THE 8291 AS 

A DEVICE. 



995 ; 


NORMALLY 

SOME ADVANCE WARNING OF IMPENDING PASS 



996 ; 


CONTROL 

SHOULD BE GIVEN TO US BY THE CONTROLLER 



997 ; 


WITH OTHER USEFUL INFO. THIS PROTOCOL IS 

SITUATION 



998 ,• 


SPECIFIC 

AND WILL NOT BE COVERED HERE. 




999 ; 







1000 ; 





138B 

DB61 

1001 RCTL : 

IN 

INTI 

; Get INTI reg (i.e. CPT etc.) 


138D 

E680 

1002 

AN I 

CPT 

; Is command pass thru on 7 


1 38F 

CACF13 

1003 

JZ 

RCTL 2 

; No , invalid — go return 


1392 

DB65 

1004 

IN 

CPTRG 

;Get command 


1394 

FE09 

1005 

CPI 

TCT 

; Is it take control 7 
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1396 

C2CA13 

1006 

JNZ 

RCTL1 

; No , qo return invalid 


1399 

DB64 

1007 

IN 

ADRST 

;Get address status 


139B 

E602 

1008 

AN I 

TA 

;Is TA on 7 


139D 

CACA13 

1009 

JZ 

RCTL1 

; No — qo return invalid 


13A0 

3E60 

1010 

MVI 

A , DTDL1 

;Disable talker listener 


1 3A2 

D366 

1011 

OUT 

ADR 01 



1 3A4 

3B80 

1012 

MVI 

A, TON 

;Talk only 


1 3A6 

0364 

1013 

OUT 

ADRMD 




1014 

CLRA 




1 3A8 

AF 

1015 + 

XRA 

A 

; A XOR A =0 


1 3A9 

D361 

1016 

OUT 

INTI 

;Mask off INT bits 


1 3AB 

D362 

1017 

OUT 

INT2 



13AD 

D365 

1018 

OUT 

AUXMD 



1 3AF 

3EFA 

1019 

MVI 

A,TCNTR 

;Take (receive) control 92 command 


13B1 

0369 

1020 

OUT 

CMD92 



1 3B3 

3E0F 

1021 

MVI 

A r VSCMD 

jValid command pattern for 91 


1 3B5 

0365 

1022 

OUT 

AUXMD 




1023 

******** optional T0UT1 check could be put here ******** 




1024 

WAITX 




1 3B7 

DB6F 

1025+770054: IN 

PRTF 



1 3B9 

E602 

1026+ 

ANI 

TCIF 



13BB 

C2B713 

1027+ 

JNZ 

770054 





1028 

WAITT 


;Wait for TCI 


13BE 

DB6F 

1029+770055: IN 

PRTF 

;Get task complete int,etc. 


1 3C0 

E602 

1030+ 

ANI 

TCIF 

; Mask it 


13C2 

CABE13 

1031 + 

JZ 

770055 

{Wait for task to be complete 


13C5 

3E09 

1032 

MVI 

A,TCT 

;Val id return pattern 


1 3C7 

C3CF13 

1033 

JMP 

RCTL2 

;Only one return per routine 


13CA 

3E0F 

1034 RCTL1: MVI 

A, VSCMD 

;Acknowledqe CPT 


13CC 

D365 

1035 

OUT 

AUXMD 




1036 

CLRA 


;Error return pattern 


13CE 

AF 

1037+ 

XRA 

A 

; A XOR A =0 


1 3CF 

C9 

1038 RCTL2: RET 






1039 







1040 

********************** 

*************************** 




1041 







1042 

SRO ROUTINE 





1043 

1044 

INPUTS: 

None 





1045 

OUTPUTS: 

None 





1046 

CALLS: 

None 





1047 

RETURNS: 

A= 0 no 

SRQ 




1048 

1049 

1050 


A < > 0 

SRQ occured 


13D0 

DB69 

1051 SRQD: -IN 

INTST 

;Get 92 ' s INTRO status 


13D2 

E620 

1052 

ANI 

SRQBT 

; Mask off SRQ 


1304 

CAE213 

1053 

JZ 

SRQD2 

? Not set qo return 


13D7 

F60B 

1054 

ORI 

I ACK 

;Set must clear it with IACK 


13D9 

0369 

1055 

OUT 

CMD92 



13DB 

DB69 

1056 SRQD1 : IN 

INTST 

;Get IBF 


13DD E602 

1057 

ANI 

IBFBT 

;Mask it 


13DF 

CADB13 

1058 

JZ 

SRQD1 

;Wait if not set 


13E2 

C9 

1059 SRQD2: RET 






1060 







1061 

.********************** 

********************** 




1062 

1063 

1064 

REMOTE ENABLE 

ROUTINE 





1065 

INPUTS: 

None 





1066 

OUTPUTS: 

None 





1067 ; CALLS: 

NONE 





1068 

1059 

DESTROYS: 

A, F 



13E3 

3EF8 

1070 REME: MVI 

A , SR EM 



13E5 

D369 

1071 

OUT 

CMD92 

; 92 asserts remote enable 




1072 

WAITX 


;Wait for TCI = 0 


13E7 

DB6F 

1073+770056: IN 

PRTF 



1 3E9 

E602 

1074 + 

ANI 

TCIF 



1 3EB 

C2E713 

1075+ 

JNZ 

770056 





1076 

WAITT 


yWait for TCI 


13EE 

DB6F 

1077+770057: IN 

PRTF 

;Get task complete int,etc. 


1 3F0 

E602 

1078 + 

ANI 

TCIF 

;Mask it 


1 3F2 

CAEE13 

1079 + 

JZ 

770057 

;Wait for task to be complete 
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1 3F5 C9 


RET 




1081 ; 





1082 ;****** 

******** 

******* 



1083 ; 





1084 ; LOCAL 

ROUTINE 




1085 ; 





1086 ; 





1087 ; INPUTS 


None 



1088 ; OUTPUTS: 

None 



1089 ; CALLS : 


None 



1090 ; DESTROYS : 

A, F 



1091 ; 



13F6 

3EF7 

1092 LOCL: 

MVI 

A , SLOC 

1 3F8 

D369 

1093 

OUT 

CMD92 



1094 

WAITX 


13FA 

DB6F 

1095+??0058 : 

IN 

PRTF 

1 3FC 

E602 

1096 + 

AN I 

TCIF 

13FE 

C2FA13 

1097 + 

JNZ 

??0058 



1098 

WAITT 


1401 

DB6F 

1099+??0059: 

IN 

PRTF 

1403 

E602 

1100+ 

AN I 

TCIF 

1405 

CA0114 

1101+ 

JZ 

??0059 

1408 

C9 

1102 

RET 




1103 ; 





1104 -A************* 

*******1 



1105 ; 





1106 ; INTERFACE CLEAR / ABOI 



1107 ; 





1108 ; 





1109 ; INPUTS 




1409 3EF9 
140B D369 

140D DB6F 
140F E602 
1411 C20D14 

1414 DB6F 
1416 E602 
1418 CA1414 


;92 stops asserting remote enable 
;Wait for TCI =0 


;Wa i t for TCI 

PRTF ;Get task complete int,etc. 

TCIF ;Mask it 

??0059 ;Wait for task to be complete 


1110 ; OUTPUTS: 

1111 ; CALLS : 

1112 ; DESTROYS: 

1113 ; 

1114 ; 

1115 IFCL: 

1116 
1117 

1118+??0050 
1119+ 

1120+ 

1121 

1 1 22+??0061 
1123+ 

1124+ 


A, ABORT 
CMD92 


; Send IFC 

;Wa i t for TCI =0 


WAITT ; Wa i t for TCI 

61: IN PRTF ;Get task complete int,etc. 

AN I TCIF ;Mask it 

JZ ??0061 ;Wait for task to be complete 

ete both WAITX & WAITT if this routine 
to be called while the 9292 is 
troller-in-Charqe. If not C.I.C. then 
is set, else nothing is set (IFC is sent) 
the WAIT'S will hang forever 

RET 
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1133 

; APPLICATION 

EXAMPLE 


1134 




0032 

1135 

FGDNL 

EQU 

'2' 

0031 

1136 

FCDNL 

EQU 

•1* 

0051 

1137 

FCDNT 

EQU 

•Q' 

000D 

1138 

CR 

EQU 

0DH 

000A 

1139 

LF 

EQU 

0AH 

00FF 

1140 

LEND 

EQU 

0FFH 

0040 

1141 

SRQM 

EQU 

40H 


1142 




141C 46553146 

1143 

FGDATA : 

DB 

•FU1F 


1437 3600 
1439 0E0F 

1438 111C14 
143E 213314 
1441 CD1C10 


1444 0654 
1446 0E06 
1448 112814 
144B 213114 
144E CD1C10 


;Func qen device hum "2" ASCII, lstn 

;Freq ctr device num “1" ASCII, lstn 

;Freq ctr talk address 

.•ASCII carriage return 

; ASCII line feed 

;List end for Talk/Listen lists 

;Bit indicatinq device sent SRQ 


1420 5233374B 
1424 48414D32 
1428 564F 
142A 0D 


FU1FR37KHAM2VO* ,CR 


000F 

1144 

LIMl 

EQU 

15 

142B 50463447 

1145 

FCDATA : 

DB 

'PF4G7T 1 

1 42F 3754 





0006 

1145 

LIM2 

EQU 

6 

1431 31 

1147 

LL1: 

DB 

FCDNL, LEND 

1432 FF 





1433 32 

1148 

LL2 : 

DB 

FGDNL, LEND 

1434 FF 





1435 51 

1149 

TL1 : 

DB 

FCDNT, LEND 


;Data to set up func. qen 


; Bu f f er length 

;Data to set up freq ctr 

; Buf f er length 

;Listen list for freq ctr 

;Listen list for func. gen 

.•Talk list for freq ctr 


.•SETUP FUNCTION GENERATOR 
MVI 
MVI 
LX I 
LXI 
CALL 


B , CR ; EOS 

C, LIMl ; Count 

D, FGDATA ;Data pointer 

H*LL2 ;Listen list pointer 
SEND 


SETUP FREQ COUNTER 


1451 

CDD013 

1168 

1454 

CA5114 

1169 



1170 



1171 



1172 

1457 

11003C 

1173 

145A 

213514 

1174 

145D 

CD1C12 

1175 

1460 

IB 

1176 

1461 

1A 

1177 

1462 

E640 

1178 

1464 

CA7714 

1179 



1180 



1181 



1182 

1467 

060A 

1183 

1469 

0E11 

1184 

146B 

213514 

1185 

146E 

11013C 

1186 

1471 

CD9F10 

1187 

1474 

C27714 

1188 


1150 

1151 

1152 

1153 

1154 

1155 

1156 

1157 

1158 

1159 

1160 
1161 
1162 

1163 

1164 

1165 

1166 .‘WAIT FOR SRQ FROM FREQ CTR 

1167 ; 

LOOP: CALL SRQD ,-Has SRQ occurred ? 

JZ LOOP ;No, wait for it 


MVI 

MVI 

LXI 

LXI 

CALL 


B , ' T ' ; EOS 

C , LIM2 .-Count 

D, FCDATA ;Data pointer 

H, LL1 .-Listen list pointer 
SEND 


; SERIAL POLL TO CLEAR SRQ 


LXI 

LXI 

CALL 

OCX 

LDAX 

ANI 

JZ 


D.SPBYTE 
H.TL1 
SPOL 
D 
D 

SRQM 
ERROR 


.•Buffer pointer 
.•Talk list pointer 


;Backup buffer pointer to ctr byte 
.-Get status byte 
?Did ctr assert SRQ ? 

;Ctr should have said yes 


1189 

1190 

1191 

1192 


;RECEIVE READING FROM COUNTER 
? 

MVI B , LF ; EOS 

MVI C , LIM3 , -Count 

LXI H , TL1 .-Talk list pointer 

LXI D, FCDATI .-Data in buffer pointer 

CALL RECV 

JNZ ERROR 


******* 


1477 00 

1193 

ERROR: 

NOP 



1194 

; 

ETC. 


3C00 

1195 

ORG 

3C00R 


3C00 

1196 

SPBYTE: 

DS 

1 

0311 

1197 

LIM3 

EQU 

17 


rest of user processing goes here ***** 


;User dependant error handling 


, -Location for serial poll byte 
.-Max freq counter input 
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3C01 1198 FCDATI : DS LIM3 ;Freq ctr input buffer 

1199 END 

PUBLIC SYMBOLS 
EXTERNAL SYMBOLS 


US EH SYMBOLS 


ABOUT 

A 

00F9 

ADR 01 

A 

0055 

ADRMD 

A 

0054 

A DR ST 

A 

0954 

AUXMll 

A 

0055 

AXRA 

A 

0080 

AXRB 

A 

00A0 

81*1 

A 

0001 

rtOF 

A 

0001 

BOM 

A 

0902 

BUSST 

A 

005R 

CAHCY 

A 

0993 

CLKRT 

A 

0023 

CLRA 

+ 

0097 

CLRST 

A 

005? 

CM092 

A 

0059 

CPT 

A 

0099 

CPTEM 

A 

0001 

CPTRG 

A 

0055 

CR 

A 

0090 

OCL 

A 

0014 

DCLR 

A 

1 1 EC 

DCLR1 

A 

11F0 

DCLR 2 

A 

1209 

DIN 

A 

0350 

POUT 

A 

0059 

DTDL1 

A 

0050 

DTDL2 

A 

00E0 

EDEOS 

A 

0004 

ENDMK 

A 

0010 

EOIS 

A 

0998 

EOIST 

A 

902M 

EOSR 

A 

0357 

ERFLG 

A 

005ft 

ERRM 

A 

005B 

ERROR 

A 

1477 

EVBIT 

A 

0310 

EVCST 

A 

095? 

EVREG 

A 

0059 

EXPP 

A 

00F5 

FCDATA 

A 

14?A 

FCDATI 

A 

3C01 

FCDNL 

A 

0031 

FCDNf 

A 

0051 

FGDATA 

A 

1*1C 

FGDNL 

A 

0032 

FNHSK 

A 

0093 

GET 

A 

0398 

GIDL 

A 

00F1 

GSEC 

A 

H0F4 

GTSB 

A 

00F6 

HOEND 

A 

0092 

HOHSK 

A 

0091 

IACK 

A 

099B 

IBFBT 

A 

9092 

IBFF 

A 

0910 

I FCL 

A 

1409 

INIT 

A 

1000 

INTI 

A 

0051 

INT2 

A 

0052 

INTM 

A 

00A0 

INTM1 

A 

0351 

INTMR 

A 

0058 

INTST 

A 

0059 

LA 

A 

0001 

LEND 

A 

09FF 

LF 

A 

000A 

LIMl 

A 

003F 

LI M2 

A 

0005 

LIM3 

A 

0011 

LL1 

A 

1431 

LL2 

A 

1433 

LOCL 

A 

13F5 

LON 

A 

0040 

LOOP 

A 

1451 

NDA 

A 

0901 

NLA 

A 

0021 

NODE 1 

A 

0001 

NTA 

A 

0041 

NVCMD 

A 

0007 

OBFF 

A 

009? 

PCTL 

A 

1344 

PCTL1 

A 

138A 

PPC 

A 

9005 

PPD 

A 

0070 

PPDS 

A 

12E0 

PPDS 1 

A 

12E4 

PPDS2 

A 

1 2FD 

PPE 

A 

0059 

PPEN 

A 

12A3 

PPEN 1 

A 

12A7 

PPEN2 

A 

1 208 

PPOL 

A 

1327 

PPU 

A 

0015 

PP'JN 

A 

131B 

PRT91 

A 

0050 

PRT92 

A 

005ft 

PRTF 

A 

005F 

RANGE 

+ 

000 5 

RBST 

A 

00E7 

RCST 

A 

30E5 

RCTL 

A 

1396 

RCTL1 

A 

1 3CA 

RCTL2 

A 

13CF 

RECV 

A 

109F 

RECV1 

A 

10EA 

RECV2 

A 

1105 

RECV3 

A 

1105 

RECV4 

A 

1110 

KFCV5 

A 

1117 

RECV5 

A 

1139 

RENE 

A 

13E3 

RERF 

A 

00E4 

RERM 

A 

00EA 

REVC 

A 

00E3 

RINM 

A 

00E5 

SSET 

A 

00F2 

RSTI 

A 

00F3 

RTOUT 

A 

00E9 

SDEOI 

A 

0005 

SEND 

A 

101C 

SEND1 

A 

102E 

SEND2 

A 

1047 

SEND3 

A 

1059 

SEN04 

A 

1070 

SENDS 

A 

107F 

SENDS 

A 

1083 

SETF 

+ 

0003 

SLOC 

A 

0 0F7 

S PBYTE 

A 

3C00 

SPCNI 

A 

00F0 

SPD 

A 

0019 

SPE 

A 

0018 

SPIF 

A 

0004 

SPOL 

A 

121C 

SP0L1 

A 

12 3D 

SP0L2 

A 

1294 

SREM 

A 

00FP 

S90BT 

A 

0020 

SROO 

A 

1300 

SRQOl 

A 

13DB 

SRQD2 

A 

13E2 

3R0M 

A 

0040 

STCNI 

A 

00FE 

TA 

A 

0002 

TCASY 

A 

03FC 

TCIF 

A 

0002 

rCNTrt 

A 

00FA 

TCSY 

A 

00FD 

TCT 

A 

0009 

TL1 

A 

1435 

TLON 

A 

00C0 

TON 

A 

0 0ft(1 

TOR EG 

A 

0058 

TOST 

A 

0058 

TOUT 1 

A 

0001 

TOUT 2 

A 

0002 

TOUT 3 

A 

0094 

TRIG 

A 

1 IRC 

TRIG1 

A 

1 1C0 

TRIG 2 

A 

1 1D9 

UN L 

A 

003F 

VSCMD 

A 

000F 

WAIT I 

♦ 

3002 

WAITO 

+ 

0001 

WAITT 

+ 

0934 

WAITX 

+ 

0903 

VEVC 

A 

09E 2 

rt'OUT 

A 

0.9E1 

XFER 

A 

113A 

XFER 1 

A 

1153 

XFER 2 

A 

115C 

XFER 3 

A 

1193 

XFER 4 

A 

11BH 





ASSEMBLY COMPLETE, NO ERRORS 
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Test Cases for the Software Drivers 

The following test cases were used to exercise the soft- 
ware routines and to check their action. To provide 
another device/controller on the GPIB a ZT488 GPIB 


Send Test Cases 


B = 

44 

C = 

30 

DE = 

3E80 

HL = 

3E70 

3E70: 

20 30 3E 3F 

3E80: 

11 44 

GPIB output: 

41 ATN 


3FATN 


20 ATN 


30 ATN 


3E ATN 


11 


44 EOI 

Ending B = 

44 

Ending C = 

2E 

Ending DE = 

3E82 

Ending HL = 

3E73 


Analyzer was used. This analyzer acted as a talker, lis- 
tener or another controller as needed to execute the 
tests. The sequence of outputs are shown with each test. 
All numbers are hexadecimal. 


44 

44 

2 

0 

3E80 

3E80 

3E70 

3E70 


41 ATN 


41 ATN 

3FATN 


3FATN 

20 ATN 


20 ATN 

30 ATN 


30 ATN 

3EATN 

11 


3E ATN 

44 EOI 

_ 


44 


44 

0 


0 

3E82 


3E80 

3E73 


3E73 


Receive Test Cases 


B = 

44 

44 

44 

44 

44 

44 

44 

C = 

30 

30 

30 

30 

4 

4 

0 = 256 

DE = 

3E80 

3E80 

3E80 

3E80 

3E80 

3E80 

3E80 

HL = 

3E70 

3E70 

3E70 

3E70 

3E70 

3E70 

3E70 

3E70: 

40 

50 

5E 

5F 

40 

40 

40 

GPIB output: 

40 ATN 

50 ATN 

5E ATN 


40 ATN 

40 ATN 

40 ATN 


3FATN 

3FATN 

3F ATN 


3F ATN 

3FATN 

3FATN 


21 ATN 

21 ATN 

21 ATN 


21 ATN 

21 ATN 

21 ATN 

ZT488 Data 

1 

1 

1 


1 

11 

1 

In 

2 

2 

2 


2 

22 

2 


3 

3 

3 


3 

33 

3 


4 

4 

44, EOI 


4 

44 

44 


44 

5, EOI 






Ending A = 

0 

0 

0 

5F 

40 

0 

0 

Ending B = 

0 

0 

0 

44 

40 

0 

0 

Ending C = 

2B 

2B 

2C 

30 

0 

0 

FC 

Ending DE = 

3E85 

3E85 

3E84 

3E80 

3E84 

3E84 

3E84 

Ending HL = 

3E71 

3E71 

3E71 

3E70 

3E71 

3E71 

3E71 
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Serial Poll Test Cases 


c= 

30 

C = 

30 

DE = 

3E80 

DE = 

3E80 

HL = 

3E70 

HL = 

3E70 

3E70: 

40 

3E70: 

5F 


50 

GPIB putput: 

3FATN 


5E 


21 ATN 


5F 


18 ATN 

GPIB output: 

3F ATN 


19 ATN 

output: 

21 ATN 

Ending C = 

30 

output: 

18 ATN 

Ending DE = 

3E80 

output: 

40 ATN 

Ending HL= 

3E70 

input*: 

00 



output: 

50 ATN 



input*: 

41 



output: 

5EATN 



input*: 

7F 



output: 

19 ATN 



‘NOTE: leave ZT488 in single step mode even on input 


Ending C = 

30 



Ending DE = 

3E83 



Ending HL= 

3E73 



Ending 3E80: 

00 41 7F 




Pass Control Test Cases 


HL = 

3E70 

3E70 

3E70 


3E70: 

40 

41(MTA) 

5F 


GPIB output: 

40 ATN 





09 ATN 





—ATN 




Ending HL= 

3E71 

3E70 

3E70 


Ending A = 

02 

41(MTA) 

5F 


Receive Control Test Cases 




GPIB input 

10 ATN 

40 ATN 

41 ATN 


ATN 

09 ATN 

09 ATN 

Run Receive Control 




GPIB Input 



ATN 

ATN 

Ending A = 

0 


0 

09 
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Parallel Poll Enable Test Cases 


DE = 

3E80 


3E80 

HL = 

3E70 


3E70 

3E70: 

20 30 

3E 3F 

3F 

3E80: 

01 02 

03 


GPIB output: 

3FATN 
20 ATN 
05 ATN 

61 ATN 
30 ATN 
05 ATN 

62 ATN 
3EATN 
05 ATN 

63 ATN 


3FATN 

Ending DE = 

3E83 


3E80 

Ending HL = 

3E73 


3E70 


Parallel Poll Disable Test Cases 


HL = 

3E70 

3E70 

3E70: 

20 30 3E 3F 

3F 

GPIB output: 

3FATN 

3FATN 


20 ATN 

05 ATN 


30 ATN 

70 ATN 


3EATN 
05 ATN 
70 ATN 


Ending HL= 

3E73 

3E70 


Parallel Poll Unconfigure Test Case 

GPIB output: 15 ATN 


Parallel Poll Test Cases 

Set DIO# 1 2 3 4 5 6 7 8 None 
Ending A 1 2 4 8 10 20 40 80 0 


SRQ Test 


Ending A = 


Set SRQ momentarily 
02 


Reset SRQ 
00 
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Trigger Test 


HL = 

3E70 

DE = 

3E80 

BC = 

4430 

3E70: 

20 30 

GPIB output: 

3FATN 


20ATN 


30 ATN 


3EATN 


08 ATN 

Ending HL = 

3E73 

DE = 

3E80 

BC = 

4430 


Device Clear Test 


HL = 

3E70 

DE = 

3E80 

BC = 

4430 

3E70: 

20 30 3E 3F 

GPIB output: 

3FATN 


20 ATN 


30 ATN 


3EATN 


14 ATN 

Ending HL = 

3E73 

DE = 

3E80 

RC = 

4430 


XFER Test 


B = 

44 

HL = 

3E70: 

3E70: 

40 20 

GPIB output: 

40 ATN 


3FATN 

/ 

20 ATN 


30 ATN 


3EATN 

GPIB input: 

0 


1 


2 


3 


44 

Ending A = 

0 

B = 

44 

HL = 

3E74 
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Application Example 
GPIB Output/Input 

GPIB output: 41 ATN 

3FATN 

32 ATN 
46 

55 

31 
46 
52 

33 
37 
4B 
48 
41 
4D 

32 

56 
4F 

OD EOI 
41 ATN 
3FATN 
31 ATN 

50 

46 

34 

47 
37 

54 EOI 

GPIB input: SRQ 

GPIB output: 3FATN 

21 ATN 
18 ATN 

51 ATN 

GPIB input: 40 SRQ 

GPIB output: 19 ATN 

51 ATN 
3FATN 
21 ATN 


3-152 




AP-66 


GPIB input: 20 

2B 

20 

20 

20 

33 

37 

30 

30 

30 

2E 

30 

45 

2B 

30 

0D 

OA 

GPIB output: XXATN 
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APPENDIX C 


REMOTE MESSAGE CODING 










Bus Signal Line(s) and 












Coding That Asserts the 








n 




True Value of the Message 






T 

u 

1 

D 







D 

NN 









y 

a 

1 







1 

DRD 

A 

E 

s 

1 

R 




p 

s 

0 







0 

AFA 

T 

0 

R 

F 

E 

Mnemonic 

Message Name 

e 

s 

8 

7 

6 

5 

4 

3 

2 

1 

VDC 

N 

1 

Q 

c 

N 

ACG 

addressed command group 


M 

AC 

Y 

0 

0 

0 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

ATN 

attention 


U 

UC 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

DAB 

data byte 

(Notes 1 , 9) 

M 

DD 

D 

D 

D 

D 

D 

D 

D 

D 

XXX 

0 

X 

X 

X 

X 






8 

7 

6 

5 

4 

3 

2 

1 







DAC 

data accepted 


U 

HS 

X 

X 

X 

X 

X 

X 

X 

X 

xxo 

X 

X 

X 

X 

X 

DAV 

data valid 


U 

HS 

X 

X 

X 

X 

X 

X 

X 

X 

1XX 

X 

X 

X 

X 

X 

DCL 

device clear 


M 

UC 

Y 

0 

0 

1 

0 

1 

0 

0 

XXX 

1 

X 

X 

X 

X 

END 

end 


U 

ST 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

0 

1 

X 

X 

X 

EOS 

end of string 

(Notes 2, 9) 

M 

DD 

E 

E 

E 

E 

E 

E 

E 

E 

XXX 

0 

X 

X 

X 

X 






8 

7 

6 

5 

4 

3 

2 

1 







GET 

group execute trigger 


M 

AC 

Y 

0 

0 

0 

1 

0 

0 

0 

XXX 

1 

X 

X 

X 

X 

GTL 

go to local 


M 

AC 

Y 

0 

0 

0 

0 

0 

0 

1 

XXX 

1 

X 

X 

X 

X 

IDY 

identify 


U 

UC 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

X 

1 

X 

X 

X 

IFC 

interface clear 


U 

UC 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

X 

X 

X 

1 

X 

LAG 

listen address group 


M 

AD 

Y 

0 

1 

X 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

LLO 

local lock out 


M 

UC 

Y 

0 

0 

1 

0 

0 

0 

1 

XXX 

1 

X 

X 

X 

X 

MLA 

my listen address 

(Note 3) 

M 

AD 

Y 

0 

1 

L 

L 

L 

L 

L 

XXX 

1 

X 

X 

X 

X 









5 

4 

3 

2 

1 







MTA 

my talk address 

(Note 4) 

M 

AD 

Y 

1 

0 

T 

T 

T 

T 

T 

XXX 

1 

X 

X 

X 

X 









5 

4 

3 

2 

1 







MSA 

my secondary address 

(Note 5) 

M 

SE 

Y 

1 

1 

S 

S 

S 

S 

S 

XXX 

1 

X 

X 

X 

X 









5 

4 

3 

2 

1 







NUL 

null byte 


M 

DD 

0 

0 

0 

0 

0 

0 

0 

0 

XXX 

X 

X 

X 

X 

X 

OSA 

other secondary address 


M 

SE 

(OSA 

= 

SCG A MSA) 







OTA 

other talk address 


M 

AD (OTA 

= 

TAG A MTA) 







PCG 

primary command group 


M 

— 

(PCG 

= 

ACG V UCG V LAG V TAG) 



PPC 

parallel poll configure 


M 

AC 

Y 

0 

0 

0 

0 

1 

0 

1 

XXX 

1 

X 

X 

X 

X 

PPE 

parallel poll enable 

(Note 6) 

M 

SE 

Y 

1 

1 

0 

S 

P 

P 

P 

XXX 

1 

X 

X 

X 

X 











3 

2 

1 







PPD 

parallel poll disable 

(Note 7) 

M 

SE 

Y 

1 

1 

1 

D 

D 

D 

D 

XXX 

1 

X 

X 

X 

X 










4 

3 

2 

1 







PPR1 

parallel poll response 1 1 


U 

ST 

X 

X 

X 

X 

X 

X 

X 

1 

XXX 

1 

1 

X 

X 

X 

PPR2 

parallel poll response 2 J 

\inuic i yj) 

U 

ST 

X 

X 

X 

X 

X 

X 

1 

X 

XXX 

1 

1 

X 

X 

X 
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REMOTE MESSAGE CODING (Continued) 

Bus Signal Line(s) and 
Coding That Asserts the 
True Value of the Message 
C 





T 

| 

D 







D 

NN 









y 

a 

1 







1 

DRD 

A 

E 

s 

1 

R 




p 

s 

O 







0 

AFA 

T 

0 

R 

F 

E 

Mnemonic 

Message Name 

e 

s 

8 

7 

6 

5 

4 

3 

2 

1 

VDC 

N 

1 

Q 

c 

N 

PPR3 

parallel poll response 3 


U 

ST 

X 

X 

X 

X 

X 

1 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR4 

parallel poll response 4 

[ (Note 10) 

U 

ST 

X 

X 

X 

X 

1 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR5 

parallel poll response 5 J 


u 

ST 

X 

X 

X 

1 

X 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR6 

parallel poll response 6 


u 

ST 

X 

X 

1 

X 

X 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR7 

parallel poll response 7 

[ (Note 10) 

u 

ST 

X 

1 

X 

X 

X 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPR8 

parallel poll response 8 J 


u 

ST 

1 

X 

X 

X 

X 

X 

X 

X 

XXX 

1 

1 

X 

X 

X 

PPU 

parallel poll unconfigure 


M 

UC 

Y 

0 

0 

1 

0 

1 

0 

1 

XXX 

1 

X 

X 

X 

X 

REN 

remote enable 


U 

UC 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

X 

X 

X 

X 

1 

RFD 

ready for data 


U 

HS 

X 

X 

X 

X 

X 

X 

X 

X 

xox 

X 

X 

X 

X 

X 

RQS 

request service 

(Note 9) 

U 

ST 

X 

1 

X 

X 

X 

X 

X 

X 

XXX 

0 

X 

X 

X 

X 

SCG 

secondary command group 

M 

SE 

Y 

1 

1 

X 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

SDC 

selected device clear 


M 

AC 

Y 

0 

0 

0 

0 

1 

0 

0 

XXX 

1 

X 

X 

X 

X 

SPD 

serial poll disable 


M 

UC 

Y 

0 

0 

1 

1 

0 

0 

1 

XXX 

1 

X 

X 

X 

X 

SPE 

serial poll enable 


M 

UC 

Y 

0 

0 

1 

1 

0 

0 

0 

XXX 

1 

X 

X 

X 

X 

SRQ 

service request 


U 

ST 

X 

X 

X 

X 

X 

X 

X 

X 

XXX 

X 

X 

1 

X 

X 

STB 

status byte 

(Notes 8, 9) 

M 

ST 

S 

X 

s 

s 

s 

s 

s 

s 

XXX 

0 

X 

X 

X 

X 






8 


6 

5 

4 

3 

2 

1 







TCT 

take control 


M 

AC 

Y 

0 

0 

0 

1 

0 

0 

1 

XXX 

1 

X 

X 

X 

X 

TAG 

talk address group 


M 

AD 

Y 

1 

0 

X 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

UCG 

universal command group 

M 

UC 

Y 

0 

0 

1 

X 

X 

X 

X 

XXX 

1 

X 

X 

X 

X 

UNL 

unlisten 


M 

AD 

Y 

0 

1 

1 

1 

1 

1 

1 

XXX 

1 

X 

X 

X 

X 

UNT 

untalk 

(Note 11) 

M 

AD 

Y 

1 

0 

1 

1 

1 

1 

1 

XXX 

1 

X 

X 

X 

X 


The 1 /0 coding on ATN when sent concurrent with multiline messages has been added to this revision for interpretive convenience. 


P3 P2 PI PPR Message 

0 0 0 PPR1 


1 1 1 PPR8 

7. D1-D4 specify don’t-care bits that shall not be decoded 
by the receiving device. It is recommended that all zeroes 
be sent. 

8. SI -S6, S8 specify the device dependent status. (DI07 
is used for the RQS message.) 

9. The source of the message on the ATN line is always 
the C function, whereas the messages on the DIO and EOI 
lines are enabled by the T function. 

1 0. The source of the messages on the ATN and EOI lines 
is always the C function, whereas the source of the mes- 
sages on the DIO lines is always the PP function. 

1 1 . This code is provided for system use, see 6.3. 


NOTES: 

1. D1 -D8 specify the device dependent data bits. 

2. E1-E8 specify the device dependent code used to indi- 
cate the EOS message. 

3. L1-L5 specify the device dependent bits of the device’s 
listen address. 

4. T1 -T5 specify the device dependent bits of the device’s 
talk address. 

5. S1-S5 specify the device dependent bits of the device’s 
secondary address. 

6. S specifies the sense of the PPR. 

S Response 

0 0 

1 1 

P1-P3 specify the PPR message to be sent when a paral- 
lel poll is executed. 
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Intel 

89024 

2400 BPS INTELLIGENT MODEM CHIP SET 


■ For Public Switched Telephone 
Network and Unconditioned Leased 
Line Applications 

■ V.22 bis, V.22 A/B, V.21, Bell 212A, and 
Bell 103 Compatible 

■ Serial Command Set Compatible with 
Hayes* Smartmodem 2400* 

■ Automatically Adapts to Remote 
Modem Type with Recognition of Data 
Rates 

■ DTMF and Pulse Dialing 

■ On-Chip Hybrid and Billing Delay Timer 

■ On-Chip Serial Port and Handshake 
Signals for RS-232/V.24 Interface 

■ Telephone Line Audio Monitor Output 

■ Analog/Digital Loopback Diagnostics 
with Mark/Space Pattern Generation 
and Error Detection 

■ Simple Serial Interface to External 
NVRAM 


■ Easily Customized Command Set and 
Features 

■ Two Chip Intelligent Modem Solution 
with Minimal External Components 

■ Output Level Programmable over 16 dB 
Range 

B Dial and Re-dial Capability 

■ Full Set of Control Signals for DAA 
Interface 

■ Local, External, or Slave Timing 
Options in Synchronous Mode 

■ Adaptive Equalization 

■ Capable of Defecting Dial, Busy, 
Ringback and Modem Answer Tones of 
Most International Networks 

■ Auxiliary Relay Control Output 


89026 89027 



270242-1 


Figure 1. 89024 System Block Diagram 


*Hayes, Smartmodem 2400 and Smartcom II are registered trademarks of Hayes Microcomputer Products, Inc. 
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GENERAL DESCRIPTION 

The Intel 89024 chip set is a highly integrated, high 
performance, intelligent modem, providing a com- 
plete system in two chips. The system is compatible 
with the following CCITT and Bell standards: 

• CCITT V.22 bis 

2400 bps sync and async 

1200 bps sync and async (fail-back) 

• CCITT V.22 A & B 

1200 bps sync and async 

• CCITT V.21 

0 to 300 bps anisochronous 

• BELL 21 2A 

1 200 bps sync and async 
300 bps fail-back mode 

• BELL 103 

0 to 300 bps anisochronous 

The 89024 system consists of a 16 bit application 
specific processor (89026) and an analog front end 
device (89027). The 89026 processor performs all 
“Digital Signal Processing” algorithm execution for 
processing the modem signals, as well as providing 
all modem control functions typically performed by 
an external processor. The analog front end pro- 
vides for 2 wire and 4 wire telephone line interface, 
D/A conversion, and most of the complex filtering 
functions required in QAM/PSK/FSK modems. Re- 
fer to Figure 1 for a simplified block diagram of the 
system. 

In stand-alone modem applications, the 89024 chip 
set along with a Data Access Arrangement (DAA), a 
serial NVRAM, and RS-232 driver/ receivers, repre- 
sent the circuitry required for implementing an auto- 
dial, auto-answer, 300 to 2400 bps, full duplex 
Hayes compatible intelligent modem. 


A complete set of industry standard AT commands 
is provided for modem configuration and user inter- 
face. Virtually all PC software written for the Hayes 
Smartmodem 2400 can also be used with this chip 
set. Alternatively, in applications where user proprie- 
tary modem control commands and features are de- 
sired, the user can replace the 89024 internal com- 
mand module with custom proprietary software resi- 
dent in the 89026 microcontroller’s on-chip ROM or 
an external memory device. 

The 89024 supports two versions of firmware. These 
are internal, which is asynchronous only and exter- 
nal, which is asynchronous and synchronous. Any 
differences in operation are highlighted with foot- 
notes. 

The 89024 has a set of default features. Upon power 
up, the modem configuration will be in accordance 
with these default options, unless a different config- 
uration has been saved in the external NVRAM with 
the & W command. 

The 89024 modem has built in auto-dialing and auto- 
answering capabilities. It can be configured to the 
proper line signaling mode (Tone or Pulse), and to to 
the type (CCITT or Bell) and speed of the calling or 
answering modem. It can also detect and identify 
call set-up signals of telephone networks, allowing 
unattended data call operation. 

A full set of diagnostic loop-test features compatible 
with CCITT V.54 is supported. The chip set also pro- 
vides a line signal for audio monitoring of call prog- 
ress, a comprehensive set of DAA control lines for a 
simple interface to the telephone network, and a full 
complement of TTL level RS-232/ V.24 handshake 
signals. 
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PACKAGING 

The 89027 is available in PLCC and standard plastic 
DIP packages. The 89026 is available in a PLCC 
package. 


SCLKC 1 
SDATAC 2 
TSYNCC 3 
TX3C 4 
TX2C 5 
A01 C 6 
AV^C 7 


'C7 — 

1 

28 

2 

27 

3 

26 

4 

25 

5 

24 

6 

23 

l P89027 

22 

8 

21 

9 

20 

10 

19 

11 

18 

12 

17 

13 

16 

14 

15 


to > < -J o a: ^ 

x to Q <-> o i— — i 

f— K- CO to > CO o 


4 3 2 1 28 27 26 


HYB □ 1 0 
AMP □ 11 


25 

□ X2 

24 

3 V SS 

23 

□ XI 

22 

□ NC 

21 

□ AGND 

20 

□ RST 

19 

□ NC 


270242-2 

28 Pin Plastic DIP 


12 13 14 15 16 17 18 
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> < < 


28 Pin PLCC 
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uj o Ice o lc/) Ij z Ilj > > o 
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Figure 2. Device Packages 
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CALL ESTABLISHMENT, 

TERMINATION AND RETRAIN 

The 89024 modem system incorporates all proto- 
cols and functions required for automatic or manual 
call establishment. The modem system also incorpo- 
rates all protocols and functions required for prog- 
ress and termination of a data call. 

The modem chip-set has a built-in auto-dialer, both 
DTMF and Pulse type. The modem can detect the 
dial, busy, and ringback signals at remote end, and 
will provide call progress messages to the user. The 
modem is capable of re-dialing the last number di- 
aled, by one command. 

The modem when configured for auto-answer, will 
answer an incoming call, remain silent for the two 
second billing delay interval, before transmitting the 
answer tones. Afterwards modem to modem identifi- 
cation and handshaking will proceed at a speed and 
operating mode acceptable to both ends of the link. 

The data call can also be setup by manual dialing 
with the modems set to data mode, or by voice to 
data transfer by means of mechanical switch (exclu- 
sion key), using the SH pin. Once set to data mode, 
the modem handshaking will proceed before the 
modems will be ready to accept and exchange data. 

During data transmission, if one of the modems finds 
that the received data is likely to have a high bit error 
rate (indicated by a large mean square error in the 
adaptive equalizer), it initiates a retrain sequence. 
This automatic retrain feature is only available at 
2400 bps, and is compatible with CCITT V.22 bis 
recommendations. 

Disconnection of the data call can be initiated by the 
DTE at the local end or by the remote DT E, (if the 
modem is configured to accept it). Whether DTR will 
initiate a disconnect, depends on the last &D com- 
mand. Receiving a long space from a remote mo- 
dem will initiate a disconnect only after a Y1 com- 
mand. The optional disconnect requests originated 
by the remote modem, are of two types, (1) discon- 
nect when receiving long-space, and (2) disconnect 


when received carrier is dropped. The modem chip- 
set can also be configured to transmit ’long-space’ 
just before disconnection, in each of the aforemen- 
tioned cases. 

Because the CCITT and Bell modem connection 
protocols do not provide recognition of remote mo- 
dem type (i.e. V. 22 bis to 21 2A), the Intel chip-set 
provides the additional capability of identifying the 
remote modem type. This feature is beneficial during 
the migration phase of the technology from the 
1200 bps to 2400 bps. In North America, where the 
installed base of 1200 bps modems is mostly made- 
up of 21 2A type, this feature allows a “Data Base 
Service Provider” to easily upgrade the existing 
21 2A modems to 2400 bps V.22 bis standard, trans- 
parently, to 212A users. Similarly, a user with a 
89024 based modem system can automatically call 
data bases with either 21 2A or V.22 bis modems, 
without concern over the difference. This feature’s 
benefits are realized in smooth upgrading of data 
links, with minimum cost and reduced disruption in 
services. Refer to Table 1 for a detailed description 
of remote modem compatibility. 


SOFTWARE CONFIGURATION 
COMMANDS 

This section lists the 89024 commands and registers 
that may be used while configuring the modem. 
Commands instruct the modem to perform an ac- 
tion, the value in the associated registers determine 
how the commands are performed, and the result 
codes returned by the modem tell the user about the 
execution of the commands. 

The commands may be entered in a string, with or 
without spaces in between. Any spaces within or be- 
tween commands will be ignored by the modem. 
During the entry of any command, the ‘backspace’ 
key (CNTRL H) can be used to correct any error. 
Upper case or lower case characters can be used in 
the commands. Commands described in the follow- 
ing paragraphs refer to asynchronous terminals us- 
ing ASCII codes. 
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Table 1. Remote Modem Compatibility 


Originating 

89024 

Modem 

Bell 

300 

Bell 

1200 

Answering Modem 
CCITT 
300 

CCITT 

1200 

CCITT 

2400 

Bell 

300 

300 

300 

— 

300* 

300* 


1200 

ro 

o 

o 

* 

1200 

— 

1200 

1200 

CCITT 

300 

— 

— 

300 

— 

— 


1200 

1200* 

1200 

— 

1200 

1200 


2400 

1200* 

1200 


1200 

2400 


Answering 

89024 

Modem 

Bell 

300 

Bell 

1200 

Originating Modem 
CCITT 
300 

CCITT 

1200 

CCITT 

2400 

Bell 

300 

300 

1200 

— 

1200 

1200 


1200 

300 

1200 

— 

1200 

1200 

CCITT 

300 

— 

— 

300 

— 

— 


1200 

300* 

1200 

— 

1200 

1200 


2400 

300* 

1200 

— 

1200 

2400 


* These connection data rates are obtained when connecting 89024 based modems end to end. The same results may not 
be obtained when a 89024 based modem is connected to other modems. 


Command Set & Command Set 


AT 

Attention code. 

A 

Go off-hook in answer mode 

A/ 

Repeat previous command string 

Bn(D 

BELL/CCITT Protocol Compatibility at 
1200 bps 

Ds 

The dialing commands 

(0-9 ABCD* # PRTSW,; @) 

En 

Echo command (En) 

Hn 

Switch-Hook Control 

If &J1 option is selected, HI will also 

switch the auxiliary relay 

In 

Request Product Code and Checksum 

Ln 

Speaker Volume 

Mn 

Monitor On/Off 

O 

On-Line 

Qn 

Result Codes 

Sn = x 

Write S Register 

Sn? 

Read S Register 

Vn 

Enable Short-Form Result Codes 

Xn 

Enable Extended Result Code 

Yn 

Enable Long Space Disconnect 

Z 

Fetch Configuration Profile 

+ + + 

The Default Escape Code 


&C 

DCD Options 

&D 

DTR Options 

&F 

Fetch Factory Configuration Profile 

&G 

Guard Tone 

&J 

Telephone Jack Selection 

&L 

Leased/Dial-up Line Selection 

&M0) 

Async/Sync Mode Selection 

&P 

Make/ Break Pulse Ratio 

&R 

RTS/CTS Options 

&S 

DSR Options 

&T 

Test Commands 

&W 

Write Configuration to Non Volatile Memory 

&X(D 

Sync Clock Source 

&Z 

Store Telephone Number 


NOTE: 

1 . Available in external code only. 
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CONFIGURATION REGISTERS 

The modem stores all the configuration information 
in a set of registers. Some registers are dedicated to 
special command and function, and others are bit- 
mapped, with different commands sharing the regis- 
ter space to store the command status. 


SO* 

Ring to Answer 

SI 

Ring Count. (Read Only) 

S2 

Escape Code Character 

S3 

Carriage Return Character 

S4 

Line Feed Character 

S5 

Back Space Character 

S6 

Wait for Dial Tone 

S7 

Wait for Data Carrier 

S8 

Pause Time for the Comma Dial Modifier 

S9 

Carrier Detect Response Time 

S10 

Lost Carrier to Hang Up Delay 

sir* 

DTMF Tone Duration 

S12 

Escape Code Guard Time 

S13 

Not Used 

S14 * 

Bit Mapped Option Register 

S15 

Not Used 

S16 

Modem Test Options 

S17 

Not Used 

S18 * 

Test Timer 

S19 

Not Used 

S20 

Not Used 

S21 * 

Bit Mapped Options Register 

S22 * 

Bit Mapped Options Register 

S23 * 

Bit Mapped Options Register 

S24 

Not Used 

S25 * 

Delay to DTR (Sync Only) 

S26 * 

RTS to CTS Delay (Half Dup.) 

S27 * 

Bit Mapped Options Register 


NOTE: 

* These S registers can be stored in the NVRAM. 
** Available in internal code only. 


Dial Modifiers 


P 

Pulse Dial 

R 

Originate call in Answer Mode 

T 

Tone Dial 

S 

Dial a stored number 

W 

Wait for dial tone 

f 

Delay a dial sequence 

j 

Return to command state 

! 

Initiate a flash 

@ 

Wait for quiet 


Example: 

Terminal: AT &Z T 1 (602) 555-1212 
Modem: OK 

Result: Modem stores T1 6025551 21 2 in the ex- 

ternal NVRAM. 

The number can be dialed from asynchronous mode 
by issuing the following command: 

Terminal: AT DS 
Modem: T1 6025551 21 2 

or by turning on DTR when in Synchronous Mode 2. 
Up to 33 symbols (dial digits and dial modifiers) may 
be stored. Spaces and other delimiters are ignored 
and do not need to be included in the count. If more 
than 33 symbols are supplied, the dial string will be 
truncated to 33. 


APPLICATIONS OVERVIEW 

The block diagram of a stand-alone 300 to 2400 bps 
Hayes compatible modem is depicted in Figure 3. 
The DAA section shown in this diagram may be ob- 
tained with FCC registration, or implemented using 
the suggested diagram in Figure 4. 
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HARDWARE OPTIONS 


270242-6 


•Internal code supports 9346 
External code supports X2444 


Figure 3. Typical Modem Configuration with External Hybrid 



270242-7 


Figure 4. Typical Telephone Line Interface Using Internal Hybrid 
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SYSTEM COMPATIBILITY SPECIFICATIONS 


Parameter 

Specification 

Synchronous* 

2400 bps ± 0.01 % V.22 bis 
1200bps ±0.01% V.22 and BELL 21 2A 

Asynchronous 

2400, 1200 bps, character asynchronous. 
0 - 300 bps anisochronous. 

Asynchronous Speed Range 

+ 1% -2.5% default. Extended +2.3% -2.5% range of CCITT 
standards optional via software customization. 

Asynchronous Format 

10 bits, including start, stop, parity. 8, 9, 1 1 bits optional via S/W 
customization. 

Synchronous Timing Source* 

a) Internal, derived from the local oscillator. 

b) External, provided by DTE through XTCLK. 

c) Slave, derived from the received clock. 

Telephone Line Interface 

Two wire full duplex over public switched network or 4 wire 
leased lines. 

On-chip hybrid and billing delay timers. 

Modulation 

V.22 bis, 1 6 point QAM at 600 baud. 

V.22 and 21 2A, 4 point PSK at 600 baud. 
V.21 and 103, binary phase coherent FSK 

Output Spectral Shaping 

, Square root of 75% raised cosine, QAM/PSK. 

Transmit Carrier Frequencies 
V.22 bis, V.22, 21 2A 

V.21 

Bell 103 mode 

Originate 1200 Hz ±.01% 

Answer 2400 Hz ± .01% 

Originate ’space’ 1180 Hz ± .01 % 

Originate ’mark’ 980 Hz ± .01 % 

Answer ’space’ 1850 Hz ± .01 % 

Answer ’mark’ 1650 Hz ± .01 % 

Originate ’space’ 1070 Hz ± .01 % 

Originate ’mark’ 1270 Hz ± .01 % 

Answer ’space’ 2020 Hz ±.01% 

Answer ’mark’ 2225 Hz ± .01% 

Receive Carrier Frequency Limits 
V.22 bis, V.22, 21 2A 

V.21 
Bell 103 

Originate 2400 Hz ± 7 Hz 

Answer 1200 Hz ± 7 Hz 

Originate ’space’ 1 850 Hz ± 1 2 Hz 
Originate ’mark’ 1650 Hz ± 12 Hz 
Answer ’space’ 1 1 80 Hz ± 1 2 Hz 

Answer ’mark’ 980Hz±12Hz 

Originate ’space’ 2020 Hz ± 1 2 Hz 
Originate ’mark’ 2225 Hz ± 12 Hz 
Answer ’space’ 1 070 Hz ± 1 2 Hz 

Answer ’mark’ 1270 Hz ± 12 Hz 

Typical Energy Detect Sensitivity 

Greater than -43 dBm ED is ON. Less than -48 dBm ED is 
OFF. Signal in dBm measured at A02. 

Energy Detect Hysteresis 

A minimum Hysteresis of 2 dB for QAM scrambled mark. 

Line Equalization 

Fixed compromise equalization, transmit. 
Adaptive equalizer for PSK/QAM, receive. 

Diagnostics Available 

Local analog loopback. 
Local digital loopback. 
Remote digital loopback. 

Self Test Pattern Generator 

Alternate ’ones’ and ’zeros’ and error detector, to be used along 
with most loopbacks. 

A number indicating the bit errors detected is sent to DTE. 


* External code only. 
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RECEIVER PERFORMANCE 


Test Cases 

Typical SNR for 
10 ~ 5 BER Performance 

Data 

Rx Level 

Answer 

Originate 

Mode 

(dBm) 

(dB) 

(dB) 

V. 22 bis 

-30 

16 

16.5 

Synchronous 

-40 

16.5 

18 

V.22/Bell 21 2A 

-30 

6.5 

6.5 

Synchronous 

-40 

6.5 

6.5 

V.21 

-30 

9 

7.5 

Asynchronous 

-40 

9 

8 

Bell 103 

-30 

10 

11.5 

Asynchronous 

-40 

10 

11.5 


Test Conditions: 

— Recieve signal (Rx) measured at A02 (transmit level set at -9 dBm) 
— Unconditioned 3002 line 
— 3 kHz Flat-band Noise 


PERFORMANCE SPECIFICATIONS 


Parameter 

Min 

Typ 

Max 

Units 

Comments 

DTMF Level 


4.0 


dBm 

at AOI 

DTMF Second Harmonic 



-35 

dB 

HYB enabled into 60011 

DTMF Twist (Balance) 


3 


dB 


DTMF Duration 


100 


ms 

Software Controlled 

Pulse Dialing Rate 


10 


pps 


Pulse Dialing Make/ Break 


39/61 


% 

US 



33/67 


% 

UK, Hong Kong 

Pulse Interdigit Interval 


785 


ms 


Billing Delay Interval 



2.1 

sec 


Guard Tone Frequency 


540 


Hz 


Amplitude 


-3 


dB 

referenced to High 
Channel transmit. 

Frequency 


1800 


Hz 

QAM/PSK Modes Only 

Amplitude 


-6 


dB 


Dial Tone Detect Duration 


3.0 


sec 


Ringback Tone Detect 
Duration 


0.75 


! 

sec 


Cadence 


1.5 



Off/On Ratio 

Busy Tone Detect 

Duration 

Cadence 

0.67 

0.2 

1.5 

sec 

Off/On Ratio 
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89026 OVERVIEW 

The 89026 processor performs data manipulation, 
signal processing and user interface functions. It 
supports an external ROM, for user designed soft- 
ware. This option allows customer designed code to 
control the signal processing algorithms resident in 
the 89026. For example proprietary modem control 
and call progress management applications can be 
implemented using EPROMs or alternatively by hav- 
ing it burnt in the processor ROM (done so by Intel 
factory contracting). On-chip ROM is 8 Kbytes. A 
block diagram of 89026 is in Figure 5. 

89026 contains a TTL compatible serial link to DTE/ 
DCE equipment, along with a full complement of 
V.24/RS-232-C control signals. Alternatively, UART 
or USART may be used to directly transfer data to 
and from a microcomputer bus. The industry stan- 
dard AT command set is supported by the 89026, 
facilitating communications compatibility between 
89024 and most PC software written for the AT com- 
mand set. 


In the transmit operation, the 89026 synthesizes 
DTMF tones and the 300 bps FSK modem signal 
prior to transmitting them to the 89027 as digitized 
amplitude samples. During 1200 and 2400 bps oper- 
ation, PSK and QAM is used to send 2 or 4 bits of 
information respectively at 600 baud to 89027. Since 
the QAM coding technique is an inherently synchro- 
nous transmission mechanism, during asynchronous 
QAM transmission, the asynchronous data is syn- 
chronized by adding or deleting stop bits. Following 
the synchronization process, the 89026 transmits 
digitized phase and amplitude samples to 89027 
over a high speed serial link. 

In the receive operation, the information is received 
by 89026 from 89027 as two signals which are 90 
degrees phase shifted from each other. These ana- 
log signals are then digitized by the 89026’s on- 
board A/D converter, and using DSP software algo- 
rithms the signals are gain adjusted, adaptively 
equalized for telephone line delay and amplitude dis- 
tortion, and demodulated. Following the demodula- 
tion process by the 89026, the data is unscrambled, 
and if necessary, returned to asynchronous format. 



i 

Q 

CLKIN 


TSYNC 

SCLK 

SDATA 


ED 

STR 


270242-8 


Figure 5. 89026 Block Diagram 
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89026 PINOUT 


Symbol 

Function (89026) 

Direction 

Pin No. 

68 pin 

CLKIN 

1 2.96 MHz master clock from 89027 

In 

67 

RST 

Chip reset (active low) 

In 

16 

1 

In-phase received signal 

In 

11 

Q 

Quadrature-phase received signal 

In 

10 

STR 

Symbol Timing from 89027 

In 

24 

ED 

Energy Detect input 

In 

9 

TSYNC 

Transmitter sync pulse to 89027 

Out 

35 

SDATA 

Serial Data to 89027 

Out 

17 

SCLK 

Serial Clock to 89027 

Out 

18 

OH 

Off-Hook control to DAA 

Out 

33 

SH* 

Switch-Hook from dataphone 

In 

44 

Rl 

Ring Indicator from DAA 

In 

42 

AR 

Aux Relay control to DAA 

Out 

38 

TCL1 

NVRAM Data I/O 

I/O 

20 

TCLO 

NVRAM CLK 

Out 

19 

B/C* 

103/V.21 default option 

In 

15 

S/A 

NVRAM CE 

Out 

21 

D/S 

Dumb/Smart mode select 

In 

6 

CONFIG 

Reserved for future use (Vcc)( 3 ) 

In 

8 

Tm 

Test Mode Indicator 

Out 

39 

TXD 

T ransmitted data from DTE 

In 

27 

RXD 

Received data to DTE 

Out 

29 

RTS 

Request to send from DTE 

In 

22 

CTS 

Clear to Send to DTE 

Out 

23 

DSR 

Data Set Ready to DTE 

Out 

30 

DCD 

Data Carrier Detect to DTE 

Out 

31 

DTR 

Data Terminal Ready from DTE 

In 

25 

RCLK 

Received clock to DTE 

Out 

34 

TCLK 

Transmit clock to DTE 

Out 

28 

XTCLK* 

External timing clock from DTE 

In 

26 

SI 

Speed Indicator to DTE 

Out 

32 

SS 

(Note 4) 

In 

5 

REMLB* 

Remote Loopback Command from DTE 

In 

7 

LCLLB* 

Local Loopback Command from DTE 

In 

4 

Vcc 

Positive power supply ( + 5V) 

+ 5V 

1 

VPD 

Ram back-up power (Vqc)< 3 ) 

+ 5V 

14 

Vref 

A/D converter reference 

+ 5V 

13 

Vssi 

Digital ground 

GND 

36 

V SS2 

Digital ground 

GND 

68 

AGND 

Analog ground 

AGND 

12 

Vpp 

(NC)(2) 

In 

37 

EA 

External Memory enable 

In 

2 

AD0-AD1 5 

External memory access address/data( 5 ) 

I/O 

60-45 

AA 

Auto Answer( 5 ) 

Out 

60 

JS 

Jack Select^) 

Out 

59 


*Available in external code only. 
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89026 PINOUT (Continued) 


Symbol 

Function (89026) 

Direction 

Pin No. 

68 pin 

NMI 

No-maskable Interrupt(Vss)^ 1 ^ 

In 

3 

X2 

Crystal output(NC)( 2 ) 

Out 

66 

CLKOUT 

Clk output (NC)<2> 

Out 

65 

BUSWIDTH 

Bus Width (V CC )( 3 > 

In 

64 

INST 

External memory instruction fetch 

Out 

63 

ALE 

Address latch enable 

Out 

62 

RD 

External memory read 

Out 

61 

READY 

External memory ready(Vcc)^ 

In 

43 

BHE 

External memory bus high enable 

Out 

41 

WR 

External memory write 

Out 

40 


NOTES: 

1 . Pins marked with (Vss) must be connected to Vss- 

2. Pins marked with (NC) are to be left unconnected. 

3. Pins marked with (Vcc) must be connected to Vcc- 

4. SS pin reserved for future use. 

5. With internal ROM enabled, AD0-AD1 are used as AA and JS. 

6. Pins with direction “In” must not be left floating. 


89026 PIN DESCRIPTION 

XTCLK* 

Transmitter timing from DTE, when external clock 
option is selected. 

TXD 

The serial data from DTE to be transmitted on the 
line. A logic ’high’ is mark. In synchronous mode, 
89026 samples this data on the rising edges of 
TCLK. 


TCLK* 

Clock output from 89026 as timing source for data 
exchange from DTE to m odem. Serial data is read 
on the rising edges of the TCLK. This output is High 
in asynchronous mode. 

RXD 

The serial data to DTE. ’Mark’ is a l ogic H igh. In 
synchronous mode, the rising edge of RCLK occurs 
in the middle of RXD. 


RCLK* 

Synchronous clock output. Rising edge of RCLK oc- 
curs in the middle of each RXD bit. This pin remains 
High in asynchronous mode. , 

Vpp 

This function is not used and should not be connect- 
ed. 

* External code only . 


TM 

A Low indicates maintenance condition in the mo- 
dem. 

DCD 

In async operation, DCD remains Low regardless of 
data carrier (default), or it can be programmed to 
indicate received carrier signal is within the required 
timing and amplitude limits. In sync operation Low 
indicates the received carrier signal is within the re- 
quired timing and amplitude limits. 

DSR 

Low indicates modem is off-hook, and it is in data 
transmissio n mo de, and the answer tone is being 
exchanged. CTS Low indicates modem is prepared 
to accept data. 

RTS 

In async mode RTS i s ign ored. Under command 
control, in sync mode RTS can be igno red, or the 
modem can respond with a Low on CTS. 

DTR 

&D0 command will cause the modem to ignore DTR. 
For &D1 the modem assumes the asynchronous 
comm and state on a Low to High transition of the 
DTR circuit. The &D2 com mand does the same as 
&D1 except the state of DTR will enab le/di sable 
auto answer. A Low to High transition of DTR after 
the &D3 command will cause the modem to assume 
the initialization state. 
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B/C* 

Low configures the modem to CCITT V.21. High will 
configure the modem to Bell 103, when at 300 bps 
speed. This pin only affects the modem in FSK oper- 
ation. 

TCL1, TCLO 

These pins are used as the serial clock and data for 
interface to an NVRAM. Refer to Figure 3. TCLO is 
used to output a clock and serial data is transferred 
on TCL1. 

AR 

This Auxiliary relay control is for switching a relay for 
voice or data calls. High is voice, Low is data. 


REMLB* 

A logic Low on this pin initiates a remote loopback 
condition. 

si 

Selects one of the two data rates or ranges of rates 
in the DTE to correspond to the rate in modem. Low 
selects the higher rate (2400 CCITT/ 1200 BELL) or 
range of rates. High selects the Low rate or range of 
rates. 

D/S 

A Low on this pin will indicate the smart mode which 
will respond to all commands. A High will ignore all 
commands. 


Rl 

A Low signal from DAA indicates line ringing. This 
input is ignored when the modem is configured for 
leased line. This signal should follow the ring ca- 
dence. 

OH 

Low sets an off hook condition, high sets an on 
hook. When dialing, this signal is used to pulse dial 
the line. 

SH* 

Used as a telephone voice to data switch or vice 
versa. Any logic level transition will toggle the mo- 
dem state. This input is ignored, if a software com- 
mand attempts to switch the modem between voice 
and data. 

AA 

Used as an indicator for Auto Answer status and 
Ring indicator. Active low. 

LCLLB* 

A Low will set the modem in the local analog loop- 
back test mode. L ogic Low le vels applied simulta- 
neously to REMLB and LCLLB pins, sets the modem 
to the local digital loopback. 


V REF 

Voltage reference for the analog to digital converter 
should be connected to the 89027 AVcc. 


VpD 

The internal RAM power down supply voltage to be 
connected to 5 Volts during normal operation. 


S/A 

The function of this pin is re-defined as external 
NVRAM CE. 



CONFIG 

Reserved for future use. This signal should be pulled 
high. 

EA 

When High, memory access from address 2000H to 
4000H are directed to on-chip ROM. When Low, all 
memory access is directed to off-chip memory. 


JS 

Low is used to pulse A and A1 leads to control a 1 A2 
Key System jack. 

* External code only 


89026 ABSOLUTE MAXIMUM 
RATINGS** 

Temperature Under Bias 0°C to + 70°C 

Storage Temperature -40°C to + 125°C 

Voltage from Any Pin to 

V ss or AGND - 0.3V to + 7.0V 

Average Output Current from Any Pin 1 0 mA 

Power Dissipation 1.5 Watts 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 
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OPERATING CONDITIONS 


Symbol 

Parameter 

Min 

Max 

Units 

TA 

Ambient Temperature Under Bias 

0 

+ 70 

°C 

Vex; 

Digital Supply Voltage 

4.75 

5.25 

V 

Vref 

Analog Supply Voltage 

4.75 

5.25 

V 

FREQ 

CLKIN Frequency 12.96 MHz 

-0.01% 

+ 0.01% 


Vpo 

Power-Down Supply Voltage 

4.75 

5.25 

V 


NOTE: 

The AGND and Vss on both the 89026 and the 89027 must be nominally at the same potential. 


D.C. CHARACTERISTICS Test Conditions: Vcc> Vref* Vpq, Vpp, Ve A = 5.0V ± 0.25V; 
FoSC = 1 2.96 MHz; T A = 0°C to 70°C, V S s> AGND = 0V 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

•cc 

Vcc Supply Current (0°C ^ T A ^ 70°C) 


240 


All Outputs 
Disconnected 

•CC1 

Vqc Supply Current (T A = 70°C) 


185 


JPD 

Vpo Supply Current 


1 

mA 

Normal Operation 
and Power-Down 

•ref 

Vref Supply Current 


8 



V|L 

Input Low Voltage 

-0.3 

+ 0.8 



V|H 

Input High Voltage 
(Except RESET, NMI, CLKIN) 

2.0 

Vcc + 0.5 

■ 


V|H1 

Input High Voltage, RESET Rising 

K19 


V 


V|H2 

Input High Voltage, RESET Falling Hysteresis 

2.1 

Vcc + 0.5 

V 


V|H3 

Input High Voltage, NMI, CLKIN 

2.2 

Vcc + 0.5 

V 


III 

Input Leakage CurrentO) 


±10 

jxA 

Vin = 0 to Vcc 

•lii 

D.C. Input Leakage Current^) 


+ 3 

jllA 

V|n = 0 to Vcc 

IlH 

Input High Current to EA 


100 

julA 

V, H = 2.4V 

IlL 

Input Low Current 3 ) 


-125 

jllA 

V| L = 0.45V 

•lL1 

Input Low Current to RESET 

-0.25 

-2 

mA 

V| L = 0.45V 

•lL2 

Input Low Current, READY, BUSWIDTHW 


-50 

/llA 

V| L = 0.45V 

VOL 

Output Low Voltage( 5 ) 


0.45 

V 

Iql = 0.8 mA 

VOLI 

Output Low Voltage( & ) 


0.75 

V 

Iql = 2.0 mA 

VOL2 

Output Low Voltage( 6 ) 

RESET and Bus/Control Pins 


0.45 

V 

Iol = 2.0 mA 

VOH 

Output High Voltage( 5 ) 

2.4 


V 

lOH = -20p.A 

v OH1 

Output High Voltage on Bus Control PinsOO 

2.4 


V 

Ioh = ~200 jLtA 

•OH3 

Output High Current on RESET 

-50 


ju,A 

V 0H = 2.4V 

c s 

Pin Capacitance (Any Pin to Vss) 


10 

PF 

^TEST = 1.0 MHz 


NOTES: 

1. STR, DTR, XTCLK, TXD 

2. S/D, S S, REMLB, LCLLB, I, Q, CONFIG, ED 

3. TCLK1, RTS 

4. Also, B/C, SH, Rl _ _ 

5. TCL0, S/A, CTS, D SR, PC D, SI, OH, A R 

6. SCLK, SDATA, TM, TCLK, RXD, RCLK, TSYNC 

7. Bus/Control pins include CLKOUT, ALE, BHE, RD„ WR, INST and ADO-15. 
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AC CHARACTERISTICS (V C C. V PD = 4.75 to 5.25 Volts; T A = 0°C to 70°C; CLKIN = 12.96 MHz) 
Test Conditions: Load capacitance on output pins = 80 pF 
TOSC = 1/12.96 MHz 


TIMING REQUIREMENTS (Other system components must meet these specs.) 


Symbol 

Parameter 

Min 

Max 

Units 

TcLYX 

READY Hold after CLKOUT Edge 

0 


ns 

Tllyv 

End of ALE/ADV to READY Valid 


2Tosc - 70 

ns 

T|_LYH 

End of ALE/ADV to READY High 

2Tosc +40 

4Tosc - 80 

ns 

Tylyh 

Non-Ready Time 


1000 

ns 

TaVDV (1) 

Address Valid to Input Data Valid 


5Tosc - 120 

ns 

Trldv 

RD Active to Input Data Valid 


3Tosc - 100 

ns 

TrhDX 

Data Hold after RD Inactive 

0 


ns 

Trhdz 

RD Inactive to Input Data Float 

0 

Tosc - 25 

ns 

TaVGV (1) 

Address Valid to BUSWIDTH Valid 


2Tosc - 125 

ns 

TlLGX 

BUSWIDTH Hold after ALE/ADV Low 

Tosc + 40 


ns 

t llgv 

ALE/ADV Low to BUSWIDTH Valid 


Tosc - 75 

ns 


NOTE: 

1. The term “Address Valid” applies to ADO-15, BHE and INST. 


TIMING RESPONSES 


Symbol 

Parameter 

Min 

Max 

Units 

Fclkin 

Oscillator Frequency 

12.95870 

12.96129 

MHz 

TOSC 

Oscillator Period 

1/FCLKIN(MAX) 

1/F C LKIN(MIN) 

ns 

Tohch 

Rising Edge to Clock Rising Edge 

0 

120 

ns 

TcHCH 

CLKOUT Period^) 

3Tosc( 2 ) 

3Tosc( 2 ) 

ns 

TcHCL 

CLKOUT High Time 

Tosc - 35 

Tosc + 10 

ns 

TcLLH 

CLKOUT Low to ALE High 

-20 

+ 25 

ns 

TlLCH 

ALE/ADV Low to CLKOUT High 

Tosc - 25 

Tosc + 45 

ns 

TlHLL 

ALE/ADV High Time 

Tosc - 30 

Tosc + 35( 3 ) 

ns 

Tavll< 4 > 

Address Setup to End of ALE/ADV 

Tosc - 50 


ns 

Trlaz 

RD or WR Low to Address Float 

o 

II 

d. 

10 

ns 

Tllrl 

End of ALE/ADV to RD or WR Active 

Tosc - 40 


ns 

Tllax (5) 

Address Hold after End of ALE/ADV 

Tosc - 40 


ns 

TwLWH 

WR Pulse Width 

3Tosc - 35 


ns 

Tqvwh 

Output Data Valid to End of WR/WRL/WRH 

3Tosc - 60 


ns 

TwhQX 

Output Data Hold after WR/WRL/WRH 

Tosc - 50 


ns 

Twhlh 

End of WR/WRL/WRH to ALE/ADV High 

Tosc - 75 


ns 

TrLRH 

RD Pulse Width 

3Tosc - 30 


ns 

Trhlh 

End of RD to ALE/ADV High 

Tosc - 45 


ns 
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TIMING RESPONSES (Continued) 


Symbol 

Parameter 

Min 

Max 

Units 

TcLLL 

CLKOUT to Low ALE/ADV Low 

Tosc - 40 

Tosc + 35 

ns 

TrhBX 

RD High to INST, BHE, AD8-1 5 Inactive 

Tosc - 25 

Tosc + 30 

ns 

Twhbx 

WR High to INST, BHE, AD8-15 Inactive 

Tosc - 50 

Tosc +100 

ns 

ThLHH 

WRL, WRH Low to WRL, WRH High 

2Tosc - 35 

2Tosc + 40 

ns 

Tllhl 

ALE/ADV Low to WRL, WRH Low 

2Tosc - 30 

2Tosc + 55 

ns 

Tqvhl 

Output Data Valid to WRL, WRH Low 

Tosc - 60 


ns 


NOTES: 

1. If more than one wait state is desired, add 3Tosc for each additional wait state. 

2. CLKOUT is directly generated as a divide by 3 of the oscillator. The period will be 3Tosc ±10 ns if Tosc is constant and 

the rise and fall times are less than 1 0 ns. 

3. Max spec applies only to ALE. Min spec appli es to both ALE and ADV. 

4. The term “Address Valid” applies to ADO-15, BHE and INST. 

5. The term “Address” in this definition applies to ADO-7 for 8-bit cycles, and ADO-15 for 16-bit cycles. 


WAVEFORM 



1 . 8-bit bus only 

2. 8-bit o r 1 6- bit bus and write strobe mode selected. 

3. When ADV selected. 

4. 8- or 16-bit bus and no write strobe mode selected. 


Figure 6. Bus Signal Timings 
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89027 OVERVIEW 

The 89027 is a 28 pin CHMOS analog front end de- 
vice, which performs most of the complex filtering 
functions required in modem transmitters and re- 
ceivers. A general block diagram of this chip is pro- 
vided in Figure 7. Most of the analog signal process- 
ing functions in this chip are implemented with 
CHMOS switched capacitor technology. The 89027 
functions are controlled by 89026, through a high 
speed serial data link. 

During FSK transmit operation, the 89027 receives 
digitally synthesized mark and space sinusoid ampli- 
tude information from the 89026. The 89027 con- 
verts the signal to its analog equivalent, filters it, and 
transmits it to the telephone line. For QAM transmis- 
sion, the signal constellation points are transferred 
to the 89027. This information is modulated into an 
analog signal, passed through spectral shaping fil- 


ters, combined with the necessary guard tone, 
smoothed by a low pass filter, and transmitted to the 
line. Prior to transmitting either FSK or QAM signals 
to the telephone line, the 89027 adjusts the signal 
gain through an on-board programmable gain ampli- 
fier. 

During the receive operation, the received FSK and 
QAM signals are passed through anti-alias filters, 
bandsplit filters, automatic gain control and carrier 
detect circuits, a Hilbert transform filter, and the out- 
put sent to the 89026 processor as analog signals. 

Other functions provided by the 89027 are: an on- 
board two wire to four wire circuit with disable capa- 
bility, an audio monitor output with software configu- 
rable gain, and a programmable gain transmit signal. 

The 89027 is available in 28 pin plastic DIP and 
PLCC packages. 
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89027 PINOUT 


Symbol 

Function (89027) 

Direction 

Pin No. 

Vcc 

Positive Power Supply (Digital) 

+ 5V 

28 

Vbb 

Negative Power Supply 

— 5V 

15 

v ss 

Digital Ground 

DGND 

24 

AGND 

Analog Ground 

AGND 

21 

AV CC 

Positive Power Supply (Analog) 

+ 5 

7 

XI 

Xtal Oscillator 

In 

23 

X2 

Xtal Oscillator 

Out 

25 

CLKOUT 

12.96 MHz Clock Output to 89026 

Out 

26 

RST 

Chip reset (active low)( 1 ) 

In 

20 

HYB 

Enable on-chip hybrid^) 

In 

10 

AZ1 

Auto-zero capacitor 

Out 

16 

AZ2 

Auto-zero capacitor 

In 

17 

SDATA 

Serial data from 89026 

In 

2 

SCLK 

Serial clock from 89026 

In 

1 

TSYNC 

Transmitter sync from 89026 

In 

3 

STR 

Symbol timing to 89026 

Out 

27 

ED 

Receiver energy detect to 89026 

Out 

18 

1 

In phase received signal to 89026 

Out 

13 

Q 

Quadrature-phase received signal to 89026 

Out 

14 

AOI 

Transmitter output 

Out 

6 

A02 

Receiver input 

In 

12 

AMP 

Output to monitor speaker 

Out 

11 


Transmitter level control (LSB)(i) 

In 

9 


Transmitter level controlO) 

In 

8 


T ransmitter level controK 1 ) 

In 

5 


Transmitter level control (MSB)0) 

In 

4 

NC 

(Note 2) 

Out 

19 

NC 

(Note 3) 

In 

22 


NOTES: 

1. When held high, these pins must be connected through 10K resistors to Vcc- 

2. Must be left No Connect. Will affect operation of 89027 

3. Reserved Pin. Must be left No Connect. 


89027 Pinout Description 

TXO-3 

These four pins control the transmitted signal level. 
Refer to Transmit Level Table. 

HYB 

This pin enables the on-chip hybrid. A line imped- 
ance matching network must be connected between 
AOI and A02 when HYB is enabled. If HYB is dis- 
abled and an external 4W/2W hybrid is used, the 
hybrid receive path must be amplified by 6 dB. 


AOI 

Transmitter output. 

A02 

Receiver input. 

AMP 

This output can be used to monitor the call progress 
tones and operation of the line. 
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ABSOLUTE MAXIMUM RATINGS* 


Temperature Under Bias -0 to +70°C 

Storage Temperature -40 to + 125°C 

All Input and Output Voltages 

with Respect to Vbb -0.3V to + 13.0V 

All Input and Output Voltages 

with Respect to Vcc & AVcc - 1 3.0V to 0.3V 

Power Dissipation 1 .35W 

Voltage with Respect 

to V S sM -0.3V to 6.5V 


NOTE: _ 

1. Applies to pins SCLK, SDATA, TSYNC, RST, 
HYB, TX0-TX3 only. 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


POWER DISSIPATION Ambient Temp = 0°C to 70°C, V C c = AV C c = 5V + 5%,V SS = AGND = 0V. 


Symbol 

Parameter 

Min 

Typ 

Max 

Units 

Alcc-j 

AVcc Operating Current 


15 

21 

mA 

Icc-i 

Vcc Operating Current 


5 

6 

mA 

Ibb-i 

Vbb Operating Current 


-15 

-21 

mA 

Alecs 

AVcc Standby Current 


0.2 

1 

mA 

Ices 

Vcc Standby Current 


5 

6 

mA 

Ibbs 

Vbb Standby Current 


-0.6 

-2 

mA 

Pdo 

Operating Power Dissipation 


175 

250 

mW 

Pds 

Standby Power Dissipation 


30 

50 

mW 


DC CHARACTERISTICS (Ta = 0°C to 70°C, AVcc = Vcc = 5V ±5%, V BB = 5V ±5%, AGND = 
V33 = 0V), supply voltage must be at the same potential as the 89026 power supply. Typical Values are for 
Ta = 25°C and nominal power supply values. Vqc, AVcc and 89026 Vr BB must be nominally at the same 
potential. 


Inputs: TX0, TX1, TX2, TX3, HYB, RST 
Outputs: CLKOUT 


Symbol 

Parameter 

Min 

Max 

Units 

Test Condition 

lil 

Input Leakage Current 

-10 

+ 10 

jLL A 

Vss ^ Vin ^ V CC 

Vil 

Input Low Voltage 

Vss 

0.8 

V 


Vih 

Input High Voltage 

2.0 

Vcc 

V 


Vol 

Output Low Voltage 


0.4 

V 

lol > - 1 .6mA, 1 TTL load 

Voh 

Output High Voltage 

2.4 


V 

loh ^ 50/xa, 1 TTL load 

Vcol 

CLKOUT Low Voltage 


0.4 

V 

Load Capacitance = 60 pF 

Vcoh 

CLKOUT High Voltage 

0.7 Vcc 


V 

Load Capacitance = 60 pF 
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AC CHARACTERISTICS (Ta = 25°C, V C c = AVcc = 5V, V S s = AGND = OV, V BB = -5V) 


ANALOG INPUTS: A02 


Parameter 

Min 

Typ 

Max 

Units 

Test Condition 

A02 Receive Signal 



-9 

dBm 

Hybrid Enabled 

A02 Input Resistance 


10 


MOhms 

— 2.5V<Vin< + 2.5V 

A02 Allowed DC offset 

-30 


+ 30 

mV 

Relative to AGND 


AUTO ZERO CAPACITANCE 

Capacitance = 0.015 ju,F 
Tolerance = ±20 % 

Voltage Rating = 10V 

Type = Non-Electrolytic, low leakage. 


CRYSTAL REQUIREMENTS 



Parameter 

Min 

Typ 

Max 

Unit 

Comments 

Frequency Accuracy (0°C-70°C) 

-0.0035% 

12.96 

+ 0.0035% 

MHz 

Refer to 
Figure 8 

Rx 


10 

16 

Ohms 


Cx 


0.024 


PF 


Co 

5.1 

5.6 

6.1 

PF 


C L 

-5% 

33 

+ 5% 

PF 

2 Load 
Capacitors 


Crystal Type: Parallel Resonant 


ANALOG OUTPUTS: A01, AMP 


Parameter 

Min 

Typ 

Max 

Units 

Comments 

Load Resistance 







AOI 

600 



Ohms 



AMP 

10 



KOhms 



Load Capacitance 







AMP 



100 

PF 



Audio Amp Gain 


-9 


dB 

Max 


AOI to Amp 


-18 


dB 

Mid 




-26 


dB 

Min 

Software 



-70 


dB 

Off 

Selectable 

Audio Amp Gain 0) 


+ 12 


dB 

Max 


A02 to Amp 


+ 3 


dB 

Mid 




-4 


dB 

Min 

Software 



-60 


dB 

Off 

Selectable 


NOTE: 

1 . Assumes on-chip hybrid is enabled. When on-chip hybrid is disabled, gain with respect to A02 is reduced by 6 dB. 
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TRANSMIT LEVEL 


TRANSMIT OUTPUT LEVELO) 

TX 3, 2, 1,0 

Typ 

Units 

0000 

+ 5 

dBm 

000 1 

+ 4 

dBm 

• 

• 

• 

• 

• 

• 

• 

• 

• 

1110 

-9 

dBm 

1111 

-10 

dBm 


NOTE: 

1. For PSK and QAM transmit signal. For FSK, signal levels are typically 1 dB lower. All signals are measured at AOI. 

2. The tolerance for the above transmit levels are ± 1 dBm. 


MODEM REFERENCE MANUAL 

The Modem Reference Manual details design infor- 
mation for the 89024 Modem Chip Set. It provides 
descriptions and specifications of the two chips 
comprising the 89024, the 89026 and the 89027. In 
addition, it describes the control interface between 
the two chips. 


The reference manual also provides a full descrip- 
tion of all the AT commands and S-registers sup- 
ported by the Modem Chip Set. 
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89024 REVISION -005 HISTORY 

The following differences exist between Rev. -004 
and this version of the data sheet: 

1. The internal code has been revised from 1.6 to 

2.0. The following are the major changes and im- 
provements: 

i) Expanded NVRAM (9346) support which al- 
lows storage and retrieval of four phone num- 
bers and two user profiles. Commands sup- 
ported are &n, DS, &Wn and Zn. 

ii) S1 1 DTMF duration and spacing register sup- 
port 

iii) The B command selects between V.21 and 
Bell 103 modes for 300 bps connections. The 
B/C pin on 89026 is ignored. 

iv) Factory defaults have been changed from 
&CO &DO to &C1 , &D2 respectively. 

v) Expanded functionality of ATO command. 
ATO from the call program mode causes the 
modem to go into originate mode instead of 
answer mode. When off line, ATO gives “NO 
CARRIER” response, instead of going on 
line. 


vi) Changed response to test modes. 

vii) DTR transition received during idle state will 
not generate any result codes, and will not 
have any effect on the modem. 

viii) 600 bps operation is not supported. 

ix) Switch Hook (SH) option is not supported. 

x) LCLLB and REMLB loopback pins are not 
supported. 

2. Receiver BER performance table has been ex- 
panded. 

3. Frequency and Phase jitter specs have been re- 
moved. 

4. 89024 Reference Manual has been superseded 
by the modem Reference Manual. This is a single 
manual for Intel’s modem product line. 
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89C024LT 
ERROR CORRECTING LAPTOP 
MODEM CHIP SET 


■ CHMOS for Low Operating Power 

■ Low Standby Power Requirements 

■ Minimum Chip Count for Small size 

■ MNP* Operation through Class 4 for 
Error Correction 

■ MNP Class 5 Data Compression and 
DTE Interface Rates of 9600 bps Can 
Provide Increased Throughput up to 4:1 

■ Serial Command Set Compatible with 
Hayes** Smartmodem 2400** 

■ V.22 bis, V.22 A/B, V.21, Bell 212A, and 
Bell 103 Compatible 

■ For Public Switched Telephone 
Network and Unconditioned Leased 
Line Applications 

■ Automatically Detects Remote Modem 
Type and Data Rate 

■ On-Chip Hybrid 

■ DTMF and Pulse Dialing 


■ On-Chip Serial Port and Handshake 
Signals for RS-232/V.24 Interface 

■ Simple Serial Interface to External 
NVRAM 

■ Automatic Speed Matching in MNP and 
Normal Modes 

■ Hardware and Software Flow Control 

■ Analog/Digital Loopback Diagnostics 
with Mark/Space Pattern Generation 
and Error Detection 

■ Telephone Line Audio Monitor Output 

■ Full Set of Control Signals for DAA 
Interface 

■ International Call Progress Tone 
Detection Capabilities 

■ Automatic Adaptive Equalization 

■ Synchronous Modes 

■ Easily Customized Command Set and 
Features 

■ Intel’s MNP Software Co-Developed 
with R. Scott Associates*** 


89C026LT 


89027 



Figure 1. 89C024LT System Block Diagram 


290272-1 


*MNP is a registered trademark of Microcom, Inc. 

** Hayes, Smartmodem 2400, and Smartcom II are registered trademarks of Hayes Microcomputer Products, Inc. 
***R. Scott Associates, Inc., 5711 Six Forks Road, Suite 301, Raleigh, North Carolina 27609, (919) 846-7171 
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GENERAL DESCRIPTION 

Intel 89C024LT is a highly integrated, low power, 
error correcting laptop modem chip set. This two 
chip solution is composed of the 89027 Analog 
Front End and 89C026LT microcontroller. At 
12.96 MHz the microcontroller is capable of execut- 
ing error correction, and data compression routines. 
The system is compatible with the following CCITT 
and BELL standards. 

• CCITT V.22 bis 

2400 bps sync and async 
1200 bps sync and async 

• CCITT V.22 A & B 

1 200 bps sync and async 

• CCITT V.21 

0 to 300 bps anisochronous 

•BELL 21 2A 
1200 bps sync and async 
300 bps fall-back mode 

• BELL 103 

0 to 300 bps anisochronous 

The 89C024LT system consists of a 1 6 bit applica- 
tion specific processor (89C026LT) and an analog 
front end device (89027). The 89C026LT processor 
performs all “Digital Signal Processing” algorithm 
execution for processing the modem signals, as well 
as providing all modem control functions typically 
performed by an external processor. The analog 
front end provides for 2 wire and 4 wire telephone 
line interface, D/A conversion, and most of the com- 
plex filtering functions required in QAM/PSK/FSK 
modems. Refer to Figure 1 for a simplified block dia- 
gram of the system. 


In laptop modem applications, the 89C024LT chip 
set along with a Data Access Arrangement (DAA), a 
single 8-bit EPROM, and an 8K x 8 static RAM rep- 
resent the circuitry required for implementing an 
auto-dial, auto-answer, 300 to 2400 bps, MNP class 
5 full duplex Hayes compatible intelligent modem. 
Refer to Figure 2 for a block diagram of this applica- 
tion. 

A complete set of Industry Standard AT commands 
is provided for modem configuration and user inter- 
face. Additional commands have been implemented 
for power down modes and MNP feature control. Vir- 
tually all PC software written for the Hayes Smart- 
modem 2400 can also be used with this chip set. 
Alternatively, in applications where user proprietary 
modem control commands and features are desired, 
the user can replace the 89C024LT command mod- 
ule with custom proprietary software. 

The 89C024LT has a set of default features. Upon 
power up, the modem configuration will be in ac- 
cordance with these default options, unless a differ- 
ent configuration has been saved in optional exter- 
nal NVRAM with the &W command. 

The 89C024LT modem has built in auto-dialing and 
auto-answering capabilities. It can be configured to 
the proper line signaling mode (Tone or Pulse), and 
to the type (CCITT or Bell) and speed of the calling 
or answering modem. It can also detect and identify 
call set-up signals of telephone networks, allowing 
unattended data call operation. 

A full set of diagnostic loop-test features compatible 
with CCITT V.54 is supported. The chip set also pro- 
vides a line signal for audio monitoring of call prog- 
ress, a comprehensive set of DAA control lines for a 
simple interface to the telephone network, and a full 
complement of TTL level RS-232/V.24 handshake 
signals. 



Figured. 89C024LT Laptop Modem Application 
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PACKAGING 

89027 is available in PLCC and standard plastic DIP packages. The 89C026LT is available in a PLCC package. 
Packages are shown from top view, looking down on component side of PC board. 


28-Pin Plastic DIP 


28-Pin PLCC 


SCLKC 1 
SDATAC 2 
TSYNCC 3 
TX3C A 
TX2 C 5 
AOIC 6 
AV cc C 7 

txiC a 
TXOC 9 


1 

TO 
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27 
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26 
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25 
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23 

7 

22 

P89027 
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21 

9 

20 
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19 

11 

18 

12 

17 

13 

16 

14 

15 
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20 3 RST 
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Figure 3. Device Packages 
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CALL ESTABLISHMENT, 
TERMINATION AND RETRAIN 

The 89C024LT modem system incorporates all pro- 
tocols and functions required for automatic or manu- 
al call establishment. The modem system also incor- 
porates all protocols and functions required for prog- 
ress and termination of a data call. 

The modem chip set has a built-in auto-dialer, both 
DTMF and Pulse type. It can detect dial, busy, and 
ringback signals from the remote end, and will pro- 
vide call progress messages to the user. The mo- 
dem is also capable of re-dialing the last number 
dialed. 

The modem, when configured for auto-answer, will 
answer an incoming call, remain silent for the two 
second billing delay interval, and then transmit the 
answer tones. Afterwards modem to modem identifi- 
cation and handshaking will proceed at a speed and 
operating mode acceptable to both ends of the link. 

The data call can also be setup by manual dialing. A 
transition from voice (i.e., for the purpose of manual 
dialing) to data mode can be done by the use of a 
mechanical switch (exclusion key) on the SH pin. 
Once set to data mode, the modem handshaking will 
proceed before the modems will be ready to accept 
and exchange data. 

During data transmission, if one of the modems finds 
that the received data is likely to have a high bit error 
rate (indicated by a large mean square error in the 
adaptive equalizer), it initiates a retrain sequence. 
This automatic retrain feature is only available at 
2400 bps, and is compatible with CCITT V.22 bis 
recommendations. 

Disconnection of the data call can be initiated by the 
DTE at the local end or by the remote DT E (if the 
modem is configured to accept it). Whether DTR will 
initiate a disconnect depends on the last &D com- 
mand. Receiving a long space from a remote mo- 
dem will initiate a disconnect only after a Y1 com- 
mand. The optional disconnect requests, originated 


by the remote modem, are of two types, (1) discon- 
nect when receiving long-space, and (2) disconnect 
when received carrier is dropped. The modem chip 
set can also be configured to transmit “long-space” 
just before disconnection. 

Because the CCITT and Bell modem connection 
protocols do not provide recognition of remote mo- 
dem type (i.e. V. 22 bis to 21 2A), the Intel chip set 
provides the additional capability of identifying the 
remote modem type. This feature is beneficial during 
the migration phase of the technology from the 1200 
bps to 2400 bps. In North America, where the in- 
stalled base of 1 200 bps modems is mostly made-up 
of 21 2A type, this feature allows a “Data Base Serv- 
ice Provider” to easily upgrade the existing 21 2A 
modems to 2400 bps V. 22 bis standard, transparent- 
ly, to 21 2A users. Similarly, a user with a 89C024LT 
based modem system can automatically call data 
bases with either 21 2A or V.22 bis modems, without 
concern over the difference. This feature’s benefits 
are realized in smooth upgrading of data links, with 
minimum cost and reduced disruption in services. 
Refer to Table 1 for a detailed description of remote 
modem compatibility. 


SOFTWARE CONFIGURATION 
COMMANDS 

This section lists the 89C024LT commands and reg- 
isters that may be used while configuring the mo- 
dem. Commands instruct the modem to perform an 
action, the value in the associated registers deter- 
mine how the commands are performed, and the re- 
sult codes returned by the modem tell the user 
about the execution of the commands. 

The commands may be entered separately or in 
string fashion. Any spaces within or between com- 
mands will be ignored by the modem. During the en- 
try of any command, the ‘backspace’ key (CNTRL H) 
can be used to correct any error. Upper case or low- 
er case characters can be used in the commands. 
Commands described in the following paragraphs 
refer to asynchronous terminals using ASCII codes. 
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Table 1. Remote Modem Compatibility 


Originating 

89C024LT 

Modem 

Bell 

300 

Bell 

1200 

Answering Modem 
CCITT 
300 

CCITT 

1200 

CCITT 

2400 

Bell 

300 

300 

300 

— 

300* 

300* 


1200 

1200* 

1200 

— 

1200 

1200 

CCITT 

300 

— 

— 

300 

— 

— 


1200 

1200* 

1200 

— 

1200 

1200 


2400 

1200* 

1200 


1200 

2400 


Answering 

89C024LT 

Modem 

Bell 

300 

Bell 

1200 

Originating Modem 
CCITT 
300 

CCITT 

1200 

CCITT 

2400 

Bell 

300 

300 

1200 

— 

1200 

1200 


1200 

300 

1200 

— 

1200 

1200 

CCITT 

300 

— 

— 

300 

— 

— 


1200 

300* 

1200 

— 

1200 

1200 


2400 

300* 

1200 

— 

1200 

2400 


* These connection data rates are obtained when connecting 89C024LT based modems end to end. The same results may 
not be obtained when a 89C024LT based modem is connected to other modems. 


Command Set 


AT 

Attention code. 

A 

Go off-hook in answer mode 

A/ 

Repeat previous command string 

Bn 

BELL/CCITT Protocol Compatibility at 
300 and 1 200 bps 

Ds 

The dialing commands 

(0-9 ABCD* # P R T S W , ; @) 

En 

Echo command (En) 

Hn 

Switch-Hook Control 

If &J1 option is selected, HI will also 

switch the auxiliary relay 

In 

Request Product Code and Checksum 

Ln 

Speaker Volume 

Mn 

Monitor On/Off 

O 

On-Line 

Qn 

Result Codes 

Sn = x 

Write S Register 

Sn? 

Read S Register 

Vn 

Enable Short-Form Result Codes 

Xn 

Enable Extended Result Code 

Yn 

Enable Long Space Disconnect 

Z 

Fetch Configuration Profile 

+ + + 

The Default Escape Code 


MNP Feature Control Command Set 


\An 

Maximum MNP Block Size 

%An 

Set Auto-Reliable Fallback Character 

\Bn 

Transmit Break 

\Cn 

Set Auto-Reliable Buffer 

\Gn 

Set Modem Port Flow Control 

\Jn 

Bits per Second Rate Adjust 

\Kn 

Set Break Control 

\Nn 

Set Operating Mode 

\0 

Originate Reliable Link 

\Qn 

Set Serial Port Flow Control 

\Tn 

Set Inactivity Timer 

\U 

Accept Reliable Link 

\Vn 

Modify Result Code Form 

\Xn 

Set XON/XOFF Pass-Through 

\Y 

Switch to Reliable Mode 

\Z 

Switch to Normal Mode 


& Command Set 


&Cn 

DCD Options 

&Dn 

DTR Options 

&Fn 

Fetch Factory Configuration Profile 

&Gn 

Guard Tone 

&Jn 

Telephone Jack Selection 

&Ln 

Leased/Dial-up Line Selection 

&Mn 

Async/Sync Mode Selection 

&Pn 

Make/Break Pulse Ratio 

&Rn 

RTS/CTS Options 

&Sn 

DSR Options 

&Tn 

Test Commands 

&Wn 

Write Configuration to Non Volatile Memory 

&Xn 

Sync Clock Source 

&Yn 

Default NVRAM Profile Select 

&Zn 

Store Telephone Number 


+ Command Set 

+ En Disable/Enable Power Down 
+ Tn Time to Power Down 
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CONFIGURATION REGISTERS 

The modem stores all the configuration information 
in a set of registers. Some registers are dedicated to 
a special command and function, and others are bit- 
mapped, with different commands sharing the regis- 
ter space to store the command status. 


SO* 

Ring to Answer 

SI 

Ring Count. (Read Only) 

S2 

Escape Code Character 

S3 

Carriage Return Character 

S4 

Line Feed Character 

S5 

Back Space Character 

S6 

Wait for Dial Tone 

S7 

Wait for Data Carrier 

S8 

Pause Time for the Comma Dial Modifier 

S9 

Carrier Detect Response Time 

S10 

Lost Carrier to Hang Up Delay 

S11 * 

DTMF Tone Duration 

S12 

Escape Code Guard Time 

S13 

Not Used 

S14 * 

Bit Mapped Option Register 

S15 

Not Used 

S16 

Modem Test Options 

S17 

Not Used 

S18 * 

Test Timer 

S19 

Not Used 

S20 

Not Used 

S21 * 

Bit Mapped Options Register 

S22 * 

Bit Mapped Options Register 

S23 * 

Bit Mapped Options Register 

S24 

Not Used 

S25 * 

Delay to DTR (Sync Only) 

S26 * 

RTS to CTS Delay (Half Dup.) 

S27 * 

Bit Mapped Options Register 

S31 * 

Bit Mapped Options Register 


NOTE: 

* These S registers can be stored in the NVRAM. 


DIALING 

Dial modifiers are available for adding conditions to 
dialed phone numbers. 


Dial Modifiers 


P 

Pulse Dial 

R 

Originate call in Answer Mode 

T 

Tone Dial 

S 

Dial a stored number 

W 

Wait for dial tone 

, 

Delay a dial sequence 

; 

Return to command state 

! 

Initiate a flash 

@ 

Wait for quiet 


Example: 

Terminal: AT &Z0 = T 1 (602) 555-1212 
Modem: OK 

Result: Modem stores the Tone Dial (T) modifier 

and phone number T1 6025551 21 2 in the 
external NVRAM. 

The number can be dialed from asynchronous mode 
by issuing the following command: 

Terminal: AT DSO 
Modem: T1 6025551 21 2 

Result: Modem dials phone number and attempts 

to establish a connection. 

or by turning on DTR when in Synchronous Mode 2. 
Up to 33 symbols (dial digits and dial modifiers) may 
be stored. Spaces and other delimiters are ignored 
and do not need to be included in the count. If more 
than 33 symbols are supplied, the dial string will be 
truncated to 33. 

POWER MANAGEMENT 

The flexible power management controls allow for a 
variety of command and hardware driver options. 
The power down sequence is initiated by placing a 
logic “low” on pin 15 (PD ) of the 89C026LT. The 
laptop can control the_PD signal directly. If such a 
signal is unavailable, PD can b e controlled by com- 
munications software via DTR. Lack of data activity 
or an in-coming ring signal can also be used to con- 
trol PD. 

Placing the crystal on the 89C026LT (Figure 10) al- 
lows it to reduce power consumption by turning off 
the oscillator. When online and connected to a re- 
mote modem, the power consumption for the 
89C024LT is typically 400 mW. Additionally, when 
the 89027 is not needed (on-hook, not connected to 
a remote modem) the 89C026LT places it in stand- 
by. In standby the chip set power consumption is 
typically 255 mW. When powered down via the PD 
pin on the 89C026LT, the chip set typically con- 
sumes 5 mW. Minimum memory-system power-con- 
sumption can be achieved by chip selecting memory 
only when addressed. 

APPLICATIONS OVERVIEW 

The block diagram of a stand-alone 300 to 2400 bps 
Hayes compatible modem is depicted in Figure 4. 
The DAA section shown in this diagram may be im- 
plemented using the suggested diagram in Figure 5. 
Figure 6 shows the use of the power-down feature. 
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POWER SUPPLY 

DGND RST +5 VOLTS AGND -5 VOLTS 
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4 


5fs 89C026LT 


READY 
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DSR 

RTS 

CTS 

TXD 

TCLK 

XTCLK 

RCLK 

RXD 

DCD 

SI 

LCLLB 

REMLB 




TSYNC 
SDATA j 
SCLK 
CLKIN2] 


AD0-AD15 |g|| 


T 


89027 
CLKOUT 
ED 
STR 


I 

Q 

TSYNC 

SDATA 

SCLK 

CLK0UT2 


AMP 

A01 
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| TELEPHONE LINE 
INTERFACE 


TRXCAR 

RCVCAR 


|TRANSMIT 

LEVEL 

SELECT 


t RING a 
MIC t 


5k 

^1 8Kx8 


OPTIONAL 

NVRAM 
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Figure 4. Typical Laptop Modem 



Figure 5. Typical Telephone Line Interface Using Internal Hybrid 



Figure 6. Power-Down Control 
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SYSTEM COMPATIBILITY SPECIFICATIONS 

Parameter Specification 


Synchronous 

2400 bps ±0.01% V.22 bis 

1200 bps ±0.01% V.22 and BELL 21 2A 

Asynchronous 

2400, 1200 bps, character asynchronous. 
0 - 300 bps anisochronous. 

Asynchronous Speed Range 

+ 1% -2.5% default. Extended +2.3% -2.5% range of CCITT 
standards optional via software customization. 

Asynchronous Format 

10 bits, including start, stop, parity. (8, 9, 11 bits optional via S/W 
customization.) 

Synchronous Timing Source 

a) Internal, derived from the local oscillator. 

b) External, provided by DTE through XTCLK. 

c) Slave, derived from the received clock. 

Telephone Line Interface 

Two wire full duplex over public switched network or 4 wire 
leased lines. 

On-chip hybrid and billing delay timers. 

Modulation 

V.22 bis, 16 point QAM at 600 baud. 

V.22 and 21 2A, 4 point PSK at 600 baud. 
V.21 and 103, binary phase coherent FSK 

Output Spectral Shaping 

Square root of 75% raised cosine, QAM/PSK. 

Transmit Carrier Frequencies 
V.22 bis, V.22, 21 2A 

V.21 

Bell 103 mode 

Originate 1 200 Hz ± .02% 

Answer 2400 Hz ± .02% 

Originate ’space’ 11 80 Hz ±.02% 

Originate ’mark’ 980 Hz ± .02% 

Answer ’space’ 1850 Hz ±.02% 

Answer ’mark’ 1650 Hz ±.02% 

Originate ’space’ 1070 Hz ±.02% 

Originate ’mark’ 1270 Hz ± .02% 

Answer ’space’ 2020 Hz ± .02% 

Answer ’mark’ 2225 Hz ± .02% 

Received Signal Frequency Tolerance 
V.22 bis, V.22, 21 2A 

V.21 
Bell 103 

Originate 2400 Hz ± 7 Hz 

Answer 1200 Hz ± 7 Hz 

Originate ’space’ 1850 Hz ± 12 Hz 

Originate ’mark’ 1650 Hz ± 12 Hz 

Answer ’space’ 1 1 80 Hz ± 1 2 Hz 

Answer ’mark’ 980 Hz ± 12 Hz 

Originate ’space’ 2020 Hz ±12 Hz 

Originate ’mark’ 2225 Hz ± 12 Hz 

Answer ’space’ 1070 Hz ±12 Hz 

Answer ’mark’ 1270 Hz ±12 Hz 

Typical Energy Detect Sensitivity 

Greater than -43 dBm ED is ON. Less than -48 dBm ED is 
OFF. Signal in dBm measured at A02. 

Energy Detect Hysteresis 

A minimum Hysteresis of 2 dB for QAM scrambled mark. 

Line Equalization 

Fixed compromise equalization, transmit. 
Adaptive equalizer for PSK/QAM, receive. 

Diagnostics Available 

Local analog loopback. 
Local digital loopback. 
Remote digital loopback. 

Self Test Pattern Generator 

Alternate ’ones’ and ’zeros’ and error detector, to be used along 
with most loopbacks. 

A number indicating the bit errors detected is sent to DTE. 
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RECEIVER PERFORMANCE SPECIFICATIONS 


Test Cases 

Typical SNR for 
10“5 BER Performance 

Data 

Rx Level 

Answer 

Originate 

Mode 

(dBm) 

(dB) 

(dB) 

V.22 bis 

-30 

16 

16.5 

Synchronous 

-40 

16.5 

18 

V.22/Bell 21 2A 

-30 

6.5 

6.5 

Synchronous 

-40 

6.5 

6.5 

V.21 

-30 

9 

7.5 

Asynchronous 

-40 

9 

8 

Bell 103 

-30 

10 

11.5 

Asynchronous 

-40 

10 

11.5 


Test Conditions: 

— Receive Signal (Rx) measured at A02 (transmit level set at -9 dBm) 

— Unconditioned 3002 Line 

— 3 KHz Flat-Band Noise 


PERFORMANCE SPECIFICATIONS 


Parameter 

Min 

Typ 

Max 

Units 

Comments 

DTMF Level 


4.0 


dBm 

at AOI 

DTMF Second Harmonic 



-35 

dB 

HYB enabled into 600a 

DTMF Twist (Balance) 


3 


dB 


Default DTMF Duration 


100 


ms 

Software Controlled 

Pulse Dialing Rate 


10/20 


pps 

Software Controlled 

Pulse Dialing Make/Break 


39/61 


% 

US 


33/67 


% 

UK, Hong Kong 

Pulse Interdigit Interval 


785 


ms 


Billing Delay Interval 



2.1 

sec 


Guard Tone Frequency 


540 


Hz 


Amplitude 


-3 


dB 

referenced to High 
Channel transmit. 

Frequency , 


1800 


Hz 

QAM/PSK Modes Only 

Amplitude 


-6 


dB 


Dial Tone Detect Duration 


3.0 


sec 


Ringback Tone Detect 
Duration 


0.75 


sec 


Cadence 


1.5 



Off/On Ratio 

Busy Tone Detect 

Duration 

Cadence 

0.67 

0.2 

1.5 

sec 

Off/On Ratio 
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89C026LT OVERVIEW 

The 89C026LT processor performs data manipula- 
tion, signal processing and user interface functions. 
It requires a single ROM and RAM to execute stan- 
dard, and/or custom code with high level protocol 
functions. A block diagram of the 89C026LT is pro- 
vided in Figure 7. 

89C026LT contains a TTL compatible serial link to 
DTE equipment, along with a full complement of 
V.24/RS-232-C control signals. A UART or USART 
may be used to transfer data to and from a micro- 
computer bus. The 89C026LT supports the industry 
standard AT command set facilitating compatability 
with most PC software. 

During transmit operation, the 89C026LT synthe- 
sizes DTMF tones and the 300 BPS FSK modem 
signal and transmits them to the 89027 as digitized 
amplitude samples. During 1200 and 2400 BPS op- 


eration, DPSK and QAM is used to send 2 to 4 bits 
of information respectively at 600 baud to the AFE. 
Because the QAM coding technique is an inherently 
synchronous transmission mechanism, in the case 
of asynchronous QAM transmission, the asynchro- 
nous data is synchronized by adding or deleting stop 
bits. Following the synchronization process, the 
89C026LT transmits digitized phase and amplitude 
samples to 89027 over the high speed serial link. 

In the receive operation, the information is received 
by the 89C026LT from the 89027 as two signals 
which are 90 degrees phase shifted from each oth- 
er. These analog signals are then digitized by the 
A/D converter resident on the 89C026LT. By using 
DSP algorithms, the received signals are processed 
using adaptive equalization for telephone line delay, 
amplitude distortion and gain adjustments and the 
signal demodulated. Following demodulation, the 
data is unscrambled, and if necessary, returned to 
asynchronous format. 



RXD(103) 
TDX(1 04) 
* TCLK( 1 1 4) 
RCLK Q15) 
XTCLK(1 13) 
RTS 
CTS 
DTR 

DSR 

REMLB (140) 
LCLLB(1 41 ) 


RST EA j)E V CC V SS1 V SS2 AGND V PP 


290272-8 


Figure 7. 89C026LT Block Diagram 


4-32 






89C024LT 


MM&NKgl OMF@(^(iM¥D®M 


89C026LT PINOUT 


Symbol 

Function (89C024LT) 

Direction* 4 ) 

Pin No. 

CLKIN 

1 2.96 MHz master clock from 89027 

In 

67 

CLKIN2 

270 KHz from 89027 

In 

44 

RST 

Chip reset (active low) 

In 

16 

1 

In-phase received signal 

In 

11 

Q 

Quadrature-phase received signal 

In 

10 

STR 

Symbol Timing from 89027 

In 

24 

ED 

Energy Detect input 

In 

9 

TSYNC 

Transmitter sync pulse to 89027 

Out 

35 

SDATA 

Serial Data to 89027 

Out 

17 

SCLK 

Serial Clock to 89027 

Out 

18 

OH 

Off-Hook control to DAA 

Out 

33 

SH 

Switch-Hook from dataphone 

In 

5 

Rl 

Ring Indicator from DAA 

In 

42 

AR 

Aux Relay control to DAA 

Out 

38 

TCL1 

NVRAM Data I/O 

I/O 

20 

TCLO 

NVRAM CLK 

Out 

19 

PD 

Power-down control 

In 

15 

S/A 

NVRAM CE 

Out 

21 

D/S 

Dumb/Smart mode select 

In 

6 

CONFIG 

Reserved for future use (Vcc)^ 

In 

8 

tm 

Test Mode Indicator 

Out 

39 

TXD 

Transmitted data from DTE 

In 

27 

RXD 

Received data to DTE 

Out 

29 

RTS 

Request to send from DTE 

In 

22 

CTS 

Clear to Send to DTE 

Out 

23 

DSR 

Data Set Ready to DTE 

Out 

30 

DCD 

Data Carrier Detect to DTE 

Out 

31 

DTR 

Data Terminal Ready from DTE 

In 

25 

RCLK 

Received clock to DTE 

Out 

34 

TCLK 

Transmit clock to DTE 

Out 

28 

XTCLK 

External timing clock from DTE 

In 

26 

SI 

Speed Indicator to DTE 

Out 

32 

REMLB 

Remote Loopback Command from DTE 

In 

7 

LCLLB 

Local Loopback Command from DTE 

In 

4 

V CC 

Positive power supply ( + 5V) 

+ 5V 

1 

CDE 

Clock detect enable (Vss)^) 

GND 

14 

Vref 

A/D converter reference 

+ 5V 

13 

V SS1 

Digital ground 

GND 

36 

V SS2 

Digital ground 

GND 

68 

AGND 

Analog ground 

AGND 

12 

V PP 

Timing pin for return from power-down 

In 

37 

EA 

External Memory enable 

In 

2 

AD0-AD1 5 

External memory access address/data( 3 ) 

I/O 

60-45 

AA 

Auto Answer(3) 

Out 

60 

JS 

Jack Select* 3 ) 

Out 

59 

CD 

Carrier Detect Indicator* 3 ) 

Out 

58 

MR 

Modem Ready Indicator* 3 ) 

Out 

57 

REL 

MNP Reliable Link ActiveX) 

Out 

56 

CLASS5 

MNP Class 5 Compression ActiveX) 

Out 

55 

ERR 

Error detected by MNP(3) 

Out 

54 
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89C026LT PINOUT (Continued) 


Symbol 

Function (89C026LT) 

Direction^) 

Pin No. 

NMI 

Non-maskable InterruptfVss)^ 

In 

3 

X2 

Crystal output 

Out 

66 

CLKOUT 

Clk output 

Out 

65 

BUSWIDTH 

Bus Width 

In 

64 

INST 

External memory instruction fetch 

Out 

63 

ALE 

Address latch enable 

Out 

62 

RD 

External memory read 

Out 

61 

READY 

External memory ready 

In 

43 

BHE 

External memory bus high enable 

Out 

41 

WR 

External memory write 

Out 

40 


NOTES: 

1 . Pins marked with (Vss) rnust be connected to Vss- 

2. Pins marked with (Vcc) rnust be connect ed to Vqc- 

3. AD0-AD3 are used as AA, JS, CD, MR , REL, CLASS 5, and ERR respectively. 

4. Pins with direction “IN” must not be left floating. 


89C026LT PIN DESCRIPTION 

XTCLK 

Transmitter timing from DTE, when external clock 
option is selected. 

TXD 

The serial data from DTE to be transmitted on the 
line. A logic ’high’ is mark. In synchronous mode, 
89C026LT samples this data on the rising edges of 
TCLK. 


TCLK 

Clock output from 89C026LT as timing source for 
data exchange from DTE to m odem. Serial data is 
read on the rising edges of the TCLK. This output is 
High in asynchronous mode. 

RXD 

The serial data to DTE. A logic ’hig h’ is m ark. In 
synchronous mode, the rising edge of RCLK occurs 
in the middle of RXD. 


RCLK 

Synchronous clock output. Rising edge of RCLK oc- 
curs in the middle of each RXD bit. This pin remains 
High in asynchronous mode. 

PD 

Power-down control. A low on this input pin, in con- 
junction with the + En and +Tn commands, will 
cause the modem to go into a power-down mode. 

Vpp 

Timing pin for return from power-down. Connect a 
1.0 jutf capacitor between Vpp and V§s if the power- 


down option is used. This capacitor causes an inter- 
nal timing circuit to give the oscillator time to stabi- 
lize before turning on internal clocks. This pin may 
be left floating or connected through a 1.0 >F ca- 
pacitor to Vss if power-down mode is not required. 

TM 

A low indicates maintenance condition in the mo- 
dem. 

DCD 

In async operation, DCD remains low regardless of 
data carrier (default), or it can be programmed to 
indicate received carrier signal is within the required 
timing and amplitude limits. In sync operation low 
indicates the received carrier signal is within the re- 
quired timing and amplitude limits. 

DSR 

A low indicates modem is off-hook, is in data trans- 
mission mode , and the answer tone is being ex- 
changed. CTS low indicates modem is prepared to 
accept data. 

RTS 

In async mode RTS i s ign ored. Under command 
control, in sync mode RTS can be igno red, or the 
modem can respond with a Low on CTS. 

DTR 

&D0 command will cause the modem to ignore DTR. 
For &D1 the modem assumes the asynchronous 
comm and state on a low-to-high transition of the 
DTR circuit. The &D2 com mand does the same as 
&D1 except the state of DTR will ena ble/di sable 
auto answer. A low-to-high transition of DTR after 
the &D3 command will cause the modem to assume 
the initialization state. 
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TCL1, TCLO 

These pins are used as the serial clock and data for 
interface to an NVRAM. Refer to Figure 3. TCLO is 
used to output a clock and serial data is transferred 
in on TCL1. 

AR 

This Auxiliary relay control is for switching a relay for 
voice or data calls. High is voice, low is data. 

m 

A low signal from DAA indicates line ringing. This 
input is ignored when the modem is configured for 
leased line. This signal should follow the ring ca- 
dence. 

OH 

Low sets an off hook condition, high indicates an on 
hook. When dialing, this signal is used to pulse dial 
the line. 

SH 

Used as a telephone voice to data switch or vice 
versa. Any logic level transition will toggle the mo- 
dem state between voice and data. 

AA 

Used as an indicator for Auto Answer status and 
Ring indicator. Active low. 

LCLLB 

A low will set the modem in the local analog loop- 
back test mode. L ogic Low le vels applied simulta- 
neously to REMLB and LCLLB pins, sets the modem 
to the local digital loopback. 

REMLB 

A low on this pin initiates a remote loopback condi- 
tion. 

CD 

A Low indicates the presence of carrier signal on the 
line. 

MR 

A low indicates the presence of the DSR signal. 
Toggling indicates that a test mode is active. 

REL 

A low indicates that an MNP reliable link has been 
established. 


ERR 

Goes low for 1 second whenever MNP detects an 
error. 

SI 

Selects one of the two data rates or ranges of rates 
in the DTE to correspond to the rate in modem. Low 
selects the higher rate (2400 CCITT/1200 BELL) or 
range of rates. High selects the Low rate or range of 
rates. 

D/S 

A low on this pin will indicate the smart mode which 
will respond to all commands. A High will ignore all 
commands. 

VrEF 

Voltage reference for the analog to digital converter 
should be connected to the 89027 AVcc. 

CDE 

This pin must be connected to Vss- 

S/A 

The function of this pin is re-defined as external 
NVRAM CE. 

CONFIG 

Reserved for future use. This signal should be pulled 
high. 

EA 

When high, memory access from address 2000H to 
4000H are directed to on-chip ROM. When low, all 
Memory access is directed to off-chip memory. This 
pin must be tied high. 

JS 

Low is used to pulse A and A1 leads to control a 1 A2 
Key System jack. 

BUSWIDTH 

When high, external memory accesses are 16 bits 
wide. When low, external memory accesses are 8 
bits wide. This pin must be tied low. 

READY 

When high, no wait states are inserted in external 
memory accesses. When low, one wait state is in- 
serted in each external memory access. 


CLASS5 

A low indicates that MNP Class 5 (data compres- 
sion) is in operation. 
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89C026LT ABSOLUTE MAXIMUM 
RATINGS* 

Temperature Under Bias 0°Cto +70°C 

Storage Temperature -40°C to + 125°C 

Voltage from Any Pin to 

V ss or AGND -0.5V to + 7.0V 

Average Output Current from Any Pin 10 mA 

Power Dissipation 1.5 Watts 


NOTICE: This data sheet contains information on 
products in the sampling and initial production phases 
of development. The specifications are subject to 
change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings " may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions " is not recommended and ex- 
tended exposure beyond the “Operating Conditions " 
may affect device reliability. 


OPERATING CONDITIONS 


Symbol 

Parameter 

Min 

Max 

Units 

Ta 

Ambient Temperature Under Bias 

0 

+ 70 

°C 

Vcc 

Digital Supply Voltage 

4.75 

5.25 

V 

Vref 

Analog Supply Voltage 

4.75 

5.25 

V 

fosc 

CLKIN Frequency 

12.95870 

12.96130 

MHz 


NOTE: 

The AGND and Vss on both the 89C026LT and the 89027 must be nominally at the same potential. 


D.C. CHARACTERISTICS 


Symbol 

Parameter 

Min 

Typ(7) 

Max 

Units 

Test Conditions 

V|L 

Input Low Voltage 

-0.5 


+ 0.8 

V 


V|H 

Input High Voltage* 1 ) 

0.2 V C c + 0-9 


Vcc + 0.5 

V 


V|H1 

Input High Voltage on CLKIN 

0.7 V CC 


Vcc + 0.5 

V 


V IH2 

Input High Voltage on RESET 

2.2 


V CC + 0.5 

V 


VOL 

Output Low Voltage 



0.3 

V 

Iol = 2 00 jaA 





0.45 

V 

Iol = 3 -2 mA 





1.5 

V 

Iol = 7 mA 

VOH 

Output High Voltage( 4 ) 

Vcc “ 0.3 



V 

lOH = “200 jutA 



Vcc ~ 0.7 



V 

Ioh = -3.2 mA 



V C c “ 1.5 



V 

lOH = -7 mA 

VoHI 

Output High Voltage( 3 ) 

Vcc “ 0.3 




•oh = -10 /xA 



< 

o 

o 

1 

o 

Lj 




Iqh = -30 jttA 



Vcc - 1.5 




Iqh = -60 jttA 

'Ll 

Input Leakage Current* 5 ) 



±10 

JLtA 

0 < V| N < V C c - 0.3V 

■ui 

Input Leakage Current* 6 ) 



±3 

jutA 

0 < v iN < Vref 

IlL 

Logical 0 Input Current* 3 ) 



-50 

jllA 

V| N = 0.45V 

IlLI 

Logical 0 Input Current 
in RESET* 2 ) (ALE, RD, 



-850 

JLtA 

V| N = 0.45V 


WR, BHE, INST, SCLK) 
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D.C. CHARACTERISTICS (Continued) 


Syhibol 

Parameter 

Min 

Typ(7) 

Max 

Units 

Test Conditions 

•ref 

A/D Converter 
Reference Current 


2 

5 

mA 

CLKIN = 12.96 MHz 

Vcc = v pp = Vref = 5 -25 

•cci 

Active Mode Current 
(Typical) 


45 

60 

mA 

CLKIN = 12.96 MHz 

r rst 

RESET Pullup Resistor 

6K 


50K 

n 


Cs 

Pin Capacitance 
(Any Pin to Vss) 



10 

PF 

fjEST = 1.0 MHz 

•PD 

Power-Down Mode Current 


5 

50 

jxA 

V CC = Vpp = V REF = 5.25 


NOTES: 

(Notes apply to all specifications) 

1. All pins except RESET and CLKIN. 

2. Holding these pins belo w Vih in RESET m ay cause the part to enter test modes. 

3. TCLO, TCL1 , S/A, RTS, CTS, DSR, DCD, SI, OH. 

4. BHE, INST, CLKOUT, RESET, TCLK, RXD, RCLK, TSYNC, TM, SCLK, SDATA. The V 0 h specification is not valid for 
RESET. 

5. CDE, EA, READY, BUSWIDTH, NMI, STR, DTR, XTCLK, TXD, B/C, CLKIN2, and Rl. 

6. S/D, SH, REMLB, LCLLB, I, Q, CONFIG, ED. 

7. Typicals are based on a limited number of samples and are not guaranteed. The values listed are at room temperature 
and Vref = Vcc = 5V. 

A.C. CHARACTERISTICS (Over specified operating conditions) 

Test Conditions: Capacitive load on all pins = 100 pF, Rise and fall times = 10 ns, fosc 12.96 MHz 


This system must meet these specifications to work with 89C026LT: 


Symbol 

Parameter 

Min 

Max 

Units 

Notes 

Tavyv 

Address Valid to READY Setup 


2Tosc “ 85 

ns 


Tllyv 

ALE Low to READY Setup 


ToSC _ 72 

ns 


TyLYH 

Non READY Time 

No Upper Limit 

ns 


TcLYX 

READY Hold after CLKOUT Low 

0 

T OSC ~ 38 

ns 

(Note 1) 

TlLYX 

READY Hold after ALE Low 

T OSC “ 15 

2 Tosc “ 48 

ns 

(Note 1) 

Tavgv 

Address Valid to Buswidth Setup 


2 Tosc ~ 85 

ns 


TlLGV 

ALE Low to Buswidth Setup 


T oSC “ 70 

ns 


TcLGX 

Buswidth Hold after CLKOUT Low 

0 


ns 


Tavdv 

Address Valid to Input Data Valid 


3 Tosc “ 87 

ns 


Trldv 

RD Active to Input Data Valid 


Tosc - 23 

ns 


t cldv 

CLKOUT Low to Input Data Valid 


ToSC ~ 50 

ns 


Trhdz 

End of RD to Input Data Float 


ToSC “ 20 

ns 


Trxdx 

Data Hold after RD Inactive 

0 


ns 



NOTE: 

1 . If max is exceeded, additional wait states will occur. 
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A.C. CHARACTERISTICS (Continued) 

Test Conditions: Capacitive load on all pins = 100 pF, Rise and fall tines = 10 ns, fosc 12.96 MHz 


The 89C026LT will meet these specifications: 


Symbol 

Parameter 

Min 

Max 

Units 

Notes 

f clkin 

Oscillator Frequency 

12.95870 

12.96130 

MHz 


T OSC 

Oscillator Period 

1 /f CLKIN(MAX) 

1/ f CLKIN(MIN) 

ns 


TxHCH 

Fclkin High to CLKOUT High or Low 

40 

110 

ns 

(Note 1 ) 

t clcl 

CLKOUT Cycle Time 

2 TosC 

ns 


Tchcl 

CLKOUT High Period 

T OSC “ 10 

TosC +10 

ns 


TcLLH 

CLKOUT Falling Edge to ALE Rising 

-5 

15 

ns 


Tllch 

ALE Falling Edge to CLKOUT Rising 

-15 

15 

ns 


Tlhlh 

ALE Cycle Time 

4T 0 SC 

ns 


Tlhll 

ALE High Period 

T OSC ~ io 

ToSC + 10 

ns 


Tavll 

Address Setup to ALE Falling Edge 

T OSC _ 20 


ns 


Tllax 

Address Hold after ALE Falling Edge 

T OSC ~ 40 


ns 


Tllrl 

ALE Falling Edge to RD Falling Edge 

TosC ~ 40 


ns 


Trlcl 

RD Low to CLKOUT Falling Edge 

5 

30 



Trlrh 

RD Low Period 

TOSC “ 5 

ToSC + 25 



BPPili 

RD Rising Edge to ALE Rising Edge 

TOSC 

TosC + 25 


1151111 


RD Low to Address Float 


10 

ns 



ALE Falling Edge to WR Falling Edge 

T OSC “ 10 


ns 



CLKOUT Low to WR Falling Edge 

0 

25 

ns 



Data Stable to WR Rising Edge 

TosC - 23 


ns 



CLKOUT High to WR Rising Edge 

-10 

10 




WR Low Period 

ToSC ~ 30 

T 0 SC + 5 




Data Hold after WR Rising Edge 

TosC “10 





WR Rising Edge to ALE Rising Edge 

TosC “ 10 

T OSC + 15 



Twhbx 

BHE, INST, Hold after WR Rising Edge 

TosC “10 


ns 


Trhbx 

BHE, INST, Hold after RD Rising Edge 

TosC “10 


ns 


Twhax 

AD8-15 Hold after WR Rising Edge 

TosC “ 50 


ns 


Trhax 

AD8-15 Hold after RD Rising Edge 

TOSC “ 25 


ns 



NOTES: 

1 . Typical specifications, not guaranteed. 

2. Assuming back-to-back bus cycles. 
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Figure 8. Bus Signal Timings 
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89027 OVERVIEW 

The 89027 is a 28 pin CHMOS analog front end de- 
vice, which performs most of the complex filtering 
functions required in modem transmitters and re- 
ceivers. A general block diagram of this chip is pro- 
vided in Figure 9. Most of the analog signal process- 
ing functions in this chip are implemented with 
CHMOS switched capacitor technology. The 89027 
functions are controlled by 89C026LT, through a 
high speed serial data link. 

During FSK transmit operation, the 89027 receives 
digitally synthesized mark and space sinusoid ampli- 
tude information from the 89C026LT. The 89027 
converts the signal to its analog equivalent, filters it, 
and transmits it to the telephone line. For QAM 
transmission, the signal constellation points are 
transferred to the 89027. This information is modu- 
lated into an analog signal, passed through spectral 


shaping filters, combined with the necessary guard 
tone, smoothed by a low pass filter, and transmitted 
to the line. Prior to transmitting either FSK or QAM 
signals to the telephone line, the 89027 adjusts the 
signal gain through an on-board programmable gain 
amplifier. 

During the receive operation, the received FSK and 
QAM signals are passed through anti-alias filters, 
bandsplit filters, automatic gain control and carrier 
detect circuits, a Hilbert transform filter, and the out- 
put sent to the 89C026LT processor as analog sig- 
nals. 

Other functions provided by the 89027 are: an on- 
board two wire to four wire circuit with disable capa- 
bility, an audio monitor output with software configu- 
rable gain, and a programmable gain transmit signal. 

The 89027 is available in 28 pin plastic DIP and 
PLCC packages. 
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89027 PINOUT 


Symbol 

Function (89027) 

Direction 

Pin No. 

Vcc 

Positive Power Supply (Digital) 

+ 5V 

28 

Vbb 

Negative Power Supply 

— 5V 

15 

Vss 

Digital Ground 

DGND 

24 

AGND 

Analog Ground 

AGND 

21 

AVcc 

Positive Power Supply (Analog) 

+ 5 

7 

XI 

Xtal Oscillator 

In 

23 

X2 

Xtal Oscillator 

Out 

25 

CLKOUT 

1 2.96 MHz Clock Output to 89C026LT 

Out 

26 

CLKOUT2 

270 KHz Clock Output to 89C026LT 

Out 

19 

RST 

Chip reset (active low)( 3 ) 

In 

20 

HYB 

Enable on-chip hybrid^) 

In 

10 

AZ1 

Auto-zero capacitor 

Out 

16 

AZ2 

Auto-zero capacitor 

In 

17 

SDATA 

Serial data from 89C026LT 

In 

2 

SCLK 

Serial clock from 89C026LT 

In 

1 

TSYNC 

Transmitter sync from 89C026LT 

In 

3 

STR 

Symbol timing to 89C026LT 

Out 

27 

ED 

Receiver energy detect to 89C026LT 

Out 

18 

1 

In phase received signal to 89C026LT 

Out 

13 

Q 

Quadrature-phase received signal to 89C026LT 

Out 

14 

AOI 

Transmitter output 

Out 

6 

A02 

Receiver input 

In 

12 

AMP 

Output to monitor speaker 

Out 

11 

TXO 

Transmitter level control (LSB)(l) 

In 

9 

TX1 

Transmitter level controK 1 ) 

In 

8 

TX2 

Transmitter level controK 1 ) 

In 

5 

TX3 

Transmitter level control (MSB)O) 

In 

4 

NC 

(Note 2) 

In 

22 


NOTE: 

1. When held high, these pins must be connected through 10K resistors to Vcc- 

2. Reserved Pin. Must be left No Connect. 

3. Connect to reset circuitry through a 10K resistor. 


89027 Pinout Description 

TXO-3 

These four pins control the transmitted signal level. 
Refer to Transmit Level Table. 

HYB 

This pin enables the on-chip hybrid. A line imped- 
ance matching network must be connected between 
AOI and A02 when HYB is enabled. If HYB is dis- 
abled and an external 4W/2W hybrid is used, the 
hybrid receive path must be amplified by 6 dB. 


AOI 

Transmitter output. 

A02 

Receiver input. 

AMP 

This output can be used to monitor the call progress 
tones and operation of the line. 
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ABSOLUTE MAXIMUM RATINGSt 2 ) 


Temperature Under Bias 0 to +70° C 

Storage Temperature -40 to + 125° C 

All Input and Output Voltages 

with Respect to Vbb -0.3V to + 13.0V 

All Input and Output Voltages 
with Respect to V C q & A Vcc “1 3.0V to 0.3V 

Power Dissipation 1 .35W 

Voltage with Respect 

toVss* 1 * -0.3 V to 6.5V 


NOTES: _ 

1. Applies to pins SCLK, SDATA, TSYNC, RST, 
HYB, TX0-TX3 only. 

2. Stresses above those listed under “Absolute 
Maximum Ratings” may cause permanent damage 
to the device. This is a stress rating only and func- 
tional operation of the device at these or any other 
conditions above those indicated in the operational 
sections of this specification is not implied. Expo- 
sure to absolute maximum rating conditions for ex- 
tended periods may affect device reliability. 


OPERATING CONDITIONS 


Symbol 

Parameter 

Min 

Max 

Units 

Ta 

Ambient Temperature Under Bias 

0 

+-70 

°C 

Vcc 

Digital Supply Voltage 

4.75 

5.25 

V 

Vbb 

Analog Supply Voltage 

-4.75 

-5.25 

V 


POWER DISSIPATION Ambient Temp = 0°to70°C, V C c= AV C c= 5 ± 5%,V S s= AGND= 0V. 


Symbol 

Parameter 

Min 

Typ 

Max 

Units 

Alcc-i 

AVqc Operating Current 


15 

21 

mA 

Icci 

Vcc Operating Current 


5 

6 

mA 

Ibb-i 

Vbb Operating Current 


-15 

-21 

mA 

Alcc s 

A Vcc Standby Current 


0.2 

1 

mA 

lcc s 

Vcc Standby Current 


5 

6 

mA 

lbb s 

Vbb Standby Current 


-0.6 

-2 

mA 

Alccp 

AVcc Power-Down Current 


100 


juA 

ICCp 

Vcc Power-Down Current 


450 


jllA 

Ibbp 

Vbb Power-Down Current 


450 


jllA 

Pdo 

Operating Power Dissipation 


175 

250 

mW 

Pds 

Standby Power Dissipation 


30 

50 

mW 

Pd p 

Power Down Power Dissipation 


5 


mW 


4-42 




89C024LT 


intef 


D.C. CHARACTERISTICS (T A = 0°C to 70°C, AVcc = V cc = 5V ±5%, V B B = 5V ±5%, AGND = 
Vss = OV), supply voltage must be at the same potential as the 89C026LT power supply. Typical Values are 
for Ta = 25°C and nominal power supply values. Vcc> and AVcc- Vcc> AV CC and 89C026LT Vref m ust be 
nominally at the same potential. 


Inputs: TXO, TX1, TX2, TX3, HYB, RST 
Outputs: CLKOUT 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

lil 

Input Leakage Current 

-10 

+ 10 

juA 

Vss ^ Vin ± Vcc 

Vil 

Input Low Voltage 

Vss 

0.8 

V 


Vih 

Input High Voltage 

2.0 

Vcc 

V 


Vol 

Output Low Voltage 


0.4 

V 

lol ^ -1.6mA,1 TTL load 

Voh 

Output High Voltage 

2.4 


V 

loh ^ 50jLia, 1 TTL load 

Vcol 

CLKOUT Low Voltage 


0.4 

V 

Load Capacitance = 60 pF 

Vcoh 

CLKOUT High Voltage 

0.7 Vcc 


V 

Load Capacitance = 60 pF 


A.C. CHARACTERISTICS (T A = 25°C, Vcc = AVcc = 5V, Vss = AGND = OV, V BB = -5V) 

ANALOG INPUTS: A02 


Parameter 

Min 

Typ 

Max 

Units 

Test Condition 

A02 Receive Signal Level 



-9 

dBm 

Hybrid Enabled 

A02 Input Resistance 


10 


MOhms 

— 2.5V < Vin < + 2.5V 

A02 Allowed DC offset 

-30 


+ 30 

mV 

Relative to AGND 


AUTO ZERO CAPACITANCE 

Capacitance = 0.015 jxF 
Tolerance = ±20% 

Voltage Rating = 10V 

Type = Non-Electrolytic, low leakage. 
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CRYSTAL REQUIREMENTS^) 


Parameter 

Min 

Typ 

Max 

Units 

Comments 

Frequency Accuracy (0°C-70°C) 

-0.0035% 

12.96 

+ 0.0035% 

MHz 

Refer to 
Figure 1 0 

Rx 


10 

16 

Ohms 


Cx 


0.024 


PF 


Co 

5.1 

5.6 

6.1 

PF 


C l (2) 

1 

CJl 

vO 

47 

+ 5% 

PF 

2 Load 
Capacitors 


NOTES: 

1. Crystal Type: Parallel Resonant 

2. Crystal manufacturers usually specify the accuracy of a parallel resonant circuit at a given “load capacitance”. This “load 
capacitance” is specified to the crystal manufacturer as 33 pf. 33 pf includes the parallel combination of the capacitances 
seen at the pins of the crystal. These capacitances include Cl, 1C pin capacitances, and a 3 ± 2 pf trace capacitance. 


z 

| d 89C026LT x | 

89027 

XI 

|[ * M jl. 

p. 4- 1 1 ii 

L x 1 ^1 i X 

dgnd! c o |dgnd 

290272-12 


Figure 10. Crystal Equivalent Circuit 


ANALOG OUTPUTS: A01, AMP 


Parameter 

Min 

Typ 

Max 

Units 

Comments 

Load Resistance 







AOI 

600 



Ohms 



AMP 

10 



kOhms 



Load Capacitance 







AMP 



100 

PF 



Audio Amp Gain 


-9 


dB 

Max 


AOI to Amp 


-18 


dB 

Mid 

/ Software \ 



-26 


dB 

Min 

VSelectable/ 



-70 


dB 

Off 


Audio Amp GainO) 


+ 12 


dB 

Max 


A02 to Amp 


+ 3 


dB 

Mid 

/ Software \ 


• ■ 

-4 


dB 

Min 

VSelectable/ 



-60 


dB 

Off 



NOTE: 

1. Assumes on-chip hybrid is enabled. When on-chip hybrid is disabled, gain with respect to AQ2 is reduced by 6 dB. 
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Transmit Output LevelO) 

TX 3, 2, 1,0 

Typ 

Units 

0000 

+ 5 

dBm 

000 1 

+ 4 

dBm 

• 

• 

• 

• 

• 

• 

• 

• 

• 

1110 

-9 

dBm 

1111 

-10 

dBm 


NOTE: 

1. For PSK and QAM transmit signal. For FSK transmit sig- 
nal levels, they are typically 1 dB lower. All signals are 
measured at A01. The tolerance for the transmit levels is 
±1 dBm. 

89C024XE CHIP SET USERS: 

Note the following when using the 89C024LT Laptop 
chip set in place of the 89C024XE: 

1 . PD (B/C on 89C024XE) can be left tied to digital 
Vcc or can be connected to the power-down 
control. If the power down mode is used, a 1 .0 juf 
capacitor must be connected from Vpp on the 
89C026LT to digital ground. 

2. Buswidth pin is tied directly to ground because 
89C024LT uses 8-bit EPROM. 


REFERENCE MANUALS 

The Modem Reference Manual (Order Number 
296235-002) contains pin descriptions, AT and MNP 
command descriptions, schematics, and important 
design guidelines for the 89C024LT, 89C024XE, and 
89024 modem chip sets. The Modem Software 
Reference Manual (Order Number 296503-001) pro- 
vides information about the modem software rou- 
tines. Contact your local Intel sales office for the lat- 
est information. 


3. No 74HC373 latch is required for AD8-AD15 be- 
cause 89C026LT latches them internally. 

4. A single chip select inverter is required from 
ADI 5 to select between EPROM and RAM mem- 


ory. 


5. Optional inverter from ADI 4 can be used to 
power-down RAM. 

6. If minimum power-down currents are not re- 
quired, the 89C024XE crystal configuration and 
specifications may be used. 


4 
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V.42/42bis MODEM CHIP-SET 


■ CHMOS for Low Operating Power 

■ Low Standby Power 

■ Minimum Chip Count for Small size 

■ V.42 Compliant Error Correction (LAPM 
and *MNP4) 

■ V.42bis and MNP5 Data Compression 
Increase throughput up to 4 times with 
DTE rates of 9600 

■ AT Command Set 

■ Automatically Detects Remote Modem 
Type and Data Rate 

■ On-Chip Hybrid 

■ DTMF and Pulse Dialing 


■ On-Chip Serial Port and Handshake 
Signals for RS-232/V.24 Interface 

■ Serial Interface to External NVRAM 

■ Automatic Speed Matching in Reliable 
and Normal Modes 

■ Hardware and Software Flow Control 

■ Analog/Digital Loopback Diagnostics 

■ Synchronous Modes 

■ Easily Customized Command Set and 
Features 

■ Intel’s V.42/42bis and MNP Software Co- 
Developed with R. Scott Associates** 


89C026FT 


89027 



Figure 1. 89C024FT System Block Diagram 


*MNP is a registered trademark of Microcom, Inc. 

**R. Scott Associates, Inc., 5711 Six Forks Road, Suite 301, Raleigh, North Carolina 27609, (919) 846-7171 

Intel Corporation assumes no responsibility for the use of any circuitry other than circuitry embodied in an Intel product. No other circuit patent 
licenses are implied. Information contained herein supersedes previously published specifications on these devices from Intel. September 1990 
©INTEL CORPORATION, 1990 4 Order Number: 290398-001 
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GENERAL DESCRIPTION 

The Intel 89C024FT is a highly integrated, low 
power V.42/42bis compliant modem chip-set. This 
two chip solution is composed of the 89027 analog 
front end and the 89C026FT (an 80C196 based 
microcontroller). 

V.42/42bis compliancy assures adherence to an 
international error correction (V.42: LAPM & MNP 
class 4) and data compression (V.42bis: BTLZ & 
MNP class 5) standards. V.42bis uses BTLZ (British 
Telecom Lempel Ziv) data compression algorithm to 
achieve throughputs of up to 4 times the transmis- 
sion rate, effectively providing up to 9600 bps 
throughput with a 2400 bps modem. 

The benefits of V.42/42bis compliancy are, com- 
patibility with the installed base of MNP class 4 mo- 
dems, and an increased throughput of up to 4:1 . The 
chip-set also provides MNP class 5 operation. This 
provides 2:1 compression with the large installed 
base of MNP class 5 modems. These benefits allow 
the 89C024FT chip-set to provide fast and reliable 
data transfer with the current and upcoming in- 
stalled base of modems products. 

The 89C024FT chip-set, along with a Data Access 
Arrangement (DAA), a single 64K x 8 EPROM, a 
32K x 8 static RAM, represent the circuitry neces- 
sary for implementing an auto dial/answer, 300 to 
2400 bps, V.42/42bis compliant modem. Refer to 
figure 2 for a block diagram of this application. The 


system is compatible with the following CCITT and 
BELL transmission standards: 

CCITT V.22bis 
2400 bps sync and async 
1200 bps sync and async 
CCITT V.22A&B 
1200 bps sync and async 
CCITT V.21 

0 to 300 bps anisochronous 
BELL 212A 

1200 bps sync and async 
300 bps fall-back mode 
BELL 103 

0 to 300 bps anisochronous 

This chip-set supports power-down modes that are 
selected via the AT command set, providing flexible 
power-down management control. The power-down 
modes make the 89C024FT a good fit for laptop 
computer applications. Power consumption for the 
chip-set is typically 400 mW during a connection. 
When powered-down, the chip-set consumes 5 mW. 

A complete set of industry standard AT commands 
are provided for modem configuration and user in- 
terface. Additional commands have been imple- 
mented for power down modes and V.42/42bis/MNP 
feature control. Virtually all PC software written for 
the AT command set can also be used with this chip- 
set. Alternatively, in applications where user pro- 
prietary modem control commands and features are 
desired, the user can replace the 89C024FT com- 
mand module with custom proprietary software. 



Figure 2. 89C024FT Modem Application 
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PACKAGING 

89027 is available in PLCC and standard plastic DIP packages. The 89C026FT is available in a PLCC 
package. Packages are shown from top view, looking down on component side of PC board. 


28-Pin Plastic DIP 


28-Pin PLCC 


SCLKC 1 
SDATAC 2 
TSYNCC 3 
TX3C 4 
TX2C 5 
AOIC 6 
AV cc C 7 


1 

28 

2 

27 

3 

26 

4 

25 

5 

24 

6 

23 

7 

22 

P89027 

8 

21 

9 

20 

10 

19 

11 

18 

12 

17 

13 

16 

14 

15 


19PCLKOUT2 
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Figure 3. Device Packages 
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CALL ESTABLISHMENT, 

TERMINATION AND RETRAIN 

The 89C024FT modem system incorporates all pro- 
tocols and functions required for automatic or man- 
ual call establishment. The modem system also 
incorporates all protocols and functions required for 
progress and termination of a data call. 

The modem chip-set has a built-in auto-dialer, both 
DTMF and Pulse type. It can detect dial, busy, and 
ringback signals from the remote end, and will pro- 
vide call progress messages to the user. The mo- 
dem is also capable of re-dialing the last number 
dialed. 

The modem, when configured for auto-answer, will 
answer an incoming call, remain silent for the two 
second billing delay interval, and then transmit the 
answer tones. Afterwards modem to modem iden- 
tification and handshaking will proceed at a speed 
and operating mode acceptable to both ends of the 
link. 

The data call can also be setup by manual dialing. 
A transition from voice (i.e., for the purpose of man- 
ual dialing) to data mode can be done by the use of 
a mechanical switch (exclusion key) on the SH pin. 
Once set to data mode, the modem handshaking 
will proceed before the modems will be ready to ac- 
cept and exchange data. 

During data transmission, if one of the modems 
finds that the received data is likely to have a high 
bit error rate (indicated by a large mean square error 
in the adaptive equalizer), it initiates a retrain se- 
quence. This automatic retrain feature is only avail- 
able at 2400 bps, and is compatible with CCITT V.22 
bis recommendations. 

Disconnection of the data call can be initiated by the 
DTE at the local end or by the remote D TE (if the 
modem is configured to accept it). Whether DTR will 
initiate a disconnect depends on the last &D com- 
mand. Receiving a long space from a remote mo- 
dem will initiate a disconnect only after a Y1 
command. The optional disconnect requests, 


originated by the remote modem, are of two types, 
(1) disconnect when receiving long-space, and (2) 
disconnect when received carrier is dropped. The 
modem chip-set can also be configured to transmit 
“long-space” just before disconnection. 


Because the CCITT and Bell modem connection 
protocols do not provide recognition of remote mo- 
dem type (i.e., V. 22 bis to 21 2A), the Intel chip-set 
provides the additional capability of identifying the 
remote modem type. This feature is beneficial dur- 
ing the migration phase of the technology from the 
1200 bps to 2400 bps. In North America, where the 
installed base of 1 200 bps modems is mostly made- 
up of 21 2A type, this feature allows a “Data Base 
Service Provider” to easily upgrade the existing 
21 2A modems to 2400 bps V. 22 bis standard, trans- 
parently, to 21 2A users. Similarly, a user with a 
89C024FT based modem system can automatically 
call data bases with either 21 2A or V. 22 bis mo- 
dems, without concern over the difference. This fea- 
ture’s benefits are realized in smooth upgrading of 
data links, with minimum cost and reduced disrup- 
tion in services. Refer to Table 1 for a detailed de- 
scription of remote modem compatibility. 


SOFTWARE CONFIGURATION 
COMMANDS 

This section lists the 89C024FT commands and 
registers that may be used while configuring the mo- 
dem. Commands instruct the modem to perform an 
action, the value in the associated registers deter- 
mine how the commands are performed, and the 
result codes returned by the modem tell the user 
about the execution of the commands. 



The commands may be entered separately or in 
string fashion. Any spaces within or between com- 
mands will be ignored by the modem. During the 
entry of any command, the ‘backspace’ key (CNTRL 
H) can be used to correct any error. Upper case or 
lower case characters can be used in the com- 
mands. Commands described in the following par- 
agraphs refer to asynchronous terminals using 
ASCII codes. 
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Table 1. Remote Modem Compatibility 


Originating 

89C024FT 

Modem 

Bell 

300 

Bell 

1200 

Answering Modem 
CCITT 
300 

CCITT 

1200 

CCITT 

2400 

Bell 

300 

300 

300 

— 

300* 

300* 


1200 

1200* 

1200 

— 

1200 

1200 

CCITT 

300 

— 

— 

300 

— 

— 


1200 

1200* 

1200 

— 

1200 

1200 


2400 

1200* 

1200 


1200 

2400 


Answering 

89C024FT 

Modem 

Beli 

300 

Bell 

1200 

Originating Modem 
CCITT 
300 

CCITT 

1200 

CCITT 

2400 

Bell 

300 

300 

1200 

— 

1200 

1200 


1200 

300 

1200 

— 

1200 

1200 

CCITT 

300 

— . 

— 

300 

— 

— 


1200 

300* 

1200 

— 

1200 

1200 


2400 

300* 

1200 

— 

1200 

2400 


* These connection data rates are obtained when connecting 89C024FT based modems end to end. The same results may 
not be obtained when a 89C024FT based modem is connected to other modems. 


MNP Feature Control Command Set 
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\An 

Maximum MNP Block Size 

%An 

Set Auto-Reliable Fallback Character 

\Bn 

Transmit Break 

\Cn 

Set Auto-Reliable Buffer 

\Gn 

Set Modem Port Flow Control 

\Jn 

Bits per Second Rate Adjust 

\Kn 

Set Break Control 

\Nn 

Set Operating Mode 

\0 

Originate Reliable Link 

\Qn 

Set Serial Port Flow Control 

\Tn 

Set Inactivity Timer 

\U 

Accept Reliable Link 

Wn 

Modify Result Code Form 

\Xn 

Set XON/XOFF Pass-Through 

\Y 

Switch to Reliable Mode 

\Z 

Switch to Normal Mode 

Power Down Commands 

+ En 

Disable/Enable Power Down 

+ Tn 

Time to Power Down 


Command Set 


AT 

Attention code. 

A 

Go off-hook in answer mode 

A/ 

Repeat previous command string 

Bn 

BELL/CCITT Protocol Compatibility 
at 300 and 1 200 bps 

Ds 

The dialing commands 

(0-9 ABCD*#PRTSW,;@) 

En 

Echo command (En) 

Hn 

Switch-Hook Control 

If &J1 option is selected, HI will also 


switch the auxiliary relay 

In 

Request Product Code and Checksum 

Ln 

Speaker Volume 

Mn 

Monitor On/Off 

Nn 

Maximum Line (DCE) rate 

O 

On-Line 

Qn 

Result Codes 

Sn = x 

Write S Register 

Sn? 

Read S Register 

Vn 

Enable Short-Form Result Codes 

Xn 

Enable Extended Result Code 

Yn 

Enable Long Space Disconnect 

Z 

Fetch Configuration Profile 

+ 4- + 

The Default Escape Code 

&Cn 

DCD Options 

&Dn 

DTR Options 

&Fn 

Fetch Factory Configuration Profile 

&Gn 

Guard Tone 

&Jn 

Telephone Jack Selection 

&Ln 

Leased/Dial-up Line Selection 

&Mn 

Async/Sync Mode Selection 

&Pn 

Make/Break Pulse Ratio 

&Rn 

RTS/CTS Options 

&Sn 

DSR Options 

&Tn 

Test Commands 

&Wn 

Write Configuration to Non 


Volatile Memory 

&Xn 

Sync Clock Source 

&Yn 

Default NVRAM Profile Select 

&Zn 

Store Telephone Number 


V.42/42bis Feature Control Commands 


-Jn 

V.42 Detection Phase Control 

“Hn 

V.42bis Compression Control 

“Nn 1 

V.42bis Dictionary Size 

“On 

V.42bis Dictionary String Length 
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CONFIGURATION REGISTERS 

The modem stores all the configuration information 
in a set of registers. Some registers are dedicated 
to a special command and function, and others are 
bit-mapped, with different commands sharing the 
register space to store the command status. 


SO* 

Ring to Answer 

SI 

Ring Count. (Read Only) 

S2 

Escape Code Character 

S3 

Carriage Return Character 

S4 

Line Feed Character 

S5 

Back Space Character 

S6 

Wait for Dial Tone 

S7 

Wait for Data Carrier 

S8 

Pause Time for the Comma Dial 
Modifier 

S9 

Carrier Detect Response Time 

S10 

Lost Carrier to Hang Up Delay 

S11* 

DTMF Tone Duration 

S12 

Escape Code Guard Time 

S13 

Not Used 

SI 4* 

Bit Mapped Option Register 

S15 

Not Used 

SI 6 

Modem Test Options 

S17 

Not Used 

S18* 

Test Timer 

S19 

Not Used 

S20 

Not Used 

S21 * 

Bit Mapped Options Register 

S22* 

Bit Mapped Options Register 

S23* 

Bit Mapped Options Register 

S24 

Not Used 

S25* 

Delay to DTR (Sync Only) 

S26* 

RTS to CTS Delay (Half Dup.) 

S27* 

Bit Mapped Options Register 

S31* 

Bit Mapped Options Register 

S37 

Maximum Line (DCE) Rate 

SI 00 

Mean Error Monitor Register 


NOTE: 

* These S registers can be stored in the NVRAM. 

DIALING 


Dial modifiers are available for adding conditions to 
dialed phone numbers. 

Dial Modifiers 


P 

Pulse Dial 

R 

Originate call in Answer Mode 

T 

Tone Dial 

S 

Dial a stored number 

W 

Wait for dial tone 


Delay a dial sequence 
Return to command state 

! 

Initiate a flash 

@ 

Wait for quiet 


Example: 

Terminal: AT &Z0 = T 1 (602) 555-1212 
Modem: OK 

Result: Modem stores the Tone Dial (T) modifier 

and phone number T 1 6025551 21 2 in the 
external NVRAM. 

The number can be dialed from asynchronous mode 
by issuing the following command: 

Terminal: AT DSO 
Modem: T1 6025551 21 2 

Result: Modem dials phone number and at- 

tempts to establish a connection. 

or by turning on DTR when in Synchronous Mode 
2. Up to 33 symbols (dial digits and dial modifiers) 
may be stored. Spaces and other delimiters are ig- 
nored and do not need to be included in the count. 
If more than 33 symbols are supplied, the dial string 
will be truncated to 33. 

POWER MANAGEMENT 

The flexible power management controls allow for a 
variety of command and hardware driver options. 
The power down sequence is initiated by placing a 
logic “low” on pin 15 (PD) of the 89C026FT. The 
laptop can control the_PD signal directly. If such a 
signal is unavailable, PD can b e controlled by com- 
munications software via DTR. Lack of data activity 
or an in-coming ring signal can also be used to con- 
trol PD. 

Placing the crystal on the 89C026FT (Figure 10) 
allows it to reduce power consumption by turning off 
the oscillator. When online and connected to a re- 
mote modem, the power consumption for the 
89C024FT is typically 400 mW. Additionally, when 
the 89027 is not needed (on-hook, not connected 
to a remote modem) the 89C026FT places it in 
stand-by. In standby the chip-set power consump- 
tion _is_typically 255 mW. When powered down via 
the PD pin on the 89C026FT, the chip-set typically 
consumes 5 mW. Minimum memory-system power- 
consumption can be achieved by chip selecting 
memory only when addressed. 

APPLICATIONS OVERVIEW 

The block diagram of a stand-alone 300 to 2400 bps 
Hayes compatible modem is depicted in Figure 4. 
The DA A section shown in this diagram may be im- 
plemented using the suggested diagram in Figure 
5. Figure 6 shows the use of the power-down 
feature. 
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Figure 4. Typical Laptop Modem 


AUXILIARY 

BUSINESS 

PHONE 



TELEPHONE 
LINE OR 
DATA PHONE 


SH 


EXCLUSION KEY 
STATE DETECTOR 



Figure 5. Typical Telephone Line Interface Using Internal Hybrid 
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SYSTEM COMPATIBILITY SPECIFICATIONS 


Parameter 

Specification 

Synchronous 

2400 bps ±0.01% V.22 bis 
1 200 bps ± 0.01 % V.22 and BELL 21 2A 

Asynchronous 

2400, 1200 bps, character asynchronous. 
0 - 300 bps anisochronous. 

Asynchronous Speed Range 

+ 1% -2.5% default. Extended +2.3% -2.5% range of CCITT 
standards optional via software customization. 

Asynchronous Format 

10 bits, including start, stop, parity. (8, 9, 1 1 bits optional via S/W 
customization.) 

Synchronous Timing Source 

a) Internal, derived from the local oscillator. 

b) External, provided by DTE through XTCLK. 

c) Slave, derived from the received clock. 

Telephone Line Interface 

Two wire full duplex over public switched network or 4 wire 
leased lines. 

On-chip hybrid and billing delay timers. 

Modulation 

V.22 bis, 16 point QAM at 600 baud. 

V.22 and 21 2A, 4 point PSK at 600 baud. 
V.21 and 103, binary phase coherent FSK 

Output Spectral Shaping 

Square root of 75% raised cosine, QAM/PSK. 

Transmit Carrier Frequencies 
V.22 bis, V.22, 21 2A 

V.21 

Bell 103 mode 

Originate 1200 Hz ± .02% 

Answer 2400 Hz ± .02% 

Originate ’space’ 1 180 Hz ± .02% 

Originate ’mark’ 980 Hz ± .02% 

Answer ’space’ 1850 Hz ± .02% 

Answer ’mark’ 1650 Hz ± .02% 

Originate ’space’ 1070 Hz ± .02% 

Originate ’mark’ 1270 Hz ± .02% 

Answer ’space’ 2020 Hz ± .02% 

Answer ’mark’ 2225 Hz ± .02% 

Received Signal Frequency Tolerance 
V.22 bis, V.22, 21 2A 

V.21 
Bell 103 

Originate 2400 Hz ± 7 Hz 

Answer 1200 Hz ± 7 Hz 

Originate ’space’ 1850 Hz ±12 Hz 
Originate ’mark’ 1650 Hz ± 12 Hz 

Answer ’space’ 1 1 80 Hz ± 1 2 Hz 

Answer ’mark’ 980 Hz ± 12 Hz 

Originate ’space’ 2020 Hz ± 12 Hz 

Originate ’mark’ 2225 Hz ± 12 Hz 

Answer ’space’ 1070 Hz ± 12 Hz 

Answer ’mark’ 1270 Hz ± 12 Hz 

Typical Energy Detect Sensitivity 

Greater than -43 dBm ED is ON. Less than -48 dBm ED is 
OFF. Signal in dBm measured at A02. 

Energy Detect Hysteresis 

A minimum Hysteresis of 2 dB for QAM scrambled mark. 

Line Equalization 

Fixed compromise equalization, transmit. 
Adaptive equalizer for PSK/QAM, receive. 

Diagnostics Available 

Local analog loopback. 
Local digital loopback. 
Remote digital loopback. 

Self Test Pattern Generator 

Alternate ’ones’ and ’zeros’ and error detector, to be used along 
with most loopbacks. 

A number indicating the bit errors detected is sent to DTE. 
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RECEIVER PERFORMANCE SPECIFICATIONS 


Test Cases 

Typical SNR for 
10 -5 BER Performance 

Data 

Rx Level 

Answer 

Originate 

Mode 

(dBm) 

(dB) 

(dB) 

V.22 bis 

-30 

16 

16.5 

Synchronous 

-40 

16.5 

18 

V.22/Bell 21 2A 

-30 

6.5 

6.5 

Synchronous 

-40 

6.5 

6.5 

V. 21 

-30 

9 

7.5 

Asynchronous 

-40 

9 

8 

Bell 103 

-30 

10 

11.5 

Asynchronous 

-40 

10 

11.5 


Test Conditions: 

— Receive Signal (Rx) measured at A02 (transmit level set at -9 dBm) 

— Unconditioned 3002 Line 

— 3 KHz Flat-Band Noise 


PERFORMANCE SPECIFICATIONS 


Parameter 

Min 

Typ 

Max 

Units 

Comments 

DTMF Level 


4.0 


dBm 

at AOI 

DTMF Second Harmonic 



-35 

dB 

HYB enabled into 600ft 

DTMF Twist (Balance) 


3 


dB 


Default DTMF Duration 


100 


ms 

Software Controlled 

Pulse Dialing Rate 


10/20 


pps 

Software Controlled 

Pulse Dialing Make/Break 


39/61 


% 

US 



33/67 


% 

UK, Hong Konjg 

Pulse Interdigit Interval 


785 


ms 


Billing Delay Interval 



2.1 

sec 


Guard Tone Frequency 


540 


Hz 


Amplitude 


-3 


dB 

referenced to High 
Channel transmit. 

Frequency 


1800 


Hz 

QAM/PSK Modes Only 

Amplitude 


-6 


dB 


Dial Tone Detect Duration 


3.0 


sec 


Ringback Tone Detect 
Duration 


' 

0.75 


sec 


Cadence 


1.5 



Off/On Ratio 

Busy Tone Detect 
Duration 


0.2 


sec 


Cadence 

0.67 


1.5 


Off/On Ratio 
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89C026FT OVERVIEW 

The 89C026FT processor performs data manipu- 
lation, signal processing and user interface func- 
tions. It requires a single 64K x 8 ROM and 32K x 
8 RAM to execute standard, and/or custom code to 
perform the V.42/42bis and MNP4/5 protocol func- 
tions. The ROM and RAM addresses overlap in ex- 
ternal memory and are decoded using the INST and 
ADI 5 signals. A block diagram of the 89C026FT is 
provided in Figure 7. 

89C026FT contains a TTL compatible serial link to 
DTE equipment, along with a full complement of 
V.24/RS-232-C control signals. A UART or USART 
may be used to transfer data to and from a micro- 
computer bus. The 89C026FT supports the industry 
standard AT command set facilitating compatibility 
with most PC software. 

During transmit operation, the 89C026FT synthes- 
izes DTMF tones and the 300 BPS FSK modem sig- 
nal and transmits them to the 89027 as digitized 


amplitude samples. During 1200 and 2400 BPS op- 
eration, DPSK and QAM is used to send 2 to 4 bits 
of information respectively at 600 baud to the AFE. 
Because the QAM coding technique is an inherently 
synchronous transmission mechanism, in the case 
of asynchronous QAM transmission, the asynchron- 
ous data is synchronized by adding or deleting stop 
bits. Following the synchronization process, the 
89C026FT transmits digitized phase and amplitude 
samples to 89027 over the high speed serial link. 

In the receive operation, the information is received 
by the 89C026FT from the 89027 as two signals 
which are 90 degrees phase shifted from each other. 
These analog signals are then digitized by the A/D 
converter resident on the 89C026FT. By using DSP 
algorithms, the received signals are processed us- 
ing adaptive equalization for telephone line delay, 
amplitude distortion and gain adjustments and the 
signal demodulated. Following demodulation, the 
data is unscrambled, and if necessary, returned to 
asynchronous format. 


RXD(103) ◄-* 

TDX( 1 04) » ► 

TCLK( 1 1 4) <4“i 

RCLK (1 15) ◄-» 

XTCLK(1 1 3) — 1 ► 

RTS — j ► 

CTS <4-1 

DTR * ► 

DSR <4-j 

REMLB (1 40) 1 ► 

LCLLB(141) • ► 

_SI ◄-} 

TM <4-| 

DCD 

TCLO * ► 

TCL1 — j ► 

CONFIG 1 ► 

$/_A 
PD 
OH 
AR 
SH 
Rl 
D/S 




| COMMAND INTERPRETER | 



AUTO BAUD- RATE/ 
DATA FORMAT 
DETECTOR 

1“ 






SELF TEST 

J 

GENERATOR 



ADAPTIVE 

EQUALIZER 




\ j 



CARRIER 

PHASE 

RECOVER 

DECODER 





r 

| ENCODER |- 

- 

HIGH-SPEED 

SERIAL 


DATALINK 

CONTROL 


► TSYNC 

► SCLK 

- SDATA 


MU_X < _ _ _ 1 

• dtmf Tans we"r| 


FSK 


mod ! tone ! tone 

MUU> . GEN. . GEN. 


LOGIC AND TIMING 
TEL. LINE HANDSHAKING 
RETRAIN SEQUENCER 


- r 

RST EA CDE V CC V SS1 V SS2 AGND V PP 


Figure 7. 89C026FT Block Diagram 
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89C026FT PINOUT 


Symbol 

Function (89C026FT) 

Direction* 4 ) 

Pin No. 

CLKIN 

12.96 MHz master clock from 89027 

In 

67 

CLKIN2 

270 KHz from 89027 

In 

44 

RST 

Chip reset (active low) 

In. 

16 

1 

In-phase received signal 

In 

11 

Q 

Quadrature-phase received signal 

In 

10 

STR 

Symbol Timing from 89027 

In 

24 

ED 

Energy Defect input 

In 

9 

TSYNC 

Transmitter sync pulse to 89027 

Out 

35 

SDATA 

Serial Data to 89027 

Out 

17 

SCLK 

Serial Clock to 89027 

Out 

18 

OH 

Off-Hook control to DAA 

Out 

33 

SH 

Switch-Hook from dataphone 

In 

5 

Rl 

Ring Indicator from DAA 

In 

42 

AR 

Aux Relay control to DAA 

Out 

38 

TCL1 

NVRAM Data I/O 

I/O 

20 

TCLO 

NVRAM CLK 

Out 

19 

PD 

Power-down control 

In 

15 

S/A 

NVRAM CE 

Out 

21 

D/S 

Dumb/Smart mode select 

In 

6 

CONFIG 

Reserved for future use (V cc )< 2 > 

In 

8 

Tm 

Test Mode Indicator 

Out 

39 

TXD 

Transmitted data from DTE 

In 

27 

RXD 

Received data to DTE 

Out 

29 

RTS 

Request to send from DTE 

In 

22 

CTS 

Clear to Send to DTE 

Out 

23 

DSR 

Data Set Ready to DTE 

Out 

30 

DCD 

Data Carrier Detect to DTE 

Out 

31 

DTR 

Data Terminal Ready from DTE 

In 

25 

RCLK 

Received clock to DTE 

Out 

34 

TCLK 

Transmit clock to DTE 

Out 

28 

XTCLK 

External timing clock from DTE 

In 

26 

SI 

Speed indicator to DTE 

Out 

32 

REMLB 

Remote Loopback Command from DTE 

In 

7 

LCLLB 

Local Loopback Command from DTE 

In 

4 

Vcc 

Positive power supply ( + 5V) 

+ 5V 

1 

CDE 

Clock detect enable (Vss)* 1 * 

GND 

14 

VreF 

A/D converter reference 

+ 5V 

13 

V SS1 

Digital ground 

GND 

36 

VsS2 

Digital ground 

GND 

68 

AGND 

Analog ground 

AGND 

12 


Timing pin for return from power-down 

In 

37 

EA 

External Memory enable 

In 

2 

AD0-AD15 

External memory access address/date< 3 > 

I/O 

60-45 

AA 

Auto Answer* 3 * 

Out 

60 

JS 

Jack Select* 3 ) 

Out 

59 

CD 

Carrier Detect Indicator* 3 ) 

Out 

58 

MR 

Modem Ready Indicator* 3 ) 

Out 

57 

REL 

MNP Reliable Link Active* 3 ) 

Out 

56 

COMP 

Compression Active V.42bis or MNP 5< 3 ) 

Out 

55 

ERR 

Error detected by LAPM or MNP* 3 ) 

Out 

54 

LAPM 

LAPM Reliable Link Active* 3 ) 

Out 

53 
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89C026FT PINOUT (Continued) 


Symbol 

Function (89C026FT) 

Direction^) 

Pin No. 

NMI 

Non-maskable interrupUVss)* 1 > 

In 

3 

X2 

Crystal output 

Out 

66 

CLKOUT 

Clk output 

Out 

65 

BUSWIDTH 

Bus Width 

In 

64 

INST 

External memory instruction fetch 

Out 

63 

ALE 

Address latch enable 

Out 

62 

RD 

External memory read 

Out 

61 

READY 

External memory ready 

In 

43 

BHE 

External memory bus high enable 

Out 

41 

WR 

External memory write 

Out 

40 


NOTES: 

1 . Pins marked with (V ss ) must be corrected to V ss . 

2. Pins marked with (V cc ) must be connec ted to V cc - 

3. AD0-AD3 are used as AA, JS, CD, MR, REL, COMP, ERR, and LAPM respectively. 

4. Pins with direction “IN” must not be left floating. 


89C026FT PIN DESCRIPTION 

XTCLK 

Transmitter timing from DTE, when external clock 
option is selected. 

TXD 

The serial data from DTE to be transmitted on the 
line. A logic ‘high’ is mark. In synchronous mode, 
89C026FT samples this data on the rising edges of 
TCLK. 


TCLK 

Clock output from 89C026FT as timing source for 
data exchange from DTE to m odem. Serial data is 
read on the rising edges of the TCLK. This output is 
High in asynchronous mode. 


down option is used. This capacitor causes an in- 
ternal timing circuit to give the oscillator time to sta- 
bilize before turning on internal clocks. This pin may 
be left floating or connected through a 1 .0 jxF ca- 
pacitor to V ss if power-down mode is not required. 

TM 

A low indicates maintenance conditiqn in the 
modem. 



DCD 

In async operation, DCD remains low regardless of 
data carrier (default), or it can be programmed to 
indicate received carrier signal is within the required 
timing and amplitude limits. In sync operation low 
indicates the received carrier signal is within the 
required timing and amplitude limits. 


RXD 

The serial data to DTE. A logic ‘hig h’ is m ark. In 
synchronous mode, the rising edge of RCLK occurs 
in the middle of RXD. 


RCLK 

Synchronous clock output. Rising edge of RCLK oc- 
curs in the middle of each RXD bit. This pin remains 
High in asynchronous mode. 

PD 

Power-down control. A low on this input pin, in con- 
junction with the +En and +Tn commands, will 
cause the modem to go into a power-down mode. 


Timing pin for return from power-down. Connect a 
1 .0 fxf capacitor between V PP and V ss if the power- 


DSR 

A low indicates modem is off-hook, is in data trans- 
mission mode , and the answer tone is being ex- 
changed. CTS low indicates modem is prepared to 
accept data. 

RTS 

In async mode RTS i s ign ored. Under command 
control, in sync mode RTS can be igno red, or the 
modem can respond with a Low on CTS. 

DTR 

&D0 command will cause the modem to ignore DTR. 
For &D1 the modem assumes the asynchronous 
comm and state on a low-to-high transition of the 
DTR circuit. The &D2 co mman d does the same as 
&D1 except the state of DTR will enab le/di sable 
auto answer. A low-to-high transition of DTR after 
the &D3 command will cause the modem to assume 
the initialization state. 
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TCL1, TCLO 

These pins are used as the serial clock and data for 
interface to an NVRAM. Refer to Figure 3. TCLO is 
used to output a clock and serial data is transferred 
in on TCL1 . 

AR 

This Auxiliary relay control is for switching a relay 
for voice or data calls. High is voice, low is data. 

Ri 

A low signal from DAA indicates line ringing. This 
input is ignored when the modem is configured for 
leased line. This signal should follow the ring 
cadence. 

OH 

Low sets an off hook condition, high indicates an on 
hook. When dialing, this signal is used to pulse dial 
the line. 

SH 

Used as a telephone voice to data switch or vice 
versa. Any logic level transition will toggle the mo- 
dem state between voice and data. 

AA 

Used as an indicator for Auto Answer status and 
Ring indicator. Active low. 

LCLLB 

A low will set the modem in the local analog loop- 
back test mode. L ogic Low le vels applied simulta- 
neously to REMLB and LCLLB pins, sets the modem 
to the local digital loopback. 

REMLB 

A low on this pin initiates a remote loopback 
condition. 

CD 

A low indicates the presence of carrier signal on the 
line. 

MR 

A low indicates the presence of the DSR signal. Tog- 
gling indicates that a test mode is active. 

REL 

A low indicates that an MNP reliable link has been 
established. 

COMP 

A low indicates that data compression is in opera- 
tion (V.42bis or MNP Class 5). 

LAPM 

A low indicates that a LAPM reliable link has been 
established. 


ERR 

Goes low for 1 second whenever a reliable connec- 
tion detects an error. 

si 

Selects one of the two data rates or ranges of rates 
in the DTE to correspond to the rate in modem. Low 
selects the higher rate (2400 CCITT/1200 BELL) or 
range of rates. High selects the Low rate or range 
of rates. 

D/S 

A low on this pin will indicate the smart mode which 
will respond to all commands. A High will ignore all 
commands. 


Voltage reference for the analog to digital converter 
should be connected to the 89027 AV CC . 

CDE 

This pin must be connected to V ss . 

S/A 

The function of this pin is re-defined as external 
NVRAM CE. 

CONFIG 

Reserved for future use. This signal should be 
pulled high. 

EA 

When high, memory access from address 2000H to 
4000H are directed to on-chip ROM. When low, all 
Memory access is directed to off-chip memory. This 
pin must be tied high. 

JS 

Low is used to pulse A and A1 leads to control a 
1 A2 Key System jack. 

BUSWIDTH 

When high, external memory accesses are 16 bits 
wide. When low, external memory accesses are 8 
bits wide. This pin must be tied low. 

READY 

When high, no wait states are inserted in external 
memory accesses. When low, one wait state is in- 
serted in each external memory access. 

INST 

Output high during an external memory read indi- 
cates the read is an instruction fetch. INST is acti- 
vated only during external memory accesses and 
output low for data fetch. INST along with ADI 5 are 
used to decode the overlapping external ROM and 
RAM. 
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89C026FT ABSOLUTE MAXIMUM 
RATINGS* 

Temperature Under Bias 0°C to + 70°C 

Storage Temperature - 40°C to + 1 25°C 

Voltage from Any Pin to 

V ss or AGND - 0.5V to + 7.0V 

Average Output Current from Any Pin 10 mA 

Power Dissipation 1.5 Watts 


* Notice: Stresses above those listed under “Abso- 
lute Maximum Ratings ” may cause permanent dam- 
age to the device. This is a stress rating only and 
functional operation of the device at these or any 
other conditions above those indicated in the opera- 
tional sections of this specification is not implied. Ex- 
posure to absolute maximum rating conditions for 
extended periods may affect device reliability. 

NOTICE: Specifications contained within the 
following tables are subject to change. 


OPERATING CONDITIONS 


Symbol 

Parameter 

Min 

Max 

Units 

Ta 

Ambient Temperature Under Bias 

0 

+ 70 

°C 

V CC 

Digital Supply Voltage 

4.75 

5.25 

V 

Vref 

Analog Supply Voltage 

4.75 

5.25 

V 

fosc 

CLKIN Frequency 

12.95870 

12.96130 

MHz 


NOTE: 

The AGND and V ss on both the 89C026FT and the 89027 must be nominally at the same potential. 


D.C. CHARACTERISTICS 


Symbol 

Parameter 

Min 

Typ(7) 

Max 

Units 

Test Conditions 

V|L 

Input Low Voltage 

-0.5 


+ 0.8 

V 


V|H 

Input High VoltageO) 

0.2 V C c + 0-9 


V CC + 0.5 

V 


V|H1 

Input High Voltage on CLKIN 

0.7 V CC 


Vcc + 0.5 

V 


V|H2 

Input High Voltage on RESET 

2.2 


Vcc + 0.5 

V 


V 0 L 

Output Low Voltage 



0.3 

V 

Iol = 200 jlxA 





0.45 

V 

Iql = 3-2 mA 





1.5 

V 

Iol = 7 mA 

VOH 

Output High Voltage( 4 ) 

CO 

d 

1 

o 

o 

> 



V 

lOH = “200 jaA 



< 

o 

o 

1 

o 



V 

Ioh = “3.2 mA 



Vcc - 1-5 



V 

Iqh = ” 7 mA 

VOHI 

Output High Voltage( 3 ) 

CO 

0 

1 

o 

o 

> 



V 

*OH = “10 \x A 



< 

o 

o 

1 

o 



V 

Iqh = “30 jllA 



Vcc - 1-5 



V 

Ioh = -60 jllA 

Ili 

Input Leakage Current 5 ) 



±10 

/xA 

0 < V| N < Vcc - 0.3V 

Ilii 

Input Leakage Current^) 



±3 

jllA 

0 < Vin < Vref 

IlL 

Logical 0 Input Current^) 



-50 

juA 

V| N ■= 0.45V 

IlLI 

Logical 0 Input Current 
in RESET(2) (ALE, RD, 



-850 

jliA 

V| N = 0.45V 


WR, BHE, INST, SCLK) 
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D.C. CHARACTERISTICS (Continued) 


Symbol 

Parameter 

Min 

Typ<7) 

Max 

Units 

Test Conditions 

Iref 

A/D Converter 
Reference Current 


2 

5 

mA 

CLKIN = 12.96 MHz 
V CC = Vpp = Vref = 5.25 

Icci 

Active Mode Current 
(Typical) 


45 

60 

mA 

CLKIN = 12.96 MHz 

Rrst 

RESET Pullup Resistor 

6K 


50K 

Cl 


c s 

Pin Capacitance 
(Any Pin to Vss) 



10 

PF 

fjEST = 1 -0 MHz 

IPD 

Power-Down Mode Current 


5 

50 

jmA 

V CC = Vpp = V REF = 5.25 


NOTES: 

(Notes apply to all specifications) 

1. All pins except RESET and CLKIN. 

2. Holding these pins belo w V|h in RESET m ay cause the part to enter test modes. 

3. TCLO, TCL1 , S/A, RTS, CTS, DSR, DCD, SI, OH. 

4. BHE, INST, CLKOUT, RESET, TCLK, RXD, RCLK, TSYNC, TM, SCLK, SDATA. The Vqh specification is not valid for 
RESET. 

5. CDE, EA, READY, BUSWIDTH, NMI, STR, DTR, XTCLK, TXD, B/C, CLKIN2, and Rl. 

6. S/D, SH, REMLB, LCLLB, I, Q, CONFIG, ED. 

7. Typicals are based on a limited number of samples and are not guaranteed. The values listed are at room temperature 

and Vref = Vcc = . 


A.C. CHARACTERISTICS (Over specified operating conditions) 

Test Conditions: Capacitive load on all pins = 100 pF, Rise and fall times = 10 ns, fosc 12.96 MHz 


This system must meet these specifications to work with 89C026FT: 


Symbol 

Parameter 

Min 

Max 

Units 

Notes 

Tavyv 

Address Valid to READY Setup 


2Tosc “ 85 

ns 


Tllyv 

ALE Low to READY Setup 


TqSC _ 7 2 

ns 


t ylyh 

Non READY Time 

No Upper Limit 

ns 


Tclyx 

READY Hold after CLKOUT Low 

0 

TqSC ~~ 30 

ns 






ns 


Tavgv 

Address Valid to Buswidth Setup 


2 Tosc ~ 85 

ns 


Tllgv 

ALE Low to Buswidth Setup 


T OSC “ 70 



Tclgx 

Buswidth Hold after CLKOUT Low 

0 


ns 


T AVDV 

Address Valid to Input Data Valid 


3 Tosc ~ 57 

ns 


TrLDV 

RD Active to Input Data Valid 


Tosc - 23 

ns 


t cldv 

CLKOUT Low to Input Data Valid 


T OSC “ 50 

ns 


Trhdz 

End of RD to Input Data Float 


TqSC “ 20 

ns 


TrxDX 

Data Hold after RD Inactive 

0 


ns 



NOTE: 

1 . If max is exceeded, additional wait states will occur. 


4-60 









89C024FT 



0(MF©IF3iM^T0@(N] 


A.C. CHARACTERISTICS (Continued) 

Test Conditions: Capacitive load on all pins = 100 pF, Rise and fall tines = 10 ns, fosc 12.96 MHz 


The 89C026FT will meet these specifications: 


Symbol 

Parameter 

Min 

Max 

Units 

Notes 

f clkin 

Oscillator Frequency 

12.95870 

12.96130 

MHz 


T OSC 

Oscillator Period 

1/ f CLKIN(MAX) 

1 /f CLKIN(MIN) 

ns 


Txhch 

Fclkin High to CLKOUT High or Low 

40 

110 

ns 

(Note 1) 

Tclcl 

CLKOUT Cycle Time 

2 Tqsc 

ns 


Tchcl 

CLKOUT High Period 

ToSC “1° 

ToSC + 10 

ns 


Tcllh 

CLKOUT Falling Edge to ALE Rising 

-5 

15 

ns 


Tllch 

ALE Falling Edge to CLKOUT Rising 

-15 

15 

ns 


TlHLH 

ALE Cycle Time 

4 Tqsc 

ns 


Tlhll 

ALE High Period 

Tqsc - io 

T OSC +10 

ns 


Tavll 

Address Setup to ALE Falling Edge 

ToSC - 20 


ns 


Tllax 

Address Hold after ALE Falling Edge 

T OSC ~ 40 


ns 


t llrl 

ALE Falling Edge to RD Falling Edge 

T OSC " 40 


ns 


TrlCL 

RD Low to CLKOUT Falling Edge 

5 

30 

ns 


Trlrh 

RD Low Period 

ToSC - 5 

T OSC + 25 

ns 


t rhlh 

RD Rising Edge to ALE Rising Edge 

ToSC 

T OSC + 25 

ns 

(Note 2) 

Trlaz 

RD Low to Address Float 


10 

ns 


Tllwl 

ALE Falling Edge to WR Falling Edge 

ToSC “ 10 


ns 


Tclwl 

CLKOUT Low to WR Falling Edge 

0 

25 

ns 


Tqvwh 

Data Stable to WR Rising Edge 

Tqsc ~ 23 


ns 


Tchwh 

CLKOUT High to WR Rising Edge 

-10 

10 

ns 


Twlwh 

WR Low Period 

T OSC “ 30 

Tqsc + 5 

ns 


Twhqx 

Data Hold after WR Rising Edge 

T OSC “ 10 


ns 


Twhlh 

WR Rising Edge to ALE Rising Edge 

T OSC ~ 10 

T osc + 15 

ns 

(Note 2) 

TwHBX 

BHE, INST, Hold after WR Rising Edge 

T OSC _ 10 


ns 


TrhBX 

BHE, INST, Hold after RD Rising Edge 

ToSC “ 10 


ns 


t whax 

AD8-1 5 Hold after WR Rising Edge 

T OSC “ 50 


ns 


Trhax 

AD8-1 5 Hold after RD Rising Edge 

Tqsc ~ 25 


ns 



NOTES: 

1 . Typical specifications, not guaranteed. 

2. Assuming back-to-back bus cycles. 


4-61 




89C024FT 


inteT 


WAVEFORMS 
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k— - tLLWL •+• tWLWH *+*“ tWHLH - 
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89027 OVERVIEW 

The 89027 is a 28 pin CHMOS analog front end 
device, which performs most of the complex filtering 
functions required in modem transmitters and re- 
ceivers. A general block diagram of this chip is pro- 
vided in Figure 9. Most of the analog signal 
processing functions in this chip are implemented 
with CHMOS switched capacitor technology. The 
89027 functions are controlled by 89C026FT, 
through a high speed serial data link. 

During FSK transmit operation, the 89027 receives 
digitally synthesized mark and space sinusoid am- 
plitude information from the 89C026FT. The 89027 
converts the signal to its analog equivalents, filters 
it, and transmits it to the telephone line. For QAM 
transmission, the signal constellation points are 
transferred to the 89027. This information is mod- 
ulated into an analog signal, passed through spec- 
tral shaping filters, combined with the necessary 


guard tone, smoothed by a low pass filter, and trans- 
mitted to the line. Prior to transmitting either FSK or 
QAM signals to the telephone line, the 89027 
adjusts the signal gain through an on-board 
programmable gain amplifier. 

During the receive operation, the received FSK and 
QAM signals are passed through anti-alias filters, 
bandsplit filters, automatic gain control and carrier 
detect circuits, a Hilbert transform filter, and the out- 
put sent to the 89C026FT processor as analog 
signals. 

Other functions provided by the 89027 are: an on- 
board two wire to four wire circuit with disable ca- 
pability, an audio monitor output with software con- 
figurable gain, and a programmable gain transmit 
signal. 

The 89027 is available in 28 pin plastic DIP and 
PLCC packages. 


SDATA 

SCLK 

TSYNC 


SERIAL 

INTERFACE 

CONTROL 


1 

XI 1 — 



CLOCK 


CIRCUIT 

X2 j — 



AND 

CLKOUT <j— 

TIMING 

.CLKOUT2 4-J — 



EEXH- 

STR 


j W MD ^ AC I 

AD S ss |-H^n 


SMP/HOLD 

LEVEL 

SHIFT 


SMP/HOLD 

LEVEL 

SHIFT 


SAMP/ 

HOLD 


ENERGY 

DETECT 


“J HILBERT 
TRANSFORM 




TT'i r i r" 

v cc V BB AGND v ss RST AV CC 


h P 


ANTI-ALIAS 

FILTER 


E~E 


HIGH 


LOW 

BAND 


BAND 

FILTER 


FILTER 


AUDIO 

AMP. 



f> AMP 


-A02 

-HYB 


OUTPUT LEVEL 
TX3-TX0 


Figure 9. 89027 Block Diagram 
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89027 PINOUT 


Symbol 

Function (89027) 

Direction 

Pin No. 

Vcc 

Positive Power Supply (Digital) 

+ 5V 

28 

VbB 

Negative Power Supply 

— 5V 

15 

Vss 

Digital Ground 

DGND 

24 

AGND 

Analog Ground 

AGND 

21 

AVcc 

Positive Power Supply (Analog) 

+ 5 

7 

XI 

Xtal Oscillator 

In 

23 

X2 

Xtal Oscillator 

Out 

25 

CLKOUT 

12.96 MHz Clock Output to 89C026FT 

Out 

26 

CLKOUT2 

270 KHz Clock Output to 89C026FT 

Out 

19 

RST 

Chip reset (active low)( 3 ) 

In 

20 

HYB 

Enable on-chip hybridO) 

In 

10 

AZ1 

Auto-zero capacitor 

Out 

16 

AZ2 

Auto-zero capacitor 

In 

17 

SDATA 

Serial data from 89C026FT 

In 

2 

SCLK 

Serial clock from 89C026FT 

In 

1 

TSYNC 

Transmitter sync from89C026FT 

In 

3 

STR 

Symbol timing to 89C026FT 

Out 

27 

ED 

Receiver energy detect to 89C026FT 

Out 

18 

1 

In phase received signal to 89C026FT 

Out 

13 

Q 

Quadrature-phase received signal to 89C026FT 

Out 

14 

AOI 

Transmitter output 

Out 

6 

A02 

Receiver input 

In 

12 

AMP 

Output to monitor speaker 

Out 

11 

TXO 

Transmitter level control (LSB)CO 

In 

9 

TX1 

Transmitter level control^) 

In 

8 

TX2 

T ransmitter level controK 1 ) 

In 

5 

TX3 

T ransmitter level control (MSB)C 1 ) 

In 

4 

NC 

(Note 2) 

In 

22 


NOTE: 

1. When held high, these pins must be connected through 10K resistors to Vcc- 

2. Reserved Pin. Must be left No Connect, 
j 3. Connect to reset circuitry through a 1 0K resistor. 

89027 Pinout Description 

TXO-3 

These four pins control the transmitted signal level. 

Refer to Transmit Level Table. 

HYB 

This pin enables the on-chip hybrid. A line imped- 
ance matching network must be connected between 
A0 1 and A02 when HYB is enabled. If HYB is dis- 
abled and an external 4W/2W hybrid is used, the 
hybrid receive path must be amplified by 6 dB. 


AOI 

Transmitter output. 

A02 

Receiver input. 

AMP 

This output can be used to monitor the call progress 
tones and operation of the line. 
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ABSOLUTE MAXIMUM RATINGS^) 


Temperature Under Bias 0 to +70° C 

Storage Temperature -40 to + 125° C 

All Input and Output Voltages 

with Respect to Vbb -0.3V to + 13.0V 

All Input and Output Voltages 

with Respect to Vqq & AVqq - 1 3.0V to 0.3V 

Power Dissipation 1 .35W 

Voltage with Respect 

toVss^ -0.3V to 6.5V 


N0TES: __ 

1. Applies to pins SCLK, SDATA, TSYNC, RST, 
HYB, TX0-TX3 only. 

2. Stresses above those listed under “Absolute 
Maximum Ratings” may cause permanent damage 
to the device. This is a stress rating only and func- 
tional operation of the device at these or any other 
conditions above those indicated in the operational 
sections of this specification is not implied. Expo- 
sure to absolute maximum rating conditions for ex- 
tended periods may affect device reliability. 


OPERATING CONDITIONS 


Symbol 

Parameter 

Min 

Max 

Units 

T A 

Ambient Temperature Under Bias 

0 

+ 70 

°C 

Vcc 1 

Digital Supply Voltage 

4.75 

5.25 

V 

Vbb 

Analog Supply Voltage 

-4.75 

-5.25 

V 


POWER DISSIPATION Ambient Temp = 0°to70°C, V cc = AV CC = 5 ± 5%, V ss = AGND = 0V. 
Typical values shown are for T A = 25° C and nominal power supplies. 


Symbol 

Parameter 

Min 

Typ 

Max 

Units 

Alcc-i 

AVqq Operating Current 


15 

21 

mA 

Icc-i 

Vqq Operating Current 


5 

6 

mA 

lbb-| 

Vbb Operating Current 


-15 

-21 

mA 

Alcc s 

AVqq Standby Current 


0.2 

1 

mA 

lcc s 

Vqq Standby Current 


5 

6 

mA 

lbb s 

Vbb Standby Current 


-0.6 

-2 

mA 

Alccp 

AVqq Power-Down Current 


100 


jllA 

ICCp 

Vqq Power-Down Current 


450 


jutA 

Ibbp 

Vbb Power-Down Current 


450 


juA 

Pdo 

Operating Power Dissipation 


175 

250 

mW 

Pds 

Standby Power Dissipation 


30 

50 

mW 

Pd p 

Power Down Power Dissipation 


5 


mW 
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D.C. CHARACTERISTICS (T A = 0°C to 70°C, AV CC = V cc = 5V ± 5%, V BB = 5V ± 5%, AGND = 
V ss = OV). 

Inputs: TXO, TX1, TX2, TX3, HYB, RST 
Outputs: CLKOUT 


Symbol 

Parameter 

Min 

Max 

Units 

Test Conditions 

lil 

Input Leakage Current 

-10 

+ 10 

julA 

Vss ^ Vin ^ V CC 

Vil 

Input Low Voltage 

Vss 

0.8 

V 


Vih 

Input High Voltage 

2.0 

Vcc 

V 


Vol 

Output Low Voltage 


0.4 

V 

lol :> — 1.6mA,1 TTL load 

Voh 

Output High Voltage 

2.4 


V 

loh ^ 50/xa, 1 TTL load 

Vcol 

CLKOUT Low Voltage 


0.4 

V 

Load Capacitance - 60 pF 

Vcoh 

CLKOUT High Voltage 

0.7 V CC 


V 

Load Capacitance = 60 pF 


A.C. CHARACTERISTICS (T A = 25 °c, v C c = av C c = 5V, v S s = agnd = ov, v B b = -5V) 

ANALOG INPUTS: A02 


Parameter 

Min 

Typ 

Max 

Units 

Test Condition 

A02 Receive Signal Level 



-9 

dBm 

Hybrid Enabled 

A02 Input Resistance 


10 


MOhms 

- 2.5 V <Vin<+ 2.5 V 

A02 Allowed DC offset 

-30 


+ 30 

mV 

Relative to AGND 


AUTO ZERO CAPACITANCE 

Capacitance = 0.015 jmF 
Tolerance = ±20% 

Voltage Rating = 10V 

Type = Non-Electrolytic, low leakage. 
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CRYSTAL REQUIREMENTS^) 


Parameter 

Min 

Typ 

Max 

Units 

Comments 

Frequency Accuracy (0°C-70°C) 

-0.0035% 

12.96 

+ 0.0035% 

MHz 

Refer to 
Figure 10 

Rx 


10 

16 

Ohms 


Cx 


0.024 


PF 


Co 

5.1 

5.6 

6.1 

PF 


C l (2) 

-5% 

47 

+ 5% 

PF 

2 Load 
Capacitors 


NOTES: 

1. Crystal Type: Parallel Resonant 

2. Crystal manufacturers usually specify the accuracy of a parallel resonant circuit at a given “load capacitance”. This “load 
capacitance” is specified to the crystal manufacturer as 33 pf. 33 pf includes the parallel combination of the capacitances 
seen at the pins of the crystal. These capacitances include Cl, 1C pin capacitances, and a 3 ± 2 pf trace capacitance. 



ANALOG OUTPUTS: AOI, AMP 


Parameter 

Min 

Typ 

Max 

Units 

Comments 

Load Resistance 







AOI 

600 



Ohms 



AMP 

10 



kOhms 



Load Capacitance 







AMP 



100 

PF 



Audio Amp Gain 


-9 


dB 

Max 


AOI to Amp 


-18 


dB 

Mid 

/ Software \ 



-26 


dB 

Min 

vSelectable/ 



-70 


dB 

Off 


Audio Amp Gain(l) 


+ 12 


dB 

Max 


A02 to Amp 


+ 3 


dB 

Mid 

/ Software \ 



-4 


dB 

Min 

VSelectable/ 



-60 


dB 

Off 



NOTE: 

1. Assumes on-chip hybrid is enabled. When on-chip hybrid is disabled, gain with respect to A02 is reduced by 6 dB. 
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Transmit Output LevelO) 

TX 3, 2, 1,0 

Typ 

Units 

0000 

+ 5 

dBm 

j 000 1 

+ 4 

dBm 

• 

• 

• 

• 

• 

• 

• 

• 

• 

1110 

-9 

dBm 

1111 

-10 

dBm 


NOTE: 

1 . For PSK and QAM transmit signal. For FSK transmit sig- 
nal levels, they are typically 1 dB lower. All signals are 
measured at A01. The tolerance for the transmit levels is 
±1 dBm. 


89C024LT CHIP-SET USERS: 

An example of how to design a single board for both 
an 89C024LT and 89C024FT modem product is 
available from your local Intel sales office. This doc- 
ument is titled “Upgrading From the 89C024LT to 
89C024FT.” It provides information for a smooth up- 
grade from an 89C024LT to an 89C024FT product. 

REFERENCE MANUALS 

The Modem Reference Manual (Order Number 
296235) contains pin descriptions, AT and MNP 
command descriptions, schematics, and important 
design guidelines for the 89C024LT, 89C024XE, 
and 89024 modem chip-sets. The Modem Software 
Reference Manual (Order Number 296503-001) 
provides information about the modem software 
routines. The 89C024FT Modem Reference Manual 
Addendum contains design information on the 
89C024FT chip-set. Contact your local Intel sales 
office for the latest information. 
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MD024LT 

MODEM DEMO BOARD 


■ Fully Functional Modem 

■ Demonstrates 89C024LT Operation 

■ Pocket Modem Size (4" by 2.5" ) 

■ MNP* Class 4 Error Correction 


■ MNP Class 5 Data Compression 

■ RS232 Serial Interface 

■ Includes Power Supply 

■ Includes Demonstration Software 


The MD024LT is a modem demo board in a pocket modem style. It facilitates simple demonstration of the 
89C024LT operation. The 89C024LT is a low power, error correcting Laptop modem chip-set. The 89C024LT 
is composed of the 89027 Analog Front End and the 89C026LT Microcontroller. 

The MD024LT includes a 32k x 8 EPROM and an 8k x 8 SRAM to demonstrate the AT auto-dialer, MNP class 
4 error correction and MNP class 5 data compression. Phone numbers and parameters may be stored in the 
on-board NVRAM. A terminal can be used to configure the modem via the RS232 serial port. A DAA is 
provided for direct phone hook up via an RJ1 1 connector. 


The MD024LT board is shipped with a 120V power supply, demonstration utility diskette for an IBM Personal 
computer, a demonstration kit document, and an RJ11 phone cord. The diskette contains a program to 
demonstrate and measure the 89C024LT throughput, and a copy of Intel’s communication software iTerm. 



4" 

MD024LT Block Diagram 


290390-1 


*MNP is a registered trademark of Microcom Inc. 
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MD024FT 

MODEM DEMO BOARD 


■ V.42bis and MNP 5 Data Compression 
Increase throughput up to 4 Times with 
DTE Rates of 9600 

■ RS232 Serial Interface 

■ Includes Power Supply 

■ Includes Demonstration Software 

The MD024FT is a modem demo board in a pocket modem style. It facilitates simple demonstration of the 
89C024FT operation. The 89C024FT is a low power V.42/42bis compliant Laptop modem chip-set. The 
89C024FT is composed of the 89027 Analog Front End and the 89C026FT Microcontroller. 

The MD024FT includes a 64k by 8 EPROM and a 32k by 8 SRAM to demonstrate the AT auto-dialer, V.42 
error correction (LAPM and MNP class 4) and V.42bis data compression (BTLZ and MNP class 5). Phone 
numbers and parameters may be stored in the optional on-board NVRAM. A terminal or PC can be used to 
configure the modem via the RS232 serial port. A DAA is also provided for direct phone hook up via an RJ1 1 
connector. 

The MD024FT board is shipped with a 120V AC power supply, demonstration utility diskette for an IBM 
Personal computer and an RJ11 phone cord. The utility diskette contains a program to demonstrate and 
measure the 89C024FT’s throughput, and a copy of Intel’s communication software, iTerm. 


■ Fully Functional Modem 

■ Demonstrates 89C024FT Operation 

■ Pocket Modem Size (4.5" by 2.5" ) 

■ V.42 Compliant Error Correction 
Protocols (LAPM and MNP*4) 



MD024FT Demo Board 


290391-1 


*MNP is a registered trademark of Microcom Inc. 
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89024 MEK2 
89024 ENHANCED MODEM EVALUATION KIT 

■ Single Board Evaluation Kit for the 
89024 2400 bps Modem 

■ Recommended for Bit Error Rate 
Testing 

■ Intended as an 89024 Software 
Customization and Development Tool 


OVERVIEW 

The 89024 MEK2 is a stand alone Sync/Async Intelligent Modem evaluation kit. This MULTI-BUS II form-fac- 
tor circuit board is a fully assembled and functional modem that can be used for demonstrating the capabilities 
of the 89024 2400 bps Intelligent modem chip-set. It is also a versatile tool for evaluating the chip-set Bit Error 
Rate performance, as well as customizing the 89024 software. 

The board is equipped with a power supply module, eliminating the need for a lab power supply, as well as a 
comprehensive user’s manual and an Intel PC Communications Software package (iTERM). 


■ Comprehensive User’s Manual 

■ PC Communications Package Included 

■ Includes Power Supply & User Wire- 
Wrap Area 


iTERM 

PC COMMUNICATIONS 
PROGRAM 


LED DISPLAY 


TO SBE-96 
EMULATOR 



TO TELEPHONE SET 
TO PHONE LINE 


290150-1 


NOTE: 

This product does not comply with FCC part 68 and part 15 requirements. It is intended for laboratory evaluation only. 

Figure 1. 89024 MEK2 Block Diagram 
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89024 MEK2 



mmmm 


SOFTWARE DEVELOPMENT 

The 89024 MEK2 provides EPROM sockets for eval- 
uating user developed software and provides the 
necessary clocking provisions to interface to an 
SBE-96 In-Circuit Emulator board. 

For evaluation of modem signal quality, a constella- 
tion (eye pattern) decoder circuit has been included 
on-board. All hardware/software configurable fea- 
tures of the 89024 chip-set are strap configurable on 
this board. 


HARDWARE OVERVIEW 

The board provides a convenient vehicle for con- 
ducting Bit Error Rate tests. It is a good example of 
simple double-sided PCB layout that meet stringent 
modem noise requirements. The DAA interface sup- 
ports Voice/Data Communications, as well as, 1 A2 
Key System A lead control. A loud-speaker and am- 
plifier provide audible indication of call progress to 
the user. A series of LED indicators display the 
status of essential modem functions. 


SERIAL INTERFACE 

A female DB-25 connector provides an 
RS-232/V.24 Sync/Async interface to the DTE. For 
Async PC communications, iTERM Communications 
Disk may be used to drive the modem. This software 
package allows a PC to emulate an ASCII terminal. 
The program has several user-friendly menus which 
accommodate setting terminal parameters and load- 
ing the PC Function Keys with AT command strings. 


DOCUMENTATION 

Detailed information on the 89024 MEK2, iTERM 
and 89024 is provided. Following is a list of the en- 
closed documents. 

1 . 89024 MEK2 User’s Guide 

2. 89024 Reference Manual 

3. 89024 Data Sheet 

4. 89024 Firmware Evaluation Report 

89024 Reference Manual 

The 89024 Reference Manual details design infor- 
mation for the 89024 Modem Chip Set. It provides 
descriptions and specifications of the two chips 
comprising the 89024, the 89026 and the 89027. In 
addition, it describes the control interface between 
the two chips. 

The reference manual also provides a full descrip- 
tion of all the “AT” commands and S-registers sup- 
ported by the 89024 Modem Chip Set. 

Intel literature number: 296235-001 

ORDERING INFORMATION 

MEK2,Q 0122 
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MEK3 

MODEM EVALUATION KIT 


■ Single Board Modem Evaluation Kit for 
the 89024, 89C024XE and MNP* Class 5 
Firmware 

■ Onboard Constellation Decoder 

■ Software Customization and 
Development Platform for Intel Modem 
Chipsets 


■ Comprehensive User’s Manual 

n iTERM PC Communication Package 

■ User Wire-Wrap Area for H/W 
Customization 

■ Includes Power Supply 


OVERVIEW 

The MEK3 is a modem evaluation kit for Intel’s modem line of products. These include 89024 and 89C024XE- 
MNP Modems. This evaluation board comes assembled and tested as a functional modem. It is also designed 
to provide onboard prototyping area for purposes of customization. The packaged unit comes with the 
89C024XE chip-set socketed on the board. 

The board is equipped with a power supply module, eliminating the need for a lab power supply. A comprehen- 
sive user’s manual and a copy of the Intel PC communications Software package iTERM is also included. 


iTERM 

PC COMMUNICATIONS TO ICE- 196 

PROGRAM LED DISPLAY EMULATOR 



NOTE; 

This product is not FCC part 68 and part 1 5 approved. It is intended for laboratory evaluation only. 

Figure 1. MEK3 Block Diagram 


*MNP is a registered trademark of Microcom Incorporated. 
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SOFTWARE DEVELOPMENT 

The MEK3 provides EPROM sockets for evaluating 
user developed software and provides the neces- 
sary clocking provisions to interface to a VLSICE 96 
for 89024 and an ICE-196 for 89C024XE chip sets. 

For evaluation of modem signal quality, a constella- 
tion (eye pattern) decoder circuit has been included 
on-board. All hardware/software configurable fea- 
tures of the 89024 and 89C024XE chip-sets are 
strap configurable on this board. 


HARDWARE OVERVIEW 

The board provides a convenient vehicle for con- 
ducting Bit Error Rate tests. It is a good example of 
simple double-sided PCB layout that meet stringent 
modem noise requirements. The DAA interface sup- 
ports Voice/Data Communications, as well as, 1A2 
Key System A lead control. A loud-speaker and am- 
plifier provide audible indication of call progress to 
the user. A series of LED indicators display the 
status of essential modem functions. The board also 
provides MNP Class 5 operation in conjunction with 
89C024XE modem chip set. 


SERIAL INTERFACE 

A female DB-25 connector provides an 
RS-232/V.24 Sync/Async interface to the DTE. For 
Async PC communications, iTERM Communications 
Disk may be used to drive the modem. This software 
package allows a PC to emulate an ASCII terminal. 


The program has several user-friendly menus which 
accommodate setting terminal parameters and load- 
ing the PC Function Keys with AT command strings. 

DOCUMENTATION 

Detailed information on the MEK3, iTERM, the 
89024 and 89C024XE MNP chip sets is provided. 
Following is a list of the included documents. 

1. MEK3 User’s Guide 

2. 89024 Data Sheet 

3. 89C024XE Data Sheet 

4. 89024 Reference Manual 

5. 89C024XE-MNP5 Modem design kit 

Reference Manual 

The Modem Reference Manual is available. It de- 
scribes the 89024 and the 89C024XE chip-sets. It 
also provides a full description of all the “AT” com- 
mands and S-registers supported by the 89024 and 
89C024XE Modem chip-sets. 

MEK3 ORDERING INFORMATION 

MEK3 


4-74 



APPLICATION 


AB-24 



May 1989 



Order Number: 292058-001 


4-75 



89024 MODEM 

CONTENTS 

PAGE 

CUSTOMIZATION 

INTRODUCTION 

4-77 

FOR V.23 DATA 

GENERAL DESCRIPTION 

4-77 

TRANSMISSION 

HARDWARE DESCRIPTION 

4-77 


Schematic Diagram 

4-78 


SOFTWARE DESCRIPTION . . . . . 

4-79 


Decoding AT&A1 Command 

4-79 


Updating the Output Pins 

4-80 


V.23 Call Progress Monitor 

4-82 


V.23 Handshake — 

4-82 


V.23 Data Mode 

4-84 


Assembling the Source Files 

4-85 


Linking the Object Files 

4-85 


Programming the EPROMs 

4-85 


4-76 



AB-24 


inter 


INTRODUCTION 


V. 23 Modem 1C 


This application brief will illustrate the steps involved 
in customizing a modem application using the 89024 
modem chip set. Specifically, it will show how one may 
add V.23 capability to an 89024 modem design as em- 
bodied in the MEK II (Intel Modem Evaluation Kit) 
running software version 3.2. 


GENERAL DESCRIPTION 

This design consists of using the 89026 processor to 
control a separate V.23 Data Pump IC (Texas Instru- 
ments TCM3105) to support V.23 modulation in addi- 
tion to the currently supported V.22bis/V.22/V.21/ 
Bell212/Belll03. 

The modem is placed in V.23 mode using the 
“AT&A1” command and is returned to normal opera- 
tion with the “AT&AO” command. The originating 
modem dials normally using “AT” commands and then 
2 seconds after completion of dialing, the modem sends 
75 bps V.23 carrier. The answering modem, upon de- 
tecting a ring signal, goes off hook and sends 1200 bps 
V.23 carrier. The originate modem sends data at 75 bps 
and receives data at 1200 bps, while the answer modem 
sends at 1200 bps and receives at 75 bps. Both respond 
to “escape” at 1200 bps and command mode is always 
at 1200/1200 bps. The V.23 transmit level is fixed. 
Backward channel CCITT circuits are not supported, 
data is always transmitted from pin 2 and received at 
pin 3. 

This application brief does not address the issues of 
V.25 calling tones or V.25 calling station identification. 


HARDWARE DESCRIPTION 

The MEK II is modified by adding a Texas Instru- 
ments TCM3105 FSK Modem IC. This Modem chip 
does not have an on-chip 4-wire to 2-wire hybrid cir- 
cuit, so we use a dual op-amp MCI 45 8 for this purpose. 
In order to control the TCM3105 we use 3 additional 
outputs of the 74LS373 latch that is already used to 
latch the /JS and AA signals from the microcontroller 
address/data bus. A 74LS157 2- to 1-line data selector 
is used to select the source of received data and the 
source of “energy detect” signal to the microcontroller. 


The TCM3105 (U102) is a CMOS V.23 modem in a 
16-pin package that consumes oply 40 mW. It requires 
an external 4.4336 MHz crystal connected between pins 
15 and 16 to derive timing. A resistor divider sets the 
carrier detect threshold by adjusting the voltage at pin 
10. Bias distortion may be minimized by adjusting the 
voltage at pin 7. Pins 5, 13 and 12 together set the 
various modes of operation. These pins are connected 
to pins 6, 9 and 12 respectively of 74LS373 (U18) and 
are controlled through bits 2, 3 and 4 and executing a 
“STore” instruction to any even address of external 
memory (since this is the only external memory to be 
used). The modes of interest to us are: 



TCM3105 pin 12-TXR2 
TCM3105 pin 13-TXR1 
TCM3105 pin 5 - TRS 


76543210 

xxx 1 1 1 xx - Transmit Disabled 


xxxOOl xx - TX 1 200 bps, RX 75 bps (V.23 Answer mode) 
xxxOIOxx-TX 75 bps, RX 1200 bps (V.23 Originate mode) 


292058-1 


74LS157 Data Selector 

This IC is always enabled and the select signal is con- 
nected to the 6th output (bit 5) of the 74LS373 latch 
(U18). “SToring” a “0” to bit 5 of the latch selects 
“normal” mode of operation, while “SToring” a “1” to 
bit 5 selects V.23 mode. During “normal” mode, Re- 
ceive Data (RXD) is routed from the 89026 microcon- 
troller to the DTE and Energy Detect (ED) is routed 
from the 89027 AFE to the microcontroller. During 
V.23 mode RXD goes from the TCM3105 to the DTE 
and ED goes from the TCM3105 to the microcontrol- 
ler. Transmit Data (TXD) is always connected from the 
DTE to both the 89026 and the TCM3105. 



MC1458 Dual Op-Amp 

This IC is configured as an active hybrid circuit, con- 
verting the 4-wire transmit and receive signals to 2-wire 
to drive the line transformer. The transmitted signal is 
also summed, but since only one of the transmitters will 
be active at a time, this will not be a problem. The 
89027 has pin 10 tied low so as to disable the AFE’s on- 
chip hybrid. 

A schematic diagram of these changes is shown in Fig- 
ure 1. 
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Figure 1. Schematic Diagram 
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SOFTWARE DESCRIPTION 

We choose the “&A” command as one that is not currently used by major “AT” compatible modem vendors. We 
will use S23 bit 3 as the bit to indicate that V.23 mode has been selected, since this bit is unused in “AT” modems. 
“&A1” will cause S23 bit 3 to be set to a “1” and &A0 or just “&A” will cause it to be cleared. The modem software 
will examine this bit to determine whether V.23 mode has been selected. 


Note that source code will always be written in capital letters and that the assembler ignores the rest of a line after a 
semi-colon (;). When giving modified source code I will usually “comment out” the original code by adding a semi- 
colon to the beginning of the line. This is an excellent practice to facilitate the documentation of changes. 


By convention we name the source files: nmxxx.SRC (where n.m is the software version and xxx is the generic file 
name). Since we are using software version 3.2 the files that we will be changing are: 


32AAD.SRC 

32CMD.SRC 

32CPM.SRC 

32HND.SRC 

32DATA.SRC 


register assignment definitions (SINCLUDEd with all source files) 


Command Decoder 
Call Progress Monitor routines 
Handshake routines 
Data Mode routines 


Decoding AT&A1 Command and Setting the S23 Bit 
All of these changes will be done to the 32CMD.SRC file. 


Since many commands simply modify S-register bits, we can take advantage of the “COMMON REGISTER 

OPERATIONS:” code by adding our command to the necessary tables and allowing it to be decoded as a register- 
modifying command. 

Add as the last entry in TABLE 1: 


DCB (3 * 32) + (S23-S0) ; AND_A.CMD 



This will tell the common routine that this command affects bit 3 of S23. The table is set up so that it only occupies 
one byte per entry, with the bit number in the upper 3 bits and the register number in the lower 5 bits. 


Add the command to the command list and the command vector table: 


AND_CMDS : 
* 

DCB 

DCB 

"CJLPRSDG' 
"MXFWZT • , 

0 

; was like 

this 


DCB 

"MXAFWZT * , 

0 

; added &A 

command betw X and F 


CMD_LU_TBL : 

; DCB AND_G_CMD-G1, AND_M_CMD-G1 , AND_X_CMD-G1 , AND_F_CMD-G2 
DCB AND_G_CMD-G1, AND_M_CMD-G1 , AND_X_CMD-G1 , AND_A_CMD-G1 
DCB AND_F_CMD-G2 


The command vector table is the address offset of the command label from that of the first command (G1 EQU A 

CMD). In the interests of saving space this offset table is only 1 byte per entry and so it has to be split into 2 groups 
as the range of addresses of command labels is more than 255 bytes. When modifying command code it is worth 

checking the list file to make sure that the CMD LU TBL: entries do not get bigger than OFFH and wrap around 

through 0, causing those commands to branch to the wrong address. 
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Fix the branch vector calculator and the dial command offset calculator because the 1st group of commands are now 
33 instead of 32: 


GENERATE_BRANCH_VECTOR : 
ADD TEMP_CMD_3 , #G1 
; CMPB TEMP_CMD_2, #32 
CMPB TEMP_CMD_2, #33 



Add the command label with the rest of the register modifying commands: 



Updating the Output Pins to Control the TCM3105 and Data Selector 

The IO CONTROL: section of code in file 32CMD.SRC runs all the time and could be considered the “back- 

ground routine”. This is where the RS232 leads are updated, the health of the other routines is checked and the 
74LS373 latch (U18) is written and is thus an appropriate place for the TCM3105 chip and the Data Selector (Data 
Mux) to be updated. 


ADD OFFSET TO 1ST CMD GROUP 
FIRST 32 CMDS FIT IN 
FIRST 33 CMDS FIT IN 
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Add the following code after END JS UPDATE: 


END_JS_ 

.UPDATE : 





V_23_UPDATE : 





ANDB 

TEMP_CMD_1, 

#11011111B 

> 

MUX 

TO NON-V . 23 POSN 

ORB 

TEMP_CMD_1, 

#00011100B 

t 

SET 

V.23 CHIP OFF 

JBC 

S23, 3, END_V_23_UPDATE 

» 

JMP 

IF NOT IN V.23 MODE 

JBC 

CNTRL.C, 1, 

END_V_23_UPDATE 

; 

JMP 

IF NOT IN HND OR DATA MODE 

ANDB 

TEMP_CMD_1 , 

#11100111B 

> 

SET 

V.23 CHIP TO ANS MODE 

ORB 

TEMP_CMD_1 , 

#00000100B 




JBC 

S14, 7, NOT. 

_0RIG_M0DE 

» 

JMP 

IF S REG SET TO ANS MODE 

ANDB 

TEMP_CMD_1, 

#11101011B 

♦ 

SET 

V.23 CHIP TO ORIG MODE 

ORB 

TEMP_CMD_1 , 

#00001000B 




N0T_0RIG_M0DE: 





JBC 

CNTRL_C, 0, 

END_V_23_UPDATE 

» 

JMP 

IF NOT IN DATA MODE 

JBS 

CNTRL.C, 2, 

END_V_23_UPDATE 

* 

JMP 

IF CMD FUNCTS ENABLED 

ORB 

TEMP_CMD_1, 

#00100000B 

» 

DATA MODE, SO MUX TO V.23 POSN 

END_V_23_UPDATE : 






The next instruction in the source code STores the contents of TEMP CMD 1 to PORT3, and so updates the 

Data Mux. 


In order to ensure that the Data Mux gets set before the “OK” message is sent when entering the on-line escape state 
(response to “ + + + ”), add a line of code after the three “ORB” instructions: 


VALID. 

.ESCAPE.. SEQUENCE : 


ORB 

CNTRL_F , #00010000B ; 

ENABLE ESCAPE STATE 

ORB 

CNTRL.C, #00000100B ; 

ENABLE CMD FUNCTIONS 

ORB 

MSG_RQST, #00100000B ; 

SEND "OK" MESSAGE WITH MSG RQST 

JBS 

S23, 3, ESCAPE_DETECT_END ; 
; I0_C0NTR0L FOR MUX SETUP 

TRICK TO FORCE 1 MORE PASS THRU 
BEFORE GOING TO COMMAND DECODER 


4-81 




AB-24 


inteT 


After a dial command is executed by the Command routine, it will activate the Call Progress routines. 

The V.23 Call Progress Monitor Routines 

The 32CPM.SRC routines check for call progress signals on the phone line and also for answer tone from the remote 
answering modem. Since a V.23 modem will answer with a 1300 Hz tone (1200 bps mark frequency), the AFE 
receive filter must be set to V.22 answer mode so as to pass this frequency to the energy detect circuitry. 

Add three lines of code at the label SET ANSWER CONT: 

SET_ANSWER_CONT : 

ANDB CPNLFLAG, #11101111B ; FLAG ANSWER PROCESSING FOR HOUSEKEEPING 

JBC S23, 3, SET_ANSWER_C0NT_1 ; IF V23 MODE THEN 

LDB AFE_BYTE3 , #01000000B ; SET FILTER TO QAM ANS FOR 

SET_ANSWER_C0NT_1 : ; 1300Hz CARRIER DETECTION 

SJMP S I GNAL_M0N I T 0R_ I N I T 

The CPM routines will hand over control to the Handshake routines which we need to modify for V.23 handshake. 
The V.23 Handshake Routines 

The Handshake mode 32HND.SRC is entered for the first time after successful completion of the Call Progress 

routines. The first time that HANDSHAKE MODE: is called, it goes through the Initialization code before the 

main routine is executed, thereafter the Initialization is skipped. The Main routine is entered at a rate of 600 times 
per second or more and consists of checking for Energy Detect and then branching to the routine address saved in 

TX RTN ADDR. The logical flow of the handshaking is controlled by changing the contents of TX RTN_ 

ADDR to the address of the routine to be executed the next time Handshake is called. 



Figure 2 
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The Initialization required for V.23 consists of starting the S7 wait-for-carrier timer, starting a 2 second timer and 
loading a return address for the next time the routine executes. The following lines of source code are added 
(identified by “V23” at the start of the comment field) to the Handshake Initialization: 


HAND SHAKE. I NIT : 


ANDB MODE.STATUS , #10111111B 

CLEAR INI T FLAG 

- 

V23 

JBC S23, 3, N0T_V23_INIT 

V23 

V23.HND.INIT: 

V23 

ADDB S7.TIMER, TIME_BASE_SECOND , S7 

V23 INIT S7 DCD TIMER 

ADDB TX.TIMER, TIME_BASE_100MS , #20D 

V23 INIT 2 SEC TIMER 

LD TX_RTN_ADDR , #V23_HND_WAIT 

V23 

SJMP HND_INIT_END 

V23 


V23 

N0T_V23_INIT : 

V23 


After the initialization code is executed once, the software will keep branching to V23 HND WAIT: until the 

2-second timer has expired, then it will initiate a “CONNECT” message. While the Connect message is being sent, 

the software will branch to V23 HND MESSAGE:, then it will set up the Data mode and thereafter the Data 

Mode will be called instead of the Handshake mode. 


V23.HND.WAIT : 

V23 

CMPB TIME_BASE_100MS , TX.TIMER 

V23 TIMER EXPIRED YET? 

JNE V23.HND.END 

V23 

V23_HND.MESSAGE_.INIT : 

V23 

LDB MESSAGE.REQUEST , #00100001B 

V23 START CONNECT MESSAGE 

LD TX.RTN.ADDR, #V23_HND.MESSAGE 

V23 

SJMP V23.HND.END 

V23 


V23 

V23_HND_MESSAGE : 

V23 

JBS MESSAGE.REQUEST, 5, V23.HND.END 

V23 MESSAGE SENT YET? 

V23.HND.MES SAGE.END : 

V23 


V23 

ANDB C0PY.P0RT4, #10111111B 

V23 DCD HIGH AFTER CONNECT 

V23.SET_UP_DATA.M0DE : 

V23 

; This is where we need to set up for going to data mode 

ORB CNTRL.C, #00000011B ; 

V23 GO TO DATA MODE 

ANDB AFE.BYTE4, #00111111B ; 

V23 TXMITTER OFF, AFE OFF 

CLRB DM.FLAGS ; 

V23 CLEAR FLAGS FOR DM 

ORB MODE.STATUS , #10000000B ; 

V23 INIT DATA MODE 

V23_HND_END : ; 

V23 

LJMP HAND SHAKE.MODE.END : 

V23 


V23 
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V.23 Data Mode 

The modifications required in the Data Mode consist of checking for V23 mode and skipping past: 
Initialization 

Send space disconnect (twice) 

Receive space disconnect 
Loss of carrier disconnect 
Retrain request 
Test mode 


DATA_MODE_INIT : 

; DM FLAGS ALREADY CLEARED IN HANDSHAKE MODE 
ANDB MODE_STATUS ,#7FH ; CLEAR INITIALIZE FLAG 

JBS S23, 3, DATA_MODE_INIT_END ; IF V23 THEN INIT DONE 


DISCONNECT_INIT ; 




ANDB DM.FLAGS, 

#11111101B 

; CLEAR DISCONNECT 

INIT FLAG 

JBS S23, 3, 

HANG_UP 

; V23 FORGET SPACE 

DISCONNECT 


SEND_ SPACE : 
JBC S21, 

7, 

HANGUP 

; IF BREAK_DISCONNECT DISABLED 

JBS S23, 

3, 

HANG_UP 

; V23 FORGET BREAK 


CHECK_DISCONNECT : 

; CHECK FOR LONG SPACE DISC 

CHE CK_ BREAK : 


JBS S23, 3, SET_BREAK_TIME 

; V23 FORGET BREAK 


CHECK_CARRIER_LOSS : 

JBS PORTO, 7, CHECK_CARRIER_LOSS_END ; SKIP IF ED IS HIGH 
ORB DM_FLAGS , #01000000B ; SET CDLOSS FLAG 

ADDB ED0FF_TIME,TIME_BASE_100MS,S10 ; CDOFF THRESHOLD IN REGISTER 
INCB EDOFF.TIME ; PUT AN OFFSET IN TIME FOR PROPER 

; OPERATION DURING TM EXIT 

JBS S23, 3, CARRIER_LOSS_END ; ALL DONE IF V23 MODE 


QAM_RE TRAIN : 

JBS S23, 3, SJMP_CHECK_TEST_MODE ; SKIP RETRAIN IF V23 MODE 


CHECK_S16_STATUS : 

; EXAMINE S16 REGISTER FOR ANY TEST MODES AND SET FLAG 
JBS S23, 3, CHECK_S16_STATUS_END ; SKIP RETRAIN IF V23 MODE 
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Assembling the Source Files 

The source files can be assembled by issuing the following commands at the DOS prompt: 


ASM96 32CMD.SRC 
ASM96 32CPM.SRC 
ASM96 32HND.SRC 
ASM96 32DATA. SRC 


Linking the Object Files 

Link the object files by issuing the following command at the DOS prompt: 


RL96 32HND. OBJ , 32INIT.0BJ, 32CMD.0BJ, 32CPM.0BJ, 32DATA.0BJ, 
32S0FT . OBJ , 32HSI . OBJ , 32HS0.0BJ, 32RX.0BJ TO 32ATR 


Programming the EPROMs 

After the code has been linked and located, the code must be split into low and high byte segments for programming 
into EPROMS. The following IPPS session illustrates that process (IPPS prompts are not shown): 


IPPS 

invoke IPPS 

I 80 

initialize file format 

FORMAT 32ATR 

filename resulting from linking 

3 

logical unit is byte 

2 

input file is in words (2 bytes) 

1 

output file is in bytes 

0 to 32ATR.L0 

low order bytes to one file 

1 to 32ATR.HI 

high order bytes to another 

<enter> 

press "enter" to exit formatting 


the following assumes that an 
INTEL PiUP 20 1A programmer is 
connected to the PC 

TYPE 

display available EPROM types 

27128 

specify EPROM type 

insert blank EPROM into programmer 

COPY 32ATR.L0 TO PROM 

copy low byte file to prom 
insert blank EPROM into programmer 

COPY 32ATR.HI TO PROM 

copy low byte file to prom 

EX 

exit IPPS 


Custom routines can now be tested by placing EPROMS into target hardware. 


REFERENCES 

1. “FSK Modems: TCM3105 Designers Information” from Telecommunications Circuits Data Book, 1986. By 
Texas Instruments. 

2. MEKII 89024 Enhanced Modem Evaluation Kit Users Manual, 1987. By Intel Corp. 

3. 89024 Modem Reference Manual, 1987. By Intel Corp. 

4. Developing MCS-96 Applications Using the SBE-96. Application Note AP-273 (Order Number 280249-001). By 
Intel Corp. 
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2910A 

PCM CODEC - juLAW 

8-BIT COMPANDED A/D AND D/A CONVERTER 

■ 78dB Dynamic Range, with Resolution 
Equivalent to 12-Bit Linear Conversion 
Around Zero 

■ Precision On-Chip Voltage Reference 

■ Low Power Consumption 230 mW Typ. 
Standby Power 33mW Typ. 

B Fabricated with Reliable N-Channel 

MQS Process 

The Intel 291 0A is a fully integrated PCM (Pulse Code Modulation) Codec (Coder-Decoder), fabricated with 
N-channel silicon gate technology. The high density of integration allows the sample and hold circuits, the 
digital-to-analog converter, the comparator and the successive approximation register to be integrated on the 
same chip, along with the logic necessary to interface a full duplex PCM link and provide in-band signaling. 

The primary applications are in telephone systems: 

• Transmission — T1 Carrier 

• Switching —Digital PBX’s and Central Office Switching Systems 

• Concentration —Subscriber Carrier/Concentrators 

The wide dynamic range of the 291 0A (78dB) and the minimal conversion time (80/xsec minimum) make it an 
ideal product for other applications, like: 

• Date Acquisition • Telemetry • Secure Communications Systems • Signal Processing Systems 


B Per Channel, Single Chip Codec 

B CCITT G711 and G712 Compatible, ATT 
T1 Compatible with 8th Bit Signaling 

B Microcomputer Interface with On-Chip 
Timeslot Computation 

B Simple Direct Mode Interface When 
Fixed Timeslots are Used 

B ±5% Power Supplies: + 12V, +5V, -5V 




Q PIN NUMBER 


® © @ ® 

Figure 1. Block Diagram 




TS X @ 

' °x © 
-CLK X @ 
S x @ 
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-CLKc @) 
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-D R (§) 

-CLK r ® 
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Figure 2. Pin 
Configuration 


CAP lx, CAP 2 X 

Holding Capacitor 

VF X 

Analog Input 

VFr 

Analog Output 

Dr. D C . SIGx 

Digital Input 

SIG Ri D x ,T§x 

Digital Output 

CLKc, CLK X , CLK R 

Clock Input 

FSx. FS r 

Frame Sync Input 

AUTO 

Auto Zero Output 

VBB 

Power (-5V) 

Vcc 

Power ( + 5V) 

Vdd 

Power ( + 12V) 

PDN 

Power Down 

GRDA 

Analog Ground 

GRDD 

Digital Ground 

NC 

No Connect 


Figure 3. Pin Names 
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Pin Description 


Pin No. 

Symbol 

Function 

Description 

1 

CAP1 X 

Hold 

Connections for the transmit holding capacitor. Refer to 
Applications section. 

2 

CAP2 X 

3 

VF X 

Input 

Analog input to be encoded into a PCM word. The signal on this 
lead is sampled at the same rate as the transmit frame 
synchronization pulse FS X> and the sample value is held in the 
external capacitor connected to the CAP1 X and CAP2 X leads 
until the encoding process is completed. 

4 

AUTO 

Output 

Most significant bit of the encoded PCM word (+ 5V for negative, 
— 5V for positive inputs). Refer to the Codec Applications 
section. 

5 

GRDA 

Ground 

Analog return common to the transmit and receive analog 
circuits. Not connected to GRDD internally. 

6 

SIGr 

Output 

Signaling output. SIGr is updated with the 8th bit of the receive 
PCM word on signaling frames, and is latched between two 
signaling frames. TTL interface. 

7 

Vdd 

Power 

+ 12V ±5%; referenced to GRDA. 

8 

Dr 

Input 

Receive PCM highway (serial bus) interface. The Codec serially 
receives a PCM word (8 bits) through this lead at the proper time 
defined by FSr, CLKr ) Dq, and CLKc. 

9 

PDN 

Output 

Active high when Codec is in the power down state. Open drain 
output. 

10 

VFr 

Output 

Analog output. The voltage present on VFr is the decoded value 
of the PCM word received on lead Dr. This value is held 
constant between two conversions. 

11 

NC 

No 

Connects 

Recommended practice is to strap these NC’s to GRDA. 

12 

NC 

13 

GRDD 

Ground 

Ground return common to the logic power supply, Vqc. 

14 

D X 

Output 

Output of the transmit side onto the send PCM highway (serial 
bus). The 8-bit PCM word is serially sent out on this pin at the 
proper time defined by FS X( CLK X> Dq > and CLKq. TTL three- 
state output. 

15 

TS X 

Output 

Normally high, this signal goes low while the Codec is 
transmitting an 8-bit PCM word on the D x lead. (Timeslot 
information used for diagnostic purposes and also to gate the 
data on the D x lead.) Open drain output. 

16 

Vcc 

Power 

+ 5V ± 5%, referenced to GRDD. 

17 

CLKr 

Input 

Master receive clock defining the bit rate on the receive PCM 
highway. Typically 1 .544 Mbps for a T1 carrier system. Maximum 
rate 2.1 Mbps. 50% duty cycle. TTL interface. 

18 

FSr 

Input 

Frame synchronization pulse for the receive PCM highway. 
Resets the on-chip timeslot counter for the receive side. 
Maximum repetition rate 12 KHz. Also used to differentiate 
between non-signaling frames and signaling frames on the 
receive side. TTL interface. 
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Pin Description (Continued) 


Pin No. 

Symbol 

Function 

Description 

19 

CLK X 

Input 

Master transmit clock defining the bit rate on the transmit PCM 
highway. Typically 1 .544 Mbps for a T1 carrier system. Maximum 
rate 2.1 Mbps. 50% duty cycle. TTL interface. 

20 

FS X 

Input 

Frame synchronization pulse for the transmit PCM highway. 
Resets the on-chip timeslot counter for the transmit side. 
Maximum repetition rate 12 KHz. Also used to differentiate 
between non-signaling frames and signaling frames on the 
transmit side. TTL interface. 

21 

SIG X 

Input 

Signaling input. This digital input is transmitted as the 8th bit of 
the PCM word on the Dx lead, on signaling frames. TTL 
interface. 

22 

Vbb 

Power 

- 5V ± 5%, referenced to GRDA. 

23 

Dc 

Input 

Data input to program the Codec for the chosen mode of 
operation. Becomes an active low chip select when CLKq is tied 
to Vcc- TTL interface. 

24 

CLK c 

Input 

Clock input to clock in the data on the Dq lead when the timeslot 
assignment feature is used; tied to Vcc to disable this feature. 
TTL interface. 


FUNCTIONAL DESCRIPTION 

The 291 OA PCM Codec provides the analog-to-digi- 
tal and the digital-to-analog conversions necessary 
to interface a full duplex (4 wires) voice telephone 
circuit with the PCM highways of a time division mul- 
tiplexed (TDM) system. 

In a typical telephone system the Codec is used be- 
tween the PCM highways and the channel filters. 

The Codec provides two major functions: 

• Encoding and decoding of analog signals (voice 
and call progress tones) 

• Encoding and decoding of the signaling and su- 
pervision information 

On a non-signaling frame, the Codec encodes the 
incoming analog signal at the frame rate (FSx) into 
an 8-bit PCM word which is sent out on the Dx lead 
at the proper time. Similarly, the Codec fetches an 8- 
bit PCM word from the receive highway (Dr lead) 
and decodes an analog value which will remain con- 
stant on lead VFr until the next receive frame. 
Transmit and receive frames are independent. They 
can be asynchronous (transmission) or synchronous 
(switching) with each other. 

For channel associated signaling, the Codec trans- 
mit side will encode the incoming analog signal as 


previously described and substitute the signal pres- 
ent on lead SIGx for the least significant bit of the 
encoded PCM word. Similarly, on a receive signaling 
frame, the Codec will decode the 7 most significant 
bits according to the CCITT G733 recommendation 
and will output the least significant bit value on the 
SIGr lead until the next signaling frame. Signaling 
frames on the send and receive sides are indepen- 
dent of each other, and are selected by a double- 
width frame sync pulse on the appropriate channel. 



Figure 4. Typical Line Termination 
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The 291 OA Codec is intended to be used on line and 
trunk terminations. The call progress tones (dial 
tone, busy tone, ring-back tone, re-order tone), and 
the prerecorded announcements, can be sent 
through the voice-path; digital signaling (off hook 
and disconnect supervision, rotary dial pulses, ring 
control) is sent through the signaling path. 

Circuitry is provided within the Codec to internally 
define the transmit and receive timeslots. In small 
systems this may eliminate the need for any external 
timeslot exchange; in large systems it provides one 
level of concentration. This feature can be bypassed 
and discrete timeslots sent to each Codec within a 
system. 

In the power-down mode, most functions of the Co- 
dec are directly disabled to reduce power dissipation 
to a minimum. 


CODEC OPERATION 


Codec Control 

The operation of the 291 OA is defined by serially 
loading an 8-bit word through the Dc lead (data) and 
the CLKq lead (clock). The loading is asynchronous 
with the other operations of the Codec, and takes 
place whenever transitions occur on the CLKc lead. 
The Dc input is loaded in during the trailing edge of 
the CLKq input. 



The control word contains two fields: 

Bit 1 and Bit 2 define whether the subsequent 6 bits 
apply to both the transmit and receive side (00), the 
transmit side only (01), the receive side only (10), or 
whether the Codec should go into the standby, pow- 
erdown mode (11). In the last case (11), the follow- 
ing 6 bits are irrelevant. 

The last 6 bits of the control word define the timeslot 
assignment, from 000000 (timeslot 1) to 111111 
(timeslot 64). Bit 3 is the most significant bit and bit 8 
the least significant bit and last into the Codec. 


Bin 

Bit 2 

Mode 

0 

0 

X&R 

0 

1 

X 

1 

0 

R 

1 

1 

Standby 


Bit 

3 4 5 6 7 8 

Timeslot 

0 0 0 0 0 0 

1 

0 0 0 0 0 1 

2 

• 

• 

• 

• 

• 

• 

• 

• 

111111 

64 


The Codec will retain the control word (or words) 
until a new word is loaded in or until power is lost. 
This feature permits dynamic allocation of timeslots 
for switching applications. 


Microcomputer Control Mode 

In the microcomputer mode, each Codec performs 
its own timeslot computation independently for the 
transmit and receive channels by counting clock 
pulses (CLKx and CLKr). All Codecs tied to the 
same data bus receive identical framing pulses (FSx 
and FSr). The framing pulses reset the on-chip 
timeslot counters every frame; hence the timeslot 
counters of all devices are synchronized. Each Co- 
dec is programmed via CLKc and Dc for the desired 
transmit and receive timeslots according to the de- 
scription in the Codec Control Section. All Codecs 
tied to the same Dr bus will, in general, have differ- 
ent receive timeslots, although that is not a device 
requirement. There may be separate busses for 
transmit and receive or all Codecs may transmit and 
receive over the same bus, in which case the trans- 
mit and receive channels must be synchronous 
(CLKx = CLKr). There are no other restrictions on 
timeslot assignments; a device may have the same 
transmit and receive timeslot even if a single bus is 
used. 

There are several requirements for using the 
CLKc-Dq interface in the microcomputer mode. 

1)A complete timeslot assignment, consisting of 
eight negative transitions of CLKq ) must be made 
in less than one frame period. The assignment 
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can overlap a framing pulse so long as all 8 con- 
trol bits are clocked in within a total span of 
125 juts (for an 8 KHz frame rate). CLKq must be 
left at a TTL low level when not assigning a time- 
slot. 

2) A dead period of two frames must always be ob- 
served between successive timeslot assign- 
ments. The two frame delay is measured from the 
rising edge of the first CLKc transition of the pre- 
vious timeslot assigned. 

3) When the device is in the power-down state 
(Standby), the following three-step sequence 
must be followed to power-up the codec to avoid 
contention on the transmit PCM highway. 

a) Assign a dummy transmit timeslot. The dummy 
should be at least two timeslots greater than 
the maximum valid system timeslot (usually 24 
or 32). For example, in a 24 timeslot system, 
the dummy could be any timeslot between 26 
and 64. This will power-up the transmit side, 
but prevent any spurious Dx or TSx outputs. 

b) Two frames later, assign the desired transmit 
timeslot. 

c) Two frames later assign the desired receive 
timeslot. 

4) Initialization sequence: The device contains an 
on-chip power-on clear function which guaran- 
tees that with proper sequencing of the supplies 
(Vcc or V DD on last), the device will initialize with 
no timeslot assigned to either the transmit or re- 
ceive channel. After a supply failure or whenever 


the supplies are applied, it is recommended that 
either power down assignment be made first, or 
the first timeslot assignment be a transmit time- 
slot or a transmit/ receive timeslot. The conse- 
quence of making a receive timeslot assignment 
first, after supply application, is that the transmit 
channel will assume timeslot 1, potentially pro- 
ducing bus contention. 

5) Transmit only/receive only operation is permitted 
provided that a power down assignment is made 
first. Otherwise, special circuits which use only 
one channel should be physically disconnected 
from the unused bus; this allows a timeslot to be 
made to an unused channel without conse- 
quence. 

6) Both frame synchronizing pulses (FSx, FSr) must 
be active at all times after power on clear (after 
power supplies are turned on). This requirement 
must be met during powerdown and receive only 
or transmit only operation, as well as during nor- 
mal transmit and receive operation. 

Example of Microcomputer Control Mode: 

The two words 01000001 and 10000010 have been 
loaded into the Codec. The transmit side is now pro- 
grammed for timeslot 2 and the receive side for 
timeslot 3. The Codec will output a PCM word on the 
transmit PCM highway (bus) during the timeslot 2 of 
the transmit frame, and will fetch a PCM word from 
the receive PCM highway during timeslot 3. 


— SEPARATED BY AT LEAST TWO FRAMES 
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Figure 5. Microcomputer Mode Programming Example 
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XMT TIME SLOT 1 


XMT TIME SLOT 2 
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Figure 6. Microcomputer Mode PCM Highway Example 


In this example the Codec interface to the PCM 
highway then functions as shown above. (FSx and 
FSr may be asynchronous.) 


Direct Control Mode 

The direct mode of operation will be selected when 
the CLKq pin is strapped to the +5 volt supply 
(Vcc)- |n this mode, the Dc pin is an active low chip 
select. In other words, when Dc is low, the device 
transmits and receives in the timeslots which follow 
the appropriate framing pulses. With Dc high the de- 
vice is in the power down state. Even though CLKc 
characteristics are simpler for the 291 0A it will oper- 
ate properly when plugged into a 2910 board. 

Deactivation of a channel by removal of the appro- 
priate framing pulse (FSx or FSr) is not permitted. 
Specifically, framing pulses must be applied for a 
minimum of two frames after a change in state of Dc 
in order for the Dc change to be internally sensed. In 
particular, when entering standby in the direct mode, 
framing pulses must be applied as usual for two 
frames after Dc is brought high. 

The Codec will enter the direct mode within three 
frame times (375 jus) as measured from the time the 
device power supplies settle to within the speci- 


fied limits. This assumes that CLKc is tied to Vcc 
and that all clocks are available at the time the sup- 
plies have settled. 


General Control Requirements 

All bit and frame clocks should be applied whenever 
the device is active. In particular, an unused channel 
cannot be deactivated by removal of its associated 
frame or bit clock while the other channel of the 
same device remains active. 

A single channel cannot be deactivated except by 
physical disconnection of the data lead (Dx or Dr) 
from the system data bus. A device (both transmit 
and receive channels) may be deactivated in either 
control mode by powering down the device. Both 
channels are always powered down together. 


Encoding 

The VF signal to be encoded is input on the VFx 
lead. An internal switch samples the signal and the 
hold function is performed by the external capacitor 
connected to the CAPIx and CAP2x leads. The 
sampling and conversion is synchronized with the 
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• A frame synchronization pulse which is a full 
clock period in duration (CLKx period for FSx, 
CLKr period for FSr) designates a non-signaling 
frame. 

• A frame synchronization pulse which is two full 
clock periods in duration (two CLKx periods for 
FSx, two CLKr periods for FSr) designates a sig- 
naling frame. 

On the encoding side, when the FSx pulse is wid- 
ened, the 8th bit of the PCM word will be replaced by 
the value on the SIGx input at the time when the 8th 
bit is output on the Dx lead. 

On the decoding side, when the FSr pulse is wid- 
ened, the 8th bit of the PCM word is detected and 
transmitted on the SIGr lead. That output is latched 
until the next receiving signaling frame. 

The remaining 7 bits are decoded according to the 
value given in the CCITT G733 recommendation. 
The SIGr lead is reset to a TTL low level whenever 
the Codec is in the power-down state. 



Figure 8. Transmit 8th Bit Signaling 



Figure 9. Receive 8th Bit Signaling 


transmit timeslot. The PCM word is then output on 
the Dx lead at the proper timeslot occurrence of the 
following frame. The A/D converter saturates at ap- 
proximately ±2.2 volts RMS (±3.1 volts peak). 


Decoding 

The PCM word is fetched by the Dr lead from the 
PCM highway at the proper timeslot occurrence. The 
decoded value is held on an internal sample and 
hold capacitor. The buffered non-return to zero out- 
put signal on the VFr lead has a dynamic range of 
approximately ±2.2 volts RMS (±3.1 volts peak). 


Signaling 

The duration of the FSx and FSr pulses defines 
whether a frame is an information frame or a signal- 
ing frame: 
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T1 Framing 

The Codec will accept the standard D3/D4 framing 
format of 193 clock pulses per frame (equivalent to 
CLKx, CLKr of 1.544 Mb/s). However, the 193rd bit 
may be blanked (equivalent to CLKx, CLKr of 
1 .536 Mb/s) if desired. 


Standby Mode— Power Down 

To minimize power consumption and heat dissipa- 
tion a standby mode is provided where all Codec 
functions are disabled except for Dq and CLKq 
leads. These allow the Codec to be reactivated. In 
the microcomputer mode the Codec is placed into 
standby by loading a control word (Dc) with a “1” in 
bits 1 and 2 locations. In the direct mode when Dq is 
brought high, the all “Vs” control word is internally 
transferred to the control register, invoking the 
standby condition. 

While in the standby mode, the Dx output is actively 
held in a high impedance state to guarantee that the 
PCM bus will not be driven. The SIGr output is held 
low to provide a known condition and remains this 
way upon activation until it is changed by signaling. 

The power consumption in the standby mode is typi- 
cally 33 mW. 


Power-On Clear 

Whether the device is used in the direct or micro- 
computer mode, an internal reset (power-on clear) is 
generated, forcing the device into the power down 
state, when power is supplied by any of the following 
methods. (1) Device power supplies are turned on in 
a system power-up situation where either Vqc or 
Vqd is applied last. (2) A large supply transient caus- 
es either of the two positive supplies to drop to less 
than approximately 2 volts. (3) A board containing 
Codecs is plugged into a “hot” system where Vqc or 
Vqd is the last contact made. It may be necessary to 
trim back the edge connector pins or fingers on Vqc 
or Vqq relative to the other supply to guarantee that 
the power-on clear will operate properly when a 
board is plugged into a “hot” system. Furthermore, 
the Codec will inhibit activity on TSx and Dx during 
the application of power supplies. 

The device is also tolerant of transients in the nega- 
tive supply (Vrb) so long as Vrb remains more neg- 
ative than -3.5 volts. Vrb transients which exceed 
this level should be detected and followed by a sys- 
tem reinitialization. 


Precision Voltage Reference for the 
D/A Converter 

The voltage reference is generated on the chip and 
is calibrated during the manufacturing process. The 
technique uses the difference in sub-surface charge 
density between two suitably implanted MOS devic- 
es to derive a temperature stable and bias stable 
reference voltage. 

A gain setting op amp, programmed during manufac- 
turing, “trims” the reference voltage source to the 
final precision voltage reference value provided to 
the D/A converter. The precision voltage reference 
determines the initial gain and dynamic range char- 
acteristics described in the A.C. Transmission Speci- 
fication section. 


jn-Law Conversion 

jit-law represents a particular implementation of a 
piece-wise linear approximation to a logarithmic 
compression curve which is: 

F(x) = Sgn(x) + 0 < [x| < 1 

ln(1 + jul) 

where x = input signal 

Sgn(x) = sign of input signal 

ju, = 255 (defined by AT & T) 

The 291 OA jx = 255 law Codec uses a 15 segment 
approximation to the logarithmic law. Each segment 
consists of 16 steps. In adjacent segments the step 
sizes are in a ratio of two to one. Within each seg- 
ment the step size is constant except for the first 
step of the first segment of the encoder, as indicated 
in the attached table. The output levels are midway 
between the corresponding decision levels. The out- 
put levels y n are related to the input levels x n by the 
expression: 

Yn = Xn + Xn+1 for 1 ^ n <; 127 
y 0 = x o = 0 for n = 0 

These relationships are implicit in the following ta- 
ble. 


5-8 



2910A 



Theoretical jii-Law — Positive Input Values (for Negative Input Values, Invert Bit 1) 


1 

2 

3 

4 

5 

6 

7 

8 

Segment 

Number 

No. of Steps 
x Step Size 

Value at 
Segment 
End 
Points 

Decision 
Value 
Number n 

Decision 
Value x n (D 

PCM Word(3) 

Normalized 

Value 

at Decoder 
Output y n ( 4 ) 

Decoder 

Output 

Value 

Number 

msb Bit Number lsb 
1 2 3 4 5 6 7 8 



8159(5) 

(128) 







(81 59) 









1 0 0 0 0 0 0 0 

8031 

127 




127 

1 

7903 - 

1 

1 

1 

1 

1 

8 

16x256 


1 

1 

1 

1 

1 

(see Note 2) 
1 

1 

1 

1 

1 

1 

1 




1 

113 

1 

4319 - 

1 

1 

1 

1 

1 



4063 

112 


1 0 0 0 1 1 1 1 

~ 4191 

112 



4063 

! 

1 

1 

1 

7 

16x 128 


1 

1 

1 

1 

1 

(see Note 2) 
1 

1 

1 

1 

1 




1 

97 

1 

2143 - 

1 

1 

1 

1 

1 



2015 

96 


10 0 11111 

- 2079 

96 



2015 

i 

1 

1 

1 

1 

1 

6 

16x64 


1 

1 

1 

1 

1 

(see Note 2) 
1 

1 

1 

1 

1 

1 




1 

81 

1 

1055 ~ 

1 

1 

1 

1 

1 



991 

80 

1 


10 10 1111 

- 1023 

80 



991 

1 

! 

1 

1 

5 

16x32 


1 

1 

1 

1 

1 

(see Note 2) 

1 

1 

1 

1 

1 

1 




1 

65 

511 ~ 

1 

1 

1 

1 

1 



479 

64 

1 


10 111111 

- 495 

64 



479 

1 

1 

1 

1 

1 

4 

16x16 


l 

1 

1 

1 

1 

1 

1 

(see Note 2) 
1 

1 

1 

1 

1 

1 

1 




1 

49 

1 

239 - 

1 

1 

1 

1 

1 



223 

48 

1 


110 0 1111 

- 231 

48 



223 

1 

1 

1 

1 

1 

l 

3 

16x8 


1 

1 

1 

1 

1 

1 

1 

(see Note 2) 
1 

1 

1 

1 

1 

1 

1 




1 

33 

1 

103 - 

1 

1 

1 

1 

1 



95 

32 

1 


110 11111 

- 99 

32 



95 

1 

1 

1 

1 

1 

2 

16x4 


1 

1 

1 

1 

1 

1 

1 

(see Note 2) 
1 

1 

1 

1 

1 

1 

1 




1 

17 

1 

35 ~ 

1 

1 

1 

1 

1 



31 

16 

1 


1110 1111 

- 33 

16 



31 — 

1 

1 

1 

1 

1 


15x2 


l 

L 

1 

1 

1 

1 

1 

(see Note 2) 
1 

1 

1 

1 

1 

1 




1 

2 

1 

3 - 

1 

1 

1 

1 

1 

1 





11111110 

- 2 

1 

i 








4 



1 

1 ~ 





1x1 




11111111 






0 

o — 


0 

0 


NOTES: 

1. 8159 normalized value units correspond to the value of the on-chip voltage reference. 

2. The PCM word corresponding to positive input values between two successive decision values numbered n and n+1 
(see column 4) is (255 -n) expressed as a binary number. 

3. The PCM word on the highways is the same as the one shown in column 6. 

4. The voltage output on the VFr lead is equal to the normalized value given in the table, augmented by an offset. The 
offset value is approximately 1 5 mV. 

5. x- 128 is a virtual decision value. 
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Figure 10. Codec Transfer Characteristic 


During signaling frames, a 7-bit transfer characteris- one half-step away from the origin. For example, the 

tic is implemented in the decoder. This characteristic maximum decoder output level for signaling frames 

is derived from the decoder values in the attached has normalized value 7903, whereas it has value 

table by assuming a value of “1” for the LSB (8th 8031 in normal (non-signaling) frames, 

bit) and shifting the decoder transfer characteristics 


APPLICATIONS 



Figure 11. Circuit Interface — without External Auto Zero 
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Holding Capacitor 

For an 8 KHz sampling system the transmit holding 
capacitor CAPx should be 2000 pF ±20%. 


Auto Zero 

The 291 0A contains a transparent on-chip auto zero 
plus a device pin for implementing a sign-bit driven 
external auto zero feedback loop. The on-chip auto 
zero reduces the input offset voltage of the encoder 
(VFx) to less than 3 mV. For most telephony applica- 
tions, this input offset is perfectly acceptable, since it 
insures the encoder is biased in the lower 25% of 
the first segment. 

Where lower input offset is required the external 
auto zero loop may be used to bias the encoder ex- 
actly at the zero crossing point. The consequence of 
the external auto zero loop, aside from extra compo- 
nents, is the addition of the dithering auto-zero sig- 
nal to the input signal, resulting in slightly higher idle 
channel noise (approximately 2dB) than when the 
external loop is not used. Consequently, where the 
application permits, it is recommended that the ex- 
ternal auto zero loop not be used. When not used, 
the AUTO pin should float. 


The circuit interface with auto zero drawing shows a 
possible connection between the VFx and AUTO 
leads with the recommended values of C-i = 0.3 juF, 
R-l = 150 Kft, R 2 = 330 Kft, and R 3 = 470 Kf>. 


Filters Interface 

The filters may be interfaced as shown in the circuit 
interface diagrams. Note that the output pulse 
stream is of the non-return-to-zero type and hence 
requires the (sin x)/x correction provided by the 
291 2A filter. 


Dx Buffering 

For higher drive capability or increased system reli- 
ability it may be desirable that the Dx output of a 
group of Codecs be buffered from the system PCM 
bus with an external three-state or open collector 
buffers. A buffer can be enabled with the appropriate 
Codec generated TSx signal or signals. TSx signal 
may also be used to activate external zero code sup- 
pression logic^ since the occurrence of an active 
state of any TSx implies the existence of PCM voice 
bits (as opposed to transparent data bits) on the 
bus. 
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ABSOLUTE MAXIMUM RATINGS* 

Temperature Under Bias — 10°C to + 80°C 

Storage Temperature -65°C to 4- 1 50°C 

All Input or Output Voltages with 

Respect to Vbb - 0.3V to + 20V 

Vcc, Vqd, GRDD, and GRDA with 

Respect to Vbb - 0.3 V to + 20V 

Power Dissipation 1 .35W 

D.C. CHARACTERISTICS 

T a = 0°C to + 70°C, Vpo— + 12V ±5%, V C c=+5V 
unless otherwise specified 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


±5%, V B b~ ~ 5V ±5%, GRDA = 0V, GRDD = 0V, 


DIGITAL INTERFACE 


Symbol 

Parameter 

Limits 

Units 

Test Conditions 

Min 

TypO) 

Max 

IlL 

Low Level Input Current 



10 

juA 

V|N < V|L 

>IH 

High Level Input Current 



10 

jtiA 

V|N > V| H 

V|L 

Input Low Voltage 



0.6 

V 


V|H 

Input High Voltage 

2.0 



V 


VOL 

Output Low Voltage 



0.4 

V 

D X , loL = 4.0 mA 

SIGr > Iql = 0-5 mA 

TSx, I<0L = 3:2 mA, Open Drain 

PDN, Iql “1.6 mA, Open Drain 

VOH 

Output High Voltage 

2.4 



V 

Dx, Ioh = 15 mA 
SIGr, Iqh = 0.08 mA 


ANALOG INTERFACE 


Symbol 

Parameter 

Limits 

Units 

Test Conditions 

Min 

TypO) 

Max 

Z AI 

Input Impedance when 
Sampling, VFx 

125 

300 

500 

a 

in Series with CAPx to GRDA, 
— 3.1V < V| N < 3.1V 

Z AO 

Small Signal Output 
Impedance, VFr 

100 

180 

300 

a 

-3.1V < V 0 U t< 3.1V 

VoR 

Output Offset Voltage at VFr 



±50 

mV 

all “Is” code sent to Dr 

V| X 

Input Offset Voltage at VFx 



±5 

mV 

VFx Voltage Required to 
Produce all “Is” Code at Dx 

VOL 

Output Low Voltage at AUTO 


Vbb 

(V B b + 2) 

V 

400 Kn to GRDA 

VqH 

Output High Voltage at AUTO 

(Vcc -2) 

Vcc 


V 

400 KH to GRDA 


POWER DISSIPATION 


Symbol 

Parameter 

Limits 

Units 

Test Conditions 

Min 

TypO) 

Max 

Iddo 

Standby Current 


0.7 

1.1 

mA 

Auto Output = Open Clock 

Icco 

Standby Current 


4 

7.0 

mA 

Frequency = 2.048 MHz 

Ibbo 

Standby Current 


1 

2.5 

mA 


Iddi 

Operating Current 


11 

16 

mA 


Icci 

Operating Current 


13 

21 

mA 


Ibbi 

Operating Current 


4 

6.0 

mA 



NOTE: 

1. Typical values are for T A - 25°C and nominal power supply values. 
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A.C. CHARACTERISTICS 

T a = 0°C to + 70°C, Vdd=+12V ±5%, V C c=+5V ±5%, V B b=-5V ±5%, GRDA = 0V, GRDD = 0V, 
unless otherwise specified 


TRANSMISSION 


Symbol 

Parameter 

Limits 

Unit 

Test Conditions 

Min 

Typd) 

Max 




S/D 

Signal/Tone Distortion Ratio, 





VF X = 1-02 KHz, Sinusoid 


C-Message Weighted 

36 



dB 

-30 dBmO ^ VFx ^ 0 dBmO 


Half Channel 

30 



dB 

-40 dBmO <; VF X < “30 dBmO 


(See Figure 1) 

27 



dB 

-45 dBmO ^ VF X < -40 dBmO 

AG 

Gain Tracking Deviation 


±0.25 

±0.30 

dB 

VF X = 102 KHz, Sinusoid 
-37 dBmO <; VF X <: +3 dBmO 


Half Channel! 2 ) 


±0.60 

±0.70 

dB 

-50 dBmO ^ VF X < -37 dBmO 


Reference Level 0 dBmO 


±1.5 

±1.8 

dB 

-55 dBmO <; VF X < -50 dBmO 

AG V 

AG Variation with Supplies 


±0.0002 

±0.0004 

dB/mV 

-37 dBmO ^ VF X ^ +3 dBmO 


Half Channel 


±0.0004 

±0.0008 

dB/mV 

-50 dBmO <; VF X < -37 dBmO 

AG T 

AG Variation with Temperature 


±0.001 

±0.002 

dB/°C 

-37 dBmO <; VF X ^ +3 dBmO 


Half Channel 


±0.002 

±0.005 

dB/°C 

-50 dBmO ^ VF X < -37 dBmO 

N|C1 

Idle Channel Noise, C-Message 
Weighted 


2 

7 

dBrncO 

No Signaling! 3 ) 

N|C2 

Idle Channel Noise, C-Message 


10 

13 

dBrncO 

with 6th and 1 2th Frame 


Weighted 





Signaling! 3 ) 

N|C3 

Idle Channel Noise, C-Message 
Weighted 


14 

18 

dBrncO 

with 1 KHz Sign Bit Toggle 

HD 

Harmonic Distortion (2nd or 3rd) 


-48 

-44 

dB 

VF X = 1.02 KHz, 0 dBmO; 
Measured at Decoder Output VFr 

IMD 

Intermodulation Distortion 





4-Tone Stimulus in Accordance 


2nd Order 



-45 

dB 

with BSTR PUB 41 009 


3rd Order 



-55 

dB 



NOTES: 

1. Typical values are for T A = 25°C and nominal supply values. 

2. Measured in one direction, either decoder or encoder and an ideal device, at 23°C, nominal supplies. 

3. If the external auto-zero is used Nici has a typical value of 8 dBrncO and N|C 2 has a typical value of 13 dBrncO. 

4. Dr of Device Under Test (D.U.T.) driven with repetitive digital word sequence specified in CCITT recommendation G.711. 
Measurement made at VFr output. 

5. With the D.C. method the positive and negative clipping levels are measured and Air is calculated. With the A.C. method 
a sinusoidal input signal to VFx is used where Air is measured directly. 




Figure 13. Signal/Total Distortion Ratio Figure 14. Gain Tracking Deviation (AG) 

(Half-Channel) (Half-Channel) 
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A.C. CHARACTERISTICS 

Ta = 0°C to +70°C, Vdd=+ 12 V ±5%, V C c = + 5V ±5%, V B b=“5V ±5%, GRDA = 0V, GRDD = 0V, 
unless otherwise specified (Continued) 


GAIN AND DYNAMIC RANGE 


Symbol 

Parameter 

Limits 

Unit 

Test Conditions 

Min 

TypO) 

Max 

DmW 

Digital Milliwatt Response 

5.53 

5.63 

5.73 

dBm 

23°C, Nominal Supplies( 4 ) 

DmWj 

DmWo Variation with 
Temperature 


-0.001 

-0.002 

dB/°C 

Relative to 23°C( 4 ) 

DmWs 

DmWo Variation with 
Supplies 



±0.07 

dB 

Supplies ±5%( 4 ) 

Air 

Input Dynamic Range 


2.20 

2.23 


Using D.C. and A. C. Tests( 5 ) 
23°C, Nominal Supplies 


Input Dynamic Range with 
Temperature 



-0.5 




Input Dynamic Range with 
Supplies 


HI 


mVRMS 

Supplies ±5% 


Output Dynamic Range, VFr 

2.13 



Vrms 

23°C, Nominal Supplies 

AoRT 

Aqr Variation with 
Temperature 



-0.5 

m VRMS /0 C 

Relative to 23°C 

AoRS 

Aqr Variation with Supplies 



±18 

mV R MS 

Supplies ±5% 


SUPPLY REJECTION AND CROSSTALK 


Symbol 

Parameter 

Limits 

Unit 

Test Conditions 

Min 

TypO) 

Max 

PSRRt 

Vqd Power Supply Rejection Ratio 

45 



dB 

Decoder Alone( 2 ) 

psrr 2 

Vbb Power Supply Rejection Ratio 

35 



dB 

Decoder Alone( 2 ) 


Vcc Power Supply Rejection Ratio 

50 



dB 

Decoder Alone( 2 ) 


Vqd Power Supply Rejection Ratio 

50 



dB 

Encoder Alone( 3 ) 


V B b Power Supply Rejection Ratio 

45 



dB 

Encoder Alone( 3 ) 

psrr 6 

Vcc Power Supply Rejection Ratio 

50 



dB 

Encoder Alone( 3 ) 

CTr 

Crosstalk Isolation, Receive Side 

75 

80 


dB 

(Note 4) 

CTt 

Crosstalk Isolation, Transmit Side 

75 

80 


dB 

(Note 5) 

CAPX 

Input Sample and Hold Capacitor 

1600 

200 

2400 

PF 



NOTES: 

1. Typical values are for T A = 25°C and nominal power supply values. 

2. D.U.T. decoder; impose 200 mVp.p i 1 .02 KHz on appropriate supply; measurement made at decoder output; decoder in 
idle channel conditions. 

3. D.U.T. encoder; impose 200 mVp p f 1 .02 KHz on appropriate supply; measurement made at encoder output; encoder in 
idle channel conditions. 

4. VFx of D.U.T. encoder = 1 .02 KHz, 0 dBmO. Decoder under quiet channel conditions; measurement made at decoder 
output. 

5. VFx = 0 Vrms. Decoder = 1 .02 KHz, 0 dBmO. Encoder under quiet channel conditions; measurement made at encoder 
output. 


5-14 










2910A 



A.C. CHARACTERISTIC— TIMING SPECIFICATION^) 

T a = 0°C to +70°C, VpD = +12V ±5%,Vcc=+5V ±5%,Vbb = -5V ±5%, GRDA = 0V, GRDD = 0V, 
unless otherwise specified 


CLOCK SECTION 


Symbol 

Parameter 

Limits 

Units 

Comments 

Min 

Max 

tCY 

Clock Period 

485 


ns 

CLK X) CLKr (2.048 MHz Systems), CLK c 

tr.tf 

Clock Rise and Fall Time 

0 

30 

ns 

CLK X , CLKr, CLK c 

tCLK 

Clock Pulse Width 

215 


ns 

CLK X) CLKr, CLK C 

tCDC 

Clock Duty Cycle (tci_K tcy) 

45 

55 

% 

CLK Xi CLKr 


TRANSMIT SECTION 


Symbol 

Parameter 

Limits 

Units 

Comments 

Min 

Max 

*VFX 

Analog Input Conversion 

20 


Timeslot 

from Leading Edge of Transmit Timeslot ( 2 ) 

*DZX 

Data Enabled on TS Entry 

50 

180 

ns 

0 < c LOAD < 100 pF 

*DHX 

Data Hold Time 

80 

230 

ns 

0 < C[_OAD < 100 pF 

*HZX 

Data Float on TS Exit 

75 

245 

ns 

Cload = 0 

tSON 

Timeslot X to Enable 

30 

220 

ns 

0 < C[_OAD < 

tS0FF 

Timeslot X to Disable 

70 

225 

ns 

C LOAD = 0 

tss 

Signal Setup Time 

0 


ns 

Relative to Bit 7 Falling Edge 

tSH 

Signal Hold Time 

100 


ns 

Relative to Bit 8 Falling Edge 

tFSD 

Frame Sync Delay 

15 

150 

ns 



RECEIVE AND CONTROL SECTIONS 


Symbol 

Parameter 

Limits 

Units 

Comments 

Min 

Max 

*VFR 

Analog Output Update 

9 Vie 

9 Vis 

Timeslot 

from Leading Edge of the Channel Timeslot 

tDSR 

Receive Data Setup 

20 


ns 


tDHR 

Receive Data Hold 

60 


ns 


tsiGR 

SIGr Update 


1 

f. IS 

from Trailing Edge of the Channel Timeslot 

^FSD 

Frame Sync Delay 

15 

150 

ns 


tDSC 

Control Data Setup 

115 


ns 

Microcomputer Mode Only 

tDHC 

Control Data Hold 

115 


ns 

Microcomputer Mode Only 


NOTES: 

1. All timing parameters referenced to 1.5V, except tnzx and tsoFF which reference to high impedance state. 

2. The 20 timeslot minimum insures that the complete A/D conversion will take place under any combination of receive 
interrupt or asynchronous operation of the Codec. If the transmit channel only is operated, the A/D conversion can be 
completed in a minimum of 1 1 timeslots. Refer to the Codec Control General Requirement section for instructions on setting 
a channel in an idle condition. 
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TIMING WAVEFORMS (Continued) 





■ nt e* 

PCM CODEC— A LAW 

8-BIT COMPANDED A/D AND D/A CONVERTER 


■ Per Channel, Single Chip Codec 

■ CCITT G71 1 and G732 Compatible, 

Even Order Bits Inversion Included 

■ Microcomputer Interface with On-Chip 
Time-Slot Computation 

■ Simple Direct Mode Interface When 
Fixed Timeslots Are Used 

■ ±5% Power Supplies: +12V, + 5V, -5V 


■ 66 dB Dynamic Range, with Resolution 
Equivalent to 11-Bit Linear Conversion 
Around Zero 

■ Precision On-Chip Voltage Reference 

■ Low Power Consumption 230 mW Typ. 
Standby Power 33 mW Typ. 

■ Fabricated with Reliable N-Channel 
MOS Process 


The Intel 2911 A is a fully integrated PCM (Pulse Code Modulation) Codec (Coder-Decoder), fabricated with 
N-channel silicon gate technology. The high density of integration allows the sample and hold circuits, the 
digital-to-analog converter, the comparator and the successive approximation register to be integrated on the 
same chip, along with the logic necessary to interface a full duplex PCM link. 


The primary applications are in telephone systems: 

• Transmission — 30/32 Channel Systems at 2.048 Mbps 

• Switching — Digital PBX’s and Central Office Switching Systems 

• Concentration — Subscriber Carrier/Concentrators 


The wide dynamic range of the 2911 A (66 dB) and the minimal conversion time (80 jus minimum) make it an 
ideal product for other applications, like: 

• Data Acquisition • Secure Communications Systems 

• Telemetry • Signal Processing Systems 


CAPIxC 

CAP2xC 

VFxC 

AUTOC 

QROAC 

VodC 

D*C 

pdnC 

VFaC 


270158-1 

Figure 1. Pin 
Configuration 


CAP 1 x , CAP 2 X 

Holding Capacitor 

VF X 

Analog Input 

VFr 

Analog Output 

Dr, D C 

Digital Input 

Dx. TS X 

Digital Output 

CLK C , CLK X , CLKr 

Clock Input 

FS X , FSr 

Frame Sync Input 

AUTO 

Auto Zero Output 

V BB 

Power (-5V) 

Vcc 

Power (+5V) 

Vdd 

Power (+ 12V) 

PDN 

Power Down 

GRDA 

Analog Ground 

GRDD 

Digital Ground 

NC 

No Connect 


Figure 2. Pin Names 






O PIN NUMBER 


© 


© 


@ © © 

Figure 3. Block Diagram 


• TS X © 

-CLK X @ 
-FS X ® 


© 

-CLK,.® 
► PON (?) 

-Dr ® 

_CLK R (g) 
-FS r @ 
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PIN DESCRIPTION 


Pin No 

Symbol 

Function 

Description 

1 

CAP1 X 

Hold 

Connections for the transmit holding capacitor. Refer to 
Applications section. 

2 

CAP2 X 


VF X 

Input 

Analog input to be encoded into a PCM word. The signal on 
this lead is sampled at the same rate as the transmit frame 
synchronization pulse FSx, and the sample value is held in the 
external capacitor connected to the CAPIx and CAP2x leads 
until the encoding process is completed. 

■ 

AUTO 

Output 

Most significant bit of the encoded PCM word ( + 5V for 
negative, -5V for positive values). Refer to the Codec 
Applications section. 

Hi 

GRDA 

Ground 

Analog return common to the transmit and receive analog 
circuits. Not connected to GRDD internally. 

6 

Vdd 

Power 

+ 1 2V ±5%; referenced to GRDA. 

7 

Dr 

Input 

Receive PCM highway (serial bus) interface. The Codec 
serially receives a PCM word (8 bits) through this lead at the 
proper time defined by FSr, CLKr, Dq, and CLKc- 

8 

PDN 

Output 

Active high when the Codec is in the power down state. Open 
drain output. 

9 

VFr 

Output 

Analog Output. The voltage present on VFr is the decoded 
value of the PCM word received on lead Dr. This value is held 
constant between two conversions. 

10 

NC 

No 

Connects 

Recommended practice is to strap these NC’s to GRDA. 

11 

NC 

12 

GRDD 

Ground 

Ground return common to the logic power supply; Vcc- 

H 

Dx 

Output 

Output of the transmit side onto the send PCM highway (serial 
bus). The 8-bit PCM word is serially sent out on this pin at the 
proper time defined by FSx, CLKx, ^C» and CLKq. TTL three- 
state output. 

14 

TSx 

Output 

Normally high, this signal goes low while the Codec is 
transmitting an 8-bit PCM word on the Dx lead. (Timeslot 
information used for diagnostic purposes and also to gate the 
data on the Dx lead.) Open drain output. 

15 

Vcc 

Power 

+ 5V ±5%, referenced to GRDD. 


CLKr 

Input 

Master receive clock defining the bit rate on the receive PCM 
highway. Typically 2.048 Mbps for a carrier system. Maximum 
rate 2.1 Mbps. 50% duty cycle. TTL compatible. 

17 

FSr 

Input 

Frame synchronization pulse for the receive PCM highway. 
Resets the on-chip timeslot counter for the receive side. 
Maximum repetition rate 1 2 KHz. TTL interface. 

18 

CLK X 

Input 

Master transmit clock defining the bit rate on the transmit 
PCM highway. Typically 2.048 Mbps for a carrier system. 
Maximum rate 2.1 Mbps. 50% duty cycle. TTL interface. 

19 

FS X 

Input 

Frame synchronization pulse for the transmit PCM highway. 
Resets the on-chip timeslot counter for the transmit side. 
Maximum repetition rate 1 2 KHz. TTL interface. 

20 

V BB 

Power 

— 5V ±5%, referenced to GRDA. 

21 

Dc 

Input 

Data input to program the Codec for the chosen mode of 
operation. Becomes an active low chip select when CLKq is 
tied to Vcc- TTL interface. 

22 

CLK c 

Input 

Clock input to clock in the data on the Dc lead when the 
timeslot assignment feature is used; tied to Vcc to disable this 
feature. TTL interface. 
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FUNCTIONAL DESCRIPTION 

The 2911 A PCM Codec provides the analog-to-digi- 
tal and the digital-to-analog conversions necessary 
to interface a full duplex (4 wires) voice telephone 
circuit with the PCM highways of a time division mul- 
tiplexed (TDM) system. The Codec is intended to be 
used on line and trunk terminations. 

In a typical telephone system the Codec is located 
between the PCM highways and the channel filters. 

The Codec encodes the incoming analog signal at 
the frame rate (FSx) into an 8-bit PCM word which is 
sent out on the Dx lead at the proper time. Similarly, 
on the receive link, the Codec fetches an 8-bit PCM 
word from the receive highway (Dr lead) and de- 
codes an analog value which will remain constant on 
lead VFr until the next receive frame. Transmit and 
receive frames are independent. They can be asyn- 
chronous (transmission) or synchronous (switching) 
with each other. 

Circuitry is provided within the Codec to internally 
define the transmit and receive timeslots. In small 
systems this may eliminate the need for any external 
timeslot exchange; in large systems it provides one 
level of concentration. This feature can be bypassed 
and discrete timeslots sent to each Codec within a 
system. 

In the power-down mode, most functions of the Co- 
dec are directly disabled to reduce power dissipation 
to a minimum. 



Figure 4. Typical Line Termination 
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CODEC OPERATION 


Codec Control 

The operation of the 2911 A is defined by serially 
loading an 8-bit word through the Dc lead (data) and 
the CLKq lead (clock). The loading is synchronous 
with the other operations of the Codec, and takes 
place whenever transitions occur on the CLKq lead. 
The Dq input is loaded in during the trailing edge of 
the CLKq input. 



The control word contains two fields: 

Bit 1 and Bit 2 define whether the subsequent 6 bits 
apply to both the transmit and receive side (00), the 
transmit side only (01), the receive side only (10), or 
whether the Codec should go into the standby, pow- 
er-down mode (11). In the last case (11), the follow- 
ing 6 bits are irrelevant. 
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The last 6 bits of the control word define the timeslot 
assignment, from 000000 (timeslot 1) to 111111 
(timeslot 64). Bit 3 is the most significant bit and bit 8 
the least significant bit and last into the Codec. 


Bit 1 

Bit 2 

Mode 

0 

0 

X&R 

0 

1 

X 

1 

0 

R 

1 

1 

Standby 


Bit 

3 4 5 6 7 8 

Time-Slot 

0 0 0 0 0 0 

1 

0 0 0 0 0 1 

2 

• 

- • 

e 

e 

• 

• 

• 

• 

111111 

64 


The Codec will retain the control word (or words) 
until a new word is loaded in or until power is lost. 
This feature permits dynamic allocation of timeslots 
for switching applications. 


Microcomputer Control Mode 

In the microcomputer mode, each Codec performs 
its own timeslot computation independently for the 
transmit and receive channels by counting clock 
pulses (CLKx and CLKr). All Codecs tied to the 
same data bus receive identical framing pulses (FSx 
and FSr). The framing pulses reset the on-chip 
timeslot counters every frame; hence the timeslot 
counters of all devices are synchronized. Each Co- 
dec is programmed via CLKc and Dc for the desired 
transmit and receive timeslots according to the de- 
scription in the Codec Control Section. All Codecs 
tied to the same Dr bus will, in general, have differ- 
ent receive timeslots, although that is not a device 
requirement. There may be separate busses for 
transmit and receive or all Codecs may transmit and 
receive over the same bus, in which case the trans- 
mit and receive channels must be synchronous 
(CLKx = CLKr). There are no other restrictions on 
timeslot assignments; a device may have the same 
transmit and receive timeslot even if a single bus is 
used. 

There are several requirements for using the 
CLKq-Dc interface in the microcomputer mode. 

1 . A complete timeslot assignment, consisting of 
eight negative transitions of CLKc, must be made 
in less than one frame period. The assignment 


can overlap a framing pulse so long as all 8 con- 
trol bits are clocked in within a total span of 
125 fi s (for an 8 KHz frame rate). CLKc must be 
left at a TTL low level when not assigning a time- 
slot. 

2. A dead period of two frames must always be ob- 
served between successive timeslot assign- 
ments. The two frame delay is measured from the 
rising edge of the first CLKc transition of the pre- 
vious timeslot assigned. 

3. When the device is in the power-down state 
(Standby), the following three-step sequence 
must be followed to power-up the codec to avoid 
contention on the transmit PCM highway. 

a. Assign a dummy transmit timeslot. The dummy 
should be at least two timeslots greater than 
the maximum valid system (usually 24 or 32). 
For example, in a 24 timeslot system, the dum- 
my could be any timeslot between 26 and 64. 
This will power-up the transmit side, but pre- 
vent any spurious Dx or TSx outputs. 

b. Two frames later, assign the desired transmit 
timeslot. 

c. Two frames later assign the desired receive 
timeslot. 

4. Initialization sequence: The device contains an 
on-chip power-on clear function which guarantees 
that with proper sequencing of the supplies (Vcc 
or Vdd on last), the device will initialize with no 
timeslot assigned to either the transmit or receive 
channel. After a supply failure or whenever the 
supplies are applied, it is recommended that ei- 
ther power down assignment be made first, or the 
first timeslot assignment be a transmit time- 
slot or a transmit/receive timeslot. The conse- 
quence of making a receive timeslot assignment 
first, after supply application, is that the transmit 
channel will assume timeslot 1, potentially pro- 
ducing bus contention. 

5. Transmit only/receive only operation is permitted 
provided that a power down assignment is made 
first. Otherwise, special circuits which use only 
one channel should be physically disconnected 
from the unused bus; this allows a timeslot to be 
made to an unused channel without conse- 
quence. 

6. Both frame synchronizing pulses (FSx, FSr) must 
be active at all times after power on clear (after 
power supplies are turned on). This requirement 
must be met during powerdown and receive only 
or transmit only operation, as well as during nor- 
mal transmit and receive operation. 

Example of Microcomputer Control Mode: 

The two words 01000001 and 10000010 have been 

loaded into the Codec. The transmit side is now pro- 
grammed for timeslot 2 and the receive side for 
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timeslot 3. The Codec will output a PCM word on the transmit PCM highway (bus) during the timeslot 2 of the 
transmit frame, and will fetch a PCM word from the receive PCM highway during timeslot 3. 



Figure 5. Microcomputer Mode Programming Examples 


In this example the Codec interface to the PCM highway then functions as shown below. (FSx and FSr may 
be asynchronous.) 



Figure 6. Microcomputer Mode PCM Highway Example 


Direct Control Mode The Codec will enter direct mode within three frame 

times (375 /x s) as measured from the time the de- 
The direct mode of operation will be selected when vice power supplies settle to within the specified lim- 
the CLK c pin is strapped to the +5V supply (V C c)- its - This assumes that CLK c is tied to V C c and that 

In this mode, the D c pin is an active low chip select. all clocks are available at the time the supplies have 

In other words, when Dc is low, the device transmits settled, 
and receives in the timeslots which follow the appro- 
priate framing pulses. With Dq high the device is in 

the power down state. Even though clk c character- General Control Requirements 
istics are simpler for the 291 1 A it will operate proper- 
ly when plugged into a 291 1 board. All bit and frame clocks should be applied whenever 

the device is active. In particular, an unused channel 
Deactivation of a channel by removal of the appro- cannot be deactivated by removal of its associated 
priate framing pulse (FSx or FSr) is not permitted. frame or bit clock while the other channel of the 

same device remains active. 

Specifically, framing pulses must be applied for a 

minimum of two frames after a change in state of Dc A single channel cannot be deactivated except by 

in order for the Dc change to be internally sensed. In physical disconnection of the data lead (Dx or Dr) 

particular, when entering standby in the direct mode, ^ rom the system data bus. A device (both transmit 

framing pulses must be applied as usual for two and receive channels) may be deactivated in either 

frames after D c is brought high. control mode by powering down the device. Both 

channels are always powered down together. 
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Encoding 

The VF signal to be encoded is input on the VFx 
lead. An internal switch samples the signal and the 
hold function is performed by the external capacitor 
connected to the CAPIx and CAP2x leads. The 


Decoding 

The PCM word is fetched by the Dr lead from the 
PCM highway at the proper timeslot occurrence. The 
decoded value is held on an internal sample and 
hold capacitor. The buffered non-return to zero out- 
put signal on the VFr lead has a dynamic range of 
+ 2.2V RMS (±3.1 volts peak). 


Standby Mode— Power Down 

To minimize power consumption and heat dissipa- 
tion a standby mode is provided where all Codec 
functions are disabled except for Dq and CLKq 
leads. These allow the Codec to be reactivated. In 
the microcomputer mode the Codec is placed into 
standby by loading a control word (Dq) with a “1” in 
bits 1 and 2 locations. In the direct mode when Dc is 
brought high, the all “Vs” control word is internally 
transferred to the control register, invoking the 
standby condition. 

While in the standby mode, the Dx output is actively 
held in a high impedance state to guarantee that the 
PCM bus will not be driven. 

The power consumption in the standby mode is typi- 
cally 33 mW. 


Power-On Clear 

Whether the device is used in the direct or micro- 
computer mode, an internal reset (power-on clear) is 


sampling and conversion is synchronized with the 
transmit timeslot. The PCM word is then output on 
the Dx lead at the proper timeslot occurrence of the 
following frame. The A/D converter saturates at ap- 
proximately ±2.2V RMS (±3.1 V peak). 


generated, forcing the device into the power down 
state, when power is supplied by any of the following 
methods. (1) Device power supplies are turned on in 
a system power-up situation where either Vqc or 
Vqd is applied last. (2) A large supply transient caus- 
es either of the two positive supplies to drop to ap- 
proximately 2V. (3) A board containing Codecs is 
plugged into a “hot” system where Vqq or Vqq is 
the last contact made. It may be necessary to trim 
back the edge connector pins or fingers on Vqq or 
Vqd relative to the other supply to guarantee that 
the power-on clear will operate properly when a 
board is plugged into a “hot” system. Furthermore, 
the Codec will inhibit activity on TSx and Dx during 
the application of power supplies. 

The device is also tolerant of transients in the nega- 
tive supply (Vbb) so long as Vbb remains more neg- 
ative than -3.5V. Vbb transients which exceed this 
level should be detected and followed by a system 
reinitialization. 


Precision Voltage Reference for the 
D/A Converter 

The voltage reference is generated on the chip and 
is calibrated during the manufacturing process. The 
technique uses the difference in sub-surface charge 
density between two suitably implanted MOS devic- 
es to derive a temperature stable and bias stable 
reference voltage. 
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A gain setting op amp, programmed during manufac- 
turing, “trims” the reference voltage source to the 
final precision voltage reference value provided to 
the D/A converter. The precision voltage reference 
determines the initial gain and dynamic range char- 
acteristics described in the A.C. Transmission Speci- 
fication section. 

CONVERSION LAW 

The conversion law is commonly referred to as the A 
Law. 

FM -WTTsbJ' osWs,,A 


where: x = the input signal 

Sgn(x) = sign of the input signal 
A = 87.6 (defined by CCITT) 

The Codec provides a piecewise linear approxima- 
tion of the logarithmic law through 13 segments. 
Each segment is made of 1 6 steps with the excep- 
tion of the first segment, which has 32 steps. In adja- 
cent segments the step sizes are in a ratio of two to 
one. Within each segment, the step size is constant. 

The output levels are midway between the corre- 
sponding decision levels. The output levels y n are 
related to the input levels x n by the expression: 

yn = Xn^J_+Xn i 0 <n£128 



270158-8 

Figure 10. Codec Transfer Characteristic 
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Theoretical A-Law — Positive Input Values (for Negative Input Values, Invert Bit 1) 


1 

2 

3 

4 

5 

6 

7 

8 

Segment 

Number 

No. of Steps 
x Step Size 

Value at 
Segment 
End Points 

Decision 
Value 
Number n 

Decision 
Value x n 0> 

PCM Word(4) 

Normalized 
Value 
at Decoder 
Output y n (5) 

Decoder 

Output 

Value 

Number 

Bit Number 
1 2 3 4 5 6 7 8 



40960) 

(128) 

(4096) 


1 

1 






11111111 

4032 

128 




127 

| 

3968 

| 


1 

1 

1 

1 

7 

16x128 


1 

1 

1 

1 

(Note 2) 

1 

1 

1 

1 




1 

113 

1 

2176 


1 

1 

1 






1 1 1 1 0 0 0 0 

2112 

113 



2048 

112 

2048 

| 


1 

| 

1 

1 

6 

16x64 


1 

1 

1 

1 

(Note 2) 

1 

1 

1 

1 




1 

97 

1 

1088 


1 

1 

1 






1 1 1 0 0 0 0 0 

1056 

97 



1024 

96 

| 

1024 

| 


1 

| 

1 

I 

5 

16x32 


1 

1 

1 

1 

(Note 2) 


1 




1 

81 

1 

544 


1 

1 

1 

1 






1 1 0 1 0 0 0 0 

528 

81 



512 

80 

| 

512 


1 

| 

1 

| 

4 

16x16 


1 

1 

1 

(Note 2) 

1 

1 

1 

1 




1 

65 

1 

272 


1 

1 

1 






1 1 0 0 0 0 0 0 

264 

65 



256 

64 

| 

256 

| 


1 

I 

1 

I 

3 

16x8 


1 

1 

1 

1 

(Note 2) 

1 

1 

1 




1 

49 

136 


1 

1 

1 

1 






1 0 1 1 0 0 0 0 

132 

49 



128 

48 

| 

128 

I 


1 

1 

1 

2 

16x4 


1 

1 

1 

(Note 2) 

1 

1 

1 

1 




1 

33 

1 

68 


1 

1 

1 






1 0 1 0 0 0 0 0 

66 

33 



64 

32 

| 

64 

| 


1 

| 

1 

| 

1 

32x2 


1 

1 

1 

1 

(Note 2) 

1 

1 

1 

1 




1 

1 

1 

2 


1 

1 

1 

1 






1 0 0 0 0 0 0 0 

1 

1 




0 

0 





NOTES: 

1 . 4096 normalized value units correspond to the value of the on-chip voltage reference. 

2. The PCM word corresponding to positive input values between two successive decision values numbered n and n + '1 
(see column 4) is (128 + n) expressed as a binary number. 

3. Xi 28 is a virtual decision value. 

4. The PCM word on the highways is the same as the one shown in column 6, with the even order bits inverted. The 2911 A 
provides for the inversion of the even order bits on both the send and receive sections. 

5. The voltage output on the VFr lead is equal to the normalized value given in the table, augmented by an offset. The 
offset value is approximately 1 5 mV. 


5-26 




291 1A-1 


inteT 


APPLICATIONS 
Holding Capacitor 


For an 8 KHz sampling system the transmit holding 
capacitor CAPx should be 2000 pF ±20%. 



Figure 11. Circuit Interface — Without 
External Auto Zero 


Filters Interface 

The filters may be interfaced as shown in the circuit 
interface diagrams. Note that the output pulse 
stream is of the non-return-to-zero type and hence 
requires the (sin x)/x correction provided by the 
291 2A filter. 


Dx Buffering 

For higher drive capability or increased system reli- 
ability it may be desirable that the Dx output of a 
group of Codecs be buffered from the system PCM 
bus with an external three-state or open collector 
buffers. A buffer can be enabled with the appropriate 
Codec generated TSx signal or signals. TSx signal 
may also be used to activate external zero code sup- 
pression logk^ since the occurrence of an active 
state of any TSx implies the existence of PCM voice 
bits (as opposed to transparent data bits) on the 
bus. 



External Auto Zero 


Auto Zero 


The 291 1 A contains a transparent on-chip auto zero 
plus a device pin for implementing a sign-bit driven 
external auto zero feedback loop. The on-chip auto 
zero reduces the input offset voltage of the encoder 
(VFx) to less than 3 mV. For most telephony applica- 
tions, this input offset is perfectly acceptable, since it 
insures the encoder is biased in the lower 25% of 
the first segment. 

Where lower input offset is required the external 
auto zero loop may be used to bias the encoder ex- 
actly at the zero crossing point. The consequence of 
the external auto zero loop, aside from extra compo- 
nents, is the addition of the dithering auto-zero sig- 
nal to the input signal, resulting in slightly higher idle 
channel noise (approximately 2 dB) than when the 
external loop is not used. Consequently, where the 
application permits, it is recommended that the ex- 
ternal auto zero loop not be used. When not used, 
the AUTO pin should float. 



The circuit interface with external auto zero drawing 
shows a possible connection between VFx and 
AUTO leads with the recommended values of 
C-|=0.3 julF, Ri = 150 Kfi, R 2 — 330fl, and 
R 3 — 470 Kfl. i 
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ABSOLUTE MAXIMUM RATINGS* 

Temperature Under Bias - 1 0°C to + 80°C 

Storage Temperature -65°C to + 1 50°C 

All Input or Output Voltages with 

Respect to Vbb - 0.3V to + 20V 

Vcc. Vdd» GRDA, and GRDA with Respect 

to Vbb -0.3V to + 20V 

Power Dissipation 1 .35W 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“ Operating Conditions” is not recommended and ex- 
tended exposure beyond the "Operating Conditions” 
may affect device reliability. 


D.C. CHARACTERISTICS 

T a = 0°C to + 70°C, Vpp = + 12V ±5%, V cc = +5V ±5%, V B b = -5V ±5%, GRDA = 0V, GRDD = 0V, 
unless otherwise specified. 


DIGITAL INTERFACE 


Symbol 

Parameter 

Limits 

Unit 

Test Conditions 

Min 

TypO) 

Max 

IlL 

Low Level Input Current 



10 

fxA 

V|N < V| L 

>IH 

High Level Input Current 



10 

/jlA 

V|N > Vih 

V|L 

Input Low Voltage 



0.6 

V 


V|H 

Input High Voltage 

2.2 



V 


V 0 L 

Output Low Voltage 



0.4 

V 

Dx, Iol = 4 -0 mA 

TSx, loL = 3 2 mA » °P en drain 

PDN, Iql ^ 1-6 mA, open drain 

VOH 

Output High Voltage 

2.4 



V 

Dx, Iqh = 15 mA 


ANALOG INTERFACE 


Symbol 

Parameter 

Limits 

Unit 

Test Conditions 

Min 

TypO) 

Max 

Zai 

Input Impedance when 
Sampling, VF% 

125 

300 

500 

a 

In series with CAPx to GRDA, 
-3.1V < V| N < 3.1V 

Zac 

Small Signal Output 
Impedance, VFr 

100 

180 

300 

a 

-3.1V < Vqut < 3.1V 

V OR 

Output Offset Voltage at VFr 

-50 


50 

mV 

Minimum code to Dr 


Input Offset Voltage at VFx 

-5 


5 


Minimum positive code 
produced at Dx 

VOL 

Output Low Voltage at AUTO 


Vbb 

(Vbb +2) 

V 

400 Kfl to GRDA 

VOH 

Output High Voltage at AUTO 

(Vcc -2) 

Vcc 


V 

400 KO to GRDA 
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D.C. CHARACTERISTICS 

T a = 0°C to + 70°C, Vpp = + 12V ±5%, Vcc = +5V ±5%, V B b = -5V ±5%, GRDA = OV, GRDD = OV, 
unless otherwise specified. (Continued) 


POWER DISSIPATION 


Symbol 

Parameter 

Limits 

Unit 

Test Conditions 

Min 

TypO) 

Max 

Iddo 

Standby Current 


0.7 

1.1 

mA 


'CCO 

Standby Current 


4.0 

7.0 

mA 


Ibbo 

Standby Current 


1.0 

2.5 

mA 

Auto Output = Open 

Iddi 

Operating Current 


11 

16 

mA 

Clock Frequency = 2.048 MHZ 

Icci 

Operating Current 


13 

21 

mA 


•bbi 

Operating Current 


4.0 

6.0 

mA 



NOTE: 

1. Typical values are for T A = 25°C and nominal power supply values. 


A.C. CHARACTERISTICS 

T a = 0°C to + 70°C, Vpp = + 12V ±5%, V C c = +5V ±5%, V B b = -5V ±5%, GRDA = OV, GRDD = OV, 
unless otherwise specified. 


TRANSMISSION 


Symbol 

Parameter 

Limits 

Unit 

Test Conditions 

Min 

TypO) 

Max 

S/D 

Signal to Total Distortion Ratio. 

37 



dB 

Signal level 0 dBmO to 


CCITTG.712 Method 2 





-30 dBmO 


(Half Channel) 

31 



dB 

Signal level to -40 dBmO 



26 



dB 

Signal level to -45 dBmO 

AG 

2911 A 





VFx = 1 .02 KHz, sinusoid 


Gain Tracking Deviation 


±0.25 

±0.30 

dB 

-40 dBmO ^ VFx ^ + 3 dBmO 


Half Channel! 3 ) 


±0.60 

±0.70 

dB 

-50 dBmO <: VF X < -40 dBmO 


Reference Level — 10 dBmO 


±1.5 

±1.8 

dB 

-55 dBmO ^ VF X < -50 dBmO 

AGy 

AG Variation with Supplies 


±0.0002 

±0.0004 

dB/mV 

-40 dBmO ^ VFx ^ +3 dBmO 


Half Channel 


±0.0004 

±0.0008 

dB/mV 

-50 dBmO ^ VF X < -40 dBmO 

AG t 

AG Variation with 


±0.001 

±0.002 

dB/°C 

-40 dBmO ^ VFx ^ +3 dBmO 


Temperature Half Channel 


±0.002 

±0.005 

dB/°C 

-50 dBmO ^ VF X < “40 dBmO 

N|C 

Idle Channel Noise 


-85 

-78 

dBmOp 

Quiet Code. (Note 2) 

HD 

Harmonic Distortion 


-48 

-44 

dB 

VF X =1.02 KHz, 0 dBmO; 


(2nd or 3rd) 





measured at decoder output VFr 


Intermodulation Distortion 






IMD-j 

G.7 1 2(7.1 ) 



-45 

dB 

CCITTG.712 

imd 2 

G.71 2(7.2) 



-50 

dBmO 

Two Tone Method 
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A.C. CHARACTERISTICS 

T a = 0°C to + 70°C, Vp ID = +12 V ±5%, V C c = +5V ±5%, V BB = -5V ±5%, GRDA = OV, GRDD = OV, 
unless otherwise specified. (Continued) 


GAIN AND DYNAMIC RANGE 


Symbol 

Parameter 

Limits 

Unit 

Test Conditions 

Min 

TypO) 

Max 

DmW 

Digital Milliwatt Response 

5.58 

5.66 

5.78 

dBm 

23°C, nominal supplies( 4 ) 

DmW T 

DmWo Variation with 
Temperature 


-0.001 

-0.002 

dB/°C 

Relative to 23'“C( / >) 

DmWs 

DmWo Variation 
with Supplies 



±0.07 

dB 

Supplies ±5%( 4 ) 

Air 

Input Dynamic Range 

2.183 

2.213 

2.243 

Vrms 

Using D.C. and A.C. tests(5) 
23°C, nominal supplies 

a IRT 

Input Dynamic Range 
vs Temperature 



-0.5 

mVRMS /0 C 

Relative to 23°C 

a irs 

Input Dynamic Range 
vs Supplies 



±18 

m V R MS 

Supplies ±5% 

Aor 

Output Dynamic Range, 
VFr 

2.14 

2.17 

2.20 

Vrms 

23°C, Nominal Supplies 

AoRT 

Aor Variation with 
Temperature 



-0.5 

m V R MS/°C 

Relative to 23°C 

Aqrs 

Aor Variation with Supplies 



±18 

mVRMS 

Supplies ±5% 


SUPPLY REJECTION AND CROSSTALK 


Symbol 

Parameter 

Limits 

Unit 

Test Conditions 

Min 

TypO) 

Max 

PSRR-| 

Vqd Power Supply Rejection Ratio 

45 



dB 

decoder alone( 6 ) 

psrr 2 

V B b Power Supply Rejection Ratio 

35 



dB 

decoder alone( 6 ) 

psrr 3 

Vcc Power Supply Rejection Ratio 

50 



dB 

decoder alone( 6 ) 

psrr 4 

Vqd Power Supply Rejection Ratio 

50 




encoder alone(7) 

psrr 5 

Vbb Power Supply Rejection Ratio 






psrr 6 

Vcc Power Supply Rejection Ratio 

50 



dB 

encoder alone(7) 

CTr 

Crosstalk Isolation, Receive Side 

75 

80 


dB 

(Note 8) 

CTt 

Crosstalk Isolation, Transmit Side 

75 

80 


dB 

(Note 9) 

CAPX 

Input Sample and Hold Capacitor 

1600 

2000 

2400 

PF 



NOTES: 

1. Typical values are for T A = 25°C and nominal power supply values. 

2. If the external auto zero is used Nic has a typical value of -76 dBmO. 

3. Tested and guaranteed at 23°C, nominal supplies. 

4. Dr of Device Under Test (D.U.T.) driven with repetitive digital word sequence specified in CCITT recommendation G.711. 
Measurement made at VFr output. 

5. With the D.C. method the positive and negative clipping levels are measured and Air is calculated. With the A.C. method 
a sinusoidal input signal to VFx is used where Air is measured directly. 

6. D.U.T. decoder; impose 200 mVpp, 1 .02 KHz on appropriate supply; measurement made at decoder output; decoder in 
idle channel conditions. 

7. D.U.T. encoder, impose 200 mVpp, 1.02 KHz on appropriate supply; meaurement made at encoder output; encoder in idle 
channel conditions. 

8. VFx of D.U.T encoder = 1.02 KHz, 0 dBmO. Decoder under quiet channel conditions; measurements made at decoder 
output. 

9. VFx = 0 Vrms. Decoder = 1.02 KHz, 0 dBmO. Encoder under quiet channel conditions; measurement made at encoder 
output. 
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Figure 13. Tracking Deviati 
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A.C. CHARACTERISTICS— TIMING SPECIFICATION!’) 

T a = 0°C to + 70°C, Vp | D = +12V ±5%, V C c = +5V ±5%, V BB = -5V ±5%, GRDA = OV, GRDD = OV, 
unless otherwise specified. , 


CLOCK SECTION 


Symbol 

Parameter 

Limits 

Unit 

Comments 

Min 

Max 

tCY 

Clock Period 

485 


ns 

CLK X , CLKr (2.048 MHz systems), CLK c 

tr.tf 

Clock Rise and Fall Time 

0 

30 

ns 

CLK X , CLKr, CLK c 

*CLK 

Clock Pulse Width 

215 


ns 

CLK X , CLKr, CLKq 

tCDC 

Clock Duty Cycle (tcLK + *CY) 

45 

55 

% 

CLK X , CLKr 


TRANSMIT SECTION 



Parameter 



Comments 



tVFX 

Analog Input Conversion 

20 


Timeslot 

From Leading Edge of Transmit Timeslot(2) 

| 

Data Enabled on TS Entry 



ns 

0 < C[_oad < 1 00 pF 


Data Hold Time 



ns 

0 < Cload < 1 00 pF 

QSH 

Data Float on TS Exit 



ns 

Cload = o 

El 

Timeslot X to Enable 


i^i 

ns 

o < Cload < 1 00 pF 

ESB 

Timeslot X to Disable 



ns 

Cload = 0 

tFSD 

Frame Sync Delay 



ns 



RECEIVE AND CONTROL SECTIONS 


Symbol 

Parameter 

Limits 

Unit 

Comments 

Min 

Max 

tVFR 

Analog Output Update 

9Vie 

9Vi6 

Timeslot 

From Leading Edge of the Channel Timeslot 

tDSR 

Receive Data Setup 

20 


ns 


tDHR 

Receive Data Hold 

60 


ns 


tFSD 

Frame Sync Delay 

15 

150 

ns 


tDSC 

Control Data Setup 

115 


ns 

Microcomputer Mode Only 

tDHC 

Control Data Hold 

115 


ns 

Microcomputer Mode Only 


NOTES: 

1. All tinning parameters referenced to 1.5V, except tnzx and tsOFF. which reference a high impedance state. 

2. The 20 timeslot minimum insures that the complete A/D conversion will take place under any combination of receive 
interrupt or asynchronous operation of the Codec. Consult an Intel applications specialist or Intel Corporation for applica- 
tions information which would allow operation with less than 20 timeslots. 
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TIMING WAVEFORMSO) 




CONTROL TIMING 



NOTE: 

1. All timing parameters referenced to 1.5V, except tnzx and tsoFF which reference a high impedance state. 
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2912A 

PCM TRANSMIT/RECEIVE FILTER 


■ Low Power Consumption: 

60 mW Typical without Power 
Amplifiers 

80 mW Typical with Power Amplifiers 
0.5 mW Typical Standby 

■ Low Idle Channel Noise: 

2 dBrncO Typical, Receive 
6 dBrncO Typical, Transmit 

■ Excellent Power Supply Rejection: 

40 dB Typical on Vcc @ 50 KHz 
30 dB Typical on Vbb @ 50 KHz 

■ Transmit Filter Rejects Low 
Frequency Noise: 

23 dB @ 60 Hz 
25 dB @ 50 Hz 
50 dB @ 16-2/3 Hz 


■ Adjustable Gain in Both Directions 

■ Fully Compatible with the Industry 
Standard Intel 2912 

■ D3/D4 and CCITT G712 Compatible 

■ Common Mode Op Amp Input Rejection 
75 dB Typical 

■ Direct Interface to the Intel 
2910A/2911A PCM Codecs Including 
Stand-By Power Down Mode 

■ Direct Interface with Transformer or 
Electronic Hybrids 

■ Fabricated with Reliable N-Channel 
MOS Process 


The Intel 291 2A 2nd generation PCM line filter is a fully integrated monolithic device containing the two filters 
of a PCM line or trunk termination. It has improved key parameters of power consumption, idle channel noise, 
and power supply rejection. A single part exceeds both AT&T* D3/D4 and CCITT transmission specs, ex- 
ceeds digital Class 5 central office switching system stringent specifications, and is fully compatible with the 
2912. The primary application for the 291 2A is in telephone systems for transmission, switching, or remote 
concentration. 

An advanced version of the switched capacitor technique used for the 2912 is used to implement the transmit 
and receive passband filter sections of the 291 2A. The device is fabricated using Intel’s reliable two layer 
polysilicon gate NMOS technology. (See Intel Reliability Report RR-24 on the 2910A, 291 1A, and 2912.) The 
combination of advances in the switched capacitor techniques first used on the 2912 and the NMOS technolo- 
gy results in a monolithic 291 2A filter which is packaged in a standard 16-pin DIP. 



VF X I* C 

7 ^ 

“l6 

3 VF x O 

VF X |- C 

2 

15 

□ GRDA 

GSx C 

3 

14 

3 CLK0 

vf r o C 

4 

13 

□ PDN 

PWRI C 

5 

12 

□ CLK 

PWRO* C 

6 

11 

□ GROD 

PWRO- C 

7 

10 

□ vf r i 

Vbb c 

8 

9 

3 Vcc 
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Pin Names 


VF X I + ,VF X I~ 

Analog Inputs 

GS X 

Gain Control 

VF X 0 

Analog Output 

VFrI 

Analog Input 

VFrO 

Analog Output 

PWRI 

Driver Input 

PWRO + .PWRO- 

Driver Output 

CLK 

Clock Input 

CLK0 

Clock Selection 

PDN 

Power Down 

v C c 

Power ( + 5V) 

Vbb 

Power (-5V) 

GRDD 

Digital Ground 

GRDA 

Analog Ground 


Figure 2. Pin Configuration 


*AT&T is a registered trademark of American Telephone and Telegraph Corporation. 
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Table 1. Pin Description 


Symbol 

Pin No. 

Function 

Description 

VF X I + 

1 

Input 

Analog input of the transmit filter. The VF X I + signal comes 
from the 2 to 4 wire hybrid in the case of a 2 wire line and goes 
through the frequency rejection and the antialiasing filters 
before being sent to the Codec for encoding. 

VF X I- 

2 

Input 

Inverting input of the gain adjustment operational amplifier on 
the transmit filter. 

GS X 

3 

Output 

Output of the gain adjustment operational amplifier on the 
transmit filter. Used for gain setting of the transmit filter. 

VFrO 

4 

Output 

Analog output of the receive filter. This output provides a 
direct interface to electronic hybrids. For a transformer hybrid 
application, VFrO is tied to PRWI and a dual balanced output 
is provided on pins PWRO+ and PWRO-. 

PWRI 

5 

Input 

Input to the power driver amplifiers on the receive side for 
interface to transformer hybrids. High impedance input. When 
tied to Vbb. the power amplifiers are powered down. 

PWRO + 

6 

Output 

Non-inverting side of the power amplifiers. Power driver output 
capable of directly driving transformer hybrids. 

PWRO — 

7 

Output 

inverting side of the power amplifiers. Power driver output 
capable of directly driving transformer hybrids. 

Vbb 

8 

Power 

— 5V ±5% referenced to GRDA 

Vcc 

9 

Power 

+ 5V ± 5% referenced to GRDA 

VFrI 

10 

Input 

Analog input of the receive filter, interface to the Codec 
analog output for PCM applications. The receive filter provides 

the correction needed for sample and hold type Codec 

outputs to give unity gain. The input voltage range is directly 
compatible with the Intel 291 OA and 291 1 A Codecs. 

GRDD 

11 

Ground 

Digital ground return for internal clock generator. 

CLK(D 

12 

Input 

Clock input. Three clock frequencies can be used: 1 .536 MHz, 
1.544 MHz or 2.048 MHz; pin 14, CLKO, has to be strapped 
accordingly. High impedance input, TTL voltage levels. 

PDN 

13 

Input 

Control input for the stand-by power down mode. An internal 
pull up to + 5V is provided for interface to the Intel 291 OA and 
291 1 A PDN outputs. TTL voltage levels. 

CLKOd) 

14 

Input 

Clock (pin 1 2, CLK) frequency selection. If tied to Vbb. CLK 
should be 1 .536 MHz. If tied to Ground, CLK should be 
1 .544 MHz. If tied to Vcc. CLK should be 2.048 MHz. 

GRDA 

15 

Ground 

Analog return common to the transmit and receive analog 
circuits. Not connected to GRDD internally. 

VF x O 

16 

Output 

Analog output of the transmit filter. The output voltage range 
is directly compatible with the Intel 291 OA and 291 1 A Codecs. 


NOTE: 

1. The three clock frequencies are directly compatible with the Intel 291 OA and 2911 A Codecs. The following table should 
be observed in selecting the clock frequency. 


Codec Clock 

Clock Bits/Frame 

CLK, Pin 12 

CLKO, Pin 14 

1.536 MHz 

192 

1.536 MHz 

Vbb(-5V) 

1.544 MHz 

193 

1 .544 MHz 

GRDD 

2.048 MHz 

256 

2.048 MHz 

V C C ( + 5V) 
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FUNCTIONAL DESCRIPTION 

The 291 2A provides the transmit and receive filters 
found on the analog termination of a PCM line or 
trunk. The transmit filter performs the anti-aliasing 
function needed for an 8 KHz sampling system, and 
the 50/60 Hz rejection. The receive filter has a low 
pass transfer characteristic and also provides the 
Sinx/x correction necessary to interface the Intel 
291 0A (jm Law) and 2911 A (A Law) Codecs which 
have a non-return-to-zero output of the digital to an- 


alog conversion. Gain adjustment is provided in the 
receive and transmit directions. 

A stand-by, power down mode is included in the 
291 2A and can be directly controlled by the 291 0A/ 
2911 A Codecs. 

The 291 2A can interface directly with a transformer 
hybrid (2 to 4 wire conversion) or with electronic hy- 
brids; in the latter case the power dissipation is re- 
duced by powering down the output amplifier provid- 
ed on the 291 2A. 
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Figure 3. Typical Line Termination 


FILTER OPERATION 


Transmit Filter Input Stage 

The input stage provides gain adjustment in the 
pass-band. The input operational amplifier has a 
common mode range of ± 2.2 volts, a DC offset of 
less than 25 mV, a voltage gain greater than 3000 
and a unity gain bandwidth of 1 MHz. It can be con- 
nected to provide a gain of 20 dB without degrading 
the noise performance of the filter. The load imped- 
ance connected to the amplifier output (GSx) must 
be greater than 10K n in parallel with 25 pF. The 
input signal on lead VFxl + can be either AC or DC 
coupled. The input Op Amp can also be used in the 
inverting mode or differential amplifier mode. The re- 
maining portion of the transmit filter provides a gain 
of +3 dB in the pass band. 



Figure 4. Transmit Filter Gain Adjustment 
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Receive Filter Output 

The VFrO lead is capable of driving high impedance 
electronic hybrids. The gain of the receive section 
from VFrI to VFrO is: 



which when multiplied by the output response of the 
Intel 291 OA and 291 1 A Codecs results in a 0 dB gain 
in the pass band. The filter gain can be adjusted 
downward by a resistor voltage divider connected as 
shown in Figure 5. The total resistive load Rlr on 
VFrO should not be less than 10K ft. 



Figure 5. Receive Filter Output Gain Adjustment 


Receive Filter Output Driver Amplifier 
Stage 

A balanced power amplifier is provided in order to 
drive low-impedance loads in a bridged configura- 
tion. The receive filter output VFrO is connected 
through gain setting resistors Ri and R 2 to the am- 
plifier input PWRI. The input voltage range on PWRI 
is ±3.2 volts and the gain is 6 dB for a bridged out- 
put. 

With a 600ft load connected between PWRO+ and 
PWRO-, the maximum voltage swing across the 
load is ±5.0 volts. The series combination of Rs and 
the hybrid transformer must present a minimum A.C. 


load resistance of 600ft to the amplifier in the 
bridged configuration. A typical connection of the 
output driver amplifiers is shown in Figure 6. These 
amplifiers can also be used with loads connected to 
ground. 

When the power amplifier is not needed it should be 
deactivated to save power. This is accomplished by 
tying the PWRI pin to Vrb before the device is pow- 
ered up. 


Power Down Mode 

Pin 13, PDN, provides the power down control. 
When the signal on this lead is brought high, the 
291 2A goes into a standby, power down mode. Pow- 
er dissipation is reduced to 0.5 mW. In the stand-by 
mode, all outputs go into a high impedance state. 
This feature allows multiple 291 2As to drive the 
same analog bus on a time-shared basis. 

When power is restored, the settling time of the 
291 2A is typically 15 ms. 

The PDN interface is directly compatible with the In- 
tel 291 0A and 2911 A PDN outputs. Only one com- 
mand from the common control is then necessary to 
power down both the Codec and the Filters of the 
line or trunk interface. 



Output Driver Amplifier 
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ABSOLUTE MAXIMUM RATINGS* 

Temperature Under Bias - 1 0°C to + 80°C 

Storage Temperature -65°C to + 1 50°C 

Supply Voltage with Respect 

to V B B -0.3V to + 14.0V 

All Input and Output Voltages with 

Respect to Vbb • • • -0.3V to + 14.0V 

All Output Currents ± 50 mA 

Power Dissipation 1 Watt 

, D.C. CHARACTERISTICS T A = 0°C to +70°C; V cc = 5V +5%; Vbb 5V ±5%; GRDA = 0V; 

GRDD = 0V; unless otherwise specified 


DIGITAL INTERFACE (CLK, CLK0, and PDN Pins) 


Symbol 

Parameter 

Min 

Typ(l) 

Max 

Unit 

Test Conditions 

•lic 

Input Load Current, CLK 



10 

jxA 

V||\j = GRDDtoVcc 

■uo 

Input Load Current, CLK0 



10 

jxA 

Vin = Vbb t° Vcc 

■lip 

Input Load Current, PDN 



-100 

fxA 

V||sj = GRDDtoVcc 

V|L 

Input Low Voltage (except CLK0) 



0.8 

V 


V|H 

Input High Voltage (except CLK0) 

2.0 



V 


V IL0 

Input Low Voltage, CLK0 

Vbb 


Vbb + 0-5 

V 


V II0 

Input Intermediate Voltage, CLK0 

GRDD-0.5 


0.8 

V 


V IH0 

Input High Voltage, CLK0 

V C c -0 * 5 


Vcc 

V 



POWER DISSIPATION 


Symbol 

Parameter 

Min 

Typ(i) 

Max 

Unit 

Test Conditions 

•cco 

Vcc Standby Current 


50 

100 

jliA 

PDN = V| H Min 

■bbo 

Vbb Standby Current 


50 

100 

jllA 

PDN = V| H Min 

Icci 

Vcc Operating Current, Power 
Amplifiers Inactive 


6 

10 

mA 

PWRI = V B b (2) 

>BB1 

Vbb Operating Current, Power 
Amplifiers Inactive 


6 

10 

mA 

PWRI = V BB < 2 > 

>CC2 

Vcc Operating Current 


8 

14 

mA 


•bB2 

Vbb Operating Current 


8 

14 

mA 



NOTES: 

1. Typical values are for Ta = 25°C and nominal power supply values. 

2. To place the power amplifiers in the inactive mode PWRI must be tied to Vbb prior to power-up. 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 
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D.C. CHARACTERISTICS T A = O°cto + 70°C; V CC = 5V ±5%; V BB = -5V ±5%; GRDA = OV; 
GRDD = OV; unless otherwise specified (Continued) 


ANALOG INTERFACE, TRANSMIT FILTER INPUT STAGE 


Symbol 

Parameter 

Min 

TypO) 

Max 

Unit 

Test Conditions 

■bxi 

Input Leakage Current, VFxl + , VFxl - 



100 

nA 

-2.2 V < V| N < 2.2 V 

Rixi 

Input Resistance, VFxl + » VFxl “ 

10 



Mn 


Vosxi 

Input Offset Voltage, VFxl + > VFxl _ 



25 

mV 


CMRR 

Common Mode Rejection, VFxl + . VFxl “ 

60 

75 


dB 

-2.2V < V| N < 2.2V, 

0 dBmO = 1 .1 Vrms. Input at VFxl - 

a VOL 

DC Open Loop Voltage Gain, GSx 

3000 





fc 

Open Loop Unity Gain Bandwidth, GSx 


1 


MHz 


Voxi 

Output Voltage Swing, GSx 

±2.5 



V 

r l ;> io Ka 

C|_XI 

Load Capacitance, GSx 



25 

PF 


Rlxi 

Minimum Load Resistance, GSx 

10 



Kfl 

Minimum Rl 


ANALOG INTERFACE, TRANSMIT FILTER (See Figure 9) 


Symbol 

Parameter 

Min 

Typ(1) 

Max 

Unit 

Test Conditions 

Rox 

Output Resistance, VFxO 


20 

35 

a 


Vosx 

Output DC Offset, VFxO 



100 

mV 

VFxl + Connected to GRDA, 
Input Op Amp at Unity Gain 

PSRR-| 

Power Supply Rejection of Vqc at 
1 KHz, VF x O 

30 

40 


dB 

Note 2 

psrr 2 

Power Supply Rejection of V B b at 
1 KHz, VF x O 

25 

30 


dB 

Note 2 

Clx 

Load Capacitance, VFxO 



25 

PF 


Rlx 

Minimum Load Resistance, VFxO 

2.7 



Kn 

Minimum Rl 

Voxi 

Output Voltage Swing, 1 KHz, VFxO 

±3.2 



V 

Rl ^ 1 0 Kfl or with 291 0A 
or 2911 A 

VqX2 

Output Voltage Swing, 1 KHz, VFxO 

±2.5 



V 

R l ^ 2.7 Kn 


NOTES: 

1. Typical values for T A = 25°C and nominal power supply values. 

2. PSRR-i^ include op amp in transmit section. 
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D.C. CHARACTERISTICS T A = 0°Cto + 70°C;V C c = 5V ±5%;V BB = -5V ±5%; GRDA = OV; 
GRDD = OV; unless otherwise specified (Continued) 


ANALOG INTERFACE, RECEIVE FILTER (See Figure 10) 


Symbol 

Parameter 

Min 

TypO) 

Max 

Unit 

Test Conditions 

•br 

Input Leakage Current, VFrI 



3 

fxA 

-3.2 V < V| N < 3.2V 

Rir 

Input Resistance, VFrI 

1 



mh 


Ror 

Output Resistance, VFrO 



100 

ft 


V OSR 

Output DC Offset VFrO 



100 

mV 

VFrI Connected to GRDA 

psrr 3 

Power Supply Rejection of Vcc at 
1 KHz, VFrO 

30 

45 


dB 


psrr 4 

Power Supply Rejection of Vrb at 
1 KHz, VFrO 

30 

35 


dB 


Clr 

Load Capacitance, VFrO 



25 

PF 


Rlr 

Minimum Load Resistance, VFrO 

10 



Kft 

Minimum Ri_ 

VoR 

Output Voltage Swing, VFrO 

±3.2 



V 

R l = 10 Kft 


ANALOG INTERFACE, RECEIVE FILTER DRIVER AMPLIFIER STAGE 


Symbol 

Parameter 

Min 

Typd) 

Max 

Unit 

Test Conditions 

Ibra 

Input Leakage Current, PWRI 



3 

juA 

— 3.2V < V,n < 3.2V 

r ira 

Input Resistance, PWRI 

10 



Mft 


r ora 

Output Resistance, PWRO + , PWRO - 


1 


ft 

MoutI < 10 mA 
-3.0V < Vqut < 3.0V 

Vosra 

Output DC Offset, PWRO + , PWRO- 



50 

mV 

PWRI Connected to GRDA 

Clra 

Load Capacitance, PWRO + , PWRO- 



100 

PF 


VoRAI 

Output Voltage Swing Across Rl, 
PWRO + , PWRO- Single Ended 
Connection 

±3.2 



V 

R L = 10 Kft 

Rl Connected 
to GRDA 
fo ^ 200 Hz 

±2.9 



V 

Rl — 600ft 

±2.5 



V 

Rl — 300ft 

VQRA2 

Differential Output Voltage Swing, 
PWRO + , PWRO - 
Balanced Output Connection 

±6.4 



V 

R l = 20 Kft 

Rl Connected 
between PWRO + 
and PWRO - 
fo :> 200 Hz 

±5.8 



V 

R l = 1200ft 

±5.0 



V 

R|_ = 600n 


NOTE: 

1. Typical values are for Ta =■ 25°C and nominal power supply values. 
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A.C. CHARACTERISTICS T A = O°cto + 70°C; V C c = 5V ±5%;V B b = -5V ±5%; GRDA = OV; 
GRDD = OV; unless otherwise specified 

Clock Input Frequency: CLK = 1.536 MHz ±0.1 %; CLKO = V|lo (Tied to V BB ) 

CLK = 2.048 MHz ±0.1 %; CLKO = V| H o (Tied to V C c) 

CLK = 1 .544 MHz ± 0.1 %; CLKO = V M0 (Tied to GRDD) 


TRANSMIT FILTER TRANSFER CHARACTERISTICS 

(See Transmit Filter Transmit Characteristics, Figure 7) 


Symbol 

Parameter 

Min 

TypO) 

Max 

Unit 

Test Conditions 

Grx 

Gain Relative to Gain at 1 KHz 





0 dBmO Input Signal 
Gain Setting Op Amp 
Unity Gain 

0 dBmO Signal = 1.1 Vrms 
Input at VFxl — 

0 dBmO Signal = 1 .6 Vrms 
Output at VFxO 

16.67 Hz 


-56 

-50 

dB 

50 Hz 



-25 

dB 

60 Hz 



-23 

dB 

200 Hz 

-1.8 


-0.125 

dB 

300 Hz to 3000 Hz 

-0.125 


0.125 

dB 

3300 Hz 

-0.35 


0.03 

dB 

3400 Hz 

-0.7 


-0.1 

dB 

4000 Hz 



-14 

dB 

4600 Hz and Above 



-32 

dB 

Gax 

Absolute Passband Gain at 1 KHz, 
VF X 0 

2.9 

3.0 

3.1 

dB 

R L = oo(3) 

GAXT 

Gain Variation with Temperature at 
1 KHz 


0.0002 

0.002 

dB/°C 

0 dBmO Signal Level 

g axs 

Gain Variation with Supplies at 1 KHz 


0.01 

0.07 

dB/V 

0 dBmO Signal Level, 
Supplies ±5% 

CTrt 

Cross Talk, Receive to Transmit, 
Measured at VFxO 
VFvO 

20,O9 VFrO 


-75 


dB 

VFrI = 1.6 Vrms, 1 KHz 
Input, VF X I + , VF X I- 
Connected to GSx, GSx 
Connected through 1 0 Kfl to 
GRDA 

NcXI 

Total C Message Noise at Output, VFxO 


6 

11 

dBrncO 
(Note 2) 

Gain Setting Op Amp at 
Unity Gain 

NCX2 

Total C Message Noise at Output, VFxO 

m 

9 

13 

dBrncO 
(Note 2) 

Gain Setting Op Amp at 
20 dB Gain 

Ddx 

Differential Envelope Delay, VFxO 
1 KHz to 2.6 KHz 



60 

flS 


Dax 

Absolute Delay at 1 KHz, VFxO 



110 

julS 


DPxi 

Single Frequency Distortion Products 



-48 

dB 

0 dBmO Input Signal at 1 KHz 

DP X 2 

Single Frequency Distortion Products at 
Maximum Signal Level of +3 dBmO at 
VF X 0 



-45 

dB 

0.16 Vrms 1 KHz input 
Signal at VFxl + ; Gain 
Setting Op Amp at 20 dB 
Gain. The + 3 dBmO Signal 
at VFxO is 2.26 Vrms 
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A.C. CHARACTERISTICS Ta = O°cto +70°C;V CC = 5V ±5%;Vbb = -5V ±5%;GRDA = OV; 
GRDD = OV; unless otherwise specified (Continued) 

Clock Input Frequency: CLK = 1.536 MHz ±0.1%; CLKO = Vilo (Tied to Vbb) 

CLK = 1.544 MHz ±0.1%; CLKO = V|| 0 (Tied to GRDD) 

CLK = 2.048 MHz ±0.1 %; CLKO = V| H o (Tied to V C c) 


RECEIVE FILTER TRANSFER CHARACTERISTICS (See Receive Filter Transfer Characteristics, Figure 8) 


Symbol 

Parameter 

Min 

Typ(i) 

Max 

Unit 

Test Conditions 

Grr 

Gain Relative to Gain at 1 KHz with 
Sinx/x Correction of 291 0A or 291 1 A 





0 dBmO Input Signal 
0 dBmO Signal = 1.6 Vrms x 

*(rai) 

Below 200 Hz 



0.125 

dB 

200 Hz 

-0.5 


0.125 

dB 

300 Hz to 3000 Hz 

-0.125 


0.125 

dB 

3300 Hz 

-0.35 


0.03 

dB 

input at vfr! (e65o) 

3400 Hz 

-0.7 


-0.1 

dB 

4000 Hz 



-14 

dB 

4600 Hz arid Above 



-30 

dB 

g ar 

Absolute Passband Gain at 1 KHz, VFrO 

-0.1 

0 

+ 0.1 

dB 

R l = 00(3,4) 

g art 

Gain Variation with Temperature at 
1 KHz 


0.0002 

0.002 

dB/°C 

0 dBmO Signal Level 

Gars 

Gain Variation with Supplies at 1 KHz 


0.01 

0.07 

dB/V 

0 dBmO Signal Level, 
Supplies ± 5% 

CTjr 

Cross Talk, Transmit to Receive, 
Measured at VFrO; 

20 log (VFrO/VF x O) 


— 70 

-60 

dB 

VF X I = 1-1 Vrms, 1 KHz 
O utput, VFrI Connected to 
GRDA 

Ncr 

Total C Message Noise at Output, VFrO 


2 

6 

dBrncO 
(Note 2) 

VFrO Output or PWRO+ and 
PWRO— Connected with 
Unity Gain 

Ddr 

Differential Envelope Delay, VFrO, 
1 KHz to 2.6 KHz 



100 

juts 


d ar 

Absolute Delay at 1 KHz, VFrO 



110 

JUS 


DPri 

Single Frequency Distortion Products 



-48 

dB 

0 dBmO Input Signal at 1 KHz 

DPr2 

Single Frequency Distortion Products at 
Maximum Signal Level of +3 dBmO at 
VFrO 



-45 

dB 

+ 3 dBmO Signal Level of 
2.26 Vrms, 1 KHz Input at 
VFrI 


NOTES: 

1. Typical Values are for Ta = 25°C and nominal power supply values. 

2. A noise measurement of 12 dBrnc into a 600ft load at the 291 2A device is equivalent to 6 dBrncO. 

3. For gain under load refer to output resistance specs and perform gain calculation. 

4. Output is non-inverting. 
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TRANSFER CHARACTERISTICS 


f+1.0dB 


EXPANDED 

SCALE 


OdB 


„-1 .0 dB 





Figure 7. Transmit Filter 
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Figure 8. Receive Filter 


NOTES: 

1. Typical Transfer Function of the Receive Filter as a Separate Component. 

2. Typical Transfer Function of the Receive Filter Driven by the Sample and Hold Output of the Intel 291 OA and 2911 A 
CODECS. The Combined Filter/CODEC Response Meets the Stated Specifications. 
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intel* 

2913 AND 2914 

COMBINED SINGLE-CHIP PCM CODEC AND FILTER 


■ 2913 Synchronous Clocks Only, 300 Mil 
Package 

■ 2914 Asynchronous Clocks, 8th Bit 
Signaling, Loop Back Test Capability 

■ AT&T D3/D4 and CCITT Compatible for 
Synchronous Operation 

■ Pin Selectable jn-Law or A-Law 
Operation 

■ Two Timing Modes: 

— Fixed Data Rate Mode 
1.536, 1.544, or 2.048 MHz 
— Variable Data Rate Mode 
64 KHz 2.048 MHz 


■ Exceptional Analog Performance 

■ 28-Pin Plastic Leaded Chip Carrier 
(PLCC) for Higher Integration 

■ Low Power HMOS-E Technology: 

— 5 mW Typical Power Down 

— 140 mW Typical Operating 

■ Fully Differential Architecture Enhances 
Noise Immunity 

■ On-Chip Auto Zero, Sample and Hold, 
and Precision Voltage References 

■ Direct Interface with Transformer or 
Electronic Hybrids 


The Intel 2913 and 2914 are fully integrated PCM codecs with transmit/receive filters fabricated in a highly 
reliable and proven N-channel HMOS silicon gate technology (HMOS-E). These devices provide the functions 
that were formerly provided by two complex chips (291 0A or 291 1 A and 291 2A). Besides the higher level of 
integration, the performance of the 2913 and 2914 is superior to that of the separate devices. 

The primary applications for the 2913 and 2914 are in telephone systems: 

• Switching— Digital PBX’s and Central Office Switching Systems 

• Transmission— D3/D4 Type Channel Banks and Subscriber Carrier Systems 

• Subscriber Instruments — Digital Handsets and Office Workstations 

The wide dynamic range of the 2913 and 2914 (78 dB) and the minimal conversion time make them ideal 
products for other applications such as: 

• Voice Store and Forward • Secure Communications Systems 

• Digital Echo Cancellers • Satellite Earth Stations 




Figure 1. Pin Configurations 
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September 1990 
Order Number: 210629-003 



Figure 2. Block Diagram 
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Table 1. Pin Names 


Name 

Description 

Name 

Description 

VbB 

Power (-5V) 

GS X 

Transmit Gain Control 

PWRO + , PWRO — 

Power Amplifier Outputs 

VF X I — , VF X I + 

Analog Inputs 

GSr 

Receive Gain Control 

GRDA 

Analog Ground 

PDN 

Power Down Select 

NC 

No Connect 

CLKSEL 

Master Clock Frequency 
Select 


Transmit Signaling Input 

LOOP 

Analog Loop Back 

ASEL 

jul- or A-Law Select 


Receive Signaling Output 

TS X 

Timeslot Strobe/Buffer Enable 

DCLKr 

Receive Variable Data Clock 

DCLK X 

Transmit Variable Data Clock 

Dr 

Receive PCM Input 

D X 

Transmit PCM Output 

FSr 

Receive Frame 
Synchronization Clock 

FS X 

Transmit Frame 
Synchronization Clock 

GRDD 

Digital Ground 

CLK X 

Transmit Master Clock 

Vcc 

Power ( + 5V) 

CLKr 

Receive Master Clock (2914 
Only, Internally Connected 
to CLK X on 2913) 


Table 2. Pin Description 


Symbol 

Function 

Vbb 

Most negative supply; input voltage is -5V ± 5%. 

PWRO + 

Non-inverting output of power amplifier. Can drive transformer hybrids or high impedance 
loads directly in either a differential or single ended configuration. 

PWRO- 

Inverting output of power amplifier. Functionally identical and complementary to PWRO + . 

GSr 

Input to the gain setting network on the output power amplifier. Transmission level can be 
adjusted over a 1 2 dB range depending on the voltage at GSr. 

PDN 

Power down select. When PDN is TTL high, the device is active. When low, the device is 
powered down. 

CLKSEL 

Input which must be pinstrapped to reflect the master clock frequency at CLK X , CLKr. 

CLKSEL = V B b 2.048 MHz 

CLKSEL = GRDD 1.544 MHz 

CLKSEL = V C c 1.536 MHz 

LOOP 

Analog loopback. When this pin is TTL high, the analog output (PWRO + ) is internally 
connected to the analog input (VF X I + ), GSr is internally connected to PWRO-, and 
VF X I - is internally connected to GS X . A 0 dBmO digital signal input at Dr is returned as a 
+ 3 dBmO digital signal output at D x . 

SIGr 

Signaling bit output, receive channel. In fixed data rate mode, SIGr outputs the logical 
state of the eighth bit of the PCM word in the most recent signaling frame. 

DCLKr 

Selects the fixed or variable data rate mode. When DCLKr is connected to Vbb, the fixed 
data rate mode is selected. When DCLKr is not connected to Vbb, the device operates in 
the variable data rate mode. In this mode DCLKr becomes the receive data clock which 
operates at TTL levels from 64 Kb to 2.048 Mb data rates. 
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Table 2. Pin Description (Continued) 


Symbol 

Function 

Dr 

Receive PCM input. PCM data is clocked in on this lead on eight consecutive negative 
transitions of the receive data clock; CLKr in the fixed data rate mode and DCLKr in 
variable data rate mode. 

FSr 

8 KHz frame synchronization clock input/timeslot enable, receive channel. A multi-function 
input which in fixed data rate mode distinguishes between signaling and non-signaling 
frames by means of a double or single wide pulse respectively. In variable data rate mode 
this signal must remain high for the entire length of the timeslot. The receive channel 
enters the standby state whenever FSr is TTL low for 300 milliseconds. 

GRDD 

Digital ground for all internal logic circuits. Not internally tied to GRDA. 

CLKr 

Receive master and data clock for the fixed data rate mode; receive master clock only in 
variable data rate mode. 

CLK X 

Transmit master and data clock for the fixed data rate mode; transmit master clock only in 
variable data rate mode. 

FS X 

8 KHz frame synchronization clock input/timeslot enable, transmit channel. Operates 
independently but in an analogous manner to FSr. 

The transmit channel enters the standby state whenever FS X is TTL low for 300 
milliseconds. 

Dx 

Transmit PCM output. PCM data is clocked out on this lead on eight consecutive positive 
transitions of the transmit data clock: CLK X in fixed data rate mode and DCLK X in variable 
data rate mode. 

Ts x /dclk x 

Transmit channel timeslot strobe (output) or data clock (input) for the transmit channel. In 
fixed data rate mode, this pin is an open drain output designed to be used as an enable 
signal for a three-state buffer. In variable data rate mode, this pin becomes the transmit 
data clock which operates at TTL levels from 64 Kb to 2.048 Mb data rates. 

SIG X /ASEL 

A dual purpose pin. When connected to Vrb. A-law operation is selected. When it is not 
connected to Vrb this pin is a TTL level input for signaling operation. This input is 
transmitted as the eighth bit of the PCM word during signaling frames on the D x lead. If not 
used as an input pin, ASEL should be strapped to either Vcc or GRDD. 

NC 

No connect. 

GRDA 

Analog ground return for all internal voice circuits. Not internally connected to GRDD. 

VF X I + 

Non-inverting analog input to uncommitted transmit operational amplifier. 

VF X I — 

Inverting analog input to uncommitted transmit operational amplifier. 

GSx 

Output terminal of transmit channel input op amp. Internally, this is the voice signal input to 
the transmit filter. 

Vcc 

Most positive supply; input voltage is + 5V ± 5%. 
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FUNCTIONAL DESCRIPTION 

The 2913 and 2914 provide the analog-to-digital and 
the digital-to-analog conversions and the transmit 
and receive filtering necessary to interface a full du- 
plex (4 wires) voice telephone circuit with the PCM 
highways of a time division multiplexed (TDM) sys- 
tem. They are intended to be used at the analog 
termination of a PCM line or trunk. 


SWITCHING 


The following major functions are provided: 

• Bandpass filtering of the analog signals prior to 
encoding and after decoding 

• Encoding and decoding of voice and call prog- 
ress information 

• Encoding and decoding of the signaling and su- 
pervision information 



210629-5 


CHANNEL BANKS 



SIGNALING 

STROBES 


A TYPICAL CCITT CHANNEL UNIT 


A TYPICAL 4-WIRE CHANNEL UNIT WITH 
SIGNALING USING BORROWED 8th BIT 


TO DISTANT 

CENTRAL 

OFFICE 
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Figure 3. Typical Line Terminations 
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GENERAL OPERATION 


System Reliability Features 

The combochip can be powered up by pulsing FSx 
and/ or FSr while a TTL high voltage is applied to 
PDN, provided that all clocks and supplies are con- 
nected. The 2913 and 2914 have internal resets on 
power up (or when Vbb or Vcc are re-applied) in 
order to ensure validity of the digital outputs and 
thereby maintain integrity of the PCM highway. 

On the transmit channel, digital outputs Dx and T§x 
are held in a high impedance state for approximately 
four frames (500 jus) after power up or application of 
Vbb or Vcc- After this delay, Dx, TSx, and signaling 
will be functional and will occur in the proper time- 
slot. The analog circuits on the transmit side require 
approximately 60 milliseconds to reach their equilib- 
rium value due to the autozero circuit settling time. 
Thus, valid digital information, such as for on/off 
hook detection, is available almost immediately, 
while analog information is available after some de- 
lay. 

On the receive channel, the digital output SIGr is 
also held low for a maximum of four frames after 
power up or application of Vbb or Vcc- SIGr will 
remain low thereafter until it is updated by a signal- 
ing frame. 

To further enhance system reliability, TSx and Dx 
will be placed in a high impedance state approxi- 
mately 30 juts after an interruption of CLKx- Similarly, 
SIGr will be held low approximately 30 jus after an 
interruption of CLKr. These interruptions could pos- 
sibly occur with some kind of fault condition. 


Power Down and Standby Modes 

To minimize power consumption, two power down 
modes are provided in which most 2913/2914 func- 
tions are disabled. Only the power down, clock, and 
frame sync buffers, which are required to power up 
the device, are enabled in these modes. As shown in 
Table 3, the digital outputs on the appropriate chan- 
nels are placed in a high impedance state until the 
device returns to the active mode. 

The Power Down mode utilizes an external control 
signal to the PDN pin. In this mode, power consump- 
tion is reduced to the value shown in Table 3. The 
device is active when the signal is high and ina ctive 
when it is low. In the absence of any signal, the PDN 
pin floats to TTL high allowing the device to remain 
active continuously. 

The Standby mode leaves the user an option of 
powering either channel down separately or power- 
ing the entire device down by selectively removing 
FSx and/or FSr. With both channels in the standby 
state, power consumption is reduced to the value 
shown in Table 3. If transmit only operation is de- 
sired, FSx should be applied to the device while FSr 
is held low. Similarly, if receive only operation is de- 
sired, FSr should be applied while FSx is held low. 


Fixed Data Rate Mode 

Fixed data rate timing, which is 291 0A and 2911 A 
compatible, is selected by connecting DCLKr to 
Vbb- ^ employs master clocks CLKx and CLKr, 
frame synchronization clocks FSx and FSr, and out- 
put TS X . 



Table 3. Power-Down Methods 


Device Status 

Power-Down 

Method 

Typical 

Power 

Consumption 

Digital Output Status 

Power Down 
Mode 

PDN = TTL Low 

5 mW 

TSx and Dx are placed in a high impedance 
state and SIGr is placed in a TTL low state 
within 1 0 /x s. 

Standby Mode 

FSx and FSr are 
TTL Low 

12 mW 

TSx and Dx are placed in a high impedance 
state and SIGr is placed in a TTL low state 300 
milliseconds after FSx and FSr are removed. 

Only Transmit Is 
on Standby 

FSx IS TTL Low 

70 mW 

TSx and Dx are placed in a high impedance 
state within 300 milliseconds. 

Only Receive Is 
on Standby 

FSr is TTL Low 

110 mW 

SIGr is placed in a TTL low state within 300 
milliseconds. 
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CLKx and CLKr serve both as master clocks to op- 
erate the codec and filter sections and bit clocks to 
clock the data in and out from the PCM highway. 
FSx and FSr are 8 KHz inputs which set the sam- 
pling frequency and distinguish between signaling 
and non-signaling frames by their pulse width. A 
frame synchronization pulse which is one master 
clock wide designates a non-signaling frame, while a 
double wide sync pulse enables the signaling func- 
tion. TSx is a timeslot strobe/buffer enable output 
which gates the PCM word onto the PCM highway 
when an external buffer is used to drive the line. 

Data is transmitted on the highway at Dx on the first 
eight positive transitions of CLKx following the rising 
edge of FSx. Similarly, on the receive side, data is 
received on the first eight falling edges of CLKr. The 
frequency of CLKx and CLKr is selected by the 
CLKSEL pin to be either 1 .536, 1 .544, or 2.048 MHz. 
No other frequency of operation is allowed in the 
fixed data rate mode. 


Variable Data Rate Mode 

Variable data rate timing is selected by connecting 
DCLKr to the bit clock for the receive PCM highway 
rather than to Vbb- It employs master clocks CLKx 
and CLKr, bit clocks DCLKr and DCLKx, and frame 
synchronization clocks FSr and FSx- 

Variable data rate timing allows for a flexible data 
frequency. It provides the ability to vary the frequen- 
cy of the bit clocks, which can be asynchronous in 
the case of the 2914 or synchronous in the case of 
the 2913, from 64 KHz to 2.048 MHz. Master clock’s 
inputs are still restricted to 1.536, 1.544, or 2.048 
MHz. 


In this mode, DCLKr and DCLKx become the data 
clocks for the receive and transmit PCM highways. 
While FSx is high, PCM data from Dx is transmitted 
onto the highway on the next eight consecutive posi- 
tive transitions of DCLKx- Similarly, while FSr is 
high, each PCM bit from the highway is received by 
Dr on the next eight consecutive negative tran- 
sitions of DCLKr. 

On the transmit side, the PCM word will be repeated 
in all remaining timeslots in the 125 jlls frame as long 
as DCLKx is pulsed and FSx is held high. This fea- 
ture allows the PCM word to be transmitted to the 
PCM highway more than once per frame, if desired, 
and is only available in the variable data rate mode. 
Conversely, signaling is only allowed in the fixed 
data rate mode since the variable mode provides no 
means with which to specify a signaling frame. 


Signaling 

Signaling can only be performed with the 24-pin de- 
vice in the fixed data rate timing mode (DCLKr = 
Vbb)- Signaling frames on the transmit and receive 
sides are Independent of one another and are se- 
lected by a double-width frame sync pulse on the 
appropriate channel. During a transmit signaling 
frame, the codec will encode the incoming analog 
signal and substitute the signal present on SIGx for 
the least significant bit of the encoded PCM word. 
Similarly, in a receive signaling frame, the codec will 
decode the seven most significant bits according to 
CCITT recommendation G.733 and output the logi- 
cal state of the LSB on the SIGr lead until it is up- 
dated in the next signaling frame. Timing relation- 
ships for signaling operation are shown in Figure 4. 




Figure 4. Signaling Timing (Used Only with Fixed Data Rate Mode) 
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Asynchronous Operation 

The 2914 can be operated with asynchronous 
clocks in either the fixed or variable data rate 
modes. In order to avoid crosstalk problems associ- 
ated with special interrupt circuitry, the design of the 
Intel 2913/2914 combochip includes separate digi- 
tal-to-analog converters and voltage references on 
the transmit and receive sides to allow independent 
operation of the two channels. 

In either timing mode, the master clock, data clock, 
and timeslot strobe must be synchronized at the be- 
ginning of each frame. CLKx and DCLKx are syn- 
chronized once per frame but may be of different 
frequencies. The receive channel operates in a simi- 
lar manner and is completely independent of the 
transmit timing (refer to Variable Data Rate Timing 
Diagrams). This approach requires the provision of 
two separate master clocks, even in variable data 
rate mode, but avoids the use of a synchronizer 
which can cause intermittent data conversion errors. 


Analog Loopback 

A distinctive feature of the 2914 is its analog loop- 
back capability. This feature allows the user to send 
a control signal which internally connects the analog 
input and output ports. As shown in Figure 5, when 
LOOP is TTL high the analog output (PWRO + ) is 
internally connected to the analog input (VFxl + ), 
GSr is internally connected to PWRO-, and VFxl- 
is internally connected to GSx- 

With this feature, the user can test the line circuit 
remotely by comparing the digital codes sent into 
the receive channel (Dr) with those generated on 
the transmit channel (Dx). Due to the difference in 
transmission levels between the transmit and re- 
ceive sides, a 0 dBmO code sent into Dr will 


emerge from Dx as a +3 dBmO code, an implicit 
gain of 3 dB. Thus, the maximum signal input level 
which can be tested using analog loopback is 
0 dBmO. 


Precision Voltage References 

No external components are required with the com- 
bochip to provide the voltage reference function. 
Voltage references are generated on-chip and are 
calibrated during the manufacturing process. The 
technique uses a difference in sub-surface charge 
density between two suitably implanted MOS devic- 
es to derive a temperature and bias stable reference 
voltage. These references determine the gain and 
dynamic range characteristics of the device. 

Separate references are supplied to the transmit 
and receive sections and each is trimmed indepen- 
dently during the manufacturing process. The refer- 
ence value is then further trimmed in the gain setting 
op-amps to a final precision value. With this method 
the combochip can achieve the extremely accurate 
Digital Milliwatt Responses specified in the transmis- 
sion parameters, providing the user a significant 
margin for error in other board components. 


Conversion Laws 

The 2913 and 2914 are designed to operate in both 
jit-law and A-law systems. The user can select either K«j||jp 
conversion law according to the voltage present on BhmBI 
the SIGx/ASEL pin. In each case the coder and de- 
coder process a companded 8-bit PCM word follow- 
ing CCITT recommendation G.711 for ju-law and A- 
law conversion. If A-law operation is desired, SIGx 
should be tied to Vbb- Thus, signaling is not allowed 
during A-law operation. If jll = 255-law operation is 
selected, then SIGx is a TTL level input which modi- 
fies the LSB of the PCM output in signaling frames. 



Figure 5. Simplified Block Diagram of 2914 Combochip in the Analog Loopback Configuration 
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Transmit Filter 

The input section provides gain adjustment in the 
passband by means of an on-chip operational ampli- 
fier. This operational amplifier has a common mode 
range of ±2.17 volts, a DC offset of 25 mV, an open 
loop voltage gain of 5000, and a unity gain band- 
width of typically 1 MHz. Gain of up to 20 dB can be 
set without degrading the performance of the filter. 
The load impedance to ground (GRDA) at the ampli- 
fier output (GSx) must be greater than 10 KH in par- 
allel with less than 50 pF. The input signal on lead 
VFxl + can be either AC or DC coupled. The input 
op amp can also be used in the inverting mode or 
differential amplifier mode (see Figure 6). 

A low pass anti-aliasing section is included on-chip. 
This section typically provides 35 dB attenuation at 
the sampling frequency. No external components 
are required to provide the necessary anti-aliasing 
function for the switched capacitor section of the 
transmit filter. 

The passband section provides flatness and stop- 
band attenuation which fulfills the AT&T D3/D4 
channel bank transmission specification and CCITT 
recommendation G.714. The 2913 and 2914 specifi- 
cations meet or exceed digital class 5 central office 
switching systems requirements. The transmit filter 
transfer characteristics and specifications will be 
within the limits shown in Figure 8. 


A high pass section configuration was chosen to re- 
ject low frequency noise from 50 Hz and 60 Hz pow- 
er lines, 17 Hz European electric railroads, ringing 



Figure 6. Transmit Filter Gain Adjustment 


frequencies and their harmonics, and other low fre- 
quency noise. Even though there is high rejection at 
these frequencies, the sharpness of the band edge 
gives low attenuation at 200 Hz. This feature allows 
the use of low-cost transformer hybrids without ex- 
ternal components. 


Encoding 

The encoder internally samples the output of the 
transmit filter and holds each sample on an internal 
sample and hold capacitor. The encoder then per- 
forms an analog to digital conversion on a switched 
capacitor array. Digital data representing the sample 
is transmitted on the first eight data clock bits of the 
next frame. 

An on-chip autozero circuit corrects for DC-offset on 
the input signal to the encoder. This autozero circuit 
uses the sign bit averaging technique; the sign bit 
from the encoder output is long term averaged and 
subtracted from the input to the encoder. In this way, 
all DC offset is removed from the encoder input 
waveform. 


RECEIVE OPERATION 


Decoding 

The PCM word at the Dr lead is serially fetched on 
the first eight data clock bits of the frame. A D/A 
conversion is performed on the digital word and the 
corresponding analog sample is held on an internal 
sample and hold capacitor. This sample is then 
transferred to the receive filter. 


Receive Filter 

The receive filter provides passband flatness and 
stopband rejection which fulfills both the AT&T D3/ 
D4 specification and CCITT recommendation G.714. 
The filter contains the required compensation for the 
(sin x)/x response of such decoders. The receive 
filter characteristics and specifications are shown in 
Figure 9. 


Receive Output Power Amplifiers 

A balanced output amplifier is provided in order to 
allow maximum flexibility in output configuration. Ei- 
ther of the two outputs can be used single ended 
(referenced to GRDA) to drive single ended loads. 
Alternatively, the differential output will drive a 
bridged load directly. The output stage is capable of 
driving loads as low as 300 ohms single ended or 
600 ohms differentially. 
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Table 4. Zero Transmission Level Points 


Symbol 

Parameter 

Value 

Units 

Test Conditions 

0TLP1 X 

Zero Transmission Level Point 
Transmit Channel (0 dBmO) jm-Law 

+ 276 
+ 1.00 

dBm 

dBm 

Referenced to 60011 
Referenced to 90011 

0TLP2 X 

Zero Transmission Level Point 
Transmit Channel (0 dBmO) A-Law 

+ 2.79 
+ 1.03 

dBm 

dBm 

Referenced to 60011 
Referenced to 90011 

OTLPIr 

Zero Transmission Level Point 
Receive Channel (0 dBmO) /x-Law 

+ 5.76 
+ 4.00 

dBm 

dBm 

Referenced to 60011 
Referenced to 90011 

0TLP2r 

Zero Transmission Level Point 
Receive Channel (0 dBmO) A-Law 

+ 5.79 
+ 4.03 

dBm 

dBm 

Referenced to 60011 
Referenced to 90011 


The receive channel transmission level may be ad- 
justed between specified limits by manipulation of 
the GSr input. GSr is internally connected to an 
analog gain setting network. When GSr is strapped 
to PWRO-, the receive level is maximized; when it 
is tied to PWRO + , the level is minimized. The out- 
put transmission level interpolates between 0 dB 
and -12 dB as GSr is interpolated (with a potenti- 
ometer) between PWRO + and PWRO-. The use 
of the output gain set is illustrated in Figure 7. 

Transmission levels are specified relative to the re- 
ceive channel output under digital milliwatt condi- 
tions, that is, when the digital input at Dr is the eight- 
code sequence specified in CCITT recommendation 
G.711. 


OUTPUT GAIN SET: DESIGN 
CONSIDERATIONS 


(Refer to Figure 7) 

PWRO + and PWRO- are low impedance comple- 
mentary outputs. The voltages at the nodes are: 



Figure 7. Gain Setting Configuration 


V 0 + at PWRO + 

V 0 - at PWRO — 

Vo = (Vq + ) - (Vo~)(total differential response) 

Ri and R2 are a gain setting resistor network with 
the center tap connected to the GSr input. 

A value greater than 10K ohms for R-j + R 2 and 
less than 100K ohms for R-| in parallel with R 2 is 
recommended because: 

(a) The parallel combination of R-| + R 2 and Rl sets 
the total loading. 

(b) The total capacitance at the GSr input and the 
parallel combination of R-| and R 2 define a time 
constant which has to be minimized to avoid in- 
accuracies. 

A is the gain of the power amplifiers, where 

1 + (Ri/R 2 ) 

4 + (R-|/R 2 ) 

For design purposes, a useful form is R- 1 /R 2 as a 
function of A. 


r 1 /r 2 = 


4A - 1 
1 - A 


(Allowable values for A are those which make R 1 /R 2 
positive.) 

Examples are: 

If A = 1 (maximum output), then 


Rl/R 2 = 00 or V(GS r ) = V 0 -; 
i.e., GSr is tied to PWRO- 

If A = 1 / 2 , then 


r 1 /r 2 = 2 


If A = y 4 , (minimum output) then 

R-|/R 2 = 0 or V(GSr) = V 0 + ; 
i.e., GSr is tied to PWRO + . 
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ABSOLUTE MAXIMUM RATINGS NOTICE: This is a production data sheet. The specifi- 

cations are subject to change without notice. 

Temperature under Bias — 10°Cto+80°C ~ 

M * WARNING: Stressing the device beyond the “Absolute 

— x. i pAor» _ . _ 


Storage Temperature — 65°C to + 1 50°C Maximum Ratings” may cause permanent damage. 

Vqc and GRDD These are stress ratings only. Operation beyond the 

with Respect to Vgg . . . — 0 3V to T* 15V Operating Conditions is not recommended and ex - 

. , _ w , fended exposure beyond the “Operating Conditions” 

All Input and Output Voltages may affect device reliability. 

with Respect to Vbb - 0.3V to + 15V 

Power Dissipation 1 .35W 


D.C. CHARACTERISTICS 

T a = 0°C to 70° C, Vcc = +5V ±5%, V B b = -5V ±5%, GRDA = 0V, GRDD = 0 V, unless otherwise 
specified 

Typical values are for T A = 25°C and nominal power supply values 


DIGITAL INTERFACE 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

l|L 

Low Level Input Current 



10 

jaA 

GRDD S V| N £ V| L (1> 

l|H 

High Level Input Current 



10 

juA 

o 

o 

> 

VI 

2 

> 

VI 

X 

> 

V|L 

Input Low Voltage, except CLKSEL 



0.8 

V 


V|H 

Input High Voltage, except CLKSEL 

2.0 



V 


V 0 L 

Output Low Voltage 



0.4 

V 

Iol — 3.2 mA at Dx, TSx and SIGp 

VOH 

Output High Voltage 

2.4 



V 

Iqh = 9-6 rnA at D x 
Iqh = 1 -2 mA at SIGr 

V||_0 

Input Low Voltage, CLKSEL( 2 ) 

V BB 


Vbb 
+ 0.5 

V 


VllO 

Input Intermediate Voltage, CLKSEL 

GRDD 
- 0.5 


0.5 

V 


V|HO 

Input High Voltage, CLKSEL 

Vcc 
- 0.5 


Vcc 

V 


Cox ■ 

Digital Output Capacitance^) 


5 


PF 


C|N 

Digital Input Capacitance 


5 

10 

PF 
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D.C. CHARACTERISTICS 

T a = 0°C to 70°C, V C c = +5V ±5%, V B b = -5V ±5%, GRDA = OV, GRDD = OV, unless otherwise 
specified 

Typical values are for Ta = 25°C and nominal power supply values (Continued) 


POWER DISSIPATION All measurements made atfpcLK = 2.048 MHz, outputs unloaded 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

>CC1 

Vcc Operating Current^) 


14 

19 

mA 


*BB1 

Vbb Operating Current 


-18 

-24 

mA 


•cco 

Vcc Power Down Current 


0.5 

1.0 

mA 

PDN ^ V|i_; after 10 fxs 

•bbo 

V B b Power Down Current 


-0.5 

-1.0 

mA 

PDN ^ V||_; after 10 jlls 

•ccs 

Vcc Standby Current 


1.2 

2.4 

mA 

FSx, FSr <; V||_; after 300 ms 

•bbs 

Vbb Standby Current 


-1.2 

-2.4 

mA 

FSx, FSr <; V||_; after 300 ms 

P D1 

Operating Power Dissipation^) 


140 

200 

mW 


P D0 

Power Down Dissipation^) 


5 

10 

mW 

PDN ^ V|[_; after 10 /as 

P ST 

Standby Power Dissipation^) 


12 

25 

mW 

FS X , FSr ^ V| L 


NOTES: 

1 . Vin is the voltage on any digital pin. 

2. SIGx and DCLKr are TTL level inputs between GRDD and Vcc; they are also pin straps for mode selection when tied to 
Vbb- Under these conditions V||_o is the input low voltage requirement. 

3. Timing parameters are guaranteed based on a 100 pF load capacitance. Up to eight digital outputs may be connected to 
a common PCM highway without buffering, assuming a board capacitance of 60 pF. 

4. With nominal power supply values. 

5. Vcc applied last or simultaneously with Vbb- 


ANALOG INTERFACE, TRANSMIT CHANNEL INPUT STAGE 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

•bxi 

Input Leakage Current, VFxl + , VFxl - 



100 

nA 

-2.17V ^ V| N <; 2.17V 

Rixi 

Input Resistance, VFxl + . VFxl “ 

10 



Mft 


VoSXI 

Input Offset Voltage, VFxl + » VFxl - 



25 

mV 


CMRR 

Common Mode Rejection, VFxl + > VFxl - 

55 



dB 

-2.17V ^ V| N ^ 2.17V 

Avol 

DC Open Loop Voltage Gain, GSx 

5000 





fc 

Open Loop Unity Gain Bandwidth, GSx 


1 


MHz 


C LXI 

Load Capacitance, GSx 



50 

pF 


Rlxi 

Minimum Load Resistance, GSx 

10 



Kn 

- 


ANALOG INTERFACE, RECEIVE CHANNEL DRIVER AMPLIFIER STAGE 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

r ora 

Output Resistance, PWRO + , PWRO — 


1 


CL 


VOSRA 

Single-Ended Output DC Offset, PWRO + , 
PWRO- 


75 

±150 

mV 

Relative to GRDA 

Clra 

Load Capacitance, PWRO + , PWRO- 



100 

PF 
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A.C. CHARACTERISTICS— TRANSMISSION PARAMETERS 

Unless otherwise noted, the analog input is a 0 dBmO, 1020 Hz sine wave.O) Input amplifier is set for unity 
gain, noninverting. The digital input is a PCM bit stream generated by passing a 0 dBmO, 1020 Hz sine wave 
through an ideal encoder. Receive output is measured single ended, maximum gain configuration.^) All output 
levels are (sin x)/x corrected. Specifications are for synchronous operation. Typical values are for Ta = 25°C 
and nominal power supply values. (Ta = 0°Cto + 70°C; Vqc = +5V ±5%; Vbb = -5V ±5%; GRDA = 0V; 
GRDD = 0V; unless otherwise specified). 


GAIN AND DYNAMIC RANGE 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

EmW 

Encoder Milliwatt Response 
Tolerance 

-0.18 

±0.04 

+ 0.18 

dBmO 

Signal input of 1 .064 Vrms ju-law 
Signal input of 1 .068 Vrms A-law 
T A = 25°C, V BB = -5V, v c c = +5V 

EmWjs 

EmW Variation with 
Temperature and Supplies 

-0.07 

±0.02 

+ 0.07 

dB 

± 5% supplies, 0 to 70°C 
Relative to nominal conditions 

DmW 

Digital Milliwatt Response 
Tolerance 

-0.18 

±0.04 

+ 0.18 

dBmO 

Measure relative to OTLPr. Signal 
input per CCITT Recommendation 
G.71 1 . Output signal of 1 000 Hz, 
R L = °°;T A = 25° C; 

V BB = -5V,V CC = +5V. 

DmWjs 

DmW Variation with 
Temperature and Supplies 

-0.07 

+ 0.02 

+ 0.07 

dB 

± 5% supplies, 0 to 70°C 


NOTES: 

1 . 0 dBmO is defined as the zero reference point of the channel under test (OTLP). This corresponds to an analog signal 
input of 1.064 Vrms or an output of 1.503 Vrms for ju-law. See Table 4. 

2. Unity gain input amplifier: GSx is connected to VFxl — , Signal input VFxl + ; Maximum gain output amplifier; GSr is 
connected to PWRO-, output to PWRO + . 


GAIN TRACKING Reference Level = -10 dBmO 


Symbol 

Parameter 

i 

CO 

S> 

CM 

2914-1 

2913, 

2914 

Unit 

Test Conditions 

Min 

Max 

Min 

Max 

GT1 X 

Transmit Gain Tracking Error 


±0.2 


±0.25 

dB 

+ 3 to -40 dBmO 


Sinusoidal Input; ju-Law 


±0.3 


±0.5 

dB 

-40 to -50 dBmO 




±0.65 


±1.2 

dB 

-50 to -55 dBmO 

GT2 X 

Transmit Gain Tracking Error 


±0.2 


±0.25 

dB 

+ 3 to -40 dBmO 


Sinusoidal Input; A-Law 


±0.3 


±0.5 

dB 

-40 to -50 dBmO 




±0.65 


±1.2 

dB 

-50 to -55 dBmO 

GTIr 

Receive Gain Tracking Error 


±0.2 


±0.25 

dB 

+ 3 to -40 dBmO 


Sinusoidal Input; jm-Law 


±0.3 


±0.5 

dB 

-40 to -50 dBmO 




±0.65 


±1.2 

dB 

-50 to -55 dBmO 








Measured at PWRO + , 








R l = 300a 

GT2r 

Receive Gain Tracking Error 


±0.2 


±0.25 

dB 

+ 3 to -40 dBmO 


Sinusoidal Input; A-Law 


±0.3 


±0.5 

dB 

-40 to -50 dBmO 




±0.65 


±1.2 

dB 

-50 to -55 dBmO 








Measured at PWRO + , 








R|_ = 30011 
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A.C. CHARACTERISTICS— TRANSMISSION PARAMETERS (Continued) 


NOISE All receive channel measurements are single ended 


Symbol 

Parameter 

2913-1,2914-1 

2913, 2914 

Unit 

Test Conditions 

Min 

Typ 

Max 

Min 

Typ 

Max 

N XC1 

Transmit Noise, C-Message 
Weighted 



13 



15 

dBrncO 

VF X I + = GRDA, VF X I- = 
GS X 

N XC2 

Transmit Noise, C-Message 
Weighted with 
Eighth Bit Signaling 



16 



18 

dBrncO 

VF X I + = GRDA, VF X I- = 
GS X ; 6th Frame Signaling 

N X p 

Transmit Noise, 
Psophometrically Weighted 



-77 



-75 

dBmOp 

VF X I + = GRDA, VF X I- = 
GS X 

Nrci 

Receive Noise, C-Message 
Weighted: Quiet Code 



8 



11 

dBrncO 

Dr = 11111111 

NrC2 

Receive Noise, C-Message 
Weighted: Sign Bit Toggle 



9 



12 

dBrncO 

Input to Dr is zero code with 
sign bit toggle at 1 KHz rate 

Nrp 

Receive Noise, 
Psophometrically Weighted 



-82 



-79 

dBmOp 

Dr = lowest positive 
decode level 

Nsf 

Single Frequency Noise 
End to End Measurement 



-50 



-50 

dBmO 

CCITTG.71 2.4.2, 
measure at PWRO + 

PSRR-i 

Vcc Power Supply Rejection, 
Transmit Channel 


-30 



-30 


dB 

Idle channel; 200 mV P-P 
signal on supply; 

0 to 50 KHz, measure at D x 

psrr 2 

Vbb Power Supply Rejection, 
Transmit Channel 


-30 



-30 


dB 

Idle channel; 200 mV P-P 
signal on supply; 

0 to 50 KHz, measure at D x 

psrr 3 

Vcc Power Supply Rejection, 
Receive Channel 


-25 



-25 


dB 

Idle channel; 200 mV P-P 
signal on supply; measure 
narrow band at PWRO + , 
0 to 50 KHz 

psrr 4 

Vbb Power Supply Rejection, 
Receive Channel 


-25 



-25 


dB 

Idle channel; 200 mV P-P 
signal on supply; measure 
narrow band at PWRO + , 
0 to 50 KHz 

CT tr 

Crosstalk, Transmit 
to Receive 



-80 



-71 

dB 

VF X I + = OdBmO, 

1 .02 KHz, Dr = lowest 
positive decode level, 
measure at PWRO + 

CTrt 

Crosstalk, Receive 
to Transmit 



-80 



-71 

dB 

Dr = O dBmO, 1.02 KHz 
VF X I + = GRDA, 
measure at D x 
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A.C. CHARACTERISTICS— TRANSMISSION PARAMETERS (Continued) 


DISTORTION 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

SD1 X 

Transmit Signal to Distortion, jn-Law 
Sinusoidal Input; 

CCITTG.71 4-Method 2 

36 

30 

25 

i 

■ 

dB 

dB 

dB 


SD2 X 

Transmit Signal to Distortion, A-Law 
Sinusoidal Input; 

CCITTG.71 4-Method 2 

36 

30 

25 



dB 

dB 

dB 

0 to -30 dBmO 
-30 to -40 dBmO 
-40 to -45 dBmO 

SDIr 

Receive Signal to Distortion, /x-Law 
Sinusoidal Input; 

CCITTG.71 4-Method 2 

36 

30 

25 

i 

i 

dB 

dB 

dB 

0 to -30 dBmO 
-30 to -40 dBmO 
-40 to -45 dBmO 

SD2r 

Receive Signal to Distortion, A-Law 
Sinusoidal Input; 

CCITTG.71 4-Method 2 

36 

30 

25 



dB 

dB 

dB 

0 to —30 dBmO 
-30 to -40 dBmO 
-40 to -45 dBmO 

DP X 

Transmit Single Frequency Distortion 
Products 



-46 

dBmO 

AT&T Advisory #64 (3.8) 
0 dBmO Input Signal 

DPr 

Receive Single Frequency Distortion 
Products 



-46 

dBmO 

AT&T Advisory #64 (3.8) 
0 dBmO Input Signal 

IMD-i 

Intermodulation Distortion, 
End to End Measurement 



-35 

dB 

CCITTG.71 2 (7.1) 

imd 2 

Intermodulation Distortion, 
End to End Measurement 



-49 

dBmO 

CCITTG.71 2 (7.2) 

SOS 

Spurious Out of Band Signals, 
End to End Measurement 


■ 



CCITTG.71 2 (6.1) 

SIS 

Spurious in Band Signals, 
End to End Measurement 



-40 

dBmO 

CCITTG.71 2 (9) 

Dax 

Transmit Absolute Delay 


245 


[AS 

Fixed Data Rate. CLKx = 2.048 MHz 
0 dBmO, 1.02 KHz 
signal at VFxl + 

Measure at Dx- 

DdX 

Transmit Differential Envelope Delay 
Relative to Dax 


170 

95 

45 

105 


[AS 

[AS 

[AS 

[AS 

f = 500 - 600 Hz 
f = 600 - 1000 Hz 
f = 1000 - 2600 Hz 
f = 2600 - 2800 Hz 

Dar 

Receive Absolute Delay 


190 


[AS 

Fixed Data Rate, CLKr = 2.048 
MHz; Digital input is DMW 
codes. Measure at PWRO + . 

Dor 

Receive Differential Envelope Delay 
Relative to Dar 


45 

35 

85 

110 


[AS 

[AS 

[AS 

[AS 

f = 500 - 600 Hz 
f = 600 - 1000 Hz 
f = 1000 - 2600 Hz 
f = 2600 - 2800 Hz 
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A.C. CHARACTERISTICS— TRANSMISSION PARAMETERS (Continued) 


TRANSMIT CHANNEL TRANSFER CHARACTERISTICS 

Input amplifier is set for unity gain; noninverting; maximum gain output. 

Symbol Parameter Min Typ Max 

Grx Gain Relative to Gain at 1 .02 KHz 


Parameter 

Min 

Typ 

Max 

Unit 

Gain Relative to Gain at 1 .02 KHz 





16.67 Hz 



-30 

dB 

50 Hz 



-25 

dB 

60 Hz 



-23 

dB 

200 Hz 

-1.8 


-0.125 

dB 

300 to 3000 Hz 

-0.125 


+ 0.125 

dB 

3300 Hz 

-0.35 


+ 0.03 

dB 

3400 Hz 

-0.7 


-0.10 

dB 

4000 Hz 



-14 

dB 

4600 Hz and Above 



-32 

dB 


Test Conditions 

0 dBmO Signal input at VFxl + 





10 KHz 
210629-11 


Figure 8. Transmit Channel 
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A.C. CHARACTERISTICS— TRANSMISSION PARAMETERS (Continued) 


RECEIVE CHANNEL TRANSFER CHARACTERISTICS 


Symbol 

Grr 


Parameter 

Gain Relative to Gain at 1 .02 KHz 
Below 200 Hz 


300 to 3000 Hz 
3300 Hz 
3400 Hz 
4000 Hz 


Max Unit 


+ 0.125 dB 

+ 0.125 dB 


Test Conditions 

0 dBmO Signal input at Dr 
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A.C. CHARACTERISTICS— TIMING PARAMETERS 

CLOCK SECTION 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

*CY 

Clock Period, CLK X> CLKr 

488 



ns 

fCLKX = f CLKR = 2.048 MHz 

tCLK 

Clock Pulse Width, CLK X , CLKr 

220 



ns 


tDCLK 

Data Clock Pulse Width 

220 



ns 

64 KHz <: f DCLK ^ 2.048 MHz 

*CDC 

Clock Duty Cycle, CLK X , CLKr 

45 

50 

55 

% 


tr.t, 

Clock Rise and Fall Time 

5 


30 

ns 



TRANSMIT SECTION, FIXED DATA RATE MODEd) 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

*dzx 

Data Enabled on TS Entry 

0 


145 

ns 

0 < C[_OAD < 1 00 pF 

*DDX 

Data Delay from CLK X 

0 


145 

ns 

0 < C|_OAD < 100 

*HZX 

Data Float on TS Exit 

60 


215 

ns 

C|_OAD = 0 

tS0N 

Timeslot X to Enable 

0 


145 

ns 

o < Cload < 100 pF 

tS0FF 

Timeslot X to Disable 

60 


215 

ns 

C LOAD = 0 

^FSD 

Frame Sync Delay 

100 


tCLK 

ns 


tss 

Signal Setup Time 

0 



ns 


tSH 

Signal Hold Time 

0 



ns 



RECEIVE SECTION, FIXED DATA RATE MODE 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

*DSR 

Receive Data Setup 

10 



ns 


*DHR 

Receive Data Hold 

60 



ns 


*FSD 

Frame Sync Delay 

100 


tCLK 

ns 


l SIGR 

SIGr Update 

0 


2 

JUS 



NOTE: 

1. Timing parameters tozx. tnzx> and tsoFF are referenced to a high impedance state. 
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WAVEFORMS 

Fixed Data Rate Timing 


TRANSMIT TIMING 



RECEIVE TIMING 



210629-14 


NOTE: 

All timing parameters referenced to Vm and V|[_. 
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WAVEFORMS (Continued) 

TRANSMIT SECTION, VARIABLE DATA RATE MODEO) 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

*TSDX 

Timeslot Delay from DCLKx^ 2 ) 

140 


bx _ 140 

ns 


*FSD 

Frame Sync Delay 

100 


toy — 100 

ns 


*DDX 

Data Delay from DCLKx 

0 


100 

ns 

0 < ClOAD < 100 PF 

bON 

Timeslot to Dx Active 

0 


50 

ns 

0 < ClOAD < 1 00 pF 

bOFF 

Timeslot to Dx Inactive 

0 


80 

ns 

0 < Cload < 100 pF 

bx 

Data Clock Period 

488 


15620 

ns 


*DFSX 

Data Delay from FSx 

0 


140 

ns 



RECEIVE SECTION, VARIABLE DATA RATE MODE 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

bSDR 

Timeslot Delay from DCLKr( 3 ) 

140 


bR ~ 140 

ns 


bSD 

Frame Sync Delay 

100 


O 

< 

1 

o 

o 

ns 


bSR 

Data Setup Time 

10 



ns 


bHR 

Data Hold Time 






bR 

Data Clock Period 

488 


15620 

ns 


bER 

Timeslot End Receive Time 

60 



ns 



64 KB OPERATION, VARIABLE DATA RATE MODE 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

bSLX 

Transmit Frame Sync Minimum 
Downtime 

488 



ns 

FSx is TTL high for remainder of 
frame 

bSLR 

Receive Frame Sync Minimum 
Downtime 

1952 



ns 

FSp is TTL high for remainder of 
frame 

bCLK 

Data Clock Pulse Width 



10 

fXS 



NOTES: 

1. Timing parameters for tpoN an d tpoFF are referenced to a high impedance state. 

2. tpsLX minimum requirements override tjsDX maximum spec for 64 KHz operation. 

3. tpsLR minimum requirements override tjsDR maximum spec for 64 KHz operation. 
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VARIABLE DATA RATE TIMING 

TRANSMIT TIMING 
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2916/2917 

HMOS COMBINED SINGLE CHIP PCM CODEC AND FILTER 


■ 2916 jui-Law, 2.048 MHz Master Clock 

■ 2917 A-Law, 2.048 MHz Master Clock 

■ New 16-Pin Package for Higher 
Linecard Density 

■ AT&T D3/D4 and CCITT Compatible 

■ Variable Timing Mode for Flexible 
Digital Interface: Supports Data Rates 
from 64 KB to 2.048 MB 

■ Fully Differential Internal Architecture 
Enhances Noise Immunity 


■ Fixed Timing Mode for Standard 
32-Channel Systems: 2.048 MHz 
Master Clock 

■ Low Power HMOS-E Technology 
— 5 mW Typical Power Down 
— 140 mW Typical Operating 

■ On Chip Auto Zero, Sample and Hold, 
and Precision Voltage References 

■ Compatible with Direct Mode Intel 
29 10 A, 2911 A, and 2912A Designs 


The Intel 2916 and 2917 are limited feature versions of Intel’s 2913 and 2914 combination codec/filter chips. 
They are fully integrated PCM codecs with transmit/receive filters fabricated in a highly reliable and proven 
N-channel HMOS silicon gate technology (HMOS-E). These devices provide the functions that were formerly 
provided by two complex chips (291 0A or 2911 A and 291 2A). Besides the higher level of integration, the 
performance of the 2916 and 2917 is superior to that of the separate devices. 

The primary applications for the 2916 and 2917 are in telephone systems: 

• Switching — Digital PBX’s and Central Office Switching Systems 

• Subscriber Instruments — Digital Handsets and Office Workstations 


Other possible applications can be found where the wide dynamic range (78 dB) and minimum conversion time 
(125 jus) are required for analog to digital interface functions: 

• High Speed Modems • Secure Communications 

• Voice Store and Forward • Digital Echo Cancellation 


V BB 
PWRO + 
PWRO - 
PDN 
DCLK r 
Dr 

FSr 

GRDD 



Figure 1. Pin Configuration 


270156-1 
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Vcc Vbb grdd grda 


Figure 2. Block Diagram 


Table 1. Pin Names 


PWRO + , PWRO- 



Description 

Power (-5V) 

Power Amplifier Outputs 
Power Down Select 


Receive Variable Data Clock 


Receive PCM Input 


Receive Frame 
Synchronization Clock 


Name Description 

GSx Transmit Gain Control 

VFxl- Analog Input 

GRDA Analog Ground 

TSx Timeslot Strobe/Buffer Enable 

DCLKx T ransmit Variable Data Clock 

D x T ransmit PCM Output 


FSx Transmit Frame 

Synchronization Clock 
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Table 2. Pin Description 


Symbol 

Function 

Vbb 

Most negative supply, input voltage is - 5 volts ± 5%. 

PWRO + 

Non-inverting output of power amplifier. Can drive transformer hybrids or high impedance loads 
directly in either a differential or single ended configuration. 

PWRO- 

Inverting output of power amplifier. Functionally identical and complementary to PWRO + . 

PDN 

Power down select. When PDN is TTL high, the device is active. When low, the device is 
powered down. 

DCLKr 

Selects the fixed or variable data rate mode. When DCLKr is connected to Vbb. the tixed data 
rate mode is selected. When DCLKr is not connected to Vbb. the device operates in the 
variable data rate mode. In this mode DCLKr becomes the receive data clock which operates 
at TTL levels from 64 Kb to 2.048 Mb data rates. 

d R 

Receive PCM input. PCM data is clocked in on this lead on eight consecutive negative 
transitions of the receive data clock; CLK in the fixed data rate mode and DCLKr in variable 
data rate mode. 

FSr 

8 KHz frame synchronization clock input/timeslot enable, receive channel. In variable data rate 
mode this signal must remain high for the entire length of the timeslot. The receive channel 
enters the standby state whenever FSr is TTL low for 300 milliseconds. 

GRDD 

Digital ground for all internal logic circuits. Not internally tied to GRDA. 

CLK 

Master and data clock for the fixed data rate mode; master clock only in variable data rate 
mode. 

FS X 

8 KHz frame synchronization clock input/timeslot enable, transmit channel. Operates 
independently but in an analogous manner to FSr. The transmit channel enters the standby 
state whenever FS X is TTL low for 300 milliseconds. 

Dx 

Transmit PCM output. PCM data is clocked out on this lead on eight consecutive positive 
transitions of the transmit data clock; CLK in fixed data rate mode and DCLK X in variable data 
rate mode. 

Ts x /dclk x 

Transmit channel timeslot strobe (output) or data clock (input) for the transmit channel. In fixed 
data rate mode, this pin is an open drain output designed to be used as an enable signal for a 
three-state buffer. In variable data rate mode, this pin becomes the transmit data clock which 
operates at TTL levels from 64 Kb to 2.048 Mb data rates. 

GRDA 

Analog ground return for all internal voice circuits. Not internally connected to GRDD. 

VF X I — 

Inverting analog input to uncommitted transmit operational amplifier. 

GS X 

Output terminal of on-chip transmit channel input op amp. Internally, this is the voice signal 
input to the transmit filter. 

Vcc 

Most positive supply; input voltage is + 5 volts ± 5%. 
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FUNCTIONAL DESCRIPTION 

The 2916 and 2917 provide the analog-to-digital and 
the digital-to-analog conversions and the transmit 
and receive filtering necessary to interface a full du- 
plex (4 wires) voice telephone circuit with the PCM 
highways of a time division multiplexed (TDM) sys- 
tem. They are intended to be used at the analog 
termination of a PCM line. 

The following major functions are provided: 

• Bandpass filtering of the analog signals prior to 
encoding and after decoding 

• Encoding and decoding of voice and call prog- 
ress information 

• Encoding and decoding of the signaling and su- 
pervision information 


GENERAL OPERATION 


System Reliability Features 

The combochip can be powered up by pulsing FSx 
and/ or FSr while a TTL high voltage is applied to 
PDN, provided that all clocks and supplies are con- 
nected. The 2916 and 2917 have internal resets on 
power up (or when Vbb or Vqq are re-applied) in 
order to ensure validity of the digital outputs and 
thereby maintain integrity of the PCM highway. 

On the transmit channel, digital outputs Dx and TSx 
are held in a high impedance state for approximately 
four frames (500 jus) after power up or application of 
Vbb or Vcc- After this delay, Dx and TSx will be 
functional and will occur in the proper timeslot. The 
analog circuits on the transmit side require approxi- 
mately 60 milliseconds to reach their equilibrium val- 
ue due to the autozero circuit settling time. 


To enhance system reliability, TSx and Dx will be 
placed in a high impedance state approximately 
30 jus after an interruption of CLK. 


Power Down and Standby Modes 

To minimize power consumption, two power down 
modes are provided in which most 2916/2917 func- 
tions are disabled. Only the power down, clock, and 
frame sync buffers, which are required to power up 
the device, are enabled in these modes. As shown in 
Table 3, the digital outputs on the appropriate chan- 
nels are placed in a high impedance state until the 
device returns to the active mode. 

The Power Down mode utilizes an external control 
signal to the PDN pin. In this mode, power consump- 
tion is reduced to an average of 5 mW. The device is 
active when the signal is high and ina ctive when it is 
low. In the absence of any signal, the PDN pin floats 
to TTL high allowing the device to remain active con- 
tinuously. 

The Standby mode leaves the user an option of 
powering either channel down separately or power- 
ing the entire device down by selectively removing 
FSx and/or FSr. With both channels in the standby 
state, power consumption is reduced to an average 
of 12 mW. If transmit only operation is desired, FSx 
should be applied to the device while FSr is held 
low. Similarly, if receive only operation is desired, 
FSr should be applied while FSx is held low. 


Fixed Data Rate Mode 

Fixed data rate timing, which is 291 0A and 2911 A 
compatible, is selected by connecting DCLKr to 
Vbb- It employs master clock CLK, frame synchroni- 
zation clocks FSx and FSr, and output TSx- 


Table 3. Power-Down Methods 


Device Status 

Power-Down 

Method 

Typical 

Power 

Consumption 

Digital Output Status 

Power Down Mode 

PDN = TTL Low 

5 mW 

TSx and Dx are placed in a high impedance 
state within 1 0 jlls. 

Standby Mode 

FSx and FSr are TTL Low 

12 mW 

TSx and Dx are placed in a high impedance 
state within 300 milliseconds. 

Only Transmit is 
on Standby 

FSx is TTL Low 

70 mW 

TSx and Dx are placed in a high impedance 
state within 300 milliseconds. 

Only Receive is 
on Standby 

FSr is TTL Low 

110 mW 
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CLK serves as the master clock to operate the co- 
dec and filter sections and as the bit clock to clock 
the data in and out from the PCM highway. FSx and 
FSr are _8_ KHz inputs which set the sampling fre- 
quency. TSx is a timeslot strobe/buffer enable out- 
put which gates the PCM word onto the PCM high- 
way when an external buffer is used to drive the line. 

Data is transmitted on the highway at Dx on the first 
eight positive transitions of CLK following the rising 
edge of FSx- Similarly, on the receive side, data is 
received on the first eight falling edges of CLK. The 
frequency of CLK must be 2.048 MHz. No other fre- 
quency of operation is allowed in the fixed data rate 
mode. 


Variable Data Rate Mode 

Variable data rate timing is selected by connecting 
DCLKr to the bit clock for the receive PCM highway 
rather than to Vrb- It employs master clock CLK, bit 
clocks DCLKr and DCLKx, and frame synchroniza- 
tion clocks FSr and FSx- 

Variable data rate timing allows for a flexible data 
frequency. It provides the ability to vary the frequen- 
cy of the bit clocks, from 64 KHz to 2.048 MHz. The 
master clock is still restricted to 2.048 MHz. 

In this mode, DCLKr and DCLKx become the data 
clocks for the receive and transmit PCM highways. 
While FSx is high, PCM data from Dx is transmitted 
onto the highway on the next eight consecutive posi- 
tive transitions of DCLKx- Similarly, while FSr is 
high, each PCM bit from the highway is received by 
Dr on the next eight consecutive negative tran- 
sitions of DCLKr. 

On the transmit side, the PCM word will be repeated 
in all remaining timeslots in the 1 25 /as frame as long 
as DCLKx is pulsed and FSx is held high. This fea- 
ture allows the PCM word to be transmitted to the 
PCM highway more than once per frame, if desired, 
and is only available in the variable data rate mode. 


Precision Voltage References 

No external components are required with the com- 
bochip to provide the voltage reference function. 
Voltage references are generated on-chip and are 
calibrated during the manufacturing process. The 
technique uses a difference in sub-surface charge 
density between two suitably implanted MOS devic- 
es to derive a temperature and bias stable reference 
voltage. These references determine the gain and 
dynamic range characteristics of the device. 


Separate references are supplied to the transmit 
and receive sections and each is trimmed indepen- 
dently during the manufacturing process. The refer- 
ence value is then further trimmed in the gain setting 
op-amps to a final precision value. With this method 
the combochip can achieve the extremely accurate 
Digital Milliwatt Responses specified in the transmis- 
sion parameters, providing the user a significant 
margin for error in other board components. 


TRANSMIT OPERATION 


Transmit Filter 

The input section provides gain adjustment in the 
passband by means of an on-chip operational ampli- 
fier. This operational amplifier has a commoon mode 
range of ±2.17 volts, a maximum DC offset of 
25 mV, a minimum open loop voltage gain of 5000, 
and a unity gain bandwidth of typically 1 MHz. Gain 
of up to 20 dB can be set without degrading the 
performance of the filter. The load impedance to 
ground (GRDA) at the amplifier output (GSx) must 
be greater than 10 kilohms in parallel with less than 
50 pF. The input signal on lead VFxl - can be either 
AC or DC coupled. The input op amp can only be 
used in the inverting mode as shown in Figure 3. 

A low pass anti-aliasing section is included on-chip. 
This section typically provides 35 dB attenuation at 
the sampling frequency. No external components 
are required to provide the necessary anti-aliasing 
function for the switched capacitor section of the 
transmit filter. 



Figure 3. Transmit Filter Gain Adjustment 
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The passband section provides flatness and stop- 
band attenuation which fulfills the AT&T D3/D4 
channel bank transmission specification and CCITT 
recommendation G.714. The 2916 and 2917 specifi- 
cations meet or exceed digital class 5 central office 
switching systems requirements. The transmit filter 
transfer characteristics and specifications will be 
within the limits shown in Figure 4. 

A high pass section configuration was chosen to re- 
ject low frequency noise from 50 and 60 Hz power 
lines, 17 Hz European electric railroads, ringing fre- 
quencies and their harmonics, and other low fre- 
quency noise. Even though there is high rejection at 
these frequencies, the sharpness of the band edge 
gives low attenuation at 200 Hz. This feature allows 
the use of low-cost transformer hybrids without ex- 
ternal components. 


Encoding 

The encoder internally samples the output of the 
transmit filter and holds each sample on an internal 
sample and hold capacitor. The encoder then per- 
forms an analog to digital conversion on a switched 
capacitor array. Digital data representing the sample 
is transmitted on the first eight data clock bits of the 
next frame. 

An on-chip autozero circuit corrects for DC-offset on 
the input signal to the encoder. This autozero circuit 
uses the sign bit averaging technique; the sign bit 
from the encoder output is long term averaged and 
subtracted from the input to the encoder. In this way, 
all DC offset is removed from the encoder input 
waveform. 


RECEIVE OPERATION 


Decoding 

The PCM word at the Dr lead is serially fetched on 
the first eight data clock bits of the frame. A D/A 
conversion is performed on the digital word and the 
corresponding analog sample is held on an internal 
sample and hold capacitor. This sample is then 
transferred to the receive filter. 


Receive Filter 

The receive filter provides passband flatness and 
stopband rejection which fulfills both the AT&T D3/ 
D4 specification and CCITT recommendation G.714. 
The filter contains the required compensation for the 
(sin x)/x response of such decoders. The receive 
filter characteristics and specifications will be within 
the limits shown in Figure 5. 


Receive Output Power Amplifiers 

A balanced output amplifier is provided in order to 
allow maximum flexibility in output configuration. Ei- 
ther of the two outputs can be used single ended 
(referenced to GRDA) to drive single ended loads. 
Alternatively, the differential output will drive a 
bridged load directly. The output stage is capable of 
driving loads as low as 300 ohms single ended or 
600 ohms differentially. 

Transmission levels are specified relative to the re- 
ceive channel output under digital milliwatt condi- 
tions, that is, when the digital input at Dr is the eight- 
code sequence specified in CCITT recommendation 
G.711. 


Table 4. Zero Transmission Level Points 


Symbol 

Parameter 

Value 

Units 

Test Conditions 

0TLP1 X 

Zero Transmission Level Point 
Transmit Channel (OdBmO) jit-law 

+ 2.76 
+ 1.00 

dBm 

dBm 

Referenced to 600ft 
Referenced to 900ft 

0TLP2 X 

Zero Transmission Level Point 
Transmit Channel (OdBmO) A-law 

+ 2.79 
+ 1.03 

dBm 

dBm 

Referenced to 600ft 
Referenced to 900ft 

OTLPIr 

Zero Transmission Level Point 
Receive Channel (OdBmO) /a- law 

+ 5.76 
+ 4.00 

dBm 

dBm 

Referenced to 600ft 
Referenced to 900ft 

0TLP2r 

Zero Transmission Level Point 
Receive Channel (OdBmO) A-law 

+ 5.79 
+ 4.03 

dBm 

dBm 

Referenced to 600ft 
Referenced to 900ft 
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ABSOLUTE MAXIMUM RATINGS 

Temperature Under Bias - 1 0°C to + 80°C 

Storage Temperature - 65°C to + 1 50°C 

Vcc and GRDD with Respect 
to V B b - 0.3V to + 15V 

All Input and Output Voltages 
with Respect to V B b - 0.3V to + 1 5V 

Power Dissipation 1 .35W 

D.C. CHARACTERISTICS 

(Ta = 0°C to 70°C, Vcc = 
specified) 

Typical values are for Ta = 


NOTICE: This is a production data sheet. The specifi- 
cations are subject to change without notice. 

* WARNING: Stressing the device beyond the “Absolute 
Maximum Ratings” may cause permanent damage. 
These are stress ratings only. Operation beyond the 
“Operating Conditions” is not recommended and ex- 
tended exposure beyond the “Operating Conditions” 
may affect device reliability. 


±5%, GRDA = 0V, GRDD = 0V, unless otherwise 


+ 5V ±5%, V BB = -5V 
25°C and nominal power supply values. 


DIGITAL INTERFACE 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

l|L 

Low Level Input Current 



10 

/aA 

GRDD <; V| N <; V|l (Note 1) 

IlH 

High Level Input Current 



10 

jliA 

V IH ^ V IN ^ V CC 

V|L 

Input Low Voltage 



0.8 

V 


V|H 

Input High Voltage 

2.0 



V 


VOL 

Output Low Voltage 



0.4 

V 

Iol = 2.2 mA at Dx, TSx 

VOH 

Output High Voltage 

2.4 



V 

Iqh = 9- 6 onA a* D X 

Cox 

Digital Output Capacitance^) 


5 


PF 


C|N 

Digital Input Capacitance 


5 

10 

PF 



POWER DISSIPATION 

All measurements made at focLK = 2.048 MHz, outputs unloaded. 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

Icci 

Vcc Operating Current^) 


14 

19 

mA 


*BB1 

Vbb Operating Current 


-18 

ESI 

mA 


•cco 

Vcc Power Down Current 


0.5 

mm 

mA 

PDN ^ V|i_; after 10 juls 

*BB0 

V B b Power Down Current 


-0.5 

-1.0 

mA 

PDN ^ V||_; after 1 0 /ms 

•ccs 

Vcc Standby Current 


1.2 

EH 



Ibbs 

Vbb Standby Current 


-1.2 

-2.4 

mA 

FSx, FSr ^ V||_; after 300 ms 

PdI 

Operating Power Dissipation^) 


140 

200 

mW 


Pdo 

Power Down Dissipation^) 


5 

10 

mW 

PDN ^ V|i_; after 10 jlis 

PST 

Standby Power Dissipation^) 


12 

25 

mW 

FSx, FSr ^ V| L 


NOTES: 

1. Vin is the voltage on any digital pin. 

2. Timing parameters are guaranteed based on a 100 pF load capacitance. Up to eight digital outputs may be connected to 
a common PCM highway without buffering, assuming a board capacitance of 60 pF. 

3. With nominal power supply values. 

4. Vcc applied last or simultaneously with Vbb- 
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ANALOG INTERFACE, TRANSMIT CHANNEL INPUT STAGE 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

>BX1 

Input Leakage Current, VFxl- 



100 

nA 

-2.17V ^ V| N <; 2.17V 

r ixi 

Input Resistance, VFxl- 

10 



MH 


V OSXI 

Input Offset Voltage, VFxl - 



25 

mV 


Avol 

DC Open Loop Voltage Gain, GSx 

5000 





fc 

Open Loop Unity Gain Bandwidth, GSx 


1 


MHz 


C LXI 

Load Capacitance, GSx 



50 

p p 










ANALOG INTERFACE, RECEIVE CHANNEL DRIVER AMPLIFIER STATE 



Parameter 


EH 




Rora 

Output Resistance, PWRO + , PWRO- 


1 




v OSRA 

Single-Ended Output DC Offset, PWRO + , 
PWRO- 


75 


mV 

Relative to GRDA 

C|_RA 

Load Capacitance, PWRO+, PWRO- 



100 

PF 



A.C. CHARACTERISTICS— TRANSMISSION PARAMETERS 

Unless otherwise noted, the analog input is a 0 dBmO, 1020 Hz sine wave.(i) Input amplifier is set for unity 
gain, inverting. The digital input is a PCM bit stream generated by passing a 0 dBmO, 1020 Hz sine wave 
through an ideal encoder. Receive output is measured single ended. All output levels are (sin x)/x corrected. 
Typical values are for Ta = 25°C and nominal power supply values. (Ta = 0°C to + 70°C; Vcc = + 5V ±5%; 
Vbb = — 5V ±5%; GRDA = 0V; GRDD = 0V; unless otherwise specified). 


GAIN AND DYNAMIC RANGE 


Symbol 

Parameter 

Min 

Typ 

Max 

Units 

Test Conditions 

EmW 

Encoder Milliwatt Response 
(Transmit Gain Tolerance) 

-0.18 

±0.04 

+ 0.18 

dBmO 


EmWjs 


-0.07 

±0.02 

+ 0.07 

dB 

± 5% Supplies, 0 to 70°C 
Relative to Nominal Conditions 


Digital Milliwatt Response 
(Receive Gain Tolerance) 

-0.18 

±0.04 

+ 0.18 

dBmO 


DmWjs 

DmW Variation with 
Temperature and Supplies 

-0.07 

±0.02 

+ 0.07 

dB 

± 5% Supplies, 0 to 70°C 


NOTE: 

1 . 0 dBmO is defined as the zero reference point of the channel under test (OTLP). This corresponds to an analog signal 
input of 1 .064 volts rms or an output of 1 .503 volts rms (for /ilaw). 
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GAIN TRACKING 

Reference Level = -10 dBmO 


Symbol 

Parameter 

2916 

2917 

Unit 

Test Conditions 

Min 

Max 

Min 

Max 

GT1 X 

Transmit Gain Tracking Error 


±0.25 



dB 

+ 3 to -40 dBmO 


Sinusoidal Input; /x-law 


±0.5 



dB 

-40 to -50 dBmO 



±1.2 



dB 

-50 to -55 dBmO 

GT2 X 

Transmit Gain Tracking Error 




±0.25 

dB 

+ 3 to -40 dBmO 


Sinusoidal Input; A-law 




±0.5 

dB 

-40 to -50 dBmO 






±1.2 

dB 

-50 to -55 dBmO 

GTIr 

Receive Gain Tracking Error 


±0.25 



dB 

+ 3 to -40 dBmO 

Sinusoidal Input; ja-law 


±0.5 



dB 

-40 to -50 dBmO 



±1.2 



dB 

-50 to -55 dBmO 








Measured at PWRO + , 
Rl_ = 300fl 

GT2 r 

Receive Gain Tracking Error 




±0.25 

dB 

+ 3 to —40 dBmO 

Sinusoidal Input; A-law 




±0.5 

dB 

-40 to -50 dBmO 






±1.2 

dB 

-50 to -55 dBmO 
Measured at PWRO + , 
R|_ = 300fi 


NOISE (All receive channel measurements are single ended) 


Symbol 

Parameter 

2916 

2917 

Unit 

Test Conditions 

Min 

Typ 

Max 

Min 

Typ 

Max 

NxCI 

Transmit Noise, C-Message 
Weighted 



15 




dBrncO 

Unity Gain 

N X p 

Transmit Noise, Psophometrically 
Weighted 






-75 

dBmOp 

Unity Gain 

Nrci 

Receive Noise, C-Message 
Weighted: Quiet Code 



11 




dBrncO 

Dr = 11111111 

NrC2 

Receive Noise, C-Message 
Weighted: Sign Bit Toggle 



12 




dBrncO 

Input to Dr is Zero Code 
with Sign Bit Toggle at 1 KHz 
Rate 

Nrr 

Receive Noise, Psophometrically 
Weighted 






-79 

dBmOp 

Dr = Lowest Positive 
Decode Level 

Nsf 

Single Frequency Noise 
End to End Measurement 



-50 



-50 

dBmO 

CCITTG.71 2.4.2 
Measure at PWRO+ 

PSRRi 

Vcc Power Supply Rejection, 
Transmit Channel 


-30 



-30 


dB 

Idle Channel; 200 mV P-P 
Signal on Supply; 0 to 50 
KHz, Measure at D x 

psrr 2 

Vrb Power Supply Rejection, 
Transmit Channel 


-30 



-30 


dB 

Idle Channel; 200 mV P-P 
Signal on Supply; 0 to 50 
KHz, Measure at D x 

psrr 3 

Vcc Power Supply Rejection, 
Receive Channel 


-25 



-25 


dB 

Idle Channel; 200 mV P-P 
Signal on Supply; Measure 
Narrow Band at PWRO + , 
0 to 50 KHz 

psrr 4 

Vbb Power Supply Rejection, 
Receive Channel 


-25 



-25 


dB 

Idle Channel; 200 mV P-P 
Signal on Supply; Measure 
Narrow Band at PWRO + , 
0 to 50 KHz 

CTjr 

Crosstalk, Transmit to Receive 



-71 



-71 

dB 

Input = 0 dBmO, Unity 
Gain, 1.02 KHz, Dr = 
Lowest Positive Decode 
Level, Measure at PWRO+ 

CTrt 

Crosstalk, Receive to Transmit 



-71 



-71 

dB 

Dr = 0 dBmO, 1.02 KHz, 
Measure at D x 
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DISTORTION 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

SD1 X 

Transmit Signal to Distortion, /x-Law 
Sinusoidal Input; 

CCITT G.71 4-Method 2 (2916) 

36 

30 

25 



dB 

dB 

dB 

0 dBmO to -30 dBmO 
-30 dBmO to -40 dBmO 
-40 dBmO to -45 dBmO 

SD2 X 

Transmit Signal to Distortion, A-Law 
Sinusoidal Input; 

CCITT G.71 4-Method 2 (2917) 

36 

30 

25 



dB 

dB 

dB 

0 dBmO to -30 dBmO 
-30 dBmO to -40 dBmO 
-40 dBmO to -45 dBmO 

SDIr 

Receive Signal to Distortion, ju,-Law 
Sinusoidal Input; CCITT G.71 4-Method 
2(2916) 

36 

30 

25 



dB 

dB 

dB 

0 dBmO to -30 dBmO 
-30 dBmO to -40 dBmO 
-40 dBmO to -45 dBmO 

SD2r 

Receive Signal to Distortion, A-Law 
Sinusoidal Input; CCITT G.71 4-Method 
2(2917) 

36 

30 

25 



dB 

dB 

dB 

0 dBmO to -30 dBmO 
— 30 dBmO to -40 dBmO 
-40 dBmO to —45 dBmO 

DP X 

— 
Transmit Single Frequency Distortion 
Products (2916) 



-46 

dBmO 

AT&T Advisory #64 (3.8) 
0 dBmO Input Signal 

DPr 

Receive Single Frequency Distortion 
Products (2916) 



-46 

dBmO 

AT&T Advisory #64 (3.8) 
0 dBmO Input Signal 

IMD-i 

Intermodulation Distortion, 
End to End Measurement 



-35 

dB 

CCITT G.71 2 (7.1) 

imd 2 

Intermodulation Distortion, 
End to End Measurement 



-49 

dBmO 

CCITT G.71 2 (7.2) 


Spurious Out of Band Signals, 
End to End Measurement 



-25 

dBmO 

CCITT G.712 (6.1) 

SIS 

Spurious In Band Signals, 
End to End Measurement 



-40 

dBmO 

CCITT G.71 2 (9) 

Dax 

Transmit Absolute Delay 


245 


]XS 

Fixed Data Rate. CLKx = 2.048 
MHz; 0 dBmO, 1.02 KHz Input 
Signal, Unity Gain. Measure 
atD x . 

Ddx 

Transmit Differential Envelope Delay 
Relative to Dax 


170 

95 

45 

105 


flS 

fXS 

JJLS 

julS 

f = 500 Hz to 600 Hz 
f = 600 Hz to 1000 Hz 
f = 1000 Hz to 2600 Hz 
f = 2600 Hz to 2800 Hz 

d ar 

Receive Absolute Delay 


190 


jmS 

Fixed Data Rate, CLK - 2.048 
MHz; Digital Input is DMW 
Codes. Measure at PWRO + 

d DR 

Receive Differential Envelope Delay 
Relative to Dar 


45 

35 

85 

110 


JLtS 

JULS 

JULS 

jus 

f = 500 Hz to 600 Hz 
f - 600 Hz to 1000 Hz 
f = 1000 Hz to 2600 Hz 
f = 2600 Hz to 2800 Hz 
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TRANSMIT CHANNEL TRANSFER CHARACTERISTICS 

Input amplifier is set for unity gain, inverting. 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

Grx 

Gain Relative to Gain at 1.02 KHz 





0 dBmO Signal Input at VFxl - 


16.67 Hz 



-30 

dB 



50 Hz 



-25 

dB 



60 Hz 



-23 

dB 



200 Hz 

-1.8 


-0.125 

dB 



300 to 3000 Hz 

-0.125 


+ 0.125 

dB 



3300 Hz 

-0.35 


+ 0.03 

dB 



3400 Hz 

-0.7 


-0.10 

dB 



4000 Hz 



-14 

dB 



4600 Hz and Above 



-32 

dB 
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A.C. CHARACTERISTICS— TIMING PARAMETERS 


CLOCK SECTION 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

tCY 

Clock Period, CLK 

488 



ns 

fCLK = 2.048 MHz 

tCLK 

Clock Pulse Width, CLK 

220 



ns 


tDCLK 

Data Clock Pulse Width 

220 



ns 

64 KHz <; f DC LK ^ 2.048 MHz 

tCDC 

Clock Duty Cycle, CLK 

45 

50 

55 

% 


tr.tf 

Clock Rise and Fall Time 

5 


30 

ns 



TRANSMIT SECTION, FIXED DATA RATE MODE(D 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

tDZX 

Data Enabled on TS Entry 

0 


145 

ns 

0 < CloaD < 100 pF 

tDDX 

Data Delay from CLK 

0 


145 

ns 

0 < Cl0AD < 100 

*HZX 

Data Float on TS Exit 

60 


215 

ns 

C LOAD = 0 

tSON 

Timeslot X to Enable 

0 


145 

ns 

0 < Cl 0AD < 1 00 pF 

tS0FF 

Timeslot X to Disable 

60 


215 

ns 

ClOAD = 0 

*FSD 

Frame Sync Delay 

100 


tCLK 

ns 



RECEIVE SECTION, FIXED DATA RATE MODE 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

tDSR 

Receive Data Setup 

10 



ns 


tDHR 

Receive Data Hold 

60 



ns 


4 fsd 

Frame Sync Delay 

100 


tCLK 

ns 



NOTE: 

1. Timing parameters Tdzx. Thzx> and T SOFF are referenced to a high impedance state. 
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Fixed Data Rate Timing 


TRANSMIT TIMING 



RECEIVE TIMING 
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TRANSMIT SECTION, VARIABLE DATA RATE MODEd) 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

*TSDX 

Timeslot Delay from DCLKx( 2 ) 

140 


tpx “ 1 40 

ns 


*FSD 

Frame Sync Delay 

100 


6” 

-< 

1 

o 

o 

ns 


*DDX 

Data Delay from DCLKx 

0 


100 

ns 

o < CloAD < 100 P F 

tDON 

Timeslot to Dx Active 

0 


50 

ns 

0 < CloAD < 100 pF 

tDOFF 

Timeslot to Dx Inactive 

0 


80 

ns 

0 < CloAD < 1 00 pF 

*DX 

Data Clock Period 

488 


15620 

ns 


tDFSX 

Data Delay from FSx 

0 


140 

ns 



RECEIVE SECTION, VARIABLE DATA RATE MODE 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

tTSDR 

Timeslot Delay from DCLKr( 3 ) 

140 


tDR — 140 

ns 


fFSD 

Frame Sync Delay 

100 


tCY — 1 00 

ns 


fDSR 

Data Setup Time 

10 



ns 


l DHR 

Data Hold Time 

60 



ns 


tDR 

Data Clock Period 

488 


15620 

ns 


*SER 

Timeslot End Receive Time 

60 



ns 



64 KB OPERATION, VARIABLE DATA RATE MODE 


Symbol 

Parameter 

Min 

Typ 

Max 

Unit 

Test Conditions 

tFSLX 

Transmit Frame Sync Minimum 
Downtime 

488 



ns 

FSx ' s TTL High for Remainder of 
Frame 

tFSLR 

Receive Frame Sync Minimum 
Downtime 

1952 



ns 

FSr is TTL High for Remainder of 
Frame 

tDCLK 

Data Clock Pulse Width 



10 

JUS 



NOTES: 

1 . Timing parameters tpoN and tpoFF are referenced to a high impedance state. 

2. tFSLX minimum requirements overrides tjsDX maximum spec for 64 KHz operation. 

3. l FSLR minimum requirements overrides tjsDR maximum spec for 64 KHz operation. 
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VARIABLE DATA RATE TIMING 


TRANSMIT TIMING 












Intel 

APPLICATIONS INFORMATION 
2910A/291 1 A/2912A 


CODEC INTERFACE 

The 291 2A PCM Filter is designed to directly inter- 
face to the 291 OA and 291 1 A Codecs as shown be- 
low. The transmit path is completed by connecting 
the VFxO output of the 291 2 A to the coupling ca- 
pacitor associated with the VFx input of the 291 OA 
and 2911 A codecs. The receive path is completed 
by directly connecting the codec output VFr to re- 
ceive input of the 291 2A VFrI. The PDN input of the 
291 2A should be connected to the PDN output of 
the codec to allow the filter to be put in the power- 
down standby mode under control of the codec. 


CLOCK INTERFACE 

To assure proper operation, the CLK input of the 
291 2A should be connected to the same clock pro- 
vided to receive bit clock, CLKr of 291 OA or 2911 A 
Codec as shown below. The CLKO input of the 
291 2A should be set to the proper voltage depend- 
ing on the standard clock frequency chosen for the 
codec and filter. 
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GROUNDING, DECOUPLING, AND 
LAYOUT RECOMMENDATIONS 

The most important steps in designing a low noise 
line card are to insure that the layout of the circuit 
components and traces results in a minimum of 
cross coupling between analog and digital signals, 
and to provide well bypassed and clean power sup- 
plies, solid ground planes, and minimal lead lengths 
between components. 

1) All power source leads should be bypassed to 
ground on each printed circuit board (PCB), on 
which codecs are provided. At least one electro- 
lytic bypass capacitor (at least 50 jllF) per board 
is recommended at the point where all power 
traces from the codecs and filters join prior to 
interfacing with the edge connector pins as- 
signed to the power leads. 

2) When using two-sided PCBs, use both corre- 
sponding pins on opposite sides of the board for 
the same power lead. Strap them together both 
on the PCB and on the back of the edge con- 
nector. 

3) Lay out the traces on codec- and filter-equipped 
boards such that analog signal and capacitor 
leads are separated as widely as possible from 
the digital clock and data leads. 

4) Connect the codec sample and hold capacitor 
with the shortest leads possible. Mount it as 
close to the codec CAP1X, CAP2X pins as pos- 
sible. Shield the capacitor traces with analog 
ground. 

5) Do not lay out any board traces (especially digi- 
tal) that pass between or near the leads of the 
sample and hold capacitor(s) since they are in 
high impedance circuits which are sensitive to 
noise coupling. 

6) Keep analog voice circuit leads paired on their 
layouts so that no intervening circuit leads are 
permitted to run parallel to them and/or be- 
tween them. 

7) Arrange the layout for each duplicated line, trunk 
or channel circuit in identical form. 

8) Line circuits mounted extremely close to adja- 
cent line circuits increase the possibility of inter- 
channel crosstalk. 

9) Avoid assignment of edge connector pins to any 
analog signal adjacent to any lead carrying digi- 
tal (periodic) signals or power. 


10) The optimum grounding configuration is to main- 
tain separate digital and analog grounds on the 
circuit boards, and to carry these grounds back 
to the power supply with a low impedance con- 
nection. This keeps the grounds separate over 
the entire system except at the power supply. 

11) The voltage difference between ground leads 
GRDA and GRDD (analog and digital ground) 
should not exceed two volts. One method of 
preventing any substantial voltage difference be- 
tween leads GRDA and GRDD is to connect two 
diodes back to back in opposite directions 
across these two ground leads on each board. 

12) Codec-filter pairs should be aligned so that pins 

9 through 16 of the filter face pins 1 through 12 
of the codec. This minimizes the distance for an- 
alog connections between devices and with no 
crossing analog lines. 

13) No digital or high voltage level (such as ringing 
supply) lines should run under or in parallel with 
these analog VF connections. If the analog lines 
are on the top (component side) of the PC 
board, then GRDD, GRDA, or power supply 
leads should be directly under them, on the bot- 
tom to prevent analog/digital coupling. 

14) Both the codec and filter devices should be 
shielded from traces on the bottom of the PCB 
by using ground or power supply leads on the 
top side directly under the device (like a ground 
plane). 

15) Two +5V power supply leads (Vcc) should be 
used on each PCB, one to the filters, the other 
to the codecs. These leads should be separately 
decoupled at the PCB where they then join to a 
single 5V supply at the backplane connector. 
Decoupling can be accomplished with either a 
series resistor/parallel capacitor (RC lowpass) 
or a series RF choke and parallel capacitor of 
each 5V lead. The capacitor should be at least 

10 jliF in parallel with a 0.1 ju,F ceramic. This 
filters both high and low frequencies and accom- 
modates large current spikes due to switching. 

16) Both grounds and power supply leads must have 
low resistance and inductance. This should be 
accomplished by using a ground plane whenev- 
er possible. When narrower traces must be 
used, a minimum width of 4 millimeters should 
be maintained. Either multiple or extra large plat- 
ed through holes should be used when passing 
the ground connections through the PCB. 
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17) The 291 2A PCM filter should have all power 
supplies bypassed to analog ground (GRDA). 
The 2910A/291 1 A Codec +5V power supplies 
should be bypassed to the digital ground 
(GRDD). This is appropriate when separate 
+ 5V power supply leads are used as suggested 
in item 15. The — 5V and +12V supplies should 
be bypassed to analog ground (GRDA). Bypass 
capacitors at each device should be high fre- 
quency capacitors of approximately 0.1 to 1.0 
jaF value. Their lead lengths should be mini- 
mized by routing the capacitor leads to the ap- 
propriate ground plane under the device (either 
GRDA or GRDD). 


18) Relay operation, ring voltage application, inter- 
ruptions, and loop current surges can produce 
enormous transients. Leads carrying such sig- 
nals must be routed well away from both analog 
and digital circuits on the line card and in back- 
planes. Lead pairs carrying current surges 
should be routed closely together to minimize 
possible inductive coupling. The microcomputer 
clock lead is particularly vulnerable, and should 
be buffered. Care should also be used in the 
backplane layout to prevent pickup surges. Any 
other latching components (relay buffers, etc.) 
should also be protected from surges. 

19) When not used, the AUTO pin should float with 
minimum PC board track area. 


ZERO TRANSMISSION LEVEL POINTS 

2910A/2912A 0 dBmO 



2911A/2912A 0 dBmO 



5.88 dBm 
1.52 Vrms 


DIGITAL 
MILLIWATT 
CODES 
(OR EQUIV.) 


SINGLE ENDED, 6000 
5.88 dBm 

I. 52 Vrms 
BALANCED, 600 0 

II. 9 dBm 
3.05 Vrms 
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Note: See data sheet for latest specifications. Values given in this application 
note are for reference only, and were considered correct at the time of publi- 
cation (Feb. 1982). 


1.0 INTRODUCTION 

This application note describes the features and capa- 
bilities of the 2913 and 2914 codec/filter combochips, 
and relates these capabilities to the design and manu- 
facturing of transmission and switching linecards. 

1.1 Background 

The first generation of per line codecs (Intel 
29 10 A/ 11 A) and filters (Intel 29 12 A) economically in- 
tegrated the analog-digital conversion circuits and 
PCM formatting circuits into one chip and the filtering 
and gain setting circuits into another chip. These two 
chips helped to make possible the rapid conversion to 
digital switching systems that has taken place in the last 
few years. 

The second generation of Intel LSI PCM telephony 
components, the 2913/14 Combochip, extends the level 
of integration of the linecard by combining the codec 
and filter functions for each line on a single LSI chip. 
In the process of combining both functions, circuit de- 
sign improvements have also improved performance, 
reduced external component count, lowered power dis- 
sipation, increased reliability, added new features, and 
maintained architectural transparency. 

The 2913 and 2914 data sheet contains a complete de- 
scription of both parts, including detailed discussions of 


each feature and specifications for timing and perform- 
ance levels. This application note, in conjunction with 
the data sheet, describes in more detail how the new 
and improved features help in the design of second-gen- 
eration linecards first by comparing the two generations 
of components to see where the improvements have 
been made, and then by discussing specific design con- 
siderations. 


1.2 Comparison of First- and Second- 
Generation Component 
Capabilities 

The combochip represents a higher level of component 
integration than the devices it replaces and, because of 
the economics of LSI (replacing two chips with one), 
ultimately will cost significantly less at the component 
level. But comparison of the combochip block diagram 
with first-generation single-chip codec and filter reveals 
few major functional differences. Figure 1 compares the 
first-generation codec and filter chips to the combo- 
chip. Both provide rigidly specified PCM capabilities of 
voice signal bandlimiting and nonlinear companded 
A/D and D/A conversion. The first on-chip reference 
voltage was introduced in the 2910/2911 single-chip 
codecs and is included in the combochip. The provision 
of uncommitted buffer amplifiers for flexible transmis- 
sion level adjustment and enhanced analog output drive 
was a feature of the now standard 2912 switched-capac- 
itor PCM filter is available on the combochip. Like- 
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Figure 1. LSI Partitioning of Codec/Filter Functions 
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wise, independent transmit (A/D) and receive (D/A) 
analog voice channels which permit the two channels to 
be timed from independent (asynchronous) clock sourc- 
es is common to the first- and second-generation devic- 
es. Finally, the ability to multiplex signalling bits on a 
bit-stealing basis from the digital side of the device has 
been duplicated on the combochip. 

Data traffic-conscious systems manufacturers now pro- 
vide dedicated codec, filter, and subscriber interface 
functions on a per-subscriber basis, which in turn puts 
intense cost pressures on these functions. The function- 
al duplication of first-generation components addresses 
the needs of the system manufacturer who wants to 
cost reduce existing fixed-architecture system designs. 
Whereas the bulk of the system development costs (and 
time) are in the switching machine call processing and 


diagnostic software, the bulk of the production costs 
are in the high-volume linecards. The combochip ad- 
dresses these cost pressures and defers the appetite for 
new integrated functions to a future generation of PCM 
components. 

Figure 2 contains the block diagram of the 2913/14 
combochip which illustrates not only the basic com- 
panding and filtering functions but also some of the 
changes and new features contained in the second-gen- 
eration devices, such as internal auto zero, separate 
ADC and DAC for transmit and receive sections, re- 
spectively, precision gain setting (RCV section), and in- 
put/output registers for both fixed and variable data 
rates. Table 1 lists many of the features that are impor- 
tant to linecard design and performance. A direct com- 
parison between first-and second-generation products 


Table 1. Comparison between 2913/14 Combochip and the 
2910A/11A/12A Single-Chip Codecs and Filters 


Features 

2910A/11A plus 2912A 

2913/14 

Power 

Operating 

280-310 mW 

140 mW 

Standby 

33 mW 

5 mW 

Pins 

38-40 

20-24 

Board Area Including Interconnects 

Normalized = 1.0 

0.33 

Data Rates 

— Fixed 

1.536,1.544, 2.048 Mbps 

Same 

— Variable 

None 

64 Kbps — ► 2.048 Mbps 

Companding Law 

— jn-Law 

2910 + 2912 

Strap Selectable 

— A- Law 

2911 + 2912 

PSRR 

1 KHz 

30 dB 

>35 dB 

> 10 KHz 

Not Spec’d 

> 35 dB 

Gain Setting 

Trim Using Pot Necessary 

Precision Resistors 
Eliminate Trim Req. 

Operating Modes 

Direct 

Yes 

Yes 

Timeslot Assign 

Yes 

No 

On-Chip Vref 

Yes 

Yes 

ICN — Half Channel Improvement 

15 dBrncO Transmit 
1 1 dBrncO Receive 

15 dBrncO Transmit 
1 1 dBrncO Receive 

S/D — Half Channel Improvement 

See Data Sheet 

See Section 2.0 

GT — Half Channel Improvement 

See Data Sheet 

See Section 2.0 

Power Down (Standby) 

PDN Pin 

Frame Sync Removal or PDN Pin 

Signalling 

2910-8th Bit 

2914-8th Bit 

Auto Zero 

External 

Internal 

S & H Caps 

External Transmit 
Internal Receive 

Internal 

Test Modes 

None . 

Design Tests 
Manufacturing Test 
On-Line Operational Tests 

Encoder Implementation 

Resistive Ladder 

Capacitive Charge Redistribution 
Ladder 

Filter/Gain Trim 

Fuse Blowing ±0.2 dB 

Fuse Blowing ±0.04 dB 
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(a) Combochip Block Diagram 


Vbb 

Power (-5V) 

GS X 

Transmit Gain Control 

pwro+.pwro- 

Power Amplifier Outputs 

VFxl-,VFxH- Analog Inputs 

GSr 

Receive Gain Control 

GRDA 

Analog Ground 

PDN 

Power Down Select 

NC 

No Connect 

CLKSEL 

Master Clock Frequency 
Select 

SIGx 

Transmit Signaling Input 

LOOP 

Analog Loop Back 

ASEL 

jm- or A-law Select 

SIGr 

Receive Signaling Bit Output 

TS X 

Timeslot Strobe/Buffer Enable 

DCLKr 

Receive Variable Data Clock 

DCLK X 

Transmit Variable Data Clock 

Dr 

Receive PCM Input 

D X 

Transmit PCM Output 

FSr 

Receive Frame 
Synchronization Clock 

FS X 

Transmit Frame 
Synchronization Clock 

GRDD 

Digital Ground 

CLK X 

Transmit Master Clock 

Vcc 

Power ( + 5V) 

CLKr 

Receive Master Clock 


(b) Combochip Pin Names 
Figure 2. Block Diagram of 2913/14 Combochip 
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shows the significant improvement in the combochip Table 3. 2914 Factors which Increase Linecard 
both in performance levels and system flexibility. Manufacturing Yields and Efficiency 


2.0 DESIGN CONSIDERATIONS 

The key point with the 2913/14 is that it will result in a 
linecard that performs better and costs less than any 
two-chip codec/filter solution. The lower cost results 
from many factors, as seen in Table 2. Both direct re- 
placement costs and less tangible design and manufac- 
turing time savings combine to yield lower recurring 
and nonrecurring costs. As an example, the wider mar- 
gins to transmission specs and the higher power supply 
rejection ratios of the 2913/14 will both shorten the 
design time needed to build and test the linecard proto- 
type and reduce the reject rate on the manufacturing 
line. 

Table 2. 2913/14 Factors which Lower the Cost 
of Linecard Design and Manufacturing 

• Lower LSI Cost (2914 vs. 2910/11 + 

2912) 

• Fewer External Components 

• Less Board Area 

• Shorter Design/Prototype Cycle 

• Better Yields/Higher Reliability 

• Lower Power/Higher Density 


Part of the recurring cost of linecard production is the 
efficiency of the manufacturing line in turning out each 
board. This is measured in both parts cost and time. 
Average manufacturing time is strongly effected by the 
line yield, i.e., the reject rate reliability. A linecard us- 
ing the 2913/14 has many labor-saving features, which 
also increases the reliability of the manufacturing pro- 
cess. Some of these features are detailed in Table 3. 

The combination of fewer parameters to trim (gain, ref- 
erence voltage, etc.), tolerance to wider power supply 
variations, and on-chip test modes make the linecard 
very manufacturable compared to first-generation de- 
signs. 

Probably the most obvious improvement in linecard de- 
sign based around the 2913/14 is the reduction in line- 
card PCB area needed compared to two-chip designs. 
The combination of the codec and filter into a single 
package alone reduced the LSI area by one-third. Table 
4 shows many of the other ways in which board area is 
conserved. In general, it reduces to fewer components, 
more on-chip features, and layout of the chip resulting 
in an efficient board layout which neatly separates the 
analog and digital signals both inside the chip and on 
the board. 


• Higher Reliability 

— Fewer connections and components 
— More integrated packaging 
— More margin to specs 
— Lower power 
— NMOS proven process 
— Less sensitive to parameter variations 

• Fewer Manufacturing Steps 

— No gain trimming 
— On chip Vref 
— W ide power supply tolerance 
— On chip test modes 
— Wide margins to spec 


Table 4. Design Factors for 2914 which Reduce 
Linecard PCB Area 


• Integrated Packaging 

—2914 vs. 2910/11 + 2912 
= 1/3 board area 

— 2913 takes even less space 

• Fewer Interconnects/Components 

— Codec/filter combined 
— On-chip reference voltage 
— On-chip auto zero 
— On-chip capacitors 
— No gain trim components 
— No voltage regulators 

• Efficient Layout (Facilitates Auto Inser- 
tion) 

— Analog/digital sections separated on 
chip 

— Digital traces can cross under chip 
— Two power supplies only 
— Low power/high density 
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Table 5. 2913/14 Operating Mode Options Add Flexibility to Linecard Design 


Option 

Mode Control Pins 

Results of Mode Selection 

2914(24 Pin) 

2913 (20 Pin) 

Companding Law 

SIGX/ASEL 

A-Law or /x- Law + Signalling 

A-Law/ /x-Law, no Signalling 

Power Down 

PDN 

Transmit & Receive Side Go To Standby Power (5 mW) 


FSx & FSr Removed 

Same (12 mW) 


FSx Removed 

Transmit Side Goes to Standby (110 mW) 


FSr Removed 

Receive Side Goes to Standby (70 mW) 

Data Rate 

= Vcc/GRDD/Vbb 

DCLKr = Vbb 

1.536/1.544/2.048 Mbps in Fixed Data Rate Mode 


= Vcc/GRDD/Vbb 
DCLK b = Clock 

Variable Data Rate Mode from 64 Kbps to 2.048 Mbps, 
No Signalling 

Test Modes 

LOOP = V CC 

Implements Analog Loopback 

No Loopback Capability 


PDN = Vbb 

Provides Access to Transmit Codec Through ASEL and TSX 
Pins 


Dr = V B b 

Provides Access to RCV Filter Input at DCLKr and Transmit 
Filter Outputs at ASEL and TSX Pins 


Many of the factors discussed — which result in effi- 
cient, cost-effective linecard designs — are discussed in 
more detail both in the 2913/14 data sheet and in the 
following sections of this note. 

2.1 Operating and Test Mode 
Selection 

A key to designing with the 2913/14 combo is the wide 
range of options available in configuring, either with 
strap options or in real time, the different modes of 
operation. The 2913 combochip (20 pins) is specifically 
aimed at synchronous switching systems (remote con- 
centrators, PABXs, central offices) where small pack- 
age size is especially desirable. The 2914 combochip (24 
pins) has additional features which are most suitable for 
applications requiring 8th-bit signalling, asynchronous 
operation, and remote testing of transmission paths 
(e.g., channel banks). Once the specific device is select- 
ed, there is a wide range of operating modes to use in 
the card design, as seen in Table 5. This table lists the 
optional parameters and the pins which control the op- 
erating mode. The result of selecting a mode is listed for 
both the 2913 and 2914. 

The purpose of offering these options is to ensure that 
the 2913/14 combo will accommodate any existing 
linecard design with architectural transparency. At the 
same time, features were designed in to facilitate design 
and manufacturing testing to reduce overall cost of de- 
velopment and production. 

2.2 Data Rate Modes 

Any rapid conversion scenario presumes that the com- 
bochip will fit existing system architectures (retrofit) 


without significant system timing, control, or software 
modifications. To this end, two distinct user-selectable 
timing modes are possible with the combochip. For 
purposes of discussion, these are designated (a) fixed 
data rate timing (FDRT) and (b) variable data rate tim- 
ing (VDRT). 

FDRT is identical to the 2910/2911 codec timing in 
which a single high-speed clock serves both as master 
clock for the codec/filter internal conversion/filtering 
functions and as PCM bit clock for the high-speed seri- 
al PCM data bus over, which the combochip transmits 
and receives its digitized voice code words. In this 
mode, PCM bit rates are necessarily confined to one of 
three distinct frequencies (1.536 MHz, 1.544 MHz, or 
2.048 MHz). Many recently designed systems employ 
this type of timing which is sometimes referred to as 
burst-mode timing because of the low duty cycle of 
each timeslot (i.e., channel) on the time division multi- 
plexed PCM bus. It is possible for up to 32 active com- 
bochips to share the same serial PCM bus with FDRT. 

VDRT (sometimes referred to as shift register timing), 
by comparison, utilizes one high-speed master clock for 
the combochip internal conversion/filtering functions 
and a separate, variable frequency, clock as the PCM 
bit clock for the serial PCM data bus. Because the serial 
PCM data rate is independent of internal conversion 
timing, there is considerable flexibility in the choice of 
PCM data rate. In this mode the master clock is per- 
mitted to be 1.536 MHz, 1.544 MHz, or 2.048 MHz, 
while the bit clock can be any rate between 64 KHz and 
2.048 MHz. In this mode it is possible to have a dedi- 
cated serial bus for each combochip or to share a single 
serial PCM bus among as many as 32 active combo- 
chips. 
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Thus, the two predominant timing configurations of 
present system architectures are served by the same de- 
vice, allowing, in many cases, linecard redesign without 
modification of any common system hardware or soft- 
ware. Additional details relating to the design of sys- 
tems using either mode are found in section 3.0. 


have its effect on line circuit costs even though the sys- 
tem transmission specifications may not reflect the im- 
proved performance margin. 

Half channel measurements have been made of the 
transmission parameters — gain tracking (GT), signal to 
distortion ratio (S/D), and idle channel noise (ICN). 


2.3 Margin to Performance 
Specifications 

The combochip benefits from design, manufacturing, 
and test experience with first-generation PCM products 
on the part of the system manufacturer, component 
suppliers, and test equipment suppliers. The sub-milli- 
volt PCM measurement levels and tens of microvolts 
accuracy requirements on the lowest signal measure- 
ments often result in tester correlation problems, yield 
losses, and excess costs for system and PCM compo- 
nent manufacturers alike. Thus additional performance 
margin built into the PCM components themselves will 


Gain Tracking — Figure 3 shows the gain tracking data 
for both the transmit and receive sides of the combo 
using both sine wave testing (CCITT G712.ll Method 
2) and white noise testing (CCITT G712.ll Method 1). 
The data shows a performance very nearly equal to the 
theoretically best achievable using both test techniques. 
End to end measurements, although not spec’d, also 
show a corresponding good performance with errors 
less than or equal to the sum of the half channel values. 

Signal to Distortion Ratio — This is a measure of the 
system linearity and the accuracy in implementing the 
companding codes. Figure 4 shows the excellent perfor- 
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Gain Tracking Error Versus Signal Level 
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Figure 3. 2914 Half Channel Gain Tracking Performance Measurements 
for Both Sine and Noise Testing 
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Figure 4. 2914 Half Channel Signal to Distortion Ratio (S/D) Performance Measurements 
for Both Sine and Noise Testing 


mance of the 2914 for both the transmit (A/D) and 
receive (D/A) channels using sine wave and noise test- 
ing. The margin is greater than 3 dB above the half 
channel spec which means that a larger error budget is 
available to the rest of the channel. 

Statistical Analysis — A statistical analysis of G.T. and 
S/D measurements over many devices shows a very 
tight distribution, as seen in Figure 5. There are several 
consequences resulting from this highly desirable distri- 
bution: (1) the device performance is controllable, re- 
sulting in high yields, (2) the device circuit design is 
tolerant of normal process variations, thereby ensuring 
predictable production yields and high reliability, and 
(3) understanding of the circuit design and process fun- 
damentals is clearly demonstrated — largely as a result 
of previous telephony experience with the Intel NMOS 
process. 

Idle Channel Noise — The third transmission parameter 
is idle channel noise (ICN). Figure 6 gives half channel 
ICN measurements which show a substantial margin to 
specification. 


Power Supply Rejection — Circuit innovation in the in- 
ternal combochip design has resulted in significant im- 
provements in power supply rejection in the 5 to 50 
KHz range (Figure 7), and it is this frequency band 
which usually contains the bulk of the switching regula- 
tor noise. These higher frequencies, outside the audio 
range as they are, are not objectionable or even detect- 
able in the transmit direction except to the extent that 
they alias into the audio range as a result of internal 
sampling processes in the transmit filter and A/D con- 
verter. Sampling techniques in the combochip minimize 
this aliasing. In the receive direction, excess high fre- 
quency noise which propagates onto the subscriber loop 
can interfere with signals in adjacent wires and is thus 
objectionable even without aliasing. The symmetrical 
true differential analog outputs of the combochip are an 
improvement from earlier designs which failed to main- 
tain true power supply symmetry through the output 
amplifiers. Not only does the differential design im- 
prove transmission performance, but it also reduces the 
need for power supply bypass capacitors, thereby sav- 
ing component cost on the linecard. 
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Figure 5. Statistical Analysis of Transmission Performance Showing 
Tight Distribution Over Many Devices 



Weighting 

ICN 

A/D 

C Message 

15 dBrnCO 

D/A 

C Message 

1 1 dBrnCO 


Figure 6. 2914 Idle Channel Noise (ICN) 
Measurements 


Autozero — The autozero circuit is contained complete- 
ly on-chip. It automatically centers the signal/noise dis- 
tribution at the encoder input. This ensures minimal 
ICN due to bit toggling and also maintains maximum 
sensitivity to the AC signals of interest. 


2.4 Power Conservation 

Figure 8 illustrates typical power consumption and of- 
fice equipment dissipation for a resistive line biasing 
arrangement (with no loop current limiting) and for the 
per-line PCM components. It can be seen that overall 
line circuit power consumption and dissipation are 
strong functions of subscriber loop resistance, and are 
dominated by line biasing current regardless of loop 
length. It can also be seen that the combochip achieves 
significant reductions in PCM component contribu- 
tions relative to both the 2910A/2912A and 
2910/2912. Present residential traffic characteristics 
are such that the PCM components are active less than 
10% of the time, and in its low-power standby state, 
the combochip power dissipation drops to typically 
5 mW as the line current (and dissipation) goes to its 
background on-hook leakage level of typically a few 
milliwatts (but for very leaky lines, as much as 50 mW- 
500 mW). 


The concern for linecard power consumption and dissi- 
pation is related both to the cost of providing power 
and to the system density problem involving convection 
heat removal from the linecards. Consequently, much 
recent line circuit development activity centers on elim- 
ination of the inefficient resistive line current feed both 
by current limiting in short loops and by more exotic 
and expensive per-line dc-dc converters. For both pres- 
ent-generation designs and cost-reduction redesigns, 
the typical combochip dissipation of 140 mW 
active/5 mW standby will allow system board packing 
density improvements and power supply cost reduc- 
tions. 



A closer look at the effect of loading (duty cycle) on the 
average power dissipation of a combochip is given in 
Table 6. Typical loading percents run as low as 5% for 
very large switching systems (thousands of lines) up to 
100% in nonswitching applications such as channel 
banks. Clearly, the average power dissipation in a typi- 
cal switching system is below 35 mW which facilitates 
board packing density and cost of power considera- 
tions. 


Table 6. Typical Power Dissipation Per Line 
Using 2914 Combochip 



Duty 

Cycle 

Power 

Dissipation 

Central 

Office 

5% 

12 mW 

PABX 

15% 

25 mW 

Peak Hour 

c.o. 

50% 

73 mW 

Channel 

Bank 

100% 

140 mW 
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2.5 Elimination of Gain Trim in the Line 
Circuit 

Four resistors — R1-R4 of Figure 9 — on the transform- 
er side of the PCM components are used to establish 
appropriate transmission levels at the PCM compo- 
nents and are, at first glance, equivalent in the two cas- 
es. However, a significant reduction in linecard manu- 
facturing costs associated with individual line trim (or 
mop-up) is possible with the combochip. The need for 
this trim is dictated by system gain contrast specifica- 
tions which typically require that the line-to-line gain 
variation shall not exceed 0.5 dB, which translates to 
0.25 dB for each (transmit and receive) channel. Table 
7 shows that the major portion of this gain variation 


has previously been in the nominal insertion loss of the 
PCM filter and in the uncertainty of the reference volt- 
age of the codec. With this cumulative 0.15 dB uncer- 
tainty in the PCM components themselves, the system 
manufacturer had no choice but to resort to the cost 
and manufacturing complexity of the active trim. The 
combochip, however, can be trimmed during its manu- 
facture to a nominal tolerance of ±0.04 dB which in- 
cludes uncertainties in both the filter and codec voltage 
reference functions. This leaves 0.21 dB uncertainty to 
variations in the other line circuit elements and to tem- 
perature and supply variations. 

The variation in combochip gain with supply and tem- 
perature has also been improved to allow as low as 


2910/11 
PCM CODEC 





Figure 9. Schematics of the Codec/Filter Function and the 2/4 Wire Hybrid Transformers 
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Table 7. Gain Trim Budget for Codec/Filter Functions 


Device 

Manufacturing Uncertainty 
(Initial) 

AT 

ASupplies 

Total 

Variation* Budget 
for Other Components 

2910 

±0.1 

±0.1 



2912 

±0.05 

±0.05 




±0.15 

±0.15 

±0.3 dB 

0 dB 

2914 

±0.04 

±0.08 

±0.12 dB 

±0.13 dB 


•Assumes 0.5 dB end to end gain contrast specifications. 

0.08 dB variation over supplies and temperature so that 
more than half the system specification could be re- 
served for transformer, wiring, and resistor uncertain- 
ties. This possibility of using fixed precision gain trim 
components and abandoning the active trim holds the 
potential for simplification and cost reduction of the 
line board manufacturing process. 


2.6 Power Up/Down Considerations 

Power Supply Sequence — There are no requirements 
for a particular sequence of powering up the combo- 
chip. All discussions of power up or power down tim- 
ing assume that both Vcc and Vbb are present. 

Power Up Delay — Upon application of power supplies, 
or coming out of the standby power down mode, three 
circuit time constants must be observed: (1) digital sig- 
nal timing, (2) autozero timing, and (3) filter settling. 
An internal timing circuit activates SIF r , D x , and TS X 
approximately two or three frames after power up. Un- 
til this time, SIG r is held low and the other two signals 
are in a tri-state mode. During this time, SIG X will have 
no effect on the PCM output. 

Power Down Modes — These modes are described in de- 
tail in Table 3 of the 2913/14 data sheet except for a 
fail-safe mode in case CLK X is interrupted. If this 
should happen, both D x and TS X go into the tri-state 
mode until the clock is restored. This ensures the safety 
of the PCM highway should the interrupted clock be a 
local problem. 


3.0 OPERATING MODES 

There are three basic operating modes that are support- 
ed by the 2913/14: fixed data rate timing (FDRT), vari- 
able data rate timing (VDRT), and on-line testing. 


3.1 Fixed Data Rate Mode 

The FDRT mode is described in some detail in both 
section 2.2 of this note and in the 2913/14 data sheet. 
In addition, Intel Application Note AP-64 (Data Con- 


version, Switching, and Transmission using the Intel 
2910 A/2911 A codec and 2912 PCM filter) also de- 
scribes the basics of using the fixed data rate mode for 
first-generation codecs and filters which is essentially 
the same as for the 2913/14 second-generation combo- 
chip. 


3.2 Variable Data Rate Mode 

The VDRT mode is described in some detail both in 
section 2.2 and in the 2913/14 data sheet. This section 
focuses on two design aspects: (1) the advantage of 
clocking data on the rising edges of the clock for trans- 
mit and receive data, respectively, and (2) making the 
2913/14 transparent in previously designed systems (a 
retrofit, cost reduction redesign). 

Clock Timing — The 2913/14 is ideally set up to trans- 
mit and receive data, using the same clock, with no race 
conditions or other marginal timing requirements. This 
is accomplished by transmitting data on the rising edge 
of the first clock pulse following the data enable pulse 
FSx and receiving data on the falling edge of the clock 
which is directly in the middle of the Dx data pulse. 
Several manufacturers use leading edge timing for both 
transmit and receive requiring an inversion of the re- 
ceive clock. 

Figure 10 shows the transmit and receive clock and 
data timing for an entire time slot of data. A closer look 
at the timing functions is given in Figure 11 which 
looks specifically at the first clock cycle after the trans- 
. mit data enable FSx- 

According to the 2913/14 data sheet, the frame sync/ 
data enable FSx must precede the clock (DCLKx) by 
at least T tsc jx or nominally 15 ns for that clock pulse to 
be recognized as the first clock pulse in the time slot. In 
actuality, the 2914 will allow FS X to lag up to 80 ns the 
DCLKx rising edge and recognize it as the first clock 
pulse in a 2.048 MHz system. 

Once FSx has reached Vjh of about 2 V, the Dx output 
will remain in the tri-state high-impedance mode for 
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Figure 10. Variable Data Rate Timing for an Entire Time Slot 


Tdon or about 34 ns longer. It then comes out of tristate 
and will represent some data which is invalid until the 
valid data is available Tp^x or about 75 ns (100 ns 
worst case) after the clock rising edge. This means there 
is about 90 ns of invalid data after the tri-state mode. 
At this point there is valid data on the Dx highway 
that lasts for approximately one full clock cycle. 

Since the Dx highway is tied directly to the D r high- 
way in digital loopback, the valid data above is now 
available to the receive channel with some propagation 
delay. The receiver is only interested in the data for 
about a 50 ns (110 ns worst case) window centered 
about the falling edge of the DCLK r clock which oc- 
curs about half a clock cycle from the FS r rising edge. 
The window width is equal to the data set-up time. 
Tdsr> plus the clock fall time, Tf, plus the data hold 
time, Tdhr- Information at any other time on the D r 
highway falls into the DON’T CARE category. 

Retrofitting the 2913/14 — Several switching/transmis- 
sion systems have been designed using first-generation 
codecs which operate at data rates from 64 Kbps to 
2.048 MBps. In addition, they may have been designed 
using the rising clock edges for both transmit and re- 
ceive data. 


Other aspects of these older designs could be relative 
skewing between the sync pulses (Data Enable) and the 
clock pulses in such a way that the sync pulse occurs 
after (Lags) the first clock pulse rising edge. All of these 
conditions can be easily handled using the variable data 
rate timing mode of the 2913/14 plus some simple ex- 
ternal logic. By the addition of this logic, the 2913/14 
becomes transparent to the older design thereby allow- 
ing an upgrade in performance while having no impact 
on backplane wiring or on system control hardware/ 
software. In addition, many of the features of the 
2913/14 may be incorporated, such as the test modes, 
which provide additional capabilities beyond those 
available in the original design and at a lower cost. 

The circuit diagram in Figure 12 shows the maximum 
amount of additional random logic that could be neces- 
sary to make the 2913 or 2914 completely transparent 
at the linecard level (no impact on backplane wiring or 
timing). The inverter on DCLKr inverts all the receive 
clocks for each linecard. This inverter is only needed if 
(1) the transmit and receive clocks are inverted at the 
system/backplane level (as opposed to the linecard lev- 
el) and (2) the previous design used only rising (or fall- 
ing) edges to clock the transmit/receive data. 
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3.3 On-Line Test Modes 

Two modes are available which permit maintenance 
checking of the linecard up to the SLIC/combochip 
interface, including the PCM highways and time slot 
interchanges. Tests include time slot-dependent error 
checking. The two test modes are called “redundancy 
testing” and “analog loopback.” These test modes are 
described in detail in Section 4.3. 


4.0 MULTIMODE TEST CAPABILITIES 

The 2913/14 was designed with every phase of design, 
manufacturing, and operation taken into consideration. 
In particular, several test modes have been implement- 
ed within the device with essentially no increase in the 
package size or pin count. These test modes fall into 
three categories: design/prototype tests, manufacturing 
tests, and on-line operation tests; see Table 8. 


4.1 Design/Prototype Testing 

In the design of a linecard prototype or in the qualifica- 
tion of a device, it is often helpful to have direct access 
to the internal nodes at key points in the LSI system. 
Some manufacturers even dedicate pins specifically for 
this function. The Intel 2913/14 approach was to re- 
duce cost by using multifunction pins and smaller pack- 
ages to achieve this goal. Measurements through these 
multipurpose pins will typically yield full device capa- 
bility against performance specifications, however these 
measurements are not included in the device specifica- 
tions. This is done for two reasons: first, to save manu- 
facturing cost by eliminating unnecessary tests and 
specifications, and, second, more cost effective manu- 
facturing test techniques are available, as discussed in 
section 4.2. 
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NOTE: 

(1) One inverter per linecard. 


Figure 12. Circuit Diagram Showing Connections Needed to Retrofit the 2913/14 
into Existing Variable Data Rate Systems 


Table 8. Multimode Testing for Each Level from 
Design to On-Line Operation 

• Design/Prototype Testing 

— Direct access to transmit codec inputs 

— Direct access to the receive filter input 
and the transmit filter differential out- 
puts 

• Manufacturing Tests 

— Standard half channel tests for com- 
bined codec/filters 

— Filter response half channel measure- 
ments 

• Operation On-Line Tests 

— Analog loopback for testing PCM and 
codec analog highways 

— Redundancy checks with repeatable 
Dx outputs 


Transmit Coded (Encoder) — The transmit filter can be 
bypassed by directly accessing the differential input of 
the transmit encoder with an analog differential drive 
signal. Table 9 shows the control pin voltages and the 
input pins for this test. This test mode permits DC test- 
ing of the encoder which is otherwise blocked by the 
AC coupling (low frequency reject filter) of the trans- 
mit filter. 



Transmit and Receiver Filter — Table 9 shows the con- 
trol values that permit access to the differential outputs 
of the transmit filter and the single-ended input to the 
receive filter. The voltage difference between the trans- 
mit filter outputs represents the filtered output that will 
be encoded. By driving VFxI (single ended or differen- 
tially), the transmit filter response is obtained as a dif- 
ferential output. The final stage is the 60 Hz reject filter 
which is a switched capacitor filter sampled at an 
8 KHz rate. When measured digitally (after the encod- 
er), the filter characteristic is obtained directly: howev- 
er, when measured in analog, a sin (o)T/2)/a)T/2 cor- 
rection factor must be included. 


Table 9 gives the input control pin values and the corre- 
sponding functions assigned to the key test pins on the 
2914 for the design test modes. 
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Table 9. 2914 Test Functions and Control inputs for the Design Test Modes 


Input 

Pin Function (24-Pin) 

Test 

Function 

PDN 

DR 

Pin 9 
DCLKr 

Pin 17 

TS X /DCLK X 

Pin 18 
SIG X /ASEL 

O-Vcc 

O-Vcc 

DCLKr 

TS X /DCLK X 

SIG X /ASEL 

Normal Operation 

V BB 

O-Vcc 

— 

+ VFX 

— VFX 

Encoder 

O-Vcc 

Vbb 

VFRI 

+ VFXO 

-VFXO 

RCV, XMIT Filter 


NOTES: 

The terms used above are defined as: 

±VFX = Encoder Input 
± VFXO = XMIT Filter Output 
VFRI = RCV Filter Input 

The input to the receive filter first passes through a 
sample and hold. This is necessary to simulate the 
sin (a)T/2)/o)T/2 characteristic that results from the 
decoder D/A output. The net result is a filter charac- 
teristic that can be compared directly to the specifica- 
tions. 

Start-up Procedure for Test Modes — To place the 
2913/14 in the test mode it is first necessary to operate 
the device for a few ms in normal operation. Then Vbb 
can be applied to the control pins to select the desired 
test access. 


4.2 Production Testing 

While it may be convenient for the designer to have 
access to both the filter and the codec inputs and out- 
puts during the design or evaluation phase the final 
product will always use the filter and codec circuits 
together with all signals passing through both on the 
way to or from the PCM highways. It therefore makes 
sense to perform all manufacturing measurements with 
the device configured in its normal operating mode, i.e., 
all measurements should be complete filter/codec half 
channel measurements. This approach not only tests 
the combo as it will actually be used, but also saves 
time and money by eliminating separate measurements 
and correlation exercises to determine the full half 
channel performance. 

Since the transmission specifications of S/D, gain 
tracking, and ICN all require measurements which are 
“in-band” or “filter independent,” the codec functions 
can be easily tested using conventional half channel 
measurement equipment. The apparent difficulty arises 
in trying to fully measure the filter characteristics be- 
yond the half sampling frequency of 4 KHz. In fact, 
this is not really a problem with today’s computer- 
based testing plus an understanding of the sampled data 
process which is discussed under “Filter Testing”. 


ENCODER/DECODER TESTING 

Transmission specifications are AC-coupled in-band 
measurements when using either CCITT G.712.11 
methods 1 & 2 (white noise testing and sinusoidal test- 
ing, respectively) or AT&T Pub 43801 (Sinusoidal 
Testing). The noise testing uses a narrowband of flat 
noise from 300 to 500 Hz to drive the filter/codec (ei- 
ther in analog or the equivalent digital sequence for the 
transmit/receive chaiinels, respectively). The resulting 
harmonic products are used to determine S/D. Like- 
wise, gain tracking is also determined from this signal 
input. Sinusoidal testing uses a tone at 1.020 KHz for 
S/D measurements and gain tracking measurements. 
Idle channel noise measurements require the combined 
filter/codec since it has long been shown that separate 
measurements of filters and codecs are difficult to relate 
to the combined measurement (usually there is no spe- 
cific relationship because of the non-linear properties of 
the encoder/decoder operations). Typically the fre- 
quency response of ICN measurements is primarily de- 
termined by the weighting filter (either C message or 
psophometric, which are both AC-coupled, bandpass 
type filters). 

The conclusion is that combined filter/codec testing in 
no way limits the measurement of half channel trans- 
mission parameters of S/D, G.T., or ICN. 

FILTER TESTING 

Testing the filter response, of the transmit and receive 
channels presents two separate test situations which, in 
some ways, are mirror images of one another. With the 
transmit side, signals may be introduced at any fre- 
quency to test the filter response. At the output of the 
filter, the resulting signals are sampled at 8 KHz and 
digitized resulting in a sequence of PCM words repre- 
( senting the samples of filtered input signal. On the re- 
ceive side, a digital PCM sequence of samples repre- 
senting the driving signal is converted to an analog sig- 
nal by the decoder and can be measured at the filter 
output in analog form. 
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Sampling Process — In both cases of testing the filter, 
the signal eventually is in a sampled form. Since the 
sampling rate is fixed at 8 KHz, all signals must be 
represented below 4 KHz (half the sampling frequen- 
cy). This means that the PCM bit stream can only rep- 
resent signals at frequencies below 4 KHz. If a signal 
above 4 KHz is sampled, those samples appear exactly 
as if the signal was at a frequency mirror imaged about 
4 KHz. Two examples include signals at 5 KHz and 
7 KHz which will result in samples that look like sig- 
nals of 5-8 KHz = 3 KHz and 7-8 KHz = 1 KHz, 
respectively. 

Conversely, the sampling process produces replicas (ali- 
asing) of the sampled signal around multiples of the 
sampling frequency. Therefore, if two signals are intro- 
duced digitally representing 1 KHz and 2 KHz, there 
will also be frequency components located at 8 KHz = 
± 1 KHz and 8 KHz = ±2 KHz, and so on for all 
multiples of 8 KHz. Thus it is possible to generate fre- 
quencies at arbitrary values after sampling by control- 
ling the frequency of each signal within the 4 KHz in- 
put band regardless of whether it is in analog or PCM. 

When an analog signal is sampled, the frequency com- 
ponents generated are all of the same amplitude as the 
corresponding input spectral components. Therefore, 
on the transmit side, measurements made from the 
PCM data will have a throughput gain of unity except 
where components are superimposed (e.g., a 4 KHz in- 
put signal will have an alias component at 4 KHz 
which may double the amplitude at 4 KHz when the 
two components are combined). 

When an analog signal is reconstructed from digital 
samples, it goes through a sample and hold stage which 
has the effect of imposing a weighting function on the 
resulting spectral components that is represented by 



2 


where co is the actual spectral component frequency 
going into the filter, and T is the width of the hold 
pulse at the decoder output. For the 2913/14, the ana- 
log output is held the full sample period of 125 jus 
(1/8000 Hz) so that a frequency component at f t will 
have a weighting of 



Transmit Filter Test Approach — Two approaches can 
be used for half channel testing of the transmit filter 
characteristic: (1) input analog test frequencies and per- 
form an FFT on the corresponding PCM samples that 


are generated to determine spectral frequencies and am- 
plitudes at the codec output, or (2) use an “ideal” D/A 
converter on the PCM samples to convert the digital 
data back to analog so that the spectral amplitudes and 
frequencies can be determied using analog circuits such 
as spectrum analyzers or filter banks. In either case, the 
effects of sampling will be the same. Figure 13 shows 
two spectral diagrams of amplitude versus frequency. 
The top diagram represents the locations of nine test 
frequencies corresponding to the seven specified fre- 
quencies in the 2913/14 data sheet plus a component at 
7 KHz and one at 10 KHz. The bottom figure shows 
the “equivalent” spectral component locations when 
carried in the PCM bit stream. As an example, frequen- 
cy #8 is located at 7 KHz. The corresponding PCM 
frequency is seen in the lower figure at 1 KHz. Note 
also that the analog component at 9 KHz (see #8*) 
would also generate the 1 KHz component in the PCM 
data. 

To test the filter, the desired test frequencies are intro- 
duced in analog to the filter input in such a way that 
there is no confusion as to where the resulting compo- 
nent will be after sampling (i.e., don’t simultaneously 
put in 1 KHz and 7 KHz since both of these inputs 
result in a 1 KHz component in the PCM data). Then, 
using either technique (FFT or analog) mentioned 
above, measure the amplitude of the corresponding 



Frequencies in Analog and PCM 
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sampled component. The difference between that am- 
plitude and the input amplitude represents the filter 
attenuation at the frequency of the input signal So, if 
the signal was at 7 KHz, the FFT will determine the 
amplitude of the corresponding 1 KHz signal. The am- 
plitude change relative to the input will represent the 
filter attenuation at 7 KHz. 

Receive Filter Test Approach — In this case, the PCM 
test signals can be generated directly from digital cir- 
cuits or by going through an “ideal” A/D (companded) 
to generate the PCM samples. Since these samples rep- 
resent frequencies below the half sampling rate. Figure 
12(b) now represents the input signals and 12(a) the 
output, but with one significant difference — a 
Sinc[7T fj/8000] weighting function is imposed on all 
the frequency components because of the decoder sam- 
ple and hold output. At the filter output, the spectral 
component amplitudes will include the effect of the fil- 
ter response and the weighting function measured at 
the actual test frequency. The receive filter includes a 
compensation network for the weighting function in its 
passband. Therefore, inside the passband (300 Hz to 
3.4 KHz) the measured amplitudes should be compared 
directly to the data sheet specifications. Frequencies, 
outside the passband must be compensated for the 
weighting function first to determine the true filter re- 
sponse. 

Summary of Filter Testing— Table 10 lists the nine test 
frequencies shown in Figure 12 for both the transmit 
and receive filter testing. For each filter test, the input 
frequency (analog or PCM), measurement frequency, 
and test circuit gain is tabulated corresponding to the 


desired test frequency. The various weighting values are 
easily handled by computer-based test equipment since 
the inverse weighting function can be stored in the 
computer and applied to each measured amplitude as 
appropriate. 

4.3 Operational On-Line Testing 

Two test modes are available which facilitate on-line 
testing to verify operation of both the combochip and 
the entire switching highway network. The first is sim- 
ply the capability to duplicate the same Dx transmis- 
sion in multiple PCM time slots (redundancy check- 
ing), and the second is the analog loopback capability 
which allows the testing of a call completion through 
the entire PCM voice path including the time slot inter- 
change network. 

Redundancy Checking — A feature of the 2913/14 is 
that the same 8-bit PCM word can be put on the Dx 
highway in multiple time slots simply by holding the 
frame sync/data enable (FSx) high and continuing to 
supply clock pulses (CLKx or DCLKx)- If the data 
enable was held high for multiple time slots, each time 
slot would have identical data in it. By routing this data 
through the PCM highways, time slot interchanges, 
etc., and then correlating the data between time slots, it 
would be possible to detect time slot-dependent data 
errors. When this test mode is used, no other data will 
be generated for the transmit highway until the frame 
sync returns low for at least one full clock cycle. 


Table 10. Filter Response Testing Input/Output Frequencies and Amplitude Gain Schedule 



Test 

Freq. 

Transmit 

Receive 

Input 

Freq. 

Measured 

Freq. 

Amp 

Weighting 

Input 

Freq. 

Measured 

Freq. 

Amp 

Weighting 

1 

200 

200 

200 

1 

200 

200 

1 

2 

300 

300 

300 

1 

300 

300 

1 

3 

3000 

3000 

3000 

1 

3000 

3000 

1 

4 

3300 

3300 

3300 

1 


3300 

1 

5 

3400 

3400 

3400 

1 

3400 

3400 

1 

6 

4000 

4000 

4000 

0 to 2 

4000 

4000 

0 to 2 

7 

4600 

4600 

3400 

1 





1 

8 

7000 

7000 

1000 

1 

1000 

7000 

Sine 

*7000 tt' 
. 8000 . 


9 

10000 

10000 

2000 

1 

2000 

10000 

Sine 

1 0000 7T 
8000 

1 
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Analog Loopback — The 2914 (2913 does not have this 
feature) has the capability to be remotely programmed 
to disconnect the outside telephone lines and tie the 
transmit input directly to the receive output to effect 
analog loopback within the combo chip. This is accom- 
plished by setting the LOOP input to V<x (TTL high). 
The result is to disconnect VFxI+ and VFxI - from 
the external circuitry and to connect internally 
PWRO+ to VF X I + , GS r to PWRO-, and VF X I“ 
to GSx (see Figure 14). 


With this test set up, the entire PCM and analog trans- 
mission path up to the SLIC can be tested remotely by 
assigning a PCM word to a time slot that is read by the 
combo being tested. This data is converted to analog 
and passed out of the receive channel. It is taken as 
input by the transmit channel where it is filtered and 
redigitized (encoded) back to PCM. The PCM word 
can now be put on the transmit highway and sent back 
to the remote test facility. By comparing the PCM data 
(individually or as a series of codes) the health of that 
particular connection can be verified. 



COMBOCHIP ANALOG LOOP BACK FUNCTION 


210314-23 


Figure 14. Simplified Block Diagram of 2914 Combochip in the Analog Loopback Configuration 
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Tel: (205) 830-9526 
FAX: (205) 830-9557 

Pioneer/Technologies Group, Inc. 
4825 University Square 
Huntsville 35805 
Tel: (205) 837-9300 
FAX: 205-837-9358 

ALASKA 

Hamilton/Avnet Computer 
1400 W. Benson Blvd., Suite 400 
Anchorage 99503 

ARIZONA 

TArrow Electronics, Inc. 

4134 E. Wood Street 
Phoenix 85040 
Tel: (602) 437-0750 
TWX: 910-951-1550 

Hamilton/Avnet Computer 
30 South McKemy Avenue 
Chandler 85226 

Hamilton/Avnet Computer 
90 South McKemy Road 
Chandler 85226 

tHamilton/Avnet Electronics 
505 S. Madison Drive 
Tempe 85281 
Tel: (602) 231-5140 
TWX: 910-950-0077 

Hamilton/Avnet Electronics 
30 South McKemy 
Chandler 85226 
Tel: (602) 961-6669 
FAX: 602-961-4073 

Wyle Distribution Group 
4141 E. Raymond 
Phoenix 85040 
Tel: (602) 249-2232 
TWX: 910-371-2871 

CALIFORNIA 

Arrow Commercial System Group 
1 502 Crocker Avenue 
Hayward 94544 
Tel: (415) 489-5371 
FAX: (415) 489-9393 

Arrow Commercial System Group 
14242 Chambers Road 
Tustin 92680 
Tel: (714) 544-0200 
FAX: (714) 731-8438 

TArrow Electronics, Inc. 

19748 Dearborn Street 
Chatsworth 91311 
Tel: (213) 701-7500 
TWX: 910-493-2086 

TArrow Electronics, Inc. 

9511 Ridgehaven Court 
San Diego 92123 
Tel: (619) 565-4800 
FAX: 619-279-8062 

TArrow Electronics, Inc. 

521 Weddell Drive 
Sunnyvale 94086 
Tel: (408) 745-6600 
TWX: 910-339-9371 


TArrow Electronics, Inc. 

2961 Dow Avenue 
Tustin 92680 
Tel: (714) 838-5422 
TWX: 910-595-2860 

Hamilton/Avnet Computer 
3170 Pullman Street 
Costa Mesa 92626 

Hamilton/Avnet Computer 
1 361 B West 190th Street 
Gardena 90248 

Hamilton/Avnet Computer 
41 03 Northgate Blvd. 

Sacramento 95834 

Hamilton/Avnet Computer 
4545 Viewridge Avenue 
San Diego 92123 

Hamilton/Avnet Computer 
1 1 75 Bordeaux Drive 
Sunnyvale 94089 

Hamilton/Avnet Electronics 
21150 Califa Street 
Woodland Hills 91367 

THamilton/Avnet Electronics 
3170 Pullman Street 
Costa Mesa 92626 
Tel: (714) 641-4150 
TWX: 910-595-2638 

THamilton/Avnet Electronics 
1 1 75 Bordeaux Drive 
Sunnyvale 94086 
Tel: (408) 743-3300 
TWX: 910-339-9332 

THamilton/Avnet Electronics 
4545 Ridgeview Avenue 
San Diego 92123 
Tel: (619) 571-7500 
TWX: 910-595-2638 

THamilton/Avnet Electronics 
21150 Califa St. 

Woodland Hills 91376 
Tel: (818) 594-0404 
FAX: 818-594-8233 

THamilton/Avnet Electronics 
10950 W. Washington Blvd. 
Culver City 20230 
Tel: (213) 558-2458 
TWX: 910-340-6364 

THamilton/Avnet Electronics 
1 361 B West 190th Street 
Gardena 90248 
Tel: (213) 217-6700 
TWX: 910-340-6364 

THamilton/Avnet Electronics 
4103 Northgate Blvd. 

Sacramento 95834 
Tel: (916) 920-3150 

Pioneer/Technologies Group, Inc. 

134 Rio Robles 

San Jose 95134 

Tel: (408) 954-9100 

FAX: 408-954-9113 

Wyle Distribution Group 
124 Maryland Street 
El Segundo 90254 
Tel: (213) 322-8100 

Wyle Distribution Group 
7431 Chapman Ave. 

Garden Grove 92641 
Tel: (714) 891-1717 
FAX: 714-891-1621 

TWyle Distribution Group 
2951 Sunrise Blvd., Suite 175 
Rancho Cordova 95742 
Tel: (916) 638-5282 

TWyle Distribution Group 
9525 Chesapeake Drive 
San Diego 92123 
Tel: (619) 565-9171 
TWX: 910-335-1590 

TWyle Distribution Group 
3000 Bowers Avenue 
Santa Clara 95051 
Tel: (408) 727-2500 
TWX: 408-988-2747 


TWyle Distribution Group 
17872 Cowan Avenue 
Irvine 92714 
Tel: (714) 863-9953 
TWX: 910-371-7127 

TWyle Distribution Group 
26677 W. Agoura Rd. 
Calabasas 91302 
Tel: (818) 880-9000 
TWX: 372-0232 

COLORADO 

Arrow Electronics, Inc. 

7060 South Tucson Way 
Englewood 801 1 2 
Tel: (303) 790-4444 

Hamilton/Avnet Computer 
9605 Maroon Circle, Ste. 200 
Engelwood 80112 

THamilton/Avnet Electronics 
9605 Maroon Circle 
Suite 200 
Englewood 80112 
Tel: (303) 799-0663 
TWX: 910-935-0787 

TWyle Distribution Group 
451 E. 124th Avenue 
Thornton 80241 
Tel: (303) 457-9953 
TWX: 910-936-0770 

CONNECTICUT 

TArrow Electronics, Inc. 

12 Beaumont Road 
Wallingford 06492 
Tel: (203) 265-7741 
TWX: 710-476-0162 

Hamilton/Avnet Computer 
Commerce Industrial Park 
Commerce Drive 
Danbury 06810 

THamilton/Avnet Electronics 
Commerce Industrial Park 
Commerce Drive 
Danbury 06810 
Tel: (203) 797-2800 
TWX: 710-456-9974 

TPioneer/Standard Electronics 
112 Main Street 
Norwalk 06851 
Tel: (203) 853-1515 
FAX: 203-838-9901 

FLORIDA 

TArrow Electronics, Inc. 

400 Fairway Drive 
Suite 102 

Deerfield Beach 33441 
Tel: (305) 429-8200 
FAX: 305-428-3991 

TArrow Electronics, Inc. 

37 Skyline Drive 
Suite 3101 
Lake Marv 32746 
Tel: (407) 323-0252 
FAX: 407-323-3189 

Hamilton/Avnet Computer 
6801 N.W. 15th Way 
Ft. Lauderdale 33309 

Hamilton/Avnet Computer 
3247 Spring Forest Road 
St. Petersburg 33702 

THamilton/Avnet Electronics 
6801 N.W. 15th Way 
Ft. Lauderdale 33309 
Tel: (305) 971-2900 
FAX: 305-971-5420 

THamilton/Avnet Electronics 
3197 Tech Drive North 
St. Petersburg 33702 
Tel: (813) 573-3930 
FAX: 813-572-4329 

THamilton/Avnet Electronics 
6947 University Boulevard 
Winter Park 32792 
Tel: (407) 628-3888 
FAX: 407-678-1878 


TPioneer/Technologies Group, Inc. 
337 Northlake Blvd., Suite 1000 
Alta Monte Springs 32701 
Tel: (407) 834-9090 
FAX: 407-834-0865 

Pioneer/Technologies Group, Inc. 
674 S. Military Trail 
Deerfield Beach 33442 
Tel: (305) 428-8877 
FAX: 305-481-2950 


GEORGIA 

Arrow Commercial System Group 
3400 C. Corporate Way 
Deluth 30139 
Tel: (404) 623-8825 
FAX: (404) 623-8802 

TArrow Electronics, Inc. 

4250 E. Rivergreen Parkway 
Deluth 30136 
Tel: (404) 497-1300 
TWX: 810-766-0439 

Hamilton/Avnet Computer 
5825 D. Peachtree Corners E. 
Norcross 30092 

THamilton/Avnet Electronics 
5825 D Peachtree Corners 
Norcross 30092 
Tel: (404) 447-7500 
TWX: 810-766-0432 

Pioneer/Technologies Group, Inc. 
3100 F Northwoods Place 
Norcross 30071 
Tel: (404) 448-1711 
FAX: 404-446-8270 


ILLINOIS 

TArrow Electronics, Inc. 

1140 W. Thorndale 
Itasca 60143 
Tel; (708) 250-0500 
TWX: 708-250-0916 

Hamilton/Avnet Computer 
1130 Thorndale Avenue 
Bensenville 60106 

THamilton/Avnet Electronics 
1130 Thorndale Avenue 
Bensenville 60106 
Tel: (708) 860-7780 
TWX: 708-860-8530 

MTI Systems Sales 
1100 W. Thorndale 
Itasca 60143 
Tel: (708) 773-2300 

TPioneer/Standard Electronics 
2171 Executive Dr., Suite 200 
Addison 60101 
Tel: (708) 495-9680 
FAX: 708-495-9831 


INDIANA 

TArrow Electronics, Inc. 

7108 Lakeview Parkway West Drive 
Indianapolis 46268 
Tel: (317) 299-2071 
FAX: 317-299-0255 

Hamilton/Avnet Computer 
485 Gradle Drive 
Carmel 46032 

Hamilton/Avnet Electronics 
485 Gradle Drive 
Carmel 46032 
Tel: (317) 844-9333 
FAX: 317-844-5921 

TPioneer/Standard Electronics 

9350 Priority Way 

West Drive 

Indianapolis 46250 

Tel: (317) 573-0880 

FAX: 317-573-0979 


TCertified Technical Distributor 
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IOWA 

Hamilton/Avnet Computer 
915 33rd Avenue SW 
Cedar Rapids 52404 

Hamilton/Avnet Electronics 
915 33rd Avenue, S.W. 

Cedar Rapids 52404 
Tel: (319) 362-4757 

KANSAS 

Arrow Electronics, Inc. 

8208 Melrose Dr., Suite 210 
Lenexa 66214 
Tel: (913) 541-9542 
FAX: 913-541-0328 

Hamilton/Avnet Computer 
15313 W. 95th Street 
Lenexa 61219 

tHamilton/Avnet Electronics 
15313 W. 95th 
Overland Park 66215 
Tel: (913) 888-8900 
FAX: 913-541-7951 

KENTUCKY 

Hamilton/Avnet Electronics 
805 A. Newtown Circle 
Lexington 4051 1 
Tel: (606) 259-1475 

MARYLAND 

tArrow Electronics, Inc. 

. 8300 Guilford Drive 
Suite H, River Center 
Columbia 21046 
Tel: (301) 995-6002 
FAX: 301-381-3854 

Hamilton/Avnet Computer 
6822 Oak Hall Lane 
Columbia 21045 

tHamilton/Avnet Electronics 
6822 Oak Hall Lane 
Columbia 21045 
Tel: (301) 995-3500 
FAX: 301-995-3593 

tMesa Technology Corp. 

9720 Patuxent Woods Dr. 
Columbia 21046 
Tel: (301) 290-8150 
FAX: 301-290-6474 

tPioneer/Technologies Group, Inc. 
9100 Gaither Road 
Gaithersburg 20877 
Tel: (301) 921-0660 
FAX: 301-921-4255 

MASSACHUSETTS 

Arrow Electronics, Inc. 

25 Upton Dr. 

Wilmington 01887 
Tel: (508) 658-0900 
TWX: 710-393-6770 

Hamilton/Avnet Computer 
1 0 D Centennial Drive 
Peabody 01960 

tHamilton/Avnet Electronics 
10D Centennial Drive 
Peabody 01960 
Tel: (508) 532-9838 
FAX: 508-596-7802 

tPioneer/Standard Electronics 
44 Hartwell Avenue 
Lexington 02173 
Tel: (617) 861-9200 
FAX: 617-863-1547 

Wyle Distribution Group 
15 Third Avenue 
Burlington 01803 
Tel: (617) 272-7300 
FAX: 617-272-6809 

MICHIGAN 

tArrow Electronics, Inc. 

19880 Haggerty Road 
Livonia 48152 
Tel: (313) 665-4100 
TWX: 810-223-6020 


DOMESTIC DISTRIBUTORS (Contd.) 


Hamilton/Avnet Computer 
2215 S.E. A-5 
Grand Rapids 49508 

Hamilton/Avnet Computer 
41650 Garden Rd., Ste. 100 
Novi 48050 

Hamilton/Avnet Electronics 
2215 29th Street S.E. 

Space A5 

Grand Rapids 49508 
Tel: (616) 243-8805 
FAX: 616-698-1831 

Hamilton/Avnet Electronics 
41650 Garden Brook 
Novi 48050 
Tel: (313) 347-4271 
FAX: 313-347-4021 

tPioneer/Standard Electronics 
4505 Broadmoor S.E. 

Grand Rapids 49508 
Tel: (616) 698-1800 
FAX: 616-698-1831 

tPioneer/Standard Electronics 
13485 Stamford 
Livonia 48150 
Tel: (313) 525-1800 
FAX: 313-427-3720 

MINNESOTA 

tArrow Electronics, Inc. 

5230 W. 73rd Street 
Edina 55435 
Tel: (612) 830-1800 
TWX: 910-576-3125 

Hamilton/Avnet Computer 
12400 Whitewater Drive 
Minnetonka 55343 

tHamilton/Avnet Electronics 
12400 Whitewater Drive 
Minnetonka 55434 
Tel: (612) 932-0600 
TWX: 910-576-2720 

tPioneer/Standard Electronics 
7625 Golden Triange Dr. 

Suite G 

Eden Prairie 55343 
Tel: (612) 944-3355 
FAX: 612-944-3794 

MISSOURI 

tArrow Electronics, Inc. 

2380 Schuetz 
St. Louis 63141 
Tel: (314) 567-6888 
FAX: 314-567-1164 

Hamilton/Avnet Computer 
739 Goddard Avenue 
Chesterfield 63005 

tHamilton/Avnet Electronics 
741 Goddard 
Chesterfield 63005 
Tel: (314) 537-1600 
FAX: 314-537-4248 

NEW HAMPSHIRE 

Hamilton/Avnet Computer 
2 Executive Park Drive 
Bedford 03102 

Hamilton/Avnet Computer 
444 East Industrial Park Dr. 
Manchester 03103 

NEW JERSEY 

tArrow Electronics, Inc. 

4 East Stow Road 
Unit 11 

Marlton 08053 
Tel: (609) 596-8000 
FAX: 609-596-9632 

tArrow Electronics 
6 Century Drive 
Parsipanny 07054 
Tel: (201) 538-0900 
FAX: 201-538-0900 

Hamilton/Avnet Computer 
1 Keystone Ave., Bldg. 36 
Cherry Hill 08003 


Hamilton/Avnet Computer 
1 0 Industrial Road 
Fairfield 07006 

tHamilton/Avnet Electronics 
1 Keystone Ave., Bldg. 36 
Cherry Hill 08003 
Tel: (609) 424-0110 
FAX: 609-751-2552 

tHamilton/Avnet Electronics 
10 Industrial 
Fairfield 07006 
Tel: (201) 575-3390 
FAX: 201-575-5839 

tMTI Systems Sales 
9 Law Drive 
Fairfield. 07006 
Tel: (201) 227-5552 
FAX: 201-575-6336 

tPioneer/Standard Electronics 
14-A Madison Rd. 

Fairfield 07006 
Tel: (201) 575-3510 
FAX: 201-575-3454 

NEW MEXICO 

Alliance Electronics Inc. 

10510 Research Avenue 
Albuquerque 87123 
Tel: (505) 292-3360 
FAX: 505-292-6537 

Hamilton/Avnet Computer 
5659 Jefferson, N.E. Suites A & B 
Albuquerque 87109 

tHamilton/Avnet Electronics 
5659A Jefferson N.E. 

Albuquerque 87109 
Tel: (505) 765-1500 
FAX: 505-243-1395 

NEW YORK 

tArrow Electronics, Inc. 

3375 Brighton Henrietta Townline Rd. 
Rochester 14623 
Tel: (716) 427-0300 
TWX: 510-253-4766 

Arrow Electronics, Inc. 

20 Oser Avenue 
Hauppauge 11788 
Tel: (516) 231-1000 
TWX: 510-227-6623 

Hamilton/Avnet Computer 
933 Motor Parkway 
Haupauge 11788 

Hamilton/Avnet Computer 
2060 Townline 
Rochester 14623 

tHamilton/Avnet Electronics 
933 Motor Parkway 
Hauppauge 11788 
Tel: (516) 231-9800 
TWX: 510-224-6166 

tHamilton/Avnet Electronics 
2060 Townline Rd. 

Rochester 14623 
Tel: (716) 272-2744 
TWX: 510-253-5470 

. Hamilton/Avnet Electronics 
103 Twin Oaks Drive 
Syracuse 13206 
Tel: (315) 437-0288 
TWX: 710-541-1560 

tMTI Systems Sales 
38 Harbor Park Drive 
Port Washington 11050 
Tel: (516) 621-6200 
FAX: 510-223-0846 

Pioneer/Standard Electronics 
68 Corporate Drive 
Binghamton 13904 
Tel: (607) 722-9300 
FAX: 607-722-9562 

Pioneer/Standard Electronics 
40 Oser Avenue 
Hauppauge 11787 
Tel: (516) 231-9200 
FAX: 510-227-9869 


tPioneer/Standard Electronics 
60 Crossway Park West 
Woodbury, Long Island 11797 
Tel: (516) 921-8700 , 

FAX: 516-921-2143 

tPioneer/Standard Electronics 
840 Fairport Park 
Fairport 14450 
Tel: (716) 381-7070 
FAX: 716-381-5955 

NORTH CAROLINA 

tArrow Electronics, Inc. 

5240 Greensdairy Road 
Raleigh 27604 
Tel: (919) 876-3132 
TWX: 510-928-1856 

Hamilton/Avnet Computer 
3510 Spring Forest Road 
Raleigh 27604 

tHamilton/Avnet Electronics 
3510 Spring Forest Drive 
Raleigh 27604 
Tel: (919) 878-0819 
TWX: 510-928-1836 

Pioneer/Technologies Group, Inc. 
9401 L-Southern Pine Blvd. 
Charlotte 28210 
Tel: (919) 527-8188 
FAX: 704-522-8564 

Pioneer Technologies Group, Inc. 

2810 Meridian Parkway 

Suite 148 

Durham 27713 

Tel: (919) 544-5400 

FAX: 919-544-5885 

OHIO 

Arrow Commercial System Group 

284 Cramer Creek Court 

Dublin 43017 

Tel: (614) 889-9347 

FAX: (614) 889-9680 

tArrow Electronics, Inc. 

6238 Cochran Road 
Solon 44139 
Tel: (216) 248-3990 
TWX: 810-427-9409 

Hamilton/Avnet Computer , 
7764 Washington Village Dr. 
Dayton 45459 

Hamilton/Avnet Computer 
30325 Bainbridge Rd., Bldg. A 
Solon 44139 

tHamilton/Avnet Electronics 
7760 Washington Village Dr. 
Dayton 45459 
Tel: (513) 439-6733 
FAX: 513-439-6711 

tHamilton/Avnet Electronics 
30325 Bainbridge 
Solon 44139 
Tel: (216) 349-5100 
TWX: 810-427-9452 

Hamilton/Avnet Computer 
777 Brooksedge Blvd. 

Westerville 43081 
Tel: (614) 882-7004 
FAX: 614-882-8650 

Hamilton/Avnet Electronics 
777 Brooksedge Blvd. 

Westerville 43081 
Tel: (614) 882-7004 

MTI Systems Sales 
23400 Commerce Park Road 
Beachwood 44122 
Tel: (216) 464-6688 

tPioneer/Standard Electronics 
4433 Interpoint Boulevard 
Dayton 45424 
Tel: (513) 236-9900 
FAX: 513-236-8133 

tPioneer/Standard Electronics 
4800 E. 131st Street 
Cleveland 44105 
Tel: (216) 587-3600 
FAX: 216-663-1004 


tCertified Technical Distributor 
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OKLAHOMA 

Arrow Electronics, Inc. 

4719 South Memorial Dr. 

Tulsa 74145 

tHamilton/Avnet Electronics 
12121 E. 51st St., Suite 102A 
Tulsa 74146 
Tel: (918) 252-7297 

OREGON 

tAlmac Electronics Corp. 

1885 N.W. 169th Place 
Beaverton 97005 
Tel: (503) 629-8090 
FAX: 503-645-061 1 

Hamilton/Avnet Computer 
9409 Southwest Nimbus Ave. 
Beaverton 97005 

tHamilton/Avnet Electronics 
9409 S.W. Nimbus Ave. 

Beaverton 97005 
Tel: (503) 627-0201 
FAX: 503-641-4012 

Wyle 

9640 Sunshine Court 
Bldg. G, Suite 200 
Beaverton 97005 
Tel: (503) 643-7900 
FAX: 503-646-5466 

PENNSYLVANIA 

Arrow Electronics. Inc. 

650 Seco Road 
Monroeville 15146 
Tel: (412) 856-7000 

Hamilton/Avnet Computer 
2800 Liberty Ave., Bldg. E 
Pittsburgh 15222 

Hamilton/Avnet Electronics 
2800 Liberty Ave. 

Pittsburgh 15238 
Tel: (412) 281-4150 

Pioneer/Standard Electronics 
259 Kappa Drive 
Pittsburgh 15238 
Tel: (412) 782-2300 
FAX: 412-963-8255 

tPioneer/Technologies Group, Inc. 

Delaware Valley 

261 Gibralter Road 

Horsham 19044 

Tel: (215) 674-4000 

FAX: 215-674-3107 

TENNESSEE 

Arrow Commercial System Group 
3635 Knight Road 
Suite 7 

Memphis 38118 
Tel: (901) 367-0540 
FAX: (901) 367-2081 

TEXAS 

Arrow Electronics, Inc. 

3220 Commander Drive 
Carrollton 75006 
Tel: (214) 380-6464 
FAX: (214) 248-7208 


DOMESTIC DISTRIBUTORS (Contd.) 


Hamilton/Avnet Computer 
1 807A West Braker Lane 
Austin 78758 

Hamilton/Avnet Computer 
Forum 2 

4004 Beltline, Suite 200 
Dallas 75244 

Hamilton/Avnet Computer 
4850 Wright Rd., Suite 190 
Stafford 77477 

tHamilton/Avnet Electronics 
1807 W. Braker Lane 
Austin 78758 
Tel: (512) 837-8911 
TWX: 910-874-1319 

tHamilton/Avnet Electronics 
4004 Beltline, Suite 200 
Dallas 75234 
Tel: (214) 308-8111 
TWX: 910-860-5929 

tHamilton/Avnet Electronics 
4850 Wright Rd., Suite 190 
Stafford 77477 
Tel: (713) 240-7733 
TWX: 910-881-5523 

tPioneer/Standard Electronics 

1826-D Kramer 

Austin 78758 

Tel: (512) 835-4000 

FAX: 512-835-9829 

tPioneer/Standard Electronics 
13710 Omega Road 
Dallas 75244 
Tel: (214) 386-7300 
FAX: 214-490-6419 

tPioneer/Standard Electronics 
1 0530 Rockley Road 
Houston 77099 
Tel: (713) 495-4700 
FAX: 713-495-5642 

tWyle Distribution Group 
1810 Greenville Avenue 
Richardson 75081 
Tel: (214) 235-9953 
FAX: 214-644-5064 

UTAH 

Hamilton/Avnet Computer 
1585 West 2100 South 
Salt Lake City 84119 

tHamilton/Avnet Electronics 
1585 West 2100 South 
Salt Lake City 84119 
Tel: (801) 972-2800 
TWX: 910-925-4018 

tWyle Distribution Group 
1325 West 2200 South 
Suite E 

West Valley 84119 
Tel: (801) 974-9953 

WASHINGTON 

tAlmac Electronics Corp. 
14360 S.E. Eastgate Way 
Bellevue 98007 
Tel: (206) 643-9992 
FAX: 206-643-9709 


Hamilton/Avnet Computer 
17761 Northeast 78th Place 
Redmond 98052 

tHamilton/Avnet Electronics 
17761 N.E. 78th Place 
Redmond 98052 
Tel: (206) 881-6697 
FAX: 206-867-0159 

Wyle Distribution Group 
15385 N.E. 90th Street 
Redmond 98052 
Tel: (206) 881-1150 
FAX: 206-881-1567 

WISCONSIN 

Arrow Electronics, Inc. 

200 N. Patrick Blvd., Ste. 100 
Brookfield 53005 
Tel: (414) 792-0150 
FAX: 414-792-0156 

Hamilton/Avnet Computer 
20875 Crossroads Circle 
Suite 400 
Waukesha 531 86 

tHamilton/Avnet Electronics 
28875 Crossroads Circle 
Suite 400 
Waukesha 53186 
Tel: (414) 784-4510 
FAX: 414-784-9509 


CANADA 

ALBERTA 

Hamilton/Avnet Computer 
2816 21st Street Northeast 
Calgary T2E 6Z2 

Hamilton/Avnet Electronics 
2816 21st Street N.E. #3 
Calgary T2E 6Z3 
Tel: (403) 230-3586 
FAX: 403-250-1591 

Zentronics 

6815 #8 Street N.E. 

Suite 100 
Calgary T2E 7H 
Tel: (403) 295-8818 
FAX: 403-295-8714 

BRITISH COLUMBIA 

tHamilton/Avnet Electronics 
8610 Commerce Ct. 
Burnaby V5A 4N6 
Tel: (604) 420-4101 
FAX: 604-437-4712 

Zentronics 

108-11400 Bridgeport Road 
Richmond V6X 1T2 
Tel: (604) 273-5575 
FAX: 604-273-2413 

ONTARIO 

Arrow Electronics, Inc. 

36 Antares Dr., Unit 100 
Nepean K2E 7W5 
Tel: (613) 226-6903 
FAX: 613-723-2018 


tArrow Electronics, Inc. 

1093 Meyerside, Unit 2 
Mississauga L5T 1 M4 
Tel: (416) 673-7769 
FAX: 416-672-0849 
Hamilton/Avnet Computer 
Canada System Engineering 
Group 

3688 Nashua Drive 
Units 7 & 8 
Mississuaga L4V 1 M5 
Hamilton/Avnet Computer 
3688 Nashua Drive 
Units 9 & 10 
Mississuaga L4V 1 M5 
Hamilton/Avnet Computer 
6845 Rexwood Road 
Units 7, 8, & 9 
Mississuaga L4V 1R2 
Hamilton/Avnet Computer 
190 Colonade Road 
Nepean K2E 7J5 
tHamilton/Avnet Electronics 
6845 Rexwood Road 
Units 3-4-5 
Mississauga L4T 1R2 
Tel: (416) 677-7432 
FAX: 416-677-0940 
tHamilton/Avnet Electronics 
190 Colonnade Road South 
Nepean K2E 7L5 
Tel: (613) 226-1700 
FAX: 613-226-1184 
tZentronics 
1 355 Meyerside Drive 
Mississauga L5T 1C9 
Tel: (416) 564-9600 
FAX: 416-564-8320 
tZentronics 
155 Colonnade Road 
Unit 17 

Nepean K2E 7K1 
Tel: (613) 226-8840 
FAX: 613-226-6352 

QUEBEC 

Arrow Electronics Inc. 

1 1 00 St. Regis 
Dorval H9P 2T5 
Tel: (514) 421-7411 
FAX: 514-421-7430 
Arrow Electronics, Inc. 

500 Boul. St-Jean-Baptiste 
Suite 280 
Quebec G2E 5R9 
Tel: (418) 871-7500 
FAX: 418-871-6816 
Hamilton/Avnet Computer 
2795 Rue Halpern 
St. Laurent H4S 1 P8 
tHamilton/Avnet Electronics 
2795 Halpern 
St. Laurent H2E 7K1 
Tel: (514) 335-1000 
FAX: 514-335-2481 
tZentronics 
520 McCaffrey 
St. Laurent H4T 1 N3 
Tel: (514) 737-9700 
FAX: 514-737-5212 


tCertified Technical Distributor 



EUROPEAN SALES OFFICES 


Intel 


FINLAND 

Intel Finland OY 
Ruosilantie 2 
00390 Helsinki 
Tel: (358) 0 544 644 
TLX: 123332 

FRANCE 

Intel Corporation S.A.R.L 
1 , Rue Edison-BP 303 
78054 St. Quentin-en-Yvelines 
Cedex 

Tel: (33) (1) 30 57 70 00 
TLX: 699016 

ISRAEL 

Intel Semiconductor Ltd. 

Atidim Industrial Park-Neve Sharet 

P.O. Box 43202 

Tel-Aviv 61430 

Tel: (972) 03-498080 

TLX: 371215 


ITALY 

Intel Corporation Italia S.p.A. 
Milanofiori Palazzo E 
20094 Assago 
Milano 

Tel: (39) (02) 89200950 
TLX: 341286 

NETHERLANDS 

Intel Semiconductor B.V. 
Postbus 84130 
3099 CC Rotterdam 
Tel: (31) 10.407.11.11 
TLX: 22283 

SPAIN 

Intel Iberia S.A. 

Zurbaran, 28 
28010 Madrid 
Tel: (34) (1) 308.25.52 
TLX: 46880 


SWEDEN 

Intel Sweden A.B. 
Dalvagen 24 
171 36 Solna 
Tel: (46) 8 734 01 00 
TLX: 12261 


SWITZERLAND 

Intel Semiconductor A.G. 
Zuerichstrasse 

8185 Winkel-Rueti bei Zuerich 
Tel: (41) 01/860 62 62 
TLX: 825977 


UNITED KINGDOM 

Intel Corporation (U.K.) Ltd. 
Pipers Way 

Swindon, Wiltshire SN3 1RJ 
Tel: (44) (0793) 696000 
TLX: 444447/8 


WEST GERMANY 

Intel GmbH 

Dornacher Strasse 1 

8016 Feldkirchen bei Muenchen 

Tel: (49) 089/90992-0 

FAX: (49) 089/904/3948 


Intel GmbH 

Abraham Lincoln Strasse 16-18 
6200 Wiesbaden 
Tel: (49) 06121/7605-0 
TLX: 4-186183 

Intel GmbH 
Zettachring 10A 
7000 Stuttgart 80 
Tel: (49) 0711/7287-280 
TLX: 7-254826 


EUROPEAN DISTRIBUTORS/REPRESENTATIVES 


AUSTRIA 

Bacher Electronics G.m.b.H. 
Rotenmuehlgasse 26 
1120 Wien 

Tel: (43) (0222) 83 56 46 
TLX: 31532 

BELGIUM 

Inelco Belgium S.A. 

Av. des Croix de Guerre 94 
1120 Bruxelles 
Oorlogskruisenlaan, 94 
1120 Brussel 
Tel: (32) (02) 216 01 60 
TLX: 64475 or 22090 

DENMARK 

ITT-Multikomponent 
Naverland 29 
2600 Glostrup 
Tel: (45) (0) 2 45 66 45 
TLX: 33 355 

FINLAND 

OY Fintronic AB 
Melkonkatu 24A 
00210 Helsinki 
Tel: (358) (0) 6926022 
TLX: 124224 

FRANCE 

Almex 

Zone industrielle d’Antony 
48, rue de I’Aubepine 
BP 102 

92164 Antony cedex 
Tel: (33) (1) 46 66 21 12 
TLX: 250067 

Jermyn 

60, rue des Gemeaux 
Silic 580 

94653 Rungis Cedex 
Tel: (33) (1) 49 78 49 78 
TLX: 261585 

Metrologie 
Tour d'Asnieres 
4, av. Laurent-Cely 
92606 Asnieres Cedex 
Tel: (33) (1) 47 90 62 40 
TLX: 611448 

Tekelec-Airtronic 
Cite des Bruyeres 
Rue Carle Vernet - BP 2 
92310 Sevres 
Tel: (33) (1) 45 34 75 35 
TLX: 204552 


IRELAND 

Micro Marketing Ltd. 
Glenageary Office Park 
Glenageary 
Co. Dublin 

Tel: (21) (353) (01) 856288 
FAX: (21) (353) (01) 857364 
TLX: 31584 


ISRAEL 

Eastronics Ltd. 

1 1 Rozanis Street 
P.O.B. 39300 
Tel-Aviv 61392 
Tel: (972) 03-475151 
TLX: 33638 


ITALY 

Intesi ’ , 

Divisione ITT Industries GmbH 
Viale Milanofiori 
Palazzo E/5 
20090 Assago (Ml) 

Tel: (39) 02/824701 
TLX: 311351 

Lasi Elettronica S.p.A. 

V. le Fulvio Testi, 126 
20092 Cinisello Balsamo (Ml) 
Tel: (39) 02/2440012 
TLX: 352040 

Telcom S.r.l. 

Via M. Civitali 75 
20148 Milano 
Tel: (39) 02/4049046 
TLX: 335654 

ITT Multicomponents 
Viale Milanofiori E/5 
20090 Assago (Ml) 

Tel: (39) 02/824701 
TLX: 311351 

Silverstar 

Via Dei Gracchi 20 
20146 Milano 
Tel: (39) 02/49961 
TLX: 332189 


NETHERLANDS 

Koning en Hartman 
Elektrotechniek B.V. 
Energieweg 1 
2627 AP Delft 
Tel: (31) (1) 15/609906 
TLX: 38250 


NORWAY 

Nordisk Elektronikk (Norge) A/S 

Postboks 123 

Smedsvingen 4 

1364 Hvalstad 

Tel: (47) (02) 84 62 10 

TLX: 77546 


PORTUGAL 

ATD Portugal LDA 

Rua Dos Lusiados, 5 Sala B 

1300 Lisboa 

Tel: (35) (1) 64 80 91 

TLX: 61562 

Ditram 

Avenida Miguel Bombarda, 133 
1 000 Lisboa 
Tel: (35) (1) 54 53 13 
TLX: 14182 


SPAIN 

ATD Electronica, S.A. 

Plaza Ciudad de Viena, 6 
28040 Madrid 
Tel: (34) (1) 234 40 00 
TLX: 42477 

ITT-SESA 

Calle Miguel Angel, 21-3 
28010 Madrid 
Tel: (34) (1) 419 09 57 
TLX: 27461 

Metrologia Iberica, S.A. 
Ctra. de Fuencarral, n.80 
28100 Alcobendas (Madrid) 
Tel: (34) (1) 653 86 11 


SWEDEN 

Nordisk Elektronik AB 
Torshamnsgatan 39 
Box 36 
164 93 Kista 
Tel: (46) 08-03 46 30 
TLX: 105 47 


SWITZERLAND 

Industrade A.G. 
Hertistrasse 31 
8304 Wallisellen 
Tel: (41) (01) 8328111 
TLX: 56788 


TURKEY 

EMPA Electronic 
Lindwurmstrasse 95A 
8000 Muenchen 2 
Tel: (49) 089/53 80 570 
TLX: 528573 


UNITED KINGDOM 

Accent Electronic Components Ltd. 
Jubilee House, Jubilee Road 
Letchworth, Herts SG6 1QH 
Tel: (44) (0462) 67001 1 
FAX: (44) (0462) 682467 
TWX: 826505 

Bytech Components Ltd. 

1 2A Cedarwood 
Chineham Business Park 
Crockford Lane 
Basingstoke 
Hants RG24 0WD 
Tel: (0256) 707107 
FAX: 0256-707162 

Conformix 
Unit 5 

A1 M Business Centre 
Dixons Hill Road 
Welham Green 
South Hatfield 
Herts AL9 7JE 
Tel: (07072) 73282 
FAX: (07072) 61678 

Bytech Systems 
3 The Western Centre 
Western Road 
Bracknell RG12 1RW 
Tel: (44) (0344) 55333 
FAX: (44) (0344) 867270 
TWX: 849624 

Jermyn 
Vestry Estate 
Otford Road 
Sevenoaks 
Kent TN14 5EU 
Tel: (44) (0732) 450144 
FAX: (44) (0732) 451251 
TWX: 95142 

MMD Ltd. 

3 Bennet Court 
Bennet Road 
Reading 

Berkshire RG2 0QX 
Tel: (44) (0734) 313232 
FAX: (44) (0734) 313255 
TWX: 846669 


Rapid Recall, Ltd. 

Rapid House 
Oxford Road 
High Wycombe 
Buckinghamshire HP11 2EE 
Tel: (44) (0494) 26271 
FAX: (44) (0494) 21860 
TWX: 837931 

Rapid Recall, Ltd. 

28 High Street 
Nantwich 

Cheshire CW5 5AS 
Tel: (0270) 627505 
FAX: (0270) 629883 
TWX: 36329 

WEST GERMANY 

Electronic 2000 AG 
Stahlgruberring 12 
8000 Muenchen 82 
Tel: (49) 089/42001-0 
TLX: 522561 

ITT Multikomponent GmbH 
Postfach 1265 
Bahnhofstrasse 44 
7141 Moeglingen 
Tel: (49) 07141/4879 
TLX: 7264472 

Jermyn GmbH 
Im Dachsstueck 9 
6250 Limburg 
Tel: (49) 06431/508-0 
TLX: 415257-0 

Metrologie GmbH 
Meglingerstrasse 49 
8000 Muenchen 71 
Tel: (49) 089/78042-0 
TLX: 5213189 

Proelectron Vertriebs GmbH 
Max Planck Strasse 1 -3 
6072 Dreieich 
Tel: (49) 06103/30434-3 
TLX: 417903 

YUGOSLAVIA 

H.R. Microelectronics Corp. 
2005 de la Cruz Blvd., Ste. 223 
Santa Clara, CA 95050 
U.S.A. 

Tel: (1) (408) 988-0286 
TLX: 387452 

Rapido Electronic Components 
S.p.a. 

Via C. Beccaria, 8 
34133 Trieste 
Italia 

Tel: (39) 040/360555 
TLX: 460461 




INTERNATIONAL SALES OFFICES 


AUSTRALIA 

Intel Australia Pty. Ltd. 

Unit 13 

Allambie Grove Business Park 
25 Frenchs Forest Road East 
Frenchs Forest, NSW, 2086 
Tel: 61-2975-3300 
FAX: 61-2975-3375 


INDIA 

Intel Asia Electronics, Inc. 
4/2, Samrah Plaza 
St. Mark's Road 
Bangalore 560001 
Tel: 011-91-812-215065 
TLX: 953-845-2646 INTL IN 
FAX: 091-812-215067 


BRAZIL 


JAPAN 


Intel Semicondutores do Brazil LTDA 
Av. Paulista, 1159-CJS 404/405 
01311 - Sao Paulo - S.P. 

Tel: 55-11-287-5899 
TLX: 3911153146 ISDB 
FAX: 55-11-287-5119 


Intel Japan K.K. 

5-6 Tokodai, Tsukuba-shi 
Ibaraki, 300-26 
Tel: 0298-47-851 1 
TLX: 3656-160 
FAX: 0298-47-8450 


CHINA/HONG KONG 

Intel PRC Corporation 
15/F, Office 1, Citic Bldg. 
Jian Guo Men Wai Street 
Beijing, PRC 
Tel: (1) 500-4850 
TLX: 22947 INTEL CN 
FAX: (1) 500-2953 

Intel Semiconductor Ltd.* 
10/F East Tower 
Bond Center 
Queensway, Central 
Hong Kong 
Tel: (852) 844-4555 
FAX: (852) 868-1989 


Intel Japan K.K.* 

Daiichi Mitsugi Bldg. 

1- 8889 Fuchu-cho 
Fuchu-shi, Tokyo 183 
Tel: 0423-60-7871 
FAX: 0423-60-0315 

Intel Japan K.K.* 

Bldg. Kumagaya 

2- 69 Hon-cho 

Kumagaya-shi, Saitama 360 
Tel: 0485-24-6871 
FAX: 0485-24-7518 


Intel Japan K.K.* 

Kawa-asa Bldg. 

2-11-5 Shin-Yokohama 
Kohoku-ku, Yokohama-shi 
Kanagawa, 222 
Tel: 045-474-7661 
FAX: 045-471-4394 

Intel Japan K.K.* 

Ryokuchi-Eki Bldg. 

2-4-1 Terauchi 
Toyonaka-shi, Osaka 560 
Tel: 06-863-1091 
FAX: 06-863-1084 

Intel Japan K.K., 

Shinmaru Bldg. 

1-5-1 Marunouchi 
Chiyoda-ku, Tokyo 100 
Tel: 03-201-3621 
FAX: 03-201-6850 

Intel Japan K.K. 

Green Bldg. 

1-16-20 Nishiki 
Naka-ku, Nagoya-shi 
Aichi 450 
Tel: 052-204-1261 
FAX: 052-204-1285 

KOREA 

Intel Technology Asia, Ltd. 

16th Floor, Life Bldg. 

61 Yoido-dong, Youngdeungpo-Ku 
Seoul 150-010 

Tel: (2) 784-8186, 8286, 8386 
TLX: K29312 INTELKO 
FAX: (2) 784-8096 


SINGAPORE 

Intel Singapore Technology, Ltd. 

101 Thomson Road #21-05/06 

United Square 

Singapore 1130 

Tel: 250-7811 

TLX: 39921 INTEL 

FAX: 250-9256 


TAIWAN 

Intel Technology Far East Ltd. 
8th Floor, No. 205 
Bank Tower Bldg. 

Tung Hua N. Road 
Taipei 

Tel: 886-2-716-9660 
FAX: 886-2-717-2455 


INTERNATIONAL DISTRSBUTORS/REPRESENTATIVES 


ARGENTINA 

Dafsys S.R.L. 

Chacabuco, 90-6 Piso 
1069 T Buenos Aires 
Tel: 54-1-334-7726 
FAX: 54-1-334-1871 

AUSTRALIA 

Email Electronics 
15-17 Hume Street 
Huntingdale, 3166 
Tel: 011-61-3-544-8244 
TLX: AA 30895 
FAX: 011-61-3-543-8179 

NSD-Australia 

205 Middleborough Rd. 

Box Hill, Victoria 3128 
Tel: 03 8900970 
FAX: 03 8990819 

BRAZIL 

Elebra Componentes 

Rua Geraldo Flausina Gomes, 78 

7 Andar 

04575 - Sao Paulo - S.P. 

Tel: 55-11-534-9641 
TLX: 55-11-54593/54591 
FAX: 55-11-534-9424 

CHINA/HONG KONG 

Novel Precision Machinery Co., Ltd. 

Room 728 Trade Square 

681 Cheung Sha Wan Road 

Kowloon, Hong Kong 

Tel: (852) 360-8999 

TWX: 32032 NVTNL HX 

FAX: (852) 725-3695 

INDIA 

Micronic Devices 
Arun Complex 
No. 65 D.V.G. Road 
Basavanagudi 
Bangalore 560 004 
Tel: 011-91-812-600-631 
011-91-812-611-365 
TLX: 9538458332 MDBG 


Micronic Devices 

No. 516 5th Floor 

Swastik Chambers 

Sion, Trombay Road 

Chembur 

Bombay 400 071 

TLX: 9531 171447 MDEV 

Micronic Devices 
25/8, 1st Floor 
Bada Bazaar Marg 
Old Rajinder Nagar 
New Delhi 110 060 
Tel: 011-91-11-5723509 
011-91-11-589771 
TLX: 031-63253 MDND IN 

Micronic Devices 

6-3-348/1 2A Dwarakapuri Colony 

Hyderabad 500 482 

Tel: 011-91-842-226748 

S&S Corporation 
1 587 Kooser Road 
San Jose, CA 951 1 8 
Tel: (408) 978-6216 
TLX: 820281 
FAX: (408) 978-8635 


JAPAN 

Asahi Electronics Co. Ltd. 

KMM Bldg. 2-14-1 Asano 
Kokurakita-ku 
Kitakyushu-shi 802 
Tel: 093-511-6471 
FAX: 093-551-7861 

CTC Components Systems Co., Ltd. 
4-8-1 Dobashi, Miyamae-ku 
Kawasaki-shi, Kanagawa 213 
Tel: 044-852-5121 
FAX: 044-877-4268 

Dia Semicon Systems, Inc. 

Flower Hill Shinmachi Higashi-kan 
1-23-9 Shinmachi, Setagaya-ku 
Tokyo 154 
Tel: 03-439-1600 
FAX: 03-439-1601 


Okaya Koki 
2-4-18 Sakae 
Naka-ku, Nagoya-shi 460 
Tel: 052-204-2916 
FAX: 052-204-2901 

Ryoyo Electro Corp. 

Konwa Bldg. 

1-12-22 Tsukiji 
Chuo-ku, Tokyo 104 
Tel: 03-546-501 1 
FAX: 03-546-5044 

KOREA 

J-Tek Corporation 

Dong Sung Bldg. 9/F 

158-24, Samsung-Dong, Kangnam-Ku 

Seoul 135-090 

Tel: (822) 557-8039 

FAX: (822) 557-8304 

Samsung Electronics 
Samsung Main Bldg. 

150 Taepyung-Ro-2KA, Chung-Ku 

Seoul 100-102 

C.P.O. Box 8780 

Tel: (822) 751-3680 

TWX: KORSST K 27970 

FAX: (822) 753-9065 

MEXICO 

SS& Electronics, Inc. 

675 Palomar Street, Bldg. 4, Suite A 

Chula Vista, CA 9201 1 

Tel: (619) 585-3253 

TLX: 287751 CBALL UR 

FAX: (619) 585-8322 

Dicopel S.A. 

Tochtli 368 Fracc. Ind. San Antonio 

Azcapotzalco 

C.P. 02760-Mexico, D.F. 

Tel: 52-5-561-3211 
TLX: 177 3790 Dicome 
FAX: 52-5-561-1279 

PHI S.A. de C.V. 

Fco. Villa esq. Ajusco s/n 
Cuernavaca- Morelos 
Tel: 52-73-13-9412 
FAX: 52-73-17-5333 


NEW ZEALAND 


Email Electronics 
36 Olive Road 
Penrose, Auckland 
Tel: 011-64-9-591-155 
FAX: 011-64-9-592-681 


SINGAPORE 


Electronic Resources Pte, Ltd. 
17 Harvey Road 
#03-01 Singapore 1336 
Tel: (65) 283-0888 
TWX: RS 56541 ERS 
FAX: (65) 289-5327 


SOUTH AFRICA 


Electronic Building Elements 
1 78 Erasmus St. (off Watermeyet St.) 
Meyerspark, Pretoria, 0184 
Tel: 011-2712-803-7680 
FAX: 011-2712-803-8294 


TAIWAN 


Micro Electronics Corporation 
12th Floor, Section 3 
285 Nanking East Road 
Taipei, R.O.C. 

Tel: (886) 2-7198419 
FAX: (886) 2-7197916 

Acer Sertek Inc. 

15th Floor, Section 2 
Chien Kuo North Rd. 

Taipei 18479 R.O.C. 

Tel: 886-2-501-0055 
TWX: 23756 SERTEK 
FAX: (886) 2-5012521 


‘Field Application Location 



DOMESTIC SERVICE OFFICES 



ALASKA 

Intel Corp. 

c/o TransAlaska Network 
1515 Lore Rd. 

Anchorage 99507 
Tel: (907) 522-1776 

Intel Corp. 

c/o TransAlaska Data Systems 
c/o GCI Operations 
520 Fifth Ave., Suite 407 
Fairbanks 99701 
Tel: (907) 452-6264 

ARIZONA 

* Intel Corp. 

410 North 44th Street 
Suite 500 
Phoenix 85008 
Tel: (602) 231-0386 
FAX: (602) 244-0446 

‘Intel Corp. 

500 E. Fry Blvd., Suite M-15 
Sierra Vista 85635 
Tel: (602) 459-5010 

ARKANSAS 

Intel Corp. 
c/o Federal Express 
1 500 West Park Drive 
Little Rock 72204 

CALIFORNIA 

‘Intel Corp. 

21515 Vanowen St., Ste. 116 
Canoga Park 91303 
Tel: (818) 704-8500 

‘Intel Corp. 

300 N. Continental Blvd. 

Suite 100 
El Segundo 90245 
Tel: (213) 640-6040 

‘Intel Corp. 

1900 Prairie City Rd. 

Folsom 95630-9597 
Tel: (916) 351-6143 

‘Intel Corp. 

9665 Chesapeake Dr., Suite 325 
San Diego 92123 
Tel: (619) 292-8086 

“Intel Corp. 

400 N. Tustin Avenue 
Suite 450 
Santa Ana 92705 
Tel: (714) 835-9642 

“Intel Corp. 

2700 San Tomas Exp., 1st Floor 
Santa Clara 95051 
Tel: (408) 970-1747 

COLORADO 

‘Intel Corp. 

600 S. Cherry St., Suite 700 
Denver 80222 
Tel: (303) 321-8086 


CONNECTICUT 

‘Intel Corp. 

301 Lee Farm Corporate Park 
83 Wooster Heights Rd. 
Danbury 0681 1 
Tel: (203) 748-3130 

FLORIDA 

“Intel Corp. 

800 Fairway Dr., Suite 160 
Deerfield Beach 33441 
Tel: (305) 421-0506 
FAX: (305) 421-2444 

‘Intel Corp. 

5850 T.G. Lee Blvd., Ste. 340 
Orlando 32822 
Tel: (407) 240-8000 

GEORGIA 

‘Intel Corp. 

20 Technology Park, Suite 150 
Norcross 30092 
Tel: (404) 449-0541 

5523 Theresa Street 
Columbus 31907 

HAWAII 

“Intel Corp. 

Honolulu 96820 
Tel: (808) 847-6738 

ILLINOIS 

“tlntel Corp. 

Woodfield Corp. Center III 
300 N. Martingale Rd., Ste. 400 
Schaumburg 60173 
Tel: (708) 605-8031 

INDIANA 

‘Intel Corp. 

8910 Purdue Rd., Ste. 350 
Indianapolis 46268 
Tel: (317) 875-0623 

KANSAS 

‘Intel Corp. 

10985 Cody, Suite 140 
Overland Park 66210 
Tel: (913) 345-2727 

KENTUCKY 

Intel Corp. 

133 Walton Ave., Office 1 A 
Lexington 40508 
Tel: (606) 255-2957 

Intel Corp. 

896 Hillcrest Road, Apt. A 
Radcliff 40160 (Louisville) 

LOUISIANA 

Hammond 70401 
(serviced from Jackson, MS) 


MARYLAND 

“Intel Corp. 

10010 Junction Dr., Suite 200 
Annapolis Junction 20701 
Tel: (301) 206-2860 

MASSACHUSETTS 

“Intel Corp. 

Westford Corp. Center 
3 Carlisle Rd., 2nd Floor 
Westford 01886 
Tel: (508) 692-0960 

MICHIGAN 

‘Intel Corp. 

7071 Orchard Lake Rd., Ste. 100 
West Bloomfield 48322 
Tel: (313) 851-8905 

MINNESOTA 

‘Intel Corp. 

3500 W. 80th St., Suite 360 
Bloomington 55431 
Tel: (612) 835-6722 

MISSISSIPPI 

Intel Corp. 

c/o Compu-Care 

2001 Airport Road, Suite 205F 

Jackson 39208 

Tel: (601) 932-6275 

MISSOURI 

‘Intel Corp. 

4203 Earth City Exp., Ste. 131 
Earth City 63045 
Tel: (314) 291-1990 

Intel Corp. 

Route 2, Box 221 
Smithville 64089 
Tel: (913) 345-2727 

NEW JERSEY 

“Intel Corp. 

300 Sylvan Avenue 
Englewood Cliffs 07632 
Tel: (201) 567-0821 

‘Intel Corp. 

Parkway 109 Office Center 
328 Newman Springs Road 
Red Bank 07701 
Tel: (201) 747-2233 

NEW MEXICO 

Intel Corp. 

Rio Rancho 1 
4100 Sara Road 
Rio Rancho 87124-1025 
(near Albuquerque) 

Tel: (505) 893-7000 


NEW YORK 

‘Intel Corp. 

2950 Expressway Dr. South 
Suite 130 
Islandia 11722 
Tel: (516) 231-3300 

Intel Corp. 

Westage Business Center 
Bldg. 300, Route 9 
Fishkill 12524 
Tel: (914) 897-3860 

Intel Corp. 

5858 East Molloy Road 
Syracuse 13211 
Tel: (315) 454-0576 


NORTH CAROLINA 

‘Intel Corp. 

5800 Executive Center Drive 
Suite 105 
Charlotte 28212 
Tel: (704) 568-8966 

“Intel Corp. 

5540 Centerview Dr., Suite 215 
Raleigh 27606 
Tel: (919) 851-9537 


OHIO 

“Intel Corp. 

3401 Park Center Dr., Ste. 220 
Dayton 45414 
Tel: (513) 890-5350 

‘Intel Corp. 

25700 Science Park Dr., Ste. 100 
Beachwood 441 22 
Tel: (216) 464-2736 


OREGON 

“Intel Corp. 

15254 N.W. Greenbrier Parkway 
Building B 
Beaverton 97005 
Tel: (503) 645-8051 


PENNSYLVANIA 

‘tlntel Corp. 

925 Harvest Drive 
Suite 200 
Blue Bell 19422 
Tel: (215) 641-1000 
1-800-468-3548 
FAX: (215) 641-0785 

“tlntel Corp. 

400 Penn Center Blvd., Ste. 610 
Pittsburgh 15235 
Tel: (412) 823-4970 

‘Intel Corp. 

1513 Cedar Cliff Dr. 

Camp Hill 17011 
Tel: (717) 761-0860 


PUERTO RICO 

Intel Corp. 

South Industrial Park 
P.O.Box 910 
Las Piedras 00671 
Tel: (809) 733-8616 

TEXAS 

“Intel Corp. 

Westech 360, Suite 4230 
891 1 Capitol of Texas Hwy. 
Austin 78752-1239 
Tel : (512) 794-8086 
“tlntel Corp. 

12000 Ford Rd., Suite 401 
Dallas 75234 
Tel: (214) 241-8087 
“Intel Corp. 

7322 SW Freeway, Suite 1490 
Houston 77074 
Tel: (713) 988-8086 

UTAH 

Intel Corp. 

428 East 6400 South 
Suite 104 
Murray 84107 
Tel: (801) 263-8051 
FAX: (801) 268-1457 

VIRGINIA 

‘Intel Corp. 

1504 Santa Rosa Rd., Ste. 108 
Richmond 23288 
Tel: (804) 282-5668 

WASHINGTON 

“Intel Corp. 

155 108th Avenue N.E., Ste. 386 
Bellevue 98004 
Tel: (206) 453-8086 

CANADA 

ONTARIO 

“Intel Semiconductor of 
Canada, Ltd. 

2650 Queensview Dr., Ste. 250 
Ottawa K2B 8H6 
Tel: (613) 829-9714 

“Intel Semiconductor of 
Canada, Ltd. 

190 Attwell Dr., Ste. 102 
Rexdale (Toronto) M9W 6H8 
Tel: (416) 675-2105 

QUEBEC 

“Intel Semiconductor of 
Canada, Ltd. 

1 Rue Holiday 
Suite 115 
Tour East 
Pt. Claire H9R 5N3 
Tel: (514) 694-9130 
FAX: 514-694-0064 
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Microcommunications 

Microcommunications is the application 
of microelectronic or silicon technology to 
the field of communications. Intel, long 
recognized as an established leader in the 
microcommunications market, has a broad 
range of components covering local area 
networks (LANs) and modems. 

This handbook contains product 
data sheets, design and applications 
information for Intel’s entire line of 
microcommunications products, including 
Intel’s first 32-bit LAN coprocessor, the 
82596; twisted-pair Ethernet* products; 
and modem chips for desktop and laptop 
PCs. Technical information on Intel’s 
communications boards and 
supercomponents is also included. 
Application articles explore Intel’s entire 
line of microcommunications products. 
Charts are included to show parameters 
and test conditions, layout principles and 
much more. 

^Ethernet is a registered trademark of Xerox Corp. 
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